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DESCRIPTION 

 

TERMINAL DEVICE, BASE STATION DEVICE, COMMUNICATION METHOD, 

AND INTEGRATED CIRCUIT 

 5 

 

TECHNICAL FIELD 

[0001] 

The present invention relates to a terminal device, a base station device, a 

communication method, and an integrated circuit.  10 

This application claims priority based on JP- 2015-090912 filed on April 28, 2015, the 

contents of which are incorporated herein by reference. 

 

BACKGROUND ART 

[0002] 15 

In the 3rd Generation Partnership Project (3GPP), a radio access method 

and a radio network for cellular mobile communications (hereinafter referred to as 

“Long Term Evolution (LTE)”, or “Evolved Universal Terrestrial Radio Access 

(EUTRA)”) have been considered (NPL 1, NPL 2, NPL 3, NPL 4, and NPL 5). In 

LTE, a base station device is also referred to as an evolved NodeB (eNodeB), and 20 

a terminal device is also referred to as user equipment (UE). LTE is a cellular 

communication system in which an area is divided into a plurality of cells to form 

a cellular pattern, each of the cells being served by a base station device. In such a 

cellular communication system, a single base station device may manage multiple 

cells. 25 

[0003] 

LTE supports a time division duplex (TDD). LTE that employs a TDD 

scheme is also referred to as TD-LTE or LTE TDD. In TDD, uplink signals and 

downlink signals are time division multiplexed. Furthermore, LTE supports a 

frequency division duplex (FDD). 30 

[0004] 
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In 3GPP, career aggregation has been specified which allows a terminal 

device to perform simultaneous transmission and/or reception in up to five serving 

cells (component careers). 

[0005] 

In addition, in 3GPP, a configuration where a terminal device performs 5 

simultaneous transmission and/or reception in more than five serving cells 

(component careers) has been considered (NPL 1). Furthermore, a configuration 

where a terminal device transmits a physical uplink control channel on a 

secondary cell which is a serving cell other than the primary cell has been 

considered (NPL 6). 10 
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DISCLOSURE OF THE INVENTION 

Problems to be Solved by the Invention 

[0007] 

However, for the radio communication system as described above, a 5 

concrete method when transmitting uplink control information has not been 

sufficiently discussed. 

[0008] 

The present invention has been made in light of the foregoing, and an object of the 

present invention is to provide a terminal device, a base station device, a communication 10 

method, and an integrated circuit which enable efficient transmission of uplink control 

information. 

 

Means for Solving the Problems 

[0009] 15 

(1) In order to accomplish the above-described object, some aspects of the 

present invention are contrived to provide the following means. The terminal 

device of the present embodiment may include a reception unit configured to 

receive both a first set of information used for permitting simultaneous 

transmission of a CSI and a HARQ-ACK using PUCCH format 3, as well as a 20 

second set of information used for permitting simultaneous transmission of  a CSI 

and a HARQ-ACK using PUCCH format 4. The terminal device may also include 

a transmission unit for transmitting a HARQ-ACK and/or a CSI. Based at least on 

whether the first set of information, the second set of information, and the 

HARQ-ACK correspond to a PDSCH transmission on a secondary cell with a cell 25 

index less than or equal to a first predetermined value or whether the HARQ-ACK 

corresponds to a PDSCH transmission on a secondary cell with a cell index greater 

than the first predetermined value, any of the following processing operations (1) 

to (4) may be executed. Herein, processing operation (1) refers to an operation in 

which a CSI multiplexed with the HARQ-ACK is transmitted with the first 30 

PUCCH resource using the PUCCH format 3, processing operation (2) refers to an 

operation in which a CSI multiplexed with the HARQ-ACK is transmitted with the 

second PUCCH resource using the PUCCH format 4, processing operation (3) 
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refers to an operation in which the HARQ-ACK is transmitted with a first PUCCH 

resource using the PUCCH format 3 and the CSI is dropped, and processing 

operation (4) refers to an operation in which the HARQ-ACK is transmitted with a 

second PUCCH resource using the PUCCH format 4 and the CSI is dropped.  

[0010] 5 

(2) In addition, the base station device of the present embodiment may 

include a transmission unit configured to transmit both a first set of information 

used for permitting simultaneous transmission of a CSI and a HARQ-ACK using 

PUCCH format 3, as well as a second set of information used for permitting 

simultaneous transmission of a CSI and a HARQ-ACK using PUCCH format 4. 10 

The base station device may also include a reception unit for receiving a 

HARQ-ACK and/or a CSI. Based at least on whether the first set of information, 

the second set of information, and the HARQ-ACK correspond to a PDSCH 

transmission on a secondary cell with a cell index less than or equal to a first 

predetermined value or whether the HARQ-ACK corresponds to a PDSCH 15 

transmission on a secondary cell with a cell index greater than the first 

predetermined value, any of the following processing operations (1) to (4) may be 

executed. Herein, processing operation (1) refers to an operation in which a CSI 

multiplexed with the HARQ-ACK is transmitted with the first PUCCH resource 

using the PUCCH format 3, processing operation (2) refers to an operation in 20 

which a CSI multiplexed with the HARQ-ACK is transmitted with the second 

PUCCH resource using the PUCCH format 4, processing operation (3) refers to an 

operation in which the HARQ-ACK is transmitted with a first PUCCH resource 

using the PUCCH format 3 and the CSI is dropped, and processing operation (4) 

refers to an operation in which the HARQ-ACK is transmitted with a second 25 

PUCCH resource using the PUCCH format 4 and the CSI is dropped. 

[0011] 

In addition, aspects of the present invention relate to a communication 

method for a terminal device. The method may include receiving a first set of 

information used for permitting simultaneous transmission of a CSI and a 30 

HARQ-ACK using PUCCH format 3, receiving a second set of information used 

for permitting simultaneous transmission of a CSI and a HARQ-ACK using 

PUCCH format 4, and transmitting a HARQ-ACK and/or a CSI. Based at least on 
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whether the first set of information, the second set of information, and the 

HARQ-ACK correspond to a PDSCH transmission on a secondary cell with a cell 

index less than or equal to a first predetermined value or whether the HARQ-ACK 

corresponds to a PDSCH transmission in a secondary cell with a cell index greater 

than the first predetermined value, any of the following processing operations (1) 5 

to (4) may be executed. Herein, processing operation (1) refers to an operation in 

which the CSI multiplexed with the HARQ-ACK is transmitted with the first 

PUCCH resource using the PUCCH format 3, processing operation (2) refers to an 

operation in which the CSI multiplexed with the HARQ-ACK is transmitted with 

the second PUCCH resource using the PUCCH format 4, processing operation (3) 10 

refers to an operation in which the HARQ-ACK is transmitted with a first PUCCH 

resource using the PUCCH format 3 and the CSI is dropped, and processing 

operation (4) refers to an operation in which the HARQ-ACK is transmitted with a 

second PUCCH resource using the PUCCH format 4 and the CSI is dropped. 

[0012] 15 

(4) In addition, aspects of the present invention relate to a communication 

method for a base station device. The method may include transmitting a first set 

of information used for permitting simultaneous transmission of a CSI and a 

HARQ-ACK using PUCCH format 3, transmitting a second set of information 

used for permitting simultaneous transmission of a CSI and a HARQ-ACK using 20 

PUCCH format 4, and receiving a HARQ-ACK and/or a CSI. Based at least on 

whether the first set of information, the second set of information, and the 

HARQ-ACK correspond to a PDSCH transmission on a secondary cell with a cell 

index less than or equal to a first predetermined value or whether the HARQ-ACK 

corresponds to a PDSCH transmission on a secondary cell with a cell index greater 25 

than the first predetermined value, any of the following processing operations (1) 

to (4) may be executed. Herein, processing operation (1) refers to an operation in 

which the CSI multiplexed with the HARQ-ACK is transmitted with the first 

PUCCH resource using the PUCCH format 3, processing operation (2) refers to an 

operation in which the CSI multiplexed with the HARQ-ACK is transmitted with 30 

the second PUCCH resource using the PUCCH format 4, processing operation (3) 

refers to an operation in which the HARQ-ACK is transmitted with a first PUCCH 

resource using the PUCCH format 3 and the CSI is dropped, and processing 
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operation (4) refers to an operation in which the HARQ-ACK is transmitted with a 

second PUCCH resource using the PUCCH format 4 and the CSI is dropped. 

[0013] 

(5) In addition, aspects of the present invention relate to an integrated 

circuit mounted in a terminal device. The integrated circuit may be configured to 5 

cause the terminal device to perform a set of functions including receiving a first 

set of information used for permitting simultaneous transmission of a CSI and a 

HARQ-ACK using PUCCH format 3, receiving a second set of information used 

for permitting simultaneous transmission of a CSI and a HARQ-ACK using 

PUCCH format 4, and transmitting a HARQ-ACK and/or a CSI. Based at least on 10 

whether the first set of information, the second set of information, and the 

HARQ-ACK correspond to a PDSCH transmission on a secondary cell with a cell 

index less than or equal to a first predetermined value or whether the HARQ-ACK 

corresponds to a PDSCH transmission on a secondary cell with a cell index greater 

than the first predetermined value, any of the following processing operations (1) 15 

to (4) may be executed. Herein, processing operation (1) refers to an operation in 

which the CSI multiplexed with the HARQ-ACK is transmitted with the first 

PUCCH resource using the PUCCH format 3, processing operation (2) refers to an 

operation in which the CSI multiplexed with the HARQ-ACK is transmitted with 

the second PUCCH resource using the PUCCH format 4, processing operation (3) 20 

refers to an operation in which the HARQ-ACK is transmitted with a first PUCCH 

resource using the PUCCH format 3 and the CSI is dropped, and processing 

operation (4) refers to an operation in which the HARQ-ACK is transmitted with a 

second PUCCH resource using the PUCCH format 4 and the CSI is dropped.  

[0014] 25 

(6) In addition, aspects of the present invention relate to an integrated circuit 

mounted in a base station device. The integrated circuit may be configured to cause the 

base station device to perform a set of functions including transmitting a first set of 

information used for permitting simultaneous transmission of a CSI and a HARQ-ACK 

using PUCCH format 3, transmitting a second set of information used for permitting 30 

simultaneous transmission of a CSI and a HARQ-ACK using PUCCH format 4, and 

receiving a HARQ-ACK and/or a CSI. Based at least on whether the first set of 

information, the second set of information, and the HARQ-ACK correspond to a PDSCH 



 

OSP72355_EN Translation of 

Original PCT Specification 

7 

transmission on a secondary cell with a cell index less than or equal to a first 

predetermined value or whether the HARQ-ACK corresponds to a PDSCH transmission 

on a secondary cell with a cell index greater than the first predetermined value, any of the 

following processing operations (1) to (4) may be executed. Herein, processing operation 

(1) refers to an operation in which the CSI multiplexed with the HARQ-ACK is 5 

transmitted with the first PUCCH resource using the PUCCH format 3, processing 

operation (2) refers to an operation in which the CSI multiplexed with the HARQ-ACK 

is transmitted with the second PUCCH resource using the PUCCH format 4, processing 

operation (3) refers to an operation in which the HARQ-ACK is transmitted with a first 

PUCCH resource using the PUCCH format 3 and the CSI is dropped, and processing 10 

operation (4) refers to an operation in which the HARQ-ACK is transmitted with a 

second PUCCH resource using the PUCCH format 4 and the CSI is dropped. 

 

Effects of the Invention 

[0015] 15 

According to various aspects of the present invention, uplink control 

information can be transmitted efficiently.  

 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0016] 20 

FIG. 1 is a diagram illustrating a concept of a radio communication system 

according to the present embodiment. 

FIG. 2 is a diagram illustrating a configuration of a slot according to the 

present embodiment. 

FIGS. 3A to 3C are diagrams illustrating PUCCH cell groups according to 25 

the present embodiment. 

FIG. 4 is a diagram illustrating a method to transmit uplink control 

information according to the present embodiment.  

FIG. 5 is a diagram illustrating a predetermined value according to the 

present embodiment. 30 

FIG. 6 is a diagram illustrating a method to process uplink control 

information according to the present embodiment.  
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FIG. 7 is a diagram illustrating a method to process uplink control 

information according to the present embodiment.  

FIG. 8 is a diagram illustrating a method to process uplink control 

information according to the present embodiment. 

FIG. 9 is a diagram illustrating a method for allocating PUCCH resources 5 

according to the present embodiment. 

FIG. 10 is a schematic block diagram illustrating a configuration of a 

terminal device 1 according to the present embodiment. 

FIG. 11 is a schematic block diagram illustrating a configuration of a base station device 

3 according to the present embodiment. 10 

 

MODE FOR CARRYING OUT THE INVENTION 

[0017] 

Embodiments of the present invention will be described below.  

[0018] 15 

FIG. 1 is a conceptual diagram of a radio communication system according 

to the present embodiment. In FIG. 1, the radio communication system includes 

terminal devices 1A to 1C and a base station device 3. Hereinafter, the terminal 

devices 1A to 1C are each also referred to as a terminal device 1.  

[0019] 20 

Physical channels and physical signals according to the present 

embodiment will be described. 

[0020] 

With respect to FIG. 1, the following uplink physical channels are used for 

uplink radio communication from the terminal device 1 to the base station device 25 

3. Here, the uplink physical channels are used to transmit information output from 

the higher layers. 

∙ Physical uplink control channel (PUCCH) 

∙ Physical uplink shared channel (PUSCH) 

∙ Physical random access channel (PRACH) 30 

[0021] 

The PUCCH is used to transmit uplink control information (UCI). Here, the 

uplink control information may include channel state information (CSI) used to 



 

OSP72355_EN Translation of 

Original PCT Specification 

9 

indicate a downlink channel state. The uplink control information may include 

scheduling request (SR) used to request an UL-SCH resource. The uplink control 

information may include hybrid automatic repeat request acknowledgment 

(HARQ-ACK). HARQ-ACK may indicate HARQ-ACK for downlink data 

(transport block, medium access control protocol data unit (MAC PDU), 5 

downlink-shared channel (DL-SCH), or physical downlink shared channel 

(PDSCH)). 

[0022] 

In other words, HARQ-ACK may indicate acknowledgment (ACK) or 

negative-acknowledgment (NACK). Here, HARQ-ACK may also be referred to as 10 

ACK/NACK, HARQ feedback, HARQ acknowledgment, HARQ information, or 

HARQ control information. 

[0023] 

The PUSCH is used to transmit uplink data (uplink-shared channel 

(UL-SCH)). Furthermore, the PUSCH may be used to transmit HARQ-ACK and/or 15 

CSI along with the uplink data. Furthermore, the PUSCH may be used to transmit 

CSI only or HARQ-ACK and CSI only. In other words, the PUSCH may be used 

to transmit the uplink control information only. 

[0024] 

Here, the base station device 3 and the terminal device 1 exchange 20 

(transmit and receive) signals with each other in the higher layers. For example, 

the base station device 3 and the terminal device 1 may transmit and receive radio 

resource control (RRC) signaling (also referred to as RRC message or RRC 

information) in the RRC layer, respectively. The base station device 3 and the 

terminal device 1 may transmit and receive a medium access control (MAC) 25 

element in the MAC layer, respectively. Here, the RRC signaling and/or the MAC 

control element is also referred to as higher layer signaling. 

[0025] 

The PUSCH may be used to transmit the RRC signaling and the MAC 

control element. Here, the RRC signaling transmitted from the base station device 30 

3 may be signaling common to multiple terminal devices 1 in a cell. The RRC 

signaling transmitted from the base station device 3 may be signaling dedicated to 

a certain terminal device 1 (also referred to as dedicated signaling). In other words, 
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user-equipment-specific information (information unique to user equipment) may 

be transmitted through signaling dedicated to the certain terminal device 1.  

[0026] 

The PRACH is used to transmit a random access preamble. The PRACH 

may be used for an initial connection establishment procedure, a handover 5 

procedure, a connection re-establishment procedure, uplink transmission 

synchronization (timing adjustment), and designating a PUCCH resource request.  

[0027] 

In FIG. 1, the following uplink physical signal is used in the uplink radio 

communication. Here, the uplink physical signal is not used to transmit 10 

information output from the higher layers but is used by the physical layer.  

∙ Uplink reference signal (UL RS) 

[0028] 

According to the present embodiment, the following two types of uplink 

reference signals are used. 15 

∙ Demodulation reference signal (DMRS) 

∙ Sounding reference signal (SRS) 

[0029] 

The DMRS is associated with transmission of the PUSCH or the PUCCH. 

The DMRS is time-multiplexed with the PUSCH or the PUCCH. The base station 20 

device 3 uses the DMRS in order to perform channel compensation of the PUSCH 

or the PUCCH. Transmission of both of the PUSCH and the DMRS is hereinaf ter 

referred to simply as transmission of the PUSCH. Transmission of both of the 

PUCCH and the DMRS is hereinafter referred to simply as transmission of the 

PUCCH. 25 

[0030] 

The SRS is not associated with the transmission of the PUSCH or the 

PUCCH. The base station device 3 uses the SRS in order to measure an uplink 

channel state. 

[0031] 30 

In FIG. 1, the following downlink physical channels are used for downlink 

radio communication from the base station device 3 to the terminal device 1. Here, 
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the downlink physical channels are used to transmit the information output from 

the higher layers. 

∙ Physical broadcast channel (PBCH) 

∙ Physical control format indicator channel (PCFICH) 

∙ Physical hybrid automatic repeat request indicator channel (PHICH) 5 

∙ Physical downlink control channel (PDCCH) 

∙ Enhanced physical downlink control channel (EPDCCH) 

∙ Physical downlink shared channel (PDSCH) 

∙ Physical multicast channel (PMCH) 

[0032] 10 

The PBCH is used to broadcast a master information block (MIB), or a 

broadcast channel (BCH), that is shared by the terminal devices 1.  

[0033] 

The PCFICH is used to transmit information designating a region (OFDM 

symbols) to be used for transmission of the PDCCH. 15 

[0034] 

The PHICH is used to transmit a HARQ indicator (HARQ feedback or 

acknowledgment information) designating acknowledgment (ACK) or negative 

acknowledgment (NACK) with respect to the uplink data (uplink shared channel 

(UL-SCH)) received by the base station device 3. 20 

[0035] 

The PDCCH and the EPDCCH are used to transmit downlink control 

information (DCI). Here, multiple DCI formats are defined for transmission of  the 

downlink control information. In other words, a field for the downlink control 

information is defined in a DCI format and is mapped to information bits.  25 

[0036] 

For example, DCI formats for downlink (e.g., DCI format 1A and DCI 

format 1C) to be used for the scheduling of one PDSCH in one cell (transmission 

of a single downlink transport block) may be defined.  

[0037] 30 

Here, each of the downlink DCI formats includes information on the 

scheduling of the PDSCH. For example, the downlink DCI format includes 

downlink control information such as a carrier indicator field (CIF), information 
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on resource block assignment, or information on a modulation and coding scheme 

(MCS). Here, the downlink DCI format is also referred to as downlink grant or 

downlink assignment. 

[0038] 

Furthermore, for example, DCI formats for uplink (e.g., DCI format 0 and 5 

DCI format 4) to be used for the scheduling of one PUSCH in one cell 

(transmission of a single uplink transport block) are defined.  

[0039] 

Here, each of the uplink DCI formats includes information on the 

scheduling of the PUSCH. For example, the uplink DCI format includes downlink 10 

control information such as a carrier indicator field (CIF), information on resource 

block assignment and/or hopping resource allocation, information on modulation 

and coding scheme (MCS) and/or redundancy version, or information used for 

designating the number of transmission layers (precoding information and the 

number of layers). Here, the uplink DCI format is also referred to as uplink grant 15 

or uplink assignment. 

[0040] 

In a case where a PDSCH resource is scheduled in accordance with the 

downlink assignment, the terminal device 1 may receive downlink data on the 

scheduled PDSCH. In a case where a PUSCH resource is scheduled in accordance 20 

with the uplink grant, the terminal device 1 may transmit uplink data and/or uplink 

control information on the scheduled PUSCH. 

[0041] 

Here, the terminal device 1 may monitor a set of PDCCH candidates and/or 

EPDCCH candidates. The PDCCH may indicate a PDCCH and/or an EPDDCH 25 

below. Here, the PDCCH candidates are candidates which the PDCCH may be 

mapped to and/or transmitted on by the base station device 3. Furthermore 

"monitor" may imply that the terminal device 1 attempts to decode each PDCCH 

in the set of PDCCH candidates in accordance with each of all the monitored DCI 

formats. 30 

[0042] 

The set of PDCCH candidates to be monitored by the terminal device 1 is 

also referred to as a search space. The search space may include a common search 
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space (CSS). For example, the CSS may be defined as a space common to multiple 

terminal devices 1. The search space may include a UE-specific search space 

(USS). For example, the USS may be defined at least on the basis of a C-RNTI 

assigned to the terminal device 1. The terminal device 1 may monitor PDCCHs in 

CSS/or USS to detect a PDCCH destined for the terminal device 1 itself.  5 

[0043] 

Here, an RNTI assigned to the terminal device 1 by the base station device 

3 is used for the transmission of downlink control information (transmission on 

the PDCCH). Specifically, cyclic redundancy check (CRC) parity bits are attached 

to a DCI format (or downlink control information), and after the attachment, the 10 

CRC parity bits are scrambled with the RNTI. Here, the CRC parity bits attached 

to the DCI format may be obtained from the payload of the DCI format.  

[0044] 

The terminal device 1 attempts to decode the DCI format to which the CRC 

parity bits scrambled with the RNTI have been attached, and detects, as a DCI 15 

format destined for the terminal device 1 itself, the DCI format for which the CRC 

has been successful (also referred to as blind coding). In other words, the terminal 

device 1 may detect the PDCCH with CRC scrambled with the RNTI. The terminal 

device 1 may detect the PDCCH including the DCI format to which the CRC 

parity bits scrambled with the RNTI have been attached.  20 

[0045] 

Here, the RNTI may include a cell-radio network temporary identifier 

(C-RNTI). The C-RNTI is an identifier unique to the terminal device 1 and used 

for the identification in RRC connection and scheduling. The C-RNTI may be 

used for dynamically scheduled unicast transmission.  25 

[0046] 

The RNTI may further include a semi-persistent scheduling C-RNTI (SPS 

C-RNTI). The SPS C-RNTI is an identifier unique to the terminal device 1 and 

used for semi-persistent scheduling. The SPS C-RNTI may be used for 

semi-persistently scheduled unicast transmission. 30 

[0047] 

The PDSCH is used to transmit downlink data (downlink shared channel 

(DL-SCH)). The PDSCH is used to transmit a system information message. Here, 
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the system information message may be cell-specific information (information 

unique to a cell). The system information is included in RRC signaling. The 

PDSCH is used to transmit the RRC signaling and the MAC control element.  

[0048] 

The PMCH is used to transmit multicast data (multicast channel (MCH)).  5 

[0049] 

In FIG. 1, the following downlink physical signals are used for downlink 

radio communication. Here, the downlink physical signals are not used to transmit 

the information output from the higher layers but is used by the physical layer.  

∙ Synchronization signal (SS) 10 

∙ Downlink reference signal (DL RS) 

[0050] 

The synchronization signal is used in order for the terminal device 1 to be 

synchronized in terms of frequency and time domains for downlink. In the TDD 

scheme, the synchronization signal is mapped to subframes 0, 1, 5, and 6 within a 15 

radio frame. In the FDD scheme, the synchronization signal is mapped to 

subframes 0 and 5 within a radio frame. 

[0051] 

The downlink reference signal is used in order for the terminal device 1 to 

perform channel compensation for the downlink physical channel. The downlink 20 

reference signal is used in order for the terminal device 1 to obtain the downlink 

channel state information. 

[0052] 

According to the present embodiment, the following five types of downlink 

reference signals are used. 25 

∙ Cell-specific reference signal (CRS) 

∙ UE-specific reference signal (URS) associated with the PDSCH 

∙ Demodulation reference signal (DMRS) associated with the EPDCCH 

∙ Non-zero power channel state information-reference signal (NZP CSI-RS) 

∙ Zero power channel state information-reference signal (ZP CSI-RS) 30 

∙ Multimedia broadcast and multicast service over single frequency network 

reference signal (MBSFN RS) 

∙ Positioning reference signal (PRS) 
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[0053] 

Here, the downlink physical channel and the downlink physical signal are 

collectively referred to as a downlink signal. The uplink physical channel and the 

uplink physical signal are collectively referred to as an uplink signal.  The 

downlink physical channel and the uplink physical channel are collectively 5 

referred to as a physical channel. The downlink physical signals and the uplink 

physical signals are collectively referred to as a physical signal.  

[0054] 

The BCH, the MCH, the UL-SCH, and the DL-SCH are transport channels. 

A channel used in the medium access control (MAC) layer is referred to as a 10 

transport channel. The unit of the transport channel used in the MAC layer may 

also be referred to as a transport block (TB) or a MAC protocol data unit (PDU). 

Control of a hybrid automatic repeat request (HARQ) is performed on each 

transport block in the MAC layer. The transport block is a unit of data that the 

MAC layer delivers to the physical layer. In the physical layer, the transport block 15 

is mapped to a codeword and subject to coding processing on a 

codeword-by-codeword basis. 

[0055] 

Carrier aggregation will be described below. 

[0056] 20 

In the present embodiment, one or multiple serving cells may be configured 

for the terminal device 1. A technology in which the terminal device 1 

communicates via multiple serving cells is referred to as cell aggregation or 

carrier aggregation. 

[0057] 25 

Here, the present embodiment may apply to one or each of the multiple 

serving cells configured for the terminal device 1. Alternatively, the present 

embodiment may apply to one or some of the multiple serving cells configured for 

the terminal device 1. Alternatively, the present embodiment may apply to one or 

each of the multiple serving cell groups (e.g., PUCCH cell groups) configured for 30 

the terminal device 1, which will be described later. Alternatively, the present 

embodiment may apply to one or some of the multiple serving cell groups 

configured for the terminal device 1. 
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[0058] 

In the present embodiment, time division duplex (TDD) and/or frequency 

division duplex (FDD) may be applied. Here, for carrier aggregation, TDD or 

FDD may apply to one or all of the multiple serving cells. Alternatively, serving 

cells to which TDD applies and serving cells to which FDD applies may be 5 

aggregated. Here, a frame structure for FDD is also referred to as frame structure 

type 1. A frame structure for TDD is referred to as frame structure type 2.  

[0059] 

Here, the one or multiple configured serving cells include one pr imary cell 

and one or multiple secondary cells. The primary cell may be a serving cell in 10 

which an initial connection establishment procedure has been performed, a serving 

cell in which a connection re-establishment procedure has been initiated, or a cell 

indicated as the primary cell in a handover procedure. Here, upon an RRC 

connection being established or later, a secondary cell(s) may be configured.  

[0060] 15 

Here, a carrier corresponding to a serving cell in the downlink is referred to 

as a downlink component carrier. A carrier corresponding to a serving cell in the 

uplink is referred to as an uplink component carrier. The downlink component 

carrier and the uplink component carrier are collectively referred to as a 

component carrier. 20 

[0061] 

The terminal device 1 may simultaneously perform transmission and/or 

reception on multiple physical channels in one or multiple serving cells 

(component carrier(s)). Here, transmission of one physical channel may be 

performed in one serving cell (component carrier) of the multiple serving cells 25 

(component carriers). 

[0062] 

Here, the primary cell is used for the transmission on the PUCCH. The 

primary cell cannot be deactivated. The cross-carrier scheduling does not apply to 

the primary cell. In other words, the primary cell is always scheduled via its 30 

PDCCH. 

[0063] 
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In a case where PDCCH (or PDCCH monitoring) of a secondary cell is 

configured, cross-carries scheduling may not apply this secondary cell. To be more 

specific, in this case, the secondary cell may always be scheduled via its PDCCH. 

In a case where no PDCCH (or PDCCH monitoring) of a secondary cell is 

configured, cross-carrier scheduling applies to the secondary cell, and the 5 

secondary cell may always be scheduled via the PDCCH in one other serving cell.  

[0064] 

Here, in the present embodiment, a secondary cell used for transmission on 

the PUCCH is referred to as a PUCCH secondary cell or a special secondary cell. 

In the present embodiment, a secondary cell not used to transmit a PUCCH is 10 

referred to as a non-PUCCH secondary cell, a non-special secondary cell, a 

non-PUCCH serving cell, or a non-PUCCH cell. The primary cell and the PUCCH 

secondary cell are collectively referred to as a PUCCH serving cell or a PUCCH 

cell. 

[0065] 15 

Here, the PUCCH serving cell (the primary cell or the PUCCH secondary 

cell) always includes a downlink component carrier and an uplink component 

carrier. In the PUCCH serving cell (the primary cell or the PUCCH secondary 

cell), PUCCH resources are configured. 

[0066] 20 

The non-PUCCH serving cell (the non-PUCCH secondary cell) may include 

a downlink component carrier only. Alternatively, the non-PUCCH serving cell 

(the non-PUCCH secondary cell) may include a downlink component carrier and 

an uplink component carrier. 

[0067] 25 

The terminal device 1 performs transmission on the PUCCH in the PUCCH 

serving cell. To be more specific, the terminal device 1 performs transmission on 

the PUCCH on the primary cell. Moreover, the terminal device 1 performs 

transmission on the PUCCH in the PUCCH secondary cell. To be more specific, 

the terminal device 1 does not perform transmission on the PUCCH in the 30 

non-special secondary cell. 

[0068] 
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Here, the PUCCH secondary cell may be defined as a serving cell that is 

neither the primary cell nor a secondary cell.  

[0069] 

To be more specific, the PUCCH secondary cell may be used for the 

transmission on the PUCCH. The PUCCH secondary cell may not be deactivated. 5 

Here, as will be described later, the PUCCH secondary cell may be activated 

and/or deactivated. 

[0070] 

Cross-carrier scheduling may not apply to PUCCH secondary cell. In other 

words, PUCCH secondary cell is always scheduled via its PDCCH in PUCCH 10 

secondary cell. Here, cross-carrier scheduling may apply to PUCCH secondary 

cell. To be more specific, the PUCCH secondary cell may be scheduled via the 

PDCCH in one other serving cell. 

[0071] 

For example, in a case where PDCCH (or PDCCH monitoring) of a PUCCH 15 

secondary cell is configured, cross-carries scheduling may not apply this PUCCH 

secondary cell. To be more specific, in this case, the PUCCH secondary cell may 

always be scheduled via its PDCCH in the PUCCH secondary cell. In a case where 

no PDCCH (or PDCCH monitoring) of the PUCCH secondary cell is configured, 

cross-carrier scheduling applies to the PUCCH secondary cell, and the PUCCH 20 

secondary cell may always be scheduled via the PDCCH in one other serving cell.  

[0072] 

Here, linking may be defined between the uplink (e.g., the uplink 

component carrier) and the downlink (e.g., the downlink component carrier). In 

other words, on the basis of the linking between the uplink and the downlink, the 25 

serving cell responsible for a downlink assignment (the serving cell in which 

PDSCH transmission scheduled in accordance with the downlink assignment 

(downlink transmission) is performed) may be identified. Moreover, on the basis 

of the linking between the uplink and the downlink, the serving cell responsible 

for an uplink grant (the serving cell in which transmission on the PUSCH 30 

scheduled in accordance with the uplink grant (uplink transmission) is performed) 

may be identified. Here, no carrier indicator field is present in the downlink 

assignment or the uplink. 



 

OSP72355_EN Translation of 

Original PCT Specification 

19 

[0073] 

In other words, the downlink assignment received on the primary cell may 

correspond to downlink transmission on the primary cell. Moreover, the uplink 

grant received on the primary cell may correspond to uplink transmission on the 

primary cell. The downlink assignment received in the PUCCH secondary cell 5 

may correspond to downlink transmission on the PUCCH secondary cell. 

Moreover, the uplink grant received in the PUCCH secondary cell may correspond 

to uplink transmission on the PUCCH secondary cell.  

[0074] 

The downlink assignment received in a certain secondary cell (the PUCCH 10 

secondary cell and/or the non-PUCCH secondary cell) may correspond to 

downlink transmission on the certain secondary cell. Moreover, the uplink grant 

received in a certain secondary cell (the PUCCH secondary cell and/or the 

non-PUCCH secondary cell) may correspond to uplink transmission on the certain 

secondary cell. 15 

[0075] 

Here, the base station device 3 may configure one or multiple serving cells 

through higher layer signaling. For example, one or multiple secondary cells may 

form a set of multiple serving cells with the primary cell. Here, the serving cells 

configured by the base station device 3 may include a PUCCH secondary cell.  20 

[0076] 

To be more specific, the PUCCH secondary cell may be configured by the 

base station device 3. For example, the base station device 3 may transmit higher 

layer signals that include information that may be used to configure the PUCCH 

secondary cell. 25 

[0077] 

The base station device 3 may activate or deactivate one or multiple 

serving cells through higher layer signaling (e.g., a MAC control element). For 

example, the activation or deactivation mechanism may be based on a combination 

of the MAC control element and a deactivation timer.  30 

[0078] 

Here, secondary cells activated or deactivated by the base station device 3 

may include a PUCCH secondary cell. To be more specific, the base station device 
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3 may solely activate or deactivate multiple secondary cells including the PUCCH 

secondary cell through a single activation/deactivation command. In other words, 

the base station device 3 may transmit the single activation/deactivation  command 

to be used to activate or deactivate secondary cells through the MAC control 

element. 5 

[0079] 

As a value for the deactivation timer, a common value may be set for each 

terminal device 1 by the higher layers (e.g., the RRC layer). The deactivation 

timer (the value of the timer) may be maintained for (apply to) each of the 

secondary cells. Here, the deactivation timer (the value of the timer) may be 10 

maintained for each of the non-PUCCH secondary cells only. In other words, the 

terminal device 1 may maintain (apply) the deactivation timer for (to) each of the 

non-PUCCH secondary cells only, without applying the deactivation timer to the 

PUCCH secondary cells. 

[0080] 15 

Alternatively, a deactivation timer for PUCCH secondary cells and a 

deactivation timer for non-PUCCH secondary cells may be configured separately. 

For example, the base station device 3 may transmit higher layer signaling 

including the deactivation timer for the PUCCH secondary cells and information 

on the configuration of the deactivation timer. Moreover, the base station device 3 20 

may transmit higher layer signaling including the deactivation timer for the 

non-PUCCH secondary cells and information on the configuration of the 

deactivation timer. 

[0081] 

A configuration of a slot according to the present embodiment will be 25 

described below. 

[0082] 

FIG. 2 is a diagram illustrating the configuration of the slot according to the 

present embodiment. In FIG. 2, the horizontal axis represents a time axis, and the 

vertical axis represents a frequency axis. Here, a normal cyclic prefix (CP) may 30 

apply to an OFDM symbol. Alternatively, an extended cyclic prefix (CP) may 

apply to the OFDM symbol. The physical signal or the physical channel 

transmitted in each of the slots is expressed by a resource grid.  
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[0083] 

Here, in the downlink, the resource grid may be defined with multiple 

subcarriers and multiple OFDM symbols. In the uplink, the resource grid may be 

defined with multiple subcarriers and multiple SC-FDMA symbols. The number of 

subcarriers constituting one slot may depend on a cell bandwidth. The number of 5 

OFDM symbols or SC-FDMA symbols constituting one slot may be seven. Here, 

each element within the resource grid is referred to as a resource element. The 

resource element may be identified by a subcarrier number and an OFDM symbol 

or SC-FDMA symbol number. 

[0084] 10 

Here, a resource block may be used to express mapping of a certain 

physical channel (the PDSCH, the PUSCH, or the like) to resource elements. For 

the resource block, a virtual resource block and a physical resource block may be 

defined. A certain physical channel may be first mapped to the virtual resource 

block. Thereafter, the virtual resource block may be mapped to the physical 15 

resource block. One physical resource block may be defined with seven 

consecutive OFDM symbols or SC-FDMA symbols in the time domain and by 12 

consecutive subcarriers in the frequency domain. Thus, one physical resource 

block may be constituted of (7 × 12) resource elements. Furthermore, one physical 

resource block may correspond to one slot in the time domain and correspond to 20 

180 kHz in the frequency domain. The physical resource blocks may be numbered 

from zero in the frequency domain. 

[0085] 

FIGS. 3A to 3C are diagrams illustrating PUCCH cell groups according to 

the present embodiment. In FIGS. 3A to 3C, three examples (Example (a), 25 

Example (b), and Example (c)) are provided as examples of a configuration 

(constitution or definition) of a PUCCH cell group. Here, in the present 

embodiment, a group of multiple serving cells may be referred to as a PUCCH cell 

group. The PUCCH cell group may be a group associated with transmission on the 

PUCCH (transmission of uplink control information on the PUCCH). Here, a 30 

certain serving cell belongs to any one of PUCCH cell groups. Here, it goes 

without saying that the PUCCH cell group may be configured differently from the 

examples illustrated in FIGS. 3A to 3C. 
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[0086] 

The secondary PUCCH cell group may be configured by the base station 

device 3. For example, the base station device 3 may transmit higher layer 

signallings that include information (or index, or cell group index) that may be 

used to configure the PUCCH cell group. 5 

[0087] 

Naturally, aspects of the present embodiment may be applied to one or a 

plurality of serving cell groups other than the above-described PUCCH cell group. 

For example, the base station device 3 may configure one or a plurality of groups 

of serving cells corresponding to the serving cell instructed by the carrier 10 

indicator field (CIF). Here, the base station device 3 may configure one or 

multiple serving cells through association with the uplink transmission. Further, 

the base station device 3 may configure one or multiple serving cells through 

association with the downlink transmission. 

[0088] 15 

In the following description, a group of one or more serving cells 

configured by the base station device 3 may also be referred to as a cell group. 

That is, the PUCCH cell group is included in the cell group. Herein, the base 

station device 3 and/or the terminal device 1 may execute the operations described 

with respect to the present embodiment in each of the cell groups. To be more 20 

specific, the base station device 3 and/or the terminal device 1 may perform the 

operations described with respect to the present embodiment in one cell group. 

[0089] 

Herein, for example, the base station device 3 and/or the terminal device 1 

of the present embodiment may support carrier aggregation of up to 32 downlink 25 

component carriers (downlink cells), for example. In other words, the base station 

device 3 and/or the terminal device 1 can simultaneously perform transmission 

and/or reception on multiple physical channels in up to 32 serving cells. Here, the 

number of uplink component carriers may be less than the number of downlink 

component carriers. 30 

[0090] 

Herein, for example, the base station device 3 and/or the terminal device 1 

of the present embodiment may support carrier aggregation of up to 5 downlink 
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component carriers (downlink cells). In other words, the base station device 3 

and/or the terminal device 1 can simultaneously perform transmission and/or 

reception on multiple physical channels in up to 5 serving cells. Here, the number 

of uplink component carriers may be less than the number of downlink component 

carriers. 5 

[0091] 

FIG. 3A illustrates that a first PUCCH cell group and a second cell group 

are configured as a cell group (the PUCCH cell groups). For example, in FIG. 3A, 

the base station device 3 may transmit a downlink signal in the first cell group, 

and the terminal device 3 may transmit an uplink signal in the first cell group 10 

(may transmit uplink control information on the PUCCH in the first cell group). 

For example, in a case where 20 serving cells (downlink component carriers or 

downlink cells) are configured or activated in the first cell group, the base station 

device 3 and the terminal device 1 may transmit and receive uplink control 

information for the 20 downlink component carriers, respectively.  15 

[0092] 

To be more specific, the terminal device 1 may transmit HARQ-ACK for 

the 20 downlink component carriers (HARQ-ACK for PDSCH transmission and 

HARQ-ACK for transport blocks). The terminal device 1 may transmit CSI 

corresponding to each of the 20 downlink component carriers. The terminal device 20 

1 may transmit SRs for each cell group. Similarly, the base station device 3 and 

the terminal device 1 may transmit and receive uplink control information in the 

second cell group, respectively. 

[0093] 

Similarly, the base station device 3 and the terminal device 1 may configure 25 

a cell group as illustrated in FIG. 3B, and transmit and receive uplink control 

information, respectively. Also, the base station device 3 and the terminal device 1 

may configure a cell group as illustrated in FIG. 3C, and transmit and receive 

uplink control information respectively. 

[0094] 30 

Herein, one cell group (e.g., a PUCCH cell group) may include at least one 

serving cell (e.g., a PUCCH serving cell). Additionally, in certain embodiments, 

one cell group (e.g., a PUCCH cell group) may include only one serving cell (e.g., 
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only one PUCCH serving cell). Further, for example, one PUCCH cell group may 

include one PUCCH serving cell and one or multiple non-PUCCH serving cells. 

[0095] 

Herein, cell groups including the primary cell may be referred to as primary 

cell groups. Further, cell groups that do not include the primary cell are referred to 5 

as secondary cell groups. PUCCH cell groups including the primary cell may be 

referred to as primary PUCCH cell groups. PUCCH cell groups that do not include 

the primary cell may be referred to as secondary PUCCH cell groups. 

[0096] 

In other words, the secondary PUCCH cell group may include a PUCCH 10 

secondary cell. For example, the index for the primary PUCCH cell group may 

always be defined as 0. The index for the secondary PUCCH cell group may be 

configured by the base station device 3 (or a network device).  

[0097] 

The base station device 3 may transmit information, to be used to indicate 15 

the PUCCH secondary cell, included in higher layer signaling and/or the PDCCH 

(downlink control information transmitted on the PDCCH). The terminal device 1 

may determine the PUCCH secondary cell in accordance with the information to 

be used to indicate the PUCCH secondary cell. Herein, the cell index of the 

PUCCH secondary cell may be predefined according to specification information 20 

and the like. 

[0098] 

As described above, the PUCCH in the PUCCH serving cell may be used to 

transmit uplink control information (HARQ-ACK, CSI (e.g., periodic CSI), and/or 

SR) for serving cells (the PUCCH serving cell and the non-PUCCH serving cell) 25 

included in the PUCCH cell group to which the PUCCH serving cell belongs.  

[0099] 

In other words, uplink control information (HARQ-ACK, CSI (e.g., 

periodic CSI), and/or SR) for the serving cells (the PUCCH serving cell and the 

non-PUCCH serving cell) included in the PUCCH cell group is transmitted on the 30 

PUCCH in the PUCCH serving cell included in the PUCCH cell group.  

[0100] 



 

OSP72355_EN Translation of 

Original PCT Specification 

25 

Here, the present embodiment may apply only to transmission of 

HARQ-ACK. Alternatively, the present embodiment may apply only to 

transmission of CSI (e.g., periodic CSI). Alternatively, the present embodiment 

may apply only to transmission of SR. Alternatively, the present embodiment may 

apply to transmission of HARQ-ACK, transmission of CSI (e.g., periodic CSI), 5 

and/or transmission of SR. 

[0101] 

In other words, for example, a cell group (or the PUCCH cell group) may 

be configured for transmission of HARQ-ACK. A cell group (or the PUCCH cell 

group) may be configured for transmission of CSI (e.g., periodic CSI). A cell 10 

group (or the PUCCH cell group) may be configured for transmission of SR.  

[0102] 

For example, a cell group for transmission of HARQ-ACK, a cell group for 

transmission of CSI (e.g., periodic CSI), and/or a cell group for transmission of 

SR may be configured separately. Alternatively, a shared cell group may be 15 

configured as a cell group for transmission of HARQ-ACK, a cell group for 

transmission of CSI (e.g., periodic CSI), and/or a cell group for transmission of 

SR. 

[0103] 

Herein, the number of cell groups used for transmission of HARQ-ACK 20 

may be one or two. The number of cell groups used for transmission of CSI may 

be one or two. The number of cell groups used for transmission of SR may be one 

or two. As will be described later, a cell group for transmission of CSI (e.g., 

periodic CSI) and/or a cell group for transmission of SR need not be configured 

(defined). 25 

[0104] 

Here, multiple formats may be defined (supported) for the PUCCH. Each 

format supported for the PUCCH (the format that the PUCCH supports) is also 

referred to as a PUCCH format. For example, the use of the following PUCCH 

formats allows combinations of pieces of uplink control information on the 30 

PUCCH (transmission of combinations of pieces of uplink control information) to 

be supported. 

∙ Format 1 
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∙ Format 1a 

∙ Format 1b 

∙ Format 2 

∙ Format 2a 

∙ Format 2b 5 

∙ Format 3 

∙ Format 4 

[0105] 

PUCCH format 1 may be defined for positive SR. For example, the positive 

SR may be used to indicate that an UL-SCH resource is requested. Here, negative 10 

SR may be used to indicate that an UL-SCH resource is not requested. PUCCH 

format 1 is also referred to as a first PUCCH format below.  

[0106] 

PUCCH format 1a may be defined for 1-bit HARQ-ACK or 1-bit 

HARQ-ACK with positive SR. PUCCH format 1b may be defined for 2-bit 15 

HARQ-ACK or 2-bit HARQ-ACK with positive SR. PUCCH format 1b may be 

defined for transmission of up to 4-bit HARQ-ACK with channel selection. 

PUCCH format 1a and/or PUCCH format 1b is also referred to as a second 

PUCCH format below. 

[0107] 20 

PUCCH format 2 may be defined for a CSI report when not multiplexed 

with HARQ-ACK. PUCCH format 2a may be defined for a CSI report multiplexed 

with 1-bit HARQ-ACK. PUCCH format 2b may be defined for a CSI report 

multiplexed with 1-bit HARQ-ACK. Here, PUCCH format 2 may be defined for a 

CSI report multiplexed with HARQ-ACK for extended cyclic prefix. PUCCH 25 

format 2, PUCCH format 2a, and/or PUCCH format 2b is also referred to as a 

third PUCCH format below. 

[0108] 

PUCCH format 3 may be defined for up to 10-bit HARQ-ACK. For 

example, PUCCH format 3 may be defined for up to 10-bit HARQ-ACK for FDD 30 

or FDD-TDD primary cell frame structure type 1. 

[0109] 
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PUCCH format 3 may be defined for up to 20-bit HARQ-ACK. For 

example, PUCCH format 3 may be defined for up to 20-bit HARQ-ACK for TDD. 

Also, the PUCCH format 3 may be defined for up to 21-bit HARQ-ACK. For 

example, PUCCH format 3 may be defined for up to 21-bit HARQ-ACK for FDD 

or FDD-TDD primary cell frame structure type 2. 5 

[0110] 

Alternatively, PUCCH format 3 may be defined for up to 11-bit 

corresponding to up to 10-bit HARQ-ACK and 1-bit positive/negative SR. Herein, 

for example, PUCCH format 3 may be defined for 11-bits or less corresponding to 

10-bit HARQ-ACK and 1-bit positive/negative SR may be defined for FDD or 10 

FDD-TDD. 

[0111] 

Alternatively, PUCCH format 3 may be defined for up to 21-bit 

corresponding to up to 20-bit HARQ-ACK and 1-bit positive/negative SR. Herein, 

PUCCH format 3 may be defined for 21 bits or less corresponding to 20-bit 15 

HARQ-ACK and 1 bit positive/negative SR for TDD. Additionally, PUCCH 

format 3 may be defined for up to 22 bits or less corresponding to 21 bit 

HARQ-ACK and 1 bit positive/negative SR. Herein, for FDD-TDD primary cell 

frame structure type 2, PUCCH format 3 may be defined for 22 bits or less 

corresponding to 21-bit HARQ-ACK and 1 bit positive/negative SR. 20 

[0112] 

Herein, in the case where the uplink control information (HARQ-ACK, SR, 

and/or CSI) is transmitted using PUCCH format 3, a first coding method (e.g., 

Reed Muller coding or (32, 0) block coding) may be used. Herein, for example, 

reference sequences (basis sequences) for (32, 0) block code may be provided in 25 

advance by specification information or the like.  

[0113] 

PUCCH format 3 may be defined for HARQ-ACK and a CSI report for one 

serving cell. Alternatively, PUCCH format 3 may be defined for HARQ-ACK, 

1-bit positive/negative SR (if any), and a CSI report for one serving cell. PUCCH 30 

format 3 is also referred to as a fourth PUCCH format below.  

[0114] 
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PUCCH format 4 may be defined for HARQ-ACK corresponding to up to 

32 serving cells (downlink component carriers or downlink cells). Alternatively, 

PUCCH format 4 may be defined for HARQ-ACK and a CSI report. Alternatively, 

PUCCH format 4 may be defined for HARQ-ACK and SR. Alternatively, PUCCH 

format 4 may be defined for HARQ-ACK, SR, and a CSI report. Here, the CSI 5 

report may be a CSI report for one serving cell. Alternatively, the CSI report may 

be a CSI report for multiple serving cells. SR may be positive SR and/or negative 

SR. PUCCH format 4 is also referred to as a fifth PUCCH format below.  

[0115] 

Herein, in the case where the uplink control information (HARQ-ACK, SR, 10 

and/or CSI) is transmitted using PUCCH format 4, a second coding method (e.g., 

Tail biting convolutional encoder (Tail biting convolutional coding) or Turbo 

encoder (Turbo coding)) may be used. 

[0116] 

That is, the number of bits per subframe transmitted (transmittable) using 15 

PUCCH format 4 may be greater than the number of bits per subframe transmitted 

(transmittable) using PUCCH format 3. More particularly, the amount of 

information per subframe transmitted (transmittable) using PUCCH format 4 may 

be larger than the amount of information transmitted (transmittable) per subframe 

using PUCCH format 3. Also, as described above, different coding methods may 20 

be used with respect to transmission of uplink control information using PUCCH 

format 3 and transmission of uplink control information using PUCCH format 4.  

[0117] 

Herein, in the case where the HARQ-ACK is transmitted using the third 

PUCCH format, the terminal device 1 may determine the number of HARQ-ACK 25 

bits at least on the basis of the number of configured serving cells and the 

downlink transmission mode configured for each serving cell (each of the 

configured serving cells). Herein, in the case where the HARQ-ACK is 

transmitted using a fifth PUCCH format, the terminal device 1 may determine the 

number of HARQ-ACK bits at least on the basis of the number of configured or 30 

activated serving cells and the downlink transmission mode configured for each 

serving cell (each of the configured or activated serving cells).  

[0118] 
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Also, in the case where the HARQ-ACK is transmitted using a fourth 

PUCCH format, the terminal device 1 may determine the number of HARQ-ACK 

bits at least on the basis of the number of configured serving cells and the 

downlink transmission mode configured for each serving cell (each of the 

configured serving cells). Herein, in the case where the HARQ-ACK is 5 

transmitted using a fifth PUCCH format, the terminal device 1 may determine the 

number of HARQ-ACK bits at least on the basis of the number of configured or 

activated serving cells and the downlink transmission mode configured for each 

serving cells (each of the configured or activated serving cells) . 

[0119] 10 

For example, the terminal device 1 may use a 2-bit HARQ-ACK for serving 

cells for which a downlink transmission mode supporting up to two transport 

blocks is configured, and may otherwise use 1-bit HARQ-ACK (e.g., for serving 

cells for which a downlink transmission mode supporting one transport block is 

configured). Herein, for example, downlink transmission modes supporting up to 15 

two transport blocks may include transmission mode 3, transmission mode 4, 

transmission mode 8, transmission mode 9, and/or transmission mode 10. Also, 

downlink transmission modes supporting one transport block may include 

transmission mode 1, transmission mode 2, transmission mode 5, transmission 

mode 6, and/or transmission mode 7. 20 

[0120] 

As described above, the base station device 3 may configure the serving 

cell to the terminal device 1 using a higher layer signaling (e.g., RRC signaling). 

Also, the base station device 3 may configure the downlink transmission mode for 

the terminal device 1 using a higher layer signaling (e.g., RRC signaling). For 25 

example, the base station device 3 may configure the downlink transmission mode 

related to PDSCH transmission for the terminal device 1. For transmission of 

HARQ-ACK using the third PUCCH format and/or the fourth PUCCH format, the 

number of HARQ-ACK bits may be determined in the RRC layer (based on 

information in the RRC layer). 30 

[0121] 

Herein, the base station device 3 may configure, through higher layer 

signaling (information transmitted using higher layer signaling) and/or the 
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PDCCH (downlink control information transmitted on the PDCCH), the terminal 

device 1 to make use of any one of PUCCH format 1b with channel selection, 

PUCCH format 3, or PUCCH format 4 for transmission of uplink control 

information (e.g., HARQ-ACK transmission). In other words, the base station 

device 3 may configure, through higher layer signaling, the terminal device 1 to 5 

use PUCCH format 1b with channel selection for transmission of uplink control 

information. Also, the base station device 3 may configure the terminal device 1 to 

use the PUCCH format 3 for transmission of the uplink control information. Also, 

the base station device 3 may configure the terminal device 1 to use the PUCCH 

format 4 for transmission of the uplink control information.  10 

[0122] 

For example, the base station device 3 may configure the terminal device 1 

to use one of the PUCCH format 1b with channel selection, the PUCCH format 3, 

and/or the PUCCH format 4 for each cell group. In other words, the base station 

device 3 may independently configure, for each cell group, the terminal device 1 15 

to use one of the PUCCH format 1b with channel selection, the PUCCH format 3, 

and/or the PUCCH format 4. That is, the terminal device 1 may be configured by 

the base station device 3 to use one of the PUCCH format 1b with channel 

selection, the PUCCH format 3, and/or the PUCCH format 4.  

[0123] 20 

Also, in the case where more than one serving cell (e.g., more than one but 

less than 5) are configured with frame structure type 1 and/or frame structure type 

2, the terminal device 1 may be configured, by the base station device 3, to use 

one of the PUCCH format 1b with channel selection, the PUCCH format 3, and/or 

the PUCCH format 4. Further, in the case where more than 5 serving cells are 25 

configured with frame structure type 1 and/or frame structure type 2, the terminal 

device 1 may be configured, by the base station device 3, to use one of the 

PUCCH format 1b with channel selection, PUCCH format 3, or PUCCH format 4.  

[0124] 

Although the following description describes operations in the terminal 30 

device 1, it is a matter of course that the base station device 3 may perform 

corresponding actions with respect to the terminal device 1. Also, the operations 

described below in accordance with the present embodiment may be performed 
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individually for each cell group. To be more specific, the base station device 3 

and/or the terminal device 1 may perform the operations to be described in 

accordance with the present embodiment within a single cell group.  

[0125] 

Further, for example, the operations described with respect to the present 5 

embodiment may also be applied to the case where the PUCCH format 3 is 

configured for transmission of the uplink control information (e.g., transmission 

of HARQ-ACK). Also, for example, the operations described with respect to the 

present embodiment may also be applied to the case where the PUCCH format 4 is 

configured for transmission of the uplink control information (e.g., transmission 10 

of HARQ-ACK). 

[0126] 

Further, the operations described in the present embodiment may be 

applicable to a case where one serving cell is configured. Further, the operations 

described in the present embodiment may be applicable to a case where more than 15 

one serving cells are configured. Further, the operations described in the present 

embodiment may be applicable to a case where more than five serving cells are 

configured. Herein, the case where more than one serving cell is configured may 

refer to a case where more than one but less than 5 serving cells are configured. 

[0127] 20 

FIG. 4 is a diagram illustrating a method to transmit uplink control 

information according to the present embodiment.  

[0128] 

Hereinafter, a subframe in which PDCCH detection and PDSCH 

transmission (PDSCH decoding) based on the detection of the PDCCH are 25 

performed is also referred to as a first subframe. For example, the first subframe is 

represented as subframe n-4. Moreover, a subframe in which transmission of 

HARQ-ACK for PDSCH transmission (PDSCH decoding) is also referred to as a 

second subframe. For example, the second subframe is represented as subframe n.  

[0129] 30 

For example, for the PDSCH transmission indicated by the detection of the 

PDCCH in the first subframe, the terminal device 1 may transmit the HARQ-ACK 

using the first PUCCH resource and/or the second PUCCH format in the second 
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subframe. To be more specific, when HARQ-ACK is transmitted using the second 

PUCCH format by the terminal device 1, the first PUCCH resource may be used.  

[0130] 

In addition, for the PDSCH transmission indicated by the detection of the 

PDCCH in the first subframe, the terminal device 1 may transmit the HARQ-ACK 5 

using the third PUCCH resource and/or the fourth PUCCH format in the second 

subframe. To be more specific, when HARQ-ACK is transmitted using the fourth 

PUCCH format by the terminal device 1, the third PUCCH resource may be used.  

[0131] 

In addition, for the PDSCH transmission indicated by the detection of the 10 

PDCCH in the first subframe, the terminal device 1 may transmit the HARQ-ACK 

using the fourth PUCCH resource and/or the fifth PUCCH format in the second 

subframe. To be more specific, when HARQ-ACK is transmitted using the fifth 

PUCCH format by the terminal device 1, the fourth PUCCH resource may be used. 

Note that the first PUCCH resource, the third PUCCH resource, and the fourth 15 

PUCCH resource will be described later herein. 

[0132] 

Here, for example, the terminal device 1 may use different PUCCH formats 

and/or different PUCCH resources for transmission of HARQ-ACK based on the 

serving cell(s) (and/or the cell index value(s) of the serving cell(s)) on which 20 

PDSCH transmission(s) is scheduled. In addition, the terminal device 1 may use 

different PUCCH formats and/or different PUCCH resources for transmission of 

HARQ-ACK based on the serving cell(s) (and/or the cell index value(s) of the 

serving cell(s)) on which PDSCH transmission(s) is scheduled and the number of 

bits (e.g., the total number of bits in a subframe corresponding to HAQ-ACK, SR, 25 

and/or CSI) of the uplink control information in the corresponding subframe. 

[0133] 

Here, the cell index may include a secondary index (also referred to as a 

ScellIndex) associated with the identity used to identify the secondary cell. (The 

Information Element ‘ScellIndex’ concerns a short identity, used to identify an 30 

SCell). Also, the cell index may include a serving cell index (also referred to as a 

ServCellIndex) associated with the identity used to identify the serving cell. (The 
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Information Element ‘ServCellIndex’ concerns a short identity, used to identify a 

serving cell (i.e. the PCell or an Scell).) 

[0134] 

Here, a value of “0” for the serving cell index may be applied to the 

primary cell. Also, the value of the allocated secondary cell index may be used as 5 

the value of the serving cell index applied to the secondary cell. In the following, 

the secondary cell index (ScellIndex) and/or the serving cell index 

(ServCellIndex) may also be referred to as a cell index.  

[0135] 

Here, the base station device 3 may configure the cell index (cell index 10 

value) for the terminal device 1. For example, the base station device 3 may 

transmit a higher layer signaling that includes a cell index. The terminal device 1 

may identify the cell index of the serving cell based on the cell index set by the 

base station device 3. In other words, the cell index may be an index in the higher 

layer (also referred to as an index in the RRC layer or an index of the RRC).  15 

[0136] 

Herein, for the PDSCH transmission only on the primary cell, the terminal 

device 1 may transmit the HARQ-ACK using the second PUCCH format. That is, 

for the PDSCH transmission only on the serving cell with a cell index of “0” 

(ServCellIndex=0), the terminal device 1 may transmit the HARQ-ACK using the 20 

second PUCCH format. 

[0137] 

In addition, for the PDSCH transmission only on the PUCCH secondary 

cell, the terminal device 1 may transmit HARQ-ACK using the second PUCCH 

format. Also, for the PDSCH transmission only on the PUCCH secondary cell, the 25 

terminal device 1 may transmit HARQ-ACK using a first PUCCH resource 

(hereinafter also referred to as a 1-1 PUCCH resource) configured by the higher 

layer (the HARQ-ACK may be transmitted using the 1-1 PUCCH resource and/or 

the second PUCCH format). For example, the base station device 3 may transmit 

the higher layer signaling including information that may be used to configure the 30 

1-1 PUCCH resource. 

[0138] 
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To be more specific, for PDSCH transmission only on the PUCCH 

secondary cell, the terminal device 1 may transmit HARQ-ACK using a first 

PUCCH resource (1-1 PUCCH resource) that differs from the first PUCCH 

resource that is used for HARQ-ACK transmission for PDSCH transmission only 

on the primary cell. 5 

[0139] 

Here, for example, the first PUCCH resource (the 1-1 PUCCH resource) 

that differs from the first PUCCH resource may refer to a PUCCH resource 

indicated (configured) to have a source index different from the resource index for 

the first PUCCH resource. In addition, the first PUCCH (the 1-1 PUCCH resource) 10 

resource that differs from the first PUCCH resource may refer to a PUCCH 

resource indicated (configured) to have an orthogonal sequence index different 

from the orthogonal sequence index for the first PUCCH resource. Also, the first 

PUCCH resource (the 1-1 PUCCH resource) that differs from the first PUCCH 

resource may refer to a PUCCH resource indicated (configured) to have a cyclic 15 

shift value different from the cyclic shift for the first PUCCH resource.  

[0140] 

Further, for the PDSCH transmission only on the PUCCH secondary cell, 

the terminal device 1 may transmit the HARQ-ACK using the fourth PUCCH 

format. Also, for the PDSCH transmission only on the PUCCH secondary cell, the 20 

terminal device 1 may transmit the HARQ-ACK using the fifth PUCCH format. As 

described above, for example, the base station device 3 may configure(indicate ), 

for the terminal device 1, which of the fourth PUCCH format or the fifth PUCCH 

format is to be used. 

[0141] 25 

Further, for the PDSCH transmission on the secondary cell, the terminal 

device 1 may transmit the HARQ-ACK using the fourth PUCCH format. In other 

words, for the PDSCH transmission on at least one secondary cell, the terminal 

device 1 may transmit the HARQ-ACK using the fourth PUCCH format. Here, the 

secondary cell may include the PUCCH secondary cell. Also, the secondary cell 30 

may not include the PUCCH secondary cell. In other words, the secondary cell 

may include only the non-PUCCH secondary cell. 

[0142] 
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Further, for the PDSCH transmission on secondary cells, the terminal 

device 1 may transmit the HARQ-ACK using the fifth PUCCH format. In other 

words, based on the detection of PDSCH transmission on at least one secondary 

cell, the terminal device 1 may transmit the HARQ-ACK using the fifth PUCCH 

format. Here, the secondary cell may include the PUCCH secondary cell. Also, the 5 

secondary cell may not include the PUCCH secondary cell. In other words, the 

secondary cell may include only the non-PUCCH secondary cell. 

[0143] 

Herein, for the PDSCH transmission(s) on the secondary cell(s) having a 

cell index less than or equal to a first predetermined value, the terminal device 1 10 

may transmit the HARQ-ACK using the fourth PUCCH format. In other words, for 

the PDSCH transmission(s) on the secondary cell(s) having a cell index less than 

or equal to the first predetermined value indicated by the detection of PDCCH in a 

first subframe, the terminal device 1 may transmit the HARQ-ACK using the 

fourth PUCCH format in a second subframe. 15 

[0144] 

In other words, for the PDSCH transmission(s) on the secondary cell(s) 

having a cell index value smaller than a second predetermined value, the terminal 

device 1 may transmit the HARQ-ACK using the fourth PUCCH format. In other 

words, for the PDSCH transmission(s) on a secondary cell(s) having a cell index 20 

value smaller than a second predetermined value indicated by the detection  of 

PDCCH in a first subframe, the terminal device 1 may transmit the HARQ-ACK 

using the fourth PUCCH format in a second subframe. 

[0145] 

Further, for the PDSCH transmission(s) on the secondary cell(s) having a 25 

cell index value greater than a first predetermined value, the terminal device 1 

may transmit the HARQ-ACK using the fifth PUCCH format. In other words, for 

the PDSCH transmission(s) on the secondary cell(s) having a cell index value 

greater than a first predetermined value indicated by the detection of PDCCH in a 

first subframe, the terminal device 1 may transmit the HARQ-ACK using the fifth 30 

PUCCH format in a second subframe. 

[0146] 



 

OSP72355_EN Translation of 

Original PCT Specification 

36 

In other words, for the PDSCH transmission(s) on the secondary cell(s) 

having a cell index value greater than or equal to a second predetermined value, 

the terminal device 1 may transmit the HARQ-ACK using the fourth PUCCH 

format. In other words, for the PDSCH transmission(s) on a secondary cell(s) 

having a cell index greater than or equal to a second predetermined value 5 

indicated by the detection of PDCCH in a first subframe, the terminal device 1 

may transmit the HARQ-ACK using the fourth PUCCH format. 

[0147] 

Herein, for example, the “first predetermined value” (or the “second 

predetermined value”) may be predetermined by the specification or the like, and 10 

may be a value known between the base station device 3 and the terminal device 1. 

Herein, the value of the cell index applied to the primary cell may not be included 

in the first predetermined value (or the second predetermined value). In other 

words, the first predetermined value (or the second predetermined value) may be 

any one of the cell index values set by the base station device 3 using the 15 

secondary cell index. 

[0148] 

For example, the first predetermined value may be a value such as “4” or 

“9”. For example, for the TDD, the first predetermined value may be “4”. For 

example, for the FDD, the first predetermined value may be “9”. As another 20 

example, for the TDD and the FDD, the first predetermined value may be “4”.  

[0149] 

The first predetermined value may be configured by the base station device 

3. As an example, the base station device 3 may select the first predetermined 

value, and transmit information indicating the first predetermined value to the 25 

terminal device 1. Further, the second predetermined value may be configured by 

the base station device 3. As an example, the base station device 3 may select the 

second predetermined value, and transmit information indicating the second 

predetermined value to the terminal device 1. For example, the base station device 

3 may transmit the higher layer signaling that includes information indicating the 30 

first predetermined value or the first predetermined value.  

[0150] 
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Also, for example, the first predetermined value may be the “fourth 

smallest (lowest) value” or the “ninth smallest value” among the cell indices 

configured by the base station device 3. In other words, the first predetermined 

value may be the “fourth value” or the “ninth value” in the case where the values 

of the cell indices configured by the base station device 3 are arranged in 5 

ascending order. 

[0151] 

For example, for the TDD, the first predetermined value may be the “fourth 

value” in the case where the values of the cell indices configured by the base 

station device 3 are arranged in ascending order. In the same way, for the FDD, 10 

the first predetermined value may be the “ninth value” in the case where the 

values of the cell indices configured by the base station device 3 are arranged in 

ascending order. In addition, for the TDD and the FDD, the first predetermined 

value may be the “fourth value” in the case where the values of the cell indices 

configured by the base station device 3 are arranged in ascending order.  15 

[0152] 

In the same way, for example, the second predetermined value may be a 

value such as “5” or “10”. For example, for the TDD, the second predetermined 

value may be “5”. Similarly, for the FDD, the second predetermined value may be 

“10”. As another example, for the TDD and the FDD, the second predetermined 20 

value may be “10”. 

[0153] 

Also, for example, the second predetermined value may be the “fifth 

smallest (lowest) value” or the “tenth smallest value” among the cell indices 

defined by the base station device 3. In other words, the second predetermined 25 

value may be the “fifth value” or the “tenth value” in the case where the values of 

the cell indices configured by the base station device 3 are arranged in ascending 

order. 

[0154] 

For example, for the TDD, the second predetermined value may be the 30 

“fifth value” in the case where the values of the cell indices configured by the 

base station device 3 are arranged in ascending order. In the same way, for the 

FDD, the second predetermined value may be the “tenth value” in the case where 



 

OSP72355_EN Translation of 

Original PCT Specification 

38 

the values of the cell indices configured by the base station device 3 are arranged 

in ascending order starting. In addition, for the TDD and the FDD, the second 

predetermined value may be the “fifth value” in the case where the values of the 

cell indices configured by the base station device 3 are arranged in ascending 

order. 5 

[0155] 

For example, in the case where values of “1”, “3”, “4”, “6”, “10”, “12”, 

“15”, and “31” are configured as cell indices for each of the eight secondary cells 

by the base station device 3, the first predetermined value may be “6”. In other 

words, in the case where cell index values configured by the base station device 3 10 

are arranged in ascending order (that is, ordered as “1”, “3”, “4”, “6”, “10”, “12”, 

“15”, and “31”), the fourth value is 6. Also, in this case, the second predetermined 

value is “10”. 

[0156] 

That is, in this case, for the PDSCH transmission(s) on the secondary 15 

cell(s) with cell index values less than or equal to “6”, the terminal device 1 may 

transmit the HARQ-ACK using the fourth PUCCH format. Further, for the PDSCH 

transmission(s) on the secondary cell(s) with cell index values greater than a “6”, 

the terminal device 1 may transmit the HARQ-ACK using the fifth PUCCH 

format. 20 

[0157] 

Herein, for the PDSCH transmission on the primary cell and the PDSCH 

transmission(s) on the secondary cell(s) with cell index values less than or equal 

to the first predetermined value that are indicated by the detection of two PDCCHs 

in a first subframe, the terminal device 1 may transmit the HARQ-ACK using the 25 

fourth PUCCH format in a second subframe. 

[0158] 

In addition, for the PDSCH transmission(s) on the secondary cell(s) having 

a cell index value smaller than or equal to the first predetermined value and the 

PDSCH transmission(s) on the secondary cell(s) with cell index values less than or 30 

equal to the first predetermined value that are indicated by the detection of two 

PDCCHs in a first subframe, the terminal device 1 may transmit the HARQ-ACK 

using the fourth PUCCH format in a second subframe. 
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[0159] 

Also, for the PDSCH transmission on the primary cell and the PDSCH 

transmission(s) on the secondary cell(s) with cell index values greater than the 

first predetermined value that are indicated by the detection of two PDCCHs in a 

first subframe, the terminal device 1 may transmit the HARQ-ACK using the fifth 5 

PUCCH format in a second subframe. 

[0160] 

Similarly, for the PDSCH transmission(s) on the secondary cell(s) with cell 

index values less than or equal to the first predetermined value and the PDSCH 

transmission(s) on the secondary cell(s) with cell index values greater than the 10 

first predetermined value that are indicated by the detection of two PDCCHs in a 

first subframe, the terminal device 1 may transmit the HARQ-ACK using the fifth 

PUCCH format in a second subframe. 

[0161] 

Further, for the PDSCH transmission(s) on the secondary cell(s) with cell 15 

index values greater than the first predetermined value and the PDSCH 

transmission(s) on the secondary cell(s) with cell index values greater than the 

first predetermined value indicated by the detection of two PDCCHs in a first 

subframe, the terminal device 1 may transmit the HARQ-ACK using the fifth 

PUCCH format in a second subframe. 20 

[0162] 

In other words, the terminal device 1 may transmit the HARQ-ACK using 

the fifth PUCCH format based on at least the detection of PDSCH transmission(s) 

on the secondary cell(s) with cell index values greater than the first determined 

value. 25 

[0163] 

In addition, the terminal device 1 may transmit the HARQ-ACK using the 

fourth PUCCH format at least based on not detecting PDSCH transmission(s) on 

the secondary cell(s) with cell index values greater than the first predetermined 

value and detection of PDSCH transmission(s) on the secondary cell(s) with cell 30 

index values less than or equal to the first predetermined value. 

[0164] 
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Hereinafter, as described above, the terminal device 1 switching the fourth 

PUCCH format and the fifth PUCCH format to perform HARQ-ACK transmission 

based on the serving cell on which the PDSCH is scheduled is also described as 

the first behavior. Herein, in the case where both the fourth PUCCH format and 

the fifth PUCCH format are configured for transmission of the HARQ-ACK, the 5 

terminal device 1 may perform the first behavior.  

[0165] 

That is, in the case where the fourth PUCCH format is not configured for 

transmission of the HARQ-ACK and the fifth PUCCH format is configured for 

transmission of the HARQ-ACK, the terminal device 1 may always transmit the 10 

HARQ-ACK using the fifth PUCCH format. Hereinafter, performing transmission 

of the HARQ-ACK always using the fifth PUCCH format will be described as the 

second behavior. 

[0166] 

The base station device 3 may configure the terminal device 1 to perform 15 

either the first behavior or the second behavior. For example, the base station 

device 3 may transmit the higher layer signaling including information to be used 

to configure to perform the first behavior and/or to perform the second behavior. 

The terminal device 1 may perform the first behavior or the second behavior  based 

on the information used to configure to perform the first behavior and/or the 20 

second behavior. 

[0167] 

FIG. 5 is a diagram illustrating a predetermined value (such as the first 

predetermined value or the second predetermined value) according to the p resent 

embodiment. FIG. 5 illustrates one example of processing for a case where values 25 

of “1”, “3”, “4”, “6”, “10”, “12”, “15”, and “31” are configured by the base station 

device 3 as cell indices for each of the eight secondary cells. The predetermined 

values (such as the first predetermined value and the second predetermined value) 

of FIG. 4 may also be described with reference to FIG. 5.  

[0168] 30 

Herein, in FIG. 5, a serving cell with a cell index value of “0” may 

correspond to the primary cell. Herein, in FIG. 5, it is illustrated that a downlink 
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transmission mode supporting up to two transport blocks may be configured for 

the primary cell. 

[0169] 

Also, in FIG. 5, it is illustrated that, for each of the serving cells with a cell 

index of “3”, “6”, or “12”, a downlink transmission mode that supports up to two 5 

transport blocks may be configured. Further, it is illustrated that, for each of the 

serving cells with a cell index of "1", “4”, “10”, “15”, or “31”, a downlink 

transmission mode that supports one transport block may be configured. 

[0170] 

When the terminal device 1 transmits the HARQ-ACK, HARQ-ACK bits 10 

for different serving cells may be concatenated and a concatenated bit sequence 

may be generated. Here, as described above, the number of HARQ-ACK bits (bit 

sequence for a HARQ-ACK) may be determined based on at least the number of 

configured serving cells and the downlink transmission mode configured for each 

serving cell (each of the configured serving cells).  15 

[0171] 

As illustrated in FIG. 5, for example, HARQ-ACK bits may be 

concatenated in ascending order of cell index value, and the first predetermined 

value may be the maximum value (e.g., 10) of the cell index such that the number 

of concatenated bits does not exceed a third predetermined value (e.g. , 10 bits). In 20 

other words, HARQ-ACK bits may be concatenated in ascending order of cell 

index value, and the first predetermined value may be a cell index value (e.g., 10) 

when the number of concatenated bits is the maximum value (e.g., 9 bits) that 

does not exceed a third predetermined value (e.g., 10 bits).  

[0172] 25 

Also, the first predetermined value may be a value that satisfies at least the 

following conditions (maximum value, maximum value of the cell index). Herein, 

the condition may specify that the HARQ-ACK bits are sequentially concatenated 

starting from a cell index of “0” up to the cell index of the first predetermined 

value, and the number of concatenated HARQ-ACK bits does not exceed a third 30 

predetermined value (e.g., 10 bits). 

[0173] 
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Also, as illustrated in FIG. 5, for example, HARQ-ACK bits may be 

concatenated in ascending order of cell index value, and the second predetermined 

value may be the minimum value (e.g., “12”) of the cell index when the number of 

concatenated bits exceeds a third predetermined value (e.g., 10 bits). In other 

words, HARQ-ACK bits may be concatenated in ascending order of cell index 5 

value, and the second predetermined value may be the value of the cell index (e.g., 

“12”) when the number of concatenated HARQ-ACK bits is the minimum value 

(e.g., 11 bits) that exceeds the third predetermined value (e.g., 10 bits).  

[0174] 

Also, the second predetermined value may be a value that satisfies at least 10 

the following conditions (minimum value, minimum value of the cell index). 

Herein, the condition may specify that the HARQ-ACK bits are sequentially 

concatenated starting from a cell index of “0” up to the cell index of the second 

predetermined value, and the number of concatenated HARQ-ACK bits exceeds a 

third predetermined value (e.g., 10 bits). 15 

[0175] 

Herein, for example, the third predetermined value may be a value defined 

by the specification or the like and be known between the base station device 3 

and the terminal device 1. For example, the third predetermined value may be 

“10”, “20”, or “21”. For example, for FDD or FDD-TDD primary cell frame 20 

structure type 1, the third predetermined value may be 10. Also, for TDD, the third 

predetermined value may be “20”. Also, for FDD or FDD-TDD primary cell frame 

structure type 2, the third predetermined value may be 21. 

[0176] 

In addition, the third predetermined value may be “11”, “22”, or “22”. For 25 

example, for FDD or FDD-TDD primary cell frame structure type 1, the third 

predetermined value may be “11”. Also, for TDD, the third predetermined value 

may be “21”. Also, for FDD or FDD-TDD primary cell frame structure type 2, the 

third predetermined value may be “22”.  

[0177] 30 

That is, the third predetermined value may be determined based on the 

number of HARQ-ACK bits supported by the PUCCH format 3 described above 

(defined for the PUCCH format 3). The third predetermined value may also be 
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determined based on the number of HARQ-ACK bits supported by the PUCCH 

format 3 described above (defined for the PUCCH format 3) as well as the number 

of SR bits. 

[0178] 

Here, in a case where cell groups (e.g., a master cell group, a secondary 5 

cell group) associated with dual connectivity are configured, the terminal device 1 

may use the first PUCCH resource and the second PUCCH format for the PDSCH 

transmission only on the primary secondary cell indicated by the detection of the 

PDCCH in the first subframe. In the present embodiment, the secondary cell does 

not include the primary secondary cell. The master cell group may include one or 10 

multiple PUCCH cell groups. The secondary cell group may include one or 

multiple PUCCH cell groups. 

[0179] 

In the case where cell groups associated with dual connectivity are 

configured, the terminal device 1 may use the third PUCCH resource and the 15 

fourth PUCCH format, or the fourth PUCCH resource and the fifth PUCCH format, 

for the PDSCH transmission only on the secondary cell (the PUCCH secondary 

cell and/or the non-PUCCH secondary cell) indicated by the detection of the 

PDCCH in the first subframe. 

[0180] 20 

Here, in the dual connectivity, the terminal device 1 may (simultaneously) 

connect to a master eNB (MeNB) and a secondary eNB (SeNB). In a case where 

the dual connectivity is configured, two MAC entities may be configured for the 

terminal device 1. Here, one of the two MAC entities may indicate a MAC entity 

for the master cell group. The other of the two MAC entities may indicate a MAC 25 

entity for the secondary cell group. In a case where the dual connectivity is not 

configured, one MAC entity may be configured for the terminal  device 1. 

[0181] 

FIG. 6 is a diagram illustrating a method to process uplink control 

information according to the present embodiment. Here, FIG. 6 illustrates a 30 

processing method to be used when the uplink control information (e.g., 

HARQ-ACK) is transmitted using the fourth PUCCH format. Also, FIG. 6 
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illustrates a processing method to be used when the uplink control information 

(e.g., HARQ-ACK) is transmitted using the fifth PUCCH format.  

[0182] 

As illustrated in FIG. 6, for example, the HARQ-ACK bit sequence, which 

is a result of concatenating HARQ-ACK bits for different serving cells, may be 5 

composed by sequentially concatenating cell index values in ascending order until 

the number of serving cells configured by the higher layer is reached. Herein, the 

serving cells configured by the higher layer may include the primary cell. For 

example, when “0” is configured as the cell index for the primary cell, and “1”, 

“3”, “4”, “6”, “10”, “12”, “15”, and “31” are provided as the cell indices for each 10 

of the eight secondary cells, the HARQ-ACK bit sequence may be concatenated in 

the order “0”, “1”, “3”, “4”, “6”, “10”, “12”, “15”, “31”.  

[0183] 

Furthermore, in the processing for each serving cell, the HARQ-ACK bit 

sequence may be concatenated based on the downlink transmission mode. For 15 

example, when a downlink transmission mode that supports one transport block is 

configured for a particular cell, a 1-bit HARQ-ACK bit may be concatenated. Also, 

when a downlink transmission mode that supports two transport blocks is 

configured for a particular cell, a 2-bit HARQ-ACK bits may be concatenated. 

[0184] 20 

That is, the terminal device 1 may use the fourth PUCCH format to transmit 

a HARQ-ACK bit sequence (or HARQ-ACK) provided based on the processing 

illustrated in FIG. 6. That is, the terminal device 1 may use the fifth PUCCH 

format to transmit a HARQ-ACK bit sequence (or a HARQ-ACK) provided based 

on the processing illustrated in FIG. 6. 25 

[0185] 

FIG. 7 is a diagram illustrating a method to process uplink control 

information according to the present embodiment. Here, FIG. 7 illustrates a 

processing method to be used when the uplink control information (e.g., 

HARQ-ACK) is transmitted using the fourth PUCCH format.  30 

[0186] 

As illustrated in FIG. 7, for example, the HARQ-ACK bit sequence, which 

is a result of concatenating HARQ-ACK bits for different serving cells, may be 
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composed by sequentially concatenating cell index values in ascending order. 

Herein, the HARQ-ACK bit sequence may be formed by comparing the number of 

serving cells configured by the higher layer and a fourth predetermined value, and 

concatenating up to the smaller value. For example, in a case where the number of 

serving cells configured by the higher layer is 24 and the fourth predetermined 5 

value is 5, the HARQ-ACK bit sequence may be concatenated up to 5. That is, in 

this case, the HARQ-ACK bit sequence is concatenated from the smallest (lowest) 

cell index value up to the fifth value. 

[0187] 

Here, the fourth predefined value may be a value defined by the 10 

specification or the like, and may be known between the base station device 3 and 

the terminal device 1. For example, the fourth predetermined value may be a value 

such as “5” or “10”. For the TDD, the first predetermined value may be “5”. For 

example, for the FDD, the first predetermined value may be “10”. For example, 

for the TDD and the FDD, the first predetermined value may be “5”.  15 

[0188] 

Furthermore, in the processing for each serving cell, the HARQ-ACK bit 

sequence may be concatenated based on the downlink transmission mode. For 

example, when a downlink transmission mode that supports one transport block is 

configured for a particular cell, a 1-bit HARQ-ACK bit may be concatenated. Also, 20 

when a downlink transmission mode that supports two transport blocks is 

configured for a particular cell, a 2-bit HARQ-ACK bits may be concatenated. 

[0189] 

That is, the terminal device 1 may use the fourth PUCCH format to transmit 

a HARQ-ACK bit sequence (or a HARQ-ACK) provided based on the processing 25 

illustrated in FIG. 7. 

[0190] 

FIG. 8 is a diagram illustrating a method to process uplink control 

information according to the present embodiment. Here, FIG. 8 illustrates a 

processing method to be used when the uplink control information (e.g., 30 

HARQ-ACK) is transmitted using the fourth PUCCH format. 

[0191] 
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As illustrated in FIG. 8, for example, the HARQ-ACK bit sequence, which 

is a result of concatenating HARQ-ACK bits for different serving cells, may be 

composed by sequentially concatenating cell index values in ascending order. 

Herein, the HARQ-ACK bit sequence may be formed by concatenating up to a 

fifth predetermined value. 5 

[0192] 

Here, the fifth predefined value may be a value defined by the specification 

or the like, and may be known between the base station device 3 and the te rminal 

device 1. For example, the fifth predetermined value may be “11”, “21”, or “22”. 

For example, for FDD or FDD-TDD primary cell frame structure type 1, the fifth 10 

predetermined value may be “11”. Also, for TDD, the third predetermined value 

may be “21”. Also, for FDD or FDD-TDD primary cell frame structure type 2, the 

third predetermined value may be “22”.  

[0193] 

In addition, the fifth predetermined value may be “12”, “22”, or “23”. For 15 

example, for FDD or FDD-TDD primary cell frame structure type 1, the third 

predetermined value may be 12. Also, for TDD, the third predetermined value may 

be “22”. Also, for FDD or FDD-TDD primary cell frame structure type 2, the third 

predetermined value may be 23. 

[0194] 20 

That is, the fifth predetermined value may correspond to the third 

predetermined value. For example, the fifth predetermined value may be the third 

predetermined value plus 1. Herein, the third predetermined value is as described 

above. 

[0195] 25 

Furthermore, in the processing for each serving cell, the HARQ-ACK bit 

sequence may be concatenated based on the downlink transmission mode. For 

example, when a downlink transmission mode that supports one transport block is 

configured for a particular cell, a 1-bit HARQ-ACK bit may be concatenated. Also, 

when a downlink transmission mode that supports two transport blocks is 30 

configured for a particular cell, a 2-bit HARQ-ACK bits may be concatenated. 

[0196] 
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Herein, in a case where the terminal device 1 does not detect PDSCH or 

PDCCH instructing release of a downlink SPS (Semi-Persistent Scheduling) in a 

particular subframe for a particular serving cell (i.e., in a case that neither PDSCH 

nor PDCCH is detected), a NACK may be generated for the particular serving cell. 

For example, the terminal device 1 may generate a single NACK for serving cells 5 

for which a downlink transmission mode supporting one transport block is 

configured, and two NACKs may be generated for serving cells for which a 

downlink transmission mode supporting up to two transport blocks is configured.  

[0197] 

That is, the terminal device 1 may use the fourth PUCCH format to transmit 10 

a HARQ-ACK bit sequence (or a HARQ-ACK) provided based on the processing 

illustrated in FIG. 8. 

[0198] 

FIG. 9 is a diagram illustrating a method for allocating PUCCH resources 

according to the present embodiment. 15 

[0199] 

Here, the base station device 3 may instruct (configure, allocate) a PUCCH 

resource for the terminal device 3. Here, the PUCCH resource may include a first 

PUCCH resource (also referred to as n(1)PUCCH), a second PUCCH resource 

(also referred to as n(2)PUCCH), a third PUCCH resource (also referred to as 20 

n(3)PUCCH), and a fourth PUCCH resource (also referred to as n(4)PUCCH).  

[0200] 

For example, the base station device 3 may transmit the higher layer 

signaling including first information to be used to configure the first PUCCH 

resource. For example, SR may be transmitted with the first PUCCH resource. The 25 

base station device 3 may transmit higher layer signaling including second 

information to be used to indicate periodicity and/or offset for transmission of SR. 

The terminal device 1 may transmit SR in accordance with a configuration made 

by the base station device 3. To be more specific, the terminal device 1 may 

transmit SR using the first PUCCH resource and the first PUCCH format. 30 

[0201] 

The base station device 3 may indicate the first PUCCH resource through 

the higher layer signaling and the PDCCH. For example, the base station device 3 
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may transmit the higher layer signaling including third information to be used to 

configure the first PUCCH resource. For example, HARQ-ACK corresponding to 

the second PUCCH format may be transmitted with the first PUCCH resource. The 

terminal device 1 may determine the first PUCCH resource on the basis of the 

control channel element (CCE) used for the transmission of the PDCCH (e.g., the 5 

lowest index of the CCE) and the third information. The terminal device 1 may 

use the first PUCCH resource for the transmission of HARQ-ACK corresponding 

to the second PUCCH format. To be more specific, the terminal device 1 may 

transmit HARQ-ACK using the first PUCCH resource and/or the second PUCCH 

format. 10 

[0202] 

The base station device 3 may transmit the higher layer signaling including 

fourth information to be used to configure the second PUCCH resource. For 

example, CSI (e.g., periodic CSI) may be transmitted with the second PUCCH 

resource. Here, the second PUCCH resource may be configured for each of the 15 

serving cells. In other words, CSI (e.g., CSI) may be reported for each of the 

serving cells. The base station device 3 may transmit the higher layer signaling 

including fifth information to be used to indicate periodicity and/or offset for a 

periodic CSI report. The terminal device 1 may periodically report CSI in 

accordance with a configuration made by the base station device 3. To be more 20 

specific, the terminal device 1 may report periodic CSI using the second PUCCH 

resource and/or the third PUCCH format. 

[0203] 

The base station device 3 may indicate the third PUCCH resource through 

the higher layer signaling and the PDCCH (or downlink control information 25 

transmitted on the PDCCH). For example, the base station device 3 may use the 

higher layer signaling to transmit a set of sixth information for setting a plurality 

of values related to the third PUCCH resource, and may indicate the third resource 

by indicating one value of the plurality of values based on the value (also referred 

to as 1
st

 ARI; 1
st

 ACK Resource Indicator) set in the field of the downlink control 30 

information transmitted on the PDCCH. 

[0204] 
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For example, the base station device 3 may use a higher layer signaling to 

transmit the set of the sixth information for configuring four values corresponding 

to the four third PUCCH resources Further, by indicating one value out of the four 

values based on the value (e.g., the “00”, “01”, “10”, “11” set in the 2 bit field of 

information) set in the field of the downlink control information transmitted on the 5 

PDCCH, the base station device 3 may indicate one of the third resources 

corresponding to the indicated value. That is, based on one value corresponding to 

the value set in the field of the downlink control information from among the four 

values corresponding to the four third PUCCH resources, the terminal device 1 

may determine one of the third PUCCH resources that corresponds to the indicated 10 

value. 

[0205] 

For example, the base station device 3 may indicate a third PUCCH 

resource based on a value set in a transmit power command field (hereafter, also 

referred to as a TPC command field) for the PUCCH included in a downlink 15 

assignment transmitted on the PDCCH for a secondary cell. That is, based on the 

value set in the TPC command field included in the downlink assignment used to 

instruct PDSCH transmission on the secondary cell, a single value corresponding 

to one of the single third PUCCH resources may be indicated.  

[0206] 20 

Herein, the TPC command field included in the downlink assignment for 

the primary cell (that is, the downlink assignment used for instructing PDSCH 

transmission on the primary cell) may be used as a transmit power command for 

transmission on the PUCCH. Also, the TPC command field included in the 

downlink assignment for the PUCCH secondary cell (that is, the downlink 25 

assignment used for instructing PDSCH transmission in PUCCH secondary cell) 

may be used as a transmit power command for transmission on the PUCCH.  

[0207] 

Here, the base station device 3 may indicate a third PUCCH resource based 

on the value set in the TPC command field included in the downlink assignment 30 

for a secondary cell with a cell index value smaller than or equal to the first 

predetermined value (or a secondary cell with a cell index less than the second 

predetermined value). 
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[0208] 

That is, one value corresponding to one of the third PUCCH resources may 

be indicated based on the value set in the TPC command field included in the 

downlink assignment to be used to instruct PDSCH transmission on a secondary 

cell with a cell index value smaller than or equal to the first predetermined value 5 

(or a secondary cell with a cell index with a value smaller than the second 

predetermined value). 

[0209] 

In other words, a first ARI used to indicate the third PUCCH resource may 

be included in the downlink assignment(s) for the secondary cell(s) with a cell 10 

index value smaller than or equal to the first predetermined value (or the 

secondary cell(s) with a cell index value smaller than the second predetermined 

value). 

[0210] 

Herein, in the case where a plurality of PDSCH transmissions on a plurality 15 

of secondary cells with cell index values less than or equal to the first 

predetermined value (or a plurality of secondary cells with cell index values less 

than the second predetermined value) is instructed using a plurality of downlink 

assignments in a particular subframe, the base station device 3 may set the same 

value as the value of the first ARI. 20 

[0211] 

Also, in the case where a plurality of PDSCH transmissions in a plurality of 

secondary cells with cell index values less than or equal to the first predetermined 

value (or a plurality of secondary cells with cell index values less than the second 

predetermined value) is instructed using a plurality of downlink assignments in a 25 

particular subframe, it may be assumed that the same value is set as the value of 

the first ARI for the terminal device 1. 

[0212] 

That is, the same value corresponding to one of the third PUCCH resources 

may be transmitted (it may be assumed that it is transmitted) in a particular 30 

subframe in each of the downlink assignments for secondary cells with cell index 

values less than or equal to the first predetermined value (or secondary cells with 

cell index values less than the second predetermined value).  
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[0213] 

That is, the value for the same third PUCCH resource may be transmitted 

(it may be assumed that it is transmitted) in a particular subframe in each of the 

downlink assignments for secondary cells with cell index values less than or equal 

to the first predetermined value (or secondary cells with cell index values less 5 

than the second predetermined value). 

[0214] 

For example, as described above, in the case where values of “1”, “3”, “4”, 

“6”, “10”, “12”, “15”, and “31” are set as cell indices for each of the eight 

secondary cells by the base station device 3, the first predetermined value may be 10 

“6”. Also, the second predetermined value may be “10”.  

[0215] 

That is, in the case where values of “1”, “3”, “4”, “6”, “10”, “12”, “15”, 

and “31” are configured as cell indices for each of the eight secondary cells, the 

terminal device 1 may determine the third PUCCH resource based on the value set 15 

in the TPC command field included in the downlink assignment(s) for the 

secondary cell(s) with cell index values of less than or equal to “6”. Also, in this 

case, the terminal device 1 may determine the third PUCCH resources based on 

the value set in the TPC command field included in the downlink assignment(s) 

for the secondary cell(s) with cell index values less than “10”.  20 

[0216] 

In addition, in this case, the same value may be set to each of the TPC 

command fields included in the plurality of downlink assignments for the plurality 

of secondary cells with cell index values of less than or equal to “6” transmitted in 

a particular subframe. Furthermore, the same value may be set to each of the TPC 25 

command fields included in the plurality of downlink assignments for the plurality 

of secondary cells with cell index values of less than “10” in a particular 

subframe. 

[0217] 

The base station device 3 may configure the fourth PUCCH resource 30 

through the higher layer signaling and/or the PDCCH (or downlink control 

information transmitted on the PDCCH). For example, the base station device 3 

may transmit the higher layer signaling including seventh information to be used 
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to configure the fourth PUCCH resource. The base station device 3 may indicate 

the fourth PUCCH resource in association with the PDCCH. The terminal device 1 

may determine the fourth PUCCH resource in accordance with the PDCCH. The 

base station device 3 may transmit, on the PDCCH, downlink control information 

to be used to indicate the fourth PUCCH resource. 5 

[0218] 

For example, the base station device 3 may configure the fourth PUCCH 

resource through the higher layer signaling and the PDCCH (or downlink control 

information transmitted on the PDCCH). For example, the base station device 3 

may use the higher layer signaling to transmit a set of eighth information for 10 

configuring a plurality of values related to the fourth PUCCH resource, and may 

indicate the fourth resource by indicating one value of the plurality of values 

based on the value (also referred to as 2
nd

 ARI; 2
nd

 ACK Resource Indicator) set in 

the field of the downlink control information transmitted on the PDCCH.  

[0219] 15 

For example, the base station device 3 may use the higher layer signaling to 

transmit the set of the eighth information for configuring four values 

corresponding to the four fourth PUCCH resources. Further, by indicating one 

value out of the four values based on the value (e.g., the “00”, “01”, “10”, “11” set 

in the 2 bit field of information) set in the field of the downlink control 20 

information transmitted on the PDCCH, the base station device 3 may indicate one 

of the fourth resources corresponding to the indicated value. That is, based on one 

value corresponding to the value set in the field of the downlink control 

information from among the four values corresponding to the four fourth PUCCH 

resources, the terminal device 1 may determine one of the fourth PUCCH 25 

resources that corresponds to the indicated value.  

[0220] 

For example, the base station device 3 may indicate one of the fourth 

PUCCH resources based on the value set in the TPC command field included in 

the downlink assignment transmitted on the PDCCH for the secondary cell. That is, 30 

a value corresponding to one of the fourth PUCCH resources may be indicated 

based on the value set in the TPC command field included in the downlink 

assignment to be used to instruct PDSCH transmission on the secondary cell.  
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[0221] 

Here, the base station device 3 may indicate the fourth PUCCH resource 

based on the value set in the TPC command field(s) included in the downlink 

assignment(s) for the secondary cell(s) with a cell index value greater than the 

first predetermined value (or the secondary cell(s) with a cell index less than or 5 

equal to the second predetermined value). 

[0222] 

That is, one value corresponding to one of fourth PUCCH resources may be 

indicated based on the value set in the TPC command field(s) included in the 

downlink assignment(s) to be used to instruct PDSCH transmission(s) on the 10 

secondary cell(s) with a cell index value greater than the first predetermined value 

(or the secondary cell(s) with a cell index with a value smaller than or equal to the 

second predetermined value). 

[0223] 

In other words, a second ARI used to designate the fourth PUCCH resource 15 

may be included in the downlink assignment for a secondary cell with a cell index 

value greater than the first predetermined value (or a secondary cell with a cell 

index value smaller than or equal to the second predetermined value).  

[0224] 

Herein, in the case where a plurality of PDSCH transmissions in a plurality 20 

of secondary cells with cell index values greater than the first predetermined value 

(or a plurality of secondary cells with cell index values less than or equal to the 

second predetermined value) is instructed using a plurality of downlink 

assignments in a particular subframe, the base station device 3 may set the same 

value as the value of the second ARI. 25 

[0225] 

Also, in the case where a plurality of PDSCH transmissions in a plurality of 

secondary cells with cell index values greater than the first predetermined value 

(or a plurality of secondary cells with cell index values greater than or equal to the 

second predetermined value) is instructed using a plurality of downlink 30 

assignments in a particular subframe, it may be assumed that the same value is set 

as the value of the second ARI for the terminal device 1.  

[0226] 
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That is, the same value corresponding to one of the fourth PUCCH 

resources may be transmitted (it may be assumed that it is transmitted) in a 

particular subframe in each of the downlink assignments for secondary cells with 

cell index values greater than the first predetermined value (or secondary cells 

with cell index values greater than or equal to the second predetermined value). 5 

[0227] 

That is, the value corresponding to the same fourth PUCCH resource may 

be transmitted (it may be assumed that it is transmitted) in a particular subframe in 

each of the downlink assignments for secondary cells with cell index values 

greater than the first predetermined value (or secondary cells with cell index 10 

values greater than or equal to the second predetermined value).  

[0228] 

For example, as described above, in the case where values of “1”, “3”, “4”, 

“6”, “10”, “12”, “15”, and “31” are configured as cell indices for each of the eight 

secondary cells by the base station device 3, the first predetermined value may be 15 

“6”. Also, the second predetermined value may be “10”.  

[0229] 

That is, in the case where values of “1”, “3”, “4”, “6”, “10”, “12”, “15”, 

and “31” are configured as cell indices for each of the eight secondary cells, the 

terminal device 1 may determine the fourth PUCCH resource based on the value 20 

set in the TPC command field included in the downlink assignment for secondary 

cells with cell index values greater than “6”. Further, in this case, the terminal 

device 1 may determine the fourth PUCCH resource based on the value set in the 

TPC command field included in the downlink assignment for secondary cells with 

cell index values less than or equal to “10”. 25 

[0230] 

In addition, in this case, the same value may be set to each of the TPC 

command fields included in the plurality of downlink assignments for the plurality 

of secondary cells with cell index values greater than “6” transmitted in a 

particular subframe. Furthermore, the same value may be set to each of the TPC 30 

command fields included in the plurality of downlink assignments for the plurality 

of secondary cells with cell index values of less than “10” in a particular 

subframe. 
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[0231] 

Here, as described above, the base station device 3 may configure the 

terminal device 1 to perform either the first behavior or the second behavior. For 

example, when the base station device 3 configures the first behavior for the 

terminal device 1, the first ARI and the second ARI may be transmitted as 5 

described above. Also, when the base station device 3 configures the second 

behavior for the terminal device 1, only the second ARI may be transmitted.  

[0232] 

The base station device 3 may, when configuring the first behavior for the 

terminal device 1, indicate a third PUCCH resource based on the value set in the 10 

TPC command field(s) included in the downlink assignment(s) for the secondary 

cell(s) with cell index values less than or equal to the first predetermined value, 

and indicate a fourth PUCCH resource based on the value set in the TPC command 

field(s) included in the downlink assignment(s) for the secondary cell(s) with cell 

index values greater than the first predetermined value.  15 

[0233] 

That is, the base station device 3 may, when configuring to perform the 

first behavior for the terminal device 1, indicate a third PUCCH resource based on 

the value set in the TPC command field(s) included in the downlink assignment(s) 

for the secondary cell(s) with cell index values less than the second predetermined 20 

value, and indicate the fourth PUCCH resource based on the value set in the TPC 

command field(s) included in the downlink assignment(s) for the secondary cell(s) 

with cell index values greater than or equal to the second predetermined value.  

[0234] 

Here, the base station device 3 may, when configuring to perform the 25 

second behavior for the terminal device 1, indicate the fourth PUCCH resource 

based on the value set in the TPC command field(s) included in the downlink 

assignment(s) for the secondary cell(s) (the secondary cell(s) with a cell index 

value smaller than or equal to the first predetermined value or the secondary 

cell(s) with a cell index value greater than the first predetermined value). 30 

[0235] 

The base station device 3 may, when configuring to perform the second 

behavior for the terminal device 1, indicate the fourth PUCCH resource based on 
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both the value in the TPC command field(s) included in the downlink 

assignment(s) for the secondary cells with cell index values less than or equal to 

the first predetermined value and the value in the TPC command field(s) included 

in the downlink assignment(s) for the secondary cell(s) with cell index values 

greater than the first predetermined value. 5 

[0236] 

The base station device 3 may, when configuring to perform the second 

behavior for the terminal device 1, indicate the fourth PUCCH resource based on 

both the value in the TPC command field(s) included in the downlink 

assignment(s) for the secondary cell(s) with cell index values less than the second 10 

predetermined value and the value in the TPC command field(s) included in the 

downlink assignment(s) for the secondary cell(s) with cell index values greater 

than or equal to the second predetermined value. 

[0237] 

In the case where, when configuring to perform the second behavior for the 15 

terminal device 1, a plurality of PDSCH transmissions in one or more secondary 

cells with cell index values less than or equal to the first predetermined value 

and/or secondary cells with cell index values greater than the first predetermined 

value is instructed using a plurality of downlink assignments in a particular 

subframe, the base station device 3 may set the same value as the value of the 20 

second ARI. 

[0238] 

In the case where, when configuring to perform the second behavior for the 

terminal device 1, a plurality of PDSCH transmissions in one or more secondary 

cells with cell index values less than the second predetermined value and/or 25 

secondary cells with cell index values greater than or equal to the second 

predetermined value is instructed using a plurality of downlink assignments in a 

particular subframe, the base station device 3 may set the same value as the value 

of the second ARI. 

[0239] 30 

Also, in the case where, a plurality of PDSCH transmissions in one or more 

secondary cells with cell index values less than or equal to the first predetermined 

value and/or secondary cells with cell index values greater than the first 
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predetermined value is instructed using a plurality of downlink assignments in a 

particular subframe, it may be assumed that the same value is set as the value of 

the second ARI for the terminal device 1 configured for the second operation.  

[0240] 

In the case where a plurality of PDSCH transmissions in one or more 5 

secondary cells with cell index values less than the second predetermined value 

and/or secondary cells with cell index values greater than or equal to the second 

predetermined value is instructed using a plurality of downlink assignment s in a 

particular subframe, it may be assumed that the same value is set as the value of 

the second ARI for the terminal device 1 configured for the second operation.  10 

[0241] 

That is, the value for the same fourth PUCCH resource may be transmitted 

(it may be assumed that it is transmitted) in a particular subframe in each of the 

downlink assignments for secondary cells with cell index values less than or equal 

to the first predetermined value and/or secondary cells with cell index values 15 

greater than the first predetermined value. 

[0242] 

That is, the value corresponding to the same fourth PUCCH resource may 

be transmitted (it may be assumed that it is transmitted) in a particular subframe in 

each of the downlink assignments for secondary cells with cell index  values less 20 

than the second predetermined and/or secondary cells with cell index values 

greater than or equal to the second predetermined value.  

[0243] 

In addition, the base station device 3 may transmit a set of ninth 

information, to be used to indicate the fourth PUCCH resource, included in the 25 

above-described single command (or MAC control element) used to activate or 

deactivate a serving cell. The base station device 3 may transmit a second ARI, to 

be used to indicate the fourth PUCCH resource, included in the above-described 

single command (or MAC control element) used to activate or deactivate a serving 

cell. That is, for example, the base station device 3 may indicate the fourth 30 

PUCCH resource through the single command used to activate or deactivate  at 

least a PUCCH secondary cell. 

[0244] 
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The terminal device 1 may determine the fourth PUCCH resource in 

accordance with the set of the ninth information (or the second ARI) included in 

the single command (or MAC control element) used to activate or deact ivate a 

serving cell. Here, the terminal device 1 may transmit, on the PUSCH and/or the 

PUCCH, HARQ-ACK for downlink data (PDSCH transmission) including the 5 

single command to be used to indicate the fourth PUCCH resource. For example, 

the terminal device 1 may transmit HARQ-ACK at least for downlink data 

(PDSCH transmission) including the single command to be used to activate or 

deactivate the PUCCH secondary cell. Here, the terminal device 1 does not need 

to transmit HARQ-ACK for downlink data (PDSCH transmission) including a 10 

single command to be used to activate or deactivate a secondary cell not including 

a PUCCH secondary cell. 

[0245] 

Simultaneous transmission of HARQ-ACK and CSI will be described 

below. 15 

[0246] 

Here, as described above, the terminal device 1 may simultaneously 

transmit HARQ-ACK and CSI using the third PUCCH format, the fourth PUCCH 

format, and/or the fifth PUCCH format. Here, for example, the base station device 

3 can transmit the higher layer signaling including tenth information used to  allow 20 

simultaneous transmission of HARQ-ACK and CSI 

(simultaneousAckNackAndCQI). Here, the tenth information may be used to allow 

simultaneous transmission of HARQ-ACK and CSI using the third PUCCH 

format. 

[0247] 25 

The base station device 3 can transmit the higher layer signaling including 

eleventh information used to allow simultaneous transmission of HARQ-ACK and 

CSI (simultaneousAckNackAndCQI-Format3) using the fourth PUCCH format. 

Also, the base station device 3 can transmit the higher layer signaling including 

twelfth information used to allow simultaneous transmission of HARQ-ACK and 30 

CSI (simultaneousAckNackAndCQI-Format4) using the fifth PUCCH format. 

[0248] 
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For example, the base station device 3 may transmit, to the terminal device 

1, the tenth information, the eleventh information, and/or the twelfth information 

for each of the PUCCH cell groups through the higher layer signaling. Also, the 

terminal device 1 may receive, from the base station device 3, the tenth 

information, the eleventh information, and/or the twelfth information for each of 5 

the PUCCH cell groups through the higher layer signaling.  

[0249] 

In addition, the base station device 3 may transmit, to the terminal device 1, 

information common to multiple PUCCH cell groups (the tenth information, the 

eleventh information, and/or the twelfth information) through the higher layer 10 

signaling. Also, the terminal device 1 may receive, from the base station device 3, 

information common to multiple PUCCH cell groups (the tenth information, the 

eleventh information, and/or the twelfth information) through the higher layer 

signaling. 

[0250] 15 

The base station device 3 may transmit, to the terminal device 1, the tenth 

information, the eleventh information, and/or the twelfth information for each of 

the PUCCH serving cells through the higher layer signaling. The terminal device 1 

may receive, from the base station device 3, the tenth information, the eleventh 

information, and/or the twelfth information for each of the PUCCH serving cells 20 

through the higher layer signaling. 

[0251] 

Also, the base station device 3 may transmit, to the terminal device 1, 

information common to multiple PUCCH serving cells (the tenth information, the 

eleventh information, and/or the twelfth information) through the higher layer 25 

signaling. In addition, the terminal device 1 may receive, from the base station 

device 3, information common to multiple PUCCH serving cells (the tenth 

information, the eleventh information, and/or the twelfth information) through the 

higher layer signaling. 

[0252] 30 

The base station device 3 may transmit, to the terminal device 1, the tenth 

information, the eleventh information, and/or the twelfth information for each of 

the master cell group and the secondary cell group through the higher layer 
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signaling. Also, the terminal device 1 may receive, from the base station device 3, 

the tenth information, the eleventh information, and/or the twelfth information for 

each of the master cell group and the secondary cell group through the higher 

layer signaling. 

[0253] 5 

Hereinafter, the behavior of the terminal device 1 in the case where the 

HARQ-ACK collides with the CSI report (e.g., periodic CSI) in the same 

subframe without any PUSCH will be described. 

[0254] 

For example, based on the condition that simultaneous transmission of the 10 

HARQ-ACK and CSI is allowed on the basis of the tenth information, the terminal 

device 1 may report the CSI multiplexed with the HARQ-ACK on the PUCCH 

using the third PUCCH format. Here, HARQ-ACK and CSI may be transmitted 

simultaneously with the second PUCCH resource. Also in this case, one serving 

cell may be configured for the terminal device 1.  15 

[0255] 

Further, based on the conditions that simultaneous transmission of the 

HARQ-ACK and CSI is allowed on the basis of the tenth information and that the 

HARQ-ACK corresponds to PDSCH transmission only on the primary cell, the 

terminal device 1 may report the CSI multiplexed with the HARQ-ACK on the 20 

PUCCH using the third PUCCH format. Here, HARQ-ACK and CSI may be 

transmitted simultaneously with the second PUCCH resource. Also in this case, 

more than one serving cell may be configured for the terminal device 1.  

[0256] 

Also, based on the conditions that simultaneous transmission of the 25 

HARQ-ACK and CSI is allowed on the basis of the tenth information and that the 

HARQ-ACK corresponds to PDSCH transmission only on the PUCCH secondary 

cell, the terminal device 1 may report the CSI multiplexed with the HARQ-ACK 

on the PUCCH using the third PUCCH format. Here, HARQ-ACK and CSI may be 

transmitted simultaneously with the second PUCCH resource. Also in this case, 30 

more than one serving cell may be configured for the terminal device 1.  

[0257] 
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Here, in order to transmit the HARQ-ACK and CSI for PDSCH 

transmission only on the PUCCH secondary cell, the terminal device 1 may use a 

second PUCCH resource (hereafter, also referred to as a 2-1 PUCCH resource) 

configured by the higher layer. For example, the base station device 3 may 

transmit the higher layer signaling that includes information used to configure the 5 

2-1 PUCCH resource. 

[0258] 

To be more specific, the terminal device 1 may transmit HARQ-ACK and 

CSI for PDSCH transmission only on the PUCCH secondary cell, with a second 

PUCCH resource (the 2-1 PUCCH resource) different from the second PUCCH 10 

resource used for the transmission of HARQ-ACK and CSI for PDSCH 

transmission only on the primary cell. 

[0259] 

Here, for example, the second PUCCH resource (the 2-1 PUCCH resource) 

different from the second PUCCH resource may refer to a PUCCH resource 15 

designated (configured) with a resource index different from the resource index of 

the second PUCCH resource. In addition, the second PUCCH resource (the 2-1 

PUCCH resource) that differs from the second PUCCH resource may refer to a 

PUCCH resource designated (set) with an orthogonal sequence index different 

from the orthogonal sequence index for the second PUCCH resource. Also, the 20 

second PUCCH resource (the 2-1 PUCCH resource) that differs from the second 

PUCCH resource may refer to a PUCCH resource designated (set) with a cyc lic 

shift value different from the cyclic shift for the second PUCCH resource.  

[0260] 

Also, based on the conditions that simultaneous transmission of the 25 

HARQ-ACK and CSI is allowed on the basis of the eleventh information and that 

the HARQ-ACK corresponds to PDSCH transmission only on the PUCCH 

secondary cell, the terminal device 1 may report the CSI multiplexed with the 

HARQ-ACK on the PUCCH using the fourth PUCCH format. Here, HARQ-ACK 

and CSI may be transmitted simultaneously with the third PUCCH resource. Also 30 

in this case, more than one serving cell may be configured for the terminal device 

1. Also in this case, more than five serving cells may be configured for the 
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terminal device 1. Also, in this case, the fourth PUCCH format may be configured 

for the terminal device 1. 

[0261] 

Also, based on the conditions that simultaneous transmission of the 

HARQ-ACK and CSI is allowed on the basis of the twelfth information and that 5 

the HARQ-ACK corresponds to PDSCH transmission only on the PUCCH 

secondary cell, the terminal device 1 may report the CSI multiplexed with the 

HARQ-ACK on the PUCCH using the fifth PUCCH format. Here, HARQ-ACK 

and CSI may be transmitted simultaneously with the fourth PUCCH resource. Also 

in this case, more than one serving cell may be configured for the terminal device 10 

1. Also in this case, more than five serving cells may be configured for the 

terminal device 1. Also, in this case, the fifth PUCCH format may be configured 

for the terminal device 1. 

[0262] 

Further, based on the conditions that simultaneous transmission of the 15 

HARQ-ACK and CSI is allowed on the basis of the eleventh information and that 

the HARQ-ACK corresponds to PDSCH transmission on the secondary cell, the 

terminal device 1 may report the CSI multiplexed with the HARQ-ACK on the 

PUCCH using the fourth PUCCH format. In this case, more than one serving cell 

may be configured for the terminal device 1. Also in this case, more than five 20 

serving cells may be configured for the terminal device 1. Also, in this case, the 

fourth PUCCH format may be configured for the terminal device 1.  

[0263] 

For example, in this case, the terminal device 1 may report CSI multiplexed 

with HARQ-ACK on the PUCCH using the fourth PUCCH format under the 25 

condition that the total number of bits corresponding to the uplink control 

information (HARQ-ACK, SR, and/or CSI) in the subframe is not greater than or 

equal to a predetermined value (e.g., 22 bits). Here, HARQ-ACK and CSI may be 

transmitted simultaneously with the third PUCCH resource.  

[0264] 30 

Further, based on the conditions that simultaneous transmission of the 

HARQ-ACK and CSI is allowed on the basis of the twelfth information and that 

the HARQ-ACK corresponds to PDSCH transmission on the secondary cell, the 



 

OSP72355_EN Translation of 

Original PCT Specification 

63 

terminal device 1 may report the CSI multiplexed with the HARQ-ACK on the 

PUCCH using the fifth PUCCH format. In this case, more than one serving cell 

may be configured for the terminal device 1. Also in this case, more than five 

serving cells may be configured for the terminal device 1. Also, in  this case, the 

fifth PUCCH format may be configured for the terminal device 1.  5 

[0265] 

For example, in this case, the terminal device 1 may report CSI multiplexed 

with HARQ-ACK on the PUCCH using the fifth PUCCH format under the 

condition that the total number of bits corresponding to the uplink control 

information in the subframe is not greater than or equal to a predetermined value 10 

(e.g., the number of bits transmitted in the fifth PUCCH format). Here, 

HARQ-ACK and CSI may be transmitted simultaneously with the fourth PUCCH 

resource. 

[0266] 

Here, based at least on the conditions that simultaneous transmission of the 15 

HARQ-ACK and the CSI is allowed and that the HARQ-ACK corresponds to 

PDSCH transmission(s) on the secondary cell(s) with a cell index value smaller 

than or equal to the first predetermined value, the terminal device 1 may report the 

CSI multiplexed with the HARQ-ACK using the fourth PUCCH format. Here, 

HARQ-ACK and CSI may be transmitted simultaneously with the third PUCCH 20 

resource. 

[0267] 

That is, based at least on the conditions that simultaneous transmission of 

the HARQ-ACK and the CSI is allowed and that the HARQ-ACK corresponds to 

PDSCH transmission(s) on the secondary cell(s) with a cell index value smaller 25 

than the second predetermined value, the terminal device 1 may report the CSI 

multiplexed with the HARQ-ACK using the fourth PUCCH format. Here, 

HARQ-ACK and CSI may be transmitted simultaneously with the third PUCCH 

resource. 

[0268] 30 

In this case, more than one serving cell may be configured for the terminal 

device 1. Also in this case, more than five serving cells may be configured for the 

terminal device 1. In addition, in this case, simultaneous transmission of 
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HARQ-ACK and CSI may be allowed based on the eleventh information and/or 

the twelfth information. Note that this only applies in the case where simultaneous 

transmission of HARQ-ACK and CSI is allowed based on both the eleventh 

information and the twelfth information. In other words, in the case where 

simultaneous transmission of the HARQ-ACK and CSI is allowed based on the 5 

twelfth information, but simultaneous transmission of the HARQ-ACK and CSI is 

not allowed based on the eleventh information, the CSI multiplexed with the 

HARQ-ACK on the PUCCH may always be reported using the fi fth PUCCH 

format. 

[0269] 10 

Also, in this case, the fourth PUCCH format may be configured for the 

terminal device 1. Also in this case, the fifth PUCCH format may be configured 

for the terminal device 1. Note that this only applies in the case where both the 

fourth PUCCH format and the fifth PUCCH format are configured. In other words, 

in the case where the fifth PUCCH format is set, but the fourth PUCCH format is 15 

not set, the CSI multiplexed with the HARQ-ACK on the PUCCH may always be 

reported using the fifth PUCCH format. 

[0270] 

In addition, based at least on the conditions that simultaneous transmission 

of the HARQ-ACK and the CSI is allowedand that the HARQ-ACK corresponds to 20 

PDSCH transmission(s) on the secondary cell(s) with a cell index greater than the  

first predetermined value, the terminal device 1 may report the CSI multiplexed 

with the HARQ-ACK using the fifth PUCCH format. Here, HARQ-ACK and CSI 

may be transmitted simultaneously with the fourth PUCCH resource.  

[0271] 25 

That is, based at least on the conditions that simultaneous transmission of 

the HARQ-ACK and the CSI is allowed and that the HARQ-ACK corresponds to 

PDSCH transmission(s) on the secondary cell(s) with a cell index less than or 

equal to the second predetermined value, the terminal device 1 may report the CSI 

multiplexed with the HARQ-ACK using the fifth PUCCH format. Here, 30 

HARQ-ACK and CSI may be transmitted simultaneously with the fourth PUCCH 

resource. 

[0272] 



 

OSP72355_EN Translation of 

Original PCT Specification 

65 

In this case, more than one serving cell may be configured for the terminal 

device 1. Also in this case, more than five serving cells may be configured for the 

terminal device 1. Also, in this case, simultaneous transmission of the 

HARQ-ACK and the CSI may be allowed based on the twelfth information. Also, 

in this case, the fifth PUCCH format may be configured for the terminal device 1.  5 

[0273] 

Herein, in cases in which the above described conditions are not satisfied, 

the CSI may be dropped and the HARQ-ACK may be transmitted alone. That is, 

based on at least one of the tenth information, the eleventh information, the 

twelfth information, and/or the above described conditions, the terminal device 1 10 

may drop the CSI and transmit only the HARQ-ACK. 

[0274] 

With respect to the present embodiment, although an example in which 

values of “1”, “3”, “4”, “6”, “10”, “12”, “15”, and “31” are set as cell indices for 

each of the eight secondary cells was described, the above description may be 15 

applied to other configurations as well.  

[0275] 

Embodiments of the present invention relating to a method and processing 

operations for transmission of uplink control information have been described in 

detail above with reference to the drawings, but specific configurations are not 20 

limited to the above embodiments and may include, for example, modifications to  

the above design that fall within the scope that does not depart from the spirit of 

the present invention. Furthermore, with respect to the present embodiment, 

embodiments obtained by suitably combining the above-described methods and 

processes are also included in the technical scope of the present invention.  25 

[0276] 

Configurations of devices according to the present embodiment will be 

described below. 

[0277] 

FIG. 10 is a schematic block diagram illustrating a configuration of a 30 

terminal device 1 according to the present embodiment. As illustrated in the figure, 

the terminal device 1 is configured, including a higher layer processing unit 101, a 

control unit 103, a reception unit 105, a transmission unit 107, and a transmit and 
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receive antenna 109. The higher layer processing unit 101 is configured, including 

a radio resource control unit 1011, a scheduling information interpretation unit 

1013, and a transmit power control unit 1015. The reception unit 105 is configured, 

including a decoding unit 1051, a demodulation unit 1053, a demultiplexing unit 

1055, a radio reception unit 1057, and a channel measurement unit 1059. The 5 

transmission unit 107 is configured, including a coding unit 1071, a modulation 

unit 1073, a multiplexing unit 1075, a radio transmission unit 1077, and an uplink 

reference signal generation unit 1079. 

[0278] 

The higher layer processing unit 101 outputs the uplink data (the transport 10 

block) generated by a user operation or the like, to the transmission unit 107. Also, 

the higher layer processing unit 101 may perform processing of the medium access 

control (MAC) layer, the packet data convergence protocol (PDCP) layer, the 

radio link control (RLC) layer, and the radio resource control (RRC) layer.  

[0279] 15 

The radio resource control unit 1011 included in the higher layer processing 

unit 101 manages various configuration information/parameters of the terminal 

device 1 itself. The radio resource control unit 1011 sets the various configuration 

information/parameters in accordance with higher layer signaling received from 

the base station device 3. To be more specific, the radio resource control unit 1011 20 

sets the various configuration information/parameters in accordance with the 

information indicating the various configuration information/parameters received 

from the base station device 3. Furthermore, the radio resource control unit 1011 

generates information to be mapped to each uplink channel, and outputs the 

generated information to the transmission unit 107. The radio resource control unit 25 

1011 is also referred to as a configuration unit 1011.  

[0280] 

Here, the scheduling information interpretation unit 1013 included in the 

higher layer processing unit 101 interprets the DCI format (scheduling 

information) received through the reception unit 105, generates control 30 

information for control of the reception unit 105 and the transmission unit 107, in 

accordance with a result of interpreting the DCI format, and outputs the generated 

control information to the control unit 103. 
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[0281] 

The transmit power control unit 1015 included in the higher layer 

processing unit 101 controls the transmit power for transmission on the PUSCH 

and the PUCCH in accordance with various configuration information/parameters 

managed by the radio resource control unit 1011, a TPC command, and the like. 5 

[0282] 

In accordance with the control information originating from the higher 

layer processing unit 101, the control unit 103 generates a control signal for 

control of the reception unit 105 and the transmission unit 107. The control unit 

103 outputs the generated control signal to the reception unit 105 and the 10 

transmission unit 107 to control the reception unit 105 and the transmission unit 

107. 

[0283] 

In accordance with the control signal input from the control unit 103, the 

reception unit 105 demultiplexes, demodulates, and decodes a reception signal 15 

received from the base station device 3 through the transmit and receive antenna 

109, and outputs the information resulting from the decoding, to the higher layer 

processing unit 101. 

[0284] 

The radio reception unit 1057 converts (down-converts) a downlink signal 20 

received through the transmit and receive antenna 109 into a baseband signal 

through orthogonal demodulation, removes unnecessary frequency components, 

controls an amplification level in such a manner as to suitably maintain a signal 

level, performs orthogonal demodulation on the basis of an in-phase component 

and an orthogonal component of the received signal, and converts the resulting 25 

orthogonally-demodulated analog signal into a digital signal. The radio reception 

unit 1057 removes a portion corresponding to a cyclic prefix (CP) from the digital 

signal resulting from the conversion, performs fast Fourier transform (FFT) on the 

signal from which the CP has been removed, and extracts a signal in the frequency 

domain. 30 

[0285] 

The demultiplexing unit 1055 demultiplexes the extracted signal into the 

PHICH, the PDCCH, the EPDCCH, the PDSCH, and the downlink reference 
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signal. Moreover, the demultiplexing unit 1055 makes a compensation of channels 

including the PHICH, the PDCCH, the EPDCCH, and the PDSCH, from a channel 

estimate input from the channel measurement unit 1059. Furthermore, the 

demultiplexing unit 1055 outputs the downlink reference signal resulting from the 

demultiplexing, to the channel measurement unit 1059. 5 

[0286] 

The demodulation unit 1053 multiplies the PHICH by a corresponding code 

for composition, demodulates the resulting composite signal in compliance with a 

binary phase shift keying (BPSK) modulation scheme, and outputs a result of the 

demodulation to the decoding unit 1051. The decoding unit 1051 decodes the 10 

PHICH destined for the terminal device 1 itself and outputs the HARQ indicator 

resulting from the decoding to the higher layer processing unit 101. The 

demodulation unit 1053 demodulates the PDCCH and/or the EPDCCH in 

compliance with a QPSK modulation scheme and outputs a result of the 

demodulation to the decoding unit 1051. The decoding unit 1051 attempts to 15 

decode the PDCCH and/or the EPDCCH. In a case of succeeding in the decoding, 

the decoding unit 1051 outputs downlink control information resulting from the 

decoding and an RNTI to which the downlink control information corresponds, to 

the higher layer processing unit 101. 

[0287] 20 

The demodulation unit 1053 demodulates the PDSCH in compliance with a 

modulation scheme notified with the downlink grant, such as quadrature phase 

shift keying (QPSK), 16 quadrature amplitude modulation (QAM), or 64 QAM, 

and outputs a result of the demodulation to the decoding unit 1051. The decoding 

unit 1051 decodes the data in accordance with information on a coding rate 25 

notified with the downlink control information, and outputs, to the higher layer 

processing unit 101, the downlink data (the transport block) resulting from the 

decoding. 

[0288] 

The channel measurement unit 1059 measures a downlink path loss or a 30 

channel state from the downlink reference signal input from the demultiplexing 

unit 1055, and outputs the measured path loss or channel state to the higher layer 

processing unit 101. Furthermore, the channel measurement unit 1059 calculates a 
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downlink channel estimate from the downlink reference signal and outputs the 

calculated downlink channel estimate to the demultiplexing unit 1055. The 

channel measurement unit 1059 performs channel measurement and/or 

interference measurement in order to calculate the CQI (or the CSI).  

[0289] 5 

The transmission unit 107 generates the uplink reference signal in 

accordance with the control signal input from the control unit 103, codes and  

modulates the uplink data (the transport block) input from the higher layer 

processing unit 101, multiplexes the PUCCH, the PUSCH, and the generated 

uplink reference signal, and transmits a result of the multiplexing to the base 10 

station device 3 through the transmit and receive antenna 109. Furthermore, the 

transmission unit 107 transmits uplink control information.  

[0290] 

The coding unit 1071 performs coding, such as convolutional coding or 

block coding, on the uplink control information input from the higher layer 15 

processing unit 101. Furthermore, the coding unit 1071 performs turbo coding in 

accordance with information used for the scheduling of the PUSCH.  

[0291] 

The modulation unit 1073 modulates coded bits input from the coding unit 

1071, in compliance with the modulation scheme notified with the downlink 20 

control information, such as BPSK, QPSK, 16 QAM, or 64 QAM, or in 

compliance with a modulation scheme prescribed in advance for each channel. In 

accordance with the information used for the scheduling of the PUSCH, the 

modulation unit 1073 determines the number of data sequences to be 

spatial-multiplexed, maps multiple pieces of uplink data to be transmitted on the 25 

same PUSCH to multiple sequences through multiple input multiple output spatial 

multiplexing (MIMO SM), and performs precoding on the sequences.  

[0292] 

The uplink reference signal generation unit 1079 generates a sequence 

acquired in accordance with a rule (formula) prescribed in advance, on the basis of 30 

a physical layer cell identifier (also referred to as a physical cell identity (PCI), a 

cell ID, or the like) for identifying the base station device 3, a bandwidth to which 

the uplink reference signal is mapped, a cyclic shift notified with the uplink grant, 
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a parameter value for generation of a DMRS sequence, and the like. In accordance 

with the control signal input from the control unit 103, the multiplexing unit 1075 

may rearrange modulation symbols of the PUSCH in parallel and then perform 

discrete Fourier transform (DFT) on the rearranged modulation symbols. 

Furthermore, the multiplexing unit 1075 multiplexes PUCCH and PUSCH signals 5 

and the generated uplink reference signal for each transmit antenna port. To be 

more specific, the multiplexing unit 1075 maps the PUCCH and PUSCH signals 

and the generated uplink reference signal to the resource elements for each 

transmit antenna port. 

[0293] 10 

The radio transmission unit 1077 performs inverse fast Fourier transform 

(IFFT) on a signal resulting from the multiplexing, generates an SC-FDMA 

symbol, attaches a CP to the generated SC-FDMA symbol, generates a baseband 

digital signal, converts the baseband digital signal into an analog signal, removes 

unnecessary frequency components through a lowpass filter, up-converts a result 15 

of the removal into a signal of a carrier frequency, performs power amplification, 

and outputs a final result to the transmit and receive antenna 109 for transmission.  

[0294] 

FIG. 11 is a schematic block diagram illustrating a configuration of a base 

station device 3 according to the present embodiment. As illustrated in the figure, 20 

the base station device 3 is configured, including a higher layer processing unit 

301, a control unit 303, a reception unit 305, a transmission unit 307, and a 

transmit and receive antenna 309. The higher layer processing unit 301 is 

configured, including a radio resource control unit 3011, a scheduling unit 3013, 

and a transmit power control unit 3015. The reception unit 305 is configured, 25 

including a decoding unit 3051, a demodulation unit 3053, a demultiplexing unit 

3055, a radio reception unit 3057, and a channel measurement unit 3059. The 

transmission unit 307 is configured, including a coding unit 3071, a modulation 

unit 3073, a multiplexing unit 3075, a radio transmission unit 3077, and a 

downlink reference signal generation unit 3079. 30 

[0295] 

The higher layer processing unit 301 performs processing of the medium 

access control (MAC) layer, the packet data convergence protocol (PDCP) layer, 
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the radio link control (RLC) layer, and the radio resource control (RRC) layer. 

Furthermore, the higher layer processing unit 301 generates control information 

for control of the reception unit 305 and the transmission unit 307, and outputs the 

generated control information to the control unit 303.  

[0296] 5 

The radio resource control unit 3011 included in the higher layer processing 

unit 301 generates, or acquires from a higher node, the downlink data (the 

transport block) mapped to the downlink PDSCH, system information, the RRC 

message, the MAC control element (CE), and the like, and outputs a result of the 

generation or the acquirement to the transmission unit 307. Furthermore, the radio 10 

resource control unit 3011 manages various configuration information/parameters 

for each of the terminal devices 1. The radio resource control unit 3011 may 

configure various configuration information/parameters for each of the terminal 

devices 1 through higher layer signaling. In other words, the radio resource 

control unit 1011 transmits/broadcasts information indicating various 15 

configuration information/parameters. The radio resource control unit 3011 is also 

referred to as a configuration unit 3011. 

[0297] 

The scheduling unit 3013 included in the higher layer processing unit 301 

determines a frequency and a subframe to which the physical channels (the 20 

PDSCH and the PUSCH) are allocated, the coding rate and modulation scheme for 

the physical channels (the PDSCH and the PUSCH), the transmit power, and the 

like, from the received channel state information and from the channel estimate , 

channel quality, or the like input from the channel measurement unit 3059. The 

scheduling unit 3013 generates the control information (e.g., the DCI format) in 25 

order to control the reception unit 305 and the transmission unit 307 in accordance 

with a result of the scheduling, and outputs the generated information to the 

control unit 303. The scheduling unit 3013 further determines timing of 

performing transmission processing and reception processing.  

[0298] 30 

The transmit power control unit 3015 included in the higher layer 

processing unit 301 controls the transmit power for transmission on the PUSCH 

and the PUCCH performed by the terminal device 1, in accordance with various 
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configuration information/parameters managed by the radio resource control unit 

3011, a TPC command, and the like. 

[0299] 

In accordance with the control information originating from the higher 

layer processing unit 301, the control unit 303 generates a control signal for 5 

control of the reception unit 305 and the transmission unit 307. The control unit 

303 outputs the generated control signal to the reception unit 305 and the 

transmission unit 307 to control the reception unit 305 and the transmission unit 

307. 

[0300] 10 

In accordance with the control signal input from the control unit 303, the 

reception unit 305 demultiplexes, demodulates, and decodes the reception signal 

received from the terminal device 1 through the transmit and receive antenna 309, 

and outputs information resulting from the decoding to the higher layer processing 

unit 301. The radio reception unit 3057 converts (down-converts) an uplink signal 15 

received through the transmit and receive antenna 309 into a baseband signal 

through orthogonal demodulation, removes unnecessary frequency components, 

controls the amplification level in such a manner as to suitably maintain a signal 

level, performs orthogonal demodulation on the basis of an in-phase component 

and an orthogonal component of the received signal, and converts the resulting 20 

orthogonally-demodulated analog signal into a digital signal. The reception unit 

305 receives uplink control information. 

[0301] 

The radio reception unit 3057 removes a portion corresponding to a cyclic 

prefix (CP) from the digital signal resulting from the conversion. The radio 25 

reception unit 3057 performs fast Fourier transform (FFT) on the signal from 

which the CP has been removed, extracts a signal in the frequency domain, and 

outputs the resulting signal to the demultiplexing unit 3055.  

[0302] 

The demultiplexing unit 1055 demultiplexes the signal input from the radio 30 

reception unit 3057 into the PUCCH, the PUSCH, and the signal such as the 

uplink reference signal. The demultiplexing is performed on the basis of radio 

resource allocation information that is determined in advance by the base station 
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device 3 using the radio resource control unit 3011 and that is included in the 

uplink grant notified to each of the terminal devices 1. Furthermore, the 

demultiplexing unit 3055 makes a compensation of channels including the PUCCH 

and the PUSCH from the channel estimate input from the channel measurement 

unit 3059. Furthermore, the demultiplexing unit 3055 outputs an uplink reference 5 

signal resulting from the demultiplexing, to the channel measurement unit 3059.  

[0303] 

The demodulation unit 3053 performs inverse discrete Fourier transform 

(IDFT) on the PUSCH, acquires modulation symbols, and performs reception 

signal demodulation, that is, demodulates each of the modulation symbols on the 10 

PUCCH and the PUSCH, in compliance with the modulation scheme prescribed in 

advance, such as binary phase shift keying (BPSK), QPSK, 16 QAM, or 64 QAM, 

or in compliance with the modulation scheme that the base station device 3 itself 

notified in advance with the uplink grant to each of the terminal devices 1. The 

demodulation unit 3053 demultiplexes the modulation symbols of multiple pieces 15 

of uplink data transmitted on the same PUSCH with the MIMO SM, on the basis 

of the number of spatial-multiplexed sequences notified in advance with the 

uplink grant to each of the terminal devices 1 and information designating the 

precoding to be performed on the sequences. 

[0304] 20 

The decoding unit 3051 decodes the coded bits of the PUCCH and the 

PUSCH, which have been demodulated, at the coding rate in compliance with a 

coding scheme prescribed in advance, the coding rate being prescribed in advance 

or being notified in advance with the uplink grant to the terminal device 1 by the 

base station device 3 itself, and outputs the decoded uplink data and uplink control 25 

information to the higher layer processing unit 101. In a case where the PUSCH is 

re-transmitted, the decoding unit 3051 performs the decoding with the coded bits 

input from the higher layer processing unit 301 and retained in an HARQ buffer, 

and the demodulated coded bits. The channel measurement unit 309 measures the 

channel estimate, the channel quality, and the like, on the basis of the uplink 30 

reference signal input from the demultiplexing unit 3055, and outputs a result of 

the measurement to the demultiplexing unit 3055 and the higher layer processing 

unit 301. 
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[0305] 

The transmission unit 307 generates the downlink reference signal in 

accordance with the control signal input from the control unit 303, codes and 

modulates the HARQ indicator, the downlink control information, and the 

downlink data that are input from the higher layer processing unit 301, 5 

multiplexes the PHICH, the PDCCH, the EPDCCH, the PDSCH, and the downlink 

reference signal, and transmits a result of the multiplexing to the terminal device 1 

through the transmit and receive antenna 309. 

[0306] 

The coding unit 3071 codes the HARQ indicator, the downlink control 10 

information, and the downlink data that are input from the higher layer processing 

unit 301, in compliance with the coding scheme prescribed in advance, such as 

block coding, convolutional coding, or turbo coding, or in compliance with the 

coding scheme determined by the radio resource control unit 3011. The 

modulation unit 3073 modulates the coded bits input from the coding unit 3071, in 15 

compliance with the modulation scheme prescribed in advance, such as BPSK, 

QPSK, 16 QAM, or 64 QAM, or in compliance with the modulation scheme 

determined by the radio resource control unit 3011.  

[0307] 

The downlink reference signal generation unit 3079 generates, as the 20 

downlink reference signal, a sequence that is already known to the terminal device 

1 and that is acquired in accordance with a rule prescribed in advance on the basis 

of the physical layer cell identifier (PCI) for identifying the base station device 3, 

and the like. The multiplexing unit 3075 multiplexes the modulated modulation 

symbol of each channel and the generated downlink reference signal. To be more 25 

specific, the multiplexing unit 3075 maps the modulated modulation symbol of 

each channel and the generated downlink reference signal to the resource 

elements. 

[0308] 

The radio transmission unit 3077 performs inverse fast Fourier transform 30 

(IFFT) on the modulation symbol resulting from the multiplexing or the like, 

generates an OFDM symbol, attaches a CP to the generated OFDM symbol, 

generates a baseband digital signal, converts the baseband digital signal into an 
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analog signal, removes unnecessary frequency components through a lowpass 

filter, up-converts a result of the removal into a signal of a carrier frequency, 

performs power amplification, and outputs a final result to the transmit and 

receive antenna 309 for transmission. 

[0309] 5 

More particularly, the terminal device 1 according to the present 

embodiment may include a transmission unit 107 configured to transmit, with 

respect to PDSCH transmission on a secondary cell on a secondary cell having a 

cell index less than or equal to a first predetermined value, a HARQ-ACK using a 

first PUCCH resource and a PUCCH format 3, and transmit, with respect to 10 

PDSCH transmission on a secondary cell on a secondary cell having a cell index 

greater than the first predetermined value, a HARQ-ACK using a second PUCCH 

resource and a PUCCH format 4. 

[0310] 

Herein, the first predetermined value may be a value of a fourth cell index 15 

when values of a set of cell indices set by a base station device are arranged in 

ascending order, the first PUCCH resource for transmission of the HARQ-ACK 

using the PUCCH format 3 may be designated based on at least a value set in an 

information field included in a downlink assignment for a secondary cell having a 

cell index less than or equal to the first predetermined value, and the second 20 

PUCCH resource for transmission of the HARQ-ACK using the PUCCH format 4 

may be designated based on at least a value set in an information field included in 

a downlink assignment for a secondary cell having a cell index greater than the 

first predetermined value. 

[0311] 25 

Also, the terminal device 1 according to the present embodiment may 

include a transmission unit configured to transmit, with respect to PDSCH 

transmission on a secondary cell on a secondary cell having a cell index less than 

or equal to a first predetermined value, a HARQ-ACK using a first PUCCH 

resource and a PUCCH format 3, and transmit, with respect to PDSCH 30 

transmission on a secondary cell on a secondary cell having a cell index greater 

than the first predetermined value, a HARQ-ACK using a second PUCCH resource 

and a PUCCH format 4. 
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[0312] 

Herein, the first predetermined value may be a maximum cell index value 

with a bit sequence of 10 or less obtained by sequentially concatenating 

HARQ-ACK bits corresponding to the primary cell up to HARQ-ACK bits 

corresponding to a serving cell with a cell index for the first predetermined value, 5 

the first PUCCH resource for transmission of the HARQ-ACK using the PUCCH 

format 3 may be designated based on at least a value set in an information field 

included in a downlink assignment for a secondary cell having a cell index less 

than or equal to the first predetermined value, and the second PUCCH resource for 

transmission of the HARQ-ACK using the PUCCH format 4 may be designated 10 

based on at least a value set in an information field included in a downlink 

assignment for a secondary cell having a cell index greater than the first 

predetermined value. 

[0313] 

Also, the first PUCCH resource may be designated based on a value set in 15 

an information field included in a downlink assignment for a secondary cell with a 

cell index less than or equal to the first predetermined value from four first 

PUCCH resources set by a higher layer, and the second PUCCH resource may be 

designated based on a value set in an information field included in a downlink 

assignment for a secondary cell with a cell index greater than the first 20 

predetermined value from the four second PUCCH resources set by the higher 

layer. 

[0314] 

Also, a value designating an identical first PUCCH resource may be set for 

each information field included in a plurality of downlink assignments for a 25 

plurality of secondary cells with cell indices less than or equal to the first 

predetermined value in a particular subframe, and a value designating an identical 

second PUCCH resource may be set for each information field included in a 

plurality of download links for a plurality of secondary cells with cell indices 

greater than the first predetermined value in a particular subframe.  30 

[0315] 

In addition, the base station device 3 according to the present embodiment 

may include a reception unit 305 configured to receive, with respect to 
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transmission of a PDSCH on a secondary cell having a cell index less than or 

equal to a first predetermined value, a HARQ-ACK using a first PUCCH resource 

and a PUCCH format 3, and receive, with respect to transmission of a PDSCH on 

a secondary cell having a cell index greater than the first predetermined value, a 

HARQ-ACK using a second PUCCH resource and a PUCCH format 4.  5 

[0316] 

Herein, the first predetermined value may be a value of a fourth cell index 

when values of a set of cell indices set for a terminal device are arranged in 

ascending order, the first PUCCH resource for transmission of the HARQ-ACK 

using the PUCCH format 3 may be designated based on at least a value set in an 10 

information field included in a downlink assignment for a secondary cell having a 

cell index less than or equal to the first predetermined value, and the second 

PUCCH resource for transmission of the HARQ-ACK using the PUCCH format 4 

may be designated based on at least a value set in an information field included in 

a downlink assignment for a secondary cell having a cell index greater than the 15 

first predetermined value. 

[0317] 

In addition, the base station device 3 according to the present embodiment 

may include a reception unit 305 configured to receive, with respect to 

transmission of a PDSCH on a secondary cell having a cell index less than or 20 

equal to a first predetermined value, a HARQ-ACK using a first PUCCH resource 

and a PUCCH format 3, and receive, with respect to transmission of a PDSCH on 

a secondary cell having a cell index greater than the first predetermined value, a 

HARQ-ACK using a second PUCCH resource and a PUCCH format 4.  

[0318] 25 

Herein, the first predetermined value may be a maximum cell index value 

with a bit sequence of 10 or less obtained by sequentially concatenating 

HARQ-ACK bits corresponding to the primary cell up to HARQ-ACK bits 

corresponding to a serving cell with a cell index of the first predetermined value, 

the first PUCCH resource for transmission of the HARQ-ACK using the PUCCH 30 

format 3 may be designated based on at least a value set in an information field 

included in a downlink assignment for a secondary cell having a cell index less 

than or equal to the first predetermined value, and the second PUCCH resource for 
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transmission of the HARQ-ACK using the PUCCH format 4 may be designated 

based on at least a value set in an information field included in a downlink 

assignment for a secondary cell having a cell index greater than the first 

predetermined value. 

[0319] 5 

Also, the first PUCCH resource may be designated based on a value set in 

an information field included in a downlink assignment for a secondary cell with a 

cell index less than or equal to the first predetermined value from four first 

PUCCH resources set by a higher layer, and the second PUCCH resource may be 

designated based on a value set in an information field included in a downlink 10 

assignment for a secondary cell with a cell index greater than the first 

predetermined value from the four second PUCCH resources set by the higher 

layer. 

[0320] 

Also, a value designating an identical first PUCCH resource may be set for 15 

each information field included in a plurality of downlink assignments for a 

plurality of secondary cells with cell indices less than or equal to the first 

predetermined value in a particular subframe, and a value designating an identical 

second PUCCH resource may be set for each information field included in a 

plurality of download links for a plurality of secondary cells with cell indices 20 

greater than the first predetermined value in a particular subframe. 

[0321] 

In addition, the terminal device 1 of the present embodiment may include a 

reception unit 105 configured to receive both a first set of information used for 

permitting simultaneous transmission of a CSI and a HARQ-ACK using PUCCH 25 

format 3, as well as a second set of information used for permitting simultaneous 

transmission of a CSI and a HARQ-ACK using PUCCH format 4. The terminal 

device 1 may also include a transmission unit 107 for transmitting a HARQ-ACK 

and/or a CSI, and wherein any of the following processing operations (1) to (4) are 

executed based at least on whether the first set of information, the second set of 30 

information, and the HARQ-ACK correspond to a PDSCH transmission on a 

secondary cell with a cell index less than or equal to a first predetermined value or 
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whether the HARQ-ACK corresponds to a PDSCH transmission on a secondary 

cell with a cell index greater than the first predetermined value.  

[0322] 

Herein, processing operation (1) refers to an operation in which the CSI 

multiplexed with the HRQ-ACK is transmitted with the first PUCCH resource 5 

using the PUCCH format 3, processing operation (2) refers to an operation in 

which the CSI multiplexed with the HARQ-ACK is transmitted with the second 

PUCCH resource using the PUCCH format 4, processing operation (3) refers to an 

operation in which the HARQ-ACK is transmitted with a first PUCCH resource 

using the PUCCH format 3 and the CSI is dropped, and processing operation (4) 10 

refers to an operation in which the HARQ-ACK is transmitted with a second 

PUCCH resource using the PUCCH format 4 and the CSI is dropped.  

[0323] 

Also, the first PUCCH resource may be designated based on a value set in 

an information field included in a downlink assignment for a secondary cell with a 15 

cell index less than or equal to the first predetermined value from four first 

PUCCH resources set by a higher layer, and the second PUCCH resource may be 

designated based on a value set in an information field included in a downlink 

assignment for a secondary cell with a cell index greater than the first 

predetermined value from the four second PUCCH resources set by the higher 20 

layer. 

[0324] 

Also, a value designating an identical first PUCCH resource may be set for 

each information field included in a plurality of downlink assignments for a 

plurality of secondary cells with cell indices less than or equal to the first 25 

predetermined value in a particular subframe, and a value designating an identical 

second PUCCH resource may be set for each information field included in a 

plurality of download links for a plurality of secondary cells with cell indices 

greater than the first predetermined value in a particular subframe.  

[0325] 30 

In addition, the base station device 3 of the present embodiment may 

include a transmission unit 307 configured to transmit both a first set of 

information used for permitting simultaneous transmission of a CSI and a 
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HARQ-ACK using PUCCH format 3, as well as a second set of information used 

for permitting simultaneous transmission of a CSI and a HARQ-ACK using 

PUCCH format 4. The base station device 3 may also include a reception unit 305 

for receiving a HARQ-ACK and/or a CSI, and wherein any of the following 

processing operations (1) to (4) are executed based at least on whether the first set 5 

of information, the second set of information, and the HARQ-ACK correspond to 

a PDSCH transmission on a secondary cell with a cell index less than or equal to a 

first predetermined value or whether the HARQ-ACK corresponds to a PDSCH 

transmission on a secondary cell with a cell index greater than the first 

predetermined value. 10 

[0326] 

Herein, processing operation (1) refers to an operation in which the CSI 

multiplexed with the HRQ-ACK is transmitted with the first PUCCH resource 

using the PUCCH format 3, processing operation (2) refers to an operation in 

which the CSI multiplexed with the HARQ-ACK is transmitted with the second 15 

PUCCH resource using the PUCCH format 4, processing operation (3) refers to an 

operation in which the HARQ-ACK is transmitted with a first PUCCH resource 

using the PUCCH format 3 and the CSI is dropped, and processing operation (4) 

refers to an operation in which the HARQ-ACK is transmitted with a second 

PUCCH resource using the PUCCH format 4 and the CSI is dropped. 20 

[0327] 

Also, the first PUCCH resource may be designated based on a value set in 

an information field included in a downlink assignment for a secondary cell with a 

cell index less than or equal to the first predetermined value from four first 

PUCCH resources set by a higher layer, and the second PUCCH resource may be 25 

designated based on a value set in an information field included in a downlink 

assignment for a secondary cell with a cell index greater than the first 

predetermined value from the four second PUCCH resources set by the higher 

layer. 

[0328] 30 

Also, a value designating an identical first PUCCH resource may be set for 

each information field included in a plurality of downlink assignments for a 

plurality of secondary cells with cell indices less than or equal to the first 
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predetermined value in a particular subframe, and a value designating an identical 

second PUCCH resource may be set for each information field included in a 

plurality of download links for a plurality of secondary cells with cell indices 

greater than the first predetermined value in a particular subframe.  

[0329] 5 

According to the present invention, uplink control information can be 

efficiently transmitted. 

[0330] 

A program running on each of the base station device 3 and the terminal 

device 1 according to the present invention may be a program that controls a 10 

central processing unit (CPU) and the like (a program for causing a computer to 

operate) in such a manner as to realize the functions according to the 

above-described embodiment of the present invention. The information handled in 

these devices is temporarily stored in a random access memory (RAM) while 

being processed. Thereafter, the information is stored in various types of read only 15 

memory (ROM) such as a flash ROM and a hard disk drive (HDD) and when 

necessary, is read by the CPU to be modified or rewritten.  

[0331] 

Moreover, the terminal device 1 and the base station device 3 according to 

the above-described embodiment may be partially realized by a computer. This 20 

configuration may be realized by recording a program for realizing such control 

functions on a computer-readable recording medium and causing a computer 

system to read the program recorded on the recording medium for execution.  

[0332] 

Moreover, the "computer system" here is defined as a computer system 25 

built into the terminal device 1 or the base station device 3, and the computer 

system includes an OS and hardware components such as a peripheral device. 

Furthermore, the "computer-readable recording medium" refers to a portable 

medium such as a flexible disk, a magneto-optical disk, a ROM, and a CD-ROM, 

and a storage device such as a hard disk built into the computer system.  30 

[0333] 

Moreover, the "computer-readable recording medium" may include a 

medium that dynamically retains the program for a short period of time, such as a 
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communication line that is used to transmit the program over a network such as 

the Internet or over a communication line such as a telephone line, and a medium 

that retains, in that case, the program for a certain period of time, such as a 

volatile memory within the computer system which functions as a server or a 

client. Furthermore, the program may implement some of the functions described 5 

above, and also may be capable of implementing the functions described above in 

combination with a program already stored in the computer system.  

[0334] 

Furthermore, the base station device 3 according to the above-described 

embodiment can be realized as an aggregation (a device group) constituted of 10 

multiple devices. Devices constituting the device group may be each provided 

with some or all portions of each function or each functional block of the base 

station device 3 according to the above-described embodiment. It is only required 

that the device group itself include general functions or general functional blocks 

of the base station device 3. Furthermore, the terminal device 1 according to the 15 

above-described embodiments can communicate with the base station device as an 

assembly. 

[0335] 

Furthermore, the base station device 3 according to the above-described 

embodiment may be an Evolved Universal Terrestrial Radio Access Network 20 

(EUTRAN). Furthermore, the base station device 3 according to the 

above-described embodiment may have some or all portions of the funct ion of a 

node higher than an eNodeB. 

[0336] 

Furthermore, some or all portions of each of the terminal device 1 and the 25 

base station device 3 according to the above-described embodiment may be 

realized as an LSI that is a typical integrated circuit or may be realized as a chip 

set. The functional blocks of each of the terminal device 1 and the base station 

device 3 may be individually realized as a chip, or some or all of the functional 

blocks may be integrated into a chip. Furthermore, the circuit integration 30 

technique is not limited to the LSI, and the integrated circuit may be implemented 

with a dedicated circuit or a general-purpose processor. Furthermore, if with 

advances in semiconductor technology, a circuit integration technology with which 
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an LSI is replaced appears, it is also possible to use an integrated circuit based on 

the technology. 

[0337] 

Furthermore, according to the above-described embodiment, the terminal 

device is described as one example of a communication device, but the present 5 

invention is not limited to this, and can be applied to a fixed-type or a 

stationary-type electronic apparatus installed indoors or outdoors, for example, a 

terminal device or a communication device, such as an audio-video (AV) 

apparatus, a kitchen apparatus, a cleaning or washing machine, an air-conditioning 

apparatus, office equipment, a vending machine, and other household apparatuses.  10 

[0338] 

The embodiment of the present invention has been described in detail 

above referring to the drawings, but the specific configuration is not limited to the 

embodiment and includes, for example, an amendment to a design that falls within 

the scope that does not depart from the gist of the present invention. Furthermore, 15 

various modifications are possible within the scope of the present invention 

defined by claims, and embodiments that are made by suitably combining 

technical means disclosed according to the different embodiments are also 

included in the technical scope of the present invention. Furthermore, a 

configuration in which a constituent element that achieves the same effect is 20 

substituted for the one that is described according to the embodiment is also 

included in the technical scope of the present invention.  

 

INDUSTRIAL APPLICABILITY 

[0339] 25 

The present invention can be applied to mobile phones, personal computers, 

tablet computers, and the like. 

 

DESCRIPTION OF REFERENCE NUMERALS 

[0340] 30 

1 (1A, 1B, 1C) Terminal device 

3 Base station device 

101 Higher layer processing unit 
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103 Control unit 

105 Reception unit 

107 Transmission unit 

301 Higher layer processing unit 

303 Control unit 5 

305 Reception unit 

307 Transmission unit 

1011 Radio resource control unit 

1013 Scheduling information interpretation unit  

1015 Transmit power control unit 10 

3011 Radio resource control unit 

3013 Scheduling unit 

3015 Transmit power control unit 
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CLAIMS 

 

[Claim 1] 

A terminal device comprising: 

a reception unit configured to: 5 

receive a first set of information used to permit simultaneous transmission 

of a CSI and a HARQ-ACK using a PUCCH format 3, and 

receive a second set of information used to permit simultaneous 

transmission of a CSI and a HARQ-ACK using a PUCCH format 4; and 

a transmission unit configured to: 10 

transmit one or more of a HARQ-ACK and a CSI; 

wherein, based on at least whether the first set of information, the second 

set of information, and the HARQ-ACK correspond to a PDSCH transmission on a 

secondary cell with a cell index less than or equal to a first predetermined value or 

whether the HARQ-ACK corresponds to a PDSCH transmission on a secondary 15 

cell with a cell index greater than the first predetermined value, any of the 

following processing operations (1) to (4) are executed:  

a processing operation (1) in which a CSI multiplexed with the 

HARQ-ACK is transmitted with a first PUCCH resource using the PUCCH format 

3, 20 

a processing operation (2) in which a CSI multiplexed with the 

HARQ-ACK is transmitted with a second PUCCH resource using the PUCCH 

format 4, 

a processing operation (3) in which the HARQ-ACK is transmitted with a 

first PUCCH resource using the PUCCH format 3 and the CSI is dropped, and 25 

a processing operation (4) in which the HARQ-ACK is transmitted with a 

second PUCCH resource using the PUCCH format 4 and the CSI is dropped.  

 

[Claim 2] 

The terminal device according to claim 1, wherein: 30 

the first predetermined value is a value of a fourth cell index when values 

of a set of cell indices set by a base station device are arranged in ascending order.  
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[Claim 3] 

The terminal device according to claim 1, wherein:  

the first predetermined value is a maximum cell index value with a bit 

sequence of 10 or less obtained by sequentially concatenating HARQ-ACK bits 

corresponding to a primary cell up to HARQ-ACK bits corresponding to a serving 5 

cell with a cell index of the first predetermined value. 

 

[Claim 4] 

The terminal device of any one of claims 1 to 3, wherein:  

the first PUCCH resource is designated based on a value set in an 10 

information field included in a downlink assignment for a secondary cell with a 

cell index less than or equal to the first predetermined value from four first 

PUCCH resources set by a higher layer; and 

the second PUCCH resource is designated based on a value set in an 

information field included in a downlink assignment for a secondary cell with a 15 

cell index greater than the first predetermined value from the four second PUCCH 

resources set by the higher layer. 

 

[Claim 5] 

The terminal device according to any one of claims 1 to 4, wherein:  20 

a value indicating an identical first PUCCH resource is set for each 

information field included in a plurality of downlink assignments for a plurality of 

secondary cells with cell indices less than or equal to the first predetermined value 

in a particular subframe; and 

a value indicating an identical second PUCCH resource is set for each 25 

information field included in a plurality of downlink assignments for a plurality of 

secondary cells with cell indices greater than the first predetermined value in a 

particular subframe. 

 

[Claim 6] 30 

A base station device comprising: 

a transmission unit configured to: 
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transmit a first set of information used to permit simultaneous transmission 

of a CSI and a HARQ-ACK using a PUCCH format 3, and 

transmit a second set of information used to permit simultaneous 

transmission of a CSI and a HARQ-ACK using a PUCCH format 4; and 

a reception unit configured to: 5 

receive one or more of a HARQ-ACK and a CSI; 

wherein, based on at least whether the first set of information, the second 

set of information, and the HARQ-ACK correspond to a PDSCH transmission on a 

secondary cell with a cell index less than or equal to a first predetermined value or 

whether the HARQ-ACK corresponds to a PDSCH transmission on a secondary 10 

cell with a cell index greater than the first predetermined value, any of the 

following processing operations (1) to (4) are executed: 

a processing operation (1) in which a CSI multiplexed with the 

HARQ-ACK is transmitted with a first PUCCH resource using the PUCCH format 

3, 15 

a processing operation (2) in which a CSI multiplexed with the 

HARQ-ACK is transmitted with a second PUCCH resource using the PUCCH 

format 4, 

a processing operation (3) in which the HARQ-ACK is transmitted with a 

first PUCCH resource using the PUCCH format 3 and the CSI is dropped, and  20 

a processing operation (4) in which the HARQ-ACK is transmitted with a 

second PUCCH resource using the PUCCH format 4 and the CSI is dropped.  

 

[Claim 7] 

The base station device according to claim 6, wherein:  25 

the first predetermined value is a value of a fourth cell index when values 

of a set of cell indices set by a terminal device are arranged in ascending order.  

 

[Claim 8] 

The base station device according to claim 6, wherein:  30 

the first predetermined value is a maximum cell index value with a bit 

sequence of 10 or less obtained by sequentially concatenating HARQ-ACK bits 
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corresponding to a primary cell up to HARQ-ACK bits corresponding to a serving 

cell with a cell index of the first predetermined value.  

 

[Claim 9] 

The base station device according to any one of claims 6 to 8, wherein:  5 

the first PUCCH resource is designated based on a value set in an 

information field included in a downlink assignment for a secondary cell with a 

cell index less than or equal to the first predetermined value from four first 

PUCCH resources set by a higher layer; and 

the second PUCCH resource is designated based on a value set in an 10 

information field included in a downlink assignment for a secondary cell with a 

cell index greater than the first predetermined value from the four second PUCCH 

resources set by the higher layer. 

 

[Claim 10] 15 

The base station device according to any one of claims 6 to 9, wherein:  

a value indicating an identical first PUCCH resource is set for each 

information field included in a plurality of downlink assignments for a plurality of 

secondary cells with cell indices less than or equal to the first predetermined value 

in a particular subframe; and 20 

a value indicating an identical second PUCCH resource is set for each 

information field included in a plurality of downlink assignments for a plurality of 

secondary cells with cell indices greater than the first predetermined value in a 

particular subframe. 

 25 

[Claim 11] 

A communication method for a terminal device, the method comprising:  

receiving a first set of information used to permit simultaneous 

transmission of a CSI and a HARQ-ACK using a PUCCH format 3, 

receiving a second set of information used to permit simultaneous 30 

transmission of a CSI and a HARQ-ACK using a PUCCH format 4; and 

transmitting one or more of a HARQ-ACK and a CSI; 
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wherein, based on at least whether the first set of information, the second 

set of information, and the HARQ-ACK correspond to a PDSCH transmission on a 

secondary cell with a cell index less than or equal to a first predetermined value or 

whether the HARQ-ACK corresponds to a PDSCH transmission on a secondary 

cell with a cell index greater than the first predetermined value, any of the 5 

following processing operations (1) to (4) are executed:  

a processing operation (1) in which a CSI multiplexed with the 

HARQ-ACK is transmitted with a first PUCCH resource using the PUCCH format 

3, 

a processing operation (2) in which a CSI multiplexed with the 10 

HARQ-ACK is transmitted with a second PUCCH resource using the PUCCH 

format 4, 

a processing operation (3) in which the HARQ-ACK is transmitted with a 

first PUCCH resource using the PUCCH format 3 and the CSI is dropped, and  

a processing operation (4) in which the HARQ-ACK is transmitted with a 15 

second PUCCH resource using the PUCCH format 4 and the CSI is dropped.  

 

[Claim 12] 

A communication method for a base station device, the method comprising: 

transmitting a first set of information used to permit simultaneous 20 

transmission of a CSI and a HARQ-ACK using a PUCCH format 3; 

transmitting a second set of information used to permit simultaneous 

transmission of a CSI and a HARQ-ACK using a PUCCH format 4; and 

receiving one or more of a HARQ-ACK and a CSI; 

wherein, based on at least whether the first set of information, the second 25 

set of information, and the HARQ-ACK correspond to a PDSCH transmission on a 

secondary cell with a cell index less than or equal to a first predetermined value or 

whether the HARQ-ACK corresponds to a PDSCH transmission on a secondary 

cell with a cell index greater than the first predetermined value, any of the 

following processing operations (1) to (4) are executed: 30 

a processing operation (1) in which a CSI multiplexed with the 

HARQ-ACK is transmitted with a first PUCCH resource using the PUCCH format 

3, 
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a processing operation (2) in which a CSI multiplexed with the 

HARQ-ACK is transmitted with a second PUCCH resource using the PUCCH 

format 4, 

a processing operation (3) in which the HARQ-ACK is transmitted with a 

first PUCCH resource using the PUCCH format 3 and the CSI is dropped, and  5 

a processing operation (4) in which the HARQ-ACK is transmitted with a 

second PUCCH resource using the PUCCH format 4 and the CSI is dropped.  

 

[Claim 13] 

An integrated circuit mounted in a terminal device, the integrated circuit 10 

configured to cause the terminal device to perform a set of functions, comprisin g: 

receiving a first set of information used to permit simultaneous 

transmission of a CSI and a HARQ-ACK using a PUCCH format 3, 

receiving a second set of information used to permit simultaneous 

transmission of a CSI and a HARQ-ACK using a PUCCH format 4; and 15 

transmitting one or more of a HARQ-ACK and a CSI; 

wherein, based on at least whether the first set of information, the second 

set of information, and the HARQ-ACK correspond to a PDSCH transmission on a 

secondary cell with a cell index less than or equal to a first predetermined value or 

whether the HARQ-ACK corresponds to a PDSCH transmission on a secondary 20 

cell with a cell index greater than the first predetermined value, any of the 

following processing operations (1) to (4) are executed:  

a processing operation (1) in which a CSI multiplexed with the 

HARQ-ACK is transmitted with a first PUCCH resource using the PUCCH format 

3, 25 

a processing operation (2) in which a CSI multiplexed with the 

HARQ-ACK is transmitted with a second PUCCH resource using the PUCCH 

format 4, 

a processing operation (3) in which the HARQ-ACK is transmitted with a 

first PUCCH resource using the PUCCH format 3 and the CSI is dropped, and  30 

a processing operation (4) in which the HARQ-ACK is transmitted with a 

second PUCCH resource using the PUCCH format 4 and the CSI is dropped. 
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[Claim 14] 

An integrated circuit mounted in a base station device, the integrated circuit 

configured to cause the base station device to perform a set of functions, 

comprising: 

transmitting a first set of information used to permit simultaneous 5 

transmission of a CSI and a HARQ-ACK using a PUCCH format 3; 

transmitting a second set of information used to permit simultaneous 

transmission of a CSI and a HARQ-ACK using a PUCCH format 4; and 

receiving, one or more of a HARQ-ACK and a CSI; 

wherein, based on at least whether the first set of information, the second 10 

set of information, and the HARQ-ACK correspond to a PDSCH transmission on a 

secondary cell with a cell index less than or equal to a first predetermined value or 

whether the HARQ-ACK corresponds to a PDSCH transmission on a secondary 

cell with a cell index greater than the first predetermined value, any of the 

following processing operations (1) to (4) are executed:  15 

a processing operation (1) in which a CSI multiplexed with the 

HARQ-ACK is transmitted with a first PUCCH resource using the PUCCH format 

3, 

a processing operation (2) in which a CSI multiplexed with the 

HARQ-ACK is transmitted with a second PUCCH resource using the PUCCH 20 

format 4, 

a processing operation (3) in which the HARQ-ACK is transmitted with a 

first PUCCH resource using the PUCCH format 3 and the CSI is dropped, and  

a processing operation (4) in which the HARQ-ACK is transmitted with a second 

PUCCH resource using the PUCCH format 4 and the CSI is dropped. 25 


