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FLUID PORTION DISPENSER
TECHNICAL FIELD

The present invention relates to dispensers of fluids such as liquids,
. powders or particulate solids and In particuiar, relates to apparatus to
quickly, hygienically and acéurateiy dispense predetermined measures of
fluid products into a vessel according to the capacity of the vessel.

BACKGROUND TO THE INVENTION

Many applications exist where there Is a need to accurately dispense fixed
volumes or weights of fluid into a range of vessels. For example, in the
catering and hospitality industries, accurately dispensihg pre-determined
portions of fluld product on demand can be of significant importance when
repetitively preparing food and beverages. Within these industries, such
dispensing mechanisms must remain as clean and hygienic as possible,
particularly to meet certaln regulatory requirements. Furthermore, In order
to sustain a profitable business it is also important to avoid unnecessary
wastage of food and beverage prdducts and to dispense the portions as
efficiently as possible.

Although prior art dispensing systems are available which perform.
adequately, improvements could be made in relation tb the speed at which
such systems operate. improvements could also be made in the overall
cleanliness and maintenance of such systems, In addition to the usability
and convenience of operation inherent In such prior art.

For example with respect to the food industry, it is known to provide a hand
pumped sauce dispenser on a tableéop which can be used by either kitchen
staff or patrons directly. These hand pump dispensers simply hold a
reservoir of sauce which can dispense a regular or repeatable volume of
sauce on one full depression of the pumps drive lever. However, such
dispensers suffer from hygiene and cleanliness issues and must be emptied
and cleaned out regularly. It is also possible to over fill a vessel presented
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to a hand pump dispenser if the vessel is not capable of recelving the entire
standard dose of sauce supplied by single actuation of the pump.

When the fluid to be dispensed is formed by pellets or powders a significant
amount of handling work is required of kitchen staff. Staff must measure
c;ut required welghts or volumes from bulk packaging stores, or need to
individually open packaging used to ‘protect single dose or single serve of
fluid materlal. These z;pproaches are relatively slow in operation and
require a great deal of labour. Furthermore, single-dose packages have a
higher environmental packaging cost, creating unnecessary amounts of
waste material. ' V V

In café environments there Is @ need for baristas to regu{arly pour fixed
volumes of refrigerated milK Into vessels to be used In the preparation of
beverages. Typically & milk container Is manually removed by a barlsta
from a refrigerator'and the required volume of milk poured into a véssel,
ﬁhe»vessel often having different dimensions according to the type of
beverage belng prepared. This approach makes it difﬁcu!t to dispense fixed
volurmes of milk repeatedly and quickly and often clutters the baristas
‘working surfaces, This approach also creates unnhecessary wastage due to
~ the packaging of the many milk containers which will be used in a day.

A number of past attempts have been made to resolve some of these issues
by providing autamated fluid dispensers. For example, United States patent
no. 4236553 entitied “"Beverage portion controller”, in the name of Arthur
Reichehberger, discloses an automated beverage dispensing system which
dispenses liquid according to vessel capacity due to a probe being. lifted
vertically by the lip of a cup presented to the dispenser and dispensing the
pre-determined volume of beverage according to the vertical dlsplacerﬁent
of the probe by the height of the cup. However, the apparatus is not only
nconvenient and un-intuitive to use but also suffers from the drawback of
increasing the chance of a user spilling a filled cup, particularly when being
fi'equently operated such as in a busy café or fast food outlet. For example,
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when filling & cup with heverage a user must Initialiy tilt the cup to hook the
lip of the cup under the probe and lift the probe to activate the system,
praving awkward. Once the cup has then had beverage dispensed into it,
the filled cup is trapped between the probe and the base of the dispenser,
by the probe exerting a force downwards onlthe lip of the cup. This would
prove inconvenient to remove the cup and is ﬂkely to increase the chance of
the filled cup being spilt due to the force of the probe 6n the lip and the
likelihood that a cup would be tilted or kndcked over during removal from
the apparatus. Furthermore the hook of the probe on the lip. of the cup
‘would ‘pmve unhygieni¢, transimitting residue between cups présented to
the apparatus, particularly when dispensing liquids such as milk.

Accordingly it would be useful to provide a fluid dispensing system that
dispensés a portion of fluid according to the capacity of a vessel presented
to the system which Is intuitive and convenient to use and does not increase
the risk of a user spilling the vessel's contents once filled. It would be

o advantageous to provide a dispensing apparatus that may be used reliably,

‘frequently and dispenses at high speed, which minimizes wastage of
dispensed product and packaging of the dispensed product. Itl would also be
of advantage to provide a system that is hygienic and does not transfer
dispensed product residue between vessels.

Accordingly, it would be useful to provide a solution that avoids or alleviates
any of the disadvantages present In the prior art, or which provides an
alternative to the prior art approaches.

i

SUMMARY OF THE INVENTION

According to one aspect of the invention there is provided 2 fiuid portion
dispenser comprising at least one fluid reservoir, one or more nozzles, each
of which being fixed to a work surface and having a nozzle outlet configured
to dispense fluld from and a pump unit, connéctlng each reservolr to a
nozzie and configured to pump fluid from each reservoir to a nozzle whellein
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each nozzle includes an activation mechanism, adapted to identify the
capacity of a vessel in association with a nozzle outlet and activate the
pump unit to dispense a portion of fluld from the nozzle outlet according to
the capacity of the vessel identified. ‘

In the preferred embodiment, the capacity of a vessel Is Iidentified by
measuring the diameter of the vessel. In such an embodiment, the
activation mechanism comprises at least one palr of guldé rails fixed in an
angular relationship to' one another and in relation to the nozzle, arranged
to diverge away from the nozzle, and a linear displacement sensor located
between each pair of guide ralls, wherein the vessel when associated with a
nozzle outlet is placed m contact with the pair of guide rails and the linear
displacement sensor is displaced according to the diameter of the vessel.

In an alternative preferred embodiment, the activation . mechanism
comprises at least one pair of opposable jaws sprung towards each other,
each jaw being rotatably connected around an axis and having a rotational
displacement sensor affixed to the axis point, the vessel is when assoclated
with the nozzle outlet forced the jaws apart and displaces each rotational
displacement sensor according to the dlameter of the vessel.

According to an additfqnal variation of such an embodiment, the activation
mechanism comprisés at least one pair of gﬁide rails fixed In an sngular .
relationship to one another and in relation to the nozzle, arranged to
diverge away from the nozzle, and an optical sensor, configured to transmit
a signal and recelve a response, wherein the vessel when associated with
the nozzle outlet Is placed In contact with the pair of guide rails and the
optical sensor transmits and receives a signal, indicating the distance
between the sensor and the vessel. ' | '

?

In an alternative embodiment, the Capécity is identified by meastrlng the
height of the lip of the vessel and the activation mechanism comprises &
stop having a surface substantially perpendicular to the work surface and is
located below the nozzle outlet and an actuator arm suspended below the
nozzie qut!et and being pivotally connected around an axis and héving a’
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rototional displacement sensor affixed ol thie axiy point, wherein the vessel
when assoclated with the nozzle outfet is in contact with the work surface
and the stop, rotationally displacing th_e actuator arm according to the
height of the lib of the vessel, ‘

It is preferable that the invent‘ion includes a digital processor and memory,
configured by programme instructions to control the pump unit and
dispense the portion of fluid. In such an embodiment it is also preferable
that the processor is able to be calibrated according to different vessel
capacity measurements and record each in Its memory,

According to another aspéct of the invention, the reservoir is configured to
adjust the temperature of the fluid.’

Preferably the dispenser Is configured such that the fluid dis‘bensed is milk.

'BRIEF DESCRIPTION OF THE DRAWINGS

Preferred embodiments of the invention will now be described; by way of
example only, with reference to the accompanying drawings in which:

Figs 1A, 1B respectively show a perspective view and a detailed view of a
dispenser provided in a preferred embodiment;

Fig 2 provides a schematic component description of an actiVation system
provided within the dispenser shown in Figs 1A and 1B;

Fig 3A - 3C illustrates the activation system shown in Fig 2 during
operation; ‘ '

Fig 4 provides a schematic component description of an alternative
activation embodiment; '
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Fig 5A ~ 5C illustrates the activation system shown in Fig 4 during
operation;

Fig 7 illustrates fluid flow paths and directions Implemented in accordance
with yet another embodiment of the invention; and

Fig 8 shows a side view of a manifold inlet connector provided in accordance
with another embodiment of the invention.,

DETAILED DESCRIPTION OF THE DRAWINGS

The present invention relates to a dispenser which provides predefined
volumes or weights of fluids according to the capacity of a vessel presented
to it, A preferred embodiment the present invention may be implemented as.
a mik dispenser which is Installed within a work surface in a café or bar
environment. In particular, 'reference‘throughout this specification will be
made to the dispenser being implemented as a milk dispenser utilised
within a café environment however, those skilled in the art will appreclate
that other applications are envisioned for the invention and Its use in a wide
_ range of environments. '

The present invention lncorpojx{"ates at_ least alme‘ outlet nozzle which is
mounted to a work surface. An outlet nozzle comprises a conventional
arrangement of components which can effectively dispense milk and other
types of fluid. Such nozzles define an outiet port through which milk is
‘dispénsed and an Inlet port'tonnected close to fhe work surface to receive
fluid. Those skilled in the art should appreciate that a wide range and
varlety of nozzles may be used with the invention. Furthermore, it will also
be understood that the present invention may be implemented with various
‘numbers of nozzles depending on Its performance requirements. Reference
in general throughout this specification will be made to the present
invention including two nozzles mounted to a work surface,
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In the‘ prefefred embodiment of the invention, the dispenser includes a
dosage metering system. A dosage metering system is used to measure and
otherwise control the volume, weight,or amount of fluid dispensed to a
vessel during a single operaﬁon. For example, in one embodlmgnt the
present invention may Incorporate a load cell or similar weight
measurement {o weigh an empty vessel prior to fluid being dispenséd. The
empty vessel welght is then subtracted from the weight of the vessel during
dispensing of fluid and the dispénsing operation terminated when a pre-
defined weight‘ of fluid is present within the vessel. In other embodiments a
flow rate sensor is integrated within each nozzle to measure the rate of
delivery of liquid to a vessel. In conjunction with a timer, a flow raﬁe sensor
can be used to control the welght or volume of ﬂduid dispensed in a single
operation. Alternatively, where the flow rate of a liquid from a nozzle is
reliably constant, a timer system can be used in conjunction to control the
volumes or weights of liquid dispensed in a singié operation.

A dispenser bmvided In accordance with the present invention also includes
at least one activation system associated with one or more of the nozzles
provided. Each activation system comprises the -components of the
invention which signal to initiate or cease the dispensing operation or cycle.

In a preferred embodiment an actlvatlon system is automatic ahd is able to
identify the capacity of a vessel presented to a nozzle. Once a vessel is
identifled, the syétem' retrieves information related to a predetermined
portion, volume or weight of liquid which is associated with the identified
vessel and controls the operation of the pump and nozzle to automatically
deliver the predefined portion of liquid to the vessel.

In such embodiments, to operate the system, a user placeé a vessel which
has been registered within the memory of the dispenser during a calibration
process under a nozzle and the dispenser will automatically provide a
portion of fluid to the dispenser, Such an automatic triggering system
provides significant advantages over the prior art in terms of efficiency and
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usability. For example, in a café when a barista needs to fill a jug with milk,
the jug may be placed under a nozzle to trigger the automatic filling of the
jug with the appropriate volume of mllk. Preferably such a system has little
physical interaction with the vessel being filled, providing an easy to use
apparatus that does not increase the risk of spilling the filled vessel due to
forces being exerted on the vessel to retain It under the nozzle.

Preferably, the dispenser includes a digital processor and associated
memory elements to control thé operation "of the. dispenser pump and
facllitate a calibration and registration process for each vessel that will be
used with the system. Such a digital processor is loaded with executable
instructions appropriate to the tasks required of it as wili be appreciated by
and well understood by those skilled In the art,

The dlspenser provided by the present invention is installed In association
with a work surface according to the iocation or environment in which the
dispenser is used will dictate the form or configuration of such a work
surface. For example, in a préferred embodiment where the invention is
configured as a café milk dispenser, the dispenser would be installed on the
serving counter or bench top of the café. This bench top may aiso need to
host coffee making machines, food display cabinets, and cash register
equipméht for example. Those skilled in the art should appreciate that
space on such work surfaces is at a premium and needs to be utilised
efficiently to prevent clutter during periods of high activity.

In alternative embodiments other forms of work surface mayA be assoclated
with the dispenser. For example, in other embodiments the dispeniser may
be provided as part of a self-service catering facility in a food service buffet.
In such appiications the inventlon may be used by buffet‘ patrons to
dispense themselves fixed or controlled volumes of beverages and other
forms of fluids.
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Preferably the dispenser also includes or Is associated with a drain gystem.
The drain system comprises & drip tray and drain located directly beneath
the outlets of the nozzles.

A dispenser pro\}ided by the present invention includes at least one fluid
reservoir which provides bulk storage of flulds to be dispensed. The
arrangement and configuration of the reservoiris dictated by the type of
fluld and application in which the invention is used. In a preferred
embodiment a reservoir is arranged to receive a plurality of individual
packages or cartons of fluld to _be‘ dispensed. In such applications each
package or carton has an outlet linked to a manifald system which ;:o!lect?s
fluids from each of the contalners into a single delivery line to the nozzles,
For example, in such embodiments a reservoir formed from or capable” of
receNing a number of individual packages can enga'ge with a manifold
system. This manifold system preferably provides an inlet port or connector.
for each package associated with the reservoir and has an outlet port
associated with or connected to a pump provided in accordance with the
invention. The manifold system can therefore allow -a reservoir to be
provided with a variable overéll capacity depending on the number of
packages which are connected to the manifold.

In an alternative embodiment, a single carton or large bag may be stored in
the reservoir to store the fluid to be dispensed. In further embodiments
where poWders or particulates are to be dispenéed, a vat or hopper based
syster may provide a fluid reservoir, Those skilled in the art will appreciate
that the applications in which the invention Is employed will dictate the
exact form and arrangement, of the fluid reservoir or reservoirs required.

In a preferred embodiment where the fluid reservoir contains muktiple fluid
containers, the reservoir may also provide an angled or sloping support
surface for each container. For example, in one embodiment a reservoir
may be arranged with a cablnet configuration providing a series of trays or
drawers, one on top of each other capable of receiving a flexible bladder
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containing fluid to be dispensed. The trays may preferably be angled or
sloped so as to drain each fluid bladder to the front of the tray and to an
associated connection with an Iniet of the manifold system. In a further
preferred embodiment this array of supporting trays may also have a
substantially V-shaped angled form to drain all fluid contained within a
bfadder to a single central exit point adjacent to the bladder’s connection to
a manifold system inlet. This particular arrangement of supporting trays in
a reservoir maximises the amount of fluid that can be drawn without any
need for manual intervention to re-arrange any fluid packages.

In one embodiment where a reservoir is associated with a fluid delivery
manifold system the manifold’s inlets may Incorporate a self-guiding or self-
aligning connection system. This self-aligning connection system can be
utilised to ensure a firm fluld-tight connection is provided between the
manifold and a fluid package - thereby preventing leaks from occurring or
contamination of any foadj hased fluids.

In & preferred embodiment a self-guiding manifold inlet connection may
incorporate a ;éubstantially conical guide surface provided adjacent to at
least one engagement surface which has ‘a form complimentary to a
receiving fixture provided with the fluid packaging. In a further preferred
embodiment a pair of complimentary engagement surfaces may be provided
with the conical‘guide surface Interposed between these surfaces. In such
an embodiment the first engagement surface can be introduced intc the
fluid packaging and urged forward until the manifold connector’s guide
surface meets the packaging fixture. At this point the conical form or shape
of the gulde surface will autornatically align and centre the manifold inlet
connector - aliowing it to be urged further into the packéging fixture and for

the final exposed engagement surface to contact a further complimentary
 surface provided in the packaging. This arrangement of manifold inlet
connector can therefore correctly and automatically align the connector with
a complimentary fixture providéd in the'ﬁuid packaging and provide a fluid-
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tight seal through the provision of two or potentially more engagement
surfaces within the connector. '

In a preferred embodiment where. the invention is used to dis’pense'mﬂk, a
fluid reservolr may aiso integrate or implerrient a refrigeration system. For
example, in one such embadiment where a plurality of milk cartons are
Connected to nozzles by way of a manifold, these milk cartons may be
located within a refrlgerator which incorporates an outlet port for the
manifold. '

In yet other embodiments a fluld reservoir may be implemented which can
apply a pre-treatment process to fivids prior-to dispensing. For example,
one embodiment a reservoir may include a heater 'system which may ralse
the terperature of fiuids prior to reachihg é nozzie. Those skilled in the art
should appteciate that varlous additional sub-systems ranging from
refrigeration, heating, homogenisation, mixing or a controlled intrgduction
of further additives to the fluid rhay also be implemented in conjunétion ‘
with a-fluid reservolr If required. References to a fluid reservoir refrigerating
fluids only throughout this specification should In no way be seen as
limiting. ' ‘

In some embadiments the present invention includes at least one pump to
~ drive fluid from the reservoir to each nozzle, In a preferred embodiment a
pump is an eiectrically powered liquid driving pump. A liquid pump is.
preferably connected to a manifold based fluid collectlon system.
Alternatively a liquid pump could be connected to a single bulk package of
. fluid in other embodiments. However in an alternative embodiment the
reservoir may be located in an elevated position in relation to each nozzle
~and provide fluid to the nozzles under the force of gravity, remaving the
necessity for a pump. '

Preferably the dispenser is arranged to locate its reservolr and pump
remote from the work surface in which an outlet nozzle or nozzles are
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.installed. Thls arrangement of the dlsperiser ensures that a minimum
amount of the work surface is used to site the components of the dispenser
- leaving space free for the day to day operations and equipment of a café
or other equivalent environment. In a further preferred embodiment, fiuid
reservoirs and pumps integrated within the dispenser may be located
underneath a work surface approximately adjacent to any nozzles provided.

In embodiments where the nozzles are located in a position vertically above
and displaced from the reservoir it will be appreciated that once the pump is
deactivated a head of fluid will remain in the connécting conduits of the
invention. The fluld remaining in the outlet nozzle and connecting tubing will
therefore ha\)e a greater elevation head than any fluid - located in a
reservolr, causing this remaining fluid to drain back towards a reservoir
under the action of gravity. In such embodiments the invention may also
incorporate at least one flow control valve sltuated between a reservoir and
a nozzle employed within the invention to prevent back flow of fluid from
the nozzle and assoclated conduit under the action of gravity duﬁng idle
periods. '

In some embodiments a flow control valve may act as a forward flow
control element, being towards each nozzle, ptovlded by a non-return valve
with a relatively low opening pressure (such as for example 0.007 bar)
which allows fast forward flow of fluids during dispensing. This form of valve
will Impede the reverse flow of fluids at idle times by staying closed against
the force of the head of fiuid within the conduit and nozzle above the valve.

In a further preferred embodiment an alternative fluid control valve, being a
- high pressure reverse flow valve, is provided. A high p.ressure reverse flow
control valve may be employed with an operational scheme that allows for
the reversal of the pump’s operation immediately after the end of a
dispensing action. This valve will normally impede the flow of fluid in the
direction from the nozzle to a reservoir unless the pressure of this fluid
exceeds a minimum level — being the pressure applied by the pump when
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running in reverse. This will allow fiuid to be pumped back into the reservoir
when the pumf) is run in reverse but will impede fluid f!owing in the same
direction simply under the action of gravity an elevated head of fluid head
above the pump and reservoir., o '

Those skilled in the art will appreciate that a number of different
Vconﬁgurations of control valves may be provided in instances where a
manifold system Is associated with a reservoir having .a number of fluid
packages. In such embodiments a single forward flow vaive and high
pressure reverse flow valve assembly may potentially be located on the
 putlet of the manifold. Alternatively in other embadiments each manifold
inlet may ihcorporate a single forward flow valve assembly with one or more
of these outlets also incorporating a high pressure reverse flow valve
assembly. Again, those skilled in the art should appreciate that both the
forward flow and high pressure reverse flow valve assemblies may be
implemented through separate valve assemblies - or alternatively by one
single valve assembly if required. ‘

The -design and construction of such a manifold system c¢an also be,
arranged to ensure that each fluld package Is exhausted completely before
its. neighbouring adjacent package is used to dispense futther fluid, For
example, in Some embodiments valves associates with the inlets of the
manifold may be controlled so as to open only a controlled sequence
starting from the lowest fluid package to finally the top most or highest
package provided in association.with the reservair.

In a preferred embodiment the dispenser may alsa include a connection to a
water supply system. Preferably this water supply system can be adapted
to dellver a pressurised supply of water to a pump integrated into the
invention. This arrangement would allow the pump to dispense Water froma
nozzle.
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A water supply connection provided to a pump may also be utilised in a
shut-down flush a’n;[ cleaning cycle operation. For example, in some
embodiments after the closure of a food service or catering venue, a wash
cycle may be completed to flush the fluid carrying components of the
dispenser with cleaning‘ water, Préferably In such embodiments water
flushed through the standard dlspenslhg channels ‘and components of the
dispenser will ultimately be Vdeltvered'through a nozzle to be collected by a
drainage tray.

Turning to the drawings, Fig 1A shows a perspective view of a dispenser
provided in ar:cordance with a preferred embodiment of the invention. The .
dispehser 1 includes one or mofe outlet nozzles 2 which are mounted onto a
work surface or counter 3. The outlet nozzles 2 are connected to a fluid
reservolr; shown in this e_mbbdiment as refrigerator 4, The fluid reservoir
Implemented by the refrigerator 4 supplies milk to the nozzles 2 by way of a
pumping unit 5. The pumping unit 5 is connected to the refrigerator 4 by a
tubirig manifold 6. Each of the inlets 6a of the manifold are in" turn
connected to a disposable package of milk 7, Underneath the outlet nozzles
2 there is provided a drip tray 8 which covers a drain (nbt shown).

Fig 1B shows a detailed view of Fig 1A, illustrating two nozzles 2, each
having an activation system 10, wherein triggering of the activation system
10 causes the pump to su‘pp!y_ fluid to a nozzle 2. The actlvation system can
be seen to include an actuator element 12 and at least two guide rails 13.

Fig 2 shows a top view dlagram of the activétron system 10 in accordance
with the previous two ﬁgurés wherein the system includes at least one
linear displacement sensor 11 fixed relative to the output of the nozzle and
associated with a movable actuator 12. These components are situated at
‘thev intersection of at least two guide rails 13 which have a fixed angular
relationéhip with respeét to one another and the sensor 11.
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Figs 3A, 3B and 3C llustrate the operation of the actuation system shown in
Fig 2. Fig 3A shows the system prior to the introduction of a vessel to a
nozzle, Fig 3B shows the displacement of the actuator 12 as a first vessel
14a is urged by a user between the guide rails 13 and Fig 3C shows an
alternative vessel 14b placed between the gulde ralls. As can be seen from
Figs 3B - 3C the actuator 12 is depressed towérds the sensor 11 by the
walls of the vessel 14 unti! the vessel is in contact with both of the adjacent
quide rails 13. The distance by which the actuator is depressed can be seen-
to vary according to the diameter of the vessel; Fig 3B illustrating a first
displacement distance by a larger vessel 14a and Fig' 3C illustrating a
second Iarger diétance By a smaller vessel 14h. According to the diameter of
the vessel, the guide rails prevent the vessel from being introduced towards
the nozzle and sensor 11 at a certain point, therefore associating a
displacement of the actuator with a specific vessel diameter and effectively
"ndicating the capaclty of the vessel tb the system. Accordingly, the
processor is tnggered to activate the pump to deliver the predetermlned
portion of fluid considered appropriate for that capacity of vessel, according‘
to the vessel callbration data recorded In the system,

In an alternative embodiment (not shown) the activation system 10 is
provided by at least two guide rails 13, arranged similarly in relation to the
nozzle as shown in Figs 2 -3, which are pivotably connected at an end to
the nozzle and sprung towards one another below the nozzle, requiring a
user to urge thé guide rails apart with the side-walls of a véssel to activate
the system. In such an embodiment a rotational displacement sensor is also
assoclated with each guide rail at its pivot point and which measures the
rotational displacement of each guide rail when a vessel Is urged between
the gu;de rails under the nozzle. Simlilarly to above, the rotational
dlsplacement‘ measurement indicates to the processor the diameter of the
- vessel that has been presented to the system and triggers the processor to
activate the pump to deliver the predeﬁned portion size for that diameter,
and capacuty, of vessel.
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In a further alternative embodiment (not shown) the activation system is
provided In a similar arfangement to that shown In Figs 2-3, wherein an
optical sensor, such as an Infra-red sensor or thelike, is employed in place-
of the linear .displacement sensor 11 arib‘ actuator 12, In such an
arrangement, when the vessel is placed between the guide rails 13, the
optical sensor detects the distance between its fixed position and the vessel
and similarly indicates the diameter of the vessel to the processor and the
consequently, the portion of fluid that should be automaticaily dispensed.

Figs 4 and 5A - 5C illustrate a side view diagram of an alternative
'gmbodlment of the activation system 10 having a pivotable actuator arm
15, rotatable about an axis 16, an angular diéplacement sensor 19
connected to the arm at the axis and a stop element 18, fixed in relation to
the nozzle and having a surface perpendicular to the work surface 3.

As can be seen from Fig 5A - 5C, when a vessel is introduced to the
activation system, the actuator arm 15 pivots upwards due to contact with
the lip of the vessel, A single gUId_e rail 18 is provided underneath the
movable arm to halt the progress of a i/es_sel being introduced. As can be
seen from Fig 5B and 5C, the actuator is rotatably displaced according to
the height of the lip of a vessel and the angular displacement' sensor 19
measures a different displacement according to the height of the vessel.
Similar to the previous embodiment described in relation to Figs 2 - é, the
displacenient measurement recorded by the sensor 19 Indicates to the
processor the height and effective capaclty of the vessel, following which
the processor may activate the pump to deliver the prescribed portion of
fluid for that capacity of vessel, in accordance with the calibrated vessel
capacity data recorded in the system.

Fig 6 illustrates fluid flow paths and directions provided in accordance with
yet another embodiment of the invention which integrates a serles of flow
- control valves, As can be seen from Fig 6, an elevation heéd is formed
between an outlet nozzie and the reservoir provided by the refrigeration
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unit illustrated. The refrigeration unit contains a series of fluid bladders
linked to a manifold system which is in turn connected to a pair of pumps.

In the embodiment shown with respect to Fig 6, the uppermost fiuld
containing bladder 20 is connected to a manifold inlet which has a pair of
assoclated separate fluid control valves, valve 24 and valve 25, 'In the -
en‘{bodiment shown, valve 24 [s formed by a forward flow vaive as indicated -
by the directional arrows presénted, whereas valve 25 provides a high

pressure reverse flow valve. Conversely, each of bladders 21-23 are linked

to the manifold valve inlets which incorporate only forward flow valve 24

- arrangements,

As can be seen from Fig 6, each of the forwafd flow valve 24 prevents.
backflow of fiuid ‘into each of bladders 20-23 under the pressure of the
elevation head. Conversely, valve 25 will allow the flurd supply conduit
shown to be drained when the pumps are run in reverse. The reverse
activation of these‘ pumps prcwides’the fluid with sufficient pressure to
overcome the resistance of the high pressure reverse flow valve 25 and
retumns It return fluid to bladder 20. | ‘

Fig 7 shows a side view of a manifold inlet connector provided in accordance
with yet another embodiment of the present invention, '

As can be seen from Fig 7, the manlifold inlet connector illustrated includes
a pair of complimentary lateral engagement surfaces 2§, 27 provided above
and below a conical guidé surface’ 28. In use the upper free end of the
connector Is urged into a complimentary fixture of a fluld package with the
upper complimentary engaggment\'surface 26 sliding through a channel
formed in this fixture (not shown). Once the connector’s guide sdrfacezs
meets the packaging the connector autpmatlcaﬂy aligns itself through the
action of the conical guide surface as the connector Is urged further into the
packaging. Finally the connector comes to rest engaged with the packaging
. fixture with both the upper 26 and lower 27 complimentary engagement
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surfaces engaged with the fixture In addition to a further exterior transverse
engagement surface 29 abutting the face of the packaging fitment. This
arrangement of elements within the connector ensures that it Is
automatically aligned correctly with the complimentary portions of the fluid
packaging - thereby allowing the complimentary engagement surfaces it
provides to form an effective fluid tight seal.

1t will be apparent that obvious variations or modifications. may be made
which are in accordance with the spirit of the Invention and which are
intended to be part of the invention, and any such obvious variations or
modifications are therefore within the scope of the invention. Although the
invention is described above with reference to specific embodiments, it will
be appreciated by those skilled In the art that it is not limited to those
embodiments, but mayr be embodied in many other forms,

In this specification, uniess the Acontext clearly indicates ofherwisé, the term
: “comprislng"‘has the non-exclusive meaning of the word, in the sense of
“including at least” rather than the exclusive meanihg in the sense of
“consisting only of”. The same applies with corresponding grammaﬁcal
changes to other forms of the word such as *‘comprise”, “comprises” anAc.! S0
on.

It will be apparent that obvious variations or modifications may be made
"~ which are in accordance with the spirit of the Invention and which are
Intended to be part of the invention. Although the invention is described
above with reference to specific embodiments,kit will be appreciated by -
those skilled in the art that It Is not limited to those embodiments and may
be embodied in mam} other forms. ‘

INDUSTRIAL APPLICABILITY

The invention can be utilised In fluld dispensing operations, particularly in
the catering and scientific research Industries. '
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CLAIMS:

A fluid portion dispenser comprising:

_ ot least one fluid reservoir;

ohe of more nozzies, each nozzle being fixed to a work surface and
having a nozzle outiet configured to dispense fiuid from; and

a pump unit, connecting each reservoir to a nozzle and configured to
pump fiuid from each reservoir to a nozzle; ‘

wherein each nozzle includes an activation mechanism, adapted to
identify the capacity'of a vessel in association Wlth a nozzle outlet and
activate the pump unit to dispense a portion of fluid from the nozzle
outlet according to the capacity of the vessel identified. '

A fluid portion dispenser according to claim 1 whereln the capacity is
identified by measuring the diameter of the vessel, ‘

A fluid portion disbe’nser according to any one of the preceding claims
which includes a digital processor and memory, configured by
programme instructions to control the pump unit and dispense the
portion of fluid.

A fluid portion dispenser according to clalm 3 wherein the processor is
able to be calibrated according to different vessel capacity
measurements and record each in its memory.

A fluid portion dispenser according to claim 2 whereln the activation
mechanism comprises at least one pair of guide rails fixed In an
angular relationship to one another and in relatlon to the :nozzle,
arranged to diverge away from the nozzle, and a linear displacement
sensor located between each pair of guide rails, wherein the vessel
when associated with a nozzle outlet Is placed in contact with the pair
of gulde ralls and the linear dispiacement sensor is displaced ac,cording
to the diameter of the vessel. '
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A fluid portion dispenser according to claim 2 wherein the activation
mechanism comp'rises ‘at least one pain ol vppusable Jows sprung
towards each other, each jaw being rotatably connected around an
axis and having a rotational displacement sensor affixed to the axis
point, the vessel is when associated with the nozzle outlet forced the
jaws apart and displaées each rotational displacement sensor according
to the diameter of the vessel. ‘

A fluid portion dispenser according to claim 2 wherein the activation

mechanism comprises at least one palr of guide ralls fixed in an

angular relationship to one another and in relation to the nozzle,
arranged to diverge away from the nozzle, and an optical sensor,

configured to transmit a signal and recelve a response, whereln the

vessel when associated with the nozzle outlet is placed in contact with

the pair of guide rails and the optical sensor transmits and receives a

signal, indicating the distance between the sensor and the vessel,

A fluid portion dispenser according to claim 1 wherein the capacity s
identified by measuring the height of the lip of the vessel and wherein
the activation mechanism comprises ‘@ stop having a surface

‘substantially perpendicular to the work surface and is located below
the nozzle outlet and an actuator arm suspended below the nozzle

outlet and being pivotally connected around an axis and having a
rotational displacement sensor affixed at the axis point, wherein theb
vessel when associated with the nozzle outlet is in contact with the
work surface and the stop, rotationally dlsplacing the. actuator arm
vaccording to the height of the lip of the vessel.

A fluid portion dispensér according to claim 1 wherein the reservolr Is
configured to adjust the temperature of the fluld.

A fluid portion dispenser according to claim 1 wherein the fiuid
dispensed is milk. ‘ '
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