Optical elenments and other itens are cleaned with the use of a cl eaning
agent consisting essentially of at;#eastt one saturated hydrocarbon having 8
to 12 carbon atoms whose 95% running point falls within 5[err]C of its
initial boiling point and whose 99% running point falls within 10[err] C of
its initial boiling point in distillation at 760 mMHg or with the use of a
"cl eani ng agent conposition for hand w ping conprising 66 to 90% by wei ght
of at least one aliphatic hydrocarbon with 6 carbon atons containi ng at

| east 44% by wei ght of 2- nethyl pentane and 10 to 34% by wei ght of at | east
one | ower alcohol with 1 to 3 carbon atons containing at |east 85% by

wei ght of ethyl al cohol to thereby exhibit azeotropic or azeotrope-like
characteristics. The above cleaning is advantageous fromthe vi ewpoi nt of

nonhazar dousness to human, snell, dirt renoval, quality finishing, running
cost and.environnmental protection. o
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F D
CLEANING AGENT COMPOSITION AND FRECISION ‘CLEANING
METHOD : |

Optical elements ana other .i.tem_s .aro_.claaned with
_che use of a cleaning agent conéisting essentially of
af: least one Saturated ‘hydrocaxhoen having 8 co 12
caxhon atoms whose 95% ruaning point falls within 5°c
of its .i.nitiaJ:- Beiling point and whose 99% :umu.ng"
point falls within 10°C of its initiai bcil.i.nq point in
distillatiop. at 760 nmHEQ or with the use of a cleaning
| .~ 2gent composgition fa; hand wiping comprising 66 to 0%
by weight of at least one aliphatic hydrocarbon with ‘s
ca:);on atoms containing .ﬁt least 44& by weight of 2- o
methylpentanes and 10 to 34% by weight of ae least one
lower alcohol with 1 to 3 carbonm, atéms containing at
. 'J.ea._st 85% by weight of ethyl alcohol to thereby exhibit
azeotropic or 4zegtrope-like characteristics. ‘The
ahove cleaning ig advantageous from the viewpoiht c;f
nonhazardousness to human, smell, djire removal, quality

finis -
hing, running cost and .environmencal protection




