An ink jet type recording device has a recording head (1) which is noved
over a recording sheet (3) to jet ink droplets to formdots on it, an ink
tank (24) for supplying ink to the regﬁyding head (1), a cap nmenber (10)
arranged outside the printing region in such a manner that it is noved to
and fromthe recording head (1), a suction punp (20) having an ink sucking
inlet (20a) connected to the cap nenber (10) and an ink discharging outl et
(20b) connected to a waste ink tank (23). Also, a switch is provided for
starting the suction punp; a nmenory circuit (30) is provided for storing
data representing the quantity of waste ink sucked out by the suction punp
(20); and a control circuit (26) is provided for nullifying an ink purging
i nstruction when the sum of the quantities of waste ink exceeds a

predeterm ned value. Wen it is t hrough the menmory circuit (30)
that the sum of the quantities ofgggggégg%k t hus sucked out is beyond the

capacity of the waste ink tank (23), the ink purging operation is
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which is moved over a recording sheet (3) to jet ink droplets
to form dots on it, an ink tank (24) for supplying ink to the
recording head (1), a cap member (10) arranged outside the
printing region in such a manner that it is moved to and from
the recording head (1), a suction pump (20) having an ink
sucking inlet (20a) connected to the cap member (10) and an
ink discharging outlet (20b) connected to a waste ink tank
(23). Also, a switch is provided for starting the suction
pump; a memory circuit (30) is provided for storing data
representing the quantity of waste ink sucked out by the
suction pump (20); and a control circuit (26) is provided for
nullifying an ink purging instruction when the sum of the
quantities of waste ink exceeds a predetermined wvalue. When
it is detected through the memory circuit (30) that the sum of
the quantities of waste ink thus sucked out is beyond the
capacity of the waste ink tank (23), the ink purging operation
is suspended irrespective of a forcible ink purging
instruction from the switch.
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