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CLAIMS 

We claim: 

1. A method of using an array assembly on a sample, comprising 

(a)  providing a sample container comprising a reaction zone in fluid communication 5 

with the array assembly, the array assembly comprising  

a plurality of wells configured in an array,  

an access opening between the reaction zone and the array, 

a vacuum port, and  

a plurality of channels such that each well in the array is fluidly connected to the 10 

access opening and the vacuum port; 

(b) performing an analytical method on the sample in the reaction zone to produce a 

reaction mixture;  

(c) opening the vacuum port and drawing a vacuum on the array assembly such that 

air is evacuated from the plurality of wells and the plurality of channels; 15 

(d) sealing the vacuum port such that the plurality of wells are maintained under the 

vacuum, thereby forming an evacuated array; and 

(e)  opening the access opening such that the reaction mixture is drawn into the 

plurality of wells via the plurality of channels. 

 20 

2. The method of claim 1, further comprising mixing the reaction mixture with one 

or more reagents disposed in each of the plurality of wells to form a second mixture, and 

performing a second analytical method on the second reaction mixture. 

 

3. The method of claim 2, wherein the second mixture is a PCR mixture. 25 

 

4. The method of claim 3, further comprising thermocycling the second reaction 

mixture. 

 

5. The method of claim 4, further comprising detecting an amplification product in 30 

at least one of the plurality of wells. 
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6. The method of claim 2, wherein the sample comprises a microorganism and the 

one or more reagents comprises an antibiotic. 

 

7. The method of claim 6, wherein the antibiotic is present in a first of the plurality 5 

of wells at a first concentration and is present in a second of the plurality of wells at a second 

concentration, wherein the second concentration is lower than the first concentration. 

 

8. The method of claim 1, wherein step (c) provides a vacuum in the plurality of 

wells of between about 2 millibar and about 150 millibar. 10 

 

9. The method of claim 1, wherein steps (c) and (d) are performed before step (b) is 

completed. 

 

 15 
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10. A method of drawing a vacuum on a reaction container in situ while performing 

an analytical method, the method comprising: 

providing a reaction container that includes a sample introduction zone, at least a first 

reaction zone in fluid communication with the sample introduction zone, and a second reaction 

zone in fluid communication with the first reaction zone, wherein the second reaction zone 5 

comprises  

 a plurality of wells,  

 a vacuum channel in fluid communication with the plurality of wells and a 

vacuum port,  

 an array fill channel extending between and/or in fluid communication with the 10 

plurality of wells and the first reaction zone, and  

 an openable seal disposed between the first reaction zone and the second reaction 

zone;  

performing at least one step of the analytical method with the reaction container;  

drawing a partial vacuum on the plurality of wells such that the plurality of wells, the 15 

vacuum channel, and at least a portion of the array fill channel are under reduced pressure 

relative to atmospheric pressure; 

sealing a portion of the vacuum channel such that the plurality of wells and at least the 

portion of the array fill channel are maintained under the vacuum, thereby forming an evacuated 

array; and 20 

applying a fluid to the evacuated array by opening the openable seal disposed between 

the first reaction zone and the second reaction zone such that the fluid is drawn into the plurality 

of wells via the array fill channel.  

 

11. The method of claim 10, wherein the at least one step of the analytical method 25 

includes removing the reaction container from an ambient pressure package, introducing a 

sample into the sample introduction zone, inserting the reaction container into an instrument 

configured for performing the analytical method and configured for drawing a partial vacuum to 

form the evacuated array, performing one or more reactions in the first reaction zone, or 

preparing for applying the fluid to the evacuated array.  30 
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12. The method of claim 11, wherein performing one or more reactions in the first 

reaction zone comprises one or more of performing a sample lysis to generate a lysate, isolating 

lysis particles from the lysate, mixing silica magnetic beads with the lysate, moving a residual 

lysate after nucleic acid capture with the silica magnetic beads to a waste chamber, performing at 

least one wash of the magnetic beads and moving the wash liquid to the waste chamber, eluting 5 

nucleic acids from the silica magnetic beads, performing a first singleplex or multiplex PCR 

reaction, or diluting a product of the first PCR reaction in preparation for performing a second 

PCR reaction in the plurality of wells of the second reaction zone.   

 

13. The method of claim 10, wherein the reaction container further includes one or 10 

more reagent blisters fluidically connected to one or more of the sample introduction zone, the 

first reaction zone, or the second reaction zone.   

 

14. The method of claim 13, wherein at least one of the one or more reagent blisters 

includes a dried reagent, and the method further comprising drawing a partial vacuum on the one 15 

or more reagent blisters including the dried reagent.   

 

15. The method of claim 14, further comprising mixing a fluid with the dried reagent 

to form a first mixture. 

 20 

16. The method of claim 14, wherein the one or more reagent blisters comprise 

reagents for sample preparation, nucleic acid recovery, a first-stage PCR, and a second-stage 

PCR.   

 

  25 
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17. A system, comprising: 

a reaction container that includes a sample introduction zone, at least a first reaction zone 

in fluid communication with the sample introduction zone, and a second reaction zone in fluid 

communication with the first reaction zone, wherein the second reaction zone comprises  

 a plurality of wells,  5 

 a vacuum channel extending between and/or in fluid communication with the 

plurality of wells and a vacuum port,  

 an array fill channel extending between and/or in fluid communication with the 

plurality of wells and the first reaction zone, and  

 an openable seal disposed between the first reaction zone and the second reaction 10 

zone; and  

an instrument configured to perform an analytical method using the reaction container, 

wherein the instrument includes a vacuum system to draw a partial vacuum in one or more 

portions of the reaction container while performing one or more steps of the analytical method.   

 15 

18. The system of claim 17, wherein the one or more portions of the reaction 

container configured to have a partial vacuum drawn thereon are substantially dry such that the 

partial vacuum is not being drawn against a partial pressure of water.   

 

19. The system of claim 18, wherein the partial vacuum in the one or more portions of 20 

the reaction container configured to have a partial vacuum drawn thereon is in a range between 

about 2 millibar and about 150 millibar. 

 

20. The system of claim 17, wherein the one or more portions of the reaction 

container configured to have a partial vacuum drawn thereon include the plurality of wells, the 25 

vacuum channel, and at least a portion of the array fill channel.  

 

21. The system of claim 17, wherein the instrument includes a seal device to apply a 

seal to preserve the partial vacuum drawn in the one or more portions of the reaction container.  

 30 

22. The system of claim 17, wherein the reaction container further includes one or 
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more reagent blisters fluidically connected to one or more of the sample introduction zone, the 

first reaction zone, or the second reaction zone.   

 

23. The system of claim 22, wherein at least one of the one or more reagent blisters 

includes a dried reagent, and wherein the one or more portions of the reaction container 5 

configured to have a partial vacuum drawn thereon include the one or more reagent blisters that 

include the dried reagent.   

 

24. The system of claim 17, wherein the instrument is a PCR instrument that includes 

at least one heater positioned and arranged for thermocycling at least one portion of the reaction 10 

container.   

 

25. The system of claim 17, wherein the instrument includes at least one heater 

positioned and arranged for controlling the temperature in at least one portion of the reaction 

container for performing an isothermal reaction.   15 

 

26. The system of claim 17, wherein the instrument includes at least one heater 

positioned and arranged for controlling the temperature in at least one portion of the reaction 

container, one or more actuators for moving fluid in the reaction container, and one or more seals 

for controlling the movement of fluids within one or more portions of the reaction container.    20 

 

 

 

 

 25 


