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Description 

Title of Invention: METHODS AND APPARATUSES FOR 

ENCODING AND DECODING MOTION VECTOR 
Technical Field 

[1]  Exemplary embodiments relate to methods and apparatuses for encoding and 

decoding a still image and a moving image, and more particularly, to methods and ap-

paratuses for encoding and decoding a motion vector of a current block by predicting 

the motion vector. 

Background Art 
[2]  In Codec, such as MPEG-4 H.264 or MPEG-4 advanced video coding (AVC), 

motion vectors of pre-encoded blocks adjacent to a current block are used to predict a 

motion vector of the current block. Here, a median of motion vectors of previously 

encoded blocks adjacent to left, top, and upper right of a current block is used as a 

motion vector predictor of the current block. 

Disclosure of Invention 

Technical Problem 

[3]  It is needed to provide more various method for generating a motion vector predictor 

of the current block. 

Solution to Problem 
[4]  Exemplary embodiments provide methods and apparatuses for encoding and 

decoding a motion vector. 

Advantageous Effects of Invention 

[5]  According to exemplary embodiments, various motion vector predictors can be 

provided and the image compression efficiency can be improved. 

Brief Description of Drawings 
[6]  FIG. 1 is a block diagram of an apparatus for encoding a video, according to an 

exemplary embodiment; 

[7]  FIG. 2 is a block diagram of an apparatus for decoding a video, according to an 

exemplary embodiment; 

[8]  FIG. 3 is a diagram for describing a concept of coding units according to an 

exemplary embodiment; 

[9]  FIG. 4 is a block diagram of an image encoder based on coding units according to an 

exemplary embodiment; 

[10]  FIG. 5 is a block diagram of an image decoder based on coding units according to an 

exemplary embodiment; 
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[11]  FIG. 6 is a diagram illustrating deeper coding units according to depths, and 

partitions according to an exemplary embodiment; 

[12]  FIG. 7 is a diagram for describing a relationship between a coding unit and trans-

formation units, according to an exemplary embodiment; 

[13]  FIG. 8 is a diagram for describing encoding information of coding units corre-

sponding to a coded depth, according to an exemplary embodiment; 

[14]  FIG. 9 is a diagram of deeper coding units according to depths, according to an 

exemplary embodiment; 

[15]  FIGS. 10 through 12 are diagrams for describing a relationship between coding units, 

prediction units, and transformation units, according to an exemplary embodiment; 

[16]  FIG. 13 is a diagram for describing a relationship between a coding unit, a prediction 

unit or a partition, and a transformation unit, according to encoding mode information 

of Table 1; 

[17]  FIG. 14 is a block diagram of an apparatus for encoding a motion vector, according 

to an exemplary embodiment; 

[18]  FIGS. 15A and 15B are diagrams of motion vector predictor candidates according to 

exemplary embodiments; 

[19]  FIGS. 15C through 15E are diagrams of blocks having various sizes, which are 

adjacent to a current block, according to exemplary embodiments; 

[20]  FIG. 16 is a flowchart illustrating a method of encoding a motion vector, according 

to an exemplary embodiment; 

[21]  FIG. 17 is a flowchart illustrating generating of a motion vector predictor, according 

to an exemplary embodiment; 

[22]  FIGS. 18A through 18C are reference diagrams for describing determining of a 

motion vector predictor, according to exemplary embodiments; 

[23]  FIGS. 19A through 19C are reference diagrams for describing generation of motion 

vector predictor candidates, according to exemplary embodiments; 

[24]  FIG. 20 is a diagram for describing a method of generating a motion vector predictor 

in an implicit mode, according to an exemplary embodiment; 

[25]  FIG. 21 is a block diagram of an apparatus for decoding a motion vector, according 

to an exemplary embodiment; and 

[26]  FIG. 22 is a flowchart illustrating a method of decoding a motion vector, according 

to an exemplary embodiment. 

Best Mode for Carrying out the Invention 
[27]  According to an aspect of the exemplary embodiments, there is provided a method of 

encoding a motion vector, the method comprising: performing motion estimation on a 

current block of a current picture and generating a motion vector of the current block, 
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the motion vector of the current block indicating a region in a first reference picture 

that corresponds to the current block, based on the motion estimated current block; de-

termining whether an adjacent block having a motion vector referring to the first 

reference picture exists from among adjacent blocks encoded before the current block; 

one of generating a motion vector predictor using the determined motion vector of the 

adjacent block referring to the first reference picture, in response to determining that 

the adjacent block having the motion vector• referring to the first reference picture 

exists, and generating the motion vector predictor• by using a motion vector of an 

adjacent block referring to a second reference picture other• than the first reference 

picture, in response to determining that the adjacent block having the motion vector 

referring to the first reference picture does not exist; and encoding a difference 

between the motion vector• predictor• and the motion vector of the current block as 

motion vector information of the current block. 

[28]  According to another aspect of the exemplary embodiments, there is provided a 

method of decoding a motion vector, the method comprising: decoding from a 

bitstream motion vector• predictor information that indicates a motion vector• predictor 

of a current block of the bitstream; decoding a difference between a motion vector of 

the current block and the motion vector predictor• of the current block; generating the 

motion vector predictor of the current block based on the decoded motion vector 

predictor information; and restoring the motion vector of the current block based on 

the motion vector predictor• and the decoded difference, wherein the motion vector 

predictor is a motion vector predictor• generated from one of a motion vector of an 

adjacent block referring to a first reference picture, if a block having a motion vector• 

referring to the first reference picture identical to the fast block exists from among 

adjacent blocks of the current block, and a motion vector• of an adjacent block referring 

to a second reference picture other than the first reference picture, if the block having 

the motion vector referring to the first reference picture does not exist from among the 

adjacent blocks. 

[29]  According to another aspect of the exemplary embodiments, there is provided an 

apparatus for encoding a motion vector•, the apparatus comprising: a motion estimator 

that performs motion estimation on a current block of a current picture and generates a 

motion vector of a current block, the motion vector of the current block indicating a 

region in a first reference picture that corresponds to the current block, based on the 

motion estimated current block; and a motion vector• encoder• that determines whether 

an adjacent block having a motion vector referring to the first reference picture exists 

from among adjacent blocks encoded before the current block, one of generates a 

motion vector predictor using the motion vector of the adjacent block referring to the 

first reference picture, in response to determining that the adjacent block having the 
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motion vector referring to the first reference picture exists and generates the motion 

vector predictor by using a motion vector of an adjacent block referring to a second 

reference picture other than the first reference picture, in response to determining that 

the adjacent block having the motion vector referring to the first reference picture does 

not exist, and encodes a difference between the motion vector predictor and the motion 

vector of the current block as motion vector information of the current block. 
[30]  According to another aspect of the exemplary embodiments, there is provided an 

apparatus for decoding a motion vector, the apparatus comprising: a motion vector 

decoder that decodes from a bitstream motion vector predictor information that 

indicates a motion vector predictor of a current block of the bitstream, and decodes a 

difference between a motion vector of the current block and the motion vector 

predictor of the current block; and a motion compensator that generates the motion 

vector predictor of the current block based on the decoded motion vector predictor in-

formation, and restores the motion vector of the current block based on the motion 

vector predictor and the decoded difference, wherein the motion vector predictor is a 

motion vector predictor generated from one of a motion vector of an adjacent block 

referring to a first reference picture, if a block having a motion vector referring to the 

first reference picture identical to the first block exists from among adjacent blocks of 

the current block, and a motion vector of an adjacent block refening to a second 

reference picture other than the first reference picture, if the block having the motion 

vector refening to the first reference picture does not exist from among the adjacent 

block 

Mode for the Invention 
[31]  Hereinafter, the exemplary embodiments will be described more fully with reference 

to the accompanying drawings, in which the exemplary embodiments are shown. 

[32]  FIG. 1 is a block diagram of a video encoding apparatus 100, according to an 

exemplary embodiment. 

[33]  The video encoding apparatus 100 includes a maximum coding unit splitter 110, a 

coding unit determiner 120, and an output unit 130. 

[34]  The maximum coding unit splitter 110 may split a current picture based on a 

maximum coding unit for the current picture of an image. If the current picture is 

larger than the maximum coding unit, image data of the current picture may be split 

into the at least one maximum coding unit. The maximum coding unit according to an 

exemplary embodiment may be a data unit having a size of 32x32, 64x64, 128x128, 

256x256, etc., where a shape of the data unit is a square having a width and length in 

squares of 2, which is higher than 8. The image data may be output to the coding unit 

determiner 120 according to the at least one maximum coding unit. 
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[35]  A coding unit according to an exemplary embodiment may be characterized by a 

maximum size and a depth. The depth denotes a number of times the coding unit is 

spatially split from the maximum coding unit, and as the depth deepens, deeper 

encoding units according to depths may be split from the maximum coding unit to a 

minimum coding unit. A depth of the maximum coding unit is an uppermost depth and 

a depth of the minimum coding unit is a lowermost depth. Since a size of a coding unit 

corresponding to each depth decreases as the depth of the maximum coding unit 

deepens, a coding unit corresponding to an upper depth may include a plurality of 

coding units corresponding to lower depths. 

[36]  As described above, the image data of the current picture is split into the maximum 

coding units according to a maximum size of the coding unit, and each of the 

maximum coding units may include deeper coding units that are split according to 

depths. Since the maximum coding unit according to an exemplary embodiment is split 

according to depths, the image data of a spatial domain included in the maximum 

coding unit may be hierarchically classified according to depths. 

[37]  A maximum depth and a maximum size of a coding unit, which limit the total 

number of times a height and a width of the maximum coding unit are hierarchically 

split, may be predetermined. 

[38]  The coding unit determiner 120 encodes at least one split region obtained by splitting 

a region of the maximum coding unit according to depths, and determines a depth to 

output a finally encoded image data according to the at least one split region. In other 

words, the coding unit determiner 120 determines a coded depth by encoding the 

image data in the deeper coding units according to depths, according to the maximum 

coding unit of the current picture, and selecting a depth having the least encoding error. 

The determined coded depth and the encoded image data according to the determined 

coded depth are output to the output unit 130. 

[39]  The image data in the maximum coding unit is encoded based on the deeper coding 

units corresponding to at least one depth equal to or below the maximum depth, and 

results of encoding the image data are compared based on each of the deeper coding 

units. A depth having the least encoding error may be selected after comparing 

encoding errors of the deeper coding units. At least one coded depth may be selected 

for each maximum coding unit. 

[40]  The size of the maximum coding unit is split as a coding unit is hierarchically split 

according to depths, and as the number of coding units increases. Also, even if coding 

units correspond to same depth in one maximum coding unit, it is determined whether 

to split each of the coding units corresponding to the same depth to a lower depth by 

measuring an encoding error of the image data of the each coding unit, separately. Ac-

cordingly, even when image data is included in one maximum coding unit, the image 
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data is split to regions according to the depths and the encoding errors may differ 

according to regions in the one maximum coding unit, and thus the coded depths may 

differ according to regions in the image data. Thus, one or more coded depths may be 

determined in one maximum coding unit, and the image data of the maximum coding 

unit may be divided according to coding units of at least one coded depth. 

[41]  Accordingly, the coding unit determiner 120 may determine coding units having a 

tree structure included in the maximum coding unit. The coding units having a tree 

structure according to an exemplary embodiment include coding units corresponding to 

a depth determined to be the coded depth, from among all deeper coding units included 

in the maximum coding unit. A coding unit of a coded depth may be hierarchically de-

termined according to depths in the same region of the maximum coding unit, and may 

be independently determined in different regions. Similarly, a coded depth in a current 

region may be independently determined from a coded depth in another region. 

[42]  A maximum depth according to an exemplary embodiment is an index related to the 

number of splits from a maximum coding unit to a minimum coding unit. A first 

maximum depth according to an exemplary embodiment may denote the total number 

of splits from the maximum coding unit to the minimum coding unit. A second 

maximum depth according to an exemplary embodiment may denote the total number 

of depth levels from the maximum coding unit to the minimum coding unit. For 

example, when a depth of the maximum coding unit is 0, a depth of a coding unit, in 

which the maximum coding unit is split once, may be set to 1, and a depth of a coding 

unit, in which the maximum coding unit is split twice, may be set to 2. Here, if the 

minimum coding unit is a coding unit in which the maximum coding unit is split four 

times, 5 depth levels of depths 0, 1, 2, 3 and 4 exist, and thus the first maximum depth 

may be set to 4, and the second maximum depth may be set to 5. 

[43]  Prediction encoding and transformation may be performed according to the 

maximum coding unit. The prediction encoding and the transformation are also 

performed based on the deeper coding units according to a depth equal to or depths 

less than the maximum depth, according to the maximum coding unit. 

[44]  Since the number of deeper coding units increases whenever the maximum coding 

unit is split according to depths, encoding including the prediction encoding and the 

transformation is performed on all of the deeper coding units generated as the depth 

deepens. For convenience of description, the prediction encoding and the trans-

formation will now be described based on a coding unit of a current depth, in a 

maximum coding unit. 

[45]  The video encoding apparatus 100 may select a size or shape of a data unit for 

encoding the image data. In order to encode the image data, operations, such as 

prediction encoding, transformation, and entropy encoding, are performed, and at this 
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time, the same data unit may be used for all operations or different data units may be 

used for each operation. 

[46]  For example, the video encoding apparatus 100 may select not only a coding unit for 

encoding the image data, but also a data unit different from the coding unit to perform 

the prediction encoding on the image data in the coding unit. 

[47]  In order to perform prediction encoding in the maximum coding unit, the prediction 

encoding may be performed based on a coding unit corresponding to a coded depth, 

i.e., based on a coding unit that is no longer split to coding units corresponding to a 

lower depth. Hereinafter, the coding unit that is no longer split and becomes a basis 

unit for prediction encoding will now be referred to as a prediction unit. A partition 

obtained by splitting the prediction unit may include a prediction unit or a data unit 

obtained by splitting at least one of a height and a width of the prediction unit. 

[48]  For example, when a coding unit of 2Nx2N (where N is a positive integer) is no 

longer split and becomes a prediction unit of 2Nx2N, and a size of a partition may be 

2Nx2N, 2NxN, Nx2N, or NxN. Examples of a partition type include symmetrical 

partitions that are obtained by symmetrically splitting a height or width of the 

prediction unit, partitions obtained by asymmetrically splitting the height or width of 

the prediction unit, such as 1:n or n:1, partitions that are obtained by geometrically 

splitting the prediction unit, and partitions having arbitrary shapes. 

[49]  A prediction mode of the prediction unit may be at least one of an intra mode, a inter 

mode, and a skip mode. For example, the intra mode or the inter mode may be 

performed on the partition of 2Nx2N, 2NxN, Nx2N, or NxN. Also, the skip mode may 

be performed only on the partition of 2Nx2N. The encoding is independently 

performed on one prediction unit in a coding unit, thereby selecting a prediction mode 

having a least encoding entr. 

[50]  The video encoding apparatus 100 may also perform the transformation on the image 

data in a coding unit based not only on the coding unit for encoding the image data, but 

also based on a data unit that is different from the coding unit. 

[51]  In order to perform the transformation in the coding unit, the transformation may be 

performed based on a data unit having a size smaller than or equal to the coding unit. 

For example, the data unit for the transformation may include a data unit for an intra 

mode and a data unit for an inter mode. 

[52]  A data unit used as a base of the transformation will now be referred to as a trans-

formation unit. Similarly to the coding unit, the transformation unit in the coding unit 

may he recursively split into smaller sized regions, so that the transformation unit may 

be determined independently in units of regions. Thus, residual data in the coding unit 

may be divided according to the transformation unit having the tree structure according 

to transformation depths. 
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[53]  A transformation depth indicating the number of splits to reach the transformation 

unit by splitting the height and width of the coding unit may also be set in the trans-

formation unit. For example, in a current coding unit of 2Nx2N, a transformation depth 

may be 0 when the size of a transformation unit is also 2Nx2N, a transformation depth 

may be 1 when the size of the transformation unit is thus NxN, and a transformation 

depth may be 2 when the size of the transformation unit is thus N/2xN/2. In other 

words, the transformation units having the tree structure may be set according to the 

transformation depths. 

[54]  Encoding information according to coding units corresponding to a coded depth 

requires not only information about the coded depth, but also about information related 

to prediction encoding and transformation. Accordingly, the coding unit determiner 

120 not only determines a coded depth having a least encoding error, but also de-

termines a partition type in a prediction unit, a prediction mode according to prediction 

units, and a size of a transfonnation unit for transformation. 

[55]  Coding units according to a tree structure in a maximum coding unit and a method of 

determining a partition, according to exemplary embodiments, will be described in 

detail later with reference to FIGS. 3 through 12. 

[56]  The coding unit determiner 120 may measure an encoding error of deeper coding 

units according to depths by using Rate-Distortion Optimization based on Lagrangian 

multipliers. 

[57]  The output unit 130 outputs the image data of the maximum coding unit, which is 

encoded based on the at least one coded depth determined by the coding unit de-

terminer 120, and information about the encoding mode according to the coded depth, 

in bitstrearns. 

[58]  The encoded image data may be obtained by encoding residual data of an image. 

[59]  The information about the encoding mode according to coded depth may include in-

formation about the coded depth, about the partition type in the prediction unit, the 

prediction mode, and the size of the transformation unit. 

[60]  The information about the coded depth may be defined by using split information 

according to depths, which indicates whether encoding is performed on coding units of 

a lower depth instead of a current depth. If the current depth of the current coding unit 

is the coded depth, image data in the current coding unit is encoded and output, and 

thus the split information may be defined not to split the current coding unit to a lower 

depth. Alternatively, if the current depth of the current coding unit is not the coded 

depth, the encoding is performed on the coding unit of the lower depth, and thus the 

split information may be defined to split the current coding unit to obtain the coding 

units of the lower depth. 

[61]  If the current depth is not the coded depth, encoding is performed on the coding unit 
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that is split into the coding unit of the lower depth. Since at least one coding unit of the 

lower depth exists in one coding unit of the current depth, the encoding is repeatedly 

performed on each coding unit of the lower depth, and thus the encoding may be re-

cursively performed for the coding units having the same depth. 

[62) Since the coding units having a tree structure are determined for one maximum 

coding unit, and information about at least one encoding mode is determined for a 

coding unit of a coded depth, information about at least one encoding mode may be de-

termined for one maximum coding unit. Also, a coded depth of the image data of the 

maximum coding unit may be different according to locations since the image data is 

hierarchically split according to depths, and thus information about the coded depth 

and the encoding mode may be set for the image data. 

[63] Accordingly, the output unit 130 may assign encoding information about a corre-

sponding coded depth and an encoding mode to at least one of the coding unit, the 

prediction unit, and a minimum unit included in the maximum coding unit. 

[64) The minimum unit according to an exemplary embodiment is a rectangular data unit 

obtained by splitting the minimum coding unit constituting the lowermost depth by 4. 

Alternatively, the minimum unit may be a maximum rectangular data unit that may be 

included in all of the coding units, prediction units, partition units, and transformation 

units included in the maximum coding unit. 

[65]  For example, the encoding information output through the output unit 130 may be 

classified into encoding information according to coding units, and encoding in-

formation according to prediction units. The encoding information according to the 

coding units may include the information about the prediction mode and about the size 

of the partitions. The encoding information according to the prediction units may 

include information about an estimated direction of an inter mode, about a reference 

image index of the inter mode, about a motion vector, about a chroma component of an 

intra mode, and about an interpolation method of the intra mode. Also, information 

about a maximum size of the coding unit defined according to pictures, slices, or 

GOPs, and information about a maximum depth may be inserted into a header of a 

bitstream. 

[66]  In the video encoding apparatus 100, the deeper coding unit may be a coding unit 

obtained by dividing a height or width of a coding unit of an upper depth, which is one 

layer above, by two. In other words, when the size of the coding unit of the current 

depth is 2Nx2N, the size of the coding unit of the lower depth is NxN. Also, the coding 

unit of the current depth having the size of 2Nx2N may include maximum 4 of the 

coding unit of the lower depth. 

[67]  Accordingly, the video encoding apparatus 100 may form the coding units having the 

tree structure by determining coding units having an optimum shape and an optimum 
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size for each maximum coding unit, based on the size of the maximum coding unit and 

the maximum depth determined considering characteristics of the current picture. Also, 

since encoding may be performed on each maximum coding unit by using any one of 

various prediction modes and transformations, an optimum encoding mode may be de-

termined considering characteristics of the coding unit of various image sizes. 

[68]  Thus, if an image having high resolution or large data amount is encoded in a con-

ventional macroblock, a number of macroblocks per picture excessively increases. Ac-

cordingly, a number of pieces of compressed information generated for each 

macroblock increases, and thus it is difficult to transmit the compressed information 

and data compression efficiency decreases. However, by using the video encoding 

apparatus 100, image compression efficiency may be increased since a coding unit is 

adjusted while considering characteristics of an image while increasing a maximum 

size of a coding unit while considering a size of the image. 

[69]  FIG. 2 is a block diagram of a video decoding apparatus 200, according to an 
exemplary embodiment. 

[70]  The video decoding apparatus 200 includes a receiver 210, an image data and 

encoding information extractor 220, and an image data decoder 230. Various terms, 

such as a coding unit, a depth, a prediction unit, a transformation unit, and information 

about various encoding modes, for various operations of the video decoding apparatus 

200 are similar to those described with reference to FIG. 1 and the video encoding 

apparatus 100. 

[71]  The receiver 210 receives and parses a bitstream of an encoded video. The image 

data and encoding information extractor 220 extracts encoded image data for each 

coding unit from the parsed bitstream, where the coding units have a tree structure 

according to each maximum coding unit, and outputs the extracted image data to the 

image data decoder 230. The image data and encoding information extractor 220 may 

extract information about a maximum size of a coding unit of a current picture, from a 

header about the current picture. 

[72]  Also, the image data and encoding information extractor 220 extracts information 

about a coded depth and an encoding mode for the coding units having a tree structure 

according to each maximum coding unit, from the parsed bitstream. The extracted in-

formation about the coded depth and the encoding mode is output to the image data 

decoder 230. In other words, the image data in a bit stream is split into the maximum 

coding unit so that the image data decoder 230 decodes the image data for each 

maximum coding unit. 

[73]  The information about the coded depth and the encoding mode according to the 

maximum coding unit may be set for information about at least one coding unit cont-

sponding to the coded depth, and information about an encoding mode may include in- 
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formation about a partition type of a corresponding coding unit corresponding to the 

coded depth, about a prediction mode, and a size of a transformation unit. Also, 

splitting information according to depths may be extracted as the information about the 

coded depth. 

[74]  The information about the coded depth and the encoding mode according to each 

maximum coding unit extracted by the image data and encoding information extractor 

220 is information about a coded depth and an encoding mode determined to generate 

a minimum encoding error when an encoder, such as the video encoding apparatus 

100, repeatedly performs encoding for each deeper coding unit according to depths 

according to each maximum coding unit. Accordingly, the video decoding apparatus 

200 may restore an image by decoding the image data according to a coded depth and 

an encoding mode that generates the minimum encoding error. 

[75]  Since encoding information about the coded depth and the encoding mode may be 

assigned to a predetermined data unit from among a corresponding coding unit, a 

prediction unit, and a minimum unit, the image data and encoding information 

extractor 220 may extract the information about the coded depth and the encoding 

mode according to the predetermined data units. The predetermined data units to which 

the same information about the coded depth and the encoding mode is assigned may be 

inferred to be the data units included in the same maximum coding unit. 

[76]  The image data decoder 230 restores the current picture by decoding the image data 

in each maximum coding unit based on the information about the coded depth and the 

encoding mode according to the maximum coding units. In other words, the image data 

decoder 230 may decode the encoded image data based on the extracted information 

about the partition type, the prediction mode, and the transformation unit for each 

coding unit from among the coding units having the tree structure included in each 

maximum coding unit. A decoding process may include a prediction including intra 

prediction and motion compensation, and an inverse transformation. 

[77]  The image data decoder 230 may perform intra prediction or motion compensation 

according to a partition and a prediction mode of each coding unit, based on the in-

formation about the partition type and the prediction mode of the prediction unit of the 

coding unit according to coded depths. 

[78]  Also, the image data decoder 230 may perform inverse transformation according to 

each transformation unit in the coding unit, based on the information about the size of 

the transformation unit of the coding unit according to coded depths, so as to perform 

the inverse transformation according to maximum coding units. 

[79]  The image data decoder 230 may determine at least one coded depth of a current 

maximum coding unit by using split information according to depths. If the split in- 

formation indicates that image data is no longer split in the current depth, the current 
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depth is a coded depth. Accordingly, the image data decoder 230 may decode encoded 

data of at least one coding unit corresponding to the each coded depth in the current 

maximum coding unit by using the information about the partition type of the 

prediction unit, the prediction mode, and the size of the transformation unit for each 

coding unit corresponding to the coded depth. 

[80]  In other words, data units containing the encoding information including the same 

split information may be gathered by observing the encoding information set assigned 

for the predetermined data unit from among the coding unit, the prediction unit, and 

the minimum unit, and the gathered data units may be considered to be one data unit to 

be decoded by the image data decoder 230 in the same encoding mode. 

[81]  The video decoding apparatus 200 may obtain information about at least one coding 

unit that generates the minimum encoding error when encoding is recursively 

performed for each maximum coding unit, and may use the information to decode the 

current picture. In other words, the coding units having the tree structure determined to 

be the optimum coding units in each maximum coding unit may be decoded. 

[82]  Accordingly, even if image data has high resolution and a large amount of data, the 

image data may be efficiently decoded and restored by using a size of a coding unit 

and an encoding mode, which are adaptively determined according to characteristics of 

the image data, by using information about an optimum encoding mode received from 

an encoder. 

[83]  A method of determining coding units having a tree structure, a prediction unit, and a 

transformation unit, according to an exemplary embodiment, will now be described 

with reference to FIGS. 3 through 13. 

[84]  FIG. 3 is a diagram for describing a concept of coding units according to an 

exemplary embodiment. 

[85]  A size of a coding unit may be expressed in width x height, and may be 64x64, 

32x32, 16x16, and 8x8. A coding unit of 64x64 may be split into partitions of 64x64, 

64x32, 32x64, or 32x32, and a coding unit of 32x32 may be split into partitions of 

32x32, 32x16, 16x32, or 16x16, a coding unit of 16x16 may be split into partitions of 

16x16, 16x8, 8x16, or 8x8, and a coding unit of 8x8 may be split into partitions of 8x8, 

8x4, 4x8, or 4x4. 

[86]  In video data 310, a resolution is 1920x1080, a maximum size of a coding unit is 64, 

and a maximum depth is 2. In video data 320, a resolution is 1920x1080, a maximum 

size of a coding unit is 64, and a maximum depth is 3. In video data 330, a resolution is 

352x288, a maximum size of a coding unit is 16, and a maximum depth is 1. The 

maximum depth shown in FIG. 3 denotes a total number of splits from a maximum 

coding unit to a minimum decoding unit. 

[87]  If a resolution is high or a data amount is large, a maximum size of a coding unit may 
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be large so as to not only increase encoding efficiency but also to accurately reflect 

characteristics of an image. Accordingly, the maximum size of the coding unit of the 

video data 310 and 320 having the higher resolution than the video data 330 may be 

64. 

[88]  Since the maximum depth of the video data 310 is 2, coding units 315 of the video 

data 310 may include a maximum coding unit having a long axis size of 64, and coding 

units having long axis sizes of 32 and 16 since depths are deepened to two layers by 

splitting the maximum coding unit twice. Meanwhile, since the maximum depth of the 

video data 330 is 1, coding units 335 of the video data 330 may include a maximum 

coding unit having a long axis size of 16, and coding units having a long axis size of 8 

since depths are deepened to one layer by splitting the maximum coding unit once. 

[89]  Since the maximum depth of the video data 320 is 3, coding units 325 of the video 

data 320 may include a maximum coding unit having a long axis size of 64, and coding 

units having long axis sizes of 32, 16, and 8 since the depths are deepened to 3 layers 

by splitting the maximum coding unit three times. As a depth deepens, detailed in-

formation may be precisely expressed. 

[90]  FIG. 4 is a block diagram of an image encoder 400 based on coding units, according 

to an exemplary embodiment 

[91]  The image encoder 400 performs operations of the coding unit determiner 120 of the 

video encoding apparatus 100 to encode image data. In other words, an intra predictor 

410 performs intra prediction on coding units in an intra mode, from among a current 

frame 405, and a motion estimator 420 and a motion compensator 425 performs inter 

estimation and motion compensation on coding units in an inter mode from among the 

current frame 405 by using the current frame 405, and a reference frame 495. 

[92]  Data output from the intra predictor 410, the motion estimator 420, and the motion 

compensator 425 is output as a quantized transformation coefficient through a 

transformer 430 and a quantizer 440. The quantized transformation coefficient is 

restored as data in a spatial domain through an inverse quantizer 460 and an inverse 

transformer 470, and the restored data in the spatial domain is output as the reference 

frame 495 after being post-processed through a deblocking unit 480 and a loop 

filtering unit 490. The quantized transformation coefficient may be output as a 

bitstream 455 through an entropy encoder 450. 

[93]  In order for the image encoder 400 to be applied in the video encoding apparatus 

100, all elements of the image encoder 400, i.e., the intra predictor 410, the motion 

estimator 420, the motion compensator 425, the transformer 430, the quantizer 440, the 

entropy encoder 450, the inverse quantizer 460, the inverse transformer 470, the de-

blocking unit 480, and the loop filtering unit 490 perform operations based on each 

coding unit from among coding units having a tree structure while considering the 
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maximum depth of each maximum coding unit. 

[94]  Specifically, the intra predictor 410, the motion estimator 420, and the motion com-

pensator 425 determine partitions and a prediction mode of each coding unit from 

among the coding units having a tree structure while considering the maximum size 

and the maximum depth of a current maximum coding unit, and the transformer 430 

determines the size of the transformation unit in each coding unit from among the 

coding units having a tree structure. 

[95]  FIG. 5 is a block diagram of an image decoder 500 based on coding units, according 

to an exemplary embodiment. 

[96]  A parser 510 parses encoded image data to be decoded and information about 

encoding required for decoding from a bitstream 505. The encoded image data is 

output as inverse quantized data through an entropy decoder 520 and an inverse 

quantizer 530, and the inverse quantized data is restored to image data in a spatial 

domain through an inverse transformer 540. 

[97]  An intra predictor 550 performs intra prediction on coding units in an intra mode 

with respect to the image data in the spatial domain, and a motion compensator 560 

performs motion compensation on coding units in an inter mode by using a reference 

frame 585. 

[98]  The image data in the spatial domain, which passed through the infra predictor 550 

and the motion compensator 560, may be output as a restored frame 595 after being 

post-processed through a deblocking unit 570 and a loop filtering unit 580. Also, the 

image data that is post-processed through the deblocking unit 570 and the loop filtering 

unit 580 may be output as the reference frame 585. 

[99]  In order to decode the image data in the image data decoder 230 of the video 

decoding apparatus 200, the image decoder 500 may perform operations that are 

performed after the parser 510. 

[100]  in order for the image decoder 500 to be applied in the video decoding apparatus 

200, all elements of the image decoder 500, i.e., the parser 510, the entropy decoder 

520, the inverse quantizer 530, the inverse transformer 540, the intra predictor 550, the 

motion compensator 560, the deblocking unit 570, and the loop filtering unit 580 

perform operations based on coding units having a tree structure for each maximum 

coding unit. 

[101]  Specifically, the intra prediction 550 and the motion compensator 560 perform op-

erations based on partitions and a prediction mode for each of the coding units having 

a tree structure, and the inverse transformer 540 perform operations based on a size of 

a transformation unit for each coding unit. 

[102]  FIG. 6 is a diagram illustrating deeper coding units according to depths, and 

partitions, according to an exemplary embodiment. 
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[103]  The video encoding apparatus 100 and the video decoding apparatus 200 use hier-

archical coding units to consider characteristics of an image. A maximum height, a 

maximum width, and a maximum depth of coding units may be adaptively determined 

according to the characteristics of the image, or may be differently set by a user. Sizes 

of deeper coding units according to depths may be determined according to the prede-

termined maximum size of the coding unit. 

[104]  In a hierarchical structure 600 of coding units, according to an exemplary em- 	• 

bodiment, the maximum height and the maximum width of the coding units are each 

64, and the maximum depth is 4. Since a depth deepens along a vertical axis of the hi-

erarchical structure 600, a height and a width of the deeper coding unit are each split. 

Also, a prediction unit and partitions, which are bases for prediction encoding of each 

deeper coding unit, are shown along a horizontal axis of the hierarchical structure 600. 

[105]  In other words, a coding unit 610 is a maximum coding unit in the hierarchical 

structure 600, wherein a depth is 0 and a size, i.e., a height by width, is 64x64. The 

depth deepens along the vertical axis, and a coding unit 620 having a size of 32x32 and 

a depth of 1, a coding unit 630 having a size of 16x16 and a depth of 2, a coding unit 

640 having a size of 8x8 and a depth of 3, and a coding unit 650 having a size of 4x4 

and a depth of 4 exist. The coding unit 650 having the size of 4x4 and the depth of 4 is 

a minimum coding unit. 

[106]  The prediction unit and the partitions of a coding unit are arranged along the 

horizontal axis according to each depth. In other words, if the coding unit 610 having 

the size of 64x64 and the depth of 0 is a prediction unit, the prediction unit may be 

split into partitions include in the coding unit 610, i.e. a partition 610 having a size of 

64x64, partitions 612 having the size of 64x32, partitions 614 having the size of 32x64, 

or partitions 616 having the size of 32x32. 

[107]  Similarly, a prediction unit of the coding unit 620 having the size of 32x32 and the 

depth of 1 may be split into partitions included in the coding unit 620, i.e. a partition 

620 having a size of 32x32, partitions 622 having a size of 32x16, partitions 624 

having a size of 16x32, and partitions 626 having a size of 16x16. 

[108]  Similarly, a prediction unit of the coding unit 630 having the size of 16x16 and the 

depth of 2 may be split into partitions included in the coding unit 630, i.e. a partition 

having a size of 16x16 included in the coding unit 630, partitions 632 having a size of 

16x8, partitions 634 having a size of 8x16, and partitions 636 having a size of 8x8. 

[109]  Similarly, a prediction unit of the coding unit 640 having the size of 8x8 and the 

depth of 3 may be split into partitions included in the coding unit 640, i.e. a partition 

having a size of 8x8 included in the coding unit 640, partitions 642 having a size of 

8x4, partitions 644 having a size of 4x8, and partitions 646 having a size of 4x4. 

[110]  The coding unit 650 having the size of 4x4 and the depth of 4 is the minimum coding 



16 

unit and a coding unit of the lowermost depth. A prediction unit of the coding unit 650 

is only assigned to a partition having a size of 4x4. 

[111]  In order to determine the at least one coded depth of the coding units constituting the 

maximum coding unit 610, the coding unit determiner 120 of the video encoding 

apparatus 100 performs encoding for coding units corresponding to each depth 

included in the maximum coding unit 610. 

[112]  A number of deeper coding units according to depths including data in the same 

range and the same size increases as the depth deepens. For example, four coding units 

corresponding to a depth of 2 are required to cover data that is included in one coding 

unit corresponding to a depth of 1. Accordingly, in order to compare encoding results 

of the same data according to depths, the coding unit corresponding to the depth of 1 

and four coding units corresponding to the depth of 2 are each encoded. 

[113]  In order to perform encoding for a current depth from among the depths, a least 

encoding error may be selected for the current depth by performing encoding for each 

prediction unit in the coding units corresponding to the current depth, along the 

horizontal axis of the hierarchical structure 600. Alternatively, the minimum encoding 

error may be searched for by comparing the least encoding errors according to depths, 

by performing encoding for each depth as the depth deepens along the vertical axis of 

the hierarchical structure 600. A depth and a partition having the minimum encoding 

error in the coding unit 610 may be selected as the coded depth and a partition type of 
the coding unit 610. 

[114]  FIG. 7 is a diagram for describing a relationship between a coding unit 710 and trans-

formation units 720, according to an exemplary embodiment. 

[115]  The video encoding apparatus 100 or the video decoding apparatus 200 encodes or 

decodes an image according to coding units having sizes smaller than or equal to a 

maximum coding unit for each maximum coding unit. Sizes of transformation units for 

transformation during encoding may be selected based on data units that are not larger 

than a corresponding coding unit. 

[116]  For example, in the video encoding apparatus 100 or the video decoding apparatus 

200, if a size of the coding unit 710 is 64x64, transformation may be performed by 

using the transformation units 720 having a size of 32x32. 

[117]  Also, data of the coding unit 710 having the size of 64x64 may be encoded by 

performing the transformation on each of the transformation units having the size of 

32x32, 16x16, 8x8, and 4x4, which are smaller than 64x64, and then a transformation 

unit having the least coding error may be selected. 

[118]  FIG. 8 is a diagram for describing encoding information of coding units corre-

sponding to a coded depth, according to an exemplary embodiment. 

[119]  The output unit 130 of the video encoding apparatus 100 may encode and transmit 
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information 800 about a partition type, information 810 about a prediction mode, and 

information 820 about a size of a transformation unit for each coding unit cone-

sponding to a coded depth, as information about an encoding mode. 

[120]  The information 800 indicates information about a shape of a partition obtained by 

splitting a prediction unit of a current coding unit, wherein the partition is a data unit 

for• prediction encoding the current coding unit. For example, a current coding unit 

CU_0 having a size of 2Nx2N may be split into any one of a partition 802 having a 

size of 2Nx2N, a partition 804 having a size of 2NxN, a partition 806 having a size of 

Nx2N, and a partition 808 having a size of NxN. Here, the information 800 about a 

partition type is set to indicate one of the partition 804 having a size of 2NxN, the 

partition 806 having a size of Nx2N, and the partition 808 having a size of NxN 

[121]  The information 810 indicates a prediction mode of each partition. For example, the 

information 810 may indicate a mode of prediction encoding performed on a partition 

indicated by the information 800, i.e., an intra mode 812, an inter mode 814, or a skip 

mode 816. 

[122]  The information 820 indicates a transformation unit to be based on when trans- 

formation is performed on a current coding unit. For example, the transformation unit 

may be a first intra transformation unit 822, a second intra transformation unit 824, a 

fast inter transformation unit 826, or a second intra transformation unit 828. 

[123]  The image data and encoding information extractor 220 of the video decoding 

apparatus 200 may extract and use the information 800, 810, and 820 for decoding, 

according to each deeper• coding unit. 

[124]  FIG. 9 is a diagram of deeper• coding units according to depths, according to an 

exemplary embodiment. 

[125]  Split information may be used to indicate a change of a depth. The spilt information 

indicates whether a coding unit of a current depth is split into coding units of a lower• 

depth. 

[126]  A prediction unit 910 for prediction encoding a coding unit 900 having a depth of 0 

and a size of 2N_Ox2N_O may include partitions of a partition type 912 having a size 

of 2N_Ox2N_0, a partition type 914 having a size of 2N_0xN_0, a partition type 916 

having a size of N_Ox2N_0, and a partition type 918 having a size of N_OxN_0. FIG. 9 

only illustrates the partition types 912 through 918 which are obtained by sym-

metrically splitting the prediction unit 910, but a partition type is not limited thereto, 

and the partitions of the prediction unit 910 may include asymmetrical partitions, 

partitions having a predetermined shape, and partitions having a geometrical shape. 

[127]  Prediction encoding is repeatedly performed on one partition having a size of 

2N_Ox2N_0, two partitions having a size of 2N_OxN_0, two partitions having a size of 

N_0x2N_0, and four partitions having a size of N_OxN_0, according to each partition 
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type. The prediction encoding in an intra mode and an inter mode may be performed 

on the partitions having the sizes of 2N_Ox2N_0, N OOOOOOOO  2N_OxN_O, and 

N_OxN_0. The prediction encoding in a skip mode is performed only on the partition 

having the size of 2N_Ox2N_0. 

[128]  If an encoding error is smallest in one of the partition types 912 through 916, the 

prediction unit 910 may not be split into a lower depth. 

[129]  If the encoding error is the smallest in the partition type 918, a depth is changed from 

0 to 1 to split the partition type 918 in operation 920, and encoding is repeatedly 

performed on coding units 930 having a depth of 2 and a size of N_OxN_0 to search 

for a minimum encoding error. 

[130]  A prediction unit 940 for prediction encoding the coding unit 930 having a depth of 1 

and a size of 2N_lx2N_1 (=N_OxN_O) may include partitions of a partition type 942 

having a size of 2N_lx2N_1, a partition type 944 having a size of 2N_IxN_1, a 

partition type 946 having a size of N_lx2N_1, and a partition type 948 having a size of 
Ni xN_1. 

[131]  If an encoding error is the smallest in the partition type 948, a depth is changed from 

1 to 2 to split the partition type 948 in operation 950, and encoding is repeatedly 

performed on coding units 960, which have a depth of 2 and a size of N_2xN_2 to 

search for a minimum encoding error. 

[132]  When a maximum depth is d, split operation according to each depth may be 

performed up to when a depth becomes d-1, and split information may be encoded as 

up to when a depth is one of 0 to d-2. In other words, when encoding is performed up 

to when the depth is d-1 after a coding unit corresponding to a depth of d-2 is split in 

operation 970, a prediction unit 990 for prediction encoding a coding unit 980 having a 

depth of d-1 and a size of 2N_(d-1)x2N_(d-1) may include partitions of a partition type 

992 having a size of 2N_(d-1)x2N_(d-1), a partition type 994 having a size of 

2N_(d-1)xN_(d-1), a partition type 996 having a size of Njd-1)x2N_(d-1), and a 

partition type 998 having a size of N_(d-1)xN_(d-1). 

[133]  Prediction encoding may be repeatedly performed on one partition having a size of 

2N_(d-1)x2N_(d-1), two partitions having a size of 2N_(d-1)xN_(d-1), two partitions 

having a size of N Jd-1)x2N_(d-1), four partitions having a size of N_(d-1)xN_(d-1) 

from among the partition types 992 through 998 to search for a partition type having a 

minimum encoding error. 

[134]  Even when the partition type 998 has the minimum encoding error, since a maximum 

depth is d, a coding unit CUld-1) having a depth of d-1 is no longer split to a lower 

depth, and a coded depth for the coding units constituting a current maximum coding 

unit 900 is determined to be d-1 and a partition type of the current maximum coding 

unit 900 may be determined to be N (d-1)xN Jd-1). Also, since the maximum depth is 
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d and a minimum coding unit 980 having a lowermost depth of d-1 is no longer split to 

a lower depth, split information for the minimum coding unit 980 is not set. 

[135]  A data unit 999 may be a minimum unit for the current maximum coding unit. A 

minimum unit according to an exemplary embodiment may be a rectangular data unit 

obtained by splitting a minimum coding unit 980 by 4. By repeatedly performing the 

encoding, the video encoding apparatus 100 may select a depth having the least 

encoding error by comparing encoding errors according to depths of the coding unit 

900 to determine a coded depth, and set a corresponding partition type and a prediction 

mode as an encoding mode of the coded depth. 

[136]  As such, the minimum encoding errors according to depths are compared in all of the 

depths of 1 through d, and a depth having the least encoding error may be determined 

as a coded depth. The coded depth, the partition type of the prediction unit, and the 

prediction mode may be encoded and transmitted as information about an encoding 

mode. Also, since a coding unit is split from a depth of 0 to a coded depth, only split 

information of the coded depth is set to 0, and split information of depths excluding the 

coded depth is set to 1. 

[137]  The image data and encoding information extractor 220 of the video decoding 

apparatus 200 may extract and use the information about the coded depth and the 

prediction unit of the coding unit 900 to decode the partition 912. The video decoding 

apparatus 200 may determine a depth, in which split information is 0, as a coded depth 

by using split information according to depths, and use information about an encoding 

mode of the corresponding depth for decoding. 

[138]  FIGS. 10 through 12 are diagrams for describing a relationship between coding units 

1010, prediction units 1060, and transformation units 1070, according to an exemplary 

embodiment. 

[139]  The coding units 1010 are coding units having a tree structure, corresponding to 

coded depths determined by the video encoding apparatus 100, in a maximum coding 

unit. The prediction units 1060 are partitions of prediction units of each of the coding 

units 1010, and the transformation units 1070 are transformation units of each of the 

coding units 1010. 

[140) When a depth of a maximum coding unit is 0 in the coding units 1010, depths of 

coding units 1012 and 1054 are 1, depths of coding units 1014, 1016, 1018, 1028, 

1050, and 1052 are 2, depths of coding units 1020, 1022, 1024, 1026, 1030, 1032, and 

1048 are 3, and depths of coding units 1040, 1042, 1044, and 1046 are 4. 

[141] In the prediction units 1060, some encoding units 1014, 1016, 1022, 1032, 1048, 

1050, 1052, and 1054 are obtained by splitting the coding units in the encoding units 

1010. In other words, partition types in the coding units 1014, 1022, 1050, and 1054 

have a size of 2NxN, partition types in the coding units 1016, 1048, and 1052 have a 
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[142]  

[143]  

[144]  

[145]  

size of Nx2N, and a partition type of the coding unit 1032 has a size of NxN. 

Prediction units and partitions of the coding units 1010 are smaller than or equal to 

each coding unit. 

Transformation or inverse transformation is performed on image data of the coding 

unit 1052 in the transformation units 1070 in a data unit that is smaller than the coding 

unit 1052. Also, the coding units 1014, 1016, 1022, 1032, 1048, 1050, and 1052 in the 

transformation units 1070 are different from those in the prediction units 1060 in terms 

of sizes and shapes. In other words, the video encoding and decoding apparatuses 100 

and 200 may individually perform intra prediction, motion estimation, motion com-

pensation, transformation, and inverse transformation on a data unit in the same coding 

unit. 

Accordingly, encoding is recursively performed on each of coding units having a hi-

erarchical structure in each region of a maximum coding unit to determine an optimum 

coding unit, and thus coding units having a recursive tree structure may be obtained. 

Encoding information may include split information about a coding unit, information 

about a partition type, information about a prediction mode, and information about a 

size of a transformation unit. Table 1 shows the encoding information that may be set 

by the video encoding and decoding apparatuses 100 and 200. 

Table 1 

[Table 1] 

[Table ] 

Split Information 0 (Encoding on Coding Unit having Size of 2Nx2N 

and Current Depth of d) 

Split In-

formation 1 

Prediction 

Mode 

Partition Type Size of Transform unit Repeatedly 

Encode 

Coding Units 

having Lower 

Depth of d+1 

Intralnter 

Skip 

(Only 

2Nx2N) 

Symmetrical 

Partition 

Type 

Asymmetrical 

Partition 

Type 

Split In- 

formation 0 of 

Transform 

unit 

Split In- 

formation 1 of 

Transform 

unit 

2Nx2N2Nx 

NNx2NNxN 

2NxnU2Nxn 

IrnLx2NnR 

x2N 

2Nx2N NxN(Symmetr 

ical 

Type)N/2xN/2 

(Asymmetrical 

Type) 

The output unit 130 of he video encoding apparatus 100 may output the encoding in 

formation about the coding units having a tree structure, and the image data and 
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encoding information extractor 220 of the video decoding apparatus 200 may extract 

the encoding information about the coding units having a tree structure from a received 

bitstream. 

[146]  Split information indicates whether a current coding unit is split into coding units of 

a lower depth. If split information of a current depth d is 0, a depth, in which a current 

coding unit is no longer split into a lower depth, is a coded depth. Thus, information 

about a partition type, prediction mode, and a size of a transformation unit may be 

defined for the coded depth. If the current coding unit is further split according to the 

split information, encoding is independently performed on four split coding units of a 

lower depth. 

[147]  A prediction mode may be one of an intra mode, an inter mode, and a skip mode. The 

intra mode and the inter mode may be defined in all partition types, and the skip mode 

is defined only in a partition type having a size of 2Nx2N. 

[148]  The information about the partition type may indicate symmetrical partition types 

having sizes of 2Nx2N, 2NxN, Nx2N, and NxN, which are obtained by symmetrically 

splitting a height or a width of a prediction unit, and asymmetrical partition types 

having sizes of 2NxnU, 2NxnD, nLx2N, and nRx2N, which are obtained by asym-

metrically splitting the height or width of the prediction unit. The asymmetrical 

partition types having the sizes of 2NxnU and 2NxnD may be respectively obtained by 

splitting the height of the prediction unit in 1:3 and 3:1, and the asymmetrical partition 

types having the sizes of nLx2N and nRx2N may be respectively obtained by splitting 

the width of the prediction unit in 1:3 and 3:1 

[149]  The size of the transformation unit may be set to be two types in the intra mode and 

two types in the inter mode. In other words, if split information of the transformation 

unit is 0, the size of the transformation trait may be 2Nx2N, which is the size of the 

current coding unit. If split information of the transformation unit is 1, the trans-

formation units may be obtained by splitting the current coding unit. Also, if a partition 

type of the current coding unit having the size of 2Nx2N is a symmetrical partition 

type, a size of a transformation unit may be NxN, and if the partition type of the 

current coding unit is an asymmetrical partition type, the size of the transformation unit 

may be N/2xN/2. 

[150]  The encoding information about coding units having a tree structure may include at 

least one of a coding unit corresponding to a coded depth, a prediction unit, and a 

minimum unit. The coding unit corresponding to the coded depth may include at least 

one of a prediction unit and a minimum unit containing the same encoding in-

formation. 

[151]  Accordingly, it is determined whether adjacent data units are included in the same 

coding unit corresponding to the coded depth by comparing encoding information of 
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the adjacent data units. Also, a corresponding coding unit corresponding to a coded 

depth is determined by using encoding information of a data unit, and thus a dis-

tribution of coded depths in a maximum coding unit may be determined. 

[152]  Accordingly, if a current coding unit is predicted based on encoding information of 

adjacent data units, encoding information of data units in deeper coding units adjacent 

to the current coding unit may be directly referred to and used. 

[153]  Alternatively, if a current coding unit is predicted based on encoding information of 

adjacent data units, data units adjacent to the current coding unit are searched using 

encoding information of the data units, and the searched adjacent coding units may be 

referred for predicting the current coding unit. 

[154]  FIG. 13 is a diagram for describing a relationship between a coding unit, a prediction 

unit or a partition, and a transformation unit, according to encoding mode information 

of Table 1. 

[155]  A maximum coding unit 1300 includes coding units 1302, 1304, 1306, 1312, 1314, 

1316, and 1318 of coded depths. Here, since the coding unit 1318 is a coding unit of a 

coded depth, split information may be set to 0. Information about a partition type of the 

coding unit 1318 having a size of 2Nx2N may be set to be one of a partition type 1322 

having a size of 2Nx2N, a partition type 1324 having a size of 2NxN, a partition type 

1326 having a size of Nx2N, a partition type 1328 having a size of NxN, a partition 

type 1332 having a size of 2NxnU, a partition type 1334 having a size of 2NxnD, a 

partition type 1336 having a size of nLx2N, and a partition type 1338 having a size of 

nRx2N. 

[156]  When the partition type is set to be symmetrical, i.e. the partition type 1322, 1324, 

1326, or 1328, a transformation unit 1342 having a size of 2Nx2N is set if split in-

formation (TU size flag) of a transformation unit is 0, and a transformation unit 1344 

having a size of NxN is set if a TU size flag is 1. 

[157]  When the partition type is set to be asymmetrical, i.e., the partition type 1332, 1334, 

1336, or 1338, a transformation unit 1352 having a size of 2Nx2N is set if a TU size 

flag is 0, and a transformation unit 1354 having a size of N/2xN/2 is set if a TU size 

flag is 1. 

[158]  The motion estimation and compensation performed by the motion estimator 420 and 

the motion compensator 425 of the video encoding apparatus 100 of FIG. 4 and the 

motion compensator 560 of the video decoding apparatus 200 of FIG. 5 will now be 

described in detail. Hereinafter, the prediction unit described above will be referred to 

as a block. 

[159]  FIG. 14 is a block diagram of an apparatus 1400 for encoding a motion vector, 

according to an exemplary embodiment. The apparatus 1400 includes elements related 

to encoding a motion vector, such as the motion estimator 420 and the entropy encoder 
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450 of FIG. 4, wherein the entropy encoder 450 may perform operations performed by 

a motion vector encoder 1420 of FIG. 14. 

[160] Referring to FIG. 14, the apparatus 1400 according to the current exemplary em-

bodiment includes a motion estimator 1410 and the motion vector encoder 1420. 

[161) The motion estimator 1410 generates a motion vector of a current block, which 

indicates a region corresponding to the current block in a first reference picture, by 

performing motion estimation on the current block. 

[162]  Generally, a motion vector of a block is closely related to a motion vector of an 

adjacent block. Accordingly, a motion vector of a current block is estimated from a 

motion vector of an adjacent block, and only the motion vector of the adjacent block 

and a difference vector of the current block are encoded to reduce an amount of bits to 

be encoded. Accordingly, the motion vector encoder 1420 generates a motion vector 

predictor by using motion vector information of adjacent blocks to encode motion 

vector information of a current block, and encodes only a difference between the 

motion vector predictor and the motion vector of the current block as the motion vector 

information of the current block. In detail, the motion vector encoder 1420 generates 

the motion vector predictor by using a motion vector of an adjacent block referring to 

the first reference picture when a block having a motion vector referring to the first 

reference picture, which is referred to by the current block, exists from among adjacent 

blocks encoded before the current block, or by using a motion vector of a reference 

block referring to a reference picture other than the first reference picture when the 

block having the motion vector referring to the first reference picture does not exist 

from among the adjacent blocks, and then encodes the difference between the 

generated motion vector predictor and the motion vector of the current block as the 

motion vector information of the current block. As described above, a conventional 

image encoding apparatus uses a median of motion vectors of adjacent blocks adjacent 

to left, top and upper right of the current block as a motion vector of the current block. 

However, the apparatus 1400 generates a motion vector predictor candidate group from 

the adjacent blocks via one of various methods, and uses a motion vector predictor 

selected from the motion vector predictor candidate group, aside from a median, to 

encode the motion vector of the current block, thereby increasing image compression 

efficiency according to image characteristics. 

[163]  The generating of the motion vector predictor performed by the motion vector 

encoder 1420 will now be described in detail. 

[164]  FIGS. 15A and 15B are diagrams of motion vector predictor candidates according to 

exemplary embodiments. 

[165]  Referring to FIG. I5A, the motion vector encoder 1420 may use one of the motion 

vectors of the adjacent blocks encoded before the current block as the motion vector 
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predictor of the current block. Any one of motion vectors of a leftmost a0 block 1501, 

a uppermost left b0 block 1502, upper right c block 1503, upper left d block 1505, and 

a lower left e block 1504 from among the adjacent blocks of the current block may be 

used as the motion vector predictor of the current block. Since video encoding and 

decoding methods are performed based on coding units having various sizes, which are 

classified according to depths, the motion vector of the lower left e block 1504 may 

also be used as the motion vector predictor of the current block. Referring back to FIG. 

10, if the current block is the coding unit 1020, the coding units 1014, 1016, 1018, and 

1022 at the top, upper left, upper right, left, and lower left of the current block 1020 are 

encoded before the current block 1020. In other words, since the coding unit 1018 is 

encoded before the coding unit 1020 including the current block, a motion vector of 

the block adjacent to the lower left of a current block may also be used as a motion 

vector predictor of the current block considering that the coding unit 1018 is encoded 

in a coding unit having a deeper depth. 

[166]  Referring to FIG. 15B, motion vectors of all adjacent blocks of the current block may 

be used as the motion vector predictor of the current block. In other words, not only a 

motion vector of a leftmost a0 block from among blocks 1510 adjacent to the top of the 

current block, but also motion vectors of all blocks a0 through aN adjacent to the top 

of the current block may be used as the motion vector predictor of the current block, 

and not only a motion vector of an uppermost b0 block from among blocks 1520 

adjacent to the left of the current block, but also motion vectors of all blocks b0 

through bN adjacent to the left of the current block may be used as the motion vector 

predictor of the current block. 

[167]  Alternatively, medians of motion vectors of adjacent blocks may be used as the 

motion vector predictor. In other words, medians mv_a0, mv_b0, and mv_c may be 

used as the motion vector predictor of the current block. Here, the median mv_a0 is the 

motion vector of the a0 block, the median mv_b0 is the motion vector of the b0 block, 

and the median mv_c is the motion vector of the c block. 

[168]  However, motion vector predictor candidates may be limited according to a size of 

the current block and sizes of the adjacent blocks, which will be described in detail 

with reference to FIGS. 15C through 15E. 

[169]  FIGS. 15C through 15E are diagrams of blocks having various sizes, which are 

adjacent to a current block, according to exemplary embodiments. 

[170]  As described above, the image encoding and decoding methods encode and decode 

an image by using coding units and prediction units having various sizes, which are de-

termined according to depths. Accordingly, sizes of the adjacent blocks of the current 

block may vary, and if the size of the current block and the sizes of some adjacent 

blocks are largely different, motion vectors of the some adjacent blocks may not be 
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used as the motion vector predictor of the current block. 

[171]  Referring to FIG. 15C, adjacent blocks 1014 through 1018 at the top of a current 

block 1010 have sizes smaller than the current block 1010. Since a motion vector of 

the adjacent block 1012 having the same size as the current block 1010 is highly likely 

to be identical or similar to a motion vector of the current block 1010, the motion 

vector encoder 1420 may use only the motion vector of the adjacent block 1012 as the 

motion vector predictor. 

[172]  Even if sizes are not the same, motion vectors of adjacent blocks having a prede-

termined size or above may be used as the motion vector predictor. For example, the 

adjacent blocks 1012 and 1018 having 1/4 or above sizes compared to the current 

block 1010 may be used as the motion vector predictor. 

[173]  Referring to FIG. 15D, a size of an adjacent block 1022 adjacent to the left of a 

current block 1020 is 16 times as much as a size of the current block 1020, and thus 

there is a remarkable size difference. Due to the remarkable size difference, a motion 

vector of the adjacent block 1022 is not likely to be identical or similar to a motion 

vector of the current block 1020. Accordingly, the motion vector of the adjacent block 

1022 is not used as the motion vector predictor of the current block 1020, and motion 

vectors of an adjacent block 1024 at the top of the current block 1020 and an adjacent 

block 1026 at the upper right of the current block 1020 may be used. 

[174]  Referring to FIG, 15E, a size of a current block 1030 is larger than sizes of all 

adjacent blocks 1031 through 1037. Here, if motion vectors of the adjacent blocks 

1031 through 1037 are used as the motion vector predictor of the current block 1030, a 

number of motion vector predictor candidates of the current block 1030 may be too 

much. As a difference between sizes of the current block 1030 and the adjacent blocks 

1031 through 1037 increases, the number of motion vector predictor candidates also 

increases. Accordingly, the motion vector encoder 1420 does not use motion vectors of 

some adjacent blocks as the motion vector predictor of the current block. 

[175]  For example, in FIG. 15E, the motion vectors of the adjacent block 1031 adjacent to 

the lower left of the current block 1030 and the motion vector of the adjacent block 

1037 adjacent to the upper right of the current block 1030 may not be used as the 

motion vector predictor of the current block 1030. In other words, if the size of the 

current block 1030 is equal to or above a predetermined size, motion vectors of 

adjacent blocks in a predetermined direction may not be used as the motion vector 

predictor of the current block 1030. 

[176]  Alternatively, instead of generating the motion vector predictor candidates by 

limiting the motion vector predictor candidates according to the size of the current 

block and the sizes of the adjacent blocks, the motion vector encoder 1420 may 

generate the motion vector predictor from the adjacent blocks based on whether a 
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reference picture identical to the first reference picture that is referred to by the current 

block is used, whether a reference picture located in the same list direction as the first 

reference picture is used, and whether a reference picture located in a different list 

direction from the fast reference picture is used. 

[177]  FIG. 16 is a flowchart illustrating a method of encoding a motion vector, according 

to an exemplary embodiment While generating the motion vector• predictor candidates, 

the motion vector encoder 1420 may generate the motion vector predictor candidates 

by using a motion vector of an adjacent block using a reference picture identical to the 

first reference picture that is referred to by the current block, a motion vector of an 

adjacent block using another reference picture located at the same direction as the first 

reference picture if the reference picture using the reference picture identical to the first 

reference picture does not exist, and a motion vector of a motion block referring to 

another reference picture located in a different list direction as the first reference 

picture if the adjacent block referring to the other reference picture located in the same 

direction as the first reference picture does not exist. 

[178]  Referring to FIG. 16, the motion estimator 1410 generates the motion vector• of the 

current block, which indicates the region corresponding to the current block in the first 

reference picture, by performing motion estimation on the current block, in operation 

1610. 

[179]  If a block having a motion vector retelling to the first reference picture exists from 

among the adjacent blocks encoded before the current block, the motion vector 

encoder 1420 generates the motion vector predictor by using the motion vector of the 

adjacent block referring to the first reference picture in operation 1620, and if the block 

having the motion vector referring to the first reference picture does not exist from 

among the adjacent blocks, the motion vector encoder• 1420 generates the motion 

vector predictor• by using the motion vector of the adjacent block referring to the 

reference picture other than the first reference picture in operation 1630. 

[180]  In operation 1640, the motion vector encoder 1420 encodes a difference between the 

motion vector predictor and the motion vector of the current block as the motion vector 

information of the current block. 

[181]  FIG. 17 is a flowchart illustrating in detail the generating of the motion vector 

predictor, according to an exemplary embodiment. 

[182]  Referring to FIG. 17, the motion vector encoder 1420 extracts motion information of 

an adjacent block of a current block according to a predetermined scanning order•, in 

operation 1710. The motion information of the adjacent block includes reference 

picture information ref index_N referred to by the adjacent block and motion vector in-

formation of the adjacent block. The motion vector encoder 1420 selects a first motion 

vector predictor• from a block adjacent to the left of the current block, a second motion 



27 

vector predictor from a block adjacent to the top of the current block, and a third 

motion vector predictor from a block located at the corner of the current block. In order 

to select the first through third motion vector predictors, a reference picture of each 

block located at the top, left, and corner of the current block is compared with 

reference picture information referred to by the current block. Referring back to FIG. 

15B, the predetermined scanning order is from top to bottom in the blocks 1520, i.e., 

from the block b0 to the block bn, and from the left to right in the blocks 1510, i.e., 

from the block a0 to the block an. The c, e, and d blocks 1531, 1532, and 1533 may be 

scanned in an order of the block c 1531, the block d 1533, and the block e 1532. 

However, the predetermined scanning order may differ. 

[183]  In operation 1720, the motion vector encoder 1420 compares reference picture in-

formation ref index_Cur referred to by the current block and the reference picture in-

formation ref index_N of the adjacent block to determine whether a reference picture 

of the adjacent block is identical to a reference picture, i.e., the first reference picture, 

referred to by the current block. When it is determined that the reference picture of the 

adjacent block is identical to the first reference picture in operation 1720, the motion 

vector of the adjacent block is determined to be the motion vector predictor in 

operation 1730. Operations 1720 and 1730 are performed according to groups of the 

blocks 1510 located at the top of the current block, the blocks 1520 located at the left 

of the current block, and the blocks 1531 through 1533 located at the corner of the 

current block to generate the first through third motion vector predictors. 

[184]  In operation 1740, it is determined whether operation 1720 is performed on all 

adjacent blocks according to the groups of blocks 1510, blocks 1520, and blocks 1531 

duough 1533. If any one of the groups of blocks 1510, blocks 1520, and blocks 1531 

through 1533 does not include an adjacent block referring to the reference picture 

identical to the first reference picture, it is determined whether an adjacent block 

referring to another reference picture that is not identical to the first reference picture 

but located in a list direction of the current block exists in operation 1750. Here, the list 

direction denotes an LO direction referring to a previous picture before the current 

picture and an Ll direction referring to a next picture after the current picture. 

[185]  If it is determined that the adjacent block refers to the other reference picture in 

operation 1750, a motion vector of the adjacent block is determined to be the motion 

vector predictor in operation 1760. In operation 1770, it is determined whether 

operation 1750 is performed on all adjacent blocks, i.e., the blocks 1510, the blocks 

1520, and the blocks 1531 through 1533. If any one of the groups of blocks 1510, 

blocks 1520, and blocks 1531 through 1533 does not include the adjacent block 

referring to the other reference picture that is not identical to the first reference picture 

but located in the list direction of the current block, a motion vector of an adjacent 
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block referring to another reference picture that is located in a different list direction 

from the first reference picture is determined to be the motion vector predictor of the 

current block in operation 1780. 

[186]  In other words, the method and apparatus for encoding a motion vector, according to 

an exemplary embodiment, generate the first motion vector predictor from the adjacent 

blocks located at the left of the current block, the second motion vector predictor from 

the adjacent blocks located at the top of the current block, and the third motion vector• 

predictor from the adjacent blocks located at the corner of the current block, and at this 

time, the adjacent blocks are scanned in an order• of the motion vector of the adjacent 

block referring to the first reference picture, the motion vector of the adjacent block 

referring to the other reference picture different from the first reference picture but 

existing in the same list direction as the current block, and the motion vector• of the 

adjacent block referring to the other reference picture in the different list direction 

from the current block to determine the motion vector predictor candidates of the 

current block. 

[187]  FIGS. 18A through 18C are reference diagrams for describing in detail the de-

termining of the motion vector predictor, according to exemplary embodiments. 

[188]  FIG. 18A is a diagram for describing generation of the motion vector predictor if an 

adjacent block referring to a first reference picture 1810 referred to by the current 

block exists. 

[189]  Referring to FIG. 18A, the motion vector encoder• 1420 generates a first motion 

vector predictor from adjacent blocks 184 and 185 located at the left of a current block 

180, a second motion vector predictor from adjacent blocks 181 through 183 located at 

the top of the current block 180, and a third motion vector predictor from blocks (not 

shown) located at the corner of the current block 180. The generating of the second 

motion vector predictor from the blocks 181 through 183 will now be described in 

detail as an example. The generating of the second motion vector predictor will be 

similarly applied while generating the first and third motion vector predictors. 

[190]  When the Lust reference picture 1810 is referred by the current block 180 of a current 

picture 1800, the motion vector encoder• 1420 scans the adjacent blocks 181 through 

183 in an order from left to fight to determine whether a reference picture referred to 

by the adjacent blocks 181 through 183 is identical to the first reference picture 1810. 

In FIG. 18A, It is assumed that the adjacent block 181 refers to a region 1831 of a 

reference picture 1830 after the current picture 1800, the adjacent block 182 is a 

motion adjacent block predicted via a region 1816 of the first reference picture 1810 

identical to the current block 180, and the block 183 is an intra predicted block. Here, 

the motion vector encoder 1420 determines a motion vector mv_l 82 of the adjacent 

block 182 that is initially effective and referring to the first reference picture 1810 as 
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the second motion vector predictor. As such, when the adjacent block 182 refers to the 

first reference picture 1810 identical to the current picture 1800, the motion vector 

mv_182 of the adjacent block 182 may not be separately scaled since a temporal 

distance of the motion vector mv_182 is identical to that of a motion vector• mv_cur of 

the current block 180 via region 1815. However, the motion vector• encoder 1420 may 

not select the motion vector mv_182 of the adjacent block 182 as the second motion 

vector predictor• if a size of the adjacent block 182 is below or equal to a predetermined 

threshold value compared to the current block 180, as described above with reference 

to FIGS. I 5C through 15E. If the adjacent block 182 referring to the first reference 

picture 1810 does not exist as shown in FIG. 18A, the generating of the motion vector 

predictor described with reference to of FIG. 18B is performed. 

[191]  FIG. 18B is a diagram for• describing generation of the motion vector predictor when 

the adjacent block referring to the first reference picture 1810 does not exist, but an 

adjacent block referring to another reference picture located in the same list direction 

as the first reference picture 1810 exists. 

[192]  Referring to FIG. I8B, it is assumed that the adjacent blocks 181 and 182 refer• to 

regions 1832, 1833 of the reference picture 1830 after the current picture 1800, and the 

adjacent block 183 is a motion block predicted via a region 1821 of reference picture 

1820, which is not the first reference picture 1810 but in the same list direction as the 

first reference picture 1810, i.e., temporally before the current picture 1800. Here, the 

motion vector encoder 1420 determines a motion vector• mv_183 of the adjacent block 

183 that is initially effective and referring to the reference picture 1820 in the same list 

direction as the first reference picture 1810, as the second motion vector predictor. As 

such, when the adjacent block 183 refers to the reference picture 1820, since temporal 

distances of the first reference picture 1810 and the reference picture 1820 are different 

from each other, the motion vector mv_183 of the adjacent block 183 is scaled while 

considering a temporal distance tl between the current picture 1800 and the first 

reference picture 1810, and a temporal distance t2 between the current picture 1800 

and the reference picture 1820. In detail, the motion vector encoder 1420 performs 

scaling by multiplying the motion vector mv_183 by a value of (tl/t2), thereby de-

termining mv_183 x (tl/t2) as the second motion vector predictor. In other words, 

when CunPOC denotes a picture order count (POC) of the current picture 1800, 	. 
CurrRefPOC denotes a POC of a reference picture referred to by the current block 180, 

and NeighRefPOC denotes a POC of a reference picture referred to by an adjacent 

block, a scale value is calculated via an equation; 

Scale=(CurrPOC-CurrRefP0C)/(Cu1TPOC-NeighRefPOC), and the scaling is 

performed by multiplying the determined motion vector by the scale value. 

[193]  If even the adjacent block referring to the other reference picture located in the same 



30 

list direction as the first reference picture 1810 does not exist, the motion vector 

predictor may be generated, as will be described with reference to FIG. 18C. 

[194]  FIG. 18C is a diagram for describing the generating of the motion vector predictor 

when the adjacent block referring to the other reference picture located in the same list 

direction as the first reference picture 1810 does not exist. 

[195]  Referring to FIG. 18C, it is assumed that the current block 180 refers to the first 

reference picture 1830 via region 1834 after the current picture 1800, the adjacent 

blocks 181 is an intra predicted block, the adjacent block 182 refers to the reference 

picture 1810 via region 1816 before the current picture 1800, and the adjacent block 

183 is a motion block referring to the reference picture 1820 via region 1822 before the 

current picture 1800. In other words, in FIG. 18C, an adjacent block referring to the 

first reference picture 1830 referred to by the current block 180 does not exist from 

among upper blocks of the current block 180, and an adjacent block using a picture 

after the current picture 1800 as a reference picture also does not exist. Here, the 

motion vector encoder 1420 determines the motion vector mv_I 82 of the adjacent 

block 182 that is initially effective and referring to the reference picture 1810 in the 

different list direction from the first reference picture 1830, i.e., before the current 

picture 1800, as the second motion vector predictor. When the adjacent block 182 

refers to the reference picture 1810 in the different list direction, instead of the rust 

reference picture 1830, since temporal distances of the first reference picture 1830 and 

the reference picture 1810 are different from each other, the motion vector mv_182 of 

the adjacent block 182 is scaled while considering a temporal distance t3 between the 

current picture 1800 and the first reference picture 1830, a temporal distance t4 

between the current picture 1800 and the reference picture 1810, and the list direction. 

In detail, the motion vector encoder 1420 performs scaling by multiplying the motion 

vector mv_182 of the adjacent block 182 by a value of -(t3/t4), and determines - 

(mv_182 x (t3/t4)) as the second motion vector predictor. 

[196]  The motion vector encoder 1420 determines the fast and third motion vector 

predictors by perfuming the processes described with reference to FIGS. 18A through 

18C according to groups of blocks at the left and corner of the current block 180. 

When the first through third motion vector predictors are determined, the motion 

vector encoder 1420 may further include medians of the first through third motion 

vector predictors as the motion vector predictor candidates. If none of the first through 

third motion vector predictors exist, the motion vector encoder 1420 sets a 0 vector as 

a median. If only one of the first through third motion vector predictors exists, the 

motion vector encoder 1420 sets an existing motion vector predictor as a median. If 

only two of the first through third motion vector predictors exist, the motion vector 

encoder 1420 may set an non-existing motion vector predictor as a 0 vector, and 
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calculate a median according to components of x and y axes, and include the calculated 

median in the motion vector predictor candidates. 

[197]  Meanwhile, while determining the medians of the motion vectors of the adjacent 

blocks, the motion vector encoder 1420 may calculate a median by only using motion 

vectors in the same type. In other words, the motion vector encoder 1420 may 

determine the first through third motion vector predictors by only using motion vectors 

referring to the first reference picture identical to the current block from among the 

motion vectors of the adjacent blocks of the current block, and include the medians of 

the first through third motion vector predicts in the motion vector predictor candidate 

of the current block. 

[198]  Alternatively, as described above, the motion vector encoder 1420 may determine the 

first through third motion vector predictors by using the motion vector of the adjacent 

block referring to another reference picture in the same list direction as the first 

reference picture, or the motion vector of the adjacent block referring to another 

reference picture in the different list direction from the first reference picture, and 

include the medians of the third through third motion vector predictors in the motion 

vector predictor candidates of the current block. Here, the motion vector encoder 1420 

may include the medians of the first through third motion vector predictors in the 

motion vector predictor candidates only when all of the first through third motion 

vector predictors determined in the adjacent blocks refer to the other reference picture 

different from the current block. 

[199]  FIGS. 19A through 19C are reference diagrams for describing generation of the 

motion vector predictor candidates, according to exemplary embodiments. 

[200]  FIG. 19A is a diagram for describing a method of calculating a motion vector 

predictor of a bi-directional predictive picture (B picture), according to an exemplary 

embodiment. In the B picture, where a current picture 1910 including a current block 

1900 performs bi-directional prediction, a motion vector generated based on a temporal 

distance may be a motion vector predictor candidate. 

[201]  A motion vector predictor mv_temporal of the current block 1900 of the current 

picture 1910 may be generated by using a motion vector of a co-located block 1920 of 

a temporally previous picture 1912. For example, when a motion vector mv_colA of 

the co-located block 1920 is generated with respect to a block 1922 of a temporally 

following picture 1914 of the current picture 1910, a temporal distance t5 between the 

current picture 1900 and picture 19140, and a temporal distance t6 between pictures 

1912 and 1914, motion vector predictor candidates mv_LOA and mv_LlA of the 

current block 1900 may be generated as follows: 

[202]  mv_LIA = (t5/t6) x mv_colA 

[203]  mv_LOA = mv_L1A - mv_colA 



32 

[204]  Here, mv_LOA denotes a motion vector predictor of the current block 1900 with 

respect to the temporally previous picture 1912, and mv_L1A denotes a motion vector 

predictor of the current block 1900 with respect to the temporally following picture 

1914. 

[205]  In FIG. 19A, the current picture 1910 constituting the B picture exists between the 

temporally previous picture 1912 and the temporally following picture 1914. Here, 

when the motion vector mv_colA of the co-located block 1920 is generated with 

respect to the temporally following picture 1914, the motion vector of the current block 

1900 may be more accurately predicted based on the motion vector predictor mv_L1A. 

In other words, the motion vector of the current block 1900 may be more accurately 

predicted when the motion vector mv_colA is in a direction shown in FIG. 19A than 

when the motion vector mv_colA is in an opposite direction from the direction shown 

in FIG. 19A, i.e., when the motion vector mv_colA is generated with respect to another 

picture before the temporally previous picture 1912. 

[206]  Accordingly, when a direction from the current block 1900 to the co-located block 

1920 is a ListO direction, the motion vector mv_colA of the co-located block 1920 

should be in a Listl direction so that the current picture 1910 exists between the 

temporally previous picture 1912 and the temporally following picture 1914 as shown 

in FIG. 19A, thereby accurately predicting the motion vector of the current block 1900 

based on the motion vector mv_colA. 

[207]  Also, since the current picture 1910, the temporally previous picture 1912, and the 

temporally following picture 1914 of FIG. 19A are arranged in a time order, the 

motion vector predictor mv_temporal of the current block 1900 may be generated 
based on a POC. Since a picture refen-ed to by the current block 1900 may not be one 

of the current picture 1910, the temporally previous picture 1912, and the temporally 

following picture 1914, the motion vector predictor mv_temporal of the current block 

1900 is generated based on the POC. 

[208]  For example, when Cun-POC denotes a POC of a current picture and CurrRefPOC 

denotes a POC of a picture referred to by the current picture, a motion vector predictor 

of a current block may be generated as follows: 

[209]  Scale = (CurrPOC-CurrRefP0C)/(ColPOC-ColRefP0C) 

[210]  mv_temporal = Scale*mv_colA 

[211]  Here, ColPOC denotes a POC of the temporally 	 1912 included in previous picture 

the co-located block 1920, and ColRefFOC denotes a POC of the temporally following 

picture including the block 1922 referred to by the co-located block 1920. 

[212]  FIG. 19B is a diagram for describing a method of generating a motion vector 

predictor of a B picture, according to another exemplary embodiment. Comparing the 

method of FIG. 19A and the method of FIG. 19B, the temporally following picture 
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1914 includes a block 1930 in the same location as the current block 1900 of the 
current picture 1910. 

[213]  Referring to FIG. 19B, the motion vector predictor of the current block 1900 of the 

current picture 1910 may be generated by using a motion vector of a co-located block 

1930 of the temporally following picture 1914. For example, when a motion vector 

mv_colB of the co-located block 1930 is generated with respect to a block 1932 of the 

temporally previous picture 1912, a temporal distance t7 between the current picture 

1910 and the picture 1912, and a temporal distance t8 between the pictures 1912 and 

1914, motion vector predictor candidates mv_LOB and mv_L1B of the current block 

1900 may be generated as follows: 

[214]  mv_LOB = (t7/t8) x mv_colB 

[215]  mv_L1B = mv_LOB - mv_colB 

[216]  Here, mv_LOB denotes the motion vector predictor of the current picture 1910 with 

respect to the temporally previous picture 1912, and mv_LOB denotes the motion 

vector predictor of the current block 1900 with respect to the temporally following 

picture 1914. 

[217]  Like FIG. 19A, the current picture 1910 constituting the B picture exists between the 

temporally previous picture 1912 and the temporally following picture 1914 in FIG. 

19B. Accordingly, when the motion vector mv_colB of the co-located block 1930 is 

generated with respect to the temporally previous picture 1912, the motion vector of 

the current block 1900 may be more accurately predicted based on the motion vector 

mv_LOB. In other words, the motion vector of the current block 1900 may be more ac-

curately predicted when the motion vector mv_colB is in a direction shown in FIG. 

19B than when the motion vector mv_colB is in an opposite direction from the 

direction shown in FIG. 19B, i.e., when the motion vector mv_colB is generated with 

respect to another picture after the temporally following picture 1914. 

[218]  Accordingly, when a direction from the current block 1900 to the co-located block 

1930 is a Listl direction, the motion vector mv_colB of the co-located block 1930 

should be in a ListO direction so that the current picture 1910 exists between the 

temporally previous picture 1912 and the temporally following picture 1914 as shown 

in FIG. 19B, thereby accurately predicting the motion vector of the current block 1900 

based on the motion vector mv_colB. 

[219]  Also, since a picture referred to by the current block 1900 may not be one of the 

temporally previous picture 1912 and the temporally following picture 1914, the 

motion vector predictor of the current block 1900 is generated based on the POC. For 

example, when CurrPOC denotes a POC of a current picture and CurrRefPOC denotes 

a POC of a picture referred to by the current picture, a motion vector predictor of a 

current block may be generated as follows: 



34 

[220]  Scale = (CurrPOC-CurrRefP0C)/(ColPOC-ColRefP0C) 

[221]  mv_temporal = Scale*mv_colB 

[222]  Here, ColPOC denotes a POC of the temporally following picture 1914 including the 

co-located block 1930, and ColRetPOC denotes a POC of the temporally previous 

picture 1912 including the block 1932 referred to by the co-located block 1930. 

[223]  The motion vector encoder 1420 may use any one of the methods of FIGS. 19A and 

19B while generating the motion vector predictor of the current block 1900 of the B 

picture. In other words, since the motion vector encoder 1420 generates the motion 

vector predictor by using the motion vector and the temporal distance of the co-located 

block 1920 or 1930, the motion vector predictor is generated by using one of the 

methods of FIGS. 19A and 19B only when the motion vector of the co-located block 

1920 or 1930 exists. Accordingly, the motion vector encoder 1420 generates the 

motion vector predictor of the current block 1900 by only using a block having a 

motion vector from among the co-located blocks 1920 and 1930. 

[224]  For example, when the co-located block 1920 of the temporally previous picture 

1912 is encoded by using intra prediction, instead of inter prediction, the motion vector 

of the co-located block 1920 does not exist, and thus the motion vector predictor of the 

current block 1900 cannot be generated by using the method of FIG. 19A. 

[225]  When the motion vector encoder 1420 generates the motion vector predictor of the 

current block 1900 of the B picture as shown in FIGS. 19A and 19B, both of the co-

located block 1920 of the temporally previous picture 1912 and the co-located block 

1930 of the temporally following picture 1914 may be used. Accordingly, a decoder 

for decoding a motion vector must determine which block is used to generate the 

motion vector predictor from among the co-located blocks 1920 and 1930, to decode 

the motion vector predictor. 

[226]  Accordingly, the motion vector encoder 1420 may encode information for specifying 

which block is used, and insert the encoded information into a block header or a slice 

header. 

[227]  FIG. 19C is a diagram for describing a method of generating a motion vector 

predictor of a predictive picture (P picture), according to an exemplary embodiment. 

[228]  Referring to FIG. 19C, the motion vector predictor of the current block 1900 of the 

current picture 1910 may be generated by using a motion vector of a co-located block 

1940 of the temporally previous picture 1912. For example, when a motion vector 

mv_colC of the co-located block 1940 is generated with respect to a block 1942 of 

another temporally previous picture 1916, a temporal distance t9 between the pictures 

1912 and 1916, and a temporal distance t10 between the pictures 1910 and 1916, a 

motion vector predictor mv_LOC of the current block 1900 may be generated as 

follows: 
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[229]  mv_LOC = (t10/t9) x mv_colC 

[230]  The motion vector mv_LOC may be generated based on a POC as described above 

with reference to FIGS. 19A and 19B. The motion vector mv_LOC may be generated 

based on a POC of the current picture 1910, a POC of a picture referred to by the 

current picture 1910, a POC of the temporally previous picture 1912, or a POC of the 

other temporally previous picture 1916. 

[231]  Since the current picture 1910 is a P picture, only one motion vector predictor 

candidate of the current block 1900 is generated in FIG. 19C, unlike FIGS. 19A and 
19B. 

[232]  In summary, a group C of motion vector predictor candidates generated by the 

motion vector encoder 1420 may be as follows. 
[233]  C = {median(mv_as, mv_b', mv_c'), mv_a', mv_b', mv_c', mv_temporal} 
[234]  Here, as described above with reference to FIGS. 16 through 18, mv_a' denotes a 

first motion vector predictor constituting a motion vector of an adjacent block initially 

effective from a left block of a current block, mv_b` denotes a second motion vector 

predictor constituting a motion vector of an adjacent block initially effective from an 

upper block of the current block, and mv_c' denotes a third motion vector predictor 

constituting a motion vector of an adjacent block effective from blocks located at 

corners of the current block. Here, regarding effectiveness of an adjacent block, i) 

whether an adjacent block refers to a first reference picture referred to by a current 

block, ii) whether an adjacent block refers to a reference picture other than the first 

reference picture, which exists in the same list direction as the first reference picture, 

and iii) whether an adjacent block refers to a reference picture existing in a different 

list direction from the first reference picture are sequentially determined, and a motion 

vector of an initially scanned adjacent block that satisfies the above condition is de-

termined as a motion vector predictor candidate. Also, median() denotes a median and 

mv_temporal denotes motion vector predictor candidates generated by using the 

temporal distance described above with reference to FIGS. 19A through 19C. As 

described above, the motion vector encoder 1420 may calculate a median by only 

using motion vectors in the same type while determining medians of motion vectors of 

adjacent blocks as motion vector predictor candidates. In other words, the motion 

vector encoder 1420 may determine the first through third motion vector predictors by 

only using motion vectors referring to the first reference picture from among the 

motion vectors of the adjacent blocks of the current block, and include medians of the 

first through third motion vector predictors in the motion vector predictor candidates of 

the current block. Alternatively, as described above, the motion vector encoder 1420 

may determine the first through third motion vector predictors by using the motion 

vector of the adjacent block referring to the reference picture in the same list direction 
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as the first reference picture or the motion vector of the adjacent block referring to the 

reference picture in the different list direction from the first reference picture, and 

include the medians of the first through third motion vector• predictors in the motion 

vector predictor candidates of the current block. Here, the motion vector encoder 1420 

may include the medians of the first through third motion vector predictors in the 

motion vector predictor candidates only when all of the first through third motion 

vector predictors refer to the reference picture other than the first reference picture. 

(235] The motion vector encoder 1420 may add information about which motion vector 

predictor from among elements of the group C of motion vector predictor• candidates is 

used to a bitstream, as information about a motion vector predictor. In detail, in order 

to specify one element in the group C, the motion vector encoder 1420 may assign an 

index to each motion vector predictor candidate, and add index information of a 

motion vector predictor actually used to encode a motion vector to a bitstream. 

[236] Also, when the group C is generated, the motion vector encoder 1420 may prioritize 

useable motion vector predictors to use the usable motion vector predictors according 

to priority while encoding the motion vector. For example, the motion vector encoder 

1420 prioritizes median(mv  a', my b', my c'), my a', my b', my  c', and mv_temporal 

in the stated order to determine a motion vector predictor to be used to encode the 

motion vector. 

[237) The skilled artisan will understand that motion vector predictor candidates other than 

the above-described motion vector predictor candidates may be used. 

[238] Alternatively, the motion vector encoder• 1420 may classify the adjacent blocks into 

the N(N is integer) adjacent groups and determine N motion vector predictors for re-

spective N adjacent groups by using the motion vector of the adjacent block referring 

to another reference picture in the same list direction as the first reference picture, or 

the motion vector of the adjacent block referring to another reference picture in the 

different list direction from the first reference picture, and include the medians of the 

third through third motion vector predictors in the motion vector predictor candidates 

of the current block. For example, referring back to FIG. 15B, the motion vector 

encoder 1420 may group the adjacent blocks into two groups. Here, one group includes 

a0 through an  block 1510 adjacent to the top of the current block and upper right c 

block 1531. Another group includes b0 through bm  block 1520 adjacent to the left of 

the current block and and a lower left e block 1532. After grouping the adjacent blocks 

of the current block into two groups, the motion vector encoder 1420 determine two 

motion vector predictors for respective two groups, as described above. Also, the 

motion vector encoder 1420 may classify the adjacent blocks into the N adjacent 

groups according to the location of the adjacent blocks and determine N motion vector 

predictors for respective N adjacent groups. 
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[239]  Meanwhile, the motion vector encoder 1420 may only encode information indicating 

that the motion vector predictor of the current block is encoded based on a block or 

pixel included in an adjacent region encoded before the current block. In other words, 

the motion vector encoder 1420 may not encode the information for specifying the 

motion vector predictor, and may encode only the information indicating that the 

motion vector predictor is generated. Generally, in Codec, such as MPEG-4 H.264 or 

MPEG-4 AVC, motion vectors of adjacent blocks encoded before a current block are 

used to predict a motion vector of the current block. When medians of motion vectors 

of previously encoded adjacent blocks located at the left, top, and upper right of the 

current block are determined to be used as the motion vector predictors of the current 

block, information for selecting one of the motion vector predictor candidates may not 

be separately encoded. 

[240]  In other words, when information indicating that the motion vector predictor of the 

current block is encoded in an implicit mode is encoded during an encoding process, 

the medians of the motion vectors of the adjacent blocks at the left, top, and upper right 

of the current block may be used as the motion vector predictors of the current block 

during a decoding process. Specifically, a method and apparatus for encoding a motion 

vector, according to another exemplary embodiment, may generate a motion vector 

predictor by using adjacent pixel values encoded before a current block as templates. 

This will be described in detail with reference to FIG. 20. 

[241]  FIG. 20 is a diagram for describing a method of generating a motion vector predictor 

in an implicit mode, according to an exemplary embodiment 

[242]  Referring to FIG. 20, a motion vector predictor of a current block 2000 of a current 

picture 2010 is generated by using pixels 2022 included in an adjacent region 2020 

encoded before the current block 2000. Pixels 2024 corresponding to the pixels 2022 

are determined by searching a reference picture 2012 by using the pixels 2022. The 

pixels 2024 may be determined by calculating a cost, such as a sum of absolute 

difference (SAD). When the pixels 2024 are determined, motion vectors mv_template 

of the pixels 2022 are determined, and the motion vectors mv_template may be used as 

motion vector predictors of the current block 2000. When the motion vectors 

mv_template are searched for in the reference picture 2012, the group C of the motion 

vector predictor candidates described above may be used. 

[243]  FIG. 21 is a block diagram of an apparatus 2100 for decoding a motion vector, 

according to an exemplary embodiment. 

[244]  The apparatus 2100 of FIG. 21 includes elements related to encoding of a motion 

vector, such as the motion compensator 560 and the entropy decoder 520 of FIG. 5, 

wherein the entropy decoder 520 of FIG. 5 may perform operations performed by a 

motion vector decoder 2110 of FIG. 21. 
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[245]  Referring to FIG. 21, the apparatus 2100 includes the motion vector decoder 2110 

and a motion compensator 2120. 

[246]  The motion vector decoder 2110 decodes information about a motion vector 

predictor of a current block that is decoded from a bistream, and a difference between a 

motion vector of the current block and the motion vector predictor of the current block. 

In detail, the motion vector decoder 2110 decodes index information indicating a 

motion vector predictor from among motion vector predictor candidates described 

above, which is used as a motion vector predictor of the current block to be decoded. If 

the motion vector predictor candidates include mv_temporal described above with 

reference to FIGS. 19A through 19C, information about whether a co-located block 

used to generate mv_temporal is a block of a temporally previous picture or a 

temporally following picture of the current picture is also decoded. If a motion vector 

predictor of a current block is encoded in an implicit mode as shown in FIG. 20, mode 

information indicating the implicit mode is decoded. 

[247]  The motion compensator 2120 generates the motion vector predictor of the current 

block based on the information about the motion vector predictor of the current block. 

In other words, the motion compensator 2120 determines which motion vector 

predictor is used as the motion vector predictor of the current block from the in-

formation about the motion vector predictor, and restores a motion vector of the 

current block by adding the determined motion vector predictor and a decoded 

difference. In the motion vector predictor encoded as described above with reference to 

FIGS. 16 through 18, when a block having a motion vector referring to the first 

reference picture like the current block does not exist from among adjacent blocks, the 

motion vector predictor may be determined by using a motion vector of an adjacent 

block referring to a reference picture other than the first reference picture. 

[248]  FIG. 22 is a flowchart illustrating a method of decoding a motion vector, according 

to an exemplary embodiment 

[249]  Referring to FIG. 22, the motion vector decoder 2110 decodes information about a 

motion vector predictor of a current block decoded from a bitstream, and decodes a 

difference between a motion vector of the current block and the motion vector 

predictor of the current block respectively in operations 2210 and 2220. As described 

above, the motion vector decoder 2110 decodes index information indicating a motion 

vector predictor from among motion vector predictor candidates, which is used as a 

motion vector predictor of the current block to be decoded. If the motion vector 

predictor candidates include mv_temporal described above with reference to FIGS. 

19A through 19C, information about whether a co-located block used to generate 

mv_temporal is a block of a temporally previous picture or a temporally following 

picture of the current picture is also decoded. If a motion vector predictor of a current 
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block is encoded in an implicit mode as shown in HG. 20, mode information in-

dicating the implicit mode is decoded. 

[250]  The motion compensator 2120 generates the motion vector predictor of the current 

block based on the information about the motion vector predictor in operation 2230, 

and restores the motion vector of the current block by adding the motion vector 

predictor and the difference. As described above, in the motion vector predictor 

encoded as described above with reference to FIGS. 16 through 18, when a block 

having a motion vector referring to the first reference picture like the current block 

does not exist from among adjacent blocks, the motion vector predictor may be de-

termined by using a motion vector of an adjacent block referring to a reference picture 

other than the first reference picture. 

[251]  The exemplary embodiments can also be embodied as computer readable codes on a 

computer readable recording medium. The computer readable recording medium is any 

data storage device that can store data which can be thereafter read by a computer 

system. Examples of the computer readable recording medium include read-only 

memory (ROM), random-access memory (RAM), CD-ROMs, magnetic tapes, floppy 

disks, optical data storage devices, etc. The computer readable recording medium can 

also be distributed over network coupled computer systems so that the computer 

readable code is stored and executed in a distributed fashion. Alternatively, the 

exemplary embodiments may be embodied as computer-readable transmission media, 

such as carrier waves, for transmission over a network, such as the Internet. 

[252]  The apparatuses, encoders, and decoders of the exemplary embodiments may include 

a bus coupled to every unit of the apparatus, at least one processor (e.g., central 

processing unit, microprocessor, etc.) that is connected to the bus for controlling the 

operations of the apparatuses to implement the above-described functions and 

executing commands, and a memory connected to the bus to store the commands, 

received messages, and generated messages. 

[253]  While aspects of the application have been particularly shown and described with 

reference to exemplary embodiments thereof, it will be understood by those skilled in 

the art that various changes in form and details may be made therein without departing 

from the spirit and scope of the invention as defined by the appended claims. The 

exemplary embodiments should be considered in descriptive sense only and not for 

purposes of limitation. Therefore, the scope of the invention is defined not by the 

detailed description , but by the appended claims, and all differences within the scope 

will be construed as being included in the present invention. 
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Claims 

1. A method of decoding a motion vector, the method comprising: 

obtaining motion vector predictor of a current block based on the motion vector information obtained 
from a bitstream 

restoring the motion vector of the current block based on the motion vector predictor and the decoded 
difference, 

wherein the motion vector predictor is a motion vector predictor generated from one of a motion vector 
of an adjacent block referring to a first reference picture, if a block having a motion vector referring to the first 
reference picture identical to the first block exists from among adjacent blocks of the current block, and a 
motion vector of an adjacent block referring to a second reference picture other than the first reference picture, if 
the block having the motion vector referring to the first reference picture does not exist from among the adjacent 
blocks. 

2. The method of claim 1, wherein the motion vector predictor comprises a first motion vector 
predictor selected from among blocks adjacent to a left side of the current block, a second motion vector 
predictor selected from among blocks adjacent to a top side of the current block, and a third motion vector 
predictor selected from among blocks located at a corner of the current block, which is encoded before the 
current block. 

3. The method of claim 2, wherein the motion vector predictor further comprises a median of 
the first motion vector predictor, the second motion vector predictor, and the third motion vector predictor. 

4. The method of claim 3, wherein the median is calculated by setting a motion vector predictor 
that does not exist from among the first motion vector predictor, the second motion vector predictor, and the 
third motion vector predictor as a 0 vector. 

5. The method of claim 3, wherein, if only one of the first motion vector predictor, the second 
motion vector predictor, and the third motion vector predictor exists, an existing motion vector predictor is set as 
the median. 

6. The method of claim 1, wherein the obtaining of the motion vector predictor comprises: 

scanning blocks adjacent to a left side of the current block according to a predetermined scanning order 
and selecting a motion vector of a motion block having a motion vector referring to the first reference picture as 
the first motion vector predictor from among the scanned blocks adjacent to the left side of the current block; 

scanning blocks adjacent to a top side of the current block according to a predetermined scanning order 
and selecting a motion vector of a motion block having a motion vector referring to the first reference picture as 
the second motion vector predictor from among the scanned blocks adjacent to the top side of the current block; 
and 

selecting a motion vector of a motion block having a motion vector referring to the first reference 
picture, from among blocks located at corners of the current block, as the third motion vector predictor. 

7. The method of claim 1, wherein the obtaining of the motion vector predictor comprises: 

scanning blocks adjacent to a left side of the current block according to a predetermined scanning order 
and selecting a motion vector of a motion block referring to the second reference picture from among the 
scanned blocks adjacent to the left side of the current block as the first motion vector predictor; 

scanning blocks adjacent to a top side of the current block according to a predetermined scanning order 
and selecting a motion vector of a motion block referring to the second reference picture from among the 
scanned blocks adjacent to the top side of the current block as the second motion vector predictor; and 
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selecting a motion vector of a motion block referring to the second reference picture, from among 
blocks located at corners of the current block, as the third motion vector predictor. 

8. The method of claim 7, wherein the first motion vector predictor, the second motion vector 
predictor, and the third motion vector predictor are motion vectors of motion blocks identified from among 
motion vectors of motion blocks referring to the second reference picture located at the same list direction of the 
first reference picture according to the predetermined scanning order. 

9. The method of claim 8, wherein, if the motion vectors of the motion blocks referring to the 
second reference picture located at the same list direction of the first reference picture do not exist, the first 
motion vector predictor, the second motion estimator, and the third motion estimator are motion vectors of 
motion blocks identified from among motion vectors of motion blocks referring to the second reference picture 
located at a different list direction from the first reference picture according to the predetermined scanning order. 

10. The method of claim 7, further comprising, determining whether the first motion vector 
predictor, the second motion vector predictor, and the third motion vector predictor are motion vectors referring 
to the second reference picture ; and 

scaling the first motion vector predictor, the second motion vector predictor, and the third motion 
vector predictor based on a temporal distance between the current picture and the other second reference picture, 
in response to determining that the first motion vector predictor, the second motion vector predictor, and the 
third motion vector predictor are motion vectors referring to the second reference picture. 


