
-6-

and the NCF and a time change of viscosity of the NCF, when bonding is performed based on the

heater temperature command value set in FIG. 5.

DESCRIPTION OF THE EMBODIMENTS

[0020] Hereinafter, a method for setting heating conditions of an embodiment will be5

described with reference to the drawings. As illustrated in FIG. 1, the method for setting heating

conditions of the embodiment includes a viscosity-characteristic-map generating step represented

by step S101 in FIG. 1, a heating-start-temperature-characteristic-map generating step represented

by step S102 in FIG. 1, a heating-start-temperature-and-rate-of-temperature-increase selecting

step represented by step S103 in FIG. 1, and a heater-temperature-command setting step10

represented by step S104 in FIG. 1.

[0021] First, the viscosity-characteristic-map generating step is described with reference to

FIGS. 2 and 3. As illustrated in FIG. 2, the viscosity of a NCF 40 is measured using a bonding

device 100.

[0022] As illustrated in FIG. 2, the bonding device 100 includes a bonding stage 10 that15

vacuum-suctions a semiconductor chip 32 on a surface thereof, a bonding tool 24 that vacuum-

suctions a semiconductor chip 31, a bonding head 20, and a control unit 90. The bonding head

20 includes a base 21, a heat block 22 that is attached to the base 21, and a drive unit 25 that drives

the base 21 in an up-down direction. The bonding tool 24 is vacuum-suctioned and fixed to the

heat block 22. A heater 12 that heats the semiconductor chip 32 is arranged in the bonding stage20

10, and a heater 23 that heats the semiconductor chip 31 is arranged in the heat block 22.

Controllers 14 and 26 that adjust electric power supply to the heaters 12 and 23 are connected to

the heaters 12 and 23, respectively. The control unit 90 is a computer including a CPU and a

memory inside.

[0023] The drive unit 25 of the bonding head 20 drives the bonding tool 24 in the up-down25

direction on the basis of a command of the control unit 90 and outputs the height of the bonding
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[0031] Next, a heating start temperature characteristic map 60 will be described with reference

to FIG. 4. A method for measuring the viscosity of the NCF 40 is similar to a case of generating

the viscosity characteristic map described above, and thus the description thereof is omitted.

[0032] FIG. 4 illustrates an example of the heating start temperature characteristic map 60.

Similarly to the two-dot chain line c in FIG. 3 described above, a two-dot chain line c in FIG. 45

represents changes in the viscosity V of the NCF 40 with respect to the temperature of the NCF

40 when the heating start temperature is T0 and the rate of temperature increase is C (C/s). A

triangle-plotted line c1 in FIG. 4 represents changes in the viscosity V of the NCF 40 with respect

to the temperature of the NCF 40 when the heating start temperature is T01 (T01 > T0) and the

rate of temperature increase is C (C/s) similar to the two-dot chain line c. NCF 40 exceeds the10

hardening viscosity VS at temperature T5 by thermal hardening. In addition, an -plotted line

c2 in FIG. 4 represents changes in the viscosity V of the NCF 40 with respect to the temperature

of the NCF 40 when the heating start temperature is T02 (T02 > T01) and the rate of temperature

increase is C (C/s) similarly to the two-dot chain line c. NCF 40 exceeds the hardening viscosity

VS at temperature T6 by thermal hardening.15

[0033] As illustrated in FIG. 4, as the heating start temperature increases, the temperature at

which the viscosity V exceeds the curing viscosity VS decreases. In this manner, the heating

start temperature characteristic map is a map obtained by arranging, on one graph, lines such as

the two-dot chain line c, the triangle-plotted line c1, and the -plotted line c2 in FIG. 4, the lines

indicating characteristics of changes in viscosity with respect to temperature of the non-conductive20

film when the heating start temperature is changed at the same rate of temperature increase.

[0034] Next, selection of the heating start temperature and the rate of temperature increase

illustrated by step S103 of FIG. 1 will be described.

[0035] A metal bump formed on the semiconductor chip 31 is melted to form an alloy between

the semiconductor chip and an electrode of a substrate, and thereby the semiconductor chip 31 is25

joined to the substrate. Here, when bonding of filling a gap between the semiconductor chip 31

and the substrate by curing the NCF 40 with heat is performed, the NCF 40 is softened before the

metal bump is melted, and the NCF enters the gap between the semiconductor chip 31 and the
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substrate. Thus, it is important to melt the metal bump and to form an alloy between the

semiconductor chip and an electrode of the substrate after the NCF 40 starts to be cured with heat.

Hence, the heating start temperature and the rate of temperature increase need to be a combination

of a heating start temperature and a rate of temperature increase at which the viscosity V of the

NCF 40 is equal to or higher than the curing viscosity VS at a temperature lower than the melting5

start temperature TW of the metal bump.

[0036] First, a case of selecting a combination of the heating start temperature and the rate of

temperature increase using the viscosity characteristic map 50 illustrated in FIG. 3 is described.

A melting start temperature of the metal bump is represented by TW in FIG. 3. When the heating

start temperature is set to T0 and the rate of temperature increase is set to A (C/s) and B (C/s),10

the viscosity V of the NCF 40 is equal to or higher than the curing viscosity VS at temperatures

T1 and T2 which are lower than the melting start temperature TW of the metal bump as illustrated

by the solid line a and the chain line b, and thus a combination of the heating start temperature T0

and the rates A and B of temperature increase is an employable combination. On the other hand,

when the rate of temperature increase is set to C (C/s) and D (C/s), the viscosity V of the NCF15

40 is not equal to or higher than the curing viscosity VS when the temperature is not higher than

the melting start temperature TW of the metal bump, as illustrated by the two-dot chain line c and

the circle-plotted line d. Hence, a melting state of the metal bump and a flowing state of the NCF

occur simultaneously, the melted metal bump flows from the electrode due to the flowing of the

NCF 40, and it is not possible to achieve appropriate joining. Hence, a combination of the20

heating start temperature T0 and the rates C and D of temperature increase is an unemployable

combination.

[0037] Here, as the rate of temperature increase becomes higher, a tact time of the bonding

can be shortened, and thus a combination having a higher rate of temperature increase is selected

from employable combinations of the heating start temperatures and the rates of temperature25

increase.

[0038] In other words, from the viscosity characteristic map in FIG. 3, combinations of the
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heating start temperatures and the rates of temperature increase at which the viscosity V is equal

to or higher than the curing viscosity VS at a temperature lower than the melting start temperature

TW of the metal bump are selected, and a combination having the highest rate of temperature

increase is selected as the heating condition from the combinations.

[0039] In addition, regarding the heating condition in a case of performing the bonding at a5

higher rate of temperature increase of C (C/s), a combination of the heating start temperature and

the rate of temperature increase at which the viscosity V is equal to or higher than the curing

viscosity VS at a temperature lower than the melting start temperature TW of the metal bump, that

is, a combination of the heating start temperature of T02 and the rate of temperature increase of C

(C/s) is selected as the heating condition, with reference to the heating start temperature10

characteristic map 60 illustrated in FIG. 4.

[0040] In the above description, the heating condition is selected on the basis of the lines

illustrated on the heating start temperature characteristic map 60 of FIG. 4; however, the heating

condition is not limited thereto. For example, the triangle-plotted line c1 and the -plotted line

c2 may be interpolated such that the heating start temperature is set to a temperature slightly lower15

than T02.

[0041] As described above, in the method for setting heating conditions of the embodiment,

there is no need to perform test bonding in many heating conditions, and thus it is possible to set

the heating condition in a short time.

[0042] Next, as illustrated in step S104 of FIG. 1, a step of setting a temperature command to20

the heater 23 on the basis of the selected heating start temperature and rate of temperature increase

will be described.

[0043] (a) of FIG. 5 illustrates a curve(f) indicating a temperature increase of the

semiconductor chip 31 or the NCF 40 with respect to time(t1) when the heating start temperature

is set to T02 and the rate of temperature increase is set to C (C/s). (b) of FIG. 5 illustrates a25

curve(e) indicating a temperature increase of the semiconductor chip 31 or the NCF 40 with
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respect to time(t1) when the heating start temperature is set to T02. A time delay occurs between

the temperature command to the heater 23 and the temperature increase of the semiconductor chip

31 or the NCF 40. For the time delay, a numerical-value model is configured from tests and the

like conducted in advance, and parameter setting is performed. Then, the temperature command

to the heater 23 is generated as illustrated in (b) of FIG. 5 using the set parameter and the5

numerical-value model, wherein changes in temperature as illustrated in (a) of FIG. 5 are achieved

under the temperature command. Then, during bonding, the heater 23 is controlled according to

the temperature command illustrated in (b) of FIG. 5. As a result, as illustrated in FIG. 6, it is

possible to obtain an efficient bonding condition in which the metal bump is melted immediately

after the viscosity V of the NCF 40 reaches the curing viscosity VS. In this manner, according10

to the method for setting heating conditions, the bonding condition can be set in a short time(t0).

[0044] In the above description, the case of selecting the combination of the heating start

temperature and the rate of temperature increase by using the viscosity characteristic map 50 and

the case of selecting the heating condition on the basis of the lines illustrated on the heating start

temperature characteristic map 60 are described. However, the present invention is not limited15

to selecting the combination of the heating start temperature and the rate of temperature increase

by using one map as described above, and a combination of the heating start temperature and the

rate of temperature increase may be selected by using both maps.

[Reference Signs List]

[0045] 10 bonding stage20

12 heater

14, 26 controller

20 bonding head

21 base

22 heat block25

23 heater

24 bonding tool
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WHAT IS CLAIMED IS:

1. A heating condition setting method for setting conditions for heating a

semiconductor chip during bonding of the semiconductor chip using a non-conductive film, the

method comprising:

setting a heating start temperature and a rate of temperature increase on the basis of5

one or both of a viscosity characteristic map that indicates changes in viscosity with respect to

temperature of the non-conductive film at various rates of temperature increase and a heating start

temperature characteristic map that indicates changes in viscosity with respect to temperature of

the non-conductive film when the heating start temperature is changed at the same rate of

temperature increase,10

wherein the viscosity characteristic map is obtained by measuring a lowered amount

of a bonding tool while the temperature of the non-conductive film is increased at the various rates

of temperature increase, in a state that the non-conductive film is sandwiched between a bonding

stage and the bonding tool and is pressed with a constant load, calculating the viscosity of the non-

conductive film on the basis of the lowered amount of the bonding tool, and outputting the15

calculated viscosity as characteristics of changes in viscosity with respect to temperature of the

non-conductive film at various rates of temperature increase.

2. A heating condition setting method for setting conditions for heating a

semiconductor chip during bonding of the semiconductor chip using a non-conductive film, the

method comprising:20

setting a heating start temperature and a rate of temperature increase on the basis of

one or both of a viscosity characteristic map that indicates changes in viscosity with respect to

temperature of the non-conductive film at various rates of temperature increase and a heating start

temperature characteristic map that indicates changes in viscosity with respect to temperature of

the non-conductive film when the heating start temperature is changed at the same rate of25

temperature increase,
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wherein the heating start temperature characteristic map is obtained by measuring a

lowered amount of a bonding tool while the temperature of the non-conductive film is increased

from various heating start temperatures at the same rate of temperature increase, in a state that the

non-conductive film is sandwiched between a bonding stage and the bonding tool and is pressed

with a constant load, calculating the viscosity of the non-conductive film on the basis of the5

lowered amount of the bonding tool, and outputting the calculated viscosity as characteristics of

changes in viscosity with respect to temperature of the non-conductive film when the heating start

temperature is changed at the same rate of temperature increase.

3. The heating condition setting method according to claim 1 or 2,

wherein in the bonding, a metal bump formed on the semiconductor chip is melted and10

an alloy is formed between the semiconductor chip and an electrode of a substrate or another

semiconductor chip to thereby join the semiconductor chip to the substrate or another

semiconductor chip, and the non-conductive film is cured with heat so as to fill a gap between the

semiconductor chip and the substrate or another semiconductor chip, and

wherein the setting of the heating start temperature and the rate of temperature increase15

is selecting a combination of a heating start temperature and a rate of temperature increase at which

viscosity of the non-conductive film is equal to or higher than curing viscosity at a temperature

lower than a melting start temperature of the metal bump.

4. The heating condition setting method according to any one of claims 1 to 3,

wherein a temperature command to a heater that heats the semiconductor chip is set on20

the basis of the set heating start temperature and rate of temperature increase.

5. A method for measuring viscosity of a non-conductive film by using a bonding

device, the method comprising:

measuring a lowered amount of a bonding tool while a temperature of the non-

conductive film is increased at a predetermined rate of temperature increase, in a state that the25

non-conductive film is sandwiched between a bonding stage and the bonding tool and is pressed
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with a constant load; and

calculating the viscosity of the non-conductive film on the basis of the lowered amount

of the bonding tool.

6. A bonding device comprising:

a bonding stage on which a non-conductive film is mounted;5

a bonding tool that sandwiches the non-conductive film in cooperation with the

bonding stage;

a bonding head that drives the bonding tool in an up-down direction;

a heater that is arranged in the bonding head; and

a control unit that adjusts a height of the bonding head and an output of the heater,10

wherein the control unit

measures a lowered amount of the bonding tool while a temperature of the non-

conductive film is increased by the heater at a predetermined rate of temperature increase, in a

state that the bonding head is lowered to press the non-conductive film with a constant load, and

calculates the viscosity of the non-conductive film on the basis of the lowered amount15

of the bonding tool.


