| NKJET RECORDI NG APPARATUS AND | NK CARTRI DGE ABSTRACT OF THE DI SCLOSURE
There is disclosed an ink cartridge capabl e of being renmovably held in an
ink cartridge acconmodation portion sinply by pushing in the cartridge in
an insertion direction. The ink cartridge (5) is nmounted on a carriage (4)
having a cartridge accommobdati on region. A one-push type fixing nenber (30)
in a position facing a surface parallel to an insertion direction iriwhich
the cartridge is inserted into the cartridge acconmodation region is

engaged W th a fixing PNRIFUSEQOROAGRAPPARATTE ANDINIECARTRIPGEN type fixing
menber and cooperating with the first-nmentioned one-push type fixing

menber, so that the cartriggerdd)r icy helrd y1RcBospRedet erm ned position in a
state in which the cartridge Ts resitientiy urged by a spring (24) in a

direction opp@gicke f{0aiEREEASERLINRT it 8t bpdfidos Being removably
held in an ink cartridge accommodation portion simplylnlﬁushing
in the cartridge in an insertion direction. The ink cartridge
5 {5) is mounted on a carriage |4) having a cartridge accommodation
region. A one-push type fixing member (30} in a position facing
asurfaceparallel toaninsertiondirection inwhich thecartridge
is imserted into the cartridge accommodation region is engaged
with a fixing protrusion (12a) forming another one-push type
10 fixing member and cooperating with the first-mentioned one-push
type fixing member, so that the cartridge (5) is held in a
predetermined position in a state in which the cartridge is
resiliently urged by a spring {(24) in a direction cpposite to

the insertion direction.

15  (Fig. 5)
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