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[CLAIMS] 

[Claim 1] 

A mounting device, comprising: 

a plurality of heads which are capable of moving independently, and 

respectively have a motor of direct-acting type in which a movable element 5 

reciprocatingly moves along an axis relative to a fixed element; and

a chip holder which is attached to an end portion side of the heads and sucks and 

holds a semiconductor chip, 

wherein the plurality of heads are arranged in a manner that the axes are parallel 

to each other, and 10 

wherein the chip holder is attached to straddle end portion sides of at least two 

heads in the plurality of heads. 

[Claim 2] 

The mounting device according to claim 1, further comprising: 

a control unit which provides a control signal to the motor to control the position 15 

of the fixed element, 

wherein the motor includes a position information acquiring unit which obtains 

a position along the axis of the movable element relative to the fixed element, and 

wherein the control unit acquires representative position information from the 

position information acquiring unit of a representative motor selected from the plurality 20 

of motors and controls the positions of the plurality of heads using the representative 

position information. 

[Claim 3] 

The mounting device according to claim 1 or 2, 

wherein the motor is a voice coil motor. 25 
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[Claim 4] 

The mounting device according to any one of claims 1 to 3, 

wherein the head further includes a chuck which is provided at an end portion of 

the movable element and to which the chip holder is connected in an attachable and 

detachable manner, and 5 

wherein the chuck includes a chuck mechanism which connects the chip holder 

to the chuck and a chuck detector which detects whether or not the chip holder exists in 

the chuck. 

[Claim 5] 

The mounting device according to any one of claims 1 to 3, 10 

wherein the semiconductor chip includes a chip held surface which is held by 

the chip holder, 

wherein the chip holder includes a chip holding surface which holds the 

semiconductor chip in an attachable and detachable manner, and 

wherein an area of the chip holding surface is larger than an area of the chip held 15 

surface. 

[Claim 6] 

The mounting device according to claim 5, 

wherein the mounting device further comprises a push-up mechanism which 

pushes a surface on the side opposite to the chip held surface and pushes up the 20 

semiconductor chip toward the chip holder. 

[Claim 7] 

The mounting device according to any one of claims 1 to 4, 

wherein the semiconductor chip includes a chip held surface which is held by 

the chip holder, and 25 



22 

wherein the mounting device further comprises a push-up mechanism which 

pushes a surface on the side opposite to the chip held surface and pushes up the 

semiconductor chip toward the chip holder. 


