ABSTRACT OF THE DI SCLOSURE WALL- FLOW REDI STRI BUTOR FOR PACKED COLUWNS An
appar at us 887t ecting and redistributing a flow of a liquid descending
in an exchange colum containing a |ayer of structured packing and havi ng
a longitudinal axis, a cress-secticnal area, and an inner wall having an
inner perimeter, includes: a wall-flow collector |ocated above the |ayer
of structured packing, the wall-flow collector having an outer perineter
adj acent the inner perineter of the inner wall and bei ng adapted to

collect at least a portion of the |iquid _desc i on or near the inner
wal | of the 10 exchange col u,ﬁﬁsaﬂﬁ@ﬂ,%%w%%%% ¥or transnitti ng at
least a portion of thga collgetachibrawuironlAGRPREKED Cloe unals - f | ow

coll ector toward the |longitudinal axis a substantial distance across the

cross-sectional area of the exchange colum; and a dispensing neans for
di spensing at | é&sTPREMHHEP dONCUECENRAROFIABIPENIthedv of Iaé@F@dd?ﬁcﬁﬂglﬂ’g P 38m
the transn3gizpRsBAM EéhthiRfrl AMQEr O st8ilfsd HE@FhPACKRAGng a iU 8inkl axis,
a cross-sectional area, and an inner wall having an inner perimeter, includes: a wall-flow
coliector located above the layer of structured packing, the wall-tlow collector having an
outer perimeter adjacent the inner perimeier of the inner wall and being adapted to
collect at least a portion of the liquid descending on or near the inner wall of the
10  exchange column; a trarsmissicn means for transmitting at jeast a portion of the
collected liquid collected by the wall-flow collector toward the longitudinal axis &
substantial distance across the cross-sectional area of the exchange column; and a
dispensing means for dispensing at least a porticn of the porticn of the collected fiquid
from the transmission means to the layer of structured packing.
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