1 NK CONTAI' N STRACT OF THE'DI SCLOSURE A package includes a
packagi ng wgm*ﬂmmmm i nk contai ner which contains i nlREEROBMENDSHEET
pi gnent col erial and sol vent di spersing the coloring naterlal and
mhlch has an |n ftoply port for permtting supply of the ink 9 ¢ AUR

de, wherein the i nk container is mddnatable to an ink Jet recor |ng
apparatusMWMMMlWMﬁmmmk supply port at a |ower position, absorbing material
for absor and being provided with an air vent which is open for
fluid conmuni eaiorn bet ween 2 h{ggﬁgﬁiggﬁggégggntalner and anbi ence,
and wherein a region tendlng~Ezgag§§—c material density in
the ink container is at a position generally diagonally opposite the ink

supply port, sphaekac? bReThuRKp§8Pi.a50RE IS in a first orientation which is

different froma second orientation taken in use in the ink jet recording
apparatus. Figure 4 A package includes a packaging member; and an

ink container which contains ink comprising pigment
coloring material and solvent dispersing the coloring

5 material and which has an ink supply port for
permitting supply of the ink to an outside, wherein
the ink container is mountable to an ink jet recording
apparatus with the ink supply port at a lower
position, the ink container accommodating an ink

10 absorbing material for absorbing the ink and being
provided with an air vent which is open for fluid
communication between a space inside the ink container
and ambience, and wherein a region tending to have a
high coloring material density in the ink container is

15 at a position generally diagonally opposite the ink
supply port, wherein the ink container is in a first
6rientation which is different from a second
orientation taken in use in the ink jet recording

apparatus.
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