ABSTRACT The present invention relates to an interlabial pad can be seal ed
and attached to the female labia, which has a structure in capgplee

easily achieving a sealing attachment into the female |abia. A sheet body
(2) is provided on an opposite side to a body side of the interlabial pad
(1) to forma pair of the fingertip insert openings (3,4) on both side
portions, the wearer inserts two finger into the fingertip insert opening
(3,4) and catches the sheet body 2 qisthe two finger, thereby the
interlabial pad (1) can be fol ded ABSIBAGTanti al Iy nDuRtgln foLde? Ehapﬁg)
along the vertically axjal center |line and can be attached to the |abia

in kgepi ng a cgﬁﬂi ?'%ééﬁnt)f““feé‘ iR glates dpsany infedabiak paghcamdensegledi and

surface Ofatttar&ﬁec? %j the female labia, which has a structure in capable of easily achieving
a sealing attachment into the female labia.

5 A sheet body (2) is provided on an opposite side to a body side of the
interlabial pad (1) to form a pair of the fingertip insert openings (3,4) on both side
portions, the wearer inserts two finger into the fingertip insert opening (3,4) and
catches the sheet body 2 by the two finger, thereby the interlabial pad (1) can be
folded in substantially mountain folded shape along the vertically axial center line

10  and can be attached to the labia (9) in keeping a condition of forming a raised

area (5) on the body side surface of the pad.
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