
1PCT/JP20101062590 DESCRIPTION INORGANIC-PARTICLE-DISPERSED SPUTTERING
TARGET TECHNICAL FIELD [0001]The present invention relates to an
inorganic-particle-dispersed sputtering target for use in the deposition of
a magnetic thin film of a magnetic recording medium, and particularly of a
granular magnetic 10  recording film of a hard disk adopting the
perpendicular magnetic recording system; and to a sputtering target which
generates minimal arcing when sputtering is performed with a magnetron
sputtering device comprising a DC power source and which yields a low
generation of particles caused by such arcing. 15 BACKGROUND ART [0002]In
the field of magnetic recording, technology has been developed for
improving the magnetic property by finely dispersing inorganic 20
materials in a magnetic thin film. As one example thereof, with a hard disk
recording medium adopting the perpendicular magnetic recording system, a
granular film, in which the magnetic interaction between magnetic particles
in the magnetic recording film is blocked or weakened by using a
nonmagnetic inorganic material, is adopted to 25improve the various
properties as a magnetic recording medium.      Generally speaking, Co or
Co-based alloy is used as the magnetic recording medium. Co-Cr-Pt-Si02 is
known as one of the optimal materials for the foregoing granular film, and
this is produced by sputtering an inorganic-particle-dispersed sputtering
target in which 30SiO2 particles as the inorganic material are dispersed in
the Co-Cr-Pt alloy base material having Co as its main component. [0003]It
is widely known that this kind of inorganic-particle-dispersed sputtering
target is produced with the powder metallurgy method since the inorganic
particles cannot be uniformly dispersed in the alloy base material with the
melting method.  2PCT/JP2010/062590      For example, proposed is a method
to obtain a sputtering target for magnetic recording medium by subjecting
the alloy powder having an alloy phase which is produced by rapid
solidification and the powder configuring a ceramic phase to mechanical
alloying, uniformly dispersing the powder configuring the ceramic phase in
the alloy powder, and molding this by way of hot press (Patent Document 1).
[0004] Moreover, even if alloy powder produced by the rapid solidification
is not used, an inorganic-particle-dispersed sputtering target can be
prepared by preparing commercially available raw powders for the respective
components configuring the target, weighing these raw powders to the
intended composition, mixing with well-known method such as a ball mill,
and molding and sintering the mixed powder by way of hot press. [0006]There
are various types of sputtering devices, but a magnetron 15  sputtering
device comprising a DC power source is broadly used in light of its high
productivity for the deposition of the foregoing magnetic recording film.
This sputtering method is to place a target as a negative electrode
opposite to a substrate as a positive electrode, and generate 20  an
electric field by applying high voltage between the substrate and the
target under an inert gas atmosphere.       Here, inert gas is ionized,
plasma consisting of electrons and positive ions is formed, the positive
ions in this plasma collide with the target (negative electrode) surface to
knock out the constituent atoms of the target, and the extruded atoms
adhere to the opposing substrate surface to form a film. The sputtering
method employs a principle where the material configuring the target is
deposited on the substrate as a result of performing the sequential process
described above. 



[0006] [Patent Document 11 Japanese Laid-Open Patent Publication No.
H10-88333 SUMMARY OF THE INVENTION  PCT/JP2010/062590  DC power source,
inorganic particles with large electric resistivity such as Si02 become
charged by colliding with the ionized inert gas atomic ions. When electric
charge is further concentrated on these inorganic particles, breakdown will
occur and arcing will arise. Consequently, the inorganic particles are
discharged from the target surface and some of them become adhered to the
substrate. It is known that the size of the particles that adhere to the
substrate reach several pm, and this causes a considerable deterioration in
the production yield during the thin film production process.       In
light of the foregoing problems, an object of this invention is to provide
an inorganic-particle-dispersed sputtering target in which the inorganic
particles are less charged during sputtering and arcing occurs less
frequently when performing sputtering with a magnetron sputtering device
comprising a DC power source.       In order to achieve the foregoing
object, the present inventors discovered as a result of intense study that,
by adjusting the electric resistivity, dimension and shape of the inorganic
particles, it is possible to obtain an inorganic-particle-dispersed
sputtering target with low arcing occurrence when performing sputtering
with a magnetron sputtering device comprising a DC power source. Based on
the foregoing discovery, the present invention provides:  1) An
inorganic-particle-dispersed sputtering target, the sputtering target in
which inorganic particles are dispersed in a metal base material
essentially consisting of Co, wherein the inorganic particles have an
electric resistivity of 1 x 101 (2-m or less and the volume ratio of the
inorganic particles in the target is 50% or less. The present invention
further provides:  2) An inorganic-particle-dispersed sputtering target,
the sputtering target in which inorganic particles are dispersed in an
alloy base material with a composition containing 5 at% or more and 50 at%
or less of Pt and the remainder being Co, wherein the inorganic particles
have an electric resistivity of 1 x 101 0m or less and the volume ratio of
the inorganic particles in the target is 50% or less. The present invention
further provides:  3) An inorganic-particle-dispersed sputtering target,
the sputtering  4PCT/JP2010/062590  target in which inorganic particles are
dispersed in an alloy base material with a composition containing 5 at% or
more and 40 at% or less of Cr and the remainder being Co, wherein the
inorganic particles have an electric resistivity of 1 x 101 Drin or less
and the volume ratio of the inorganic particles in the target is 50% or
less. The present invention further provides:  4) An
inorganic-particle-dispersed sputtering target, the sputtering target in
which inorganic particles are dispersed in an alloy base material with a
composition containing 5 at% or more and 40 at% or less of Cr, 5 at% or
more and 30 at% or less of Pt, and the remainder being Co, wherein the
inorganic particles have an electric resistivity of 1 x 101or less and the
volume ratio of the inorganic particles in the target is 50% or less. The
present invention additionally provides:  5) The
inorganic-particle-dispersed sputtering target according to any one of 1)
to 4) above, wherein the metal base material in which the inorganic
particles are dispersed contains, as an additive element, 0.5 at% or more
and 10 at% or less of one or more elements selected from B, Ti, V, Mn, Zr,
Nb, Ru, Mo, Ta and W. The present invention additionally provides:  6) The
inorganic-particle-dispersed sputtering target according to any one of 1)
to 5) above, wherein the inorganic particles are a material of one or more
components selected from carbon, oxide, nitride and carbide. 



The present invention additionally provides: 7) The
inorganic-particle-dispersed sputtering target according to any one of 1)
to 6) above, wherein inorganic particles have a dimension and a shape in
which a value obtained by dividing the surface area (unit: pnn2) of
inorganic particles dispersed in the sputtering target by the volume (unit:
pm3) of the inorganic particles is 0.6 or more (unit: 1/pm). The present
invention additionally provides:  8) The inorganic-particle-dispersed
sputtering target according to any one of 1) to 6) above, wherein inorganic
particles have a dimension and a shape in which, in a structure based on a
cross-section  5PCT/JP2010/062590 observation of the sputtering target, a
value obtained by dividing the outer perimeter (unit: pm) of individual
inorganic particle by the area (unit: pm2) of the inorganic particle is 0.4
or more (unit: 1/pm) on average. [Effect of the Invention] [0018]The
sputtering target thus adjusted is advantageous in that, when sputtering is
performed with a magnetron sputtering device comprising a DC power source,
the inorganic particles are less charged and arcing 10  occurs less
frequently. Accordingly, by using the sputtering target of the present
invention, the occurrence of particles attributable to the arcing reduces,
and a significant effect of improving the yield in forming a thin film is
obtained. BEST MODE FOR CARRYING OUT THE INVENTION
[0019]Asthemaincomponentconstitutingthe inorganic-particle-dispersed
sputtering target of the present invention, used are (1) Co base material,
(2) alloy base material with a 20  composition containing 5 at% or more and
50 at% or less of Pt and the remainder being Co, (3) alloy base material
with a composition containing 5 at% or more and 40 at% or less of Cr and
the remainder being Co, and (4) alloy base material with a composition
containing 5 at% or more and 40 at% or less of Cr, 5 at% or more and 30 at%
or less 25  of Pt, and the remainder being Co. Inorganic particles are
dispersed in the base material of these component compositions to obtain a
sputtering target.       These are components which are required as a
magnetic recording medium.Although the mixing ratio is slightly different
30 depending on the alloy component, any of these are able to maintain
characteristics as an effective magnetic recording medium. Specifically,
these components comprise favorable characteristics as a magnetic recording
film with a granular structure, and particularly as a recording film of a
hard disk drive adopting the perpendicular magnetic recording system.
6PCT/JP2010/062590 [0020]What is important in the present invention is
that, in the inorganic-particle-dispersed sputtering target, the inorganic
particles have an electric resistivity of 1 x 101 Orn or less. If the
electric resistivity is higher than 1 x 101 0m; depending on the dimension
and shape of the inorganic particles, the electric current flowing from the
plasma to the inorganic particles during the sputtering becomes larger than
the electric current flowing from the inorganic particles into the metal
base material that contains such inorganic particles. Accordingly, the
possibility that the electric charge is accumulated in 10the inorganic
particles and causes a breakdown will increase.  [0021] In order to cause
the inorganic particles to have an electric resistivity of 1 x 101 0ni or
less, this can be achieved by selecting an inorganic material with an
electric resistivity of 1 x 101 fl-rn or less to be used as the raw powder
of the sputtering target, mixing this with 



15 metal powder without changing the properties thereof, and then sintering
the mixed powder. Otherwise, even if the electric resistivity of the raw
powder is 1 x 101 flm or more, it will suffice when the electric
resistivity is 1 x 101 Wm or less in a target after being subject to
reaction sintering. 20Basically, it will suffice so as long as the
inorganic particles have an electric resistivity of 1 x 101 0m or less, and
it should be easy to understand that there is no particular limitation in
the method thereof. [0022]Moreover, in the present invention, the volume
ratio of the inorganic particles in the target is set to be 50% or less. As
with the 25 foregoing alloy composition, this is a condition that is
required for producing a magnetic recording film with a granular structure,
and particularly a recording film of a hard disk drive adopting the
perpendicular magnetic recording system. [0023]Moreover, in the present
invention, the metal base material in So which the inorganic particles are
dispersed may contain, as an additive element, 0.5 at% or more and 10 at%
or less of one or more elements selected from B, Ti, V, Mn, Zr, Nb, Ru, Mo,
Ta and W.       These are elements that are added as needed in order to
improve the characteristics as a magnetic recording medium. 35[0024]With
the inorganic-particle-dispersed sputtering target of the
7PCT/JP2010/062590 present invention, oxides, nitrides and carbides are
especially effective as an inorganic substance. One or more types of the
foregoing inorganic substances may be used. It will suffice so as long as
the inorganic particles have an electric resistivity of 1 x 101 Qm or less,
and there is no particular limitation on the selection thereof.       For
example, there are oxides such as Nb2O5, Sn02, Ti203, Fe304 and W02,
nitrides such as TiN, C (graphite), and carbides such as WC, as the types
of inorganic particles. [0025]Moreover, with the
inorganic-particle-dispersed sputtering target of the present invention, a
value obtained by dividing the surface area of inorganic particles by the
volume of the inorganic particles is desirably 0.6 or more (unit: 1/pm).
This is because, since the electric current from the inorganic particles
will flow easier to the metal containing such inorganic particles as the
specific surface area of the 15  inorganic particles increases, the
inorganic particles will be charged less during the sputtering. Note that,
since it is not easy to measure the surface area and volume of the
inorganic particles in the sputtering target, it is also possible to use a
value obtained by dividing the outer perimeter (unit: pm) of individual
inorganic particle by the area (unit: 20  pm2) of the inorganic particle is
0.4 or more (unit: 1/pm) on average in a structure based on the observation
of the polished surface of the sputtering target. The latter is easier as
the measurement method.  [0026] Upon producing the
inorganic-particle-dispersed sputtering target of the present invention, as
the metal material, main powder of one or more types selected from Co, Cr
and Pt or alloy powder of such metals is prepared. Preferably, the grain
size of these powders is within the range of 1 to 20 pm. If the grain size
of the powder is 1 to 20 pm, more uniform mixing is possible, and
segregation of the sintered target and grain coarsening can be prevented.
30Nevertheless, the foregoing range is merely a preferred range, and it
should be understood that the deviation from the foregoing range does not
deny the present invention. [0027]Moreover, as the inorganic material, it
is preferable to use              inorganic powder with a grain size within
the range of 0,2 to 5 pm. 35This is because, by adjusting the grain size of
the inorganic material,  8PCT/JP20101062590 more uniform mixing is
possible, and the existence of coarse inorganic particles in the sintered
target can be prevented. If there are coarse inorganic particles, electric
charge is concentrated, breakdown will occur and arcing tends to arise.
5Nevertheless, similar to the above, the foregoing range is merely a
preferred range, and it should be understood that the deviation from the
foregoing range does not deny the present invention. 



[0028]The foregoing raw powders are weighed to achieve the intended
composition, and mixed using a well-known method such as by using a 10
ball mill. By molding and sintering the powder obtained as described above
using a vacuum hot pressing device and cutting it into an intended shape,
the inorganic-particle-dispersed sputtering target of the present invention
can be produced. Molding and sintering are not limited to hot pressing, and
the 15  plasma discharge sintering method and hot isostatic pressing method
may also be used. Although the holding temperature during sintering will
differ considerably depending on the composition of the sputtering target,
this is set to a temperature in which the sintered compact is sufficiently
densified within a temperature range in which the inorganic 20material will
not decompose. [Examples] [0029]The present invention is now explained in
detail with reference to the Examples and Comparative Examples. Note that
these Examples are merely illustrative, and the present invention shall in
no way be limited thereby. In other words, various modifications and other
embodiments are covered by the present invention, and the present invention
is limited only by the scope of its claims. [0030] (Examples 1 to 7,
Comparative Examples 1 and 2) 30In Examples 1 to 7 and Comparative Examples
1 and 2, prepared were Co powder with an average grain size of 3 pm, and,
as the inorganic material, Nb205 powder with an average grain size of 2 pm,
Sn02 powder with an average grain size of 2 pm, Ti203 powder with an
average grain size of 5 pm, Fe304 powder with an average grain size of 0.5
pm, W02 powder with an average grain size of 1 pm, TiN powder
PCT/JP2010/062590 with an average grain size of 8 pm, C (graphite) powder
with an average grain size of 5 pm, WC powder with an average grain size of
3 pm, Al203 powder with an average grain size of 0.5 pm, and Si02 powder
with an average grain size of 1 pm.      These powders were weighed so that
the volume ratio of Co and inorganic particles after being sintered would
be 3:1. The combination of Co and inorganic particles is as shown in Table
1.      The powders were placed in a 10-liter ball mill pot together with
zirconia balls as the grinding media, and the ball mill rotated for 20
10hours to mix the powders. [0031]The mixed powder was filled in a carbon
mold, and hot pressed in a vacuum atmosphere under the following
conditions; namely, temperature of 800C, holding time of 2 hours, and
welding pressure of 30 MPa, to obtain a sintered compact. This was further
cut with a 15 lathe to obtain a target of a shape with a diameter of 165.1
mm and thickness of 6.35 mm, and this target was sputtered with a DC
magnetron sputtering device.       The sputtering conditions were
sputtering power of 1 kW and Ar gas pressure of 0.5 Pa. After performing 2
kWhr pre-sputtering, 20 sputtering was performed to achieve the intended
film thickness of 1000 nm on the aluminum substrate with a 3.5-inch
diameter. Subsequently, the number of particles that adhered to the
substrate was measured with a particle counter. In addition, the arcing
rate upon continuously sputtering for 12.0 hours with sputtering power of 1
kW was defined based on the number of arcing occurrences which was measured
with an arcing counter mounted on the sputtering power source. Moreover,
the outer perimeter and area of inorganic particles in a
structural image based on the observation of the polished surface of 30the
sintered compact were obtained with image processing software, and a value
was calculated by dividing the outer perimeter by the area. 



[0032]The foregoing results are shown in Table 1. In Example 1, used was a
Co-Nb205 target.The electric              resistivity of the inorganic
substances contained in the target was 8 x 3510 Dem, outer perimeter/area
of the inorganic particles on the polished  10PCT/JP2010/062590 surface of
the sintered target (value obtained by dividing the outer perimeter (unit:
pm) of an inorganic particle by the area (unit: pm2) of the inorganic
particle) was 1.2 (1/pm), arcing rate was 11 (Count/hour), and number of
particles on the substrate was 25. In Example 2, used was a Co-Sn02
target.The electric resistivity of the inorganic substances contained in
the target was 4 x 10-2 Qum, outer perimeter/area of the inorganic
particles on the polished surface of the sintered target was 1.1 (1/pm),
arcing rate was 6 (Count/hour), and number of particles on the substrate
was 13. 10  In Example 3, used was a Co-Ti203 target. The electric
resistivity of the inorganic substances contained in the target was 8 x
10-3 Cim, outer perimeter/area of the inorganic particles on the polished
surface of the sintered target was 0.8 (1/pm), arcing rate was 1
(Count/hour), and number of particles on the substrate was 11. 15 [0033] In
Example 4, used was a Co-Fe304-W02 target. The electric resistivity of the
inorganic substances contained in the target was 1 x 10-3 Orn with W02 and
5 x 10-3 clrn with Fe203, outer perimeter/area of the inorganic particles
on the polished surface of the sintered target was 1.7 (1/pm), arcing rate
was 6 (Count/hour), and number of 20particles on the substrate was 8.
In Example 5, used was a Co-TiN target. The electric resistivity of the
inorganic substances contained in the target was 1 x 10-6 0m, outer
perimeter/area of the inorganic particles on the polished surface of the
sintered target was 0.5 (1/pm), arcing rate was 3 (Count/hour), 25and
number of particles on the substrate was 18.      In Example 6, used was a
Co-C target. The electric resistivity of the inorganic substances contained
in the target was 4 x 10-2 0-m, outer perimeter/area of the inorganic
particles on the polished surface of the sintered target was 0.6 (1/pm),
arcing rate was 10 (Count/hour), 30and number of particles on the substrate
was 7.      In Example 7, used was a Co-WC target. The electric resistivity
of the inorganic substances contained in the target was 5 x 10-6 0m, outer
perimeter/area of the inorganic particles on the polished surface of the
sintered target was 1.1 (1/pm), arcing rate was 1 (Count/hour), 35and
number of particles on the substrate was 4.  11PCT/J P2010/062590 [0034]In
Comparative Example 1, used was a Co-Al203 target. The electric resistivity
of the inorganic substances contained in the target was 1 x 1014 Q
m, outer perimeter/area of the inorganic particles on the polished surface
of the sintered target was 1.8 (11pm), arcing rate 5  was 65 (Count/hour),
and number of particles on the substrate was 81. Comparative Example 1 did
not satisfy the condition of the present invention; namely, "electric
resistivity of inorganic particles is 1 x101 f2rn or less". In Comparative
Example 2, used was a Co-Si02 target. The  io electric resistivity of the
inorganic substances contained in the target was 1 x 1012 0m, outer
perimeter/area of the inorganic particles on the polished surface of the
sintered target was 1.6 (1/pm), arcing rate was 38 (Count/hour), and number
of particles on the substrate was 41. Comparative Example 2 did not satisfy
the condition of the present 15invention; namely, "electric resistivity of
inorganic particles is 1 x101 0.m or less".      As described above, with
Examples 1 to 7, it was confirmed that both the arcing rate and number of
particles had decreased in comparison to Comparative Examples 1 and 2 which
deviate from the 



20conditions of the present invention. [0035] [Table 1] Example 1 Example 2
Type of target Co-Nb205  Electric resistizAty of inorganic substance (C2
m)  8 x 10 Outer perimeter/area on polished surface (1/pm) 1,2 Arcing rate
(Count/hour)  Number of particles on substrate (Particle) 25       
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12PCT/JP2010/062590 prepared were, as the metal material, Co powder with an
average grain size of 3 pm and Pt powder with an average grain size of 2
pm, and, as the inorganic material, Nb205 powder with an average grain size
of 2 pm, Sn02 powder with an average grain size of 2 pm, Ti203 powder with
an average grain size of 5 pm, TiN powder with an average grain size of 8
pm, C (graphite) powder with an average grain size of 5 pm, WC powder with
an average grain size of 3 pm, Al203 powder with an average grain size of
0.5 pm, and Si02 powder with an average grain size of 1 pm. 10These powders
were weighed so that the volume ratio of the alloy and inorganic substances
after being sintered would be 4:1, and so that the composition of the
alloyed portion would be Co-16 mol% Pt. The combination of alloy and
inorganic substances is as shown in Table 2. The powders were placed in a
10-liter ball mill pot together 15with zirconia balls as the grinding
media, and the ball mill rotated for 20 hours to mix the powders. [0037]The
mixed powder was filled in a carbon mold, and hot pressed in a vacuum
atmosphere under the following conditions; namely, temperature of 1100C,
holding time of 2 hours, and welding pressure 20  of 30 MPa, to obtain a
sintered compact. This was further cut with a lathe to obtain a target of a
shape with a diameter of 165.1 mm and thickness of 6.35 mm, and this target
was sputtered with a DC magnetron sputtering device. The sputtering
conditions were sputtering power of 1 kW and Ar 25 gas pressure of 0.5 Pa.
After performing 2kWhr pre-sputtering, sputtering was performed to achieve
the intended film thickness of 1000 nm on the aluminum substrate with a
3.5-inch diameter. Subsequently, the number of particles that adhered to
the substrate was measured with a particle counter. In addition, the arcing
rate 30  upon continuously sputtering for 12.0 hours with sputtering power
of 1 kW was defined based on the number of arcing occurrences which was
measured with an arcing counter mounted on the sputtering power source.
Moreover, the outer perimeter and area of inorganic particles in a
structural image based on the observation of the polished surface of
13PCT/JP2010/062590     the sintered compact were obtained with image
processing software, and a value was calculated by dividing the outer
perimeter by the area. [0038]The foregoing results are shown in Table 2. In
Example 8, used was a Co-Pt-Nb205 target. The electric  5 resistivity of
the inorganic substances contained in the target was 8 x 100 Om, outer
perimeter/area of the inorganic particles on the polished surface of the
sintered target was 1.3 (1/pm), arcing rate was 17 (Count/hour), and number
of particles on the substrate was 7. In Example 9, used was a Co-Pt-Sn02
target. The electric  ID resistivity of the inorganic substances contained
in the target was 4 x 10-2 (-1m, outer perimeter/area of the inorganic
particles on the polished surface of the sintered target was 1.1 (1/pm),
arcing rate was 13 (Count/hour), and number of particles on the substrate
was 14.      In Example 10, used was a Co-Pt-Ti203 target. The electric
resistivity of the inorganic substances contained in the target was 8 x
10-3 0.m, outer perimeter/area of the inorganic particles on the polished
surface of the sintered target was 0.7 (1/pm), arcing rate was        5
(Count/hour), and number of particles on the substrate was 11. 



[0039]In Example 11, used was a Co-Pt-TiN target.The electric  20
resistivity of the inorganic substances contained in the target was 1 x
10-6 0m, outer perimeter/area of the inorganic particles on the polished
surface of the sintered target was 0.5 (1/pm), arcing rate was 2
(Count/hour), and number of particles on the substrate was 5.      In
Example 12, used was a Co-Pt-C target. The electric resistivity of the
inorganic substances contained in the target was 4 x 10-2 0m, outer
perimeter/area of the inorganic particles on the polished surface of the
sintered target was 0.7 (1/pm), arcing rate was 19 (Count/hour), and number
of particles on the substrate was 18. In Example 13, used was a Co-Pt-WC
target. The electric  30 resistivity of the inorganic substances contained
in the target was 5 x 10-5 Clm, outer perimeter/area of the inorganic
particles on the polished surface of the sintered target was 1.2 (1/pm),
arcing rate was        6 (Count/hour), and number of particles on the
substrate was 13.  [0040] In Comparative Example 3, used was a Co-Pt-Al203
target. The 35electric resistivity of the inorganic substances contained in
the target  14PCT/JP20101062590 was 1 x 1014 Clm, outer perimeter/area of
the inorganic particles on the polished surface of the sintered target was
1.5 (1/pm), arcing rate was 90 (Count/hour), and number of particles on the
substrate was 58. Comparative Example 3 did not satisfy the condition of
the present invention; namely, "electric resistivity of inorganic particles
is 1 x101 Orn or less".       In Comparative Example 4, used was a
Co-Pt-Si02 target. The electric resistivity of the inorganic substances
contained in the target was 1 x 1012 Qm, outer perimeter/area of the
inorganic particles on the polished surface of the sintered target was 1.3
(1/pm), arcing rate was 63 (Count/hour), and number of particles on the
substrate was 28. Comparative Example 4 did not satisfy the condition of
the present invention; namely, "electric resistivity of inorganic particles
is 1 x101 LIm or less".       As described above, with Examples 8 to 13, it
was confirmed that both the arcing rate and number of particles had
decreased in comparison to Comparative Examples 3 and 4 which deviate from
the conditions of the present invention. [0041] [Table 2] 20 25 Example 8
Type of target Co-P1-Nb205  Electric resistkity of inorganic substance (Qm)
8 x 100 4 x 10.2 x 10 Ix10-1 4 x 10-2 Outer perimeter/area on polished 



surface (11pm) 1.3 1.1 0.7 05 0.7 Arcing rate (Count/hour) 17 13 5 2 Number
of particles on substrate (Particle) 7  Example 9Co-Pt-SnO2    14 11
Example 10 Example 11 



Co-Pt-T1203 Co-Pt-TiN           5  Example 12 Co-Pt-C   19 18  Example 13
Co-PI-WC 5 x 1 x 1014 1 x 1012 1 12 



1.3 6 90 63 13 158 28  Comparatke Example Comparathe Example 4 Co-Pt-Al203
Co-Pt-8102      30[0042] (Examples 14 to 17, Comparative Examples 5 and 6)
In Examples 14 to 17 and Comparative Examples 5 and 6, prepared were, as
the metal material, Co powder with an average grain size of 3 pm and Cr
powder with an average grain size of 5 pm, and, as the inorganic material,
Nb205 powder with an average grain size of 2 pm, Ti203 powder with an
average grain size of 5 pm, TiN powder with  15PCT/JP2010/062590 an average
grain size of 8 pm, WC powder with an average grain size of 3 pm, Al203
powder with an average grain size of 0.5 pm, and Si02 powder with an
average grain size of 1 pm. These powders were weighed so that the volume
ratio of the alloy 5  and inorganic substances after being sintered would
be 7:3, and so that the composition of the alloyed portion would be Co-16
mol% Cr. The combination of alloy and inorganic substances is as shown in
Table 3.             The powders were placed in a 10-liter ball mill pot
together with 10zirconia balls as the grinding media, and the ball mill
rotated for 20 hours to mix the powders. [0043]The mixed powder was filled
in a carbon mold, and hot pressed in a vacuum atmosphere under the
following conditions; namely, temperature of 1000C, holding time of 2
hours, and welding pressure 



IS  of 30 MPa, to obtain a sintered compact. This was further cut with a
lathe to obtain a target of a shape with a diameter of 165.1 mm and
thickness of 6.35 mm, and this target was sputtered with a DC magnetron
sputtering device. The sputtering conditions were sputtering power of 1 kW
and Ar 20  gas pressure of 0.5 Pa. After performing 2 kWhr pre-sputtering,
sputtering was performed to achieve the intended film thickness of 1000 nm
on the aluminum substrate with a 3.5-inch diameter. Subsequently, the
number of particles that adhered to the substrate was measured with a
particle counter. In addition, the arcing rate 25  upon continuously
sputtering for 12.0 hours with sputtering power of 1 kW was defined based
on the number of arcing occurrences which was measured with an arcing
counter mounted on the sputtering power source. Moreover, the outer
perimeter and area of inorganic particles in a 30  structural image based
on the observation of the polished cross-sectional surface of the sintered
compact were obtained with image processing software, and a value was
calculated by dividing the outer perimeter by the area. The foregoing
results are shown in Table 3, 35[0044]In Example 14, used was a Co-Cr-Nb205
target. The electric  16PCT/JP2010/062590 resistivity of the inorganic
substances contained in the target was 8 x 100 num, outer perimeter/area of
the inorganic particles on the polished surface of the sintered target was
1.3 (11pm), arcing rate was 9 (Count/hour), and number of particles on the
substrate was 12.      In Example 15, used was a Co-Cr-Ti02 target. The
electric resistivity of the inorganic substances contained in the target
was 8 x 104 Qm, outer perimeter/area of the inorganic particles on the
polished surface of the sintered target was 0.9 (1/pm), arcing rate was 1
(Count/hour), and number of particles on the substrate was 0. io  In
Example 16, used was a Co-Cr-TiN target. The electric resistivity of the
inorganic substances contained in the target was 1 x 10-6 nm, outer
perimeter/area of the inorganic particles on the polished surface of the
sintered target was 0.7 (1/pm), arcing rate was 3 (Count/hour), and number
of particles on the substrate was 8. 15  In Example 17, used was a Co-Cr-WC
target. The electric resistivity of the inorganic substances contained in
the target was 5 x 10-6 0-m, outer perimeter/area of the inorganic
particles on the polished surface of the sintered target was 1.2 (1/pm),
arcing rate was 2 (Count/hour), and number of particles on the substrate
was 3. 20 10045] In Comparative Example 5, used was a Co-Cr-Al203 target.
The electric resistivity of the inorganic substances contained in the
target was 1 x "14           u num, outer perimeter/area of the inorganic
particles on the polished surface of the sintered target was 1.2 (1/pm),
arcing rate was 39 (Count/hour), and number of particles on the substrate
was 27. Comparative Example 5 did not satisfy the condition of the present
invention; namely, "electric resistivity of inorganic particles is 1 x101
num or less".      In Comparative Example 6, used was a Co-Cr-Si02 target.
The electric resistivity of the inorganic substances contained in the
target 30 was 1 x 1012 nm, outer perimeter/area of the inorganic particles
on the polished surface of the sintered target was 1.3 (1/pm), arcing rate
was 30 (Count/hour), and number of particles on the substrate was 18.
Comparative Example 6 did not satisfy the condition of the present
invention; namely, "electric resistivity of inorganic particles is 1 x101
35num or less".  17PCT/JP2010/062590      As described above, with Examples
14 to 17, it was confirmed that both the arcing rate and number of
particles had decreased in comparison to Comparative Examples 5 and 6 which
deviate from the conditions of the present invention. :1[0046] [Table 3]
Type of target 



Electric resistivity of inorganic substance (Q m)  Outer perimeter/area on
polished surface (1/um) Arcing rate Count/hour) Number of particles on
substrate (Particle) Example 14 Co-Cr-Nb205t 8 x 10 1.3  12 Example 15
Co-Cr-T12036 0.9 1 0 Example 16 Co-Cr-TIN1 x 10- 0.7 3 



8 Example 17 Co-Cr-WC5 x  1.2 2 3 Comparative Co-Cr-Al2031 x 1014 1,2 39 27
Example 5    Comparathe Co-Cr-SO2 1 x 10121,330 18 Example 6      15[0047]
(Examples 18 to 21, 23 and 24, Comparative Examples 7, 8 and 10)      In
Examples 18 to 21, 23 and 24 and Comparative Examples 7, 8 and 10, prepared
were, as the metal material, Co powder with an average grain size of 3 pm,
Cr powder with an average grain size of 5 pm and Pt powder with an average
grain size of 2 pm, and, as the 20  inorganic material, Nb205 powder with
an average grain size of 2 pm, Ti203 powder with an average grain size of 5
pm, TIN powder with an average grain size of 8 pm, WC powder with average
grain size of 3 pm, Nb205 powder with an average grain size of 4 pm, Cr02
powder with an average grain size of 2 pm, Al203 powder with an average
grain size of 1 pm, Si02 powder with an average grain size of 1 pm, and
Nb205 powder with an average grain size of 8 pm. 



These powders were weighed so that the volume ratio of the alloy and
inorganic substances after being sintered would be 7:3, and so that the
composition of the alloyed portion would be Co-16 mol% Cr-16 30mol% Pt. The
combination of alloy and inorganic substances is as shown in Table 4.
The powders were placed in a 10-liter ball mill pot together with zirconia
balls as the grinding media, and the ball mill rotated for 20 hours to mix
the powders. 35[0048]The mixed powder was filled in a carbon mold, and hot
pressed in  18PCT/JP2010/062590 a vacuum atmosphere under the following
conditions; namely, temperature of 1100C, holding time of 2 hours, and
welding pressure of 30 MPa, to obtain a sintered compact. This was further
cut with a lathe to obtain a target of a shape with a diameter of 165.1 mm
and thickness of 6.35 mm, and this target was sputtered with a DC magnetron
sputtering device.      The sputtering conditions were sputtering power of
1 kVV and Ar gas pressure of 0.5 Pa. After performing 2 kWhr
pre-sputtering, sputtering was performed to achieve the intended film
thickness of 10 1000 nm on the aluminum substrate with a 3.5-inch diameter.
Subsequently, the number of particles that adhered to the substrate was
measured with a particle counter. In addition, the arcing rate upon
continuously sputtering for 12.0 hours with sputtering power of 1 kW was
defined based on the number of arcing occurrences which was 15measured with
an arcing counter mounted on the sputtering power source.       Moreover,
the outer perimeter and area of inorganic particles in a structural image
based on the observation of the polished surface of the sintered compact
were obtained with image processing software, 20and a value was calculated
by dividing the outer perimeter by the area. The foregoing results are
shown in Table 4. [0049]In Example 18, used was a Co-Cr-Pt-Nb205 target.
The electric resistivity of the inorganic substances contained in the
target was 8 x 106 Dm, outer perimeter/area of the inorganic particles on
the polished 25surface of the sintered target was 1.3 (1/pm), arcing rate
was 11 (Count/hour), and number of particles on the substrate was 27.
In Example 19, used was a Co-Cr-Pt-Ti203 target. The electric resistivity
of the inorganic substances contained in the target was 8 x 10-3 Dm, outer
perimeter/area of the inorganic particles on the 30polished surface of the
sintered target was 0.6 (1/pm), arcing rate was 7 (Count/hour), and number
of particles on the substrate was 15.      In Example 20, used was a
Co-Cr-Pt-TiN target. The electric resistivity of the inorganic substances
contained in the target was 1 x 10-6 0m, outer perimeter/area of the
inorganic particles on the polished surface of the sintered target was 0.6
(1/pm), arcing rate was  10 15 20 25 30 35 



19PCT/JP2010/062590 6 (Count/hour), and number of particles on the
substrate was 11.  [0050] In Example 21, used was a Co-Cr-Pt-WC target. The
electric resistivity of the inorganic substances contained in the target
was 5 x 10-5 Clrn, outer perimeter/area of the inorganic particles on the
polished surface of the sintered target was 1.3 (1/pm), arcing rate was 4
(Count/hour), and number of particles on the substrate was 9.      In
Example 23, used was a Co-Cr-Pt-Nb205 target. The electric resistivity of
the inorganic substances contained in the target was 8 x 100 0.m, outer
perimeter/area of the inorganic particles on the polished surface of the
sintered target was 0.5 (1/pm), arcing rate was 16 (Count/hour), and number
of particles on the substrate was 29.      In Example 24, used was a
Co-Cr-Pt-Cr02 target. The electric resistivity of the inorganic substances
contained in the target was 5 x 10-5 Grn, outer perimeter/area of the
inorganic particles on the polished surface of the sintered target was 0.9
(1/pm), arcing rate was 7 (Count/hour), and number of particles on the
substrate was 26.  [0051] In Comparative Example 7, used was a
Co-Cr-Pt-Al203 target. The electric resistivity of the inorganic substances
contained in the target was 1 x 1014 flm, outer perimeter/area of the
inorganic particles on the polished surface of the sintered target was 1.2
(1/pm), arcing rate was 58 (Count/hour), and number of particles on the
substrate was 67. Comparative Example 7 did not satisfy the condition of
the present invention; namely, "electric resistivity of inorganic particles
is 1 x101 clm or less".       In Comparative Example 8, used was a
Co-Cr-Pt-Si02 target. The electric resistivity of the inorganic substances
contained in the target was 1 x 1-12                 u Q-m, outer
perimeter/area of the inorganic particles on the polished surface of the
sintered target was 1.0 (1/pm), arcing rate was 31 (Count/hour), and number
of particles on the substrate was 29. Comparative Example 8 did not satisfy
the condition of the present invention; namely, "electric resistivity of
inorganic particles is 1 x101 CFm or less". [0052]In Comparative Example
10, used was a Co-Cr-Pt-Nb205 target. The electric resistivity of the
inorganic substances contained in the target was 8 x 100 nm, outer
perimeter/area of the inorganic particles  20PCT/JP2010/062590 on the
polished surface of the sintered target was 0.2 (1/pm), arcing rate was 45
(Count/hour), and number of particles on the substrate was 75.
Comparative Example 10 did not satisfy the condition of the present
invention; namely, "to have a dimension and a shape in which a value
obtained by dividing the outer perimeter (unit: pm) of individual inorganic
particle by the area (unit: pm2) of the inorganic particle is 0.4 or more
(unit: 11pm) on average". As described above, with Examples 18 to 21, 23
and 24, it was 10  confirmed that both the arcing rate and number of
particles had decreased in comparison to Comparative Examples 7, 8 and 10
which deviate from the conditions of the present invention. [0053][Table 15
4] Type of targetiElectric resisthity of inorganic substance Outer
perimeter/area on polished 



surface Arcing rate particles on substrate Number of  (S2  rn) (1/um)
(Count/hour) (Particle)  i.xamP.18 8 Co-Cr-Pt-Nb205 8K 10 1,3 111 27
Co-Cr-Pt:14203 8 x 10-3  7  Example 19   06  



15  Example 201 Co-Cr-Pt-TiN ix 106  06 6 11  Example 21Co-Cr-Pt-WC 5 x
10-5 1.3 49 20 Example 23 1Co-Cr-Pt-Nb205 8 x 100 05 0,9 16 7 29 26
Example 24Co-Cr-Pt-Cr02x 10-5     



Comparative Co-Cr-Pt-Al203I x 1014  58 67  Example 7
ComparativeCo.cfrpt-s102 1 x 1012 1,0 3129  Example 8       Comparafite u
ur-R-Nb205 8 x 100 0.2 4575 



Example 10     25 [0054] (Example 22, Comparative Example 9)       In
Example 22 and Comparative Example 9, prepared were, as the metal material,
Co powder with an average grain size of 3 pm, Cr powder with an average
grain size of 5 pm, Pt powder with an average grain size of 2 pm, and B
powder with an average grain size of 5 pm, $0and, as the inorganic
material, Ti203 powder with an average grain size of 5 pm and Si02 powder
with an average grain size of 1 pm.       These powders were weighed so
that the volume ratio of the alloy and inorganic substances after being
sintered would be 3:1, and so that the composition of the alloyed portion
would be Co-16 mol% Cr-16 $5mol% Pt-5 mol/0 B.The combination of alloy and
inorganic  21PCT/JP2010/062590 substances is as shown in Table 5.       The
powders were placed in a 10-liter ball mill pot together with zirconia
balls as the grinding media, and the ball mill rotated for 20 hours to mix
the powders. 5[0055]The mixed powder was filled in a carbon mold, and hot
pressed in a vacuum atmosphere under the following conditions; namely,
temperature of 1100C, holding time of 2 hours, and welding pressure of 30
MPa, to obtain a sintered compact. This was further cut with a lathe to
obtain a target of a shape with a diameter of 165.1 mm and 1 0thickness of
6.35 mm, and this target was sputtered with a DC magnetron sputtering
device.       The sputtering conditions were sputtering power of 1 kW and
Ar gas pressure of 0.5 Pa. After performing 2 kWhr pre-sputtering,
sputtering was performed to achieve the intended film thickness of 15 1000
nm on the aluminum substrate with a 3.5-inch diameter. Subsequently, the
number of particles that adhered to the substrate was measured with a
particle counter. In addition, the arcing rate upon continuously sputtering
for 12.0 hours with sputtering power of 1 kW was defined based on the
number of arcing occurrences which was 20measured with an arcing counter
mounted on the sputtering power source.      Moreover, the outer perimeter
and area of inorganic particles in a structural image based on the
observation of the polished surface of the sintered compact were obtained
with image processing software, and a value was calculated by dividing the
outer perimeter by the area. The foregoing results are shown in Table 5.
[0056]In Example 22, used was a Co-Cr-Pt-B-1i203 target. The electric
resistivity of the inorganic substances contained in the target was 8 x
10-3 Drn, outer perimeter/area of the inorganic particles on the 



30  polished surface of the sintered target was 0.9 (1/pm), arcing rate was
7 (Count/hour), and number of particles on the substrate was 13.      In
Comparative Example 9, used was a Co-Cr-Pt-B-Ti203 target. The electric
resistivity of the inorganic substances contained in the target was 1 x
10-12 Drn, outer perimeter/area of the inorganic particles on the polished
surface of the sintered target was 1.3 (1/pm),  22PCT/JP2010/062590 5
arcing rate was 45 (Count/hour), and number of particles on the substrate
was 46, Comparative Example 9 did not satisfy the condition of the present
invention; namely, "electric resistivity of inorganic particles is 1 x101
fim or less".      As described above, with Example 22, it was confirmed
that both the arcing rate and number of particles had decreased in
comparison to Comparative Example 9 which deviates from the conditions of
the  [0057][Table present 5] Example 22 Comparative Example 9  invention.
Type of target Co-Cr-Pt-B-T1203  Electric resisnvity of inorganic substance
(g  m)    Arcing rate (Count/hour)  7 45 Number of particles on substrate
(Particle)  13 46 



, Outer perimeter/area on polished surface (1/um)  0.8 1.3      Ox 10-3
1x11-112      Co-Cr-Pt-B-3i02    



INDUSTRIAL APPLICABILITY [0056]The present invention provides an
inorganic-particle-dispersed sputtering target, in which the inorganic
particles are less charged and arcing occurs less frequently when
performing sputtering with a magnetron sputtering device comprising a DC
power source, by adjusting the electric resistivity, dimension and shape of
the inorganic particles. Accordingly, by using the sputtering target of the
present 25invention, the occurrence of particles attributable to the arcing
reduces, and a significant effect of improving the yield in forming a thin
film is obtained.       The present invention is useful as an
inorganic-particle-dispersed sputtering target for use in the deposition of
a magnetic thin film of a 30 magnetic recording medium, and particularly of
a granular magnetic recording film of a hard disk adopting the
perpendicular magnetic recording system.  23PCT/JP2010/062590 CLAIMS [Claim
1]An inorganic-particle-dispersed sputtering target, the sputtering target
in which inorganic particles are dispersed in a 1:5  metal base material
essentially consisting of Co, wherein the inorganic particles have an
electric resistivity of 1 x 101 fl.m or less and the volume ratio of the
inorganic particles in the target is 50% or less. [Claim 2]An
inorganic-particle-dispersed sputtering target, the insputtering target in
which inorganic particles are dispersed in an alloy base material with a
composition containing 5 at% or more and 50 at% or less of Pt and the
remainder being Co, wherein the inorganic particles have an electric
resistivity of 1 x 101 0m or less and the volume ratio of the inorganic
particles in the target is 50% or less. [Claim 3]An
inorganic-particle-dispersed sputtering target, the sputtering target in
which inorganic particles are dispersed in an alloy base material with a
composition containing 5 at% or more and 40 at% or less of Cr and the
remainder being Co, wherein 20  the inorganic particles have an electric
resistivity of 1 x 101 0-m or less and the volume ratio of the inorganic
particles in the target is 50% or less. [Claim 41An
inorganic-particle-dispersed sputtering target, the sputtering target in
which inorganic particles are dispersed in an 25  alloy base material with
a composition containing 5 at% or more and 40 at% or less of Cr, 5 at% or
more and 30 at% or less of Pt, and the remainder being Co, wherein the
inorganic particles have an electric resistivity of 1 x 10' 0-m or less and
the volume ratio of the inorganic particles in the target is 50% or
'60less. 



[Claim 51Theinorganic-particle-dispersedsputteringtarget according to any
one of claims 1 to 4, wherein the metal base material in which the
inorganic particles are dispersed contains, as an additive element, 0.5 at%
or more and 10 at% or less of   5 10 15 [Claim 6] [Claim 7] [Claim 8]
24PCT/JP2010/062590 one or more elements selected from B, Ti, V, Mn, Zr,
Nb, Ru, Mo, Ta and W. Theinorganic-particle-dispersedsputteringtarget
according to any one of claims 1 to 5, wherein the inorganic particles are
a material of one or more components selected from carbon, oxide, nitride
and carbide. Theinorganic-particle-dispersedsputteringtarget according to
any one of claims 1 to 6, wherein inorganic particles have a dimension and
a shape in which a value obtained by dividing the surface area (unit: pm2)
of inorganic particles dispersed in the sputtering target by the volume
(unit: pm3) of the inorganic particles is 0.6 or more (unit: 1/pm).
The inorganic-particle-dispersed sputtering target according to any one of
claims 1 to 6, wherein inorganic particles have a dimension and a shape in
which, in a structure based on a cross-section observation of the
sputtering target, a value obtained by dividing the outer perimeter (unit:
pm) of individual inorganic particle by the area (unit: pm2) of the
inorganic particle is 0.4 or more (unit: 1/pm) on average.
PCTIJP2010/062590 2310. 12. 2010 CLAIMS     (Amended) An
inorganic-particle-dispersed sputtering target for use in a magnetron
sputtering device comprising a DC power source, the sputtering target in
which inorganic particles are dispersed in a metal base material
essentially consisting of Co, wherein the inorganic particles have an
electric resistivity of 1 x 101 (-2m or less, the volume ratio of the
inorganic particles in the target is 50% or less, and inorganic particles
have a dimension and a shape in which a value obtained by dividing the
surface area (unit: pm2) of inorganic particles dispersed in the sputtering
target by the volume (unit: pm3) of the inorganic particles is 0.6 or more
(unit: 1/pm).    (Amended) An inorganic-particle-dispersed sputtering
target for use in a magnetron sputtering device comprising a DC power
source, the sputtering target in which inorganic particles are dispersed in
an alloy base material with a composition containing 5 at% or more and 50
at% or less of Pt and the remainder being Co, wherein the inorganic
particles have an electric resistivity of 1 x 10' C2m or less, the volume
ratio of the inorganic particles in the target is 50% or less, and
inorganic particles have a dimension and a shape in which a value obtained
by dividing the surface area (unit: pm2) of inorganic particles dispersed
in the sputtering target by the volume (unit: pm3) of the inorganic
particles is 0.6 or more (unit: 1/pm).    (Amended) An
inorganic-particle-dispersed sputtering target for use in a magnetron
sputtering device comprising a DC power source, the sputtering target in
which inorganic particles are dispersed in an alloy base material with a
composition containing 5 at% or more and 40 at% or less of Cr and the
remainder being Co, wherein the inorganic particles have an electric
resistivity of 1 x 101 Clrn or less, the volume ratio of the inorganic
particles in the target is 50% or less, and inorganic particles have a
dimension and a shape in which a value  PCMP2010/062590 2410. 12. 2010
obtained by dividing the surface area (unit: pm2) of inorganic particles
dispersed in the sputtering target by the volume (unit: pm3) of the
inorganic particles is 0.6 or more (unit: 1/pm).    (Amended) An
inorganic-particle-dispersed sputtering target for use in a magnetron
sputtering device comprising a DC power source, the sputtering target in
which inorganic particles are dispersed in an alloy base material with a
composition containing 5 at% or more and 40 at% or less of Cr, 5 at% or
more and 30 at% or less of Pt, and the remainder being Co, wherein the
inorganic particles have an electric resistivity of 1 x 101 C2rn or less,
the volume ratio of the inorganic particles in the target is 50% or less,
and inorganic particles have a dimension and a shape in which a value
obtained by dividing the surface area (unit: pm2) of inorganic particles
dispersed in the sputtering target by the volume (unit: pm3) of the
inorganic particles is 0.6 or more (unit: 1/pm).    (Amended) The
inorganic-particle-dispersed sputtering target for use in a magnetron
sputtering device comprising a DC power source according to any one of
claims 1 to 4, wherein the metal base material in which the inorganic
particles are dispersed contains, as an additive element, 0.5 at% or more
and 10 at% or less of one or more elements selected from B, Ti, V. Mn, Zr,
Nb, Ru, Mo, Ta and W, and inorganic particles have a dimension and a shape
in which a value obtained by dividing the surface area (unit: pm2) of
inorganic particles dispersed in the sputtering target by the volume (unit:
pm3) of the inorganic particles is 0.6 or more (unit: 1/pm). 



(Amended) The inorganic-particle-dispersed sputtering target for use in a
magnetron sputtering device comprising a DC power source according to any
one of claims 1 to 5, wherein the inorganic particles are a material of one
or more components selected from carbon, oxide, nitride and carbide, and
have a  PCT/JP2010/062590 24/110 12. 2010 dimension and a shape in which a
value obtained by dividing the surface area (unit: pm2) of inorganic
particles dispersed in the sputtering target by the volume (unit: pm3) of
the inorganic particles is 0.6 or more (unit: 1/pm). [Claim 7](Amended) An
inorganic-particle-dispersed sputtering target for use in a magnetron
sputtering device comprising a DC power source, the sputtering target in
which inorganic particles are dispersed in a metal base material
essentially consisting of Co, wherein the inorganic particles have an
electric resistivity of 10  1 x 101 CIm or less, the volume ratio of the
inorganic particles in the target is 50% or less, and inorganic particles
have a dimension and a shape in which, in a structure based on a
cross-section observation of the sputtering target, a value obtained by
dividing the outer perimeter (unit: pm) of individual inorganic particle by
the area (unit: pm2) of the inorganic particle is 0.4 or more (unit: 1/pm)
on average. [Claim 8](Amended) An inorganic-particle-dispersed sputtering
target for use in a magnetron sputtering device comprising a DC power
source, the sputtering target in which inorganic particles 20  are
dispersed in an alloy base material with a composition containing 5 at% or
more and 50 at% or less of Pt and the remainder being Co, wherein the
inorganic particles have an electric resistivity of 1 x 101 0.m or less,
the volume ratio of the inorganic particles in the target is 50% or less,
and inorganic particles have a dimension and a shape in which, in a
structure based on a cross-section observation of the sputtering target, a
value obtained by dividing the outer perimeter (unit: pm) of individual
inorganic particle by the area (unit: pm2) of the inorganic particle is 0.4
or more (unit: 1/pm) on average. 30 [Claim 9] (Added) An
inorganic-particle-dispersed sputtering target for use in a magnetron
sputtering device comprising a DC power source, the sputtering target in
which inorganic particles are dispersed in an alloy base material with a
composition containing 5 at% or more and 40 at% or less of Cr and the
PCT/JP2010/062590 24/210. 12. 2010 remainder being Co, wherein the
inorganic particles have an electric resistivity of 1 x 101 Drn or less,
the volume ratio of the inorganic particles in the target is 50% or less,
and inorganic particles have a dimension and a shape in which, in a
structure  5 based on a cross-section observation of the sputtering target,
a value obtained by dividing the outer perimeter (unit: pm) of individual
inorganic particle by the area (unit: m2) of the inorganic particle is 0.4
or more (unit: 1/pm) on average. [Claim 10](Added) An
inorganic-particle-dispersed sputtering target for  10 use in a magnetron
sputtering device comprising a DC power source, the sputtering target in
which inorganic particles are dispersed in an alloy base material with a
composition containing 5 at% or more and 40 at% or less of Cr, 5 at% or
more and 30 at% or less of Pt, and the remainder being Co, wherein the
inorganic particles have an electric resistivity of 1 x 101 0m or less, the
volume ratio of the inorganic particles in the target is 50% or less, and
inorganic particles have a dimension and a shape in which, in a structure
based on a cross-section observation of the sputtering target, a value  20
obtained by dividing the outer perimeter (unit: pm) of individual inorganic
particle by the area (unit: pm2) of the inorganic particle is 0.4 or more
(unit: 1/pm) on average. [Claim 11](Added) The inorganic-particle-dispersed
sputtering target for use in a magnetron sputtering device comprising a DC
power source according to any one of claims 7 to 10, wherein the metal base
material in which the inorganic particles are dispersed contains, as an
additive element, 0.5 at% or more and 10 at% or less of one or more
elements selected from B, Ti, V, Mn, Zr, Nb, Ru, Mo, Ta and W, and
inorganic particles have a  30 dimension and a shape in which, in a
structure based on a cross-section observation of the sputtering target, a
value obtained by dividing the outer perimeter (unit: pm) of individual
inorganic particle by the area (unit: pm2) of the inorganic particle is 0.4
or more (unit: 1/pm) on average.  PCTIJP2010/062590 24/310. 12. 2010 [Claim
121(Added) The inorganic-particle-dispersed sputtering target 



for use in a magnetron sputtering device comprising a DC power source
according to any one of claims 7 to 11, wherein the inorganic particles are
a material of one or more components selected from carbon, oxide, nitride
and carbide, and have a dimension and a shape in which, in a structure
based on a cross-section observation of the sputtering target, a value
obtained by dividing the outer perimeter (unit: pm) of individual inorganic
particle by the area (unit: pm2) of the inorganic particle is 0.4 or more
(unit: 1/pm) on average. 


