
5 

"THIS SHEET HAS BEEN 
PHN 14.516 1 REPLACED 

Cfh0q5e-3 - q 
I Po s f 

lt'Y~. 

09.09.1993 

Method of polishing.a surface of a noble metal or an alloy comprising mainly noble 

metal, magnetic head obtainable by means of said methiand polishing means suitable 

for use in the method. 

The invention relates to a method of polishing a surface of a noble metal 

or an alloy comprising mainly noble metal, in which a polishing means and said surface 

are moved with respect to each other while exerting a polishing pressure for obtaining a 

polished surface. 

It is generally known to polish platinum, gold or silver surfaces 

mechanically by means of polishing grains. Although a satisfactory planeness can 

generally be achieved in this way, the polished surface has many grooves and scratches 

10 when viewed microscopically. Moreover, mechanical polishing causes material 

disturbances under the polished surface. A mechanically polished surface is unsuitable 

for many uses such as, for example direct bonding. Moreover, in the manufacture of 

layered'high-tech products, such as thin-film magnetic heads, very plane and smooth 

polished surfaces without defects are required. 

15 

It is an object of the invention to provide a method of polishing a surface 

of ·a noble metal or an alloy comprising mainly noble metal, in which a polishing means 

is moved across the surface to be polished while exerting a polishing pressure, with 
~ . 

20 which method a surface which is substantially plane, smooth and without defects can be 

obtained. 

To this end the method according to the invention is characterized in that 

a composition comprising demineralised water with 20 to 40% by weight of an organic 

liquid comprising a poly-alcohol or a derivative thereof and particles which can be 

25 encapsulated and have a Knoop,s hardness of between 5 and 50 GPa is used as a 

polishing means. 

It has been found that use of the method according to the invention for 

noble metals such as Pt, Au or Ag or mixed forms thereof, or alloys comprising mainly 
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noble metals such as silver-magnesium, gold-aluminium, platinum-tin, including 

possible intermetallic compounds such as A~Mg, Au3Al2, Pt3Sn, which can be 

characterizetl as being relatively soft, yields substantially plane polished surfaces 

without defects, in which surface roughnesses R (rms) of less than 2 nm can be 

5 achieved. It is assumed that the organic liquid present in the indicated amount in the 

polishing means functions as an encapsulating, suspending means for the particles which 

are present, so that the possibility of scratches is minimal in spite of the hardness of the 

small particles. 

It is to be noted that it is known to polish diamond without defects by 

10 means of a polishing means comprising SiD.z nanoparticles and sub-micron particles of 

diamond in an alkaline solution. This method of polishing without defects is, however, 

unsuitable for polishing a relatively soft surface of a noble metal or an alloy comprising 

mainly noble metal, because noble metals are not chemically susceptible to an alkaline 

environment. Moreover, polishing particles of diamond are much too hard in proportion 

15 to the hardness of noble metals or soft alloys thereof. 

An embqdiment of the method according to the invention is characterized 

in that grains having a grain size of the order of 50 nm are used aS particles. These 

grains are slightly larger than microclusters. It has been found that the particles can be 

encapsulated and suspended satisfactorily at said grain size so that, while mainUtjning 

· 20 the hardness, the possibility of scratches is minimal. 

An embodiment of the method according to the invention is characterized 

in ~at Al20 3 grains are used as particles. It has been found that these particles having a 

Knoop' s hardness of approximately 21 GPa not only have a suitable hardness but can 

also be eminently encapsulated and suspended in the previously mentioned organic 

25 liquid. Sn~ grains having a Knoop's hardness of approximately 6.5 GPa may also be 

used successfully. 

Colloidal-chemical circumstances, such as the electrophoretic potential of 

the particles used in the organic liquid determine their suitability for use in the method 

according to the invention. It has been found that Al20 3 and Sn02 particles are 

30 eminently suitable in an organic liquid comprising glycerol or consisting of glycerol. 

Another suitable liquid comprises a stea.ric acid ester of glycerol, suspended in water. It 

is to be noted that grains of cerium oxide, which are suitable as regards hardness, are 
not satisfactory. ------- ··~------------- -
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It is to be noted that the use of glycerol in a polishing means is known per 

se from US-A 4,358,295 (herewith incorporated by reference). US-A 4,358,295 

describes a polishing method which is used as a finishing operation of a surface of 

relatively hard magnetic materials, particularly ferrite or an FeAlSi alloy, using a metal 

5 polishing disc. The liquid polishing means used comprises 10 to 30% by weight of 

glycerol and 1 to 4 % by weight of polishing grains of magnesium oxide having a grain 

size of approximately 0.1 µ.m. The polishing pressure is in the range between 0.2 and 

0.3 kg/cm2• It has been found that this known polishing method is unsuitable for 

achieving very small surface roughnesses on surfaces of noble metals or noble metal 

10 alloys which are much softer as compared with ferrite. The use of Al2~ particles as a 

polishing means is discouraged in US-A 4,358,295. 

15 

An embodiment of the method according to the invention is characterized 

in that 0.1 to 1 % by weight of particles is used. Coagulation is prevented at this 

relatively low percentage of particles. 

An embodiment of the method according to the invention is characterized 

in that a maximum polishing pressure of 150 g/crrr is used. In the method according to 

the invention physical, chemical and mechanical parameters play a role. The polishing 

pressure is an external magnitude with which the method can be controlled and 

\ optimized. Said relatively low polishing pressure yields an optimal result because the 
\ l 20 particles are prevented from being pressed through the encapsulating layer during 
l 
\ polishing at this pressure. 

An embodiment of the method according to the invention is characterized 

in that an auxiliary polishing means absorbing the polishing means is used. This 

auxiliary polishing means, which is also referred to as polishing base, retains the 

25 polishing means during polishing and thereby ensures, inter alia an optimum wetting of 

the surface to be polished. A tissue of organic fibres or a polishing cloth of pressed 

organic fibres is preferably used. The hardness of the polishing base is extremely 

important for optimization of the method according to the invention. The auxiliary 

polishing means preferably has a Shore A hardness of between 10 and 80; DIN: 53505. 

30 An embodiment of the method according to the invention is characterized 

in that the method starts from a substrate on which a layer having a surface of a noble 

metal or an alloy comprising mainly noble metal is formed. This embodiment, in which 

the electrically conducting layer may be structured, is particularly suitable for use in the 
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manufacture of planar thin-film magnetic heads in which strict requirements as regards 

smoothness, planeness and condition, particularly physical condition of polished surfaces 

are imposed. In thin-film magnetic heads a structured layer formed as a write and/or 

test winding generally occurs. Notably in the case of a write winding, the layer should 

5 have a low resistance, for example less than 1 Ohm. The method according to the 

invention provides the possibility of using narrow, relatively thick windings, in which 

the layer is embedded in the substrate. A hard ferrite can be used without any problem 

as a substrate material. 

An embodiment of the method according to the invention is characterized 

10 in that a non-magnetic layer is deposited on the polished surface obtained for forming a 

transducing gap of a magnetic head. Due to the accurate polished surface which is 

present, the non-magnetic layer may be perfectly smooth without any thickness 

variations when using the method according to the invention and may thus have an 

accurately defined thickness. The thickness of the non-magnetic layer determines the 

15 writing behaviour of the magnetic head obtained. For example, quartz or zirconia may 

be used as a material for the non-magnetic layer, which material may be deposited by 

PE-CVD or sputtering, respectively. 

The invention also relates to a magnetic head obtainable by means of the 

method according to the mvention. The thin-film magnetic head obtained may be a read 

20 and/or write head. I~ the case of a read h~d a high efficiency is required. To this end a 

recess or a groove can be provided in the magnetic yoke of the magnetic head when 

using the method according to the invention. A noble metal or an alloy comprising 

mainly noble metal is deposited in the recess, whereafter a planarization process is 

carried out, using the method according to the invention for obtaining a polished 

25 surface. 

The invention also relates to a polishing means which is suitable for use in 

the method according to the invention. 

The polishing means according to the invention is characterized by the 

presence of demineralised water with 20 to 40% by weight of an organic liquid 

30 comprising a poly-alcohol or a derivative thereof and particles which can be 

encapsulated and have a Knoop' s hardness of between 5 and 50 GPa. The composition 

of the polishing means according to the invention is based on the recognition that 

particles within said range of hardnesses which can be taken up for electrophoretic 
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potential reasons in a suitable organic solution and can be encapsulated and suspended 

without flocculation are suitable for realising a very smooth> defectless polished surface 

of a noble metal or an alloy comprising mainly noble metal. 

An embodiment of the polishing means according to the invention is 

5 characterized in that the particles comprise grains having a grain size of the order of 50 

nm. At this size the intrinsic hardness properties of the material become sufficiently 

manifest, while the particles are sufficiently small to be fully encapsulated. 

An embodiment of the polishing means according to the invention is 

characterized in that the particles comprise Al20 3 and/or Sn02 grains. These grains are 

10 particularly suitable for suspension in the organic liquid comprising a poly-alcohol or a 

derivative thereof. 

An embodiment of the polishing means according to the invention is 

characterized in that 0.1 to 1 % by weight of particles is present. The proportionally 

small quantity of particles prevents coagulation of particles to larger clusters and 

15 ensures a scratchless polishing means. 

20 

25 

30 

An embodiment of the polishing means according to the invention is 

characterized by the presence of glycerol. Glycerol has been found eminently suitable, 

particularly in combination with Al20 3 and/or Sn02• Another suitable poly-alcohol is 

glycol or a polyvinyl alcohol. 

These and other aspects of the invention will be apparent from and 

elucidated with reference to the embodiments described hereinafter. 

In the drawings 

Figs. 1 to 8. illustrate a method of manufacturing a planar magnetic head, 

in which method an embodiment of the method according to the invention is used, and 

Fig. 9 shows a thin-film magnetic head according to the invention, made 

by means of said method. 

A method of inanufacturing a thin-film magnetic head, using an 

embodiment of the method according to the invention will be described with reference 

to Figs. 1 to 8. The method starts from a soft-magnetic substrate 1, in this embodiment 
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a ferrite such as NiZn ferrite having a smooth and plane substrate surface on which a 

mask 3, in this embodiment a mask of nickel is formed by successive deposition and 

structuring. The deposition of a nickel layer may be performed by means of an 

electroplating process, while a photoresist layer may be used for structuring. A groove 

5 or recess la is formed in the substrate 1 by removal of material, for example by 

sputter-etching or reactive ion etching, whereafter any remaining parts of the mask 3 

are removed by, for example wet-chemical etching. A layer 5 of a noble metal, in this 

embodiment gold, is provided, for example, by means of sputtering on the substrate 1 

thus structured. To improve the adhesion of the noble metal to the ferrite material, a 

10 layer of an adhesive material, in this embodiment Mo, may be formed before the noble 

metal is provided. 

The layer 5 has a noble metal surface 5a remote from the substrate 1, 

which surface is polished by means of the method according to the invention for 

obtaining a winding 7 serving as an inductive transducing element and having an at least 

15 substantially plane surface 7a without scratches and defects. To this end an embodiment 

of the polishing means according to the invention is used, which means has a 

composition comprising demineralised water with 20 to 40 % by weight of glycerol and 

0.1 to 1 % by weight of Al20 3 grains having an average diameter of approximately 50 

nm. The polishing means is moved with respect to the surface 5a by means of a 

20 polishing base of organic fibres, while simultaneously exerting· a polishing pressure of 

approximately 100 g/cm2
• During polishing, the grains which are present are 

encapsulated in glycerol, in which the relatively low polishing pressure ~sed prevents 

grains from being pressed through organic layers surrounding the grains. It has 

surprisingly been found that the polished noble metal surface 7a obtained perfectly 

25 adjoins the adjacent surface portions lb of the substrate 1. It is to be noted that 

planenesses of less than 100 nm are readily achievable. 

The surfaces lb and 7a jointly form a smooth main surface 9 on which a 

layer 11 of a non-magnetic, electrically non-conducting material is formed. To this end, 

for example quartz or zirconia can be deposited by means of PE-CVD or sputtering, 

30 respectively. In this respect it is important that the layer 11 has an accurate uniform 

layer thickness because a portion of the layer 11 in the manufactured magnetic head 

functions as a transducing gap lla (see Fig. 9). By using a recessed conductor, the 

thickness of layer 11 can also be chosen freely for a small write gap. In the case of a 
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non-recessed conductor, thick insulation layers must be provided so as to ensure a 

satisfactory step coating and to prevent short-circuits between the conductor and the 

magnetic yoke, which thick insulation layers must be re-etched at a later stage to the 

correct thiclmess so as to realise the desired write gap. 

5 In the layer 11 formed a connection aperture 13 is provided by means of a 

known technique, for example by chemical etching in quartz. Subsequently a soft­

magnetic material, for example an NiFe alloy or a CoZrNb alloy is deposited by means 

of a known deposition technique for forming a flux-guiding layer 15. Subsequently the 

layer 15 is polished for fanning a flux guide 15a and a head face 17 can be fonned by 

10 means of grinding and/or polishing. 

Fig. 9 shows a thin-film magnetic head obtained by means of the method 

described above. This magnetic head comprises an inductive element 7 which is 

recessed in the substrate 1 and is provided with a magnetic yoke formed by the 

substrate 1 and the flux guide 15a and a non-magnetic transducing gap 1 la. 

15 It is to be noted that particles which can be encapsulated and have a 

Knoop's hardness of between 5 and 10 GPa can be used instead of Al10 3 grains in the 

polishing means. 

It is further to be noted that instead of Au, another noble metal or an 

alloy comprising mainly noble metal such as platinum-tin, gold-nickel or silver-copper 

20 can be polished. 

For. polishing a platinum surface an embodiment of the method according 

to the invention was used in a successful experiment in which the polishing means 

comprised 400 cc of demineralised water, 150 cc of glycerol and S g of Ali~ grains . 
having an average grain siz.e of 50 nm. The polishing pressure was between 25 and 50 

25 g/cm2
• 

30 

In another experiment, in which a perfectly polished silver surface was 

obtained, a composition of 500 cc of demineralised water, 100 cc of glycerol and 2 g of 

Al20 3 particles having an average grain size of 50 nm was used as a polishing means. 

The polishing pressure was 100 g/cm2
• 

It is further to be noted that the method according to the invention is not 

limited to its use in processes of manufacturing magnetic heads, but is suitable for many 

applications in which strict requirements are imposed on the surface condition of noble 

metals or soft alloys thereof. ---- - -- -
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1. A method of polishing a surface of a noble metal or an alloy comprising 

mainly noble metal, in which a polishing means and said surface are moved with respect 

to each other while exerting a polishing pressure for obtaining a polished surface, 

characterized in that a composition comprising demineralised water with 20 to 40% by 

5 weight of an organic liquid comprising a poly-alcohol or a derivative thereof and 

particles which can be encapsulated and have a Knoop's hardness of between 5 and 50 

GPa is used as a polishing means. 

2. A method as claimed in Claim 1, characterized in that grains having a 

grain size of the order of 50 nm are used as particles. 

10 3. A method as claimed in Claim 1 or 2, characterized in that A.1.i03 grains 

are used as particles. 

4. A method as claimed in Claim 1 or 2, characterized in that SnOi grains 

are used as particles. 

5. A method as claimed in Claim 1, 2, 3 or 4, characterized in that 0.1 to 

15 1 % by weight of particles is used. 

6. A method as claimed in Claim 1, 2, 3, 4, or 5, characterized in that the 

organic liquid comp?ses glycerol. 

7. A method as claimed in any one of the preceding Claims, characterized in 

that a maximum polishing pressure of 150 g/cnr is used. 

20 8. A method as claimed in any one of the preceding Claims, characterized in 

that an auxiliary polishing means absorbing the polishing means is used. 

9. A method as claimed in Claim 8, characterized in that the auxiliary 

polishing means comprises a tissue of organic fibres. 

10. A method as claimed in any one of the preceding Claims, characterized in 

25 that the method starts from a substrate on which a layer having a surface of a noble 

metal or an alloy comprising mainly noble metal is formed. 

11. A method as claimed in Claim 10, characterized in that a non-magnetic 

layer is deposited on the polished surface obtained for forming a transducing gap of a 

l llltlll ltllll lllll lllll II llll 
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magnetic head. 

12. A magnetic head obtainable by means of the method as claimed in Claim 

11. 

13. A polishing means suitable for use in the method as claimed in any one of 

5 Claims 1 to 11, characterized by the presence of demineralised water with 20 to 40 % 

by weight of an organic liquid comprising a poly-alcohol or a derivative thereof and 

particles which can be encapsulated and have a Knoop's hardness of between 5 and 50 

GPa. 

14. A polishing means as claimed in Claim 13, characterized in that the 

10 particles comprise grains having a grain size of the order of 50 nm. 

15. A polishing means as claimed in Claim 13 or 14, characterized in that 

Al2~ and/or Sn"2 grains are present. 

16. A polishing means as claimed in Claim 13, 14 or 15, characterized in that 

0.1 to 1 % by weight of particles is present. 

15 17. A polishing means as claimed in Claim 13, 14, 15 or 16, characterized in 

that the organic liquid comprises glycerol. 
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