APPARATUS FOR AND METHOD OF DESI GNI NG FLU D CONTROL DEVI CES ABSTRACT OF THE
DI SCLOSURE A desi gni ng apparatus conprises synbagl narﬁ nmenory neans for
storing fluid controllers usable in fluid contr terns of

synbol marks representing the functions, fluid channels and contours of the
controllers, and a flowhart preparing neans for preparing a flowhart of a
fluid control device represented by synbol marks. The flowchart preparing
nmeans successively selects controllers, %é: as val ves and nassfl ow
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sel ects a suitable coupling nenber er connecting adj acent two of the

controllers fron1a | ing menber data fil e and aut tically arranges the
control lers and the EEESPFﬂg ﬁBHﬁ§P§u§hGQm?§F§EFeHYP8ngr@Bﬁ e "MW chart .

FIG 4
( ) means for storing fluid controllers usable in fluid

control devices in terms of symbol marks representing

5 the functions, fluid channels and contours of the
controllers, and a flowchart preparing means for
preparing a flowchart of a fluid control device
represented by symbol marks. The flowchart preparing
means successively selects controllers, such as valves

10 and massflow controllers, from a symbol mark file in the
memory means, arranges the selected controllers on a
screen as suitably positioned, automatically selects a
suitable coupling member for interconnecting adjacent
two of the controllers from a coupling member data file

15 and automatically arranges the controllers and the

coupling members thus selected to prepare a flow chart.

(FIG. 4)
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