
WO 02/04394 PCT/US01/02489 -1- PROCESS CONTROL FOR ACETIC ACID MANUFACTURE
Cross-Reference to Related Application This application is a
continuation-in-part of U.S. Patent Application Serial No.  09/611,067
filed July 6, 2000 and entitled MANUFACTURING AND PROCESS  CONTROL METHODS,
which is a continuation-in-part of U.S. Patent Application 5 Serial No.
09/216,330, now Patent No. 6,103,934, filed December 18, 1998 and entitled
MANUFACTURING AND PROCESS CONTROL METHODS. Field of the Invention This
invention relates to a method of improving process control in the
manufacture and purification of acetic acid, and a method of manufacturing
acetic acid  10 utilizing improved process control. Background of the
Invention The prevailing method of acetic acid production involves
continuously reacting  methanol and carbon monoxide in a stirred reactor.
The reaction mixture contains a  soluble catalyst from Group 9,
specifically iridium or rhodium, and methyl 15 iodide/hydrogen iodide
promoters which accelerate the rate of reaction. The two  primary reactions
which occur in the acetic acid process involve the carbonylation of WO
02/04394 PCT/US01/02489  methanol with carbon monoxide to form acetic acid
and a water gas shift reaction which forms carbon dioxide and hydrogen from
carbon monoxide and water. Hydrogen  production from the water gas shift
reaction further leads to the formation of a propionic .  acid impurity in
the reactor solution. 5 A complex network of dependent equilibria involving
liquid acetic acid reaction  components exists in the reactor. Even slight
changes in these equilibria can induce  considerable and adverse effects on
catalyst stability and activity in the reactor. These  changes can
ultimately lead to compositional changes in liquid streams entering the
purification section of an acetic acid plant practicing methanol
carbonylation 10 technology. The use of on-line infrared analysis in
controlling reactor liquid composition has  



been described in U.S. Patent No. 6,103,934 entitled MANUFACTURING AND
PROCESS CONTROL-METHODS, and U.S. Patent Application Serial No. 09/611,067
filed July 6, 2000 and entitled MANUFACTURING AND PROCESS CONTROL 15
METHODS, each incorporated herein by reference in their entirety. Real time
analysis  of reactor solution allows instant adjustments to be made via
process control loops to  effect optimal reactor performance. In the
process of acetic acid production and  purification, it is of course
necessary to remove other components from the acetic acid  products and,
where necessary, return these other components via recycle loops to the 20
reactor or other parts of the process. The composition of these
purification/recycle  streams is partially a function of reactor
composition/performance and partially a  function of recycle/purification
column performance. WO 02/04394 PCT/US01/02489  There is thus a need to
implement process control via on-line infrared analysis to the purification
and recycling section of an acetic acid reaction system, such as in a
manufacturing plant. Summary of the Invention 5 The present invention
provides a method of real time process control of  component concentrations
in a reaction system for the production of acetic acid from  the
carbonylation of methanol. To this end, and in accordance with the present
invention, samples of reaction system solution are collected from columns
and/or  transfer lines downstream of a reactor vessel, and the
concentration of one or more 10 components in the sample is measured by an
infrared analyzer. The concentration  measurements are used to make
adjustments in the process. The concentration of one or  more components is
adjusted, either directly or indirectly, in one or more locations in  the
reaction system in response to the downstream measurements. For example,
the  flow rate of a solution stream in a transfer line can be increased or
decreased going into 15 or out of a column to alter the concentration of
one or more of the components in that  column or another vessel in the
reaction system. Alternatively; the temperature of the  solution in a
column or stream or the temperature profile or gradient in a column could
be increased or decreased to affect the concentration of one or more
components in the  reaction system solution. Also, the concentration of a
reaction system component can 



20 be adjusted directly by direct addition or extraction of that component
into or out of the  solution. For example, water concentration in the
reaction system can be adjusted  directly by increasing or decreasing the
water feed into the reactor vessel, and indirectly  by increasing or
decreasing recycle streams containing water to the reaction section.  The
vent gas rate out of the reactor vessel or a column can also be increased
or -3 WO 02/04394 PCT/US01/02489  decreased. Thus, reaction system
component concentrations can be adjusted directly or  indirectly by
varying'any number of process variables in the reaction system. Further,
adjustment in one location of the reaction system may cause concentration
changes at  either that location or upstream or downstream of that
location. For optimum process 5 control, the measurements are transmitted
to a control unit for real, time analysis, and  the adjustments are made
substantially instantly after the infrared analysis. There is  thus
provided a method for continuously updating the conditions of the reaction
system  to enhance process control in real time of the overall process to
thereby optimize the  production and purification of acetic acid product.
10 Brief Description of the Drawings The accompanying drawings, which are
incorporated in and constitute a part of  this specification, illustrate
embodiments of the invention and, together with a general  description of
the invention given above, and the detailed description given below,  serve
to explain the principles of the invention. 15 FIG. 1 is a schematic
representation of an acetic acid manufacturing plant;  FIG. 2 is a
correlation plot of actual vs. predicted concentration values for
acetaldehyde (CH3CHO) showing the validation of the laboratory calibration
model in  the decanter heavy phase; FIG. 3 is a schematic representation of
one mode of the on-line analysis of the  20 present invention in the
decanter of the light ends recovery section; FIG. 4A is a schematic
representation of one mode of the on-line analysis of the  present
invention applicable in the light ends column bottoms, drying column feed,
drying column, heavy ends column feed and product tank feed; WO 02/04394
PCT/US01/02489 



1`1U. 4B is a schematic representation of another mode of the on-line
analysis of  the present inventioif applicable in the light ends column
bottoms, drying column feed,  drying column, heavy ends column feed and
product tank feed; FIG. 5 is a schematic representation of another mode of
the on-line analysis of  5 the present invention in the decanter of the
light ends recovery section; FIG. 6 is a multi-component trend file
containing 30 minutes of run time data  for five heavy phase decanter
solution components and solution density; FIG. 7 is a multi-component trend
file containing 60 minutes of ran time data  for five heavy phase decanter
solution components and solution density; 10 FIG. 8 is a multi-component
trend file containing 140 minutes of run time data  for six heavy phase
decanter solution components; FIG. 9 is a multi-component trend file
containing 15 minutes of run time data  for four light phase decanter
solution components and solution density; FIG. 10 is a multi-component
trend file containing 8 0 minutes of run time data  15 for four light phase
decahter solution components; FIG. I I is a multi-component trend file
containing 125 minutes of run time data  for five light phase decanter
solution components; FIG. 12 is multi-component trend file containing 45
minutes of ran time data  for five light phase decanter solution components
and solution density; .20 FIG. 13 is a multi-component trend file
containing 50 minutes of run time data  for three light ends column bottoms
solution components; FIG. 14 is a multi-component trend file containing 65
minutes of ran time data  for two product stream solution components; WO
02/04394 PCT/US01/02489 FIG. 15 is a multi-component trend file containing
180 minutes of run time data  for two heavy ends column or product stream
solution components; FIG. 16 is a multi-component trend file containing 75
minutes of run time data  for three drying column feed components; 5 FIG.
17 is a multi-component trend file containing 85 minutes of run time data
for two drying column solution components; and FIG. 18 is a multi-component
trend file containing 110 minutes of run time data'  



for two drying column components. Detailed Description 10 A. The Acetic
Acid Reaction System An acetic acid manufacturing plant practicing methanol
carbonylation  technology, as depicted schematically in FIG. 1, can be
conveniently divided into three  functional areas: reaction, light ends
recovery, and purification. Acetic acid reaction  systems may vary in the
type and number of distillation columns, for example as 15 described in
U.S. Patent Nos. 3,772,156, 4,039,395, 5,831,120, 5,227,520, 5,416,237  and
5,916,422 and in PCT publication W09822420, and such variations, which are
within the skill of one of ordinary skill in the art, are included within
the scope of this  invention. In general, the reaction section consists of
a reactor 10 and flash tank 20.  The light ends recovery section consists
of a light ends column 30 and a phase 20 separation vessel 40 (decanter).
The purification section consists also of the light ends  column 30, as
well as a drying column 50 and optionally a heavy ends column 60. The
various columns and vessels are connected by transfer lines, such as pipes,
through  which the reaction system solutions flow, typically with the aid
of pumps. For ease of WO 02/04394 PCT/USOI/02489  depiction and discussion,
the transfer lines and streams therein are referred to herein as one in the
same, using the term "stream". The feed to the reactor 10 is via stream 12
comprised of methanol, dimethyl  ether, methyl acetate or mixtures thereof.
Water may also be present in stream 12. 5 Carbon monoxide or mixtures with
inert gases are also fed to the process via stream 12.  During normal
reactor 10 operation, reactor contents are continuously withdrawn as a
liquid. This is achieved by flashing reactor solution across a valve (not
shown) to  produce a vapor-liquid stream 100 which is sent to the Rash tank
20 where vapor is  separated from the liquid. The liquid, containing
catalyst, accumulates in the bottom 22 10 of the flash tank 20 and is
pumped back into the reactor 10 via stream 110 by a catalyst  recycle pump
P L The vapor stream 120 leaving the top 24 of the flash tank 20 contains
the acetic acid product, water, methyl iodide (MeI), hydrogen iodide (HI),
and low levels  of impurities, i.e. propionic acid and acetaldehyde. This
vapor is fed to the light ends  column 30. Thus, the primary purpose of the
flash tank 20 is to separate the catalyst 



15 from the crude product and allow the catalyst to be returned to the
reactor 10. The light ends column 30 is critical to the overall process as
it serves the dual  purpose of crude acetic acid purification and of
recycling iodide back to the reaction  section. The light ends column 30 is
fed from the overhead vapor stream 120 from the  flash tank 20. It allows
separation of the higher boiling acetic acid from the lower 20 boiling.,
components such as MeI and methyl acetate (MeOAc). Three streams
130,140,150 are removed from the light ends column 30. The overhead stream
130  consists primarily of MeI but also contains some water, MeOAc and
acetic acid and is  sent to a phase separator or decanter 40 described
below. A sidedraw stream 140 from  the light ends column 30consists of wet
acetic acid, which is sent to the drying column Z:) -7 WO 02/04394
PCT/US01/02489  50 by pump P5. The light ends bottoms stream 150 consists
of water, HI and acetic  acid, which are recycled to the reaction section,
which encompasses the reactor 10 and  flash tank 20. The second part of the
light ends recovery section is the phase separator 40, 5 more commonly
called the decanter. In this decanter 40, a heavy phase 42 consisting
primarily of Mel and an immiscible light phase 44 consisting primarily of
aqueous  acetic acid are separated. The primary purpose of this separation
of light phase 44 and  heavy phase 42 is to recycle Mel to the reactor 10.
The MeI to be recycled collects in a  small boot 46 of the decanter 40, the
volume of which is much less than that of the 10 remaining top portion 48
of the decanter 40 which contains the light phase 44. The MeI  in boot 46
is recycled to reactor 10 by pump P2 via bottoms stream 160. A secondary
purpose of the light phase separation is to return by pump P4 via stream
170 some of  the light phase 44 as reflux to the light ends column 30, the
remainder of the light phase  44 being recycled via stream 180 to the
reactor 10 by pump P3. The amount of light 15 phase directed to stream 170
versus stream 180 can be adjusted by one or both of  pumps P3 and P4. Many
acetic acid processes contain additional processing of the heavy phase 42
and the light phase 44. In processes such as those described in U.S. Patent
Nos.  



4,102,922, 5,371,286 and 5,599,976, the heavy phase 42 is further treated
to remove 20 alkanes. One such process is shown in FIG. 1 where the
hydrocarbons removal column  70 is fed by a portion of the heavy phase 42
via stream 210. The overhead of the  column 70 is returned via stream 220
to the flash tank 20. The alkanes-rich bottoms are  sent to waste via
stream 230. A number of acetic acid processes have additional  treatments
of the heavy phase 42 and light phase 44 to remove impurities such as -8 WO
02/04394 PCT/USO1/02489  acetaldehyde and its condensation products.
Examples of such acetaldehyde removal  systems are described in U.S. Patent
Nos. 5,599,976, 5,723,660, 5,625,095 and  5,783,731, EP Patent No. 487,284
and PCT Publication W09817619. All of the acetic  acid process streams can
be analyzed using the current invention to provide improved 5 control of
the individual processing steps as well as overall process control.
Purification encompasses the light ends column 30, as discussed above, as
well  as a drying column 50 and heavy ends column 60. Many acetic acid
processes contain  an additional column 80 to strip acetic acid from higher
boiling impurities. The drying  column 50 is a large distillation column
which takes as its feed a wet acetic acid stream 10 140 from the light ends
column 30 through pump P5. As its name implies, the primary  purpose of the
drying column 50 is to remove water from the product acetic acid.  Water is
removed overhead via stream 184 to a column overhead drum 56 and returned
to the reaction section via stream 186 by pump P8. A portion of the
condensed solution  in drum 56 is returned as column reflux via stream 188
by pump P9. In some acetic 15 acid processes such as that described in U.S.
Patent Nos. 5,599,976 and 5,723,660, a  portion of the overhead stream 184
condensed in drum 56 is added via transfer line (not  shown) to either the
light ends column 30 or drying column feed stream 140. The  current
invention would offer improved process control of the processes described
in  the above patents. Dry acetic acid is removed from the bottoms 52 of
the drying 20 column 50 and is either pumped directly to product tanks (not
shown) or to a heavy  ends column 60 by pump P6 via stream 190 for further
removal of impurities such as  propionic acid. Additional acetic acid can
be recovered from stream 197 which is fed to  a waste acid stripper column
80 by pump P7. The recovered acetic acid is returned via  



stream 198 to heavy ends column 60. Waste propionic and higher acids are
sent for -9 WO 02/04394 PCT/US01/02489  disposal via stream 199. The
overhead of heavy ends column 60 is sent via stream 192 to drum 64,
condensed, and returned by pump P 10 as reflux.to the heavy ends column 60
via stream 196 or sent via stream 194 to be mixed with stream 140. The
purpose of the optional heavy ends column 60 is to remove higher boiling  5
propionic acid impurity from acetic acid. The bottoms portion 62 of the
heavy ends  column 60 consists primarily of propionic acid while a sidedraw
stream 200 consists of  pure acetic acid which is sent to storage in a
product tank. B. Process Control The generally accepted method of overall
plant control is the concept of 10 inventory control, also known as level
control. This is primarily achieved in two areas:  the reaction section and
the light ends recovery section. In the reaction section, the  flashing
rate of reactor solution must be sufficient to match the reactor feed rate
and  thus maintain desired reactor solution level, as well as reaction
temperature. A reactor  cooler (not shown) is frequently used to help
control reaction temperature as the 15 flashing ratio is varied. In the
light ends section, the inventory concept has two primary  functions. The
first function is to return MeI back to the reactor 10 with a minimum of
inventory shift. Level controlling the heavy phase 42 in the boot 46
achieves this  objective. The second function is to remove the correct
amount of acetic acid from the  light ends column sidedraw stream 140 and
feed it forward to the drying column 50. 20 Level controlling a sidedraw
tray (not shown) of the light ends column 30 and flow  controlling the
decanter light phase recycle stream 180 to the reactor 10 accomplishes
this objective. These two controls work together in that if more crude
acetic acid needs  to be fed forward via stream 140, the flow of the light
phase recycle stream 180 to the  reactor 10 is decreased. This forces more
light phase reflux via stream 170 to the light -10 WO 02/04394
PCT/US01/02489 ends column 30, which in turn forces more acetic acid down
the column 30 to the level  controlled sidedraw tray. Conversely, if less
crude acid is to be removed from the  



system, the flow via stream 180 of the decanter 40 light phase recycle to
the reactor 10  is increased. The result is lower column reflux via stream
170, more acetic acid in the 5 overhead of column 30 and less acid on the
sidedraw tray to be fed forward via stream  140. Another key control
concept is to contain HI in the bottoms 34 of the light ends  column 30. A
minimum required water concentration in the bottoms 34 ensures that  the HI
remains below the sidedraw tray and is returned to the reaction section
rather  than moving forward to the drying column 50. 10 While the concept
of inventory control works reasonably well in ensuring  quality control,
compositional changes can occur which may lead to undesirable  conditions
in the process. As some of these compositional changes may not be detected
(or at least not detected in a timely fashion) by inventory control, it
would be  appreciated by one skilled in the art of acetic acid manufacture
that continuous updates  15 of component concentrations of various streams
and columns would greatly benefit optimal operation of light ends recovery
and purification sections. This is particularly  the case in the practice
of low water technology where water concentration in the  various columns
is critical to product purity, as will be described below. Typically,
downstream analysis is conducted by off-line sampling followed by  20
laboratory analysis of some of these streams. These samples are obtained a
few times  daily and generally there is a lag of several hours between
sampling and the stream  composition data becoming available to plant
operators. Also, while this off-line data  helps in determining average
column performance, it does not give any information on  any possible
cyclic behavior in any of these vessels. The cycling of the purification
-11 WO 02/04394 PCT/US01/02489  section can lead to breakthrough of
impurities such as iodides into the product stream  200, which ultimately
reaches the product storage tank. Such cyclic behavior might be  invisible
to infrequent daily sampling but will be readily apparent from continuous
on- line data in accordance with the present invention. 5 The ability to
analyze the various process streams and columns in a typical  acetic plant
such as that depicted in FIG. 1 allows for various levels of process
control.  Each vessel in the purification section can be controlled
separately or in conjunction  



with each other. Each vessel can be controlled using a mass balance
principle, namely  that the mass flow into and out of the vessel can be
adjusted based on the composition 10 of the streams in and out so that the
component or components being monitored can be  controlled singly or in
combination. Depending on the desired level of control  required, it may
also be necessary to change the temperature or temperature distribution  in
the distillation columns. Typically, this can be achieved by adjusting the
steam flow  to the column reboiler alone or in combination with column
pressure. It is also 15 sometimes necessary to additionally control columns
that are before or after the column  being controlled in a cascade-type of
control scheme. Not only is the monitoring of the  various streams possible
by the current invention, but analysis probes can be inserted at  key
points throughout individual purification columns to provide information on
component gradients within the column. Profile information of this type can
be used to  20 control the rate of change of column conditions to minimize
upsets. The process  control of the present invention may provide a
significant advantage in the low water  processes, such as described for
example in U.S. Patent Nos. 5,001,259, 5,026,908,  5,144,068, 5,750,007,
5,817,869 and 6,031,129. WO 02/04394 PCT/US01/02489  While not specifically
shown in FIG. 1, acetic acid plants typically employ reactive distillation
techniques in some of the columns by injection of potassium acetate  or
methanol to scavenge iodides, for example as described in U.S. Patent No.
3,772,156. The current invention allows the feed rate of the component
being injected  5 into the column to be controlled based on the analyses of
the column profile, feed or  outlet. 1 . Process Control in the Li lit End
Q nt-.r-.n-nt r Conditions where continuous updates of the component
concentrations in the  light ends decanter vessel 40 are useful to process
control are outlined below. 10 In cases where the reactor 10 is to be
operated at low water and/or high MeOAc  concentration, conditions in which
MCI cannot be separated as a distinct phase in the  decanter 40 should be
avoided. If the water concentration in the light phase 44 falls to a  low
level, the light phase 44 becomes predominantly acetic acid, and an
increasing  amount of Mel becomes soluble in the light phase 44. In extreme
cases, there exists 



15 only one phase in the decanter 40, which subsequently dilutes the MCI
concentration to  a low level throushout the entire decanter 40. As a
result, the pump which is designed  to recycle a phase that is high in MCI
concentration is not able to recycle sufficient MCI  to the reactor 10 to
maintain reaction. As a result, the reactor 10 is "quenched" and the
operating parameters need to be adjusted to resume the desired reaction. In
addition, a  20 hi-h concentration of MeOAc in the lig ZD ght phase 44
allows MCI to dissolve in the light  phase 44 to the extent that only one
phase exists in the decanter 40. For example, if the  continuous analysis
of stream 160 shows that MCI concentration has decreased, the flow  at pump
P2 in FIG. I can be increased so that a constant amount of MCI is returned
to  the reactor 10. -13 WO 02/04394 PCT/US01/02489  The portion of the
light phase 44 that is returned to the light ends column 30 as reflux also
serves to balance the water load between the reactor 10 and the downstream
drying column 50. If too much water is returned to the light ends column 30
by  increasing the reflux via stream 170 and decreasing the recycle via
stream 180 to the 5 reactor 10, then more water is eventually removed in
the sidedraws product takeoff and  subsequently sent to the drying column
50 via stream 140. The water load in the drying  column 50 can be increased
to the extent that the column is flooded and will not  perform its water
removal function. Conversely, if too much water is sent through the
recycle stream 180 to the reactor 10, the drying column 50 may be
critically unloaded 10 and allow impurities such as hexyl iodide to break
through into the product stream 200.  Another example of the analytical
capabilities of the current invention is to control the  light ends column
30 by ensuring the acetic acid and water concentration in sidedraw  stream
140 is maintained. One example of a control scheme is to adjust the light
ends  column reboiler temperature alone or in conjunction with the column
reflux 170 based  15 on the acetic acid and water analyses. Because the
concentrations of water and/or MeOAc may change in the reactor  and in the
downstream areas, to either increase production rate or to change the
quality  of the product it is important to monitor the composition of both
the light phase 44 and  



heavy phase 42, particularly to avoid the case where the decanter 40
contains only one 20 phase. On-line analysis of the two phases 42,44 can
inform operators of changes in  composition that, if left uncorrected, may
lead to conditions of one phase in the  decanter 40. In particular, the
concentration of water in the light phase 44 and the  concentrations of
McOAM in both the light phase 44 and heavy phase 42 are parameters  that
can be used as guidelines to avoid undesirable-conditions in the drying
column 50. -14 WO 02/04394 PCT/US01/02489 In addition to avoiding the
condition of one phase in the decanter 40, knowledge of the  water
concentration can also be used to maintain the proper balance of water
between  the reactor 10 and the drying column 50. One example of an
integrated control scheme  based on multiple continuous analysis of heavy
phase 42 and light phase 44 is given 5 below. With reference to FIG. 1, if
MeI concentration decreases in heavy phase 42 then  the flow by pumps P2
and P3 is adjusted to maintain a constant amount of MeI returned  to the
reactor 10. Because a change in the flow of light phase 44 could affect the
water  balance in the reactor 10, the water analysis of light phase 44 is
used to adjust the make-up water feed (not shown) to the reactor 10 so a
constant water concentration is  10 maintained. Another embodiment of the
current invention is application of the process  control to the acetic acid
processes described in U.S. Patent Nos. 5,599,976 and  5,723,660. If the
analyses of heavy phase 42 and light phase 44 indicate the imminent
presence of a single phase, a portion of stream 186 which contained a high
water 15 concentration can be directed (not shown) to stream 120 or the
decanter 40 to improve  phase separation. Additionally the water balance in
the decanter 40 can be maintained  by adjusting the flow for pumps P3 and
P4. Hydrocarbons can sometimes build up in the heavy phase 42 with MeI.
Carbon  monoxide (CO) used in methanol carbonylation is generally sourced
from incomplete  20 combustion of natural gas or oil residues. As a result,
CO streams may contain trace  quantities of hydrocarbons, generally
alkanes. These generally low boiling hydrocarbons will thus tend to
concentrate in the decanter heavy phase 42 where they  have a high degree
of solubility. The density of lower alkanes is of the order of 0.7  



g/mL and thus, as well as diluting the MeI in the heavy phase 42, the lower
alkanes will -15 WO 02/04394 PCT/US01/02489  tend to decrease the heavy
phase density. As heavy phase separation is a function of  both solute
immiscibility and density, increasing hydrocarbon concentration may
adversely affect decanter performance. As shown in FIG. 1, an alkane
(hydrocarbon)  removal column 70 receives a flow of heavy phase 42
including hydrocarbons and Mel 5 via stream 210 from the boot 46 of
decanter 40. Mel is separated and fed back to the  reactor section via
stream 220, whereas the hydrocarbons are removed via stream 230.  Alkanes
removal columns are known to those skilled in the art of acetic acid
manufacturing and can be operated in a batch or continuous mode. On-line
analysis of  hydrocarbons would allow a determination of the appropriate
flow of decanter heavy 10 phase 42 to an alkanes removal column 70.
Acetaldehyde (CH3CHO) is an undesired byproduct in the reactor 10. It can
undergo hydrogenation in the reactor 10 to form ethanol, which may be
subsequently  carbonylated to form propionic acid, which is difficult to
separate from acetic acid in  the purification section., Acetaldehyde may
also condense to give C4, C6, C8 etc. 15 alcohols, which will form the
corresponding iodides. The C6 iodide, hexyl iodide in  particular, is
troublesome in the practice of low water acetic acid manufacture
technology as it is difficult to separate from acetic acid in the drying
column 50 and  may lead to iodide contamination of the acetic acid product,
for example, as discussed  in EP Publication No. 985,653. 20 Acetaldehyde
has a boiling point of only 21 C and thus will tend to accumulate  in the
light ends column 30 overhead and concentrate in the decanter 40. On-line
analysis of this component in both decanter phases 42,44 would thus help in
combination with on-line reactor analysis of other components, in
identifying optimal  reactor conditions to minimize byproduct formation. A
variety of process -16 WO 02/04394 PCT/USO1/02489  moaincations are known
in the art for removing acetaldehyde, and the analytical  methods described
herein allow improved process control of any of these known  



processes. The concentration of acetaldehyde in reactor solution is too low
to allow on line analysis, but any acetaldehyde concentration changes in
the decanter 40, where it  5 can be monitored, can be reasonably expected
to correlate with changes in the reactor 10. 2. Process Control in the
Light Ends Column Bottoms Hydrogen iodide (HI) forms a high boiling
azeotrope in acetic acid solutions  having greater than about 5 wt.% water.
If the water concentration falls below about 5  10 wt.%, azeotropic
breakdown and HI volatilization will begin to occur. Such volatilization
will lead to less HI in the bottoms stream 150 returning to the reaction
section, and thus, may adversely impact reactor iodide inventory. The
volatilized HI  will now principally become part of the light ends sidedraw
stream 140 of wet acetic  acid which feeds the drying column 50. Process
equipment generally used in HOAc 15 manufacture is substantially inert to
the components, but may be corroded or otherwise  adversely affected if HI
concentration levels in the system reach excessively high  levels. Thus,
the presence of a significant concentration of HI in this feed has
consequences both in terms of corrosion of purification vessels and in
terms of iodide  contamination of final acetic acid product. Thus, it is
critical both in terms of reactor 20 performance and purification section
performance that the water level in the bottoms 34  of the light ends
column 30 be maintained at a minimum concentration of about 5 wt.%  (about
3 molar). HI and water can be accurately measured by either extended
mid-infrared (4000- 7000 cm-') or mid-infrared (400-4000cm-') spectroscopy.
Thus, on-line analysis of the -17 WO 02/04394 PCT/US01/02489 light ends
bottoms 34 will serve to indicate when water concentration may be reaching
critically low levels and thus help avoid column upsets. 3. Process Control
in Drying Column Feed and Drying Column The drying column feed is the side
stream 140 from the light ends column 30.  5 This is primarily water and
acetic acid with small quantities of MeI and MeOAc and  trace quantities of
HI. The main purpose of this column 50 is to produce dry acetic  acid.
Water is removed overhead via stream 184. However, the drying column 50 is



not designed to produce a very pure overhead stream. The water composition
in the  overhead stream 184 should optimize the additional cost of
recycling the acetic acid and 10 the cost of separating the acetic acid
from water. Some of this overhead stream 184 is  recycled to the reactor 10
via stream 186 through pump P8 to maintain the system water  inventory or
as mentioned above can be used to feed water to the light ends column 30
and decanter 40. The drying column 50 is operated on the temperature
gradient concept and has a  15 number of liquid loaded trays (not shown).
On-line analysis of water in the drying  column feed 140 and in these trays
would give an instantaneous and continually  updated water profile of this
column 50. The availability of such a profile would serve  a number of
purposes. If too much water is being sent to the drying column 50 from the
light ends column sidedraw stream 140, the water load in the drying column
50 can  20 be increased to the extent that the column is flooded and will
not perform its water  removal function. Conversely, if too much water is
sent to the recycle via stream 150  to the reactor 10, the drying column 50
may become unloaded. A combination of on- line water analysis of light ends
bottoms 34, light ends sidedraw into stream 140 and of WO 02/04394
PCT/US01/02489 drying column trays would allow any undesired decrease or
increase in column loading  to be quickly identified and addressed. A
second advantage of a water profile of the drying column 50 is associated
with low water technology. Hexyl iodide, a minor byproduct, forms a
constant boiling  5 azeotrope with acetic acid and water and hence is
difficult to remove by distillation. Furthermore, the volatility of this
azeotrope decreases with decreasing water  concentration with the potential
for increased iodide contamination in the bottoms 52 of  the drying column
50. This water profile concept applied to the drying column 50 is
described for example in EP Publication No. 985,653, and the present
invention 10 provides a method of improved control of the water profile of
the drying column 50  useful in association therewith. Hexyl iodide is
present at the parts per billion (ppb)  level, too low for detection or
quantization by FTIR, but a knowledge of the column  water content versus
azeotropic breakdown water concentration will allow on-line  



analysis of water to be used as a means of controlling iodide contamination
in the acetic 15 acid product. Such dynamic control would negate the need
for a dedicated iodide  removal column and thus lead to sig .,nificant cost
savings.  4. Process Control in the Heg~~ Ends Column The primary purpose
of the heavy ends column 60 is to remove propionic acid  impurity from the
acetic acid. The bottom portion 62 of this column is a low volume  20
stream of propionic acid, while the pure acetic acid is taken off in a
sidedraw stream 200. Extended mid-infrared analysis allows propionic acid
to be quantified down to  about 200 ppm, either by a transmission cell or
by a fiber optic coupled probe.  Typically, the feed from stream 190 to the
heavy ends column 60 could include about  200-1000 ppm of propionic acid.
Thus, analysis of the feed stream 190 and of the _19 WO 02/04394
PCT/US01/02489  acetic acid sidedraw stream 200 would allow the column
performance to be monitored  and allow a continual update of acetic acid
product purity in terms of propionic acid  content. This analysis would
also permit the water concentration to be quantified down  to about 100
ppm. Pure acetic acid product normally contains about 100-500 ppm 5 water.
Another example of process control is the control of the amount of
condensed  stream 192 that is recycled from overhead drum 64 by pump P10
via stream 194 to  stream 140 versus column reflux stream 196 based on the
propionic concentration of  stream 200. In addition to the flow of the two
streams 194, 196, the column reboiler  10 temperature can be adjusted.
Propionic and higher acids are present along with a substantial
concentration of  acetic acid in the heavy ends column bottoms 62.
Additional acetic acid can be  recovered from the bottoms 62 by feeding
stream 197 to waste acid stripper column 80.  Analysis of waste stream 199
can be used to optimize heavy ends column temperature 15 and the flow by
pump P7 to maximize acetic acid recovery and minimize waste for  disposal.
C. Calibration Modeling 



Infrared calibration models were obtained using chemometric techniques as
described in U.S. Patent No. 6,103,934 and U.S. Patent Application Serial
No. 20 09/611,067, expressly incorporated by reference herein in their
entirety. Chemometrics is a branch of chemical analysis utilizing
statistics wherein algorithmic relationships and mathematical logic are
incorporated to obtain a calibration model involving multi- variate
analysis. The term multi-variate analysis refers to the relation of the
concentration of a component in a solution to many infrared wavelengths or
-20 WO 02/04394 PCT/US01/02489  rrequencies. ~iortware products are
commercially available which permit ready application of chemometric
techniques. Representative products include  PIROUETTETM, from Infometrix,
Seattle, Washington. The general steps involved in  developing chemometric
calibration models are well known to those skilled in the art. 5 Also, the
American Society for Testing and Materials (ASTM) has published a  document
titled "Standard Practices for Infrared Multivariate Analyses (No. E1655-
94)", incorporated herein by reference in its entirety, in which
recommended guidelines  are provided. To obtain a good chemometric
calibration model it is important to properly 10 choose the calibration
standards. A large number of calibration standards may need to  be prepared
and analyzed where there is a broad weak signal for the component of
interest which is overlapped with signals from other components. The number
can be  in the range of 30 to 300. To create an accurate calibration model,
a number of  calibration standards are prepared, each containing all of the
components normally 15 present in the reaction system solution. Some or all
of these components are to be  eventually analyzed by infrared
spectroscopy. The components of individual standards  are independently
varied by concentration to randomize any bias or interferences that  one
component might have on another. The maximum and minimum concentration
values expected in the reaction system solution serve as the boundary
limits for the 20 individual component concentrations. After the standards
are prepared they are  sequentially injected into the infrared analyzer and
a spectroscopic signal is collected.  Generally, the individual spectra for
the calibration standards are first converted into  



digitized format and then set up in a spreadsheet with the corresponding
concentrations  of the component which is to be measured. Partial Least
Squares (PLS) regression -21 WO 02/04394 PCT/US01/02489  methods are then
used to fit the data. Ultimately the accuracy of the calibration model  is
tested by comparing concentrations of the reaction system components
obtained from  an on-line analyzer during an actual process run with the
concentrations obtained by  actually sampling the various streams and
columns and analyzing for component 5 concentration using independent
off-line analytical methods. The spectral regions used in obtaining
calibration models for each component in  the extended mid-infrared, which
is from 7000 cm' to 4000 cm', and in the mid- infrared, which is from 4000
cm' to 400 cm', are shown in Table 1. TABLE 1 10 15 Extended Mid-Infrared
(using Transmission cell) and Mid-Infrared (using Attenuated Total
Reflectance cell) Spectral Regions Used for Quantitative Analysis of Light
Ends Recovery and Purification Streams/Vessels
Vessel/StreamComponentExtended Mid (cm-')Mid (cm') Decanter  H
Met6261-53512520-2420 Ph (  eavy HOAc6980-53421944-1567 ase)
MeOAc6210-5505, 4730-42401944-1567, 1131-991 Hydrocarbons4412-42403550-2390



H2O5375-47004018-2370, 2046-1536 CH3CHO6260-4240 Density6980-42404018-1567,
787=658 Decanter  Li MeI6211-55052520-2454 ht Ph (  g
HOAc6980-46001836-1662 ase) MeOAc6210-5505, 4730-42401836-1662, 1131-991
H2O6980-6120, 5580-45303946-2471 CH3CHO6260-4240 Density6980-42403946-2420,
787-658 Light Ends HI  B _4808-42404038-1787, 1366-1307 tt o E_':0
E_4086-2140 oms  WO 02/04394 5 PCT/US01/02489 HOAc6957-5550,
4620-42404100-1780, 1366-699 



Heavy Ends/  P H2O5580-4884 d ro Propionic Acid6700-5590, 4700-4240 uct
Drying  l HI4808-4240 C o H2O5580-47004120-2140 umn Feed HOAc6957-5550,
4610-42404100-1780, 1366-699 Drying  l H2O5700-46004120-2140 C o
HOAc6957-5800, 4610-42404100-1780, 1366-699 umn Attenuated Total
Reflectance (ATR) referred to in the title of Table 1 is a technique  well
known to those skilled in the art of spectroscopy and involves light from
an  infrared source entering a crystal made from an infrared transmitting
material of high 10 refractive index. The light is internally reflected and
extends beyond the surface of the  crystal into the sample that is in
contact with the crystal. A portion of the infrared  energy is absorbed and
the remainder of the energy is passed on to a detector. ATR  



produces a very short pathlength for the infrared light in the sample. The
term transmission used in Table 1 refers to the case where infrared energy
is  15 passed directly through a sample, which absorbs a portion of the
infrared energy.  Similar to the ATR technique, the remainder of the energy
reaches the detector. It is well known to those skilled in the art of
infrared spectroscopy that  fundamental absorption bands in the
mid-infrared have corresponding overtone bands  or "echoes" of lower
intensity in the extended mid-/near-infrared region. The near 20 infrared
region, which incorporates the extended mid-infrared region, stretches from
approximately 4000 cm' to 12500 cm'. The first overtone bands occurring in
the  extended mid-infrared region are approximately an order of magnitude
less intense than  the fundamental absorbances. Similarly, the second
overtone bands occurring at even -23 WO 02/04394 PCT/US01/02489  higher
near-infrared frequencies are an order of magnitude lower in intensity
again.  Thus, any of the overtone bands in the near-infrared could be used
for quantitative  analysis by modifying the cell or probe window
pathlength. All bands of interest for  the measurement of components
according to the invention fall within the infrared 5 region. The infrared
instrument, transmission cells, ATR cell and transmission probe to  be
described in the laboratory simulations are substantially the same as
equipment used  in a manufacturing facility. Process hardened versions of
laboratory infrared spectrometers are supplied by several vendors such as
Analect Instruments, Pomona,  10 CA and ABB Bomem Inc., Quebec, Canada.
While the electronic components of  laboratory and process spectrometers
are essentially identical, safety and environmental  considerations require
that process spectrometers are packaged in explosion proof,  purged
cabinets. Similarly, because of changing climatic conditions in a process
environment compared to a laboratory, infrared cells are usually maintained
at a 15 constant temperature in a conditioned sample cabinet. It should be
understood also that the appropriate spectral region used for
quantitatively analyzing a particular component may vary depending on the
vessel or  stream in which it is being analyzed, given that a particular
component may be more  



concentrated at one location in the reaction system as compared to its
concentration at 20 another location. This can be seen in Table 1, where,
for example, MeI is measured in  the extended mid-infrared region of
6261-5351 cm' in the decanter heavy phase and  in the extended mid-infrared
region of 6211-5505 cm' in the decanter light phase. For each stream or
vessel to be simulated, multi component solutions were  prepared to obtain
the spectroscopic data necessary to create calibration models. -24 WO
02/04394 PCT/US01/02489  Concentration ranges for these solutions were
consistent with the ranges examined in  the individual on-line examples
detailed within. For example, the concentration ranges  used in preparation
of decanter light and heavy phase calibration standards are listed  below:
5 LIGHT PHASE Water (H20) 20 - 50 molar  Acetic Acid (HOAc) 0 - 9 molar
Methyl Acetate (MeOAc) 0 - 4 molar  Methyl Iodide (MeI) 0 - 3 molar 10
Acetaldehyde (CH3CHO) 0 - 20,000 ppm  HEAVY PHASE Water (H20) 0 - 1.5 molar
Acetic Acid (HOAc) 0 - 3.5 molar  Methyl Acetate (MeOAc) 0 - 4 molar 15
Methyl Iodide (MeI) 8 - 15 molar  Hydrocarbons 0 - 1 molar  Acetaldehyde
(CH3CHO) 0 - 20,000 ppm As outlined in the above identified applications,
calibration models for all components  in all vessels/streams were
validated by preparing solutions of known component 20 concentrations,
obtaining infrared spectra of these components and quantitatively
analyzing these spectra using the appropriate calibration models.
Validation of the decanter heavy phase calibration models is provided in
tabular  form in Table 2, and in graphical format for CH3CHO in FIG. 2, in
which eight  



solutions of known composition were prepared and concentrations were
predicted using -25 WO 02/04394 PCT/US01/02489  the calibration models.
Correlation coefficients (R factors) of 0.997 or greater  associated with
the values in Table 2 indicate a high degree of accuracy for analysis of
all components and also for quantitation of density. Similar validation was
carried out  for the decanter light phase calibration models. Data for this
validation is shown in 5 Table 3. Similarly, Tables 4, 5 and 6 report
validation data for light ends column  bottoms type solutions, heavy ends
column/product tank type solutions and drying  column feed type solutions,
respectively. WO 02/04394 PCT/US01/02489 O Uc7'00NMC1N .00v)MNN Q0 C 0 a
0Ln'00Cn-~ 'MNO 00V)N 'O N Cn M M M N O 
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N oo \C1-t wVN-\0N t..QUe~1dV)r-C100d' U U 4) rrNmto00 z WO 02/04394
PCT/US01/02489  TABLE 5 Accuracy of Laboratory Extended Mid-Infrared
Calibration Models for Propionic Acid and H2O in Heavy Ends Column Feed and
in Product Tank Feed Solutions Eight Prepared Samples of Known Composition
Were Used Sample No.H2O (ppm)Propionic Acid (ppm)
ActualPredictActualPredict 148645110534 248646424902384 3542530562620
466867915841514 5734719388426 68198369701010 7936952105164 811741149224264
TABLE 6 Accuracy of Laboratory Extended Mid-Infrared Calibration Models for
HI in Drying Column Feed Solutions Eight Prepared Samples of Known 



Composition Were Used Sample No.HI (ppm) ActualPredict 1063 212194 3246292
4383339 5479432 6604648 7921954 820282069 -30 WO 02/04394 PCT/US01/02489
The interchangeability of the ATR method and the extended-mid transmission
infrared method of analysis is illustrated by the two sets of data in Table
4. This table  compares the accuracy of the ATR method versus the extended
mid transmission  method for analysis of light ends column bottoms type
solutions. The table shows 5 excellent accuracy for both techniques over
all ranges of HI, H2O and HOAc examined.  The accuracy and precision of an
infrared measurement are largely a function of  the signal to noise ratio
for the spectral response of the component of interest. Noise  refers to
small, random variations in instrument performance usually associated with
electronics. It is well known to those skilled in the art of spectroscopy
that when the 10 component being measured is present in sufficiently high
concentration the signal to  noise ratio is very large and noise will not
adversely affect quantitation. When the  infrared signal is very small, as
in the measurement of ppm levels of acetaldehyde in  both decanter phases
and in the measurement of ppm levels of propionic acid in heavy  ends
column or product stream solutions, the signal to noise ratio can be
sufficiently 15 low such that the noise impacts quantitation. This random
contribution of noise can be  averaged out by: (a) increasing the length of
time to acquire a spectrum. A typical acquisition  time is of the order of
30 seconds. Increasing this to 1 - 3 minutes, for example, will  



dampen the noise while leaving the signal unaffected; or 20 (b) averaging
the results for a number of spectra and reporting the average. Both of
these averaging techniques were used in acquisition of quantitative data
for ppm  levels of acetaldehyde, HI, water and propionic acid. The
correlation plot in FIG. 2  shows the scatter associated with five repeat
measurements for decanter heavy phase  acetaldehyde in each of the eight
validation solutions. At concentrations below 1000 -31 WO 02/04394
PCT/US01/02489  ppm, individual predicted values may vary by as much as +/-
300 ppm from the actual  value. However, the average of 5 measurements
which is the value reported in Table 2,  improves the accuracy to about +/-
100 ppm. Even with this averaging, the signal is too  low to allow reliable
quantitation at concentrations below 200 ppm acetaldehyde. 5 Similarly, ppm
values of propionic acid and water in Table 5 and ppm values of HI in
Table 6 are the average of 5 measurements. It should be noted, however,
that the  infrared measurements of individual components will vary in
accuracy and precision as  a function of the particular mixture of
components in the sample. Thus, where a  particular spectral response is
strong and distinguishable from responses due to other 10 components in a
sample, good signal to noise ratios are obtained even though the
concentration of the component may be low. Thus, although the
concentrations of  water as reported in Table 5 have low ppm values, water
tends to have a more intense  and distinct signal, resulting in greater
reliability and less variance between actual and  predicted values, as
compared to the other low ppm concentration components. 15 EXAMPLES In all
examples relating to the decanter 40, equipment as shown in FIG. 3 was
used to simulate the process equipment. A glass decanter 40, made from a
glass  reducing Tee, was used to study the appearance and measure the
compositions of the  light phase 44 and heavy phase 42. The dimensions of
the main section 48 of the 20 decanter 40 were 3 inches inner diameter by
14 inches long, and the boot 46 was 2  inches inner diameter by 5 inches
long. Typical light and heavy phase compositions  were prepared and added
to the decanter 40. The heavy phase 42 collected in the  bottom of boot
section 46, with an interface about 2 inches below the bottom level of  



the main section 48 of the decanter 40. To minimize the material for these
studies, the -32 WO 02/04394 PCT/US01/02489 light phase 44 and heavy phase
42 were independently and continuously recirculated via  return lines 300,
310 respectively, with pumps P back to the decanter main section 48.  The
two streams from the return lines 300, 310 were mixed with a static mixer
41 just  before entering the decanter 40 to simulate the mixture of
components that is typically 5 experienced in a commercial or pilot plant.
In this manner, compositional equilibrium  could be established between the
light phase 44 and heavy phase 42. Composition was  changed by adding
additional water, acetic acid, methyl acetate, hydrocarbons, MeI,  CH3CHO
or mixtures thereof to the light phase 44. These additions were achieved by
means of a three way valve (not shown) connected to the light phase pump
inlet (not 10 shown). In all examples relating to the light ends column 30,
drying column 50, heavy  ends column 60 and product tank, equipment as
shown in FIG. 4A and FIG. 4B was  used. A one liter 3 necked round bottomed
flask 92 was filled with 300 mL of the  appropriate solution 94 and
stirred. Compositions were changed by adding the desired 15 component via
syringe directly into the flask 92. In all examples, the principal methods
used to analyze manually obtained  samples were gas chromatography (GC),
Karl Fischer (KF) water titration and  argentometric iodide titration.
These are well established analytical methods in acetic  acid manufacturing
with accuracies greater than or equal to +/_ 5%. GC analyses were 20
carried out using a Varian Instruments, Walnut Creek, CA model 3400
instrument,  equipped with a NUKOL(r) 60 meter capillary column and a flame
ionization detector.  Karl Fischer water analyses were carried out using an
EM Sciences, Gibbstown, NJ  AQUASTAR(r) model V1B titrator. Iodide (as
hydriodic acid) analyses were carried WO 02/04394 PCT/US01/02489  out by
titration with silver nitrate in which the end-point was determined by use
of  Eosin Y indicator. Solution densities were determined by weighing 1 mL
of solution. The infrared spectrometer used in all examples was a
DIAMOND(r) 20 model  obtained from Analect Instruments, Pomona, CA. Two
types of detector were used. In  



5 Examples 1-12, which involved use of a flow through transmission cell
mounted in the cell compartment of the spectrometer, a deutero triglycine
sulfide (DTGS) detector was  used. In all other examples involving use of a
fiber optic coupled transmission probe,  an indium arsenide (InAs) detector
was used. Loss of signal as it is transmitted through  fiber optic cables
is offset by use of the more sensitive InAs detector. 10 A number of
methods were employed to obtain on-line infrared analysis for  testing
purposes. Infrared analysis in the extended mid-infrared region for the
decanter  light phase 44 and heavy phase 42 was carried out by connecting
the return line of one  of the streams 300, 310 to the inlet of a 0.5mm
transmission cell equipped with zinc  selenide windows placed in the cell
compartment of an FTIR spectrometer 90, and the 15 outlet was connected to
the pump P, which then continuously recirculated the material  to the
decanter 40, as shown in FIG. 3. Alternatively, a 0.5mm pathlength fiber
optic  coupled transmission probe equipped with sapphire windows,
obtainable from Axiom  Analytical, Irvine, CA, could be inserted into the
main section 48 and boot 46 of the  decanter itself, as shown in FIG. 5, or
into the return lines 300, 310 (not shown). On- 20 line analyses of
solutions in the one liter flask 92 were similarly achieved by continuously
circulating the solution 94 via line 320 through the infrared cell 90 back
into the flask 92, as shown in FIG. 4A or by direct insertion of the fiber
optic coupled  transmission probe 96 into the one liter flask 92 as shown
in FIG. 4B. WO 02/04394 PCT/USO1/02489  Infrared analyses in the
mid-infrared region were similarly carried out by  connecting the return
line of one of the decanter streams 300, 310 or the outlet line 320 of the
flask 92 to the inlet of an ATR tunnel cell equipped with a zinc selenide
crystal,  obtainable from Axiom Analytical, placed in the compartment of an
FTIR spectrometer  5 90, and the outlet was connected to the pump as
described above. Example 1: In this example, the return line 310 of the
decanter heavy phase solution was  connected to a 0.5mm transmission cell
equipped with zinc selenide windows, i.e. the  heavy phase 42 was
continuously monitored by extended mid-infrared analysis. The 10
transmission cell was placed in the cell compartment of an FTIR
spectrometer equipped  with a DTGS detector. Decanter solution of
composition as shown in the first data  



column of Table 7 was allowed to circulate for about 18 minutes while an
on-line data  point was being recorded about every 35 seconds, as shown in
FIG. 6. The trend lines  for this 18 minute period show that a measurement
precision of better than +1- 0.06 15 molar was achieved for all components.
At this point MeOAc was added to the  decanter. The trend lines in FIG. 6
show the effect of this MeOAc addition on heavy  phase composition as
measured by infrared. As expected, MeOAc showed a significant  increase in
concentration from 2 molar to 2.65 molar and MeI, the bulk solvent in the
heavy phase, decreased in concentration from 11.7 molar to 10.7 molar. The
presence 20 of a higher concentration of MeOAc in the heavy phase also
allowed greater solubility  of both HOAc and water as shown by the trend
lines. The heavy phase was manually sampled before and after the MeOAc
addition.  These samples were analyzed by off-line independent methods of
analysis, specifically  GC and Karl Fischer. The data in Table 7 show
excellent agreement between the values -35 WO 02/04394 PCT/US01/02489
predicted by on-line infrared and the off-line techniques and illustrate
the ability of on- line infrared analysis to detect even small changes in
component concentrations brought  about by increasing concentration of
MeOAc in the heavy phase. TABLE 7 5 10 15 Addition of MeOAc to Decanter
Heavy Phase Correlation of On-Line Extended Mid-Infrared Values with
Independent Off-Line Analytical Techniques (GC/Karl Fischer)
ComponentOn-Line InfraredGCKarl Fischer Before After Before After Before 



After AdditionAdditionAdditionAdditionAdditionAddition H2O
(Molarity)0.570.89------0.590.93 HOAc (Molarity)1.451.631.471.56---__-
MeOAc (Molarity)1.982.651.952.79 MeI (Molarity)11.7210.7111.8010.63------
Hydrocarbons 0.0690.0720.0450.042 (Molarity) Density (g/mL)1.951.861.961.85
Example 2: Similar conditions to Example 1 were used. A decanter heavy
phase solution of  composition as shown in the first data row of Table 8
was monitored for a one hour  period during which time aliquots of a
hydrocarbons solution were added at 20 approximately 12 minute intervals.
The trend lines in FIG. 7 show the expected  increases in hydrocarbons
concentration from about 0.25 molar to about 0.70 molar,  coupled with
decreases in concentration of other heavy phase components as dilution
occurs. Solution density also decreases as a function of the very light
hydrocarbons  (approximately 0.7 g/mL) replacing the very heavy MeI
(approximately 2.3 g/mL). The 25 solution was manually sampled before each
hydrocarbons addition and the samples  analyzed by off-line independent
methods of analysis, specifically GC for -36 WO 02/04394 PCT/US01/02489
concentrations and weighing for density. The data in Table 8 show very
close  agreement between on-line and off-line techniques and illustrates
the ability of on-line  infrared to detect and accurately quantify changes
in hydrocarbons concentration. WO 02/04394 PCT/US01/02489 00  w on00C C 
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PCT/USO1/02489 Example 3: Similar conditions to Example 1 were used except
where noted. This example  demonstrates on-line monitoring of acetaldehyde
as its concentration increases in the  decanter heavy phase. A heavy phase
solution 'was monitored for a 2 hour period during 5 which time a data
point was obtained every 2 minutes. During this 2 hour period, 9  aliquots
of acetaldehyde were added. The trend lines in FIG. 8 show the increase in
acetaldehyde from a starting value of zero up to about 12,000 ppm. The
solution was  manually sampled before each acetaldehyde addition and the
samples analyzed by GC.  Because of residual noise present in the infrared
data, five infrared data points were 10 averaged to give the infrared data
in each row of Table 9. As shown in this table, data  point averaging
allows an accuracy of approximately +/- 150 ppm when the infrared  values
are compared to the GC values. This example thus shows that using a rolling
average of data points over a reasonably brief time period, such as about
10 minutes  allows effective monitoring of acetaldehyde at levels normally
expected in decanter 15 heavy phase operation. WO 02/04394 PCT/US01/02489  



TABLE 9 Addition to Acetaldehyde to Decanter Heavy Phase Correlation of
On-Line Extended Mid-Infrared Values with Independent Off-Line Analytical
Techniques (GC) 5 Infrared (ppm) GC (ppm) 69 306 421 710 10 1149 1586 1884
3120 5552 15 12317 0 258 515 773 1031 1489 1946 3095 5447 12115 Example 4:
In this example, the return line 300 of the decanter light phase 44 was
connected  



to the infrared cell. Infrared equipment was identical to that described in
Example 1.  Decanter solution of composition as shown in Table 10 was
allowed to circulate for 20 about 9 minutes while an online data point was
being recorded about every 35 seconds,  as shown in FIG. 9. The trend lines
for this period show that a precision of +I- 0.05  molar was achieved for
all components. At this point water was added to the decanter.  The trends
in FIG. 9 show the effect of this water addition on light phase composition
as measured by infrared. ' As expected, water showed a significant increase
in 25 concentration from 25.41 molar to 27.92 molar and MeI which is
immiscible with water  showed the largest percentage decrease in
concentration. The light phase was manually  sampled before and after water
addition and the samples were analyzed by GC and Karl -40 WO 02/04394
PCT/US01/02489  r.wcucr w .ration. 1 ne aaia in 1 able 1 U show excellent
correlation between on-line infrared and the off-line techniques and
demonstrates the ability of on-line infrared to  accurately quantify
changes in light phase solution components in response to changes  in water
concentration. 5 TABLE 10 10 Addition of H2O to Decanter Heavy Phase
Correlation of On-Line Extended Mid-Infrared Values with Independent
Off-Line Analytical Techniques (GC/Karl Fischer) ComponentOn-Line
InfraredGCKarl Fischer Before After Before After Before After
AdditionAdditionAdditionAdditionAdditionAddition 1120
(Molarity)25.4127.92------25.3527.86 HOAc (Molarity)6.286.006.335.99------ 



MeOAc (Molarity)1.941.871.891.83---_-- MeI (Molarity)0.400.260.420.26---___
Example 5: 15 This example is similar to Example 4 except that HOAc was
added to the  decanter instead of water. The trend lines in FIG. 10 show
the effect of this HOAc  addition on light phase composition. As expected,
water, the bulk solvent in the light  phase 44 showed a significant
decrease in concentration from 28.02 molar to 25.56  molar. The lower water
concentration in the light phase 44 led to an increase in MeI 20
concentration in this phase, i.e. a redistribution in MeI from the heavy
phase 42 to the  light phase 44. The light phase 44 was manually sampled
before and after HOAc  addition. The data in Table 11 show excellent
correlation between the values predicted  by on-line infrared and the
independent off-line GC and Karl Fischer techniques and  demonstrates the
ability to detect and quantify changes as low as 0.05 molar in all 25
component concentrations. -41 WO 02/04394 PCT/US01/02489  TABLE 11 5
Addition of HOAc to Decanter Light Phase Correlation of On-Line Extended
Mid-Infrared Values with Independent Off-Line Analytical Techniques
(GC/Karl Fischer) ComponentOn-Line InfraredGCKarl Fischer Before After
Before After Before After AdditionAdditionAdditionAdditionAdditionAddition
H2O (Molarity)28.0225.56------27.9725.53 HOAc
(Molarity)6.046.725.986.70------ 



MeOAc (Molarity)1.061.041.041.04------ MeI (Molarity)0.670.780.640.74------
10 Example 6: Similar conditions to Example 4 were used except where noted.
This example  demonstrates on-line monitoring of acetaldehyde as its
concentration increases in the  decanter light phase 44. A light phase
solution was monitored for a 2 hour period  during which time a data point
was obtained every 2 minutes. During this 2 hour 15 period, 10 aliquots of
acetaldehyde were added. The trend lines in FIG. 11 show the  increase in
acetaldehyde from a starting value of zero up to about 21,000 ppm. The
solution was manually sampled before each acetaldehyde addition and the
samples  analyzed by GC. As in Example 3, five infrared data points were
averaged to give the  infrared data in each row of Table 12. An accuracy of
approximately +/- 150 ppm is 20 obtained, which demonstrates that using a
rolling average of data points over about a 10  minute period allows
effective monitoring of acetaldehyde at levels normally expected  in
decanter light phase operation. WO 02/04394 PCT/US01/02489  TABLE 12
Addition of Acetaldehyde to Decanter Light Phase Correlation of On-Line
Extended Mid-Infrared Values with Independent Off-Line Analytical
Techniques (GC) 5 Infrared (ppm) GC (ppm) 146 259 352 613 10 1060 1668 1813



3066 4832 15 11004 20766 Example 7 0 274 541 752 1021 1581 1952 2946 4787
10839 21093 In this example the return line 310 from the decanter heavy
phase 42 was  connected to an ATR tunnel cell equipped with a zinc selenide
crystal. Analysis was 20 carried out in the mid infrared region using a
DTGS detector. About 45 minutes of on- line data were obtained at a
particular fixed decanter composition described in Table 13.  A data point
acquisition of about 35 seconds was used. A sample obtained at the
midpoint of the experiment was analyzed off-line by GC or Karl Fischer and
the data  compared to on-line data in Table 13. Close agreement between-
the off-line and on-line 25 values demonstrates the accuracy of the ATR
method in on-line analysis. The trend  lines in FIG. 12 illustrate the
precision of this technique in composition monitoring. -43 WO 02/04394
TABLE 13 PCT/US01/02489 5 10 Example 8: 



On-line Analysis of Decanter Heavy Phase Solution in Mid- Infrared Region
Using an ATR Cell ComponentInfrared (Molarity)GC or KF (Molarity)
Mel8.918.76 MeOAc2.041.96 HOAc1.701.74 H2O0.590.55 Hydrocarbons1.081.11
Density1.621.63 Using equipment as shown in FIG. 4- and infrared equipment
as described in  Example 1 (with the exception that sapphire rather than
zinc selenide windows were  used), a light ends column bottoms 34 type
solution was circulated through the infrared 15 transmission cell for 100
minutes. The initial composition of this solution is described  in the
first row of Table 14. A data point was obtained about every 35 seconds.
Over  the course of the first 60 minutes, 6 aliquots of HI were added to
the flask by syringe.  The flask was manually sampled before each HI
addition for off-line analysis by titration, GC and Karl Fischer. The trend
line plots in FIG. 13 show the stepwise  20 increase in HI after each
addition. Water also shows a stepwise addition as the  commercial HI used
in this experiment is a 55% aqueous solution. To demonstrate that  the HI
calibration model is not biased or influenced by coincident increase in
water, 3  aliquots of water were added during the 60 - 90 minute period of
monitoring. The trend  lines show the stepwise increase in water during
this period without any increase in HI. 25 HOAc exhibits a steady decrease
in concentration over the monitoring period due to -44 WO 02/04394
PCT/US01/02489  dilution with HI/water. Excellent correlation between the
off-line analyses and on-line  infrared analyses is evident from Table 14.
This experiment thus demonstrates the  ability of on-line infrared
measurement to give a complete and accurate profile of light  ends bottoms
34 type solutions. The accuracies of measurement demonstrated in this 5
example show that process control in terms of prevention of azeotropic
breakdown  could be achieved through on-line infrared analysis. 



TABLE 14 10 15 20 Addition of HI and H2O to Light Ends Bottoms Stream
Correlation of On-Line Extended Mid-Infrared Values with Independent
Off-Line Analysis (GC/Karl Fischer/Titration) HI (Molarity)H2O
(Molarity)HOAc (Molarity) InfraredTitrationInfraredKFInfraredGC
0.02900.02943.013.0716.5116.52 0.04710.04943.123.1816.4816.46
0.1020.1013.393.4516.3716.35 0.1490.1513.643.7016.2716.24
0.2010.2013.893.9516.1616.13 0.2480.2494.124.1816.0516.02
0.2910.2974.394.4415.9515.91 0.2870.2935.005.0715.7315.69
0.2820.2905.625.7115.5415.47 0.2790.2856.266.3115.3515.28 Example 9: Using
equipment as in Example 8 and infrared equipment as in Example 1, a  25
product stream 200 type solution was continuously circulated through the
infrared transmission cell for about 1 hour. The starting solution was 300
mL of commercial  HOAc. It should be noted that all commercially available
HOAc contains ppm levels of  -45 WO 02/04394 PCT/USO1/02489 H2O and
propionic acid. Karl Fischer and GC analysis showed that this starting
solution contained 486 ppm H2O and 105 ppm propionic acid. An infrared data
point  was obtained every 2 minutes. During the course of monitoring, 5
aliquots of H2O were  added to the flask by syringe. The trend line plot in
FIG. 14 shows the increase in H2O 



5 concentration as measured by on-line infrared. Manual samples, obtained
before  addition of each H2O aliquot were analyzed by Karl Fischer.
Comparison of on-line and  off-line data in Table 15 shows that H2O can be
measured with an accuracy of  approximately +/- 25 ppm. As in Examples 3
and 6, five infrared data points were  averaged to obtain the data reported
in Table 15. The trend line plot in FIG. 14 also 10 contains data for
propionic acid. This plot shows that the variance about the actual  value
(precision of approximately +/- 100 ppm) is uninfluenced by increasing H2O
concentration, i.e., the calibration model for propionic acid is not
compromised by  variable H20 in solution. The results from this experiment
demonstrate that product  quality control in terms of H2O and propionic
acid concentration could be achieved 15 through on-line infrared analysis
with a rolling average of data points approximately  every 10 minutes. WO
02/04394 PCT/USO1/02489 Addition of Water to Product Stream Correlation of
On-Line Extended Mid-Infrared Values with Independent Off-Line Karl
Fischer Analysis 5 10 Example 10: Infrared (ppm) 460 549 657 721 821 927
Karl Fischer (ppm) 486 568 650 



732 814 913 A similar experiment to Example 9 was carried out except that
in this case  aliquots of propionic acid rather than H2O were added to HOAc
in the flask. The 15 purpose of this experiment was to demonstrate that
on-line infrared monitoring of heavy  ends column 190 type solutions or
product stream 200 type solutions can be used to  effectively quantify ppm
level changes in propionic acid concentration. Solution was  continuously
circulated through the infrared cell for 3 hours with a data point
frequency  of 2 minutes. During this period, 7 aliquots of propionic acid
were added via syringe to 20 the flask. The trend line plot in FIG. 15
shows the increase in propionic acid  concentration as measured by on-line
analysis. Manual samples obtained before every  propionic acid addition
were analyzed by GC. Comparison of on-line and off-line data  in Table 16
in which each reported infrared value is the average of 5 data points,
shows  that propionic acid can be measured with an accuracy of
approximately +/- 100 ppm by 25 on-line infrared analysis. This result
demonstrates that heavy ends column performance  could be monitored and
optimized based on the propionic acid concentration in the feed -47 WO
02/04394 5 PCT/USO1/02489 190 versus propionic acid concentration in the
heavy ends flow to a product tank, i.e., product stream 200. TABLE 16
Addition of Propionic Acid to Product Stream Correlation of On-Line
Extended Mid-Infrared Values with Independent Off-Line GC  Analysis
Infrared (ppm) '45 10 15 



Exam lp a 11: 101 264 308 364 548 1078 2190 GC (ppm) 105 166 218 291 338
527 .1149 2038 Using equipment as shown in FIG. 4 and infrared equipment as
described in  Example 9, a drying column feed 140 type solution was
continuously circulated through  the infrared cell for 75 minutes with a
data point frequency of 1 minute. The initial 20 composition of this
solution was 3.0 molar H20, 16.6 molar HOAc and zero ppm HI.  During the 75
minute period, 15 aliquots of HI solution were added via syringe to the
flask. The trend line for HI in FIG. 16 shows the increase in concentration
as measured  by on-line infrared analysis. Manual samples obtained before
every HI addition were  analyzed by titration. Comparison of on-line and
off-line data in Table 17 in which 25 each reported infrared value is the
average of 5 data points, shows that HI can be  measured with an accuracy
of approximately +/- 100 ppm by on-line infrared analysis.  Trend lines are
also included in FIG. 16 for H2O concentration and HOAc -48 WO 02/04394
PCT/US01/02489  concentration. Starting and end concentrations as measured
by off-line analysis were  



within 0.05 molar of the on-line infrared values. These results show that
monitoring  drying column feed 140 by on-line infrared analysis could allow
optimization of light  ends column performance to minimize HI concentration
in this feed. Similarly, 5 measuring the H2O concentrations in this feed
could be used to determine the optimal  reflux 170 to the light ends column
30 from the decanter light phase 44. TABLE 17 10 Addition of HI to Drying
Column Feed Correlation of On-Line Extended Mid-Infrared Values with
Independent Off-Line Titration  Analysis Infrared (ppm) 40 61 136 15 235
468 525 686 774 20 830 921 1053 1188 .1224 25 1387 1614 Titration (ppm) 0 



106 211 312 422 528 636 744 845 950 1056 1164 1270 1426 1692 1825 11886 WO
02/04394 PCT/US01/02489 Example 12: Using equipment as shown in FIG. 4 and
infrared equipment as described in  Example 8, a drying column type
solution was continuously circulated through the  infrared cell for 85
minutes with a data point frequency of 35 seconds. The initial 5
composition of this solution was 49.3 molar H2O and 2 molar HOAc. During
the 85  minute period of monitoring, 15 aliquots of HOAc were added to the
flask via syringe  such that the composition changed from almost 100% water
on a molar basis to almost  100% HOAc on a molar basis. The trend lines in
FIG. 17 show the incremental decreases in H2O concentration and the
corresponding increases in HOAc concentration  10 associated with addition
of HOAc aliquots. The purpose of this experiment was to  demonstrate that
the H20:HOAc molar ratio, which can vary from 0:100 to 100:0 from  the
drying column bottoms 52 to the drying column overhead 56 can be measured
with  great accuracy by on-line infrared. Results in Table 18 show the
correlation between  off-line analyses by GC and Karl Fischer of manual
samples with corresponding on-line 15 infrared values. Both HOAc and H2O
can be measured with an accuracy of +/- 0.1  



molar over all concentration ranges. WO 02/04394 TABLE 18 PCT/USO1/02489
Addition of HOAc to Drying Column Solution Correlation of On-Line Extended
Mid-Infrared Values (Transmission Cell) with  Independent Off-Line
Analytical Techniques (GC/Karl Fischer) H2O (Molarity) 10 Infrared 49.21
45.63 42.57 39.64 Karl Fischer 49.34 45.60 42.68 39.49 15 20 Example 13:
36.89 34.43 31.97 29.63 27.48 22.43 18.15 12.86 6.40 



3.22 1.75 0.99 36.83 34.56 32.08 29.55 27.29 22.48 18.03 12.96 6.33 3.15
1.82 0.95 HOAc (Molarity) Infrared. 2.04 3.16 4.07 5.02 5.89 6.66 7.45 8.17
8.87 10.33 11.73 14.62 15.44 16.48 



17.04 17.26 GC 2.09 3.11 4.18 4.96 5.82 6.76 7.39 8.10 9.01 10.45 11.70
14.68 15.49 16.32 17.11 17.34 A similar experiment to Example 12 was
carried out except that a fiber optic  25 coupled transmission probe as
shown in FIG. 4B rather than a transmission cell was used. This one inch
diameter, 0.5 mm pathlength probe equipped with sapphire  windows was
obtained from Axiom Analytical, Irvine, CA and was coupled to the FTIR  via
two 5 meter lengths of low OH silica fiber optic cable obtained from
CeramOptec -51 WO 02/04394 PCT/US01/02489 Industries, East Longmeadow, Na.
An Indium Arsenide (InAs) detector was used.  The purpose of this
experiment was to show that a transmission probe allows similar  levels of
accuracy and precision as a transmission cell. The trend lines in FIG. 18
and  the correlation data in Table 19 indicate that these two methods of
sample collection 5 give rise to similar precision and accuracy. 



TABLE 19 Addition of HOAc to Drying Column Solution Correlation of On-Line
Extended Mid-Infrared Values (Transmission Probe) with  Independent
Off-Line Analytical Techniques (GC/Karl Fischer) 10 15 20 25 H2O (Molarity)
Infrared 49.41 46.16 43.20 40.55 37.96 35.50 33.15 30.47 28.32 22.97 18.61
13.35 6.92 3.35 1.98 1.01 0.03 Karl Fischer 49.55 46.26 43.22 



40.48 38.03 35.42 33.31 30.50 28.22 22.84 18.60 13.27 6.80 3.24 2.05 0.97
0.00 HOAc (Molarit),) Infrared 1.89 2.87 3.97 4.90 5.66 6.38 7.05 7.85 8.51
10.07 11.37 13.31 15.32 16.47 16.84 



17.11 17.40 GC 1.94 2.99 4.06 4.81 5.53 6.50 7.12 7.88 8.44 10.18 11.21
13.34 15.19 16.41 16.98 17.24 17.49 -52 WO 02/04394 PCT/US01/02489  The
above discussion demonstrates that process control of component
concentrations for optimization of the manufacture and purification of
acetic acid  product may be effected by infrared measurements of component
concentrations in  samples collected continuously from locations in the
reaction system downstream of the 5 reactor vessel, with immediate
responsive adjustments made in component  concentrations, whether directly
or indirectly, at an appropriate location in the reaction  system. The
reaction system includes numerous columns and streams, each of which  when
fitted with the appropriate monitoring equipment can provide concentration
information that informs the system operator where adjustments are needed.
The 



10 system operator maybe an individual or a computerized control system. In
other  words, the process control can be either manual or automatic.
Because the  measurements in the process control of the present invention
are continuously taken,  such as at 30 second to 3 minute intervals,
followed by substantially instant adjustment  of some process variable in
the reaction system, the system operator would 15 advantageously be a
computerized control unit that analyzes the incoming data from the
infrared analyzer, comparing it to known control limits set for the process
variables, and  automatically effects the appropriate adjustments to
maximize the production of pure  acetic acid. Alternatively, the data may
be fed to a display unit to be interpreted by an  individual who adjusts
reaction system components or process variables manually. The 20
adjustments, as stated above, may directly or indirectly alter the
concentration of one or  more components in one or more locations in the
reaction system. Direct adjustment  may occur by adding or extracting a
component at a location in the reaction system.  Indirect adjustment of
component concentration's may occur in any number of ways.  For example,
adjusting the temperature of a solution or the temperature profile in a 25
column affects component concentrations. Decreasing or increasing flow
rates of -53 WO 02/04394 PCT/US01/02489  streams from one vessel to another
affects component concentrations, not just in those  vessels, but may also
affect concentrations in other vessels throughout the reaction  system.
There are many relationships between the different components comprising
the  solutions in the different. locations of the reaction system, as
understood by one skilled 5 in the art, and the adjustment of one component
concentration at one location in the  reaction system can have an effect on
more than one component concentration at more  than one location in the
reaction system. Thus, real time infrared measurement, analysis'  and
adjustment is used in the present invention to control an acetic acid
manufacturing  process so as to maximize the efficiency and output of the
reaction system. 10 While the present invention has been illustrated by the
description of  embodiments thereof, and while the embodiments have been
described in considerable  detail, they are not intended to restrict or in
any way limit the scope of the appended  claims to such detail. Additional
advantages and modifications will readily appear to  



those skilled in the art. The invention in its broader aspects is therefore
not limited to 15 the specific details, representative apparatuses and
methods and illustrative examples  shown and described. Accordingly,
departures may be made from such details without  departing from the scope
or spirit of applicant's general inventive concept. WHAT IS CLAIMED IS: WO
02/04394 PCT/USO1/02489 1. A method of effecting process control of
component concentrations in a reaction system for the production of acetic
acid from the carbonylation of methanol, comprising: collecting a reaction
system sample from downstream of a reactor vessel  5 in the reaction
system, the sample comprising at least one component selected from the
group consisting of water, acetic acid, methyl acetate, methyl iodide,
acetaldehyde,  hydrocarbons, propionic acid, hydrogen iodide and mixtures
thereof; measuring the concentration of at least one of said components in
an 10 infrared analyzer; and adjusting a component concentration in the
reaction system in at least  one of the reactor vessel, a downstream column
or a downstream transfer line in the  reaction system in response to the
measured concentration. 2. The method of claim I wherein the adjusting is
accomplished directly by  adding or removing a component from at least one
of the reactor vessel, a downstream  column or a downstream transfer line
in the reaction system. 3. The method of claim 1 wherein the adjusting is
accomplished indirectly  by adjusting in at least one of the reactor
vessel, a downstream column or a downstream  transfer line in the reaction
system at least one of a temperature of a reaction system  solution, a
temperature profile in a column, a flow rate of a reaction system solution
or a  5 vent gas rate. -55 WO 02/04394 PCT/USO1/02489 



4. The method of claim 1 comprising collecting the sample from a heavy
phase of a light ends recovery decanter column and measuring in the
infrared analyzer  the density of the heavy phase and the concentration of
hydrocarbons in the sample and adjusting a flow rate of the heavy phase to
at least one of a hydrocarbons removal 5 column and an alkanes removal
column in response to the measurements of the density  and the
concentration of hydrocarbons. 5. The method of claim 1 comprising
collecting the sample from a heavy  phase of a light ends recovery decanter
column and measuring in the infrared analyzer  at least one of the
concentration of methyl iodide and methyl acetate in the heavy phase  and
adjusting at least one of a flow rate to the reactor vessel of the heavy
phase and a 5 light phase in the light ends recovery decanter in response
to the measured methyl  iodide or methyl acetate concentration. 6. The
method of claim 1 comprising collecting the sample from at least  one of a
heavy'phase and a light phase of a light ends recovery decanter column and
measuring in the infrared analyzer the concentration of acetaldehyde in the
sample and  adjusting at least one of a water feed rate into the reactor
vessel, a vent gas rate out of 5 the reactor vessel, and a flow rate of the
light phase to an acetaldehyde removal system  in response to the measured
acetaldehyde concentration. WO 02/04394 PCT/US01/02489 7. The method of
claim I,comprising collecting the sample from a light  phase of a light
ends recovery decanter column and measuring in the infrared analyzer  at
least one of the concentration of water and the concentration of acetic
acid in the  sample and adjusting at least one of a flow rate of the light
phase to a light ends column, 5 a flow rate of the light phase to the
reactor vessel and the temperature of a solution in  the light ends column
in response to the measured concentration of water or acetic acid. 8. The
method of claim 1 comprising collecting the sample from a bottoms  of a
light ends column and measuring in the infrared analyzer at least one of
the  concentration of water and the concentration of hydrogen iodide in the
sample and  adjusting a flow rate of a stream comprising water into the
light ends column in 5 response to the measured concentration of water or
hydrogen iodide. 9. The method of claim 1 comprising collecting the sample
from a feed  



stream to a drying column and measuring in the infrared analyzer the
concentration of  water in the sample and adjusting at least one of a feed
rate of a light phase from a light  ends recovery decanter column to a
light ends column and a feed rate of water to the 5 reactor vessel in
response to the measured concentration of water. WO 02/04394 PCT/USO1/02489
10. The method of claim 1 comprising collecting the sample from a heavy
ends column and measuring in the infrared analyzer the concentration of
propionic acid  in the sample and adjusting at least one of a water feed
rate into the reactor vessel and a  vent gas rate out of the reactor vessel
in response to the measured concentration of 5 propionic acid. 11. The
method of claim 1 comprising collecting the sample from a heavy  ends
column and measuring in the infrared analyzer the concentration of water in
the  sample and adjusting the temperature profile in a drying column in
response to the  measured concentration of water. 12. The method of claim 1
comprising collecting the sample from at least  one of a feed stream, a
product output stream, a bottoms waste stream and an overhead  output
stream of a heavy ends column and measuring in the infrared analyzer the
concentration of propionic acid in the sample and adjusting at least one of
the 5 temperature profile in the heavy ends column, a flow rate from a
heavy ends column  overhead drum to the heavy ends column, a flow rate from
the overhead drum to a  drying column, a flow rate of the bottoms waste
stream and a flow rate of the product  output stream in response to the
measured concentration of propionic acid. 13. The method of claim 1 wherein
the infrared analyzer is a Fourier . Transform infrared spectrometer. WO
02/04394 PCT/USO1/02489 14. The method of claim 1 wherein the infrared
analyzer operates in one of a mid-infrared region and a near-infrared
region. 15. The method of claim 1 further comprising transmitting the
measured concentrations to a control unit for real time analysis. 



16. The method of claim 15 wherein the adjusting is substantially instantly
after the measuring and analysis. 17. The method of claim 1 wherein the
measuring and adjusting is performed about every 30 seconds to 3 minutes.
WO 02/04394 PCT/USO1/02489 18. A method of effecting process control of
component concentrations in a  reaction system for the production of acetic
acid from the carbonylation of methanol,  comprising: collecting a reaction
system sample from a heavy phase of a light ends  5 recovery decanter
vessel downstream of a reactor vessel in the reaction system, the sample
comprising the components of water, acetic acid, methyl acetate, methyl
iodide,  acetaldehyde and hydrocarbons; 10 measuring at least one of the
density of the sample and the concentration  of at least one of said
components in an infrared analyzer; and adjusting at least one of the
following in response to the measured  concentration or density: (a) the
flow rate of a recycle stream to the reaction section; (b) the flow rate of
the heavy phase to an acetaldehyde removal system;  (c) the flow rate of
the heavy phase to a hydrocarbons removal column;  (d) the feed rate of
water to the reactor vessel; (e) the vent gas rate out of the reactor
vessel. 19. The method of claim 18 wherein the recycle stream in (a) is
from a light phase of the decanter vessel to the reactor vessel. 20. The
method of claim 18 wherein the recycle stream in (a) is from the  heavy
phase of the decanter vessel to the reactor vessel. -60 WO 02/04394
PCT/USO1/02489 21. The method of claim 18 wherein the recycle stream in (a)
is from a 



drying column overhead to the reactor vessel. 22. The method of claim 18
wherein the recycle stream in (a) is from a light ends column to a flash
tank. 23. The method of claim 18 wherein the recycle stream in (a) is from
a hydrocarbons removal column to a flash tank. 24. The method of claim 18
wherein the infrared analyzer is a Fourier Transform infrared spectrometer.
25. The method of claim 18 wherein the infrared analyzer operates in one of
a mid-infrared region and a near-infrared region. 26. The method of claim
18 further comprising transmitting the measured concentrations to a control
unit for real time analysis. 27. The method of claim 26 wherein the
adjusting is substantially instantly  after the measuring and analysis. WO
02/04394 PCT/USO1/02489 28. The method of claim 18 wherein the measuring
and adjusting is performed about every 30 seconds to 3 minutes. 29. The
method of claim 18 comprising adjusting only (a) in response to the
measured concentration or density. 30. The method of claim 18 comprising
adjusting only (b) in response to the measured concentration or density.
31. The method of claim 18 comprising adjusting only (c) in response to the
measured concentration or density. 32. The method of claim 18 comprising
adjusting only (d) in response to the measured concentration or density.
33. . The method of claim 18 comprising adjusting only (e) in response to
the measured concentration or density. WO 02/04394 PCT/USO1/02489 34. A
method of effecting process control of component concentrations in a
reaction system for the production of acetic acid from the carbonylation of
methanol,  



comprising: collecting a reaction system sample from a light phase of a
light ends  5 recovery decanter vessel downstream of a reactor vessel in
the reaction system, the sample comprising the components of water, acetic
acid, methyl acetate, methyl iodide  and acetaldehyde; 10 15 measuring at
least one of the density of the sample and the concentration  of at least
one of said components in an infrared analyzer; and adjusting at least one
of the following in response to the measured  concentration or density: (a)
the flow rate of the light phase to the reactor vessel;  (b) the flow rate
of the light phase to a light ends column;  (c) the temperature of a
solution in a light ends column;  (d) the feed rate of water to the reactor
vessel; (e) the vent gas rate out of the reactor vessel; (f) the flow rate
of the light phase to an acetaldehyde removal system. 35. The method of
claim 34 wherein the infrared analyzer is a Fourier Transform infrared
spectrometer. WO 02/04394 PCT/US01/02489 36. The method of claim 34 wherein
the infrared analyzer operates in one of a mid-infrared region and a
near-infrared region. 37. The method of claim 34 further comprising
transmitting the measured concentrations to a control unit for real time
analysis. 38. The method of claim 37 wherein the adjusting is substantially
instantly  after the measuring and analysis. 39. The method of claim 34
wherein the measuring and adjusting is performed about every 30 seconds to
3 minutes. 40. The method of claim 34 comprising adjusting only (a) in
response to the measured concentration or density. 41. The method of claim
34 comprising adjusting only (b) in response to the 



measured concentration or density. 42. The method of claim 34 comprising
adjusting only (c) in response to the  measured concentration or density.
WO 02/04394 PCT/USO1/02489 43. The method of claim 34 comprising adjusting
only (d) in response to the measured concentration or density. 44. The
method of claim 34 comprising adjusting only (e) in response to the
measured concentration or density. 45. The method of claim 34 comprising
adjusting only (f) in response to the measured concentration or density. WO
02/04394 PCT/USO1/02489 46. A method of effecting process control of
component concentrations in a  reaction system for the production of acetic
acid from the carbonylation of methanol,  comprising: collecting a sample
from a bottom portion of a light ends column  5 downstream of a reactor
vessel in the reaction system, the sample comprising the  components of
water, acetic acid and hydrogen iodide; measuring the concentration of at
least one of said components in an  infrared analyzer; and adjusting the
temperature of a solution in the light ends column in 1 .0 response to the
measured concentration. 47. The method of claim 46 wherein the infrared
analyzer is a Fourier Transform infrared spectrometer. 48. The method of
claim 46 wherein the infrared analyzer operates in one of  a mid-infrared
region and a near-infrared region. 49. The method of claim 46 further
comprising transmitting the measured  concentrations to a control unit for
real time analysis. 50. The method of claim 49 wherein the adjusting is
substantially instantly  



after the measuring and analysis. -66 WO 02/04394 PCT/USO1/02489 51. The
method of claim 46, wherein the measuring and adjusting is performed about
every 30 seconds to 3 minutes. WO 02/04394 PCT/USO1/02489 52. A method of
effecting process control of component concentrations in a  reaction system
for the production of acetic acid from the carbonylation of methanol,
comprising: collecting a reaction system sample from a feed stream to a
drying 5 column downstream of a reactor vessel in the reaction system, the
sample comprising  the components of water and acetic acid; measuring the
concentration of at least one of said components in an infrared analyzer;
and adjusting at least one of the following in response to the measured 10
concentration: (a) the flow rate of a light phase from a light ends
recovery decanter column to a light ends column; and (b) the feed rate of
water to the reactor vessel. 53. The method of claim 52 wherein the
infrared analyzer is a Fourier Transform infrared spectrometer. 54. The
method of claim 52 wherein the infrared analyzer operates in one of a
mid-infrared region and a near-infrared region. 55. The method of claim 52
further comprising transmitting the measured concentrations to a control
unit for real time analysis. -68 WO 02/04394 PCT/USO1/02489 56. The method
of claim 55 wherein the adjusting is substantially instantly 



after the measuring and analysis. 57. The method of claim 52 wherein the
measuring and adjusting is performed about every 30 seconds to 3 minutes.
58. The method of claim 52 comprising adjusting only (a) in response to the
measured concentration or density. 59. The method of claim 52 comprising
adjusting only (b) in response to the measured concentration or density. WO
02/04394 PCT/USO1/02489 60. A method of effecting process control of
component concentrations in a  reaction system for the production of acetic
acid from the carbonylation of methanol,  comprising: collecting a reaction
system sample from at least one of a heavy ends  5 column downstream of a
reactor vessel in the reaction system, a feed stream to the heavy ends
column, a product output stream out of the heavy ends column, a bottoms
waste stream out of the heavy ends column and an overhead output stream out
of the  heavy ends column, the sample comprising the components of water,
acetic acid and  propionic acid; 10 measuring the concentration of at least
one of said components in an infrared analyzer; and adjusting at least one
of the following in response to the measured  concentration: (a) a flow
rate from the overhead output stream back to the heavy ends  15 column; (b)
a flow rate from the overhead output stream to a drying column;  (c) a flow
rate of the bottoms waste stream; (d) a flow rate of the product output
stream;  (e) the temperature profile in a drying column; 20 (f) the
temperature profile in the heavy ends column;  (g) a feed rate of water to
the reactor vessel; (h) a vent gas rate out of the reactor vessel. 



-70 WO 02/04394 PCT/USO1/02489 61. The method of claim 60 wherein the
infrared analyzer is a Fourier  Transform infrared spectrometer. 62. The
method of claim 60 wherein the infrared analyzer operates in one of  a
mid-infrared region and a near-infrared region. 63. The method of claim 60
further comprising transmitting the measured  concentrations to a control
unit for real time analysis. 64. The method of claim 63 wherein the
adjusting is substantially instantly  after the measuring and analysis. 65.
The method of claim 60 wherein the measuring and adjusting is  performed
about every 30 seconds to 3 minutes. 66. The method of claim 60 comprising
adjusting only (a) in response to the  measured concentration or density.
67. The method of claim 60 comprising adjusting only (b) in response to the
measured concentration or density. WO 02/04394 PCT/USO1/02489 68. The
method of claim 60 comprising adjusting only (c) in response to the
measured concentration or density. 69. The method of claim 60 comprising
adjusting only (d) in response to the measured concentration or density.
70. The method of claim 60 comprising adjusting only (e) in response to the
measured concentration or density. 71. The method of claim 60 comprising
adjusting only (f) in response to the  measured concentration or density.
72. The method of claim 60 comprising adjusting only (g) in response to the
measured concentration or density. 73. The method of claim 60 comprising
adjusting only (h) in response to the measured concentration or density. 




