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5. SIP- Applikations-Server

evaluiert Access-Information
im SIP Header und fihrt
entsprechende Aktionen aus

NGN Netz ~ AB-
("Core Network")

(57) Abstract: An  access data
transmission independent of access data
to a terminal and a terminal access data

v‘ AC transmission to a service device are carried
4. CSCF routing gemab Subskriptions- out by means of a transmission method

pocess-Information m 37 o LDaten (BRAS-ID/DSLAM-ID/ATM-VC-ID,
AA. =] Network- ID, Country Code-ID etc.).
?Eggr%ihetz “\35 \’\0“‘““0 radits A Said invention is characterised in that
(Access Network) 33\?\\’\9‘5 g when identifying (Ia, Ib) a terminal (
o AF. \l_l ATMVC BRAS terminal / DSL-modem/client) with respect
Endgerat Modem [PPP Toar Ethemet Ag%gs“séa;e:nl/a;/") N to an access device ( BRAS "/,AAA")

(PPP iber ATN

1a. Verbindungsschicht (Link Layer)- Aufbau

1b. Verbindungsschicht (Link Layer)- Aut hent|3|erun\ /

2. Ubersendung von z.B. Lander- und Netz-Code, BRAS ID, DSLAM ID, ATM VC
efc.- und zwar z.B. kodiert in einer XM-Daten-Strukiur nach erfolgreicher
Authentisierung innerhalb PPP oder EAP/PPP

... ESTABLISHING A LINK LAYER
... AUTHENTICATION LINK LAYER
2... TRANSMISSION, FOR EXAMPLE, BY A COUNTRY CODE OR NETWORK CODE,

BRAS-ID/DSLAM-ID/ATM-VC-ID, ETC. LE., FOR EXAMPLE, IN A CODED MANNER IN AN XM DATA

STRUCTURE AFTER A SUCCESSFUL IDENTIFICATION IN PPP OR EAP/PPP
3... SIP MESSAGES WITH A HEADER COMPRISING SPECIFIC ACCESS INFORMATION
... CSCF ROUTING ACCORDING TO THE ACCESS INFORMATION IN THE SIP HEADER

of a telecommunications  network
(NGN-core-net), the terminal ( terminal"/
client") receives and records a message
(2) comprising access information and
the ( terminal"/ client") terminal, during
a further contacting (,,SIP-emergency
call-invite"/3.),transmits at least one part
of said access information (3) to a service
device ( CSCF" and/or central emergency
call 2").

D,

§ ... SIP APPLICATION SERVER EVALUATES THE ACCESS INFORMATION IN THE SIP HEADER

AND CARRIES OUT A CORRESPONDING ACTION
AA ... NGN DSL ACCESS NETWORK
AB ... NGN NETWORK (“CORE NETWORK")
AC ... USER SUBSCRIPTION DATA
AD ... RANGE
AE ... TERMINAL
AF ... DSL MODEM
AG ... PPP BY ETHERNET
AH ... PPP BY ATN
Al ... BRAS (INTERFACE/”ACCESS GATEWAY")
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(57) Zusammenfassung: Eine von der Art des Zugangs (Access) unabhiingige Ubertragung von Zugangsdaten an ein Endgerit und
Ubermittlung der Zugangsdaten vom Endgerit an eine Diensteinrichtung wird erméglicht durch ein Verfahren zur Ubermittlung (2.
/3.) von Zugangsinformatio-nen (BRAS-ID/DSLAM-ID/ATM-VC-ID, Network- ID, Country Code-ID etc.), dadurch gekennzeich-
net, dass bei einer Authentisierung (Ia, Ib) eines Endgerétes (,,Endgerit"/DSL.-Modem/Client) gegeniiber einer Zugangseinrichtung
(,, BRAS "/,,AAA") eines Telekommunikationsnetzes (NGN- Core- Netz) das Endgerit (,,Endgerdt"/,,Client") eine Nachricht (2)
mit Zugangsinformationen empfingt und speichert, und dass das Endgerit (,,Endgerit"/,,Client") bei einer spateren Kontaktierung
(,,SIP-Notruf-Invite"/3. ) einer Diensteinrichtung (,,CSCF" und/oder ,,Notruf zentrale 2") zumindest einen Teil dieser Zugangsin-
formationen sendet (3).



