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CELL RESELECTION METHOD, TERMINAL, AND NETWORK DEVICE 

 

CROSS-REFERENCE TO RELATED APPLICATIONS 

[0001] This application claims priority to Chinese Patent Application No. 201810904656.4 

filed in China on August 9, 2018, which is incorporated herein by reference in its entirety. 

 

TECHNICAL FIELD 

[0002] This disclosure relates to the field of communications technologies, and in particular, 

to a cell reselection method, a terminal, and a network device. 

 

BACKGROUND 

[0003] In a mobile communications system, when a terminal performs initial access, because 

the terminal does not know in advance which radio frequency channel (Radio Frequency channel, 

RF channel) is suitable for access, the terminal scans (scan) all RF channels based on a capability 

of the terminal, to look for a suitable (suitable) cell. On each scanned carrier frequency, the 

terminal only needs to search for a cell having best signal quality. After finding a suitable cell, the 

terminal selects to access and camp on the cell, and stops an initial cell selection procedure. In this 

case, if an RF channel that is not scanned exists, the terminal does not need to scan the RF channel 

any more. 

[0004] When the terminal camps on a serving cell, the terminal may evaluate, in sequence 

based on a frequency priority order provided by a network device, whether a suitable neighboring 

cell is available for reselection on each frequency, and if detecting a suitable neighboring cell for 

reselection, the terminal may initiate a reselection procedure to the cell on the frequency. 

[0005] Currently, during cell reselection, neighboring cells satisfying a condition need to be 

sorted. A parameter for determining whether a neighboring cell satisfies the condition may be 

obtained based on system information broadcast by the network device. However, the related 

parameter broadcast by the network device is per-frequency (per-frequency), and cannot reflect a 

specific status of the neighboring cell. It is possible that after the terminal performs cell reselection 

to a neighboring cell, the terminal finds that the cell cannot satisfy the reselection condition, and 

cannot camp on the cell, and the terminal needs to reselect or return to a source cell again, causing 

a ping-pong effect. 
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SUMMARY 

[0006] Some embodiments of this disclosure provide a cell reselection method, a terminal, and 

a network device, to avoid a ping-pong effect during cell reselection. 

[0007] According to a first aspect, some embodiments of this disclosure provide a cell 

reselection method, applied to a terminal and including: 

obtaining reselection information related to cell reselection, where the reselection 

information includes a per-cell reselection parameter of a neighboring cell; and 

performing a cell reselection procedure based on the per-cell reselection parameter and 

a reselection condition for reselecting to the neighboring cell. 

[0008] According to a second aspect, some embodiments of this disclosure further provide a 

terminal, including: 

an obtaining module, configured to obtain reselection information related to cell 

reselection, where the reselection information includes a per-cell reselection parameter of a 

neighboring cell; and 

a reselection module, configured to perform a cell reselection procedure based on the 

per-cell reselection parameter and a reselection condition for reselecting to the neighboring cell. 

[0009] According to a third aspect, some embodiments of this disclosure provide a terminal. 

The terminal includes a processor, a memory, and a computer program stored in the memory and 

capable of running on the processor. When the computer program is executed by the processor, the 

steps of the foregoing cell reselection method are implemented. 

[0010] According to a fourth aspect, some embodiments of this disclosure provide a cell 

reselection method, applied to a network device and including: 

sending reselection information related to cell reselection, where the reselection 

information includes a per-cell reselection parameter of a neighboring cell. 

[0011] According to a fifth aspect, some embodiments of this disclosure further provide a 

network device, including: 

a sending module, configured to send reselection information related to cell reselection, 

where the reselection information includes a per-cell reselection parameter of a neighboring cell. 

[0012] According to a sixth aspect, some embodiments of this disclosure provide a network 

device. The network device includes a processor, a memory, and a computer program stored in the 



3 

 

memory and capable of running on the processor. When the computer program is executed by the 

processor, the steps of the foregoing cell reselection method are implemented. 

[0013] According to a seventh aspect, some embodiments of this disclosure provide a 

computer-readable storage medium. The computer-readable storage medium stores a computer 

program, and when the computer program is executed by a processor, the steps of the foregoing 

cell reselection method for the terminal or the network device are implemented. 

[0014] Therefore, according to the foregoing technical solutions in some embodiments of this 

disclosure, the terminal can obtain the per-cell reselection parameter of the neighboring cell, and 

perform cell reselection based on the per-cell reselection parameter. This can ensure that quality 

of the reselected cell satisfies a camping requirement, and avoid a problem of connection instability 

of the terminal after cell reselection. 

BRIEF DESCRIPTION OF DRAWINGS 

[0015] To describe the technical solutions in the embodiments of this disclosure more clearly, 

the following briefly describes the accompanying drawings required for describing some 

embodiments of this disclosure. Apparently, the accompanying drawings in the following 

description show merely some embodiments of this disclosure, and a person of ordinary skill in 

the art may still derive other drawings from these accompanying drawings without creative efforts. 

[0016] FIG. 1 presents a block diagram of a mobile communications system to which some 

embodiments of this disclosure may be applied; 

[0017] FIG. 2 presents a schematic flowchart of a cell reselection method for a terminal 

according to some embodiments of this disclosure; 

[0018] FIG. 3 presents a schematic modular structural diagram of a terminal according to some 

embodiments of this disclosure; 

[0019] FIG. 4 presents a block diagram of a terminal according to some embodiments of this 

disclosure; 

[0020] FIG. 5 presents a schematic flowchart of a cell reselection method for a network device 

according to some embodiments of this disclosure; 

[0021] FIG. 6 presents a schematic modular structural diagram of a network device according 

to some embodiments of this disclosure; and 

[0022] FIG. 7 presents a block diagram of a network device according to some embodiments 
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of this disclosure. 

DESCRIPTION OF EMBODIMENTS 

[0023] The following describes exemplary embodiments of this disclosure in more detail with 

reference to the accompanying drawings. Although the exemplary embodiments of this disclosure 

are shown in the accompanying drawings, it should be understood that this disclosure may be 

implemented in various forms and should not be limited by the embodiments set forth herein. On 

the contrary, the embodiments are provided to enable a more thorough understanding of this 

disclosure and completely convey the scope of this disclosure to a person skilled in the art. 

[0024] In the specification and claims of this application, the terms such as "first" and "second" 

are intended to distinguish between similar objects but do not necessarily indicate a specific order 

or sequence. It should be understood that the numbers used in this way is interchangeable in 

appropriate circumstances so that the embodiments of this application described herein can be 

implemented in other orders than the order illustrated or described herein. Moreover, the terms 

"include", "contain" and any other variants mean to cover the non-exclusive inclusion, for example, 

a process, method, system, product, or device that includes a list of steps or units is not necessarily 

limited to those units, but may include other units not expressly listed or inherent to such a process, 

method, system, product, or device. The term "and/or" used in this specification and claims 

indicates at least one of connected objects. 

[0025] Technologies described in this specification are not limited to long term evolution 

(Long Term Evolution, LTE) and LTE-Advanced (LTE-Advanced, LTE-A) systems, but may also 

be applied to various wireless communications systems, for example, code division multiple access 

(Code Division Multiple Access, CDMA), time division multiple access (Time Division Multiple 

Access, TDMA), frequency division multiple access (Frequency Division Multiple Access, 

FDMA), orthogonal frequency division multiple access (Orthogonal Frequency Division Multiple 

Access, OFDMA), single-carrier frequency-division multiple access (Single-carrier Frequency-

Division Multiple Access, SC-FDMA), and other systems. The terms "system" and "network" are 

usually used interchangeably. The technologies described in this specification may be used for the 

foregoing systems and radio technologies, and may also be used for other systems and radio 

technologies. However, in the following descriptions, a new radio (New Radio, NR) system is 

described for an illustration purpose, and NR terms are used in most of the following descriptions, 
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although these technologies may also have other applications than the NR system. 

[0026] Examples provided in the following description are not intended to limit the scope, 

applicability, or configuration described in the claims. Functions and arrangements of discussed 

elements may be changed without departing from the spirit and scope of this disclosure. Various 

examples may be omitted or replaced properly, or various procedures or components may be added. 

For example, the described method may be performed in an order different from the described 

order, and steps may be added, omitted, or combined. In addition, features described with reference 

to some examples may be combined in other examples. 

[0027] FIG. 1 is a block diagram of a wireless communications system to which some 

embodiments of this disclosure may be applied. The wireless communications system includes a 

terminal 11 and a network device 12. The terminal 11 may also be referred to as a terminal device 

or user equipment (User Equipment, UE). The terminal 11 may be a terminal-side device such as 

a mobile phone, a tablet computer (Tablet Personal Computer), a laptop computer (Laptop 

Computer), a personal digital assistant (Personal Digital Assistant, PDA), a mobile Internet device 

(Mobile Internet Device, MID), a wearable device (Wearable Device), or a vehicle-mounted device. 

It should be noted that a specific type of the terminal 11 is not limited in some embodiments of 

this disclosure. The network device 12 may be a base station or a core network. The base station 

may be a 5G base station or a base station of a later version (for example, a gNB or a 5G NR NB), 

or a base station in another communications system (for example, an eNB, a WLAN access point, 

or another access point). The base station may be referred to as a NodeB, an evolved NodeB, an 

access point, a base transceiver station (Base Transceiver Station, BTS), a radio base station, a 

radio transceiver, a basic service set (Basic Service Set, BSS), an extended service set (Extended 

Service Set, ESS), a NodeB, an evolved NodeB (eNB), a home NodeB, a home evolved NodeB, a 

WLAN access point, a Wi-Fi node, or another appropriate term in the art. As long as a same 

technical effect is achieved, the base station is not limited to a specific technical term. It should be 

noted that only a base station in an NR system is used as an example in some embodiments of this 

disclosure, but a specific type of the base station is not limited. 

[0028] Under control of a base station controller, the base station may communicate with the 

terminal 11. In various examples, the base station controller may be a part of the core network or 

some base stations. Some base stations may communicate control information or user data with 
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the core network by using backhauls. In some examples, some of these base stations may 

communicate with each other directly or indirectly by using backhaul links. The backhaul links 

may be wired or wireless communications links. The wireless communications system may 

support operations on multiple carriers (wave signals of different frequencies). A multi-carrier 

transmitter can transmit modulated signals on the multiple carriers simultaneously. For example, 

multi-carrier signals modulated by using various radio technologies may be transmitted on each 

communications link. Each modulated signal may be sent on different carriers and may carry 

control information (for example, a reference signal or a control channel), overhead information, 

data, and the like. 

[0029] The base station may perform wireless communication with the terminal 11 by using 

one or more access point antennas. Each base station may provide communication coverage for a 

corresponding coverage area of the base station. A coverage area of an access point may be divided 

into sectors forming only a part of the coverage area. The wireless communications system may 

include different types of base stations (for example, a macro base station, a micro base station, or 

a picocell base station). The base station may also use different radio technologies, for example, a 

cell or WLAN radio access technology. The base station may be associated with a same or different 

access networks or operator deployments. Coverage areas of different base stations (including 

coverage areas of base stations of a same type or different types, coverage areas using a same radio 

technology or different radio technologies, or coverage areas of a same access network or different 

access networks) may overlap each other. 

[0030] A communications link in the wireless communications system may include an uplink 

for carrying uplink (Uplink, UL) transmission (for example, from the terminal 11 to the network 

device 12) or a downlink for carrying downlink (Downlink, DL) transmission (for example, from 

the network device 12 to the terminal 11). UL transmission may also be referred to as reverse link 

transmission, and DL transmission may also be referred to as forward link transmission. The 

wireless communications system is briefly described above. To avoid a ping-pong effect during 

cell reselection in the wireless communications system, some embodiments of this disclosure 

provide a cell reselection method. 

[0031] As shown in FIG. 2, some embodiments of this disclosure provide a cell reselection 

method, applied to a terminal. The method may include the following steps. 
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[0032] Step 21: Obtain reselection information related to cell reselection, where the reselection 

information includes a per-cell reselection parameter of a neighboring cell. 

[0033] The neighboring cell may be one of cells suitable for reselection, and different 

neighboring cells may be configured with a same priority or different priorities. Further, 

frequencies of different neighboring cells are located may be configured with a same priority or 

different priorities. A cell suitable for reselection is a cell on which the terminal can camp and 

obtain a normal service. The terminal needs to have a valid universal subscriber identity module 

(Universal Subscriber Identity Module, USIM), and satisfy the following condition: 

[0034] The cell is one of target public land mobile network (Public Land Mobile Network, 

PLMN) identifiers, and a target PLMN includes at least one of a PLMN selected by the terminal 

(selected PLMN), a PLMN with which the terminal registers (Registered PLMN), and an 

equivalent PLMN list (Equivalent PLMN list). 

[0035] The cell satisfies a preset cell reselection criterion. 

[0036] Attachment or access to the cell is not forbidden. 

[0037] A tracking area (Tracking Area, TA) broadcast by the cell is not in a list of "forbidden 

TA areas" (list of "Forbidden Tracking Areas"). 

[0038] Further, in some embodiments of this disclosure, the reselection information may be 

configured by a network device in a source cell in which the terminal is located, or the reselection 

information is obtained from a historically received message. When the reselection information is 

configured by the network device, the reselection information may be configured by the source 

cell (or referred to as a serving cell or a current cell) in which the terminal is located. For example, 

the reselection information may be configured by the source cell by using radio resource control 

(Radio Resource Control, RRC) signaling and/or broadcast by using system information. The RRC 

signaling may be an RRC release (RRC release) message or the like. The system information may 

be a system information block 2 (System Information Block, SIB2) a SIB4, a SIB5, or the like. In 

addition, the reselection information in some embodiments of this disclosure may alternatively be 

obtained from the historically received message. Herein, the historically received message 

includes but is not limited to RRC signaling and/or system information. 

[0039] Step 22: Perform a cell reselection procedure based on the per-cell reselection 

parameter and a reselection condition for reselecting to the neighboring cell. 
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[0040] The performing a cell reselection procedure means that the terminal determines, based 

on the per-cell reselection parameter and the reselection condition for reselecting to the 

neighboring cell, whether reselection from the source cell to a target cell can be performed, where 

the target cell is one of neighboring cells. The source cell may be a cell initially accessed by the 

terminal, or may be a cell accessed by the terminal in a previous cell reselection procedure. When 

the source cell is the cell accessed by the terminal in the previous cell reselection procedure, the 

source cell satisfies all conditions for cell reselection. When the source cell is the cell initially 

accessed by the terminal, the source cell satisfies at least one of the following conditions: 

signal quality of the cell satisfies a preset condition, where signal quality includes 

reference signal received power (Reference Signal Received Power, RSRP) and/or reference signal 

received quality (Reference Signal Received Quality, RSRQ); 

the terminal can obtain necessary system information of the cell, for example, a master 

information block (Master Information Block, MIB) and a system information block 1 (System 

Information Block 1, SIB1); and 

a cell bar information element (cellbar Information Element, cellbar IE) in system 

information of the cell indicates that attachment or access to the cell is not forbidden, where the 

cellbar IE may be in a barred (Barred) state or a not-barred (notBarred) state. 

[0041] The per-cell reselection parameter in some embodiments of this disclosure is a 

parameter that can represent actual network performance of the neighboring cell. The reselection 

information may further include a per-frequency reselection parameter of the neighboring cell, 

where the per-frequency reselection parameter is a parameter that can represent network 

performance of a frequency of the neighboring cell. 

[0042] Specifically, the per-cell reselection parameter includes at least one of the following 

parameters: a minimum received signal level parameter, a minimum received signal level offset 

parameter, a minimum signal quality value parameter, a minimum signal quality offset parameter, 

a power compensation value parameter, a measurement offset parameter, a first target offset, a 

second target offset, a first intermediate quantity related to a received signal level value, a second 

intermediate quantity related to a signal quality value, and the like. The first target offset is a sum 

of differences between per-cell parameter values and per-frequency parameter values of at least 

one of the minimum received signal level parameter, the minimum received signal level offset 
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parameter, the power compensation parameter, and the measurement offset parameter; the second 

target offset is a sum of differences between per-cell parameter values and per-frequency parameter 

values of at least one of the minimum signal quality parameter, the minimum signal quality offset 

parameter, and the measurement offset parameter; the first intermediate quantity is related to a per-

cell parameter value of at least one of the minimum received signal level parameter, the minimum 

received signal level offset parameter, the power compensation parameter, and the measurement 

offset parameter; and the second intermediate quantity is related to a per-cell parameter value of 

at least one of the minimum signal quality parameter, the minimum signal quality offset parameter, 

and the measurement offset parameter. 

[0043] It should be noted that the reselection information may further include a physical cell 

identifier (Physical Cell Identifier, PCI) of the neighboring cell, where the PCI corresponds to the 

per-cell reselection parameter. Herein, that the PCI corresponds to the per-cell reselection 

parameter means that one PCI corresponds to one set of per-cell reselection parameters, that is, 

one set of per-cell reselection parameters corresponds to one neighboring cell and may jointly 

represent network performance of the neighboring cell. One set of per-cell reselection parameters 

may include at least one of the plurality of parameters mentioned above. 

[0044] Herein, the minimum received signal level parameter, the minimum received signal 

level offset parameter, the minimum signal quality parameter, the minimum signal quality offset 

parameter, the power compensation parameter, and the measurement offset parameter are all per-

cell parameters of the neighboring cell, that is, parameters that can represent actual network 

performance of the neighboring cell. 

[0045] The minimum received signal level parameter is a target minimum received signal level 

value broadcast by the neighboring cell. To be specific, the per-cell reselection parameter 

configured by the source cell may include a parameter same as a minimum received signal level 

value of the neighboring cell that is carried in system information broadcast by the neighboring 

cell, that is, a parameter Qrxlevmin* used for cell reselection is a parameter Qrxlevmin of the 

neighboring cell that is carried in the system information of the neighboring cell. Alternatively, the 

minimum received signal level parameter may further include a per-frequency minimum received 

signal level value corresponding to the neighboring cell and a first offset value, where the first 

offset value is a difference between the target minimum received signal level value and the per-
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frequency minimum received signal level value. To be specific, the per-cell reselection parameter 

configured by the source cell may include a per-frequency minimum received signal level value 

(the parameter Qrxlevmin used for cell reselection) of the frequency of the neighboring cell and the 

first offset value (an offset between the parameter Qrxlevmin of the neighboring cell that is carried in 

the system information of the neighboring cell and Qrxlevmin used for cell reselection and broadcast 

by the source cell). 

[0046] Likewise, the minimum received signal level offset parameter is a target minimum 

received signal level offset value broadcast by the neighboring cell. To be specific, the per-cell 

reselection parameter configured by the source cell may include a parameter same as a minimum 

received signal level offset value of the neighboring cell that is carried in system information 

broadcast by the neighboring cell, that is, a parameter Qrxlevminoffset* used for cell reselection is a 

parameter Qrxlevminoffset of the neighboring cell that is carried in the system information of the 

neighboring cell. Alternatively, the minimum received signal level offset parameter includes a per-

frequency minimum received signal level offset value corresponding to the neighboring cell and a 

second offset value, where the second offset value is a difference between the target minimum 

received signal level offset value and the per-frequency minimum received signal level offset value. 

To be specific, the per-cell reselection parameter configured by the source cell may include a per-

frequency minimum received signal level offset value (the parameter Qrxlevminoffset used for cell 

reselection) of the frequency of the neighboring cell and the second offset value (an offset between 

the parameter Qrxlevminoffset of the neighboring cell that is carried in the system information of the 

neighboring cell and Qrxlevminoffset used for cell reselection and broadcast by the source cell). 

[0047] Likewise, the minimum signal quality parameter is a target minimum signal quality 

value broadcast by the neighboring cell. To be specific, the per-cell reselection parameter 

configured by the source cell may include a parameter same as a minimum signal quality value of 

the neighboring cell that is carried in system information broadcast by the neighboring cell, that 

is, a parameter Qqualmin* used for cell reselection is a parameter Qqualmin of the neighboring cell that 

is carried in the system information of the neighboring cell. Alternatively, the minimum signal 

quality parameter includes a per-frequency minimum signal quality value corresponding to the 

neighboring cell and a third offset value, where the third offset value is a difference between the 

target minimum signal quality value and the per-frequency minimum signal quality value. To be 
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specific, the per-cell reselection parameter configured by the source cell may include a per-

frequency minimum signal quality value (the parameter Qqualmin used for cell reselection) and the 

third offset value (an offset between the parameter Qqualmin of the neighboring cell that is carried 

in the system information of the neighboring cell and Qqualmin used for cell reselection and 

broadcast by the source cell). 

[0048] Likewise, the minimum signal quality parameter is a target minimum signal quality 

offset value broadcast by the neighboring cell. To be specific, the per-cell reselection parameter 

configured by the source cell may include a parameter same as a minimum signal quality offset 

value of the neighboring cell that is carried in system information broadcast by the neighboring 

cell, that is, a parameter Qqualminoffset* used for cell reselection is a parameter Qqualminoffset of the 

neighboring cell that is carried in the system information of the neighboring cell. Alternatively, the 

minimum signal quality offset parameter includes a per-frequency minimum signal quality offset 

value corresponding to the neighboring cell and a fourth offset value, where the fourth offset value 

is a difference between the target minimum signal quality offset value and the per-frequency 

minimum signal quality offset value. To be specific, the per-cell reselection parameter configured 

by the source cell may include a per-frequency minimum signal quality offset value (the parameter 

Qqualminoffset used for cell reselection) of the frequency of the neighboring cell and the fourth offset 

value (an offset between the parameter Qqualminoffset of the neighboring cell that is carried in the 

system information of the neighboring cell and Qqualminoffset used for cell reselection and broadcast 

by the source cell). 

[0049] Further, the measurement offset parameter includes a connection failure offset 

parameter (connEstFailOffset) and/or a cell temporary offset parameter (Qoffsettemp). The 

measurement offset parameter is a cell measurement offset value broadcast by the neighboring cell. 

To be specific, the per-cell reselection parameter configured by the source cell may include a 

parameter same as a measurement offset of the neighboring cell that is carried in system 

information broadcast by the neighboring cell, that is, a parameter connEstFailOffset* or 

Qoffsettemp* used for cell reselection is a parameter connEstFailOffset or Qoffsettemp of the 

neighboring cell that is carried in the system information of the neighboring cell. Alternatively, the 

measurement offset parameter includes a per-frequency measurement offset value corresponding 

to the neighboring cell and a fifth offset value, where the fifth offset value is an offset between the 
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target measurement offset value and the per-frequency measurement offset value. To be specific, 

the per-cell reselection parameter configured by the source cell may include a per-frequency 

measurement offset (such as the parameter connEstFailOffset or Qoffsettemp used for cell 

reselection) of the frequency of the neighboring cell and the fifth offset value (an offset between 

the parameter connEstFailOffset or Qoffsettemp of the neighboring cell that is carried in the system 

information of the neighboring cell and connEstFailOffset or Qoffsettemp used for cell reselection 

and broadcast by the source cell). 

[0050] Further, the power compensation parameter is determined based on a maximum power 

parameter PMax and a power class parameter PPowerClass. The maximum power parameter is a target 

maximum power value corresponding to the neighboring cell. To be specific, the per-cell 

reselection parameter configured by the source cell may include a parameter same as a maximum 

power value of the neighboring cell that is carried in system information broadcast by the 

neighboring cell, that is, a parameter PMax* used for cell reselection is a parameter PMax of the 

neighboring cell that is carried in the system information of the neighboring cell. Alternatively, the 

maximum power parameter includes a per-frequency maximum power value corresponding to the 

frequency of the neighboring cell and a sixth offset value, where the sixth offset value is a 

difference between the target maximum power value and the per-frequency maximum power value. 

To be specific, the per-cell reselection parameter configured by the source cell may include a per-

frequency maximum power value (the parameter PMax used for cell reselection) of the frequency 

of the neighboring cell and the sixth offset value (an offset between the parameter PMax of the 

neighboring cell that is carried in the system information of the neighboring cell and PMax used for 

cell reselection and broadcast by the source cell). 

[0051] The foregoing briefly describes parameters such as the minimum received signal level 

parameter, the minimum received signal level offset parameter, the minimum signal quality 

parameter, the minimum signal quality offset parameter, the power compensation parameter, and 

the measurement offset parameter. The following further describes how to perform cell reselection 

based on the parameters in this embodiment. 

[0052] Specifically, step 22 may include: 

[0053] A1. Calculate a cell-selection received signal level value Srxlev of the neighboring cell 

based on a measured received signal level value and at least one of the minimum received signal 
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level parameter, the minimum received signal level offset parameter, the power compensation 

parameter, and the measurement offset parameter in the selection parameter. Herein, the minimum 

received signal level parameter, the minimum received signal level offset parameter, the power 

compensation parameter, and the measurement offset parameter are per-cell parameters of the 

neighboring cell and may represent network performance of the neighboring cell. For example, 

the terminal may calculate the cell-selection received signal level value Srxlev by referring to the 

following formula: 

Srxlev = Qrxlevmeas – (Qrxlevmin + Qrxlevminoffset) – Pcompensation – Qoffsettemp, 

where Srxlev indicates the cell-selection received signal level value of the neighboring 

cell, Qrxlevmeas indicates an actually measured received signal level value of the neighboring cell, 

Qrxlevmin indicates an actual value of the minimum received signal level parameter of the 

neighboring cell, Qrxlevminoffset indicates an actual value of the minimum received signal level offset 

parameter of the neighboring cell, Pcompensation indicates an actual value of the power compensation 

parameter of the neighboring cell, and Qoffsettemp indicates an actual value of the measurement 

offset parameter of the neighboring cell. 

[0054] It should be noted that the foregoing formula is used in a calculation scenario in which 

all of the minimum received signal level parameter, the minimum received signal level offset 

parameter, the power compensation parameter, and the measurement offset parameter exist. When 

some values of the parameters are default, the corresponding parameters in the formula may be set 

to special values, where the special values are prescribed. 

[0055] B1. Calculate a cell-selection signal quality value of the neighboring cell based on a 

measured received signal quality value and at least one of the minimum signal quality parameter, 

the minimum signal quality offset parameter, and the measurement offset parameter in the 

selection parameter. Herein, the minimum signal quality parameter, the minimum signal quality 

offset parameter, and the measurement offset parameter are per-cell parameters of the neighboring 

cell and may represent network performance of the neighboring cell. For example, the terminal 

may calculate the cell-selection received signal quality value Squal by referring to the following 

formula: 

Squal = Qqualmeas – (Qqualmin + Qqualminoffset) – Qoffsettemp, 

where Squal indicates the cell-selection signal quality value of the neighboring cell, 
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Qqualmeas indicates an actually measured signal quality value of the neighboring cell, Qqualmin 

indicates an actual value of the minimum signal quality parameter of the neighboring cell, 

Qqualminoffset indicates an actual value of the minimum signal quality offset parameter of the 

neighboring cell, and Qoffsettemp indicates the actual value of the measurement offset parameter of 

the neighboring cell. 

[0056] It should be noted that the foregoing formula is used in a calculation scenario in which 

all of the minimum signal quality parameter, the minimum signal quality offset parameter, and the 

measurement offset parameter exist. When some values of the parameters are default, the 

corresponding parameters in the formula may be set to special values, where the special values are 

prescribed. 

[0057] C1. Perform the cell reselection procedure based on the cell-selection received signal 

level value, the cell-selection signal quality value, and the reselection condition for reselecting to 

the neighboring cell. 

[0058] In addition, the per-cell reselection parameter in some embodiments of this disclosure 

may further include the first target offset and the second target offset. The first target offset is the 

sum of the differences between the per-cell parameter values and the per-frequency parameter 

values of the at least one of the minimum received signal level parameter, the minimum received 

signal level offset parameter, the power compensation parameter, and the measurement offset 

parameter; and the second target offset is the sum of the differences between the per-cell parameter 

values and the per-frequency parameter values of the at least one of the minimum signal quality 

parameter, the minimum signal quality offset parameter, and the measurement offset parameter. 

[0059] In some embodiments, the terminal may further perform cell reselection based on the 

first target offset and the second target offset. Specifically, step 22 may further include: 

[0060] A2. Calculate a cell-selection received signal level value of the neighboring cell based 

on a measured received signal level value, a first target parameter value, and the first target offset, 

where the first target parameter value is the per-frequency parameter value of the at least one of 

the minimum received signal level parameter, the minimum received signal level offset parameter, 

the power compensation parameter, and the measurement offset parameter. For example, the 

terminal may calculate the cell-selection received signal level value Srxlev by referring to the 

following formula: 
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Srxlev = Qrxlevmeas – (Qrxlevmin + Qrxlevminoffset) – Pcompensation – Qoffsettemp – offset1, 

where Srxlev indicates the cell-selection received signal level value of the neighboring 

cell, Qrxlevmeas indicates an actually measured value of the received signal level parameter of the 

neighboring cell, Qrxlevmin indicates a value of the minimum received signal level parameter of the 

frequency of the neighboring cell, Qrxlevminoffset indicates a value of the minimum received signal 

level offset parameter of the frequency of the neighboring cell, Pcompensation indicates a value of the 

power compensation parameter of the frequency of the neighboring cell, Qoffsettemp indicates a 

value of the measurement offset parameter of the frequency of the neighboring cell, and offset1 

indicates the first target parameter value. 

[0061] It should be noted that offset1 may be the sum of the differences between the per-cell 

values and the per-frequency values of the at least one of the minimum received signal level 

parameter, the minimum received signal level offset parameter, the power compensation parameter, 

and the measurement offset parameter. When values of some parameters in the foregoing formula 

are default, the parameters may be set to special values. 

[0062] B2. Calculate a cell-selection signal quality value of the neighboring cell based on a 

measured received signal quality value, a second target parameter value, and the second target 

offset, where the second target parameter value is the per-frequency parameter value of the at least 

one of the minimum signal quality parameter, the minimum signal quality offset parameter, and 

the measurement offset parameter. For example, the terminal may calculate the cell-selection 

received signal quality value Squal by referring to the following formula: 

Squal = Qqualmeas – (Qqualmin + Qqualminoffset) – Qoffsettemp – offset2, 

where Squal indicates the cell-selection signal quality value of the neighboring cell, 

Qqualmeas indicates an actually measured value of the signal quality parameter of the neighboring 

cell, Qqualmin indicates a value of the minimum signal quality parameter of the frequency of the 

neighboring cell, Qqualminoffset indicates a value of the minimum signal quality offset parameter of 

the frequency of the neighboring cell, Qoffsettemp indicates the value of the measurement offset 

parameter of the frequency of the neighboring cell, and offset2 indicates the second target 

parameter value. 

[0063] It should be noted that offset2 may be the sum of the differences between the per-cell 

values and the per-frequency values of the at least one of the minimum signal quality parameter, 
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the minimum signal quality offset parameter, and the measurement offset parameter. When values 

of some parameters in the foregoing formula are default, the parameters may be set to special 

values. 

[0064] C2. Perform the cell reselection procedure based on the cell-selection received signal 

level value, the cell-selection signal quality value, and the reselection condition for reselecting to 

the neighboring cell. 

[0065] In addition, the per-cell reselection parameter in some embodiments of this disclosure 

may further include the first intermediate quantity and the second intermediate quantity. The first 

intermediate quantity is related to the per-cell parameter value of the at least one of the minimum 

received signal level parameter, the minimum received signal level offset parameter, the power 

compensation parameter, and the measurement offset parameter; and the second intermediate 

quantity is related to the per-cell parameter value of the at least one of the minimum signal quality 

parameter, the minimum signal quality offset parameter, and the measurement offset parameter. 

[0066] In some embodiments, the terminal may further perform cell reselection based on the 

first intermediate quantity and the second intermediate quantity. Specifically, step 22 may further 

include: 

[0067] A3. Calculate a cell-selection received signal level value of the neighboring cell based 

on a measured received signal level value and the first intermediate quantity. For example, the 

terminal may calculate the cell-selection received signal level value Srxlev by referring to the 

following formula: 

Srxlev = Qrxlevmeas – offset3, 

where Srxlev indicates the cell-selection received signal level value of the neighboring 

cell, Qrxlevmeas indicates an actually measured received signal level value of the neighboring cell, 

and offset3 indicates a result of (Qrxlevmin + Qrxlevminoffset) – Pcompensation – Qoffsettemp, which is 

obtained through calculation by using parameter values of the neighboring cell that are carried in 

the system information of the neighboring cell. 

[0068] B3. Calculate a cell-selection signal quality value of the neighboring cell based on a 

measured received signal quality value and the second intermediate quantity. For example, the 

terminal may calculate the cell-selection received signal quality value Squal by referring to the 

following formula: 
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Squal = Qqualmeas – offset4, 

where Squal indicates the cell-selection signal quality value of the neighboring cell, 

Qqualmeas indicates an actually measured signal quality value of the neighboring cell, and offset4 

indicates a result of (Qqualmin + Qqualminoffset) – Qoffsettemp, which is obtained through calculation by 

using parameter values of the neighboring cell that are carried in the system information of the 

neighboring cell. 

[0069] C3. Perform the cell reselection procedure based on the cell-selection received signal 

level value, the cell-selection signal quality value, and the reselection condition for reselecting to 

the neighboring cell. 

[0070] Further, the cell reselection procedure includes: the terminal compares priorities of 

neighboring cells with a priority of the source cell to obtain a priority comparison result; the 

terminal determines, based on the priority comparison result, a target reselection condition for 

reselecting to the neighboring cell; and when the target reselection condition is satisfied, the 

terminal reselects from the source cell to a target cell, where the target cell is one of the neighboring 

cells; or when the target reselection condition is not satisfied, the terminal does not perform cell 

reselection. The terminal may reselect to a high-priority cell, a low-priority cell, or a same-priority 

cell. The high-priority cell (or referred to as a high-priority frequency), the same-priority cell (or 

referred to as a same-priority frequency), and the low-priority cell (or referred to as a low-priority 

frequency) are a result of comparing the priorities of the neighboring cells with the priority of the 

source cell, that is, obtained by the terminal by comparing the priorities of the neighboring cells 

that are received from a network device side and calculated, with the priority of the source cell. If 

a target priority of a neighboring cell is higher than the priority of the source cell, the neighboring 

cell is a high-priority cell. If a target priority of a neighboring cell is lower than the priority of the 

source cell, the neighboring cell is a low-priority cell. If a target priority of a neighboring cell is 

the same as the priority of the source cell, the neighboring cell is a same-priority cell. For example, 

the source cell of the terminal is an LTE cell, and a priority of an NR cell is received; the source 

cell of the terminal is an NR cell, and a priority of an LTE cell is received; or the terminal receives 

both a priority of an NR cell and a priority of an LTE cell. The terminal compares the priority of 

the source cell of the terminal with the received priority of the neighboring cell, and determines 

that the neighboring cell is a high-priority cell, a same-priority cell, or a low-priority cell. 
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[0071] The following further describes cell reselection with reference to different scenarios. 

[0072] Scenario 1: The priority of the neighboring cell is the same as the priority of the source 

cell, or the neighboring cell and the source cell are on the same frequency. 

[0073] In this scenario, steps C1, C2, and C3 may be implemented in the following manners: 

[0074] D1. In a case in which the priorities of the neighboring cells are the same as the priority 

of the source cell or the neighboring cells and the source cell are on the same frequency, if the cell-

selection received signal level values and the cell-selection signal quality values are all greater 

than 0, rank the source cell and the neighboring cells. To be specific, if an S criterion is satisfied, 

that is, Srxlev > 0 and Squal > 0, the source cell and the neighboring cells are ranked based on an 

R criterion. 

[0075] The source cell and the neighboring cells are ranked by using the following formula: 

Rank Rs of the source cell = Qmeas,s + QHyst – Qoffsettemp; and 

Rank Rn of the neighboring cell = Qmeas,n + Qoffset – Qoffsettemp; 

where Qmeas,s is a measurement value of reference signal received power RSRP of the 

source cell, QHyst is a measurement hysteresis of the source cell, Qoffsettemp is a measurement offset 

of the source cell, Qmeas,n is a measurement value of RSRP of the neighboring cell, Qoffset is a first 

measurement offset of the neighboring cell, and Qoffsettemp is a second measurement offset of the 

neighboring cell. 

[0076] D21. If the source cell does not provide a rank threshold, reselect from the source cell 

to a best ranked cell in the neighboring cells. The rank threshold may be a rangeToBestCell 

parameter. If the network device (the source cell) does not configure the rangeToBestCell 

parameter, and a basic reselection condition is satisfied, the terminal initiates a cell reselection 

procedure to the best ranked cell. 

[0077] Alternatively, D22. If the source cell provides a rank threshold, reselect from the source 

cell to one of first cells that has a largest quantity of beams whose quality is higher than a threshold, 

where the first cell is a cell with a difference between a rank thereof and a rank of a best ranked 

cell in the neighboring cells being less than the rank threshold. If the source cell is configured with 

the rangeToBestCell parameter, and the basic reselection condition is satisfied, the terminal selects, 

from cells with differences between ranks thereof and the rank of the best ranked cell in all the 

neighboring cells being not greater than rangeToBestCell, a cell that has a largest quantity of beams 
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whose quality is higher than a threshold, and initiates a cell reselection procedure. 

[0078] The basic reselection condition includes but is not limited to the following: The ranks 

of the neighboring cells in a reselection time interval TreselectionRAT are all better than that of the 

source cell, and a camping time of the terminal on the current source cell exceeds a preset threshold, 

such as 1s. 

[0079] It should be noted that a same-priority neighboring cell and the source cell may be 

inter-frequency cells, intra-system cells, or inter-system cells. This is not specifically limited in 

some embodiments of this disclosure. 

[0080] The cell reselection procedure further includes the following scenario in addition to the 

foregoing reselection scenario in which the source cell and the neighboring cell have a same 

priority: 

[0081] Scenario 2: The priority of the neighboring cell is lower than the priority of the source 

cell. 

[0082] In a case in which the priority of the neighboring cell is lower than the priority of the 

source cell, if a first parameter of the source cell is lower than a first preset threshold, and a second 

parameter of the neighboring cell exceeds a second preset threshold, the terminal reselects from 

the source cell to the neighboring cell. 

[0083] Specifically, in this scenario, when the source cell provides ThreshServing,LowQ 

corresponding to Squal of the source cell, if Squal of the source cell is less than ThreshServing,LowQ, 

and Squal of the neighboring cell is greater than ThreshX,LowQ or Srxlev of the neighboring cell is 

greater than ThreshX,LowP in a reselection time period TreselectionRAT, the terminal reselects from 

the source cell to the neighboring cell. To be specific, if the system broadcasts the threshServing,LowQ 

parameter, and the terminal has camped on the source cell for more than one second, if Squal of 

the serving cell is less than ThreshServing,LowQ, and Squal of a cell on a low-priority NR/LTE 

frequency is greater than ThreshX,LowQ in a time interval TreselectionRAT, the terminal initiates 

reselection to the neighboring cell on the low-priority frequency. 

[0084] Alternatively, when the source cell does not provide ThreshServing,LowQ corresponding to 

Squal of the source cell, if Srxlev of the source cell is less than ThreshServing,LowP, and Srxlev of the 

neighboring cell is greater than ThreshX,LowP in a reselection time period TreselectionRAT, the 

terminal reselects from the source cell to the neighboring cell. To be specific, if the system does 
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not broadcast the threshServing,LowQ parameter, but the terminal has camped on the source cell for 

more than one second, and Srxlev of the serving cell is less than ThreshServing,LowP, and Srxlev of a 

cell on a low-priority NR/LTE frequency is greater than ThreshX,LowP in a time interval 

TreselectionRAT, the terminal initiates reselection to the neighboring cell on the low-priority 

frequency. 

[0085] For definitions of the foregoing parameters, refer to the following descriptions. Squal 

is a cell-selection signal quality value, Srxlev is a cell-selection received signal level value, 

ThreshServing,LowQ is a Squal threshold of the source cell, ThreshServing,LowP is an Srxlev threshold of 

the source cell, ThreshX,LowQ is a Squal threshold of the neighboring cell, and ThreshX,LowP is an 

Srxlev threshold of the neighboring cell. 

[0086] Scenario 3: The priority of the neighboring cell is higher than the priority of the source 

cell. 

[0087] In a case in which the target priority of the neighboring cell is higher than the priority 

of the source cell, if a second parameter of the neighboring cell exceeds a second preset threshold, 

the terminal reselects from the source cell to the neighboring cell. 

[0088] In this scenario, when the source cell provides ThreshServing,LowQ corresponding to Squal 

of the source cell, if Squal of the neighboring cell is greater than ThreshX,HighQ in a reselection time 

period TreselectionRAT, the terminal reselects from the source cell to the neighboring cell. To be 

specific, if the system broadcasts the threshServing,LowQ parameter, and the terminal has camped on 

the current source cell for more than one second, if signal quality Squal of a cell on a high-priority 

NR/LTE frequency is greater than ThreshX,HighQ in a time interval TreselectionRAT, the terminal 

initiates reselection to the neighboring cell on the high-priority frequency. 

[0089] Alternatively, when the source cell does not provide ThreshServing,LowQ corresponding to 

Squal of the source cell, if Srxlev of the neighboring cell is greater than ThreshX,HighP in a 

reselection time period TreselectionRAT, the terminal reselects from the source cell to the 

neighboring cell. To be specific, if the system does not broadcast the threshServing,LowQ parameter, 

but the terminal has camped on the source cell for more than one second, and Srxlev of a cell on a 

high-priority frequency is greater than ThreshX,HighP in a time interval or reselection time period 

TreselectionRAT, the terminal initiates reselection to the neighboring cell on the high-priority 

frequency. 
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[0090] For the foregoing parameters, refer to the following explanations: Squal is a cell-

selection signal quality value, Srxlev is a cell-selection received signal level value, 

ThreshServing,LowQ is a Squal threshold of the source cell, ThreshX,HighQ is a Squal threshold of the 

neighboring cell, and ThreshX,HighP is an Srxlev threshold of the neighboring cell. 

[0091] The reselection information further includes priority information used to indicate the 

priority of the neighboring cell. The priority information may include base priority information. 

Assuming that upper limits of frequency priorities corresponding to an LTE cell and an NR cell 

are different, the base priority information is used to indicate that a frequency priority 

corresponding to the LTE cell is an integer from 0 to 7, or indicate that a frequency priority 

corresponding to the NR cell is an integer from 0 to 9. In addition, the priority information may 

further include base priority information and sub-priority information, where a value granularity 

of the sub-priority information is less than a value granularity of the base priority. Assuming that 

upper limits of frequency priorities corresponding to an LTE cell and an NR cell are the same, the 

base priority information is used to indicate that a frequency priority corresponding to the LTE cell 

or the NR cell is an integer from 0 to 7. Further, the sub-priority information may include one level 

of sub-priority information whose value granularity is less than that of a base priority (the value 

granularity is 1). For example, the sub-priority information is used to indicate one value of sub-

priorities {0.2, 0.4, 0.6, 0.8} or {0.1, 0.2, 0.3, 0.4, 0.5, 0.6, 0.7, 0.8, 0.9} that correspond to the NR 

cell and have a 0.1 value granularity. Alternatively, the sub-priority information may further 

include at least two levels of sub-priority information with different value granularities. For 

example, the sub-priority information may indicate one value of sub-priorities {0.2, 0.4, 0.6, 0.8} 

or {0.1, 0.2, 0.3, 0.4, 0.5, 0.6, 0.7, 0.8, 0.9} that correspond to the NR cell and have a 0.1 value 

granularity, and one value of sub-priorities {0.01, 0.02, 0.03, 0.04, 0.05, 0.06, 0.07, 0.08, 0.09} 

that have a 0.01 value granularity. It should be noted that the value granularities 1, 0.1, and 0.01 

in some embodiments of this disclosure are examples for description only, and other value 

granularities in decimal value ranges may also be applied to some embodiments of this disclosure, 

and specific decimal value ranges of the value granularities may be prescribed by a protocol, 

configured by the network device, or determined by the network device and the terminal through 

negotiation. 

[0092] In the cell reselection method in some embodiments of this disclosure, the terminal can 
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obtain the per-cell reselection parameter of the neighboring cell, and perform cell reselection based 

on the per-cell reselection parameter. This can ensure that quality of the reselected cell satisfies a 

camping requirement, and avoid a problem of connection instability of the terminal after cell 

reselection. 

[0093] The cell reselection method in different scenarios is separately described in detail in 

the foregoing embodiments. A terminal corresponding to the cell reselection method is further 

described in the following embodiments with reference to an accompanying drawing. 

[0094] As shown in FIG. 3, a terminal 300 in some embodiments of this disclosure can 

implement details of the method in the foregoing embodiments, that is, obtaining reselection 

information related to cell reselection, where the reselection information includes a per-cell 

reselection parameter of a neighboring cell; and performing a cell reselection procedure based on 

the per-cell reselection parameter and a reselection condition for reselecting to the neighboring 

cell, and can achieve a same effect. The terminal 300 specifically includes the following functional 

modules: 

an obtaining module 310, configured to obtain reselection information related to cell 

reselection, where the reselection information includes a per-cell reselection parameter of a 

neighboring cell; and 

a reselection module 320, configured to perform a cell reselection procedure based on 

the per-cell reselection parameter and a reselection condition for reselecting to the neighboring 

cell. 

[0095] The reselection information is configured by a network device in a source cell in which 

the terminal is located, or the reselection information is obtained from a historically received 

message. 

[0096] The per-cell reselection parameter includes at least one of the following parameters: 

a minimum received signal level parameter; 

a minimum received signal level offset parameter; 

a minimum signal quality parameter; 

a minimum signal quality offset parameter; 

a power compensation parameter; 

a measurement offset parameter; 
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a first target offset, where the first target offset is a sum of differences between per-cell 

parameter values and per-frequency parameter values of at least one of a minimum received signal 

level parameter, a minimum received signal level offset parameter, a power compensation 

parameter, and a measurement offset parameter; 

a second target offset, where the second target offset is a sum of differences between 

per-cell parameter values and per-frequency parameter values of at least one of a minimum signal 

quality parameter, a minimum signal quality offset parameter, and a measurement offset parameter; 

a first intermediate quantity related to a received signal level value, where the first 

intermediate quantity is related to a per-cell parameter value of at least one of a minimum received 

signal level parameter, a minimum received signal level offset parameter, a power compensation 

parameter, and a measurement offset parameter; and 

a second intermediate quantity related to a signal quality value, where the second 

intermediate quantity is related to a per-cell parameter value of at least one of a minimum signal 

quality parameter, a minimum signal quality offset parameter, and a measurement offset parameter. 

[0097] The minimum received signal level parameter is a target minimum received signal level 

value broadcast by the neighboring cell; or 

the minimum received signal level parameter includes a per-frequency minimum 

received signal level value corresponding to the neighboring cell and a first offset value, where the 

first offset value is a difference between the target minimum received signal level value and the 

per-frequency minimum received signal level value. 

[0098] The minimum received signal level offset parameter is a target minimum received 

signal level offset value broadcast by the neighboring cell; or 

the minimum received signal level offset parameter includes a per-frequency minimum 

received signal level offset value corresponding to the neighboring cell and a second offset value, 

where the second offset value is a difference between the target minimum received signal level 

offset value and the per-frequency minimum received signal level offset value. 

[0099] The minimum signal quality parameter is a target minimum signal quality value 

broadcast by the neighboring cell; or 

the minimum signal quality parameter includes a per-frequency minimum signal 

quality value corresponding to the neighboring cell and a third offset value, where the third offset 
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value is a difference between the target minimum signal quality value and the per-frequency 

minimum signal quality value. 

[00100] The minimum signal quality offset parameter is a target minimum signal quality offset 

value broadcast by the neighboring cell; or 

the minimum signal quality offset parameter includes a per-frequency minimum signal 

quality offset value corresponding to the neighboring cell and a fourth offset value, where the 

fourth offset value is a difference between the target minimum signal quality offset value and the 

per-frequency minimum signal quality offset value. 

[00101] The measurement offset parameter is a target measurement offset value broadcast by 

the neighboring cell; or 

the measurement offset parameter includes a per-frequency measurement offset value 

corresponding to the neighboring cell and a fifth offset value, where the fifth offset value is an 

offset between the target measurement offset value and the per-frequency measurement offset 

value. 

[00102] The measurement offset parameter includes a connection failure offset parameter 

and/or a cell temporary offset parameter. 

[00103] The power compensation parameter is determined based on a maximum power 

parameter and a power class parameter. 

[00104] The maximum power parameter is a target maximum power value corresponding to the 

neighboring cell; or 

the maximum power parameter includes a per-frequency maximum power value 

corresponding to the neighboring cell and a sixth offset value, where the sixth offset value is a 

difference between the target maximum power value and the per-frequency maximum power value. 

[00105] The reselection module 320 includes: 

a first calculation submodule, configured to calculate a cell-selection received signal 

level value of the neighboring cell based on a measured received signal level value and at least 

one of the minimum received signal level parameter, the minimum received signal level offset 

parameter, the power compensation parameter, and the measurement offset parameter in the 

selection parameter; 

a second calculation submodule, configured to calculate a cell-selection signal quality 
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value of the neighboring cell based on a measured received signal quality value and at least one of 

the minimum signal quality parameter, the minimum signal quality offset parameter, and the 

measurement offset parameter in the selection parameter; and 

a reselection submodule, configured to perform the cell reselection procedure based on 

the cell-selection received signal level value, the cell-selection signal quality value, and the 

reselection condition for reselecting to the neighboring cell. 

[00106] The reselection module 320 includes: 

a third calculation submodule, configured to calculate a cell-selection received signal 

level value of the neighboring cell based on a measured received signal level value, a first target 

parameter value, and the first target offset, where the first target parameter value is the per-

frequency parameter value of the at least one of the minimum received signal level parameter, the 

minimum received signal level offset parameter, the power compensation parameter, and the 

measurement offset parameter; 

a fourth calculation submodule, configured to calculate a cell-selection signal quality 

value of the neighboring cell based on a measured received signal quality value, a second target 

parameter value, and the second target offset, where the second target parameter value is the per-

frequency parameter value of the at least one of the minimum signal quality parameter, the 

minimum signal quality offset parameter, and the measurement offset parameter; and 

a reselection submodule, configured to perform the cell reselection procedure based on 

the cell-selection received signal level value, the cell-selection signal quality value, and the 

reselection condition for reselecting to the neighboring cell. 

[00107] The reselection module 320 includes: 

a fifth calculation submodule, configured to calculate a cell-selection received signal 

level value of the neighboring cell based on a measured received signal level value and the first 

intermediate quantity; 

a sixth calculation submodule, configured to calculate a cell-selection signal quality 

value of the neighboring cell based on a measured received signal quality value and the second 

intermediate quantity; and 

a reselection submodule, configured to perform the cell reselection procedure based on 

the cell-selection received signal level value, the cell-selection signal quality value, and the 
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reselection condition for reselecting to the neighboring cell. 

[00108] The reselection submodule includes: 

a ranking unit, configured to: in a case in which neighboring cells have a same priority 

as the source cell or neighboring cells are on a same frequency as the source cell, if the cell-

selection received signal level values and the cell-selection signal quality values are all greater 

than 0, rank the source cell and the neighboring cells; and 

a first reselection unit, configured to: if the source cell does not provide a rank threshold, 

reselect from the source cell to a best ranked cell in the neighboring cells; or 

a second reselection unit, configured to: if the source cell provides a rank threshold, 

reselect from the source cell to one of first cells that has a largest quantity of beams whose quality 

is higher than a threshold, where the first cell is a cell with a difference between a rank thereof and 

a rank of a best ranked cell in the neighboring cells being less than or equal to the rank threshold. 

[00109] The reselection submodule includes: 

a third reselection unit, configured to: in a case in which a priority of the neighboring 

cell is lower than a priority of the source cell, when the source cell provides ThreshServing,LowQ 

corresponding to Squal of the source cell, if Squal of the source cell is less than ThreshServing,LowQ, 

and Squal of the neighboring cell is greater than ThreshX,LowQ or Srxlev of the neighboring cell is 

greater than ThreshX,LowP in a reselection time period TreselectionRAT, reselect from the source cell 

to the neighboring cell; or 

a fourth reselection unit, configured to: when the source cell does not provide 

ThreshServing,LowQ corresponding to Squal of the source cell, if Srxlev of the source cell is less than 

ThreshServing,LowP, and Srxlev of the neighboring cell is greater than ThreshX,LowP in a reselection 

time period TreselectionRAT, reselect from the source cell to the neighboring cell; where 

Squal is a cell-selection signal quality value, Srxlev is a cell-selection received signal 

level value, ThreshServing,LowQ is a Squal threshold of the source cell, ThreshServing,LowP is an Srxlev 

threshold of the source cell, ThreshX,LowQ is a Squal threshold of the neighboring cell, and 

ThreshX,LowP is an Srxlev threshold of the neighboring cell. 

[00110] The reselection submodule includes: 

a fifth reselection unit, configured to: in a case in which a priority of the neighboring 

cell is higher than a priority of the source cell, when the source cell provides ThreshServing,LowQ 
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corresponding to Squal of the source cell, if Squal of the neighboring cell is greater than 

ThreshX,HighQ in a reselection time period TreselectionRAT, reselect from the source cell to the 

neighboring cell; or 

a sixth reselection unit, configured to: when the source cell does not provide 

ThreshServing,LowQ corresponding to Squal of the source cell, if Srxlev of the neighboring cell is 

greater than ThreshX,HighP in a reselection time period TreselectionRAT, reselect from the source cell 

to the neighboring cell; where 

Squal is a cell-selection signal quality value, Srxlev is a cell-selection received signal 

level value, ThreshServing,LowQ is a Squal threshold of the source cell, ThreshX,HighQ is a Squal 

threshold of the neighboring cell, and ThreshX,HighP is an Srxlev threshold of the neighboring cell. 

[00111] The reselection information further includes a physical cell identifier PCI of the 

neighboring cell, and the PCI corresponds to the per-cell reselection parameter. 

[00112] The reselection information further includes priority information used to indicate a 

priority of the neighboring cell. 

[00113] The priority information includes base priority information; or 

the priority information includes base priority information and sub-priority information, 

where a value granularity of the sub-priority information is less than a value granularity of the base 

priority. 

[00114] It should be noted that the terminal in some embodiments of this disclosure can obtain 

the per-cell reselection parameter of the neighboring cell, and perform cell reselection based on 

the per-cell reselection parameter. This can ensure that quality of the reselected cell satisfies a 

camping requirement, and avoid a problem of connection instability of the terminal after cell 

reselection. 

[00115] To better achieve the foregoing objective, further, FIG. 4 is a schematic diagram of a 

hardware structure of a terminal for implementing each embodiment of this disclosure. The 

terminal 40 includes but is not limited to components such as a radio frequency unit 41, a network 

module 42, an audio output unit 43, an input unit 44, a sensor 45, a display unit 46, a user input 

unit 47, an interface unit 48, a memory 49, a processor 410, and a power supply 411. A person 

skilled in the art may understand that the structure of the terminal shown in FIG. 4 does not 

constitute a limitation on the terminal. A quantity of components included in the terminal may be 
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greater or less than that shown in the figure, or some components are combined, or component 

arrangements are different. In some embodiments of this disclosure, the terminal includes but is 

not limited to a mobile phone, a tablet computer, a laptop computer, a palmtop computer, an in-

vehicle terminal, a wearable device, a pedometer, and the like. 

[00116] The radio frequency unit 41 is configured to obtain reselection information related to 

cell reselection, where the reselection information includes a per-cell reselection parameter of a 

neighboring cell. 

[00117] The processor 410 is configured to perform a cell reselection procedure based on the 

per-cell reselection parameter and a reselection condition for reselecting to the neighboring cell. 

[00118] The terminal in some embodiments of this disclosure can obtain the per-cell reselection 

parameter of the neighboring cell, and perform cell reselection based on the per-cell reselection 

parameter. This can ensure that quality of the reselected cell satisfies a camping requirement, and 

avoid a problem of connection instability of the terminal after cell reselection. 

[00119] It should be understood that in some embodiments of this disclosure, the radio 

frequency unit 41 may be configured to: receive and send signals in an information 

receiving/sending process or a call process; and specifically, after receiving downlink data from a 

base station, send the downlink data to the processor 410 for processing, and in addition, send 

uplink data to the base station. Generally, the radio frequency unit 41 includes but is not limited to 

an antenna, at least one amplifier, a transceiver, a coupler, a low noise amplifier, a duplexer, and 

the like. In addition, the radio frequency unit 41 may further communicate with a network and 

another device through a wireless communications system. 

[00120] The terminal provides wireless broadband internet access for a user by using the 

network module 42, for example, helps the user send and receive e-mails, browse web pages, and 

access streaming media. 

[00121] The audio output unit 43 may convert audio data received by the radio frequency unit 

41 or the network module 42 or stored in the memory 49 into an audio signal, and output the audio 

signal as a sound. In addition, the audio output unit 43 may further provide audio output (for 

example, a call signal reception tone or a message reception tone) that is related to a specific 

function performed by the terminal 40. The audio output unit 43 includes a speaker, a buzzer, a 

telephone receiver, and the like. 
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[00122] The input unit 44 is configured to receive an audio or video signal. The input unit 44 

may include a graphics processing unit (Graphics Processing Unit, GPU) 441 and a microphone 

442. The graphics processing unit 441 processes image data of a static picture or a video that is 

obtained by an image capture apparatus (for example, a camera) in a video capture mode or an 

image capture mode. A processed image frame may be displayed on the display unit 46. An image 

frame processed by the graphics processing unit 441 may be stored in the memory 49 (or another 

storage medium) or sent by the radio frequency unit 41 or the network module 42. The microphone 

442 can receive a sound and can process the sound into audio data. The processed audio data may 

be converted in a telephone call mode into a format that can be sent by the radio frequency unit 41 

to a mobile communications base station, for outputting. 

[00123] The terminal 40 further includes at least one sensor 45, for example, an optical sensor, 

a motion sensor, and another sensor. Specifically, the optical sensor includes an ambient light 

sensor and a proximity sensor. The ambient light sensor may adjust brightness of a display panel 

461 based on intensity of ambient light. When the terminal 40 moves near an ear, the proximity 

sensor may disable the display panel 461 and/or backlight. As a motion sensor, an accelerometer 

sensor may detect for a value of an acceleration in various directions (there are usually three axes), 

may detect for a value and a direction of gravity when the terminal is static, and may be configured 

to recognize a posture of the terminal (for example, landscape/portrait mode switching, a related 

game, or magnetometer posture calibration), provide a function related to vibration recognition 

(for example, a pedometer or a keystroke), or the like. The sensor 45 may further include a 

fingerprint sensor, a pressure sensor, an iris sensor, a molecular sensor, a gyroscope, a barometer, 

a hygrometer, a thermometer, or an infrared sensor. Details are not described herein. 

[00124] The display unit 46 is configured to display information input by the user or 

information provided for the user. The display unit 46 may include the display panel 461. The 

display panel 461 may be configured in a form of a liquid crystal display (Liquid Crystal Display, 

LCD), an organic light-emitting diode (Organic Light-Emitting Diode, OLED), or the like. 

[00125] The user input unit 47 may be configured to receive input digit or character information, 

and generate a key signal input related to a user setting and function control of the terminal. 

Specifically, the user input unit 47 includes a touch panel 471 and other input devices 472. The 

touch panel 471, also referred to as a touchscreen, may capture a touch operation performed by the 
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user on or near the touch panel (for example, an operation performed by the user on the touch 

panel 471 or near the touch panel 471 by using any appropriate object or accessory such as a finger 

or a stylus). The touch panel 471 may include two parts: a touch detection apparatus and a touch 

controller. The touch detection apparatus detects a touch direction of the user, detects a signal 

carried by a touch operation, and transmits the signal to the touch controller. The touch controller 

receives touch information from the touch detection apparatus, converts the touch information into 

point coordinates, sends the point coordinates to the processor 410, and receives and executes a 

command sent by the processor 410. In addition, the touch panel 471 may be implemented in a 

plurality of forms, for example, a resistive, capacitive, infrared, or surface acoustic wave touch 

panel. The user input unit 47 may further include the other input devices 472 in addition to the 

touch panel 471. Specifically, the other input devices 472 may include but are not limited to a 

physical keyboard, a function key (such as a volume control key or a power on/off key), a trackball, 

a mouse, a joystick, and the like. Details are not described herein. 

[00126] Further, the touch panel 471 may cover the display panel 461. After detecting a touch 

operation on or near the touch panel 471, the touch panel 471 transmits the touch operation to the 

processor 410 to determine a type of a touch event. Then the processor 410 provides corresponding 

visual output on the display panel 461 based on the type of the touch event. In FIG. 4, the touch 

panel 471 and the display panel 461 serve as two independent components to implement input and 

output functions of the terminal. However, in some embodiments, the touch panel 471 and the 

display panel 461 may be integrated to implement the input and output functions of the terminal. 

This is not specifically limited herein. 

[00127] The interface unit 48 is an interface for connecting an external apparatus to the terminal 

40. For example, the external apparatus may include a wired or wireless headphone port, an 

external power (or battery charger) port, a wired or wireless data port, a memory card port, a port 

for connecting an apparatus having a recognition module, an audio input/output (I/O) port, a video 

I/O port, an earphone port, and the like. The interface unit 48 may be configured to receive input 

(for example, data information and electric power) from the external apparatus, and transmit the 

received input to one or more elements in the terminal 40; or may be configured to transmit data 

between the terminal 40 and the external apparatus. 

[00128] The memory 49 may be configured to store a software program and various data. The 
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memory 49 may mainly include a program storage area and a data storage area. The program 

storage area may store an operating system, an application program required for at least one 

function (such as a sound play function and an image play function), and the like. The data storage 

area may store data created based on use of the mobile phone (such as audio data and a phone 

book), and the like. In addition, the memory 49 may include a high-speed random access memory, 

or may include a non-volatile memory, for example, at least one magnetic disk storage device, a 

flash memory device, or other volatile solid-state storage devices. 

[00129] The processor 410 is a control center of the terminal, connects various parts of the 

entire terminal by using various interfaces and lines, and executes various functions and data 

processing of the terminal by running or executing a software program and/or a module stored in 

the memory 49 and invoking data stored in the memory 49, so as to perform overall monitoring 

on the terminal. The processor 410 may include one or more processing units. Optionally, the 

processor 410 may integrate an application processor and a modem processor. The application 

processor mainly processes the operating system, a user interface, the application program, and 

the like. The modem processor mainly processes wireless communication. It may be understood 

that the modem processor may alternatively not be integrated into the processor 410. 

[00130] The terminal 40 may further include a power supply 411 (for example, a battery) that 

supplies power to each component. Optionally, the power supply 411 may be logically connected 

to the processor 410 by using a power management system, so as to implement functions such as 

charging management, discharging management, and power consumption management by using 

the power management system. 

[00131] In addition, the terminal 40 includes some functional modules that are not shown. 

Details are not described herein. 

[00132] Optionally, some embodiments of this disclosure further provide a terminal, including 

a processor 410, a memory 49, and a computer program stored in the memory 49 and capable of 

running on the processor 410. When the computer program is executed by the processor 410, the 

procedures in the foregoing embodiments of the cell reselection method are implemented, with the 

same technical effect achieved. To avoid repetition, details are not described again herein. The 

terminal may be a wireless terminal or a wired terminal. The wireless terminal may be a device 

providing a user with voice and/or other service data connectivity, a handheld device having a 
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wireless connection function, or another processing device connected to a wireless modem. The 

wireless terminal may communicate with one or more core networks through a radio access 

network (Radio Access Network, RAN). The wireless terminal may be a mobile terminal such as 

a mobile phone (also referred to as a "cellular" phone) or a computer having a mobile terminal, for 

example, may be a portable, pocket-sized, handheld, computer built-in, or in-vehicle mobile 

apparatus, which exchanges voice and/or data with the radio access network. For example, it may 

be a device such as a personal communication service (Personal Communication Service, PCS) 

phone, a cordless telephone, a session initiation protocol (Session Initiated Protocol, SIP) phone, 

a wireless local loop (Wireless Local Loop, WLL) station, or a personal digital assistant (Personal 

Digital Assistant, PDA). The wireless terminal may also be referred to as a system, a subscriber 

unit (Subscriber Unit), a subscriber station (Subscriber Station), a mobile station (Mobile Station), 

a mobile terminal (Mobile), a remote station (Remote Station), a remote terminal (Remote 

Terminal), an access terminal (Access Terminal), a user terminal (User Terminal), a user agent 

(User Agent), or a user device (User Device or User Equipment). This is not limited herein. 

[00133] Some embodiments of this disclosure further provide a computer-readable storage 

medium, where the computer-readable storage medium stores a computer program. When the 

computer program is executed by a processor, the procedures in the foregoing embodiments of the 

cell reselection method are implemented, with the same technical effect achieved. To avoid 

repetition, details are not described again herein. The computer-readable storage medium is, for 

example, a read-only memory (Read-Only Memory, ROM), a random access memory (Random 

Access Memory, RAM), a magnetic disk, or an optical disc. 

[00134] The cell reselection method on the terminal side is described in the foregoing 

embodiments of this disclosure. A cell reselection method on a network device side is further 

described in the following embodiments with reference to an accompanying drawing. 

[00135] As shown in FIG. 5, a cell reselection method in some embodiments of this disclosure 

is applied to a network device side. The method includes the following step. 

[00136] Step 51: Send reselection information related to cell reselection, where the reselection 

information includes a per-cell reselection parameter of a neighboring cell. 

[00137] The neighboring cell may be one of cells suitable for reselection, and different 

neighboring cells may be configured with a same priority or different priorities. A cell suitable for 
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reselection is a cell on which a terminal can camp and obtain a normal service. The terminal needs 

to have a valid USIM, and satisfy the condition that a cell suitable for reselection satisfies in the 

foregoing embodiments on the terminal side. Details are not described again herein. 

[00138] The reselection information may be configured by a source cell (or referred to as a 

serving cell or a current cell) for the terminal. For example, the reselection information may be 

configured by the source cell for the terminal by using radio resource control (Radio Resource 

Control, RRC) signaling and/or broadcast to the terminal by using system information. The RRC 

signaling may be an RRC release (RRC release) message or the like. The system information may 

be a SIB2, a SIB4, a SIB5, or the like. 

[00139] The per-cell reselection parameter in some embodiments of this disclosure is a 

parameter that can represent actual network performance of the neighboring cell. The reselection 

information may further include a per-frequency reselection parameter of the neighboring cell, 

where the per-frequency reselection parameter is a parameter that can represent network 

performance of a frequency of the neighboring cell. Specifically, the per-cell reselection parameter 

includes at least one of the following parameters: a minimum received signal level parameter, a 

minimum received signal level offset parameter, a minimum signal quality value parameter, a 

minimum signal quality offset parameter, a power compensation value parameter, a measurement 

offset parameter, a first target offset, a second target offset, a first intermediate quantity related to 

a received signal level value, a second intermediate quantity related to a signal quality value, and 

the like. The first target offset is a sum of differences between per-cell parameter values and per-

frequency parameter values of at least one of the minimum received signal level parameter, the 

minimum received signal level offset parameter, the power compensation parameter, and the 

measurement offset parameter; the second target offset is a sum of differences between per-cell 

parameter values and per-frequency parameter values of at least one of the minimum signal quality 

parameter, the minimum signal quality offset parameter, and the measurement offset parameter; 

the first intermediate quantity is related to a per-cell parameter value of at least one of the minimum 

received signal level parameter, the minimum received signal level offset parameter, the power 

compensation parameter, and the measurement offset parameter; and the second intermediate 

quantity is related to a per-cell parameter value of at least one of the minimum signal quality 

parameter, the minimum signal quality offset parameter, and the measurement offset parameter. 
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For explanations and descriptions about the foregoing parameters, refer to the embodiments on the 

terminal side. Details are not described again in the embodiments on the network device side. 

[00140] It should be noted that the reselection information may further include a PCI of the 

neighboring cell, where the PCI corresponds to the per-cell reselection parameter. Herein, that the 

PCI corresponds to the per-cell reselection parameter means that one PCI corresponds to one set 

of per-cell reselection parameters, that is, one set of per-cell reselection parameters corresponds to 

one neighboring cell and may jointly represent network performance of the neighboring cell. One 

set of per-cell reselection parameters may include at least one of the plurality of parameters 

mentioned above. 

[00141] The reselection information further includes priority information used to indicate a 

priority of the neighboring cell. The priority information may include base priority information. In 

addition, the priority information may further include base priority information and sub-priority 

information, where a value granularity of the sub-priority information is less than a value 

granularity of the base priority. Further, the sub-priority information may include one level of sub-

priority information whose value granularity is less than that of a base priority (the value 

granularity is 1); or the sub-priority information may further include at least two levels of sub-

priority information with different value granularities. It should be noted that specific decimal 

value ranges of the value granularities in some embodiments of this disclosure may be prescribed 

by a protocol, configured by the network device, or determined by the network device and the 

terminal through negotiation. 

[00142] In the cell reselection method in some embodiments of this disclosure, the network 

device configures the per-cell reselection parameter of the neighboring cell for the terminal. This 

can ensure that the terminal performs cell reselection based on the per-cell reselection parameter, 

ensure that quality of the reselected cell satisfies a camping requirement, and avoid a problem of 

connection instability of the terminal after cell reselection. 

[00143] The cell reselection method in different scenarios is separately described in detail in 

the foregoing embodiments. A network device corresponding to the cell reselection method is 

further described in the following embodiments with reference to an accompanying drawing. 

[00144] As shown in FIG. 6, a network device 600 in some embodiments of this disclosure can 

implement details of the method in the foregoing embodiments, that is, sending reselection 
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information related to cell reselection, where the reselection information includes a per-cell 

reselection parameter of a neighboring cell, and can achieve a same effect. The network device 

600 specifically includes the following functional module: 

a sending module 610, configured to send reselection information related to cell 

reselection, where the reselection information includes a per-cell reselection parameter of a 

neighboring cell. 

[00145] The per-cell reselection parameter includes at least one of the following parameters: 

a minimum received signal level parameter; 

a minimum received signal level offset parameter; 

a minimum signal quality parameter; 

a minimum signal quality offset parameter; 

a power compensation parameter; 

a measurement offset parameter; 

a first target offset, where the first target offset is a sum of differences between per-cell 

parameter values and per-frequency parameter values of at least one of a minimum received signal 

level parameter, a minimum received signal level offset parameter, a power compensation 

parameter, and a measurement offset parameter; 

a second target offset, where the second target offset is a sum of differences between 

per-cell parameter values and per-frequency parameter values of at least one of a minimum signal 

quality parameter, a minimum signal quality offset parameter, and a measurement offset parameter; 

a first intermediate quantity related to a received signal level value, where the first 

intermediate quantity is related to a per-cell parameter value of at least one of a minimum received 

signal level parameter, a minimum received signal level offset parameter, a power compensation 

parameter, and a measurement offset parameter; and 

a second intermediate quantity related to a signal quality value, where the second 

intermediate quantity is related to a per-cell parameter value of at least one of a minimum signal 

quality parameter, a minimum signal quality offset parameter, and a measurement offset parameter. 

[00146] The minimum received signal level parameter is a target minimum received signal level 

value broadcast by the neighboring cell; or 

the minimum received signal level parameter includes a per-frequency minimum 
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received signal level value corresponding to the neighboring cell and a first offset value, where the 

first offset value is a difference between the target minimum received signal level value and the 

per-frequency minimum received signal level value. 

[00147] The minimum received signal level offset parameter is a target minimum received 

signal level offset value broadcast by the neighboring cell; or 

the minimum received signal level offset parameter includes a per-frequency minimum 

received signal level offset value corresponding to the neighboring cell and a second offset value, 

where the second offset value is a difference between the target minimum received signal level 

offset value and the per-frequency minimum received signal level offset value. 

[00148] The minimum signal quality parameter is a target minimum signal quality value 

broadcast by the neighboring cell; or 

the minimum signal quality parameter includes a per-frequency minimum signal 

quality value corresponding to the neighboring cell and a third offset value, where the third offset 

value is a difference between the target minimum signal quality value and the per-frequency 

minimum signal quality value. 

[00149] The minimum signal quality offset parameter is a target minimum signal quality offset 

value broadcast by the neighboring cell; or 

the minimum signal quality offset parameter includes a per-frequency minimum signal 

quality offset value corresponding to the neighboring cell and a fourth offset value, where the 

fourth offset value is a difference between the target minimum signal quality offset value and the 

per-frequency minimum signal quality offset value. 

[00150] The measurement offset parameter is a target measurement offset value broadcast by 

the neighboring cell; or 

the measurement offset parameter includes a per-frequency measurement offset value 

corresponding to the neighboring cell and a fifth offset value, where the fifth offset value is an 

offset between the target measurement offset value and the per-frequency measurement offset 

value. 

[00151] The measurement offset parameter includes a connection failure offset parameter 

and/or a cell temporary offset parameter. 

[00152] The power compensation parameter is determined based on a maximum power 
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parameter and a power class parameter. 

[00153] The maximum power parameter is a target maximum power value corresponding to the 

neighboring cell; or 

the maximum power parameter includes a per-frequency maximum power value 

corresponding to the neighboring cell and a sixth offset value, where the sixth offset value is a 

difference between the target maximum power value and the per-frequency maximum power value. 

[00154] The reselection information further includes a physical cell identifier PCI of the 

neighboring cell, and the PCI corresponds to the per-cell reselection parameter. 

[00155] The reselection information further includes priority information used to indicate a 

priority of the neighboring cell. 

[00156] The priority information includes base priority information; or 

the priority information includes base priority information and sub-priority information, 

where a value granularity of the sub-priority information is less than a value granularity of the base 

priority. 

[00157] It should be noted that the network device in some embodiments of this disclosure 

configures the per-cell reselection parameter of the neighboring cell for the terminal. This can 

ensure that the terminal performs cell reselection based on the per-cell reselection parameter, 

ensure that quality of the reselected cell satisfies a camping requirement, and avoid a problem of 

connection instability of the terminal after cell reselection. 

[00158] It should be understood that division of modules of the network device and the terminal 

is merely logical function division. The modules may be all or partially integrated in a physical 

entity or may be separated physically in an actual implementation. In addition, the modules may 

be all implemented in a form of software invoked by a processing component, or may be all 

implemented in a form of hardware; or a part of modules may be implemented in a form of software 

invoked by a processing component, and another part of modules may be implemented in a form 

of hardware. For example, a determining module may be a processing component that is separately 

disposed, or may be integrated in a chip of the apparatus for implementation. In addition, the 

determining module may be stored in the memory of the apparatus in a form of program code, and 

is invoked by a processing component of the apparatus to perform a function of the determining 

module. Implementation of other modules is similar to this. In addition, the modules may be all or 
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partially integrated, or may be implemented independently. Herein, the processing component may 

be an integrated circuit, and has a signal processing capability. In an implementation process, steps 

in the foregoing method or the foregoing modules can be implemented by using a hardware 

integrated logical circuit in the processor component, or by using instructions in a form of software. 

[00159] For example, the modules may be configured as one or more integrated circuits for 

implementing the foregoing method, for example, one or more application-specific integrated 

circuits (Application-Specific Integrated Circuit, ASIC), or one or more microprocessors (digital 

signal processor, DSP), or one or more field programmable gate arrays (Field Programmable Gate 

Array, FPGA). For another example, when one of the foregoing modules is implemented in a form 

of program code invoked by the processing component, the processing component may be a 

general processor, for example, a central processing unit (Central Processing Unit, CPU) or another 

processor that may invoke program code. For another example, the modules may be integrated and 

implemented in a form of a system-on-a-chip (system-on-a-chip, SOC). 

[00160] To better achieve the foregoing objective, some embodiments of this disclosure further 

provide a network device. The network device includes a processor, a memory, and a computer 

program stored in the memory and capable of running on the processor. When the processor 

executes the computer program, steps of the foregoing cell reselection method are implemented. 

An embodiment of the present invention further provides a computer-readable storage medium, 

where the computer-readable storage medium stores a computer program, and when the computer 

program is executed by a processor, the steps of the foregoing cell reselection method are 

implemented. 

[00161] Specifically, some embodiments of this disclosure further provide a network device. 

As shown in FIG. 7, the network device 700 includes an antenna 71, a radio frequency apparatus 

72, and a baseband apparatus 73. The antenna 71 is connected to the radio frequency apparatus 72. 

In an uplink direction, the radio frequency apparatus 72 receives information by using the antenna 

71, and sends the received information to the baseband apparatus 73 for processing. In a downlink 

direction, the baseband apparatus 73 processes to-be-sent information, and sends the information 

to the radio frequency apparatus 72; and the radio frequency apparatus 72 processes the received 

information and then sends the information out by using the antenna 71. 

[00162] The frequency band processing apparatus may be located in the baseband apparatus 73. 
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The method performed by the network device in the foregoing embodiments may be implemented 

in the baseband apparatus 73, and the baseband apparatus 73 includes a processor 74 and a memory 

75. 

[00163] The baseband apparatus 73 may include, for example, at least one baseband processing 

unit, where a plurality of chips are disposed on the baseband processing unit. As shown in FIG. 7, 

one of the chips is, for example, the processor 74, connected to the memory 75, to invoke a program 

in the memory 75 to perform the operation of the network device shown in the foregoing method 

embodiments. 

[00164] The baseband apparatus 73 may further include a network interface 76, configured to 

exchange information with the radio frequency apparatus 72, where the interface is, for example, 

a common public radio interface (common public radio interface, CPRI for short). 

[00165] Herein, the processor may be one processor, or may be a collective term for a plurality 

of processing components. For example, the processor may be a CPU, or may be an ASIC, or is 

configured as one or more integrated circuits for implementing the method performed by the 

network device, for example, one or more microprocessors DSPs, or one or more field 

programmable gate arrays FPGAs. A storage component may be a memory, or may be a collective 

term for a plurality of storage components. 

[00166] The memory 75 may be a volatile memory or a non-volatile memory, or may include a 

volatile memory and a non-volatile memory. The non-volatile memory may be a read-only 

memory (Read-Only Memory, ROM), a programmable read-only memory (Programmable ROM, 

PROM), an erasable programmable read-only memory (Erasable PROM, EPROM), an electrically 

erasable programmable read-only memory (Electrically EPROM, EEPROM), or a flash memory. 

The volatile memory may be a random access memory (Random Access Memory, RAM), which 

is used as an external cache. For illustrative rather than restrictive description, a plurality of forms 

of RAMs may be used, for example, a static random access memory (Static RAM, SRAM), a 

dynamic random access memory (Dynamic RAM, DRAM), a synchronous dynamic random 

access memory (Synchronous DRAM, SDRAM), a double data rate synchronous dynamic random 

access memory (Double Data rate SDRAM, DDR SDRAM), an enhanced synchronous dynamic 

random access memory (Enhanced SDRAM, ESDRAM), a synchlink dynamic random access 

memory (Synchlink DRAM, SLDRAM), and a direct rambus random access memory (Direct 
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Rambus RAM, DRRAM). The memory 75 described in this application is intended to include but 

is not limited to these and any other suitable types of memories. 

[00167] Specifically, the network device in some embodiments of this disclosure further 

includes a computer program stored in the memory 75 and capable of running on the processor 74. 

The processor 74 invokes the computer program in the memory 75 to perform the method 

performed by the modules shown in FIG. 6. 

[00168] Specifically, when being invoked by the processor 74, the computer program may be 

configured to send reselection information related to cell reselection, where the reselection 

information includes a per-cell reselection parameter of a neighboring cell. 

[00169] The network device in some embodiments of this disclosure configures the per-cell 

reselection parameter of the neighboring cell for the terminal. This can ensure that the terminal 

performs cell reselection based on the per-cell reselection parameter, ensure that quality of the 

reselected cell satisfies a camping requirement, and avoid a problem of connection instability of 

the terminal after cell reselection. 

[00170] A person of ordinary skill in the art may be aware that the units and algorithm steps in 

the examples described with reference to the embodiments disclosed in this specification can be 

implemented by electronic hardware or a combination of computer software and electronic 

hardware. Whether the functions are performed by hardware or software depends on particular 

applications and design constraints of the technical solutions. A person skilled in the art may use 

different methods to implement the described functions for each particular application, but it 

should not be considered that the implementation goes beyond the scope of this disclosure. 

[00171] It may be clearly understood by a person skilled in the art that, for the purpose of 

convenient and brief description, for a detailed working process of the foregoing system, apparatus, 

and unit, reference may be made to a corresponding process in the foregoing method embodiments, 

and details are not described again herein. 

[00172] In the embodiments provided in this application, it should be understood that the 

disclosed apparatus and method may be implemented in other manners. For example, the described 

apparatus embodiment is merely an example. For example, the unit division is merely logical 

function division and may be other division in actual implementation. For example, a plurality of 

units or components may be combined or integrated into another system, or some features may be 



41 

 

ignored or may not be performed. In addition, the displayed or discussed mutual couplings or direct 

couplings or communication connections may be indirect couplings or communication 

connections through some interfaces, apparatuses or units, and may be in electrical, mechanical, 

or other forms. 

[00173] The units described as separate components may or may not be physically separate. 

Components displayed as units may or may not be physical units, that is, they may be located in 

one position, or may be distributed on a plurality of network units. Some or all of the units may be 

selected based on actual requirements to achieve the objectives of the solutions of the embodiments. 

[00174] In addition, functional units in the embodiments of this disclosure may be integrated 

into one processing unit, or each of the units may exist alone physically, or two or more units are 

integrated into one unit. 

[00175] When the functions are implemented in a form of a software functional unit and sold 

or used as an independent product, the functions may be stored in a computer-readable storage 

medium. Based on such an understanding, the technical solutions of this disclosure essentially, or 

the part contributing to related technologies, or some of the technical solutions may be embodied 

in a form of a software product. The computer software product is stored in a storage medium, and 

includes instructions for enabling a computer device (which may be a personal computer, a server, 

a network device, or the like) to perform all or some of the steps of the methods described in the 

embodiments of this disclosure. The foregoing storage medium includes: any medium that can 

store program code, such as a USB flash drive, a removable hard disk, a ROM, a RAM, a magnetic 

disk, or an optical disc. 

[00176] In addition, it should be noted that in the apparatus and method of this disclosure, 

apparently, the components or steps may be decomposed and/or recombined. The decomposition 

and/or recombination should be considered as an equivalent solution of this disclosure. In addition, 

steps for performing the foregoing series of processing may be naturally performed in a sequence 

of description and in a time sequence, but do not need to be performed necessarily in the time 

sequence, and some steps may be performed in parallel or independently. A person of ordinary 

skill in the art can understand that all or any steps or components of the method and apparatus in 

this disclosure may be implemented by hardware, firmware, software, or a combination thereof in 

any computing apparatus (including a processor, a storage medium, and the like) or a network of 
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computing apparatuses. This can be implemented as long as a person of ordinary skill in the art 

applies basic programming skill after reading the specification of this disclosure. 

[00177] Therefore, an objective of this disclosure may also be achieved by running a program 

or a group of programs on any computing apparatus. The computing apparatus may be a well-

known general apparatus. Therefore, the objective of this disclosure may also be achieved by 

merely providing a program product including program code for implementing the method or 

apparatus. To be specific, the program product also constitutes this disclosure, and a storage 

medium storing the program product also constitutes this disclosure. Apparently, the storage 

medium may be any well-known storage medium or any storage medium that will be developed 

in the future. It should also be noted that in the apparatus and method of this disclosure, apparently, 

the components or steps may be decomposed and/or recombined. The decomposition and/or 

recombination should be considered as an equivalent solution of this disclosure. In addition, steps 

for performing the foregoing series of processing may be naturally performed in a sequence of 

description and in a time sequence, but do not need to be performed necessarily in the time 

sequence. Some steps may be performed in parallel or independently. 

[00178] The foregoing descriptions are merely optional implementations of this disclosure. It 

should be noted that a person of ordinary skill in the art may make several improvements or 

polishing without departing from the principle of this disclosure and the improvements and 

polishing shall fall within the protection scope of this disclosure. 
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CLAIMS 

What is claimed is: 

1. A cell reselection method, applied to a terminal and comprising: 

obtaining reselection information related to cell reselection, wherein the reselection 

information comprises a per-cell reselection parameter of a neighboring cell; and 

performing a cell reselection procedure based on the per-cell reselection parameter and a 

reselection condition for reselecting to the neighboring cell. 

2. The cell reselection method according to claim 1, wherein the reselection information is 

configured by a network device in a source cell in which the terminal is located, or the reselection 

information is obtained from a historically received message. 

3. The cell reselection method according to claim 1 or 2, wherein the per-cell reselection 

parameter comprises at least one of the following parameters: 

a minimum received signal level parameter; 

a minimum received signal level offset parameter; 

a minimum signal quality parameter; 

a minimum signal quality offset parameter; 

a power compensation parameter; 

a measurement offset parameter; 

a first target offset, wherein the first target offset is a sum of differences between per-cell 

parameter values and per-frequency parameter values of at least one of a minimum received signal 

level parameter, a minimum received signal level offset parameter, a power compensation 

parameter, and a measurement offset parameter; 

a second target offset, wherein the second target offset is a sum of differences between per-

cell parameter values and per-frequency parameter values of at least one of a minimum signal 

quality parameter, a minimum signal quality offset parameter, and a measurement offset parameter; 

a first intermediate quantity related to a received signal level value, wherein the first 

intermediate quantity is related to a per-cell parameter value of at least one of a minimum received 

signal level parameter, a minimum received signal level offset parameter, a power compensation 

parameter, and a measurement offset parameter; and 

a second intermediate quantity related to a signal quality value, wherein the second 
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intermediate quantity is related to a per-cell parameter value of at least one of a minimum signal 

quality parameter, a minimum signal quality offset parameter, and a measurement offset parameter. 

4. The cell reselection method according to claim 3, wherein the minimum received signal 

level parameter is a target minimum received signal level value broadcast by the neighboring cell; 

or 

the minimum received signal level parameter comprises a per-frequency minimum received 

signal level value corresponding to the neighboring cell and a first offset value, wherein the first 

offset value is a difference between a target minimum received signal level value and the per-

frequency minimum received signal level value. 

5. The cell reselection method according to claim 3, wherein the minimum received signal 

level offset parameter is a target minimum received signal level offset value broadcast by the 

neighboring cell; or 

the minimum received signal level offset parameter comprises a per-frequency minimum 

received signal level offset value corresponding to the neighboring cell and a second offset value, 

wherein the second offset value is a difference between the target minimum received signal level 

offset value and the per-frequency minimum received signal level offset value. 

6. The cell reselection method according to claim 3, wherein the minimum signal quality 

parameter is a target minimum signal quality value broadcast by the neighboring cell; or 

the minimum signal quality parameter comprises a per-frequency minimum signal quality 

value corresponding to the neighboring cell and a third offset value, wherein the third offset value 

is a difference between the target minimum signal quality value and the per-frequency minimum 

signal quality value. 

7. The cell reselection method according to claim 3, wherein the minimum signal quality 

offset parameter is a target minimum signal quality offset value broadcast by the neighboring cell; 

or 

the minimum signal quality offset parameter comprises a per-frequency minimum signal 

quality offset value corresponding to the neighboring cell and a fourth offset value, wherein the 

fourth offset value is a difference between the target minimum signal quality offset value and the 

per-frequency minimum signal quality offset value. 

8. The cell reselection method according to claim 3, wherein the measurement offset 
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parameter is a target measurement offset value broadcast by the neighboring cell; or 

the measurement offset parameter comprises a per-frequency measurement offset value 

corresponding to the neighboring cell and a fifth offset value, wherein the fifth offset value is an 

offset between the target measurement offset value and the per-frequency measurement offset 

value. 

9. The cell reselection method according to claim 8, wherein the measurement offset 

parameter comprises a connection failure offset parameter and/or a cell temporary offset parameter. 

10. The cell reselection method according to claim 3, wherein the power compensation 

parameter is determined based on a maximum power parameter and a power class parameter. 

11. The cell reselection method according to claim 10, wherein the maximum power 

parameter is a target maximum power value corresponding to the neighboring cell; or 

the maximum power parameter comprises a per-frequency maximum power value 

corresponding to the neighboring cell and a sixth offset value, wherein the sixth offset value is a 

difference between the target maximum power value and the per-frequency maximum power value. 

12. The cell reselection method according to claim 3, wherein the step of performing a cell 

reselection procedure based on the reselection parameter and a reselection condition for reselecting 

to the neighboring cell comprises: 

calculating a cell-selection received signal level value of the neighboring cell based on a 

measured received signal level value and at least one of the minimum received signal level 

parameter, the minimum received signal level offset parameter, the power compensation parameter, 

and the measurement offset parameter in the selection parameter; 

calculating a cell-selection signal quality value of the neighboring cell based on a measured 

received signal quality value and at least one of the minimum signal quality parameter, the 

minimum signal quality offset parameter, and the measurement offset parameter in the selection 

parameter; and 

performing the cell reselection procedure based on the cell-selection received signal level 

value, the cell-selection signal quality value, and the reselection condition for reselecting to the 

neighboring cell; 

or 

the step of performing a cell reselection procedure based on the reselection parameter and a 
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reselection condition for reselecting to the neighboring cell comprises: 

calculating a cell-selection received signal level value of the neighboring cell based on a 

measured received signal level value, a first target parameter value, and the first target offset, 

wherein the first target parameter value is the per-frequency parameter value of the at least one of 

the minimum received signal level parameter, the minimum received signal level offset parameter, 

the power compensation parameter, and the measurement offset parameter; 

calculating a cell-selection signal quality value of the neighboring cell based on a measured 

received signal quality value, a second target parameter value, and the second target offset, wherein 

the second target parameter value is the per-frequency parameter value of the at least one of the 

minimum signal quality parameter, the minimum signal quality offset parameter, and the 

measurement offset parameter; and 

performing the cell reselection procedure based on the cell-selection received signal level 

value, the cell-selection signal quality value, and the reselection condition for reselecting to the 

neighboring cell; 

or 

the step of performing a cell reselection procedure based on the reselection parameter and a 

reselection condition for reselecting to the neighboring cell comprises: 

calculating a cell-selection received signal level value of the neighboring cell based on a 

measured received signal level value and the first intermediate quantity; 

calculating a cell-selection signal quality value of the neighboring cell based on a measured 

received signal quality value and the second intermediate quantity; and 

performing the cell reselection procedure based on the cell-selection received signal level 

value, the cell-selection signal quality value, and the reselection condition for reselecting to the 

neighboring cell. 

13. The cell reselection method according to claim 12, wherein the step of performing the cell 

reselection procedure based on the cell-selection received signal level value, the cell-selection 

signal quality value, and the reselection condition for reselecting to the neighboring cell comprises: 

in a case in which neighboring cells have a same priority as the source cell or neighboring 

cells are on a same frequency as the source cell, if the cell-selection received signal level values 

and the cell-selection signal quality values are all greater than 0, ranking the source cell and the 
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neighboring cells; and 

if the source cell does not provide a rank threshold, reselecting from the source cell to a best 

ranked cell in the neighboring cells; or 

if the source cell provides a rank threshold, reselecting from the source cell to one of first 

cells that has a largest quantity of beams whose quality is higher than a threshold, wherein the first 

cell is a cell with a difference between a rank thereof and a rank of a best ranked cell in the 

neighboring cells being less than or equal to the rank threshold. 

14. The cell reselection method according to claim 12, wherein the step of performing the cell 

reselection procedure based on the cell-selection received signal level value, the cell-selection 

signal quality value, and the reselection condition for reselecting to the neighboring cell comprises: 

in a case in which a priority of the neighboring cell is lower than a priority of the source cell, 

when the source cell provides ThreshServing,LowQ corresponding to Squal of the source cell, if Squal 

of the source cell is less than ThreshServing,LowQ, and Squal of the neighboring cell is greater than 

ThreshX,LowQ or Srxlev of the neighboring cell is greater than ThreshX,LowP in a reselection time 

period TreselectionRAT, reselecting from the source cell to the neighboring cell; or 

when the source cell does not provide ThreshServing,LowQ corresponding to Squal of the source 

cell, if Srxlev of the source cell is less than ThreshServing,LowP, and Srxlev of the neighboring cell is 

greater than ThreshX,LowP in a reselection time period TreselectionRAT, reselecting from the source 

cell to the neighboring cell; wherein 

Squal is a cell-selection signal quality value, Srxlev is a cell-selection received signal level 

value, ThreshServing,LowQ is a Squal threshold of the source cell, ThreshServing,LowP is an Srxlev 

threshold of the source cell, ThreshX,LowQ is a Squal threshold of the neighboring cell, and 

ThreshX,LowP is an Srxlev threshold of the neighboring cell. 

15. The cell reselection method according to claim 12, wherein the step of performing the cell 

reselection procedure based on the cell-selection received signal level value, the cell-selection 

signal quality value, and the reselection condition for reselecting to the neighboring cell comprises: 

in a case in which a priority of the neighboring cell is higher than a priority of the source cell, 

when the source cell provides ThreshServing,LowQ corresponding to Squal of the source cell, if Squal 

of the neighboring cell is greater than ThreshX,HighQ in a reselection time period TreselectionRAT, 

reselecting from the source cell to the neighboring cell; or 
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when the source cell does not provide ThreshServing,LowQ corresponding to Squal of the source 

cell, if Srxlev of the neighboring cell is greater than ThreshX,HighP in a reselection time period 

TreselectionRAT, reselecting from the source cell to the neighboring cell; wherein 

Squal is a cell-selection signal quality value, Srxlev is a cell-selection received signal level 

value, ThreshServing,LowQ is a Squal threshold of the source cell, ThreshX,HighQ is a Squal threshold 

of the neighboring cell, and ThreshX,HighP is an Srxlev threshold of the neighboring cell. 

16. The cell reselection method according to claim 1, wherein the reselection information 

further comprises a physical cell identifier PCI of the neighboring cell, and the PCI corresponds 

to the per-cell reselection parameter; 

and/or 

the reselection information further comprises priority information used to indicate a priority 

of the neighboring cell. 

17. A terminal, comprising: 

an obtaining module, configured to obtain reselection information related to cell reselection, 

wherein the reselection information comprises a per-cell reselection parameter of a neighboring 

cell; and 

a reselection module, configured to perform a cell reselection procedure based on the per-cell 

reselection parameter and a reselection condition for reselecting to the neighboring cell. 

18. A cell reselection method, applied to a network device and comprising: 

sending reselection information related to cell reselection, wherein the reselection 

information comprises a per-cell reselection parameter of a neighboring cell. 

19. The cell reselection method according to claim 18, wherein the per-cell reselection 

parameter comprises at least one of the following parameters: 

a minimum received signal level parameter; 

a minimum received signal level offset parameter; 

a minimum signal quality parameter; 

a minimum signal quality offset parameter; 

a power compensation parameter; 

a measurement offset parameter; 

a first target offset, wherein the first target offset is a sum of differences between per-cell 
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parameter values and per-frequency parameter values of at least one of a minimum received signal 

level parameter, a minimum received signal level offset parameter, a power compensation 

parameter, and a measurement offset parameter; 

a second target offset, wherein the second target offset is a sum of differences between per-

cell parameter values and per-frequency parameter values of at least one of a minimum signal 

quality parameter, a minimum signal quality offset parameter, and a measurement offset parameter; 

a first intermediate quantity related to a received signal level value, wherein the first 

intermediate quantity is related to a per-cell parameter value of at least one of a minimum received 

signal level parameter, a minimum received signal level offset parameter, a power compensation 

parameter, and a measurement offset parameter; and 

a second intermediate quantity related to a signal quality value, wherein the second 

intermediate quantity is related to a per-cell parameter value of at least one of a minimum signal 

quality parameter, a minimum signal quality offset parameter, and a measurement offset parameter. 

20. A network device, comprising: 

a sending module, configured to send reselection information related to cell reselection, 

wherein the reselection information comprises a per-cell reselection parameter of a neighboring 

cell. 

  


