
[NAME OF THE DOCUMENT] SPECIFICATION 

[TITLE OF THE INVENTION] Assembling device 

[CLAIMS] 

[CLAIM 1] An assembling device for supplying and 

assembling a part on an object characterized by: 

a table; 

a first moving means disposed in a position away 

from the table, for moving and positioning a head for 

holding a part detachably in a first direction parallel 

to a table surface, and positioning the head at a parts 

supply position out of a range of the table; and 

a second moving means disposed on the table, for 

carrying an object, moving and positioning the object in 

a second direction perpendicular to the first direction 

and along the table surface. 

[CLAIM 2] An assembling device according to claim 

1, wherein the first moving means having a guide along 

the first direction, a movable body movable along the 

guide, and a holder for holding the head detachably on 

the movable body, wherein the guide has a protruding 

guide projecting along the first direction from the table 

in the parts supply position in order to position the 

head in the parts supply position which is out of the 

range of the table. 

[CLAIM 3] An assembling device according to claim 
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2, wherein the holder has a parts assembling head 

replaceable with a head having a function to process a 

work on another object. 

[CLAIM 4] An assembling device according to claim 

1, wherein the part is a screw, the head comprising a 

suction unit for attracting the screw to be fastened to 

the object, and a threading means for threading the screw 

into the object. 

[CLAIM S] An assembling device according to claim 

2, wherein the guide of the first moving means is of a 

portal shape parallel to the table surface. 

[CLAIM 6] An assembling device according to claim 

2, wherein the holder has an actuator for moving the head 

in a third direction perpendicular to the first and 

second directions, in the guide of the first moving means. 

[DETAILED DESCRIPTION OF THE INVENTION] 

[0001] 

[TECHNICAL FIELD TO WHICH THE INVENTION BELONGS] 

The present invention relates to an assembling 

device for supplying and assembling a part on an object. 

[0002] 

[PRIOR ART] 

There have been proposed various assembling devices 

for assembling a part on an object. For example, an 

assembling device for attaching a circuit board to a 
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chassis with screws has been proposed as shown in FIGS. 

16 and 17. 

The proposed assembling device has a head 1000 

movable in an X-axis direction for supplying a screw 1003 

to a circuit board 1001 and a chassis 1002. 

The screw 1003 is supplied to the head 1000 from a 

screw supply unit 1005 mounted on a table 1004. The screw 

supply unit 1005 is placed on an upper surface 1006 of 

the table 1004, and occupies a portion of the table 1004. 

[0003] 

[PROBLEMS TO BE SOLVED BY THE INVENTION] 

The screw supply unit 1005 is placed on the upper 

surface 1006 of the table 1004 because the head 1000 can 

be moved only in a movement range L along the x-axis 

direction. Therefore, the screw supply unit 1005 has to 

be positioned within the movement range L. 

An area 1007 shown as hatched in FIG. 16, that 

indicates the area which can be used on the upper surface 

1006 of the table 1004 is limited because of the presence 

of the screw supply unit 1005. In order to place a larger 

circuit board 1001 or chassis 1002 on the table 1004, the 

area 1007 on the table 1004 has to be increased, making 

the movement range L of the head 1000 in the X-axis 

direction be increased accordingly. Stated otherwise, 

there is presented a problem that the assembling device 
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has to be increased in overall size. 

[0004] 

Since the screw supply unit 1005 is placed on the 

upper surface 1006 of the table 1004, there are 

limitations in the sizes of the circuit board 1001 and 

the chassis 1002 which are workpieces that can be placed 

on the table 1004. Another disadvantage is that after the 

circuit board 1001 and the chassis 1002 are fastened 

together by screws, the screw supply unit 1005 presents 

an obstacle to replacing them with a new circuit board 

1001 and chassis 1002. 

It is an object of the present invention to provide 

an assembling device which solves the above problems, can 

be reduced in size and allows an object or a workpiece to 

be replaced efficiently. 

[0005] 

[MEANS FOR SOLVING THE PROBLEMS] 

According to the present invention, the above 

object can be achieved by an assembling device for 

supplying and assembling a part on an object, 

characterized by a table, first moving means disposed in 

a position away from the table, for moving a head for 

holding a part detachably in a first direction parallel 

to a table surface and positioning the head, and 

positioning the head at a parts supply position out of a 
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range of the table, and a second moving means disposed on 

the table, for carrying an object, moving the object in a 

second direction perpendicular to the first direction and 

along the table surface. 

[0006] 

The assembling device according to the present 

invention serves to supply and assemble a part on an 

object. The first moving means is disposed in a position 

away from the table, and can move and position the head 

for holding the part detachably in the first direction 

parallel to the table surface and positioning the head. 

The first moving means can position the head in the parts 

supply position which is out of the range of the table. 

The second moving means is disposed on the table, 

and can carry, move and position the object in the second 

direction perpendicular to the first direction and along 

the table surface. 

The first moving means positions the head in the 

parts supply position out of the range of the table. 

Therefore, the head is supplied with and holds a part 

smoothly in the parts supply position out of the range of 

the table. That is, since a parts supply unit does not 

need to be mounted on the table surface, the range of the 

table surface does not require an installation space for 

such a parts supply unit, and can sufficiently be 
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utilized. For this reason, the assembling device can be 

reduced in size. 

Besides, the parts supply position can be located 

out of the range of the table surface, so that an object 

or a workpiece may be installed on or detached from the 

table surface for smooth replacement. 

[0007] 

Preferably, the first moving means has a guide 

along the first direction, a movable body movable along 

the guide, and a holder for holding the head detachably 

on the movable body, the guide having a protruding guide 

projecting along the first direction from the table in 

the parts supply position in order to position the head 

in the parts supply position out of the range of the 

table. 

Preferably, the holder has a parts assembling head 

replaceable with a head having a function to process 

another object. Thus, the assembling device can not only 

supply and assemble a part on an object, but also process 

an object. 

[ 0008] 

Preferably, the part is a screw, and the head 

comprises a suction unit for attracting the screw to be 

fastened to the object, and a threading means for 

threading the screw into the object. 
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Therefore, a screw as a part can reliably be 

attracted and held by the head, and threaded into an 

object. 

[0009] 

Preferably, the guide of the first moving means is 

of a portal shape parallel to the table surface. 

[0010] 

Preferably, the holder has an actuator for moving 

the head in a third direction perpendicular to the first 

and second directions, in the guide of the first moving 

means. 

[0011] 

[PREFFERED EMBODIMENT OF THE INVENTION] 

Preferred embodiments of the present invention will 

be described in detail as below with reference to the 

accompanying drawings. 

The embodiments which will be described below are 

preferred specific embodiments, and hence have various 

technically preferable limitations. However, the scope of 

the invention is not limited to the preferred embodiments 

unless specifically indicated otherwise. 

[0012] 

FIG. 1 shows the preferred embodiment of an 

assembling device 10 according to the present invention. 

The assembling device 10 generally has a table 12, a 
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first moving means 14, and a second moving means 16. 

In the assembling device 10, various movements can 

be performed in an X-axis direction (first direction), a 

Y-axis direction (second direction), and a z-axis 

direction (third direction), as shown in FIG. 1. 

FIG. 1 shows the assembling device 10 in its 

entirety. FIG. 2 shows the assembling device 10 with an 

object 18 and a head 20 removed therefrom. FIG. 3 shows 

the assembling device 10 with a parts supply unit 22 and 

a support plate 24 of the second moving means 16 omitted 

from illustration. FIG. 4 shows the assembling device 10 

of FIG. 3 as viewed from its back. 

[0013) 

The table 12 is of a small size which can be placed 

on a base 26 such as a desk, for example, as shown in FIG. 

5. As shown in FIGS. 6 and 7, the table 12 has a front 

panel 28 and a rear panel 30. The front panel 28 shown in 

FIGS. 1 and 5 has a slot 34 for inserting an IC card (a 

functional card with an integrated circuit), various 

connectors 36, 38, etc. 

On the other hand, the rear panel 30 shown in FIG. 

4 has a main switch 38, a power supply receptacle 40, 

various connectors 42, 44, 46, 48, 50, etc. 

[0014) 

As shown in FIGS. 1 through 4, the table 12 has a 
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horizontal upper surface 52. In the illustrated 

embodiment, the table 12 is an elongate rectangular or 

square shape as viewed in the z-axis direction (vertical 

direction) . The first moving means 14 has vertical 

columns 12B, 12B attached to rear ends 12A, 12A of the 

table 12. The first moving means 14 is mounted along the 

x-axis direction (first direction) which is preferably 

parallel to the upper surface 52 of the table 12. The X­

axis direction is the same as a lateral direction of the 

upper surface 52. 

[0015] 

In FIGS. 1 to 3, the first moving means 14 has a 

guide 60 supported in a position remote from the table 12, 

i.e., supported aerially, by the columns 12B, 12B. The 

first moving means 14 can move and position the head 20 

in the X-axis direction. The first moving means 14 has 

the guide 60 along the x-axis direction, a movable body 

62 (see FIG. 2) movable along the guide 60, and a holder 

64 for holding the head 20 detachably on the guide 62. 

The guide 60 has a protruding guide 99 which serves to 

move and position the head 20 in a parts supply unit SP. 

Specifically, as shown in FIGS. 1, 5, and 6, the 

protruding guide 99 projects to a position out of the 

range of the upper surface 52 of the table 12 on one side 

(left in the figure) of the table 12 in the x-axis 
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direction. 

[0016] 

The guide 60 may be of a construction as shown in 

FIG. 10, for example. In FIG. 10, the guide 60 has 

pulleys 68, 70, a motor 72, and a toothed belt (also 

referred to as a timing belt) 74 which is trained around 

the pulleys 68, 70. The movable body 62 is attached to 

the toothed belt 74 and guided by a guide bar 69. The 

motor 72 may comprise a pulse motor, for example. When 

the motor 72 is energized, the movable body 62 is moved 

by the toothed belt 74 trained around the pulleys 68, 70 

and can be positioned in the X-axis direction. 

[0017] 

The holder 64 is detachably mounted on the movable 

body 62 by screws or the like. In FIG. l, the head 20 is 

detachably supported on the holder 64. The holder 64 has 

a driving cylinder 70 for lowering or lifting the head 20 

in multiple steps in the Z-axis direction (third 

direction) . When the driving cylinder 70 is operated, a 

slider 73 of the holder 64 is vertically moved up and 

down in the z-axis direction. The head 20 is detachably 

held on the slider 73. 

[0018] 

The head 20 is a device capable of attracting and 

holding a screw 76 releasably, and threading the screw 76 
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into the object 18. The head 20 is connected to a suction 

unit 78. When the suction unit 78 is actuated, the head 

of the screw 76 is attracted under vacuum to a tip end 

20A of the head 20. The head 20 rotates the vacuum 

attracted screw 76b with a motor or pneumatic pressure to 

thread the screw 76b into a screw hole of the object 18. 

The head 20 can be moved and positioned above the 

parts supply unit 22 by operating the first moving means 

124. As shown in FIG. 1, the parts supply unit 22 holds a 

succession of screws 76. 

When the head 20 is positioned above a screw 76 of 

the parts supply unit 22, i.e., a position (A) in the 

parts supply position SP, as shown in FIG. 8, the suction 

unit 78 shown in FIG. 1 is operated to attract and hold a 

screw 76 under vacuum. 

When the head 20 is moved to a position (B) shown 

in FIG. 8 or a position (C) shown in FIG. 8, the screw 76 

is positioned and threaded into the object 18. 

[00191 

The second moving means 16 is incorporated in the 

tale 12, and has a guide 80 and a slider 82 as shown in 

FIGS. 2 and 11. The guide 80 has pulleys 82, 84, a motor 

86, and a toothed belt 88 with a slider 82 mounted 

thereon. The slider 82 is guided by a guide bar 83. When 

the motor 86 is energized, the slider 82 is moved and can 
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be positioned by the toothed belt 88 in the Y-axis 

direction. 

The X-axis direction, the Y-axis direction, and the 

Z-axis direction are perpendicular to each other. 

[0020] 

As shown in FIGS. 1 and 8, the support plate 24 is 

detachably mounted on the slider 82. As shown in FIG. 1, 

the object 18 is detachably attached to the support plate 

24 under suction, for example. The object 18 may comprise 

a chassis 18A and a circuit board 18B, for example. The 

circuit board 18B can securely be fixed to bosses 18C of 

the chassis 18A by screws 76 that are threaded into the 

bosses 18C. 

The assembling device 10 can thus assemble the 

circuit board 18B on the chassis 18A with the screws 86. 

[0021] 

FIG. 9 shows a controller 100 for instructing the 

motors 72, 76 and the driving cylinder 70 to operate. A 

card reader 90 is connected to the controller 100. When 

an IC card 32 is inserted into the card reader 90, the 

card reader 90 reads the software of an assembling 

process of parts on the object 18 with screws from the IC 

card 32, and transmits the read software to the 

controller 100. 

A switch 96 is connected to the controller 100, and 
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has an ON button 96A and an OFF button 96B for turning on 

and off, respectively, the assembling device 10 shown in 

FIG. 1. 

[0022] 

An example of operation of the assembling device 10 

for assembling and fixing the object comprising the 

chassis 18A and the circuit board 18B to each other with 

screws will be described below. 

The chassis 18A and the circuit board 18B, i.e., 

the object 18, are placed in a superposed relation on the 

support plate 24 shown in FIG. 8. The object 18 may be 

supplied automatically by an external automatic supply 

device (including a robot or the like) or manually by the 

worker. 

The parts supply unit 22 shown in FIG. 1 is 

disposed in the parts supply position SP alongside of the 

table 12. The parts supply position SP is formed so as to 

correspond to the protruding guide 99 of the guide 60 of 

the first moving means. 

The protruding guide 99 projects in the X-axis 

direction from the table 12 near a left-hand side 128 

thereof. The projecting state of the protruding guide 99 

is clearly shown in FIGS. 5 and 6. 

The head 20 is mounted in advance on the slider 73 

of the holder 64 shown in FIG. 1. 
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[0023] 

The controller 100 shown in FIG. 9 gives a command 

to the motor 86 to move the object 18 in the Y-axis 

direction on the upper surf ace 52 of the table 12 and 

position the object 18 in a predetermined position. The 

controller 100 also instructs the motor 72 to position 

the head 20 over a screw 76 in the parts supply position 

SP. The controller 100 actuates the cylinder 70 to lower 

the head 20, which attracts the screw 76 under vacuum as 

shown at position (A) in FIG. 8. The controller 100 

actuates the cylinder 72 again to lift the head 20. 

The head 20 with the screw 76 attracted thereto 

moves in the X-axis direction (to the right in FIG. 8) as 

shown at position (B) or (C) in FIG. 8, and is position·ed 

above a hole of the circuit board 18B. 

When the cylinder 70 is actuated again, the head 20 

threads the screw 76 into the hole of the circuit board 

18B and also a hole of the boss 18C. 

The above process is repeated to securely assemble 

and fix the circuit board 18B shown in FIG. 1 on the 

bosses 18C of the chassis 18A with a plurality of screws 

76. 

[0024] 

As described above, the assembling device 10 has 

the protruding guide 99 as an extension of the guide 60 
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of the first moving means 14. As shown in FIGS. 1, 5, and 

6, the protruding guide 99 projects from the left-hand 

side 12S of the table 12. The parts supply unit 22 can be 

placed in a position below the protruding guide 99. 

The parts supply unit 22 is independent of the 

table 12 and does not need to be placed on the upper 

surface 52 of the table 12. The parts supply unit 22 may 

be spaced from the table 12 and mounted on the base 26 as 

shown in FIG. 5. 

Therefore, the space on the upper surface 52 of the 

table 12 can be fully used for placing the object 18 or 

workpiece thereon, and the parts supply unit 22 does not 

occupy a portion of the upper surface 52. The upper 

surface 52 can sufficiently be used to place the object 

18 thereon, and hence can place an object 18 having a 

wide area thereon. Since the parts supply device 22 is 

not mounted on the upper surface 52, the object 18 can be 

placed on and removed from the upper surface 52 highly 

efficiently. 

[0025] 

Inasmuch as the parts supply unit 22 may be 

positioned on the base 26 substantially in alignment with 

the protruding guide 99, the parts supply unit 22 can be 

positioned with large freedom. The parts supply unit 22 

does not pose problems even if it is large in size, and 
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hence a wide choice is available of sizes for the parts 

supply unit 22. 

[0026] 

The head 20 shown in FIG. 1 is detachably mounted 

on the slider 73 of the holder 64. If the head 20 for 

supplying and threading screws 76 is replaced with a head 

20 having another function, then the assembling device 10 

may be used as a device for performing such another 

function. 

For example, a head having another function may be 

any of heads performing various functions, such as a 

cutting head for cutting an object 18 of metal, a nozzle 

head for applying an adhesive to an object, a machining 

head for dividing a circuit board into predetermined 

dimensions, or a soldering head for soldering parts on a 

circuit board. 

[0027] 

FIG. 12 shows an arrangement having a plurality of 

assembling devices 10 shown in FIG. 1. The parts supply 

unit 22 is positioned below the protruding guide 99 of 

the first moving means 14 of each of the assembling 

devices 10. The parts supply unit 22 may be disposed in a 

parts supply position SP formed between adjacent tables 

12. This arrangement of the plural assembling devices 10 

occupies a minimum width 110. The plural assembling 
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devices 10 can be controlled in a coordinated fashion by 

a computer 120. 

[0028] 

FIG. 13 shows an assembling device 10 according to 

another embodiment of the present invention. The 

assembling device 10 shown in FIG. 13 differs from the 

assembling device 10 shown in FIG. 1 in that the columns 

12B, 12B of the first moving means 14 are attached to the 

rear panel 30 of the table 12. The columns 12B, 12B 

attached to the rear panel 30 allow the upper surface 52 

of the table 12 to provide a wider area that can be used. 

The columns 12B, 12B are less obstructive to movement of 

the object 18. Other details of the assembling device 10 

shown in FIG. 13 are identical to those of the assembling 

device 10 shown in FIG. 1. For those details, reference 

should be made to the description of the structure and 

operation of the assembling device 10 shown in FIG. 1. 

[0029] 

FIGS. 14 and 15 show an assembling device 10 

according to still another embodiment of the present 

invention. The assembling device 10 shown in FIGS. 14 and 

15 is identical to the assembling device 10 shown in FIG. 

1 in that it has the table 12 and the second moving means 

16. The assembling device 10 shown in FIGS. 14 and 15 has 

a first moving means 14 extended with protruding guides 
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99, 199 disposed respectively in left- and right-hand 

positions thereof. Specifically, the protruding guide 99 

extends into a side facing a left-hand side 12S of the 

table 12, and the protruding guide 199 extends into an 

opposite side facing an another side 12P of the table 12. 

With the above arrangement, the head 20 can move 

along the guide 60 of the first moving means 12 in the X­

axis direction and further into a wider range coextensive 

with the protruding guide 99 or the protruding guide 199. 

If parts supply units 22 are placed below the respective 

protruding guides 99, 199, then parts supplying 

capability of the assembling device can be increased. 

[0030] 

The present invention is not limited to the above 

embodiments. 

In the illustrated embodiments, the object 

(workpiece) 18 is described as a chassis and a circuit 

board. However, the object 18 is not limited to those 

components, but may be components in other fields or 

areas. 

For example, if the head 20 is a soldering head, 

then the object may be a circuit board, for example. If 

the head has a function to cut an object, then the object 

may be a metal piece or a circuit board. 

The actuator for vertically moving the head 20 is 
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not limited to a driving cylinder, but may be a 

combination of a motor and a feed screw. 

The first moving means in the X-axis direction and 

the second moving means in the X-axis direction may also 

be a combination of a motor and a feed screw. 

[0031] 

[EFFECTS OF THE INVENTION] 

According to the present invention, as described 

above, the assembling device may be small in size 

allowing an object or workpiece to be replaced highly 

efficiently. 

[BRIEF DESCRIPTION OF THE DRAWINGS] 

[FIG. 1] 

Fig. 1 is a perspective view of an assembling 

device according to a preferred embodiment of the present 

invention. 

[FIG. 2] 

Fig. 2 is a view showing the assembling device 

illustrated in FIG. 1 with an object and a head removed 

therefrom. 

[FIG. 3) 

Fig. 3 is a view showing the assembling device 

illustrated in FIG. 2 with a parts supply unit, etc. 

omitted from illustration. 

[FIG. 4] 
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Fig. 4 is a perspective view of the assembling 

device illustrated in FIG. 3 as viewed from its back. 

[FIG. 5] 

Fig. 5 is a front elevational view of the 

assembling device illustrated in FIG. 1. 

[FIG. 6] 

Fig. 6 is a plan view of the assembling device 

illustrated in FIG. 1. 

[FIG. 7] 

Fig. 7 is a side elevational view of the assembling 

device illustrated in FIG. 1. 

[FIG. 8] 

Fig. 8 is a view showing the manner in which screws 

are supplied to and threaded into an object by the 

assembling device illustrated in FIG. 1. 

[FIG. 9] 

Fig. 9 is a block diagram of a controller of the 

assembling device illustrated in FIG. 1. 

[FIG. 10] 

Fig. 10 is a view showing the manner in which a 

first moving means shown in FIG. 1 is driven. 

[FIG. 11] 

Fig. 11 is a view showing the manner in which a 

second moving means shown in FIG. 1 is driven. 

[FIG. 12] 
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Fig. 12 is a view of an arrangement of plural 

assembling devices shown in FIG. 1. 

[FIG. 13] 

Fig. 13 is a perspective view of an assembling 

device according to another embodiment of the present 

invention .. 

[FIG. 14] 

Fig. 14 is a plan view of an assembling device 

according to still another embodiment of the present 

invention. 

[FIG. 15] 

Fig. 15 is a front elevational view of the 

embodiment shown in FIG. 14. 

[FIG. 16] 

Fig. 16 is a plan view of a conventional assembling 

device. 

[FIG. 17] 

Fig. 17 is a front view of the conventional 

assembling device shown in FIG. 16. 

[DESCRIPTION OF REFERENCE CHARACTERS] 

10 • • ·assembling device, 12 • • ·table, 14 • • • 

first moving means, 16 • • ·second moving means, 18 • 

object, 18A • • • chassis, 18B • • • circuit board, 2 0 • 

head, 22 ··•parts supply unit, 52 ···upper surface of 

the table, 60 · • ·guide of the first moving means, 
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64 ··"holder of the first moving means, 73 ···slider, 

72, 86° ·•motor, 76° ··screw (part), 82° ··slider, 

99 ··•protruding guide of the first moving means, 

SP·• •parts supply position. 
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[NAME OF THE DOCUMENT] ABSTRACT 

[ABSTRACT] 

[OBJECT] To provide an assembling device which can be 

reduced in size as well as allowing an object or a 

workpiece to be replaced efficiently. 

[SOLVING MEANS] An assembling device 10 for supplying and 

assembling a part 76 on an object 18 has a table 12, 

first.moving means 14 disposed in a position away from 

the table 12, for moving and positioning a head 20, for 

holding a part 76 detachably, in a first direction 

parallel to a table surface, and positioning the head 20 

at a parts supply position SP out of a range of the table 

12, and second moving means 16 disposed on the table 12, 

for carrying an object 18, moving and positioning the 

object 18 in a second direction (Y) perpendicular to the 

first direction (X) and along the table surface. 

[SELECTED DRAWING] FIG. 1 
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FIG. 1: 

10: ASSEMBLING DEVICE 

12: TABLE 

12B: COLUMN 

14: lST MOVING MEANS 

16: 2ND MOVING MEANS 

18: OBJECT (WORKPIECE) 

18A: CHASSIS 

18B: CIRCUIT BOARD 

20: HEAD 

22: PARTS SUPPLY MEANS 

28: FRONT PANEL 

32: IC CARD 

34: SLOT 

36: CONNECTOR 

52: UPPER PANEL 

60: GUIDE 

64: HOLDER 

72: MOTOR 

73: SLIDER 

76: SCREW 

78: SUCTION UNIT 

80: GUIDE 

82: SLIDER 

86: MOTOR 
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96: SWITCH 

96A: ON BUTTON 

96B: OFF BUTTON 

99: PROTRUDING GUIDE 

SP: PARTS SUPPLY POSITION 

X-AXIS DIRECTION 

(lST DIRECTION) 

Y-AXIS DIRECTION 

( 2ND DIRECTION) 

Z-AXIS DIRECTION 

{ 3RD DIRECTION) 

FIG. 2: 

10: ASSEMBLING DEVICE 

12: TABLE 

12B: COLUMN 

14: lST MOVING MEANS 

16: MOVING MEANS 

22: PARTS SUPPLY MEANS 

24: SUPPORT PLATE 

28: FRONT PANEL 

34: SLOT 

36: CONNECTOR 

52: UPPER PANEL 

60: GUIDE 
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62: MOVABLE BODY 

80: GUIDE 

82: SLIDER 

86: MOTOR 

96: SWITCH 

96A: ON BUTTON 

96B: OFF BUTTON 

X-AXIS DIRECTION 

(lST DIRECTION) 

Y-AXIS DIRECTION 

{2ND DIRECTION) 

Z-AXIS DIRECTION 

(3RD DIRECTION) 

FIG. 3: 

12: TABLE 

X-AXIS DIRECTION 

(lST DIRECTION) 

Y-AXIS DIRECTION 

( 2ND DIRECTION) 

Z-AXIS DIRECTION 

( 3RD DIRECTION) 

FIG. 4: 

30: REAR PANEL 
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38: MAIN SWITCH 

FIG. 5: 

FIG. 8: 

FIG. 9 : 

18: OBJECT 

26: BASE 

28: FRONT PANEL 

52: UPPER PANEL 

18: OBJECT 

lBA: CHASSIS 

18B: CIRCUIT BOARD 

24: SUPPORT PLATE 

76: SCREW 

82: SLIDER 

32: IC CARD 

70: CYLINDER 

72: MOTOR 

76: MOTOR 

78: SUCTION UNIT 

90: CARD READER 

96: SWITCH 

100: CONTROLLER 
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FIG. 10: 

60: GUIDE 

FIG. 11: 

80: GUIDE 

FIG. 13: 

10: ASSEMBLING DEVICE 

12: TABLE 

12B: COLUMN 

14: lST MOVING MEANS 

16: 2ND MOVING MEANS 

18: OBJECT (WORKPIECE) 

18B: CIRCUIT BOARD 

20: HEAD 

22: PARTS SUPPLY MEANS 

28: FRONT PANEL 

30: REAR PANEL 

34: SLOT 

36: CONNECTOR 

52: UPPER PANEL 

60: GUIDE 

64: HOLDER 

72: MOTOR 

73: SLIDER 
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76: SCREW 

78: SUCTION UNIT 

80: GUIDE 

82: SLIDER 

86: MOTOR 

96: SWITCH 

96A: ON BUTTON 

96B: OFF BUTTON 

99: PROTRUDING GUIDE 

SP: PARTS SUPPLY POSITION 

X-AXIS DIRECTION 

(lST DIRECTION) 

Y-AXIS DIRECTION 

( 2ND DIRECTION) 

Z-AXIS DIRECTION 

( 3RD DIRECTION) 

FIG. 14: 

10: ASSEMBLING DEVICE 

99: PROTRUDING GUIDE 

199: PROTRUDING GUIDE 

FIG. 15: 

14: lST MOVING MEANS 

16: 2ND MOVING MEANS 
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ASSEMBLING DEVICE 

BACKGROUND OF THE INVENTION 

The present invention relates to an assembling 

device for supplying and assembling a part on an object. 

There have been proposed various assembling devices 

for assembling a part on an object. For example, an 

assembling device for attaching a circuit board to a 

chassis with screws has been proposed as shown in FIGS. 

16 and 17 of the accompanying drawings. 

The proposed assembling device has a head 1000 

movable in an X-axis direction for supplying a screw 1003 

to a circuit board 1001 and a chassis 1002. 

The screw 1003 is supplied to the head 1000 from a 

screw supply unit 1005 mounted on a table-1004. The screw 

supply unit 1005 is placed on an upper surface 1006 of 

the table 1004, and occupies a portion of the table 1004. 

The screw supply unit 1005 is placed on the upper 

surface 1006 of the table 1004 because the head 1000 can 

be moved only in a movement range L along the X-axis 

direction. Therefore, the screw supply unit 1005 has to 

be positioned within the movement range L. 

Accordingly, an area 1007 shown as hatched in FIG. 

16, that can be practically used for work on the upper 

surface 1006 of the table 1004 is limited because of the 
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presence of the screw supply uni~ 1005. In order to be 

able to place a larger circuit board 1001 or chassis 1002 

on the table 1004, the area 1007 on the table 1004 has to 

be increased, and the movement range L of the head 1000 

in the X-axis direction has to be increased. Stated 

otherwise, the assembling device has to be increased in 

overall size. 

Since the screw supply unit 1005 is placed on the 

upper surface 1006 of the table 1004, there are 

limitations on the sizes of the circuit board 1001 and 

the chassis 1002 which are workpieces that can be placed 

on the table 1004. Another disadvantage is that after the 

circuit board 1001 and the chassis 1002 are fastened 

together by screws, the screw supply unit 1005 presents 

an obstacle to replacing them with a new circuit board 

1001 and chassis 1002. 

SUMMARY OF THE INVENTION 

It is an object of the present invention to provide 

an assembling device which solves the above problems, can 

be reduced in size, and allows an object or a workpiece 

to be replaced efficiently. 

According to the present invention, there is 

provided an assembling device for supplying and 

assembling a part on an object, comprising a table and a 
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first moving means disposed above the table, the first 

moving means including a guide and a movable body, the 

guide extending in a first direction parallel to a 

surface of the table out of a range in which the table is 

positioned, the movable body being movable to a position 

out of the range in which the table is positioned. 

The first moving means further comprising the guide 

extending in the first direction, the movable body 

movable along the guide, and a holder for holding a head 

detachably on the movable body, the guide has a 

protruding guide projecting along the first direction 

from the range in which the table is positioned. 

The assembling device further comprises second 

moving means disposed on the table and movable in a 

second direction transverse to the first direction, the 

object being mounted on the second moving means. 

The assembling device further comprises parts 

supply means disposed in a position below the protruding 

guide. 

The holder is capable of replacing a parts 

assembling head with another head for processing an 

object. 

The guide of the first moving means is supported on 

columns vertically extending from opposite ends of the 

table. 
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The· holder has an actuator for moving the head on 

the guide in a third direction transverse to the first 

direction and also transverse to the second direction. 

The above and other objects, features, and 

advantages of the present invention will become more 

apparent from the following description when taken in 

conjunction with the accompanying drawings in which 

preferred embodiments of the present invention are shown 

by way of illustrative example. 

BRIEF DESCRIPTION OF THE DRAWINGS 

F~G. 1 is a perspective view of an assembling 

device according to a preferred embodiment of the present 

invention; 

FIG. 2 is a view showing the assembling device 

illustrated in FIG. 1 with an object and a head removed 

therefrom; 

FIG. 3 is a view showing the assembling device 

illustrated in FIG. 2 with a parts supply unit, etc. 

further omitted from illustration; 

FIG. 4 is a perspective view of the assembling 

device of FIG. 3 as viewed from its back; 

FIG. 5 is a front elevational view of the 

assembling device illustrated in FIG. 1; 

FIG. 6 is a plan view of the assembling device 
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illustrated in FIG. l; 

FIG. 7 is a side elevational view of the assembling 

device illustrated in FIG. l; 

FIGS. 8 is a view showing the manner in which 

screws are supplied to and threaded into an object by the 

assembling device illustrated in FIG. 1; 

FIG. 9 is a block diagram of a controller of the 

assembling device illustrated in FIG. 1; 

FIG. 10 is a view showing the manner in which a 

first moving means shown in FIG. 1 is driven; 

FIG. 11 is a view showing the manner in which a 

second moving means shown in FIG. 1 is driven; 

FIG. 12 is a view of an arrangement of plural 

assembling devices shown in FIG~ 1; 

FIG. 13 is a perspective view of an assembling 

device according to another embodiment of the present 

invention; 

FIG. 14 is a plan view of an assembling device 

according to still another embodiment of the present 

invention; 

FIG. 15 is a front elevational view of the 

embodiment shown in FIG. 14; 

FIG. 16 is a plan view of a related art assembling 

device; and 

FIG. 17 is a front view of the related art 
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assembling device shown in FIG. 16. 

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 

Preferred embodiments of the present invention will 

be described in detail below with reference to the 

accompanying drawings. 

The embodiments which will be described below are 

preferred specific embodiments, and hence have various 

technically preferable limitations. However, the scope of 

the invention is not limited to the preferred embodiments 

unless specifically indicated otherwise. 

FIG. 1 shows the preferred embodiment of an 

assembling device 10 according to the present invention. 

The assembling device 10 generally has a table 12, a 

first moving means 14, a?d a second moving means 16. 

In the assembling· device 10, various movements can 

be performed in an X-axis direction (first direction), a 

Y-axis direction (second direction), and a z-axis 

direction (third direction), as shown in FIG. 1. 

FIG. 1 shows the assembling device 10 in its 

entirety. FIG. 2 shows the assembling device 10 with an 

object 18 and a head 20 removed therefrom. FIG. 3 shows 

the assembling device 10 with a parts supply unit 22 and 

a support plate 24 of the second moving means 16 omitted 

from the illustration of FIG. 2. FIG. 4 shows the 
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assembling device 10 of FIG. 3 as viewed from its back. 

The table 12 is of a small size which can be placed 

on a base 26 sue~ as a desk, for example, as shown in FIG. 

5. As shown in FIGS. 6 an~ 7, the table 12 has a front 

panel 28 and a rear panel 30. The front panel 28 shown in 

FIGS. 1 and 5 has a slot 34 for inserting an IC card (a 

functional card with an integrated circuit) and various 

connectors 36, 38, etc. 

The rear panel 30 shown in FIG. 4 has a main switch 

38, a power supply receptacle 40, various connectors 42, 

44, 46, 48, 50, etc. 

As shown in FIGS. 1 to 4, the table 12 has a plane 

upper surface 52. In the illustrated embodiment, the 

table 12 is an elongate rectangular or square shape as 

viewed from the z-axis direction (vertic~l direction). 

The first moving means 14 has vertical columns 12B, 12B 

attached to rear ends 12A, 12A of the table 12. The first 

moving means 14 is mounted along the X-axis direction 

(first direction) which is preferably parallel to the 

upper surface 52 of the table 12. The X-axis direction is 

the same as a lateral direction of the upper surface 52. 

In FIGS. 1 to 3, the first moving means 14 has a 

guide 60 supported in a position remote from the table 12, 

i.e., suspended by the columns 12B, 12B. The first moving 

means 14 can move and position the head 20 in the X-axis 
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direction. The first moving mea~s 14 has the guide 60 

along the X-axis direction, a movable body 62 (see FIG. 

2) movable along the guide 60, and a holder 64 for 

holding the head 20 detachably on the movable body 62. 

The guide 60 has a protruding guide 99 which serves to 

move and position the head 20 in a parts supply position 

SP. Specifically, as shown in FIGS. 1, 5, and 6, the 

protruding guide 99 projects to a position out of the 

range of the upper surface 52 of the table 12, to one 

side of the table 12 in the X-axis direction. 

The guide 60 may be of a construction as shown in 

FIG. 10, for example. In FIG. 10, the guide 60 has 

pulleys 68, 70, a motor 72, and a toothed belt (also 

referred to as a timing belt) 74 which is trained around 

the pulleys 68, 70. The movable body 62 of FIG. 2 is 

attached to the toothed belt 74 and guided by a guide bar 

69. The motor 72 may comprise a pulse motor, for example. 

When the motor 72 is energized, the movable body 62 is 

moved by the toothed belt 74 trained around the pulleys 

68, 70 and can be positioned in the X-axis direction. 

The holder 64 is detachably mounted on the movable 

body 62 by screws or the like. In FIG. l, the head 20 is 

detachably supported on the holder 64. The holder 64 has 

a driving cylinder 70 for lowering or lifting the head 20 

in multiple steps in the Z-axis direction (third 
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direction). When the driving cyiinder 70 is operated, a 

slider 73 of the holder 64 is vertically moved in the z­

axis direction. The head 20 is detachably held on the 

slider 73. 

The head 20 is a device capable of attracting and 

holding a screw 76 releasably, and threading the screw 76 

into the object 18. The head 20 is connected to a suction 

unit 78. When the suction unit 78 is actuated, the head 

of the screw 76 is attracted under vacuum to a tip end 

20A of the head 20. The head 20 rotates the vacuum 

attracted screw 76 with a motor or pneumatic pressure to 

thread the screw 76 into a screw hole of the object 18. 

The head 20 can be moved and positioned above the 

parts supply unit 22 by the first moving means 124. As 

shown in FIG. 1, the parts supply unit 22 holds. a 

succession of screws 76. 

When the head 20 is positioned above a screw 76 on 

the parts supply unit 22, i.e., in the parts supply 

position SP as shown at a position (A) in FIG. 8, the 

suction unit 78 shown in FIG. 1 is operated to attract 

and hold a screw 76 under vacuum. 

When the head 20 is moved to a position (B) shown 

in FIG. 8 or a position (C) shown in FIG. 8, the head 20 

can position and thread the screw 76 into the object 18. 

The second moving means 16 is incorporated in the 
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tale 12, and has a guide 80 and ~ slider 82 as shown in 

FIGS. 2 and 11. The guide 80 has pulleys 82, 84, a motor 

86, and a toothed belt 88 with a slider 82 mounted 

thereon. The slider 82 is.guided by a guide bar 83. When 

the motor 86 is energized, the slider 82 is moved by the 

toothed belt 88 and can be positioned in the Y-axis 

direction. 

The X-axis direction, the Y-axis direction, and the 

z-axis direction are perpendicular to each other. 

As shown in FIGS. 1 and 8, the support plate 24 is 

detachably mounted on the slider 82. As shown in FIG. 1, 

the object 18 is detachably attached on the support plate 

24 under suction, for example. The object 18 may ~omprise 

a chassis 18A and a circuit board 18B, for example. The 

circuit board 18B can be fixed securely to bosses l8C of 

the chassis 18A by threading screws 76 into the bosses 

18C. 

The assembling device 10 can thus assemble the 

circuit board 18B on the chassis 18A with the screws 76. 

FIG. 9 shows a controller 100 for instructing the 

motors 72, 76 and the driving cylinder 70 to operate. A 

card reader 90 is connected to the controller 100. When 

an IC card 32 is inserted into the card reader 90, the 

card reader 90 reads the software of an assembling 

process of parts on the object 18 with screws from the IC 
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card 32, and transmits the read software to the 

controller 100. 

A switch 96 is connected to the controller 100 and 

has an ON button 96A and an OFF button 96B for turning on 

and off, respectively, the assembling device 10 shown in 

FIG. 1. 

An example of operation of the assembling device 10 

for assembling and fixing the chassis 18A and the circuit 

board 18B to each other with screws will be described 

below. 

The chassis 18A and the circuit board 18B, i.e., 

the object 18, are placed in a superposed relation on t_he 

support plate 24 shown at position (B) and (C) in FIG. 8. 

The object 18 may be supplied automatically by an 

external automatic supply device (including a robot or 

the like) or manually by the worker. 

The parts supply unit 22 shown in FIG. 1 is 

disposed in the parts supply position SP alongside of the 

table 12. The parts supply position SP is formed so as to 

correspond to the protruding guide 99 of the guide 60 of 

the first moving means. 

The protruding guide 99 projects in the X-axis 

direction from the table 12 near a left-hand side 12S 

thereof. The projecting state of the protruding guide 99 

is clearly shown in FIGS. 5 ~nd 6. 
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The head 20 is mounted in.advance on the slider 73 

of the holder 64 shown in FIG. 1. 

The controller 100 shown in FIG. 9 gives a command 

to the motor 86 to move the object 18 in the Y-axis 

direction on the upper surface 52 of the table 12 and 

position the object 18 in a predetermined position. The 

controller 100 also instructs the motor 72 to position 

the head 20 over a screw 76 in the parts supply position 

SP. The controller 100 actuates the cylinder 70 to lower 

the head 20 for attracting the screw 76 under vacuum, as 

shown at the position (A} in FIG. 8. The controller 100 

actuates the cylinder 72 again to lift the head 20. 

The head 20 with the screw 76 attracted thereto 

moves in the X-axis direction (to the right in FIG. 8} as 

shown at position (B) or (C) in FIG. 8, and is positioned 

above a hole of the circuit board 18B. 

When the cylinder 70 is actuated again, the head 20 

threads the screw 76 into the hole of the circuit board 

18B and also a hole of the boss 18C. 

The above process is repeated to securely assemble 

and fix the ·circuit board 18B shown in FIG. 1 on the 

bosses 18C of the chassis 18A with a plurality of screws 

76. 

As described above, the assembling device 10 of the 

present invention has the protruding guide 99 as an 
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extension of the guide 60 of the first moving means 14. 

As shown in FIGS. 1, 5, and 6, the protruding guide 99 

projects from the left-hand side 12S of the table 12. The 

parts supply unit 22 can be placed in a position below 

the protruding guide 99. 

The parts supply unit 22 is independent of the 

table 12 and does not need to be placed on the upper 

surface 52 of the table 12. The parts supply unit 22 may 

be spaced from the table 12 and mounted on the base 26 as 

shown in FIG. 5. 

Therefore, the space on the upper surface 52 of the 

table 12 can be fully used for placing the object 18 or 

workpiece thereon,· without being occupied a portion of 

the upper surface 52 by the parts supply unit 22. The 

upper surface 52 can sufficiently be used to place the 

object 18 thereon, and hence can place an object 18 

havin~ a wide area thereon. Since the part~ supply device 

22 is not mounted on the upper surface 52, the object 18 

can be placed on and removed from the upper surface 52 

highly efficiently. 

Inasmuch as the parts supply unit 22 may be 

positioned on the base 26 substantially in alignment with 

the protruding guide 99, the parts supply unit 22 can be 

positioned with large freedom. Besides, the parts supply 

unit 22 does not pose problems, even if it is large in 
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size, and hence a wide choice is available of sizes for 

the parts supply unit 22. 

The head 20 shown in FIG. 1 is detachably mounted 

on the slider 73 of the holder 64. If the head 20 for 

supplying and threading screws 76 is replaced with a head 

having another function, then the assembling device 10 

may be used as a device for performing such another 

function. 

For example, a head having another function may be 

any of heads performing various functions, such as a 

cutting head for cutting an object 18 of metal, a nozzle 

head for applyi~g an adhesive to an object, a machining 

head for dividing a circuit board into predetermined 

dimensions, or a soldering head for soldering parts on a 

circuit board. 

FIG. 12 shows an arrangement having a plurality of 

assembling devices 10 shown in FIG. 1. The parts supply 

unit 22 is positioned below the protruding guide 99 of 

the first moving means 14 of each of the assembling 

devices 10. The parts supply unit 22 may be disposed in a 

parts supply position SP formed between adjacent tables 

12. This arrangement of the plural assembling devices 10 

occupies a minimum width 110. The plural assembling 

devices 10 can be controlled in a coordinated fashion by 

a computer 120. 
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FIG. 13 shows an assembling device 10 according to 

another embodiment of the present invention. The 

assembling device 10 shown in FIG. 13 differs from the 

assembling device 10 shown in FIG. 1 in that the columns 

12B, 12B of the first moving means 14 are attached to the 

rear panel 30 of the table 12. The columns 12B, 12B 

attached to the rear panel 30 allow the upper surface 52 

of the table 12 to provide a wider area that can be used. 

The columns 12B, 12B are less obstructive to movement of 

the object 18. Other details of the assembling device 10 

shown in FIG. 13 are identical to those of the assembling 

device 10 shown in FIG. 1. For those details, reference 

should be made to the description of the structure and 

operation of the assembling device 10 shown in FIG. 1. 

FIGS. 14 and 15 show an assembling device 10 

according to still another embodiment of the present 

invention. The assembling device 10 shown in FIGS. 14 and 

15 is identical to the assembling device 10 shown in FIG. 

1 in that it has the table 12 and the second moving means 

16. The assembling device 10 shown in FIGS. 14 and 15 has 

a first moving means 14 including protruding guides 99, 

199 disposed respectively in left- and right-hand 

positions thereof. Specifically, the protruding guide 99 

extends into a side facing a left-hand side 12S of the 

table 12, and the protruding guide 199 extends into an 
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opposite side facing an another ~ide 12P of the table 12. 

With the above arrangement, the head 20 can move 

along the guide 60 of the first moving means 12 in the X­

axis direction and further into a wider range coextensive 

with the protruding guide 99 or the protruding guide 199. 

If parts supply units 22 are placed below the respective 

protruding guides 99, 199, then parts supplying 

capability of the assembling device can be increased. 

The present invention is not limited to the above 

embodiments. 

In the illustrated embodiments, the object 

(workpiece} 18 is described as a chassis and a circuit 

board. However, the object 18 ·is· not limited to those 

components, but may be components in other fields or 

areas. 

For example, if the head 20 is a soldering head, 

then the object may be a circuit board, for example. If 

the head has a function to cut an object, then the object 

may be a metal piece or a circuit board. 

The actuator for vertically moving the head 20 is 

not limited to a driving cylinder, but may be a 

combination of a motor and a feed screw. 

The first moving means in the X-axis direction and 

the second moving means in the Y-axis direction may also 

be a combination of a motor and a feed screw. 
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According to the present ~nvention, as described 

above, the assembling device may be small in size and 

allows an object or workpiece to be replaced highly 

efficiently. 

Although certain preferred embodiments of the 

present invention have been shown and described in detail, 

it should be understood that various changes and 

modifications may be made therein without departing from 

the scope of the appended claims. 
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What is claimed is: 

1. An assembling device for supplying and 

assembling a part on an object, comprising: 

a table; and 

a first moving means disposed above said table; 

said first moving means including a guide and a 

movable body; 

said guide extending in a first direction parallel 

to a surface of the table out of a range in which said 

table is positioned; 

said mova.ble body being movable to a position out 

of the range in which said table is positioned. 

2. An assembling device according to claim 1, 

wherein said first moving means further comprising:said 

guide extending in said first direction, said movable 

body movable along said guide, and a holder for holding a 

head detachably on said movable body, said guide has a 

protruding guide projecting along said first direction 

from the range in which said table is positioned. 

3. An assembling device according to claim 1, 

further comprising a second moving means disposed on said 

table and movable in a second direction transverse to 

said first direction, and said object being mounted on 

said second moving means. 

4. An assembling device according to claim 2, 
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further comprising a parts supply means disposed in a 

position below said protruding guide. 

5. An assembling device according to claim 2, 

wherein said holder is capable of replacing a parts 

assembling head with another head for processing an 

object. 

6. An assembling device according to claim 2, 

wherein said guide of said first moving means is 

supported on columns vertically extending from opposite 

ends of said table. 

7. An assembling device according to claim 2, 

wherein said holder has an actuator for moving the head 

on said guide in a third direction respectively 

transverse to said first direction and to a second 

direction which is transverse to said first direction. 
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