ABSTRACT A manufacturing method of a glass substrate for a
magnetic di sk conprising a step of formng a round hole in the glass
substrate, the step of formng a round h3gl e conprising: a first step
of, for one of main surfaces of the glass substrate, form ng a cut
line that is to forma periphery of a region that is to becone the
round hole in a perpendicular direction that is substantially
perpendi cular to the main surface of the glass substrate; a second
step of causing the cut line to reagiBgieotirer main surface of the
gl ass substrate; and a third step of, by causing a pushing body to
conme into contact and to apply force in a perpendicul ar direction
fromone of the main surfaces to a glass portion that is to be

separated fromthe glass substrate te beconme a round.hole, form
‘ound hol e i n tHBIREREiRE eIt gf adlara s A TR A BTG ASE
wherein in the third stegf t he. gl ass po Ei fﬁn' IS, se arateg fromthe
gl ass suFRBFEIRG Zgtero fqan%aqgﬁ,rpw@d;) 9 Hbtb%@gaﬁ%sk} strataethe shep
the other main surface.
5 of forming a round hole comprising: a first step of, for one of main surfaces
of the glass substrate, forming a cut line that is to form a periphery of a
region that is to become the round hole in a perpendicular direction that is
substantially perpendicular to the main surface of the glass substrate; a
second step of causing the cut line to reach the other main surface of the
10 glass substrate; and a third step of, by causing a pushing body to come into
contact and to apply force in a perpendicular direction from one of the
main surfaces to a glass portion that is to be separated from the glass
substrate to become a round hole, forming a round hole in the glass
substrate by separating the glass portion; wherein in the third step, the

15 glass portion is separated from the glass substrate so as not to allow the

pushing body to protrude from the other main surface.
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