The present invention provides systens, nethods and appar at us %P‘ﬁﬁaﬁ a
tenperature (at |east about 500-800[err]) processing of senicoﬁﬁﬂk#ﬁE‘

waf ers. The systens, methods and apparatus of the present invention allow
mul tiple process steps to be performed in situ in the same chanber to
reduce total processing tine and to ensure high quality processing for high
aspect ratio devices. Performng nultiple process steps in the sane chanber
al so increases the control of the process paranmeters and reduces device
damage: In particular, the present invention can provide high tenperature
deposi tion, heating and efficient cleaning for formng dielectric filns
havi ng thi ckness uniformty, good gap fll4l capability, high density, |ow
noi sture, and othér desired characteristics.

METHODS AND APPARATUS FOR CLEANING SURFACES IN
- A SUBSTRATE PROCESSING SYSTEM

ABSTRACT OF THE DISCLOSURE

The present invention provides systems, fnethods and apparatus for
high témperature (at least about 500-800°C) processing of semiconductor wafers.
“The systems, methods and apparatus of the present invention allow multiple process
steps to be performed in in situ in the same chambér to reduce total processing time
and to ensure high quality processmg for high aspect ratio devices. Performing
multiple process steps in the same chamber also i increases the control of the process
parameters and reduces device damage. In particular, the present invention can
‘provide high temperature deposition, heating and efficient cleaning for forming
dielectric films having thickness umformxty, good gap fill capability, high densxty,

" low moisture, and other desired characteristics.
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