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LATCH MECHANISM FOR WAFER CONTAINER 

BACKGROUND OF THE INVENTION 

I .Field of the Invention 

This invention relates to a latch mechanism used in a wafer container to 
' 

provide sealed housing space for transport or storage of the wafer container, 

and particularly to a latch mechanism for champing the box of the wafer 

container tightly to the base plate of the wafer container for providing air­

tight sealing. 

2.Description of the Prior Art 

During wafer processes> in order to · prevent the wafer from 

contamination of particles in ambient atmosphere, the wafer is usually held in 

a cotnpletely sealed container. 

·
1
U.S. Pat. No.4,995,430 disclosed a sealable transportable container for 

such ·'purpose. It includes a box sealable to a bottom wall by a latch 

mechanism located on th_e bottom ·wall. The ·latching is accomplished by 
. . 

means of a cam mechanism actuaf41g a l~tch plate to move· linearly so tl).at a 

latch finger at one end thereof can engage with a latch engaging surface of 

the box. A riser is provided on roller surface of the cam mechanism for 

providing pivoting motion of the latch plate so that the finger end of the latch 

plate .can press the box tightly against the bottom wall when the cam 

mechanism is turned to a required position. 

However in the event of no anti-counter rotation positioning means 

being provided, or the cam mechanism not being turned to the required 

position (e.g. being turned only to a half angle required), the vibration and 

impact forces resulting from handling or transportation of the box, and the 

compressing force applied on the latch pfate caused b"y the riser can make the 

cam mechanism producing counter rotation and consequently resulting in the 
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box being separately from the bottom wall. Furthennore, the cam mechanism 

disclosed in the U.S.Pat. No.4,995,430 includes pivot post, pins, slots, cam 

lobes, slant caroming surface, springs,·. etc.. It is a complex structure 

composed of a lot of components. It is therefore expensive to produce. 

SUMMARY OF THE INVENTION 

t 

In view of aforesaid disadvantages, it is an object of this invention to 

provide a latch mechanism for a wafer container in which the box can be 

secured tightly on the base plate. The cam mechanism will not produce 

counter-station even when the latching mechanism is not being rotated to a 

required position. The cam mechanism is simply structured with small 

number of components, and thus is easy to produce and is low cost. 

It is another object of this invention to provide a latch mechanism for a 

wafer container for latching the box securely to the base plate. The latch 

mechanism according to this invention includes a U-shape latch plate and a 

cam mechanism. There is a 7 -shape hook pivotly engaged with the base 

plate at a bottom end and pivotly engaged at a top end thereof with a front 

end of the latch plate via a spindle. The cam mechanism includes a cam and a 

linkage bar. The linkage bar has one end engaging with the latch plate while 

an~ther end movably engaging with the cam. When the .cam is turned and 
. . . 
moves the linkage bar·"linearly inward, the latch plate will also be moved 

linearly inward to a first position, the hook will be withdrawn and allowing 

the box to separate from the base plate. When the cam is turned in another 

directjon, the linkage bar and the latch plate will be moved linearly outward, 

and the hook will be moved to a second position for clamping the box tightly 

to the base plate. The latching and champing is securely achieved even when 

the cam is not being turned to a designated position. There is also no risk of 

counter-rotation of the cam mechanism. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

The invention, as well as its many advantages, may be further 

understood be the following detailed description and drawings in which: 

FIG. I is a schematic picture of this invention. 

FIG. 2 is a bottom view of a latching mechanism with a latch plate at a 

second position. 

FIG. 3 is a bottom view of a latching mechanism with a latch plate at a 

first position. 

FIG. 4 is a fragmentazy side view of a cam mechanism. 

FIG. 5 is a partially enlarged perspective view of a hook means. 

FIG. 6 is a side view of a hook means schematically showing 

movements of the hook means. 

FIG. 7 is a bottom view of another embodiment of a cam mechanism of 

this invention. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Referring to FIG. I, a wafer container 1 includes a box 2 mounted on a 

·base plate 3. Inside the box 2, there is a plural number of wafe~s 4 being held. 

A latch mechanism I 0 is located on the base plate 3. The bottom rim of the 

box 2 has a plural number of recesses 6 for the latch mechanism I 0 to 

securely latch and engage therein. A gasket 5 is located between the box 2 

and the base plate 3 to provide air-tight sealing for the container. 

Referring to FIG. 2, the latch mechanism 10 includes a pair of spaced 

latch plate 20 and a cam mechanism 40. Each latch plate 20 is a substantially 

U-shaped member slideable linearly along a pair of guide rails 22 located at 

two ends thereof. Each latch plate 20 further has a pair of spaced hook means 

30 as shown in FIG. 5 and 6. The hook means 30 includes a hook body 32 

which is a 7 -shape member pivotly engaged at a bottom end ~ith the. base 

plate 3 via a first spindle 33, while the top end thereof is pivotly engaged 



-------------~======-~=-==-~~------~-~--~--·······--.-~---~·····-······· 

4 

with one end of the latch plate 20 via a second spindle 34. The hook body 32 

has a protrusive beak 321 while the front end of the latch plate 20 has a 

protrusive lug 31 which extends about the same horizontal distance as that of 

the beak 321. 

Referring to FIGs 2 and 4, the cam mechanism 40 includes a cam 41, a 

curved slot 412, a roller 421, a pin 422 and a linkage bar 42 which has one 

end attached to the latch plate 20 in the middle portion. The curved slot 412 
t 

is formed a completed guide path along the perimeter of the cam 41. The pin 

422 is fixed to another end of the linkage bar 42 and is slideable in the slot 

412. On the cam surface, there is a plural number of spaced stoppers 413 

which when hitting the linkage bar 42 will ·prevent the cam from turning 

continuously. On the perimeter of cam 41, there are further a plural number· 

of spaced bulges 414 which can slidably engage with the roller 421 for 

preven~g the cam 41 from counter rotating. Because of pin 422 and roller 

421, when the cam 41 is turned, the linkage bar 42 and the latch plate 20 will 

be moved linearly. 

Referring to FIGs 2, 3 and 6, when the cam 41 is turned, the latch plate 

20 will be moved to the first position (shown in FIG. 3), the beak 321 and the 

lug 31 will be pulled inward to allow the box 2 and the base plate 3 

disengaged (also shown by broken line in FIG. 6). One stopper 413 hits the 

linkage bar 4 2 to prevent the cam 41 from over rotation, while a pair of 

bulges 414 wedge the roller. 421 between them for preventing the cam 41 

from counter-rotating. 

When the cam 41 is turned in another direction and reaches the second 

positipn (as shown in FIG. 2), the latch plate 20 will be moved outward, the 

lug 31 and the beak 321 will latch and engage with the recess 60 formed in a 

bottom rim of the box 2 (also shown in FIG. 1), and thus hold the box 2 and 

the base plate 3 together. The swinging of the hook 32 (shown in FIG.6, from 

broken line position to solid line position) further enables the beak 321 to 

produce a downward pressure against the rim of the bot, therefore the box 2 

will be tightly held against the base plate 3 to produce an air-tight sealing 

effect.. Again, another stopper 413 will hit the linkage bar 42 for preventing 
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the cam 41 from over-turning, while another pair of bulges 413 wedge the 

roller 421 between them for preventing the cam 41 from counter-rotating. 

It is noted that following illustrated embodiments have in general 

similar structure like the one shown in FIG. 2. Therefore same numerals are 

used for similar type of elements. 

FIG. 7 shows another embodiment of the cam mechanism 40a of this 

invention. The curved slot 4 l 2a is formed in a segment of the circumference 
t 

of the cam 4la (e.g., a quarter of a full circwnference). Therefore once the 

pin 422 reaches either end of the slot 412a, the cam 4la will be stopped from 

turning further. There is a tension spring 423 set between the roller 42la and 

the pin 422. The roller 42.la is niovable wi~ a.: slo~ 424 formed .in th~ 

linkage bar 42. Therefore the roller 421a will be kept smooth contact with 

the cam 41 a during the cam rotation. 

It may thus be seen that the lug 31 and hook 32 of this invention can 

effectively engage the box on the base plate. Even when the cam is not fully 

turned to the designated position, the lug can still engage within the recess of 

the box securely. The bulges can prevent the cam from counter-rotating. The 

whole structure is simple, and with small number of components. It is thus 

easy and low cost to produce. 
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Claims: 

I .A latch mechanism for a wafer container having a base plate and a 

box sealable to said base plate for forming an air-tight space to house at least 

one wafer therein; said latch mechanism comprising: 

a latch plate located on the base plate including at least one hook means 

engageable with the box, the hook means having a hook, the hook having its 
r 

bottom end pivotly engaged with the base plate and a top end thereof pivotly 

engaged with a front end of the latch plate; and 

a cam mechanism including a cam and a linkage bar, the linkage bar 

having one end fixedly engaged with the latch plate in a middle portion and 

another end thereof movably engaging with the cam; 

wherein, by turning the cam in one direction, the latch plate will be 

moved to a first position such that a front end of the hook together with the 

front end of the .latch plate will be withdrawn to disengage the box from the 

base plate; and 

by turning the cam in another direction, the latch plate will be moved to 

a second position such that the front ends of the hook and the latch plate will 

be extended forward to engage the box firmly to the base plate. 

2.A latch mechanism for a wafer container of claim 1, further having a 

pair of spaced guid~ rails l~c.ated. at both" lateral ends of the 'latch plate fo;i: 

guiding the latch plate moving linearly. 

3. A latch mechanism for a wafer container of claim 1, wherein the box 
• 

has a plurality of recesses, the latch plate is formed in substantially U-shape 

and has a pair of spaced protrusive lugs at a front end thereof engageable 

with the recesses at the second position. 

4. A latch mechanism for a wafer container of claim 1, wherein the cam 

mechanism has a curved slot formed in the cam along the perimeter of the 

cam at a constant distance with the perimeter, a roller located on the linkage 
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bar contactable with the perimeter of the cam, and a pin fixedly located at 

another end of the linkage bar engageable with the curved slot such that 

when the cam is turned, the linkage bar will be moved linearly and axially to 

move the latch plate linearly. 

5. A latch mechanism for a wafer container of claim 4, further having a 
plurality of stoppers on the cam, wherein one stopper hits the linkage bar 

t 

when the latch plate reaches the first position and prevents the cam from 

further turning in one direction, and another stopper hits the linkage bar when 

the latch plate reaches the second position and prevent the cam from turning 

further in another direction. 

6. A latch mechanism for a wafer container of claim 4, wherein the cam 
has a plurality of spaced bulges fonned on the circumference thereof, the 

bulges are engageable with the roller and allow the cam turntable when an 

external force is applied on the cam for preventing the cam from counter­
rotating when the latch plate is moved to the first or second position. 

7. A latch mechanism for a wafer contairier of claim 4, wherein the 
curved slot has two ends, the pin reaches· one end when the latch plate is 

. . ~ 

moved to the first position; and the pin reaches another end when the latch . . . 
plate is moved to the second position. · 

8. A latch mechanism for a wafer container of claim 4, wherein the 

linkag~ bar has a spring and a slot formed therein, the roller being movable in 
the slot, the spring having one end engaged with the roller and another end 
engaged with the pin such that the roller keeps constant contact with the cam. 

9. A latch mechanism for a wafer container having a box sealable to a 
base plate for forming an air-tight space to house at least one wafer therein, 
the box having a plural number of recesses formed in a bottom rim thereof, 
said latch mechanism being located on the base plate and comprising: 

111111111111111111111111111111 
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a U-shaped latch plate having a pair of spaced hook means located at a 

front end thereof, the hook means including a hook member having a bottom 

end pivotly engaged with the base plate and a top end pivotly engaged with 

the latch plate; and a cam mechanism including a cam, a linkage bar, a 

curved slot, a roller and a pin; 

the linkage bar having one end fixedly engaged with a middle portion of 

the latch plate and another end fixedly engaged with the pin, the roller 
t 

located on the linkage bar contactable with the circumference of the cam, the 

pin slidably engageable with the curved slot which is formed in the cam 

along the perimeter thereof such that when the cam is turned, the linkage bar 

will move the latch plate linearly between a first position and a second 

position, wherein the box is disengaged with the base plate at the first 

position resulting from the hook and a front end of the· latch plate being 

withdrawn, and the box is engaged firmly with the base plate at the second 

position resulting from the hook and the front end of the latch plate engaging 

with the box at the recesses. 

10 .A latch mechanism for a wafer container of claim 9, wherein the 

cam has a plural number of stoppers and bulges for positioning of the cam. 

11. A la~ch mechanism for a wafer container of claim 9, wherein the 

curved slot has .two ends, the pin· reaching one end when the latch plate 

reaching the first position, the pin reaching another end when the latch plate 

reaching the second position; wherein the linkage bar further has a slot 

formed therein and a spring located thereon, the roller being movable in the 

slot, the spring having one end engaged with the roller and another end 

engaged with the pin such that the roller being constantly contact with the 

circumference of the cam. 
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