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BIT MAP ADDRESSING SCHEMES FOR FLASH MEMORY 

FIELD OF THE INVENTION 

The present invention relates generally to sense and write path 

architectures for a s~conductor memory device and specifically to 

sense and write path architectures for nonvolatile semiconductor 

memory devices that include memory cells that store more than a 

single bit of data. 

BACKGROUND OF THE INVENTION 

Nonvolatile semiconductor memory devices are fundamental 

building blocks in prior art computer system designs. The primary 

means by which data is stored in nonvolatile memory is the memory 

cell. Typical prior memory technologies provide a storage capacity of 

one bit, or two states, per cell. Nonvolatile memory cells that have 

more than two possible states are known to the prior art. 

One type of prior nonvolatile semiconductor memory is the 

flash electrically-erasable programmable read-only memory ("flash 

EEPROM"). Prior art flash EEPROMs typically allow for the 

simultaneous reading of several flash cells. Further, typical prior 

flash EEPROMs have a storage capacity that is much greater than the 

amount of data that can be output at any one time. Accordingly, each 

output of a flash EEPROM is typically associated with an array of flash 

cells that is arranged into rows and columns, where each flash cell in 

an array is uniquely addressable. When a user provides an address, 

row and column decoding logic in the flash EEPROM selects the 

corresponding flash celt If more than one output is provided~ the 

array is typically subdivided into equal-sized data blocks containing a 

subset of the number of columns in the array. For example, in a 

sixteen output flash device containing 512k flash cells arranged in 

1024 rows and 512 columns, each of the sixteen data blocks contains 32 

columns by 1024 rows of flash cells. 

One type of prior flash cell is a field effect transistor (FET) that 

includes a select gate, a floating gate, a drain and a source. For read 

operations, the source of the flash cell is coupled to ground, and the 
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drain of the flash cell is coupled to a bitline of the array. The flash cell 

is switched on and off by applying a select volta~e to the select gate via 

a wordline that is coupled to the _select gate. The extent to which the 

flash cell conducts current when the select voltage is applied is 
determined by the threshold voltage Vt of the flash cell, which can be 

increased by trapping electrons on the floating gate. A typical method 
for storing information in a flash cell requires the trapping of excess 
electrons on the floating gate to increase the Vt of the flash cell such 

that the current conducted by the memory cell is reduced when the 

selec;t voltage is applied to the select gate. If the cell current is less ( 

than a reference current when the select voltage is applied, the flash 
cell is said to be "programmed." If the cell current is greater than the 
reference current when the select voltage is applied, the flash cell is 
said to be "erased." As the typical prior art flash cell is configured to be 

in one of two possible states, programmed or erased, the typical prior 

art flash cell is said to store one bit of data. 

Typicalprior art schemes for accessing data stored in a flash cell 
are therefore based on the premise truit each cell stores a single bit of 
data. In such prior schemes, one output ls provided for each selected 
cell, and addressing a particular memory cell is the same as addressing 

the data bit stored in the memory cell. When the memory cell stores 

two or more bits of data, however, the prior art sense path 

architectures for single bit cells are inadequate: because each memory . 

cell address specifies more than a single bit. A sense path architecture 

is therefore needed to access each bit of information stored in a 

memory cell that stores n bits of data. Similarly, a write path 

architecture is needed to write n bits. of data per memory cell. 
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SUMMARY AND OBJECTS OF THE INVENTION 
Therefore, one object of the present invention is to provide a 

sense path arcltltecttire for accessing each bit of a memory cell that 
stores n bits per cell. 

Another object of the present invention is to provide a write 
path architecture for writing data to a memory cell that stores n bits 
per cell. 

These and other objects are provided by a sense path circuit for 
accessing data stored in a selected memory cell that stores at least two 
binary bits of data. The sense path circllit includes a plurality of 
outputs equal in number to then bits stored in the selected cell. The 
sen5e path circuit also incluc:tes a sensing circuit that is coupled to the 
selected memory cell and to each of the outputs for determining a 
state for each of the n bits stored in the selected memory cell and for 
outputting each of the n bits to a corresponding one of the plurality of 
outputs. A corresponding write path circuit is also disclosed. 

A second embodiment provides for the objects of the invention 
by sense path circuit for accessing data stored in a selected memory cell 
that stores at least two binary bits of data. The sense path circuit 
includes a single output and a plurality of latches equal in number to 
the number of bits stored in the selected memory cell. The. sense path 
circuit also includes a sensing circuit that is coupled to the selected 
memory cell and to each latch for determining a state for each of the n 
bits stored in the selected memory cell. A switching circuit selectively 
and sequentially couples the output of each latch to the output such 
that data stored in the selected memory cell is output over n 
consecutive clock cycles. A corresponding write path circuit is also 
disclosed. 

Other objects, features, and advantages of the present invention 
will be apparent from the accompanying drawings and from the 
detailed description which follows below. 
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BRIEF DESCRIPTION OF TiiE DRAWiNGS . . . . . . . : 

The present invention is illustrated by way of example and not 
' limitation in the figures of the accompanying drawings, in which like 

references indicate similar elements, andin which: 
FIGURE 1 shows a computer system according to one . 

embodiment. 
FIGURE 2 shows a distribution of multi-level flash cells as a 

function of Vt· 
FIGURE 3 illustrates a by-output sense path architecture 

according to a first embodiment. 
FIGURE 4A is a flow chart for a binary search sensing scheme. 
FIGURE 4B is a more conventional flow chart for a binary 

search sensing scheme. 
FIGURE 5 illustrates a sensing circuit that implements a binary 

search scheme for sensing the state of a flash cell having four possible 
states. 

FIGURE 6 shows a by-output write path architecture. 
FIGURE 7 shows a by-addl"ess sense path architecture. 
FIGURE 8 shows a by-address write path architecture. 
FIGURE 9 shows an alternative write path architecture that 

may implement either by-address or by-output addressing schemes. 

( 
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DETAILED DESCRIPTION 
For the purposes of illustration, the memory device discussed 

in relation to the figures is assumed to be a sixteen output flash 
EEPROM having a 512k flash cell array. The array is arranged i~ 1024 
rows and 512 columns, which are subdivided into sixteen data blocks 
of equal size having 1024 rows and 32 columns each.· Components 
that are common to each embodiment are labeled similarly in order to 
avoid confusion. This example. is not exhaustive of the memory 
devices in which the method and apparatUs of the present invention 
can be implemented. 

Figure 1 shows a computer system of one embodiment. The 
computer system generally includes a bus 111, to which may be 

·coupled a processor 112, main memory 114, static memory 16, mass 
. s: 1rage device 117, and integrated circuit controller 118. Static 
· memory 116 may include a flash electrically eraseable programmable 
read only memory ("flash EEPROM") or other nonvolatile. ·memory 
device that stores multiple bits of data per cell. Similarly, mass storage 
device 117 may be a solid state hard drive 117 using multiple bit per 
cell nonvolatile memory devkes for storing data. 

·Integrated circuit cards 119 and 120inay be Included in the 
computer system and are ooupled to a Personal Computer Memory 
Card Industry (PCMCIA) bus 126. PCMCIA bus 126 is coupled to bus 
111 and to integrated circuit (IC)· controller 118 for providing 
commuilication information between cards 119 and 120 and the 
remainder of the computer system. IC controller 118 provides control 
and address iriformation to IC cards 119 and 120 via PCMCIA bus 126 
and is coupled to bus 111. 

The computer system may further include a display device 121, 
a. keyboard 122, a cursor control device 123, a hard copy device, and a 
sound sampllng device 125. The specific components and 

. configuration of the computer system is determmed by the particular 
· applications for which the computer system is to be used. For 

example, the computer system of Figure 1 may be a personal digital 
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assistant (PDA), a pen-based computer system, a mainframe computer, 

or a personal computer. 
. , 

For each embodiment, each memory cell is a flash cell. Each 

flash cell in the array is capable of being in one of four analog states, 

and the state of the flash cell is indicated by two binary bits. Figure 2 
shows--~ distribution •of multi-level flash cells as a function of Vt. 

shows a distribution of multi-level flash cells as a function of 
threshold voltage Vt. As can be seen, each state is separated by a 

separation range, and three references, Ref1, Ref2 and Ref3, are 

provided, one each from the three separation ranges. The references 

are provided to distinguish between the analog states. _. State 1 
encompasses the_lowest range of Vt voltages. ~f the.four states and is 

indicated by both bits being logic: l's (both erased). State 2 is indicated 

when the high order bit (Bit 1) is a logic 1 and the lower order bit (Bit 

0) is a logic O. State 3 is indicated by Bit 1 being a logic 0 and Bit 0 being 

a logic 1. State 4 is indicated by both bits being logic O's (both 

programmed). The number n of possible states is not limited to four. 

For example, the number of states can be three, five, sixteen, etc. 

Further, the mapping of binary_ bits to analog states may be varied. For 
example, the lowest range of Vt voltages can be indicated by both bits 

being logic O's. 
It should be noted that nonvolatile memory devices other than 

flash EEPROM's and volatile memory devices such as Dynamic 

Random Access Memories (DRAM) are potentially capable of storing 

three or more analog states. Further, it should b.e noted that the 

analog states of nonvolatile devices having a floating gate may be 

expressed in terms other than the threshold voltage Vt. For example, 

analog states may be expressed as ranges of threshold voltages Vt as 

shown in Figure 2, as ranges of drain currents Io, or as ranges of 
. . : : 

charge stored on the floating gate. Volatile memory cells such as 

DRAM memory cells are typically comprised of a capacitor and may 

similarly be expressed as ranges of charge, currents or voltages. 

A nonvolatile memory cell that has a floating gate behaves as a 

field effect transistor havirig a threshold voltage Vt that increases as 

{ 
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charge is added to the floating gate. The memory cell drain current Io 
. ("cell current"} decreases as the threshold voltage Vt and cell charge 
level. increase. The memory cell threshold voltage v t is related to the 
memory cell drain current Io by the expression: 

Io a Gm x (VG"'. Vt} for Vo> VG -Vt 
Gm is the transconductance of the memory cell; 
VG is the memory cell gate voltage; 

Vo is the memory cell drain voltage; and 
Vt is the memory cell threshold voltage. 

Given this relationship, there are a number of ways to sense the 
amount of charge stored on of the floating gate of the memory cell, 
including the following: sensing the cell current of a memory eell 
when a constant voltage is applied to the select gate of the memory 
cell; sensing the amount of voltage required at the select gate· to give 
rise to an expected cell current for the memory cell; sensing a voltage 
drop across a load that is coupled to the drain of the memory cell 
when a constant voltage is applied to the select gate of the memory 
cell, wherein the cell current determines the amount of the voltage 
drop across the load; and sensing the amount of voltage required at 
the select gate to give rise to an expected voltage drop across a load 

. . that is coupled to the drain of the memory cell. To determine the 
analog state of the memory cell, however, it is not necessary to 
quantify the precise amount of charge stored on the floating gate. It is 
sufficient to compare a characteristic of the memory cell to a known 
reference. 

One type of reference is a reference memory cell programmed 
to have a known threshold voltage Vt that is typically between 

defined states. Sensing circuitry for the memory cell· may be replicated 
for the reference memory cell and the o.utputs of the sensing circuitry 
and reference sensing circuitry may be compared using a differential 
comparator. Because sensing the cell charge level of a memory cell 

. . . 
typically requires the comparison of either voltages or currents, the 
reference may be provided by usir\g voltage supplies or current 
sources to supply voltages or currents that correspond to reference 
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memory cells having a cell charge level between defined analog states . 
. For this reason, the references Reh, Ref2, and Refj are not specified as 

. . f 

being threshold voltages, cell currents, or levels of charge stored on a 
floating gate. Instead, it is to be understood that the references shown 
in Figure 2 correspond to the characteristics of the memory cell as 
defined by the ·relationship between cell charge level, cell current Io, 
and threshold voltage Vt· For the purposes of simplifying the 
remaining discussion, the references Ref1, Ref2, and Ref3 will 
expressed as threshold voltages VRl, VR2 and VR3, respectively. 

Figure 3 illustrates a by-output sense.path architecture 
according to· a first embodiment. The by-output s~nse path 
architecture of the first embodiment is designed to allow accessing of 
the n bits contained in a selected flash cell in a single clock cycle. The 
sense path architecture is said to be ''by-output" because each bit in a 
cell is mapped to a unique output. Although Figure 3 illustrates a 
sense path architecture for the case where two bits are stored per cell, 
the architecture may be readily adapted to provide the accessing of 
flash cells that store n bits. 

In this sense path architecture, n outputs are provided per 
selected flash cell. In this manner, one address is used to select a 
single cell. The address is provided by address lines 5, which include 
row address lines 6 and col~n address lines 7. The address line 5 
also include a MLC address line 70, which is described in more detail 
below. The mapping between data blocks and outputs, however, is 
changed from a one-to-one correspondence. In the example of Figure 
3, there are 16 data blocks, 
BO-BIS, only eight of which are coupled to the sixteen outputs, D0-
015, at any ·one time. 

For a two-bit per cell array, if the number of a flash cells in the 
array is to remain at 512k such that the increased density of the dual­
bit flash array is fully utilized, one extra address line is preferably 
added over the number of address lines typically required for accessing 
single-bit flash cell arrays. The number of address lines that must be 
added is a function of the increased memory space provided by the 

( 
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multi-bit cell. For every doubling of memory space, or portion 
thereof, one address line is preferably added. For odd numbers of bits, 
such as three bits per cell, the added address line results_ in the address 
space being larger than the accessible memory space. Thus, a four-bit 
per cell array would have the same number of address lines as the 
three-bit per cell array, but the address space and the memory space 
would be co-extensive. H the size of the array is halved in order to 
reduce the size of a typical 512k flash memory device, no additional 
address line is required for a dual-bit flash cell array. 

· In this example, the floating gate of each selected flash cell is 
programmed such that each selected flash cell has a threshold voltage 
Vt and a cell current that correspond to one of four possible states, 
which can be expressed using two binary bits. The state of a floating 
gate can be determined using a constant-select-voltage/variable cell 
current sensing scheme where a constant and predetermined select 
voltage is applied to the select gate of. a flash cell each time the flash 
cell is read. The state of the flash cell is determined by comparing the 
cell current of the flash cell to the cell current of a reference cell (not 
shown) when the same select voltage is applied to the flash cell and 
the reference cell. As discussed above, the threshold voltages v t of 
the flash cell determines the cell current of the flash cell when the 
select voltage is applied to the select gate. 

In Figure 3, the user provides an address via address lines 5 that 
the row decoder 10 and the column de::-oders, which include column 
decoders 20 and 25, decode to select sixteen flash cells, one each from 
data blocks BO to B15. Address decoding is performed as is well­
known in the art. The state of MLC address line 70 determines which 
eight flash cells will be coupled to the sixteen outputs. Selected flash 
c~ls 30 and 35 are two of the sixteen flash cells selected in response to 
the address decoding operation of the row and column decoders. 
Flash cell 30 is selected in data block BO. Flash cell 35 is ·selected in data 
block Bl. The drains of the selected flash cells 30 and 35 are coupled to 
the sense path circuit via column decoders 20 and 25, respectively. 
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The by-output sense path circuit includes a circuit for selecting 
between the selected flash cells 30 and 3S in response to the address bit 
of the MLC address line 70, a sensing circuit 40 that senses the state of 
the finally selected flash cell and ouqjuts two binary bits indicating 
that state, and output buffers SO and SS, each of which outputs one of 
the binary bits to the output of the memory device~ The circuit for 

' ' 

selecting between the selected flash cells 30 and 3S includes inverter 
71, and n-channel FETs 72 and 73. 

For the first embodiment, the state of the added address line 
determines whether the high word of the array, which is the Sixteen 
bits stored in the odd-numbered data blocks Bl-BlS, or the low word 
of the array, which is the sixteen bits stored in the even-numbered 
data blocks, BO-B14, is routed to the outputs of the memory device. 
The added address line is shriwn as MLC address line 70, which is 
coupled to the input of inverter 71 and the gate of n-channel FET 73. 
When the address bit is a logic 0, the inverter 71 presents a logic 1 to 
the gate of n-channel FET 72. FET 72 switches on, coupling the 
sensing circuitry 40 to the column decode 20 of the data block BO,. 
which stores two bits of the low word. When the address -bit is logic 1 
the sensing circuit 40 is coupled to the column decode 25 of the data 
block Bl, which stores two bits of the high word. The MLC address 
line 70 is coupled to similar circuitry for the remaining pairs of data 
blocks such that a total of eight flash cells are selected from eight data 
blocks to output sixteen bits of data. One alternative to the present 
embodiment is to subdivi?e the array into eight data blocks each 
having 64 columns. The added· address line can then be incorporated 
in the column decode circuitry. In this manner, the column_ decode 
circuitrf ·directly .selects the desired flash cell without resorting to an 
additional selecting circuit s!-!ch as that which includes inverter 71 and 
FETs 72 and 73. 

When the address bit of MLC address line 70 is a logic o; the 
flash cell 30 is coupled to the sensing circuit ~O. For a read access, the 
sensing is preferably· performed using a binary search sensing scheme 
as described below with reference to Figures 4A and 48. The sensing 
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circuit outputs the high order bit Bit 1 to the output buffer 50 and the 

low order bit.Bit 0 to the output buffer 55. The output buffers 50 art.l 

55 output the data to outputs DO and Dl, respectively. The specific 

mappings of bits to outputs is not limited to contiguous outputs and 

can be determined according to the needs of the system. For example, 

the high order bit Bit 1 can be routed to output DO and the low order 

bit BO can be routed to output D7. 

Figure 4A is a block diagram showing a binary search method 

for determining the state of a memory cell having more than two 

possible· states. In step 301, the cell charge level of the selected cell is 

sensed and compared to a first reference flash cell having its Vt equal 

to VR2. Depending on the result of the initial comparison, the sensed 

cell charge level of the selected cell is compared to a selected one of a 
second reference flash cell having its Vt equal to VRl and a third 

reference flash cell having its Vt equal to VR3. If the sensed cell 

charge level of the selected flash is less than that of the first reference 

flash cell, the sensed cell charge level is compared to the second 

reference flash cell at step 2, and the selected flash cell is either in state 

1 or state 302. If the sensed cell charge level of the selected flash is 

greater than ~at of the first reference flash cell, the sensed cell charge 

level is compared to the third reference flash cell at step 303, and the 

selected flash cell is either in state 3 or state 4. Sensing of the cell 

charge level may be done according to any of the methods previously 

discussed. 

. Figure 4B is a conventional flow chart showing the binary 

search method of.the present embodiment. At step 311, the cell charge 

level of the memory cell is sensed. At step 312, it is determined 

whether the cell charge of the memory cell is less than the cell charge 
level of the reference Ref2. If the cell charge level of the memory cell 

is less than the cell charge level of the reference Ref2, the threshold 

voltage Vt of the memory cell is less than that of a reference memory 

cell having a Vt equal to VR2. Similarly, the cell cur~ent ID of the 

memory cell is greater than the cell current IR2 of a reference memory 

cell having a cell current of IR2. If the cell charge level of the memory 
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-· cell is less than the cell charge level of reference Ref2, Refl is selected 
at step 313. At step 314, it is determined whether the cell charge of the 

• 
memory cell is less than the cell charge level of the reference Ref1. If 

the cell charge leyel of the memory cell is less than the cell charge 
level of the reference Ref1, the memory cell is indicated as being in 

state 1 at step 315. If the cell charge level of the memory cell is greater 
than the cell charge level of the reference Ref1, the memory cell is 
indicated as being in state 2 at step 316. . 

If the cell charge l".?vel of the memory cell is less than the cell 
charge level of reference Ref2, Ref3 is selected at step 317. At step 318, ( 

it is determined whether the cell charge of the memory cell is less 
than the cell charge level of the_ reference Ref3. If the cell cha:r:-ge level 

of the memory cell is less than the cell charge level of the reference 
Ref3, the memory cell is indicated as being in state 3 at step 319. If the 

cell charge level of the memory cell is greater than the cell charge 
level of the reference Ref3, the memory cell is indicated as being in 
state 4 at step 320. 

Figure S illustrates a sensing circuit that implements a binary 
search scheme for sensing the state of a flash cell having four possible 
states. The selected flash cell (as shown in Figure 3) is coupled to the 
source of n-channel FET 403. The input of inverter 402 is coupled to 
the source of FET 403.while the.output of the inverter is coupled to 
the gate of FET 403 such that FET 403 and inverter 402 together act as a 
drain bias circuit for biasing the drain of the. selected flash cell and for 
isolating the selected flash cell from the coltimn load, which is the n­
channel FET 404 coupled to the drain of FET 403. The- column lo~d 
FET 404 is coupled to operate as a pull-up resistive device. 
Alternatively, a resistor may be used as the column load in place of 
FET404. 

The state of the selected flash cell determines the voltage at 
node 405, which.is the drain of FET 403. The negative terminals of 

differential comparators 450 and 455 are both coupled to node 405 for 
sensing the voltage resulting from applying the biasing voltage to the 
select gate of the selec.ted flash cell. Comparator 450 has its positive 
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terminal coupled to a first reference circuit that includes a column 
load FET 414, a drain bias circuit including inverter 412 ·and FET 413, 
and a first reference flash cell 411 having its Vt equal to VR2. The 

v<;>ltage at node 415 is determined by the cell current of the first 
reference flash cell 411. The positive terminal of comparator 455, by 

contrast, is coupled to a second reference circuit in which the column 

load FET 424 and the drain bias FET 423 are selectively coupled to 
either a second reference cell 422, havin·g its Vt equal to VR1, or a 

third reference cell 432, having its Vt equal to VR3· The selection 

between the second and third reference cells is made by a selector 
. circuit in response to the output of comparator 450. The column load 

FETs 414 and 424 of the reference circuits are preferably identical to the 

column bias FET 404. Similarly, the drain bias circuits are preferably 
identical~ 

The selector circuit includes a first n-channel FET 440 having its 

drain coupled to the source of FET 423 and its source coupled to the 
second reference flash cell 422, and a second n-channel FET 445 
having its drain coupled to the source of FET 423 and its source 

coupled to the third reference flash cell 431. The output signal line 

460 is coupled to the gate of first FET 440. The output signal line 460 is 
also coupled to the gate of the second FET 445 via inverter 442. If the 

output of the first comparator 450 is a logic 1, indicating that the 
selected flash cell has a lower Vt than the first·reference flash cell 441, 

the first FET 440 is switched on and the voltage at node 425 is 
determined by the second reference flash cell 422. If the output signal 

of the firstcomparator 450 is a logic 0, the inverter 442 inverts the 
output signal to switch the FET 445 on, and the voltage at node 425 is 

determined by the third reference flash cell 431. The second 

· comparator. 455 outputs the result of the second comparison via 

output signal line 465. The output signalline 460 outputs the high 

order Bit 1 and the output signal line 465 outputs the low order Bit 0. 

The sensing scheme implemented by the sensing circuit need not be a 

binary search scheme. For example, the sensing scheme can 
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simultaneously compare the sensed voltage of the selecte~ flash cell to 
each reference cell. 

. . " . . 

Figure 6 shows a by-output write path architecture. The drains 
of the selecte.d flash cells 30 and 35 are coupled to the write path circuit 
via column decoders 20 and 25, respectively. Acidresses for cells to be 
programmed are provided via address lines 5. The by-output write 
path circuit includes FETs 530 and 535, AND gates 520 and 525, and 
control engine 510. Control engine 510 controis the erasure and 
programming of flash array. Control engin~ 510 manages the flash 
array via control of row decOc:ier io, column decoders 20 and 25, · { 
sensing circuit 40, an array of reference cells (as shown in Figure 5) 
and voltage switch circuitry (not shown). The voltage switch circuitry 
controls the various voltage levels necessary to read, program and 
erase flash array. VPP is the PI"Ogram/ erase voltage, which must be 
high in order to program or erase data stOred within the flash array. 
VPP may be externally supplied or internally generated. User 
commands for reading, erasure, and programming are .communicated 
to control engine 510 via a command interface (not shown). The 
control engine 510 may be a processor or state machine that is internal 
to the memory device, but the functi9n of the controi engine can be 
performed by control circuitry external to the memory device. A 
similar write path circuit is provided for every n outputs. 

Each of the FETs 530 and 535 has its drain coupled to the 
programming voltage supply VPP and i~ source coupled to the 
respective selected flash cell via the appropriate drain path for each 
data block. When a logic high voltage is received· at the gate. of FETs 
530 or 535, the drain path of the respective selected flash cell is coupled . . : . . : 

to the programming voltage supply VPP. The FETs 530 and 535 thus 
act as a selector circuit for selecting which selected.flash cell to 
program. Voltage switching circuitry (not shown) uses the 
programming voltage supply to provide programming voltage levels 
to the selected flash cell. Typically, twelve volts are applied to the 
select gate, from six to seven volts are applied to the drain, and the 
source is grounded for the duration of a programming pulse. The 
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voltage levels applied to the gates of FETs 530 and 535 are determined 

by AND gates 520 and 525 in response to the address bit of MLC 

address line 70 and the output of the control engjne 510. 

Table 1 

EXTERNAL STATE DATA 
Bit 1 Bit 0 , , STATE 1 , 0 STATE 2 

0 , STATE 3 
0 0 STATE 4 

For a write access, every two external bits are coded into one of 

four programming levels that correspond to each of the four possible 

states by the control engine 510. This encoding may be done according 

to the truth table of Table 1. The programming level is then used to 

set the threshold voltage Vt of a selected flash cell. The primary 

mechanism for placing charge on the floating gate is hot electron 

injection, and voltage switching ·circuitry (not shown) uses the 

programming voltage supply VPP to generate a gate voltage and a 

drain voltage to apply to the selected flash cell during programming 

. pulses. The source of the selected flash cell is typically grounded 

during programming. The control engine 510 sets the threshold 

voltage Vt of the selected cell bv applying a series of programming 

pulses during each of which t. programming voltages derived from 

the programming voltage supply VPP are applied to and removed 

from the selected flash cell. It is possible that a selected flash cell can 

successfully program in one programming pulse. The amount of 

charge placed within the selected cell is varied by varying the gate or 

wordline voltage level during programming pulses. 

During the write access, the MLC address line 70 is used to route 

the 16-bit encoded data into the high or low order word. As can be 

seen, the added address line 70 is coupled as an input to AND gates 
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520 and 525. The address bit is inverted for the AND gate 520. The 
second input for each AND gate is the output of !the control. engine .. 
Depending on the state of the MLC address line 70, a logic 1 output by 
the control engine·510 will cause either FET 530 or 535 to be switched 
on, coupling the programming voltage VPP to selected flash cells 30 
and 35, respectively. If the address bit is high, the high order word 
(the odd-numbered data blocks) will be programmed. The control 
engine for each write path determines the programming level of the 
selected flash cell. 

Figure 7 illustrates a by-address sense path architecture ( 
according to one embodiment. The drain of the selected flash cell 30 is 
coupled to the sense path circuit of data block BO via column decoder 
20. The drain of the selecteci flash cell 35 is coupled to the sense path 
circuit of data block Bl via column decoder 25. The sense path for 
data block BO includes sensing circuit 40, switching circuit 650 and 
output buffer 50. In this sense path architecture, one address is 
pr~vided for each bit stored in the multi-bit flash cell, and· the 
mapping of data blocks.to outputs maintains the one-to-one 
correspondence of the prior art single-bit flash cell array. Thus, in this 
embodiment, there are 16 data blocks, BO-B15, containing 32 columns 
each, mapped to 16 outputs, DO-D15. Addresses are provided via 
address lines 5. 

During a read access, when a dual-bit flash cell 30 is selected by 
row decoder 20 and column decoder 10, the drain of the selected flash 
cell 30 is coupled to sensing circuit 40, which is preferably the sensing 
circuit shown in Figure S. Switching circuit 650, which may be a 2:1 
multiplexer, selects either the high order Bit 1 e>r the low order Bit 0 in 
response to the MLC address. signal that is received by MLC address 
line 70. The MLC address line 70 is routed to each multiplexer for 

. . 

each sense path. The number of bits for the MLC address line 70 is 
determined by the increase in memory space, as detailed above with 
respect to the by output sense path architecture. For this embodiment, 
where n is equal to 2, the MLC address line 70 is preferably a single 
binary bit wide. 
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. During a first cycle of the read access the MLC address, line 70 

assumes a first state, routing the high bit to the output buffer 671. 

During the second cycle of the read access, the MLC address line 70 

assumes a second state, routing the low bit to the output buffer 50. Of 

course, the order in which the high bit and the low bit are output may 

be reversed. Also, each bit stored in a flash cell may be individually 

addressed, and a two step read process is not required. The sense path 

circuit for data block Bl operates substantially identically to the sense 

path circuit for data block BO and is shown to more distinctly 

demonstrate the differences between the by-output and by-address 

sense path architectures. The sense path for data block Bl includes 

sensing circuit 45, switching circuit 655 and output buffer 55. 

Figure 8 shows a by-address write path architecture. The drain 

of the selected flash cell 30 is coupled to the write path circuit via 

column decoder 20. The write path circuit includes n-channel FET 

740, control engine 510, latches 760 and 765, and AND gates 770 and 

775. Again, the function of the control engine 750 can be performed by 

drcuitry external to the memory device. Similar write path circuits 

are provided for each output. The drain of n-channel FET 740 is 

coupled to the programming voltage supply VPP while it source is 

coupled to the drain of selected flash cell 30 via the column decoder 

20. FET 740 is switched on and off in response to a programming 

signal generated by the control engine 510 and received at the gate of 

FET 740. 
During a write access two external 16 bit words from two 

sequential addresses are latched into thirty two data latches. 

,Alternatively, a single.thirty-two bit register may be used. When the 

CLK signal goes high and the MLC address bit is low, the bit at the 

output DO is latched into latch 760. On the next clock cycle when the 

CLK signal gc>es high and the address bit goes high, the bit at the 

output DO is latched into latch 765~ The control engine codes these 

two bits into one of four programming levels and switches n-channel 

FET 740 on and off to program the selected cell 730. The encoding may 

be· done as shown in Table 1, above. When a flash cell is selected, the 
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high bit of the flash cell is acces_sed by a first output, and the low bit of 
the flash cell is accessed by a·second output. 

. . ( 

Figure 9 shows an alternative write path architecture-that can 
implement either by-address or by-output addressing schemes .. Again, 
the flash cells of flash array 30 are selected by row decode circuit 10 and 
column decode circuits 20 in response to addresses provided via 
address lines 5. the write path circuitry as shown includes a 
programming buffer 910 and voltage switch circuitry 920. 
Programming buffer 910 is used to buffer data received via device I/0 
pins D0-015. The use of a programming buffer increases ( 
programming throughput to the flash cell array 30. The 
programming buffer enables increased programming speed by 
buffering a set of programming data. The programming buffer 
enables fast access to the programming data by the control engine 510. 
The. fast access to the programming data enables the control engine 
510 to amortize the cycling of program level voltages via voltage 
switch circuitry 920 across multiple bytes in the flash cell array 30. 

Control engine 510 controls the loading of programming buffer 
910 with programming data in re5ponse to the incoming addresses 
received via address lines 5. Several bytes or words of data can be 

stored in the programming buffer 910. To program the flash array 30, 
the control engine causes the programming buffer 910 to read out the 
programming data to the column decode circuits 20 while 
simultaneously supplying the appropriate address infol'.lllation to the 
row decode circuit 10 and column decode circuits 20 via address lines 
5. The control engine 510 applies programming pulses to the selected 
flash cells of the flash array by controlling voltage switching circuitry 
920. In response, voltage switching circuitry 920 provides the 
appropriate voltages to the drains and the select gates of the selected 
flash cells of the flash array 30. The data stored in the selected flash 
cells is verified between each programming pulse using the 
appropriate sense path architecture. 

The.control engine.510 controls the loading and unloading of 

the programming buffer 920 in response to the addressing scheme 
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implemented by the write and read path architectures, and the control 
engine 510 may be designed or programmed to support either or both 
of the addressing schemes described. Thus, the write path architecture 
of Figure 9 is flexible and may be implemented on a memory device 
such that the user ultimately selects between by-output and by-address 
options by selecting the addressing scheme .. 

In the foregoing ·specification the invention has been described 
with reference to specific exemplary embodiments thereof. It will, 
however, be evident that various modifications and changes may be 
made thereto without departing from the broader spirit and scope of 

. . . 

the invention as set forth in the appended claims. The specification 
and drawings are, accordingly, to be regarded in an illustrative rather 
than restrictive sense. 
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CLAIMS 

THIS SHEET HAS BEEN 
. REPLACED 

What is claimed is: 
1. In a memory device, a sense path circuit f~r accessing data 
stored in a selected memory cell that stores n pits, wheJ;"ein n is greater 

~ . ' 
than 1, the sense path circuit comprising: 

a plurality of n ·outputs; arid 
a sensing circuit coupled to the selected memory cell and to 

each of then outputs, the sensing circuit for determining a 
state for each of _the n bits stored in ~he 'selected memory cell 
and for. outputting each of the n bits. to a corresponding one ( 
of the n outputs. 

2. The sense path circuit of claim 1, wherein the sense path circuit · 
includes: 

a first column decode circuit for addressin$ a first memory cell 
in response to a address; 

a second column decode circuit for addressing a second 
memory cell in r~sponse to the address; and 

a selector circuit for selectively coupling the first column 
decode circuit to the sensing circuit in response to a portion 
of the address such that the first memory cell is the 
selecected memory cell. 

3. The sense path circuit of claim 2, wherein the portion of the 
·address is one binary bit wide. 
4. The sense path circuit of claim 2, wherein the selector circuit 
selects the first column decode circuit when the portion of the address 
is·in a first state. 
5. The sense path circuit of claim 4, wherein the selector circuit 
selects the second column decode circuit when the portion of the 
address is in a second state such that the second memory cell is the 
selected memory cell. 
6. The sense path circuit of claim 1, wherein the selected memory 
cell is a nonvolatile memory cell. 
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7. In a memory device, a write path circuit for writing data 
received at n inputs to a selected memory cell that stores n bits, where 
n is greater than 1, the write path circuit comprising: 

first column decode circuit for addressing a first memory cell in 
response to an address; 

a second column decode circuit for addressing a second 
memory cell in response to the address; 

a· control engine for encoding the data received at the inputs 
and for providing a programming pulse to the selected 
memory cell; and 

a selector circuit for selecting the first column decode circuit to 
receive the programming pulse in response to a portion of 
the address such that the first memory cell is the selected 
memory cell. 

8. The write path circuit of claim 7, wherein the selector circuit 
selects the first column decode circuit when the portion of the address 
is in a first state. 
9. The write path circuit of claim 8, wherein the Selector circuit 
selects the second column decode circuit when the portion of the 
address is in a second state such that the second memory cell is the 
selected memory cell. 
10. The write path circuit of claim 7, wherein the portion of the 
address is one binary bit Wide. 
11. The write path circuit of claim 7, wherein the selected memory 
cell is a nonvolatile memory cell. 
12. in a memory device, a sense path circuit for· accessing data 
stored in a selected memory cell that stores n bits, where n is greater 
than 1, the sense path circuit comprising: 

an output; 
a sensing circuit coupled to the selected memory cell and the 

output, the sensing circuit for determining a· state for each of 
the n bits stored in the selected memory cell; and 

a switching circuit coupled to the sensing circuit and to the 
output, the switching circuit for selectively providing one of 
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then bits from the sensing circuit to the output in response 
to a select signal. · · 

13. The sense path circuit of claim lO, whereiq n is equal to 2. 
14. The sense path circuit of claim 11, wherein the sensing circuit 
simultaneously outputs a first bit and a second bit. 
15. The sense path circuit of claim 12, whereiri the switching circuit 
is a multiplexer coupled to receive the first and second bits from the 
sensing circuit. 

16. The sense path circuit of claim 10, whereir\ the selected 
memory cell is selected in response to an address; 
17. The sense path circuit of claim 14, wherei~ the select signal is a 
portion of the address. 
18. The sense path circuit of claim 12, wherein the selected 
memory cell is a nonvolatile memory cell. 
19. In a memory device, a write path circuit for writing data 
received at an input to a memory cell that stores n bits, where n is 
equal to at least 2, .the write path circuit compri~i~g: 

a column decode circuit for selecting the s~lected memory cell 

in response to an address; 
n latches coupled to receive data from the input, each latch 

being enabled to latch data in response to the address and a 
clock signal; 

a control engine coupled to the n latches, the control engine for 
encoding the data received from the n latches into a 
programming level, and for programming the selected 

memory cell by generating a programming pulse. 
20. The write path circuit of claim 13, wherein n equals 2 such that 

there is a first latch and a second latch, the write· path circuit further 

including: 
a first AND gate having a.first inpu~ coupled to receive the 

clock signal, a second inverted input ~upled to receive an 
address bit, and a first output coupled t9 the first latch, the 

first AND gate for enabling the first latCh to receive data 

from the input when the address bit is logic low; and 

·• 

( 
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a second AND gate having a third input coupled to the control 
engine, a fourth input coupled to receive the address bit, and 
a second output coupled to the second!latch, the second 

· AND gate for enabling the second latch to receive data from 
the input when the address bit is logic high. 

21. In a memory device, a method for sensing data stored in. a 
selected memory cell that stores n bits per cell, wherein n is equal to at 
least 2, the method comprising the steps of: 

addressing n memory cells in response to an address; 
selecting one of the n memory cells . to be the selected memory 

cell in response to a portion of the address; 
sensing the data stored in the selected memory cell; 
outputting each of the n bits stored in the selected memory cell 

to a corresponding one of n outputs. 
22. In a memory device, a method for writing data to a_ selected 
memory cell that stores n bits per cell, wherein n is equal to at least 2, 
the method comprising the steps of: 

addressing n memory cells in response to an address; 
encoding data received at n inputs; 
selecting one of the n memory cells to be the selected memory 

cell in response to a portion of the address; 
sensing the data stored in the selected memory cell; 
outputting each of the n bits stored in the selected memory cell 

to a corresponding one of n outputs. 



PCT WORLD INTELLECIUAL PROPERTY ORGANIZATION 
International Bureau 

IN'f.ERNATIONAL APPLICATION' J>UBLISHED UNDER THE PATENT COOPERATION TREATY (PCT) 

(SI) International Patent Classification 5 : (11) International Publication Number: 0 ·95134073 
Al GllC 7/00 

( 43) International Publication Date: 14 December 1995 (14.12.95) 

(21) International Application Number: 6ms9S/06308 

(22) International Filing Date: 

(30) Priopty Data: 
,..-08/253,902 pune 1994 (02.06.94) 

. - /-. . ./ 
(71) Applicant: INTEL CORPORATION [US/US); 2200 Mission 

College Boulevard, Santa Clara, CA 95052 (US). 

(72) Inventors: sW]iffJ\, Sherif; S 11 Platt Circle, El Dorado Hills, 
CA 95762 (US). B~. Mark, E.; 2841 Hillcrest Drive, 
Cameron Park, CA 95682 (US). 

(74) Agents: TAYLOR, Edwin, H. et al.; Blakely, Sokoloff, 
Taylor & Zafman, 7th floor, 12400 Wilshire Boulevard, Los 
Angeles, CA 90025-1026 (US). 

(81) Designated States: AM, AT, AT (Utility model), AU, BB, 
BG, BR~ BY, CA, CH, CN, CZ, CZ (Utility model), DE, 
DE (Utility model), DK, DK (Utility model), EE, ES, Fl, Fl 
(Utility model), GB, GE, HU, IS, JP, KE, KG, KP, KR, KZ, 
LK, LR, LT, ~U. LV, MDJ{G, MN, MW, MX, NO, NZ, 
PL, PT, RO, RU, SD, s~ SI. SK, SK (Utility model), 
TJ, TM, TT, UA, UG, UZ, VN, European patent (AT, BE, 
CH, DE. DK, ES, FR, GB, GR, IE, IT, LU, MC, NL, PT • 
SE), OAPI patent (BF, BJ, CF, CG, Cl, CM, GA. GN, ML, 
MR, NE. SN, TD, TG), ARIPO patent (KE, MW, SD, SZ, 
UG). 

Publlsbed 
With international search report. 

(54) Title: IT MAP ADDRESSING SCHEMES FOR Fl.ASH MEMORY 

(57) Abstract 

11.um .---...... \ --------
ROW 
IBODER • 

11GH ar 

73 

aam (3:11] 
••••••••••••••• 814 915 

COLUMNS [Ma) 

Sense path and write path architectures for read and write accesses of a memory device having memory cells (BO-BIS) that sto~ n 
binary bits are disclosed. ''By-output" architectures provide one output per bit such that each selected memory cell (30 and 35) is mapped 
ton outputs (DO-Dl) and then bits stored in the selected memory cell (30 and 35) are read in parall~. "By-address" architectures provide 
one address per bit such that each selected memory cell (30 and 35) is mapped to one output, and the n bits stored in the selected memory 
cell (30 and 35) are read sequentially. · 

•·
1
.lt t ·~.w 

~ .. , 
~'!' •• .;·v~ ;~'~· ~: ·~ 

;. 
,,;,.,1: .. ~· .. ... 

i;, ~···= \ . 
l~J ·~ ; ~= 

~ .. \:;-' : ~ !·• ....... 



.. 

( 

FOR THE PURPOSES OF INFORMATION ONLY· 

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international 
applications under the PCT. 

AT Austria GB United Kingdom MR Mauriwiia 
AU Ausualia GE Georgia MW Malawi 
BB Barbados GN Ouinea NE Niger 
BE Belgium GR Greece NL N•rlands 
BF Burkina Faso HU H~gary NO Norway 
BG Bulgaria IE lleland NZ New Zealand 
BJ Benin . IT Italy PL Poland 
BR Brazil JP Japan PT Ponugal 
BY Belarus KE Kenya RO Romania 
CA Canada KG Kyrgyslln RU Russian Federation 
CF Central African Republic KP Democralic People's Republic SD Sudan 
CG Congo of Korea SE Sweden 
CH Switzerland KR Republic of Korea SI Slovenia 
CI COie d'lvoi~ KZ Kazakhstan SK Sl0vakia 
CM Cameroon LI Liecluenstein SN Senegal 
CN China LK Sri Lanka TD Chad 
cs Czechoslovakia LU Luxembourg TG Togo 
CZ Czech Republic LV Latvia TJ Tajikistan 
DE Ciermany MC Monaco TT Trinidad and Tobago 
DK Denmark MD Repiablic of Moldova UA Ukraine 
ES Spain MG Madagascar us United Stale$ of America 
FI Finland ML Mali uz Uzbekistan 
FR France MN MOngolia VN Viet Nam 
GA Gabon 

9·6 1 1 5 3 1 rJ ~ ill'~ il1 



··-------------------· ----~ 

W09S/34073 

DISPLAY 
121 

KEYBOARD 
122 

CURSOR 
CONTROL 

123 

HARD 
COPY 

DEVICE 
124 

SOUND 
SAM PUNG 

DEVICE 
125 

FIG. I 

1 /10 

STATIC 
MEMORY 

116 

MAIN 
MEMORY 

114 

PROCESSOR 
112 

BUS 111 

LC. 
CONTROLLER 

118 

PCMCIA BUS 
126 -

SUBSTITUTE SHEET (RULE 26} 

PCT/US9S/06308 

MASS 
STORAGE 

DEVICE 
ill 

LC. CARD 
119 

LC. CARD 
120 

.1/0 
DEVICE 

113 



W095/34073 PCT/US95/06308 

2/10 

~ 

> 

-& 

SUBSTITUTE SHEET (RU~E 26) 



Cl> c 
m 
~ 

~ 
m 
Cl> . :c 
m 
!:!.1 
:0 
c 
r­m 
N 
O> -

,..~. . ... 

WL112J ~ 
---\ 0 

ROW 
DECODER 

WU1 

71 

.5 

Bl B1 

SENSING CIRCUIT 

HIGH BIT LOW BIT 

0 

Vss 

25 

40 

D1 

BLOCKS (3:13) 
••••••••••••••• B14 

COLUMNS (64:447] 

FIG. 3 

I 
I 
I 
I 815 
I 
I 
I 
I 

w 
....... -0 

~ ... = f;! 

~ n 
~ 
~ 
~ 

I 



W095/34073 PCT/US95/06308 

4/10 

LaJ 

~~ 
0 ~ 0 

,,, 
LiJ 0 
0:: lf"" < ,,, 
a..o a:: . ::::Et-> 
0 

N (J 

a:: 
> 
I\ 0 - LiJ 0 

~,,, -LiJ 0 l;) 
0:: /,,, 
< N 
~e a:: 

. 
0 > 
(J LLJ 

~N 
0 ~ N - -0:: 

> 
v N 

LiJ 0 
a:: V,,, 
< -a..o a:: -
::::E f- > 
0 
0 

- ~--
In 

SUBSTITUTE SHEET (RULE 26) 



W09S/34073 

SENSE CELL 
CHARGE LEVEL 

NO 

SELECT REFERENCE 
Ref 3 

CELL CHARGE 
LEVEL < Ref3 

(Vt < VR3) 
Clo > IR3) 

NO 

STATE 4 

PCT/US95/06308 

5/10 

>--.i SELECT REFERENCE 
Ref 1 

313 

STATE 1 

315 

317 NO 

STATE 2 
316 

STATE 3 

319 

FIG. 48 

320· 

SUBSTITUTE SHEET (RULE 26) 



en 
c 
m 
g} 
-I 

~ m 
en :c 
m 
!!I -:D c 
Fn 
"' s 

Vee 
T 

Y1404 

401 

SELECTED 
RASH 
CELI. 

I 

,405 I 

;> T · c oHIGH BIT 
Vee 

I-1 r414 
412 

Vs 

Y1 

450 

415 

Vee ~ y T 455 

422 1424 I ... 425 

Vs 

Y:rY422 

60 

"'4&s 
D LOW BIT 

FIG. 5 

C1l 
....... -0 

~ 
'° ~ w 
~ = ..... 
. W 

"d g 
~ 
fl = QO 



... 



.... 

WLUf2J ~ 
\ I I : 0 

IC 
I ' UI 

I I w 
I I 

.s=. = 
ROW I I I BLOCKS (3:13) · I ;j 

DECODER Bl I 81 814 I 815 
I ••••••••••••••• I 

I COLUMNS (64:447] 
I 

WU1 I .,,-.J I .. ) I '6' Vss 

20~ I . JO I '» 25 , 
~ .~~~~~ I ~~~~~~ r 10 

en 
c 
m 
~ ~ ()) 

=i 
........ 

~ 
__. 

7 SENSING SENSING 
0 

m 
en CIRCUIT CIRCUIT :::c m HIGH LOW HIGH LOW 
~ BIT BIT BIT err FIG. 7 -::D 
c: 
J;; 

II 70 l'2 m -
-a n 

50 t1-55 
~ 
flJ 
IC 

~ 
°' 

5 J_ DB ..l -~ 
w = ao 



en 
·C 

m 
~ 
=i 
~ m 
en 
:I: m 
~ -:D 
c 
h1 
~ 
0) -

10 

ROW 
DECODER 

6 , r 
I 

ROW 
ADDRESS 

8' 

~ r cot.iiuN- ~ c' 7 COLUMN 
PP DECODE ADDRESS 

L..J 510 
Tr 5 

I~ I 8·~· 
I I 70 

~ rl I 
765 

70 

--{.MLL CU< ' 
i' • 

~1 
ADDER 

BLOCKS (1:14] 
••••••••••••••• 815 

COLUMNS [32:479) 

FIG. 8 

\D 
......... -0 

.r' 

~ 
0 
Ii 
~ 
~ 

"1:1 n 
~ 
I'll 
IO 

~ 
t = QC 



,_ 



' \ . 

1111111111111111111 \1111111111 
* C L M S * 

1 

NEW·CLAIMS 
REPLACEMeNT SHEET 

Date :2. .. S ... N9~ .. ~ ..... 

1. In a flash electrically erasable programmable read-only memory circuit, 

a sense path circuit for selectively accessing data stored in one of a plurality of 

data blocks, each data block including at least one memory cell that stores n 

bits, wherein n is greater than 1, the sense path circuit comprising: 

a plurality of n outputs; 

a row decoder circuit couple~. to the data blocks; 

.:,·:a··first cohnpn decode circuit coupled to a ~rst memory cell of a first 

data block for addressing the first memory cell in conjunction with 

the row decoder cir~uit in response to an address; 

a second column decode circuit coupled to a first memory cell of a 

second data block for addressing the first memory cell of the second 

data block in conjunction with the row decoder circuit in response 

to the address; 

a sensing circuit for determining each of the n bits stored in a selected · 

memory cell and for outputting. each of the n bits to a corresponding 

one of the n outputs; and 

a. selector circuit for selectively coupling either the first memory cell of 

the first data block or the first memory cell of the second data block 

to the ·sensing circuit in response to a select signal. 

2. The sense path circuit of claim 1, wherein the select signal is one bit 

wide. 

3. The sense path circuit of claim 1, wherein the selected memory cell is a 

nonvolatile memory cell. 
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4. A flash electrically erasable programmable read-only memory device 

comprising: 

a plurality of inputs including row address inputs, column address 

inputs, and at least one select input; 

a memory cell array arranged in a plurality of rows and columns, the 

memory cell array comprising a plurality of m data blocks, each data 

block comprising a plural~~ of memory cells, wherein each 

memory cell is operative to store n bits of data, wherein n is greater 

than 1; 

a row decoder circuit coupled to the plurality of m data blocks, wherein 

the row decoder circuit selects a row of the memory cell array in 

response to a row address received via the.row address inputs; 

a plurality of m column decoder circuits each coupled to a 

corresponding one of the plurality of in data blocks, wherein each 

column decoder circuit selects a column of the corresponding data · 

block in response to a column address received via the column 

address inputs such that m memory eel~ are selected for reading in 

response to the row and column addresses; 

a plurality of m/ n sensing circuits each for determining the n bits of 

one of n selected memory cells; 

a plurality of m outputs coupled to the. plurality of sensing circuits for 

outputting data sensed by the plurality of sensing circuits; and 

a selector circuit coupled to the plurality of cqlumn dec~der circuits and 

the plurality of sensing circuits for selectively coupling m/n of the 

m selected memory cells to. the plurality of m/n sensing circuits in 

response to a selected signal carried by the select input. 
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5. In a memory device, a write path circuit for writing data received at n 

inputs to a selected memory cell that stores n bits, where n is greater than 1, 

the· write path circuit comprising: 

a first column decode circuit for addressing a first memory cell in 

response to an address; 

a second column decode circuit for addressing a second memory cell in ,,. 

response to the address; 

a control engine for encodin~ the n bits of data received at the n inputs 

·· ... a11d for providing at least one progra~D:tg pulse corresponding to 

the encoded n bits of data to the selected memory cell; and 

a selector circuit for selecting the first column decode circuit to receive 

the at least one programming pulse in response to a portion of the 

address such that the first memory cell stores then bits. 

6. The write path cir~uit of claim 5, wherein the selector circuit selects the 

, first c;olumn decode circuit when the portion of the address is in a first state. 

7. The write path circuit of claim 6, wherein the selector circuit selects the 

second column decode circuit when the portion of the address is in a second 

state such that the second memory cell is the selected memory cell. 

8. The write path circuit of claim 5, wherein the portion of the address is 

one binary bit wide. 

9. The write path circuit of claim 5, wherein the selected memory cell is a 

nonvolatile memory cell. 
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a plurality of address inputs including row address inputs, column 

address inputs, and at least one multi-level cell (MLC) address 

input; 

a memory cell array arranged in a plurality of rows and columns, the 

memory cell array comprising a plurality of memory cells wherein 

..... each memory cell is operative to store n bits of data, wherein n is '· 

greater than 1, each of the n bits of a memory _cell having a different 

address; 

a IOW decode.I drcuit coupled to the memory cell array wherein the 

row decoder circuit selects a row of the memory cell array in 

response to a row address received via the row address inputs; 

a column decoder circuit coupled to the memory cell array wherein the 

column decoder circuit selects a column of the memory cell array in. 

response to a column address received via the column address 

inputs such that a first memory cell is selected for reading in 

response to the row and column addresses; 

a sensing circuit coupled to the first memory cell and the output, the 

sensing circuit for determining a state for each of the n bits stored in 

the first memory cell; and 

a selecting circuit coupled to the sensing circuit, the MLC address input, 

and ~o the output, the selecting circuit for addressing and providing 

only one of the n bits from the sensing circuit to the output in 

response to the MLC address input such that each of the n bits 
' 

stored by the first memory cell is individually addressed and output. 
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11. The memory device of claim 10, wherein n is equal to 2. 

12. The memory device of claim 10, wherein the sensing circuit 

simultaneously outputs a first bit and a second bit. 

13. The memory device of claim 10, wherein the selecting circuit is a 

multiplexer coupled to receive then bits from the sensing circuit as inputs 

and the at least one MLC address inpl;lt" as a control signal. 

14. The memory device of claim 10, wherein the first.memory cell is a 

nonvolatile memory c~ll. 

15. A memory device comprising: 

a plurality of outputs; 

an array of memory cells wherein each nonvolatile memory cell stores 

n bits, n being greater than 1, each of the n bits of a memory cell 

having a different address; 

a pl1:1fality of address inputs for coupling to receive an address; and 

means, coupled to receive the address, for individually addressing each 

of the n bits stored in a selected plurality of memory cells in 

response to the address such that each of the selected plurality of 

nonvolatile memory ce11s outputs a single bit via a corresponding 

one of the plurality of outputs. 

16. The memory device of claim 15 wherein the means is also for selecting 

the selected plurality of memory cells in response to a first portion of the 

address, for sensing then bits stored by each of the selected plurality of 
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memory cells, and for selecting only one of the n bits of each of the selected 

plurality of memory cells for output in response to a second portion of the 

address. 

17. A nonvolatile memory device comprising: 

a plurality of row address inputs for coupling to receive a row address; 

a plurality of column address inputs for coupling to receive a column 

. : ... address; 
.... - . 
at least one multi-level cell (MLC) address. mput for coupling to receive 

an MLC address; 

an array of nonvolatile memory cells arranged in a plurality of rows 

and columns, wherein each nonvolatile memory cell stores n bits, n 

being greater than 1, each of the n bits of a memory cell having a 

different address; 

a row decod_er coupled to select a first row of the array in response to 

the row address; 

a column decoder coupled to select a first plurality of columns of the 

array in response to the column address such that a first plurality of 

memory cells are addressed in response to the row and column 

addresses; and 

a selecting circuit coupled to select one of n bits for each of the first 

plurality of memory cells in response to the MLC address such that 

only ~ne of the n bits for each of the first plurality of memory cells 

is addressed for output by the nonvolatile memory device. · 
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18. A memory device comprising: 

an array of memory cells that each store n bits of data, n being greater 

than. 1; 

a plurality of address inputs for receiving an address, wherein each bit 

of a memory cell has a different address; and 

a sense path circuit coupled to the array of memory cells and coupled to 

receive the address. 

19~ .... A. memory device comprising: 

a data input; 

a memory eel~ array arranged in a plurality of rows and columns, the 
~.1. 

memory cell array comprising a plurality of memory cells wherein 

each memory cell is operative to store n bits of data, n being greater 

than 1; 

a plurality of address inputs including row address inputs, column 

address inputs, and multi-level cell (MLC) address input wherein 

the MLC address input allows each of the n bits stored in a memory 

cell to be individually addressed; 

a row decoder circuit coupled to the plur~_lity of memory cells, wherein 

the row decoder circuit selects a row of the memory cell array in 

response to a row address received via the row address inputs; 

a column decoder circuit coupled to the plurality of memory cells 

wherein the column decoder circuit selects a column of the 

memory cell array in response to a column address received via the 

column address inputs such that a first memory cell is selected for 

programming in response to the row a~d column addresses; 
~ I 
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n latches coupled to a control signal, the MLC address input, and the 

data input, each of the n latches being sequentially enabled to latch 

data from the data input in response to the MLC address input and 

the control signal; and 

a control engine coupled to the n latches and the memory cell array, 

the control engine for encoding the data received from the n latches 

into a programming level, and for programming the first memory 

cell selected by the row and column addresses by generating at least 
:1; 

one programming pulse until the firs~ ··memory cell is progammed 

to have approximately the programming level. 

20. The memory device of claim 19, wherein n equals 2 such that there is a 

first latch and a second latch, the memory device further including: 

a first AND gate having as inputs the control signal and an inversion 

of the MLC address input, and an output coupled to the first latch, 

the first AND gate for enabling the first latch to receive the data 

from the data input when the MLC address input is logic low; and 

a second AND gate having as inputs the control signal and the MLC 

address input, and an output coupled to the second latch, the second 

AND gate for enabling the second latch to receive data from the data 

input when the MLC address input is logic high. 

21. A memory device comprising: 

a ·data input; 

an array of memory cells arranged in a plurality of rows and columns 

wherein each memory ceJl is capable of storing n bits of data, n 

being greater than 1; 
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a plurality of row address inputs for coupling to receive a row address; 

a plurality of column address inputs for coupling to receive a column 

address; 

at least one multi-level cell (MLC) address input for coupling to receive 

an MLC address, wherein the row and column addresses select a 

first memory cell and wherein the MLC address selects between the 

n bits stored by the first memory cell; and 

means, coupled between ~ data input and the first memory cell and 

·· ··· for coupling to receive the row, column and MLC addresses, for 

programming the first memory cell in response to sequentially 

receiving the n bit~ from the data input, wherein the row and 

column addresses for all of the n bits are identical and wherein the 

MLC. address for each of the n bits is different. 

22. A memory device comprising: 

a data input; 

an array of memory cells wherein each memory cell stores n bits, n 

being greater than 1; 

a plurality of address h1puts for coupling to receive n addresses, each of 

the n addresses select a first memory cell and a corresponding one of 

the n bits stored by the first memory cell; and 

means, coupled between the data input and the first memory cell and 

coupled to receive one·of then addresses, for programming the first 

II)etnbry cell in response to rec~iving a first set of the n bifs from the 

data input when the memory device is to be programmed, wherein 

each of the first set of the n bits is accompanied with a 

corresponding one of the n addresses. 
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23. A memory device comprising: 

an array of memory cells that each store n bits of data, n being greater 

than 1; 

a plurality of address inputs for receiving an address, wherein each bit 

stored by the array of memory cells is assigned a unique address; and 

a write path circtiit coupled to the array of memory cells and coupled to 

receive the unique address. 

'··· 
24. · . :. ~-a ~emory device, a method for selectively accessing n bits of data 

,_ 
stored in a selected memory cell, wherein n is greater than 1, the method 

comprising the steps of: 

addressing n memory cells in response to a column address and a row 

address; 

selecting one of the n memory cells to be the selected memory cell in 

response to a multi-level cell {MLC) -address; 

coupling the selected memory cell to ~ sensing circuit after the selecting 

step; 

sensing the n bits of data stored in the selected memory cell; and 

simultaneously outputting each of the n bits stored in the selected 

. memory cell. 

25. In a memory device, a method for writing n bits of data to a selected 

memory cell, wherein n is greater than 1, the method comprising the steps of: 

sequentially coupling the n bits of data to a data input of the memory 

device, wherein a unique address is provided with each of the n bits 
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to indicate that each of the n bits are to'. be stored by the selected 

memory cell; 

encoding then bits received from the data input into a programming 

level; and 

programming the selected memory cell until the selected memory cell 

is programmed to approximately the programming level. 

. 
26. - In a memory device, a method for selectiy~ly writing n bits of data to a 

- - l 
select~ memory cell, wherein n is greater than ~, -t~e method comprising the 

steps of: 

simultaneously _coupling ii. bits· of data to n data inputs of the memory 

device; 

addressing n ~emory cells in response to a row and a column address; 

selecting one of the n memory cells to be the selected memory cell in 

response to a multi-level cell (MLC) ad<:fress; . 
encoding the n bits received at the n inpu~s into a programming level; 

and 

programming the selected memory cell until the selected memory cell 

is programmed to approximately the programming level. 
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27. In a memory device having an output, a method for reading n bits of -1 

data stored in a selected memory cell~ where n is greater than 1, the method 

comprising the steps of: 
• -:'t 

addressing the selected memory cell in response to a row address and a 

column address; 

sensing the n data bits stored in the selected memory cell; 
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addressing a first one of the n data bits sensed in response to a first 

multi-level cell (MLC) address; 

outputting the first one of then data bits at the output of the memory 

device; 

addressing a second one of the n data bits sensed in response to a 

second MLC address; and 

outputting the second one of the n data bits at the output of the 

memory device. 

·2s. A method for addressing data stored by a ~emQry device in a memory 

cell array that comprises a plurality of memory cells that each store n bits of 

data, where n is greater than ·1, the method comprising the step of providing a . 
different address for each bit stored by a particular memory cell such that each 

bit stored by that memory cell is individually addressable for read and write 

operations. 
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