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D E S C R I P T I 0 N 

DEFECT INSPECTION DATA PROCESSING SYSTEM 

Technical Field 

The present invention relates to a defect 

inspection data processing system for processing data 

obtained from defect inspection on a surf ace of a 

semiconductor wafer or a liquid crystal glass substrate, 

10 etc. 

Background Art 

In general, while a semiconductor wafer or a 

liquid crystal glass substrate is being manufactured, a 

patterned resist is provided on a silicon or glass 

15 substrate with a film interposed therebetween. 

If, in such a photolithography process, the resist 

on the substrate is uneven in thickness or dust is 

adhered thereto, defects, such as uneveness in the line 

width of a pattern after etching, or occurrence of 

20 pinholes, may occur. 

To avoid this, in a substrate manufacturing 

process before etching, all substrates are usually 

subjected to an inspection for detecting a defect. As 

a method for inspecting all substrates, a method of 

25 workers visually checking the substrates is often 

employed. However, when using workers to visually 

inspect the substrates, the dissimilarity in the 
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checking ability of each worker, as well as the 

influence of dust from the bodies of workers in a clean 

room cannot be ignored. In light of this, a method for 

observing substrates at as far a distance as possible, 

5 or a method for imparting a defect. inspecting function 

to an apparatus is proposed. 

FIG. 4 is a view illustrating an example of a 

defect inspection apparatus for detecting a defect on a 

surface of a to-be-inspected object, disclosed in 

10 Japanese Patent Application KOKAI Publication 

No. 09-061365. An illumination section 101 has an 

illumination light source and an optical system. As 

the illumination light source, a lamp housing is used 

which contains a halogen lamp, a heat-wave absorbing 

15 filter and a condenser lens. Further, the optical 

illumination system comprises a condenser lens for 

converging a light flux from the lamp housing and a 

fiber bundle. 

The illumination section 101 emits illumination 

20 light to a to-be-inspected object 105 at incident angle 

BO. A cylindrical lens 103 for converging a light 

flux is interposed between the illumination section 101 

and the to-be-inspected object 105. A line sensor 

camera 104 is provided in a position opposed to the 

25 illumination section 101. The line sensor camera 104 

picks up an image of a linear area of the illuminated 

object 105. 
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The to-be-inspected object 105 is moved in a 

direction indicated by the arrow in the figure, and an 

image picked up by the line sensor camera 104 in 

synchronism with the movement is supplied to an image 

5 pickup circuit 102. The image pickup circuit 102 forms 

a two-dimensional image and supplies it to a host 

computer (not shown) . The line sensor camera 104 has a 

structure that enables the angle between the camera and 

the surface of the to-be-inspected object 105 to be 

10 changed. For-example, if the angle is set equal to the 

reflection angle 81 of the illumination section 101, 

the surface of the to-be-inspected object 105 can be 

picked up .. 

After that, images of the to-be-inspected object 

15 105, picked up in synchronism with the movement of the 

object, with the reflection angle of the illumination 

section 101 set at 8 0' (= 8 0) and fJ 1, are subjected 

to image processing by the host computer. As a result, 

a defect such as the unevenness of a film on the to-be-

20 inspected object 105 or dust attached thereto is 

25 

extracted and compared with an acceptability criterion 

that is one of the inspection conditions, thereby 

determining whether or not the to-be-inspected object 

105 is defective. 

In the above-described defect inspection apparatus, 

a defect image pickup section including the 

illumination section 101 and the line sensor camera 104 
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is connected to the host computer for determining, for 

example, whether or not the to-be-inspected object is 

defective. The defect inspection apparatus including 

the defect image pickup section and host computer are 

5 installed in a clean room. In the clean room, air is 

downwardly flown from an upper portion of the room 

through an air-cleaning filter, thereby preventing, for 

example, dust particles from adhering to the to-be-

inspected object and hence the influence of the dust 

10 particles upon defect inspection. 

However, in the above structure, one computer is 

provided for one defect image pickup section. 

Therefore, if a plurality of defect inspection 

apparatuses are prepared to increase the inspection 

15 efficiency, it is necessary to accommodate the same 

number of defect image pickup sections and host 

computers in the clean room. This means that the clean 

room must be large. Accordingly, the entire equipment 

involves an increase in costs, which is economically 

20 disadvantageous. Furthermore, since other apparatuses 

including the host computer are located in the clean 

room, together with the defect image pickup section, 

workers come into and out of the clean room, which 

limits the dust preventing effect. 

25 Where a defect inspection apparatus is provided 

for each process executed in the clean room, different 

inspectors operate host computers respectively 



5 

connected to different defect inspection apparatuses. 

Since the inspectors usually have different criterions 

for defect determination, the accuracy of the entire 

defect inspection is reduced. Also, where clean rooms 

5 are located along the manufacture lines of respective 

factories remote from each other, it is very possible 

that different criterions will be used for defect 

inspection in different factories. As a result, the 

efficiency and accuracy of defect inspection are 

10 reduced. 

It is the object of the invention to provide an 

economical and compact defect inspection data 

processing system that enables a plurality of defect 

inspection apparatuses to execute e·fficient and 

15 accurate defect inspection. 

Disclosure of Invention 

(1) A defect inspection data processing system 

according to the invention comprises: a client computer 

including image pickup means for picking up a two-

20 dimensional image of a to-be-inspected object to be 

processed in a manufacturing process, and data transfer 

means for transferring data indicative of the image 

picked by the image pickup means; a database for 

storing image data transferred from the client 

25 computer; and a host computer including defect 

extraction means for extracting defect information from 

the image data read from the database, and good/bad 
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judgment means for judging whether or not the to-be-

inspected object is good, on the basis of the defect 

information extracted by the defect extraction means,_ 

the client computer being separate from the host 

5 computer and connected thereto via a communication line. 

(2) The defect inspection data processing system 

of the present invention is a system according to item 

(1), in which the good/bad judgment means has a 

function of comparing the defect information extracted 

10 by the defect extraction means with defect data 

registered in a predetermined defect dictionary, 

thereby determining the type of defect, and a function 

of registering new defect data in the defect dictionary. 

(3) The defect inspection data processing system 

15 of the present invention is a system according to item 

(1), in which the database is connected to the 

communication line, thereby storing, in the database, 

image data transmitted thereto from the client computer 

via the communication line, and transferring the image 

20 data, stored in the database, to the host computer via 

the communication line. 

(4) The defect inspection data processing system 

of the present invention is a system according to item 

(1), in which the communication line is connected to a 

· 25 plurality of client computers. 

(5) The defect inspection data processing system 

of the present invention is a system according to item 
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(3), in which the communication line is connected to a 

plurality of client computers. 

(6) The defect inspection data processing system 

of the present invention is a system.according to item 

5 (1) or (3), in which the host computer is located in a 

place different from a place in which the client 

computer is located, the host and client computers 

being connected via the communication line. 

(7) The defect inspection data processing system 

10 of the present invention is a system according to item 

(1) or (3), in which the client computer is located in 

a clean room for executing the manufacturing process, 

and the host computer is located outside the clean room 

and separate from the client computer. 

15 (8) The defect inspection data processing system 

of the present invention is a system according to item 

(4), in which the plurality of client computers are 

located in different areas and connected to the host 

computer via the communication line. 

20 (9) The defect inspection data processing system 

25 

of the present invention is a system according to item 

(1), in which the client computer includes defect 

extraction means for extracting a defective portion 

from image data picked by the image pickup means. 

(10) The defect inspection data processing system 

of the present invention is a system according to any 

one of items (3), (4) and (5), in which the client 
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computer includes defect extraction means for 

extracting a defective portion from image data picked 

by the image pickup means. 

{11) The defect inspection data processing system 

5 of the present invention is a system according to item 

(1), in which the host computer includes an image 

storage for storing image data picked by the image 

pickup means, and a defect detection algorism formed of 

a plurality of defect extraction means for processing, 

10 in a parallel manner, a plurality of different image 

data items stored in the image storage. 

{12) The defect inspection data processing system 

of the present invention is a system according to any 

one of item (1), (9) and {11), in which the defect 

15 extraction means includes image nonuniformity removing 

means for removing image nonuniformity from the image 

data. 

(13) The defect inspection data processing system 

of the present invention is a system according to item 

20 (10), in which the defect extraction means includes 

image nonuniformity removing means for removing image 

nonuniformity from the image data. 

(14) The defect inspection data processing system 

of the present invention is a system according to item 

25 (12), in which the image nonuniformity removing means 

includes image nonuniformity storage means for 

acquiring, from the image pickup means, a sample image 
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having a nondefective mirror surface or having a 

uniform reflectance over an entire surface thereof, and 

storing image nonuniformity data on the sample image, 

the image nonuniformity removing means removing the 

5 image nonuniformity data from image data read from the 

database. 

(15) The defect inspection data processing system 

of the present invention is a system according to any 

one of item (1), (9) and (11), in which the defect 

10 extraction means further includes feature st~rage means 

for storing an image and coordinates of a charac­

terizing portion of the to-be-inspected object, which 

determines coordinates of the to-be-inspected object, 

characterizing-portion-extracting means for comparing 

15 an image, stored in the feature storage means, with 

image data read from the database, thereby obtaining a 

displacement therebetween, and image position 

correcting means for correcting the image displacement 

detected by the characterizing-portion-extracting means. 

20 (16) The defect inspection data processing system 

of the present invention is a system according to item 

(10), in which the defect extraction means further 

includes feature storage means for storing an image and 

coordinates of a characterizing portion of the to-be-

25 inspected object, which determines coordinates of the 

to-be-inspected object, characterizing-portion­

extracting means for comparing an image, stored in the 



'. 

10 

feature storage means, with image data read from the 

database, thereby obtaining a displacement therebetween, 

and image position correcting means for correcting the 

image displacement .detected by the characterizing-

5 portion-extracting means. 

(17) The defect inspection data processing system 

of the present invention is a system according to item 

(1), in which the communication line is connected to 

operation/input means for supplying an instruction to 

10 the client computer by remote control. 

(18) The defect inspection data processing system 

of the present invention is a system according to item 

(1), in which the host computer automatically stores, 

in the database, image data determined defective by the 

15 good/bad judgment means. 

(19) The defect inspection data processing system 

of the present invention is a system according to item 

(1), in which the image pickup means is formed of a 

line illumination unit and a line sensor camera, which 

20 can move relative to the to-be-inspected object to 

obtain an image of an entire surf ace of the to-be­

inspected object, an angle of an optical axis of each 

of the line illumination unit and the line sensor 

camera relative to the surface of the to-be-inspected 

25 object being able to be changed to obtain different 

image data items. 
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Brief Description of Drawings 

FIG. 1 is a schematic view illustrating a 

structure of a defect inspection data processing system 

according to the embodiment of the invention; 

5 FIG. 2·is a schematic view illustrating a 

structure of a defect image pickup section according to 

the embodiment of the invention; 

FIG. 3 is a view illustrating a process of 

conveying a to-be-inspected object according to the 

10 embodiment of the invention; and 

FIG. 4 is a view illustrating an example of a nal 

defect inspection apparatus. 

Best Mode for Carrying Out of the Invention 

The embodiment of the invention will be described 

15 with reference to the drawings. 

FIG. 1 is a schematic view illustrating a 

structure of a defect inspection data processing system 

according to the embodiment of the invention. In 

FIG. 1, a LAN (in-company network) 47 is connected to a 

20 plurality (three in the shown case) of client computers 

48 that are connected to respective inspection 

apparatuses 60 used in respective manufacturing 

processes, and is also connected to a single host 

computer 49. The plurality of client computers 48 and 

25 the single host computer 49 .can exchange images and/or 

data with each other by communication executed via the 

LAN 47. Further, the LAN 47 is also connected to a 
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database 45 having a large capacity storage medium. 

~he database 45 stores image data supplied from each 

client computer 48, and various types of data such as a 

recipe supplied from the host computer 49. 

5 Each client co~puter 48 is located in a clean room 

53 in which the manufacturing processes are performed, 

together of the main body of a corresponding inspection 

apparatus 60. Each client computer 48 includes an 

image pickup circuit 12, a drive control section 13 and 

10 a communication data storage 44. The image pickup 

circuit 12 and the drive control section 13 are 

connected to the communication data storage 44, which 

is connected to the LAN 47. The image pickup circuit 

12 connects data items of one line picked by a line 

15 sensor camera 4 incorporated in a defect image pickup 

section 50 described later, thereby inputting an entire 

image of a to-be-inspected object 5 as a single two-

dimensional image. The drive control section 13 

executes control for moving the to-be-inspected object 

20 5, described later, and controls various drive sections 

for driving the optical system. The communication data 

storage 44 exchanges images and various types of data 

via the LAN 47. 

The image pickup circuit 12 is .connected to the 

25 defect image pickup section 50. The drive control 

section 13 is connected to a filter drive section 10 

for moving a filter 7 to cross the optical path or 
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moving it away therefrom in the defect image pickup 

section 50, which will be described later. The drive 

control section 13 is also connected to a stage drive 

section 15 for driving a stage (not shown) for mounting 

5 thereon the to-be-inspected object 5, and connected to 

an illumination angle adjusting section 18 for 

adjusting the angle of the illumination section 1 with 

respect to the to-be-inspected object 5. The drive 

control section 13 is further connected to a sample 

10 conveyance control section 22, a sample-orientation 

adjusting/detecting section 25, a microscope stage 

drive section 26 and a macro-observation control 

section 30, etc. The communication data storage 44 is 

directly connected to a CCD camera 52. 

15 On the other hand, the host computer 49 is located 

outside the clean room 53, together with, for example, 

the database 45. In other words, the host computer 49 

and the database 45 are located in a place ·different 

and remote from the place of each client computer 48. 

20 The host computer 49 has a communication data storage 

46. The communication data storage 46 is connected to 

the LAN 47. The communication data storage 46 is also 

connected to an image storage 8, which is connected to 

defect extraction algorithms 40 and 41. 

25 The communication data storage 46 exchanges images 

and data via the LAN 47. The image storage 8 stores 

images stored in the database 45 and created by each 
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client computer 48, and can read and write a 

voluntarily selected image. The defect extraction 

algorithms 40 and 41 have respective algorithms similar 

to each other, and can process, in a parallel manner, 

5 different image data items obtained by combining 

incident angles B 0 and B 1 of light emitted from the 

illumination section 1 with respect to the to-be­

inspected object 5, and the use or nonuse of the filter 

7 across the optical path, which will be described 

10 later. 

The defect extraction algorithms 40 and 41 each 

have an image nonuniformity removing section 11, a 

characterizing-portion extracting section 17, an image 

position correcting section 20, a defect extracting 

15 section 24 and a defect coordinate extracting section 

28. The defect extraction algorithms 40 and 41 receive 

image data from the image storage 8 and extract a 

defect therefrom. 

The image nonuniformity removing section 11 

20 corrects an image, read from the image storage 8, 

25 

into a correct image of the to-be~inspected object 

resulting from reflection, using data concerning image 

nonuniformity stored in an image nonuniformity storage 

16, described later. 

The characterizing-portion extracting section 17 

compares portions of an image stored in a feature 

storage 21, described later, with corresponding 
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portions of an image corrected by the image 

nonuniformity removing section 11, thereby detecting 

whether or not the coordinates of a plurality of 

portions of a to-be-inspected object included in the 

5 corrected image are deviated vertically or in a 

direction of rotation. 

The image position correcting section 20 executes 

image processing to move the image of the to-be­

inspected object vertically or in the direction of 

10 rotation so as to correct the deviations detected by 

the characterizing-portion extracting section 17. As a 

result, the to-be-inspected object is always displayed 

to have the same coordinates. 

The defect extracting section 24 removes, from the 

15 image processed by the image position correcting 

section 20, a to-be-inspected object outline image or a 

particular pattern image, etc., which is an image 

inherent in the to-be-inspected object, thereby 

extracting a defective portion. 

20 The defect coordinate extracting section 28 

detects features, such as coordinates, size and tine, 

etc., of the defective portion extracted by the defect 

extracting section 24. Information on these features 

is supplied to the drive control section 13 of each 

25 client computer 48 as described later. 

The image nonuniformity storage 16 is connected 

between the respective image nonuniformity removing 
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sections 11, 11 of the defect extraction algorithms 40 

and 41 (the image nonuniformity removing section 11 of 

the algorithm 40 is not shown). The feature storage 21 

is connected between the respective the characterizing-

5 portion extracting sections 17, 17 (the section 17 of 

the algorithm 40 is not shown) . An image storage 240 

is connected between the respective defect extracting 

sections 24, 24 (the defect extracting section of the 

algorithm 40 is not shown). 

10 The image nonuniformity storage 16 stores data 

created by the line sensor camera 4, when there is no 

to-be-inspected object 5 as described later, or when 

picking up a to-be-inspected object having an ideal 

mirror surface (a nondefective mirror surface), a 

15 master substrate with no defects, or a sample having a 

surface of a uniform reflectance. The section 16 

stores, in units of one pixel, data concerning image 

nonuniformity due to nonuniformity in the illumination 

of the illumination section 1 or variations in the 

20 properties of the image pickup elements of the line 

sensor camera 4. 

The feature storage 21 stores part of an image, 

and can read and write an image of a particular range. 

The feature storage 21 stores images of a plurality of 

25 those characterizing portions of the to-be-inspected 

object 5, which determine the coordinates of the object 

5, and also stores the coordinates of the images. The 
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image storage 240 stores an image of an ideal to-be-

inspected object 5. 

Information on defects extracted by the defect 

extraction algorithms 40 and 41 is supplied to a defect 

5 judging section 32 as good or bad judging means, where 

it is determined whether or not the to-be-inspected 

object 5 has a defect, i.e. whether or not the to-be-

inspected object 5 is good, and the type of the defect 

is determined, using data accumulated in a defect 

10 dictionary 31. If it is determined that the to-be­

inspected object 5 is defective, the image data 

indicating this fact is automatically stored in the 

database 45 .. Further, a display 29 displays a result 

of determination as to whether or not the to-be-

15 inspected object 5 should be guided to the downstream 

side of the production line. The display 29 displays 

an image corrected by the aforementioned image position 

correcting section 20, also displays the position of a 

defect by, for example, coloring it on the image in 

20 accordance with the type of the defect, and displays 

the coordinates of the position and the determination 

result, etc. 

The communication ·data storage 46 of the host 

computer 49 is connected to an operation/input section 

25 43. The operation/input section 43 is also located 

outside the clean room 53, and outputs various types of 

instructions from the communication data storage 46 to 
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each client computer 48 via the LAN 47. 

As shown in FIG. 1, each client computer 48 is 

located inside the clean room 53, as well as a 

corresponding inspection apparatus 60 equipped with the 

5 defect image pickup section 50 and various control 

sections. 

The above structure can be modified such that 

pairs of inspection apparatuses 60 and client computers 

48 are arranged in respective clean rooms 53 located 

10 along manufacturing lines in factories situated in 

different separate areas (domestic or overseas areas), 

and each client computer 48 is connected, via a 

communication line, to the host computer 49 and the 

database 45 installed in a control center. In this 

15 case, a telephone line or the Internet that connects 

domestic areas and overseas areas by a communication 

network can be used as the communication line. 

FIG. 2 is a schematic view illustrating a 

structure of the defect image pickup section 50. The 

20 defect image pickup section 50 constitutes a digital 

macro inspection apparatus. In FIG. 2, the 

illumination section 1 has a light source and an 

optical system for line illumination. A lamp housing 

equipped with a halogen lamp, a heat-wave absorbing 

25 filter and a condenser lens is used as the light source 

for illumination. Further, the optical system for 

illumination is formed of a condenser iens for 
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converging a light flux from the lamp housing, and a 

fiber bundle. 

The illumination section 1 is movable with respect 

to the to-be-inspected object 5, and is disposed to 

5 emit light in line to the surface of the object 5 at 

incident angle BO. A cylindrical lens 3 for 

converging a light flux, and a slit 6 are interposed 

between the illumination section 1 and the to-be~ 

inspected object 5. The illumination section 1, the 

10 cylindrical lens 3 and the slit 6 are integrated irito 

one structure, which can have its angle varied 

voluntarily relative to the surface of the to-be­

inspected object 5, and can illumin·ate the surface of 

the to-be-inspected object 5 at incident angle Bl. 

15 ·The line sensor camera 4 is provided in a position 

opposed to the illumination section 1 via the filter 7. 

The line sensor camera 4 picks up an image of a linear 

area of the illuminated object 5. The filter 7 is a 

narrow band filter for limiting the wavelength band of 

20 the illumination light to obtain an interference image. 

The filter 7 is located in front of the line sensor 

camera 4 and can be arranged to cross and be moved away 

from the optical path. The defect image pickup section 

50 is located in a dark box (not shown) so as not to be 

25 influenced by outside light. 

FIG. 3 is a view illustrating an inspection 

process executed by an FPD substrate outward appearance 
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inspection system equipped with the digital macro 

inspection function of the defect inspection data 

processing system, a digital micro inspection function 

and a macro inspection function. The host computer 49 

5 controls each inspection station provided for the 

inspection process via each client computer 48. 

In the inspection process, at first, a plurality 

of to-be-inspected objects 5 supplied from the upstream 

side of the production line are carried by a sample 

10 conveyance carrier (its frame is not shown) and thus 

placed in the system. The drive section 22 drives a 

robot 35 in accordance with an instruction from the 

drive control section 13 shown in FIG. 1, so that the 

robot takes a predetermined to-be-inspected object 5 

15 out of the carrier and conveys it to, for example,. the 

stage of each inspection station, or returns an already 

inspected object 5 to the carrier. 

The defect image pickup section 50 (this section 

is the same as that shown in FIG. 2, but only the line 

20 sensor camera 4 incorporated in it is shown in FIG. 3) 

is located above a one-axle stage 36 that constitutes a 

digital macro inspection station. When the conveyance 

robot 35 has conveyed a to-be-inspected object 5 onto 

the one-axle stage 36, the stage drive section 15 moves 

25 the to-be-inspected object 5 along the one axle, 

together with the one-axle stage 36, in response to an 

instruction from the drive control section 13. While 
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the to-be-inspected object 5 is being moved, the line 

sensor camera 4 picks up an image of the entire surf ace 

of the object 5, and after that, defect detection is 

executed. 

5 A swingable stage 38 has a two-axle rotary 

mechanism that constitutes a visual-check macro 

inspection station. The operator can change the angle 

of the swingable stage 38 while observing the to-be-

inspected object 5. Further, while illuminating the 

10 to-be-inspected object with an illumination device 42 

provided above it, the operator can visually detect a 

flaw, dust or defect on the to-be-inspected object 5. 

A macro-observation control section 30 controls the 

swingable stage 38 in accordance with an instruction 

15 from the drive control section 13. 

A microscope 37 (only the objective of which is 

shown in FIG. 3) for realizing micro observation is 

located above a two-axle stage 39 that constitutes a 

micro inspection station. The two-axle stage 39 

20 enables the to-be-inspected object 5 to be moved two-

dimensionally and enables a to-be inspected portion of 

the object to be aligned with the optical axis of the 

microscope 37. As a result, any voluntarily-selected 

portion of the to-be-inspected portion of the object 5 

25 can be magnified and inspected. The microscope stage 

drive section 26 controls the two-axle stage 39 in 

accordance with an instruction from the drive control 
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section 13. 

A position sensor 34 is provided above a path 

through which the robot 35 is conveyed. The position 

sensor 34 detects the position and orientation of the 

5 to-be-inspected object 5 while the robot 35 is 

conveying the to-be-inspected object 5. Information 

from the position sensor 34 is supplied to the drive 

control section 13 via the sample-orientation 

adjusting/detecting section 25. On the basis of the 

10 information, the drive control section 13 controls the 

robot 35 via the sample conveyance control section 22. 

As a result, the amount of movement of the to-be-

inspected object 5 to, for example, each stage, onto 

which the object 5 is mounted, is adjusted, and the 

15 position of the object is aligned. Thus, the to-be-

inspected object 5 is always adjusted in the same 

relative position on the stage of each station. 

As described above, the robot 35 conveys the to-

be-inspected object 5 onto the one-axle stage 36, the 

20 swingable stage 38 and the two-axle stage 39, so that 

the object 5 assumes the same relative position on each 

of the stages, thereby enabling stable observation. 

The operation of the system constructed as above 

will now be described. First, a carrier with a 

25 plurality of to-be-inspected objects 5 received therein 

is moved from the upstream side of the production line 

into the FPD substrate outward appearance inspection 
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system installed in the clean room 53, manually or by a 

conveyance device employed in the production line. 

Subsequently, a signal indicative of the start of 

an inspection is input to the operation/input section 

5 43 shown in FIG. 1, manually or by the conveyance 

device of the production line, thereby starting the 

operation of the system. When the start signal is 

input to the operation/input section 43, each client 

computer 48 executes the following operation. 

10 When an instruction to move a to-be-inspected 

object 5 has been output from the drive control section 

13 to the sample conveyance control section 22, the 

robot 35 shown in FIG. 3 takes a predetermined to-be­

inspected object 5 out of the carrier and moves it to 

15 the underside of the position sensor 34. The position 

sensor 34 detects the position or orientation of the 

to-be-inspected object 5, and supplies information 

indicative of the detection result to the drive control 

section 13 via the sample-orientation adjusting/ 

20 detecting section 25 shown in FIG. 1. 

On the basis of the information indicative of the 

present position of the to-be-inspected object 5, the 

drive control section 13 calculates a distance to the 

one-axle stage 36, through which the object is to be 

25 moved next, and supplies the sample conveyance control 

section 22 shown in FIG. 1 with an instruction to move 

the object. As a result, the robot 35 can always place 
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the to-be-inspected object 5 in the same position and 

direction on the one-axle stage 36. 

After the to-be-inspected object 5 is accurately 

placed on the one-axle stage 36, the drive control 

5 section 13 outputs an instruction to the stage drive 

section 15, thereby moving the to-be-inspected object 5 

together with the one-axle stage 36 along the one axle. 

While the to-be-inspected object 5 is moving along the 

one axle, light emitted from the illumination section 1 

10 of FIG. 2 and converged by the cylindrical lens 3 and 

the slit 6 is applied to the-surface of the to-be­

inspected object 5 at incident angle 00. 

The flux of light reflected from a linear portion 

of the illuminated to-be-inspected object 5 enters the 

15 filter 7 that crosses the optical path, whereby only 

light of a predetermined wavelength forms an image on 

the line sensor camera 4. At this time, if the film 

formed on the surface of the to-be-inspected object 5 

is uneven, interference occurs in light having passed 

20 through the filter 7, and hence the unevenness of the 

film is detected in terms of changes in the amount of 

light. 

The line sensor ca~era 4 converts image forming 

light into an electric signal, and transmits the signal 

25 to the image pickup circuit 12 in units of one line. 

The image pickup circuit 12 converts an electric signal 

corresponding to each line into image data while the 
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to-be-inspected object 5 is moving, thereby 

constructing two-dimensional image data. After the 

image pickup circuit 12 creates image data corre­

sponding to the entire object 5, the image data is 

5 stored in the database 45 via the communication data 

storage 44 and the LAN 47. 

Subsequently, the drive control section 13 of 

FIG. 1 outputs an instruction to the filter drive 

section 10, thereby moving the filter 7 of FIG. 2 away 

10 from the optical path. At the same time, the section 

13 outputs an instruction to the illumination angle 

adjusting section 18, thereby changing, to incident 

angle Bl, the angle of illumination of the 

illumination section 1 relative to the to-be-inspected 

15 object 5. 

After that, the drive control section 13 outputs 

an instruction to the stage drive section 15, thereby 

moving the to-be-inspected object 5 along the one axle 

in a direction opposite to the above in FIG. 2. 

20 Although, at this time, the to-be-inspected object 5 is 

illuminated in a similar manner to the above, that part 

of a light flux emitted from the illumination section 1, 

which has incident angle BO, is interrupted by the 

slit 6, and only a light flux of incident angle Bi 

25 strikes the to-be-inspected object 5. 

Since the line sensor camera 4 is also located at 

angle BO to the to-be-inspected object 5, a light flux 
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regularly reflected from the to-be-inspected object 5 

does not enter the line sensor camera 4, if the to-be­

inspected object 5 does not have any unevenness. If, 

however, the to-be-inspected object 5 has a flaw, dust, 

5 defect or pattern, part of a light flux entering the 

object at incident angle fJ 1 reflects therefrom at 

reflection angle fJ 0' (= fJ 0) and enters the line sensor 

camera 4. 

After the image pickup circuit 12 constructs two-

10 dimensional image data indicative of the entire object 

5 on the basis of the light entering the line sensor. 

camera 4, the constructed image data is transmitted to 

the database 45 via the communication data storage 44 

and the LAN 47, and stored therein. 

15 Similarly, image data on the to-be-inspected 

object 5 fetched by each client computer 48 is stored 

in the database 45. At the same time, the host 

computer 49 reads a plurality of image data items from 

the database 45 and stores them in the image storage 8 

20 via the communication data storage 46. Thereafter, the 

defect extraction algorithms 40 and 41 execute image 

processing on each image data item stored in the image 

storage 8. 

In this case, the image nonuniformity storage 16 

25 pre-stores information concerning image nonuniformity 

due to nonuniformity in the illumination of the 

illumination section 1 or variations in the 
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characteristics of the image pickup elements of the 

line sensor camera 4. The feature storage 21 pre­

stores the features of the to-be-inspected object 5. 

Further, the image storage 240 pre-stores an image of 

5 an ideal to-be-inspected object 5. The setting of the 

image nonuniformity or features is executed in the 

following manner. 

First, the line sensor camera 4 picks up, instead 

of the to-be-inspected object 5 and under the 

10 illumination system of incident angle 00, a sample 

substrate having an ideal mirror surface (such as a 

master substrate with a nondefective mirror surface) or 

having a uniform reflectance over the entire surf ace 

thereof. The image storage 8 stores its image data. 

15 Since, in this case, an image· of an object having a 

uniform reflectance over the entire surf ace thereof is 

picked, the resultant two-dimensional image data must 

indicate its uniform surface. Actually, however, 

vertical stripes occur in the image because of 

20 nonuniformity in the illumination or variations in the 

characteristics of the image pickup system. In light 

of this, one-dimensional data, which is obtained by 

setting, at "0", the brightness of a pixel of the 

iowest brightness included in the pixels that 

25 correspond to the vertical stripes, is stored as image 

nonuniformity information in the image nonuniformity 

storage 16. This processing is executed using an image 



28 

processing algorithm (not shown} . 

It is difficult to obtain a master substrate with 

an ideal mirror surf ace or a sample substrate having a 

uniform reflectance over the entire surface thereof. 

5 It is also difficult to maintain their initial 

conditions. Therefore, actually, it is sufficient if 

the ave~age of the brightnesses of pixels in each 

vertical line of a two-dimensional image picked by the 

line sensor camera 4 is calculated, one-dimensional 

10 data is created by setting the lowest average value at 

"0", and is stored as image nonuniformity information 

in the image nonuniforrnity storage 16. In this case, 

the influence of microscopic dirt or dust, if there is 

any, can be ignored~ 

15 The image storage 8 stores an image of the to-be-

inspected object 5 picked by the optical system at 

incident angle 60, and an image of the object 5 picked, 

at incident angle 61, by the optical system from which 

the narrow-band filter 7 is removed. From these two 

20 images, the operator designates a characterizing 

portion of the to-be-inspected object 5, which is 

suitable for specifying the orientation or position of 

the object 5, and stores the characterizing portion in 

the feature storage 21. In this case, the charac-

25 terizing portion indicates, for example, an image of 

each corner of a rectangular to-be-inspected object 5, 

a recognition mark attached to the to-be-inspected 
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object 5, or a notch or orientation flat of a 

semiconductor wafer. The positioning accuracy of image 

coordinates can be further enhanced by storing data on 

a plurality of characterizing portions of each image 

5 picked at incident angle B 0 or B l. 

The image storage 240 stores a plurality of images 

of ideal to-be-inspected objects 5. 

A description will now be given of the operation 

of each defect extraction algorithm, which is executed 

10 when data is preset in the image nonuniformity 

information storage 16,- the feature storage 21 and the 

image storage 240. 

Image data items picked at incident angles BO and 

Bl and stored in the image storage 8 are processed in 

15 a parallel manner by the defect extraction algorithms 

40 and 41, respectively. The image data supplied to 

the defect extraction algorithm 41 is subjected to a 

nonuniformity removal process executed in the image 

nonuniformity removing section 11, in which data stored 

20 in the image nonuniforrnity storage 16 is added over the 

entire image thereby to remove nonuniforrnity in 

illumination or in the optical system. 

Subsequently, the characterizing-portion 

extracting section 17 compares the image of a portion 

25 designated by the operator with an image stored in the 

feature storage 21, thereby detecting whether or not 

the coordinates of the to-be-inspected object 5 in the 
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image are deviated vertically or in the direction of 

rotation. If they are deviated, the image position 

correcting section 20 corrects the deviations. The 

corrected data is displayed on the display 29, and the 

5 operator can inspect an image of the to-be-inspected 

object 5. 

The image having its deviations corrected by the 

image position correcting section 20 is supplied to the 

defect extraction section 24. The defect extraction 

10 section 24 compares the image with an image of an ideal 

to-be-inspected object 5 stored in the image storage 

240, thereby removing a to-be-inspected-object outline 

image as an image inherent to a to-be-inspected object, 

an outline image within an exposure range or a 

15 predetermined pattern image, etc., so as to extract 

only a defective portion. 

The defect coordinate extracting section 28 

extracts the coordinates of the defective portion in 

the image extracted by the defect extraction section 24, 

20 and supplies the coordinate data to the drive control 

section 13. In addition to this, the defect coordinate 

extracting section 28 extracts the tint, size or 

coordinates of the defective portion extracted by the 

defect extraction section 24, and supplies the 

25 extracted data to the defect judging section 32. 

Similarly, the defect extraction algorithm 40 

executes defect extraction on image data different from 
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that processed by the defect extraction algorithm 41, 

and supplies the extraction result to the drive control 

section 13 and the defect judging section 32. The 

defect judging section 32 reads information on defects 

5 pre-stored in the defect dictionary 31. 

The defect judging section 32 compares data, such 

as the tint, size or coordinates of each defect 

supplied from the two defect extraction algorithms 40 

and 41, with the defect information read from the 

10 defect dictionary 31. Furthermore, the defect judging 

section 32 judges the type of each defect, names it, 

judges whether or not the to-be-inspected object 5 

should be guided to the downstream side of the 

production line, thereby displaying the judgment result 

15 on the display 29. 

The ratio of the number of areas including defects 

to the number or the total area of defects extracted by 

the defect extraction algorithms 40, 41 (or to the 

total number of small areas (dies) of the same shape 

20 exposed on the to-be-inspected object) may be used as a 

judgment standard. Furthermore, the determination as 

to whether or not the object is good may be performed 

by determining the type of defect as a result of 

comparison using the defect dictionary 31, and 

25 providing, for each type of defect, a judgment standard 

concerning the number or total area of defects, or the 

number of areas including defects. 
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The display 29 displays an image corrected by the 

image position correcting section 20, and also displays 

the position of each defect indicated in a color, the 

coordinates of the position and a judgment result, etc. 

5 After the defect detection process is finished, 

the drive control section 13 shown in FIG. 1 outputs an 

instruction to the sample conveyance control section 22 

so as to make the robot 35 shown in FIG. 3 remove the 

to-be-inspected object 5 from the one-axle stage 36 and 

10 convey the object 5 to the swingable stage 38 that 

constitutes the visual-check macro inspection station. 

When the to-be-inspected object 5 has been placed 

on the swingable stage 38 shown in FIG. 3, the macro 

illumination device 42 illuminates the entire surf ace 

15 of the to-be-inspected object 5. As a result, the 

operator can visually inspect the entire surface of the 

to-be-inspected object 5. At this time, the drive 

control section 13.waits an input from the operation/ 

input section 43. If, in this state, the operator has 

20 operated at hand, for example, a joy stick incorporated 

in the operation/input section 4, the drive control 

section 13 outputs an instruction to the macro­

observation control section 30, thereby driving the 

swingable stage 38 in directions indicated by the 

25 arrows in FIG. 3 so as to swing the to-be-inspected 

object 5 to and fro and from side to side. Thus, the 

to-be-inspected object 5 can be moved angularly so that 



33 

the operator can easily inspect it. In other words, 

the operator can set the angle of the to-be-inspected 

object 5 so that they can visually detect a defect. 

If the operator would like to newly register the 

5 type or name of a defect detected by visual check, they 

input data by operating, for example, the keyboard of 

the operation/input section 4 located at hand. This 

data is stored in the database 45 via the communication 

data storage 44 and the LAN 47. Further, this data can 

10 be input to the host .computer 49 and registered in the 

defect dictionary 31 shown in FIG. 1. 

If the operator would like to stop the visual 

check, or if a preset period in.time has elapsed, the 

drive control section 13 outputs an instruction to the 

15 sample conveyance control section 22 so as to make the 

robot 35 remove the to-be-inspected object 5 from the 

swingable stage 38 and convey the object 5 to the two­

axle stage 39 that constitutes the digital micro 

inspection station. 

· 20 When the to-be-inspected object has been placed on 

the two-axle stage 39 shown in FIG. 3, the drive 

control section 13 outputs an instruction to the 

microscope stage drive section 26 under the control of 

the host computer 49, thereby moving the two-axle stage 

25 39 together with the to-be-inspected object 5 so that 

the optical axis of the microscope 37 is positioned at 

the coordinates of a defect extracted by the defect 
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coordinate extracting section 28 of FIG. 1. The 

microscope 37 enlarges a portion of the to-be-inspected 

object 5, and a CCD camera 52 attached to the 

microscope 37 picks up an image of the enlarged portion. 

5 This image is supplied to the host computer 49 via the 

communication data storage 44 and the LAN 47, and 

displayed on the display 29. Thus, the operator can 

see a minute defective portion of the to-be-inspected 

object 5. At this time, the drive control section 13 

10 waits an input from.the operation/input section 43. 

If, in this state, the operator. has operated the 

operation/input section 43, the drive control section 

13 outputs an instruction to the microscope stage drive 

section 26 under the control of the host computer 49, 

15 thereby moving the to-be-inspected object 5 to and fro 

and from side to side as shown in FIG. 3 to situate it 

in any voluntarily selected position. As a result, the 

operator can situate a defect in the center of the 

field of vision of the display 29, and can see the 

20 defect in more detail on the display 29. If the 

operator would like to newly register the type or name 

of the defect detected by microscopic observation, they 

can register it in the defect dictionary 31 by 

operating the operation/input section 43 as in the case 

25 of the visual check. 

If the operator would like to finish the 

microscopic observation, or if a preset period in time 
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has elapsed, the drive control section 13 outputs an 

instruction to the sample conveyance control section 22 

so as to make the robot 35 remove the to-be-inspected 

object from the two-axle stage 39 and store the object 

5 5 in the carrier. 

Further, if to-be-inspected objects 5 are left in 

the carrier, the drive control section 13 causes them 

to be sequentially conveyed and subjected to the above­

described series of inspection processes. After all 

10 to-be-inspected objects 5 contained in the carrier are 

inspected, the series of operations are finished, and 

the system is in the standby state until the next 

carrier is mounted thereon. 

Although in the above embodiment, a single host 

15 computer 49 is employed, a plurality of host.computers 

may be used. In this case, the required internal 

process functions may be distributed in the host 

computers. 

Further, the roles of the host computer 49, each 

20 client computer 48 and the database are not limited to 

the above-described ones. For example, the host 

computer 49 may have a function corresponding to that 

of the database 45. Furthermore, a microscopic image 

of a portion, which is determined defective (NG), may 

25 automatically be stored in the database 45, so that the 

operator can inspect it on the display 29 later. 

Also, the operation/input section 43 may be 



--·--~- . -··---· 

36 

connected to the communication data storage 49 of each 

client computer 48, instead of the structure in which 

the operation/input section 43 is connected only to the 

communication data storage 46 of the host computer 49. 

5 Alternatively, the operation/input section 43 may be 

connected to the LAN 47 or to another communication 

line. Moreover, the image nonuniformity storage 16, 

the feature storage 21 and the image storage 240 may be 

installed not in the host computer 49 but in the 

10 database 45. 

If the operation/input section 43 is connected to 

a communication line, each client computer 48 can be 

operated from a faraway place. In particular, in a 

clean room of a very high degree of cleanliness, to 

15 minimize the influence of dust raised when an inspector 

enters the clean room, it is desirable that they should 

not enter the clean room unless they need to enter the 

room to execute, for example, a visual inspection. The 

remote control of each client computer using a 

20 communication line enables most inspections and 

operations to be executed outside the clean room. As a 

result, the occasions of the entrance of inspectors 

into the clean room can significantly be reduced, 

thereby maintaining a high degree of cleanliness. 

25 The display 29 and the operation/input section 43 

may be integrated as one body such as a touch panel. 

Further, the above embodiment describes an example of 
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an inspection procedure for each to-be-inspected object 

5. This procedure of inspection, however, ma.y be 

changed, or some of the inspection processes may be 

omitted. 

5 The defect detection function (defect detection 

algorithm) employed in the host computer 49 may be 

installed in both the host computer 49 and each client 

computer 48, or installed only in each client computer 

48. In this case, the image pickup circuit 12 of each 

10 client computer 48 is connected to the image storage 8, 

which is connected to the characterizing-portion 

extracting section 17. The characterizing-portion 

extracting section 17 ·is further connected to the 

defect extraction section 24 and the feature storage 21. 

15 The provision of a defect detecting function at the 

client computer 48 side enables defect detection to be 

executed when an image of a to-be-inspected object 5 is 

fetched by each client computer 48. This means that 

the defect detection process can be performed at high 

20 speed, and the processing load on the host computer 49 

side can be reduced. 

In addition, the host computer 49 can 

appropriately update a recipe related to defect 

detection, record the recipe in the database 45 via the 

25 LAN 47 of another communication line, and distribute it 

to each client computer 48 via the database 45. 

Since, in the embodiment, each client computer 48 
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having the defect image pickup section 50 is separate 

from the host computer 49 having the defect detecting 

function and a good/bad determining function, the each 

client computer 48 can be installed in the clean room 

5 53, and the host computer 49 and the operation/input 

section 43, etc. can be arranged outside the cleati room 

53. Therefore, even when installing a plurality of 

client computers 48 to enhance the efficiency of 

inspection, the size of the clean room 53 can be 

10 minimized, thereby reducing the cost required for the 

equipment. Thus, the system of the embodiment is 

economically advantageous. 

Further, since only the main body of each 

inspection apparatus 60 and each client computer 48 are 

15 located in the clean room 53, the number of occasions 

of the entrance of inspectors into the clean room 53 is 

significantly reduced, thereby remarkably enhancing a 

dust-proof effect. 

Moreover, since an operation instruction from the 

20 operation/input section 43 is transmitted to each 

client computer 48 side via a communication line such 

as the LAN 47, each inspection apparatus 60 can be 

controlled from a faraway place. If each visual-check 

macro inspection station is automated using a CCD 

25 camera to enable observation with a monitor, it can be 

controlled from a faraway place, using the 

operation/input section 43. 
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An image of the to-be-inspected object 5 picked by 

the defect image pickup section 50 and obtained via 

each client computer 48 is temporarily stored in the 

database 45 and then subjected to defect detection 

5 while it is being fetched by the host computer 49. 

Accordingly, image data can be commonly used, and the 

host computer 49 can efficiently execute the process of 

detecting a defect. 

As compared with the time required for picking up 

10 an image of the to-be-inspected object 5 under the 

control of each· client computer 48, the time required 

for data analysis for defect determination executed in 

the host computer 49 is sufficiently short. This means 

that defect detection on the to-be-inspected object 5 

15 is executed almost within the time required for data 

analysis. 

Until the host computer 49 detects a defect, the 

operator does not have to perform any operation related 

to the detection and hence can perform another job in a 

20 parallel manner. 

The host computer 49 concentrically processes 

image data transmitted from each client computer 48, 

which enables a skilled inspector to judge whether or 

not each image data item is good. This being so, the 

25 judgment level concerning the image data from each 

client computer 48 can be maintained constant thereby 

to enhance the accuracy of the entire defect inspection 
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process. Furthermore, the concentric management of a 

large amount of image data supplied from a number of 

client computers 48 enables early collection of new 

defective image data as a material to be determined 

5 good or bad, thereby enhancing the reliability of the 

defect dictionary 31 or that of a recipe related to 

defect detecti6n. 

The present invention is not limited to the above­

described embodiment, but can be modified appropriately 

10 without changing the gist. 

Industrial Applicability 

The present invention provides a compact and 

economical defect inspection data processing system 

that enables a plurality of defect detection 

15 apparatuses to execute defect inspection efficiently 

and accurately. 
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C L A I M S 

1. A defect inspection data processing system 

characterized by comprising: 

a client computer including image pi·ckup means for 

5 picking up a two-dimensional image of a to-be-inspected 

object to be processed in a manufacturing process, and 

data transfer means for transferring data indicative of 

the image picked by the image pickup means; 

a database for storing image data transferred from 

10 the client computer; and 

a host computer including defect extraction means 

for extracting defect information from the image data 

read from the database, and good/bad judgment means for 

judging whether or not the to-be-inspected object is 

15 good, on the basis of the defect information extracted 

by the defect extraction means, and 

characterized.in that the client computer is 

separate from the host computer and connected thereto 

via a communication line. 

20 2. The defect inspection data processing system 

according to claim 1, characterized in that the 

good/bad judgment means has a function of comparing the 

defect information extracted by the defect extraction 

means with defect data registered in a predetermined 

25 defect dictionary, thereby determining the type of 

defect, and a function of registering new defect data 

in the defect dictionary. 
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3. The defect inspection data processing system 

according to claim 1, characterized in that the 

database is connected to the communication line, 

thereby storing, in the database, image data 

5 transmitted thereto from the client computer via the 

communication line, and transferring the image data, 

stored in the database, to the host computer via the 

communication line. 

4. The defect inspection data processing system 

10 according to claim 1, characterized in that the 

communication line is connected to a plurality of 

client computers. 

5. The defect inspection data processing system 

according to claim 3, characterized in that the 

15 communication line is connected to a plurality of 

client computers. 

6. The defect inspection data processing system 

according to claim 1 or 3, characterized in that the 

host computer is located in a place different from a 

20 place in which the client computer is located, the host 

and client computers being connected via the 

communication line. 

7. The defect inspection data processing system 

according to claim 1 or 3, characterized in that the 

25 client computer is located in a clean room for 

executing the manufacturing process, and the host 

computer is located outside the clean room and separate 
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from the client computer. 

8. The defect inspection data processing system 

according to claim 4, characterized in that the 

plurality of client computers are located in different 

5 areas and connected to the host computer via the 

communication line . 

. 9. The defect inspection data processing system 

according to claim 1, characterized in that the client 

computer includes defect extraction means for 

10 extracting a defective portion from image data picked 

by the image pickup means. 

10. The defect inspection data processing system 

according to any one of claims 3, 4 and 5, 

characterized in that the client computer includes 

15 defect extraction means for extracting a defective 

portion from image data picked by the image pickup 

means. 

11. The defect inspection data processing system 

according to claim 1, characterized in that the host 

20 computer includes an image storage for storing image 

data picked by the image pickup means, and a defect 

detection algorism formed of a plurality of defect 

extraction means for processing, in a parallel manner, 

a plurality of different image data items stored in the 

25 image storage. 

12. The defect inspection data processing system 

according to any one of claims 1, 9 and 11, 
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characterized in that the defect extraction means 

includes image nonuniformity removing means for 

removing image nonuniformity from the image data. 

13. The defect inspection data processing system 

5 according to claim 10, characterized in that the defect 

extraction means includes image nonuniformity removing 

means for removing image nonuniformity from the image 

data. 

14. The defect inspection data processing system 

10 according to claim 12, characterized in that the image 

nonuniformity removing means includes image 

nonuniformity storage means for acquiring, from the 

image pickup means, a sample image having a 

nondefective mirror surface or having a uniform 

15 reflectance over an entire surface thereof, and storing 

image nonuniformity data on the sample image, the image 

nonuniformity removing means removing the image 

nonuniformity data from image data read from the 

database. 

20 15. The defect inspection data processing system 

according to any one of claims 1, 9 and 11, 

characterized in that the defect extraction means 

further includes feature storage means for storing an 

image and coordinates of a characterizing portion of 

25 the to-be-inspected object, which determines 

coordinates of the to-be-inspected object, 

characterizing-portion-extracting means for comparing 
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an image, stored in the feature storage means, with 

image data read from the database, thereby·obtaining a 

displacement therebetween, and image position 

correcting means for correcting the image displacement 

5 detected by the characterizing-portion-extracting means. 

16. The defect inspection data processing system 

according to claim 10, characterized in that the 

defect extraction means further includes feature 

storage means for storing an image and coordinates of a 

10 characterizing portion of the to-be-inspected object, 

which determines coordinates of the to-be-inspected 

object, characterizing-portion-extracting means for 

comparing an image, stored in the feature storage means,· 

with image data read from the database, thereby 

15 obtaining a displacement therebetween, and image 

position correcting means for correcting the image 

displacement detected by the characterizing-portion-

extracting means. 

17. The defect inspection data processing system 

20 according to claim 1, characterized in that the 

communication line is connected to operation/input 

means for supplying an instruction to the client 

computer by remote control. 

18. The defect inspection data processing system 

25 according to claim 1, characterized in that the host 

computer automatically stores, in the database, image 

data determined defective by the good/bad judgment 
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means. 

19. The defect inspection data processing system 

according to claim 1, characterized in that the image 

pickup means is formed of a line illumination unit and 

5 a line sensor camera, which can move relative to the 

to-be-inspe_cted object to obtain an image of an entire 

surface of the to-be-inspected object, an angle of an 

optical axis of each of the line illumination unit and 

the line sensor camera relative to the surface of the 

10 to-be-inspected object being able to be changed to 

obtain different image data items. 
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