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Method and device for the alignment of substrates  

 

 

  

D e s  c r  i  p t  i  o n 

 

 

There are numerous alignment systems in the prior art.  Very many of the 

alignment systems are based on inserting a measuring device between the two 

substrates for measuring the alignment marks.  The drawback with such 

alignment systems consists in the fact that the measuring device introduced 

between the substrates can contaminate the substrate surface of the lower 

substrate. A further, still  greater drawback consists in the fact  that the 

measuring device has a certain height. The two substrates therefore have to be 

moved apart from one another at  least by this height.  After the measuring 

device has measured the two substrate surfaces and been removed, the 

substrates st ill  have to make an approach towards one another and in fact over 

the entire distance between the substrates. During this approach, a new 

displacement can already take place in the lateral  direction between the 

substrates and therefore again invalidate the previously measured and 

adjusted lateral  alignment of the substrates with respect to one another.  

 

A further development in the prior art are alignment systems in which the 

substrate surfaces of the substrates facing one another are separated from one 

another by only a few millimetres,  preferably even only a few micrometres,  

most preferably even only a few nanometres.  This small  spacing  
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does not permit  insertion of a measuring device.  In order however to be able 

to align the substrates with one another with the aid of their al ignment marks, 

the substrates have to be displaced laterally relative to one another.  The 

alignment marks are then measured in the laterally displaced state by a 

plurali ty of lenses and the positions of the substrate holders,  which have to be 

occupied in order to bring the alignment marks exactly into alignment,  are 

calculated. Such alignment systems are dealt with comprehensively in 

publications US6214692B1, WO2014202106A1, WO2015082020A1 and 

WO2011042093A1. Substrate holders, which can be positioned very 

precisely,  are a prerequisite for such alignment systems . Furthermore, the 

position of  the substrate holders must also be able to be measured precisely at 

each point in time.  

 

The greatest  problem in the prior art consists in the fact that  the substrates 

have to be brought into position by means of the substrate holders and this 

positioning can only take place as precisely as the substrate holders can be 

controlled or their precise position measured.  Since the lateral  path that  the 

substrate holders cover amounts to several  millimetres up to centimetres,  an 

in particular reproducible positioning in the micrometr e or nanometre range is 

very difficult to achieve.  Very precise position measuring systems are 

required, in particular interferometers, which can be correspondingly 

expensive,  maintenance-intensive and error-prone.  

 

Embodiments  of the present invention, therefore, provide a method and a 

device which at least  partially eliminate,  in particular completely eliminate, 

the drawbacks mentioned in the prior art .  In particular,  embodiments of the 

invention provide an improved method and device for aligning t wo substrates 

with one another, in particular precisely.   
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All combinations of at least two features indicated in the description, in the 

claims and/or the drawings also fall  within the scope of the invention.  With 

the indicated value ranges, values  also lying within the stated limits should 

also be deemed to be disclosed as limitin g values and can be claimed in any 

combination. 

 

According to a first aspect of the present invention , there is provided a device 

for the alignment of substrates, including: 

 - a first substrate holder for receiving a first substrate,  wherein the first 

substrate includes at least two alignment marks ,  

 - a second substrate holder for receiving a second substrate, wherein the 

second substrate includes at least two further alignment marks,   

 - at least one alignment optic for detecting the alignment marks,  

wherein 

-the device further includes:  

- at least one positioning optic for detecting positioning marks, 

wherein the alignment marks of the first substrate and the further alignment 

marks of the second substrate can be aligned with one another depending on 

the positioning marks.  
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During the alignment of the substrates or of the alignment marks of the 

substrates, the positioning marks can be used for a precise alignment.  The 

position of the alignment marks can be determined relative to the positioning 

marks and an actuation of the substrate holders can advantageously be carried 

out by means of the positioning marks serving as a reference. An alignment 

by means of the alignment marks is thus advantageously not required, so that 

the alignment can also be carried out with precision when the alignment 

marks are not accessible for the alignment optics, in particular when the 

substrates and therefore the alignment marks are arranged very close to one 

another.  In particular, the position during the alignment of the substrates,  

especially of alignment marks which are arranged on the substrates,  can be 

determined when the substrates are arranged one upon the other and the 

substrate surfaces facing one another are only a few millimetres,  in particular 

only a few nanometres,  away from one another.  Furthermore, a standard 

alignment system can advantageously be extended easily and favourably by 

the aspects of the invention.  Furthermore, the lateral  path through which the 

substrates are moved in the alignment process can advantageously be kept as 

small  as possible.  

 

According to a  second aspect of the present invention, there is provided  a method 

for the alignment of two substrates,  in particular using the device for the 

alignment of substrates,  with at least  the following steps, in particular with 

the following sequence:  

 i) fixing of two substrates on a substrate holder in each case ,  

 ii) detection of alignment marks on the substrates ,  

 iii) detection of positioning marks,  

 iv) alignment of the alignment marks of the substrates with one another 

in dependence on the positioning marks.  
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During the alignment, the position of the alignment marks is first detected 

following fixing of the substrates.  At the same time or subsequently,  the 

position of the alignment marks is  connected to or put into a relationship with 

the position of the positioning marks.  No relative movement of the substrates 

preferably takes place during the fixing of the reference. An alignment of the 

substrates or the alignment marks arranged on the substrates can then 

advantageously take place by means of the positioning marks.  

 

In a preferred embodiment of the invention, provision is made such that  the 

alignment marks of the substrates can be aligned with one another by means 

of the positioning marks,  when one or more of the at least two alignment 

marks of the first substrate is concealed by the second substrate for the at  

least one alignment optic and/or when one or more of the at  least two further 

alignment marks of the second substrate is concealed by the first substrate for 

the at  least one alignment optic. The alignment can thus also advantageously 

take place in the concealed state by means of the positioning marks serving as 

a reference.  In particular, a movement of the substrates during the alignment 

in order to detect  the position of the alignment marks is  no longer necessary.  

Relative movements over large distances can thus be avoided. The alignment 

can thus be carried out particularly precisely.  

 

In another preferred embodiment of the invention, provision is made such that 

a positioning mark field is formed by the,  in particular regularly arranged, 

positioning marks, wherein in particular the position of different  positioning 

marks relative to one another, in particular in the posit ioning mark field 

formed by the positioning marks,  is known. The positioning marks are 

preferably arranged regularly in the positioning mark field.  The positioning  
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marks of a positioning mark field are preferably arranged beside one another 

in a plane.  It  is  also conceivable that a plurality of positioning mark fields 

are formed with in each case a plurality of posit ioning marks on the device. 

In particular, the position of the individual positioning marks or the location 

of the individual positioning marks in the field is known. With each 

positioning mark, the location of another positioning mark can thus 

advantageously be detected. Furthermore, it  is advantageously not necessary 

for the positioning optic to have to be moved relative to the positioning mark 

field.  On the contrary,  the positioning optic can also remain at the desired 

position and the al ignment can take place by a movement of the substrate 

holder. Furthermore,  the reference of the alignment mark can advantageously 

be set  to or put into correlation with different positioning marks. In 

particular, the position can be calculated,  since the location of the positioning 

mark detected in each case by the positioning optic is known with respect to 

other positioning marks.  

 

The length of the positioning mark field is greater than 0.1 mm, preferably 

greater than 1 mm, st ill  more preferably greater than 10 mm, most preferably 

greater than 100 mm, with utmost preference greater than 300 mm. 

 

The width of the positioning mark field is greater than 0.1 mm, preferably 

greater 1 mm, stil l  more preferably greater than 10 mm, most preferably 

greater than 100 mm, with utmost preference greater than 300 mm. 

 

Furthermore, provision is  advantageously made to generate relatively large 

positioning mark fields, so as to be able to cover a very large displacement 

path of the substrate holders. Through the use of large positioning mark 

fields, it  is thus advantageously possible to be able to carry out a precise 

position determination of the substrate holder at  each point in time.  
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In another advantageous embodiment of the invention, provision is  made such 

that  the positioning marks are formed by a multiplicity of,  in particular 

irregularly arranged, fine-positioning elements. In particular,  the arrangement 

of fine-positioning elements is known. Fine positioning can thus 

advantageously take place during the alignment by means of the fine-

positioning elements. The individual fine-positioning elements can also be 

detected by the posit ioning optic. Provision is  in particular made such that  

the fine positioning takes place by means of the fine-posit ioning elements of 

a positioning mark. Provision is in particular made such that a positioning 

mark comprises a specific fine-positioning element, which can be regarded 

and detected as a coordinate origin. The distance or the location of each 

individual fine-posit ioning element relat ive to the specific fine-positioning 

element of the positioning mark can thus advantageously be determined. The 

determination in the correlation with the position of the alignment mark is  

thus advantageously possible in a precise manner.  Furthermore, the alignment 

of the alignment marks or of the substrates with one another can 

advantageously also be carried out in this way. 

 

In another preferred embodiment of the invention, provision is made such that 

each positioning mark is formed differently,  wherein in particular the 

positioning marks have a specific information content,  which is detectable in 

particular by the positioning optic. By means of the differently formed 

positioning marks, the respective positioning mark can be detected and 

assigned to a location in the positioning mark field.  This is preferably 

enabled by the differently arranged fine-positioning elements.  In particular, 

through the arrangement of the fine-positioning elements, the positioning 

mark itself can therefore have an information content.  In particular, the 
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information content is known or can be stored in a memory. After the 

detection of the positioning mark, the precise location of the respective 

positioning mark in the mark field in part icular is  therefore known. 

Advantageously,  once the detected positioning mark has been set as a 

reference with respect to an alignment mark, the alignment of the substrates 

with one another can already be carried out on this basis.  

 

In another preferred embodiment of the invention, provision is made such that 

the positioning marks have one or more of the following characteristic forms: 

 - QR Code 

 - bar code 

 - geometrical, in part icular three-dimensional, figure,  

 - character string, in particular letter sequence and/or number sequence, 

preferably binary code, 

 -image. 

Through the different characteristic forms, a differing level  of information 

content can be stored in the positioning mark. The use of a QR code is  

preferably provided. A precise alignment of the substrates with respect  to one 

another can advantageously take place with different process parameters.  

 

In another preferred embodiment of the invention, provision is made such that 

at least one substrate holder and/or the at  least one positioning optic can be 

moved in at least two directions, in particular in the x-direction and the y-

direction. In order to produce the correlat ion between alignment marks and 

positioning marks, it  is in particular necessary for at  least one substrate 

holder and/or the at least one positioning optic to be moved relative to the  

respective substrate surface and/or to the positioning marks. For this purpose, 

openings can in particular also be provided in the substrate holder, which 

make it  possible for the fixed and/or mobile optics to detect the respective 

marks through the substrate holder. In this way, the lateral movement of the 
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substrates relat ive to one another can advantageously be kept as small as 

possible during the alignment.  

 

In another preferred embodiment of the invention, provision is made such that 

the positioning marks are arranged laterally beside at  least one of the 

substrates, so that in particular the alignment marks of the substrates can be 

aligned with one another when the alignment marks of the one substrate are 

concealed for the at  least one alignment optic by the other substrate. In 

particular, when the substrates are arranged one upon the other, are 

approximately in alignment in the axial direction and the substrate surfaces to 

be bonded are arranged very close to one another, the alignment marks 

arranged on the substrates are concealed by the respective other substrate. 

The positioning marks are advantageously arranged outside the substrate on 

the plane formed by the respective substrate surface and are therefore not 

concealed. An alignment by means of the positioning marks can thus 

advantageously take place, even when the substrates are arranged very close 

to one another.  

 

In another preferred embodiment of the invention, provision is made such that 

the positioning marks are arranged on at least one of the substrate holders. 

The positioning marks are preferably arranged on the respective substrate 

holder. The position of the positioning marks can thus advantageously be 

connected directly with the movement of the respective substrate holder. The 

movement or position of the positioning marks detected by the positioning  
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optic is  in particular directly coupled with the movement of the respective 

substrate holder. An alignment can thus advantageously be carried out 

precisely.  

 

 

In another preferred embodiment of the invention, provision is made such that 

the positioning marks are arranged on at least one substrate holder surface. 

The positioning marks are preferably arranged on the substrate holder 

surface.  The view of the positioning marks for the positioning optics is thus 

not hindered by other parts arranged on the substrate holder.  

 

In another preferred embodiment of the invention, provision is made such that 

the positioning marks are arranged at the same level  as a substrate surface of 

at least one of the substrates. The alignment marks preferably arranged of the 

substrate surface preferably lie at the same level as the posit ioning marks. A 

respectively adjusted focal point  for the positioning optic and the alignment 

optic can thus advantageously be set identical. Especially when the 

positioning optic and the alignment optic use the same focusing unit. In 

addition, the al ignment marks and the positioning marks set as a reference 

then lie at the same axial level . The substrate holder thus needs to be moved 

in particular only in the x-direction and/or y-direction for the alignment.   

 

In another preferred embodiment of the invention, provision is made such that 

the positions of the alignment marks of the substrates can be detected, in 

particular continuously,  by the at  least one positioning optic during the 

alignment of the alignment marks of the substrates with one another.  

Advantageously,  the current position of the substrates can be determined at  

each point in time after the alignment marks and the positioning marks have 

been connected by the positioning optic. Advantageously,  other additional  

process steps are thus also able to use the precise position information of the 

substrates. Continuous checking of the position during the movement of the 
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substrate holders and/or of the posit ioning optic can also advantageously 

record deviations from a specified or desired position.  Early error detection is 

thus possible during the alignment.  

 

The invention describes a method and a device for the alignment of 

substrates. The alignment marks at which the two substrates are aligned with 

one another are located on the substrate surfaces facing one another. The 

alignment marks of each substrate are thus concealed, in particular at the 

latest during bonding, by the respectively opposite substrate.  The idea 

describes the use of at least one positioning mark field,  in particular a QR 

field,  with the aid of which the posit ioning accuracy of the substrate holders 

and therefore of the substrates fixed therein can be increased. As a result of 

this aspect,  it  is possible to calculate precisely the position of the alignment 

marks with respect  to one another, without the alignment marks having to be 

observed. The idea is described comprehensively for three types of alignment 

system. 

 

The essence of the invention consists in part icular in providing a device and a 

method, with the aid of which an alignment of two substrates takes place on 

the basis of their alignment marks using a system of optics. The optics are the 

alignment optics known from the prior art ,  with the aid of which the 

alignment marks are improved. According to the invention, at least one in 

particular addit ional positioning optic is  used, with the aid of which at  least 

one positioning mark field, in particular a QR mark field, can be measured 

optically.  The positioning mark field is used as a reference field  
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in order to be able to determine the exact position of the substrate holders and 

therefore of the substrates.  

 

Whilst it  is still  always necessary to carry out a lateral displacement of the 

substrate holders with the method and the corresponding device, the current  

actual position of a substrate holder is however detected by a number of 

positioning marks, in particular QR marks, of the positioning mark field at  

least at the point  in t ime at which the alignment marks are no longer visible 

or can no longer be detected by the alignment optics. The positioning marks 

are readable and interpretable by software and/or hardware and/or firmware.  

Interpretable means that  coarse posit ioning data is  encoded in the marks 

themselves. The fine positioning can then be carried out using the pixel  

position.  

 

With the aid of the device and the corresponding method, it  is possible 

continuously to track or correctly calculate the exact  position of the 

alignment marks not by measuring the alignment marks themselves,  but by 

measuring the positioning marks,  in particular in the state in which the 

alignment marks are concealed by the respective opposite substrate.  

 

The idea is  in particular an extension, preferably a replacement, for more 

expensive,  more error-prone and more maintenance-intensive position 

measuring systems, in part icular interferometers.  

 

A further decisive advantage consists in the fact that  the idea can readily be 

used on existing systems and can extend the latter.  
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A completely new development of an alignment system is therefore not 

necessari ly required.  

 

The idea is  based for example on the alignment systems from publications 

US6214692B1, WO2014202106A1, WO2015082020A1 and 

WO2011042093A1. The description of these alignment systems will therefore 

only the dealt with superficial ly,  but  the idea will be described 

comprehensively on the basis of three methods which can be assigned to the 

alignment systems, in order to demonstrate the flexibility of the idea.  

 

It  is  decisive that all  the alignment systems, in particular those of the 

aforementioned publications, can be extended by the aspects according to the 

invention. The idea thus consists primarily in using a posit ioning mark field,  

in particular a QR mark field,  and at  least one additional  positioning mark 

optic in order to measure the positioning marks of the posit ioning mark field 

at a given point in time, whilst at  the same time the position of the least  one 

alignment mark is measured with an alignment optic. Since the at  least one 

positioning mark optic is no longer moved relative to the alignment optics,  

the position of an alignment mark, even when the latter is concealed, can 

always be calculated by measuring a positioning mark of the positioning mark 

field and is  therefore known.  

 

Marks 

In order to describe the idea in the best  possible way, a distinction is  made 

between alignment marks and positioning marks.  
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Alignment marks 

Alignment marks are understood to mean marks which have been applied or 

produced on the substrates and which have to be brought into alignment in the 

process, in particular have to be aligned exactly with one another. Alignment 

marks are used for the exact positioning of two substrates with one another. 

The alignment of two substrates by means of their alignment marks is all the 

more effective,  the smaller the distance between the alignment marks of the 

two substrates.  A so-called back-to-back alignment,  wherein the alignment 

marks are located on the rear sides of the substrates,  is therefore less 

effective than a so-called face-to-face alignment,  wherein the alignment 

marks are located on the substrate surfaces which are to be connected and are 

in particular facing one another. A drawback with the face-to-face alignment,  

however, is that  the alignment marks on a first substrate surface of a first 

substrate are concealed by the respectively opposite, second substrate, 

inasmuch as the alignment marks are located in the immediate vicinity of one 

another. If measurement methods are selected in which the substrate cannot 

be measured by transmission, it  is impossible to detect  the alignment marks in 

this state and therefore also impossible to align the substrates correctly with 

one another.  Although an infrared measurement with some substrates would in 

principle represent a possible option for aligning the substrates with one 

another, this measuring method very often cannot however be used due to a 

metallic coating of the substrates.  Metals are basically non-transparent for 

infrared.  The only possible options that remain,  therefore, are those in which 

the alignment marks are measured in a state in which the respectively 

opposite substrate is displaced, in order to align the substrate holders and 

therefore the substrates with one another after the measurement of the 

alignment marks by means of a high-precision positioning process.  
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The precise form of the alignment marks does not need to be dealt with in 

greater detail ,  since there are countless types of alignment marks in the 

industry.  Alignment marks are represented simplified as black crosses in the 

figures of this publication. .  

 

Positioning marks 

Positioning marks are understood to mean marks which are tracked, observed 

and evaluated,  in particular continuously,  by means of additional  optics, the 

positioning optics,  in order to be able to determine the exact  position of the 

substrate holders and therefore of the substrates even when the alignment 

marks on a substrate are concealed by the respectively opposite substrate and 

are therefore no longer optically accessible.  

 

The positioning marks are preferably located on the substrate holder.   

 

Each positioning mark is preferably produced such that  a, in particular 

coarse, position can be read out from it.  Part icularly suitable as posit ioning 

marks are 

• QR codes 

• Barcodes,  

• Text 

• Symbols 

• Etc.  

 

In a QR posit ioning mark, a coarse posit ion is  in particular directly encoded 

in the QR code. The positioning marks represented in the figures of the 

publication are QR codes. The QR codes can be read out for a better 

understanding of the publication with a standard commercial QR scanner, for 

example a camera of a smart phone. An understanding of the coarse 
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positioning will thus be facilitated for the person skilled in the art who reads 

this publication. 

 

A barcode positioning mark could store the coarse position encoded as an 

integer.  It  would for example be conceivable for the integer 101012 to stand 

for the coarse position (101,012). It  will  be agreed that the first n of N 

figures correspond to the x-coordinate and the last  N-n figures to the y-

coordinate.  

 

If  a text is used as a positioning mark, the coarse position can be represented 

directly as text. It  would be conceivable for example to use the text fragment 

„101,12“ to fix the coarse position (101,12).  

 

In the case of the symbolic positioning marks,  an assignment table is in 

particular required. A special symbol is  assigned to a coarse position (x, y).  It  

would also be conceivable for a symbolic positioning mark to consist of two 

partial symbols,  whereof each partial  symbol corresponds to a coordinate 

which has been established in a corresponding table.  

 

Furthermore, each positioning mark preferably comprises fine-positioning 

elements,  by means of which an individual fine posit ion can be assigned to 

the positioning mark. The position encoded in the positioning mark is 

generally not sufficient  to carry out fine positioning. 
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Fine-positioning elements can for example be a frame which surrounds the 

positioning mark. Rectangles, in particular squares, would for example be 

conceivable. Symmetrical  octagons or circles would also be conceivable. The 

fine-positioning elements can be detected and evaluated by hardware and/or 

software and/or firmware, such that a local zero point  for the positioning 

mark can be acquired therefrom, which is limited only by the pixel resolution 

of the detector. By means of the relative displacement of this zero point  

relative to the optical axis of the positioning optic, the fine adjustment is then 

enabled, and therefore in particular a precise alignment of the substrates is  

possible or a calculation for the determination of the exact  position of the 

alignment marks and therefore of the exact position of the substrates, which 

in particular are fixed on the substrate holders.  It  would also be conceivable 

for individual features of the positioning mark, for example corners or edges, 

to serve themselves as fine-positioning elements.  

 

Positioning mark field 

The positioning marks are in particular part  of a positioning mark field.  The 

positioning marks are arranged in part icular symmetrically,  in particular 

along a grid, in the positioning mark field. The positions encoded in the 

positioning marks are given relative to a coordinate origin of the positioning 

mark field.  

 

In the ideal case, the positioning mark field should be produced on a surface 

of a body which changes only very slightly,  preferably not at all,  in its shape 

under the effect of any change in a physical parameter such as pressure and 

temperature. The body on which a positioning mark field is produced should 

therefore have a thermal expansion coefficient tensor, the coefficient whereof 

is as small  as possible. The body is  preferably produced from a material  with 
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a cubic crystal system, because in this case the thermal expansion is always 

isotropic.  Instead of an expansion coefficient  tensor,  use can simply be made 

of a thermal expansion coefficient  in this case.  

 

The body should be as insensitive as possible to adsorbates,  in part icular not 

oxidise or enter into any other chemical reactions that lead to a layer 

formation. In particular, nanometre thin oxide layers can have very 

pronounced optical  properties,  which can have an unfavourable effect on the 

reading-out of the positioning marks. These include for example an 

interference effect , l ight refraction etc.  

 

In a very particularly preferred embodiment, a positioning mark field is 

located approximately at the same level as the alignment marks to be 

measured, in particular in a plane which passes through the substrate surface 

on which the alignment mark is arranged.  

 

In a less preferred embodiment, the posit ioning mark field is located on the 

substrate holder outer surface lying opposite the substrate holder fixing 

surface and is  thus relatively far away from the plane in which the alignment 

marks are located.   

 

An individual coordinate system (positioning mark field coordinate system 

PMFKS) with a corresponding xP-axis and a yP-axis preferably orthogonal 

thereto is preferably present in respect of the positioning mark field. One of 

the positioning marks is preferably a positioning mark which defines the zero 

point  of this PMFKS. 
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The creation of a positioning mark field is in particular always associated 

with inaccuracies. It  is always the case that each product of a production 

operation can only be produced with the accuracy and the precision of the 

production machine.  It  is  therefore important  to mention that the positioning 

mark field does not have to be produced isotopic and/or homogeneous over 

the entire area. It  is  fully adequate if the positioning marks, which have been 

associated with the alignment marks, do not change during the alignment 

process.  

 

Nonetheless, an at tempt is  of course preferably made to obtain positioning 

mark fields which are produced as accurately and precisely as possible over 

the entire positioning mark field area.   

 

optics 

In the subsequent text, a distinction will generally be made between 

alignment optics and positioning optics. Alignment optics are understood to 

mean all  optics which detect  the alignment marks,  whereas positioning optics 

are understood to mean all  optics which measure the positioning marks. In 

special embodiments, optics are used which are used simultaneously as 

alignment and positioning optics. In these cases, the two words are used 

synonymously.  Since the aspect of the idea is  however based on a 

development of alignment systems which always already have alignment 

optics,  the word positioning in such a case is  used to create continuity and 

consistency.  

 

The word optic is  used in the subsequent text as a synonym for a, generally 

very complicated, optical system, i.e. for a number of optical elements,  with 

the aid of which an image can be taken, in part icular magnified. The optics 

are symbolised in the figures by simple optics. Further optical  elements such 

as prisms, various lenses, optical filters, mirrors etc. can lie behind these 
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optics.  The optics project an image that  has been taken onto a chip, in 

particular a CMOS chip, which duly further processes the image and in 

particular transmits i t  to software.  

 

All the optics can be moved generally in translation and/or rotation. After a 

suitable calibration of the optics, however, the latter are preferably no longer 

moved. A relative movement between the optics and the substrate holders 

then takes place only through the movement of the substrate holders.  In 

particular, the focal  planes or focal points and/or the depth of focus range of 

the optics are adjustable and are preferably no longer changed after 

calibration onto a plane. An exception is primarily the optics of the 

subsequently mentioned and comprehensively described type 3 alignment 

system, which is  mentioned comprehensively in publication 

WO2015082020A1. In this alignment system, it  is  necessary actively to move 

the optics precisely to achieve the desired alignment result.  

 

Position determination 

 

The method permits the exact positioning of a substrates holder, and therefore 

of a substrate,  by measuring a positioning mark field and the exact control of 

a position of the positioning mark field.  In order to enable an exact control of 

the substrate holder,  it  is not sufficient  to read out the coarse position from a 

positioning mark of the positioning field, since this only gives a position 

which lies well  above the possible optical resolution limit. As soon as a  
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positioning mark of a positioning mark field is located in the field of vision 

of a positioning optic, a zero point  of the positioning mark can be measured. 

The fine positioning of the substrate holder then takes place by the distance 

measurement between the zero point  of the positioning optic and the zero 

point  of the positioning mark. This fine positioning is limited by the pixel 

resolution of the detector, inasmuch as the pixel resolution is worse than the 

optical  resolution, otherwise the resolution limit  is the optical  resolution. 

During a movement of a substrate holder,  the positioning optic, in 

cooperation with hardware and/or software and/or firmware,  must therefore 

only be in a position to be able to read out the coarse position of the substrate 

holder by reading out the positioning marks passing through its field of 

vision. As soon as a desired coarse position has then been reached, the fine 

positioning can take place by means of the pixel measurement.  In this 

measurement step, the substrate holder in particular does not move at all or so 

slowly that  a measurement of all the necessary positioning mark features is  

possible.  

 

 

Substrate holder 

A substrate holder in particular comprises a substrate holder fixing surface 

and a substrate holder outer surface lying opposite the substrate holder fixing 

surface.   

 

The substrate holders comprise fixings. The fixings serve to hold the 

substrate firm. The fixings can be 

 

1.  Mechanical fixings, in part icular 

1.1.  Clamps 

2.  Vacuum fixings, in part icular with 

2.1.  individually controllable vacuum tracks 
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2.2.  Vacuum tracks connected to one another 

3.  Electrical  fixings,  in particular 

3.1.  Electrostatic fixings 

4.  Magnetic fixings 

5.  Adhesive fixings,  in particular 

6.  Gel-Pak fixings 

7.  Fixings with an adhesive, in particular controllable, surface.  

  

 

The fixings are in particular electronically controllable. The vacuum fixing is  

the preferred type of fixing. The vacuum fixing preferably comprises a 

plurali ty of vacuum tracks which emerge at the surface of the substrate 

holder. The vacuum tracks are preferably individually controllable.  In one 

application, several  vacuum tracks are combined to form vacuum track 

segments,  which can be individually controlled, i .e. can be evacuated or 

flooded. Each vacuum segment is in particular independent of the other 

vacuum segments. The possibili ty of constructing individually controllable 

vacuum segments is  thus achieved. The vacuum segments are preferably 

designed in an annular shape. A targeted,  radially symmetrical fixing and/or 

release of the substrate from the substrate holder, in particular carried out 

from the inside outwards,  is thus enabled.  

 

The substrate holder can be a substrate holder from one of the publications 

WO2017162272A1, WO2018028801A1 and WO2019057286A1 extended by 

the properties according to the invention. In particular, the substrate holder is 

a substrate holder with individually controllable  
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zones and fixing elements according to the embodiment of 

WO2017162272A1. 

 

The positioning mark field can be located on the substrate holder fixing 

surface and/or on the substrate holder outer surface.  

 

In a particularly preferred embodiment, the positioning mark field is located 

on the substrate holder fixing surface.  This embodiment has the advantage 

that  the depth of focus range of the positioning optics lies at  the same level as 

the depth of focus range of the al ignment optics, which are located in 

particular on the same side as the positioning optics.  

 

In a still  more preferred embodiment, the positioning mark field lies at the 

same level  as the substrate surface to be bonded. Since the substrate has a 

certain thickness,  the positioning mark field must either be raised relative to 

the substrate holder fixing surface, or the substrate holder fixing surface must 

be moved back sl ightly in the substrate holder. This can be achieved for 

example by milling with a milling depth which approximately corresponds to 

a mean substrate thickness.   

 

In a general embodiment, a substrate holder has within a device 6 degrees of 

freedom, i .e. can be displaced in the x-, y- and z-direction, as well as being 

rotated in the x-, y- and z-axes.  In a special embodiment, a substrate holder 

inside a device can preferably only move by a minimal number of degrees of 

freedom in order to minimise the error influence due to the devices which 

would permit the other degrees of freedom.  
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For several mentioned alignment systems, it  is  necessary for the optics to be 

moved very close to the alignment marks of a substrate.  The substrate holder 

can therefore comprise holes,  passages, drill  holes,  millings, recesses or 

indentations,  referred to in the remainder of the publication by the umbrella 

term openings, in order to enable unhindered access for the optics, in 

particular also a degree of play for lateral displacements. Transparent 

materials can in part icular also be inserted in the openings. This applies in 

particular to al ignment systems according to publication WO2015082020A1. 

 

 

Device 

The devices are alignment systems. The different  types of alignment system 

are split  up into four types.  

 

Type 1  is  an alignment system which is based on the alignment principle of 

publication US6214692B1. In principle, it  is a matter of displacing at least 

one of the substrate holders along a direction which in particular lies normal 

to the connecting line of two alignment marks and in the substrate surface. 

With this mode of procedure, the substrate holders are displaced along 

relatively long paths. The mutual  displacement of the substrate holders in 

connection with the four al ignment optics,  whereof in each case two mutually 

opposite optics are calibrated to a focal point in a focal plane,  permits the 

alignment of two substrates while the latter are located at  a very small 

distance from one another.   

 

Type 2  is  an alignment system which is based on the alignment principle of 

publication WO2014202106A1. In principle, it  is a matter of displacing both  
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substrate holders crosswise along a direction which lies parallel to the 

connecting line of two alignment marks and in the substrate surface. The 

substrates, in contrast with type 1,  are thus displaced "laterally".  As a result  

of the lateral displacement,  the displacements of the substrate holders are 

much shorter than in the type 1 alignment system. The mutual  displacement of 

the substrate holders in connection with the four alignment optics, whereof 

two mutually opposite optics in each case are calibrated to a focal point  in a 

focal plane,  permits the alignment of two substrates when the latter are 

located at  a very small distance from one another. Use is therefore preferably 

made of substrate holders,  wherein the locally l imited positioning mark fields 

are located beside the alignment marks of the substrate to be loaded. .  

 

Type 3  is  an alignment system which is based on the alignment principle of 

publication WO2015082020A1. In principle, it  is a matter of fixing the optics 

of one side, in particular the lower side, or at most permitting a movement in 

the z-direction, whereas the optics on the opposite, in particular upper,  side 

are freely mobile in a plurali ty of directions,  in particular at least in the x- 

and y-direction. Furthermore, in this type of al ignment system, one of the 

substrate holders, in particular the lower one, is  also mobile only in one 

direction, in particular the z-direction. In  contrast with the alignment systems 

of type 1 and 2,  the optics here are very readily moved after the calibration 

process, whereas the lower substrate at first remains fixed and is moved 

during the bonding process exclusively in the z-direction by the lower 

substrate holder.  

 

All other types of alignment system which are based on optical principles are  

Type 4 .  Here,  all kinds of posit ioning mark fields can in principle be used in 

any combination. The drawbacks of a positioning mark field  
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applied on the substrate holder outer surface have already been described 

comprehensively in the section on the positioning mark field. The general  

type 4 alignment systems will  therefore subsequently be dealt with only 

superficially in the publication. A type 4 alignment system would for example 

be the alignment system in publication WO2011042093A1. This publication 

describes an alignment system, in which a substrate holder can move over 

very long distances on a base, wherein the alignment optics are fastened 

either to the base and/or to the substrate holder etc.  

 

An alignment system of type 3 with the corresponding extensions according 

to the invention is preferred.  

 

In a very particularly preferred embodiment, the device comprises at least  

four alignment optics and at  least  one positioning optic,  but preferably two 

positioning optics.  On account of the symmetry aspects, two positioning 

optics are always used in the publication, in particular in the figures, 

although one would suffice.  

 

In one embodiment, at least one of the substrate holders is provided as a 

substrate holder, i .e.  with a positioning mark field.  

 

In a very particularly preferred embodiment, both substrate holders are 

provided with a posit ioning mark field.  Accordingly,  the exact  position of 

each substrate holder can be determined with corresponding positioning 

optics.  Correspondingly more posit ioning optics, i .e.  at least two, one above 

and one below, are required.  
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The device and the method are, generally,  under no circumstances tied to any 

one of the mentioned types of alignment systems. The basic idea consists  in 

the measurement and the creation of a correlation of alignment marks with 

positioning marks in positioning mark fields. Nonetheless, devices and 

processes for the various types of embodiment are explicitly described and 

represented in the figures. In particular, the idea is intended to be used to 

extend the alignment system of type 3,  of WO2015082020A1. 

 

Method 

It  is  irrelevant whether the extended substrate holder or substrate holders are 

located at  the upper side or lower side of the device. In order to remain 

consistent  with the figures of the publication, it  will be assumed in the 

remaining description that the substrate holder is an upper side substrate 

holder, i .e. the positioning mark field points downwards in the direction of 

gravity.   

 

The calibration process generally precedes the methods.  The calibration 

process should be carried out each time when i t is  assumed that  the optical 

systems have been changed or displaced. The calibration processes are 

dependent on the employed type of alignment system. Possible calibration 

processes are for example disclosed comprehensively in publications 

WO2014202106A1 and WO2015082020A1 and are not dealt with in greater 

detail here.  

 

Once the calibration process, provided for the given alignment system, has 

been concluded, the alignment process in particular can begin. 
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The method is in principle applicable to alignment systems wherein the 

substrates move in part icular along a direction which (i) lies normal to the 

connecting line of two alignment marks and (ii) parallel  to the substrate 

surface.  This alignment system is described in US6214692B1 and denoted as 

type 1. The substrates have to travel  over relatively long paths in order to 

make the alignment marks visible for the optics. The alignment marks are 

measured here, as it  were, “in parallel".  

 

In a first  process step in an exemplary method according to the invention for 

the alignment of two substrates with an alignment system of type 1, a first  

substrate is  loaded and fixed on a first ,  upper substrate holder. 

 

In a second  process step, the first ,  upper substrate holder is displaced unti l 

such time as the alignment marks of the first,  upper substrate are located in 

the fields of vision of the lower alignment optics. In particular 

simultaneously,  the lower positioning optics measure the upper positioning 

marks of the upper positioning mark field on the first,  upper substrate holder,  

which is located in their fields of vision. From this point on, the first,  upper 

substrate holder can be displaced along the entire length and can be brought 

into the same position by the renewed control  of the upper positioning marks.  

 

In a third  process step,  the first,  upper substrate holder moves so far that the 

upper alignment optics,  which it  has hitherto concealed,  have a free view 

downwards.  In particular simultaneously or already in parallel  with an earl ier 

process step,  a second substrate is loaded and fixed onto a second lower 

substrate holder. The loading of the second substrate can of course also take 
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place at a much earlier point in time, in part icular in parallel with one of the 

aforementioned process steps.  

 

In a fourth  process step, the second, lower substrate holder is displaced until 

such time as the alignment marks of the second, lower substrate are located in 

the fields of vision of the upper alignment optics. The second, lower substrate 

holder is  then preferably no longer moved. 

 

In a fifth  process step, the first ,  upper substrate holder is  again displaced 

back into the posit ion determined in the second process step. Only the lower 

positioning optics are now used, which continuously measure the upper 

positioning mark field on the first,  upper substrate holder and can thus 

control the desired position extremely precisely.  In particular, the fine 

adjustment also takes place by means of the positioning optics, which are 

dealt with comprehensively in other parts of the publication.  

 

In further process steps, the two substrates are then connected to one another 

by a suitable process. The connection process will  not  be dealt  with in detail 

here. Fusion bonding processes are conceivable, wherein one of the two 

substrates, in particular the upper one, is  curved by a curving means in order 

to make contact with the other substrate.  

 

A first possible optional improvement of the aforementioned process is 

represented here in abbreviated form. The upper substrate holder has openings 

through which the upper alignment optics can view the lower substrate holder 

and therefore a lower loaded substrate. The lower substrate holder comprises 

a positioning mark field at  its  rear side.  A substrate is loaded onto the lower 

substrate holder and the alignment marks of the 

  



- 30 - 

 

lower substrate are measured through the openings of the upper substrate 

holder with the aid of the upper alignment optics. Lower posit ioning optics at 

the same time measure the positioning mark field on the rear side of the lower 

substrate holder. The upper substrate is  then loaded. In particular 

simultaneously,  the lower substrate holder moves so far that the lower 

alignment optics can measure the alignment marks of the upper substrate on 

the upper substrate holder.  The lower substrate holder can then again be 

brought into the correct position with the aid of the positioning optics.  

 

 

A second possible optional improvement of the aforementioned process is 

represented here in abbreviated form. The lower substrate holder comprises 

openings through which the lower alignment optics can view the upper 

substrate holder and therefore an upper loaded substrate.  The upper substrate 

holder comprises a positioning mark field at  its rear side.  A substrate is 

loaded onto the upper substrate holder and the alignment marks of the upper 

substrate are measured through the openings of the lower substrate holder 

with the aid of the lower alignment optics. Upper positioning optics at the 

same time measure the positioning mark field on the rear side of the upper 

substrate holder. The lower substrate is  then loaded. In particular 

simultaneously,  the upper substrate holder moves so far that  the upper 

alignment optics can measure the alignment marks of the lower substrate on 

the lower substrate holder.  The upper substrate holder can then again be 

brought into the correct position with the aid of the positioning optics.  

 

A combination of the two mentioned improvements is also feasible.  

  



- 31 - 

 

 

 

 

An improved embodiment of an alignment system and therefore also an 

improved method is described in WO2014202106A1 and denoted as type 2.  

Here, the substrates are also displaced with respect  to one another, but  along 

the direction of the connecting line of two alignment marks,  i .e. "laterally",  

so that  in each case a first alignment mark of a first substrate can always be 

detected by a second alignment optic and at the same time a second alignment 

mark of a second substrate can always be detected by a first al ignment optic.  

The alignment marks are measured here as it  were "crosswise". Slight changes 

in the flow of the process correspondingly arise.  In particular,  at  least  one 

substrate holder of the alignment system of type 2 is  also extended by a 

positioning mark field.  

 

In a first  process step in an exemplary method according to the invention for 

the alignment of two substrates with an alignment system of type 2, a first  

substrate is  loaded and fixed on a first ,  upper substrate holder. In particular 

simultaneously,  a second substrate is  loaded and fixed on a second, lower 

substrate holder. After the loading and fixing of the substrates, the substrate 

holders are brought into a position in which a left-hand lower alignment optic 

has a left-hand upper alignment mark of an upper substrate in i ts field of 

vision. For this purpose, it  is necessary that  the lower substrate holder is  

displaced so far to the right that  the left-hand, lower alignment optic has a 

free view of the left-hand, upper alignment mark. At the same time, the left-

hand lower positioning optic must have a left-hand upper positioning mark in 

its field of vision. The correlat ion between the left-hand, upper positioning 

mark and the left-hand upper alignment mark is thus produced.  

 

In a second  process step, the lower substrate holder now moves to the left  and 

thus allows the right-hand, lower alignment optic and positioning optic to  
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measure the right-hand, upper alignment mark and positioning mark. The 

correlation between the right-hand, upper positioning mark and the right-hand 

upper alignment mark is thus produced. 

 

In a third  process step,  the second, lower substrate holder is  displaced until 

such time as the left-hand alignment mark of the second, lower substrate is 

located in the field of vision of the upper,  left-hand alignment optic. For this 

purpose,  an opening can in particular be provided in the upper substrate 

holder. The second, lower substrate holder is  preferably then no longer 

moved. The right-hand alignment mark of the lower substrate at the moment 

still  concealed by the first,  upper substrate holder should in part icular be 

located in the field of vision of the right-hand upper alignment optic,  as soon 

as the upper substrate holder frees the view of the lower right-hand alignment 

mark. 

 

In a fourth  process step, the first,  upper substrate holder moves to the 

opposite, left-hand side unti l such time as the upper, right-hand alignment 

optic can view past i t  onto the lower right-hand alignment mark of the lower 

substrate. For this purpose, an opening can in particular also be provided in 

the upper substrate holder.  This alignment mark should in fact  already be 

located in the field of vision of the right-hand upper alignment optic.  If  this 

is not the case, the optics have been calibrated beforehand to an in particular 

false distance.  The upper,  right-hand alignment optic measures the lower, 

right-hand alignment mark. The lower substrate holder should no longer be 

moved.  

 

In a fifth  process step, the first ,  upper substrate holder is  again displaced 

back into the posit ion in which the left-hand, lower and the right-hand, lower 

positioning optic have the positioning marks on the left-hand and right-hand 

positioning mark field in the field of vision. Only the lower positioning  

optics are now used, which can measure the upper positioning mark field on 

the first ,  upper substrate holder and therefore can control  the desired position 
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extremely precisely.  It  is  also of fundamental  importance to understand that  it  

is not necessary for the lower positioning optics to have the two positioning 

mark fields of the first,  upper substrate holder continuously in the field of 

vision. As soon as the positioning marks of the positioning mark field again 

appear in the fields of vision of the lower positioning optics,  the desired 

position can be controlled precisely and rapidly in the first  place by coarse 

positioning. In particular, the fine adjustment also takes place by means of 

the positioning optics, which are dealt with more comprehensively in other 

parts of the publication.  

 

In further process steps, the two substrates are then connected to one another 

by a suitable process. The connection process is not dealt with in greater 

detail here.  Fusion bonding processes are conceivable, wherein one of the two 

substrates, in particular the upper one, is  curved by means of a curving means 

in order to make contact with the other substrate.   

 

In the next section, a particularly preferred process for a type 3 alignment 

system is described. This type of al ignment system is described in publication 

WO2015082020A1. The application of the aspects according to the invention 

to this type of alignment system is of particular importance,  since this 

alignment system represents the latest state of the art . The alignment system 

is characterised, like the previously described type 2,  primarily by very short 

displacements of the substrate holders. However,  the lower components, i .e. 

the lower alignment optics and the lower substrate holder, are designed here 

such that  they can be displaced in particular only along the z-direction, i .e.  

along the height, whereas the upper al ignment  
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optics and the upper substrate holder have a maximum number of degrees of 

freedom, in particular in the x and y direction. The advantages that result 

from this are comprehensively described in publication WO2015082020A1. 

 

An essential feature of the extended type 3 alignment system consists in the 

fact  that the positioning mark fields are located along a line which is not 

parallel , in particular normal, to the connecting line of the alignment marks 

subsequently to be measured.  

 

In a first  process step in an exemplary method according to the invention for 

the alignment of two substrates with an alignment system of type 3, the upper 

substrate holder moves to the left .  In part icular simultaneously,  a left-hand 

alignment optic moves upwards in the z-direction, until it  has the left-hand 

alignment mark of the upper substrate in i ts field of vision and depth of focus 

range. In particular simultaneously,  at least one positioning optic also moves 

upwards, until at least one positioning mark from one of the positioning mark 

fields is visible. It  is  thus possible to associate at least  one positioning mark 

of at least  one of the positioning mark fields with the left-hand alignment 

mark or to correlate the lat ter with one another.  

 

In a second  process step, the upper substrate holder moves to the right.  In 

particular simultaneously,  a right-hand alignment optic 6ur moves upwards in 

the z-direction, until  it  has the right-hand alignment mark of the upper 

substrate in its field of vision and depth of focus range. In part icular 

simultaneously,  at least one positioning optic also moves upwards,  until at 

least one positioning mark from one of the positioning mark fields is visible. 

It  is  conceivable for the two positioning optics to be already located in 

position by means of the first process step. It  is  also conceivable that only 

one of the positioning optics was connected to the left-hand alignment optic 

in the first  

process step and therefore the corresponding second positioning optic now 

has to be brought into position. If  the embodiment is to use only one 
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positioning optic, the latter is  already in position by means of the first 

process step and measures a second positioning mark of the same positioning 

mark field.  It  is  thus possible to associate at least  one further positioning 

mark with the right-hand alignment mark.  

 

In a third  process step,  the lower substrate holder moves upwards.  In 

particular simultaneously,  the upper left-hand alignment optic moves in, 

generally,  a number of directions in order to get the lower alignment mark of 

the lower substrate into the field of vision and the depth of focus range. 

 

In a fourth  process step, the substrate holder moves to the left .  In particular 

simultaneously,  the upper right-hand alignment optic moves in, generally,  a 

number of directions in order to get the lower al ignment mark of the lower 

substrate into the field of vision. 

 

In a fifth  process step, the upper substrate holder is  al igned with respect  to 

the lower substrate holder in such a way that  the upper alignment marks are 

as congruent as possible with the lower al ignment marks. The movement of 

the upper substrate holder is checked by means of at least one of the 

positioning optics,  whereby at  least one of the positioning mark fields is read 

out in particular continuously and evaluated.  In particular, fine positioning is 

carried out by means of pixels. It  is therefore possible to align the upper 

substrate with respect to the lower substrate,  although the alignment marks 

are concealed by the respectively opposite substrates and are no longer 

visible.  
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An alignment system extended by the aspects according to the invention can 

in particular be based on all the types of alignment system. The 

corresponding methods, however,  are slightly different from the 

corresponding process steps, so that  the method is explicitly described in the 

figures for each of the two mentioned types of al ignment.  

 

Further advantages, features and details of the invention emerge from the 

following description of preferred examples of embodiment and with the aid 

of the drawings.  In the figures:  

 

Figure 1 shows a first substrate holder according to the invention, 

Figure 2 shows a second substrate holder according to the invention, 

Figure 3 shows a third substrate holder according to the invention, 

Figure 4 shows a fourth substrate holder according to the invention, 

Figure 5a a first process step in a first  alignment system according to the 

invention, 

Figure 5b a second process step in a first  al ignment system according to the 

invention, 

Figure 5c a third process step in a first  alignment system, 

Figure 5d a fourth process step in a first alignment system,  

Figure 5e a fifth process step in a first  alignment system, 

Figure 6a a first process step in a second alignment system according to the 

invention,  

Figure 6b a second process step in a second alignment system,  

Figure 6c a third process step in a second alignment system,  

Figure 6d a fourth process step in a second alignment system, 
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Figure 6e a f if th process step in a second alignment system,  

Figure 7a a first process step in a third al ignment system according to the 

invention,  

Figure 7b a second process step in a third alignment system, 

Figure 7c a third process step in a third al ignment system, 

Figure 7d a fourth process step in a third alignment system, 

Figure 7e a fifth process step in a third al ignment system, 

Figure 8a a first process step of a fine-alignment process and 

Figure 8b a second process step of a fine-alignment process.  

 

Identical components or components with the same function are denoted by 

the same reference numbers in the figures. 

 

All the figures represent components and their features solely 

diagrammatically in a basic, rough manner. The figures are neither true to 

scale, nor are the features of the component necessarily designed as 

represented. The figures are therefore to be understood solely as schematic 

diagrams and their features are to be interpreted functionally under all  

circumstances.  

 

Figure 1  shows a first substrate holder 1o, with positioning mark fields 3ol, 

3or, comprising a plurality of positioning marks 4ol,  4or,  on which a 

substrate 2o with alignment marks 5ol, 5or has been fixed. Only positioning 

marks 4or are represented enlarged on the right-hand side. Accordingly,  there 

are positioning marks 4ol on the left-hand side,  the enlargement whereof is  

not represented on account of clarity and transparency. Positioning mark 

fields 3ol, 3or are located on the substrate holder fixing  

side, i .e. on the same side as fixed substrate 2o. Accordingly,  positioning 

mark fields 3ol, 3or can be located only outside the fixing region for 
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substrate 2o. Positioning mark fields 3ol,  3or are present in part icular along a 

direction over the entire length of substrate 1, in the present case along the x-

direction. It  is however again mentioned that , for the adaptation of the type 1 

alignment system too, such long positioning mark fields 3ol, 3or are not 

necessary and they can have a size just like positioning marks 3ol,  3or (see 

fig.  2) in the extension of a type 2 alignment system. Since substrate holder 

1o of the type 1 alignment system, which is described in the series of figures 

4a-4f, covers however further distances,  positioning mark fields 3ol, 3or are 

represented constituted as an additional  extension along the entire x-

direction. This substrate holder 1o is used for al ignment systems of type 1. 

Substrate holder 1o comprises fixing elements 8,  as well as a deformation 

element 10. The latter are also mentioned and described merely in a 

rudimentary manner,  since they are not of essential importance for the idea.  

 

Figure 2  shows a second, preferred substrate holder 1o‘,  with positioning 

mark fields 3ol‘,  3or‘, comprising a plurality of positioning marks 4ol,  4or,  

on which a substrate 2o with alignment marks 5ol,  5or has been fixed. Only 

positioning marks 4or are represented enlarged on the right-hand side. 

Accordingly,  there are positioning marks 4ol on the left-hand side, the 

enlargement whereof is not represented for reasons of clarity and 

transparency. Positioning mark fields 3ol‘, 3or‘ are located on a substrate 

holder fixing side, i .e. on the same side as fixed substrate 2o. Accordingly,  

positioning mark fields 3ol‘, 3or‘ can be located only outside the fixing 

region for substrate 2o. Substrate holder 1o‘ preferably also comprises 

openings 9, which are in particular fully through-going milled slots,  oblong 

holes, holes or drill  holes, through which alignment optics 5ol, 5or can view 
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through substrate holder 1o‘. Openings 9 in part icular simplify the process,  

which is represented in figures 5a-5e.  In part icular,  the required, mutual 

displacements of substrate holders 1o‘,1u thus become shorter. The process 

can also be implemented without openings 9,  but  is then less efficient , 

because in this case the required, mutual displacements of substrate holders 

1o‘,1 are somewhat longer. For the sake of completeness, therefore, openings 

9 are always shown. This substrate holder 1o‘ is  used primarily for al ignment 

systems of type 2 and type 3.  Positioning mark fields 3ol‘, 3or‘are smaller 

than positioning mark fields 3ol,  3or in figure 1. Substrate holder 1o‘ also 

comprises fixing elements 8, as well as a deformation element 10. The lat ter 

are also mentioned and described solely in a rudimentary manner, since they 

are not of essential  importance for the idea.  

 

Figure 3  shows a third,  still  more preferred substrate holder 1o‘‘, with a front 

and a rear positioning mark field 3ov, 3oh comprising a plurality of 

positioning marks 4o. It  can be seen that the connecting line between 

positioning mark fields 3ov, 3oh does not lie parallel to the connecting l ine 

between the two alignment marks 5ol, 5or, positioning mark fields 3ov, 3oh 

being rotated through 90° with respect to alignment marks 5ol, 5or.  A 

characteristic feature of substrate 1o‘‘ is that  alignment marks 5ol, 5or of 

upper substrate 2o are not located in line with positioning marks 3ov, 3oh, 

which are therefore denoted with indices v (front) and h (rear). This 

nomenclature facilitates the explanations in the following descriptions of the 

figures.  Substrate holder 1o‘‘ also comprises fixing means 8, as well as a 

deformation element 10. These are also mentioned and described solely in a 

rudimentary manner,  since they are not of essential importance for the idea. 

Second substrate holder 1o‘‘ also comprises openings 9,  which allow the 

alignment optics very close access to the periphery of substrate 2o. This will  
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be important  for the method in the subsequently described process.  

 

Figure 4  shows a fourth, less preferred substrate holder 1o‘‘‘, with a single 

positioning mark field 3o‘‘, comprising a plurali ty of positioning marks 4o, 

on which a substrate 2o with alignment marks 5ol,  5or has been fixed. 

Positioning mark field 3o‘‘ is  located on the substrate holder outer side. 

Accordingly,  posit ioning mark field 3o‘‘ can be produced over a very large 

surface area. This substrate holder 1o‘‘‘ can be used for all  types of 

alignment system. A drawback with this embodiment is  primarily the fact that  

the depth of focus range of the al ignment optics used (not shown) and of the 

positioning optics (not shown) cannot lie at the same level.  The depth of 

focus ranges are separated from one another at least by height h of substrate 

holder 10’’’. The focal planes of alignment marks 5ol,  5or and of positioning 

marks 4o are thus also correspondingly very distant  from one another. 

Positioning mark field 3o‘‘ does not of course have to extend over the entire 

substrate outer surface of substrate holder 1o‘‘‘, but rather can be localised 

and smaller. The extension over a very large area is only a further 

embodiment. Substrate holder 1o‘‘‘ also comprises fixing means 8, and a 

deformation element 10. These are also mentioned and described solely in a 

rudimentary manner,  since they are not of essential importance for the idea.  

 

The following descriptions of the figures serve to illustrate a process, in 

particular for devices of type 1.  

 

For the sake of greater clarity,  there are no cross-sections through figures 5a-

5e.  
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Figure 5a  shows a first process step of a first process in a lateral  

representation (on the left)  and in a plan view (on the right). An upper 

substrate holder 1o, with a positioning mark field 3ol on the left-hand side 

and a positioning mark field 3or on the right-hand side,  moves into a loading 

position in order to receive and fix a substrate 2o. It  would also be 

conceivable for substrate 2o to be fixed on substrate holder 1o without the 

latter moving. Accordingly,  a robot would have to move substrate 2o into the 

appropriate position,  in which it  can be fixed by upper substrate holder 1o. 

The device in particular comprises two upper alignment optics 6ol, 6or, two 

lower alignment optics 6ul,  6ur and two lower positioning optics 7ul, 7or. In 

the plan view, fixing elements 8u can be seen on lower substrate holder 1u, 

with which a lower substrate 2u (not shown) is  fixed in a subsequent process 

step. Alignment optics 6ol,  6or have already been calibrated with respect to 

lower alignment optics 6ul,  6ur according to a method from the prior art.  

 

Figure 5b  shows a second process step of a first process. Substrate holder 1o 

moves in the x-direction until  such time as al ignment marks 5ol, 5or are 

detected by alignment optics 6ul, 6ur and at least one positioning mark 4ol,  

4or per positioning mark field 3ol, 3or is detected by positioning optics 7ul, 

7ur. Positioning marks 4ol, 4or are now represented in the figures only in 

abstract form as a rectangle in order to simplify the representation. Since 

alignment optics 6ul,  6ur and positioning optics 7ul,  7ur are no longer moved, 

it  can be determined at any time by the measurement of positioning marks 

4ol, 4or of positioning mark fields 3ol, 3or where al ignment marks 5ol, 5or 

are located relative to the optical axes of alignment optics 6ol,  6or, 6ul,  6ur.  

It  must once again be mentioned that the depth of focus ranges of the optical 

axes of 
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alignment optics 6ol,  6or, 6ul,  6ur have preferably been calibrated to a focal 

plane in preceding calibration processes.  The point  of intersection of the 

depth of focus ranges of the two left-hand alignment optics 6ol, 6ul 

represents the zero point for the left-hand side and the point of intersection of 

the depth of focus ranges of the two right-hand alignment optics 6or, 6ur 

represents the zero point for the right-hand side of the device.  

 

Figure 5c  shows a third process step of a first process. Upper substrate 

holder 1o moves so far that i t  is  no longer in the way of upper alignment 

optics 6ol,  6or.  In particular simultaneously,  a lower substrate holder 1u 

moves into a loading position and is loaded with a lower substrate 2u. Lower 

substrate holder 1u fixes lower substrate 2u. It  would of course be 

conceivable in this case too for lower substrate holder 1u not to be moved and 

for lower substrate 2u to be deposited,  in particular positioned, by a robot. It  

is of course also conceivable for lower substrate 2u to have already been 

loaded onto lower substrate holder 1u. 

 

Figure 5d  shows a fourth process step of a first process, in which lower 

substrate holder 1u moves until such time as lower alignment marks 5ul, 5ur 

are located in the field of vision of upper alignment optics 6ol, 6or.  Since 

upper substrate holder 1o was moved out of the fields of vision of upper 

alignment optics 6ol,  6or in the previous process step,  the substrate surface of 

substrate 2u can be measured. Once lower substrate holder 1u has been 

positioned, it  is no longer moved. 
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Figure 5e  shows a fifth process step of a first process, in which upper 

substrate holder 1o is again moved back into its initial position. Positioning 

marks 4ol, 4or of positioning mark fields 3ol,  3or are measured in order to 

acquire precise knowledge concerning the position of upper al ignment marks 

5ol, 5or which are in the meantime concealed.  The position of lower 

alignment marks 5ul,  5ur must of course still  be known, since lower substrate 

holder 1u has no longer moved. By viewing positioning marks 4ol,  4or of 

positioning mark fields 3ol, 3or, i t  is  therefore possible to align left-hand 

alignment marks 5ol,  5ul and right-hand alignment marks 5or, 5ur by a 

position displacement of upper substrate holder 1o. Upper substrate holder 1o 

can thus preferably be moved in more than one degree of freedom. In further 

process steps, the approach of substrates 2o, 2u towards one another then 

takes place,  as well as their bonding process. These process steps are no 

longer represented explicitly,  since they no longer have anything in particular 

to do with the idea.  

 

The following descriptions of the figures serve to represent a process, in 

particular for devices of type 2 .  The characterist ic feature of type 2 alignment 

systems consists in the fact that  substrate holders 1o, 1u move laterally,  in 

particular crossing over.  

 

For the sake of better clarity,  cross-sections of figures 6a-6e are not shown. 

 

Figure 6a  shows a first process step of a second process, in which lower 

substrate holder 1u is displaced to one side,  in particular the right-hand side. 

Left-hand alignment optic 6ul measures a left-hand alignment mark 5ol of 

upper substrate 2o. At the same time, 
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left-hand posit ioning optic 7ul measures a left-hand positioning mark 4ol of a 

left-hand posit ioning mark field 3ol‘.  

 

Figure 6b  shows a second process step of a second process, in which lower 

substrate holder 1u is displaced to the opposite,  in particular the left-hand, 

side. The right-hand alignment optic 6ur measures a right-hand alignment 

mark 5or of upper substrate 2o. At the same time, right-hand positioning optic 

7ur measures a right-hand positioning mark 4or of a right-hand positioning 

mark field 3or‘.  

 

Figure 6c  shows a third process step of a second process, in which lower 

substrate holder 1u is displaced again into its  original  start ing position. In 

particular simultaneously,  upper substrate holder 1o‘ is  moved to the right 

until such t ime as upper left-hand alignment optic 6ol has a free view through 

openings 9 onto lower alignment mark 5ul of lower substrate 2u. The position 

of lower alignment mark 5ul relative to the left-hand optical  axis is stored. 

 

Figure 6d  shows a fourth process step of a second process, in which upper 

substrate holder 1o‘ is moved to the left until such t ime as upper right-hand 

alignment optic 6or has a free view through openings 9 onto lower al ignment 

mark 5ur of lower substrate 2u. The posit ion of lower alignment mark 5ur 

relative to the right-hand optical axis is stored. 

 

The process steps in figures 5c and 5d presuppose that  the lower substrate 

holder has been moved back into its original  position in process step two 

according to figure 5b, such that  the two 
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alignment marks 5ul,  5ur are located in the field of vision of alignment optics 

6ol, 6or. If  this is not the case for at least  one of alignment marks 5ul, 5ur, 

lower substrate 2u must be duly reposit ioned and process steps three and four 

are repeated.  

 

Substrate holder 2u may no longer be moved after this process step.  

 

Figure 6e  shows a fifth process step of a second process, in which upper 

substrate holder 1o‘ is moved back again into its original posit ion until  such 

time as positioning mark fields 3ol‘ 3or‘ appear in the fields of vision of 

lower positioning optics 7ul, 7ur. From this time on, upper al ignment marks 

5ol, 5or can be al igned with respect  to lower alignment marks 5ul,  5ur,  

whereby the automatic control brings upper substrate holder 1o‘ into the 

correct posit ion by the position measurement by means of positioning marks 

4ol, 4or. This process is a fine-adjustment process which is described in 

greater detail  in figures 8a-b  for al l types of alignment system. 

 

In further process steps, the approach and the actual bonding process of the 

two substrates then takes place.  These process steps are not described in 

greater detail ,  since they are no longer relevant for the idea.  

 

The processes described in figures 5a-6e for types 1 and 2 are based 

independently of the idea primarily on the principle of the calibration of all  

the alignment optics on a focal plane. The optics are no longer moved after 

the calibration.  
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The situation is wholly different in the case of the alignment system of type 

3. Here, the lower al ignment optics are designed such that  they can be moved 

solely in the z-direction, whereas the upper alignment optics can be moved in 

the x-, y- and preferably also in the z-direction. Furthermore, the lower 

substrate holder has only one movement in the z-direction, whereas the upper 

substrate holder has degrees of freedom in the x-, y- and preferably also in 

the z-direction as well as about three rotational axes.  Accordingly,  the idea 

also has an effect  here on the process steps.  

 

In the following figures, a side view (on the left), along the X-direction, and 

a front view (on the right), along with the Y-direction, are represented.  

 

For the sake of greater clarity,  cross-sections of figures 7a-7e are shown this 

time. 

 

Alignment optics 6ul, 6ur,  6ol , 6or and positioning optics 7uv, 7uh are 

preferably al l able to be positioned, rotated and controlled independently of 

one another.  

 

Figure 7a  shows a first process step of a third process.  Upper substrate 

holder 1o‘‘ moves to the left .  In particular simultaneously,  a left-hand 

alignment optic 6ul moves in the z-direction upwards, until i t  has left-hand 

alignment mark 5ol of upper substrate 2o in its field of vision and depth of 

focus range. In particular simultaneously, at least one positioning optic 7uv, 

7uh also moves upwards, until at least  one positioning mark 4o from one of 

positioning mark fields 3ov, 3oh is  visible. It  thus becomes possible to 

associate at least  one positioning mark 4o from at  least one of 
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positioning mark fields 3ov, 3oh with left-hand alignment mark 5ol. The 

movement of alignment optic 6u and positioning optics 7uv, 7uh is  of course 

not necessary,  if  the device is designed such that the depth of focus range can 

already detect alignment mark 5ol and positioning mark fields 3ov, 3oh. 

 

Figure 7b  shows a second process step of a third process. Upper substrate 

holder 1o‘‘ moves to the right. In particular simultaneously,  a right-hand 

alignment optic 6ur moves in the z-direction upwards, until i t  has right-hand 

alignment mark 5or of upper substrate 2o in its field of vision and its depth of 

focus range. In particular simultaneously, at least one positioning optic 7uv, 

7uh moves upwards, until at  least  one positioning mark 4o from one of 

positioning mark fields 3ov, 3oh is  visible. It  is conceivable that  the two 

positioning optics 7uv, 7uh are already located in position by means of the 

first process step.  It  is also conceivable that  only one of posit ioning optics 

7uh, 7uv was connected in the first process step to left-hand alignment optic 

6ul and so the correspondingly second positioning optic must now be brought 

into posit ion. If the embodiment makes use of only one positioning optic 7uv 

or 7uh, the lat ter is already in position by means of the first  process step and 

measures a second positioning mark 4o of same positioning mark field 3ov or 

3oh. It  thus becomes possible to associate at least  one further positioning 

mark 4o with right-hand alignment mark 5or. The movement of alignment 

optic 6ur and positioning optics 7uv, 7uh is of course not necessary,  if the 

device is designed such that the depth of focus range can already detect 

alignment mark 5or and positioning mark fields 3ov, 3oh. 
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Figure 7c  shows a third process step of a third process.  Lower substrate 

holder 1u moves upwards.  In particular simultaneously,  upper left-hand 

alignment optic 6ol moves in, generally,  a plurali ty of directions in order to 

get  lower alignment mark 5ul of lower substrate 2u into the field of vision 

and the depth of focus range. 

 

Figure 7d  shows a fourth process step of a third process. Upper substrate 

holder 1o moves to the left.  In particular simultaneously,  upper right-hand 

alignment optic 6or moves in, generally,  a plurali ty of directions in order to 

get  lower alignment mark 5ur of lower substrate 2u into the field of vision. 

 

Figure 7e  shows a fifth process step of a third process.  Upper substrate 

holder 1o is  al igned with respect to lower substrate holder 1u, such that  upper 

alignment marks 5ol,  5or are as congruent as possible with respect to lower 

alignment marks 5ul,  5ur. The movement of upper substrate holder 1o is 

checked by at least  one of positioning optics 7uv and 7uh, whereby at  least  

one of positioning mark fields 3ov, 3oh is continuously read out and 

evaluated.  In particular, fine posit ioning by means of pixels is  carried out. It  

is therefore possible for upper substrate 2o to be aligned with respect to 

lower substrate 2u, although alignment marks 5ul,  5ur,  5ol, 5or are concealed 

by the respectively opposite substrate and are no longer visible.  

 

Figure 8a  shows a state in which a positioning mark 4 is visible in the field 

of vision (left-hand image) of a posit ioning optic (not shown). An alignment 

mark 5 was able to be measured at any point in time in the field of vision 

(right-hand image) of an alignment optic (not shown).  
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Figure 8b  shows a state in which a positioning mark 4 is visible in the field 

of vision (left-hand image) of a posit ioning optic (not shown), which 

positioning mark has been displaced by a relative displacement of a substrate 

holder (not shown) until such time as alignment mark 5 is  located in a desired 

position.  For the sake of clarity,  the desired position for al ignment mark 5 

has been selected such that it  lies on the optical  axis of the al ignment optic 

(not shown). The measurement of positioning mark 4 can take place with 

pixel precision and is therefore used for the fine positioning. 
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Method and device for the alignment of substrates 

 

List of reference numbers 

 

1o, 1o‘, 1o‘‘, 1o‘‘‘, 1u    substrate holder 

2o, 2u      substrate 

3ol, 3or, 3ol’,  3or’, 3o’’,  3ov, 3oh  positioning mark field 

4, 4o, 4ol,  4or,  4oh, 4ov    positioning mark 

5, 5ol, 5or, 5ul , 5ur    alignment mark 

6ol, 6or, 6ul , 6ur     alignment optic  

7ul, 7ur, 7uv, 7uh     positioning optic  

8, 8o, 8u      fixing elements 

9       openings 

10       deformation element   

  



- 51 - 

 

 

 

 

 

Method and device for the alignment of substrates 

 

 

C l a i  m s 

 

 

1.  A device for the al ignment of substrates (2o, 2u),  comprising:  

 -a first  substrate holder (1o, 1o‘, 1o‘‘,  1o‘‘‘,  1u) for receiving a first 

substrate (2o, 2u),  wherein the first  substrate comprises at  least two 

alignment marks (5, 5ol, 5or, 5ul , 5ur),  

 -a second substrate holder (1o, 1o‘, 1o‘‘, 1o‘‘‘, 1u) for receiving a 

second substrate (2o, 2u), wherein the second substrate (2o, 2u) 

comprises at least two further alignment marks (5, 5ol,  5or,  5ul, 5ur),   

 -at  least one alignment optic (6ol, 6or, 6ul, 6ur) for detecting the 

alignment marks (5, 5ol, 5or, 5ul , 5ur),   

 characterised in that  

 -the device further comprises:  

 -at  least one positioning optic (7ul, 7ur, 7uv, 7uh) for detecting 

positioning marks (4, 4o, 4ol, 4or, 4oh, 4ov),  

wherein the alignment marks (5, 5ol, 5or, 5ul , 5ur) of the first substrate 

(2o, 2u) and the further alignment marks (5,  5ol , 5or, 5ul,  5ur) of the 

second substrate (2o, 2u) can be aligned with one another depending on 

the positioning marks (4, 4o,  4ol , 4or, 4oh, 4ov).  
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2.  The device according to claim 1,  wherein the alignment marks (5, 5ol, 

5or, 5ul, 5ur) of the substrates (2o, 2u) can be aligned with one another 

by means of the positioning marks (4, 4o,  4ol,  4or,  4oh, 4ov),  when one 

or more of the at least two alignment marks (5,  5ol , 5or, 5ul, 5ur) of the 

first substrate (2o, 2u) is concealed by the second substrate (2o, 2u) for 

the at  least one alignment optic (6ol,  6or,  6ul,  6ur) and/or when one or 

more of the at least two further alignment marks (5, 5ol , 5or, 5ul, 5ur) 

of the second substrate (2o, 2u) is  concealed by the first substrate (2o, 

2u) for the at least  one alignment optic (6ol, 6or, 6ul , 6ur).  

 

3.  The device according to at  least one of the preceding claims, wherein a 

positioning mark field (3ol,  3or,  3ol’, 3or’, 3o’’, 3ov, 3oh) is formed by 

the, in part icular regularly arranged, positioning marks (4, 4o,  4ol,  4or,  

4oh, 4ov), wherein in part icular the posit ion of different posit ioning 

marks (4, 4o, 4ol , 4or, 4oh, 4ov), in particular in the positioning mark 

field (3ol, 3or, 3ol’, 3or’,  3o’’, 3ov, 3oh) formed by the positioning 

marks (4, 4o, 4ol , 4or, 4oh, 4ov), relative to one another is known. 

 

4.  The device according to at  least one of the preceding claims, wherein 

the positioning marks (4, 4o,  4ol , 4or, 4oh, 4ov) are formed by a 

multiplicity of,  in particular irregularly arranged, fine-positioning 

elements.  

 

5.  The device according to at  least one of the preceding claims, wherein 

each positioning mark (4, 4o,  4ol , 4or, 4oh, 4ov) is  formed differently,  

wherein in particular the positioning marks have a specific information 
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content, which is detectable in part icular by the positioning optic (7ul, 

7ur, 7uv, 7uh).  

 

6.  The device according to at  least one of the preceding claims, wherein 

the positioning marks (4, 4o,  4ol , 4or, 4oh, 4ov) have one or more of 

the following shapes: 

 -QR Code 

 -bar code 

 -geometrical , in part icular three-dimensional, figure,  

 -character string,  in particular letter sequence and/or number sequence, 

preferably binary code, 

 -image. 

 

7.  The device according to at  least one of the preceding claims, wherein at 

least one substrate holder (1o, 1o‘, 1o‘‘, 1o‘‘‘, 1u) and/or the at least 

one positioning optic (7ul, 7ur, 7uv, 7uh) can be moved in at  least two 

directions, in particular in the x-direction and the y-direction. 

 

8.  The device according to at  least one of the preceding claims, wherein 

the positioning marks (4, 4o,  4ol , 4or, 4oh, 4ov) are arranged laterally 

beside at least one of the substrates (2o, 2u),  so that in particular the 

alignment marks (5, 5ol, 5or, 5ul , 5ur) of the substrates (2o, 2u) can be 

aligned with one another when the alignment marks (5,  5ol , 5or, 5ul,  

5ur) of the one substrate (2o, 2u) are concealed for the at least one 

alignment optic (6ol,  6or, 6ul,  6ur) by the other substrate (2o, 2u).  
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9.  The device according to at  least one of the preceding claims, wherein 

the positioning marks (4, 4o,  4ol , 4or, 4oh, 4ov) are arranged on at 

least one of the substrate holders (1o, 1o‘,  1o‘‘, 1o‘‘‘, 1u).  

 

10.  The device according to at  least one of the preceding claims, wherein 

the positioning marks (4, 4o,  4ol , 4or, 4oh, 4ov) are arranged on at 

least one substrate holder surface.  

 

11.  The device according to at  least one of the preceding claims, wherein 

the positioning marks (4, 4o,  4ol , 4or, 4oh, 4ov) are arranged at the 

same level  as a substrate surface of at least one of the substrates (2o, 

2u).  

 

12.  The device according to at  least one of the preceding claims, wherein 

the positions of the alignment marks (5,  5ol, 5or, 5ul,  5ur) of the 

substrates (2o, 2u) can be detected, in particular continuously, by the at 

least one positioning optic (7ul, 7ur, 7uv, 7uh) during the alignment of 

the alignment marks (5,  5ol , 5or, 5ul,  5ur) of the substrates (2o, 2u) 

with one another.  
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13. A method for the alignment of two substrates (2o, 2u), in part icular 

with a device according to at least one of the preceding claims, with at  

least the following steps, in particular with the following sequence: 

 i) fixing of two substrates (2o, 2u) on a substrate holder (1o, 1o‘,  1o‘‘, 

1o‘‘‘, 1u) in each case,  

 ii) detection of alignment marks (5,  5ol , 5or, 5ul, 5ur) on the substrates 

(2o, 2u),  

 iii) detection of positioning marks (4, 4o,  4ol,  4or,  4oh, 4ov),  

 iv) alignment of the alignment marks (5, 5ol, 5or, 5ul , 5ur) of the 

substrates (2o, 2u) with one another in dependence on the positioning 

marks (4, 4o, 4ol , 4or, 4oh, 4ov).  

 

14.  The method for the alignment of two substrates (2o, 2u), wherein after 

step iii) the position of the alignment marks (5,  5ol , 5or, 5ul, 5ur) 

and/or their location relative to one another can be determined. 
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