A heat - peel abl e adhesi ve sheet which shows small increase in the degree of
contam nati on -caused by a heat treatnent for |owering an adhesive force is
di scl.osed. The heat - peel abl e pressure sensitive adhesive sheet conprises
“a heat - expandabl e | ayer containing heat-expandabl e ni crospheres and
expandi ng upon heating, and. a non-heat -expandabl e pressure-sensitive
adhesi ve | ayer fornmed on at |east one side thereof. The heat-peel abl e
pressure-sensitive adhesive sheet can achi eve the desired adhesive
properties such as an excABSIRAGINQFYI THE DISELOEGRE heating and al so show
a quick lowering of the adhesive force upon heating. Further, it shows

smal |l increase in the degree of contanination due to the treatnent for
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force is disclosed. - The heat-peelable pressure sensitive adhesive sheet

comprises a heat-expandable layer containing heat-expa.ndable microspheres
and expanding upon heating, and. a non-heat expandal;le pressure-sensitive
adhesive layer formed on at least one side thereof. The heat-peelable
pressure-sensitivé édhesive sheet can achieve the desired adhesive
properties such as an excellent adhesive force before heating and also show a
quig:k lowering of the adhesive force ﬁpon heating. Further, it shows small
Increase in the degree of contamination. due to the treatment for lowering the
adhesive force. ' Due to those characteristics, the heat-peelable pressure-
sensitive adhesive sheet is practically applicable. to, for example, the

production of electronic parts made of thinner semiconductor wafers.
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