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(54) Title : SEALED AND THERMALLY INSULATING TANK FOR STORING A FLUID 

(54) Titre : CUVE ETANCHE ET THERMIQUEMENT ISOLANTE DE STOCKAGE D'UN FLUIDE 

(57) Abstract : The invention relates to a sealed and 
thermally insulating tank for storing a fluid, said sea­
led tank comprising an external bearing structure (1), 
a thermal insulation barrier (2) held on the bearing 
structure (1) and a sealing barrier (3) supported by 
the thermal insulation barrier (2), the thermal insula­
tion barrier (2) comprising a corner structure arran­
ged at the intersection between a first and a second 
wall (6, 7) of the bearing structure (1), said corner 
structure comprising a first and a second lagged pa­
nel (18, 19) each having an external face positioned 
facing the bearing structure (1), an internal face pro­
vided with a member (22) for anchoring the sealing 
barrier (3) and lateral edges (20, 21), the first panel 
(18) comprising an external face resting against the 
first wall (6) of the bearing structure (1) and a lateral 
edge (20) resting against the second wall (7) of the 
bearing structure (1), the second panel (19) compri­
sing an external face resting against the second wall 
(7) of the bearing structure (1) and a lateral edge (21) 
resting against the external face of the first panel 
(18). 
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L'invention concerne une cuve etanche et thermiquement isolante de stockage d'un fluide, ladite cuve etanche comportant une 
structure porteuse externe (1), une barriere d'isolation thermique (2) retenue sur la structure porteuse (1) et une barriere d'etanchei -
te (3) supportee par la barriere d'isolation thermique (2), la barriere d'isolation thermique (2) comportant une structure d'angle dis -
posee a une intersection entre une premiere et une seconde parois (6, 7) de la structure porteuse (1), ladite structure d'angle com­
portant un premier et un second panneaux (18, 19) calorifuges presentant chacun une face externe disposee en vis-a-vis de la 
structure porteuse (1), une face interne pourvue d'un organe (22) d'ancrage de la barriere d'etancheite (3) et des bords lateraux (20, 
21), le premier panneau (18) comportant une face externe reposant contre la premiere paroi (6) de la structure porteuse (1) et un 
bord lateral (20) reposant contre la seconde paroi (7) de la structure porteuse (1), le second panneau (19) comportant une face ex­
terne reposant contre la seconde paroi (7) de la structure porteuse (1) et un bord lateral (21) reposant contre la face externe du pre­
mier panneau (18). 


