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CLAIMS:

1. A communication device (100), configured to:

transmit and/or receive a data frame based on a set of pre&post-Forward Error Correction, FEC,
parameters and a set of packet extension, PE, parameters,

wherein the set of pre&post-FEC parameters is based on an extension of a set of pre&post-FEC
parameters defined for a second radio transmission technology with respect to a size of resource units,
RUs, supported by a first radio transmission technology, wherein the set of pre&post-FEC parameters is
based on a combination of RUs that is supported by the first radio transmission technology and

wherein the set of PE parameters is based on an extension of a set of PE parameters defined for
the second radio transmission technology with respect to a constellation size, a number of total space
time streams and a resource unit, RU, allocation size supported by the first radio transmission
technology, and wherein the extended set of PE parameters is defined for at least one of an extended
modulation scheme of 4K-QAM or higher, an extended number of spatial streams greater than 8 and an
extended bandwidth of 240 MHz or higher.

2. The communication device (100) of claim 1, configured to:
determine where a post-padding begins in the data frame based on the set of pre&post-FEC parameters,
wherein the set of pre&post-FEC parameters is based on:
an integer number of data subcarriers for a last symbol of the data frame, Nsp_short, as defined by an
extended Nsp_snort table, wherein the extended Nsp_short table is an extension of a Nsp_snort table defined
by the second radio transmission technology with respect to additional values of Nsp_short defined by the
first radio transmission technology,
an integer number of coded bits per symbol for the last symbol of the data frame, Ncsps_short, wherein
Ncaps_short depends on Nsp_short, and

an integer number of data bits per symbol for the last symbol of the data frame, Npeps_short,

wherein Npsps_short depends on Nceps_short.

3. The communication device (100) of one of the preceding claims,

wherein the set of pre&post-FEC parameters is based on an extension of an Nsp_short table defined for the
second radio transmission technology with respect to combinations of RU values supported by the first
radio transmission technology,

wherein the Nsp_short table comprises predefined numbers of Nsp_short Values.

4. The communication device (100) of claim 3,
wherein the extended Nsp_short table defines the numbers of Nsp_short Values for a dual-carrier modulation,
DCM, switched on and/or a DCM switched off.

5. The communication device (100) of one of the preceding claims, wherein;

for an RU size of 52+26 a value of Nsp_short is 18 for DCM=0, and is 8 for DCM=1,

for an RU size of 106+26 a value of Nsp_short is 30 for DCM=0, and is 14 for DCM=1,

for an RU size of 484+242 a value of Nsp_short is 180 or 174 for DCM=0, and is 90 for DCM=1,
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for an RU size of 996+484 a value of Nsp_short is 360 for DCM=0, and is 180 for DCM=1,
for an RU size of 242+484+996 a value of Nsp_short is 420 for DCM=0, and is 210 for DCM=1,
for an RU size of 484+2x996 a value of Nsp_short is 600 or 606 or 612 for DCM=0, and is 300 or 306 for
DCM=1,
for an RU size of 3x996 a value of Nsp_short is 720 or 726 or 738 for DCM=0, and is 360 or 366 for
DCM=1,
for an RU size of 484+3x996 a value of Nsp_short is 840 or 846 or 852 for DCM=0, and is 420 or 426 for
DCM=1,

for an RU size of 4x996 a value of Nsp_short is 978 or 984 or 990 for DCM=0, and is 486 or 492 for
DCM=1.

6. The communication device (100) of one of the preceding claims, configured to:
add a single padding bit after every 2XNbpsps for the combination of RU values equal to 106 + 26,

DCM switched-on, single stream and binary phase shift keying modulation with code-rate %2).

7. The communication device (100) of one of the preceding claims,

wherein the extended set of PE parameters is based on an extension of a PHY packet extension,
PPE, thresholds field defined for the second radio transmission technology,

wherein the PPE thresholds field is extended by extending the NSTS subfield size to at least 4

bits and the RU index bitmask size to at least 6 bits.

8. The communication device (100) of one of the preceding claims,

wherein the extended set of PE parameters is based on an extension of a resource unit allocation
index field defined for the second radio transmission technology,

wherein the extended resource unit allocation index field comprises extended resource unit

allocation sizes of 3x996 and/or 4x996 or higher.

9. The communication device (100) of one of the preceding claims,

wherein the extended set of PE parameters is based on an extension of a constellation index field
defined for the second radio transmission technology,

wherein the extended constellation index field comprises one or more extended constellations of
4096-QAM or higher.

10. The communication device (100) of one of claims 1 to 6,

wherein the extended set of PE parameters is based on reusing a PHY packet extension, PPE,
thresholds field defined for the second radio transmission technology,

wherein the PPE thresholds field is defined for modulation schemes less or equal than 1K-QAM,

a number of spatial streams less or equal than 8 and resource unit sizes less or equal than 2x996.

11. The communication device (100) of one of claims 1 to 6,
wherein the extended set of PE parameters is based on reusing a PPE thresholds field defined
for the second radio transmission technology and based on:

using a single bit indicating the use of a modulation scheme of 4K-QAM, or
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indicating a constellation of 4096-QAM in an extended constellation index field without using the

single bit.

12. The communication device (100) of one of claims 1 to 6, wherein the extended set of PE
parameters is based on:

using a single bit indicating the use of a modulation scheme of 4K-QAM,

including a constellation of 4096-QAM in an extended constellation index field, and

extending a PPE thresholds field defined for the second radio transmission technology by
extending the NSTS subfield size to at least 4 bits in order to support up to 16 spatial streams, or

indicating a constellation of 4096-QAM in the extended constellation index field without using the

single bit.

13. The communication device (100) of one of claims 1 to 6, wherein the extended set of PE
parameters is based on:

using a single bit indicating the use of a modulation scheme of 4K-QAM,

including a constellation of 4096-QAM in an extended constellation index field, and

extending a PPE thresholds field defined for the second radio transmission technology by
extending the size of a resource unit index bitmask to at least 6 bits, or

indicating a constellation of 4096-QAM in the extended constellation index field without using the

single bit.

14, The communication device (100) of one of claims 1 to 6, wherein the extended set of PE
parameters is based on:

using a single bit indicating the use of a modulation scheme of 4K-QAM,

including a constellation of 4096-QAM in an extended constellation index field, and

extending a PPE thresholds field defined for the second radio transmission technology by
extending the NSTS subfield size to at least 4 bits and the RU index bitmask size to at least 6 bits, or

indicating a constellation of 4096-QAM in the extended constellation index field without using the

single bit.



