
- 1 -

A Positioning System and Method 

FIELD OF THE INVENTION 

This invention relates to transmitting/receiving systems and methods and 

more specifically, to positioning systems and methods. 

BACKGROUND OF THE INVENTION 

5 Various positioning and navigation systems and methods are known, in 

which a platform of an tmlmown location (e.g. airborne platform., naval platform 

or a ground vehicle) communicates with a positioning system. and is provided 

with information about its position relative to the positioning system (refened to 

as radial). A VHF Omnidirectional Range (VOR) system is a line-of-sight radio 
') 

10 navigation system in which a grom1d station broadcasts an aircraft a VHF radio 

signal encoded with the angle to it, indicating the direction the aircraft lies from 

fue station. Mai1y VOR systems have anofuer navigation aid called Distance 

Measming Equipment (DME) at the same location, for providing the aircraft 

with its slant distance from fue station. By knowing both the distance and radial 

15 from the station, the aircraft's position can be determined (11VHF omnidirectional 

range 11
, Wikipedia, http://en.wilcipedia.org/wikiNHF _ omnidirectional_range). 

The GPS (Global Positioning System) is another positionin~. and 

navigation system allowing a platform equipped with a GPS receiver (and one 

antenna) to be provided with information about its position relative to one or 

20 more GPS satellites orbiting the earth. As known, the precision of-:tP,e GPS is 

typically in the range of 2-3 meters (before the year 2000 the precis10n of the 

signal available for non military users was- even more limited). This imposes a 

drawback for devices and operations which require a better precision. 
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Furthermore, the operation of the GP~. satellite communication infrastructure is 

controlled by the US Government, which reserves the right to limit the signal 

siJ:ength or accmacy of the GPS system, or to shut it down completely. 

Additionally, the GPS signal can be blocked or jammed, e.g. by .a transmitter 

5 radiating a relatively low power radiation in the vicinity of fue GPS receiver. 

Additionally, the typical update rate of GPS data is :in the range of 50-lOOHz. 

This rate is not sufficient for highly maneuvering platforms, such as missiles and 

certain airplanes. 

US Patent No. 3,981,015 discloses a phase comparison radio navigation 

10 system :in which a prime transmitt:ing station and one or more secondary 

tr·ansmitting stations radiate phase-locked signals of the same frequency in a 

tin1e-shared sequence. Phase lock:ing at the seconda:iy station or stations is 

effected by using a common phase comparator both for locki ... n.g a phase memory 

oscillator to the receiving prime signals and for locking the secondary signals at 

15 the antenna with the phase memory oscillator. 

US Patent No. 4,975,710 discloses methods, algmithm.s and apparatus for 

direction-of arrival (DOA) measurement/computation based on long-baseline, 

phase-difference, paired-antenna interferometry and on DOA-computing a:tTay 

processing algorithms. Specifically, methods and algorithms based on direct, 

20 cyclically unambiguous estimation of the cosine of the DOA are described for 

resolv:ing the cyclic ambiguities in long-baseline, phase-difference pairecl­

antenna inte1ferometers, and for stee1ing the computations to the vicinities of the 

solutions in computation-intensive anay prncessing algmithms, thereby reducing 

computation load and time. 

25 US Patent No. 4, 197,542 discloses an electJ:onic navigation syste.m ground 

station, which may be either an omni-range beacon (such as VOR) or a passive 

direction finder. A circular array of antenna elements has a feed arrangement 

which includes switched programming of at least one discrete set of phase 

shifters to effect successively changed phase-rotation fields for minimizing the 
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adverse effects of multipath signals getween the ground station and a remote 

station, aboard an aircraft for example. 

US Patent Nos. 6,573,865 and 5,084,709 disclose multi-element antenna 

clusters or anays for the reception and transmission of radio waves for direction-

s finding, navigation aid and emitter and/or receiver location purposes. In 

particular, they relate to arrangements of multiple antennas whereby the direction 

of propagation (arrival or departure) of a wavefront is determined fyom a 

combination of the amplitudes of phasor (or total individual qntenna output) 

differences between pairs of antennas, said mrangements being along certain 

10 geometrical patterns, such as a circle, an ellipse, a polygon, an open straight line, 

etc., with at least one longest dimension measuring more than one wavelength of 

the incident or departing wave. 

Us Patent No. 3,967,277 discloses a radio navigation system which 

includes a first pair of fixed transmitting stations, a second pair of fixed 

15 transmitting stations and a mobile station. The mobile station includes a receiver 

having first means for deriving a first signal indicative of ihe difference in the 

distances between ihe mobile station and each of the first pair of fL"'('.ed stations 

and second means for deriving a second signal indicative of the difference in the 

distances between the mobile station and each of the second pa:iJ: of fixed 

20 stations. Sum.ming means are provided for adding the first and second signals to 

obtain a third signal indicative of a first line of position on which the mobile 

station is located, and difference means are provided for subtracting one of the 

first and second signals from the oilier to obtain a fourth signal indicative of a 

second line of position on which the mo bile station is located, 

25 Therefore, there is a need in t..h.e ait for a positionn1g system and method 

that allows a platform equipped with only one receiver and one antenna to be 

provided with highly accurate positioning inf01mation. There is a fmiher need in 

the art for a positioning system and method which provides its operators with frill 

control over the system. There is also a need in the mi for a positioning system 

3 O and method which cannot be easily jammed. There is a :fi.uther need in the art for 
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a positiorung system providing update _rate of more than 5 0-1 OOHz. There is also 

a need in the art for a positioning system capable of operating in outer space. 

SUMMARY OF THE INVENTION 

5 According to an embodiment of the invention there is provided a system 

for positioning a receiver, the system comprising an antenna array of at least two 

spaced-apart antennas coupled to a common generating and switching unit, said 

generating and switching unit is configured to generate a periodic signal and to 

switch the signal between the at least two antennas, constituting a positioning 

10 signal; such that an RF receiver receiving the positioning signal and having a 

phase difference estimator is capable to measme phase differences between 

portions of said positioning signal transmitted by said spaced-apart antennas, said 

phase differences indicating position information of the receiver relative to the 

position of the spaced-apart antennas. 

15 According to another embodiment of the invention, there is provided a 

system for positioning a receiver, the system comprising two spaced-apart 

antenna anays coupled to at least one generating milt; each antenna an:ay 

comprises at least t<,;vo spaced~apart antennas coupled to a common switching 

mut; said common switching unit is coupled to said generating unit and is 

20 configured to switch the signal between said at least two antennas, constih1ting a 

positioning signal; such that an RF receiver receiving said positioning signals 

transmitted by both antemia anays and having a phase difference estimator is 

able to measure phase differences between portions of each of said positioning 

signals, said phase differences indicating position information of th(f receiver 

25 relative to the position of the antenna arrays. 

According to yet another embodiment of the invention there is p1;ovided a 
I 

" system for positioning a transponder, the system comprising an antenna array of 

at least two spaced-aprui antennas coupled to a common generating and 

switching unit, said generating and switching unit is configured to generate a 
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periodic signal and to switch the signal benveen s::).id at least two antennas, 

constituting a positioning signal transmitted to the transponder ai1d rehuned to 

the system; the system comprises a phase difference estimator coupled to said 

antenna aiTay and operable to measure phase differences between portions of the 

5 retmned positioning signal; the system further comprising a positioning utility 

coupled .to said phase difference estimator and configured to determine the 

position of the transponder relative to the position of the spaced-apart antennas. 

According to a further embodiment of the invention, the:n~ is provided a 

method for positioning a receiver, the method comprising: 

10 providing a periodic signal switched between at least two spaced apait 

ai1tem1as of known locations coupled to a common generating and 

switching unit; 

measlll'ing phase differences between pmiions of said signal as received 

by said receiver; and 

15 determining position information indicative of the position of the receiver 

relative to the location of said at least two antennas. ,, 

BRIEF DESCIDPTION OF THE DRA WfflGS 

In order to understand the invention and to see how it may be can·ied out 

20 in practice, specific embodiments will now be described, by way of non-limiting 

example only, with reference to the accompanying drnwings, in which: 

Fig. 1 is a schematic illustration of a simplified architecture of a 

positioning system according to an embodiment of the invention; 

Fig, 2 is another illustration of the positioriing system according to the 

25 embodiment of the invention shown in Fig. 1; 

Fig. 3 is a simplified architecture of a positioning system acoording to 
.. l ~· . 

another embodiment of the invention; 

Figs. 4a-4f schematically illustrate· positioning systems according to 

several embodiments of the invention; 
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Fig. 5 is a flow chait showing ?- sequence of operations canied out by a 
. I 

receiver receiving a positioning signal transmitted by a positioning system 

according to one embodiment of the invention; 

Fig. 6 illustrates a signal generated by a positioning system according to 

5 an embodiment of the invention; 

Fig. 7 is a schematic illusn·ation of a receiver designed for receiving a 

positioning signal generated by a positioning signal according to an embodiment 

of the invention; and 

Fig. 8 is a flow chart showing a sequence of operations cani.ed out by a 

10 positioning system according to an embodiment of the invention. 

DETAILED DESCRIPTION OF SPECIFIC EMBODIMENTS OF THE 

15 INVENTION 

Fig. 1 1s a schematic illustration of a simplified architecture of a 

positioning system 10 according to an embodiment of the invention. The 

positioning system 10 includes a base station 110 of a lmown position, having at 

least two spaced-apart RF antennas (two antennas 120 and 130 are shown in Fig. 

20 1) and a generating and switching unit 140 commonly coupled to the antennas. 

Base station 110 radiates a positioning signal S, which can be received at a 

certain local zone Z. A Platform 100 of an unlmown position (an airborne 

platform in this non-limiting example), equipped with an RF receiver and one 

antenna (not shown in Fig. 1), flying in zone Z, receives signal S fu"ld tises it for 

25 positionin.g. Also shown in Fig .. 1 is another platform 102 (a gr01md ,vehicle) 

traveling within zone Z and receiving positioning signal from base stafaon 110. 
I 

Positioning Signal S is a periodic signal (e.g. a 1 GHz sinusoidal signal) 

generated by unit 140 and switched between antenna 120 and antenna 130. In 

other words, signal S includes signal portions emitted by antenna 120 which 
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alternates with signal portions emitted by antenna 130 (see discussion below 
~ . . . 

refeni.ng to Fig. 6). Therefore, any platform within zone Z having an RF receiver 

equipped with a phase difference estimator for estimating the frequency and 

phase of the received signal (also lmown as a digital phase difference detector, 

5 see below with reference to Fig. 7) would be able to estimate the phase 

differences cp between portions of the positioning signal emitted by antennas 120 

and 130. Phase differences detected at one point within zone Z (say, by platfom1 

100) differ from those detected at another point (say, by platform 102), and 

c01rnspond to the geometrical disposition of the receiver relative to antem1as 120 

10 and 130. As antennas 120 and 130 are located apait from each other (e.g. by 10 

meters), any platfonn within zone Z receiving signal S, detecting phase 

differences cp and the frequency f of signal S, is provided with information 

sufficient for the determination of its position relative to the lmovvn position of 

antennas 120 and 130. The position of the station is e.g. lmown to any platform 

15 traveling within zone Z, or is iJ:ansmitted to the platfmm via a dedicated 

transmission or embedded in the positioni,n.g signal S. 

The concept of the present invention will now be explained in greater 

detail with reference to Figs. 2-3 and 4a-4f, in which the same elements ai·e 

marked by the same refexence numbers. Reverting nmv also to Fig. 2, there is 

20 presented another illustration of the positioning system 10, showing the 

geometrical disposition of the positioning system operating in zone Z (zone Z is 

not shown in Fig. 2) and a platform 100 located within zone Z. Platform 100 is 

equipped with an RF receiver having a phase difference estimator allowing the 

estimation of the frequency f and phase differences <p that charncterize portions 

25 of signal S (this will be detailed fmther below vlith reference to Fig. 7). · 

The portions of signal S, that are emitted by antenna 120, travel a slant 

distance R1, which is longer by AR comparing those pol';tions e,mittecll?,x antenna 

130, that travel a distance R2 . 

By measming f and <p, L\R could be determined using the following 

30 known relations (I) and (2): 
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(2) Lill.= cL'.lt 

therefore, 

(3) 6-R = c(2nN + cp)/2rcf 
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5 wherein: 

f is the frequency of signal S, as detected by a receiver at point 100; 

cp is the phase difference between portions of the positioning signal 

transmitted by antennas 120 and 130, as detected at point 100 (see Fig. 3 and text 

below); 

10 ilt is tl1e time delay between portions of the positioning signal emitted by 

15 

the spaced-apart antennas 120 and 130, as received at point 100 (note that for 

simplicity, a delay D that characterizes the operation of the phase difference 

estimator, and is a predefined and known parameter, is not included in relation 

(l)); 

c is the speed of light. 

As the distance R 3 between antennas 120 and 130 is lmown, and assuming 

that N is also lmown (solving of the .. ambiguity relating to N is discussed below 

20 with reference to Fig. 7), it is now possible to calculate spatial angle a., as 

follows: 

( 4) cosa = LJ.RJR3 

Thus, by measuring at an unlmow:n point (e.g. point 100 shown in Figs. 1 
;;;· 

and 2) parameters f and <p which characterize a signal S transmitted from known 

25 points (points 120 and 130) in a switched manner as desc1ibed above, a surface 

CS is defined, which is the suiface of a cone generated by angle a., .onto which 

points 100, 120 and 130 me located. This provides lnformatl.011 indit'ating the 

orientation of point 100 relative to points 120 and 130. the orientation of point 

100 relative to points 120 and 130 c.ould be determined using additional 

30 infonnation, e.g. information gathered in a manner detailed below with reference 
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to Fig. 3, or elimination procedures lqiown per-se in the field of inteiferometry 

(including but not limited to the use of the assumed or measured height of point 

100). 

Turning now to Fig. 3, there is illustrated the geometric disposition of a 

5 point 100 relative to a positioning system according to another embodiment of 

the invention, in which a system 110 further includes a third antenna 150, located 

at a distance R 4 away from antenna 120. Accmding to this embodiment, signal S 

is generated by a common unit 140 and switched between the th.r~e spaced-apart 

antennas 120, 130 and 150. In other words, the positioning signal S includes 

10 signal portions that are alternatively transmitted by antennas 120, 130 and 150. 

Signal S, as received at point 100, therefore allows the estimation of the phase 

difference between portions of the positioning signal transmitted by antennas 120 

and 130, as well as the phase difference between portions of the positioning 

signal transmitted by antennas 120 and 150, as detected at point 100. 

15 In a manner similar to the one described above with reference to Figs. 1 

and 2, two spatial angles, a.1 and a.2 are d~.termined: a 1 is determined with respect 

to antenna 120 and antennas 130 and 100; and a.2 is determined with respect to 

antennas 120, 150 (the other antenna) and 100. Consequently, two Smfaces, CS1 

(representing the surface of a cone onto which points 100, 120 and 130 are 

20 located) and CS2 (representing the smface of a cone onto which points 100, 120 

and 150 are located) are defined. CS1 and CS2 intersect with each other, and the 

intersection line represents the pointing vector PV between antenna 120 and the 

mtlmown point 100. In other words, the orientation of the receiver relative to the 

positioning system could be determined. 

25 Fig. 42 schematically illustrates a positioning system 400 accordi.t)_g to the 

embodiment of the invention illustrated in Fig. 3. The system 400 comp1ises a 

base station 410 which is coupled to an mTay of three spac~d-apart· antennas, 

(namely antennas 120, 130 and 150 shown in Fig. 3. Base station 410 comprises 

a signal generator 420 for generating a periOdic signal (e.g. a sinusoidal signal). 

30 Also shown are an amplifier 430 and a switch 440 common to all antennas for 



- 10 ~ 

switching the periodic signal between . .antennas 120, 1_30 and 150. The antennas 

are coupled to base station 410 via substantially identical feed lines 411 (note 

that non-identical feed lines could also be used, with appropriate means for 

compensation for consequent delays), such that the output of base station 410 

5 feeds the antennas in a switched manner, thereby giving rise to a positioning 

signal which includes portions of signal u:ansmitted alternatively from the 

antennas. As discussed above with reference to Figs. 1-3, an RF receiver having 

a phase difference estimator and receiving the positioning signaJ (e.g. platform 

100 in Figs. 1-3) is able to detennine the pointing vector to antenna 120. 

1 O 1f platform 100 is equipped with an altimeter (altitude meter), then its 

position could be defined in a manner lmown per-se using the determination of 

the pointing vector PV between the platfom1 and antenna 120, in combination 

with the readings of the altimeter at point 100 (1mless point 100 is at the same· 

height as the antennas). 

15 A positioning system 402, according to another embodiment of the 

invention, is shown in Fig. 4b. System 492 comprises an array of two antennas, 

120 and 130. The base station 402 is further equipped with an accurate clock 450 

(e.g. an atomic clock or a similar device). A platform receiving the positioning 

signal and having an atomic clock or a sirriilar device in synchrony with clock 

20 450 of the base station, is able to determine, in a manner lmown per-se, the 

distances between the platform (point 100 in Fig. 2) and antennas 120 and 130 

(parameters R 1, R2 shown in Fig. 3), and its position. 

Another positioning system 404, according to yet another embodiment of 

the invention, is illusu:ated in Figs. 4c and 4d: system 404 comprises an mtay of 

25 four antennas (120, 130, 150 and 170). The base station 414 is substantially 

identical to base station 410 shown in Fig. 4a. The antenna aITay is ananged in a 

tetrahedron form, in which antennas 120, 130 and 150 are located mit0 the same 
• I 

plane, and anteilJ.la 170 is located outside that plane. Note that the tlu·ee­

dimensional aITangement of the antenna arniy affects the directivity and shape of 

30 Zone Z (the zone in which the positioning signal can be received). In case full 
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symmetry 1s substantially maintaine_d, the resultant positioning system 1s 

substantially omni-directional. 

Another positioning system 406, according to yet another embodiment of 

the invention, is illt~strated in Fig. 4e: in this embodiment, two positioning 

5 systems 408 and 409 operate in the same zone (this em,bodiment and additional 

embodiments, employing t\;yo adjacent positioning systems as will be detailed 

belo-vv, are hereinafter referred to as 'dual configmation' embodiments). Systems 

408 and 409 cm1 be any one of the types illustrated in Figs. 4a-:-~d. In the non­

limiting example of Fig. 4e, both systems are of the type illustrated in Figs. 4c-

10 4d, comprising an array of fom antennas (122, 132, 152, 172 and 124, 134, 154 

and 174, respectively) m1d base. stations 416 and 418, respectively. As systems 

408 and 409 operate substantially in the same zone, an RF receiver located at that 

zone will receive both signals. Therefore, the pointing vectors to the filltennas of 

each system Cfill be detemuned (as described above with reference to Figs. 1-3). 

15 Both pointing vectors intersect at one point, at the position of the RF receiver. In 

other words, in the 1dual configmation1 embodiment, the determination of the 
/ 

position of the receiver (also referred to as 1fix1
) can be realized, based on the 

positioning signal received from both positioning systems. 

It should be noted that the position of the RF receiver could be determined 

20 based on positioning information obtained from a pair of positioning systems of 

the type described with reference to Fig. 2, also illustrated in Fig. 4f. This type of 

dual con:figmation system comprises two positioning systems, each having a base 

station (e.g. base station 410 shown in Fig, 4a) and an array of Di\fo antennas (e.g. 

antennas 120 and 130 illustrated in Fig. 2). As discussed above, with reference to 

25 Fig. 2, a positi01ung signal switched m1d emitted by an aJ.Tay of two antennas 120 

and 130 and received at point 100, allows the determination of a smface ,plane of 

a cone, onto which are located points 100, 120 and 130. Therefore, in this dual 
' 

configuration, two cones are thus determined. These cones intersect at one or two 

lines, such that one intersection line indicates the pointing vector, and the other 
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one, if existing, can be eliminated ill: a manner lmown per-se (e.g. ls below 

ground sm-face, is located at a very remote position, etc.) 

It should further be noted that in the dual configuration, both positioning 

systems need not be identical in their strncture. Therefore, one positioning 

5 system could be of the type shown in Fig. 4c, and the other of the types shown in 

Figs. 4a-4b or discussed above, all as required. 

In Figs. 4e and 4'.f, relating to the 'dual configuration, the base stations 

(e.g. elements 416 and 418 shown in Fig. 4e) were presented as a.,separate unit. It 

should be understood that the 'dual configuration' of the invention can be 

10 implemented with a single base station coupled to and operating dual anays of 

antennas, such that each antenna array constitutes its own positioning signal. 

For simplicity, the foregoing description and specifically the discussion 

relating to Fig. 2, ilid not include explanation regarding the ambiguity relating to 

the determination of parameter N, indicating the integer number of cycles of 

15 signal S along AR.There are known several methods for solving the ambiguity of 

N and the invention is not limited to .. any one of them. According to an. 

embodiment of the invention, the ambiguity of N is solved in the following 

manner, discussed with reference to Fig. 5 together with Fig. 2: in order to 

determine N, the positioning signal S includes signal portions having a first 

20 frequency· f1, and signal portions having a second frequency, f2. The signal 
. . 

portions having the frequency f1 are switched betvveen and emitted by all the 

antennas at the antenna array (tvvo antennas 120 and 130 in the example shown in 

Fig. 2), as well as those having the :frequency fz. Therefore, a. receiver having a 

phase difference estimator located at point 100, will measure . a first 'phase 

25 difference <p1 conesponding to the first frequency f1, and a second phase 

difference ({)2, c01Tesponding to the second frequency f2. The difference between 

the detected values of cp1 and cpz is used for <leten:nin,ing N,, in the 'following 

manner: 

Frequencies f 1 and f2 am selected such that N 1 and N2, indicating the 

30 integer number of cycles of signal S along'.&R, will follow the relation: 
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(5) N 1 = N2 + k, wherein k is a:g. integer having law values from a limited 

set of values (e.g. 1, 2, ... n) 

For example, if f 1=1GHz and f2=1.1Ghz, then k would have a value from 
l 

a predefined and limited set of values, e.g. k = 1, 2 or 3. Note that k > 0 if f1 < f2. 

5 According to the known relation (1), (2nN + <p = 2nf6t) 

and by dividing: 

(6) (2nN1 +<p1)/2nN2 + cp2 = 2rcf16t/2nf26.t 

and following simple mithmetic procedures, Ni(k) is determined as: 

(7) Ni(k) = (f1cp1 + f2cp2)/2rc(fz-f1) + f1k/(frf1) 

10 Using relation (7) with the measured values of fi, f2, cp1 and cp2 together 

with the predefined and limited set of values for k (e.g. k = 1, 2 or 3), N 1 is 

determined as the optimal solution of relation (7) (e.g. when the minimum of a 

truncN1 or (1 - 1:ru.ncN1) is achieved). In other words, in order to solve the 

ambiguity of N, the periodic signal includes two frequencies of a predefined 

15 difference (e.g. lMHz); the predefined difference gives Tise to a limited set of 

values for k, and therefore the value ·,of N could be easily determined by 

measming pmameters f and cp of signal portions of both frequencies (that is, 

parameters f1, f2, cp1 and <pz) .. 

Fig. 5 is a flow chart showing a sequence of operations 500 can-ied out by 

20 the receiver (platform 100 shown in Fig. 1) for the determination ofpmameter N: 

In operation 510: receive measured parameters fi, f2, cp 1 and cp2; 

In operation 520: provide a set of values for parameter k. for example, k 

could be provided from a reference table according to the difference between f1 

and f2 (e.g., for a lOOJvIHz difference, the set of values fork includes the values 

25 1, 2 and 3); 

In operation 530: the set of values of N 1 (k) is detern1ined, using relation 

(7) above for the various values of k provided at operation 520;1 

In operation 540, the optimal N 1 (k) is selected, and 

In operation 550, the selected N 1(k) is determined as parameter N. 
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Following the above clescriptioI_J; regarding the defrnition of parameter N, 

it should be noted that the positioning signal S, as discussed above with reference 

to Figs. 1-3 and 4a-4e, includes signal portions having a fint frequency f1, and 

signal portions having a second frequency, f2. The signal portions having the 

5 :frequency f 1 are svvitched between and emitted by all the antemrns at the antenna 

aJ.Tay, as well as those having the frequency fz. A schematic illustration of a 

positioning signal S as generated for example, by the positioning system 402 

shown in Fig. 4b, is illustrated in Fig. 6. It should be noted t4at the portions 

transmitted by one antenna need not be identical in length to those transnritted by 

10 the other antenna/s. The timing and duration of the switching of the signal 

between the transmitting antennas caJ.1 be changed along the transmission of the 

positioning signal. Furthermore, there is no need to sequence f2 portions after 

each f 1 po1iions of signal, and other combinations are possible. Furthermore, 

additional signal p01iions canying additional information (e.g. the identity of the 

15 base station, and more) could be embedded in the positioning signal. The 

positioning signal needs to be transmitt~1d in a continuous manner while being 

alternately switched between the antennas. 

It should be understood that the phase difference between portions of 

positioning signal alternatively tra.-rismitted by the different antennas (according 

20 to the vaJ.i.ous architectures as described above), is affected by the geometrical 

an:angement of the antennas. Furthermore, the phase difference is detected by the 

receiver by comparing a portion of the positioning signal with a delayed portion 

of the same positioning signal. 

It should be noted that the invention is not limited by the above-detailed 

25 solution for solving N ambiguity, that involves transmission. of two. different 

frequencies. The invention can be implemented with other approaches, (f.g. step­

wise solutions as lmown in the field of interferomeny. 
.. 

Fig. 7 is a schematic illustration of a receiver 700 designed for receiving a 

positioning signal generated and tra11smitted·by a positioning system according to 

30 the invention as described above, and for determining its position accordingly. 
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Receiver 700 can be mounted onbo~i.rd a flying object, e.g. an aircraft, an 

Airborne Unmmmed Vehicle (AUV), a missile, etc., or any other type of moving 

or stationary object. Receiver 700 is operable with one antenna only. Receiver 

700 comprises, inter-alia, a single antem1a 710, a phase difference estimator 720 

5 and a positioning hardwm·e/software utility 730. The phase difference estimator 

720 can be realized based on any devices and methods , known in the art fm 

estimating phase differences. For example, phase difference estimator 720 may 

include a digital comparator for comparing a currently received P,Ortion of signal 

with a previously received portion of the same signal (a pmtion fed via a delay 

10 component, e.g. a FIFO (First In First Out) buffer providing a 0.5 ~Lsec .. delay). 

The phase difference estimator 720 cm1 be realized based on a Modulation-on­

Pulse device, lmown in the mi:. Positioning utility 730 comprises an £fcp 

determination module 7 40 for determining the frequency f and phase cp of 

vmi.ous portions of the received signal, N determination module 750 for 

15 determination of parameter N (see discussion above with reference to Fig~ 5), 

and position determination module 760 for calculating the position of the 

receiver. Not shown in Fig. 7 are Analog-to Digital converters, which may be 

required. 

Receiver 700 is illustrated in Fig. 7 in a non-limiting manner as a stand-

20 alone receiver. However, it should be understood that the receiver can ·be 

:integrated with onbomd hardware without departing from the scope of the 

invention. Furthermore, the receiver could comprise only a positioning utility 

(element 730), and be coupled to on-board antenna and phase difference 

estimator, also used for other purposes. The positioning utility .730 cohld be 

25 irnplemented as a softv-rare utility operable by an onboard computer for 

positioning purposes. The receiver could serve as a transponder and comprise 

only a transmit/receive module, and b:anspond the positioning ,signal.,,to_a remote 

conh·o1 station, which analyzes the signal, determines the position of the receiver 

and, if required, tr·ansmits it navigation and/or guidance information. 
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Fig. 8 illustrates a positioning ~~thod according to an embodiment of the 

invention, showing a sequence of operations 800 carried out for determining 

position inforn1ation indicative of the position of a receiver of mlimown position, 

receiving a positioning signal generated and transmitted by a positioning system 

5 according to the invention. The positioning method comprises the following 

operations: 

In operation 81 O: providing a positioning signal transmitted by at least 

two spaced-apart antennas of lmown locations coupled to a corm;non generating 

and switching unit operable for generating a periodic signal and switching the 

10 periodic signal between said at least two spaced-apart antennas; 

In operation 820: measming phase differences between portions of said 

positioning signal as received by said receiver; and 

In operation 830: determining the pointing vector between the receiver 

and at least one of said antennas, thereby allowing the determination of the 

15 position of the receiver relative to the location of said at least two antennas. 

Following operations 810-830, the. position of the receiver relative to the 

antennas could be determmed, as described above. 

The :invention was described mainly with reference to an airborne 

platf01m. It should be noted that the invention is also applicable for ground and 

20 sea-borne vehicles, with the required alterations and modifications. The invention 

could also be realized as a hand-held mobile device. 

The concept of the present invention can be implemented in a system that 

involves two-way communication of the base station with the platfonn of the 

unlmown location, e.g. a guided UA V (Unmanned Airborne Vehicle), a mobile 

25 v;,rireless communication device, etc. In such a scenario, the retmned signal 

coming from the platform allows, ill a manner lmown per-se, to deterr,nine the 

range between the platform and the base station. Utilizing the concept of the 
, . I '.•' , 

present invention, the direction of the platfonn relative to the base station can be 

dete1mined, and in combination the positioning of the platform is established. 
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As the platform communicates ".Vith the base st~tion, it is possible to have 

the platform operate as a n·ansponder, retmning to -the base station the signal 

coming therefrom as received by the 1.rnnsponder. In such a case, it is also 

possible to conduct all position calculations at the base station (or at another 

5 station connected thereto), and e.g. provide the platform with flight instructions 

based on its calculated position. 

The present invention could be integrated with a cellular communication 

network, e.g. for supporting geographically-based services. Typi9ally, a cellular 

communication network is formed as a grid of cells covering a service area. In 

10 each cell there are provided network components (e.g. cell site or base station, 

includin.g transmitting/receiving equipment) serving the mobile commmrication 

devices cunently located within the cell and com;rrnmicating with other network 

components .(e.g. other cell sites, central components, etc.). Each mobile 

communication device commmlicates :ll1 a timely manner with its cell site, 

15 receiving ai1d returning a control signal, thereby providing the network with 

information indicating the CUITent rang9 between the mobile device and the 

serving cell site. However, typically the specific position of the mobile device 

within a cell is unlmown to the network. For example, as is clear :ll1 light of the 

detailed discussion above, by proving a cell site having two antennas and 

20 switching the control signal there between information about the direction of the 

mobile device relative to the cell site can be established. 

The present invention could be integrated with other position:ll1g systems 

(e.g. GPS system), in order to validate the readings of such other positioning 

systems. For example, the present invention could be used that w:ay to indicate 

25 jarTu"TJng or deception of the GPS signal, or to calibrate INS (Inertial Navigation 

System) drifts. By providing accmate positioning information, the present 

invention could also be used for conelating timed information between different 
. ' . \ .. ~ •' .. 

and remote systems. 

The positioning system according to the vai·ious configurations described 

30 above provides high precision position measurements. The precision is affected 
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by the range of frequencies, and it ~? clear that at higher frequencies, better 

precision is yielded. However, in order to provide greater system range, lower 

frequencies ai-e required. Note that while at the frequency range of about 1 GHz, 

Line Of Site (LOS) transmission is required; this limitation is decreased at lower 

5 frequencies. The precision is further affected by the geometry of the an-ay of the 

antennas which are coupled to a common switch, and in the 'dual configuration' 

of the invention, also by the geometry of the two antenna al.Tays. Additional 

precision is achieved by averaging phase measmements over a·,period of time 

(e.g. over 1 msec.). System en-ors are minimal as there is no need to compensate 

10 for receiver eITors and to c01relate readings from different receivers. 

The positioning system according to the various configurations described 

above provides high update rate. The update rate is affected by the width of the 

periodic signal as well as by the length of the switching cycle (i.e. the length of 

time needed for tr·ansmission of the periodic signal by all antennas in the antenna 

15 array). For example, by setting the width of a lGHz periodic signal to 1 msec, 

and the length of the switching cycle .to 4 msec, a lOOKHz update rate is 

maintained. Note that high update rate provides better navigation precision and 

better signal-to-noise ratio, and consequently, lru·ger coverage ai-ea. 

The positioning system, according to the present invention, is better 

20 protected against blocking and jamming. The positioning signal available to 

receivers located within the coverage area of the positioning system is str·onger 

than the GPS signal available in most areas covered by the GPS system, and 

therefore a stronger signal is required for blocking and jamming. 

The invention was described with reference to RF radiation, _and mafilly to 

25 RF radiation of frequencies of about 1 Ghz. It should be noted that the .invention 

is not limited by the exemplified frequencies, and could be employed along other 

portions of the radio spectrum as well as other electromagnetic radiation. spectra. 

Furthermore, the invention is not limited to electr·omagnetic radiation ru1d is 

applicable to any other form of propagating wave-borne energy, such as acoustic, 

30 ulu:asonic, etc. 
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For simplicity, the positioning systems, according to vaiious embodiments 

of the invention, were described as stand-alone systems. It should be noted that a 

positioning system according to the invention could be integrated with other 

systems e.g. other positioning systems, direction-finders, radar systems and many 

5 more, with the required alterations and modifications. 

.'.: 
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Claims: 

1. A system operable to enable determination of a position of a receiver, 

comprising: 

an RF receiver configured to receive a periodic signal; and 

a phase difference estimator, 

wherein the periodic signal is received by the receiver from an antenna array 

of at least two spaced-apart antennas, 

the periodic signal has parts separated by a time delay and having a same 

frequency, 

different parts of the periodic signal are transmitted by different antennas of 

the at least two spaced-apart antennas, 

the RF receiver is associated with the phase difference estimator, 

the phase difference estimator is configured to measure phase differences 

between the parts of the signal, the phase differences being indicative of at least a surface, 

and 

the position of the receiver is on the at least the surface, wherein the at least 

the surface is a cone, and the receiver is located on the cone. 

2. The system of claim 1, further comprising the antenna array of the at least two 

spaced-apart antennas, 

wherein the antenna array is coupled to a common generating and switching 

unit, the common generating and switching unit being configured to generate the periodic 

signal and to switch the periodic signal between the at least two spaced-apart antennas of the 

antenna array to thereby generate the different parts of the signal. 
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3. The system of claim 1, wherein a pointing vector between the receiver and the 

antenna array is on the at least the surface. 

4. The system according to claim 2, wherein the common generating and 

switching unit is configured to generate the periodic signal including signal parts of at least a 

first frequency and a second frequency, and to switch the periodic signal between the at least 

two spaced-apart antennas such that signal parts of the first frequency are switched between 

the at least two spaced-apart antennas and are followed by signal parts of the second 

frequency, which are switched between the at least two spaced-apart antennas. 

5 The system according to claim 4, wherein the first frequency is in a range of 

about I GHz or more and the second frequency differs from the first frequency by about 

I MHz. 

6. The system according to claim 2, wherein the at least two spaced-apart 

antennas are coupled to the common generating and switching unit via substantially identical 

feed lines. 

7. The system according to claim 1, wherein the receiver is a transponder, the 

transponder is configured to receive the periodic signal and return the signal to a base station, 

the base station being configured for determining the position of the receiver. 

8. The system according to claim 2, wherein the antenna array includes at least 

three antennas thereby enabling determining a pointing vector between the receiver and the 

antenna array. 

9. The system according to claim 8, further comprising an altimeter and being 

configured for determining a position of the receiver. 
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10. The system according to claim 8, wherein the common switching and 

generating unit is coupled to a first accurate clock and the receiver is associated with a second 

accurate clock, the second accurate clock being synchronized with the first accurate clock, 

and the system is configured for determining a position of the receiver. 

11. The system according to claim 1, wherein the antenna array comprises four 

antennas spaced apart in a tetrahedron form. 

12. A system operable to enable determination of a position of a receiver, 

compnsmg: 

an RF receiver configured to receive a first positioning signal and a second 

positioning signal; and 

a phase difference estimator, 

wherein the first positioning signal and the second positioning signal are 

received from first and second spaced-apart antenna arrays, respectively, each of the antenna 

arrays comprising at least two spaced-apart antennas, 

the RF receiver is associated with the phase difference estimator, 

the phase difference estimator is configured to measure phase differences 

between different parts of a same positioning signal, the different parts being separated by a 

time delay and having a same frequency, 

the different parts are transmitted by different antennas, 

the phase differences are configured to define at least a first surface of a first 

cone between the first antenna array and the receiver and at least a second surface of a second 

cone between the second antenna array and the receiver, and 
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an intersection between the first surface and the second surface determines a 

line on which the receiver is located. 

13. The system of claim 12 further comprising: 

the first and second spaced-apart antenna arrays coupled to at least one 

generating unit, 

wherein each antenna array comprises at least two spaced-apart antennas 

coupled to a common switching unit, 

the common switching unit is coupled to the generating unit to form a 

combination unit, 

the combination unit of the generating and common switching unit is 

configured to generate a periodic signal and to switch the periodic signal between at least two 

antennas of each of the first and second spaced-apart antenna arrays to generate the first 

positioning signal by the first antenna array and the second positioning signal by the second 

antenna array. 

14. The system according to claim 13, wherein the combination of the generating 

and the common switching unit is configured to generate the first positioning signal and the 

second positioning signal, each positioning signal including signal parts of at least a first 

frequency and a second frequency, and to switch the first positioning signal and the second 

positioning signal between the at least two spaced-apart antennas in each antenna array, such 

that signal parts of the first frequency are switched between the at least two spaced-apart 

antennas and are followed by signal parts of the second frequency, which are switched 

between the at least two spaced-apart antennas. 
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15. The system according to claim 12, wherein at least one of the first and second 

spaced-apart antenna arrays comprises at least three antennas, thereby enabling determining a 

position of the receiver. 

16. A method of enabling determination of a position of a receiver, comprising: 

receiving a periodic signal switched between at least two spaced-apart 

antennas of known locations coupled to a common generating and switching unit; 

measuring phase differences between parts of the periodic signal received by 

the receiver, the parts being separated by a time delay and having a same frequency, each of 

the parts being transmitted by a different antenna of the at least two spaced apart antennas; 

and 

determining at least a surface based on phase differences, the receiver being 

located on the at least the surface, wherein the surface is a cone, and the receiver is located on 

the cone. 

17. The method according to claim 16, wherein the periodic signal includes signal 

parts of at least a first frequency and a second frequency, and 

signal parts having the at least first frequency are switched between the at least 

two spaced-apart antennas and are followed by signal parts of the second frequency which are 

switched between said at least two spaced-apart antennas, and 

the method further comprises measuring a first phase difference between 

signal parts of the first frequency and a second phase difference between signal parts of the 

second frequency. 
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18. The method according to claim 16, wherein the receiver is a transponder, the 

transponder is configured to receive the periodic signal and to return a signal to a base 

station, and the base station is configured to determine the position of the receiver. 

19. The method according to claim 16, wherein the antenna array includes at least 

three antennas, and the method further comprises enabling determining a pointing vector 

between the receiver and the antenna array. 

20. The method according to claim 19, further comprising using an altimeter and 

determining a position of the receiver. 

21. The method according to claim 16 wherein the antenna array comprises four 

antennas spaced apart in a tetrahedron form. 

22. A method of enabling determination of a position of a receiver, comprising: 

receiving a first periodic signal and a second periodic signal, the first periodic 

signal being switched between at least two spaced-apart antennas of a first antenna array and 

the second periodic signal being switched between at least two spaced apart-apart antennas of 

a second antenna array, wherein the spaced-apart antennas of the first and second antenna 

arrays are of known locations and are coupled to a common generating and switching unit; 

measuring, for each of said first and second signals, phase differences between 

parts of the respective signal as received by the receiver, the parts being separated by a time 

delay and having a same frequency, each of the parts being transmitted by a different antenna 

of the at least two spaced apart antennas; 

determining information indicative of a first surface of a first cone between the 

first antenna array and the receiver; 
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determining information indicative of a second surface of a second cone 

between the second antenna array and the receiver; and 

MCSLLP 

determining an intersection between the first surface of a cone and the second 

surface of a cone, the intersection determining a line on which the receiver is located. 

23. The method of claim 22, wherein at least one of the first and second antenna 

arrays comprises at least three antennas, thereby enabling determining a position of the 

receiver. 

24. The system according to claim 1 being integrated with a cellular 

communication network, the cellular communication network comprising at least one cell site 

and at least one cellular device, wherein 

the antenna array of at least two spaced-apart antennas is integrated with the at 

least one cell site, 

the receiver is integrated with a cell device, and 

the system is configured for enabling positioning of the cellular device in the 

cellular communication network. 

25. The system according to claim 12 being integrated with a cellular 

communication network, the cellular communication network comprising at least one cell site 

and at least one cellular device, wherein 

the antenna array of at least two spaced-apart antennas is integrated with the at 

least one cell site, 

the receiver is integrated with a cell device, and 

the system is configured for enabling positioning of said cellular device in the 

cellular communication network. 
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26. The system according to claim 4, wherein the phase difference estimator is 

configured to measure a first phase difference between signal parts of the first frequency and 

a second phase difference between signal parts of the second frequency. 

27. The system according to claim 14, wherein, for each of the first and second 

positioning signals, the phase difference estimator is configured to measure a first phase 

difference between signal parts of the first frequency and a second phase difference between 

signal parts of the second frequency. 

28. The method according to claim 22, wherein each of the first and second 

periodic signals includes signal parts of at least a first frequency and a second frequency, 

signal parts, of the first periodic signal, having the at least first frequency are 

switched between the at least two spaced-apart antennas, of the first antenna array, and are 

followed by signal parts of the second frequency which are switched between the at least two 

spaced-apart antennas of the first antenna array, 

signal parts, of the second periodic signal, having the at least second frequency 

are switched between the at least two spaced-apart antennas, of the second antenna array, and 

are followed by signal parts of the second frequency which are switched between the at least 

two spaced-apart antennas of the second antenna array, and 

the method further comprises, for each period signal, measuring a first phase 

difference between signal parts of the first frequency and a second phase difference between 

signal parts of the second frequency. 


