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Description "READY. MADE- DISH DISPOSABLE PACKAGING,
EQUIPPED OF VENT  DEVICE FOR INNER VAPOURS" Me-chnical
field The present invention regards-the field of
packagings destinated -to contain products  ready to
use, also by heating or baking, constituted by two or
more than two components  to be put in contact before
the usage and, in Particular, field of packagings
destinated to  contain food products with said
charcteristics. For example, the invention can be used
for mixing vegetables and relative seasonings,
noodles and sauces, scrambled eggs and bread-crumbs
(for omelette cooking), ccc. So, the invention is
useful not only for the final user (consumer), but can
be used also in  restaurants or house kitchens, in
order to make cooking more rapid and* easy before
their  further treatment (for example, baking in a
traditional or microwave oven). State of the art .
Nowadays, different types of packagings for products
ready to use, also by baking or  heating, both in
domestic or extra.-domestic environment, are known. ,
As far as, in particular, the food products are
concerned, these types of packagings arc:  packagings
comprising a rigid container of plastic material, open
in the upper  part, similar to a soup-plate of various
form (circular, oval, eco), containing all  the food
ingredients already mixed, closed by a film of plastic
material and  provided or not with vent devices. The
particular disadvantage of these  packagings is
constituted by-the fact that as the ingredients arc
mixed before, the  solid components (noodle, rice,
coo.) tend to absorb those liquids to detriment of
consistency, taste and presentation of meal; 
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05D. 37:  2 packagings comprising more than two
containers of plastic material, each of  which
contains a food component to be mixed before the
usage, in which at east  one container is rigid and
has also a reception function for the mixing and the
thermal treatment in a completely open packaging mode,
In this ease, the user,  after having removed the
scaling film of said receiver, nos one or more than
two bags or rigid containers at its disposal and pours
the content on the  remaining paint of the food to
complete the heating or baking preparation. The
particular disadvantage of these packagings for foods
is that it is very easy to  shed the bags or rigid
containers content on the clothes or other objects
making  this operation not very practical and not very
hygienic. Besides, as said  remaining part of the food
normally occupies (by reasons of space optimization)
the whole volume of its container .(that acts as a
mixing receiver}, the mixing  operation of various
food components results difficult, if not impossible,
where  it is desired to evict the spill of the food
out of the packaging. Besides, being the packaging
completely open, the heating time will be relatively
longer and the product will result drier, dissolving
many inner humidity and  producing a complexely worse
result; packagings of vegetables containing a bag of
aqueous solution which under the  heat action releases
vapour for the heating. The particular disadvantage of
these  packagings consists in the fact that they
permit to realise only this application. 



In no case mentioned above it is possible to mix
different food components in a closed  packaging or by
means of thermical treatment. Still, the general
disadvantage of all the  packagings mentioned above is
that eventual vent devices, they are provided with,
when  activated, provoke a "permanent opening" of the
packaging (more or less extended  breakthrough or hole
of the superior scaling film or of some other part, on
which said  ved at the EPO on Jan 27, 2005 21:53:30.
Pa AMENDED SHEET    . 3 devices are eventually
applied). Said opening, which, like in case of
containers not  provided with said devices and which,
hence, must be opened or holed by hand before  heating
or baking, determines: the impossibility to mix the
food pre- or post-heating or baking by "shakering"  of
the completely dosed packaging; . the continuous spill
out of vapours produced inside the packaging to
detriment  of time and efficiency of product heating
or baking. To be complete, it is necessary to add to
the packaging types mentioned above, the one
disclosed in the international patent application WO
03/006323, filed by -the present  invention authors,
describing a packaging which not being provided with
particular vent  systems presents the disadvantages
indicated in the, last two points mentioned above.
The prevailing baking mode for all tae- packaging
types mentioned above is that of  microwave oven, but
there can also be the packagings made of a material
which can be  used in traditional oven. The aim of the
present invention is, hence, that to put at a disposal
a packaging for  product ready to use, also upon
heating or baking, which permits: to keep separately
the components of the product up to the moment of
usage; to mix different components of the product in
an efficient and/or hygienic mode  when necessary,
both before and after the eventual thermical
treatment, in base  



of necessities and type of the product; - to act a
"calibrated" vent of the internal vapours, also to
realize more rapid and  efficient baking or beating.
4 Brief description of the figum The present invention
and its particular advantages will be described in an
illustrative  and not limiting way, making reference
to some preferred realizations on the following
figures: Fig. I vertical section of the container with
applied interior sealing film; Fig. 2 vertical section
of the container after the insertion of the plug
coupled to  the stems valve, upon falling of the
second compartment 3; Fig. 3 - vertical section of the
container after the plug closure and- the application
of superior sealing film, upon felling of the f irst
compartment 2; Fig. 4 vertical section of the
container after the plug ejection from its closure
position; Fig. 5 vertical section of the container
with the completely open plug;  Fig. 6 vertical
section of the container with activated vent devices;
Fig. 7 vertical section of the container with closed
vent devices; Fig. 8 (I) upper view of the plug with
the stem valve; Fig. 8 (II) prospectlvcrtical section
A W of the plug with stew valve;  Fig. 9 (1) upper
view of the stem valve; Fig. 9 (I1) vertical section
A-A' of the stem valve;  Fig. 9 (11) trasversal
section 8-8' of the stem valve; Fig. 10 the bottom
view of the packaging with additionals (knives, forks,
napkins  and other components or integrators of the
product); Fig. I I vertical section of a variant of
the container with the applied inferior  



sealing film; Fig. 12 vertical see don of the
container after the plug insertion, upon the filling
of  the second compartment 3; IF~  ;.4:~ved at the EPO
on Jan 27, 2006 21:53:30. Pe AMENDED SHEET 127/01 20.0
5  Fig. 13 vertical section of the container after the
plug closure and the application of the superior
sealing film, upon the filling of the first
compartment 2;  Fig. 14 vertical section of the
variant o1 invention with container after the plug
ejection from its closure position; Fig. 15 vertical
section of the variant of invention with container
with the  completely open plug; Fig. 16 Vertical
section of the variant of invention with container
with activated  vent devices; Fig. 17 vertical section
of the variant of invention with container with
"closed vent  devices; Fig. 1$ (1) upper view of the
plug; Fig. 18 (IX) prospectlvertical section A-A' of
the plug; Fig. 19 the bottom view of the. variant- of
Packaging. with additionals (knives,  forks, napkins
and other components or integrators of the product);
Fig. 20 vertical section of a variant in which the
second , compartment 3 Is  constituted by a piece
separated from the first compartment 2. Fig. 21
vertical section of the container with plug in closed
position with closed  sea]; Fig. 22 vertical section
of the container with. plug in closed position in
pression.  with closed seal;' Fig. 23 vertical section
Of the container with plug in closed position in
pression  



with open seal. ]Detailed description of the figures
YM, 5 ved at the EPO on Jan 27, 2006 21:53:30. Ps
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11!T050037-71' Referring to figure I, the container
(1), constitucd by an exit,-Mal lateral wall (5);
which  ends with a superior flange (4), and by a base
surface (8), forms a first compartment  internally
limited by the wall (9) superiorly provided with
perimetrical rib (20), in the  figure represented as a
semicircular section. To said wail (9) a mobile base
(11) is jointed, to form at least a second compartment
(3)_  The mobile base (11) is provided in its centre
with a vertical sliding guide (13), grooved  in the
variant here represented, in which corrispondence a
hollow on the inferior face  (12) is present. The base
surface (8) presents on its end a nib (6), on which
both the spread pins (31),  able to create, in phase
of the product usage, a passage between. the packaging
-bottom  and external environment,-which function will
be explained further, and a plain surface  (7) are
drawed. Such bottom conformation forms a correspondent
reentrant (I ON able to  contain additionals, not
shown here, as represented in a simplificated manner
on figure  10, kept by an inferior sealing film (22),
applied. to the plain surface (7) by any known
process. Referring to figure 2, in the second
compartment (3), upon its filling with a specific
product component, the plug (14) is inserted. Said
plug (14) is constituted by a coupling and sliding
clement (16) inside the wall (9)  and by an element
(17), jointed to the coupling and sliding element (16)
by means of  linking bars (18), being said element
(17) both internally inclined in order to favour the
rani towards the first compartment (2) of the
component placed inside the second  



compartment (3) and provided in the centre of the
lower part with a coupling  protuberance (15) which
couples with the guide (13). red at the EPO on Jan 27,
2006 21:53:30. PG AMENDED SHEET 70120Q6   7 The plug
(14) Presents, besides, a perimetrical groove (19),
with semicircular section in  the figure, which is
complementary to the perimentrical rib (20), with
semicircular  section in the figure which the wall (9)
ends with. In said plug (14) a stem valve (23) is
Inserted, which defines a vent channel (30), having  a
function which will be explained further. Said stem
valve (23) is provided, in the upper part, with a
surface (24) and with a  perimetrical rib (26), with
semicircular section in the figure, complementary to
the  perimetrical groove (25), with semicircular
section in the figure, present on the superior  part
of the plug 04), and is provided with openings (27) is
put into communication the  vent channel (30) with the
external environment, Referring to figure 3, the. plug
(14) rum up to close the second compartment (3),
adhering with the perimetrical groove (19) to the
complementary perimetrical rib (20) of  the wall (9).
luring such operation the plug (14), by the strike
effect between the coupled sliding  guide (13) and
coupling protuberance (I3), moves dawn the mobile base
(11), which  deforms elastically in order to perform a
function which will be explained further and  holds it
in this position from the moment of closure with the
same plug (14), Realizing so, the separation between
the compartments, the Mist compartment (2) can.,
hence, be filled in such a way that different
components contact between each other,  only in the
moment of usage of the product. So, the packaging is
closed in the upper part by means of the superior
sealing film (21),  



adhered both to the flange (4) of the container-, and
to the surface (24) of the stem valve  (23),
preferably by thermowelding or sonic known process,
which permits anyway to  maintain the perfect
adherence of the superior scaling film (21) both with
the flange (4)    8 and with the sure (24), also in
the couditions of thermal variations during the
heating  or baking by means of the present invention.
For using of the product in this configuration it is
necessary, first to r nave the inferior  sealing film
(22), in order to put in communication the vent
channel (30) with the external  environment and remove
the additionals (41g. 10) not shown up to here. Re
ring to figure 4, the user, in base of the product
requirements, either pushes onto  the bottom, in
correspondence of the hollow (12) of the mobile base
(11), in order to  execute by hand the plug (14)
opening, eventually mixes also the two components of
the  product shaking the packaging and, finally,
introduces it into an oven, for example  microwave, or
passes directly to this latter operation. in the
second case, when the preventive opening of the
closure measures of the  compartment (3) is not
expected, a coin enhancing of the internal pressure of
said  'compartment, which could occur, for example,
during the baking or heating of the  product makes the
plug (14) spill out from its closure position. The
spill out of the plug (14) from its said closure
position -removes the barrier  maintained by the
mobile base (11) deformed elastically as indicted in
figure 3.  Consequently, said base returns to its
original conformation, as shown in figure 2,  pushing
up the plug (14) up to the stop position corresponding
to the complete opening  of the same, as it is better
shown in the next figure 5. Referring to figure 5,
once the comunication between different compariments
is  realized, the enhancement of the internal pressure
of the container is compensated by the  reinflating of
the superior scaling film (21). 



Thanks to the barrier between the superior scaling
film (21) and the surface (24), said  superior sealing
film (21) moves with itself the stem valve (213) in a
vertical sliding  movement.  9 Referring to figure 6,
a further enhancement of internal pressure of the
container (1) is  compensated by a major reinflating
of the superior scaling film (21), until the openings
(27), rising over the superior protuberance of the
plug (1 4), through the vent, channel  (30) and the
spaces present between the spread pins (31) put into
eumunication the  container (1) with the external
environment. In such a way it is possible both to
control  the internal pressure of the packaging,
reducing it suitably in order to avoid any  explosion
danger, and to maintain optimal conditions for rapid
and efficient heating or  baling. Referring to figure
7, (for example, following the temperature reduction
after the  temporary or definite suspension of beat:
or microwaves crogation from the heating or  baking
instrument), it is observed the reentering towards the
internal pant of the;  container (1), of the superior
sealing film (21), which moves down the stem valve
(23),  up to closing the passage with the external
environment realised by the openings (27).  Everything
described in reference to figures 5-7 can repeat in a
cycle up to the-end of  heating or baking. Referring
to figure #1, in the representation (I), the upper
view of the plug (14) with the  stem valve inserted in
it is shown, while in the representation (II) a
longitudinal section  AA.' and a partial prospect of
said plug (14) and stem valve (23) are shown.
Referring to figure 9, in the representation (I) the
upper view of the stem valve (23) is  shown, in the
representation (U) its longitudinal section A, A' is
shown and in the  representation (11I) its transversal
section E-B` is shown. Referring to figure 10, into
the reentrant (10) between the base surface (8) and
the,  inferior sealing film (22) the knives and forks
(40), the napkin (41) and other  



components or additions integrating the packaging can
be inserted. 9 ved at the EPO on Jan 27, 2006
21:53:30. Ps AMENDED SHEET   10  Referring to figure
11, which shows a different mode of invention
execution, the container (1), constituted by an
external lateral wall (5), which ends with a superior
flange (4), and by a base surface (8), forms a first
compartment (2), internally limited by  the wall (')
provided in the upper part with the perimetrical rib
(20), with semicircular  section in the figure. . To
said wall (9) a mobile base (11) is jointed in order
to form at least a second  compartment (3). Said
mobile base (11) presents on its centre a vertical
sliding guide (13), in this  configuration internally
provided with a Septum (28), inside of which a hollow
(12) is  present which allows to realise an eventual
ratan pressure, while in the upper part a
peritmetrical nib (34) is present, with semicircular
section in the figure. The base surface (8) has two
nibs (6) with two plain surfaces (7). Between the
horns (5)  and the base surface (8) a reentrant (10)
is formed that inside can receive the additionals,
not shown here, represented for example in figure 19,
kept by means of an inferior  sealing film (22),
applied to the plain surfaces (7) by means of any
known process. Referring to -figure 12, in the second
compartment (3), upon its tilling with a specific
component of the product, the plug (14) is introduced.
Said plug (14) is constituted- by a sliding and
coupling element (16) inside the wall (9),  jointed,
by mamas of linking bars (18), to the element (17)
internally inclined in order to  favour the runoff'
towards the first compartment (2) of the component
placed inside the  second compartment (3) and provided
in the centre of the lower part with a coupling
protuberance (I5) which couples with the sliding guide
(13). The element (17) presents, besides, a
perimetrical groove (19), with semicircular section
in the figure which is complementary to the
perimetrical rib (20), with semicircular  



section in the figure which the wall (9) ends with,
and in the upper part it is provided in   095723807
506 [DESCPAMD-' tTp5QQ3  11 the centre with a hollowed
structure Which in this conlAgun-ation defines the
vent channel  (36), which ends in the upper part with
the serif ce (3) =d in the lower part wjith a
perimetricaj groove (33), with a partial semicircular
section in the figure,  complemert9 r to the rib (34)
of the sliding guide (13), with semicircular section
in the  figure. In the coupling protuberance (15) free
spaces or openings (35), not visible here, which
function will be explained further, are present.
Referring to figure 13, the plug (14), slides until
closes the second compartment (3),  adhering with the
perimetrical groove (19) to the complementary
perimetrical rib (20) of  the wall (9) and, besides,
with the pcrirrxetrncal groove (33) to the
complementary  perimetrical rib (34) of the sliding
guide (13). During such operation the plug (14), by
the strike effect between the coupled sliding  guide
(13) and coupling protuberance (15), moves down the
mobile base (11), which  deforms clasticnlly in order
to perform a fbnctiori already described in figure 4
(further  raising of the plug), and keeps it in this
position since the closure with the plug (14)  itself
has been performed. Realizing so, the -separation
between the compartments, the first compartment (2)
can,  hence, be Milled in such a way that different
oonnponents contact between each Other only  in the
moment of usage of the product. A superior sealing
film (21) adheres to the superior flange (4) of the
container (I) and to  the snr3ace (32), preferably by
thermQweldi] g Of some known process, which permits
anyway to maintain the perfect adherence of the
superior sealing film (21) with both  elements (4) and
(32), also in the conditions of thermal variations
during the heating or  



wing by means of the present invention. Besides, in
this configuration the hole with a  diameter equal to
internal diameter of surface (32) necessary to allow
the further  11 ed at the EPO on Jan 27 200621:53:30.
Pe AMENDED SHEET 00 086723807  ;Printed`1Q572006'i
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eomunication of container (1) with the external
environment through  the vent channol  (36) is
practiced in corMspOndenee to the surface (32), In the
usage phase, by eflLPt of the pre.ssrrre gcnemted
inside, the welding between the  seal (52) and
superior surface (32) of the plug (14) will be forced
up to film breaking,  freeing the Ccomurication
passage of the channel (36) with the external,
crivironrmcnt of   the container. Referring to fgurp
14, the user, in b= of the product regedresnents,
either Pushes onto  the battoxn, In corrispondcnce of
the hollow (12) of the. mobile base (11), in order to
execute by hand the plug (14) opening, eventually
mixes also the two cornponents of the  product shaking
the packaging and, finally, introduces It into an
oven, for cxamFjc  microwave, or passes directly to
this latter operation. In the second case. v+rhe,- the
Frevcntlvc opening of the closure measures of the
compartment (3) is not expected, a certain enhancing
of the internal pressure of said  compartment, which
could Occur, for example, during the baking or heating
'of the  product makes the plug (14) *pill out from
its clos[ position. T be spill out of the plug (14)
from its said closure position removes the barrier
which  keeps the elastically deformed mobile base, as
indicated in figure 13. Consequently, said  base
returns to its original conformation, as shown in
figtc 12, pushing up the plug (14)  to the stop
position csponding to the complete opening of the
Warne, as it is better  



shown in the next figure 1;5. .Referring to figure 15,
once the communication between different compartments
is  realized, the enhancement of the internal pressure
of the container Is co npersatcd by  rein 'eating of
the superior scaling 111m (21). Referring to figure
16, a further "met ernt of internal p ssurc of the
container (1) is  compensated by a Major reinflating
ofthe superior sealing film (21). In consequence of 1;
2 ed at the EPO on Jan 27, 2006 21:53:30. Pc AMENDED
SHEET w 6  -27J~`'1I2Q06. ?'7 M^n t?q_~._ !.1
086723307 ., ,  F'reciii/Q5 20O6 p;ESG AMD; 1,14
Q0371'  l3  the already described bat er between the
superior sealing film (21) and the surface (32), said
superior seating film (2)) pushes with itself the vent
channel (36) in a vortical  sliding movement, after
having released the plug (14), Where said vent channel
(36), by  means of clement (17) is an integrated part,
from the coupling between the groove (33)  and the rib
(34). Said vertical sliding movement goes on until the
empty spaces or  openings '(35), present in the
coupling protuberance (15), put into communication the
container (1) with the external environment through
said vent channel (36). In such a  way it is possible
both to control the internal pressure of the
-packaging, reducing it  suitably in order to avoid
any explosion dance, and to maintain optimal
conditions for  rapid and efficient heating or baking.
In an alternative realization mode illustrated in the
figures 21, 22 and 23, the plug (14)  can, besides, be
provided with a groove (50) drawcd an the superior
surface (32), in  corrispondenee to the zone to be
coupled with the fiiim (21) by means ofthcrmowclding
or another known process. This groove (50) makes so
that the coupling surface between  



the film (21) and the plug (14) is composed by two
annular coucentrical surth,ces  separated by the
groove (50) itself: The utility of said groove (50)
consists in the fact  that it is possible to perform a
precutting (51) (by a cutter or 'another known
process) on  the film in corrisponder a of the groove
(50) itself; guarantcclr g a keeping between the
inside and outside of the packaging, in order to avoid
the entry of foreign subst unccs  into the packaging
itself. Hance, the described precutting realises a
circular closure disc  (52) (acting as a seat). As
shown in figure 16, the ihrther enhancemenr of the
internal pressure of the container  is compensated by
the reinflating of the superior scaling film (21). In
consequence of the  already described barrier between
the superior se ling film (21) and the suthcc (32),
said superior sealing film (21) pushes with itself the
vent ch~ neI (36) in a vertical  at the EPO on Jan 27,
2006 21:53:30. Pa AMENDED SHEET .'7 r.,. n,t.
_!,1.!.,2 aP 48~7~3907 ... z o  ntecl : ~: ...,
rDESCAIVID, I' IT'0540 1  14  sliding movement, after
having released the plug (14), where said vent.ehannel
(36), by means of element (17) is an integrated part,
from the coupling between the groove (33)  and the rib
(34). The continuation of said vertical sliding
movement detennines the  comtnunfeatio by means of
empty spaces or openings (35) of the container (1)
with the  vent channel (36), Which will be submitted
to the intenW- pressure of the container, The welding
between the seW (52) and the interior surface (32) of
the plug (14), rca1h ed  for acheiving the.following
objective, is stressed by the pressure action until
the film  breaking and a consequent freeing of the
comunica#ion passage between the channel  (36) and the
external environment or the container. R fc ring to
figure (for example, following the temperature
reduction after the  temporary or definite suspension
of heat or rnicmwaves emgation from the heating or
baking instrument), it is Observed the reentering
towards the internal part of the  



container (1), of the superior sealing film (2I),
which moves down the verxt channel (36)  *up to
closing the 1-h usage of the container (1) with the
external environment rralized by  the openings (35).
Everything described in reference to the figures 15-17
can repeat in a cycle up to the end  of heating or
baking. Referring to figure 18, in the rx sentation
(1), The upper view of the plug (14) is  shown, while
in the representation (ll) a longitudinal section
A-.A' and a partial prospect  of'sadd plug (14) are
shown. Referring to figure 19, into the =entrant (10)
between the base surface (8) and the  inferior sealing
film (22) the knaves and forks (40), the napkin (41)
and other  components or additionals integrating the
packaging can be ins . Referring to figure 20, which
represents a further variant of the invention, the
second  compartment (3) is costituted by a piece
separated from the f rst compartment (2), Said ,_
14ed at the EPO on Jan 27, 2006 21:63:30. Pe AMENDED
SHEET 2 /Oi/2006 b'7 r_. 6 ...,;:~r.....>:
Pirifed:`,'1=1/05200 ' D6 LDESCf,?AIIi16 ~ i l`. ~ .
..  51D :3.1  15 wend cornpattr'nent (3), already
partially filled and closed by plug (14), is inserted
by - V  spring means into the container (1), iusTg the
coupling hole (46), before the appl~ation of the
sealing films (21) and (22), not shown he , oflEing,
for example, the further  advantage of being able to
pack separately the second compartment (3) also in
another  industrial site or by thirds, The most
internal rxib (6) of the first compartment (2) ha:%
wall (38) which Presents a nib (39) With, terminal
board (45), with semicircular section  in the figare.
The second compartment (3) presents on the base of the
wall (9) a nib (4{))  and a wall (41). 



On the wall (9) and on the wall (38) two Perimetrical
grooves (42) and (44) are realised,  with
scrnicircular section in the figure, in which by
spring men the bord (45) of the nib  (39) as well as
the rib (43), with sernicineular section in the
figure, present on the wall  (41) and eomplernentary
to the mentioned groves, key reespectively, when the
second  compaxtment (3) reaches the final point
determined by the stake between the  complementary
nibs (39) and (4p). V An important fc nction3I
characteristics of the pre invention consists in the
fact that  the Communication of the container (1) with
the extccnal environment, which is obtained  through
the openings (27, 35) of the vent channel (30, 36), is
initially absent and can be  disactivated or is
disaetivated autotx aticall r on the end of the
utilization phase realized  with said invention. It
permits to mix at the beginning or in the end of the
said phase the  components contained in the
compartments (2) and (3), without provoking the spill
of  the product out of the packaging, with obvious
further reinaarkable advantages. The invention,
certainly, is not limited, to the representation of
the figures, but can  receive perfectkonts and
modifications firom, men skilled in the art, without
going out of  The scope of the invention as defined by
the claims. l5'ed at the EPO on Jan 27, 2006 21:53:30.
P2 AMENDED SHEET V T ~'P' nted..1::'4 5/20n6 j
['DESbE'AM i T05.0  16 The present invention permits
nuumemus advantages and, p%t~icularly, allows to
overcome the difficulties that could not be supe ted
using the system that are actually  in commerce. `6 d
at the EPO on Jan 27,2006 21:53:30. P AMENDED SHEET
.~~  r2.  7/,01Q06 Pr!dted: ',l 1105AWO'6'
9LMSI?AIVI(c)+ I:IT 540;371:  



17 CLAIMS  1. Ready made dish disposable packaging,
provided with compartments to rrxaintairr  separately
the components of the product up to the moment of
usage and with  pressure vent devices of inner vapours
comprising a container (1) which defines  a first
compartment (2) for a first component, formed by an
eictcn a1 lateral wall  (5) and by a base surface (S)
and at least a second conxparlxncnt (3) for a second
component to be put in contact with the first
component, ford by a wall (9)  and by a mobile base
(11), a plug (14) which closes said second compartment
(3), a superior sealing iihn (21) which closes the
container (1), characterized by  the fact that said
second compartment (3) has a vertical sliding guide
(13) on  the axis; that said plug (14) is provided
with a coupling protuberance (IS) and is  sliding on
the wall (9), without uncoupling from the second
compartment (3), by  means ofa coupling and sliding
element (16); that said base (11) of said second
compartment (3) is moved down and is deformed
elastically under the plug (14)  action" realized by
strike ofrect between the coupling protuberance (15)
and the  sliding guide (13), when the plug (14) itself
seals the second compartment (3),  that said mobile
base (11) returns to its original conforination,
achieved when  said effect ceases, pushing up the plug
(14) up to the stop position, provoking its  opening
and permitting in such a way the communication between
the  compartments (2) and (3); that a gas or vapour
vent channel. (30, 36) passes  inside the plug (14);
that said vent channel (30, a6) is provided, in the
upper  part, with a surface (24, 32), that said vent
channel (30, 36) is jointed to the  superior sealing
film (21) in corrispondence of the surface (24, 32);
that said  superior sealing film (21), by pressure
effect, can move reinflating outside or  reentering
inside the container (1); that during such movement
the superior fT1 ived at the EPO on Jan 27.2006
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film (21) pushes the vent channel (30, 36) with
itself, that the vent  channel (30, 36), through the
openings (27, 35), can put In communication the
container (1) with the external environment. 2. Ready
made dish disposable packaging, according to claim 1,
in which the plug  (14) Is provided with a groove (50)
drawed on the superior surface (32), in
corrispondence of the zone to be coupled with the film
(21) by mans of  thermoweldimg Or Mother known process
said groove (50) makes so that the  coupling surface
between the film (21) and the plug (14) is composed by
two  amul r concentlical surfaces separated by the
groove (50) itself, that in  corrispondencc of the
groove (50) itself, a precutting is performed which
guarantees keeping between inside and outside of the
packaging, in order to  avoid the entry of foreign
substances into the packaging itself or avoid the
spill  of material. out of the inside of the kaging,
realises a circular closure disc (52)  or seal, Which
by the pressure effect Is pushed up opening the vent
eh==l (36),  and keeping in contact the container (1)
with the eternal environment through  the tnpengs
(35). 3. Ready made dish disposable packaging,
according to claims I or 2, in which the  vertical
sliding guide (13) presents inside a septum (2b). 4,
Ready made dish disposable packaging, according to
claim 1, in which the  vertical sliding guide (13) is
grooved. 2ved at the EPO on Jan 27, 2006 21:53:30. P2
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Ready made dish disposable packaging, according to
clsim 4; in which a stein  valve (2-1) which dc1 es a
vent channel (30) and the openings (27) is inscrLd in
I he plug (14) and in the vertical sliding guide (13).
6. Ready made dish disposable packaging, according to
cla9m 5, in which the, plug  (14) presents on its
superior part a pethneprical groove (25) complementary
to  the perhuetxical rib (26) present on the superior
part of the stem valve (23). 7. Ready made dish
disposable packaging, according to claims 1 or.), in
which  openings (35) for communication between the
container (1) and the external  envirox] mcnt are
present in the coupling protubex m ce. g. heady made
dish disposable packacging, according to claims I or
2, in which said  vertical raiding guide (13) Presents
a Perimetrical rib (34), complcnaentary to a
perimetrical .groove (33) present in the coupling
protuberance (15) of the plug  (14). 9- Ready made
dish disposable packaging, according to one of the
previous claims, ,  in which the second compartment
(3) is constituted. by a piece separated from the
ilrs-t compartment (2) and that said second
compartment (3), already filled and  closed by the
Plug. (14), is inserted by spring means into the
Container (1), using  the coupling hole: (46), before
the application of the waling film (21), said  second
Compartment (3) and forming an hermetical keeping with
the container  (1). ived at the EPO on Jan 27.2006
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Ready made dish disposable packaging, according to one
of the previous claims, -no in which said base surface
(8) has at least o nib (6) with at least one plain
surface (7). 11. Ready made -dish disposable p.
ckagirng, according to claim 10, in which the  most
internal nib (6) of the surface (8) has a wall (39)
which presents a nib (39)  



and that the second compartment (3) presents on the
base of the wall (9) a nib  (40) and a wall. (41) on
which a-nib (43) is placed, that on the wall (9) and
on the  wall (38) two grooves (42) and (44) are
realised, in which the bard (45) of the  nib. (39) and
the -nib (43) of the wall (41) complementary to the
gorges.  mentioned above key in a spring mode. 12.
Ready made dish disposable packaging, according to one
of the previous claims,  in which said base (11) in
corrispondence to the vertical sliding guide (13)
presents, on the inferior face, a hollow (12) which
permits eventually to perform  a manual pressure to
open the plug (14) of the second compartment (3). 13.
Ready made dish disposable packaging, according to one
of the previous claims,  in which a couple
perimetrical groove (19) - perimetrical rib (20)
realizes a  hennetiical keeping between the plug (14)
and the wall (9) of the second  compartment (3). 14.
Ready made dish disposable packaging, according to one
of the previous claims,  in which said coupling and
sliding clement (16) is linked by mean of linking
bars (18), to an element (17) of the plug (14).
4`ivedattheEPOonJan27.200621:63:30.PeAMFNFf)REFT ~`
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:CMS'PAM D 1 1-1 21  IS. Ready niadc dish disposable
packaging, according to clan 14, in which the  elen
ent'(I7) presents inclined internal face. 16. Ready
made dish disposable packaging, according to one of
the pr~vis clams,  in which into a. reentrant (10)
between, the base sudhce (8) and the nibs (6),  closed
by a cover or an inferior sealing film (22), knives
and forks (40), napkin  (41) and other componetxts or
additionais integrating the packaging can be
inserted. 17. Ready made dish disposable packaging,
according to claim 16, in which the  



cover or the inferior sealing film (22) are realized
in plastic. I. Ready made dish disposable packaging,
according to one of the previous claims,  in which on
said plain surfacels (7) spread pins (31) are drawed.
1?. Ready made dish disposable packaging, according to
one of the previous claims,  in which the superior
sealing film (21) is adh red to a Range (4) of the
container  (1). 20. 'Ready made dish disposable
packaging, according to one of the previous claims,
which the packaging itself is realized in plastic. `5
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