
ESTIMATING PHYSIOLOGICAL PARAMETERS 

TECHNICAL FIELD 

100011 	The present subject matter relates, in general, to photoplethysmography 

and, particularly but not exclusively, to estimating physiological parameters of a 

5 subject based on photoplethysmography. 

BACKGROUND 

100021 	With the advancement in technology, (PPG) has been developed for 

measuring physiological parameters, such as heart rate of individuals. The PPG is a 

non-intrusive optical technique and involves use of light for measuring change in 

10 blood volume of the individual. Based on the measurement, a PPG signal indicative 

of changes in blood volume may be obtained. The PPG signal may then be used for 

estimating the physiological parameters associated with the individual. 

BRIEF DESCRIPTION OF DRAWINGS 

100031 	The detailed description is described with reference to the accompanying 

15 figures. In the figures, the left-most digit(s) of a reference number identifies the 

figure in which the reference number first appears. The same numbers are used 

throughout the drawings to reference like features and components. 

100041 	Figure 1 illustrates a physiological parameter measurement device for 

determining physiological parameter associated with a subject, in accordance with an 

20 implementation of the present subject matter; and 

100051 	Figure 2 illustrates a method for determining physiological parameter 

associated with a subject, in accordance with an implementation of the present 

subject matter. 
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DETAILED DESCRIPTION 

100061 	The present subject matter relates to determining physiological parameter 

of a subject, for example, an individual, using photoplethysmography (PPG). The 

PPG 	is 	a 	non-intrusive 	optical 	technique 	used 	for 	measuring 	physiological 

5 parameters, such as heart rate of the subject. 

10 

[00071 	In PPG, a PPG signal associated with an individual is recorded using 

standard medical grade equipment. The PPG signal is indicative of volumetric 

changes in blood flow of the individual and is used for determining the heart rate of 

the individual. However, such medical equipment are costly to procure and thus, 

individuals who seek to get their heart rate measured on a periodic basis may have to 

repeatedly visit clinics with such medical equipments for getting their heart rate 

measured. Further, the medical equipments may only be operated by a skilled 

personal thereby limiting the operational utility of the medical equipments. 

100081 	With the development of technology, individuals can nowadays measure 

15 their physiological parameters using smart phones equipped with a light source, such 

as a light emitting diode (LED) flash and a video capturing device, for example, a 

camera. For estimating a physiological parameter of the individual using a smart 

phone, a video of a body part, typically a finger, of the individual is recorded using 

the camera of the smart phone with LED flash ON. The video is then processed for 

20 extracting a PPG signal associated with the individual. Based on the PPG signal, the 

physiological parameter of the individual is estimated. 

[00091 	In a conventional approach for extracting PPG signal from the video, a 

central block of predefined dimensions is selected from each frame of the video. The 

central block may be understood as a block located in the center of the frame. 

25 Thereafter, based on a mean value corresponding to each of the central blocks the 

PPG signal is extracted. Owing to the location of the flash with respect to the camera, 

the PPG signal obtained based on the central blocks may be of a poor quality. For 
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instance, the flash may cause saturation of the pixels of the frame which are nearer to 

the flash. Thus, the PPG signal extracted from such a region, for example, the central 

block, may be of a poor quality. Therefore, any physiological parameter determined 

based on such a PPG signal may not reflect an accurate value of the physiological 

5 parameter. Additionally, skin tone of the individual may also affect the quality of the 

PPG signal obtained. For example, in case of fair skinned individuals, most of the 

light from the LED flash is reflected back and the video recorded is high in intensity. 

Thus, the PPG signal extracted from such a video may be of a poor quality and may 

not be useful for estimating the physiological parameter of the individual. 

10 10010] 	The present subject matter describes systems and methods for estimating 

physiological parameter of a subject. According to an aspect, each of a plurality of 

frames corresponding to a video of a body part of the subject may be divided into a 

plurality of blocks. Thereafter, the PPG signal based on which the physiological 

parameter of the subject may be determined may be extracted from the video based 

15 on a block having highest peak signal to noise ratio (PSNR) from, amongst the 

plurality of blocks. The high PSNR indicates that a region of the frame corresponding 

to the block contains least noise component and thus, the PPG signal extracted based 

on such a block results in a good quality PPG signal. As a result, an accuracy of 

determination of the physiological parameter may be increased. 

20 100111 	The frames of the video may be divided into the plurality of blocks. In an 

example, the frames of the video may be divided in a manner such that each of the 

blocks may be of a same predetermined dimension. In an implementation, a peak 

signal to noise ratio (PSNR) for each of the blocks may be computed. The PSNR may 

indicate a level of noise in a region of the frame corresponding to the block. For 

25 instance, a block with high PSNR may indicate a region of the frame having less 

noise component while, a block having low PSNR may indicate a region of the frame 

having high noise component. Based on the PSNRs of the blocks, the block having 

the highest PSNR may be selected. 
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[00121 	As mentioned above, the PPG signal may be extracted from the video 

based on the block having the highest PSNR. For extracting the PPG signal, a block 

identifier associated with the block may be ascertained. The block identifier may be 

understood as an identifier, for example, a block number or co-ordinates associated 

5 with the block, indicative of a region of the frame. In an example, the block identifier 

may be ascertained using known techniques. On ascertaining the block identifier, a 

region corresponding to the block identifier is identified in each frame of the video. 

As the regions correspond to the block identifier, the PSNRs corresponding to such 

regions may also be high and therefore, may represent a region of the video having 

10 least noise component. 

[00131 	Subsequently, the PPG signal may be extracted from the identified regions 

of the frames of the video. For reasons mentioned above, the PPG signal extracted 

from such regions may be of good quality and may facilitate determination of the 

physiological parameter with greater accuracy. 

15 [00141 	As may be understood, the PPG signal is in frequency domain and a 

dominant peak in the frequency spectrum of the PPG signal is used for calculating the 

physiological parameter. In an implementation, the PPG signal may be enhanced for 

increasing the accuracy of determination of the physiological 	parameter. 	For 

example, the PPG signal may be passed through an adaptive filter, such as a 

20 normalized Least Mean Square (NLMS) filter, to obtain a filtered PPG signal having 

reduced noise. Thereafter, an interpolation technique may be applied to the filtered 

PPG signal for enhancing the filtered PPG signal. Examples of the interpolation 

technique may include, but are not limited to, linear interpolation and Jacobsen 

interpolation. The enhancement of the PPG signal may result in a fine tuned form of 

25 the frequency domain representation of the filtered PPG signal. As a result, dominant 

peak in the frequency spectrum of the PPG signal is easier to determine from the 

enhanced PPG signal. Thus, enhancement of the PPG signal further increases the 

accuracy of determination of the physiological parameter. 
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[00151 	As will be clear from the foregoing description, selection of the block 

having the highest PSNR for extracting the PPG signal facilitates in obtaining a good 

quality 	PPG 	signal 	having 	less 	noise 	component. 	As 	a 	result, 	physiological 

parameters determined from such a PPG signal are determined with greater accuracy. 

5 Further, in contrast to extracting the PPG signal from the complete video, the PPG 

signal may be extracted from the video based on the block identifier. As a result, 

devices having less computational power, such as low processing capability smart 

phones, may be implemented for extraction of the PPG signal and, in turn, 

determination of the physiological parameters. Further, the enhanced PPG signal 

10 further increases the accuracy of determination of the physiological parameter of the 

subject. 

[00161 	These and other advantages of the present subject matter would be 

described in greater detail in conjunction with the following figures. While aspects of 

described systems and methods can be implemented in any number of different 

15 computing systems, environments, and/or configurations, the embodiments are 

described in the context of the following device(s). 

[0017] 	Figure 1 illustrates a physiological parameter measurement device 100 for 

determining physiological parameters associated with a subject, in accordance with 

an implementation of the present subject matter. The physiological parameter 

20 measurement device 100, hereinafter referred to as the device 100, can be a handheld 

device and can include any of the devices, for example, mobile phones, personal 

digital assistant (PDA), smart phones, or tablet personal computers. In another 

example, the device 100 may be an electrical device, such as those used in clinical 

setting for monitoring or estimating the physiological parameters associated with 

25 subjects. 

[00181 	In one implementation, the device 100 includes processor(s) 102 and 

memory 	104. 	The processor(s) 	102 	may be implemented as one or more 

microprocessors, microcomputers, microcontrollers, digital signal processors, central 
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processing units, state machines, logic circuitries, and/or any devices that manipulate 

signals, based on operational instructions. Among other capabilities, the processor(s) 

102 is provided to fetch and execute computer-readable instructions stored in the 

memory 104. The memory 104 may be coupled to the processor(s) 102 and can 

5 include any computer-readable medium known in the art including, for example, 

volatile memory, such as Static Random Access Memory (SRAM) and Dynamic 

Random Access Memory (DRAM), and/or non-volatile memory, such as Read Only 

Memory (ROM), erasable programmable ROM, flash memories, hard disks, optical 

disks, and magnetic tapes. 

10 100191 	Further, the device 100 may include module(s) 106 and data 108. The 

module(s) 106 and the data 108 may be coupled to the processor(s) 102. The 

module(s) 	106, 	amongst 	other 	things, 	include 	routines, 	programs, 	objects, 

components, data structures, etc., which perform particular tasks or implement 

particular abstract data types. The module(s) 106 may also be implemented as, signal 

15 processor(s), state machine(s), logic circuitries, and/or any other device or component 

that manipulate signals based on operational instructions. 

[00201 	In an implementation, the module(s) 106 include a video processing 

module 110, a signal enhancement module 112, and other module(s) 114. The other 

module(s) 	114 	may 	include programs or coded 	instructions that supplement 

20 applications or functions performed 	by the device 	100. 	Additionally, 	in 	said 

implementation, the data 108 includes video processing data 116, signal enhancement 

data 118, and other data 120. The other data 120 amongst other things, may serve as a 

repository for storing data that is processed, received, or generated as a result of the 

execution of one or more modules in the module(s) 106. Although the data 108 is 

25 shown internal to the device 100, it may be understood that the data 108 can reside in 

an external repository (not shown in the figure), which may be operably coupled to 

the device 100. Accordingly, the device 100 may be provided with interface(s) (not 

6 



shown) to communicate with the external repository to obtain information from the 

data 108. 

100211 	During operation, 	to commence 	measurement 	of the physiological 

parameter, the subject, i.e., person whose heart rate is to be measured, positions a 

5 body part 126 on a camera 128 of the device 100. In an example, the subject can 

position the body part 126 in contact with a lens of the camera 128, or vice-versa, 

while a flash light of the camera 128 is switched on. For instance, the subject can 

position a finger tip of his hand on the camera 128 for capturing the video. In such 

position, according to an implementation, a video of the body part 126 of the subject 

10 is captured using the camera 128 of the device 100. In an example, the flash light can 

be a light-emitting diode (LED) type of flash light and can provide appropriate 

illumination to the body part 126 for effectively capturing the video for further 

processing. In one example, the camera 128 of the device 100 can capture the video 

at a rate of about 30 frames per second (fps). The video captured may then be stored 

15 in the video processing data 116 of the device 100. 

100221 	In an example, the video may be processed for obtaining a PPG signal 

based on which the physiological parameter of the subject is estimated. For instance, 

the video processing module 110 may divide the frames of the video into a plurality 

of blocks. In an example, the video processing module 110 may divide the frames in 

20 a manner such that each of the blocks is of same predetermined dimension. Further, 

the video processing module 110 may generate a block identifier for each of the 

blocks. For instance, the video processing module 110 may generate a block number 

for each of the blocks for identifying the blocks. In another example, the video 

processing module 110 may generate co-ordinates corresponding to each of the 

25 blocks. The video processing module 110 may store the block identifiers in the video 

processing data 116 for identification of the blocks in future. 

100231 	Upon dividing the frames into blocks, the video processing module 110 

may compute a PSNR for each of the blocks. The PSNR associated with a block of a 
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frame may indicate a measure of noise component present in a region of the frame 

corresponding to the block. In an example, the video processing module 110 may 

compute the PSNRs using known conventional techniques. Further, the video 

processing module 110 may store the PSNRs in the video processing data 116. 

5 [00241 	Thereafter, the video processing module 110 may select a block having 

highest PSNR from amongst the plurality of blocks for extracting the PPG signal 

based on the block. In order to extract the PPG signal, the video processing module 

110 may, at first, ascertain the block identifier corresponding to the block. As 

mentioned previously, the block identifiers are stored in the video processing data 

10 116. For ascertaining the block identifier corresponding to the block, the video 

processing module 	110 may access the video processing data 	116 and may, 

subsequently, ascertain the block number corresponding to the block. The video 

processing module 110 may then identify a region corresponding to the block number 

in each of the frames of the video for extracting the PPG signal from the regions. As 

15 may be understood, the region corresponding to the block number and, in turn, the 

block having the highest PSNR may have high PSNR. As a result, the corresponding 

regions may have less noise component and thus, the PPG signal obtained from such 

regions may be of good quality. On identifying the regions, the video processing 

module 110 may extract the PPG signal from the video based on the regions. 

20 

25 

100251 	In an implementation, the signal enhancement module 112 may enhance 

the PPG signal. For instance, the signal enhancement module 112 may pass the PPG 

signal through a filter for obtaining a filtered PPG signal. Filtering of the PPG signal 

reduces the noise present in the PPG signal. In an example, the filter may be an 

adaptive filter, such as a normalized Least Mean Square (NLMS) filter. Thereafter, 

the signal enhancement module 112 may apply an interpolation technique to the 

filtered PPG signal. Application of the interpolation techniques facilitates peak 

detection in frequency domain thereby, increasing the accuracy of determination of 
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the physiological parameter. Examples of the interpolation technique may include, 

but are not limited to, linear interpolation and Jacobsen interpolation. 

5 

[00261 	In an implementation, the device 100 may use the enhanced PPG signal, 

i.e., the PPG signal after enhancement, for determining the physiological parameter, 

for example, heart rate of the subject. 

[00271 	In an embodiment, while recording the video of the body part 126 of the 

subject, flash brightness of the camera 128 may be adjusted based on a skin tone of 

the individual. For instance, an intensity level of a flash of the camera 128 of the 

PPM device 100 to operate the camera 128 at one or more intensity levels of the flash 

10 for capturing a test video of the subject at each of the one or more intensity levels of 

the flash. Thereafter, for each of the one or more intensity levels of the flash, a PSNR 

for the test video captured at the intensity level of flash may be determined. 

Subsequently, a test video having highest PSNR from amongst the test videos 

captured at the one or more intensity levels of the flash may be determined and the 

15 video of the subject may be captured at the intensity level of flash corresponding to 

the test video having the highest PSNR. In an example, the video processing module 

110 may adjust the flash in a manner as described above. 

[00281 	Figure 2 illustrates a method 200 for estimating physiological parameter 

of a subject, according to an embodiment of the present subject matter. The order in 

20 which the method 200 is described is not intended to be construed as a limitation, and 

any number of the described method blocks can be combined in any order to 

implement the method or any alternative methods. Additionally, individual blocks 

may be deleted from the method without departing from the spirit and scope of the 

subject matter described herein. Furthermore, the method can be implemented in any 

25 suitable hardware, software, firmware, or combination thereof. 

[00291 	The method may be described in the general context of computer 

executable instructions. Generally, computer executable instructions can include 
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routines, programs, objects, components, data structures, procedures, modules, 

functions, etc., that perform particular functions or implement particular abstract data 

types. The method may also be practiced in a distributed computing environment 

where functions are performed by remote processing devices that are linked through a 

5 communication 	network. 	In 	a 	distributed 	computing 	environment, 	computer 

executable instructions may be located in both local and remote computer storage 

media, including memory storage devices. 

[00301 	In an implementation, one or more of the method described herein may be 

implemented at least in part as instructions embodied in a non-transitory computer- 

10 readable medium and executable by one or more computing devices. In general, a 

processor, for example, a microprocessor, receives instructions from a non-transitory 

computer-readable medium, for example, a memory, and executes those instructions, 

thereby performing one or more method, including one or more of the method 

described herein. Such instructions may be stored and/or transmitted using any of a 

15 variety of known computer-readable media. 

[00311 	Referring to Figure 2, at block 202, each of a plurality of frames of a 

video of a subject whose physiological parameter is to be estimated is divided into a 

plurality of blocks. In an example, the vide of the subject may be a pre-recorded 

video, i.e., a video recorded at an instant of time prior to estimation of the 

20 physiological parameter. In another example, the video may be captured when the 

estimation is being done in real-time. For instance, the video may be captured using 

the camera 128. While capturing the video, a flash of the camera 128 may be 

switched on. Further, the flash brightness may be adjusted based on a skin tone of the 

subject. In an example, each of the blocks is of same predetermined dimension. In an 

25 implementation, the video processing module 110 may divide each of the frames into 

plurality of blocks. 

[00321 	At block 204, a PSNR for each of the blocks is computed. In an example, 

the video processing module 110 may compute the PSNR. 
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[0033] 	At block 206, a block having highest PSNR is selected from amongst the 

plurality of blocks. In an example, the PSNRs of the blocks may be analyzed for 

identifying the block having the highest PSNR. The block may then be selected for 

extraction of PPG signal. 

5 [00341 	At block 208, a PPG signal is extracted from the video based on a block 

identifier associated with the block. In an example, the video processing module 110 

may extract the PPG signal from the video in a manner as described above in Figure 

1. 

[00351 	At block 210, the PPG signal is enhanced. As a part of enhancement, in an 

10 example, the PPG signal may be filtered to obtain a filtered PPG signal. Further, an 

interpolation technique may be applied to the filtered PPG signal for further 

enhancement of the PPG signal. Thereafter, on completion of the enhancement, the 

physiological parameter of the subject may be determined. 

[00361 	Although 	implementations 	for methods and 	systems 	for estimating 

15 physiological parameters are described, it is to be understood that the present subject 

matter is not necessarily limited to the specific features or methods described. Rather, 

the specific features and methods are disclosed as implementations for estimating 

physiological parameters. 

11 



I/We claim: 

1.  A physiological parameter measurement (PPM) device, the PPM device 

comprising: 

a processor; 

5 a video processing module coupled to the processor to, 

divide each of a plurality of frames of a video into a plurality of 

blocks, wherein the video is of a body part of a subject whose physiological 

parameter is to be determined; 

select a block, from amongst the plurality of blocks, having highest 

10 peak signal to noise ratio (PSNR); 

extract a photoplethysmogram (PPG) signal from the video based on a 

block identifier associated with the block; and 

a signal enhancement module coupled to the processor to, 

enhance the PPG signal for determining a value of the physiological 

15 parameter associated with the subject. 

2. The PPM device as claimed in claim 1, wherein the video processing module 

further is to compute a PSNR for each of the plurality of blocks. 

3. The PPM device as claimed in claim 1, wherein the video processing module 

further is to, 

20 determine the block identifier associated with the block; and 

identify a region in each frame of the video based on the block identifier; and 

select the identified region corresponding to each of the frames of the video 

for extracting the PPG signal. 

4. The PPM device as claimed in claim 1, wherein the signal enhancement 

25 	module further is to, 

filter the PPG signal to obtain a filtered PPG signal; and 
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apply an interpolation technique on the filtered PPG signal to enhance the 

PPG signal. 

5. The PPM device as claimed in claim I, wherein the video processing module 

further is to, 

5 	 adjust an intensity level of a flash of a camera of the PPM device to operate 

the camera at one or more intensity levels of the flash for capturing a test video of the 

subject at each of the one or more intensity levels of the flash; 

for each of the one or more intensity levels of the flash, determine a PSNR for 

the test video captured at the intensity level of flash; 

10 determine, from amongst the test videos captured at the one or more intensity 

levels of the flash, a test video having highest PSNR; and 

capture the video of the subject at the intensity level of flash corresponding to 

the test video having the highest PSNR. 

6.  A method comprising: 

15 dividing, by a processor, each of a plurality of frames of a video into a 

plurality of blocks, wherein the video is of a body part of a subject whose 

physiological parameter is to be determined; 

selecting a block, from amongst the plurality of blocks, having highest peak 

signal to noise ratio (PSNR); 

20 	 extracting a photoplethysmogram (PPG) signal from the video based on a 

block identifier associated with the block; and 

enhancing the PPG signal for determining a value of the physiological 

parameter for the subject. 

7.  The method as claimed in claim 6, wherein the method further comprises 

25 	computing a PSNR for each of the plurality of blocks. 
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8. The method as claimed in claim 6, wherein the extracting comprises: 

ascertaining the block identifier associated with the block; and 

identifying a region in each frame of the video based on the block identifier; 

and 

5 selecting the region corresponding to each of the frames of the video for 

extracting the PPG signal. 

9. The method as claimed in claim 6, wherein the enhancing the PPG signal 

further comprises: 

filtering the PPG signal to obtain a filtered PPG signal; and 

10 applying an interpolation technique on the filtered PPG signal to enhance the 

PPG signal. 

10. The method as claimed in claim 6, wherein the physiological parameter 

comprises at least one of a heart rate, a blood pressure, and an oxygen saturation. 

1 1 . 	The method as claimed in claim 6, wherein the method further comprises: 

15 adjusting an intensity level of a flash of a camera to operate the camera at one 

or more intensity levels of the flash for capturing a test video of the subject at each of 

the one or more intensity levels of the flash; 

for each of the one or more intensity levels of the flash, determining a PSNR 

for a test video captured at the intensity level of flash; 

20 determining, from amongst the test videos captured at the one or more 

intensity levels of the flash, a test video having highest PSNR; and 

capturing the video of the subject at the intensity level of flash corresponding 

to the test video having the highest PSNR. 

12. 	A non-transitory computer-readable medium having embodied thereon a 

25 computer program for executing a method comprising: 
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dividing, by a processor, each of a plurality of frames of a video into a 

plurality of blocks, wherein the video is of a body part of a subject whose 

physiological parameter is to be determined; 

selecting a block, from amongst the plurality of blocks, having highest peak 

5 signal to noise ratio (PSNR); 

extracting a photoplethysmogram (PPG) signal from the video based on a 

block identifier associated with the block; and 

enhancing the PPG signal for determining a value of the physiological 

parameter for the subject. 

10 The non-transitory computer-readable medium as claimed in claim 	12, 

wherein the method further comprises 

13. The non-transitory computer-readable medium as claimed in claim 	12, 

wherein the method further comprises computing a PSNR for each of the plurality of 

blocks. 

15 14. The non-transitory computer-readable medium as claimed in claim 	12, 

wherein the extracting comprises: 

ascertaining the block identifier associated with the block; and 

identifying a region in each frame of the video based on the block identifier; 

and 

20 selecting the region corresponding to each of the frames of the video for 

extracting the PPG signal. 

15. The non-transitory computer-readable medium as claimed in claim 	12, 

wherein the enhancing the PPG signal further comprises: 

filtering the PPG signal to obtain a filtered PPG signal; and 
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applying an interpolation technique on the filtered PPG signal to enhance the 

PPG signal. 

16. The non-transitory computer-readable medium as claimed in claim 	12, 

wherein the physiological parameter comprises at least one of a heart rate, a blood 

5 pressure, and an oxygen saturation. 

17. The non-transitory computer-readable medium as claimed in claim 	12, 

wherein the method further comprises: 

adjusting an intensity level of a flash of a camera to operate the camera at one 

or more intensity levels of the flash for capturing a test video of the subject at each of 

10 the one or more intensity levels of the flash; 

for each of the one or more intensity levels of the flash, determining a PSNR 

for a test video captured at the intensity level of flash; 

determining, from amongst the test videos captured at the one or more 

intensity levels of the flash, a test video having highest PSNR; and 

15 capturing the video of the subject at the intensity level of flash corresponding 

to the test video having the highest PSNR. 
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