
/ 

l 

1 

PIEZOELECTRIC DRIVER FOR AN INK JET RECORDING 
HEAD, AND ITS.MANUFACTURING METHOD 

·This invention relates to a piezo-electric dri var 
for an ink jet recording head, and a method of 
manufacturing the piezo-electric driver. 

Japanese Patent Application (CPI) No. 1052/1992 
(the term ttoprt• as used herein means an "unexamined 
application") discloses an ink jet recording head of 
a vertical vibration mode comprising a nozzle plate 
having a plurality of nozzles, vibrating boards 

· __ posij:.ioned-. ~oen;pc( 'th.ek~o~zle plate, piezo-electric __ ... -• .. 
. . vibr~t.Pr.s of a._vertical vibration mode small enough to 
··match the nozzles abutted against the backs of the 

vibrating boards, and pressure chambers formed by the 
nozzle plate and the vibrating boards into which.ink . ' 

from an ink flow path flows. In the recording head, 
the piezo-electric vibrators are driven according to 
a qiven recording signal to pre~surize the ink and to 
jet it in the form of ink droplets. 

An ink- jet recording- head of this type is 
advantageous in that.decreasing the size of the piezo­
electric vibrators periuits a decrease in the pitch of 
arrangement of the n~zz1-es. However, in order to 
decrease the size of the piezo-e1ectric vibrators, it 
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is necessary to elongate each of the pressure chambers 
in the ink jetting direction to allow the latter to 
have an internal volume.large enough to contain jet 

ink droplets. In addition, it is necessary to form 
annular grooves in the portions of the vibrating 
boards which confront with the peripheries of the 
pressure chambers, so that the portions thus thinned 
receive the small displacement of the piezo-electric 
vibrators with high efficiency. 

The recording head may be modified to meet the 

above-described requirements; however, the eff~cts of 
such a modification·· is limited. That is, if the 
island portion defined by the annular groove is longer 
than a certain value, then only the portion thereof 
which is in abutment with the piezo-electric vibrator 
is bent and the pressure that pan be applied to the 
ink in the pressure cha:mber is limited. 

In view of the foregoing, an object of ·the 

.inv~ntlo.n:-.is: t9,.- ~ov.ii!e~ a. novel piezo-electric driver 
--····· .· .. 

· · for. ~a~ f!ik j e:t recording head which has piezo-electric 
···vibrators limited in dlsplaoenient to pressurize the 

ink in the pressure chambers with high efficiency, and 
a method of readily manufacturing the piezo-electric . 
driver with high accuracy. 

The foregoinq object of the invention may be 
achieved by the provision of: 

(1) a piezo.:.electric driver for an ink jet 
recording head comprisinq,-

a piezo-electric plate having at least a 
front end portion as an inactive region, and another 
portion in which cond~ctive l.ayers are laminated, the 
piezo-e1ectric plate is cut at predetermined. interva1s 

lif ilif i1iiHT 
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to form segments similar to teeth of a comb which form a plurality of piezo-electric 

vibrators, the front end portion of each of the piezo-electric vibrators is formed into the 

inactive portion, and 

a pressure facilitating front end plate is mounted on at least one surface of the 

inactive region in such a manner that the front end face thereof is flush with the outer 

end face of each piezo-electric vibrator; and 

(2) a method of manufacturing a piezo-electric driver for an ink jet recording 

head, in which, 

a piezo-electric material and a conductive material are laminated to form a piezo­

electric plate at least a front end portion of which is an inactive region; 

a pressure facilitating front end plate is mounted on at least one surface of the 

inactive region in such a manner that the front end face thereof is flush with the front 

end face of the piezo-electric plate, 

the piezo-electric plate together with the front end plate is cut at predetermined 

-- intervals to- form .segments· simila teeth of a comb which form a plurality of piezo-
-~~- • . .. . .. . - _ .. ::..:.-... .• -: ~· - ·"'+" : .. --··- • .• ~:. ; ~-

electric-elements, and-

while the front end plate is mounted on the front end portion of the piezo-electric 

plate as described above, the rear end plate is mounted on the rear end portion of the 
. 

latter. Hence, the rear end plate holds- the piezo-electric vibrators which are obtained by 

cutting the resultant product as described above. In addition, the rear end plate can be 

utilized for mounting the resultant vibrator assembly on a holing member with ease. 

For a better understanding of the-invention, embodiments will now be described, 

by way of example, with reference to the accompanying drawings, in which:-
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Fig. l is a perspective view showing a piezo­

electric vibrator assembly, which constitutes one 

embodiment of this invention. 
· Fig. 2 is a sectional view showing an example of 

an ink jet recording head using the piezo-electric 

vibrator assembly shown in Fig. 1. 
Fig. 3 shows perspective views for a description 

of a method of manufacturing the assembly shown in 

Fig., l. 

Fig. 4 is a perspective view showing the 

arrangement of a device for forming piezo-electric 

vibrators. 
Fig. 5 shows anothez- embodiment of the invention. 

More specifically, ·FIG. 5 (a) is a diagram showing a 

front and rear end plate forming layer; FIG. S(b) is 

a diagram. showing a piezo-electric plate forming 

layer; FIG. S(c), is a diaqram showina the laminate of 

those layers. 
Fig. 6 is a perspective view showing a piezo­

electric __ p~a-~e in. ano~r e"Jnbodim.ent of the invention. 
• • ... -- - • - ~,- ."'f" ..... -·-·.... . .. 

· · F~I"s a perspeetiye view for a description of 
.... -

-···· a method of m.anUfacturing the piezo-electric plate 

shown in Fig. 6. 
Fig. a is a perspective view showing another 

embodiment of the invention. 
Fig. 9 is a perspective view showing a piezo­

electric vibrator assembly, which constitutes another 

embodiment of the-invention. 

Fig. lD shows a piezo-.slectric vibrator assembly, 

which constitutes another embodiment of the invention. 

More specifically, parts (a) and (b) of Fig. 10 are 
perspective views showinq the top and the bottom of 
the piezo-electric vibrator assemb'ly, respectively; 
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and part (c) is a front side view of the piezo-electric vibrator assembly. 

Figure 11 is a perspective view of a method of manufacturing the piezo-electric 

vibrator assembly shown in Figure 10. 

Figure 12 is a sectional view of an example of an ink jet recording head using the 

piezo-electric vibrator assemblies shown in Figure 10, showing the dummy vibrators and 

the piezo-electric vibrators thereof. 

Figure 13 is a perspective view of a piezo-electric vibrator assembly, whkh 

constitutes another embodiment of the invention. 

Figure 14 is a perspective view of the assembly shown in Figure 13, which is cut 

at predetermined intervals into pieces like the teeth of a comb. 

Figure 15 shows the steps of manufacturing according to another embodiment of 

the invention. 

Figure 16 shows the steps of manufacturing another embodiment of the invention. 

Figure 17 is a sectional view showing the structure of an ink jet ~ording head 

-: __ us~ng t~t: piez9~~lectri_c v_ibpttor~.~mblies shown in Fig. 16. 
• •• • . - _____ ... -· ,..-C-! • • .. - . • -~- ;, ~· 

. -Preferred embediinents of this invention will be described with reference to the 

accompanying drawings. 

Fig. 1 shows a piezo.;.electric driver, which constitutes one embodiment of the 

invention. 

In Fig. 1, reference numeral 1 designates a piezo-electric vibrator assembly from 

which the piezo-electric driver is formed. The assembly 1 comprises a piezo-electric 

plate 2 which is cut into pieces like the teeth of a comb together with a front end plate 6 

adapted to increase a contact area and a metal plate ___________ _ 
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10 fixedly secured to the rear end partion Of the 
piezo-electric plate 2 through a rear end plate 7 

adapted to combine piezo-electric elements together, 
thus coupling the piezo-electric plate 2 to an ink jet 
recordinq head .. 

More specifically, in the assembly 1, one of its 

components, namely, the piezo-electric plate 
2 is formed as follows: First, a paste-like piezo­
electric material layer 2a having a front end portion 
and a rear end portion and a middle portion between 
them as viewed in the lonqitudinal direction is 
obtained. Conductive layers 2b are laminated in the 
middle portion of the paste-like piezo-electric 
material layer 2a so that the middle portion serves as 
an active portion 5. The remaining portions; i .. e., 
the front end portion and the rear end portion serve 
as a front end inactive portion 4f and a rear end 
inactive portion 4r, respectively. The front end 
plate 6 and the rear end plate 7 are formed by using 
a paste-like free-cutting ceramic material which is, 
for instance, the same as the piezo-electric material. 

.. _Th~. front :an4 ... ;-(ar .. ~~Jt-~ pl~tes 6 and 7 thus formed are 
__,,__--···· . " 

mo~n~ea pn :';:lie front end:inactive portion 4f and the 
rear end inactive portion 4r, respectively. These 

components are then formed into one unit by sintering. 
In the embodilllent, as shown in Fig. 3 (e), the 

front end portion of .the piezo-electric plate 2 

together with the front end plate 6 is cut into pieces 
like the teeth of a comb with a wire saw or .dicing 
saw, until the cutting line reaches the straight line 
connecting-the rear edge~f the top 6a of the front 
end plate 6 and the front edge 4ra of the rear end 
inactive portion 4r. The pieces thus obtained are 
piezo-electric driving elements 3 which, in response 
to voltaqe applied thereto, are moved across the 
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~lectric field, to pressure the ink in the respective 

pressure chambers. 
rn the piezo-electric plate 2 thus formed, as 

shown in Fig. J(c), an external electrode Bis formed, 

f.orinstance, by vapor deposition which extends from 

the lower surface of the active portion 5 through the 

surf ace of the front end plate 6 to the upper surf ace 

of the active portion 5; and similarly an external 

common electrode 9 is formed which extends from the 

rear end inactive portion 4r to the rear end face 7a 

of the rear end plate 7. Thereafter, the metal plate 

10 of stainless steel or the like is fixedly mounted 

on the rear end plate 7 as shown in FIG. J(d). Thus, 

the piezo-electric vibrator assembly 1 has been 

formed. 
Fig. 2 shows an ink jet recording head equipped 

with the above-described piezo-electric vibrator 

assemblies i. 
Also shown in Fig. 2 / reference numeral 41 

designates a nozzle plate which has a number of 

nozzles 43 on both sides of a flow-path forming spacer 

. 42 _ whicb..-:-a:ra·_a~r~nq~.g4n a direction perpendicular to 
__ ...... ,.~~ • • • - • • ' lo •• 

t~~ ·efu~f~ce .. 9f the dra'Wing. Behind the nozzle plate 
41~ a vibrating board 47 is provided in parallel with 

the nozzle plate 41 through a collllllo.n . ink chamber 44 
' and pressure chambers 45 formed on a flow-path forming 

board, thus forminq a f~ow-path forming member 40. 
In the rear surface of the vibrating board 47, 

annular grooves 48 ~re formed alonq the peripheries of 
the pressure chambers 45, thus providing island 

portions 49 which operate-as follows: In response to 

the displacement of the piezo-electrio vibrators 3, 
the island portions 49 are inwardly flexed while being 
kept in parallel with the nozzle plate 41. 
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Further in Fig. 2, reference numeral 51 designates a holding block of plastic 

which is fixedly secured to the rear surface of the flow-path forming member 40, to 

position the piezo-electric vibrator assemblies 1. The holding block 51 has two piezo­

electric vibrator unit mounting holes 52 which have a width corresponding to the 

longitudinal length of the pressure chambers 45 and are arranged along the lines of the 

nozzles 43. The holding block 51 is mounted on the vibrating board 47 with an adhesive 

agent by· utilizing a reference hole formed in the flow-path forming member 40. 

A pair of piezo-electric vibrator assemblies 1 are inserted into the mounting holes 

52 in such a manner that they face each other. As shown in Fig. 3(d), the metal plate 10 

is larger than the rear end plate 7; that is, the former 10 is protruded from the upper and 

lower ends and the right and left ends of the latter 7. The metal plates 10 are bonded to 

the surfaces of the mounting holes 52 with an adhesive agent 54. In this operation, each 

of the metal plates 10 is positioned by using guide grooves formed on both sides of the 

mounting hole 52 so that the piezo-electric vibrators 3 are set on the portion 49 of the 

· vibrating board-47·-~ith high.acc~cy and the piezo-electric vibrators 3 are also 
·-- - - .. ::..:..:.-... ..• : ,.~.· ~· .. . _ ... :--~:' ~ ... 
···prevented f~~ being-inclined relati"ve to the board 47 (i.e. in the direction of thickness). 

That is, positioning the metal plate 10 in the above-described manner allows the piezo­

electric vibrators 3 to be bonded to the rear surfaces of the island portions 49 of the 
. 

vibrating board 47 with adhesive agents 59. The adhesive agents 59 are applied to the 

end faces of the piezo-electric vibrators 3 with the end faces of the piezo-electric 

vibrators 3 in plane contact_ with the island portions 49. Fig. 2 also 
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shows circuit board 55 provided on the positioning and holding block 51 and flexible 

cables 56. 

With reference to Fig. 2, the piezo-electric vibrator assembly of the present 

invention may provide the following advantages. The rear end plate 7 increases the 

rigidity of the piezo-electric plate 2. The assembly l can be readily coupled to a holding 

block 51 mounted on the rear of a flow-path forming member 40. The piezo-electric 

driving elements 3 including the front and plate pieces 6 are uniformly abutted against 

the whole areas of island portions 49 formed on a vibrating board 4 7 so that the island 

portions 49 are uniformly pushed against the surface of a nozzle plate 41, to pressure the 

ink in the pressure chambers 45. 

Now, the manufacture of the above-described piezo-electric vibrator assembly 1 

will be described with reference to Fig. 3. 

First, a piezo-electric material layer 2a, which is substantially equal in 

configuration and in thickness to the piezo-electric plate 2, is formed by u_sing a paste-

: __ Ii~ pi~z_o-el~~!=~ma~eri~-~~uc~ ~i~ad titanate-zirconate, lead titan-zirconate or barium 
• •• I • - - .. --·• -· ,..<:'~ . ' • - . • . .;,. I. ~-

titanate.· Next, -the pi-ezo-electric material layer 2a is marked off into marginal portions. 

Specifically, in the middle portion of the piezo-electric material layer 2a, i.e. excluding 

the front end portion of 0.2 to 1.0 mm in length and the rear end portion of 

approximately 3.0 mm in length, conductive layers 2b of silver palladium are formed so 

as to overlap each other. The conductive layers are formed to have a thickness of about 

3 µm by coating or vapour deposition. Thus, a green sheet for a single-layer-type piezo­

electric plate 2 having the front inactive portion 4f, the rear inactive portion 4r, and the 
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.,,- middle active pdi:ition has been formed (see Fiq. 3 (a­

l)). 

A lllUlti-layer type piezo-electric plate is formed 

as shown Fig. 3 (a-2). A paste-like piezo-electric 

material layer 2a is formed to a thickness of 15 to 30 

µm, and conductive layers 2b are alternately formed to 
a thickness of about 3 µ.m in such a manner that 

internal electrodes extended frolll the front and rear 

ends· are over lapped in the middle portion of the 
piezo-electric material layer 2a leaving margins at 

the · front and rear end portions. This process is 

repeated several times to obtain a green sheet for a 
multi-layer type piezo-electric plate 2 having the 
front and rear inactive portions 4f and 4r. 

The remaining lllanufacturing steps will be 

described with reference to the multi-layer type 

piezo-electric plate 2. The green sheet thus fo:rmed 

for the piezo-electric plate 2 is processed as shown 

in Fig. 3(b). That is, the front and rear end plates 

6 and 7 are mounted on the front and rear inactive 

porti?ns 4-~--and _4r, ~~specti vely. 
- - More- ·s_p·~c;if..ica:-1-ij} ~h.e front end plate 6 of free­

cutting ceramic Eateri~l Which is substantially equal 

in thickness to the piezo-electric plate 2 is mounted 
on the front end inactive portion 4f with a small gap 
S; preferably o. o to o.s mm, between the front end . 
plate 6 and the active portion 5. Similarly, the rear 
end plate 7, which is·1arqer in width than the front 

end plate 6, is mounted on. the rear end inactive 
portion 4r. Thereafter, the piezo-eJ.ectric plate 2 

and the front end plate 6-are cut so that their front 
end faces are flush with each other, and then the 
piezo-electric plate 2 and the front and rear end 
plates 6 and 7 are colilbined into one unit by 

sintering. Alternatively, plates 2,6 and 7 may be 

---------·---
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processed as follows: After they are combined into 
one unit by sintering, the piezo-electric plate 2 and 
the front end plate 6 are cut with the dicing saw or 
the like so that the front end faces of those plates 
2 and 6 are flush with each other. The front end 
plate 6 and the rear end plate 7 may be lapped over 
the active portion 5 if they do not obstruct the 
displacement of the piezo-electric vibrators. 

Next, as shown in FIG. 3 (c), external segment 
electrodes a are vapor-deposited on the upper and 
lower surfaces of ·the active layer 5 including the 
front end plate 6 by applying vapor in the directions 
of the arrows D and E. An external common electrode 
9 is vapor-deposited on the lower surface of the rear 
end inactive portion 4r and the rear end face 7a of 
the rear end plate 7 by applying vapor in the 
direction of the arrow F. 

As was described above, the ~xternal segment 
electrode a is formed on the rear end face 6b of the 
front end plate 6 and on the upper surface of the 
piezo-electric plate 2 by vapor deposition in ·the 

• •• ·-·-·-· ·.-· .:....i.t-. 
direction-:-.of-·:t;_~e.;:arr~· D. .. In order to prevent the ---······ .. ' 

electrod"e. from being b~ok~n at the edge 6a of the 
front end plate 6, the rear end face 6b Of the front 
end plate 6 should be sloped as shown in Fig. 9. For 
this purpose, the aforementioned sintering process may . 
be utilized to make the coefficient of contraction of 
the piezo-electric material slightly larger than that 
of the front end plate 6, or the front end plate 6 
should be machined.to have the rear end face 6 sloped. 

Thereafter, as shown- in Fig. 3 (d), a metal 
plate 10, larger both in length and in width than the 
rear end plate 7, ~s fixedly mounted on the latter 7 
with an adhesive age~t. 
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Finally, the piezo-electric vibrator assembly I thus formed is processed as 

follows: The assembly 1 is fixedly held with a Jib or jig. Then, as shown in Fig. 3(e), 

the front end portion of the assembly 1 is cut at intervals corresponding to the pitch of 

arrangement of the nozzles 43 into pieces like the teeth of a comb until the cutting line 

reaches the straight line L connecting the rear edge 6a of the top of the front end plate 6 

and the front edge 4ra of the rear end inactive portion 4r. The cutting is performed at an 

angle e to the plane of the piezo-electric plate 2. 

Fig. 4 shows an example of a device for cutting the piezo-electric vibrator 

assembly 1. Sloped mounting members 34 are mounted on a jig body 32 which is 

moved vertically while being held in parallel with a wire saw 31. More specifically, 

each sloped mounting member 34 has a workpiece mounting surface 33 which is sloped 

in correspondence to the angle of inclination of the aforementioned straight line L, and it 

is fixedly mounted on the jig body 32 with the workpiece mounting surface 33 set 

oblique with the wire saw 31. The metal plate 10 is fixedly secured to the workpiece 

: __ m~unt!n_g sur~~:33:in s_us~-a ~rl}~er that the front end portion of the piezo-electric 
••• - _.__...._-·· _: .. -..:-~ • •• - • .;,. I. ~-

plate 2 ex.tends-upwai:dly. Under this condition, the jig body 32 is moved vertically 

towards the wire saw 31, to cut the piezo-electric vibrator assembly in the above­

described manner. 

Fig. 5 shows another embodiment of the invention, in which a number of piezo­

electric plates 2 can be formed from a large size plate. Fig S(a) shows a front and rear 

end plate forming layer. Fig 5(b) shows a piezo-electric plate forming layer 12a and 

Fig. 5(c) shows tlie lamination of those Tayers. 

First, a piezo-electric plate forming layer 12a is formed by using a paste-like 

piezo-electric material which is large enough to arrange a· number of piezo-electric 

lii1iU1i1i1~f 
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plates 12 in the longitudinal direction and in the lateral direction on it. Next, as shown 

in Fig. 5(b), two kinds of internal electrodes 12b which are indicated by hatchings sloped 

upwards to the right and upwards to the left are alternately printed as patterns while 

clamping the piezo-electric plate forming layer 12a, thereby forming active portions 15 

(crossed region) at intervals which are equal to, slightly smaller or slightly larger than 

the longitudinal dimension of the piezo-electric plate 12. 

The formation of the two kinds of internal electrodes 12b is carried out by using a 

printing mask which is set to the mark ( +) on the piezo-electric plate forming layer 12a. 

In the formation of those internal electrodes 12b, it is essential that they do not extend 

out of the piezo-electric plate forming.layer 12a. 

The front and rear end plate forming layer 14 is to form the front and rear end 

plates 14f and 14r. The front and rear end plate forming layer 14 is equal in size to the 

piezo-electric plate forming layer l 2a. As shown in the part (a) of Fig. 5, the front and 

rear end plate forming layer 14 has reference holes 14c which are in align~ent with 

· __ refereilc~ hole_s-:-lZc·-rq_r~~.in..th.~ezo~~lectric plate forming layer 12a. With the 
. . - -----·· ... -~- ' . 
__r~feren:ce·holes· 14c·as reference points, ·windows 14d corresponding to the regions of the 

active portions 15 are formed in the layer 14. Thereafter, the layer 14 is placed on the 

piezo-electric plate forming layer 12a with pins inserted into the reference holes 12c and 

14c, and then ·those layers are formed ·into one unit by sintering under pressure. 

Next, the resulting product is cut along one or two cutting lines B which define 

the front end plate 14f and the rear end plate 14r, and external electrodes are formed 
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on the surface thereof. 

As was described above, the internal electrodes 12b do not extend outside the 

piezo-electric plate forming layer l 2a. Hence, the formation of the external electrodes 

can be achieved without a mask which covers the outer side of the piezo-electric plate. 

After the formation of the external electrodes, a voltage of 75v is applied to those 

electrodes for one minute for polarization. Thereafter, the resulting product is cut along 

cutting lines A to obtain a number of piezo-electric plates 2. 

As shown in Fig. 2, in the piezo-electric vibrator assembly 1 formed in the 

above-described manner, the piezo-electric vibrators 3 are combined together with the 

rear end plate 7 as a common base, and the front end plate 6 is cut in correspondence to 

the piezo-electric vibrators 3, thus uniformly depressing the island portions 49 on the 

vibrating board 4 7. 

Figs. 6 and 7 shows another example of the piezo-electric vibrator assembly 

according to the invention,· and its manufacturing method. 

_In the piezo:.-el~J,riG.Vib~ass~plbly I, a piezo-electric plate 22 has dummy 
. - ----···-· ~· ' . 

__ yibrato_rs 23'-on both-sides. The duinmy vibrators 23' are used only to position other 

components during assembling; that is, they are not related to the recording operation of 

the recording head at all. A front end plate 26 and a rear end plate 27 are coupled to 

each other through side plates 28 mounted on the dummy vibrators 23' of the piezo­

electric plate 22, so that the lat~er 22 is held reinforced during both forming and 

installing the piezo-electric vibrator assembly I. 

- -The assembly is manufactured as shown in Fig. 7. A piezo-electric plate forming 

greensheet60 __ ~~~~~~~~~~~~~~~~~~~~~~ 
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relatively large in area is prepared. The green sheet 
60 is a laminate comprising a piezo-electric material 

layer 21a, and conductive layers 21b provided in the 

active portions 25 of the latter 21a. In the 

longitudinal direction of the green sheet 60, a 

plurality of plates 24 having a width ~ which is equal 
to or slightly larger than the sum of the width w• of 

the front end plate 26 and the width w'' of the rear 

end plate 27 (see FIG. 6) are laid on the inactive 

portions of the piezo-electric plate forming green 

sheet 60 at intervals corresponding to at least the 

length of the piezo-electric plate 22. In the lateral 
direction of the green sheet 60 1 plates 29 having a 
width ~ which is equal to or slightly larger than two 

times the width W''' of the side plate 28 .are laid on 

the active portions 25 of the green sheet 60 at 

intervals corresponding to at least the width of the 
piezo-electric plate 22. 

Next, the resultant product is cut in the 

longitudinal direction and in the lateral direction. 

More specifically, in t~e longitudinal direction, the 

-- produc~ -~~i=-a1oi19--·~t"t;~ng lines B or B' (double 
line) _which ~ivide the plates 24 into the front and 

rear" end plates 26 and 27; and, in the lateral 

direction, it is cut along cutting lines A . or A' 
(double line) which divide the plates 29 into two 

equal parts, to obtain a plurality of piezo-electric 
plates 22. The piezo-·electric plates 22 are then 

sintered. Alternatively, first the aforementioned 

product ~ay be sintered, and then cut in the above­

described manner, to obta.fn a plurality of piezo­

electric plates 22. Thereafter, as was described 

before, the front end portion of each of the piezo­
electric plates 22 is. cut into pieces like the teeth 
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of a comb to form a number of piezo-electric vibrators 23. 

In the above-described method, the front end plate 6 (or 26) and the rear end 

plate 7 (or 27) are mounted on the piezo-electric plate 2 (or 22) and are sintered into one 

unit (see Fig. 3(b)). However, the same effect can be obtained by processing those 

components as follows. The piezo-electric plate 2 (or 22), the front end plate 6 (or 26), 

and the rear end plate 7 (or 27) are sintered separately, and then they are combined into 

one unit by using a suitable adhesive. 

In addition, as shown in Fig. 8 a pair of front end plates 6 may be fixedly 

mounted on the upper and lower surfaces of the front end inactive portion 4f of the 

piezo-electric plate 2. In this case, the island portions 49 of the vibrating board 47 can 

be more widely pressed with high stability. 

Fig. 10 shows another embodiment of the invention. More specifically, Fig. 

lO(a) and (b) are a perspective top view and a perspective bottom view showing the top 

and bottom of another example of a piezo-electric vibrator assembly, respectively, and 

· Fig. IO(c) is a .frorit~ide view of~ assembly. In Fig. 10, reference numeral 23 
-- • - .. ~ ...... -:- ,.~~· ."f" : .-----·:~ II> •• 

· designates. th;· abov~described piezo~ele~tric vibrators; and 23 •, the above-described 

dummy vibrators. The dummy vibrators 23 • are provided on both sides of a group of 

piezo~electric vibrators 23 and they are used only for positioning other components 
-

during assembling; that is, they are not related to the recording operation of the 

recording head at all. The above-described rear end plates 27 and 27' are mounted on the 

upper and lower surfaces of the rear end portions of the piezo-electric vibrators 23 and of 

the dummy vibrators of the piezo-electric vibrators 23 and of the dummy vibrators 
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23', respectively. Similarly, the above-described front end plates 26 and 26' are 

mounted on the upper and lower surfaces of the piezo-electric vibrators 23, respectively. 

In addition, side plates 28 and 28' equal in length to the dummy vibrators 23' are 

mounted on the upper and lower surfaces of each of the dummy vibrators 23 1 and 23', 

respectively, in such a manner that they merge with the rear end plates 27 and 27, 

respectively. 

A method of manufacturing the piezo-electric vibrator assembly shown in Fig. 10 

Will be described with reference to Fig. 11. 

First, a piezo-electric plate forming green sheet 60 having a relatively large area 

is formed which is a laminate of piezo-electric material layers 2la and conductive layers 

2lb. A layer 61 is formed on one surface of the green sheet 60 by using ceramic or the 

same material as that of the green sheet 60. More specifically, the layer 61 comprises: a 

plurality of plates 24 having a width a , which is equal to or slightly larger than the sum 

of the widths w' and w" of the front and rear end plates 26 and 27, which. are laid on the 

JnC!;ctiv~ porti0~$-.2zJ.·in_ th~'tongit~\&f.mal direction at intervals corresponding to at least the 
•.• . . - -----·-···· ,..-1¢'• ·• . - .• ,;,,. ;. ~-

length of the-piezo-electric plate 22; and· plates 29 having a width l2 which is equal to or 

slightly larger than two times the width w"' of the side plate 28 which are laid on the 

active portions 25 in the lateral direction at intervals corresponding to at least the width 

of the piezo-electric plate 22. 

Another ceramic layer 61 1 equal in structure to the above-described ceramic layer 

61 is formed on the other surface of the green sheet 60. 

Next, the resultant product is cut Tn the longitudinal direction and in the lateral 

direction. More specifically, in the longitudinal direction, the product is cut 
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along cutting lines B or B' (double line) which divide the plates 24 into the front and rear 

end plates 26 and 27; and, in the lateral direction, it is cut along cutting lines A or A' 

(double line) which divide the plates 29 into the two equal parts, to obtain a plurality of 

piezo-electric plates 22. The piezo-electric plates 22 are sintered. Alternatively, first the 

aforementioned product may be sintered, and then cut in the above-described manner, to 

obtain a plurality of piezo-electric plates 22. Thereafter, as was described before, the 

front end portion of each of the piezo-electric plates 22 is cut into pieces like the teeth of 

a comb thus forming a number of piezo-electric vibrators 23. 

As shown in Fig. 12, the piezo-electric vibrator assemblies thus manufactured are 

inserted into mounting h.oles 52 in such a manner that they face each other. In each of 

the assemblies, the metal plate l 0 is protruded from the upper and lower ends and right 

and left ends of the rear end plates 27 and 27'. The metal plates 10 are bonded to the 

surfaces of mounting holes 52 with an adhesive agent 54. In this operation, each of the 

metal plates 10 is positioned by using guide grooves formed on both sides. of the 

·-· mountipg hole:S-2;·so-_t~~t\he p!_~elec~.ric vibrators are set on the island portions 49 of 
. . . . - - .. ----· .. ·-· . -~· ' . 
_ -~~e vib~ting·board 47 with high acc·uracy and the piezo-electric vibrators 3 are prevented 

from being inclined in the direction of thickness. That is, positioning the metal plate 10 

in the above-described manner allows the piezo-electric vibrators 3 to be bonded to the 

rear surfaces of the island portions 49-of the vibrating board 47 with adhesive agents 59. 

The adhesive agents 59 are applied to the end faces of the piezo-electric vibrators 3 with 

the end faces piezo-electric vibrators in plane contact with the island portions 49. 
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In the above-described embodiment, the dummy vibrators 23' are reinforced by 

the side plates 28 and 28', and therefore they are positively prevented from being bent in 

the recording head. 

Fig. 13 shows another embodiment of the invention. In the embodiment, a 

piezo-electric vibrating board 64 is formed by alternately laminating piezo-electric 

materials 60 and conductive layers 61 and 62. Rear end plates 65 and 66 are fixedly 

mounted on the upper and lower surface of the rear end portion of the piezo-electric 

vibrating board 64. The other electrodes; namely, external conductive layers 67, which 

are common electrodes in the embodiment, are formed on the upper and lower surface of 

the piezo-electri~ vibrating board 64 in such a manner that they are extended from the 

front end of the latter 64 to the border lines of the rear end plates 65 and 66, 

respectively. Front end plates 69 and 70 are fixedly mounted on the upper and lower 

surface of the front end portion of the piezo-electric vibrating board 64, respectively. 

·· The rear end p.J,_at~s-95 and 66,. ~the front end plates 69 and 70 are formed from 
.... - _.. ~ ....... -:~...;-?· -~· ... ":'_---:~ .. •• 

.. ceramic, p~erably. piezo-electric mate~ial. 

A conductive layer 73 is formed on the front end face of the resultant product in 

such a manner that it is electrically connected to the conductive layer 67 on the upper 
. 

surface of the piezo-electric vibrating· board 64 and to the conductive layers 62 appearing 

in the front end face. The rear end plates 65 and 66 have conductive layers 74 and 75, 

and conductive layers 77 and 78. The conductive layers 74 and 75 are provided on one 

side and a part of"the upper surface of t11e rear end plate 65, respectively, in such a 
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manner that they are electrically connected to the conductive layer 67 formed on the 

upper surface of the piezo-electric vibrating board 64. On the upper surface of the rear 

end plate 65, an insulating region 76 having a predetermined width is provided adjacent 

to the conductive layer 75. Furthermore, the conductive layer 78 is provided adjacent to 

the insulating region 76 on the upper surface of the rear end plate 65, and the conductive 

layer 77 'is provided on the rear end face of the product in such a manner that it is 

electrically connected to the other electrodes (drive electrodes in the embodiment), 

namely, the conductive layers 61 appearing in the rear end face of the piezo-electric 

vibrating board 64. 

As shown in Fig. 14, the_piezo-electric vibrating board 64 thus formed is fixedly 

mounted on a substrate 10, and then its front end portion is cut into pieces like the teeth 

of a comb as described above. Thereafter, a cable 82 having a conductive strip 80 and 

conductive strips 81 in the front end is soldered to the piezo-electric vibrating board 64 

: __ th!-ls p~o_cesse<!.i-:-~o··that t~e_pon~-e strip 80 is connected to the common electrode, 
. . . - ______ ... .• : ""'=°' . • .• - . • -~· ~ ·: 

namely, the-conductive layer 75, and the conductive strips 81 are connected to the 

conductive layer 78 divided at a predetermined interval. 

In the embodiment as shown in Fig. 14, the front end plates 69 and 70 equal in 

structure to each other are mounted on the upper and lower surfaces of the front end 

portion of each of the piezo-electric vibrators 23. Similarly the rear end plates 65 and 66 

equal in structure to each other are motmted on the upper and lower surfaces of the rear 

end portion of the· piezo-electric vibrators 23. The front end palates and rear end plates 

prevent the piezo-electric vibrators from being bent in manufacturing because of the 

symmetric structure. The external conductive layers 67 also prevent the piezo-electric 



21 

vibrators from being bent by reinforcing the piezo-electric vibrators. Since the rear end 

plates 65 are higher in mechanical strength than the piezo-electric vibrators 23, the cable 

82, which is connected to the rear end plates, can be positively connected to the piezo­

electric vibrators. Furthermore, when necessary, conductive layers may be additionally 

formed on the conductive layer 62 to decrease the electrical connecting resistance. 

This is a significant aspect of the embodiment of the present invention shown in 

Fig. 14 because the piezo-electric vibrators in a recording head for high density printing 

are traditionally extremely small in width, and accordingly the connecting area between 

the cable and the piezo-electric vibrators is extremely small, thereby creating an 

extremely high electrical resistance. Therefore, a large amount of heat is generated in 

the region surrounding these connecting points, such as corners or ridge lines of the front 

end plate shown in Fig, 3(e), which can cause damage in the recording head. By 

reducing the connecting resistance, the embodiment of the present invention as shown in 

· Fig. 14, makesjt p~sible-to:red~.the amount of thermal damage suffered by the 
.... . .. .. ~ ... ··= ~·· ·--=-· .. --·:--·. - :i. •• 

-·recording .h~ds and. farther reduces ·the damage caused by loss of driving energy. 

Fig. 15 shows a method of manufacturing the above described piezo-electric 

vibrator assembly. In Fig. 15, reference numeral 64 designates the piezo-electric 
. . 

vibrating board which is formed by alternately laminating the piezo-electric materials 60 

and the conductive layers 61 and 62. The external electrode layers 67, which are equal 

in polarity to the conductive layers 61, are formed on the upper and lower surface of the 

piezo-electric vibrating board 64 by vapour deposition or coating, respectively, in such a 

manner that they are extended from the front end of the board 64 to the border lines of 

the rear end plates 65 and 66, respectively (Fig. 15(a) and (b)). 
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The fronfend plates 69 and 70 are fixedly mounted on the upper and lower 

surface of the front end portion of the piezo-electric vibrating board 64, respectively. 

Similarly, the rear end plates 65 and 66 are fixedly mounted on the upper and lower 

surface of the rear end portion of the board 64, respectively. When necessary, the outer 

end portions of the front end plates and those of the rear end plates are cut along lines C­

C and C'-C', respectively, as shown in Fig. 15(b). 

The front end plates 69 and 70, and the rear end plates 65 and 66 may be formed 

by using a green sheet which is equal in composition to the piezo-electric vibrating board 

64, or a green sheet of free-cutting ceramic. Alternatively, those green sheets may be 

stacked one on another to a desired thickness. The resultant product is sintered (see Fig. 

15(b)). 

Thereafter, the conductive layer 73 is formed on the front end faces of the piezo­

electric vibrating board 64 and the conductive layers 74 and 75 are forme~ on the upper 

· __ e~d si4~ surfa~.af·the r~~- en(! ~es 65 and 66, and the conductive layers 78 and 77 
. - ------·· ;: ....:-· . . .. - .. .:,. " ·.• 

are formed on a part-of the upper surface of the rear end plate 65 and rear end face 

respectively. The conductive layer 78 is utilized as connecting terminals to external 

devices. 

The product thus formed is fixedly mounted on the substrate 10, for instance, 

with an adhesive, and then the front end portion thereof is cut at predetermined intervals 

into pieces like the teeth of a comb. 
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Fig.. 16 shows steps of manufacturing another 

exa:mple of the piezo-electric vibrating board. 

Similarly as in the above-:-descrihed case, the 

piezo-electric vibrating board 64 is formed by 

alternately laminating piezo-electric materials 60 and 

conductive layers 61 and 62. External electrode 

layers 67, which are equal in polarity to the 

conductive layers 61, are formed on the upper and 

lower surf ace of the piezo-electric vibrating board 

64, respectively, in such a manner that they are 

extended from the front end of the board 64 to the 

border lines of rear end plated 65 and 66, 

respectively (Fig. 16(a)). 

As shown in FIG. J.6(b), front end plates 85 and 

86 are fixedly mounted on the upper and lower surface 

of the front end portion of the piezo-electric 

vibrating board 64, respectively. Similarly, rear end 

plates 87 and 88 are fixed mounted on the upper and 

lower surface of the rear end portion of the board 64, 

respectively. 

In the embodiment, those plates 85, 86, 87 ·and 
. - . ..--- ·.-· : ~i..... ' • 

as are for-med·_ ~.Y -:alt.er.nately laminating green sheets 
. . - - .. ---- ... ,. .:~. ' . 

91, .. 9.3, .. 95 .. and 97 of· piezo-electric material and 

conducive layers 90, 92·, 94 and 96 as follows: More 

specif ioally, as in the case of the piezo-electric 

vibrating board, the qree~ sheets 91 and the 

conductive layer 90 are alternately laminated to form 

the front end plate ss; the green sheets 93 and the 

conducive layers 92,.to fonn the front end plate 86; 

the green sheets 95 and the conducive layers 94, to 

form the rear end plate 87; and the green sheets 97 

and the conducive layers 96, form the rear end plate 

88. 

In the above-described lamination, in order to 

prevent the external conductive layers 75 and 77 fro~ 
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short circuiting the conductive layers 94 and 96 buried respectively in the rear end plates 

87 and 88, the conductive layers 94 and 96 are shifted a predetermined distance g 

inwardly from the outer end faces cf the latter 87 and 88, respectively. The same effect 

can be obtained by making cuts in the conductive layers 94 and 96. 

These cuts may be made so that there is a break in the electrically conductive path 

from the outermost portions of the conductive layers 94 and 96 (which may be in 

electrical contact with the external conductive layers 75 and 77) to the inner portions of 

the conductive layers 94 and 96. 

In the embodiment described above, the conductive layers are buried in the green 

sheets of ceramic. Hence, the resultant product, when sintered, is substantially equal in 

the degree of contraction to the piezo-electric vibrating board, which effectively prevents 

the piezo-electric vibrating board from warpage. When necessary, the outer end portions 

of the piezo-electric vibrator assembley may be cut as shown in Fig. 16(b). 

Thereafter, as shown in Fig. 16(c), a first conductive layer 73 is formed on the 

· front end faces_of_t~. piezo-elect~vibrating board 64 and on the front end plates 85 and 
-.-. • .. .. - _ .... ~ ... .. : ... -co!· ·"'+" .. •_,;.·- '·. . 1. ~· ... 

86, a second--conducti:ve layer 78 is formed on the rear end faces of the rear end plates 

87 and 88, and a third conductive layer 75 and 78 is formed on a part of the upper 

surface of the rear end plate 87. 

Under this condition, similarly· as in the above-described embodiment, the 

resultant product is fixedly mounted on the substrate 10, and then cut at predetermined 

intervals into pieces like the teeth of a comb as described above for the embodiment 

shown in Fig. 14. • 

Fig. 17 is a sectional view showing the structure of an ink jet recording head 

equipped with piezo-electric vibrator assemblies which have been formed in the above­

described manner. The conductive layer 73 formed on the front end faces of the front 

end plates 85 and 86 and of the piezo-electric vibrating board 64 is in contact with the 
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island portion 40. Conductive layers 75 and 78 formed on the rear end plate 87 are 

connected to the cable 82. 

As shown in Fig. 16(b) and described above, conductive layers 90, 92, 94 and 96 

are buried in the front end plates 85 and 86 and the rear end plates 87 and 88, which 

effectively prevents the piezo-electric vibrating board from warpage. 

Hence, even if the piezo-electric vibrating board 64, and accordingly the piezo-

' 
electric material 60 is reduced in thickness, the resultant piezo-electric vibrator assembly 

operates with high accuracy. This permits miniaturization and low-voltage operation of 

the recording head 

In the above-described embodiment, the conductive layers are buried in the front 

end plates 85 and 86 and the rear end plates 87 and 88 which are fixedly mounted on the 

upper and lower surfaces of the piezo-electric board 64. This technical concept may be · 

applied to the piezo-electric vibrator assembly as shown in Fig. 1 in which the front end 

plate and the rear end plate are formed on one side of the piezo-electric pl~te by sintering 
.··· . -.......L., . 

. ·--ceramic: Thaffs,-_injhis· caSe te~urying the conductive layers in the front and rear 
... .. . . - -· .. . 

.. plates jirevents-the p1ezo-electric plate from warpage. 

In a piezo-electric driver for an ink jet recording head, conductive layers may be 

laminated to form an active regio~ in a piezo-electric plate, whilst the front and rear end 

portions thereof provide front and ~ear inactive portions, a pressure facilitating front end 

plate and a vibrator coupling rear end plate a~e fixedly mounted on the front and rear 

inactive portions, respectively, and the front end portion of the piezo-electric plate 

together with the front end plate are cut at predetermined intervals into pieces, namely, 

piezo-electric units, which depress the vibrating boards of the ink jet recording head 

wide to cause the parallel displacement of the vibrating boards thereby effectively 

pressing the ink in the pressure chamber. 

. · iiiflll1i1i1i1Wii 
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CLAIMS 

1. A piezo-electric driver for an ink jet recording head comprising: 

a piezo-electric plate having a rear end face and at least a front end portion as an 

inactive region, and another portion in which conductive layers are laminated as an 

active region, said piezo-electric plate is cut at predetermined intervals to form a 

plurality of piezo-electric vibrators each having a front end face and a rear end face; and 

a first pressure facilitating front end plate mounted on at least a first surface of 

said inactive region of said piezo-electric plate such that a front end face of said first 

front end plate is flush with said front end face of said piezo-electric vibrators. 

2. A piezo-electric driver as claimed in claim 1 further comprising a second pressure 

facilitating front end plate mounted on a second surface of said inactive region opposite 

said first surface, such that a front" end face of said second front end plate _is flush with 

. . ·-·-·-· ... . ·· .. i...t 
·--said front end-fa:ee·ofsru.d" pieza..~tric.Yibrators. 
•. - ----··-· .:.- I.. 

_ .3.. · A piezo.:electiic driver as cl~imed in claim 1 or 2 wherein a rear end face 

opposite said front end face of said first and said second pressure facilitating front end 

plates is sloped backwardly. 

4. A piezo-electric driver as claimed in claim 1, 2 or 3 wherein said piezo-electric 

plate has an inactive rear end p<;>rtion, said piezo-electric driver further comprising a 

piezo-electric element coupling rear end plate mounted on at least a first side of said rear 

end portion, said rear end plate having a rear end face and an upper surface. 

5. A piezo-electric driver as claimed in claim 4 further comprising side plates 

mounted on both sides of said piezo-electric plate in such a manner that said side plates 

merge with said front end plate and said rear end plate. 

111111111111111111111111111111 
* C L M S * 
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6. A piezo-electric driver as claimed in claim 4 further comprising: 

upper and lower pressure facilitating front end plates mounted on a second 

surface of said front end portion opposite said first surface in such a manner that each 

front end face of said upper and lower pressure facilitating front end plate is flush with 

said front end face of said piezo-electric vibrator; 

upper and lower rear end plates mounted on a second side of said rear end 

portion; and 

two pairs of side plates mounted on the upper and lower surfaces of said piezo­

electric plate located outermost in such a manner that said side plates merge with said 

front end plates and said rear end plates. 

7. A piezo-electric driver as claimed in any of claims 1 to 6 wherein at least one of 

said front end plates and rear end plates is formed by sintering ceramic. 

8. A piezo-electric driver as claimed in any one of claims 1 to 6, further comprising 

a conductive layer buried in at least one of said front end plate and rear end plate. 

-- 9.. -A piez~irjCi.PfWer .. as-~im~d in any one of claims 1-6 wherein said front end 
. . - -- ... . 

-_plates ~d said "rear"end plates mounted on said piezo-electric plate are made of free­

cutting ceramic. 

10. A piezo-electric driver as claimed in any one of claims 4 to 9 further comprising 

a plate larger in area than said rear ena plate fixedly mounted on said upper surface of 

said rear end plate, to hold said_ piezo-electric drivers straight in a mounting hole ft;>rmed 

in a holding block. 

11. A piezo-electric driver as claimed in any one of claims 1, 2, 4, 5 or 6 further 

comprising: 

an external conductive layer on an upper surface of said piezo-electric vibrators, 

and 

I lllllll llllll lllll lllll II llll 
* C L M S * 



28 

a conductive layer on said front end faces of said piezo-electric vibrators and said 

front end face of said front end plate, said conductive layer being electrically connected 

to said external conductive layer. 

12. A piezo-electric driver as claimed in any one of claims 4, 5 or 6 further 

comprising: 
. 

an external conductive layer on an upper surface of said piezo-electric vibrators; 

a conductive layer on said front end face of said front end plate and said front end 

face of said piezo-electric vibrators electrically connected to said external conductive 

layer; 

a conductive layer on said rear end face of said piezo-electric plat and on said 

rear end face of said rear end plate; and 

a conductive layer formed on part of said upper surface of said rear end plate. 

13. A method of manufacturing~ piezo-electric driver for an inkjet re~ording head 

-- comprising th~:ste.12~·.9t,.- ··~_. · .. ·;~.~ ... 
. . . . - -· ... . 

. . ·. lainiriating a p1ezo-electric material and a conductive material to form a piezo­

electric plate having a front end face and having at least a fr.ant end portion of which is 

an inactive region; 

mounting a pressure facilita~ng front end plate having a front end face on at least 

a first surface of said inactive region in such a manner that said front end face of said 

front end plate is flush with said front end face of said piezo-electric plate; and 

cutting said piezo-electric plate together with said front end plate at 

predetermined intervals to form a plurality of piezo-electric elements. 

14. A method as claimed in claim 13 wherein said laminating step further includes 

the step of forming a piezo-electric plate with an inactive front end portion and an 

inactive rear end portion and further comprising the steps of mounting a piezo-electric 

element coupling rear end plate o_n said inactive rear portion. 

\\llllll llllll lllll lllll II llll 
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15. A method as claimed in claim 13 or 14 wherein said front end plate is a plate of 

free-cutting ceramic material _and further comprising the step of sintering said front end 

plate of free-cutting ceramic material and said piezo-electric plate to form one unit. 

16. A method as claimed in claim 13 or 14 wherein said sintering step is performed 

separately on said front end plate and said piezo-electric plate before said mounting step. 

17. A method as claimed in claim 14 further comprising the steps of: 

laying down plate forming layers on at least one side of said inactive regions of 

said piezo-electric plate at intervals corresponding to the length of said piezo-electric 

plate; and 

cutting said piezo-electric plate along lines which divide said front and plates and 

said rear end plates of said plate forming layers. 

18. A method as claimed in claim 13 or 17 further comprising the step of overlapping 

two kinds of internal electrode patterns on said piezo-electric material wit~ a reference 
. .. . .._i..;,. 

·-- pertion as a r~~e-whieh "iS--p~id~d-in a part of said piezo-electric material, to form 
. . . . - -- · .. · . 

_ .. said ·prezo-eleciric piate. 

19. A method as claimed in claim 13 or 17 wherein said piezo-electric plate is formed 

so that said internal electrodes m~y not appear on both sides thereof. 

20. A method of manufacturing_a piezo-electric vibrator assembly comprising the 

steps of: 

forming a piezo-electric plate forming laminate comprising a piezo-electric 

material layer and a conductive material layer; 

laying longitudinal plate for.ming materials each including a front end plate and a 

rear end plate as one unit onto said plate forming laminate in the longitudinal direction of 

said plate forming laminate at intervals corresponding substantially to the length of said 

piezo-electric vibrator assembly; 

1111111111111111111 11111111111 
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laying lateral plate forming materials onto said plate forming laminate in the 

lateral direction of said plate forming laminate; 

cutting said laminate longitudinally along lines which divide said front end plates 

and said rear end plates of said plate forming materials; and 

cutting said laminate· laterally along lines which substantially divide said lateral 

plates onto two parts, to form a plurality of piezo-electric plates. 

21. A method as claimed in claim 13 or 14 wherein the front end portion of said 

piezo-electric plate is cut at predetermined intervals until the cutting line reaches the 

straight line connecting the rear edge of said front end plate on said piezo-electric plate 

and the front edge of said rear and inactive region, to form a plurality of piezo-electric 

elements. 

22. A method as claimed in claim 13 or 14 further comprising the steps of: 

forming on the upper surface of said piezo-electric plate an external conductive 

layer which is extended to said front end of said piezo-electric plate; and 

.forming=a :C£rigu.cti~e;fih~oo s¥d front end faces of said piezo-electric plate and 
.. - -· .... . 

.. Qn said, fronf erid plate which electrically connects said conductive material to said 

external conductive layer. 

23. A method as claimed in claim 13, 14 or 22 wherein said front end plate is formed 

by laminating a plurality of.green sheets of ceramic to a predetermined thickness and 

sintering said green sheets thus _laminated. 

24. A method as claimed in claim 24 wherein said conductive layers are buried in 

said front end plate. 

25. A method as claimed in anyone of claims 13 to 24 in which 

on the upper and lower surfaces of inactive regions of a piezo-electric plate of 

forming laminate which is formed by using a piezo-electric material and a conductive 

material; 

11111111111111 11111 11111111111 
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plate forming materials each including said front end plate and said rear end plate 

as one unit are laid in the longitudinal direction thereof at intervals corresponding 

substantially to the length of said piezo-electric plate; and 

plate of forming materials each having a width which is approximately two times 

the width of side plates are laid in the lateral direction thereof, and 

s~d laminate is cut longitudinally along lines which divide said front end plates 

and said rear and plates of said plate forming materials, and 

said laminate is cut laterally along lines which substantially divide said side plates 

into two parts, to form a plurality of piezo-electric plates. 

26. A piezo-electric driver having a plurality of vibratable finger elements. 

27. A method of manufacturing a piezo-electric driver comprising forming a body 

having a plurality of vibratable finger elements. 

28. A piezo-electric driver according to claim 26 or manufactured according to the 

· __ method of claim-2-7~-:in~J.u~n'g .. m~s for.enabling the driver to be accurately and/or 
. .. - - ------- ... -~· ~ . 

_ -~-~curely located in an·ink jet print head for ejecting ink therefrom. 

29. A piezo-electric driver substantially as hereinbefore described with reference to 

and/or as illustrated in any one of Figures 1-3, 4, 5, 6-7, 8, 9, 10-12, 13-14, 15 and/or 

16-17 of the drawings. 

30. A method of manufactu~ing a piezo-electric driver substantially as hereinbefore 

described with reference to and/or as illustrated in any one of Figures 1-3, 4, 5, 6-7, 8, 

9, 10-12, 13-14, 15 and/or 16-17 of the drawings. 

I 1111111 111111111111111111 1111 
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