
MULTIPLE DATA SEPARATING_ 

The present invention relates to a data 

multiplexing apparatus for timeshare-multiplexing a 

pluraiity of variable ·rate data and a multiplexed data 

.demultiplexing apparatus for demultiplexing ·mul tipl-exed 

data into a plurality of original .data. 

So far, to timeshare-multiplex a plurality of 

variable rate time sequencing data (for example, 

compressed digital moving picture (or sound) data) and to 

store them on a data s.toring medium,. a p1urality of data 

gener~ted in a particular time of period were grouped 

together (this grouped data is hereinafter referred to as 

a pack), a header was added at the beginning of ~he pack, 

a code representing a time was written in the header, and 

thereby, the multiplexed data was generated.. . To 

demultiplex the multiplexed data into the original data,· 

the data transfer rate of the data storing medium was 

adjusted in accordance with the time written at the.pack 

header. 

In the above mentioned conventional data 
. . 

multiplexing method, since a plurality of data generated 

in a particular period- of time was grouped together as a 

multiplexing unit, the data length of the multiplexing 

unit varied, so.that when this multiplexed data was 

stored on the aata storing medium, the multiplexing unit 
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could not be matched with the storing unit of the data 

storing medium. 

According to an aspect of the invention, there 

is provided a data multiplexing apparatus for timeshare­

multiplexing a plurality of variable rate data, 

comprising: 
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controlling .means for timeshare-multiplexing 

the plurality of variable rate data in a multiplexing unit 

of fixed data length. 

In the data multiplexing apparatus mentioned 

above, since a control means is arranged to timeshare­

multiplex a plurality of variable rate data in a 

.multiplexing unit of fixed data length, the multiplexing 

.unit can be matched with the physical storing unit of a 

data storing medium. As a ~esult, the overhead involved 

in the storing control of the data storing medium can be 

reduced. 

According to another aspect of the invention, 

there is provided a multiplexed data demultiplexing 

apparatus for demultiplexing multiplexed data where· a 

plurality of variable rate data were timeshare-multiplexed 

in a .multiple~ing unit of fixed data len_gth into a 

plurality of original data, comprising: 

a plurality of buffers provided in 

correspondence to the plurality of original data, 

wherein the plurality of buffers have at least a 

storage capacity of the multiplexing unit of fixed data 

le_ngth. 

In the rnul t:.iplexed data dernul tiplexing apparatus 

mentioned ab.ove, since buffers are arranged to store data 

in a multiplexing unit·of fixed data length in the case 

that a data multiplexing appar~tus prereads variable rate 
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data for use in· generating a multiplexing unit of fixed 

d.ata length to generate a pack and a device downstream of 

the multiplexed data demultiplexing apparatus does not 

read this data when the pack is separated, even if. 

multiplexed data is stored on a data storing medium and 

the multiplexed data demultiplexing apparatus is arranged 

to read the multiplexed data from the da·ta storing medium, 

the demultiplexing apparatus can.read the.multiplexed data 

for example at the maximum transfer rate thereof and 

thereby no abnormality will take· place. 

According to still another aspect of the 

invention, there is provided a·multiplexed data 

demultiplexing appai:atus for demultiplexing multiplex_ed 

data·where a plurality of variable rate data were 

timeshare-multiplexed in a particular multiplexing 

interval into a plurality of original data, comprising: 

a plurality of buffers for storing the plurality 

of original data, each of the plurality Of buffers having 

at least the storage capacity equivalent to the maximum 

data length generated in the multiplexing interval; and 

delaying means· for causing the plurality of 

buffers to delay read of data from each of the plurality 

of buffers .for the time.corresponding to the multiplexing 

interval. 

In the multiplexed data demultiplexing apparatus 

mentioned above, original data demultiplexed is stored in . 
a buffer having at least the storage capacity equivalent 
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to the maximum data iength of data which can be generated 

in a multiplexing interval and the data demultiplexed is 

delayed in accordance with the multiplexing -interval. 

Thus, since the multiplexed data.demultiplexing apparatus 

can have a resistance to the fluctuation of delays of data 

generation in the multiplexing interval, the multiplexing 

apparatus does not need to consider such fluctuation of 

delays. 

According to further aspect of the invention, 

there is provided a multiplexed data demultiplexing 

apparatus for reading a plurality of data which were 

timeshare- and multiplex-stored on a storing medium and 

for demultiplexing· the read data into a plurality of . 

original data, comprising: 

a plurality of buffers provided in 

correspondence to the plurality of origipal data; 

read~ng means for reading data stored on the 

storing medium at a predetermined speed; and 

controll1ng means for temporarily stopping the 

reading operation of the reading means when there is no 

storage space area in at lep.st one. of the piurality of 

buffers. 

Accordin9 to the multiplexed. data demultiplexing 

apparatus mentioned above, since the control.ling means 

temporarily. stops reading data from the storing medium in 

the c~se that there is no storage space in any of a 
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plurality of buffers, the reading operation of the storing 

medium can be controlled in a s1mple construction. In 

addition, as long as the buffers have a storage space, the 

reading operation is continued. As a result, as much data 

as possible can be prepared from the storing medium. 

Objects, features and 

.advantagesof the present invention will become readily 

.apparent from the following detailed description thereof 

which is to be read in ·connection.with the accompanying 

drawings, in which: 

Fig. 1 is a block diagram showing a construction 

of each embodiment of a data multiplexing apparatus and a 

multiplexed data demultiplexing apparatus· according to the 

invention; 

Fig. 2 is a schematic diagram ~bowing an example 
~ 

of a pack generated by the data multiplexing apparatus of 

Fig. 1 i. 

Fig. 3 is a schematic diagram describing an 

example of operation of the embodiment of Fig. 1; 

.Fig. 4 is a block diagram· showing a construction 

of another embodiment of a multiplexed data 

demultiplexing apparatus according to the invention as 

well as that of a multiplexing apparatus; 

Fig. 5 is a schematic. diagram showing a 

fluctuation of 'delay of data generation in a multiplexing 
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interval or a pack generation interval; 

Fig. 6 is a s~hematic diagram showing the 

'fluctuation of read timing of time sequencing data from 

the demultiplexing apparatus due to fluctuation of delay 

involved in data generation in a multiplexing interval or 

a pack generation interval; 

Fig. 7 is a flow chart showing an example of 

operation of data multiplexing apparatus of the embodiment 

of the multiplexed data-demultiplexing apparatus of Fig. 

4; 

Fig. 8 is a flow chart showing an example of a 

process of a conventional data multiplexing apparatus for 

dealing with the fluctuat.ion of delay involved in data 

generation in the multiplexing interval or pack generation 

interval; 

Fig. 9 is a block diagram showing a construction 

of still another embodiment.of a multiplexed data 

demultiplexing apparatus according to the invention as 

well as that of a multiplexing appa~atus; and 

Fig. 10 is a schematic diagram showing an 

o~eration of the apparatus of the embodiment shown in Fig. 

9 and that of the apparatus shown in Fig. 1. 

Fig. 1 is a block diagram showing a construction 

of each embodiment of a data multiplexing apparatus and a 

multiplexed dat:a demultiplexing apparatus. For example, 
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variable rate time sequencing data Dl, 02, ••• , and Dn 

composed of compressed digital moving picture (or sou~d) 

data are stored in code buffers Ml_, M2, ••• , and Mn of the 

data multiplexing apparatus. The variable rate time 

sequencing data contain in itself a synchronization 

signal, i.e., information with respect to data read· 

intervals for use with a device downstream of a 

demultiplexing apparatus which will be described later • 

. Output terminals of the .. code buffers Ml, M2, .••• , and Mn 

are connected to input terminals El, E2, • • • I and En of a· 

switching circuit 2. An output terminal F of the 

switch~ng circuit 2 is connected to an input terminal of a 

header adding circuit 3. An output of the header adding 

circuit 3 is sent to a variable rate data storing medium 

DSM such as an optical disc. The variable rate data 

storing medium DSM is a storing medium which-can always 

read data at any data transfer rate up to the maximu~ 

transfer rate tnereof in accordance with a request from 

the r~ading side. In the embodiment shown in Fig. 1, the­

multiplexed data demultiplexing apparatus always reads 

data from the data storing medium DSM at the maximum 

transfer rate thereof. 

·A contror device 4 .receives an output of a 
.. 

multiplexing apparatus system clock 5 and connects the 

input terminals El, E2, ••• , and En of the switching 

circuit-2 to the outp~t terminal Fat a predetermined 

interval one after the other. Thus, the control device 4 
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suc.cessively and :r:espectively retrieves the variable.rate 

time sequencing data Dl, D2, ••• ,and Dn from the code 

bu'ffers Ml, M2, • • • I and Mn and groups the data for each 

time s~quence together. (This grouped data is hereinafter 

referred to as a packet). In. addition,· the control device 

· · 4 causes the header adding circuit 3 to add a packet 

header at the beginning of each packet (see Fig.· 2). As 

. d·escribed above, by slicing in a multiplexing unit of 

fixed data length .a variable length packet train 

periodically generated, the control device 4 generates a 

fixed length pack. Moreover, the control device 4 causes 

the·header adding circuit 3 to add a pack header 

containing time information at the beginning of each pack 

(see Fig. 2). 

When the· total data amount of a packet train ~o 

be packed is less than the multiplexing ~nit of fixed data 

length, the control device 4 waits until the next pat:k . . . 
generation· time rather than packing the packet train. 

When the total data amount exceeds the multiplexing unit 

of fixed data length,· which is the data amount of one . . 

pack, the control device 4 generates a pack. At this 

point, one pack contains data of a plurality of times.~ 

However, the control device ~controls the header adding 

circuit3 so that the earliest one of the plurality of 

time$ is recorded at the pack header. Thus,· part of data 

are sent earlier than the times they have. Although a 
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/ packet header may be present at the boundary of the pack, 
I 

the.control device 4 may change the order oJ; packets which ! 

are sent .. earlier than the times they have, or, group data 

having the same time in the pack together so as to prevent 

the header from being divided. The timeshare-multiplexed 

data which was packed is sent to the variable xate data 

storing medium DSM. 

A header separating circuit 6 of the multiplexed 

data demultiplexing apparatus separates a pack header from 

data being read from the data storing medium DSM and sends 

the pack header to a pack time information storing circuit 

7. In addition, the header separating circuit 6.sends the 

variable rate time sequencing data Dl, D2, ••• , and Dn to 

the input terminal G of the switching circuit 8. The 

header separating circuit 6 also switches the connection 

of the input terminal G of the switching circuit 8 and the 

output terminals Hl, H2, ••. , and Hn in response to the 

separation of the packet header from data read from the 

data storing medium DSM so that the variable rate time 

sequencing data Dl, D2, .... ,and Dn are supplied to the 

code buffers Sl, S2, ... ,and Sn, respectively, and stored 

therein. 

The pack time information stor~ng circuit 7 

stores time information that a pack header contains and 

sends the time ·.information to one input of· a comparator 

10. The comparator 10 receives from the other input 

terminal thereof an output of the demultiplexing apparatus 
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system clock 9. When the time which is represented with 

the pack time information storing circuit 7 matches the 

time which is represented with the system clock 9, the • 

comparator 10 sends a r~ad request to the data storing 

medium DSM. 

As described above, when one pack contairis a 

plurality of data having different times, the control 

device 4 of the· data multiplexing app~ratus records the 

earliest one of the plurality of times at the pack header. 

Thus, when the m~ltiplexed data demultiplexing apparatus 

reads a pack from the data storing medium DSM at a time 

re~orded at the pack header to retrieve the multiplexed 

data within the pack into the original data, since the pack 

also earlier contains data which should be read at later 

times, a device downstream of the multiplexed data 

demultiplexing apparatus does not read this data. As a 

result, the multiplexed data ·demultiplexing apparatus 

cannot continuously re.ad data from the data. storing medium 

DSM at the maximum transfer rate thereof. To prevent-this 

situation, the storage capacity of the code buffers Sl, 

52, ••. ,and Sn is equivalent ~o the fixed data length of 

multiplexed data, namely the data amount equivalent to one 

pack. This. is because the amount of data which is earl~er 

sent than the time at which it should be sent does not 

exceed the data amount of one pack at most. 

In the multiplexed data demultiplexing apparatus 
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as shown in Fig. 1, the initial time of the system clock 9 

is set to time represented with the header of the first 

pack. Thus; the comparator 10 outpµts a read request to 

the data storing medium DSM. Accord~n9ly, the variable 

rate time sequencing dat~ Dl, D2, ••• , and Dn contained in 

the first pack are sent from the data storing medium DSM 

to the switching· circuit 8 through the header separating 

circuit 6. The switching circuit 8 switches the variable 

·rate time sequencing data Dl, D2., ••• , and Dn to the code 

buffers Sl, S2, • ."., and Sn, respectively. On the other 

hand, the header separating circuit 6 outputs the pack 

header of a pack preceded by the first pack to the pack 

time information ·storing circuit 7. The storing circuit 7 

stores the time information contained in the pack heade~. 

When the time represented with the system clock 9 matches 

the time stored in the storing circuit 7, the comparator 

10 outputs a read request to the data storing medium DSM. 

Thus, the variable rate time sequencing data Dl, 02, ••• , 

and Dn contained in the ~ack preceded by the first pack 

are sent from the data storing medium DSM to the switching 
. 

circuit 8 through the header separating circuit·6. In 

such a manner, the variable rate time sequencing data Dl, 

02, ••• , and on divided into a plurality of pac.ks are 

stored in the code buffers, Sl, S2, ... , and Sn., 

respectively and retrieved into the original .variable rate 

time sequencing data Dl, 02, ••. , and Dn. 

Next, with reference to Fig. 3, the operation of 
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the embodiment shown in Fig." l will be described. In Fig. 

3, it is assumed that.there are two channels to be 

timeshare-multiplexed for simplicity. In other words, in 

the figure, there .are two.variable rate time sequencing 

data Dl and D2 as opposed to Fig. 1. In this case, the 

multiplexing apparatus side has two code buffers Ml and 

M2, while ·the demultiplexing apparatus side has two code 

buffers Sl and s2~ The control device 4 of the data 

multiplexing appa_ratus generates the first pack by the use 

of a part Bl of packet train B which was conventionally 

contained in the second pack as well as packet train A. 

Thereafter, the control device 4 sends the first pack to 

the data storing medium DSM. Next, the control device 4 

generates a second pack of fixed data length by.the use _of 

part Cl of packet train C which was conventionally 

contained in the third pack as well as r~maining part B2 

of packet train B. Th~n, the control device 4 sends~the 

second pack to the data storing medium DSM. Thereafter, 

the control device 4 generates a third pack of fixed data 

length by the use of all the.pack train D which was 

conventionally contained in the fourth p_ack as well as 

part El of packet train E which was conventionally · 

contained in the fifth pack. Next, the control device 4 

sends the third pack to the data storing medium DSM. In 

the subsequent pack generation period, the control device 

4 does not generate a pack. The-r·eafter, the control 
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device 4 generates a fourth pack of fixed data length by 

the use of remaining part ·E2 of packet train E, ai1· the · 

/ ·packet train F which was conventionally contained in the 

sixth pack, and part Gl of the packet train G which was 

conventionally contained in the seventh pack. Then, the 

control device 4 sends the four th pack to the data storing. 

medium DSM. In such a manner, the packs of fixed data 

length are generated in succession and then sent to the 

data stori~g medium DSM• 

As described abov.e, since the data length of 

packs generated by the multiplexing apparatus of Fig. 1 is 

fixed, this data length can be matched with the physical 

storing unit of.the data storing medium DSM. Thus, the 

overhead involved in the storing control can be decrea~ed. 

In addition, when data is reproduced from the data storing 

medium at random, the waiting time can be reduced. 

Moreover, data search and intermittent reproduction can be 

performed at high speeds. 

The lower half of Fig·. 3 represents variation of 

storage amount of the code buffer Sl of the demultiplexing 

apparatus with hatched lines. As described above, data 

which has a later time than it is actually read is written 

to the code buffer Sl. However, since the storage 

capacity of ·the code buffer·s1 is equal to the 

multiplexing unit of fixed data length, which is the data 

amount of one pack, no problem will take place. 

In the above mentioned embodiment, the storage 
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capacity of the code buffers sl, S2, ••• , and Sn of the 

demultiplexing apparatus was the multiplexing unit of 

1 fixed data length, which is the data amount of one pack, 

the storage capacity can be larger than the data amount of 

one pack. However, from size and cost points of view, the 

storage capacity is preferably the data amount of one 

pack. 

In the above mentioned embodiment, an optical 

disc was used as a data storing medium. However, it 

should be understood that magnetooptical disc, a magnetic 

hard disc, a digital audio tape, or the like .can be used. 

In the conventional data multiplexing method 

mentioned previously, when the plurality of variable rate 

time sequencing data are denoted Dl, D2, and D3, the 

generation delay time which takes place in a pack of D3 

significantly varies depending on the data lengths of Dl 

and D2 as shown in Fig. 5. Thus, ·the timing at which D3 

is read from the ·multiplexed data demultiplexing 

appar~tus, which_demultiplexes multiplexed data, into 

plurality of original data Dl, D2, and D3, remarkably 

fluctuates as shown in Fig. 6. 

Fig. 8 is a flow chart showing a process that 

the multiplexing apparatu~ performs to prevent underflow 

from taking place in· the multiplexed data demultiplexing 

apparatus due 1;.o a delay of data generation in the pack. 

In this ~xample, the number of channels on which data is 
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timeshare-multiplexed is n, that is, the number of 

variable rate time .sequencing data is n. First, the 

amount of data to be transferred on channel 1, Nl, is 

determined (in step Sll). Then, the amount ·of data to be 

transferred on channel 2, N2, is temporarily determined 

(in step S12). Thereafter, the delay time of the data of 

channel 2 is calculated by the use of the total amount of 

data transferred on the channel preceded by channel 2 (in 

step S13) •. Thereafter, -depending on the calculated delay 

time, the amount of data to be transferred is added in 

such a way that the buff er of channel 2 on the 

demultiplexing _apparatus side does not overflow. Thus, 

the amount of data to be transferred on channel, N2, is 

determined (in step S14). Thereafter, the process from 

steps S12 to S14 is repeated and thereby the amounts of 

data to be transferred on-channels 3 ton, N3 to Nn, are 

determined. Thereafter, .it is determined whether or not 

the total amounts of data to be transferred, Nl to Nn, are 

within the maximum data length (in step SlS). When the 

total amount of data does not exceed the maximum data 

length, recalculation is performed so that dependipg on 

how much the total amount of data to be transferred, Nl to 

Nn, exceeds the maximum.data length of the pack, the 

amount of data on each channel; "Nk, is· decreased in such a 

way that each buffer of the demultiplexing apparatus does 

not overflow. 

However, in the process that the multiplexing 
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apparatus shown in Fig. 8 performs, since the time 

sequencing data of each channel to be processed is of a 

variable rate, the delay time of data generation in the 

multiplexing interval varies from interval to interval. 

Thus, the process becomes complicate·d • 

The above mentioned problem can be· solved by 

another embodiment of the invention. 

Fig. 4 is a block diagram showing a construction 

of another embodiment. of a multiplexed data demultiplexing 

apparatus as well as that of a multiplexing apparatus. 

Variable rate time sequencing data Dl, 02,· ••• ,and Dn 

composed of for example compressed digital moving picture 

(or sound) .data are stored in code buffers Ml, M2, ... • , 
and Mn of a multiplexing apparatus. Each variable rate 

time sequencing data contain in itself a synch.ronization 

signal i.e., information with respect tQ·a data read 

interval for use with a device downstream of a 

demultiplexing apparatus which will be described later. 

output terminals of the code buffers Ml, M2, ••• , and Mn 

are connected to input terminals El, ~2, • • • I and En of a 

switching circuit 2, respectively. An output terminal F 

of the switching circuit 2 is connected to an input . 

terminal of a header adding circuit 3. An outp.ut of the 

header adding circuit 3 is se~t to a variabl~ rate data 

storing medium DSM such as an optical disc. The variable 

. . 

rate data storing medium DSM is a storing medium which can 
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always read data at any rate of up to the maximum transfer 

rate thereof in accordance with a request of the reading 

· i side. In the embodiment shown· in Fig. 4, the multiplexed 

data de~ultiplexing apparatus side always reads data from 

the data storing medium DSM at the maximum transfer rate 

thereof. 

A c~ntrol unit 4 receives an output of a 

_multiplexing apparatus system cl_ock 5 and. connects the 

input terminals El, E2, · ..•. , and En of the switching 
. . 

circuit 2 to the output terminal F at a particular 

interval one after the other. Thus, the control unit 4 

retrieves the variable rate time sequencing data Dl, 

D2, ••• , and Dn from the code buffers Ml, M2, ••• , and Mn, 

respectively and groups the variable rate data of each 

time sequence together. In addition, the control unit 4 

causes the header adding circuit 3 to add a_packet header 
. . 

at the beginning of each packet (see Fig. 2). Moreoyer, 

the control unit 4 groups the packets of all the time 

sequences together. Thereafter~ the control unit 4 causes 

the header adding circuit 3 to add at the beginning of 

each pack a pack· header containing time inform~tion for 

use in reading the pack.(see Fig. 2). The timeshare­

multiplexed da~a with a pack header is sent to the 

variable rate data storing medium DSM. 

A header separating circuit 6 of the multiplexed 

data demultiplexing apparatus separates a pack header from 

data being read from the data _storing medium DSM and sends 
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the pack header to a pack time information storing circuit 

7. In addition, the .header separating circuit 6 sends the 

variable rate_ time sequencing data Dl, D2, ••• ,and Dn to 

an input terminal G of a switching circuit 8. The header 

separating circuit 6 also switche~ the connection -of '.the 

~nput terminal G of the switching circuit 8 and the output 

terminals Hl, H2, ••• ,and Hn in response to the 

separation of the packet header from data read from the 

data storing medium DSM so that the variable rate time 

sequencing data Dl, D2, .•• , and Dn are supplied to the 

code buffers Sl, S2, •.• ,and Sn respectively, and stored 

therein. 

The pack ~ime information storing circuit 7 

stores time information contained in a pack header and 

sends this information to one input of a comparator 10 •· 

In addition, the comparator 10 receives from the other 

input thereof an output of the demultiplexing apparatus 

-system clo~k 9. ·When the time represented with the outpu~ 

of the pack time information storing circuit 7 matches the 

time represented with the system clock 9, the comparator 

10 sends a read request to the data storing medium DSM. 

As described with ·reference to Fig. 5, -a 

multiplexing interval of a plurality of variable rate time 

sequencing data ~1~ D2, ••• , and Dn, which i,s a generation 

delay time which takes place in a pack remarkably varies 

· depending on the length of data which precedes thereof. 
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Thus, as described with reference to Fig. 6, the timing 

for reading the plurality of variable rate time sequencin,g 

data Dl, D2, ••• , and Dn retrieved from the code buffers · 

Sl, S2, ••• , and Sn of the multiplexed a·ata demultiplexing 

apparatus remarkably varies. Consequently, when the 

multiplexing apparatus directly sends multiplexed data to 

the demultiplexing apparatus, the data varies for the 

. multiplexing interval, which i.s the pack generation 

interval, in the worst case. On the other hand, in the 

case of the embodiment shown in Fig. 4, when multiplexed 

data is transferred from the data storing medium DSM to 

the demultiplexing apparatus, the multiplexed data varies 

for the time where the data length of a pack is divided by 

the data transfer rate of the data storing medium DSM (or 

by the maximum transfer rate when data is transferred at 

the maximum transfer rate). Thus, in the embodiment shown 

in Fig. 1, so as to read data from the code buffers · .. Sl, 

S2, ••• , and Sn even in the worst case, a read delay 

. device 11 for delaying data which is read from the code 

buffers Sl, S2, ••• , and Sn for the time where the data 

length of the pack is divided by the data transfer rate of . 

the data storing medium DSM (or by the maximum transfer 

rate when the data is .transferred at the maximum transfer 

rate). In addition, the code buffers Sl, S2, ••. ,and Sn 

have the capacity of the maximum data length which can be 

generated in the multiplexing interval. 

In the multiplexed data demultiplexing apparatus 
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shown in Fig. 4, the initial time of the system clock 9 is 

set to th~ time represented with the header of a first 

pack. Thus, the comparator 10 sends a read reque.st to the 

data storing medium DSM. Accordingly, the data storing 

medium DSM transfers the variable rate time sequencing 

data Dl, D7, .•• , .and Dn contained in the first pack to 

the multiplexed data demultiplexing apparatus at the· 

maximum transfer rate thereof. The multiplexed data 

demultiplexing apparatus sends the data to the switching 

circuit 8 through the header separating circuit 6. The 

switching circuit 8 switches the variable rate time 

sequencing data Dl, D2, ••• , and Dn to the code buf fe·rs 

Slr S2, ••• , and Sn, respectively. On the other hand, the 

header separating circuit 6 outputs the pack header of the 

pack preceded by the first pack to the pack time 

information storing circuit 7. The storing circuit 7 

stores time information contained in the pack header. 
. . 

When the time represented with the system clock 9 matches 

the time stored in the storing circuit 7, the comparator 

10 outputs a re:ad request to the data storing medium DSM. 

Accordingly~ the variable rate time sequencing data Dl, 

D2, ... , and Dn contained in the pack preceded by the 

first pack is sent from the data stor_ing mediuni DSM to the 

switching circuit 8 through the header sep~rating circuit 

6. The switching circuit 8 switches these data to the 

code buffers Sl, S2, •.. , and Sn, respectively. 
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Consequently, the variable rate time sequencing data Dl, 

D2, · ••• , and Dn _divided into a plurality of packs are 

stored in the code buffers Sl, S2, ••• , and Sn, 

respectively and then the original variable rate time 

sequencing data or, ·02, ••• ,and Dn are obtained. 

The original data Dl, 02, ••• , and Dn obtained 

are stored in the code buffers Sl, S2, ••• ,and Sn having 

·the capacity of the maximum data length of data which can 

be generated in the mul~iplexing interval. The read delay 

device 11 delays the data for the period of time where the 

data length of the pack is divided by the maximum transfer 

rate of the data storing medium DSM. Thus, the 

demultiplexing apparatus can have a resistance to the 

fluctuation of delay of data generation in the 

multiplexing interval. As a result, without necessity of 

considering the fluctuation of delay on the multiplexing 

apparatus side, as shown in step Sl of Fig. 7, the control 

unit 4 of the multiplexing apparatus may only determine 

· each transfer data amount Nk of the variable rate time 

sequencing data Dl, D2, ••• , and Dn corresponding to the 

channels 1 to n. 

In the embodiment as just described, the storage 
. 

capacity of the code buffers Sl, S2, ••• , and Sn of the 

demodulating apparatus was the maximum data length which 
. ' I 

can be generated in a multiplexing interval.. However, it 

should be understood that the storage capacity of these 

code buffers can be larger than the maximum data length. 
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However, from the view points of the size and cost of the 

apparatus, the storage capacity of the code buffers is 

preferably the ·maximum data length which can .be generated 

in a multiplexing interval. 

In the multiplexed data demultiplexing apparatus 

of Fig. 1, time information should be written to each pack 

header. In addition, since this appara~us requires the 

time information storing circuit 7 and the comparator 10, 

the construction thereof is a little complicated. 

The above mentioned problem can be solved by 

still another embodiment of the invention. 

Fig. 9· shows a ·construction of still another. 

embodiment of a multiplexed data demultiplexing apparatus 

in .accordance with the··present invention. In Fig. 9, the 

same parts as those in Fig. 1 are represented with the 

same reference numerals. In other word~, since each 

construction and operatio·n of the code buffers Ml, M2, • • • I 

and Mn, the switching circuit 2, ·the header adding circuit-

3, the variable rate data storing medium DSM, the control 

unit 4, the multiplexing unit system clock· 5! the header 

separating circuit 6, the switching circuit 8, and the 

code buffers Sl, S2, ••• , and Sn of Fig. 9 are the sq.me as 

those of Fig • .]., their description will ·be omitted. · 

In the embodiment of Fig. 9, an NOR·gate 12 

haviqg .n input terminals connected to code buffers Sl, 
.. 

52, .•. , and Sn constructs a reading control means of the 
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data storing medium DSM. In other words, when the NOR 

gate 12 receives a space-absence signal "l" representing 

there is no storage space from any one of code_buffers Sl, 

S2, ••. , and Sn, the NOR gate 12 outputs a read cancel 

signal "O" to the data storing medium DSM. On the other 

hand, when the NOR gate 12 receives a space-presence 

signal representing there is .a storage space from any one 

of the code buffers Sl, S2, ..• ,and Sn, the NOR qate 12 

.outputs a read request signal 11 111 to the data storing 

medium DSM. 

Next, with reference to Fig. 10, the operation of 

the embodiment ·shown in Fig._ 9 will be described. When 

data is prepared from the data storing medium DSM at the 

maximum rate thereof and.there is no storage space in for 

example the code buffer Sl, the NOR gate 12·receives the 

space-absence signal "1" from the code buffer Sl. At this 

point, the NOR gate 12 outputs the read stop signal ~O" to 

the data storing mediiim DSM. Thus, the data reading 

operation of the data storing medium DSM.is stopped. 

Thereafter, after data is read from the code buffer Sl., 

· when the NOR gate 12 receives the space-presence signal 

·
11 011 from the code buffer Sl, the NOR gate 12 outputs the 

. 
read request si~nal "1".to the data storing medium DSM. 

As a result, the reading operation of the data storing 

medium DSM is ~esumed. In this manner, the data reading 

operation of the data storing medium DSM is controlled. 

In this construction, it is not necessary to 
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store time information of a header in demultiplexing data 

which were multiplexed. However, the time information can 

be stored for use in random access. 

In the embodiment just described, the reading 

control means was constructed of a NOR gate. However, it 

should be appreciated that a logical circuit having the 

similar function can be used. 

Having described specific preferred embodiments 

of· the present invention with reference to the 

accompanying drawings, it is to be understood that the 

invention is not limited to those precise embodiments, and 

that various changes and modifications may be effect~d. 

therein by one skilled in the art without departing from 

the scope. of the invention as defined in the 

appended claims. 
of 

In an embodiment/ the .data multiplexing apparatus of 

·the invention, since a plurality of variable rate data are 

timeshare-multiplexed in a multiplex~d data apparatus of . 

fixed data length, the multiplexing unit can be matched 

with the physical storing unit of the data storing medium. 

Thus, the overhead involved in storing control of the data 

storing mec;Iium can be reduced. In addition, when da1;.a is 

reproduced from the data storing medium at random; the 

waiting time can be reduc·ed. Moreover, data· search and 

intermittent reproduction can ~e performed at high speeds. 
of · 

In an· e~bodiment/ the multiplexed data demul tiple~ing 
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apparatus-of the invention, since the data multiplexing 

apparatus generates th_e multiplexing unit of f~xed data 

length, even if a device downstream of the multiplexed 

data demultiplexing apparatus does not read variable rate 

data which is prepared by the demultiplexing apparatus, 

since the buffers can store multiplexing unit of fixed 

data length, no problem will take place. 
of 

In an embodiment/the multiplexed data demultiplexing 

_apparatus of the invention, the original data 

demultiplexed is stored in buffers having at least the 

storage capacity of the maximum data length of data which 

can be generated in a multiplexing interval. In addition, 

the data is read with a delay cor-responding to the 

multiplexing interval. As a result, the demultiplexing 

apparatus can have a resistance to the fluctuation of 

delay involved in data generation in the multiplexing 

interval. Thus, the multiplexing apparatus side doe~ not· 

need to consider such fluctuation of delay .• 
of 

In an embodiment/ the multiplexed data demultiplexing 

apparatus of the invention, since the reading operation of 

the data storing medium is stopped in the case that there 

is no.storage space in a plurality of buffers, it is not 

necessary to write time information to each pack header as 

seen.in the prior art. In addition, since the apparatus 

of the·present invention does not require a time 

information storing circuit and a comparator, the 

apparatus in simple construction can control the r~adi~g 
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operation of the data storing medium and demultiplex the 

original data which were multiplexed. Moreover, as long 

as there is a storage space in the buffers, the reading 

operation is continued. Thus, as much data as possible 

can be prepared from the data storing medium. 

embodiment 
Therefore, an I of the present invention can 

provide a data multiplexing apparatus wherein the 

multiplexing unit can be matched with the physical storing 

unit of the data storing medium. 

An embodiment of the present invention can also 

provide·a multiplexed data demultiplexing apparatus w~erein 

data can be prepared in timeshare-multiplexing a plurality 

of variable rate data in a multiplexing unit of fixed data· 

length without hin9.rance. 

An embodiment· · of the present invention can 

also provide a multiplexed data demultiplexing apparatus 

where a mu! tiplexing apparatus does no.t need to· take care· 

of the fluctuation of delay of data generation in a _ 

multiplexing interval. 
Moreover, 

I an embodiment of the present invention can 

provide multiplexed data d.emultiplexing· apparatus in a 

simple construction for demultiplexing data ·timeshare- and 

mu.ltiplex-stored on a storing medium into a plurality of 

original data. · 
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CLAIMS 

1. A· data multiplexing apparatus for timeshare-

multiplexing' a plurality of variable rate data, 

comprising: 

controlling· means for timeshare-multiplexing. 

said plurality of variable rate data in a multiplexing 

unit of: fixed data length. 

2. A data multiplexing apparatus comprising: 

a plurality of code buffers provided in 

correspondence to a plurality of variable rate .data; 

a switching circuit for being supplied with 

outputs of said plurality of code buffers and for 

selecting one of the outputs; 

a header adding circuit for being supplied with 

said output elected by said switching circuit; and 

a controlling circuit·for controlling said 

switching circuit so as to successively retrieve said 

variable rate data from said plurality of code buffers, 

wherein an output of said header adding circuit 

is supplied ·to a variable rate data storing medium and 

wherein said controlling circuit timeshare- · 

multiplexes a plurality pf variable rate data in a 

multiplexing unit of fixed data length. 

3. A data multiplexing apparatus according to·claim 

2, wherein said controlling circuit groups said variable 
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rate data retrieved from said ·code buffers for each time 

sequence t~gethe~ to form a packe~ and .controls said 

header adding circuit so as to add a packet header at the 

beginning ·of the packet. 

4. A data multiplexing apparatus according to claim 

3, wherein said controlling circuit further generates a 

pack of fixed length by slicing in a multiplexing unit of 

f ixe~ data l~ngth a train of said packet of variable 

length periodically generated and controls said header 

adding circuit so as to add a pack header containing time 

information at the beginn~ng of said pack of fixed length. 

s. A data multiplexing method for timeshare-

multiplexing a plurality of variable rate data, 

comprising: 

a controlling step for timeshare-multiplexing 

said plurality of variable rage data in a multiplexing 

unit of fixed data length. 

. 6. A multiplexed data storing medium for storing a 

multiplexed data where a plurality of variable rate data 

were timeshare-multiplexed, 

wherein said plurality of variable rate data 

are timeshare-multiplexed in a multiplexing unit of fixed 

data length and the multi~lexing unit can be, matched with 

the physical storing unit of said storing medium. 

7. A multiplexed data storing medium according to 

.. 
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claim 6, wherein said storing medium can always read.data 

at any data transfer rate up. to the maximum transfer. rate 

thereof in accordance with a request from the reading 

side. 

8. A multiplexed data demultiplexing apparatus for 

demultiplexing multiplexed at w~ere a plurality of 

va·riable rate data were timeshare-multiplexed in a 

multiplexing unit of fixed data length into a plurality of 

or.iginal data, comprising: 

a plurality of buffers provided in 

correspondence to said plurality of. original d~ta, 

wherein said_plurality of buffers have at least 

a storage capacity of said multiplexing unit of fixed data 

length. 

9. ~ multiplexed data demultiple~ing apparatus 

according to claim 8, wherein said multiplexed data 'is · 

retrieved from a storing medium and wherein said apparatu~ 

further comprises a header separating circuit for 

separating a header information -from the retrieved data. 

10. A multiplexed data demultiplexing apparatus 

according to claim 9, wherein said header information 

comprises a pack header and a packet ··header • 

. 11. A mul t.iplexed data demultiplexing apparatus 

according to claim 10, further comprising: 
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a pack t.ime information storing circuit supplied 

with the separated pack header; and 

a switching c~rcuit for separating said 

multiplexed data into said plurality of orig_inal data, 

wherein outputs of said switchin.g circuit is 

su~cessively stored in said plurality of buffers. 

12. A multiplexed data demultiplexing apparatus 

·according to claim 11, wherein said pack time information 

storing circuit stores a time information in said pack 

header. 

13. A multiplexed data demultiplexing apparatus 

according to claim 12, further ~omprising a comparator for 

comparing said time information and information 

represented with system clock, 

wherein when said comparator detects matching of 

said ·time information and said information represented. 

with system clock, said comparator outputs a read request 

of said storing medium. 

14. A multiplexed data demultiplexing apparatus 

for demultiplexing multiplexed data where a plurality of 

variable rate data were timeshare-multlplexed in a 

particular multiplexing interval· into a plurality of 

original data, comprising: 

a plurality of buffers for storing said 

plurality of original data, each of said plurality of 
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buffer~ having at least the storage capacity equivalent to 

the maximum data length generated in said multiplexing 

interval; and 

delaying means for causing said plurality 

of buffers to delay read of data from each of said 

plurality of buffers for the time said corresponding to 

multiplexing interval. 

15. A multiplexed data demultiplexing apparatus 

according to claim 14, wherein when said multiplexed data 

stored on a storing medium is read and said plurality of 

original data is demultiplexed, the delay. time by said 

delaying means is the time which is obtained by dividing 

data length of said multiplexing interval by transfer rate 

of said storing medium. 

16. A multiplexed data demultiplexing apparatus. 

according to claim 15, wherein said transfer rate is the 

maximum transfer rate. 

17. A multiplexed data.demultiplexing apparatus 

according to claim 14, wherein when said plurality of 

original data are demultiplexed from said multiplexed. da~a 

which is directly transmitted, the delay.time by said 

delaying means is the time of said multiplexing interval 

itself. 

18. A mu~tiplexed data demultiplexing apparatus 

according to any one of claims 14 to 17, wherein said 
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multiplexed data is formed by a pack of fixed length where 

a train of packets of variable length is formed for every 

multiplexing unit of fixed data length and 

wherein said multiplexing interval is a pack 

interval. 

19. A multiplexed data demultiplexing apparatus for 

reading a plurality of data which were timeshare- and 

multiplex-stored on a storing medium.and for 

demultiplexing the read data into a plurality of 

original data, comprising: 

a plurality of buffers provided in 

correspondence to said plurality of· original data; 

reading means for reading data stored on said 

storing medium at a predetermined speed;. and 

controlling means for.temporarily stopping the 

reading operation of said reading means when there is no 

storage space area in at least one of said plurality of 

buffers. 

20. A multiplexed data demultiplexing apparatus 

according to claim 19, wherein said controlling mean~ 

comprises· a.logic circuit which received a space abse.nce 

signal from each of said plurality of buffers and outputs 

a read request signal. 

1'his Sheet Has Been Replaced 
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21. A data multiplexing apparatus substantially as hereinbefore 

described with reference to the accomp.anying drawings .. 

22. A multiplexed data storing medium substantially as here.in-

5 before described with reference to the accompanying drawings. 

23. A multiplexed data demultiplexing apparatus substantially as 

hereinbefore described with reference to the accompanying drawings. 

10 24. A data multiplexing method substantially as hereinbefore 

described with reference to the accompanying drawings . 

• 
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