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COVER TAPE FOR PACKAGING CHIP TYPE ELECTRONIC PARTS 

The present invention relates to a cover tape 

heat-sealable to a plastic carrier tape having at given 

intervals pockets f~r accommodation of chip type 

electronic parts, which cover tape constitutes one 

component of packaging materials which are used for 

storage, transportation and mounting of chip type 

electronic parts and which allow arrangement and 

removal of said electronic parts to protect them from 

contamination and to mount them on an electronic circuit 

substrate. 

In recent years, chip type electronic parts 

used for surface mounting, such as ICs, transistors, 

diodes, condensers, piezoelectric resistors and the like 

have been supplied in packa9ing 

materials consisting of a plastic carrier tape having at 

given intervals pockets formed by embossing so as to 

accommodate chip type electronic parts of particular 

shape and a cover tape heat-sealable to the carrier 

tape. The electronic parts contained in the packaging 

materials are automatically taken out after peeling the 

cover tape of the package, and are mounted on the 

surface of an electronic circuit substrate. 

The.strength when the cover tape is peeled off 

from the carrier tape is called "peel-off strength". 

When the peel-off strength was too low, there was a 
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problem that the cover tape was separated from the 

package at the time of the package transfer and the 

contents, i.e., the electronic parts fell off. When the 

peel-off strength was too high, there occurred a 

phenomenon that the carrier tape underwent vibration in. 

peeling the cover tape and, as a res"Q.lt, the electronic 
' 

parts jumped out of the pockets right before their 

mounting, i.e., jumping trouble. 

As a material for the carrier tape, there have 

conventionally been used polyvinyl chloride {PVC) sheet, 

polystyrol sheet, polyester (PET) sheet, polycarbonate 

sheet, acrylic sheet and other sheets, all of easy 

sheeting. Meanwhile, as a cover tape heat-sealable to 

the carrier tape, there have generally been used a 

composite film obtained by laminating a polyethylene­

modified film or a ethylene-vinyl acetate copolymer 

(EVA)-modified film which is heat-sealable for a PVC or 

polystyrol sheet to a biaxially oriented polyester film. 

In the conventional cover tape, however, the peel-off 

strength was greatly affected by the sealing conditions 

such as sealing temperature, sealing pressure and the 

like, and the fluctuation in sealing conditions made it 

difficult to control the peel-off strength in an 

appropriate range as mentioned above; further, the peel­

off strength was also affected by temperature and 

humidity depending upon the storage conditions of the 

conventional cover tape or the storage conditions after 

sealing, whereby the peel-off strength was increased or 
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decreased with the lapse of time and, in some cases, 

deviated from an appropriate range. 

There are two types of cover tapes which 

differ in peeling mechanism; one is an interface peeling 

type and the other is a cohesion peeling type. In the 

case of the interface peeling type, it was difficult to 

satisfy two contradictory properties of "strong adhesion 

and easy peelin9 11 which are basic requirements for cover 

tapes, because the sealing surface and the peeling 

surface are the same; the peel-off strength was affected 

by the surface condition of a carrier tape to which a 

cover tape was to be sealed, and consequently fluctuated 

and thus it was difficult to control the peel-off 

strength in an appropriate range as mentioned above: the 

peel-off strength was also affected by temperature and 

humidity depending upon the storage conditions of a 

cover tape or the storage conditions after sealing; 

whereby the peel-off strength was increased or decreased 

with the lapse of time and, in some cases, deviated from 

an appropriate range. Meanwhile, in the case of the 

cohesion peeling type, by using a film as disclosed in 

Japanese Patent Publication No. 12936/1986, it was 

possible to produce a cover tape wherein the sealing 

surface and the peeling.surface were different and the 

peel-off strength was obtained by the cohesive strength 

of the adhesion layer; this cover tape showed excellent 

properties which were stable even with the lapse of 

time. However, the cohesive strength of the adhesion 
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layer was not s6 iarqe; therefore, when the cover tape 

as a product was stored in a rolled state particularly 

at high temperatures in summer, etc., the biaxially 

oriented film caused blocking with sealing surface at 

the core portion, which caused insufficient sealing, 

significant reduction in transparency, etc~ Further, 
. . 

regarding "strong adhesion.and easy peeling", easy 

peeling could be attained by cohesion peeling, but 

strong adhesion still had .. a problem because the adhesion 

layer did not strongly adhere to a carrier tape and the 

adhesion was greatly af f~cted by the sealing surface 

condition and sealing width of the carrier tape. 

With the significant improvement in surface 

mounting technique in recent years, electronic parts to 

be surface-mounted have come to be made in chips of 

higher capability and smaller size. In such a movement, 

the electronic parts, when transferred in a package, 

have undergone vibration and contact with the embossed 

inner surface of the carrier tape of the package or the 

inner surface of the cover tape of the package, and the 

resulting friction has generated static electricityr 

static electricity has been also generated when the 

cover tape was peeled off from the carrier tape: this 

static electricity has generated sparks which cause 

destruction and deterioration of the electronic parts. 

Thus, the electronic parts have had troubles due to 

static electricity, and it has been the most important 
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task to develop an antistatic measure for packaging· 

materials such as carrier tape and cover tape. 

The antistatic treatment for a carrier tape 

has hitherto been effected by incorporation or coating 

of carbon black into or on the carrier tape material 

used, and the effect has been satisfactory. However, no 

sufficient measure has yet been taken for the antistatic 

treatment for a cover tape, and currently there is 

merely effected, for example, coating of an antistatic 

agent or a conductive material on the outer layer o·f the 

cover tape. This treatment, however, ·has not been 

sufficient for the protection of electronic parts to be 

contained by sealing, because the treatment is applied 

to the outer side of the cover tape, and the treatment 

was ineffective particularly for the static electricity 

generated by the contact of the inner surface of the 

cover tape with the electronic parts. The antistatic 

treatment for the inner surface of the cover tape, i.e. 

the adhesion layer of the cover tape can be effected by 

coating or incorporation of an antistatic agent on or 

into the adhesion layer. In the case of incorporation, 

however, the antistatic agent incorporated into the 

adhesion layer has ble9 onto the inner surface of the 

cover t~pe and invited unstable sealing and many 

troubles·due to poor sealin91 moreover, the antistatic 

effect has decreased with the lapse of time, has been 

greatly affected by the conditions under which the 

package was used, i.e., temperature and humidity, 
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particularly humidity, and has significantly decreased 

under a low humidity such as 10% R.H.; thus, no 

sufficient effect has been obtained. Meanwhile, the 

incorporation of a conductive material into an adhesion 

layer has been technically difficult, because the 

adhesion layer has been formed by laminating an extruded 

film or the like to an outer layer; moreover, the 

incorporation has siqni~icantly reduced the transparency 

of the resulting cover tape, making the cover tape 

usability questionable. The coating of a conductive 

material on an adhesion layer has not been effected in 

fact, because the selection of a binder stably bendable 

to the carrier tape has been difficult, and because the 

adhesion layer is covered and hidden by the coating. 

The present invention makes it possible to provide a 

cover tape whose adhesion layer has been subjected to an 

antistatic treatment, whose peel-off strength is only 

slightly affected by the sealing conditions and shows 

small change with the lapse of time, and whose sealing 

property is stable. The present inventors found that a 

composite film comprising (a) an outer layer consisting 

of a biaxially oriented film (b) an intermediate layer 

provided between said outer layer and an adhesion layer 

to be described later, comprising a polyolefin film which 

causes its own cohesive failure to. enable peeling when 

said composite film which has been used as a cover tape 

sealed to a carrier tape is peeled, and (c) an adhesion 



- 7 -

layer coated on said intermediate layer, comprising a 

thermoplastic adhesive of heat seal lacquer type in which 

conductive fine powders have been dispersed, is 

transparent and can be used as a cover tape having good 

properties. The above finding has led to the completion 

of the present invention. 

The present invention provides a cover tape for 

packaging of chip type·electronic parts, which comprises 

an outer layer, an intermediate layer and an adhesion 

layer and which is heat-sealable to a plastic carrier 

tape having at given intervals pockets for accommodation 

of chip type electronic parts, characterized in that the 

outer layer is a biaxially oriented film comprising a 

polyester, polypropylene or a polyamide (nylon), the 

intermediate layer provided between the· outer layer and 

the adhesion layer is a polyolef in film which 

advantageously comprises (a) 55-95% by weight of at least 

one ethylene polymer selected from polyethylenes having a 

density of 0.91-0.93 q/cm.3 and ethylene-vinyl acetate 

copolymers containing 10' by weight or less of vinyl 

acetate, (b) 5-30% by weight of a polystyrene and (c) 

o-2ot by.weight of a styrene-butadiene-styrene or 

styrene-isoprene-styrene block copolymer having 

thermoplastic elastomeric properties, and which causes 

its own cohesive failure to enable peeling when the cover 

tape which has been sealed to a carrier tape is peeled, 

and the adhesion layer advantageously comprises a 
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dispersion of conductive fine powders comprising tin 

oxide, zinc oxide, titanium oxide, carbon black or a Si­

based organic compound, or two or more thereof, dispersed 

in a thermoplastic resin advantageously polyurethane 

resin, acrylic resin, polyvinyl chloride resin, ethylene­

vinyl acetate copolymer resin or polyester resin, or a 

combination thereof. Preferably the amount of the 

conductive fine powders added is 10-1,000 parts by weight 

per 100 parts by weight-of the thermoplastic resin of the 

adhesion layer, the adhesion strength between the 

adhesion layer of the cover tape and the sealing surf ace 

of the carrier tape is larger than the cohesive ·strength 

of the intermediate layer of the cover tape, the cohesive 

strength of the intermediate layer of the cover tape is 

advantageously 10-120 q per mm of sealing width, and the 

visible light transmittance of the cover tape is 

advantageously lOt or more. 

In other embodiments the invention provides a cover 

tape for packaging of chip type electronic parts, which 

tape comprises an outer layer, an intermediate layer and 

an adhesion layer and which tape is heat-sealable to a 

plastic carrier tape having at intervals pockets for 

accommodation of chip type electronic parts, 

characterized in that the intermediate layer is of a 

polyolef in-based material which fails by cohesive failure 

to enable the cover tape to be peeled fro• a carrier tape 

to which it has been heat-sealed. 
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In further embodiments the invention provides the 

use, as an intermediate layer in a cover tape comprising 

an outer layer, the intermediate layer, and an adhesive 

layer, of a material, preferably a polyolefin-based 

material, that will suffer cohesive failure when the 

cover tape is peeled from a substrate to which it is 

adhered. 

The invention will now be described, by way of 

example only, with reference to the accompanying drawinqs 

in which: 

Fiq. 1 is a sectional view showinq an example of the 

layer constitution of a cover tape of the present 

invention. 

Fiq. 2 is a sectional view showing a state where a 

cover tape of the present invention has been bonded to a 

carrier tape. 

Fig. 3 is a sectional view showinq a state of a 

carrier tape where a cover tape of the present invention 

has been :bonded to the carrier tape and then peeled 

therefrom. 

Fiq. 4 is a sectional view showing a state of a 

cover ta~ of the present invention where the cover tape 

has been bonded to a carrier tape and then peeled 

thereform. 

The constitutional elements of the cover tape 1 of 

the present invention are explained with reference to 

Fig. 1. The outer layer 2 is a biaxially oriented film 
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consisting of biaxially oriented polyester film, 

··- biaxially oriented polypropy·lene film or biaxially 

oriented polyamide (nylon) film, and preferably has a 

thickness of 6-100 µm, transparency and high rigidity. 

When the thickness is less than 6 µm, the riqidity is 

reduced. When the thickness exceeds 100 µm, the hardness 

becomes high, making the sealinq unstable. The surface 

of the outer layer 2 contacting with the adhesive layer 3 

can be, if necessary, subjected to a surface treatment 

such as corona treatment, plasma treatment, sandblastinq 

treatment or the like to increase the adhesion strenqth 

to the adhesive layer 3. The exterior surface of the 

outer layer 2 may be coated with a surfactant, conductive 

powders or the like in order to impart an antistatic 

property to· said surface. 

The intermediate layer 4 is a polyolef in film which 

advantageously comprises (a) 55-95% by weight of at least 

one ethylene polymer selected froa polyethylenes having a 

density of 0.91-0.93 g/cm3 and ethylene-vinyl acetate 

copolymers containing 10% by weight or less of vinyl 

acetate, (b) 5-Joi by weight of a polystyrene and (c) o-

20% by weight of a styrene-butadiene-styrene or styrene­

iso~rene-styrene block copolymer having theraoplastic 

elastomeric properties and which causes its own cohesive 

failure to enable peelinq when the cover tape which bas 

been sealed to a carrier tape is peeled. The surface of 

the intermediate layer 4 contacting with the adhesion 
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layer 5 may be, if necessary, subjected to a surface 

treatment such as corona treatment, plasma treatment, 

sandblasting treatment or the like to increase the 

adhesion between the intermediate layer 4 and the 

adhesion layer 5. 

The adhesion layer 5 comprises a transparent 

thermoplastic resin of heat-sealing lacquer type (e.g., 

polyurethane resin, acrylic resin, ethylene-vinyl acetate 

copolymer resin, polyvinyl chloride resin, polyester 

resin), and there is selected one single resin or a mixed 

resin each of which is heat-sealable to a plastic carrier 

tape 6 to which the adhesion layer 5 is to be bonded. 

Because of the presence of this heat-sealing adhesion 

layer which covers the intermediate layer wherein 

cohesion peeling takes place, blocking of the 

intermediate layer ~nd biaxially oriented· film can be 

prevented, when the cover tape is stored at high 

temperatures and, at the same time, the adhesion of the 

cover tape to the carrier tape is improved. 

In the adhesion layer there are uniformly dispersed 

conductive fine powders comprising tin oxide, zinc 

dkide, titanium oxide, carbon black or a Si-based organic 

compound. The surface resistance of the adhesion layer 

after film formation is required to be 10~ 3 n/Oor less 

and is preferably in a range of 106-109 'n/O • When the 

surf ace resistance is la~ger than iol3 O/CJ ,· fhe 

antistatic effect is extremely poor and no ~esired 
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property can be obtained. The amount of the conductive 

fine powders added is advantageously 10-1,000 parts by 

weight, most advantageously 100-400 parts by weight per 

100 parts by weight of the thermoplastic resin of the 

adhesion layer, in view of the above surface resistance 

requirement. When the amount is less than 10 parts by 

weight, the antistatic effect is significantly reduced. 

When the amount is more than 1,000 parts by weight, the 

dispersibility of the conductive fine powders in the 

thermoplastic resin of the adhesion layer is reduced, the 

resulting adhesion layer has a significantly lower 

adhesion to the intermediate layer 4 and lower 

transparency, and the production cost is high, resulting 

in poor productivity. The antistatic material has 

conductivity by itself and accordingly has an antistatic 

effect semipermanently, and does not cause bleeding, etc. 

and ~eref ore does not adversely affect the sealing 

property of the adhesion layer; the surface resistance of 

the adhesion layer is controlled at a level o~ 1013 O/O 

or less and hence, in the packaqe comprising the carrier 

tape 6 containing electronic parts and the cover tape 1 

sealed to the carrier tape 6, very little static 

electricity is generated by the contact of the electronic 

parts with the cover tape 1 during the transportation of 

the package, or at the time of peeling of the cover tape 

1 for pick-up of the electronic parts, whereby the 

electronic parts can be·prevented from troubles due to 
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static electricity. 

In order to enhance the antistatic effect, an 

antistatic layer or a conductive layer may be provided on 

both surfaces of the outer layer, i.e., the biaxially 

oriented film. The method for forming a heat-sealable 

adhesion layer may be a film formation method using a 

melt or a film formation method using a solution. The 

film formation method using a solution is preferable in 

view of the dispersibility of the conductive fine 

powders. The film thickness of the adhesion layer is 

preferably 5 µm or less, more preferably 2 #lJD. or less. 

When the film thickness is larger than 5 µm it is 

difficult to form an adhesion layer by the method using a 

solution, in view of the pr~edures adopted by the 

method. 

In order to improve the lamination strength between 

the outer layer and the intermediate layer, it is 

possible to laminate these two layers via an adhesive 

layer of lacquer type, said layer being formed by drying, 

solidi~yinq and curing an isocyanate type, an imine type 

or the like. 

In the seal-peel process of the cover tape, first 

the cover tape 1 is continuously sealed to both sides of 

the carrier tape 6 in a two-rail shape with sealing 

width of about l mm on each side (Fiq. 2); then, the 

cover tape 1 is peeled off from the carrier tape 6. In 

this peeling·, when the adhesion strenqth between the 
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adhesion layer 5 of the cover tape l and the sealing 

surf a~e of the carrier tape 6 is smaller than the 

cohesive strength of the intermediate layer 4, the peel­

off strength corresponds to the adhesion strength between 

the adhesion layer 5 of the cover tape l and the sealinq 

surface of the carrier tape 6, and peeling occurs in the 

form of interfacial peelinq which is the most common 

peeling mechanism currently adopted. In this case, 

strong sealinq of the cover tape to the carrier tape 

makes peeling difficult, and weak sealing leads to 

spontaneous peeling; thus, it has been unable to satisfy 

both of two contradictory properties essentially required 

for the cover tape, i.e., high sealability to the carrier 

tape and easy peelability at the time of peeling. 

Meanwhile, when, as in the present invention, the 

adhesion strength between the adhesion layer 5 of the 

cover tape 1 and the sealing surf ace of the carrier tape 

6 is larger than the cohesive strength of the 

intermediate layer 4 of the cover tape 1 only the sealed 

portion 7 of the adhesion layer 5 and the intermediate 

layer 4 remains on the carrier tape (Fig. 3} and, in the 

cover tape after peeling (Fig. 4), only the heat-sealed 

portion 7 of the adhesion layer 5 and the intermediate 

layer 4 is lost by cohesion peeling caused by cohesive 

failure. That is, the peel-off strength corresponds to 

the cohesive strenqth of the intermediate layer 4: and it 

is possible to design so that the sealing/peeling surf ace 
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can be completely separated, the sealing of the cover 

tape 1 to the carrier tape 6 can be effected strongly, 

and the peeling of the cover tape l can be effected very 

easily. In short, the peeling surfaces are designed in 

the cover tape l, and the cohesive strength of the 

intermediate layer can be designed without reference to 

the material of the carrier tape 6. The sealing surface 

of the cover tape l can be strongly sealed to the carrier 

tape 6 by the selection of an adhesive, whereby a stable 

seal-peel mechanism can be obtained. 

In this case, a polyolefin film is selected so that 

the cohesive strength of the intermediate layer 4 of the 

cover tape l becomes advantageously 10-120 g, preferably 

10-70 g per mm of sealing width. When the peeling 

strength is less than 10 g, there may occur a problem 

·during transportation of the package where the cover tape 

spontaneously peels off and the electronic parts 

contained in the package fall out. When the peeling 

strength is greater than 120 g, there may occur a 

phenoaenon where the carrier tape undergoes vibration at 

the time of cover tape peeling· and the electronic parts 

jUlllp out of the pockets of the carrier tape before 

mounting, i.e., jumping trouble. According to the 

cohesion peeling •echanism of the present invention, as 

compared with the conventional interfacial peeling, there 

can be obtained a cover tape having the intended 

property, i.e., peel-off strength which is only slightly 
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affected by sealing conditions and which shows only small 

changes with the lapse of time when stored under various 

conditions. 

The present cover tape is advantageously constituted 

so as to have a visible light transmittance of 10% or 

more, preferably sot or more, makinq it possible to 

identify the electronic parts contained in the carrier 

tape by sealing, visually or using an instrument. When 

the transmittance is lower than lOt, the identification 

of the el~ctronic parts can become difficult. 

Exa.Jt.ples of the present invention and comparative 

Examples are shown hereinafter. However, the present 

invention is in no way restricted by these Examples. 

Examples 1. 2. J, 4 and 5 and Comparative Examples i·. 2, 

3. 4 and 5 

On the polyolefin f il• side of a laminate of a 

biaxially oriented film to become an outer layer and a 

polyolefin fil• to become an intermediate layer, there 

was coated an ethyl acetate solution containing a mixture 

o~ a therllOplastic resin and conductive fine powders, 

using a qravure coater1 and the coating was 
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made into a film of 2 µm in thickness to form an 

adhesion layer; thus, various cover tapes composed of 

layers as shown in Tables 1 and 2 were obtained. Each 

of the cover tapes was slitted to a width of 5.5 mm and 

then heat-sealed to a PVC carrier tape of 8 mm in width, 

after which measurement of peeling strength was 

effected. There were also effected measurements of 

surface resistance at the adhesion layer side and 

visible light transmittance of each of the experimental 

cover tapes. The evaluation results of these properties 

are shown in Tables 3 and 4. 

Examples 6, 1, a, 9 and 10 

The procedures of Example l were repeated 

except that the amount of conductive fine powdet Sn02 

added in the adhesion layer was changed as follows. 

Amount of Sn02 per 100 parts by 
weight of PVC type resin 

Example 6 20 parts by weight 

Example 7 so II 

Example 8 500 II 

Example 9 750 II 

Example-lo 900 II 

Properties of the resulting samples were 

evaluated similarly to Example 1. The results thereof 

are shown in Table 5. 



Table 1 

Example 1 Example 2 Example 3 Example 4 Example 5 

Biaxiaily Biaxially Biaxially Biaxially Biaxially 
Outer layer oriented oriented NY oriented PP oriented oriented NY 

PET PET 

Density (g/cml) 0.923 o.915 0.927 0.925 0.912 

Polyethylene 65 80 90 70 55 

Inter- Polystyrene 20 12 7 . 20 30 
mediate 

Styrene-layer 

Ad he-
sion 
layer 

Notes 

butadiene-styrene 15 8 3 

Styrene-isoprene- 10 15 
styrene 

Thermoplastic 
PVC type EVA type PET type 

Acrylic Polyurethane 
resin type type 

Conductive fine Ethyl Sn02 Ti02 Zn02 Carbon 
powders 150 250 100 black 350 silicate 120 

PETr Polyethylene terephthalate, PP: Polypropylene, 
NY: Nylon, · EVA: Ethylene-vinyl acetate copolymer, 
PVC: Polyvinyl chloride, Sn02: Tin oxide, 
Ti02i Titanium oxide, Zn02: Zinc oxide 

Layer thicknessa Outer layer = 12 µm, Intermediate layer = SO ~m, 

Adhesion layer = 2 µm 
The figure of each component of the intermediate layer refers to parts by weight 
of the component per 100 parts by weight of the total of the three components. 

The figure of coqductive fine powders refers to parts by weight of said powders 
added to 100 parts by weight of the thermoplastic resin of the adhesion layer. 

..... 
co 
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Table 2 

Comparative Comparative Comparative Comparative Comparative 
Example 1 Example 2 Example 3 Example 4 Example 5 

Outer layer Biaxially Biaxially Biaxially Biaxially Biaxially 
oriented PET oriented NY oriented PET oriented PP oriented PET 

Density ( 9/cml) 0.925 0.975 0.915 . 
Polyethylene 40 75 70 

Inter- Polystyrene 35 15 20 
mediate 

Styrene-layer 

Adhe-
sion 
layer 

Notes 

bqtadiene-styrene 10 

Styrene-isoprene- 25 10 
styrene 

Thermoplastic 
PVC type 

Acrylic 
PETtype EVA type resin 

Conductive fine Sn02 
powders 1100 

PET: 
NY: 
PVC: 
Ti0.2: 

Polyethylene terephthalate, 
Nylon, 
Polyvinyl chloride, 
Titanium oxide, 

Layer thickness: Outer layer = 12 µm, 
Adhesion layer = 2 µrn 

type 

Zn02 Surfactant 
6 1 

PP: Polypropylene; 
EVA: Ethylene-vinyl acetate copolymer, 
Sn02: Tin oxide, 
Zn02: Zinc oxide 

Intermediate layer ~ 50 µrn, 

The figure of each component of the intermediate layer refers to parts by weight 
of the component per 100 parts by weight of the total of the three components. 

The figure of conductive fine powders refers to parts by weight of said powders 
added to 100 parts by weight of the thermoplastic resin of the adhesion layer. 
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Table 3 

Example 1 Example 2 Example 3 Example 4 Example 5 

·Peeling Initial value 55 so 40 54 60 
strength 

40°C-90\, 30 days 56 45 30 50 50 

60°C, Roll exterior 60 53 42 60 65 
30 days 

Roll core 58 52 45 62 60 

Blocking No No No No No 

.Total light transmittance<•> 82.0 72.2 85.2 69.5 81.S 
(roll core) 

Mechanism of peeling Cohesion Cohesion Cohesion Cohesion Cohesion 
peeling peeling peeling peeling peeling 

Surface resistance of io7 106 109 109 108 
adhesion layer (O/o) 

Total light transmittance (\) 85.0 . 71.5 85.2 . 69. 7 81.2 

Notes Heat-sealing conditionsa 140°C, l kg/cm2, 1 sec, sealing width = 1 mm x 2 places 

Peeling conditionss '180° peeling, peeling speed = 300 mm/min 

Number of samples: 3 

N 
c 

~I 

" 



Table 4 

Comparative Comparative Comparative Comparative Comparative 
Example 1 Example 2 Example 3 Example 4 Example 5 

Peeling· Initial value 40 50 30 80 55 
strength 

40°C-90~, 30 days 25 52 l~ 13 54 

60°c, Roll exterior 45 58 1'ape tearing 175 58 
30 days 

Roll core 46 56 tt'ape tearing 168 13 

Blocking . No No No Yes Yes 

Total light transmittance (\) 25.0 85.0 86.4 78.0 40.8 
(roll core) 

Mechanism of peeling Cohesio.n Cohesion Inter facial Inter facial Cohesion 
peeling peeling peeling peeling peeling 

Surface resistance of 106 1014 1013 1015 1015 

adhesion layer (n/a) 

Total light transmittance (%) 27.3 85.3 86.6 83.5 84.3 
' 

Notes Heat-sealing conditions: 140°C, l kg/cm2, 1 sec, sealing width = 1 mm x 2 places 

Peeling conditions& 180° peeling, peeling speed = 300 mm/min 

Number of samples: 3 

..., 
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Table 5 

Example 6 Example 7 Example 8 Example 9 Example 10 

Peeling Initial value 53 55 53 50 48 
strength 

40°C-90,, 30 days 55 55 49 47 45 

60°C, Roll exterior 56 59 57 53 48 
30 days 

Roll core 55 57 57 so 47 

Blocking No No No No No 

Total light transmittance (\) 84.S 84.2 75.3 10.0 65.2 
(roll core) 

Mechanism of peeling ·Cohesion. Cohesion Cohesion Cohesion Cohesion 
peeling peeling peeling peeling peeling 

Surface resistance of 109 109 107 106 106 
adhesion layer (O/a) 

Total light transmittance (\) 85.S 85.2 77.l 70.5 65.S 

Notes Beat-sealing conditions: 140°C, 1 kg/cm2, 1 sec, sealing width = 1 mm x 2 places 

Peeling conditions: 180° peeling, peeling speed = JOO mm/min 

Number of samples: 3 

tJ 
N 

I 
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As apparent from the foregoing Examples and 

Comparative Examples, owing to the following three 

features, i.e., a feature that the adhesion layer has 

been subjected to an antistatic treatment, and hence 

generation of static electricity by the contact of the 

electronic parts with the cover tape or at the time of 

cover tape peeling is reduced, and the antistatic effect 

is stable against the use conditions or the lapse of 

time and has no influence on the sealing property of the 

cover tape, a feature that the peel-off strength can be 

set at a desired level advantageously in the range of 10-1209 

per mn by the cari:>ination of the cohesive strength of the .inter-. 

mediate layer and the adhesion strength of the adhesion 
: ·. . 

layer to the carrier tape, and a feature that the peel­

off strength is determined by the cohesive strength of 

the intermediate layer within the.cover tape and accord­

ingly is not affected by the sealing conditions between 

the adhesion layer and the carrier tape, the cover tape 

of the present invention can alleviate the problems of 

conventional cover tapes, i.e., a problem that the peel­

off strength is greatly affected by the sealing condi­

tions, a problem that the peel-off strength changes with 

the lapse of time depending upon the storage conditions, 

and a problem that static electricity is generated by 

the contact of the electronic parts with the cover tape 

or at the time of cover tape peeling, and thereby it is 

possible to obtain a stable peel-off strength. 
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WHAT IS CLAIMED IS: 

1. A cover tape for packaging of chip type 

electronic parts, which comprises an outer layer, an 

intermediate layer and an adhesion layer and which is 

heat-sealable to a plastic carrier tape having at given 

intervals pockets for accommodation of chip type 

electronic parts, characterized in that the outer layer 

is a biaxially oriented film consisting of polyester, 

polypropylene or polyamide (nylon), the intermediate 

layer is a polyolefin film which causes its own cohesive 

failure to enable peeling when the cover tape which has 

been sealed to a carrier tape is peeled, and the adhesion. 

layer consists of a dispersion of conductive fine powders 

in a thermoplastic resin, said conductive fine powders 

consisting of tin oxide, zinc oxide, titaniWll oxide, 

carbon black or a Si-based organic compound, or their 

combination. 

2. ~ cover tape for packaging of chip type 

electronic parts according to claim 1, wherein the 

thermoplastic resin of the adhesion layer consists of 

polyurethane resin, acrylic resin, polyvinyl chloride 

resin, ethylene-vinyl acetate copolymer resin or 

polyester resin, or their combination. 

3. A cover tape tor packaging of chip type 

electronic parts according to claim 1 or 2, wherein the 

amount of the conductive fine powders added is 10-1,000 
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parts by weight per 100 parts by weight of the 

thermoplastic resin of the adhesion layer and the surf ace 

resistance of the adhesion layer is io13 n;oor less. 

4. A cover tape for packaging of chip type 

electronic parts according to claim l, wherein the 

intermediate layer is a polyolefin film comprising (a) 

55-95% by weight of at least one ethylene polymer 

selected from_polyethylenes having a density of 

0.91-0.93 g/cm3 and ethylene-vinyl acetate copolymers 

containing 10% by weight or less of vinyl acetate, (b) 

5-30% by weight of a polystyrene and (c) 0-20% by weight 

of a styrene-butadiene-styre~e or styrene-isoprene­

styrene copolymer having thermoplastic elastomeric 

properties. 

s. A cover tape for packaging of chip type 

electronic parts according to any one of claims 1-4, 

wherein the adhesion strength between the adhesion layer 

of the cover tape and the sealing surf ace of the carrier 

tape is larqer than the cohesive strength of the 

intermediate layer of the cover tape. 

6. A cover tape for packaging of chip type 

electronic parts according to claim 5, wherein the 

cohesive strength of the intermediate layer of the cover 

tape is 10-120 g per mm of sealing width. 

7. A cover tape for packaging of chip type 

electronic parts according to any one of claims l-6, 

wherein the visible light transmittance of the cover tape 
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is 10% or more. 

. 8. A cover tape for packaqinq of chip type 

electronic parts according to any one of claims 1-7, 

wherein the thickness of the outer layer is 6-100 p. 

9. A cover tape used for packaqinq ?f chip type 

electronic parts accordinq to any one of claims 1-8, 

wherein the thickness of the adhesion layer is 5 ~ or 

less. 

10. A cover tape for packaqinq of chip type 

electronic parts accordinq to any one of claims 1-9, 

_which comprises an adhesive layer between the outer layer 

and the intermediate layer. 

11. A cover tape for packaging of chip type 

electronic parts, which tape comprises an outer layer, an 

intermediate layer and an adhesion layer and which tape 

is heat-sealable to a plastic carrier tape having at 

intervals pockets for accommodation of chip type 

electronic parts, Characterized in that the intermediate 

layer is of a polyolef in-based material which fails by 

cohesive failure to enable the cover tape to be peeled 

froa a carrier tape to which it has been heat-sealed. 

12 •. The.use, as an intermediate layer in a 

cover tape comprising an outer layer, the intermediate 

layer, and an adhesive layer, of a material, preferably a 

polyolefin-based material, that will suffer cohesive 

failure when the cover tape.is peeled from a substrate to 

which it is adhered. 


