
;e3e!vFH!6~!T!o (19 JUN 2002 S 1 MAGNETIC RECORDING MEDIUM AND PRODUCTION
PROCESS THEREOF FIELD OF THE INVENTION The present invention relates to a
magnetic recording medium used in, for example, a magnetic disk apparatus,
and to a production process for the medium. 5 BACKGROUND OF THE INVENTION A
conventionally used magnetic recording medium comprises a non-magnetic
substrate on which a non-magnetic undercoat film and a magnetic film are
formed, a protective film formed through sputtering on the magnetic film by
use ~o of a material such as carbon, and a lubrication film having a
thickness of tens of A, which is formed on the protective film by the
application of a lubricant such as perfluoropolyether. Recently, a magnetic
recording medium of high recording ~5 density has been demanded, and a
magnetic recording medium capable of reducing spacing loss has also been
demanded. However, when the thickness of a protective film and a
lubrication film are reduced in order to decrease spacing loss, sliding
durability may deteriorate. Therefore, at the 2o present time, a magnetic
recording medium having high sliding durability, wherein recording density
can be sufficiently increased, is not attained.    ~~ g JUN 2002 SUMMARY OF
THE INVENTION In view of the foregoing, the present invention provides a
magnetic recording medium having excellent durability and capable of
increased recording density, and a production process for the medium.
According to the invention in the first aspect, there is provided a process
for producing a magnetic recording medium comprising forming a hydrogenated
carbon protective film on a disk through a plasma CVD method using a
reaction io gas containing a hydrocarbon serving as a raw material, wherein
during the forming of the carbon protective film, the process includes
supplying a high frequency power of 50 to 2000W to electrodes and applying
a pulse direct current bias to the disk with the pulse direct-current bias
having a mean voltage of -700 to -150 V and a positive voltage peak value
of 10 to 100 V, wherein the is disk comprises a non-magnetic substrate on
which a non-magnetic undercoat film and a magnetic film are formed, wherein
the formed protective film has a density of 2.2 g/cm3 or more. 



According to the invention in the second aspect, there is provided a 2o
magnetic recording medium which comprises a non-magnetic substrate on which
a non-magnetic undercoat film and a magnetic film are formed, and a
hydrogenated carbon protective film which is formed on the magnetic film
through a plasma CVD method using a reaction gas containing a hydrocarbon
serving as a raw material, wherein during the forming of the carbon
protective 2s film, a high-frequency power of 50 to 2000W is supplied to
electrodes and a   (~ g JUN 2002 2a pulse direct-current bias is applied to
the disk with the pulse direct-current bias having a mean voltage of -700
to -150 V and a positive voltage peak value of 10 to 100 V, wherein the
density of the protective film is 2.2 g/cm3 or more. According to the
invention in the third aspect, there is provided a process for producing a
magnetic recording medium which comprises forming a fluorinated carbon
protective film on a disk through a plasma CVD method using a reaction gas
containing an organic fluorine compound as a raw material, wherein during
the forming of the carbon protective film, the process includes to
supplying a high-frequency power of 50 to 2000W to electrodes and applying
a pulse direct-current bias to the disk with the pulse direct-current bias
having a mean voltage of -400 to -100 V and a positive voltage peak value
of 10 to 100 V, wherein the disk comprises a non-magnetic substrate on
which a non magnetic undercoat film and a magnetic film are formed, and the
protective film is having a density of 2.0 to 2.6 g/cm3. According to the
invention in the fourth aspect, there is provided a magnetic recording
medium which comprises a non-magnetic substrate on which a non-magnetic
undercoat film and a magnetic film are formed, and a Zo fluorinated carbon
protective film formed on the magnetic film through a plasma CVD method
using a reaction gas containing an organic fluorinated compound serving as
a raw material, wherein during the forming of the carbon protective film, a
high-frequency power of 50 to 2000W is supplied to electrodes and a pulse
direct-current bias is applied to the disk with the pulse direct-current
bias   ,19 JUN ~ 2b having a mean voltage of -400 to -100 V and a positive
voltage peak value of 10 to 100 V, wherein the density of the protective
film is 2.0 to 2.6 g/cm3. The production process for a magnetic recording
medium according to s the present invention comprises forming a
hydrogenated carbon protective film 



on a disk through a plasma CVD method making use of a reaction gas
containing a hydrocarbon serving as a raw material, which disk comprises a
non-magnetic substrate on which a non-magnetic undercoat film and a
magnetic film are formed, and the protective film has a density of 2.2
g/cm3 or io more. When the hydrogenated carbon protective film is formed,
pulse direct current bias is applied to the disk. The pulse direct-current
bias has a mean voltage of -700 to -150 V, preferably -350 to -150 V, and a
positive voltage peak value of 10 to 100 V, preferably 20 to 75 V. ~s In
the process, a hydrocarbon source is selected from lower saturated
hydrocarbons, lower unsaturated hydrocarbons, and lower cyclic
hydrocarbons. Of these, one or more species are preferably used. The
magnetic recording medium according to the present invention comprises a
non-magnetic substrate on which a non-magnetic undercoat film 2o and a
magnetic film are formed, and   ~19~~ 3 a hydrogenated carbon protective
film which is formed on the magnetic film through a plasma CvD method
making use of a reaction gas containing a hydrocarbon serving as a raw
material, wherein the density of the protective film is 2.2 s g/cm' or
more. The hydrogenated carbon protective film may be formed on the
outermost surface of the magnetic recording medium. The production process
for a magnetic recording medium according to the present invention
comprises forming a to fluorinated carbon protective film on a disk through
a plasma CVD method making use of a reaction gas containing an organic
fluorine compound serving as a raw material, which disk comprises a
non-magnetic substrate on which a non magnetic undercoat film and a
magnetic film are formed, and ~s the protective film has a density of 2.0
to 2.6 g/cm'. When the fluorinated carbon protective film is formed, pulse
direct-current bias is imparted to the disk. The pulse direct-current bias
has a mean voltage of -400 to -100 V, preferably -350 to -100 V, and a
positive voltage peak zo value of 10 to 100 V, preferably 20 to 75 V. In
the process, a lower saturated organic fluorine compound, a lower
unsaturated organic fluorine compound, or both are preferably used as the
organic fluorine compound. The magnetic recording medium according to the
present zs invention comprises a non-magnetic substrate on which a non 



19 JUt~ ~~ 4 magnetic undercoat film and a magnetic film are formed, and a
fluorinated carbon protective film which is formed on the magnetic film
through a plasma CVD method making use of a reaction gas containing an
organic fluorinated compound s serving as a raw material, wherein the
density of the protective film is 2.0 to 2.6 g/cm'. The fluorinated carbon
protective film may be formed on the outermost surface of the magnetic
recording medium. BRIEF DESCRIPTION OF THE DRAWINGS ~o Fig. 1 is a
schematic representation showing a plasma CVD apparatus employed for
carrying out one mode of the production process of a magnetic recording
medium according to the present invention. Fig. 2 is a graph explaining a
positive voltage peak ~s value of pulse direct-current bias. Fig. 3 is a
partial sectional view of an embodiment of a magnetic recording medium
according to the present invention. DESCRIPTION OF THE PREFERRED
EMBODIMENTS 2o Fig. 1 is a schematic representation of a plasma CVD
apparatus serving as a main portion of a production apparatus used for
carrying out one mode of the production process for a magnetic recording
medium according to the present invention. The plasma CVD apparatus
comprises a   Q19 JUN 5 chamber 10 accommodating a disk on which a
protective film is formed; electrodes 11, 11 provided on opposing walls in
the chamber 10 so as to face each other; high-frequency power sources 12,
12 for supplying high-frequency power to s the electrodes 11, 11; a bias
power source 13 which may be connected to the disk in the chamber 10; and
reaction gas supply sources 14 for supplying a reaction gas serving as a
raw material of the protective film, which film is formed on the disk. ~o
The chamber 10 is connected to conduits 15, 15 for feeding reaction gas
from the sources 14 into the chamber 10, and an exhaust pipe 16 for
discharging gas from the chamber 10. The exhaust pipe 16 has a discharge
amount control valve 17, which may control the discharge amount to thereby
~s arbitrarily set the pressure in the chamber 10. Preferred examples of
the high-frequency power sources 12 include a power source which can supply
50 to 2,000 W of power to the electrodes 11 during formation of the
hydrogenated carbon protective film. 2o A pulse direct-current power source
or a high frequency power source may be used for the bias power source 13.
One mode of the production process for a magnetic recording medium
according to the present invention will 25 next be described, taking the
above-described apparatus as   ~ g JUN 2002 an example. 



6 Firstly, by use of a technique su non-magnetic undercoat film and a
successively formed on each surface s substrate, to thereby obtain a disk
D. The non-magnetic substrate may generally used as a substrate for a
medium, and examples thereof include ,ch as sputtering, a magnetic film are
of a non-magnetic be one that is magnetic recording an aluminum alloy
substrate having a NiP-plating film, and a glass or a ~o silicon substrate.
The surface of the non-magnetic substrate is preferably subjected to
texture processing such as mechanical texture processing, and more
preferably the substrate has a mean surface roughness (Ra) of 1 to 20 A.
Preferred examples of the material of the non-magnetic ~s undercoat film
include Cr and Cr alloys such as Cr/Ti, Cr/W, Cr/V, and Cr/Si. Preferred
examples of the material of the magnetic film include Co alloys such as
Co/Cr, Co/Cr/Ta, Co/Cr/Pt, and Co/Cr/Pt/Ta. 2o The thicknesses of the
non-magnetic undercoat film and the magnetic film are preferably 50 to
1,000 A and 50 to 800 A, respectively. Subsequently, the disk D is conveyed
in the chamber 10 of the plasma CVD apparatus. Meanwhile, the reaction gas
2s supplied from the sources 14 is fed through the conduits 15   ,19 JUN
2pp~ 7 into the chamber 10, and the existing gas in the chamber 10 is
discharged through the exhaust pipe 16. Thus, the process gas flows
throughout the chamber 10, and the surfaces of the disk D are exposed to
the gas. 5 In the process, a hydrocarbon-containing gas; for example, a gas
comprising a mixed gas of hydrogen and hydrocarbon as a primary component,
may be used as a reaction gas. In the above mixed gas, the volume ratio of
hydrocarbon ~o to hydrogen is preferably 2:1 to 1:100. As used herein, the
term "primary component" refers to a component that is used in an amount of
90 volt or more. Examples of the above-described hydrocarbon include lower
saturated hydrocarbons, lower unsaturated hydrocarbons, ~s and lower cyclic
hydrocarbons. Of these, one or more species are preferably used. Examples
of lower saturated hydrocarbons include methane, ethane, propane, butane,
and octane. Examples of lower unsaturated hydrocarbons include
isopropylene, 2o ethylene, propylene, butylene, and butadiene. Examples of
lower cyclic hydrocarbons include benzene, toluene, xylene, styrene,
naphthalene, cyclohexane, and cyclohexadiene. As used herein, the term
"lower hydrocarbon" refers to a C1-Clo hydrocarbon. 2s A lower hydrocarbon
is preferably used as a   ~ g J U N 2002 8 hydrocarbon, for the reasons
described below. When the number of carbons in the hydrocarbon is in excess
of the upper limit of the above-described range, the compound becomes
difficult to feed in the form of gas, and the s hydrocarbon hardly
decomposes during discharge, to thereby produce a hydrogenated carbon
protective film containing a large amount of polymer components and having
poor strength. In the production process, the pressure in the chamber 10 is
preferably adjusted to fall within a range of 0.1 to so 10 Pa, by
arbitrarily controlling the gas discharge rate from the chamber 10 by use
of the discharge amount control valve 17. In addition, the flow rate of the
reaction gas is preferably 50 to 500 sccm. Simultaneously, a high-frequency
power, preferably 50 ~s to 2,000 W, is supplied to the electrodes 11 by use
of the high-frequency power sources 12, to thereby generate a plasma in the
chamber. A hydrogenated carbon protective film is formed on each surface of
the disk D through plasma chemical vapor deposition making use of the
above-described zo reaction gas serving as a raw material. 



The thickness of the hydrogenated carbon protective film is 30 to 100 A,
preferably 30 to 75 A. When power is supplied to the electrodes 11, 11, the
phases of power supplied to the electrodes 11, 11 are 25 preferably shifted
from each other. This is because the   ~~ g JUN 2~ 9 rate of film formation
and durability of the protective film may be improved by the phase shift.
The difference between the phases is preferably 90 to 270, more preferably
180 (opposite phase). s When the hydrogenated carbon protective film is
formed, pulse direct-current bias is preferably imparted to the disk D by
use of the bias power source 13. The pulse direct-current bias imparted to
the disk D has a mean voltage of -700 to -150 V, preferably -350 ~o to -150
V. When the mean voltage is below the lower limit of the above range,
plasma impacts against the surface of disk D very strongly to thereby
hinder the activated species of the reaction gas excited by plasma from
depositing on the disk D. ~s As a result, the protective film tends to have
insufficient density and poor sliding durability. In contrast, when the
mean voltage is in excess of the upper limit of the above range, plasma
impacts against the surface of disk D very weakly, and the protective film
tends 2o to have insufficient density and poor sliding durability. The
pulse direct-current bias has a positive voltage peak value; i.e., a peak
value in a positive region of a pulse portion, of 10 to 100 V, preferably
20 to 75 V. When the peak value is below the lower limit of the 25 above
range, a positive bias voltage cannot sufficiently   19 JUN 200 l0 cancel
negative charges accumulated on the surface of the disk D, and deposition
of the activated species on the disk D is hindered. As a result, the
protective film tends to have insufficient density and poor sliding
durability. s In contrast, when the peak value is in excess of the upper
limit of the above range, reverse-sputtering tends to occur on the disk D
and the protective film tends to have 



insufficient density and poor sliding durability. Thus, when the mean
voltage of the pulse direct~o current bias falls within the above range,
the plasma sufficiently impacts against the surface of disk D. In addition,
when the positive voltage peak value falls within the above range, a
positive bias voltage can cancel negative charges accumulated on the
surface of the disk D, and can ~s promote the deposition of the activated
species on the disk D. As a result, the protective film becomes dense and
improves in sliding durability. The above-described direct-current bias has
a frequency of 1 kHz to 100 GHz, preferably 10 kHz to 1 GHz. 2o When the
frequency is below the lower limit of the above range, a positive bias
voltage cannot sufficiently cancel negative charges accumulated on the
surface of the disk D, and deposition of the activated species on the disk
D is hindered. As a result, the protective film tends to zs have
insufficient density. In contrast, when the frequency   ,19 JUN m is in
excess of the upper limit of the above range, reverse sputtering tends to
occur on the surface of the disk D and the protective film tends to have
insufficient density. The above-described direct-current bias has a pulse s
width of 1 ns to 500 ~s, preferably 10 ns to 50 ~s. When the pulse width is
below the lower limit of the above range, a positive bias voltage cannot
sufficiently cancel negative charges accumulated on the surface of the disk
D, and deposition of the activated species on the disk to D is hindered. As
a result, the protective film tends to have insufficient density. In
contrast, when the pulse width is in excess of the upper limit of the above
range, reverse-sputtering tends to occur on the surface of the disk D and
the protective film tends to have insufficient density. ~s As used herein,
the term "positive voltage peak value of pulse direct-current bias" refers
to, for example, a peak value A in a positive region in a pulse portion of
a voltage waveform of a pulse direct-current bias shown by a solid line in
Fig. 2. In this case, a pulse width refers to a 2o width B in the pulse
portion. When the protective film is formed, a high-frequency power source
may be used as the bias power source 13, and instead of pulse
direct-current bias, high-frequency bias may be imparted to the disk. In
this case, the high 



2s frequency power imparted to the disk D is 10 to 300 W,   ,~ 9 JUN 2002
12 preferably 10 to 150 W. In the process, bias may be imparted to the disk
D directly or via an unillustrated disk carrier. The hydrogenated carbon
protective film formed through s the process as above-described has a
density of 2.2 g/cm' or more ( a . g. , 2 . 2 to 2 . 85 g/cm' ) ,
preferably 2 . 2 to 2 . 6 g/cm', more preferably 2.2 to 2.58 g/cm'. The
hydrogenated carbon protective film having the above-described density has
high mechanical strength and ~o excellent sliding durability. The density
of the hydrogenated carbon protective film falls within the above range,
for the reasons described below. When the density is below the lower limit
of the above range, the formed protective film exhibits low ~s durability,
and the produced magnetic recording medium has insufficient durability. One
embodiment of the magnetic recording medium produced through the
above-described production process is shown in Fig. 3. 2o The magnetic
recording medium of the mode comprises a non-magnetic substrate S, a
non-magnetic undercoat film 1, a magnetic film 2, and a hydrogenated carbon
protective film 3, which films are successively formed on the substrate.
The magnetic recording medium comprises no lubrication zs film, and
comprises the hydrogenated carbon protective film   19 JUN 2ppy 13 3 having
a density within the above range, which is formed as the outermost film. In
the production process for the magnetic recording medium according to the
mode, the hydrogenated carbon s protective film is formed through a plasma
CVD method. The thus-formed hydrogenated carbon protective film has a
density of 2.2 g/cm' or more, and exhibits excellent sliding durability and
lubricity. Thus, the magnetic recording medium enables elimination ~o of a
lubrication film which is contained in a conventional magnetic recording
medium. In addition, the thickness of the protective film can be reduced to
thereby produce the magnetic recording medium capable of reducing spacing
loss. Therefore, the production process produces the magnetic ~s recording
medium having excellent durability, wherein recording density can be
sufficiently increased. In addition, the magnetic recording medium enables 



elimination of a lubrication film, and therefore the step for formation of
lubrication film can be omitted in the 2o production process. As a result,
the production process can be simplified to thereby improve production
efficiency and reduce production cost. In the production process for a
magnetic recording medium according to the present invention, a protective
film is may be formed by use of a reaction gas containing as a   19 J U N
2ppZ 14 primary component an organic fluorine compound; for example, the
following organic fluorine compounds. In the process, a lower saturated
organic fluorine compound, a lower unsaturated organic fluorine compound,
or 5 both may be used. Examples of lower saturated organic fluorine
compounds which may be used include tetrafluoromethane (CF4), perf
luoropropane ( C3F8 ) , trif luoromethane ( CHF, ) , and hexaf luoroethane
( CZF6 ) . ~o Examples of lower unsaturated organic fluorine compounds
which may be used include hexaf luoropropene ( C,F6 ) and hexaf
luoro-2-butyne ( C4F6 ) . A lower organic fluorine compound is preferably
used as an organic fluorine compound, for the reasons described ~s below.
When the number of carbons in the organic fluorine compound is in excess of
the upper limit of the above described range (Clo), the compound becomes
difficult to feed in the form of a gas, and the organic fluorine compound
hardly decomposes during discharge, to thereby produce a 2o fluorinated
carbon protective film containing a large amount of polymer components and
having poor strength. A protective film formed by use of an organic
fluorine compound serving as a reaction gas becomes a fluorinated carbon
protective film containing fluorine. 25 The thickness of the fluorinated
carbon protective   ,a s ~uN ~ooz 15 film is 30 to 100 A, preferably 30 to
75 A. When the fluorinated carbon protective film is formed, pulse
direct-current bias is preferably imparted to the disk D by use of the bias
power source 13. s The pulse direct-current bias imparted to the disk D has
a mean voltage of -400 to -100 V, preferably -350 to -100 V. When the mean
voltage is below the lower limit of the 



above range, plasma impacts against the surface of disk D ~o very strongly
to thereby hinder the activated species from depositing on the disk D. As a
result, the protective film tends to have insufficient density and poor
sliding durability. In contrast, when the mean voltage is in excess of the
~s upper limit of the above range, plasma impacts against the surface of
disk D very weakly, and the protective film tends to have insufficient
density and poor sliding durability. The pulse direct-current bias has a
positive voltage peak value of 10 to 100 V, preferably 20 to 75 V. 2o When
the peak value is below the lower limit of the above range, a positive bias
voltage cannot sufficiently cancel negative charges accumulated on the
surface of the disk D, and deposition of the activated species on the disk
D is hindered. As a result, the protective film tends to 2s have
insufficient density and poor sliding durability.   19 JUN 2~2 16 In
contrast, when the peak value is in excess of the upper limit of the above
range, reverse-sputtering tends to occur on the surface of disk D and the
protective film tends to have insufficient density and poor sliding
durability. s The frequency and the pulse width of the above described
pulse direct-current bias may be set to the above described range. When the
protective film is formed, a high-frequency power source may be used as the
bias power source 13, and ~o instead of pulse direct-current bias,
high-frequency bias may be imparted to the disk D. For example, a high
frequency bias of 10 to 300 W may be imparted to the disk D. The
fluorinated carbon protective film formed through the above-described
production process has a density of 2.0 ~s to 2.6 g/cm', preferably 2.0 to
2.3 g/cm', more preferably 2.0 to 2.27 g/cm'. The fluorinated carbon
protective film having the above-described density has high mechanical
strength and excellent sliding durability. zo The density of the
fluorinated carbon protective film falls within the above range, for the
reasons described below. When the density is below the lower limit of the
above range or in excess of the upper limit of the above range, the
protective film exhibits low durability and the 25 produced magnetic
recording medium has insufficient   



,~ g JUN 2002 m durability. In addition, the fluorinated carbon protective
film has a density of more than 2.0 g/cm' and not more than 2.6 g/cm',
preferably more than 2.0 g/cm' and not more than 2.3 s g/cm', more
preferably more than 2.0 g/cm' and not more than 2.27 g/cm'. Fig. 3 is a
schematic representation showing an embodiment of the magnetic recording
medium produced through the above-described production process by use of an
organic ~o fluorine compound. The magnetic recording medium of the
embodiment comprises a non-magnetic substrate S on which a non-magnetic
undercoat film 1 and a magnetic film 2 are formed, and a fluorinated carbon
protective film 3 having a density within the above range serving as the
outermost film. ~s In the production process for the magnetic recording
medium according to the mode, the fluorinated carbon protective has a
density of 2.0 to 2.6 g/cm', and exhibits excellent sliding durability and
lubricity, and thus the magnetic recording medium enables elimination of a
20 lubrication film. In addition, the thickness of the protective film can
be reduced to thereby produce the magnetic recording medium capable of
reducing spacing loss. Therefore, the production process produces a
magnetic recording medium having excellent durability, wherein 2s recording
density can be sufficiently increased.   19 JUN 2002 18 In addition, the
production process may improve production efficiency and reduce production
cost. EXAMPLES The following examples are given to further illustrate s the
present invention. Unless otherwise indicated, a11 parts, percents, ratios
and the like are by weight. Test Examples 1 to 9: An NiP-plated aluminum
alloy substrate (diameter: 95 mm, thickness: 0.8 mm) was subjected to
mechanical texture ~o processing, so as to obtain a mean surface roughness
(Ra) of 10 A. A non-magnetic undercoat film containing a Cr alloy and a
magnetic film containing a Co alloy were successively formed on each
surface of the above-obtained substrate by use of a DC magnetron sputtering
apparatus (Model 3010, ~s product of ANELVA Corporation), to thereby obtain
a disk D. Subsequently, a carbon protective film was formed on the disk D
by use of the plasma CVD apparatus shown in Fig. 1. The apparatus comprises
the bias power source 13 serving as a pulse direct-current power source. 2o
The disk D was conveyed into the chamber 10 of the plasma CVD apparatus,
and a reaction gas was supplied into the chamber 10 from the sources 14. As
is shown in Table 1, a mixed gas of hydrocarbon and hydrogen was used as
the reaction gas. Simultaneously, a high-frequEncy power of 800 W   ,19 JUN
2002 19 (frequency: 13.56 MHz) was supplied to the electrodes 11, so as to
generate plasma, and a hydrogenated carbon protective film having a
thickness of 50 A was formed on each surface of the disk D, to thereby
produce a magnetic recording s medium as shown in Fig. 3. The magnetic
recording medium comprises the substrate S on which the non-magnetic
undercoat film 1 and the magnetic film 2 are formed, and the hydrogenated
carbon protective film 3 serving as the outermost film. ~o When the
protective film was formed, pulse directcurrent bias was imparted to the
disk D by use of the bias power source 13. Table 1 shows the types of the
reaction gas, the respective flow rates, and the mean voltage and the
positive is voltage peak value of the pulse direct-current bias imparted to
the disk D from the bias power source 13. The frequency and the pulse width
of the pulse directcurrent bias were 200 kHz and 500 ns, respectively.
During formation of the protective film, the zo temperature of the disk D
and the rate of film formation were 170C and 370 A/minute, respectively.
The distance between the electrode 11 and the disk D was 30 mm, and the
pressure of the reaction gas in the chamber 10 was 4 Pa. The carbon
protective film in each magnetic recording 25 medium of Test Examples 1 to
9 was subjected to measurement  



19 .JUN 2002 20 of density, and the results are shown in Table 1. The
density was calculated by use of the density of particles obtained through
Rutherford back-scattering analysis and film thickness obtained through
cross section TEM. s The carbon protective film of the magnetic recording
medium was also subjected to hardness measurement, and the results are
shown in Table 1. The hardness was measured by use of a force/displacement
transducer (product of HYSITRON). The magnetic recording medium in each of
Test Examples ~0 1 to 9 was subjected to the CSS test as described below.
In the CSS test, the magnetic recording medium was subjected to 20, 000
cycles of CSS operation by use of an MR head at a rotation rate of 7,200
rpm at 40C and 80~ humidity. Thereafter, the medium was allowed to stand
for one hour, and a dynamic stiction value was measured by use of a CSS
tester. The above CSS operation was carried out according to a cycle of
rising for five seconds, high-speed operation for one second (sliding
operation at the above rotation rate), 2o falling for five seconds, and
parking for one second. The results of the CSS test are shown in Table 1.
In Table 1, the term "Crash" refers to the case where a head crash occurred
during 20,000 cycles of CSS operation in the CSS test.   19 JUN Zpp2 21
Test Examples 10 to 14: The procedure of the above-described test examples
was repeated, except that an organic fluorine compound shown in Table 1 was
used as a reaction gas, to thereby produce a s magnetic recording medium
having a structure similar to that of the medium shown in Fig. 3. The
thus-produced magnetic recording medium was subjected to the
above-described CSS testing. The results are shown in Table 1. During
formation of the protective film, the ~o temperature of the disk D and the
rate of film formation were 170C and 250 A/minute, respectively. 



Test Examples 15 to 17: The procedure of the above-described test examples
was repeated, except that a protective film was formed through 5
sputtering, to thereby produce a magnetic recording medium. The
thus-produced magnetic recording medium was subjected to CSS testing. The
results are shown in Table 1. In Test Example 15, a protective film
containing only carbon was formed. In Test Example 16, nitrogen-containing
2o gas was used for sputtering, to thereby form a protective film
containing nitrogen in an amount of 5 at%. In Test Example 17,
hydrogen-containing gas was used for sputtering, to thereby form a
protective film containing hydrogen in an amount of 10 at%.   Table 1
Reaction gasBiasHydrocarbon or Organic Fluorine Compound Hydrogen Mean
VoltagePositive Voltage Peak Density (g/cm') Hardness (Gpa) Stiction
(-)Type Flow rate (sccm) Flow rate (sccm) (V) Value  (V)Test Ex. 1Iso
rene44143-60751.8819.73CrashTest Ex. 2Isoprene44143-150752.2427.111.06Test
Ex. 3Isoprene44143-320752.3828.031.10Test Ex. 4Iso
rene44143-320502.5629.660.83Test Ex. 5Isoprene44143-500502.8334.092.20Test
Ex. 6Butadiene44143-120752.0720.29CrashTest Ex.
7Butadiene44143-150502.2027.030.99Test Ex.
8Butadiene44143-320752.4128.351.02Test Ex.
9Butadiene44143-320502.5830.020.89Test Ex. 10CF500-60751.8818.21CrashTest
Ex. 11CF500-120752.0022.790.87Test Ex. 12CF500-320752.2724.070.77Test Ex.
13CF500-320502.5825.381.03Test Ex. 14CF500-500502.6420.33CrashTest Ex.
15-----1.7116.83CrashTest Ex. 16-----1.9318.02CrashTest Ex.
17-----2.0y0.18~ 5.27 (In Table 1, "butadiene" refers to 1,3-butadiene.) N
N c z N g N 



19 ~uN 2aa2 23 As is apparent from the results of the CSS test in Table 1,
the magnetic recording medium comprising the hydrogenated carbon protective
film, the film being formed of a mixed gas of hydrocarbon and hydrogen
serving as a s reaction gas and the density of the film being 2.2 g/cm' or
more, exhibits excellent sliding durability even though no lubrication film
is present. Particularly, the magnetic recording medium comprising the
protective film having a density of 2.2 to 2.6 g/cm' has ~o a low stiction
value and exhibits excellent sliding durability. In contrast, the magnetic
recording medium comprising the protective film having a density of less
than 2.2 g/cm' exhibits poor sliding durability. ~s As is also apparent
from the results in Table 1, the magnetic recording medium comprising the
fluorinated carbon protective film, the film being formed of an organic
fluorine compound serving as a reaction gas and the density of the film
being 2.0 to 2.6 g/cm' or more, exhibits 2o excellent sliding durability
despite having no lubrication film. Particularly, the magnetic recording
medium comprising the protective film having a density of 2.0 to 2.3 g/cm'
has a low stiction value and exhibits excellent sliding 2s durability.   1
9 J U N 2002 24 In contrast, the magnetic recording medium comprising the
protective film having a density of less than 2.0 g/cm' or in excess of 2.6
g/cm' exhibits poor sliding durability, for the reason described below.
When the density of the s protective film is in excess of 2.6 g/cm', high
fluorine content in the protective film may lower the hardness of the film.
As a result of comparison between the magnetic recording medium comprising
the fluorinated carbon ~o protective film and the magnetic recording medium
comprising the hydrogenated carbon protective film, the former medium was
found to have a lower ratio of stiction value to density of the protective
film. As is apparent from this fact, when the densities of the protective
films in these two types of ~s magnetic recording medium are the same, the
magnetic recording medium comprising the fluorinated carbon protective film
exhibits more excellent sliding durability. As is described above,
according to the present invention, a protective film having excellent
sliding 2o durability and lubricity can be formed, and thus a magnetic
recording medium without a lubrication film is possible. In addition, the
thickness of the protective film can be reduced to thereby produce a
,magnetic recording medium capable of reducing spacing loss. 2s Therefore,
the present invention provides a magnetic   1 9 JUN 20Q2 25 recording
medium having excellent durability and capable of sufficiently increasing
recording density. In addition, the present invention provides improved
production efficiency and reduced production cost. 



s While the invention has been described in detail and with reference to
specific embodiments thereof, it will be apparent to one skilled in the art
that various changes and modifications can be made therein without
departing from the spirit and scope thereof.   26 CLAIMS ~~ ~ JUH CDO~ 1. A
process for producing a magnetic recording medium comprising forming a
hydrogenated carbon protective film on a disk through a plasma CVD method
using a reaction gas containing a s hydrocarbon serving as a raw material,
wherein during the forming of the carbon protective film, the process
includes supplying a high-frequency power of 50 to 2000W to electrodes and
applying a pulse direct-current bias to the disk with the pulse
direct-current bias having a mean voltage of -700 to -150 V and a positive
voltage peak value of 10 to 100 V, to wherein the disk comprises a
non-magnetic substrate on which a non magnetic undercoat film and a
magnetic film are formed, wherein the formed protective film has a density
of 2.2 g/cm3 or more. 2. A process for producing a magnetic recording
medium according to claim 1, wherein the hydrocarbon source is one or more
is species selected from the group consisting of lower saturated
hydrocarbons, lower unsaturated hydrocarbons, and lower cyclic
hydrocarbons. 3. A magnetic recording medium which comprises a non magnetic
substrate on which a non-magnetic undercoat film and a 2o magnetic film are
formed, and a hydrogenated carbon protective film which is formed on the
magnetic film through a plasma CVD method using a reaction gas containing a
hydrocarbon serving as a raw material, wherein during the forming of the
carbon protective film, a high-frequency power of 50 to 2000W is supplied
to electrodes and a pulse direct-current 2s bias is applied to the disk
with the pulse direct-current bias having a   27 ,' ~ JUN 200 mean voltage
of -700 to -150 V and a positive voltage peak value of 10 to 100 V, wherein
the density of the protective film is 2.2 g/cm3 or more. 4. A magnetic
recording medium according to claim 3, 



wherein the hydrogenated carbon protective film is on the outermost s
surface of the recording medium. 5. A process for producing a magnetic
recording medium which comprises forming a fluorinated carbon protective
film on a disk through a plasma CVD method using a reaction gas containing
an organic fluorine compound as a raw material, wherein during the forming
io of the carbon protective film, the process includes supplying a high
frequency power of 50 to 2000W to electrodes and applying a pulse
direct-current bias to the disk with the pulse direct-current bias having a
mean voltage of -400 to -100 V and a positive voltage peak value of 10 to
100 V, wherein the disk comprises a non-magnetic substrate on which a is
non-magnetic undercoat film and a magnetic film are formed, and the
protective film having a density of 2.0 to 2.6 g/cm3. 6. A process for
producing a magnetic recording medium according to claim 5, wherein the
organic fluorine compound is a lower saturated organic fluorine compound, a
lower unsaturated organic 2o fluorine compound, or mixture thereof. 7. A
magnetic recording medium which comprises a non magnetic substrate on which
a non-magnetic undercoat film and a magnetic film are formed, and a
fluorinated carbon protective film formed on the magnetic film through a
plasma CVD method using a reaction gas 2s containing an organic fluorinated
compound serving as a raw material,   ~~ 9 J~~j ~~y; 28 wherein during the
forming of the carbon protective film, a high-frequency power of 50 to
2000W is supplied to electrodes and a pulse direct-current bias is applied
to the disk with the pulse direct-current bias having a mean voltage of
-400 to -100 V and a positive voltage peak value of 10 to s 100 V, wherein
the density of the protective film is 2.0 to 2.6 g/cm3. 8. A magnetic
recording medium according to claim 7, wherein the fluorinated carbon
protective film is formed on the outermost surface of the magnetic
recording medium. 9. A process for producing a magnetic recording medium io
according to claim 1 or 2, wherein the phases of power supplied to the
electrodes are shifted from each other. 10. A process for producing a
magnetic recording medium according to claim 1 or 2, wherein the
direct-current bias has a frequency of 1 kHz to 100GHz. ~s 11. A process
for producing a magnetic recording medium 



according to claim 1 or 2, wherein the direct-current bias has a pulse
width of 1 ns to 500 ps. 12. A process for producing a magnetic recording
medium according to claim 5 or 6) wherein the phases of power supplied to
the 2o electrodes are shifted from each other. 13. A process for producing
a magnetic recording medium according to claim 5 or 6, wherein the
direct-current bias has a frequency of 1 kHz to 100 Hz.   (~ s uuw ~ 28a
14. A process for producing a magnetic recording medium according to claim
5 or 6, wherein the direct-current bias has a pulse width of 1 ns to 500
~s.
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