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[DESCRIPTION] 

[TITLE OF INVENTION] 

DEVICE AND METHOD FOR POSITIONING FIRST OBJECT IN RELATION TO 

SECOND OBJECT 

[Technical Field] 5 

[0001] 

 The present invention relates to a device and a method for positioning a first 

object in relation to a second object. 

[Background Art] 

[0002] 10 

 For example, for manufacturing semiconductor devices, many bonding 

apparatus such as a mounting device for mounting an electronic component such as a 

semiconductor die on a substrate or another semiconductor die, and a wire bonding 

apparatus for bonding wires to electrodes of a semiconductor die and electrodes of a 

substrate are used.  A bonding apparatus includes a bonding head mounted on an XY 15 

table, a bonding arm attached to the bonding head to move a bonding tool in a vertical 

direction, and a position detection camera attached to the bonding head to detect a 

bonding position of a substrate.  A center line of the bonding tool and an optical axis of 

the position detection camera are disposed a predetermined offset distance from each 

other.  In addition, in many cases, after the optical axis of the position detection camera 20 

is aligned with the bonding position, the bonding head is moved the offset distance to 

move the center line of the bonding tool to the bonding position, thereby performing a 

bonding operation. 

[0003] 

 On the other hand, when the bonding operation is continued, the offset distance 25 
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changes due to a temperature rise.  For this reason, even when the bonding head is 

moved the offset distance after the optical axis of the position detection camera is aligned 

with the bonding position, the center line of the bonding tool may not be at the bonding 

position.  Therefore, a bonding apparatus has been proposed in which positioning 

accuracy is improved by calibrating an offset distance during a bonding operation (for 5 

example, see Patent Literature 1). 

[Citation List] 

[Patent Literature] 

[0004] 

[Patent Literature 1] 10 

 Japanese Patent Laid-Open No. 2001-203234 

[Summary of Invention] 

[Technical Problem] 

[0005] 

 However, in the conventional bonding apparatus described in Patent Literature 1, 15 

it is necessary to move the bonding head to a position of a reference member in order to 

calibrate an offset amount.  In this bonding apparatus, when the bonding head moves, a 

temperature of the bonding head or the like changes and the offset distance also changes, 

and thus there is a problem that positioning accuracy is not sufficient. 

[0006] 20 

 Therefore, the present invention which has an objective to improve positioning 

accuracy of a first object in relation to a second object is provided. 

[Solution to Problem] 

[0007] 

 A device of the present invention is a device for positioning a first object in 25 
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relation to a second object, which is characterized by including: a moving body which 

moves linearly in relation to the second object; a holding unit attached to the moving 

body to hold the first object; a position identifying means which is attached to the 

moving body with a predetermined interval from the holding unit in a moving direction 

of the moving body and identifies a position of the second object; a scale which is 5 

disposed in the moving direction of the moving body and has a plurality of graduations in 

the moving direction; a first position detection unit which is attached to the moving body 

to correspond to the holding unit and detects a position of the holding unit on the basis of 

the graduations; a second position detection unit which is attached to the moving body 

with a predetermined interval from the first position detection unit to correspond to the 10 

position identifying means and detects a position of the graduation on the scale that 

corresponds to the identified position of the second object; and a control unit which 

moves the moving body to a position at which the first position detection unit detects the 

position of the graduation to position the first object in relation to the second object. 

[0008] 15 

 In the device of the present invention, the first object may be a semiconductor 

die, the second object may be a substrate or other semiconductor die on which the 

semiconductor die is mounted, and the device may position the first object at a 

predetermined region of the second object. 

[0009] 20 

 In the device of the present invention, the position identifying means may be a 

camera that optically identifies the position of the second object, and the control unit may 

move the moving body to a first position at which a specific region of the second object 

is within a field of view of the position identifying means, detect the position of the 

graduation on the scale at the first position using the second position detection unit, 25 
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detect a first relative position of the position identifying means in relation to the specific 

region on the basis of an image of the specific region of the second object captured by 

the position identifying means, and calculate a correction amount for correcting a 

position of the moving body when positioning the first object in relation to the second 

object, on the basis of the first relative position. 5 

[0010] 

 The device of the present invention may further include a holding position 

identifying means which is disposed on a holding surface side of the holding unit and 

identifies a second relative position of the first object in relation to the holding surface, 

and the control unit may calculate the correction amount for correcting the position of the 10 

moving body when positioning the first object in relation to the second object, on the 

basis of the second relative position. 

[0011] 

 In the device of the present invention, the control unit may calculate a position 

of a target graduation on the scale on the basis of the correction amount. 15 

[0012] 

 A method for positioning a first object in relation to a second object according to 

the present invention includes steps of: holding the first object using a holding unit; 

moving a moving body provided with the holding unit for holding the first object and a 

position identifying means to a predetermined position; identifying a position of the 20 

second object using the position identifying means attached to the moving body with a 

predetermined interval from the holding unit in a moving direction of the moving body; 

detecting a position of a graduation on a scale that corresponds to the identified position 

of the second object using a second position detection unit attached to the moving body 

with a predetermined interval from the a first position detection unit to correspond to the 25 
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position identifying means; and positioning the first object in relation to the second 

object by reading a graduation on the scale using the first position detection unit disposed 

on the moving body and moving the holding unit to a position for detecting the position 

of the graduation. 

[Advantageous Effects of Invention] 5 

[0013] 

 The present invention can improve positioning accuracy of a first object in 

relation to a second object. 

[Brief Description of Drawings] 

[0014] 10 

 Fig. 1 is a system diagram showing a system configuration of a mounting device 

according to an embodiment. 

 Fig. 2 is an explanatory diagram showing a basic operation when a linear scale 

thermally expands in the mounting device shown in Fig. 1, in which (a) of Fig. 2 shows a 

state at a first position and (b) of Fig. 2 shows a state in which a base is moved such that 15 

a center line of a bonding head-side encoder head is aligned with a position of a 

graduation on the linear scale detected by a camera-side encoder head. 

 Fig. 3 is an explanatory diagram showing a basic operation when the base 

thermally expands in the mounting device shown in Fig. 1, in which (a) of Fig. 3 shows a 

state at the first position and (b) of Fig. 3 shows a state in which the base is moved such 20 

that the center line of the bonding head-side encoder head is aligned with the position of 

the graduation on the linear scale detected by the camera-side encoder head. 

 Fig. 4 is a flowchart showing an operation of the mounting device shown in Fig. 

1. 

 Fig. 5 shows an operation of the mounting device shown in Fig. 4, in which (a) 25 
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of Fig. 5 is an elevational view with the base in the first position, (b) of Fig. 5 is an 

explanatory diagram showing a center position of a bonding tool and a relative position 

of a semiconductor die sucked by the bonding tool, and (c) of Fig. 5 is an explanatory 

diagram showing a field of view of a camera at the first position. 

 Fig. 6 shows an operation of the mounting device shown in Fig. 4, in which (a) 5 

of Fig. 6 is an elevational view showing a state in which the base is moved such that the 

center line of the bonding head-side encoder head is aligned with a position of a 

graduation on the linear scale detected by the camera-side encoder head and (b) of Fig. 6 

is an explanatory diagram showing a positional relationship between the bonding tool 

and an alignment mark of a substrate at that time. 10 

 Fig. 7 is a flowchart showing another operation of the mounting device shown in 

Fig. 1. 

 Fig. 8 is a flowchart showing another operation of the mounting device shown in 

Fig. 1. 

 Fig. 9 shows an operation of the mounting device shown in Fig. 8, in which (a) 15 

of Fig. 9 is an elevational view showing a state in which the base is moved such that the 

center line of the bonding head-side encoder head is aligned with a position of a target 

graduation and (b) of Fig. 9 is an explanatory diagram showing a positional relationship 

between the bonding tool and the alignment mark of the substrate at that time. 

 Fig. 10 is a flowchart showing another operation of the mounting device shown 20 

in Fig. 1. 

[Description of Embodiments] 

[0015] 

 <Configuration of mounting device> 

 Hereinafter, as a device for positioning a first object in relation to a second 25 
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object, a mounting device 100 for mounting a semiconductor die 15 on a substrate 16 or 

the like will be described as an example.  As shown in Fig. 1, the mounting device 100 

of the present embodiment is a device that positions and mounts a semiconductor die 15 

serving as the first object in a predetermined region of the substrate 16 serving as the 

second object or another semiconductor die (not shown) serving as the second object.  5 

The mounting device 100 includes a base 10 serving as a moving body, a bonding head 

20 serving as a holding unit for holding the semiconductor die 15, a camera 25 serving as 

a position identifying means that identifies a position of the substrate 16, a bonding 

head-side encoder head 31 serving as a first position detection unit, a camera-side 

encoder head 32 serving as a second position detection unit, a linear scale 33 having a 10 

plurality of graduations 34, a control unit 50, a lower camera 40, and a bonding stage 13 

which sucks and fixes the substrate 16.  Here, the mounting device 100 may be, for 

example, a flip chip bonding apparatus that mounts the semiconductor die 15 on the 

substrate 16 after inverting the semiconductor die 15, and may be a die bonding 

apparatus that mounts the semiconductor die 15 on the substrate 16 without inverting the 15 

semiconductor die 15. 

[0016] 

 The base 10 is linearly moved in an X direction which is a lateral direction while 

being guided by a guide rail 11 extending in the X direction.  Also, a linear motor 12 for 

driving the base 10 in the X direction is attached to the base 10. 20 

[0017] 

 The bonding head 20 and the camera 25 are attached to the base 10.  The 

bonding head 20 moves a bonding tool 21, which is a mounting tool for vacuum-sucking 

the semiconductor die 15 and bonding the semiconductor die 15 to the substrate 16, in a 

Z direction which is a vertical direction.  Reference numeral 22z in Fig. 1 indicates a Z 25 
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directional center line of the bonding head 20.  Further, since the bonding tool 21 is 

disposed coaxially with the Z directional center line 22z of the bonding head 20, the 

center line 22z is also a line passing through a center of the bonding tool 21.  The 

camera 25 captures and obtains an image of the substrate 16 from above and optically 

identifies the position of the substrate 16.  Reference numeral 26z in Fig. 1 indicates an 5 

optical axis of the camera 25.  The bonding head 20 and the camera 25 are attached to 

the base 10 such that the Z directional center line 22z of the bonding head 20 and the 

optical axis 26z of the camera 25 are a predetermined interval ΔH from each other in the 

X direction which is the moving direction of the base 10.  Here, the predetermined 

interval ΔH is an offset distance. 10 

[0018] 

 The bonding head-side encoder head 31 and the camera-side encoder head 32 

are attached to the base 10.  As shown in Fig. 1, the bonding head-side encoder head 31 

is attached to the base 10 such that a center line 31a thereof is at the same position as the 

Z directional center line 22z of the bonding head 20.  Also, the camera-side encoder 15 

head 32 is attached to the base 10 such that a center line 32a thereof is at the same 

position as a position C of the optical axis 26z of the camera 25.  Therefore, the bonding 

head-side encoder head 31 and the camera-side encoder head 32 are attached to the base 

10 with the predetermined interval ΔH therebetween in the X direction which is the 

moving direction of the base 10. 20 

[0019] 

 The common linear scale 33 extending in the X direction, which is the moving 

direction of the base 10, is disposed at a position facing the bonding head-side encoder 

head 31 and the camera-side encoder head 32.  Graduations 34 are engraved on the 

linear scale 33 at predetermined intervals.  The bonding head-side encoder head 31 and 25 
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the camera-side encoder head 32 optically read the graduations 34 to detect a position on 

the linear scale 33.  Further, the bonding head-side encoder head 31 detects a position of 

the bonding head 20 on the basis of the optically read graduations 34, and the 

camera-side encoder head 32 optically detects the graduations 34 corresponding to the 

identified position of the substrate 16. 5 

[0020] 

 The bonding stage 13 vacuum-sucks the substrate 16. 

[0021] 

 As shown in Fig. 1, the lower camera 40 is disposed at a position slightly away 

from the bonding stage 13, and images the bonding tool 21 and the semiconductor die 15 10 

attached to a lower surface of the bonding tool 21 from below.  The lower camera 40 is 

a holding position identifying means that identifies a relative position of the 

semiconductor die 15 in relation to the lower surface of the bonding tool 21. 

[0022] 

 As shown in Fig. 1, the linear motor 12 and the bonding head 20 are connected 15 

to the control unit 50 and are operated in accordance with commands from the control 

unit 50.  Further, the bonding head-side encoder head 31 and the camera-side encoder 

head 32 are connected to the control unit 50, and data of the detected position of the 

graduation on the linear scale 33 is input to the control unit 50.  Also, the camera 25 and 

the lower camera 40 are also connected to the control unit 50, and images captured by the 20 

camera 25 and the lower camera 40 are input to the control unit 50. 

[0023] 

 The control unit 50 is a computer in which a central processing unit (CPU) that 

performs information processing and a memory that stores operation programs and data 

are included, and the control unit 50 adjusts a position of the base 10 in the X direction. 25 
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[0024] 

 The guide rail 11 and the linear scale 33 of the mounting device 100 shown in 

Fig. 1 can be integrally moved in a Y direction using a Y direction drive mechanism (not 

shown).  The Y direction drive mechanism is connected to the control unit 50 and is 

operated in accordance with commands from the control unit 50.  Also, the Y direction 5 

is a horizontal direction orthogonal to the X direction. 

[0025] 

 Further, although the configuration in which the bonding head-side encoder head 

31 is attached to the base 10 such that the center line 31a thereof is at the same position 

as the Z directional center line 22z of the bonding head 20, and the camera-side encoder 10 

head 32 is attached to the base 10 such that the center line 32a thereof is at the same 

position as the optical axis 26z of the camera 25 has been described in the mounting 

device 100 of the present embodiment, the present invention is not limited thereto.  As 

long as the bonding head-side encoder head 31 and the camera-side encoder head 32 are 

disposed apart from each other with the predetermined interval ΔH therebetween in the X 15 

direction, the bonding head-side encoder head 31 may be disposed near the bonding head 

20, and the camera-side encoder head 32 may be disposed near the camera 25. 

[0026] 

 <Basic operation of mounting device> 

 Next, a basic operation of the mounting device 100 according to the present 20 

embodiment will be described with reference to Figs. 2 and 3.  (a) of Fig. 2 shows a 

case in which the base 10 is at a first position.  Figs. 2 and 3 illustrate that the first 

position is a position at which the position C of the optical axis 26z of the camera 25 

coincides with a center position S of a bonding region which is a specific region of the 

substrate 16, a center position BH of the bonding tool 21 and a center position D of the 25 
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semiconductor die 15 coincide with each other, and the center position D of the

semiconductor die 15 sucked by the bonding tool 21 is on the Z directional center line

22z of the bonding head 20.

[0027]

As shown in (a) of Fig. 2, at the first position, the position C(x, y) of the optical5

axis 26z of the camera 25 coincides with the center position S(x, y) of the bonding region.

At the first position, the center line 32a of the camera-side encoder head 32 is at a

position of an N-th graduation on the linear scale 33. Data indicating that the center

line 32a of the camera-side encoder head 32 is at the position of the N-th graduation on

the linear scale 33 is input to the control unit 50 from the camera-side encoder head 32.10

Next, the control unit 50 moves the base 10 in the X direction using the linear motor 12

shown in Fig. 1. At this time, the control unit 50 detects data of a graduation on the

linear scale 33 using the bonding head-side encoder head 31. Then, the control unit 50

moves the base 10 in the X direction until the graduation on the linear scale 33 detected

by the bonding head-side encoder head 31 reaches the position of the N-th graduation.15

As shown in (b) of Fig. 2, when the graduation on the linear scale 33 detected by the

bonding head-side encoder head 31 reaches the position of the N-th graduation, the

graduation on the linear scale 33 for the center line 22z of the bonding head 20 and the

center position D of the semiconductor die 15 are located at the position of the N-th

graduation, that is, the center position S of the bonding region. In this manner, the20

mounting device 100 of the present embodiment can make the center position D of the

semiconductor die 15 coincide with the center position S of the bonding region.

[0028]

In (a) of Fig. 2 and (b) of Fig. 2, a linear scale 33’ and graduations 34’ indicated

by broken lines show a state in which the linear scale 33 and graduations 34 are25
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thermally expanded. When the linear scale 33 is thermally expanded, the position of the

graduation detected by the camera-side encoder head 32 at the first position is N’. Then,

the control unit 50 moves the base 10 in the X direction until the graduation on the linear

scale 33 detected by the bonding head-side encoder head 31 reaches the position of the

N’-th graduation. Thus, the graduation on the linear scale 33 for the center position D5

of the semiconductor die 15 can be adjusted to the position of the N’-th graduation, that

is, the center position S of the bonding region.

[0029]

As described above, even when the linear scale 33 is thermally expanded, the

mounting device 100 of the present embodiment can adjust the center position D of the10

semiconductor die 15 to the center position S of the bonding region without calibrating

the predetermined interval ΔH which is the offset distance. 

[0030]

(a) of Fig. 3 and (b) of Fig. 3 show a case in which the base 10 is thermally

expanded in the X direction. In (a) of Fig. 3 and (b) of Fig. 3, a semiconductor die 15’,15

a bonding head 20’, a bonding tool 21’, a center line 22z’, a bonding head-side encoder

head 31’, and a center line 31a’ indicated by broken lines show a state in which the

semiconductor die 15, the bonding head 20, the bonding tool 21, the center line 22z, the

bonding head-side encoder head 31, and the center line 31a are thermally expanded. As

shown in (a) of Fig. 3, at the first position, the position C(x, y) of the optical axis 26z of20

the camera 25 coincides with the center position S(x, y) of the bonding region. At the

first position, the center line 32a of the camera-side encoder head 32 is at the position of

the N-th graduation on the linear scale 33. At this time, the center line 22z’ of the

bonding head 20’ is located at a position away from the optical axis 26z of the camera 25

by a predetermined interval ΔH’ in the X direction. 25
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[0031]

As described with reference to (b) of Fig. 2, the control unit 50 moves the base

10 in the X direction until the graduation on the linear scale 33 detected by the bonding

head-side encoder head 31’ reaches the position of the N-th graduation. Then, the

graduation on the linear scale 33 for the center position D of the semiconductor die 15’ is5

located at the position of the N-th graduation, that is, the center position S of the bonding

region. In this manner, even when the base 10 is thermally expanded, the mounting

device 100 of the present embodiment can adjust the center position D of the

semiconductor die 15’ to the center position S of the bonding region without calibrating

the predetermined interval ΔH’ which is the offset distance. 10

[0032]

<Actual operation of mounting device>

The configuration in which, in Figs. 2 and 3, the first position is the position

where the position C(x, y) of the optical axis 26z of the camera 25 coincides with the

center position S(x, y) of the bonding region, the center position BH of the bonding tool15

21 and the center position D of the semiconductor die 15 coincide with each other, and

the center position D of the semiconductor die 15 sucked by the bonding tool 21 is on the

center line 22z of the bonding head 20 has been described. However, actually, at the

first position, there is a deviation between the position C of the optical axis 26z of the

camera 25 and the center position S of the bonding region, and there is also a deviation20

between the center position D of the semiconductor die 15 sucked by the bonding tool 21

and the center position BH of the bonding tool 21. Accordingly, an actual operation (a

method for mounting an electronic component) of the mounting device 100 will be

described next with reference to Figs. 4 to 6.

[0033]25

As shown in step S101 in Fig. 4, the control unit 50 moves the bonding head 20

upward to a wafer holder or an intermediate stage (not shown), causes the bonding tool

21 to suck the semiconductor die 15 to pick up the semiconductor die 15, and holds the

semiconductor die 15 using the bonding tool 21 (a holding step).

[0034]30
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 Next, as shown in step S102 of Fig. 4, the control unit 50 moves the bonding 

head 20 above the lower camera 40, and acquires images of the bonding tool 21 and the 

semiconductor die 15 using the lower camera 40.  At this time, the images of the 

bonding tool 21 and the semiconductor die 15 are captured in a field of view 41 of the 

lower camera 40, as indicated by solid lines in (b) of Fig. 5.  As shown in (b) of Fig. 5, 5 

in the field of view 41, the center position BH(x, y) of the bonding tool 21 and the center 

position D(x, y) of the semiconductor die 15 are deviated from each other by a position 

difference ΔBH(x, y).  Further, in (b) of Fig. 5, reference numerals 22x and 22y indicate 

an X directional center line and a Y directional center line of the bonding head 20.  

Therefore, an intersection of the center line 22x and the center line 22y is the center 10 

position BH(x, y) of the bonding tool 21.  Also, the lower camera 40 images the 

bonding tool 21 from below, and thus, a positive direction of the X axis in the field of 

view 41 thereof is opposite to that of the X axis in a field of view 27 of the camera 25 

shown in (c) of Fig. 5, which images the substrate 16 from above. 

[0035] 15 

 The control unit 50 processes the image shown in (b) of Fig. 5, and detects the 

position difference ΔBH(x, y), which is a second position difference, between the center 

position BH(x, y) of the bonding tool 21 and the center position D(x, y) of the 

semiconductor die 15.  The position difference ΔBH is a second relative position of the 

semiconductor die 15 in relation to the lower surface of the bonding tool 21 which is a 20 

holding surface. 

[0036] 

 Next, as shown in step S103 of Fig. 4, the control unit 50 moves the base 10 to 

the first position in which an alignment mark 17 of the substrate 16 enters the field of 

view 27 of the camera 25 shown in (c) of Fig. 5 (a moving step).  Then, as shown in 25 
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step S104 of Fig. 4, at the first position, the control unit 50 detects a position of the 

graduation on the linear scale 33 by the camera-side encoder head 32.  As shown in (a) 

of Fig. 5, at the first position, since the center line 32a of the camera-side encoder head 

32 is located at a position of the N-th graduation on the linear scale 33, data indicating 

that the center line 32a of the camera-side encoder head 32 is at the position of the N-th 5 

graduation on the linear scale 33 is input to the control unit 50 from the camera-side 

encoder head 32 (a position detecting step). 

[0037] 

 Next, as shown in step S105 of Fig. 4, the control unit 50 acquires an image of 

the bonding region including the alignment mark 17 using the camera 25.  In (c) of Fig. 10 

5, reference numerals 26x and 26y indicate center lines of the field of view 27 orthogonal 

to the optical axis 26z, and an intersection of the X directional center line 26x and the Y 

directional center line 26y is the position C(x, y) of the optical axis 26z of the camera 25.  

In addition, a center of a line connecting the two alignment marks 17 is the center 

position S(x, y) of the bonding region.  The control unit 50 processes the image shown 15 

in (c) of Fig. 5 to detect a position difference ΔC(x, y), which is a first position difference, 

between the position C(x, y) of the optical axis 26z and the center position S(x, y) of the 

bonding region (a position identifying step).  The position difference ΔC is a first 

relative position of the camera 25 in relation to the bonding region which is the specific 

region. 20 

[0038] 

 Next, as shown in step S106 of Fig. 4, the control unit 50 moves the base 10 in 

the X direction using the linear motor 12 shown in Fig. 1.  At this time, the control unit 

50 detects data of a graduation on the linear scale 33 using the bonding head-side 

encoder head 31.  Then, the control unit 50 moves the base 10 in the X direction until 25 
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the graduation on the linear scale 33 detected by the bonding head-side encoder head 31 

reaches the position of the N-th graduation.  As shown in (a) of Fig. 6, when the 

graduation on the linear scale 33 detected by the bonding head-side encoder head 31 

reaches the position of the N-th graduation, the graduation on the linear scale 33 for the 

center position BH(x, y) of the bonding tool 21, which is the same position as the center 5 

line 22z of the bonding head 20, moves to the position of the N-th graduation, that is, the 

position C(x, y) at which the optical axis 26z of the camera 25 was previously located. 

[0039] 

 (b) of Fig. 6 is a diagram showing the center position BH(x, y) of the bonding 

tool 21, the center position S(x, y) of the bonding region, and the center position D(x, y) 10 

of the semiconductor die 15 viewed from above in the state mentioned above.  Also, 

since (b) of Fig. 6 is a diagram viewed from above while (b) of Fig. 5 is a diagram 

viewed from below, the center position D(x, y) of the semiconductor die 15 in (b) of Fig. 

6 is a position that is horizontally inverted from that of (b) of Fig. 5. 

[0040] 15 

 As shown in (b) of Fig. 6, the center position BH(x, y) of the bonding tool 21 is 

located at the position C(x, y) where the optical axis 26z of the camera 25 was previously 

located, and the center position D(x, y) of the semiconductor die 15 is separated leftward 

and downward from the center position BH(x, y) of the bonding tool 21 by the position 

difference ΔBH(x, y).  Also, the center position S(x, y) of the bonding region is 20 

separated leftward and downward from the center position BH(x, y) of the bonding tool 

21 by the position difference ΔC(x, y).  Further, the center position D(x, y) of the 

semiconductor die 15 is located at a position separated rightward and upward from the 

center position S(x, y) of the bonding region by a position difference (ΔC(x, y)-ΔBH(x, 

y)). 25 
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[0041] 

 Therefore, if the position of the center line 22z of the bonding head 20 is moved 

leftward in the X direction by (ΔC(x)-ΔBH(x)) and downward in the Y direction by 

(ΔC(y)-ΔBH(y)), the center position D(x, y) of the semiconductor die 15 will coincide 

with the center position S(x, y) of the bonding region. 5 

[0042] 

 Therefore, as shown in step S107 of Fig. 4, the control unit 50 causes the linear 

motor 12 to move the position of the base 10 leftward in the X direction by (ΔC(x) 

-ΔBH(x)), and causes the Y direction drive mechanism (not shown) to move the position 

of the base 10 downward in the Y direction by (ΔC(y)-ΔBH(y)).  In this way, the control 10 

unit 50 moves the base 10 by the distance corresponding to the position difference ΔC(x, 

y) between the center position S(x, y) of the bonding region and the position C(x, y) of 

the optical axis 26z, and the position difference ΔBH(x, y) between the center position 

BH(x, y) of the bonding tool 21 and the center position D(x, y) of the semiconductor die 

15 (a positioning step). 15 

[0043] 

 Then, the control unit 50 proceeds to step S108 in Fig., 4, and causes the 

bonding head 20 to lower the bonding tool 21, thereby bonding the semiconductor die 15 

onto the substrate 16. 

[0044] 20 

 As described above, the mounting device 100 of the present embodiment can 

perform bonding by adjusting the center position D of the semiconductor die 15 to the 

center position S of the bonding region without calibrating the predetermined interval ΔH 

that is the offset distance. 

[0045] 25 
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 Next, another operation of the mounting device 100 will be described with 

reference to Fig. 7.  The same steps as those described above with reference to Fig. 4 

are denoted by the same reference numerals, and descriptions thereof will be omitted. 

[0046] 

 The operation shown in Fig. 7 shows an operation in the case in which the lower 5 

camera 40 does not detect the position difference ΔBH(x, y) between the center position 

BH(x, y) of the bonding tool 21 and the center position D(x, y) of the semiconductor die 

15.  In this case, as shown in Fig. 7, after the base 10 is moved in step S106 of Fig. 7, 

the control unit 50 moves the base 10 by a distance corresponding to the position 

difference ΔC(x, y) between the center position S(x, y) of the bonding region and the 10 

position C(x, y) of the optical axis 26z, as shown in step S110 in Fig. 7.  That is, the 

control unit 50 causes the linear motor to move the position of the base 10 12 leftward in 

the X direction by (ΔC(x)), and causes the Y direction driving mechanism (not shown) to 

move the position of the base 10 downward in the Y direction by (ΔC(y)). 

[0047] 15 

 Similarly to the operation described above with reference to Fig. 4, this 

operation also enables the bonding to be performed by adjusting the center position D of 

the semiconductor die 15 the center position S of the bonding region without calibrating 

the predetermined interval ΔH that is the offset distance. 

[0048] 20 

 Next, another operation of the mounting device 100 will be described with 

reference to Fig. 8.  First, an operation similar to the operation described with reference 

to Fig. 4 will be briefly described. 

[0049] 

 Steps S201 to S205 shown in Fig. 8 are the same as steps S101 to S105 in Fig. 4.  25 
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This operation is configured such that, in step S206 in Fig. 8, a position of a target 

graduation N2 is calculated by correcting a position of graduation on the linear scale 33 

using the position difference ΔC(x, y) between the center position S(x, y) of the bonding 

region and the position C(x, y) of the optical axis 26z, and the position difference ΔBH(x, 

y) between the center position BH(x, y) of the bonding tool 21 and the center position 5 

D(x, y) of the semiconductor die 15, and then, as shown in step S207 in Fig. 8, the base 

10 is moved such that the center line 31a of the bonding head-side encoder head 31 

comes to the position of the target graduation N2. 

[0050] 

 FIG. 9 shows a state where the center position D(x, y) of the semiconductor die 10 

15 coincides with the center position S(x, y) of the bonding region.  As described above 

with reference to (b) of Fig. 6, when the center position BH(x, y) of the bonding tool 21 

is located at the position C(x, y) where the optical axis 26z of the camera 25 was 

previously located, the center position D(x, y) of the semiconductor die 15 is a position 

separated rightward and upward from the center position S(x, y) of the bonding region by 15 

the position difference (ΔC(x, y)-ΔBH(x, y)).  Therefore, if the center position BH(x, y) 

of the bonding tool 21 is shifted leftward and downward from the position C(x, y) where 

the optical axis 26z of the camera 25 was previously located by position difference (ΔC(x, 

y)-ΔBH(x, y)), the center position D(x, y) of the semiconductor die 15 will coincide with 

the center position S(x, y) of the bonding region. 20 

[0051] 

 Therefore, the control unit 50 calculates the position of the target graduation N2 

obtained by correcting the position of the graduation N on the linear scale 33 for the 

position C(x, y) at which the optical axis 26z of the camera 25 was previously located by 

an amount of graduation corresponding to (ΔC(x)-ΔBH(x)).  Then, as shown in Fig. 9, 25 
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the base 10 is moved to a position where the position of the center line 31a of the

bonding head-side encoder head 31 reaches the position of the target graduation N2, that

is, the position where the position of the graduation on the linear scale 33 detected by the

bonding head-side encoder head 31 reaches the position of the target graduation N2 (a

positioning step). Thus, the center position D(x) of the semiconductor die 15 can5

coincide with the center position S(x) of the bonding region. Here, the difference in

graduation between the position of the graduation N on the linear scale 33 for the

position C(x, y) where the optical axis 26z of the camera 25 was previously located and

the position of the target graduation N2 is a correction amount Px of the position of the

base 10.10

[0052]

Further, at the same time, the control unit 50 moves the base 10 downward in the

Y direction by (ΔC(y)-ΔBH(y)).  Thus, the center position D(x, y) of the semiconductor 

die 15 can coincide with the center position S(x, y) of the bonding region.

[0053]15

According to the operation referring to Fig. 8, since one operation in the X

direction can cause the center position D(x) of the semiconductor die 15 to coincide with

the center position S(x) of the bonding region, positioning can be performed at a higher

speed than that of the operation described with reference to Fig. 4. Further, with this

operation, the bonding can also be performed by adjusting the center position D of the20

semiconductor die 15 to the center position S of the bonding region without calibrating

the predetermined interval ΔH that is the offset distance. 

[0054]

Fig. 10 shows the operation of Fig. 8, in which, similar to the operation shown

in Fig. 7, the lower camera 40 does not detect the position difference ΔBH(x, y) between 25
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the center position BH(x, y) of the bonding tool 21 and the center position D(x, y) of the 

semiconductor die 15. 

[0055] 

 As described above, since the mounting device 100 of the present embodiment 

can perform bonding by adjusting the center position D of the semiconductor die 15 to 5 

the center position S of the bonding region without performing calibration of the 

predetermined interval ΔH that is the offset distance, it is possible to improve the 

bonding accuracy without calibrating the predetermined interval ΔH that is the offset 

distance.  Further, since there is no need to calibrate the offset distance, productivity of 

bonding can be improved. 10 

[0056] 

 Although the embodiment of the present invention has been described using the 

mounting device 100 as an example, the present invention is not limited to a flip chip 

bonding apparatus or a die bonding apparatus, and can be applied to various devices.  

For example, the present invention can be applied to a wire bonding apparatus, an 15 

industrial robot, and a transfer device.  The present invention is not limited to the object 

to be transported or mounted, the size of the object, and the technical field of the object, 

and can be applied to any device. 

[Reference Signs List] 

[0057] 20 

 10 Base 

 11 Guide rail 

 12 Linear motor 

 13 Bonding stage 

 15 Semiconductor die 25 
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 16 Substrate 

 17 Alignment mark 

 20 Bonding head 

 21 Bonding tool 

 22x, 22y, 22z, 31a, 32a Center line 5 

 25 Camera 

 26x X directional center line 

 26y Y directional center line 

 26z Optical axis 

 27 Field of view 10 

 31 Bonding head-side encoder head 

 32 Camera-side encoder head 

 33, 33’ Linear scale 

 34, 34’ Graduation 

 40 Lower camera 15 

 41 Field of view 

 50 Control unit 

 100 Mounting device 

 BH, D, S Center position 

 C Position 20 

 N Position of graduation 

 N2 Position of target graduation 

 ΔBH, ΔC Position difference 

 ΔH Interval 

25 
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[CLAIMS] 

[Claim 1] 

 A device for positioning a first object in relation to a second object, comprising: 

 a moving body which moves linearly in relation to the second object; 

 a holding unit attached to the moving body to hold the first object; 5 

 a position identifying means which is attached to the moving body with a 

predetermined interval from the holding unit in a moving direction of the moving body 

and identifies a position of the second object; 

 a scale which is disposed in the moving direction of the moving body and 

includes a plurality of graduations in the moving direction; 10 

 a first position detection unit which is attached to the moving body to 

correspond to the holding unit and detects a position of the holding unit on the basis of 

the graduations; 

 a second position detection unit which is attached to the moving body with a 

predetermined interval from the first position detection unit to correspond to the position 15 

identifying means and detects a position of the graduation on the scale that corresponds 

to the identified position of the second object; and 

 a control unit which moves the moving body to a position at which the first 

position detection unit detects the position of the graduation to position the first object in 

relation to the second object. 20 

[Claim 2] 

 The device according to claim 1, 

 wherein the first object is a semiconductor die, 

 the second object is a substrate or other semiconductor die on which the 

semiconductor die is mounted, and 25 
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 the device positions the first object at a predetermined region of the second 

object. 

[Claim 3] 

 The device according to claim 1, 

 wherein the position identifying means is a camera that optically identifies the 5 

position of the second object, and 

 the control unit is configured to: 

 move the moving body to a first position at which a specific region of the 

second object is within a field of view of the position identifying means to detect the 

position of the graduation on the scale at the first position using the second position 10 

detection unit, 

 detect a first relative position of the position identifying means in relation to the 

specific region on the basis of an image of the specific region of the second object 

captured by the position identifying means, and 

 calculate a correction amount for correcting a position of the moving body when 15 

positioning the first object in relation to the second object, on the basis of the first 

relative position. 

[Claim 4] 

 The device according to claim 2, 

 wherein the position identifying means is a camera that optically identifies the 20 

position of the second object, and 

 the control unit is configured to: 

 move the moving body to a first position at which a specific region of the 

second object is within a field of view of the position identifying means to detect the 

position of the graduation on the scale at the first position using the second position 25 
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detection unit, 

 detect a first relative position of the position identifying means in relation to the 

specific region on the basis of an image of the specific region of the second object 

captured by the position identifying means, and 

 calculate a correction amount for correcting a position of the moving body when 5 

positioning the first object in relation to the second object, on the basis of the first 

relative position. 

[Claim 5] 

 The device according to any one of claims 1 to 4, further comprising a holding 

position identifying means which is disposed on a holding surface side of the holding 10 

unit and identifies a second relative position of the first object in relation to the holding 

surface, 

 wherein the control unit calculates a correction amount for correcting a position 

of the moving body when positioning the first object in relation to the second object, on 

the basis of the second relative position. 15 

[Claim 6] 

 The device according to claim 3, wherein the control unit calculates a position of 

a target graduation on the scale on the basis of the correction amount. 

[Claim 7] 

 The device according to claim 4, wherein the control unit calculates a position of 20 

a target graduation on the scale on the basis of the correction amount. 

[Claim 8] 

 The device according to claim 5, wherein the control unit calculates a position of 

a target graduation on the scale on the basis of the correction amount. 

[Claim 9] 25 
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 A method for positioning a first object in relation to a second object, comprising 

steps of: 

 holding the first object using a holding unit; 

 moving a moving body provided with the holding unit for holding the first 

object and a position identifying means to a predetermined position; 5 

 identifying a position of the second object using the position identifying means 

attached to the moving body with a predetermined interval from the holding unit in a 

moving direction of the moving body; 

 detecting a position of a graduation on a scale that corresponds to the identified 

position of the second object using a second position detection unit attached to the 10 

moving body with a predetermined interval from a first position detection unit to 

correspond to the position identifying means; and 

 positioning the first object in relation to the second object by reading a 

graduation on the scale using the first position detection unit disposed on the moving 

body and moving the holding unit to a position for detecting the position of the 15 

graduation. 


