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TITLE OF THE INVENTION 
·--

Ink Jet ~ecording Method and Co1or Ink Jet Recording 

Device for Practicing the Same 

· BACKGROUND OF THE INVENTION 

Fie1d of the Inveniton 

This invention re1ates to an ink jet recording 

method.and a co1or ink jet recording device which are 

app1ied -to= copying machines. :fa-cs:bni1es. printers .fer 

image pro.cessing, and other printers in genera1. More 

particu1ar"J:y; it pertains to a scanning. type ink jet 

recording device equipped with a p1ura1 number of · 

recording heads having a p1ural number-of discharge 

ports arrayed in the ~ub-scanning direction and to a 

recording method of said device. 

Related Background Art 

In the prior art, for improvement of gradation 

or density of recorded images, it has been practiced to 

form a piural number of picture elements. for forming 

the image on a recording medium with a plura1 number 

of overlapping ink droplets, ~r for improvement of 

adjacent ·-·'Picture element densities, to shoot a 

plural number of ink droplets at a high density. 

When this is· applied to co1or, there is the advantage· 

that color reproducibility can be improved. 

Further, in the case when the recording medium 

is a transparent fi1m for transmission type OHP (overhead 
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projector), etc.,·the image recorded thereon is required 

'to be increased .in transmission density as a whole. and 

also in this case the above system is effective. 

In these systems. emission of ink drop1ets for 

emitting a plurality of ink drop1ets on one picture 

element is performed by scanning of the recording 

head for p1ural times while the recording medium·is 

fixed as such. Accordingly. scanning for plura1 times 

. corre~ponding to higher densific~tion or scanning-for 

plural times corresponding to th~ ink colors to be 

mixed is required for the recording range per one 

scanning in· scanning type recording, and no.high 

speed ~ecording can be practiced. In other words, 

if a high density image or a co1or image is formed 

for ordinary.printing, a printing time is required 

which is as long as 2-fold to 4-fold of the time 

required for ordinary printing. 

Accordingly, for the purpose of making faster 

even by little the recording speed, ~n order to increase 

the recording range per-one scanning, it ·is effective 

to· enlarge the recording head by formation of a multi­

nozzle,· but since it is limited to make the head 

lengthy, the ratio of shortening -of the printing 

time is little in scanning type ink jet recording. 

In contrast, U.S. Patent 4,320,406 discloses 

a constitution which miniaturizes the head constitution 

itself of a color device by dividing the nozzles 
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(discharge port) of the single recording head itself 

formed i~to a mul.ti-nozzl.e into four nozzle units 

predetermined for different inks, but since the 

recording speed depen.~s on onl.y one recording head·, 

_the ink discharge range of one col.or is reduced to 

great extent, whereby the advantage of the recording 

formed into a mul.ti-nozzl.e wil.1-·be l.ost. 

The present inventors have investigated about 

the prior art and found the-4ol.-a.owing problems. -­

·When image density is ·enhanced or col.or 

formation is effected by scannig for pl.ural. times 

continuousl.y for the recording range to be recorded 

by one scanning, because the picture el.ement is formed 
-

by ink discharge for pl.ural. times, the ink amount per 
·-

one picture el.ement becomes l.arger, and therefore in 

the case of recording medium of wh~ch ink receptive 

amount is l.imited such as fil.m for OHP or one having 
' poor ink absorptivity, the amount or the rate of 

ink absorption is limited, whereby ink may be some­

times overfl.owed from the picture element, resul.ting 

in deterioration of the image gual.ity. 

- Particularly, a pl.ural number of recording 

heads corresponding to the respective inks had a. 
. -

constitution arranged in the scanning direction, 

and therefore in the case when different inks 

were overl.apped, the emission density per unit 

time became greater, whereby the above problem 
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of ink overflow became marked • 

. Generally speaking, recording papers with 

increased ink absorption amount have been known,.and 

recording is possible only on expensive and spe.cific 

converted papers a~d only for iimited recording~ 

However, when users employ another paper or sheet, 

defective recording may be brought about, and in the 

worst case, users sometimes judged that the recording 

head was defective to make the recording head useless. 

~-Anyway, even by use of-a multi-nozzle head, 

because scanning is perform~d for plural tiines by 

·stopping of paper feeding of the recording medium, 

the recording speed cannot be .lQwered, and also, 

when only a recording medium excellent ink absorp­

tivity is used, the disadvantages o~ the users by 

limitation of the recording will be brought about, 

such as the disadvantage of failing to use a diversity 

of recording media • 

.Further, -·as the problem of fixability, boundary 

region, the following facts have been found out, ana 

it has been found that the difference in recording 

characteristics becomes marked when using different 

recording media. 

More specifically, a great difference i:n ink 

absorption ability occurs at the boundary portion of 

the scanning line in overlapped recording, whereby 

density irregularity due to nonuniform ink absorption 
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.is 1iab1e to be generated. 

Also, in the constitution whieh performs 

recording for pl.ura1 times., on the same picture 

element through the same discharge port, irregu~ 
. . 

1arity·in density· and shooting precision between 
--the discharge ports may be sometimes intensified 

to lower the picture element. 

Further, since the ink densities change at 

the same time over the who1e region of the width of ---the discharge port (scanning ~~gion), and therefore 

stretching and shrinkag~ of the recording medium 

accompanied with ink absorption wi11 occur at tlie 

same time, whereby the change amount becomes greater. -­

On the other hand, divide~ recording is a 

system which is to be used for a recording medium 

inferior in absorption characteristic, and even 

after the final. scanning (ink emission), -the 

recorded surf ace cannot be touched before e1apse 

of a certain time. Therefore, the members such-as 

discharge rol1ers, press ro11ers, etc. are required 

to be departed from the above-mention~d recording 

region by the head width or more_, whereby enl.argement 
-of the device or 1owering in paper feeding precision 

may tie brought about. 

Further, the probl.em of stretching and 

shrinkage of the recording medium as mentioned 

above also occurs in divided recording. 
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SUMMARY OF THE ~NVENTION 

The present invention is intended to provide 

an ideal ink jet recording device which has solved 

the problems as des.cribed above in the case of u·si.ng 
.. 

a plural number of recording heads equipped with a 

plural number of discharge ports (also called multi­

nozzle head). 

A first object of the present i~vention is to 

provide an ink jet recording device which can make 

recording speed faster than in-the prior art -arid-can 

improve overlapped recorded image or high density 

recorded image with the so cal1ed multi-nozzle ink 

jet recording head. 

A second object of the present invention is 

to provide a recording method improved-in fixability 

which can also make the enlarged portion in use of 

a plural number of recording heads miniaturized as 

the whole device.· 

.A further object of the present invention in 

cancerling the problems as described above is to 

provide an ink jet recording device which can 

prevent deterio~ation of image quality according 

to inx absorptivity of the recording medium without 

lowering recording speed, and also is capable of 

good recording on a diversity .?f recording media. 

Still an~ther object of the present invention 

is to provide an ink jet recording device which can. 
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perform. pre~erably recording o!.__high speed and high 
.. 

image quality depending on the kind of the recording .. 

-medium by utilizing the advantage of the multi-nozzle 

recording head to the maximum. 

Still other objects of the present invention 

will be understood from the following description. 

Here, representative embodiments of the 

present invention are set forth specified below. 

one embodiment of-the present invention is 

an ink.jet recQrding device comprising: --
a carriag~ having a plural number of ink jet 

recording heads each having a plural number of dis­

charge ports mounted thereon: 

a means for giving recording ink signals to 

the ink disch~rge energy generating elements corres­

ponding to all or a part· of the respective plural 

number of discharge ports of said plural number of 

recording headsf and 

e control means, which increases the number 

of recording heads to be used during recording of 

the recordable region formed by the total sum of 

all the discharge regions of said plural number of 

recording heads from initiation of recording onto a 

recording medium, reducing the number of recording 

heads to be used during recording of said recordable 

region in the recording completion region of the 

recording medium, and has one scan~ing width to be 
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recorded by scanning by the recording head during 

recording as the feeding· pitch·-of the recording medium. 

_ -. Another em~odiment of t·he present invention is 
.. 

·an ink jet recording device which ha~ a plural nu~ber 

of recording heads having discharge ports for discharging 

ink arrayed thereon, and performs recording of images by 

discharging .ink through said discharge·ports accompanied 

with the scanning movement of said plural number of 

recording heads, 

~-- characterized in that-said device has 8"""£irst 

recording head and a second ~ec~rding head provided 

adjacent -to the upstream side and down stream side 

relatively with respect to the conveying direction 

of th~ recording medium,;.~nd arranged in the positional 

relationship with the respective discharge ports not 

overlapping each other in the upstream side region 

and the downstream side region, and a recording 

mode which performs recording so that at least the 

image of first ink droplets on the recording medium 

by the first recording head relatively on the up~tream 

side and the image of the second ink droplets on the 

recording medium by the second recording head relatively 

on the downstream:side may be overalpped with each other. 

More preferably, another embodiment is an ink 

jet recording device which has a plural number of 

recording heads having discharge ports for discharging 

ink arrayed thereon, and performs recording of images · 
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.bY ·discharging ink through said discharge ports· 

accompanied with the scanning movement of said 

plura1·number of recording heads, 

characteri~ed in that each of said plural 

number of recording-· h~ads and at least another of 

said plural numb~r of recor~ing.heads are arranged 

so that said discharge ports arrayed on each may 

not overlap each other in said scanning direction, 

and said device is provided with a paper --feeding means which performs paper feeding with the 

width of the recording regions by said scanning 

movement of the recording.heads arranged so as not 

to overlap each other, and 

a recording signal supplying means which 

supplies recording signals for discharge to the 

-·-respective recording heads of said plural number of 

recording heads corresponding to the paper feeding 

by said paper feeding means • 

. Still another embodiment is an ink jet 

recording device, which has a plural n~mber of 

recording heads, each constituted by arraying a 

plural number of d~scharge ports for discharging 

ink in the sub-scanning direction or a direction 

different from the scanning direc~ion, in the 

scanning direction,. and performs recording of 

images by discharging ink through said discharge 

ports accompanied with the scanning movement of 
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said plural number of recording heads. 

characterized in that said device is' provided 

with a conveying means which conveys the recording 

medium with the width of the equally divided r~gion 

of the recording.~egi~n by scanning of said plural 

number of recording heads per every time of said 

scanning movement, and 

a recording signal supplying means which 

supplies recording signals to.only the discharge --ports predetermined corresponding to said equally 

divided regions in response to said conveying by 

said conveying means. 

There is also provided an ink jet recording 

devic~. which has a recording head constituted by 

arranging a discharge port for discharging ink in 

the sub~scanning direction or a direction different 

from the scanning direction, arranged in the scanning 

direction, and performs recording of images by dis-
.... 

charging ink through said discharge port accompanied 

with the scanning movement of said plural number of 

recording heads. 

characterized in that said device is provided 

with a conveying means which performs conveying the 

recording medium with the width of the equally divided 

region of the recording region by scanning of said 

recording heads per every time of said scanning 

movement. and 
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a recording signal. suppl.ying means which 

suppl.i~d recording·signal.s to only th~ discharge ports 

predetermined corresponding t_9 said equal.ly divided 

regions in response to said conveying by said conveying 

means, · 

In either one of the above inventions, in 

using a plural. number of r~cording heads having· a 

plural. number of discharge ports, the ratio of the 

recording medium moved can be made greater than in 
--- -- - --the prior art, and therefore the recording speed 

can be improved, whereby excel.lent image can be 

formed by util.izing al.l or a part of the pl.ural 

number of discharge ports or a part of the recording 

medium.defined depending on the material, and there­

fore the image qual.ity can be made further stable. 

Al.so, in performing overlapped recording, 

·the recording time can be reduced, and al.so the 

joining portion of images can be made better. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Fig. 1 is a side sectional. view of the ink jet­

recording device according to a first embodiment of 

the present invention: 

Fig. 2 is a block diagram showing the control. 

constitution according to recording of the device 

shown in Fig. 1: 

Figs. 3A and 38 are conceptional views of the 
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recording method in the first embodiment: 

Fig. 4 is a graph showing the .ink absorption 

characteristics of the recording medium: 

· Fig. 5 is an i11ustration showing the image 

evaluations corresponding to the ink densities of 

the recording medium: 

Fig. 6 is an illustration of image blotting -­

of Fig. 6A and Fig. 68: 

Fig. 7 is an illustration of overlapping of 
---- --inks in the e~bodiment of the present invention: 

Fig. 8 is a perspective view showing an ink 

jet cartridge of 4 heads integrated in the second 

embodiment of the present invention: 

Fig. 9A and Fig. 9B are conceptional views 
--

of the recording method in the second embodiment: .. 

Fig. 10 is a perspective view of the.ink 

jet recording device according to the second 

embodiment of the present invention: 

· Figs. llA and llB are conceptional views of 

the recording method in the third embodiment of the 

present invention: 

Fig. 12 is a side sectional view of the ink 

jet recording device according to the fourth embodiment 

of the present. invention: 

'Fig. _13 is a block diagram showing .the 

control constitution according to recording of the 

device shown in Fig. 12: 
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. Fi9. 14A and Fig. 148_~re conceptional views 

of the recording method in the fourth embodiment: 

Fig._ lSA and Fig. 158 are.conceptional views 

showing the recording mode of the prior art, which is 

applicable to the seventh embodiment of the present 

invention: 

Fig. 16 is a perspective view showing the 

ink jet cartridge of 4 heads integrated in the fifth 

embodiment: 

-- Fig. 17 A and Fig. 178 -are conceptional views 

of the recording method in the fifth embodiment: 

Fig. 18 is a perspective view of the ink 

jet recording device according to the fifth embodiment 

of the present invention: 

Fig._19 is· a conceptional view-of the recording 

method in the sixth embodiment of the present invention: 

Fig. 20 is a schematic il.lustration of the 

pertinent portion of the seventh embodiment of the 

present.invention: 

Fig. 21 is a schematic illustration of the 

pertinent portion of the operation panel to be used 

in the seventh embodiment. 

DETAILED DESCRIPTION QF THE PREFERRED EMBODIMENTS 

Referring now to the drawings, the embodiments 

of the present invention are described in detail.. 

Fig. 1 is a side sectiona+ view showing the 
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pr_in:cipal portion. of the ink j.et re·cording device 

according.to an embodiment of the present invention. 

In the-Figures, 1 to 4 are recording heads each having 

64 ink discharge ports, and the ink possage communic.ated 

to these discharge ports has an electrothermai trans­

ducer for generating energy for dischargi119 ink arranged 

therein. Also, the recording heads 1, 2, 3 and 4 are 

recording heads for discharging respectively inks of 

red (R), green (G), blue (B) and black (B), and 
- - --they. are repsectively held on thecarri~ge S. With 

such arrangement, the directions of the discharge 

port array in the respective recording heads forms 

the sub-scanning direction as described below with 

refer~nce to Fig. 3A, and ~hey are arrayed so that 

the recording region by scanning may be the same. 

The carriage 5 is engaged slidably with a 

pair of guide shafts and is also movable in the 

scanning direction (the direction perpendicular 

to the dcawing) by the carriage motor as described 

below. 

The recording heads 1 to 4 are connected 

eiectrically through the carriage to the main 

control section as described below with reference 

to Fig. 2, and otherwise connected to the ink tanks 

of the respective colors at the ink tank portion 7 

by the ink tube bundle 6 corresponding flexibly to 

the movement of the carriage 5 so that ink supply 
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-·· 
.can be done. On the other hand., the recording medium 

8 is conveyed by the conveying roller pair 9 through 

the paper feeding ·guide 10 at a.predetermined.timing 

successively in the arrowhead direction in the Figure 

to the recording portion.. At the recording portion, 

the recording medium 8 is adsorbed through the 

electrostatic attracting force of the adsorption 

conveying belt 11, and adso:tl>tion supporting conveying 

is done while being synchronized with the conveying --roller pair 9 with movement of the belt 11, and the 

medium stops successively at predetermined positions 

to perform recorddng • 

. Fig. 2 is a block diagram sh~wing the recording 

control in the ink jet recording device shown in Fig. 1. 

In the same Figure, SA is the carriage .motor for 

··- driving the carriage 5 through a carriage driving 

mechanism such as belt, pooley, etc., and 20 is the 

head driver for generating discharge signals for the 

respective discharge ports based on the recording 

data supplied from the control section. 30 is the 

paper feeding driving section for driving the 

conveying roller 9 and the adsorption conveying 

belt 11, and is constituted mainly of a ~otor, etc. 

The control section shown ._in -the Figure has 

CPU 100 which practices processing according to 

control of the device while performing giving and 

receiving of the data between the host device or 
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the-respective sections -of the recording device, 

RAMlOOA which becomes the work area in processing 

of CPUlOO, and ROMlOOB which memorizes the processing 
···-·-· 

procedure such as recording actuation, etc. as shown 

in Fig. 3A and Fig. 38. 

Figs. 3A and 38 are conceptional views for 

illustration of the recording· method in the embodiment 

shown in Fig. 1. In Fig. 3A, the recording heads 1 

to ·.4 for discharging respectively the inks of the --respective colors of R, G, B and K are, as mentioned 

above, supported and fixed_ so that the respective 

discharge port arrays 3 may become perpendicular to 

the scanning direction (sub-scanning direction) 

relative to· the both surfaces of the head supporting 

portion 12. 

In-the same Figure, the discharge port array 

13 cannot be seen as it is, but the recording head 

is shown as perspective from the rear thereof. More 
-· 

specifically, the array is made so that the widths 

of the discharge port arrays of the recording head 

(in the Figure, RL=GL=BL=KL) may be connected to one 

another without -gap, and the respective recording 

regions (R, G, B, K) by one scanning becomes con-
-· 

tinuous with the same width. When the recording 

medium is conveyed as described above to the 

recording regions (R, G, B, K), the carriage 5 

scans to initiate recording. 
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The recording medium 8 stops at the position 

of (the first scanning) in Fig. 3A by.the conveying 

roller pair 9 and the adsorption conveying belt 11. 

~his position is under the state where the tip ~ortion 

of the recording medium 8 is in the recording region 
.. 

K, and the recording medium has not reached other 
... 

recording regions R, G, B •.. Therefore, in the first 

head scanning, recording is performed only with the 

K head. --After the first scannin~, the recording 

medium 8 is again conveyed by the conveying roller 

pair 9 and the adsorption conveying belt 11. As is 

apparent from Fig. 3A, the conveying distance PL 

is set the same as the width(RL, GL, BL, KL) of 

the discharge port array. In the second scanning, 

the region recorded in response to the recording 

signal K1 by the head 4 of K ink in the first 

scanning has moved to the B recording region, and 

recordiri.g is performed in response to the recording 

_,, signal B1 with the head 3 of B ink. 

on the other hand, at the port~on conveyed 

newly to the K recording region, recording is per-
-

formed in response to the next recording signa1-x2 
with the head 4 of K ink. Here, since the recording 

., medium 8 has not yet reached the R and G recording 

regions, still no recording is performed with the 

head 1 of R .ink and the head of ·G ink. 
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After the second scanning, the recording 

medium is again conveyed by the PL width. In the 

third scanning, at the portion where recording was 

performed with the. recording signals of B1- and Ki, 
recording in response to the recording signal G1 ls 

done. At the portion where recording was performed 

with the recording signal ic2, recording is done in -­

response to the recording signal B2 with the head 3 

of B ink. Also, at the K recording region, the 

recording signal K3 is recorded with the head 4-of 

K ink. 

After the third scanning, the recording 

medium is similarly conveyed by the Pl width and the 

fourth scanning is performed. In the fourth scanning, 

at the portion where recording was performed in 

response to the recording signals of Kl, Bl, Gl, 

recording is done in response to the-recording 

signal Rl with the head 1 of R ink. Thus, the recording 

medium is successively recorded at every PL width 

with inks of black, ~lue, green and red colors. 

Fig. 3B shows the recording signals of the 

respective he~~s for every head scanning when record­

ing of A4 size is performed with the recording head 

of this embodiment, and at the rear end of the 

recording medium, the recording signals are 

successively lost from the K head. After completion 

of recording of the final scanning, the recording _ . 
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medium 8 i~ discharged out of __ ~he machine. 

Whereas, Fig. 4 shows the ink absorption 

characteristics of recording media_, with square root 

of absorption time ( .[S) being shown on the axis 

of abscissa, and absorption amount of ink (aqueous) 
2 (nl/mm..:.) on the axis of ordinate. It ca~ be under-

stood that, in the coated paper having an ·ink receptive 

layer provided on the surface layer, a large amount of 

ink can be absorbed witliin a short time, while in the --non-coated paper used in this embodiment, initial 

absorption is low and a long time is required for 

absorption of ink. 

Fig. 5 shows the results of examination of 

blotting degree of images when inks of two colors 

are emitted ~nto the recording medium substantially 

simultaneously (sharpness of the boundary portion 

between the inks of two colors) in Table. In ·this 

Table, the mark O shows one which is judged as 

practica1~y useful, the mark ~ one which is slightly 

inferior in image quality and the mark x one which 

is entirely practically unuseful. 

From this experiment~ it can be seen that 
. 

the ink amount which can be recorded within a short 

time 1s 20 nl/mm2 or less .in the non-coated paper and 

25 n1/mm2 or less in the coated paper. This phenomenon 

can be estimated to occur according to the mechanism 

shown in Fig. 6. 
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More specifical.l.y, the ·absorption of ink onto 

paper, as shown in Fig~ 6Amay be considered to be 

effe~ted in the order of contact, coll.ision, dot 

formation, permeation, drying. As .shown in Fig.. 4 , 

in the case of the non-coated paper, in a time of __ 
2 0. 2 rs or shorter, no ink of 11 to 12 .. nl./mm or 

more can be absorbed and therefore, if an ink more 

than that is emitted substantial.l.y simultaneously, 

the ·ink wil.l be overfl.owed and, as shown in Fig. 6B, --the overfl.owed ink is attracted to the adjacent ink 

which has reached previousl.y onto the paper, whereby 

blotting may be considered to· occur at the ~oundary 

portion. 

In contrast, in.the present embodiment, since 

head scanning is performed successiveJ.y·with the 

recording regions for the respective heads being 

separated in one scanning, bl.otting at the boundary 

portion becomes smal.l.er as shown in Fig. 7 • 

. For verifying the effect of this embodiment, 

the record~ng test was performed under the conditions 

shown below and conseguentl.y good recorded images 

with l.ittle blotting at the boundary portion coul.d 

be obtained. In contrast, when recording was per­

formed simultaneousl.y with the arrangement of heads 

being constituted so that the respective head 

recording regions were overlapped with each other 

as in the ink jet recording device in the prior art, 
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_images which were entirely practically useless were 

obtained. 

To describe in detail, ·this embodiment can 

perform recording of 7 colors by use of 4 colors of 

R, G, B, K, and recording was performed on a recording 

medium of A4 size at a recording density of ·360 DPI 

and a driving frequency of 5.4 kHz. For this record­

ing medium, a two-fold paper on which the diameter 

of the ink droplet emitted is expanded to -2-fold is --use a::-
. In this case, because the recording density 

is 360 DPI,_the picture element size becomes.70.56 µm 

square, and the dot diameter embedding the picture 
·-

element as a whole becomes 100.µm. Accordingly, the 

droplet diameter emitted onto the 2-fold paper 

-·- becomes so· µm, namely its volume becomes 65.5 pl. 

When recording is performed under sue~ 

conditions, the plane density of mono-color (one 
2 . 

discharge) becomes 13.2 n1/mm , and the plane density 

·of two colors (two discharges) becomes 26.3 nl/mm2 , 

and when two colors are overl.apped or adjoined at 

the same time as shown in Fig. 5, the image becomes 

bad. 

As is apparent from the above des~ription, 

this embodiment, which has been made to have a 

constitution excluding overl.apping or adjoining 

of two col.ors within a short time, is also effective 
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for a-- recording meidum with poor water -absorption as 

the no~-coated paper. 

Also, ac~ording to the above-mentioned recording 

conditions, since in this embodiment the recording 

region in one scan~ing is divided into 4, and therefore 

scanning for 68 times is required for recording of A4 

size. This means that the scanning ti~s are increased 

only by 3 as compared with the device constitution of 

the ·prior art, thus resulting in substantially no 
- - --lowering in recoraing speed. 

In contrast, for re~ording of the same A4 size, 

·if the recording region is made the same as in the 

prior art and the boundary blotting is prevented by 

overlapping scanning for 4 times at the same position, 

scanning of 260 times which is 4-fold is required. 

Also, for_ example, in the case of recording 

only of K ink, the recording medium may be discharged 

without performing the 66th to 68th scanning, and by 

doing sor there £s no lowering in recording speed at 

all in the case of mono-color recording. 

In the case when the recording medium is a 

transparent film.formed of PET or PET coated with 

an water absorptive material, the present embodiment 

is also effective. 

Further, the present embodiment is effective 

for obtaining recording of higher image quality 

even in the case of a recording medium having ink 
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. a~sorptivity such as the coated paper. 

Fig. 8 is a perspective view sh.owing the second 

embodiment of the present inv!ntion, and this embodi­

ment has a constitution of recording heads corresponding 

to ~ecording of f u11 co1or. That i~, it has recording 

heads lA, 2A, 3A and 4A . corresponding ··to the respective 

.co1ors of ye11ow (Y) I magent~· ( M), b1ack (K) and···· cyan 

( C) • 

Each of these recording heads has 128 discharge 

portscr.trayed in the sub-scanning direction. AliiO, it 

is a recording head of the cartridge type which consti­

tutes integra1ly the ink tanks of the respective co1ors, 

and there.fore when there is no _more ink, the 1'ho1e 

recording head is exchanged with another cartridge. 

When high resolution recording is performed 

as in this embodiment, the positiona1 precision between 

the heads is required to be higher, and by.exchange of 

the head with 4 co1ors integrated as in the head of 

this embodiment, it becomes possib1e to effect strict 

.registration during shipment, and even in a device 

of the head exchange system, high image quality 

recording extracting f u11y the performance of the 

head is - rendered pos1:fible. 

- Figs. 9A and 9B are conceptional views showing 

the recording method by the recording head shown in 

Fig. 8, which are simi1ar to Figs. 3A and JB, 

respectively. 
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This embodiment shows the constitution in which 

recording at a recording density of 600 DPI is performed 

on a 2-fo1d paper. Thus, since the recording density is 

600 DPI, tbe picture e1ement size 42.33 µm is determin.d, 

and simi1ar1y as described above, the drop1et diameter 

becomes 30 µ m and its vo1ume 14. 2 p1. 

As tbe result. the plane density when mono­

co1or, 2 colors, 3 colors and 4 colors are emitted 

over1appingly or adjoiningly become respectively 7.9 

n1/mm2·,- 15.8 n1/mm2 , 23. 7 n1/mm-i and 31.6 nl/mmZ:­

Again, ·as is apparent from Fig. 5, the permissib1e 

range where no blotting of ink'Occurs in this 

embodiment is up to 2 colors. 

Accordingly, as shown in Fig. 9, it becomes 

possible that the recording heads corre-sponding to 2 

colors make the recording regions the same. In the 

case of the same Figure, as shown in Fig. 9A, the 

recording heads 2A and 4A of Mink and c ink.have 

the.same recording regions as the recording beads 

lA and 3A of Y ink and K ink, respectively, and 

recording of A3 size is performed by scan~ing for 

77 times in the ~ata mode as shown in Fig. 9B. 

Fig. 10 is· a perspective view of an ink jet· 

record1ng device which can mount the recording heads 

shown in Fig. 8 and Fig. 9, and the carriage 5 is 

engaged slidably with a pair of guide shafts, and 

makes scanning of the recording re~ions with the 
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recording heads lA. 2A. 3A. 4A_R_~ssible by driving of 

the carriage motor SA. 

Figs._llA and llB are conceptional views showing 

the recording method according to the third embodiment 

of the present invention. As is apparent from Fig. llA. 

the recording head of this embodiment has the respective 

recording heads 1 and ~ corresponding to B ink and K 

ink arranged in the sub-scanning direction with an 

intervai between their discharge port arrays corres-
- - --ponding to the amount of paper feeding. 

More specifically. the recording condition in 

this embodiment is a recording density of 300 DPI. 

and in this case. the droplet volume in the same 

process as in the second embodiment as described 

above is deteJ:'.lllined-as 113 pl. At this time. the 
2 plane density of mono-color ink becomes 15.8 nl/nm • 

This is, as shown in Fig. 5, the range where no 

blotting of image occurs even in the case ··of the 

non-coated paper. but becaus·e it is a value appro-

ximate to the critical value of blotting. blotting 

may also sometimes occur. 

Therefore, by providing an interval correspondi~g 

to the paper feeding amount between the respective 

recording heads. ink absorption is accelerated by 

the time of one scanning and paper feeding. By 

doing so, ink blotting can be surely cancelled. 

The constitution of this embodiment has 
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recording heads each having SQ discharge ports, and 

recording of A4 size .is performed at a head driving 

frequ~ncy of 4 kHz. In this case, ·scanning is per­

formed for 72 times as shown in Fig. ~lB. 

In the embodiments as described above~ .ink 

is discharged by heat energy of electrothermal trans-

ducer, etc., but the discharge energy generation means 

is not limited thereto, as a matter of course. 

. As is apparen·t from the above description, --the reeo---raing regions of each re~ording head in one 

scanning are divided. 

By this, it becomes possible to perform 

recording corresponding to paper feeding and the 

respective recording regions per one scanning. 

As the result, overlapping recording with 

time intervals can be done without lowering the record­

ing speed as a whole, whereby not only image quality 

deterioration such as overlapping recording can be 

prevented, but also it has become possible to 

. correspond to a diversity of recording media. 

In the embodiments as describ~d above, 

.description has been made about the recording method 

and th~ recording device by utilizing the advantage 

of multi-head nozzle to the maximum by changing the 

arrangements of a plural number of recording heads. 

In the latter half of the following embodiments, 

other than the modification examples of the above 
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-·· 
~mbodiments, the device, the recording method which 

can obtain the effects of the present invention while 
- -using the ordinary·arrangement of a plural number of 

recording heads are.to be described. The following 

embodiments have thEf-merit of accomplishing miniaturi­

zation of recording heads than the previous embodiments. 

Fig. 12 is a side sectional view showing the 
. 

principal part of the ink jet recording device according· 

to the fourth embodiment of the present invention. 
- - ....... --- In Fig. 12, description of ·the same constitutions 

as in Fig. 1 is redundant and hence omitted here. In the 

following, only the characteristic constitutions are to 

be described. 

Fig. 12 has recording heads 1 to 4 mounted on 

a carriage in parallel to the scanning direction as 

--shown in Fig. 14. Also, ·to the recording heads 1 to 

4 is connected the control portion shown in Fig. 13. 

Fig. 13 is a block diagram showing the 

recording control in the ink jet recording device 

shown in Fig. 12. In the same Figure, SA is the 

carriage motor for driving the carriage 5 through a 

carriage driving mechanism such as belt, pulley, 

etc., and 200 is the head driver for generating dis­

charge-signals for the respective d~scharge ports 

based on the recording data supplied from the control 

section. 300 is the paper feeding driving section 

for driving the conveying roller 9 and the belt 11, 
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· ) and t-he paper discharge roller pair 16 •· 

The control section 7 sho~ in the Figure has 

CPUlOO which practices processing according to cqntrol 

""ot the·aevice whil.e performing giving and receiying of 

the data between the host device or the respective 

sections of the recording device, RAMlOOA which becomes 

· the work area in processing of CPUlOO, and ROMlOOB which 
. 

memorizes the processing procedure such as recording 

actuation, etc. as shown in Fig. .14A and Fig. 14B. 

· Figs. 14A -·and 14B are dlagrams for illustration 

of the recording method in the embodiment shown in Fig. 

12. In Fig. 14A, the recording heads l to 4 for dis-· 

charging respectively the inks of the respective col.ors 

of R, G, B and K are supported and fixed on the 

carriage 5 so that the respective recording regions 

by scanning ~f the carriage 5 may become the same. 

In the same Figure, the discharge.port arrays 12 to 

15 cannot be seen as they are, but for convenience 

of description, they are shown as perspective from 

above. 

The recording heads 1 to 4 perform recording 

on a recording m~dium by discharging irik through the 

discharge ports 12 to 15 corresponding to the recording 

signals inputted as synchronized with the movement of 

the carriage 5. 

In this embodiment, printing is performed with 

the discharge port arrays 12 to 15 each divided into 
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four recording regions. The four recording reg~ons (1) 

(4) have the width of the width L of the discharge port 

array equally divided into 4, and constituted so that 

recording.may be performed.only with one head in each 

recording region. The recording region (1) performs 

recording with the use of the L/4 width on the paper 

feeding side of the head 4 of IC ink, the recording 

region (2) with the head 3 of B ink, the recording 

region (3) with the head 2 of G ink, and the recording --region (4) with the L/4 width on the paper discharge 

side of the head 1 of R ink. The recording medium 8 

is recorded in the order of K, B, G, R while being 

conveyed for every .. scanning of the carriage 5 with the 

same width of the recording regions equally divided by 

the conveying roller pair 9 and the adsorption conveying 

belt 11. Fig. 14B shows only the recording signals 

_corresponding to the recording regions as described 

above. Also, in the portions not corresponding to 

the recorqing regions of the respective heads, 0 is 

inputted as the non-recording signal. 

Based on the above constitution, in the first 

scanning, recording is done corresponding to the 

recording signal Kl. (signal corresponding to L/4 width} 

with the head 4 of IC ink. Then, paper feeding of L/4 

width is done, ~nd the portion where recording of the 

signal Kl is done in the first scanning proceeds to __ 

the recording region (2) and is recorded overlappingiy 
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by the recording signal Bl (B component on the same 

line as Kl) wit~ the bead 3 of B ink. At the same 
-

time, recording of the recording signa1 K2 (K com-

ponent of the 1ine subsequent to Kl) is done with the 

bead of the recor~ing region (1). After the second 

scanning, the recording medium, after paper ~eeding 

of L/4 width, transfers to the third scanning·.. In 

the third scanning, recording of K3, B2, Gl is practiced 

in_ the ~espective ~ecording reg~ons silqi1ar1y. Further, --
in the_fourth scanning, recordd.ng of K4, BJ, G2, R2 is 

practiced, and on" the first l.ine of the recording 

medium.is formed a color image according to the 

recording signals of Kl, Bl, Gl, Rl._ Thus, by carriage 

sc~nning (color recording in response to recording 
--· 

signals) and paper feeding of L/4, .co1or images are 

successively formed. 

In this e~bodiment, since the recording region 

is divided into 4, scanning corresponding to 3 times 

becomes necessary as superf 1uous scanning as compared 

with the prior art. After completion of a11 scanning, 

the recording medium 8 is discharged out of the machine 

by the __ paper discharge roller ·pair 16.. The function 

of the paper discharge roller 16 is stabilization 

(aiding of adsorption.conveying belt, p~otection 

of unnecessary force applied from outside of the 

machine) of the recording medium at the recording 

section and discharging of the terminal end. 
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Now, as shown.in Fig. 4, Fig. 5, depending ~n 

the .reco~ding medium, the" amount of ink absorbes differs 

greatly·. Accord-ingly, it is preferable to change the 

amount of ink discharge according to the recording· 

medium. This has not been done at all in the prior ~~t. 

In the present invention, from this experiment, the 

ratio of divided use of the recording heads is determined 

so that the ink amount which can be recorded within a 

short time may become. 20 nl/mm2 or less in the non-
- -· .,,,_.. 

coated paper and 25 nl/mm2 or less in the coated paper. 

To describe again, the absorption of ink onto 

paper, as shown in Fig. 6A may be considered t~ be 

effected in the order of con.tact, collision, dot 

formation, permeation, drying. As shown in Fig. 4, 

in the case of the non-coated paper, in a time of 

0.2 s or shorter, no ink of 11 to 12 nl/imn2 or more 

can be absorbed and therefore, ink is discharged in 

an amount smaller than this range. Accordingly, ··in 

the pres~nt invention, such problem can be prevented 

that the ink will be overflowed a~d, as shown in Fig. 

6B, the overflowed ink is attracted to the adjacent 

ink which has reached previously onto the paper, 

whereby blotting occurs at the boundary portion. 

In short, in the present embodiment, since 

head scanning is performed successively with the 

recording regions for the respective heads being 

adequately separated depending on the recording 
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medium in one. scanning. blotting at.the boundary 

· portion as shown in Fig. 7 can be reduced to great 

extent. 

For verifying the effect of this embodiment. 

the recording test was ·performed under the.conditions 

·shown below and consequently good recorded images little 

blotting at the boundary portion could be obtained. In 

contrast, when recording was performed simultaneously 

with the arrangement of heads being constituted so --·-- -- - --
that the respective head.reco~ding regions were over­

lapped with each other as in the ink jet recording 

device in the prior art, ~ges which were entirely 

practically useless were obtained. 

·· To describe in detail., this embodiment can 

perform recording of 7 col.ors by use of 4 colors of 

R. G, B, K, and recording was performed on a· recording 

medium of A4 size at a recording density of 360. 'DPI 

and a driving frequency of 5.4 kHz •. For this recording 

medium. a two-fol.d paper on which the diameter of the 

ink droplet emitted is expanded to. 2-fol.d is used. 

In this case, because the recording density 

is 360 DPI, the picture el.ement size becomes 70.56 µm 

square, and the dot diameter embedding the picture 

el.ement as a whol.e becomes 100 µm. ··· Accordingl.y, the 

droplet diameter emitted onto the 2-fold paper becomes 

50)A'm. namel.y its vol.ume becomes 65.5 pl.. 

When recording is performed under such conditions. 
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the plane density of mono-color (one discharge)- becomes 

13. 2 nl/nun2 • and the plane densi ty-·of two colors (two 

discharges) becomes 26.3 nl/mm2 , and when two colors 

are overlapped or adjoined at the same time as shown 

in Fig. 5, the image ~ec~mes bad. 

Also, as in the constitution of the prior.art 

·shown in Figs. 15A and.lSB, when recording is performed 

without dividing the recording region so that paper 

feeding may be performed per every carriage scanning --.. 
for 4 times, because the recording mediµm 8 contacts 

the paper discharge roller pair 16 immediately after 

~nk emission of the fourth color, image disturbance 

will occur by the contact onto the paper discharge 

roller. _ For this reason, as shown by the broken line 

in Fig. 12, it becomes necessary to constitute the 

paper discharge roller pair with the width L of the 

discharge port array or longer apart from the recording 

section, whereby the device becomes enlarged and also 

the aiding effect for the conveying belt 11 (stabi­

lization of the recording medium) is also lowered 

to make it necessary to expand the opposed distance 

between the head and the recording medium, resulting 

in deterioration of the shooting precision of ink. 

In contrast. since this embodiment is a con­

stitution such that the recording medium reaches the 

paper discharg~ rol~er after scanning for 3 times on 

completion of all reco~ing of-the ·first portion, the 
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image fixing is stabilized during this period and no 

image disturbance will occur. 

Also, for example, in the case of recording 

only of K ink, recording may be performed in the whole 

head region, and paper feeding may be done with L width, 

whereby the recording speed can be made greater in the 

case of mono-color recording·~ 

In the case when the recording medium is a 

transparent film formed of PET or PET coated with an - - - --
water_ absorptive materia1, the present embodiment is 

also effective. 

Also, the present embodiment is effective for 

obtaining recording of higher image quality even in 

the case of a recording medium having ink absorptivity 

such as the coated paper. 

Further, even in the case of performing mono-

·co1or recording with one mu1ti-nozzle head, there is 

the effect in making the image qua1ity higher similarly 

as in the present embodiment. That is, by use of a 

head with discharge amount set sma11 so _that the same 

picture element may be formed with two ink droplets, 

by recording ink of the same color with divided nozz1es, 

the image deterioration by connection of the ink in the 

nozzle arr~y ·direction can be reduced. Thus, the emission 

of ink of the same color divided each into 6.6 nl/nun2 , 

with the droplet volume being made about half under 

the same conditions as in the present embodiment, further 
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higher image __ qua1ity can be accomp1ished. A1sQ, with 

the discharge amount being made the same as in the 

present embodiment, by emission of ink of the same 

. co1or in doub1e amount without b1otting, high density 

recording becomes possib1e. 

Fig. 16 is a perspective view showing the fifth 

embodiment of the present invention, and t~is embodiment 

has a constitution of recording heads corresponding to 

recording of £u11.co1or. That is, it has recording heads 
- - --

lA, 2A, 3A and 4A corresponding to the respective co1ors 

or ye11ow .(Y), magenta (M), black (K) and cyan (C). 

Each of these recording heads has 128 discharge 
- . 

ports arrayed in the sub-scanning direction. Also, it 

is a recording head of the cartridge type which constitutes 

integra11y the ink tanks of the respective colors,-and 

therefore when there is no more ink, the whole recording 

head is exchanged with another cartridge. 

When high resolution recording is performed as 

in this e~bodiment, the positional precision between the 

heads is required to be higher, and by exchange of the 

head with 4 colors integrated as in the head· of this 

embodiment, it becomes possible to effect strict 

registration during shipment, and even in a device 

of the head exchange system, high image quality 

recording extracting fully the performance of the 

head is rendered possible. 
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Figs. 17A and 178 are conceptional views showing 

the recording method by the recording head shown in Fig. 16 

which are similar to Figs. 14A and 148, respectively. 

This embodiment shows the constitution in which 

· recording at a recording density of 600 DPI is performed 

on a 2-fold paper. Thus, since the recording density if 

600 DPI, the picture element size 42.33.)llll is determined, 

and similarly as described above, the droplet diamter 

become--3D,wo and it·s ·volume -14.l- pl. --
. As the result, the plane density when mono-color, 

2 colors..-J colors and. 4 colors are emitted overlappingly 

or adjoiningly become respectively 7.9nl/mm2 , 15.8 nl/mm2 

23.7 nl/mm2 and 31.6 nl/mrn2. Again, -as is apparent from 

Fig. 5, the ·permissible range where no blotting or ink 

occurs in this embodiment is up to 2 colors.· 

Accordingly, a~ shown in Fig. 17A, it becomes 

possible that the recording heads corresponding to 2 colors 

make the recording regions ~he same. 'That is, the , 
recording"heads 2A and 4A of M ink and C ink have the same 

~ecording regions as the recording heads lA and 3A of Y 

ink and K ink, respectively, and recording of A3 size is 

performed by scanning for 153 times in .. the data mode as 

shown in Fig. 17B. 

Fig. 18. is a perspective view of an ink jet 

recording device which can mount the recording heads shown 

in Fig. 16 and Fig. 17, and the carriage 5 is engaged 

slidably with a pair of guide shafts, and makes ·scanning 
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•.. 

of ·the.recording regions with the recording heads lA, 2A, 

3A, 4A possible by driving of the carriage motor SA. 

Thus, the number of the recording regions divided 

can be set as desired, and this sett~ng is done by 

varying the paper feeding amount and the recording signal 

supplied to the recording heads in the control constitution 

shown in Fig. 13. By doing so, the method can correspond 

to recording media inferior in ink absorption character-

istic, such as plain paper or transparent paper for OHP, 
--·-- -- - --

.whereby recording media can be diversified. 

Am~ng plain papers, some are also poor in color 

formability of ink, and it may be sometimes necessary to 

increase the density, particularly in the case of record-
. . 

ing with a mono-color ink. ·1n this case, for example, 

the discharge ports of the re.cording head of K ink are 

divided into two, and the same recording as in the 

constitution shown.in Fig. 17A is· practices. The 

recording signals at this time are shown below. 

Head scanning ·1 2 3 150 151 152 153 

K(2) region 

_According to this embodiment, it becomes possible 

to diversify the recording media by diversifying of the 

recording mode. Also, although image deterioration 

through the difference in shooting precision, discharged 

amount, etc. existing between the discharge ports is 

intensified by overlapping recording with the same ports, 
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·it will not b~ intensified in overlapping recordi~g by use 

·of divided discharge ports, but alleviated in most cases. 

Fig. 19 is a conceptional view of the recording 

method according to the seventh embodiment of the present 

invention. 

This embodiment has a constitution tekan in the 

case of low recording density, ·and in this case, because 

the ink density of mono-color becomes higher, the 

possibility of blotting between the scanning liries becomes --
higher. 

The recording medium to be used in this embodiment 

is a film for transmission type OHP, and in this case, 

since the projected light transmits the transparent film 

only once, and therefore absorption with the dye becomes 

smal~er, whereby contrast of the projected image can be 

obtained with difficulty. For this reason, a thick ink 

receptive layer (opaque) is provided on a film such as PET, 

etc., whereby ink absorptivity can be improved, and . . 

therefore.by performing recording with 4 divided recording 

regions, recording of high density_without blotting 

becomes possible. 

For recording in this embodiment, inks of two 

cQlors of R and K were employed, and two heads having 50 

discharge ports were arrayed in the-scanning direction. 

Recording of A4 size was performed at a recording density 

300 DPI and a driving frequency of 4kHz. 

As the result, the picture element s-ize became 
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84. 67 .>Jm square, the picture el.ement·dot diameter 120 nm, 

·the d·roplet diameter 60 nm, the dropl.et vol.ume 113 pl, 

·the mono-color ink plane density lS.8 nl/mm2, and two-color 

. ink pl.ane density 31.6 nl/mm2 • ' 

The recording signals in the recording method 

. shown in Fig • 19 are shown in the fol.lowing Tabl.e. 

Head scanning·l 2 3:;. 4 s 6 -., 8 9 

K(4) region 0 0 0 0 0 0 0 0 0 

.I(( 3) region 0 0 .Kl. K2 K3 K4 KS K6 K7..-... .. 
K( 2) regi~n 0 0 0 0 0 0 0 () 0 ... 
K(l) region Kl K2 K3 K4 KS K6 K7 KS K9 

K(4) region 0 0 0 Rl R2 R3 R4 RS R6 

K(3) region 0 0 - 0 o· 0 0 0 0 0 

K(2) region 0 Rl R2 R3 R4 RS R6 R7 RB . . . 
K(l) region 0 0 0 0 0 0 0 0 0 

As described above, when overlapping recording 

is performed with inks of pl.ural. col.ors, the emission 

amount of "inks wil.l. become very high in density, an~ 

therefore in the system as in the prior art wherein 

recording of the next line is commenced with paper feeding 

per every completion of scanning f~r plural times, the 

differ~nce in ink receptive amount between the ;Lines 

becomes greater. As the result, image deterioration 

(density nonuniformity) of the joint which may be 

considered to be caused to the change in absorption 

phenomenon of ink of the next line is l.iabl.e to be 

...:.:.... 
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. generated at the boundary portion be·tween scanning lines, 

whereby blotting of the previous line toward the paper 

feeding direction is great. 

In contrasts, in the seventh embod~ment as 

described above, since the ink receptive amount changes 

gradually per every line,· such troub1e becomes l.ittle. 

Also, as the problem caused by increase of ink 

amount, there may sometimes.occur waving phenomenon of 

paper dne to swel1ing, stretching and shrinkage b¥-ink 

reception of the paper, but in the present embodiment, 
-

sine~ the region which has become to have the maximum ink 
' 

density within the same time has become smaller as 

compared·with the prior art exampl,e as described above, 

there is also the effect that waving is suppressed. 

Accordingly, it is not necessary to expand specially the 

.interval between the head and the recording medium, whereby 

shooting precision is more excellent than the prior art 

example to improve image quality. 

As is apparent from the above description, 

according to the plural number of recording heads, 

recording medium is conveyed with only the width of the 

recording divided in-every one scanning, and recording 

is performed only with the predetermined discharge ports 

corresponding to the recording regions in response to 

such conveyance. 

As the result, as compar~~ with separate recording 

for the respective colors with the whole head width 
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without division of the recording region, the ink emission 

region or one scanning can be made narrower substantially 

without increasing the scanning times, and theref9+e 

cockling which is the waving phenomenon of recording 
.. 

medium can be made 1ittle. A1so, since the paper 

discharge portion can be made .. shorter, miniaturizatior.i 

of the main body has been rendered possible. 

Further, as compared with overlapping recording -·of 

the recordiag region over the-who1e bead width, tifte width 

of the region reaching tt\~ ___ maximum density at the same 

time can be made narrower substantially without increasing 

the scanning_ times, and therefore cockling can be made 

little, arid also the difference in ink receiving ability 
.. 

during emission.between the scanning lines can be made 

little, whereby the density uniformity at the line 

boundary portion bas become better. Also, since 

overlapping emissions are done through separate discharge 

ports, the density irregularity due to the difference in 

discharge.port precision is alleviated. Also, in 

performing overlapping recording·, the recording time can 

be reduced, and otherwise the joint between the images can 

be made-better. 

- Further, in addition, a desirable 

diversity of record~ng can be provided to users, whereby 
··-

it has become possible to perform.good recording on a 

diversity of recording.media. 
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Fig.· 20 shows the basicschematic view of· the 

device for obtaining the optimum recording speed 

improvement ratio after having obtained higher density 

or higher image quality by partial use of the respective 

heads of the present invention. 

400 is a means for detecting automatically or 

manually the material of the recording medium (difference 

in materials, including paper or resin sheet or converted 

paper, s.emiconverted-paper, ...those with great ink-absorption ..;.;;._. 

amount,. plain paper A, B, C: see Fig. 21), and as the 

automati~iscrimination, various known discrimination 

methods such as light transmission, attachment of different 

marks according to the respective materials and 

discrimination thereof, etc. can be utilized. 500 is a 

means for determining the number for the total number 

M of the discharge ports of each recording head, and in 

this embodiment, the divided ratio n of tbe tota1 number 

M is determined in the present embodiment. Specifically, 

the m~ans·soo has determined which one of the groups Gl · 

---. to GS (Gl to G8 are groups each having 8 discharge ports) 

suited for recording of the recording 

heads l·, 2, 3, 4 suitable for the material of the 

record~ng material should be used. According to.the 

specific example of the present embodiment, also by 

referring to Fig. 21, the ink absorption amount is large 

to the extent which requires no divided uses for 

converted paper with large ink absorption amount, 
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and_ tperefore no divided driving may-·be practiced, but 

recording speed wi11 be thereby 1owered. For this reason, 

for utii~zing the effect of the present invention, n may 

be preferab1y 2 or more. For the ratio n, with the. 

discrimination result of semi-converted paper, plain ~aper 
.. 

A, n=2 is emp1oyed, and recording of the embodiment 

shown in Figs. l 7A, l 7B as described above is practiced. 

On the other hand, with the discrimination result of plain 

paper B~ n=4 is emp1oyed, and recording of the embodiment --
a ·shown-in Fig. 19 is practiced. Further, for p1ain paper 

C or OHP sheet, n=8 is employed,· and.group Gl units with 

one scanning width of discharge ports 8 are pra~ticed 

as in the above-mentioned embodiment. 

~ 600 is a recording.head driving means, and the 

recording signa1 imparting regions which are the discharge 

ports to be used for the recording heads 1, 2, 3, 4 are 

determined and driven on the basis of the ratio n 

determined by the above-mentioned determining means 500 •· 

700 is a recording medium conveying means, and for the 

printable regions x at all the discharge ports of the 

recording head, the conveying amount x/n of one scanning 

unit is determined on the basic of the ratio n determined 

by the determining means 500, and the pitch with respect 

to the recording medium conveying direction which is the 

sub~scanning in the recording mode determined is 

continued to be delivered each by x/n.-

With the constitution shown in Fig. 20, 
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·regardless of. the kind -of the recording medium, ink jet 

·recording of good quality and high speed can be surely 

performed. 

Fig. 21 shows the display panel 800 by whicn the 

operator determines the division ratio n fo~ conveying 

·the abovementioned recording heads corresponding to the 

recording medium to be employed. 801 is the key for 
.-

converted paper, and by tu;ning on the key, the recording 

mode de111cribed in Fig. 21 i~e_!:. Similarly, 80l.,.is the 

key for ·semi-converted paper,.plain paper A, 803 the key 

for plain paper B, and 804 the key for plain paper c or 

sheet for OHP. 805 displays_ the total discharge port 

number M of the recording head, and in this embodiment 

represents 64. 806 displays during print or the print 

switch of operation. 

Even if the constitution may be made as shown 

in the operational panel of Fig. 21 in which the· ~perator 

can simply determine and employ the recording mode of 

the present invention, the effects of the present invention 

can be fully obtained. The all discharge port utilization 

mode of the key 801 is not required in practice as a 

m~tter 9f .course, but may be also provided for practicing 

various kinds of recording systems. 

The numerical values in the --foregoing embodiments 

are not of course limiting conditions for the present 

invention, and the precision of the present invention · 

is enough even if the number of discharge ports to be 
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of the ·total number of discharge ports. 

The present invention brings about excellent 

"effects particularly in recording heads, recordin.g devices 

of the bubble jet sy~te~ among the ink jet recording 

systems. 

Its represent~tive constitutions- and principles 

should be preferably those by use of the basic principle 

disclosed in U.S. Patents 4723129 and 4740796. This --
system is applicable to either of the so called on-demand 

type and continuous type, but particularly in the case 

of the on-demand type, it is effective, because by 

applying at least one driv~ng s;gnal which gives abrupt 

temperature elevation exceeding nuclear boiling to the 

electrothermal transducers arranged corresponding to 

the sheets or liquid passages on which liquid (ink-) is 

held, heat energy can be generated in the electrothermal 

transducers to effect film boiling on the heat-acting 

surface 0£ the recording head, and consequently form 

bubbles within the liquid (ink) corresponding one by 

one to the driving signal. Even if the liquid (ink) 
.. 

may be discharged through opening for discharge by 

growth,. shrinkage of the bubbles, at least one droplet 

will be formed. By making the driving signal shaped 

in pulse, instant~y growth and shrinkage of the bubble 

are effected adequately, whereby discharge of liquid 

(ink).particuiarly excellent in response ch~racteristic 
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can be more preferably accomplished. As the pulse-shaped 

driving signal, those as described in u.-s. Patents 

4463359 and 4345262 are suitable. Further recording 

can be performed by employment of the conditions disclosed 

in U.S. Patent 4313124 concerning the temperature 

elevation ratio of the above-mentioned heat-acting 

surface. 

As the constitution of the recording ~ead, in 

addition to the combined constitution of ~ischarge_port, --
liquid passage, electrothermal t~ansducer as disclosed 

in the respective specifications as mentioned above 

(linear liquid passage or right angle liquid passage), 

the constitutions by use of U.S. Patents. 4558333 and 

445960G· disclosing the constitution in which the heat-

acting portion is arranged in a flexed region are also 

included within the present invention. In addition, 

the present invention is also effective even if the 

constitution may be made one based on the constitution 

disclosed- in. Japanese Laid-Open Patent Appl.ication 

No. 59-123670 which discloses the constitution comprising 

a slit common to a pl.ural number of electrothermal 

transducers as the d~scharge portion of the electrothermal 

transducers or the constitution Japanese Laid-Open 

Patent App_lication No. 59-138461 which discloses the 

constitution comprising opening for absorbing the 

pressure wave of heat energy corresponding to the 

discharge portion. 



- 47 

In addition, the present invention is also 

"effective for the case of using a recording head of the 

freely exchangeable chip type which enables electrical 

connection to the main device or feeding of ink from 

the main device by mounting onto the main device, or 

a recording head of the cartridge type integrally 

provided on the recording head itself. 

Also, addition of restoration means, preliminary 

aiding means, etc. to the recording head is provided --
as the constitution of the recording device of the 

present invention is preferable, because the effect.s 

of the present invention can be further stabilized •. 

Specific examples of such means may include, for recording 

heads, capping means, cleaning means, pressurization 

or suction means, preliminary heating means such as 

electrothermal transducer or heating element separate 

from this or combination of these, and it is also 

effective for performing stable recording to practice 

a preliminary discharge mode which performs discharging 

separately from recording. 

Further, as the recording mode of the recording 

device, not only·· the recording mode only of the main 

color such as black, etc., but also the recording head 

can be constituted integrally or according to a 

combination of ._plural number, and the present invention 

is-.extremely effective also for a device equipped with 

at least one of complex colors with·different colors. 
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or ful.J. col.ors by color mixing. -· 

The pres~nt invention can solve adequateiy the 

v~rious problems found by the present inventors according 

to the constitution. driving not found in the prior art. 

_and is an ind us tria_J.J.y effective invention. 

An ink jet recording device comprises.a carriage 

having a plural number of ink jet recording he.ads each 

having a plural number ~f discharge ports mounted 

the~eon,.a means fo~ giving rec~rding ink signal~~o --
the ink _discharge energy generating elements corresponding 

to al.l. or a part o·f the respective plural number of 

discharge ports of the plural number of discharge 

heads, and a control means, which increases the number 

of reco~ding.heads to be used during recording of the 
... 

recordable region formed by the total sum ·of all the 

discharge regions of the plural number of recording 

heads from initiation of recording onto a recording 

medium, reducing the number of recording heads to be 

used duriRg ·recording of the recordable region in the 

recording completion region of the recording medium, 

and has one scanning width to be recorded by scanning 

by the J'._ecording head during recording as the feeding 

pitch of the recording medium. 
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Claims · 

1. An ink jet recording device comprising: · · . · . 
scanning means for scanning a plural number of ink jet recording heads, wherein each of said ink 

jet recording heads has a plurality of discharge ports, and wherein said discharge ports are adapted to 
Perform-a recercling operation within a recording area which is -the total area covered by said discharge 
ports during one scanning operation, 

· supplying means for supplying recording signals correspon~ing to the recording. area to ink 
discharge energy generating elements, 

conveying means for conveying a recording medium relative to said recor.ding heads, and 
control means for controlling said ink jet recording heads, said supplying means -and said 

conveying means. 
said control means being able to operate in a .first recording mode in which a recordir:ig covering 

the recording area is produced during one scanning operation. and ·· 
said control means being able to operate in a second recording mode in which a recording 

covering a portion of the recording area only is produced during one scanning operation, 
. characterized In . · 
that said control means selects the recording mode, at least, according to a nu"mber of color of the 

image to be recorded on the recording medium. 

2. ·An ink jet recording device according to claim 1, wherein said ink discharge energy generating element 
is an electrothermal transducer of a thermal energy generating element which causes film boiling in the 
ink to occur. 

3. An ink jet recording device according to any of the preceding claims. wherein said plurality of recording 
heads are arranged in the scanning direction. 

4. An ink jet recording device according to any of the preceding claims, wherein a part of the recording 
area recorded during the second recording mode is lln of ihe recording area, wherein n is a switchable 
integer. 

5. An ink jet recording device according to any of the preceding claims, wherein said portion of the 
recording area recorded in the second recording mode is half of the recording area. 

6. An ink jet recording device according to any of the claims 1 to 4, wherein the portion of the recording 
area recorded in the second recording mode is a quarter of the recording area. 

7. An ink jet recording device according to any of the claims 1 to 4, wherein the portion of the recording 
area recorded in the second recording mode is an eighth part of the recording area. 

8. An ink jet recording device according to any of the preceding claims, wherein said plurality of recording 
heads is four. · 

9. An ink jet recording device according to claim a. wherein said four recording heads emit Y, M, C and K 
inks respectively. 

10. An ink jet recording device according to claim 8, wherein said four recording heads emit, R, G, Band K 
inks respectively. 

11. An ink jet recording device according to any of the preceding claims, wherein said plurality of recording 
heads is integrally formed. 

12. An ink jet recording device according to any of the preceding claims. wherein said plurality of recording 
heads is exchangeable. 

13. An ink jet recording device according to any of lhe preceding claims, wherein said control means 
increases the portion covered per scann~ng operation by inereasing the number. of recording heads 
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used for recOrding and r9duces the portion covered per scanning oPei'ation by redueing the number of 
recording heads used tor recording. 

14. An ink jet recoiding device accoriing to any of lhe preceding claims, wherein -said control means 
increases the portion covered per scanning operation by increasing the recording area of one or more 
of said recording heads, and decreases the portion covered per scanning operation by decreasing the 
recording area of one or more of said.:~ing heads. 

15. An ink jet recording device according to claim 1, Wherein said recording area recorded in the second 
recording mode is defined by the number of discharge ports. 

16. An ink jet recording device according to claim 1, wherein said portion of the recording area recorded in 
the second recording mode is defined by the number of discharge ports. ,. 

17. An ink jet recording device according to claim 1, wherein 
said control means selects the first recording mode, when the image to be recorded on the 

recording medium is in mono-color. 

18. An ink jet recording device according to claim 1, wherein 
said control ·means selects the second recording mode, when the image to be recorded on the 

recording medium is in multi-color. 


