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The invention· relates --to· a -ie1lecbng-1mage-pfoJec on screen comprising a 

polarizer and a reflecting layer for reflecting radiation which is incident on the 

reflecting layer via the polarizer. 

The invention also relates to an image projection system comprising such 

5 a reflecting image projection screen. 

An image projection system having a reflecting image projection screen of 

the type described in the opening paragraph is known from European Patent Application 

EP 0,295,913 A2. The image projection screen described in this Application is a 

l O reflecting image projection screen and may be implemented, for example as a metal 

screen. Since not only radiation supplied by the image projector, hereinafter referred to 

as signal light, but also ambient light is incident on the image projection screen and is 

reflected by this screen into the audience room, the ambience of this screen is to be 

considerably darkened in order that an image which is rich in contrast can be observed. 

15 For this reason the side of the image projection screen facing the viewer is provided 

with a polarizer which absorbs substantially 50% of the ambient light. In this manner 

the reduction of contrast of the image due to ambient light is reduced. The illumination 

system of the image projector comprises a radiation source whose radiation is split into 

p ands-polarized radiation by a polarization-sensitive beam splitter. One of the two 

20 linearly polarized beams is incident on a liquid crystal element in which the direction of 

polarization of the beam is modulated in conformity with the image generated by the 

element. Subsequently, the modulated radiation is projected in the form of an image on 

the image projection screen via a projection lens. Since the projected signal light is 

linearly polarized in the direction of polarization of the screen polarizer, this light is 

2S substantially completely passed to the audience room by the polarizer on the screen after 

reflection on the reflecting layer. 

In the system described radiation incident on the image projection screen 

is reflected at an angle whose size is substantially equal, but opposi~ to the angle of 
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incidence. This is the case, inter alia, in jm<:!-ge projection systems in which. the image ~ . . ·- . .. . . - . . . . .. ... . . .. . . . . . -~ 

5 

projector is secured, for example to the ceiling and in which the screen is a specularly 

reflecting screen, for example a metal screen. The radiation is then reflected towards 

the audience room which is at a lower level than the projection screen. 

Due to the required mutual positioning of the projector, the projection 

screen and the viewer(s), a metal screen is applicable to a limited extent only. In 

practice it is gener1!llydesired to have more freedom m the positions of said system 

components and the viewers. A frequent arrangement is the one in which, for example, 

a portable projector is placed at the viewers' eye level, while it is further desired that 

10 the projected image has a good quality from different positions, notably in the 

horizontal plane. 

It is an object of the invention to provide a novel type of image projection 

screen satisfying the above-mentioned requirements and in which contrast reduction due 

15 to ambient light is obviated to a considerable extent. 

To this end the reflecting image projection screen according to the 

invention is characterized in that the reflecting layer is a depolarizing diffuser layer and 

in that the image projection screen includes a cholesteric filter between the polarizer and 

the reflecting layer and a )../4 plate between the polarizer and the cholesteric filter, the 

20 direction of polarization of the radiation from the cholesteric filter corresponding to the 

direction of polarization of the polarizer after conversion by the "A/4 plate . 

A diffusely reflecting layer spreads the reflected signal light over a large 

spatial angle so that an image having a good quality can be observed from different 

positions, while there is a great freedom in the mutual positioning of projector and 

25 projection screen. The reflection through a large spatial angle may, however, lead to a 

reduction of the intensity of the signal light reflected towards the audience room. By 

making use of a diffusely reflecting layer, which also has a depolarizing effect, in 

combination with a cholesteric filter, a contrast which is at least as high as with a metal 

screen ~ the same ambient light can be achieved in spite of the refl~tion through a 

30 large spatial angle, while the freedom in position of the projector, the projection screen 

and the viewers has increased considerably. 

Depolarizing is herein understood to mean the at least partial conversion 

of radiation having a given state of polarization into unpolarized radiation, i.e. radiation 
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....... 

. - ·.~ .. . _ haywg differen~ J?Olarization. components .. 

· ....... Cholesteric filters are optical filters ha~ing an opticai layer of a liquid · -.. 

crystalline material with a cholesteric order. This means that the molecules of the 

material are ordered to a helical or helix-like structure with a pitch p. After such a 

5 material has been provided in the form of a thin, optically active layer between two 

parallel substrates, the helix-like structure is aligned in such a way that the axis of the 

helix will be transv~>te-the layer. The alignment of the helix can be improved by 

providing an orientation layer on the facing surfaces of the substrates. 

The X/4 plate converts the linear polarization of the_ light into a circular 

10 polarization which is necessary for the cholesteric filter, and conversely. 

When an unpolarized radiation beam, originating from the depolarizing 

diffuser layer, is incident on such a filter, a circularly polarized radiation component 

having a direction of rotation (levorotatory or dextrorotatory) corresponding to the 

direction of the molecular helix whose wavelength corresponds to the pitch p of the 

15 helix will be reflected. This state of polarization will be further referred to as the state 

of polarization which is unsuitable for the system. A circularly polarized component 

having the opposite direction of rotation will be passed and reach the audience room via 

the A./4 plate and the polarizer. This state of polarization will be further referred to as 

20 

the state of polanzation which is sui;ble for the system. 

Consequently, light of the state of polarization which is unsuitable for the 

system is not absorbed but again reflected towards the depolarizing layer by the 

cholesteric filter. This light is subsequently depolarized by this layer and again sent to 

the cholesteric filter so that a part thereof acquires the state of polarization which is 

suitable for the system and can thus be passed on to the audience room via the 

25 cholesteric filter. The remaining part is again reflected by the filter towards the 

reflecting layer so that, due to the depolarization on said layer, again a part thereof is 

incident in the correct state of polarization on the cholesteric filter so as to be passed on 

to the audience room. Thus, for example, 80 % of the light of the wavelength band for 

30 
which the cholesteric filter is active can be brought to the desired state of polarization. 

By providing a cholesteric filter in an image projection screen with a 

depolarizing reflecting layer and with a linear polarizer, a screen is obtained which has 

a high reflection for the direction of polarization supplied by the projector and which is 

substantially absorbing for the other dircetion of polarization. In this way the reflection 
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of the ambient lightcan be reduced considerably also for a projection screen having a . .... .• ... . 
diffusely reflecting layer' so that the contrast of th~ im~ge may b~. at least ~ high as roi 
a metal screen at the same ambient light. 

It is to be noted that it is known per se to use cholesteric filters as 

5 reflecting polarizers. Cholesteric filters are known, for example from the article 

"Polarizing Color Filters made from Cholesteric LC Silicones" by R. Maurer et al. in 

SID International.Symposium 1990, Digest of Technical Papers, pp. 110-113. The 

cholesteric filters described in this article have an optically active layer comprising a 

liquid crystalline material with a cholesteric order based on silicones. Said article by 

10 Maurer does not propose to combine the cholesteric filter with a depolarizing diffusely 

reflecting layer in order to suppress disturbing unpolarized radiation. 

15 

A preferred embodiment of the reflecting image projection screen 

according to the invention is characterized in that the reflecting layer is implemented as 

a beaded screen. 

By implementing the reflecting layer as a beaded screen, the reflected 

radiation is concentrated in a limited lobe. In this way, the radiation presented to the 

filter is concentrated in a given angular area. Since the effectiveness of a cholesteric 

filter as a polarizer decreases within a given wavelength band with an increasing angle -
of incidence of"the radiation to be polarized, the use of a beaded screen has the result 

20 that it is sufficient to use a cholesteric filter with a smaller bandwidth so as to cover the 

same wavelength range. 

An embodiment of the reflecting image projection screen according to the 

invention is characterized in that the cholesteri.c filter is active in at least an essential 

part of the complete visible wavelength range. 

25 In this way the afore-mentioned efficiency of 80% holds for the complete 

visible wavelength range. Moreover, the radiation passed by the cholesteric filter is 

suitable for illuminating both a monochrome and a color display· panel. 

A first embodiment of the reflecting image projection screen according to 

the invention having a wide-band cholesteric filter is characterized in that the cholesteric 

30 filter is composed of a plurality of layers of liquid crystalline material, each layer being 

active for a different wavelength band, which wavelength bands jointly cover 

substantially the visible wavelength range. 

A preferred e~bodiment of the reflecting image projection screen 
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-~ording to the invention having a wide-band cholesteric filter is characterized in that 

;~holesteric filter has a single-layer of .liq~id ~cystalline polymer material, within · .. 

. . ··.::.which layer the pitch of the molecular helix varies across the layer thickness between 
'·. 

· two values which correspond to the lower limit and the upper limit, respectively, of the 

. wavelength band which is required to cover at least the complete visible wavelength 

range. 

This smb.odiment is based on the recognition that the pitch of the 
~~ 

molecular helix can be continuously varied in a liquid crystalline polymer material 

having a cholesteric order. As described in the non-prepublished European Patent 

10 Application no. 93200055.7 (PHN 14.345) in the name of the Applicant, the contents of 

which Application are herein incorporated by reference, it is possible to vary the pitch 

sufficiently within a single layer so that it is no longer necessary to stack a number of 

layers each being formed by a liquid crystalline material and having a different 

reflection band. By continuous variation of the pitch within a single layer, it is sufficient 

15 to use a layer thickness which is smaller than the total layer thickness required for 

stacking different layers so as to cover the same reflection band, so that a filter having a 

better optical quality can be obtained. In fact, the quality of such filters decreases 

relatively rapidly with an increasing number of layers due to errors which are typical of 

cholesterics ana due to loss of molecular order. Moreover, the viewing angle 

20 dependence of the filter increases with an increasing thickness. This means that the 

effectiveness of the filter decreases considerably at larger layer thicknesses for radiation 

which is incident at an angle which is larger than a given angle of incidence. 

An embodiment of the reflecting image projection SGreen according to the 

invention having a wide-band cholesteric filter is characterized in that at least a plurality 

25 of layers of the cholesteric filter comprises a liquid crystalline polymer material, within 

which layers the pitch of the molecular helix varies across the layer thickness between 

two values which correspond to the lower limit and the upper limit, respectively, of the 

reflection band of the relevant layer. 

By varying the pitch of at least a number of layers, the reflection band of 

30 the relevant layers is increased. Consequently, it is sufficient to use a smaller number of 

layers so as to cover the complete visible wavelength range, so that the above­

mentioned advantages of a smaller number of filter layers are also valid in this case. 

This embodiment can be us~, for example for cholesteric materials whose pitch of the 
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helix within a .single layer cannot be varied sufficiently to cover the desired wavelength 

range. Preferably t each layer is ~tive "in a diffe~t wa~elength range 'SO tha:-t. the 
... 

cholesteric filter may have a limited thickness. 

The invention also relates to an image projection system comprising a 

5 reflecting image projection screen as described hereinbefore, and to a projector for 

projecting an image on the image projection screen, and is characterized in that the 

projection screen is. tr·meen as described hereinbefore and in that the direction of 

polarization of the radiation supplied by the image projector corresponds to the direction 

of polarization of the linear polarizer in the projection screen. 

10 An image projector is herein understood to mean a device which is 

provided with an image display system and optical means for projecting the image 

generated by this system on an image projection screen. 

The image display system may be, for example a liquid crystal display 

panel (LCD) or may be constituted by three liquid crystal display panels and a plurality 

15 of color-selective beam-splitting and beam-recombining elements. Such image display 

systems supply radiation having a defined direction of polarization. If this defined 

direction of polarization corresponds to the direction of polarization of the linear 

polarizer on the image projection screen, which direction is in its tum coupled to the -
rotational direction of polarization of the cholesteric filter, this radiation is passed 

20 undisturbed by the two polarizers so that the intensity of the image does not decrease. 

The image display system may also be constituted by one or more cathode 

ray tubes coated with an electro-optical layer as described in United States Patent US-A 

4,127,322. 

The generated image may be a video image, a graphic image, data or a 

25 combination thereof. 

An embodiment of the image projection system according to the invention 

is characterized in that an adjustable polarization rotator is arranged in the light path 

between the illumination system and the image projection screen. 

By adding such an adjustable polarization rotator, the direction of 

30 polaiization supplied by the projector can be adapted to that of the polarizer in the 

reflecting image projection screen so that the light efficiency of the image projection can 

be increased considerably. 

A suitable embodiment of the image projection screen according to the 
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invention is characterized in that the adjustable polarization rotator comprises a first and 

a ~~ond A./4 pht~e, the ~t 
0

A./4 plate bei~g ~rie~tecf at_ an angle of 45°· with- respect to-: 

the direction of polarization of the light beam supplied by the projector and the second 

>..! 4 plate being rotatable so as to adapt the direction of polarization supplied by the 

5 image projector to the direction of polarization of the reflecting image projection screen. 

The first'X/4 plate converts the linearly polarized radiation from the image 

display system into circularly polarized radiation. This circularly polarized radiation is 

subsequently converted by the second A/4 plate into linearly polarized radiation whose 

I 0 direction of polarization is adapted to the direction of polarization of the screen. When a 

color image projection system is used, the A/4 plates are preferably achromatic. 

When the image display system operates with circularly polarized light 

instead of linearly polarized light, the first X/4 plate may alternatively be arranged 

between the beam splitter and the image display panel instead of behind the image 

15 display panel. 

20 

25 

These and other aspects of the invention will be apparent from and 

elucidated with reference to the embodiments described hereinafter. 

rn the drawings 

Fig. 1 shows an embodiment of a reflecting image projection screen 

according to the invention, 

Fig. 2 shows an embodiment of an image projection system with an image 

display system supplying polarized radiation and a reflecting image projection screen 

according to the invention, and 

Fig. 3 shows the rotation of the direction of polarization by means of two 

achromatic A/4 plates. 

Fig. 1 shows diagrammatically a reflecting image projection screen 1 

having a front side 3 and a rear side 5 for reflecting light incident on the front side 3 

30 towards an audience room 7. However, the radiation incident on the projection screen 

does not only consist of radiation coming from an image projector, which radiation is 

\ further referred to as signal light, but also of ambient light. A major part of this 

\ ambient light is also reflec~ by the image projection screens to the audience room, 

\ 
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resulting in a considerable reduction of contrast of the image. In order that an image 

.. whi~h is suffici~~tly rich~ ~ontr~t can b.e ~bse~eci, the audien~e room is ~o be 

darkened considerably. 

Moreover, image projection systems using a metal screen are preferably 

5 suitable for arrangements where the image projector is secured to the ceiling. The 

radiation beam from the projector is reflected by the screen towards the audience room 

at substantially equatt>ut opposite angles, which audience room is located at a lower 

level than the screen. For, for example, portable systems, with the viewer and the 

projector being at approximately the same level, it is relatively cumbersome to project 

10 the image at a position suitable for the viewer when systems with a metal screen are 

used. 

With an image projection screen according to the present invention the 

light is reflected at a large spatial angle into the audience room, so that the freedom of 

the mutual position of the projector, the projection screen and the viewer has increased 

15 considerably. Moreover, a contrast which is at least as high as with a metal screen is 

achieved with the same ambient light. 

Starting from the front side 3, the image projection screen 1 is therefore 

compQsed of a first, linear polarizer 9, a A./4 plate 11, a second polarizer 13 in the form 

of a cholesteric· filter and a reflecting layer 15 which also operates as a depolarizing 

20 diffuser layer. This means that polarized radiation incident on this layer 15 is not only 

diffusely reflected but is also at least partly converted into unpolarized radiation, in 

other words, into radiation having different polarization components. The above­

mentioned components 9, 11, 13 and 15 are arranged on a support·4. 

When such an image projection screen is irradiated by signal light having 

25 a defined direction of polarization which corresponds to the direction of pofurization of 

the linear polarizer 9, the polarizer 9 will pass substantially 90% of this signal light, 

while substantially 50% of the unpolarized ambient light will be-absorbed. 

Subsequently, the linearly polarized light consisting of signal light and ambient light 
1c:3ving the polarizer 9 is incident on a A/4 plate 11 which converts the linearly 

JO ~J~ light into circularly polarized radiation, for example dexttorotatory radiation. 

--~~ ~:;S.Ubsequent cholesteric filter 13 is transparent to this light and passes the 

·. ~-~tatory circularly polarized radiation component to the reflecting layer 15. The 

radiation is not only diffustj.y reflected but also depolarized on this layer 15. In other 
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words, the dextrorotatory circularly polarized radiation is converted into radiation 
... - . . .. .. ... . . ... . -

having dextrorotatory and levorotatocy circularly polarized radiation cbmpori.~nts. The· ·2 

dextrorotatory component thereof is passed by the cholesteric filter 13, while the 

levorotatory component is reflected again by the filter 13 to the reflecting layer 15 so as 

5 to be depolarized, reflected and partly passed again by the filter. Since the light is also 

depolarized upon reflection on the screen and since the screen is provided with a 

cholesteric filter7 ·<rl>Ossible reduction of intensity due to the diffuse reflection is amply 

compensated for. Due to the repeated. process of reflections and depolarization within 

the screen, a high percent.age, for example 80% of the signal light incident on the 

10 screen is reflected towards the audience room . 

15 

It is true that the same percent.age of the ambient light incident on the 

projection screen and passing through the polarizer 3 is reflected to the audience room, 

but since this light is only half that of the total ambient light, only 40% of the ambient 

light incident on the screen is reflected. 

The known cholesteric filters are only active as reflecting polarizers 

within a relatively limited wavelength band, for example 50 nm. Radiation having a 

wavelength outside this wavelength band is passed unpolarized, which means that the 

filter operates as a polarizer only _in a given wavelength range. For color image 

projection systems it is, however, desirable that the cholesteric filter can convert the 

20 st.ate of polarization for the complete visible wavelength range whose wavelength 

bandwidth is, for example 380 nm. 

The width of the wavelength band &.. is given by A>-. = >-oAn/n in which 

An = ne - Ilo is the double refraction, while Ile and ·n0 are the extraordinary and 

ordinary refractive index, respectively, and ii = (ne + n0)/2 is the average refractive 

25 index. )..0 is the central wavelength of the selective reflection band at perpendicular 

" - (ne + no> 
"0 = np = p 

2 
incidence of the radiation and is given by 

in which pis the pitch of the molecular helix of the filter. The effectiveness of a 

cholesteric filter as a polarizer decreases with an increasing angle of incidence of the 

radiation to be polarized, in other words, a cholesteric filter is viewing angle-dependent. 

30 In fact, if the angle of incidence is changed, there is a shift of the reflection band. The 

effectiveness also decreases with an increasing thickness of the filter. 
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.A cholesteric filter which is active in the complete visible wavelength . .. . . .. . . - . . . .. - . 

range can be realised in different manners. 
. .. 

A first possibility is to stack a plurality of narrow-band cholesteric layers 

each having a different reflection band. The composite filter then has a total reflection 

5 band width which is equal to the sum of the reflection bandwidths of the individual 

layers. 

Due·'tot&e scattering effect of the reflecting layer 13, the radiation 

incident on this layer is scattered through an angular range of substantially 180°. As a 

result, the reflection band of the cholesteric filter required for the visible wavelength 

IO range is to be increased by a fictitious wavelength band so as to be effective for large 

angles of incidence as well. The shift of the reflection band as a function of the angle of 

incidence is, for example 2 nm per degree. 

To be able to operate as a polarizer in the complete visible wavelength 

range, while allowing for the shift of the reflection band of the cholesteric filter due to 

15 the viewing angle dependence, the total reflection band should be [380 nm + (180° x 2 

nm!°)] = 740 nm. Since the width of the reflection band is 50 nm on average for a 

known cholesteric layer, a conventional stacked filter should have - 15 layers. 

A second possibilit[ is to manufacture the cholesteric filter from a single 

layer of liquid.crystalline polymer material, in which the pitch p of the molecular helix 

20 varies across the layer thickness between a lower limit and an upper limit so that the 

resultant reflection bandwidth corresponds to the bandwidth which is required for the 

filter to be operative in the complete visible wavelength range. As compared with a 

stacked filter, a single-layer filter has the advantage of a better optical quality. In fact, 

when stacking layers, the optical quality decreases with an increasing number of layers 

25 due to the presence of errors in the cholesterics and due to the loss of a plaiiar 

molecular order. Moreover, the viewing angle dependence increases with an increasing 

thickness. This means that the effectiveness of the filter decreases considerably at larger 

layer thicknesses for radiation which is incident at an angle which is larger than a given 

.,, _- angle of incidence. In order that a cholesteri~ layer having a reflection bandwidth of 50 

,-:}: :~~~- -~R.v ~i'.~uld- ba;ve a po1ari?jng effect, the layer should have a minimum thickness of 5 

. !~~"<:-_ 'j.uJC(~~tly,. this yields a minimum thickness of 75 µm for a filter whlch is 

·~~~ nanow-band layers. -

~~;;J)!· :~. ~ single-layer cholesteric filter having a varying pitch a layer 
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thickness of 20 µm is sufficient for this filter to be effective as a polarizer, which 

. - enhances the eff~ti.veness .of the-filter. A. m~tltod ·of m-anufacturhtg a Single:layer ·~ 
cholesteric filter having a pitch varying across the layer thickness is described in the 

previously mentioned, non-prepublished European Patent Application no. 93200055. 7. 

5 An embodiment of the cholesteric filter having a better optical quality and 

a viewing angle which is less dependent than that of a cholesteric filter comprising a 

relatively large -nmnber of narrow-band layers with a constant helix pitch, is a 

cholesteric filter manufactured from a smaller number of layers in which the pitch p of 

the molecular helix varies across the layer thickness in at least a number of these layers. 

10 The reflection bandwidth of the relevant layers may be increased to, for example 150 · 

nm. In that case the number of layers required for the visible wavelength range can be 

reduced from 15 to 5. 

By implementing the reflecting layer 15 as a beaded screen, the radiation 

is concentrated in a lobe. As a result, the radiation is presented to the filter within a 

15 limited spatial angle, which leads to a reduction of the total reflection band of the 

cholesteric filter. This will be illustrated with reference to a numerical example. For, 

for example an image projection screen having a diagonal of 1 m at a projection 

distance of 4 m, the maximum ~gle of incidence is given by arc tan 1/4 = 14°. This 

means that the ·number of layers which is sufficient to cover the complete visible 

20 wavelength range is given by (380 nm + (14 ° x 2nm/ 0 )]/50 nm :::: 8 layers instead of 

the above-mentioned fifteen layers for layers having a narrow reflection band, and by 

(380 nm + (14° x 2 nm/ 0 )]/150 nm :::: 3 layers instead of five layers for layers having 

a larger reflection band. For a single-layer filter having a varying pitch, the lower-limit 

and upper-limit values of the pitch p will be closer together due to the use of a 

25 retroreflective layer. 

The image projection system 17shown diagrammatically in Fig. 2 

comprises a reflecting image projection screen 1 as described hereinbefore and an image 

projector 19 which emits a light beam having a defined direction of polarization for 

projecting an image on the projection screen 1. The image projector 19 comprises an 
30 illumination system 21, an image display system 26 and a projection lens system 23 

Which, for the sake of simplicity, is represented by a single projection lens. The image 

display system 26 has, for example an image display panel which may be implemented, 

~ for example as a liquid-cry&tal panel constituted by a layer of liquid crystalline material 
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enclosed between two transparent plates. Such panels, whose operation is based on 

c~ging or no~ ~hanging, ·d~pendent on the image tb be displayed·, of ~the· state of · .. 

polarization of the radiation passing through these panels, should be irradiated '!Vith 

radiation having a defined state of polarization. To this end the unpolarized radiation 27 

5 which is emitted by the radiation source 25 and concentrated by a condensor lens 

system 24, is split, for example by a polarization-sensitive beam splitter 29, into two 

mutually perpendiettlarly polarized components 31 and 33, of which, for example the p­

polarized beam 31 is incident on the image display panel 26. 

If a monochromatic image is to be projected, the image display system 

10 has only one liquid-crystal panel. .. 
If the image projection system is a color image projection system, the 

image display system 26 may comprise, for example three liquid-crystal panels, one for 

each of the primary colors of red, green and blue, and also a number of dichroic 

mirrors which split the beam into a red, a green and a blue beam each being incident on 

15 an associated panel. The beams passing through these panels are combined by a further 

set of dichroic mirrors to one beam which is incident on the projection lens system. 

A color image projection system may also be implemented with one 

liquid-crystal panel only. In that case, use can be made of a pattern of color filters 

arranged in front of the image elements, as described in United States Patent US-A 

20 5,029,986. 

An active-drive or a passive-drive image display panel can be used. Both 

types of direct-drive image display panels are described in , for example European 

Patent Application EP 0 266 184. 

The image generated by means of the image display system 26 is 

25 subsequently magnified by the projection lens system 23 and imaged on tfie ·projection 

screen 1. 

Instead of using a polarization-sensitive beam splitter, as shown in Fig. 2, 

with substantially 50% of the radiation emitted by the radiation source being lost, a 

special composite prism as described in United States Patent US-A 5, 184,248 is 

30 preferably used. The prism described in this Patent is constituted by two prisms, for 

example of glass with a birefringent layer in between, for example of liquid crystalline 

material. For a more detailed description of the beam splitter reference is made to said 

United States Patent. When.such a beam splitter is used, the two polarization 
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components of the source light are used for illuminating the image display panel. 

Sin~ the direction ~f polarization ~f image projection screens -1s not 

standardized, it is desirable to have a facility of rotating the direction of polarization of 

the linearly polarized radiation from the projector 19 before the radiation reaches the 

5 image projection screen 1 by arranging an adjustable polarization rotator, for example 

comprising two >J4 plates arranged one behind the other in the light path of the linearly 

polarized light. ne-·!et:ond plate is rotatable so as to adapt the direction of polarization 

of the projection beam to the direction of polarization of the polarizer on the image 

projection screen. This conversion of the state of polarization is illustrated in Fig. 3. 

10 From a first >J4 plate 35 which is arrangedt for example in the light path between the 

image display system 26 and the projection lens, the direction of polarization extends at 

an angle of 45° to the incident direction of polarization Pin. 1'. is the central wavelength 

of the radiation beam. This 1'./4 plate 35 converts the linearly polarized radiation into 

circularly polarized radiation. Subsequently, the circularly polarized radiation is incident 

15 on a second A./4 plate 37 which is arranged, for example along the outer side of the 

projector in front of or on the projection lens. The radiation is again linearly polarized 

by this >J4 plate 37. By varying the orientation 'Pr of the second >J4 plate 37 with 

respect to the incident direction of polarization Pin, the direction of polarization Pout of 

the exiting beam can be adjusted. In this way the direction of polarization of the 

20 projection beam can be adapted to the direction of polarization of the image projection 

screen. 

Since it is optionally possible to arrange the two ')../4 plates 35 and 37, 

they are shown in broken lines in Fig. 2. 

In the present-day image display systems, LCD panels are preferably used 

25 which, dependent on the energization of a given pixel, convert linearly pola:ri.zed 

radiation having a given direction of polarization into linearly polarized radiation having 

a second direction of polarization perpendicular to the first direction of polarization. If 

the LCD panel operates with circularly polarized radiation, the second >J4 plate can be 

arranged between the beam splitter 29 and the image display system 26. The direction 
30 of polarization is then adapted before the radiation beam is modulated by the LCD 

panel. 

If a color image is projected, the >J4 plates 11, 35 and 37 should be 

active as polarization rota.to~s in the complete visible wavelength range. Such wide-band 
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A/4 plates are. known per se and are described, for example in the publication: 

"R;tardation :Fil~ for STN-LCD-s 'NRF';' by. the "tiim-of Nitto rienkojn ·srn '92 ·,, 

Exhibit Guide, Society for Information Display, May 17-22, 1992, Boston, 

Massachusetts, USA. 

A wide-band '}../ 4 plate is a transparent element which is composed of, for 

example a plurality of layers and rotates the phase in a beam for all wavelengths(>.) in 

the visible wavelertgth- range to such an extent that circularly polarized radiation is 

converted into linearly polarized radiation, or conversely. 
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CLAIMS: .. . 
I lllllll lllll lllll lllll ll llll . 

* C L M S * 

1. A reflecting image projection screen comprising a polarizer and a 

reflecting layer fOl'"'reflecting radiation which is incident on the reflecting layer via the 

polarizer, characterized in that the reflecting layer is a depolarizing diffuser layer and in 

that the image projection screen includes a cholesteric filter between the polarizer and 

5 the reflecting layer and a /.../4 plate between the polarizer and the cholesteric filter, the 

direction of polarization of the radiation from the cholesteric filter corresponding to the 

direction of polarization of the polarizer after conversion by the A/4 plate. 

2. A reflecting image projection screen as claimed in Claim 1, characterized 

in that the reflecting layer is implemented as a beaded screen. 

10 3. A reflecting image projection screen as claimed in Claim 1 or 2, 

characterized in that the cholesteric filter is active in at least an essential part of the 

complete visible wavelength range. 

4. A reflecting image P£Ojection screen as claimed in Claim 3, characterized 

in that the cholesteric filter is composed of a plurality of layers of liquid crystalline 

15 material, each layer being active for a different wavelength band, which wavelength 

bands jointly cover substantially the visible wavelength range. 

5. A reflecting image projection screen as claimed in Claim 3, characterized 

in that the cholesteric filter has a single layer of liquid cryst.alline polymer material, 

within which layer the pitch of the molecular helix varies across the layer thickness 

20 between two values which correspond to the lower limit and the upper limit~ 

respectively, of the wavelength band which is required to cover at least the complete 

visible wavelength range. 

6. A re.fleeting image projection screen as claimed in Claim 4, characterized 

in that at least a plurality of layers of the cholesteric filter comprises a liquid crystalline 

25 polymer material, within which layers the pitch of the molecular helix vati.es.:across the 

layer thickness between two values which correspond to the lower limit and the upper 

limit, respectively, of the reflection band of the relevant layer. 

7. An image projection system comprising an image projector provided with 
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an image display system for modulating a radiation beam in confonnity with the 

.. ge~~rated imag~ ~d a refl~ting .imag·e p~oj~tio~··ser~n, characterizea in that the ·" 

projection screen is a screen as claimed in any one of the preceding Claims and in that 

the direction of polarization of the radiation supplied by the image projector corresponds 

5 to the direction of polarization of the linear polarizer in the projection screen. 

8. An image projection system as claimed in Claim 7, characterized in that 

an adjustable pol3.fi2:ition rotator is arranged in the light path between the illumination 

system and the image projection screen. 

9. An image projection system as claimed in Claim 8, characterized in that 

10 the adjustable polarization rotator comprises a first and a second A/4 plate, the first A/4 

plate being oriented at an angle of 45 ° with respect to the direction of polarization of 

the light beam supplied by the projector and the second 'A/4 plate being rotatable so as 

to adapt the direction of polarization supplied by the image projector to the direction of 

polarization of the reflecting image projection screen. 

liJliUli 


