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CLAIMS

1. A system for treating arthritis, comprising:

a) at least one joint stabilizing assembly for providing relief from arthritis;

b) at least one signal transmission element engagement member operatively

connected to said at least one joint stabilizing assembly for connecting a

signal transmission element;

c) at least one signal transmission element supported by said at least one signal

transmission element engagement member; and,

d) an electrostimulation unit, electrically connected to said at least one signal

transmission element, for producing at least one signal for improving the

overall function of an arthritic joint,

wherein said electrostimulation unit is directed to be used in conjunction with said

at least one joint stabilizing assembly for greater than 150 hours of treatment,

and wherein said at least one signal is a modality specifically intended to provide

arthritic joint stimulation, and

wherein said at least one signal for improving the overall function of an arthritic

joint is a modality not intended to stimulate nerves,

wherein said at least one signal for improving the overall function of an arthritic

joint is a modality not intended to stimulate muscle, and

wherein said at least one signal comprises a Transcutaneous Electrical

Stimulator for Arthritis (TESA) signal.

2. The system of Claim 1, wherein said electrostimulation unit produces at least one

signal which performs at least one of the following functions:

a) Increase DNA synthesis;

b) Increase chondrocyte proliferation;

c) Generate hyaline cartilage;

d) Accelerate differentiation of progenitor cells to mature chondrocytes;

e) Provide cartilage maintenance and repair;

f) Repair cartilage defects;

g) e) Increase proteoglycan synthesis;

h) f) Increase glycosaminonglycan glycosaminoglycan synthesis;

i) g) Increase transforming growth factor beta (TGFB);

j) h) Activate genes responsible for the production of proteoglycans and Type II

collagen;

k) i) Suppress production of IL-1, Tumor necrosis factor, prostaglandins (PGE2),
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and matrix metalloproteinases including MMP1, MMP3, MMP13;

l) j) Inhibit Mitogen-activated protein kinases (MAPKs);

m) k) Inhibit of interferon, IL-9, and IL-6;

n) l) Downregulate Down regulate IL-15.

3. The system of Claim 1, wherein said at least one joint stabilizing assembly is adapted

to treat the foot, ankle, knee, hip, wrist, hand, elbow, spine, pelvis, or shoulder joints.

4. The system of Claim 1, wherein said electrostimulation unit is adapted to treat the

foot, ankle, knee, hip, wrist, hand, elbow, spine, pelvis, or shoulder joints.

5. The system of Claim 1, wherein said at least one joint stabilizing assembly comprises

an osteoarthritis brace being constructed as a rigid support to the joint and

surrounding anatomy.

6. The system of Claim 1, wherein said at least one joint stabilizing assembly is

constructed as a non-rigid support to the joint and surrounding anatomy.

7. The system of Claim 1, wherein said electrostimulation unit generates different

signals of varying duty cycles, or no signal at all, for portions of the treatment.

8. The system of Claim 1, wherein said electrostimulation unit provides for custom

programming based on the patient’s needs, conditions, or attributes.

9. The system of Claim 1, further comprising a dynamic signal modulation system

operatively associated with said at least one joint stabilizing assembly and said

electrostimulation unit for varying the signal dynamically, based on the joint’s

instantaneous position.

10. The system of Claim 1, wherein said at least one joint stabilizing assembly comprises

adhesive tape used to support the anatomy and treat arthritis, said at least one signal

transmission element being integrally constructed as part of said adhesive tape, such

that a synergistic and convenient effect is achieved for the user, said adhesive tape

providing mechanical support/treatment, and said signal transmission element

providing stimulation treatment to the joint.

11. The system of Claim 10, wherein said adhesive tape is provided in roll form, sheet

form, or at least one pre-cut shape.
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12. The system of Claim 10, wherein said adhesive tape is formed of elastic material.

13. A method for treating arthritis, comprising the steps of:

a) selecting providing a joint stabilizing assembly of a type comprising adhesive

tape integrally constructed with a signal transmission element to promote

range of motion and support of the anatomy, while also providing

electrotherapy to said anatomy;

b) choosing the best positioning of at least one electrical contact point on the

anatomy to facilitate the optimal amount of electrotherapy signal flow through

the affected anatomy; and,

c) wrapping the affected anatomy with said selected adhesive tape;

d) providing said electrotherapy signal flow selected from signals configured to

improve the overall function of an arthritic joint with a modality specifically

intended to provide arthritic joint stimulation, and

wherein said electrotherapy signal flow improves the overall function of an

arthritic joint with a modality not intended to stimulate nerves,

wherein said electrotherapy signal flow improves the overall function of an

arthritic joint with a modality not intended to stimulate muscle, and

wherein said at least one signal comprises a Transcutaneous Electrical

Stimulator for Arthritis (TESA) signal.

14. A method for treating arthritis, comprising:

a) providing at least one joint stabilizing assembly for providing relief from

arthritis;

b) providing at least one signal transmission element engagement member

operatively connected to said at least one joint stabilizing assembly for

connecting a signal transmission element;

c) providing at least one signal transmission element supported by said at least

one signal transmission element engagement member;

d) providing an electrostimulation unit, electrically connected to said at least one

signal transmission element, for producing at least one signal for improving

the overall function of an arthritic joint; and,

e) utilizing directing the utilization of said electrostimulation unit in conjunction

with said joint stabilizing assembly for greater than 150 hours of treatment,

and wherein said at least one signal is a modality specifically intended to

provide arthritic joint stimulation, and
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wherein said at least one signal for improving the overall function of an

arthritic joint is a modality not intended to stimulate nerves,

wherein said at least one signal for improving the overall function of an

arthritic joint is a modality not intended to stimulate muscle, and

wherein said at least one signal comprises a Transcutaneous Electrical

Stimulator for Arthritis (TESA) signal.

15. The method of Claim 14, wherein said electrostimulation unit produces at least one

signal which performs at least one of the following functions:

a) Increase DNA synthesis;

b) Increase chondrocyte proliferation;

c) Generate hyaline cartilage;

d) Accelerate differentiation of progenitor cells to mature chondrocytes;

e) Provide cartilage maintenance and repair;

f) Repair cartilage defects;

g) e) Increase proteoglycan synthesis;

h) f) Increase glycosaminonglycan glycosaminoglycan synthesis;

i) g) Increase transforming growth factor beta (TGFB);

j) h) Activate genes responsible for the production of proteoglycans and Type II

collagen;

k) i) Suppress production of IL-1, Tumor necrosis factor, prostaglandins (PGE2),

and matrix metalloproteinases including MMP1, MMP3, MMP13;

l) j) Inhibit Mitogen-activated protein kinases (MAPKs);

m) k) Inhibit of interferon, IL-9, and IL-6;

n) l) Downregulate Down regulate IL-15.

16. The method of Claim 14, wherein said joint stabilizing assembly is adapted to treat

the foot, ankle, knee, hip, wrist, hand, elbow, spine, pelvis, or shoulder joints.

17. The method of Claim 14, wherein said electrostimulation unit is adapted to treat the

foot, ankle, knee, hip, wrist, hand, elbow, spine, pelvis, or shoulder joints.

18. The method of Claim 14, wherein said electrostimulation unit generates different

signals of varying duty cycles, or no signal at all, for portions of the treatment.

19. An orthotic device system optimized for improving the function of an arthritic  joint

comprising:
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a) a joint stabilizing assembly optimized for improving arthritic joint function;

b) at least one signal transmission element contacting a user;

c) at least one signal transmission element engagement member for supporting

said signal transmission element; and

d) an electrostimulation unit electrically connected to said signal transmission

element for producing at least one signal optimized for improving the function

of an arthritic joint;

wherein said electrostimulation unit is directed to be used in conjunction with said

joint stabilizing assembly for greater than 150 hours of treatment, and wherein

said at least one signal is a modality specifically intended to provide arthritic joint

stimulation, and

wherein said at least one signal for improving the overall function of an arthritic

joint is a modality not intended to stimulate nerves,

wherein said at least one signal for improving the overall function of an arthritic

joint is a modality not intended to stimulate muscle, and

wherein said at least one signal comprises a Transcutaneous Electrical

Stimulator for Arthritis (TESA) signal.

20. The system of claim 19 wherein said electrostimulation unit is integrally

manufactured into the joint stabilizing assembly.

21. The system of claim 19 wherein said electrostimulation unit is detachable from said

joint stabilizing assembly.

22. The system of claim 19 wherein said electrostimulation unit is interchangeable based

on the user’s treatment needs.

23. The system of claim 19 wherein said joint stabilizing assembly includes a thigh cuff

that is interchangeable based on the user’s treatment needs.

24. The system of claim 19, wherein attachment of said electrostimulation unit to said

joint stabilizing assembly automatically establishes electrical contact with said signal

transmission element.

25. The system of claim 19, wherein said electrostimulation unit is attached to said joint

stabilizing assembly by means of a releasable securing mechanism.



35

26. The system of claim 25, wherein said releasable securing mechanism comprises a

snap-fit mechanism.

27. The system of claim 25, wherein said releasable securing mechanism comprises a

hook and loop fastening system.

28. The system of Claim 1, wherein said joint stabilizing assembly includes a receptacle

configured to receive said electrostimulation unit, wherein the receptacle is integral

with said joint stabilizing assembly.


