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Technical Field 5 The present invention relates to a
reproduction-only information storage medium,  information recording/
reproducing methods, and a recording/reproducing apparatus,  and more
particularly, to an optical information storage medium including a
transition  area for transiting between two adjacent areas among the
areas forming the storage  medium, a method and a apparatus of
recording/reproducing data to/from, the optical io information
storage medium.  Background Art Optical information storage media,
for example, optical disks, are widely used in  optical pickup
apparatuses for recording/reproducing information in a non-contact
way.  is Optical disks are classified as compact disks (CDs) or
digital versatile disks (DVDs) according to their information storage
capacity. Examples of recordable optical disks  are 650MB CD-R,
CD-RW, 4.7GB DVD+RW, and the like. Furthermore, HD-DVDs  having a
recording capacity of 20GB or greater are under development. The
compatibility of the above optical information storage media with one
20 another increases user convenience. In consideration of the
economical efficiency  and the convenience of users, storage media
have different standards for different  types. Storage media that
have no determined standards yet are .undergoing  standardization. To
achieve this standardization, a storage medium must. be  developed
that has a format that can guarantee compatibility and consistency
with  25 existing storage' media. A conventional reproduction-only
optical disk includes a burst cutting area (BCA),  a lead-in area, a
user data area, and a lead-out area. The BCA stores information
about the serial number of the optical disk, and the lead-in area
stores disk-related  information. Here, the serial number of the
optical disk is recorded. as a barcode. 30 The BCA, the lead-in area,
the user data area, and the lead-out area. are  consecutively
arranged with ho transition areas between adjacent areas However, WO
2004/068478 PCT/KR2004/000170  when the BCA, the lead-in area, and
the user data area have different pit patterns,  



consecutive data reproduction may not be properly performed because
of the absence  of transition areas. 5 Disclosure of the Invention
The present invention provides an optical information storage medium
which  includes a plurality of areas and a transition area between
two adjacent areas so as to  achieve smooth data reproduction.
According to an aspect of the present invention, there is provided a
10 reproduction-only optical information storage medium including a
plurality of areas and  at least one transition area. Each transition
area is located between two adjacent  areas. Data may be recorded in
the form of pits in the areas and the transition area. A pit pattern
of the transition area may be the same as a pit pattern of an area in
15 front of the transition area or as a pit pattern of an area at
rear of the transition area.  The transition area may be a mirror
area. Pits of the transition area may be formed in a straight pattern
or a wobbling  pattern. A track pitch of pits in the transition area
may be the same as track pitches of 20 pits in the adjacent areas.
Alternatively, the track pitch of pits in the transition area and
the track pitches of pits in the adjacent area may be different. The
track pitch of pits  formed in the transition area may gradually
increase or decrease from. the track pitch of  pits formed in the
area preceding the transition area to the track. pitch of pits formed
in  the area following the: transition area. 25 According to another
aspect of the present invention, there is provided a
reproduction-only optical information storage medium comprising: a
burst cutting area  (BCA); a lead-in area; a user data area; a
lead-out area; and a transition. area located in  at least one of an
area between the BCA and the lead-in area, an area between the
lead-in area and the user data area, and an area between the user
data area and the 30 lead-out area. The BCA, the lead-in area,. the
user data area, and the lead out area  ate formed of pits. 2 WO
2004/068478 PCT/KR2004/000170 



A first transition area may be included between the BCA and the
lead-in area,  and the BCA, the lead-in area, and the first
transition area may each formed of pits in a  straight pattern or a
wobbling pattern. A second transition area may be included between
the lead-in area and the user  5 data area, and the lead-in area, the
user data area, and the second transition area may  each formed of
pits in a straight pattern or a wobbling pattern. When pits for the
first or second transition area may be formed in a wobbling  pattern,
the amplitude of a wobble may gradually decrease or increase.
According to still another aspect of the present invention, there is
provided a  10 reproduction-only optical information storage medium
includes: a burst cutting area  (BCA); a lead-in area; a user data
area; a lead-in area; and a transition area. At least  one of the
BCA, the lead-in area, the user data area, and the lead-out area is
divided  into a 'plurality of sub-areas. The transition area is
located. between two adjacent  sub-areas. 15 According to an aspect
of the present invention, there is provided a method .or  recording
information on a reproduction-only optical information storage
medium,  including: forming a plurality of areas on the optical
storage medium; and forming at.  least one transition area on the
optical storage medium. Each transition area is  located between two
adjacent areas. 20 According to an aspect of the present invention,
there is provided as recording  apparatus for use with a
reproduction-only optical information storage medium,  including: a
recording unit which records data on the reproduction-only optical
information storage medium; and a controller which controls the
recording unit to form a  plurality of areas on the reproduction-only
optical storage medium, and controls the 25 recording unit to form at
least one transition area between two adjacent areas.  Additional
aspects and/or advantages of the invention will be set forth, in part
in  the description which follows and, in part, will be obvious from
the description, or may  be learned by practice of the invention. 30
grief Description of the Drawings FIG. I shows a physical structure
of a reproduction-only optical information  3 



n  WO 2004/068478 PCT/KR2004/000170 storage medium according to an
embodiment of the present invention; FIG. 2A through 2E show exam m
of a pit pattern for a transition area between  a burst cutting area
(BCA) and a lead-in area of an optical information storage medium
according to a first embodiment of the present invention when pits
for the BCA are 5 formed in a single pattern and pits for the lead-in
area are formed in a straight random  pattern; FIGS. 3A through 3E
show examples of a pit pattern for a transition area  between the BCA
and the lead-in area of .the optical information storage medium
according to the first embodiment of the present invention when pits
for the BCA are io formed in a specific pattern and pits for the
lead-in area are formed in a straight random  pattern; FIGS. 4A
through 4E show examples of a pit pattern for a transition area
between the BCA and the lead-in area of the optical information
storage medium  according to the first embodiment of the present
invention when pits for the BCA are is formed in a random pattern and
pits for the lead-in area are formed in a straight random  pattern;
FIGS. 5A through 5E show examples of a pit pattern for a transition
area  between the BCA and the lead-in area of the optical information
storage medium  according to the first embodiment of the present
invention when pits for the BCA are 20 formed in a single pattern and
pits for the lead-in area are formed in a wobbling random  pattern;
FIGS. 6A through 6E show examples of a pit pattern for a transition
area  between the BCA and the lead-in area of the optical information
storage medium  according to the first embodiment of the present
invention when pits for the BOA are 25 formed in a specific pattern
and pits for the lead-in area are formed in a wobbling  random
pattern; FIGS. 7A through 7F show examples of a pit pattern for a
transition area  between the BCA and the Iead-in area of the optical
information storage medium  according to the first embodiment of the
present invention when pits for the BCA are 



30 formed in a `random pattern and pits for the lead-in area are
formed in a :wobbling  random pattern; 4 WO 2004/068478
PCT/KR2004/000170  FIGS. 8A through 8F show examples of a pit pattern
for a transition area between a lead-in area and a user data area of
an optical information storage medium  according to a second
embodiment of the present invention when pits for the lead-in  area
are formed in a straight random pattern and pits for the user data
area are formed  5 in a straight random pattern; FIGS. 9A through 9F
show a pit pattern for a transition area between the lead-in  area
and the user data area of the optical information storage medium
according to the  second embodiment of the present invention when
pits for the lead-in area are formed  in a wobbling random pattern
and pits for the user data area are formed in a straight io random
pattern; FIGS. 1 OA through '1 OF. show examples .of a pit pattern
for a transition area  between the lead-in area and the user data
area of the optical information storage  medium according to the
second embodiment of the present invention when pits for the  lead-in
area are formed in a straight random pattern and pits for the user
data area are  1s formed in a wobbling random pattern; FIG. 11 shows
a physical structure of an optical information storage medium
according to a third embodiment of the present invention; and FIGS.
12A through 12F show examples of a pit pattern for a transition area
between a BCA and a lead-in area of the optical information storage
medium according  20 to the third embodiment of the present invention
when pits for a first area of the lead-in area are formed in a random
pattern and pits for a second area of the lead-in area are  formed in
a wobbling random pattern; and . FIG. 13 is a block diagram of
recording and/or reproducing system.according to  an embodiment of
the. present invention.. . 25 Best mode for carrying out the
Invention Reference will now be made in detail to embodiments of. the
present invention,  



examples of which are illustrated in the accompanying drawings,
wherein like reference  numerals refer to the .like elements
throughout. The embodiments are described so below to explain the
present invention by referring to the figures.  5 C  WO 2004/068478
PCT/KR2004/000170 An optical information storage medium according to
various embodiments of the  present invention is reproduction-only,
and the entire area thereof is formed of pits. The optical
information storage medium according to various embodiments of the
present invention is divided into a plurality of areas according to
function. As shown in  5 FIG. 1, the optical information storage
medium according to an embodiment of the present invention includes a
burst cuffing area (BCA) 10, a lead-in area 20, a user data  area 30
for storing user data, and a lead-out area 40, which are sequentially
formed  from the inner boundary to the outer boundary of the optical
information. storage  medium. 10 The BCA 10 stores the serial number
of an optical information storage medium,  for example, an optical
disk, or data identifying the BCA. The lead-in area 20 stores
disk-related information, copy protection information, and the like.
Examples of the  disk-related information are information about the
type of information storage medium,  such as a recordable disk, a
write-one disk, or a reproduction-only disk, information i5 about the
number of recording layers, information about a recording speed,
information  about the disk size, and the like. Referring to FIG. 2A
through 2F, an optical information storage medium  according to a
first embodiment of the present invention includes a first transition
zone  15 between the BCA 10 and the lead-in area 20. 20 The BCA 10
stores data recorded in a first straight pit pattern. The lead-in
area  20 stores data that may be recorded in a second straight pit
pattern, which is different  from the first straight pit pattern, or
in a wobbling. pit pattern. Alternatively the BCA 10  stores data
recorded in a first wobbling pit pattern, and the lead-in area 20
stores data  that may be recorded in a second wobbling pit pattern,
which is different, from the first 25 wobbling pit pattern, or in a
straight pit pattern. A straight pit pattern denotes an.  



arrangement of pits along a straight line, and a wobbling pit pattern
denotes an  arrangement of pits along a wavy line. The first and
second straight pit patterns and the first and second wobbling pit
;patterns may be classified as a single pattern, a specific pattern,,
or a random pattern.  30 The single pattern denotes a pattern in
which pits, each having an identical. length. (nT), are arranged at
regular intervals. Here, n denotes a natural number, and T denotes  6
e WO 2004/068478 PCTIKR2004/000170  the minimum length of a pit. For
example, a straight single pit pattern denotes a  pattern in which
pits each having an identical length are arranged along a straight
line.  A wobbling single pit pattern denotes a pattern in which pits
each having an identical  length are arranged along a wavy line. The
specific pattern denotes a repetition of a 5 pattern of pits having
different lengths. For example, a pattern of. a 3T pit and a 6T pit
repeats. A straight specific pit pattern denotes a repetition of a
pattern of pits that  have different lengths along a straight line. A
wobbling specific pit pattern denotes a  repetition of a pattern of
pits with different lengths along a wavy line. The random  pattern
denotes a random arrangement of pits having different lengths. For
example, 1o a straight random pit pattern denotes a random
arrangement of pits with different  lengths along a straight line. A
wobbling random pit pattern denotes a random  arrangement of pits
with different lengths along a wavy line. Because the BOA 10 and the
lead-in area 20 have different pit patterns, the first  transition
area 15 is included between the BCA 10 and the lead-in area 20 in
order to  15 prevent an improper consecutive reproduction of data.
The first transition area 15  stores data identifying a transition
area. FIG. 2A through 2E show examples of a pit pattern for the first
transition area:1 5  when the BCA 10 is formed of pits in a straight
single pattern and the lead-in area 20; is  formed of pits in a
straight random pattern. As shown in FIG. 2A, data is recorded in 20
the BCA 10 in the form of a straight single pattern of pits, data is
recorded in the lead-in  area 20 in the form of a straight random
pattern of pits, and the first transition area 15  between the BCA 10
and the lead-in area 20 is formed of a straight single pattern of
pits.  



Although not shown, the first transition area 15 may be formed of a
wobbling single  pattern of pits: 25 As shown in FIG. 2B, data is
recorded in the BCA 10 in the form of a straight  single. pattern of
pits, data is recorded in the lead-in area 20 in the form of a
straight  random pattern of pits, and the first transition area 15
between the BCA 10 and the  lead-in area 20 is formed of a straight
random pattern of pits. Although not shown, the  first transition
area 15' may be formed of a wobbling random pattern of pits. 30 As
shown in FIG. 2C, data .is recorded in the BCA 10 in the form of a
straight  single pattern of pits, data is recorded in the lead-in
area 20 in the form of a straight  7 WO 2004/068478 PCT/KR2004/000170
random pattern of pits, and the first transition area 15 between the
BCA 10 and the  lead-in area 20 is a mirror area. As shown in FIG.
2D, data is recorded in the BCA 10 in the form of a straight  single
pattern of pits, data is recorded in the lead-in area 20 in the form
of a straight  s random pattern of pits, and the first transition
area 15 between the BCA 10 and the  lead-in area. 20 is formed of a
straight specific pattern of pits. Alternatively, the first
transition area. 15 may be formed of a wobbling. single  pattern of
pits, a wobbling random pattern of pits, or a wobbling specific
pattern of pits.  In FIG. 2E, the first transition area 15 is formed
of a wobbling random pattern of pits. 10 Although FIGS. 2A through 2E
show the BCA 10 formed of a straight"single  pattern of pits, the BCA
10 may be formed of a wobbling single pattern of pits. FIGS. 3A
through 3E show examples of a pit pattern for the first transition
area  15 between the BCA 10 and the lead-in area 20 when the BCA 10
is formed of a  straight specific pattern of pits and the lead-in
area 20 is formed of a straight random 15 pattern of pits. Referring
to FIG. 3A, the first transition area 15. is formed of a straight
single pattern of pits. Referring to FIG. 313, the first transition
area 15 is formed of a  straight random pattern of pits. Referring to
FIG. 3C, the first transition area 15 is a  mirror area. Referring to
FIG. 3D, the first transition area 15 is formed of a straight
specific pattern of pits. Referring to FIG. 3E, the first transition
area 15 is formed of 20 a wobbling random pattern of pits.
Alternatively, the first transition area 15 maybe  



formed of a wobbling single pattern of pits, a wobbling random
pattern of pits, or a  wobbling specific pattern of pits. FIGS. 4A
through 4E show examples. of a pit pattern formed in the first
transition  area 15 between the BOA 10 and the lead-in area 20. when
pits are formed in the BCA  25 10 in a straight random pattern and
pits are formed in the lead-in .area 20 in a straight random pattern.
Referring to FIG. 4A, pits are formed in the first transition area 15
in a  straight single pattern. Referring to FIG. 4B, pits are formed
in the first transition area  15 in a straight random pattern.
Referring to FIG. 4C, the first transition area 15 is a  mirror area.
Referring to FIG. 4D, pits are formed in the first transition area 15
in a 30 straight specific pattern. Alternatively, pits may be formed
in the first transition area 15  in a wobbling single pattern; a
wobbling random pattern, or a wobbling specific pattern.  8 WO
2004/068478 PCT/KR2004/000170  Referring to FIG. 4E, the first
transition area 15 is formed of a wobbling random pattern  of pits.
Although not shown, pits may be formed in the BCA 10 in a wobbling
random  pattern instead of a straight random pattern. As described
above, when pits are formed in the BCA 10 in a straight random s
pattern or in a wobbling random pattern, information containing a
content, for example,  00h or BCA, is recordable in the BCA 10.
Although only the case where pits are formed in the BCA 10 in a
straight pattern  has been described above, the BCA 10 may be formed
of a wobbling pattern of. pits.  For example, pits may be formed in
the BCA 10 in a wobbling single pattern, in a 1o wobbling specific
pattern, or in a wobbling random pattern. Pits may be formed in the
BCA 10 in a straight pattern or a wobbling pattern and  pits are
formed in the lead-in area 20 in a wobbling pattern. FIGS. 5A through
5E show examples of a pit pattern formed in the first transition
area 15 between the BCA 10 and the lead-in area 20. when pits are
formed in the BCA  15 10 in a straight single pattern and pits are
formed in the lead-in area 20 in a wobbling:. random pattern.
Referring to FIG. 5A, pits are formed in the first transition area 15
in a  straight single pattern. Referring to FIG. 5B, pits are formed
in the first transition area  15 in a straight random pattern.
Referring to FIG. 5C, the first transition area 15 is a  



mirror area. Referring to FIG. 5D, pits are formed in the first
transition area 15 in a 20 straight specific pattern. Alternatively,
pits may be formed in the first transition area 15  in a wobbling
single patt ern, a wobbling random pattern, or a wobbling specific
pattern.  Referring to FIG. 5E, pits are formed in the first
transition area 15 in a wobbling.random  pattern. Although FIGS. 5A
through 5E show the BCA 10. where pits are formed in a  straight
single pattern, pits may be formed in the BOA 10 in. a wobbling
single pattern. 25 FIGS. 6A through 6E show examples of a pit pattern
formed in the first transition  area 15 when pits are formed in the
BOA 10 in a straight specific pattern and pits are - formed in the
lead-in area 20 in a wobbling random pattern. Referring to FIG. 6A,
pits  are formed in the first transition area 15 in a straight single
pattern. Referring to FIG.  6B, pits are formed in the first
transition area 15 in a straight random, pattern. 30 Referring to
FIG::: 6C, the first transition area 15 is a mirror area. Referring
to, FIG. 6D,  pits are formed in the first transition area 15 in a
straight specific pattern. Alternatively,  9 f-'r Pi WO 2004/068478
PCT/KR20041000170 pits may be formed in the first transition area 15
in a wobbling single pattern, a wobbling  random pattern, or a
wobbling specific pattern. For example, FIG. 6E shows the first
transition area 15 where pits are formed in a wobbling random
pattern. Although FIGS.  6A through 6E show the BCA 10 where pits are
formed in a straight specific pattern, s pits may be formed in the
BCA 10 in a wobbling specific pattern. FIGS. 7A through 7F show
examples of a pit pattern formed in the first transition  area 15
when pits are formed in the BCA 10 in a straight random pattern and
pits are  formed in the lead-in area 20 are formed in a wobbling
random pattern. Referring to  FIG. 7A, pits are formed in the first
transition area 15 in a straight single pattern. io Referring to FIG.
7B, pits are formed in the first transition area 15 in .a straight
random  pattern. Referring to FIG. 7C, the first transition area 15
is a mirror area. Referring to  FIG. 7D, pits are formed in the first
transition area 15 in a straight specific pattern.  Alternatively,
pits may be formed in the first transition area 15. in a wobbling
single  pattern, a wobbling random pattern,. or. a wobbling specific
pattern. For example, FIG. is 7E shows the first transition area 15
where pits are formed in a wobbling random ..  



pattern. Although FIGS. 7A through 7E show the BCA 10 where pits are
formed in a  straight random pattern; pits maybe formed in the BCA 10
in a wobbling random  pattern. When pits are formed in the BCA 10 in
a straight random.pattern or a wobbling random pattern as described
above, information containing a content, such as,  20 00h or BCA, is
recordable in the BCA 10. When pits are formed in the BCA 10, the
first transition area 15, or the lead-in  area 20 in a wobbling
pattern, they are formed so that the amplitude.of a wobble  gradually
increases or decreases.. As shown in FIG. 7F, the. pits are formed in
the first  transition area 15 in a wobbling pattern so that the
amplitude of a wobble can gradually  25 increase. The BCA 10, the
first transition area 15, and the lead-in area 20 may have either  an
identical track pitch or different track pitches. For example, the
BCA 10 and the first  transition area .15 have the same track pitch,
and only the lead-in area 20 has a different track pitch.
Alternatively, the first transition area 15 and the lead-in area 20
30 may have the same track pitch, and only the BCA 10 has a different
track pitch: When  the BCA 10 and the lead-in area 20 have different
track pitches, the first transition area  10 WO 2004/068478
PCT/KR2004/000170 15 is formable so that its track pitch can
gradually increase or decrease. For example,  when a track pitch for
the BCA 10 is "a" and a track pitch for the lead-in area 20 is "b"
(b>a), the first transition area 15 is formed so that its track pitch
can gradually increase  from "a" to "b". 5 An optical information
storage medium according to a second embodiment of  the present
invention includes the BCA TO, the lead-in area 20, the user data
area 30,  and the lead-out area 40. A second transition area 25 is
further included between the  lead-in area 20 and the user data area
30. Hereinafter, a pit pattern formed in each of the lead-in area 20,
the second 10 transition area 25, and the user data area 30 will-be
described with reference to FIGS.  8A through 10F. When pits are
formed in the lead-in area 20 in a third straight pattern  and pits
are formed in the user data area 30 in a fourth straight pattern, the
second  transition area 25 are formable of a straight single pattern
of pits, a straight specific  



pattern of pits, a straight random pattern of pits, a wobbling single
pattern of pits; a 15 wobbling specific pattern of pits, or a
wobbling random pattern of pits. Alternatively  the second transition
area 25 can be a mirror area. Each of the third and fourth straight
patterns may be one of the straight single  pattern, the straight
specific pattern, and the straight random pattern. FIGS. 8A through
8F show examples of a pit pattern formed in the second  20 transition
area 25 when pits are formed in the lead-in area 20 in a straight
random  pattern and pits are formed in the user data area 30 in a
straight random pattern.  Referring to FIG. 8A, pits are formed in
the second transition area 25 in. a straight single  pattern.
Referring to FIG. 813, pits are formed in the second transition area
25 in a  straight random pattern. Referring to FIG. 8C, the second
transition area 25 is a mirror 25 area. Referring to FIG. 8D, pits
are formed in the second transition area 25 in a  straight specific
pattern. Alternatively, pits may be formed in the second transition
area  25 In a wobbling single pattern, a wobbling random pattern, or
a wobbling specific  pattern. For example, FIG. BE shows the second
transition area 25 where pits are  formed in a wobbling random
pattern. 11 WO 2004/068478 PCT/KR2004/000170  When pits are formed in
the second transition area 25 in a wobbling pattern, they are
formable so that the amplitude of a wobble can gradually decrease as
shown  in FIG. 8F. A pit pattern formed in the second transition area
25 when the lead-in area 25 is  5 formed of a wobbling pattern of
pits and the user data area 30 is formed of a straight  pattern of
pits will now be described. To be more specific, pits may be formed
in the  lead-in area 20 in a wobbling single pattern, a wobbling
specific pattern, or a wobbling  random pattern, and pits may be
formed in the user data area 30 in a straight single  pattern, a
straight specific pattern, or a straight random pattern. 10 FIGS. 9A
through 9F show examples of a pit pattern formed in the second
transition area 25. when the lead-in area 20 and the user data.area
30 are formed. of  pits to have a wobbling random pattern and a
straight random pattern, -respectively.  Referring to FIG. 9A, pits
are formed in the second transition area 25 in a straight single  



pattern. Referring to. FIG. 9B, pits are formed in the second
transition area 25 in a 15 straight random pattern.. Referring to
FIG. 9C, the second transition area 25 is a mirror  area. Referring
to FIG. 9D, pits are formed in the second transition area 25 in a
straight specific pattern. Alternatively, pits may be formed in the
second transition area  25 in a wobbling single pattern, a wobbling
random pattern, or a wobbling specific  pattern. For example, FIG. 9E
shows the second transition area 25 where pits are 20 formed in a
wobbling random pattern. C When pits are formed in the second
transition area 25 in a wobbling pattern,  they are formable so that
the amplitude of a wobble can gradually decrease as shown  in FIG.
9F. Examples of a pit .pattern formed in :the second transition area
25 when the 25 lead-in area 20 and the user data area 30 are formed
of a straight pattern of pits and a  wobbling pattern of pits,
respectively, will now be described. To be more specific, pits  may
be formed in the lead-in area 20 in a straight single pattern, a
straight specific  pattern, or a straight random pattern, and pits
may be formed in the user data area 30  in a wobbling single pattern,
a wobbling specific pattern, or a wobbling random pattern. 30 FIGS:
10A through 10F show examples of a pit pattern formed in the second
transition area 25 when the lead-in area 20 and the user data area
30: are formed of  12 WO 2004/068478 PCT/KR2004/000170 pits to have a
straight random pattern and a wobbling random pattern, respectively.
Referring to FIG. 10A, pits are formed in the second transition area
25 in a straight  single pattern. Referring to FIG. 10B, pits are
formed in the second transition area 25  in a straight random
pattern. Referring to FIG. 10C, the second transition area 25 is a s
mirror area. Referring to FIG. 10D, pits are formed in the second
transition area 25 in  a straight specific pattern. Alternatively,
pits may be formed in the second transition  area 25 in a wobbling
single pattern, a wobbling random pattern, or a wobbling specific
pattern. For example, FIG. 10E shows the second transition area 25
where pits are  formed in a wobbling random pattern. 10 When pits are
formed in the second transition area 25 in a wobbling pattern,  they
are formable so that the amplitude of a wobble can gradually increase
as shown in  



FIG. 10F. When the lead-in area 20 and the user data area 30 are
formed of pits to have a  wobbling pattern, the second transition
area 25 included therebetween is .formable of  15 a straight single
pattern of pits, a straight specific pattern of pits, a straight
random pattern of pits, a wobbling single pattern of pits, a wobbling
specific pattern of pits, or a  wobbling random pattern of pits.
Alternatively, the second transition area 25 can be .a  mirror area.
When pits are formed in the lead-in area 20, the second transition
area 25, or  20 the user data area 30 in a wobbling pattern, they are
formable so that the amplitude of  C a wobble gradually increases or
decreases. The lead-in area 20, the second transition area 25, and
the user data area 30  may have either an identical track pitch or
different track pitches. For example, the  lead-in area 20 and the
second transition area 25: have the same track pitch, and only 25 the
user data area 30 has a different track pitch. Alternatively, the
second transition  area 25 and the user data area 30 may have the
same track pitch, and only, the lead-in  area 20 has a different
track pitch. When the lead-in area 20 and the user data area  230
have different track pitches, the second transition area 25 is
formable so that its  track pitch can gradually increase or decrease.
For example, when a track pitch for `30' the lead-in area 20 is "c"
and a track pitch for the user data area 30 is "d" (d>c), the  13 WO
2004/068478 PCT/KR2004/000170 second transition area 25 is formed so
that its track pitch can gradually increase from  "c to "d" An
optical information storage medium according to a third embodiment of
the  present invention is divided into a plurality of areas, at least
one of which is divided into  5 a plurality of sub-areas according to
function. A third transition area is included between two adjacent
sub-areas. Referring to FIG. 11, the optical information storage
medium according to the third embodiment of the present invention
includes the BCA  10, the lead-in area. 20, the user data area 30,
and the. lead-out area 40. The lead-in  area 20 includes first and
second sub-areas 20a and 20b,. respectively... io A transition area
may be included both between the BCA 10 and the lead-in area  



20 and between the lead-in area 20. and the user data area 30. The
principle of the  first and second transition areas of the first and
second embodiments is equally applied  to these transition areas. A
third transition area 27 is included between the first and second
sub-areas 20a  is and 20b of the lead-in area 20. Hereinafter, a pit
pattern formed in each of the first  and second sub-areas 20a and 20b
and the third transition area 27 will be described in  greater
detail. The first and second sub=areas 20a and 20b are formed of pits
in a  straight pattern and a wobbling pattern, respectively. The
straight pattern may be a  straight single pattern, a straight
specific pattern, or a straight random pattern, and the 20 wobbling
pattern may be a wobbling single pattern, a wobbling. specific
pattern, or a  C wobbling random pattern. The third transition area
27 formed between the first and second sub-areas 20a  and 20b when
the first and second sub-areas 20a and 20b .are formed of pits to.
have a  straight pattern: and a wobbling pattern, respectively, will
,now -be described. 25 FIGS. 12A through 12F show examples of a pit.
pattern for the third transition  area 27 when the first and second
sub-areas 20a and 20b are formed of pits to have a  straight random
pattern and a wobbling random pattern, respectively. Referring to
FIG.  12A, pits are formed in the third transition area 27 in a
straight single pattern. Referring to FIG. 12B, pits are formed in
the third transition area 27 in a straight random  30 pattern.. n g
to FIG. 12C, the third transition area 27 is a mirror area. Referring
to FIG. 120, pits are formed in the third transition area 27 in a
straight specific pattern.  14 WO 2004/068478 PCT/KR2004/000170
Alternatively, pits may be formed in the third transition area 27 in
a wobbling single  pattern, a wobbling random pattern, or a wobbling
specific pattern. For example, FIG.  12E shows the third transition
area 27 where pits are formed in a wobbling random  pattern. When
pits are formed in the third transition area. 27 in a wobbling
pattern, s they are formable so that the amplitude of a wobble can
gradually increase or decrease.  For example, the third transition
area 27 is formable of a wobbling random pattern of  pits so that the
amplitude of a wobble can gradually increase as shown in FIG. 12F.
When the .first and second sub-areas 20a and 20b are formed of pits
to have a  



wobbling pattern and a straight pattern, respectively, the third
transition area 27 io included therebetween, may be formed of a
straight single pattern of pits, a straight  specific pattern of
-pits,. a straight random pattern of pits, a wobbling single pattern
of,  pits, a wobbling specific pattern of pits, or a wobbling random
pattern of pits.  Alternatively, the third transition area 27 may be
a mirror area. When the first and second sub-areas 20a and 20b are
both formed of pits to  15 have a straight pattern, the third
transition area 27 included therebetween may be  formed of a straight
single pattern of pits, a straight specific pattern of pits, a
straight  random pattern of pits, a wobbling single pattern of pits,
a wobbling specific pattern of  pits, or a wobbling random pattern of
pits. Alternatively, the third transition area 27  may be a mirror
area. 20 When the first and second sub-areas 20a and 20b are both
formed of pits to  have a wobbling pattern,. the third transition
area 27 included therebetween may be  formed of a straight single
pattern of pits, a. straight specific pattern of pits, a straight .
random. pattern of pits, a wobbling single: pattern of pits, a
wobbling specific pattern of  pits, or a wobbling: random pattern. of
pits.. Alternatively, the third transition area 27 25 may be a.
mirror area. When pits are formed in the first and second sub-areas
20a and 20b and the  third transition area 27 in a wobbling pattern,
they may be formed so that the amplitude  of a wobble gradually
increases or decreases. The case where only the lead-in area 20 is
divided into two sub-areas has been  .30 described. above. However,
the BCA 10, the user ,data area 30, or the lead-out area  15 WO
2004/068478 PCT/KR2004/000170  40 may also be divided into a
plurality sub-areas. In this case, a transition area may  be formed
between two adjacent sub-areas. The 'first and second sub-areas 20a
and 20b and the third transition area 27  may have either an
identical track pitch or different track pitches. For example, the 5
first sub-area 20a and the third transition area 27 have the same
track pitch, and only  the second sub-area 20b has a different track
pitch. Alternatively, the third transition  area 27 and the second
sub-area 20b have the same track pitch, and only the first  



sub-area 20a has a different track pitch. When the first and second
sub-areas 20a  and 20b have different track pitches, the third
transition area 27 may be formed so that to its track pitch can
gradually increase or decrease. For example, when a track pitch for
the first sub-area 20a-18 "e" and a track pitch for the second
sub-area 20b is "f' (f>e),  the third transition area 27 is formed so
that its track pitch can gradually increase from  .e" to "F'.
Referring to FIG. 13, there is shown a block diagram of a
'recording/reproducing  is system according to an embodiment of the
present invention. The apparatus. includes  a recording/reading unit
100 and a controller 200. The recording/reading unit 100  writes data
to and/or reproduces data from a write once recording medium 300 that
is  an information storage medium. As described above, an optical
information storage medium according to the  20 described embodiments
of the present invention includes a plurality of areas, and a
transition area is included in at least one of boundary areas formed
by the areas. For  example, a transition area is included 'in at
least one of an area between the BCA 10 and the lead-in area 20, an
area between the lead-in area 20 and the user data area 30,  and an
area between the first and second sub-areas 20a and 20b. A :pit
pattern 25 formed in the transition area may be the same as that
formed in the area that is in front  of or at rear of the transition
area. The area in front of the transition area denotes an  area that
is closer to the center of the storage medium than the transition
area. The  area at rear of the transition area denotes an area that
is more outside than the  transition area in the. radial direction of
the storage medium. 16 WO 2004/068478 PCT/KR2004/000170 The optical
information storage medium according to the described  embodiments of
the present invention may be constituted with a single layer or a
plurality of layers. 5 Industrial Applicability As described above,
the optical information storage medium according to the  described
embodiments of the present invention is divided into a plurality of
areas  according to function or purpose, and a transition area is
included between two  



adjacent areas. Thus, data is smoothly reproduced at a low error
generation rate. 1o Also, since the optical information storage
medium according to the present invention  ( provides standards for
the transition area, it is compatible with existing optical
information storage media. Although a few embodiments of the present
invention have been shown and  described, the present invention is
not limited to the disclosed embodiments. -Rather, it  1s would be
appreciated by those skilled in the art that changes may be made in
these:,.: embodiments without departing from the principles and
spirit of the invention, the scope  of which is defined by the"
claims and their equivalents. 17 WO 2004/068478 PCT/KR2004/000170
What is claimed is: 1. A reproduction-only optical information
storage medium comprising:  a plurality of areas; and at least one
transition area, wherein each transition area is located between two
s adjacent areas. 2. The optical information storage medium of claim
1, wherein data is  recorded in the form of pits in the areas and the
transition area. 10 3. The optical information storage medium of
claim 2, wherein a pit pattern  of the transition area is the same as
a pit pattern of an area preceding the transition  area. 4. The
optical information storage medium of claim 2, wherein a pit pattern
1s of the transition area is the same as a pit pattern of an area
following the transition  area. 5. The optical information storage
medium of claim 1, wherein the transition  area is a mirror area. 20
6. The optical information storage medium of claim 2, wherein pits of
the  transition area are formed in one of a straight pattern and a
wobbling pattern. 7. The optical information storage medium of claim
6, wherein the straight  25 pattern is one of a straight single
pattern, a straight specific pattern, and a straight  



random pattern. 8. The optical' information storage medium of claim
6, wherein the wobbling  pattern is one of a wobbling single pattern,
a wobbling specific pattern, and a wobbling  3o random pattern. 9.
The optical information storage medium of anyone of claims 2 to 4,
wherein a track pitch of pits in the transition area is the same as
track pitches of pits in  18 c  WO 2004/068478 PCT/KR2004/000170  the
adjacent areas. 10. The optical information storage medium of any one
of claims 2 to 4,  wherein the track pitch of pits in the transition
area and the track pitches of pits in the  5 adjacent areas differ.
11. The optical information storage medium of any one of claims 2 to
4,  wherein the track pitch of pits in the transition area are the
same as the track pitch of  pits in one of the adjacent areas. 10 12.
The optical information storage medium of claim 10, wherein the track
pitch of pits formed in the transition area gradually one of
increases and decreases  from the track pitch of pits formed in of
the area preceding the transition area to the  track. pitch of pits
formed in the area following the transition area. 15 13. The optical
information storage medium of claim 6, wherein when pits for  the
transition area is formed in a wobbling pattern, the amplitude of a
wobble gradually  decreases or increases. 20 14. The optical
information storage medium of claim 1, wherein the transition  area
stores information identifying a transition area. 15. A
reproduction-only optical information storage. medium comprising:  a
burst cutting area (BCA); 25 a lead-in area; a user data area; 



a lead-out area; and a transition area located in at least one of an
area between the BCA and the  lead-in area, an area between the
lead-in area and the user data area, and an area  3o between the user
data area and the lead-out area, wherein the BCA, the lead-in area,
the user data area, and the lead out area are  formed of pits. 19 WO
2004/068478 PCT/KR2004/000170  16. The optical information storage
medium of claim 15, wherein a first transition area is included
between the BCA and the lead-in area, and the BCA, the  lead-in area,
and the first transition area are each formed of pits in one of a
straight  pattern and a wobbling pattern. 5 17. The optical
information storage medium of claim 15, wherein a second  transition
area is included between the lead-in area and the user data area, and
the  lead-in area, the user data area, and the second transition area
are each formed of pits  on one of a straight pattern and a wobbling
pattern. 10 18. The optical information storage medium of claim 16 or
17, wherein the  - straight pattern is one of a straight single
pattern, a straight specific pattern, and a  .straight-random
pattern. 15 19. The optical information storage medium of claim 16 or
17, wherein the  wobbling pattern is one of a wobbling single
pattern, a wobbling specific pattern, and a  wobbling random pattern.
20. The optical information storage medium of claim 16, wherein a
track pitch  20 of pits formed in the BCA, a track pitch of pits
formed in the first transition area, a track  pitch of pits formed in
the lead-in area are the same. 21. The optical information storage
medium of claim 16, wherein a track pitch  of pits formed in the BCA,
a track pitch of pits formed in the-first transition area, a track
25 pitch of pits formed in the lead-in area are different from one
another.. 22. The optical information storage medium of claim 21,
wherein, the track  



pitch of pits formed in the first transition area. gradually. one of
increases and decreases  from the track pitch of pits formed in the
BCA to the track pitch.of'pits formed in the 30 lead-in area. 23. The
optical information storage. medium of claim 17, wherein a track
pitch  of pits formed in the lead-in area, a track pitch of pits
formed in the second transition  20 WO 2004/068478 PCT/KR2004/000170
area, a track pitch of pits formed in the user data area are the
same. 24. The optical information storage medium of claim 17, wherein
a track pitch  of pits formed in the lead-in area, a track pitch of
pits formed in the second transition 5 area, a track pitch of pits
formed in the user data area are different. 25. The optical
information storage medium of claim 24, wherein the track  pitch of
pits formed in the second transition area gradually increases or
decreases from  the track pitch of pits formed in the lead-in area to
the track pitch of pits formed in the  10 - user data area. 26. The
optical information storage medium of claim 16, wherein when pits for
the first transition area are formed in a wobbling pattern, the
amplitude of a wobble  gradually one of decreases and, increases. 15
. 27 The optical information storage medium of claim 17, wherein when
pits for  the second transition area are formed in a wobbling
pattern, the amplitude of a wobble  gradually decreases or increases.
20 28 The optical information 'storage.medium of claim 17, wherein
each of the  first and second transition areas stores information
identifying the corresponding  transition area. 25 29. A
reproduction-only optical information storage medium comprises:  a
burst cutting area (BCA); a lead-in area; a user data area; a lead-in
area; and  3o a transition area, 



wherein atleast one of the BCA, the lead-in area, the user data area,
and the  lead-out area is divided :into a plurality of subareas, and
wherein the transition area is located : between two adjacent
sub-areas:  21 WO 2004/068478 PCT/KR2004/000170 30. The optical
information storage medium of claim 29, wherein pits for the
sub-areas and pits for transition area are each formed in a straight
pattern or a  wobbling pattern. 5 31. The optical information storage
medium of claim 30, wherein the straight  pattern is one of a
straight single pattern, a straight specific pattern, and a straight
random pattern. io 32. The optical information storage medium of
claim 30, wherein the wobbling  pattern is one of a wobbling single
pattern, a wobbling specific pattern, and a  wobbling random pattern.
33. A method of recording information on a reproduction-only optical
1s information storage medium, comprising: forming a plurality of
areas on the reproduction-only optical storage medium; and  forming
at least one transition area on the reproduction-only optical
storage.  medium, wherein each transition area is located between two
adjacent areas.  20 34. The method of claim 33, wherein data is
recorded in the form of pits in the  areas and the transition area.
35. The method of claim 34, wherein a pit pattern of the transition
area is the  25 same an pit pattern of an area. preceding the
transition area. 36 The method of claim 34, wherein a pit pattern of
the transition area is the  same as a pit pattern of an area
following the transition area. 30 37. The method of claim 33, wherein
the transition area.is a mirror area. 38: The method of claim 34,
wherein pits of the transition area are formed in  one of a straight
pattern and a wobbling pattern. 



22 1 WO 2004/068478 PCT/K112004/000170 39. The method of claim 38,
wherein the straight pattern is one of a straight  single pattern, a
straight specific pattern, and a straight random pattern. 5 40. The
method of claim 38, wherein the wobbling pattern is one of a
wobbling single pattern, a wobbling specific pattern, and a wobbling
random pattern.  41. The method of claim 34, wherein a track pitch of
pits in the transition area is the same as track pitches of pits in
the adjacent areas.  10 42. The method of claim 36, wherein the track
pitch of pits in the transition  area and the track pitches of pits
in the adjacent areas differ. 43. The method of claim 36, wherein the
track pitch of pits in the transition  is area are the same as the
track pitch of pits.in one of the adjacent areas. 44. The method of
claim 42, wherein the track pitch of pits formed in the  transition
area gradually one of increases and decreases from the track pitch of
pits  formed in of the area preceding the transition area to the
track pitch of pits formed in..  20 the area following the transition
area. 45. The method of claim 38 wherein when pits for the transition
area is  formed in a wobbling pattern, the amplitude of a wobble
gradually decreases or  increases. 25 46. The method of claim 33,
wherein the transition area stores information  identifying a
transition area. 47. A method of recording information on a
reproduction-only optical  30 information storage medium, comprising:
forming a burst cutting area (BOA);  forming a lead-in area, forming
a user data area; 23 3 , 



C. WO 2004/068478 PCT/KR2004/000170  forming a lead-out area; and
forming a transition area located in at least one of an area between
the BCA and  the lead-in area, an area between the lead-in area and
the user data area, and an area  between the user data area and the
lead-out area, 5 wherein the BCA, the lead-in area, the user data
area, and the lead out area are  formed of pits. 48. The method of
claim 47, wherein a first transition area is included  between the
BCA and the lead-in area, and the BCA, the lead-in area, and the
first  io transition area are each formed of pits in one of a
straight pattern and a wobbling  pattern. 49. The method of claim 47,
wherein a second transition area is included  between the lead-in
area and the user data area, and the lead-in area, the user data 15
area, and the second transition area are each formed of pits on one
of a straight pattern  and a wobbling pattern. 50. The method of
claim 49, wherein the straight pattern is one of a straight  single
pattern, a straight specific pattern, and a straight random pattern.
20 51. The method of claim 49, wherein the wobbling pattern is one of
a  wobbling single pattern, a wobbling specific pattern, and a
wobbling random pattern. 52. The method of claim 48, wherein a track
pitch of pits formed in the BCA, a  25 track pitch of pits formed in
the first transition area, a track pitch of pits formed in the
lead-in area are the' same. 53. The method of claim 48, wherein a
track pitch of pits formed in the BCA, a  track pitch of pits formed
in the first transition area, and a track pitch of pits formed in 30
the lead-in area are different from one another. 54. The` method of
claim 53, wherein the track pitch of pits formed in the first  the
track pitch of pits  transition area gradually one of increases and
decreases from 24 



WO 2004/068478 PCT/KR2004/000170  formed in the BCA to the track
pitch of pits formed in the lead-in area. 55. The method of claim 49,
wherein a track pitch of pits formed in the lead-in  area, a track
pitch of pits formed in the second transition area, and a track pitch
of pits  5 formed in the user data area are the same. 56. The method
of claim 49, wherein a track pitch of pits formed in the lead-in
area, a track pitch of pits formed in the second transition area,.
and a track pitch of pits  formed in the user data area are
different. 10 57. The method of claim 56, wherein the track pitch of
pits formed. in the  second transition area gradually increases or
decreases from the track pitch of pits  formed in the lead-in area to
the track pitch of pits formed in the user data area. 1s 58. The
method of claim 48, wherein when pits for the first transition area
are  formed in a wobbling pattern, the amplitude of a wobble
gradually one of decreases and  increases. 59. The method of claim
49, wherein when pits for the second transition area  20 are formed
in a wobbling pattern, the amplitude of a wobble gradually decreases
or  increases. t 60. The method of claim 49, wherein each of the
first and second transition  areas stores information identifying the
corresponding transition area. 25 61. A method of recording
information on a reproduction-only optical  information storage
medium, comprising: . forming a burst cutting area (BCA);  forming a
lead-in area; .  30 forming a user data area; forming a lead-in area,
and  forming a transition area, 25 WO 2004/068478 PCT/KR2004/000170
wherein at least one of the BCA, the lead-in area, the user data
area, and the  



lead-out area is divided into a plurality of sub-areas, and wherein
the transition area is located between two adjacent sub-areas. 5 62.
The method of claim 61, wherein pits for the sub-areas and pits for
transition area are each formed in a straight pattern or a wobbling
pattern. 63. The method of claim 62, wherein the straight pattern is
one of a straight.  single pattern, a straight specific pattern, and
a straight random pattern. 10 64. The method of claim 62, wherein the
wobbling pattern is one of a C wobbling single pattern, a wobbling
specific pattern, and a wobbling random pattern.  65. A method of
recording information on a reproduction-only optical 15 information
storage medium; comprising:  forming a burst-cutting area (BCA);
forming a lead-in area; forming a user data area;  forming a lead-out
area; and 20 forming a transition area between at least one of the
BCA and the lead-in area,  the lead-in area and the user data area,
and the user data area and the lead-out area.  C 66. A method of
reproducing information from a read-only optical information storage
medium having a plurality of areas and. at least one transition
area,:comprising:  25 reading data from at least one of the plurality
of areas and one of the at least  one transition area, wherein each
transition area is located between two adjacent areas., 67. A method
of reproducing information from a reproduction-only optical  3o
information storage medium, comprising: reading data from at least
one of a burst cutting area (BCA), a lead-in area, a  user data area,
and a lead-out area, and 26 WO 2004/068478 PCT/KR20 04/0 0 01 70
reading data from a transition area located in at least one of an
area between the  BCA and the lead-in area, an area between the
lead-in area and the user data area,  .and an area between the user
data area and the lead-out area, 



wherein the BCA, the lead-in area, the user data area, and the lead
out area are  5 formed of pits. 68. A method of reproducing
information from a reproduction-only optical  information storage
medium, comprising: reading data from. at least one of a burst
cutting area (BCA), a lead-in area, a  io user data area, and a
lead-in area; and reading data from a transition area, wherein at
least one of the BCA, the lead-in area, the user data area, and the
lead-out area is divided into. a plurality of sub-areas, and wherein
the transition area is. located between two adjacent sub-areas.  15 .
69. A .method of reproducing information from a reproduction-only
optical information storage medium, comprising: reading data from at
least one of a burst cutting area (BCA), a lead-in area, a  user data
area, and a lead-out area; and 20 reading data from a transition area
located between at least one of the BCA and  the lead-in area, the
lead-in area and the user data area, and the user data area and  the
lead-out area. C 70. A method of recording information to and
reproducing information from a  25 read-only optical :inforrnaton
storage medium. having a plurality of areas and at least  one
transition area, comprising: . -forming a plurality of areas and at
least one transition area on the  reproduction-only optical storage
medium; reading data from the least one of the plurality of areas and
one of the at least  30. one .transition area, wherein each
transition area is located between two adjacent areas.  27 WO
20041068478 PCT/KR2004/000170  71. A method of recording information
to and reproducing information from a read-only optical information
storage medium comprising: 



forming, on reproduction-only optical storage medium, a burst cutting
area (BOA),  a lead-in area, a user data area, a lead-out area, and a
transition area located in at 5 least one of an area between the BCA
and the lead-in area, an area between the  lead-in area and the user
data area, and an area between the user data area and the  lead-out
area; and reading data from at least one of the burst cutting area
(BCA), the lead-in area,  the user data area, the lead-out area, and
the transition area, io wherein the BCA, the lead-in area, the user
data area, and the lead out area are  formed of pits. 72. A method of
recording information to and reproducing information from a
read-only optical information storage medium, comprising: 15 forming,
on the reproduction-only optical storage medium, a burst cutting area
(BCA), a lead-in area, a user data area, a lead-in area, and a
transition area; and  reading data from the transition are and at
least one of the burst cutting area  (BCA), the lead-in area, the
user data area,. and the lead in area, 20 73. A recording apparatus
for use with a reproduction-only optical information  storage medium,
comprising: a recording unit which records data on the
reproduction-only optical information  storage medium; and a
controller which: 25 controls the recording unit to form a plurality
of areas on the  reproduction-only optical storage medium, and
controls the recording unit to form at least one transition area
between two  adjacent areas. 30 74. The apparatus of claim 73,
wherein data is recorded in the foram of pits in  the areas and the
transition area. 75. The apparatus of claim 74, -Wherein a pit
pattern of the transition :area is  28 WO 2004/068478
PCT/KR2004/000170  the same as a pit pattern of an area preceding the
transition area. 76. The apparatus of claim 74, wherein a pit pattern
of the transition area is  



the same as a pit pattern of an area following the transition area. 5
77. The apparatus of claim 73, wherein the transition area is a
mirror area.  78. The apparatus of claim 74, wherein pits of the
transition area are formed  in one of a straight pattern and a
wobbling pattern. 10 79. The apparatus of claim 78, wherein the
straight pattern is one of a straight  C single pattern, a straight
specific pattern; and a straight random pattern. 80. The apparatus of
claim 78, wherein the wobbling pattern is one of a 15 wobbling single
pattern, a wobbling specific pattern, and a wobbling random pattern
81. The apparatus of claim 74, wherein a track pitch of pits in the
transition  area is the same as. track pitches of pits in the
adjacent areas. 20 82. The apparatus of claim 76, wherein the track
pitch of pits in the transition  area and the track pitches of pits
in the adjacent areas differ. C 83. The apparatus of claim 76,
wherein the track pitch of pits in the transition  area are the same
as the track pitch of pits in one-of :the adjacent areas. 25 84. The
apparatus of claim 82, wherein the track pitch of pits formed in the
transition area gradually one of increases and decreases from
the.track pitch of pits  formed in of the area preceding the
transition area to the track pitch of pits formed in  the area
following the transition area. 30 85. The apparatus of claim 78,
wherein when pits for the transition area is  formed in a wobbling
pattern, the amplitude of a wobble gradually decreases or  increases,
29 WO 2004/068478 PCT/KR2004/000170  86. The apparatus of claim 73,
wherein the transition area stores information  identifying a
transition area. s 87. An apparatus for use with a reproduction-only
optical information storage  medium, comprising: 



a recording unit which records data on the reproduction-only optical
information  storage medium; and a controller which controls the
recording unit to form, on the reproduction-only  io optical
information storage medium, a burst cutting area (BCA), a lead-in
area, a user  data area, a lead-out area, and a transition area
located in at least one of an area  between the BCA and the lead-in
area, an area between the lead-in area and the user  data area, and
an area between the user data area and the lead-out area, wherein the
BCA, the lead-in area, the user data area, and. the lead out area are
15 formed of pits. 88. The apparatus of claim 87, wherein a first
transition area is included  between the BCA and the lead-in area,
and the BCA, the lead-in area, and the first  transition area are
each formed of pits in one of a straight pattern and a wobbling  20
pattern. 89. The apparatus of claim 87, wherein a second transition
area is included  C. -between the lead-in area and the user data
area, and the lead-in area, the. user data  area, and the second
transition area are each formed of pits on one of a straight pattern
25 and a wobbling pattern. 90. The apparatus :of claim 89, .wherein
the straight pattern is one of a straight  single pattern, a straight
specific pattern, and a straight random pattern. 30 91. The apparatus
of claim 89, wherein the wobbling pattern is one of a  wobbling
single pattern, awobbling specific pattern, and a wobbling random
pattern. 92. The apparatus of claim 88, wherein a track pitch bf pits
formed in the BCA,  30 C,  WO 2004/068478 PCT/KR2004/000170 a track
pitch of pits formed in the first transition area, a track pitch of
pits formed in the  lead-in area are the same. 93. The apparatus of
claim 88, wherein a track pitch of pits formed in the BCA,  5 a track
pitch of pits formed in the first transition area, a track pitch of
pits formed in the  lead-in area are different from one another. 94.
The apparatus of claim 93, wherein the track pitch of pits formed in
the  



first transition area gradually one of increases and decreases from
the track pitch of pits  1o formed in the BCA to the track pitch of
pits formed in the lead-in area. 95. The apparatus of claim 89,
wherein a track pitch of pits formed in the  lead-in area, a track
pitch of pits formed in the second transition area, a track pitch of
pits formed in the user data area are the same. 15 96. The apparatus
of claim 89, wherein a track pitch of pits formed in the  lead-in
area, a track pitch of pits formed in the second transition area, a
track pitch of.  pits formed in the user data area are different. 20
97. The apparatus of claim 96, wherein the track pitch of pits formed
in the  second transition area gradually increases or decreases from
the track pitch of pits  formed in the lead-in area to the track
pitch of pits formed in the. user data area. 98. The apparatus of
claim 88,.. wherein when. pits for the first transition area  2s are
formed in a wobbling pattern, the amplitude of a wobble gradually one
of decreases  and increases. 99. The apparatus of claim 89, wherein
when pits for the second transition  area are formed in a wobbling
pattern, the amplitude of a wobble gradually decreases  30 or
increases. 100. The apparatus of claim 89, wherein each of the first
and second transition  areas stores information identifying the
corresponding transition area.. 31 101. An apparatus for use with a
reproduction-only optical information storage  medium, comprising: a
recording unit which records data on the reproduction-only optical
information  storage medium; and 5 a controller which controls the
recording unit to form, on the reproduction-only  optical information
storage medium, a burst cutting area (BCA), a lead-in area, a user
data area, a lead-in area, and a transition area, wherein at least
one of the BCA, the lead-in area, the user data area, and the
lead-out area is divided into a plurality of sub-areas, and 10
wherein the transition area is located between two adjacent
sub-areas. 



102. The apparatus of claim 101, wherein pits for the sub-areas and
pits for tr  ansition area are each formed in a straight pattern or a
wobbling pattern. 15 103. The apparatus of claim 102, wherein the
straight pattern is one of a strai  ght single pattern, a straight
specific pattern, and a straight random pattern. 104. The apparatus
of claim 102, wherein the wobbling pattern is one of a  wobbling
single pattern, a wobbling specific pattern, and a wobbling random
pattern.  20 105. A reproducing apparatus for use with a
reproduction-only optical  information storage medium, comprising: a
reading unit which reproduces data from the reproduction-only optical
information storage medium; and 25 a controller which controls the
reading unit to reproduce data from a plurality of  areas on the
reproduction-only optical storage medium. 106. A reproducing
apparatus for use with a reproduction-only optical  information
storage medium, comprising: 30 a reading unit which reproduces data
from the reproduction-only optical  information storage medium; and a
controller which: 32 controls the reading unit to reproduce data from
at least one of a burst  cutting area (BCA), a lead-in area, a user
data area, and a lead-out area of the  reproduction-only optical
storage medium, and controls the reading unit to reproduce data from
a transition area located  5 in at least one of an area between the
BCA and the lead-in area, an area between the  lead-in area and the
user data area, and an area between the user data area and the
lead-out area, wherein the BCA, the lead-in area, the user data area,
and the lead out area are  formed of pits. 10 107. A reproducing
apparatus for use with a reproduction-only optical  information
storage medium, comprising: 



a reading unit which reproduces data from the reproduction-only
optical  information storage medium; and 15 a controller which:
controls the reading unit to reproduce data from at least one of a
burst  cutting area (BCA), a lead-in area, a user data area, and a
lead-in area of the  reproduction-only optical storage medium, and
controls the reading unit to reproduce data from a transition area of
the  20 reproduction-only optical storage medium, wherein at least
one of the BCA, the lead-in area, the user data area, and the
lead-out area is divided into a plurality of sub-areas, and wherein
the transition area is located between two adjacent sub-areas. 25
108. A recording or reproducing apparatus for use with an optical
information  storage medium having a plurality of areas, comprising:
a recording or reading unit which records data in or reads data from
a plurality of  areas; and a controller which controls the recording
or reading unit to record or read data on  30 or from the at least
one of the plurality of areas and one of the at least one transition
area, wherein each transition area is located between two adjacent
areas.  33 109. A recording and reproducing apparatus for use with a
read-only optical  information storage medium having a plurality of
areas, comprising: a recording and reading unit which records data in
and reads data from a  plurality of areas; and 5 a controller which:
controls the recording and reading unit to form, on the
reproduction-only  optical storage medium, a burst cutting area
(BCA), a lead-in area, a user data area, a  lead-out area, and a
transition area located in at least one of an area between the BCA
and the lead-in area, an area between the lead-in area and the user
data area, and an  io area between the user data area and the
lead-out area, and controls the recording and reading unit to read
data from at least one of  



the burst cutting area (BCA), the lead-in area, the user data area,
the lead-out area,  and the transition area, wherein the BCA, the
lead-in area, the user data area, and the lead out area are  is
formed of pits. 110. A recording and reproducing apparatus for use
with a read-only optical  information storage medium having a
plurality of areas, comprising: a recording and reading unit which
records data in and reads data from a  20 plurality of areas; and a
controller which: controls the recording and reading unit to form, on
the reproduction-only  optical storage medium, a burst cutting area
(BCA), a lead-in area, a user data area, a  lead-in area, and a
transition area, and 25 controls the recording and reading unit to
read data from the transition  area and at least one of the burst
cutting area (BCA), the lead-in area, the user data  area, and the
lead-in area, wherein at least one of the BCA, the lead-in area, the
user data area, and the  lead-out area is divided into a plurality of
sub-areas, and 30 wherein the transition area is located between two
adjacent sub-areas.  34 


