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BACKGROUND OF THB INVENTION 

THIS SHEET HAS BEEN 
REPLACED 

The present invention provides a novel method for 

recovering and reprocessing superabsorbent polymer fines. 

The method provides for the reconstitution of the fines back 

to superabsorbent polymers useful in applications, such as, 

diapers, sanitary napkins, soil additives, fuel filters, 

desiccants, cements, and sludge dewatering. 

Hydrogel-forming polymer compositions(hereinafter 

referred to as superabsorbent polymers) are used as 

absorbents in absorbent structures and absorbent articles. 

Synthetic superabsorbent polymers are typically produced by 

one of the following methods: gel, inverse suspension, or 

modified bulk polymerization. Typical gel methods for 

producing superabsorbent polymers are described in U.S. 

Patent Nos. 4,654,039(Brandt ee al.) issued March 31, 1987, 

and 4,286,082(Tsubakimoto et al.) issued August 25, 1981. 

Typical inverse suspension processes for producing 

superabsorbent polymers are disclosed in U.S. Patent Nos. 

4,698,404(Cramm et al.) issued October 6, 1987, 

4,446,261(Yamasaki et al.} issued May 1, 1984, and 

4,340,706(0bayashi et al.) issued July 20, 1982. A modified 

bulk process is described in U.S. Patent No. 

4,703,067{Mikita et al.) issued October 27, 1987. 
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The Brandt et al. patent disclose~ a gel process 

comprising the steps of preparing a reaction mixture 

consisting essentially of particular amounts 0£ unsaturated 

polymerizable acid group-containing monomers, crosslinking 

agent and optionally free radical initiator in an aqueous 

medium; subjecting this reaction mixture to polymerization 

conditions to produce a substantially water-insoluble, 

slightly crosslinked polymer material having under certain 

conditions particular gel volume, gel strength and 

extractable polymer content characteristics; and 

neutralizing at least a portion of the acid functional 

groups of the resulting polymer material with salt cations 

to form a partially neutralized polymer material having a 

degree of neutralization of at least 25%. The hydrogel 

material formed in accordance with the Brandt et al. patent 

may optionally be dried in order to prepare absorbent 

hydrogel-forming polymer materials which reform hydrogels 

upon.subsequent contact with water or body fluids. 

A typical inverse· suspension process for producing 

superabsorbent polymers is disclosed in the Cramm et al. 

patent. This process provides for the suspending of an 

aqueous solution of acrylic acid and an alkali metal 

acrylate or ammonium acrylate, the mole ratio of the acrylic 

acid to the alkali metal acrylate or the ammonium acrylate 

being 50/50 to 2/98, in an alicyclic or aliphatic 
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hydrocarbon solvent containing a surfactant having a~ HLB 

value of 8-12; subjecting the resulting suspension to 

inverse suspension polymerization in the presence of a 

water-soluble radical polymerization initiator and; if 

necessary, crosslinking the resulting polymer with a 

crosslinking agent, whereby the polymerization is conducted 

in the presence of a water-soluble chain transfer agent. 

The water-•oluble chain transfer agent bein~ formic acid. 

Mikita et al. disclose a modified bulk process for 

producing superabsorbent polymers comprising the steps of 

combining potassium acrylate and a polyvinyl monomer with 

water in an amount of 55 to 80 combined weight percent of 

potassium acrylate and polyvinyl monomer based on the total 

weight of potassium acrylate, polyvinyl m~nomer and water to 

form a monomer mixture; and adding a P,olymerization 

initiator to the monomer mixture to initiate polymerization 

of the monomer mixture. The monomer mixture is polymerized 

without external heating by utiliza~ion of exothermic heat 

of reaction as substantially the· only non-ambient~energy 
I 

source to drive water away from the polyacrylate resin to 

form the cro"ssli~ked polyacrylate resin having a water 

content sufficiently low, i.e., 15% or less, ·to be powdered, 

such as by pulverization, without an intermediate drying 

step. 
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Each of the aforementioned processes used to produce 

superabsorbent polymers ~ay ge~erate superabsorbent polymer 

fines. Superabsorbent polymer fines are defined as those 

particles which are too small in size for current market 

applications, e.g., diapers, sanitary napkins, etc. The 

fines may be generated either during the polymerization step 

of the process or during subsequent processing steps when 

the superabsorbent polymer is ground and sieved to meet 

desired particle size specifications. 

As an example, in the production of superabsorbent 

polymer material for use as an absorbent in a certain 
. 

personal product application all particles smaller than 

about +280 mesh are considered fines. Fines recovered from 

superabsorbent material used in this particulir application 

may amount to between 5-35% of the total polymer produced. 

Since superabsorbent fines are those particles which 

are too small in siz~ for a speci~ic market appl~cation, 

they are typically removed from a commercial product via a 

size classification step. ~ The resulting fines are typically 

stored or disposed of until a suitable market can be found 

for them. Commercial applications of superabsorbent fines 

are limited by the small particle size which typically 

results in handling problems, such as, gel blocking and 

dusting. 
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Retaining fines in commercially used superabsorbent 

polymer material may also result in gel blocking. i.e., the 

fines block larqer particles caµsing reduced a~sorbent 

capability of the total material. Due to gel blocking 

effects, fines are normally separated from the 

superabsorbent polymer material prior to commercial 

application. 

I Due to the high disposal, storage and handling costs 

I associated with superabsorbent polymer fines, it is I desirable to develop new methods for handling and utilizing 

these fines. 
. .· .. ~... . . . 

The present inventors have dzs:c:overed a nov~l 
"' - . . ·. 

process for recovering and reprocessing superabsorbent 

polymer fines making them suitable for commercial 

applications. 

Others have ~ttempted to convert polymer fines to 

commercially acceptable polymer material by agglomerating 

the fines together by either heating or addition of a 

chemical binder. One such agglomerating technique is 

disclosed in U.S. Patent No. 3, 51·4, 510 (A. Hoffman) issued 

May 26, 1970. The Hoffman patent discloses a process 

wherein polymer fines are agglomerated in a fluidized bed 

maintained in a fluidized state with a mixture of two gases, 

the minor portion of which was heated above the polymer 

softening point, to cause agglomeration in a localized area. 

The polymer powder was agglomerated in a local area and the 
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heavy agglomerate settled to the bottom of the fluidized bed 

and was withdrawn while fresh powder was added to the 

softening zone. 

The problem with agglomerating polymer fines by heating 

or chemical binding is that attrition of the agglomerated 

particle may occur during commercial production or use. The 

severed fines are generally undesirable since they are 

typically smaller than the acceptable particle size range 

and may cause gel blocking and handling problems as 

described above. ..· - ... --, :-"- •. ~ '\ '• 
."'.... /no :. • 

.. 1' ·' ,,. .. ........ 
Thus, the present invention provides a unique process 

which overcomes the disposal and handling problems 

associated with superabsorbent polymer fines, as we1·1 as 

avoids the attrition problems typically associated with 

agglomerated particles. The advantage of the present method 

is that the superabsorbent polymer fines are recovered and 

.reconstituted·into a commercially acceptable amorphous 

superabsorbent polymer material. Furthermore, the process 

of the present invention avoids the high cost and dust 

handling problems associated with storage, disposal and use 

of the fines. Additional advantages of the present 

invention shall become apparent as described below. 
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It is the primary object of the present invention 

to provide a method for reconstituting superabsorbent 

polymer fines. 

The present invention provides a method for 

reprocessing superabsorbent polymer fines, said 

superabsorbent polymer fines being selected from the group 

consisting of starch graft superabsorbent polymers, 

synthetic superabsorbent polymers, and crosslinked 

superabsorbent polymers, characterized by.the following 

steps: 

wetting said superabsorbent polymer fines 

sufficiently to form an amorphous gel of said fines; 

grinding said gel; and 

drying the ground gel to form a superabsorbent 

polymer material. 

The present invention also provides a method for 

reprocessing superabsorbent polymer fines, said 

superabsorbent polymer fines being selected from the group 

consisting of starch graft superabsorbent polym~rs, 

synthetic superabsorbent polymers, and crosslinked 

superabsorbent polymers, characterized by the following 

steps: 

wetting said superabsorbent polymer fines 

suffiqiently to form an amorphous gel of said fines; and 

combining said gel of fines with a gel from an 

on-going superabsorbent polymerization process. The 
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superabsorbent polymer material formed by this invention 

is suitable for commercial use as an absorbent in 

applications, such as, diapers, sanitary napkins, dish 

clothes, soil additives, fue~ filters, coagu~ation of 

sludges, prevention of· condensation (desiccants), and 

dehydration of oils. 

As a preferred embodiment, the drying step may be 

followed by grinding of the superabsorbent polymer 

material to a size sufficient for commercial use. The dry 

grinding step may optionally be followed by classification 

of the dry ground material to reco~er particles of desired 

size. Undesirable particles may be recycled for further 

grinding or reprocessing. 

The fin~s are preferably wetted with water, e~g., 

deionized wat~r, to between about 5-70% solids, preferably 

between about 20-50% solids, and most preferably between 

about 35-45% solids. The water used in the wetting step 

preferably has a temperature in the range between about 

65-160 degrees Fahrenheit, however, it is possib~e that 

temperatures outside of this range may a·lso be used, i.e. , 

slightly above freezing to boiling. 

Additionally, the wetting step is preferably 

conducted under agitating conditions, whereby wetted 

superabsorbent polymer fines are agitated sufficiently to 

form an amorphous gel. 
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It is also an object of the present invention 

that the superabsorbent polymer fine gel is dried 

sufficiently to form a superabsorbent polymer material 

having a moisture content in_the range betw~en about 

1-15%, preferably in the range between about 1-4$. 

The superabsorbent polymer fines reprocessed in 

accordance with this method may be any starch graft 

superabsorbent polymer, synthetic sup~rabsorbent polymer, 

or crosslinked superabsorbent polymer. The crosslinked 

polymer 

., 
I 
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being a substantially water-insoluble, slightly crosslinked, 

partially neutralized, hydroqel-forming, polymer material, 

such as a crosslinked polyacryl-ate superabsorbent polymer. 

The present invention may also include many additional 

features which shall be further described below. 

DESCRIPTION OF THE PREFERRED EMBODIMENTS 

Superabsorbent polymers, such as synthetic 

superabsorbent polymers, starch graft superabsorbent 

polymers and crosslinked polyacrylate superabsorbent 

polymers may be used in applications , such as, diapers, 

sanitary napkins, soil additives, fuel filters, desiccants, 

cements, and sludge dewatering. During commercial 

production or use of such polymers a quantity of undesirably 

small particles called fines may be generated. Such fines 

may be generated during the polymerization step of the 

process, during subsequent processing steps when the 

superabsorbent polymer is ground and/or classifie'd to meet 

desired particle size specifications or as a result of 

attrition during commercial production or use. 

The present invention provides a novel method for 

recovering and reprocessing superabsorbent polymer fines. 

Any superabsorbent polymer fines may be reprocessed in 

1iiWi1i1ITIHf 
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accordance with this invention, although it is particularly 

suitable for starch graft superabsorbent polymers, synthetic 

5 uperabsorbent polymers, and crosslinked superabsorbent 

polymers. 

Superabsorbent polymer fines are generally 

substantially water-insoluble, slightly crosslinked, 

partially neutralized, hydrogel-forming, polymer material. 

one such crosslinked polymer is a crosslinked polyacrylate 

superabsorbent polymer. Polyacrylate superabsorbent 

polymers may be formed by polymerizing acrylic acid and/or 

alkali metal salts of acrylic acid alone or in combination 

with other monomers and/or crosslinkers which are known to 

be useful in the preparation of water absorbent polymers. 

Examples of these monomers include, but are riot limited to_, 

nonionic monomers like acrylamide, methyl methacrylate and 

N-vinyl pyrrolidone, sulfonated monomers like sodium 

acrylamidomethane sulfonate and sodium styrene sulfonate, 

and cationic monomers such as d~al~yldimethyl ammonium 

chloride and dimethylaminoethyl methacrylate-methr.~ chloride 
l 

quaternary. 

Other crosslinked superabsorbent polymers and methods 

for producing are set forth in U.S. Patent Nos. 4,654,039, 

4,286,082, 4,698,404, 4,446,261, and 4,703,067, all of which 

are incorporated herein by reference. 
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The present invention provides for reconstituting 

superabsorbent polymer.fines by means of the following 

steps: wetting the superabsorbent polymer fines 

sufficiently to form a gel of ~he fines; grinding the gel; 

and drying the gel which has been ground, thereby forming 

a superabsorbent material suitable for commercial 

applications. Any superabsorbent polymer fines may be 

reprocessed in accordance with the method hereof, 

especially starch-graft superabsorbent polymer fines, 

synthetic superabsorbent polymer fines, and crosslinked 

polyacrylate superabsorbent fines. 

Superabsorbent polymer fines may also be 

reconstituted by wetting the superabsorbent polymer fines 

sufficiently to form a gel of the fines and combining the 

gel of fines with a gel from an on-going gel 

polymerization process. The combination may take place 

either before or after the gel of fines is wet ground. 

Optionally, the drying step may be followed by 

additional steps of dry grinding and size classif~cation 

or separation to obtain particles of desired size. 

The superabsorbent polymer fines are wetted or 

rewetted-to a swollen state for the purpose of forming a· 

continuous amorphous gel mass having no discrete particles. 
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preferably, the wetting of the fines should occur under 

agitating conditions sufficiently to disperse the liquid 

or other wetting agent throughout the fines to provide a 

uniform amorphous or homogeneous gel. Either water or 

deionized water may be used for the purpose of wetting the 

fines. The fines are wetted to between about 5-70% 

solids, preferably between about 20-50% solids, and most 

preferably between about 35-45% solids. The wetting 

agent, such as water, may have a temperature in the range 

between about 65-1.60 degrees Fahrenheit, although other 

temperatures may also be used. 

The amorphous gel formed by wetting and swelling 

the fines under agitating conditions is thereafter ground 

by any conventional wet grinding device. The wet grinder 

minces or chops the amorphous gel to a pqrticle size 

satisfactory for both the drying step and future 

processing requirements. It is also envisioned by the 

inventors that the minced amorphous gel may be diverted 

directly for combination with gel from an on-going gel 

polymerization process. .; 

I 

The fines and water are preferably mixed to 

assure that all solids have been rewet sufficient to form 

a· continuous amorphous gel. Mix~ng can be either by batch 

or continuous mixers. The mixing time required to obtain 

such a gel is dependent on the type of mixing device used. 

----
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The drying step takes place in either a belt 

dryer, tray dryer, fluid bed dryer, or any other means 

known to those skilled in the art. The gel is dried 

sufficient to facilitate dry grinding thereof into - . 

superabsorbent polymer material. That is, the gel should 

be dried sufficiently to form a superabsorbent polymer 

material with a moisture content in the range between 

about 1-15%, preferably between about 1-4%. 

After the drying step, the superabsorbent polymer 

material can optionally be dry ground. Useful types of 

grinders include, but are not limited to, hammer mills, 

pin mills, ball mills and roller mills, such as, a twin 

roll grinder. The particles can be ground to any desired 

size depending on their pending application. Size 

separation of the superabsorbent polymer material 

reconstituted in accordance with this process permits the 

recycling of fines and oversized particles for additional 

reprocessing. 

SEM micrographs demonstrate that the r~consti­

tuted superabsorbent polymer fines are not agglomerates of· 

the fines, -but amorphous, .non-discrete, particles similar 

. in structure to superabsorbent polymer particles formed by 

·certain conventional methods, such as, -gel polymerization 

processes. Thus, these reconstituted superabsorbent 

particles can be used either alone or mixed with 
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conventionally formed particles in commercial applications . 

.EXAMPLE 1 

Three samples.were reconstituted at 20-25% solids. 

samples 1, 2, and 3 were crosslinked polyacrylat~ 

superabsorbent polymer fines. Sample 4 was a control sampl~ 

containing a crosslinked polyacrylate superabsorbent 

material. 

Samples 1-3 were reprocessed using the following 

process: rewetting the superabsorbent polymer;~ines with di:!-

ionized water at 20-25% solids in a five(5) gallon vessel; 

mixing the fines and water with a portable mixer for . · 

approximately one hour rewetting all solids and forming a 

gel; mincing the gel product via a Berkel Lab .Mincer with a 

1/4" die; collecting the minced gel product on a dryer pan; 

drying the gel product in a forced circulation oven at 200-

210 degrees Fahrenheit fo~ 3-4 hours and drying the 

superabsorbent polymer material to between 4-5% moisture; 

manually breaking up the large particles; grindi.n_g the dry 
j 

superabsorbent polymer material in a 6" twin roll 

grinder(ST~RTEUANT MILL); screening the milled material 

through a 20 mesh screen; returning +20 mesh to the mill for 

·further reprocessing; and analyzing the product. 

The deionized water temperature was varied between 65-· 

160 degrees Fahrenheit. The data and results for samples 1-
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3, as well as control sample 4, are set forth in Table 1 

below. 

TABLE 1 

Screen Analysis Run #1 Run #2 Run #3 

+ 20 mesh 
+ 40 mesh 
+ 70 mesh 
+140 mesh 
+200 mesh 
-200 mesh 

Run #1 
Run #2 
Run #3 
control -

2.8 3.0 2.3 
52.8 54.9 50.1 
25.4 24.8 26.6 
13.0 11.6 13.8 

2.45 2.2 2.9 
3.5 3.2 4.2 

20% solids, 150-160 deg. F. 
20% solids, 70-75 deg. F. 
25% solids, 65 deg. F. 

Control 

1.3 
61.2 
26.6 
8.4 
1.1 
1. 4 

.028" gap 

.028" gap 

.028'.' gap 

.028" gap 

At 20-25% solids, the fines were reprocessed into 

amorphous superabsorbent particles similar in size to 

control sample 4. 

Evaluation of the SEM micrographs of the samples showed 

that the reconstituted superabsorbent polymer fines are not 

aggregates; however, the .Part~cles.are more porous than 
-----

those of control sample 4. 

EXAMPLE 2 

In another experiment three samples of crosslinked 

polyacrylate superabsorbent polymer fines were reprocessed 

using the method of the present invention for reconstituting 

fines. A fourth sample, a crosslinked polyacrylate 

superabsorbent polymer was used as a control. Samples 1-J 
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were rewetted in a Nauta mixer(75 gallon) at 20, JO and JS% 

solids, respectively. The agitator was set at 90 rpm to 

insure thorough wetting of the_fines. Eventu~lly, the 

5uperabso~bent polymer fines were charged in the Nauta mixer 

through a 12" port using a scoop. The fines were introduced 

slowly po that they would mix with the water to form a 

continuous amorphous gel. Once all of the water and fines 

were added to the mixer, mixing continued for 30 minutes. 

The resultant gel was thereafter transferred to a Berkel Lab 

Mincer with a 1/4" die for grinding the gel. The ground or 

chopped gel product. was thereafter dried in a f a~ced 

circulation oven at about 200-210 deg. F. for approximately 

2-5 hours until the moisture con~~nt thereof reached 

approximately 5%. The dried superabsorbent material was 

then ground in a twin roll mill. having a gap setting of 

0.028". This was followed by screening of the ground 

material to desired size specification through a 20 mesh 

screen, returning +20 mesh to the mill for further milling. 

The results for the samples are set forth below in 

Table 2. 

----------------This Sheet lias B 
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TABLE 2 

RUN #1 RUN #2 RUN #3 Control 

Mixer Nau ta Nau ta Nau ta Plant 
% solids 20.0 30 ._o 35.0 
Temp· deg. F. 84.0 90.0 104.0 
prod. Moisture 2.8 3.9 4.9 
particle Size: 

+ 14 mesh 0.1 0.2 0.6 0.0 
+ 20 mesh 0.8 0.6 5.0 0.2 
+ 50 mesh 68.7 60.5 63.5 70.5 
+100 mesh 18.4 25.0 16.6 18.9 
+325 mesh 11.4 12.8 12.9 9.8 
-325 mesh 0.6 0.9 1.4 0.7 

EX.AMPLE 3 

Samples of superabsorbent polyacrylate fines were 

reprocessed in accordance with the steps set forth above in 

Examples 1 and 2, except that instead of a batch mixer the 

fines and water were agitated by means of a 5" diameter 

continuous twin screw mixer. Six(6) samples were run at 

30-38% solids. The results of the six(6) runs are set forth 

below in Table 3. 

TAB LB 3 

RUN 1 RUN 2 RUN 3 RUN 4 RUN 5 RUN 6 

+ 20 mesh 0.8 0.7 1.2 0.2 0.1 0.7 
+ so mesh 59.8 53.6 6-5. 9 44.4 38.2 53.2 
+100 mesh 22.8 25.8 18.5 27. 5 25.3 24.3 
+200 mesh 12.7 14.4 9.9 18.1 21. 6 14.8 
+325 mesh 3.4 4.6 3.6 7.2 10.4 5.7 
-325 mesh 0.4 1.1 0.9 2.6 4.2 1. 7 

Feed Solids 30 36 35 35 38 35 

-----------
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While we have shown and described several embodiments 

in accordance with our invention, it is to be clearly 

understood that the same are susceptible to numerous changes 

and modifications apparent to one skilled in the art. 

Therefore, we do not wish to be limited to the details shown 

and described but intend to show all changes and 

modifications which come within the scope of the appended 

claims. 
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1. A method for reprocessing superabsorbent 

polymer fines, said superabsorbent polymer fines being 

selected from the group consisting of starch graft 

superabsorbent polymers,· synth_etic superabsor~ent 

polymers, and crosslinked superabsorbent polymers, 

characterized by the following steps: 

wetting said superabsorbent polymer fines 

sufficiently to form an amorphous gel of said fines; 

grinding said gel; and 

drying the ground gel to form a superabsorbent 

polymer material. 

2. The method according to claim 1, 

characterized in that the step of drying is followed by 

grinding said superabsorbent polymer material. 

3. The method according to claim 2, 

characterized in that the step of grinding said 

superabsorbent polymer material is followed by size 

classification of the ground superabsorbent polymer 

material, whereby particles of desired size are captured. 

4. The method according to claim 1, 

characterized in that said superabsorbent fines are wetted 

with water which has a temperature in the range between 

about slightly above freezing to boiling. 

5. The method according to claim 4, 

characterized in that said water is deionized water. 

6. The method according to any of claims.1 to 5, 
,, 

characterized in that said superabsorbent polymer1 fines 

are wetted to between about 5-70% solids. 

7 .. The method ac~ording to any of claims 1 to 6, 

characterized in that said wetting step takes place under 

agitating conditions. 

8. The method according to any of claims 1 to 7, 

characterized in that said gel is dried by either a belt 

dryer, tray dryer, fluid bed dryer, sufficiently to form a 

superabsorbent polymer material with a moisture content in 

the range between about 1-15%. 

111111111111111111111111111111 
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9. The method according to any of claims 1 to a, 
characterized in that said crosslinked superabsorbent 

polymers are substantially water-insoluble, slightly 

crosslinked, partially neutralized, hydrogel-forming, 

polymer materials. 

10. The method according to claim 9, 

characterized in that said crosslinked superabsorbent 

polymer is a crosslinked polyacrylate superabsorbent 

polymer. 

11. A method for reprocessing superabsorbent 

polymer fines, said superabsorbent polymer fines being 

selected from the group consisting of starch graft 

superabsorbent polymers, synthetic superabsorbent 

polymers, and crosslinked superabsorbent polymers, 

characterized by the following steps: 

wetting said superabsorbent polymer fines 

sufficiently to form an amorphous gel of said fines; and 

combining said gel of fines with a gel from ·an 

on-going superabsorbent polymerization process. 

12. The method according to claim 11, 

characterized in that said gel of fines is ground prior to 

combining with said gel from an on-going superabsorbent 

polymerization process. 

I If Ill~""~ llf 11111111 Ill/ 
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