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DISK SYSTEM.AN.I) :METHOD OF UPDATING FIRMWARE 

TECHNICAL.FIEI.D 

The present invention relates t.o a disk system comprising a plurality of 

disk devices and capable of updating the· firmware of the disk devices, and a 

firmware updating method thereof. 

BACKGROUND ART 

Computer peripheral devices such as CD-ROM, CD-R, HDD (hard disk 

device) and other disk devices have an electrically erasable and programmable 

read-only memory (EEPROM) in which a program known as :firmware for 

controlling the disk devices is st.ored. Version updating or bug correction of 

firm.ware in the disk devices is executed by updating the firmware in the 

EEPROM. 

In the case these disk devices are general-purpose devices, generally, the 

computer updates the firmware as follows. 

· An update firmware is taken int.o the HDD of the computer through 

floppy disk or the Interne~. 

· A disk device is designated, and the update :firmware iS transmitted. 

· The disk device receives the update firm.ware, and writes it int.o the 

EEPROM. 

However, if there are plural disk devices of a same type, the disk device t.o 

be updated must be correctly designated. 

If the :firmware of a wrong disk device is updated, this disk device may fail 
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to function normally. 

On the other hand, in the case of a syst.em oomposed of non-general disk 

devices, for example, in the case of jukebox or auto-changer, it is not easy to supply 

a new :firm.ware from out.side. 

For ibis purpose, the updat.e :firm.ware is supplied into the disk device by 

using a special tool, or the disk device is dismount.ed from the system, and 

connected to a different computer, and the :firmware is updat.ed in each device. 

As a result, the fimiware updating is a complicat.edjob, and in the case of 

a plurality of disk devices, each device must be dismount.e.d and updated in order 

to updat.e the same :firm.ware. 

SUMMARY OF THE INVENTION 

The invention is int.ended to solve these problems, and it is hence an 

object thereof to present a disk syst.em for updating the :firm.ware of plural disk 

devices used as computer peripheral devices automatically, and a method of 

updating the :firm.ware. 

'lb achieve the object, the disk syst.em of the invention comprises a 

comput.er composed of a plurality of disk devices having a first memory storing the 

~~are, and an up~t.e program for updating the specific information of the 

:firm.ware of disk devices and the firmware data. 

The :firm.ware updating method of the invention is applied in the disk 

syst.em comprising a oomput.er oomposed of a plurality of disk devices having a 

first memory storing the :firmware, and an updat.e program for updating the 

specific information of the firmware of disk devices and the firmware data, 

comprising a starting st.ep of starting the updat.e program, a storing st.ep of storing 
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the firmware of one of the disk devices into a second memo:cy oonnected to .the 

oomput.er, and an updating st.ep of transmitting the firmware stored in the second 

memozy to the disk devices to be updat.ed out of the disk devices, and updating to 

the firinware stored m the second memory. 

· BRIEF DESCRIPTION OF THE DRAWINGS 

Fig. 1 is a block diagram showing a basic oonfiguration of a disk system in 

an embodiment of the present invention. 

Fig. 2 is a flowchart showing an example of procedure of an embodiment 

of the firmware updating method in the disk syst.em in Fig. 1. 

Fig. 3 is a flowchart showing an example of procedure of other 

embodiment of the firmware updating method in the disk system in Fig. 1. 

DESCRIPrION OF THE PREFERRED EMBODil\mNT 

First exemplazy embodiment 

The firmware updating system and its updating method in :first 

exemplazy embodiment of the present invention are described by referring to 

Fig. 1 and Fig. 2 . 

. Fig. 1 is a block diagram showing a basic oonfiguration of a disk system in 

an embodiment of the present invention. Ill Fig. 1, a disk syst.eni 1 oomprises a 

comput.er 2, an operation panel 19, an int.erface controller 16, a disk interface 

controller 21, disk devices 22 to 26, a first bus 40, and a second bus 41. 

The comput.er 2 comprises a CPU 14 for executing the intended control of 

the syst.em, a second memory 3 (hereinafter called RAM 3) for t.emporarily st.oring 

necessary data for control. and a ROM 20 for storing a necessary command for 
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control of the disk system 1. In part of the ROM 20, an update program 30 for 

updating the firmware of the disk devices is stored. 

The first bus 40 couples with. the CPU 14, RAM 3, ROM 20, operation 

panel 19, interface controller 16, and disk interface controller 21. The second bus 

41 couples with the disk interface controller 21, and disk devices 22 to 26. 

The interface controller 16 reallies a two-way data communication with 

the computer 2, operation panel 19, and disk devices 22 to 26. The disk interface 

controller 21 performs a two-way data communication with the computer 2 and 

disk devices 22 to 26. 

The disk devices 22 to 26 include first memories 32 to 36 which are 

electrically erasable and programmable read-only memories (EEPROM 32 to 36). 

Each of the EEPROM 32 to 36 stores specific information such as a model name 

for designating the type of disk device, its revision number showing the version, 

and its firmware data such as program for controlling the disk device. 

By the manipulation of the operation panel 19 or by turning on the power 

source of the disk system 1, the computer 2 starts the update program 30. 

Further, the computer 2 receives the specific information of the firmware stored in 

the EEPROM 32 to 36, and compares the specific information. 

As the result of the comparison, t;he firmware of the latest version· of.the 

same type is stored in the RAM 3 through the disk interface controller 21. The 

firmware stored in the RAM 3 is transmitted to the disk device designated as a 

result of comparison, and the firmware of the specific EEPROM is updated to the 

transmitted firmware. 

In this embodiment, on the basis of the comparison result of ~e specific 

information of the firmware, the firmware of the latest version is stored in the 
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RAM 3. On the other, when an operat.or reoognizes the disk device having the 

fiimware of the latest version, the firmware can be st.ored in the RAM 3 by input of 

· the derive name of the disk device in the operation panel 19. 

The disk devices 22 t.o 26 are generally optical disk devices such as DVD.; 

ROM, CD-ROM, and CD-R In this embodiment, the disk devices 22 t.o 24 are 

DVD-ROM devices, and the disk devices 25 and 26 are en.ROM devices. The 

updating method in this embodiment will be more specially explained below in the 

case of the specific infurmation of the disk devices as shown in Table 1. 

Table 1 

Specific information 
Disk device 22 DV2.00 
Disk device 23 DVl.50 
Disk device 24 DVl.00 
Disk device 25 CDl.50 
Disk device 26 CDl.50 

The first two letters of the specific information in Table 1 refer to the 

model name ·designating the type. Numerals _following the model names are 

revision number showing the version, and the larger number indicates the newer 

version. 

The operation is exi)lained below by referring t.o Fig. 2. 

Fig. 2 is a flowchart showing an example of procedure of an embodiment 

of the :firmware updating method in the disk system in Fig. t 

Step 100 is a starting step, where the update program 30 is started up 

aut.omatically by turning on the power source of the disk system 1, or by 

manipulation of the operation panel 19. 
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Step 101 is to execute an INQUIRY command defined in SCSI or ATAPI 

Standard of disk device. 

After execution of step 101, at. step 102, all disk devices 22 to 26 transmit 

the specific information of each :firm.ware to the computer 2. 

At step 103, the computer 2 reoogni7.0s the type of the transmitted specific 

information, and compares the version of the same type. That is, it is recognized 

that the type of the disk devices 22, 23, 24 :iS the DV, and the type of the disk 

devices 25 and 26 is the CD. Further comparing the version of the type DV, it is 

recognized that the revision number of the disk 22 is newer than the version of the 

disk devices 23, 24. 

Step 104 is to judge presence or absence of the disk device to be updated of 

the :firm.ware as a result of step 103. The version of the disk· device 23, 24 of 

which type is DV is different from the version of the disk device 22, and it is judged 

necessary to. update the firmware of the disk device 22. 

As a result, going to a storing step of 105, the computer 2 commands 

transmission of the firmware to the disk device 22 which has the latest version of 

the disk devices of type DV, and st.ores this firmware in the RAM 3. 

Consequently, at an updating step of 106, the firmware stored in the RAM 

3 is transferred to the disk devices 23, 24 to be updated through the disk interface 

controller 21, and the disk devices 23, 24 update the firmware. 

Next, at step 107, it is judged that comparison of versions of disk devices 

of type CD and update decision are not finished, and the process returns to step · 

103. 

At step 103, the versions of the disk devices 25, 26 are compared, andit is 

recognized that the versions are the same. 
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At step 104, since the versions of the disk devices 25, 26 are the same, it is 

judged that updating of firmware is not neressary, and the process skips to step 

107. 

At step 107, it is recognized that judgement of step 104 is executed on all 

types, and the update program is terminated. 

Second exemplary embodiment 

A second exemplary embodiment of the present invention is described 

hereinafter by referring to Fig. 3. 

Fig. 3 is a flowchart showing an example- of procedure of other 

embodiment of the firmware updating method in the disk system in Fig. 1. In 

Fig. 3, same steps as in Fig. 2 are identified with same step numbers as in Fig. 2. 

This embodiment is a method of limiting the version range in the disk 

devices of same type, and updating to the latest version in the limited range. In 

both types DV and CD, limiting the version range, that is, the revision number 

range from 1.00 to 1.99, the updating method is explained below. 

At step 203, the computer 2 recognizes types of th~_ transferred specific 

information, and compares the versions within the revision number range of the 

same type. It is first recognized that the type o~the disk devices 22, 23, 24 is the 

DV, and the type of the disk devices 25 and 26 is the CD. Since the revision 

number range of type DV is limit.ed within 1.00 to 1.99, the versions of the disk 

devires 23, 24 which are within this range are compared. As a result, it is 

recognized that the version of the firmware of the disk devire 23 is the latest 

version. 

At step 104, it is judged whether the disk device having the firmware to 
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be updated is present or not as the result of st.ep 203. Of the same type DV, smce 

the version of the disk device 24 is different from the version of the disk device 23, 

it is judged necessary to updat.e the firmware of the disk device 24. 

As a result, going to st.ep 105, the comput.er 2 commands transmission of 

the firmware to the disk device 23 having the lat.est version of the disk devices in 

the version range of 1.00 to 1.99 of type DV, and stores this firmware in the RAM 

3. 

At step106, the finllware st.ored in the RAM 3 is transferred t.o the disk 

device 24 to be updated through the disk int.erface controller 21, and the disk 

device 24 updates the firmware. 

Next, at step 107, it is judged that comparison of versions of disk devices 

of type CD and update decision are not finished, and the process returns to st.ep 

203. 

At st.ep 203, the versions of the disk devices 25, 26 are compared, and it is 

recogni7.ed that the -versions are the same in the range of 1.00 to 1.99. 

At st.ep 104, since the versions of the disk devices 25, 26 are the same, it is 

judged that updating of :fin:nware is not necessary, and the process goes to step 

107. 

At st.ep 107, it is recogillzed that judgement of st.ep 104 is execut.ed for all 

types, and the updat.e program is terminat.ed. 

In the second exemplary embodiment thus explained, the limiting 

version range can be previously registered in the ROM 20 in which the firmware 

update program is stored . It is also possible t.o store the limiting versfon range in 

a specific region of the new firmware used in updating," and judge by designating 

the condition. 
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In the devices of the same type, if the version cannot be updated because 

they are not compatible at the host side, this method is effective. 

In the first and second embodiments, the specific information of the disk 

devices 22 t.o 26 are transferred t.o the computer 2, but if the specific information is 

preliminarily managed in the computer 2, such transfer of specifi.C information can 

be omitted. 

Further, in the first and second exemplary embodiments, the :firmware of 

the latest version is st.ored in the RAM 3, and the :firmware is transmitted t.o the 

disk device and the firmware is updated, . and the scope of the invention also . 

includes the constitution of st.oring the firmware data of the latest version in the 

RAM 3, transmitting the firmware data and the specific information transferred t.o 

the computer or managed preliminarily t.o the disk devices, and updating the 

firmware. 

· INDUSTRIALAPPIJC.ABILITY 

As described above, by incorporating the program fur updating the 

firmware data integrally in the computer, and utilizing the firmware updating 

method, the firmware of a plurality of disk devices can be aut.omatically updated 

without requiring any particular hardware, and with no help or little help of the 

operat.or. For example, when one disk device is replaood, the :firmware of other 

disk can be easily updated by starting the update program. 

Thus, without possibility of wrong judgement by the operat.or, the 

firmware can be updated correctly, and in particular the firmware of the jukebox 

or aut.o-changer of which updating is difficult can be easily updated aut.omatically. 
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What is claimed is 

1. A disk syst.em comprising a comput.er oomposed of a plurality of disk 

devices having a first mem~ry st.oring firmware, and an updat.e program for 

updating specific information and :firmware data of the firm.ware of said disk 

devices. 

2. A firmware updating method applied in a disk syst.em comprising a 

comput.er composed of a plurality of disk devices having. a first memory storing 

firmware, and an updat.e program for updating specific information and firmware 

data of the firmware of said disk devices, oomprising: 

a starting st.ep of starting said updat.e program; 

a storing st.ep of storing firmware of one of said disk devices into a 

second memory ooupled to said comput.er, and; 

aD. updating st.ep of transmitting the firmware stored in said memory 

to a disk device to be updat.ed out of said disk devices, and updating to the 

firmwarestoredinsaidmemory. 

3. The :firm.ware updating method of claim 2, wherein 

each of said specific information is composed of a model name 

designating type of each of th~ disk devices, and a ~vision number showing the 

version of the firmware, and; 

said storing st.ep is to store firmware of a disk device having a lat.est 

revision number. 

4. The firmware updating method of claim 2, wherein 

each of said specific information is oomposed of a model name designating 
--.:------------------
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type of each of the disk devices, and a revision number showing a version of the 

:firm.ware; 

said storing step is to store :firm.ware of a disk device having a latest 

revision number out of the disk devices having same model name of said specific 

information and different revision numbers, in said memory, and; 

said updating step is to update ·a disk device having the same model 

name as the firm.ware stored in said memory and different revision number from 

the :firm.ware stored in said memory . 

5. The :firm.ware updating method of claim 2, wherein 

each of said speci:6.c information is composed of a model name designating 

type of each of the disk devices, and a revision number showing a version of the 

firmware; 

said storing step is to store firmware of a disk device having a latest 

revision number. in a specified revision number range out of the disk devices 

having same model name of said specific information, and; 

said updating step is to update a disk deVice in said specified revision 

number range, and having the same model name as the specific information 

stored in said me;m.ory. 

6. The firmware updating method of claim 2, wherein 

each of said specific information is composed of a model name designating 

type of each of the disk devices, and a revision number showing a version of the 

firmware; 

said storing step is to store firmware of the disk device having a latest 
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revision number out of the disk devices having same model name of said specific 

information and different revision numbers in a specified revision number range , 

and; 

said updating step is t.o update the disk device having the same model 

name as the :firm.ware st.ored in said memo:ey and different revision number in 

said specified revision number range. 

7. The :firm.ware updating method of any one of claims 2, 3, 4, 5, and 6: 

wherein said starting step is t.o start up said update program aut.omatically when 

. the power 8ource of the disk system is turned on. 
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