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The present invention relates to a sanitary 
absorbent product, such as a sani~ary napkin, diaper or 

io urinary protection article, which is worn in contact 
with the skin of the wearer for the purpose of 
absorption and holding of body __ liquids and, more 

particularly, to an absorbent product having tabs 
extending laterally for attachment to the undergarment 

15 of the wearer·. 
.. ·. ;• .. · ... 

The typical· ·d.esig:i for winged· or tabbed. sanitary 
20 napkins includes-· a central ;absorbent· ·body, and two tabs·· 

for wrapping· arou'.ncf .. the :edge's ;bf' ·the·· undergarment and 

holding the product in place. : · A"problem with the early 

designs for sanitary napkins with tabs was that when the 
tabs were pulled into place, there was no ·effective 

25 barrier to protect.against leakage along the side of the 
napkin. The pulling of the :tabst can :also re.su"lt in the 

central absorbent ·body surface_· .. ~J.bp~ng ··away from the 

user in t·h~ region adj a~ent to ~he !:abs, thus making 

side leakage more likely to occur in this area. 
30 

: .· .. ·•· 
. ~. . . . . . ' . . .. 

.: ,; .· ... ·.· 

It is ~ o~j ect ·of t~e pres~nt · invent·j~or{ ·to provide· 
a sanieary absorbent product with ·tabs·~·,. which is c~pable 
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to offer enhan·c:~d. proee~t'i6ri · ~~~·1~~t ·. ii·d~,··:1e~kage. 
• • • • • . • • . • ·~ I : • : :· • R ; • • • 

As embodied and broadly described herein, the 
invention provides a sanitary al>sorbent product 

5 comprising: 

- a layered elongated main ~ody, comprising from top 
. . ~ . . 

layer to bottom layer a cover layer which is permeable 
to liquid, at least one absorbent layer and a barrier . . . . . · .. 

layer which. is imp~rmE!able.to.,li9)Jid, said main body 
10 having two opposed:"longitudinal edges; 

- two tabs p~ojecting laterally from said 

longitudinal edges of said ~i~ body and adapted to he 
folded around a crotch portion.of an u:i;;iQ;ergarment; and 

- a pocket ad.)acerit ·ed ~~~hi.'~·ib. ·wJ:ii~k.is: capable of 

15 collecting body exudate, said pocket including an inlet 
opening providing a means of entrance to body exudate in 
said pocket, said pocket being responsive to a lateral 
outward tension applied to the tah that would occur 

during attachment of the ta.b'.to·undergannent of the 
2 o wearer to ·cause an increase :in 'size of ··said· inlet 

opening 1 thereby . erihancing ah 'abiti tly" of .. :said pocket to 
collect body ·exudate~·"'·: ' : · .: : .:. · '· .. '": ' ·. · · .... : 

. : . ; . ~ : • : . I ~ ~ 

In a most prefe:r;red· ·embodiment the · ·1ongitudinal 

25 peripheral edge portions" 'of .··the .. rliaiii" bOdy ·~ire ·folded 

over the cover laye~· ·a~jaceiit:·";the- long"fttidinal edges of 
• , , : • , ~ ~ , • 

0 
• : •, .,"~, ! . ·: · ..: I ,, .. ;: , .• • I • 

the main body and· thel:mally ·bcmded ··to. the cover layer 
along their entire length except in the vicinity ot the 
tabs where the liquid collec~ing p9ckets are formed. 

30 The tabs are continuous with the folded over portions. 
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When the tabs are subjected to outward: tensile force 

which occurs during the attach~ent ·of the tabs to the 
... : . . 

undergarment of the ~earer, the tension·is transmitced 
to the pockets and: cause's .them" ·t:o .'op~~-ttp ... ··. 
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As embodied and broadly described herein the 
invention further provides a sanitary napkin, 
comprising: 

- a layered elongated main body, comprising from top 
5 layer to bottom layer a cover layer which is permeable 

to liquid, at least one absorbent layer and a barrier 
layer which is impermeable to liquid, said main body 
having two opposed longitudinal edges and two opposed 
lateral edges; 

10 - two tabs extending laterally from the longitudinal 
edges in a direction away from said main body, said tabs 
being intermediate said lateral edges, each tab 
comprising a barrier layer element continuous with the 
barrier layer of said main body, and a cover layer 

15 element continuous with the cover layer of said main 
body; and 

- portions of said barrier layer being folded over 
the longitudi.fil 1 -~s of the main body and affixed to 
said main boay aro-rig said longitudinal edges at four 

20 regions proximate intersections of said tabs with said 
main body, each region excl~ding at least part of a lir.e 
of intersection between said main body and a respective 
tab; 

whereby a lateral force which is applied to the tabs 
25 during the attachment of said tabs to an undergarment, 

results in the formation of wells along an interface 
between the tabs and the main body for collection of 
liquid having been exuded by the user and which may leak 
in a lateral direction. 

30 
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As embodied and broadly described herein, the 
invention also provides a method of making a sanitary 
absorbent product, said method comprising the steps of: 

- cutting an absorbent layer having two opposed 
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longitudinal edges and two op~:sed lateral edges and 
having a longitudinal axis; 
- cutting a liquid permeable flexible sheet material 
to provide a liquid permeable c~ver layer and 
cutting a liquid impermeable flexible sheet material 
to provide a fluid impermeable barrier layer, 
wherein the cover layer and the barrier layer have 
respective main body portions and two tabs extending 
laterally from the sides of the main body portions; 
- sandwiching the absorbent la7er tetween the cover 
layer and the barrier layer; 
- adhering the cove~ layer :o :~e barrier layer 
about their respective outer e~~e margins to fc~m a 
flange; 
- folding the flange around tte lo~qitudinal edges 
of the main body onto the cover layer to form a pair 
of folded over portions and bc~ding each folded over 

----~~----t-p._...ortion to the cover layer all ala:-.; a respective ~ . ...__.. 

20 

longitudinal edge of said mai4 body with the 
exception of a line of intersection between the tab 
and said main body. 

BRIEF DESCRIPTION OF 'rBE DRAWINGS 

25 The invention will now be described in greater 
detail with reference to the accompanying drawings, in 
which: 

- Figure 1 is a plan view of a sanitary napkin; 
- Figure 2 is a sectional view of the sanitary 

30 napkin taken on line II-II of Figure 1; and 
Figure 3 is a view of the sani~ary napkin of Figure 

1 in a curved configuration similar to that which it 
would attain when applied against :he perineal reqion of 
the user, also showing the tabs as they would appear 

CAN-91 
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just prior to being folded abou: the edges of the 
undergarment. 

DETAILED DESCRIPrIOH OF TBE INVENTION 

Referring firstly to Figures 1 and 2, a sanitary 
napkin 1 comprises an elongated main body 2 with two 
laterally extending tabs 3. The main body 2 is made in 
a layered manner and includes f==~ :~e top down a cover 

10 layer 5, an optional transfer layer 7, an absorbent 
layer 9, and a barrier layer 10. T~e tabs 3 have a 
barrier layer la which is ccnt:nuous ~ith the barrier 
layer 10 of the body 2 and a co~er :ayer Sa which is 
continuous with the cover layer 5 o: the body 2. The 

15 barrier layer 10 is provided wi:~ two longitudinally 
extending adhesive bands 14 for adhesion of the main 
body 2 to the user's undergar~e~t ar.d the barrier layer 
lOa is provided with adhesive ~a:ches 15 on the tabs 3 
for securin9 the tabs to gar~en: facing surface of the 

20 undergarment. As is conventional, silicon coated paper 
(not show~) is provided as a te=porary protective cover 
for the adhesive strips 14 a~d patc~es 15. 

The cover layer 5 is a liqu~d pe=meable, flexible 
25 layer of woven or nonwoven fibe= and it may have a 

decorative design. Alternative:y, the cover layer 5 may 
be made of perforated polymeric f ilrn. 

The optional transfer layer 7, is under the cover 
30 layer and may be made of cellulose, bi-component fibers 

and combinations thereof, is a high void volume porous 
structure capable of fast liquid acq-~isition. The 
ability of the transfer layer to rapidly absorb liquid 
from the cover layer prevents the body exudate from 

CAN-91 
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pooling on the cover layer, thus minimizing the 
discomfort of the user. This feature also reduces the 
likelihood of body exudate from leaking past the side 
edges of the sanitary napkin. The transfer layer 7 is 

5 glued to the cover layer 5 above and to the absorbent 
layer 9 below. 

The absorbent layer 9, which may be made of 
cellulosic pulp fluff, sphagn~~ moss particles, 

10 superabsorbent polymers, synthetic fibers and the like 
and combinations thereof, provides for the actual 
absorp~ion of the collected fluid. Tte transfer layer ~ 

provides a rapid absorption of liquid from the surface 
of the napkin where it is retained until the absorbent 

15 layer 9, more slowly acquires the liq1.:id from the 
transfer layer. The liquid is initially absorbed near 
the place where it has come through the transfer layer 
7, but subsequently spreads itself out within the 
absorbent layer 9. 

20 
The barrier layer 10 which ~ay be ~ade of any 

flexible liquid impermeable ma~er~al, and is preferably 
polyett.ylene, is below the absorbent layer 9 and is 
impermeable to liquid. Thus, liquid collected by the 

25 absorbent layer 9 cannot egress from ~he absorbent 
structure to the user's undergarment (not shown). 

In manufacturing the napkin 1, the barrier layer 10 
and the cover layer 5 are generally cut to substantially 

30 the same size, having elongate main body areas which are 
slightly wider and longer than the transfer layer 7 and 
the absorbent layer 9, and with two laterally extending 
tabs 3 as discussed above. The napkin 1 is sealed 
around the edges, preferably with a continuous thermal 

CAN-91 
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bond 16 between the barrier layer 10 and the cover layer 
5 to form a flange. This bonding is performed alon~ the 
outer perimeter of the tabs 3, along the outer 
peripheral edge of the main body 2, and optionally 

5 between the main body and the tabs, to form a continuous 
closure line around the transfer layer 7 and the 
absorbent layer 9. The longitudinal peripheral edge 
portions of the main body are then folded over the cover 
layer side along t·he lonqi tudinal edges of the napkin, 

10 and bonded to the cover layer 5 with e:ther discrete or 
continuous elongated thermal bonds 18 which run from 
points near the end corners of the body 2 to points 
where the tabs 3 begin as illustrated. No additional 
bonding is performed in the area of the cover layer 5 

15 adjacent to where .the tabs 3 project and thus, the 
barrier layer 10 and cover layer 5 are folded over, but 
left unattached in these places. 

-------~ ----·--·· It will be noted, particularly from Figure 2 that 
20 the transfer layer 7 and the absorbent layer 9 remain 

well within the region whose boundary is defined by the 
superposed bond sites 16 and 18. In a variant(not shown 
in the drawings), the width of the transfer layer 7 and 
of the absorbent layer 9 may be increased so that the 

25 bonds 16 and 18 are no longer superposed to one another. 

30 
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In this arrangement, the continuous bond line 16 extends 
closer to the edge of the transfer layer/absorbent layer 
structure and the bond 18 is displaced inwardly and 
overlaps the transfer layer. 
depicted in the drawings the 

In the embodiment 
longitudinal peripheral 

portions that are folded over the main body include 
solely portions of the cover layer 5 and the barrier 
layer 10. Optionally, the folded over portions may also 
include portions of the transfer layer 7 or of the 
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absorber.t layer 9. 

As indicated above, the tabs 3 have adhesive patches 
15 so that when the tabs are wrapped around the edges of 

5 crotch portion of the undergarment, they may adhere to 
the outer side of undergarment and thereby provide 
additional security for the placement of the napkin 1. 
Due to the fact that no bonding of the barrier layer 10 
to the cover layer 2 has been performed in the region 

10 adjacent to the tabs 3, fluid collec~ion pockets 20, 
continuous with the tabs 3 form alor.g the tab/body 
interfaces. When the tabs a=e ;~llej outwardly, as 
shown in Figure 3, the pocke:s :~ open-up, which has the 
effect of increasing the size of their :nlet openings 

15 for enhancing the ability of tte pocke:s to intercept 
body exudate. In traditiona: designs, ~hen the tabs are 
pulled into place, the main abs~rbent body attains a 
convex surface cross-sectio~ near the -t~sliaping away 

·-·~--· 

from the user, which tends to cause so~e flow of liquid 
20 toward the edges of the napkin resulting in leakage. 

25 

The pockets 20 in the current ernbodi~ent of the 
invention tend to prevent tte leakage of liquid which 
has flowed toward the edges :iear the tabs 3 by providin.:; 
the capacity to collect and retain t~e liquid. 

The location of the.pockets 20 is continuous with 
the tabs and generally coincides with the transverse 
centerline of a substantially symmetrical napkin, where 
body exudate is intended to be deposited. This 

30 represents an optimal place~ent because the risks of 
side leakage are greater in that area. 

CAN-91 

The ability of the pockets 20 to provide a liquid 
arresting function depends to some extent on the width 
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of the pockets which is defined by t~e distance betwee~ 
the bond sites 18. It will be apparent to those skilled 
in the art that the width of the poc~ets 20 may be 
varied to suit different applications by adjusting the 

5 spacing between the bond sites 18. 

The manner in which the napkin is used is as 
follows. First, the silicon coated pap~r is peeled off 
from the main body 2 of the napkin l to expose the 

10 adhesive strips 14. The napkin 1 is ~hen placed in the 
crotch area of the inner side of the ~se='s undergarmer.t 
and secured there with the adhesi~e tands 14. The 
silicon coated papers are then peeled of! from the ~ats 
3 exposing the adhesive patches 15 o~ the tabs 3. The 

15 tabs 3 are folded around and secured to the outer 
surface of the crotch area of the ur.jerga=ment with tte 
adhesive patches 15. The tabs 3 may or ~ay not ove=lap 
one another, depending u~c..:..._tb~r .le::.gth. During the 
placement of the tabs 3~--"tne- outward lateral tensionir::; 

20 of the tabs 3 opens the pc=kets. L:quid which is 
exuded by the user is first collecte~ by :he transfer 
layer 7 which functions to quickly take-~p liquid 
deposited on the cover layer. Then absorption and 
subsequent storage of most of the li~uid by the 

25 absorptive layer 9 occurs. However, a rapid fluid 
discharge may result in some liquid which fails to be 
absorbed and which has a tendency to flow toward the 
side of the napkin 1. This usually w:ll occur near the 
center of the longitudinal axis of t~e napkin near the 

30 tabs because this is where most of t~e flow originates. 

CAN-91 

Liquid which makes it all the way to the side of the 
napkin will be collected in the pockets 20 which were 
formed adjacent to the tabs 3, thereby preventing liquid 
from leaking past the longitudinal ejges of the napkin 
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and subsequently staining the user's unde~garment. 

In Figure 3, the orientation of the napkin as it 
would appear after having been installed with the main 

5 adhesive strips, but prior to the complete securement of 
the tabs 3, is shown. The curvature of the main body 2 
follows that of the user's crotch. The tabs 3,having 
been pulled laterally open-up the pockets 20 along the 
interface between the tabs 3 and the main body 2. 

10 
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I CLAIM: 

1. A sanitary absorbent product comprising: 
5 - a layered elongated main body, comprising from 

10 

top layer to bottom layer a cover layer which is 
permeable to liquid, at least one absorbent layer and a 
barrier layer which is impermeable to liquid, said main 
body having two opposed longitudir.al edges; 

- two tabs, each tab projecting laterally from the 
longitudinal edge of said main body and which are 
adapted to be folded abc~~ a crotch portion of a 
wearer's undergarment; and 

- a pocket adjacent to each tab which is capable of 
15 collecting body exudate that may flow in a lateral 

direction, said pocket including an inlet opening 
providing a means of entrance to body exudate in said 
pocke~, said pocket being responsive to a lateral 

_-__ -.. .:·:·_-~o~;~-t--w-ard tension applied on the tab that would occur 

20 

25 

during attachment of the tab to the undergarment of 
wearer wherein the app:ica~ion of lateral outward 

the 

pressure causes an increase in size of said inlet 
opening, thereby enhancing an ability of said pocket to 
collect body exudate. 

2. The sanitary absorbent product as defined in claim 
1, wherein each tab is continuous with a respective 
pocket. 

30 3. The sanitary absorbent product as defined in claim 

CAN-91 

2, wherein said main body includes opposed 
longitudinally extending peripheral portions folded over 
said cover layer, said longitudinally extendin~ portions 
being affixed to said cover layer at two bond sites in a 

.-.. -·-····••"' 
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* C L M S * spaced relationship. 

4. The sanitary absorbent prod~=t as defined in claim 
3, wherein said bond sites consti:ute end portions of 

5 said pocket. 

5. The sanitary absorbent prod~ct as defined in claim 
4, wherein said bond sites are tr.ermal bonds. 

10 6. The sanitary absorbent prod~=t as defined in claim 
1, wherein said tabs are co~~inuc~s ~ith said 
lc~;itudinally extending per~phe=a: ~ortions. 

7. The sanitary absorbent ;~od~=t as defined in claim 
15 6, wherein said longitudinally extending peripheral 

portions extend along a subs~ant~al ~ortion of a length 
of said main body. 

8. The sanitary absorbent ~rod~=t as defined in claim 
20 3, wherein each bond site is a cc~tinuous seal line 

extending from or.e end of the po~~et toward an extremity 
of the longitudinally extend~ng ;eri~~eral portion. 

9. The sanitary absorbent product as defined in claim 
25 1, wherein said product is a san~~ary napkin. 

10. A sanitary napkin, cornp=isi~g: 

- a layered elongated main body, comprising from 
top layer to bottom layer a cover layer which is 

30 permeable to liquid, at leas~ one absorbent layer and a 
barrier layer which is imper=.eac:e to liquid, said main 
body having two opposed longitudinal edges and two 
opposed lateral edges; 

CAN-91 

- two tabs extending l~:era:ly :rom the 
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longitudinal edges of said main body in a direction away 
from said main body, said tabs bein; inter~ediate said 
lateral edges, each tab comprising a barrier layer 
element continuous with the barrier :ayer of said main 

5 body, and a cover layer element continuous with the 
cover layer of said main body and being adapted to be 
folded over a crotch portion of an ~~dergarment; and 

- portions of said barrier layer being folded over 
the longitudinal edges of the main =ody and affixed to 

10 said main body along said longitudi~al edges at four 
regions proximate intersections of said ~abs with said 
main body, each region excluding at ~east ~art of a l:~e 

of intersection between said main body and a respecti~e 
tab; 

15 wherein a lateral force applie= to said tabs during 

20 

an attach=,ent of said tabs to the undergarment results 
in the formation of a well along ar. ~nterface between 
each of said tabs and the main body for collection of 
liquid having been exuded by the user. 

11. The sanitary napkin accordi~g t= claim 10, ~tere:~ 

said cover layer and said barrier layer are coextensive, 
and both layers are folded over toge~her along said 
longitudinal edges of said main body and affixed to said 

25 cover layer in the four said regions. 

12. The sanitary napkin according to claim 10, wherein 
said cover layer and said barrier layer are bonded to 
one another along a peripheral port~on of said main 

30 body. 

13. The sanitary napkin according t~ claim 10, wherein 
said cover layer element and said barrier layer·elemer.t 
of each tab are bonded t~ one anotr.er along a peripheral 

CAN-91 
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* C L M S * portion of the tab. 

14. The sanitary napkin according to claim 12, where~~ 
said cover layer and said barrier layer are thermally 

5 bonded to one another along a peripheral portion of said 
main body. 

15. The sanitary napkin according to claim 14, wherei~ 
said cover layer element and said barrier layer element 

10 of each tab are thermally bonded to one another along a 
peripheral portion of the tab. 

16. The sanitary napkin accordi~g to claim 11, where:~ 
the portions of said barrier layer folded over the 

15 longitudinal edges of the main body are :hermally bo~ded 
to said main body at said regions. 

17. The sanitary napkin according to claim 10, whererFr·---------. -
it includes at least. one adhesive z~:-.es on said barr:.ii-· 

20 layer to affix said sanitary napkin to an undergarmer.t 
of a wearer. 

25 

30 
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18. A method of making a sanitary absorben: product, 
said method comprising the steps of: 

- cutting an absorbent layer having two opposed 
longitudinal edges and two opposed lateral edges and 
having a longitudinal axis; 
- cutting a liquid permeable flexible sheet mate~ial 
to form a liquid permeable cover layer; 

cutting a liquid impermeable flexible sheet 
material to form a liquid i~permeable barrier layer, 
wherein the per~eable cover layer and the 
impermeable barrier layer have respective centra: 
main body portions defined by two opposed 
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longitudinal edges and two opposed lateral edges and 
further comprising two tabs extending laterally from 
their respective longitudinal edges; 
- sandwiching the absorbent layer between the cover 
layer and the barrier layer; 

adhering the cover layer to the barrier layer 
around a peripheral edge margin to form a flange; 
- folding the flange around the longitudinal edges 
of the main body to form a pair of folded over 
portions and bonding each folded over portion to t~e 
cover layer all alo~g a respective longitudinal ed1e 
of said main body wi~h t~e exception of at least a 
portion of a line of inte~section between each tab 
and said main body. 

ii1ii1iff 1ili1iii 
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