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RESOURCE UNIT INDICATION METHOD, ACCESS POINT, AND

STATION

[0001] This application claims priority to Chinese Patent Application No. 202010923701.8,
filed with the China National Intellectual Property Administration on September 4, 2020 and
entitled "RESOURCE UNIT INDICATION METHOD, ACCESS POINT, AND STATION",
claims priority to Chinese Patent Application No. 202011395419.3, filed with the China National
Intellectual Property Administration on December 2, 2020 and entitled "RESOURCE UNIT
INDICATION METHOD, ACCESS POINT, AND STATION", and claims priority to Chinese
Patent Application No. 202110009966.1, filed with the China National Intellectual Property
Administration on January 5, 2021 and entitled "RESOURCE UNIT INDICATION METHOD,
ACCESS POINT, AND STATION", which are incorporated herein by reference in their entireties.

TECHNICAL FIELD

[0002] This application relates to the field of communication technologies, and in particular,

to a resource unit indication method, an access point, and a station.

BACKGROUND

[0003] In a conventional wireless local area network (Wireless Local Area Network, WLAN),
when needing to send uplink data, a non-access point station (non-access point station, non-AP
STA) occupies an entire channel for data transmission through contention, which greatly reduces
frequency utilization efficiency. To improve this situation, a radio channel is divided into a
plurality of subchannels (subcarriers) in frequency domain to form a resource unit (resource unit,
RU), and user data is carried on some resource units instead of occupying the entire channel. In
this way, a plurality of users may simultaneously perform transmission in parallel in each time
period, do not need to queue and contend with each other, thereby improving frequency utilization
efficiency.

[0004] In a downlink, an access point (access point, AP) may determine RU allocation based
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on a priority of downlink data of each non-access point station. However, in an uplink, the AP
needs to notify a terminal device of an allocated resource unit by using a trigger frame. The trigger
frame includes a plurality of user information fields. One user information field includes
information that needs to be read by one station. For example, M user information fields are
information that needs to be respectively read by a non-access point station 1 to a non-access point
station M. A resource unit allocation subfield in the user information field is used to indicate a
resource unit allocated to the non-access point station. The non-access point station then may send
a data packet on the allocated resource unit. However, some non-access point stations need to send
a relatively large amount of data, and a relatively large number of resource units need to be
allocated. Therefore, how to allocate a plurality of resource units to the corresponding non-access
point station by using the resource unit allocation subfield is a problem that needs to be urgently

resolved.

SUMMARY

[0005] Embodiments of this application provide a resource unit indication method, an access
point, and a station, to allocate a plurality of resource units to a corresponding non-access point
station.

[0006] According to a first aspect, this application provides a resource unit indication method.
In the method, a station receives a trigger frame from an access point, where the trigger frame
includes a resource unit allocation subfield used to indicate to allocate a resource to the station,
the resource unit allocation subfield includes a frequency band range indication and a resource unit
indication, the resource unit indication is used to indicate a multi-resource unit MRU allocated to
the station, and the frequency band range indication is used to indicate a frequency band range in
which a smallest resource unit RU in the MRU is located; and then the station may determine the
allocated MRU based on the resource unit indication and the frequency band range indication.
[0007] It may be learned that in the method, the MRU can be allocated to the station, so that
the MRU is more flexibly allocated, to help improve frequency band utilization. In addition, the
frequency band range indicated by the frequency band range indication is the frequency band range
in which the smallest RU in the MRU is located. In comparison with a case in which the frequency

band range indication indicates only a lowest frequency band range related to the MRU, the



10

15

20

25

30

frequency band range indication in this application carries more information, to help reduce the
number of indexes required for the resource unit indication to indicate each MRU.

[0008] In an implementation, in the resource unit indication method, the frequency band range
indication is used to indicate 80 MHz in which the smallest RU in the MRU is located. In other
words, a granularity of the frequency band range in which the smallest RU in the MRU is located
and that is indicated by the frequency band range indication is 80 MHz. In this implementation, a
location of the 80 MHz in which the smallest RU in the MRU is located may be learned of from
the frequency band range indication. In this way, the resource unit indication may indicate the
corresponding MRU under this condition. For a same number of MRUs, the number of indexes
required for the resource unit indication is reduced.

[0009] In another implementation, in the resource unit indication method, the frequency band
range indication is used to indicate 40 MHz in which the smallest RU in the MRU is located. In
other words, a granularity of the frequency band range in which the smallest RU in the MRU is
located and that is indicated by the frequency band range indication is 40 MHz. In this
implementation, a location of the 40 MHz in which the smallest RU in the MRU is located may
be learned of from the frequency band range indication. In this way, the resource unit indication
may indicate the corresponding MRU under this condition. For a same number of MRUs, the
number of indexes required for the resource unit indication is reduced.

[0010] If the smallest RU in the MRU is an RU (996-tone RU) including 996 subcarriers, the
40 MHz indicated by the frequency band range indication may be one of two 40 MHz frequency
band ranges covered by the 996-tone RU, or is predefined to be lowest 40 MHz in two 40 MHz
frequency band ranges covered by the 996-tone RU or highest 40 MHz in two 40 MHz frequency
band ranges covered by the 996-tone RU.

[0011] In addition, if there are a plurality of smallest RUs in the MRU, the frequency band
range indication may indicate a frequency band range in which one of the smallest RUs is located.
[0012] In still another implementation, the frequency band range indication is used to indicate
160 MHz in which the smallest RU in the MRU is located. In still another implementation, the
frequency band range indication is used to indicate 240 MHz in which the smallest RU in the MRU
is located. In still another implementation, the frequency band range indication is used to indicate
320 MHz in which the smallest RU in the MRU is located.

[0013] In this specification, the frequency band range indicated by the frequency band range
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indication is actually a specific frequency band range in a bandwidth or a location of the frequency
band range in a bandwidth. For example, the 80 MHz indicated by the frequency band range
indication is actually 80 MHz in the bandwidth or a location of the 80 MHz in the bandwidth.
[0014] In this application, the MRU may include but is not limited to the following several
items.
[0015] The MRU indicated by the resource unit indication includes one resource unit (26-tone
RU) whose size is 26 subcarriers and one resource unit (52-tone RU) whose size is 52 subcarriers,
and the frequency band range indicated by the frequency band range indication is a frequency band
range in which the 26-tone RU is located; or

the MRU indicated by the resource unit indication includes one RU (106-tone RU)
whose size is 106 subcarriers and one 26-tone RU, and the frequency band range indicated by the
frequency band range indication is a frequency band range in which the 26-tone RU is located; or

the MRU indicated by the resource unit indication includes one resource unit (484-tone
RU) whose size is 484 subcarriers and one resource unit (242-tone RU) whose size is 242
subcarriers, and the frequency band range indicated by the frequency band range indication is a
frequency band range in which the 242-tone RU is located; or

the MRU indicated by the resource unit indication includes one resource unit (996-tone
RU) whose size is 996 subcarriers and one 484-tone RU, and the frequency band range indicated
by the frequency band range indication is a frequency band range in which the 484-tone RU is
located; or

the MRU indicated by the resource unit indication includes two 996-tone RUs and one
484-tone RU, and the frequency band range indicated by the frequency band range indication is a
frequency band range in which the 484-tone RU is located; or

the MRU indicated by the resource unit indication includes three 996-tone RUs, and
the frequency band range indicated by the frequency band range indication is a frequency band
range in which one of the 996-tone RUs is located; or

the MRU indicated by the resource unit indication includes three 996-tone RUs and
one 484-tone RU, and the frequency band range indicated by the frequency band range indication
is a frequency band range in which the 484-tone RU is located; or

the MRU indicated by the resource unit indication includes one 996-tone RU, one 484-

tone RU, and one 242-tone RU, and the frequency band range indicated by the frequency band
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range indication is a frequency band range in which the 242-tone RU is located.

[0016] For a (3*996+484)-tone RU, in the resource unit indication method in this aspect, the
frequency band range indicated by the frequency band range indication is 80 MHz in which a 484-
tone RU is located, and only two indexes are required for the (3%996+484)-tone RU indicated by
the resource unit indication to indicate a location of the 484-tone RU in the 80 MHz, to notify the
station of the allocated (3*996+484)-tone RU; or the frequency band range indicated by the
frequency band range indication is 40 MHz in which a 484-tone RU is located, and only one index
is required for the (3*996+484)-tone RU indicated by the resource unit indication to notify the
station of the allocated (3*996+484)-tone RU. However, in a resource unit indication method in
which the frequency band range indicated by the frequency band range indication is lowest 80
MHz related to the (3*996+484)-tone RU, the resource unit indication further needs to separately
indicate eight indexes, to notify the station of the allocated (3*996+484)-tone RU. Therefore, the
resource unit indication method in this aspect helps reduce the number of indexes required for the
resource unit indication.

[0017] According to a second aspect, this application further provides a resource unit
indication method. The resource unit indication method corresponds to the resource unit indication
method in the first aspect, and is described from a perspective of an access point. In the method,
the access point determines a trigger frame, where the trigger frame includes a resource unit
allocation subfield used to indicate to allocate a resource to a station, the resource unit allocation
subfield includes a frequency band range indication and a resource unit indication, the resource
unit indication is used to indicate a multi-resource unit MRU allocated to the corresponding station,
and the frequency band range indication is used to indicate a frequency band range in which a
smallest resource unit RU in the MRU is located; and the access point sends the trigger frame.
[0018] It may be learned that in the method, the MRU can be allocated to the station, so that
the MRU is more flexibly allocated, to help improve frequency band utilization. In addition, when
the access point needs to allocate the MRU to the station, the frequency band range indication may
be used to indicate the frequency band range in which the smallest RU in the MRU is located, and
then an index that needs to be indicated by the resource unit indication is determined under this
condition. In comparison with a case in which the frequency band range indication indicates only
a lowest frequency band range related to the MRU, the frequency band range indication in this

application carries more information, for example, the frequency band range in which the smallest
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RU is located, to help reduce the number of indexes required for the resource unit indication to
indicate each MRU.

[0019] For another related implementation of the resource unit indication method, refer to the
related implementation in the first aspect. Details are not described herein.

[0020] According to a third aspect, this application further provides a resource unit indication
method. The method may include: A station receives a trigger frame, where the trigger frame
includes a resource unit allocation subfield used to indicate to allocate a resource to the station,
the resource unit allocation subfield includes a frequency band range indication and a resource unit
indication, the resource unit indication is used to indicate a multi-resource unit MRU allocated to
the station, and the frequency band range indication is used to indicate a frequency band range in
which the MRU is located; and the station determines the allocated MRU based on the frequency
band range indication and the resource unit indication.

[0021] It may be learned that in the method, the MRU can be allocated to the station, so that
the MRU is more flexibly allocated, to help improve frequency band utilization.

[0022] In addition, when determining the allocated RU/MRU based on the frequency band
range indication and the resource unit indication, the station may determine a size of the allocated
MRU based on the resource unit indication, determine, based on the frequency band range
indication, the frequency band range in which the RU/MRU is located, and then determine, in the
frequency band range, the RU/MRU corresponding to an index indicated by the resource unit
indication. It may be learned that in the method, the resource unit indication may need to indicate
only the RU/MRU in the frequency band range, and therefore the number of indexes that need to
be indicated by the resource unit indication to indicate MRUs of this size is reduced. In other words,
in the method, the frequency band range indication may carry more information, and logic of the
resource unit indication is simplified as much as possible, to help reduce processing complexity of
the station.

[0023] In the resource unit indication method, the MRU that may be allocated to the station
includes but is not limited to the following several items: an MRU (denoted as a (52+26)-tone RU)
including one resource unit (26-tone RU) whose size is 26 subcarriers and one resource unit (52-
tone RU) whose size is 52 subcarriers; an MRU (denoted as a (106+26)-tone RU) including one
RU (106-tone RU) whose size is 106 subcarriers and one 26-tone RU; an MRU (denoted as a

(484+242)-tone RU) including one resource unit (484-tone RU) whose size is 484 subcarriers and
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one resource unit whose size is 242 subcarriers; an MRU (denoted as a (996+484)-tone RU)
including one resource unit (996-tone RU) whose size is 996 subcarriers and one 484-tone RU; an
MRU (denoted as a (2*¥*996+484)-tone RU) including two 996-tone RUs and one 484-tone RU; an
MRU (denoted as a 3*996-tone RU) including three 996-tone RUs; an MRU (denoted as a
(3*996+484)-tone RU) including three 996-tone RUs and one 484-tone RU; or an MRU (denoted
as a (996+484+242)-tone RU) including one 996-tone RU, one 484-tone RU, and one 242-tone
RU.
[0024] In the resource unit indication method, when the frequency band range in which the
MRU indicated by the resource unit indication is located is less than or equal to 80 MHz, the
frequency band range indicated by the frequency band range indication is 80 MHz in a bandwidth;
or

when the frequency band range in which the MRU indicated by the resource unit
indication is located is greater than 80 MHz and less than or equal to 160 MHz, the frequency band
range indicated by the frequency band range indication is 160 MHz in a bandwidth; or

when the frequency band range in which the MRU indicated by the resource unit
indication is located is greater than 160 MHz and less than or equal to 240 MHz, the frequency
band range indicated by the frequency band range indication is 240 MHz or 320 MHz in a
bandwidth; or

when the frequency band range in which the MRU indicated by the resource unit
indication is located is greater than 240 MHz and less than or equal to 320 MHz, the frequency
band range indicated by the frequency band range indication is 320 MHz in a bandwidth.
[0025] In an implementation, the resource unit allocation subfield occupies 9 bits, the
frequency band range indication occupies a bit 0 and a bit 1 in the 9 bits, and the resource unit
indication occupies a bit 2 to a bit 8.
[0026] In an implementation, if the bandwidth is 320 MHz, and if the frequency band range
indicated by the frequency band range indication is 80 MHz in the 320 MHz, four states
represented by the bit 0 and the bit 1 may be used for the frequency band range indication, to
respectively indicate four 80 MHz frequency band ranges in the 320 MHz. If the frequency band
range indicated by the frequency band range indication is lowest 160 MHz or highest 160 MHz in
the 320 MHz, two states represented by the bit 0 or the bit 1 may be used for the frequency band

range indication, to respectively indicate the two 160 MHz frequency band ranges in the 320 MHz.
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If the frequency band range indicated by the frequency band range indication is 320 MHz, a state
represented by the bit 0 or the bit 1 may not be limited for the frequency band range indication, to
indicate the 320 MHz.

[0027] In another implementation, if the frequency band range indicated by the frequency band
range indication is lowest 240 MHz or highest 240 MHz in the 320 MHz, two states represented
by the bit 0 or the bit 1 may be used for the frequency band range indication, to respectively
indicate the two 240 MHz frequency band ranges in the 320 MHz.

[0028] According to a fourth aspect, this application further provides a resource unit indication
method. The method corresponds to the resource unit indication method in the third aspect, and is
described from a perspective of an access point. The resource unit indication method in this aspect
includes: The access point determines a trigger frame, where the trigger frame includes a resource
unit allocation subfield used to indicate to allocate a resource to a station, the resource unit
allocation subfield includes a frequency band range indication and a resource unit indication, the
resource unit indication is used to indicate a multi-resource unit MRU allocated to the
corresponding station, and the frequency band range indication is used to indicate a frequency
band range in which the MRU is located; and the access point sends the trigger frame.

[0029] It may be learned that in the method, the MRU can be allocated to the station, so that
the MRU is more flexibly allocated, to help improve frequency band utilization.

[0030] In addition, when allocating the MRU to the corresponding station, the access point
may indicate, by using the frequency band range indication, the frequency band range in which
the MRU is located, and then determine, in the frequency band range, an index that needs to be
indicated by the resource unit indication, to notify the station of the allocated MRU. It may be
learned that in the method, the resource unit indication may need to indicate only the RU/MRU in
the frequency band range, and therefore the number of indexes that need to be indicated by the
resource unit indication to indicate MRUSs of this size is reduced. In other words, in the method,
the frequency band range indication may carry more information, and indication logic of the
frequency band range indication and the resource unit indication is further simplified as much as
possible, to help reduce processing complexity of the station.

[0031] For another related implementation of the resource unit indication method, refer to the
related implementation in the third aspect. Details are not described herein.

[0032] According to a fifth aspect, this application further provides a resource unit indication



10

15

20

25

30

method. In the method, a station receives a trigger frame from an access point, where the trigger
frame includes a resource unit allocation subfield used to indicate to allocate a resource to the
station, the resource unit allocation subfield includes a frequency band range indication and a
resource unit indication, the resource unit indication is used to indicate a multi-resource unit MRU
allocated to the station, and the frequency band range indication is used to indicate a frequency
band range, in a bandwidth, in which some or all of resource units RUs other than the MRU are
located; and the station determines the allocated MRU based on the frequency band range
indication and the resource unit indication.

[0033] It may be learned that in the method, the MRU can be allocated to the station, so that
the MRU is more flexibly allocated, to help improve frequency band utilization. In addition, the
frequency band range indicated by the frequency band range indication is the frequency band range
in which some or all of the RUs other than the MRU indicated by the resource unit indication are
located, or the frequency band range indicated by the frequency band range indication is a
frequency band range other than a frequency band range in which the MRU indicated by the
resource unit indication is located, in other words, the MRU that needs to be indicated by the
resource unit indication is determined from a frequency band range less than the bandwidth.
Therefore, in comparison with a case in which the MRU that needs to be indicated by the resource
unit indication is determined from a frequency band range corresponding to the bandwidth, the
number of indexes that need to be indicated by the resource unit indication is reduced.

[0034] In an implementation, the MRU indicated by the resource unit indication includes three
resource units (996-tone RU) whose size is 996 subcarriers (denoted as a 3*996-tone RU), and the
frequency band range indicated by the frequency band range indication is 80 MHz, in the
bandwidth, in which one 996-tone RU other than the 3*996-tone RU is located, or the frequency
band range indicated by the frequency band range indication is 80 MHz, in the bandwidth, other
than a frequency band range in which the 3*996-tone RU is located. It may be learned that in this
implementation, the resource unit indication needs only one index to indicate the 3*996-tone RU,
and the station may determine the allocated MRU with reference to the frequency band range
indication.

[0035] If the frequency band range indicated by the frequency band range indication is lowest
80 MHz related to the 3*996-tone RU in the bandwidth, after the lowest 80 MHz related to the

3*996-tone RU in the bandwidth is determined, there are three combinations for the 3*996-tone
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RU (that is, there are three combinations when two 996-tone RUs are selected from three 80 MHz
frequency band ranges other than the lowest 80 MHz in the bandwidth). Therefore, the resource
unit indication needs to indicate one of three indexes corresponding to the three combinations, to
uniquely notify the station of the allocated MRU. Therefore, a meaning of the frequency band
range indication in this application helps reduce the number of indexes that need to be indicated
by the resource unit indication.

[0036] According to a sixth aspect, this application further provides a resource unit indication
method. The method corresponds to the resource unit indication method in the fifth aspect, and is
described from a perspective of an access point. The method includes: The access point determines
a trigger frame, where the trigger frame includes a resource unit allocation subfield used to indicate
to allocate a resource to a station, the resource unit allocation subfield includes a frequency band
range indication and a resource unit indication, the resource unit indication is used to indicate a
multi-resource unit MRU allocated to the corresponding station, and the frequency band range
indication is used to indicate a frequency band range, in a bandwidth, in which some or all of
resource units RUs other than the MRU are located; and the access point sends the trigger frame.

[0037] It may be learned that in the method, the MRU can be allocated to the station, so that
the MRU is more flexibly allocated, to help improve frequency band utilization. In addition, the
frequency band range indicated by the frequency band range indication is the frequency band range
in which some or all of the RUs other than the MRU indicated by the resource unit indication are
located, or the frequency band range indicated by the frequency band range indication is a
frequency band range other than a frequency band range in which the MRU indicated by the
resource unit indication is located, in other words, the MRU that needs to be indicated by the
resource unit indication is determined from a frequency band range less than the bandwidth.
Therefore, in comparison with a case in which the MRU that needs to be indicated by the resource
unit indication is determined from a frequency band range corresponding to the bandwidth, the
number of indexes that need to be indicated by the resource unit indication is reduced.

[0038] For another related implementation of the resource unit indication method, refer to the
related implementation in the fifth aspect. Details are not described herein.

[0039] According to a seventh aspect, this application further provides a resource unit
indication method. The method includes: A station receives a trigger frame from an access point,

where the trigger frame includes a resource unit allocation subfield used to indicate to allocate a
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resource to the station, the resource unit allocation subfield includes a frequency band range
indication and a resource unit indication, the frequency band range indication is used to indicate a
frequency band range in a bandwidth, the resource unit indication is used to indicate an MRU
allocated to the station, and the MRU includes remaining resource units RUs in a frequency band
range, in the bandwidth, other than the frequency band range indicated by the frequency band
range indication; and the station determines the allocated MRU based on the frequency band range
indication and the resource unit indication.

[0040] It may be learned that in the method, the MRU can be allocated to the station, so that
the MRU is more flexibly allocated, to help improve frequency band utilization. In addition, the
MRU indicated by the resource unit indication is a combination of the remaining RUs in the
frequency band range, in the bandwidth, other than the frequency band range indicated by the
frequency band range indication. Therefore, in comparison with a case in which the MRU that
needs to be indicated by the resource unit indication is determined from a frequency band range
corresponding to the bandwidth, the number of indexes that need to be indicated by the resource
unit indication is reduced.

[0041] In an implementation, the MRU indicated by the resource unit indication includes three
resource units (996-tone RU) whose size is 996 subcarriers (denoted as a 3*996-tone RU), and the
frequency band range indicated by the frequency band range indication is 80 MHz in the bandwidth.
In this case, the 3*996-tone RU includes remaining three 996-tone RUs in a frequency band range
other than the 80 MHz in the bandwidth. It may be learned that in this implementation, the resource
unit indication needs one index to indicate the 3*996-tone RU. In comparison with a case in which
the frequency band range indicated by the frequency band range indication is lowest 80 MHz
related to the 3*996-tone RU in the bandwidth, the number of indexes that need to be indicated by
the resource unit indication is reduced in this application.

[0042] According to an eighth aspect, this application further provides a resource unit
indication method. The method corresponds to the resource unit indication method in the seventh
aspect, and is described from a perspective of an access point. The method includes: The access
point determines a trigger frame, where the trigger frame includes a resource unit allocation
subfield used to indicate to allocate a resource to a station, the resource unit allocation subfield
includes a frequency band range indication and a resource unit indication, the frequency band

range indication is used to indicate a frequency band range in a bandwidth, the resource unit
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indication is used to indicate an MRU allocated to the corresponding station, and the MRU
includes remaining resource units RUs in a frequency band range, in the bandwidth, other than the
frequency band range indicated by the frequency band range indication; and the access point sends
the trigger frame.

[0043] The MRU indicated by the resource unit indication is a combination of the remaining
RUs in the frequency band range, in the bandwidth, other than the frequency band range indicated
by the frequency band range indication. Therefore, in comparison with a case in which the MRU
that needs to be indicated by the resource unit indication is determined from a frequency band
range corresponding to the bandwidth, the number of indexes that need to be indicated by the
resource unit indication is reduced.

[0044] For another related implementation of the resource unit indication method, refer to the
related implementation in the seventh aspect. Details are not described herein.

[0045] In addition, in the first aspect to the eighth aspect, the resource unit allocation subfield
occupies N bits, and the number of bits, in the N bits, occupied by the frequency range indication
is determined based on the bandwidth and the frequency range indicated by the frequency range
indication. For example, the frequency band range indication occupies a bit 0 to a bit x, and the
resource unit indication occupies a bit (x+1) to a bit N. A value of x is related to the bandwidth
and the frequency band range indicated by the frequency band range indication, and both N and x
are greater than 0.

[0046] According to a ninth aspect, this application further provides a resource unit indication
method. The method includes: A station receives a trigger frame from an access point, where the
trigger frame includes a resource unit allocation subfield used to indicate to allocate a resource to
the station, the resource unit allocation subfield occupies N bits, and an index indicated by the N
bits represents an absolute location of a multi-resource unit MRU in a bandwidth, where N is
greater than 0; and the station determines the MRU corresponding to the index indicated by the N
bits, and uses the MRU as an MRU allocated to the station.

[0047] It may be learned that in the resource unit indication method, in the resource unit
allocation subfield, no distinction is made for a bit specifically used to indicate a specific frequency
band range, and the corresponding MRU may be directly searched for based on the index indicated
by the N bits in the resource unit allocation subfield. Therefore, processing logic is greatly

simplified, to help reduce processing complexity of the station.
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[0048] In an implementation, N is equal to 9.
[0049] The absolution location that is of the MRU in the bandwidth and that is indicated by
the N bits includes one or more of the following:

an MRU including a first resource unit (996-tone RU) whose size is 996 subcarriers
and a second 996-tone RU in 320 MHz, or an MRU including a third 996-tone RU and a fourth
996-tone RU in 320 MHz; or

an MRU including a first 996-tone RU to a fourth 996-tone RU in 320 MHz; or

an MRU including a second resource unit (52-tone RU) whose size is 52 subcarriers
and a second resource unit (26-tone RU) whose size is 26 subcarriers in any 20 MHz frequency
band range in 320 MHz, an MRU including a third 52-tone RU and an eighth 26-tone RU in any
20 MHz frequency band range in 320 MHz, or an MRU including a second 52-tone RU and a fifth
26-tone RU in any 20 MHz frequency band range in 320 MHz; or

an MRU including a first resource unit (106-tone RU) whose size is 106 subcarriers
and a fifth 26-tone RU in any 20 MHz frequency band range in 320 MHz, or an MRU including a
second 106-tone RU and a fifth 26-tone RU in any 20 MHz frequency band range in 320 MHz; or

an MRU including a first or second resource unit (242-tone RU) whose size is 242
subcarriers and a second resource unit (484-tone RU) whose size is 484 subcarriers in any 80 MHz
frequency band range in 320 MHz, or an MRU including a third or fourth 242-tone RU and a first
484-tone RU in any 80 MHz frequency band range in 320 MHz; or

an MRU including a first or second 484-tone RU and a second resource unit (996-tone
RU) whose size is 996 subcarriers in any 160 MHz frequency band range in 320 MHz, or an MRU
including a third or fourth 484-tone RU and a second 996-tone RU in any 160 MHz frequency
band range in 320 MHz; or

an MRU including a first or second 484-tone RU, a second 996-tone RU, and a third
996-tone RU in lowest 240 MHz in 320 MHz, an MRU including a third or fourth 484-tone RU,
a first 996-tone RU, and a third 996-tone RU in lowest 240 MHz in 320 MHz, or an MRU including
a fifth or sixth 484-tone RU, a first 996-tone RU, and a second 996-tone RU in lowest 240 MHz
in 320 MHz; or

an MRU including a first or second 484-tone RU, a second 996-tone RU, and a third
996-tone RU in highest 240 MHz in 320 MHz, an MRU including a third or fourth 484-tone RU,
a first 996-tone RU, and a third 996-tone RU in highest 240 MHz in 320 MHz, or an MRU
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including a fifth or sixth 484-tone RU, a first 996-tone RU, and a second 996-tone RU in highest
240 MHz in 320 MHz; or

an MRU including a first or second 484-tone RU, a second 996-tone RU, a third 996-
tone RU, and a fourth 996-tone RU in 320 MHz, an MRU including a third or fourth 484-tone RU,
a first 996-tone RU, a third 996-tone RU, and a fourth 996-tone RU in 320 MHz, an MRU
including a fifth or sixth 484-tone RU, a first 996-tone RU, a second 996-tone RU, and a fourth
996-tone RU in 320 MHz, or an MRU including a seventh or eighth 484-tone RU, a first 996-tone
RU, a second 996-tone RU, and a third 996-tone RU in 320 MHz; or

an MRU including three 996-tone RUs in 320 MHz; or

an MRU including a first or second 242-tone RU, a second 484-tone RU, and a second
996-tone RU in lowest 160 MHz in 320 MHz, an MRU including a third or fourth 242-tone RU,
a first 484-tone RU, and a second 996-tone RU in lowest 160 MHz in 320 MHz, an MRU including
a fifth or sixth 242-tone RU, a fourth 484-tone RU, and a first 996-tone RU in lowest 160 MHz in
320 MHz, or an MRU including a seventh or eighth 242-tone RU, a third 484-tone RU, and a first
996-tone RU in lowest 160 MHz in 320 MHz; or

an MRU including a first or second 242-tone RU, a second 484-tone RU, and a second
996-tone RU in highest 160 MHz in 320 MHz, an MRU including a third or fourth 242-tone RU,
a first 484-tone RU, and a second 996-tone RU in highest 160 MHz in 320 MHz, an MRU
including a fifth or sixth 242-tone RU, a fourth 484-tone RU, and a first 996-tone RU in highest
160 MHz in 320 MHz, or an MRU including a seventh or eighth 242-tone RU, a third 484-tone
RU, and a first 996-tone RU in highest 160 MHz in 320 MHz.
[0050] According to a tenth aspect, this application further provides a resource unit indication
method. The method corresponds to the resource unit indication method in the ninth aspect, and is
described from a perspective of an access point. The method includes: The access point determines
a trigger frame, where the trigger frame includes a resource unit allocation subfield used to indicate
to allocate a resource to a station, the resource unit allocation subfield occupies N bits, and an
index indicated by the N bits directly represents an absolute location of a multi-resource unit MRU
in a bandwidth, where N is greater than 0; and the access point sends the trigger frame.
[0051] It may be learned that in the resource unit indication method, in the resource unit
allocation subfield, no distinction is made for a bit specifically used to indicate a specific frequency

band range, and the corresponding MRU may be directly searched for based on the index indicated

14



10

15

20

25

30

by the N bits in the resource unit allocation subfield. Therefore, processing logic is greatly
simplified, to help reduce processing complexity of the station.
[0052] For another related implementation of the resource unit indication method, refer to the
related implementation in the ninth aspect. Details are not described herein.
[0053] According to an eleventh aspect, this application further provides a communication
apparatus. The communication apparatus has some or all functions of the station in the method
example in the first aspect, the third aspect, the fifth aspect, the seventh aspect, or the ninth aspect.
For example, the communication apparatus may have functions in some or all of embodiments of
this application, or may have a function of independently implementing any embodiment of this
application. The function may be implemented by hardware, or may be implemented by hardware
executing corresponding software. The hardware or the software includes one or more units or
modules corresponding to the foregoing functions.
[0054] In a possible design, a structure of the communication apparatus may include a
processing unit and a communication unit. The processing unit is configured to support the
communication apparatus in performing a corresponding function in the foregoing methods. The
communication unit is configured to support communication between the communication
apparatus and another device. The communication apparatus may further include a storage unit.
The storage unit 1s configured to couple to the processing unit and the communication unit, and
the storage unit stores program instructions and data that are necessary for the communication
apparatus.
[0055] In an implementation, the communication apparatus implements a related function of
the station in the first aspect, and the communication apparatus includes:

the communication unit, configured to receive a trigger frame from an access point,
where

the trigger frame includes a resource unit allocation subfield used to indicate to allocate
a resource to the station, the resource unit allocation subfield includes a frequency band range
indication and a resource unit indication, the resource unit indication is used to indicate a multi-
resource unit MRU allocated to the station, and the frequency band range indication is used to
indicate a frequency band range in which a smallest resource unit RU in the MRU indicated by the
resource unit indication is located; and

the processing unit, configured to determine the allocated MRU based on the frequency
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band range indication and the resource unit indication.
[0056] In an example, the processing unit may be a processor, the communication unit may be
a transceiver or a communication interface, and the storage unit may be a memory.
[0057] In another implementation, the communication apparatus implements a related function
of the station in the third aspect, and the communication apparatus includes:

the communication unit, configured to receive a trigger frame from an access point,
where

the trigger frame includes a resource unit allocation subfield used to indicate to allocate
a resource to the station, the resource unit allocation subfield includes a frequency band range
indication and a resource unit indication, the resource unit indication is used to indicate a multi-
resource unit MRU allocated to the station, and the frequency band range indication is used to
indicate a frequency band range in which the MRU is located; and

the processing unit, configured to determine the allocated MRU based on the frequency
band range indication and the resource unit indication.
[0058] In still another implementation, the communication apparatus implements a related
function of the station in the fifth aspect, and the communication apparatus includes:

the communication unit, configured to receive a trigger frame from an access point,
where

the trigger frame includes a resource unit allocation subfield used to indicate to allocate
a resource to the station, the resource unit allocation subfield includes a frequency band range
indication and a resource unit indication, the resource unit indication is used to indicate a multi-
resource unit MRU allocated to the station, and the frequency band range indication is used to
indicate a frequency band range, in a bandwidth, in which some or all of resource units RUs other
than the MRU are located; and

the processing unit, configured to determine the allocated MRU based on the frequency
band range indication and the resource unit indication.
[0059] In still another implementation, the communication apparatus implements a related
function of the station in the seventh aspect, and the communication apparatus includes:

the communication unit, configured to receive a trigger frame from an access point,
where

the trigger frame includes a resource unit allocation subfield used to indicate to allocate
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a resource to the station, the resource unit allocation subfield includes a frequency band range
indication and a resource unit indication, the frequency band range indication is used to indicate a
frequency band range in a bandwidth, the resource unit indication is used to indicate an MRU
allocated to the station, and the MRU includes remaining resource units RUs in a frequency band
range, in the bandwidth, other than the frequency band range indicated by the frequency band
range indication; and

the processing unit, configured to determine the allocated MRU based on the frequency
band range indication and the resource unit indication.
[0060] In another implementation, the communication apparatus may implement a related
function of the station in another aspect. Details are not described herein.
[0061] In an implementation, the communication apparatus implements a related function of
the station in the first aspect, and may include:

a transceiver, configured to receive a trigger frame from an access point, where

the trigger frame includes a resource unit allocation subfield used to indicate to allocate
a resource to the station, the resource unit allocation subfield includes a frequency band range
indication and a resource unit indication, the resource unit indication is used to indicate a multi-
resource unit MRU allocated to the station, and the frequency band range indication is used to
indicate a frequency band range in which a smallest resource unit RU in the MRU indicated by the
resource unit indication is located; and

a processor, configured to determine the allocated MRU based on the frequency band
range indication and the resource unit indication.
[0062] In another implementation, the communication apparatus implements a related function
of the station in the third aspect, and the communication apparatus includes:

a transceiver, configured to receive a trigger frame from an access point, where

the trigger frame includes a resource unit allocation subfield used to indicate to allocate
a resource to the station, the resource unit allocation subfield includes a frequency band range
indication and a resource unit indication, the resource unit indication is used to indicate a multi-
resource unit MRU allocated to the station, and the frequency band range indication is used to
indicate a frequency band range in which the MRU is located; and

a processor, configured to determine the allocated MRU based on the frequency band

range indication and the resource unit indication.
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[0063] In another implementation, the communication apparatus may implement a related
function of the station in another aspect. Details are not described herein.
[0064] According to a twelfth aspect, this application further provides a communication
apparatus. The communication apparatus has some or all functions of the access point in the
method example in the second aspect, the fourth aspect, the sixth aspect, the eighth aspect, or the
tenth aspect. For example, the communication apparatus may have functions in some or all of
embodiments of this application, or may have a function of independently implementing any
embodiment of this application. The function may be implemented by hardware, or may be
implemented by hardware executing corresponding software. The hardware or the software
includes one or more units or modules corresponding to the foregoing functions.
[0065] In a possible design, a structure of the communication apparatus includes a processing
unit and a communication unit. The processing unit is configured to support the communication
apparatus in performing a corresponding function in the foregoing methods. The communication
unit is configured to support communication between the communication apparatus and another
device. The communication apparatus may further include a storage unit. The storage unit is
configured to couple to the processing unit and the communication unit, and the storage unit stores
program instructions and data that are necessary for the communication apparatus.
[0066] In an implementation, the communication apparatus implements a related function of
the access point in the second aspect, and the communication apparatus includes:

the processing unit, configured to determine a trigger frame, where

the trigger frame includes a resource unit allocation subfield used to indicate to allocate
a resource to a station, the resource unit allocation subfield includes a frequency band range
indication and a resource unit indication, the resource unit indication is used to indicate a multi-
resource unit MRU allocated to the corresponding station, and the frequency band range indication
is used to indicate a frequency band range in which a smallest resource unit RU in the MRU
indicated by the resource unit indication is located; and

the communication unit, configured to send the trigger frame.
[0067] In another implementation, the communication apparatus implements a related function
of the access point in the fourth aspect, and the communication apparatus includes:

the processing unit, configured to determine a trigger frame, where

the trigger frame includes a resource unit allocation subfield used to indicate to allocate
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a resource to a station, the resource unit allocation subfield includes a frequency band range
indication and a resource unit indication, the resource unit indication is used to indicate a multi-
resource unit MRU allocated to the corresponding station, and the frequency band range indication
is used to indicate a frequency band range in which the MRU is located; and

the communication unit, configured to send the trigger frame.
[0068] In another implementation, the communication apparatus implements a related function
of the access point in the sixth aspect, and the communication apparatus includes:

the processing unit, configured to determine a trigger frame, where

the trigger frame includes a resource unit allocation subfield used to indicate to allocate
a resource to a station, the resource unit allocation subfield includes a frequency band range
indication and a resource unit indication, the resource unit indication is used to indicate a multi-
resource unit MRU allocated to the corresponding station, and the frequency band range indication
is used to indicate a frequency band range, in a bandwidth, in which some or all of resource units
RUs other than the MRU are located; and

the communication unit, configured to send the trigger frame.
[0069] In another implementation, the communication apparatus implements a related function
of the access point in the eighth aspect, and the communication apparatus includes:

the processing unit, configured to determine a trigger frame, where

the trigger frame includes a resource unit allocation subfield used to indicate to allocate
a resource to a station, the resource unit allocation subfield includes a frequency band range
indication and a resource unit indication, the frequency band range indication is used to indicate a
frequency band range in a bandwidth, the resource unit indication is used to indicate an MRU
allocated to the corresponding station, and the MRU includes remaining resource units RUs in a
frequency band range, in the bandwidth, other than the frequency band range indicated by the
frequency band range indication; and

the communication unit, configured to send the trigger frame.
[0070] In an example, the processing unit may be a processor, the communication unit may be
a transceiver or a communication interface, and the storage unit may be a memory.
[0071] In another implementation, the communication apparatus may implement a related
function of the access point in another aspect. Details are not described herein.

[0072] In an implementation, the communication apparatus implements a related function of
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the access point in the second aspect, and may include:

a processor, configured to determine a trigger frame, where

the trigger frame includes a resource unit allocation subfield used to indicate to allocate
a resource to a station, the resource unit allocation subfield includes a frequency band range
indication and a resource unit indication, the resource unit indication is used to indicate a multi-
resource unit MRU allocated to the corresponding station, and the frequency band range indication
is used to indicate a frequency band range in which a smallest resource unit RU in the MRU
indicated by the resource unit indication is located; and

a transceiver, configured to send the trigger frame.
[0073] In an implementation, the communication apparatus implements a related function of
the access point in the fourth aspect, and may include:

a processor, configured to determine a trigger frame, where

the trigger frame includes a resource unit allocation subfield used to indicate to allocate
a resource to a station, the resource unit allocation subfield includes a frequency band range
indication and a resource unit indication, the resource unit indication is used to indicate a multi-
resource unit MRU allocated to the corresponding station, and the frequency band range indication
is used to indicate a frequency band range in which the MRU is located; and

a transceiver, configured to send the trigger frame.
[0074] In another implementation, the communication apparatus implements a related function
of the access point in the sixth aspect, and the communication apparatus includes:

a processor, configured to determine a trigger frame, where

the trigger frame includes a resource unit allocation subfield used to indicate to allocate
a resource to a station, the resource unit allocation subfield includes a frequency band range
indication and a resource unit indication, the resource unit indication is used to indicate a multi-
resource unit MRU allocated to the corresponding station, and the frequency band range indication
is used to indicate a frequency band range, in a bandwidth, in which some or all of resource units
RUs other than the MRU are located; and

a transceiver, configured to send the trigger frame.
[0075] In another implementation, the communication apparatus implements a related function
of the access point in the eighth aspect, and the communication apparatus includes:

a processor, configured to determine a trigger frame, where
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the trigger frame includes a resource unit allocation subfield used to indicate to allocate
a resource to a station, the resource unit allocation subfield includes a frequency band range
indication and a resource unit indication, the frequency band range indication is used to indicate a
frequency band range in a bandwidth, the resource unit indication is used to indicate an MRU
allocated to the corresponding station, and the MRU includes remaining resource units RUs in a
frequency band range, in the bandwidth, other than the frequency band range indicated by the
frequency band range indication; and

a transceiver, configured to send the trigger frame.
[0076] In another implementation, the communication apparatus may implement a related
function of the access point in another aspect. Details are not described herein.
[0077] In a specific implementation process, the processor may be configured to perform, for
example, but not limited to, baseband-related processing; and the transceiver may be configured
to perform, for example, but not limited to, radio frequency receiving and sending. The foregoing
components may be separately disposed on chips independent of each other, or at least some or all
of the components may be disposed on a same chip. For example, the processor may be further
divided into an analog baseband processor and a digital baseband processor. The analog baseband
processor and the transceiver may be integrated on a same chip, and the digital baseband processor
may be disposed on an independent chip. With continuous development of integrated circuit
technologies, an increasing quantity of components may be integrated on one chip. For example,
the digital baseband processor and a plurality of application processors (for example, but not
limited to a graphics processing unit and a multimedia processor) may be integrated on one chip.
The chip may be referred to as a system-on-a-chip (system-on-a-chip). Whether all the components
are separately disposed on different chips or integrated and disposed on one or more chips usually
depends on a specific requirement for a product design. Specific implementation forms of the
components are not limited in embodiments of the present invention.
[0078] According to a thirteenth aspect, this application further provides a processor,
configured to perform the method in the first aspect, the third aspect, the fifth aspect, the seventh
aspect, or the ninth aspect, or perform the method in the second aspect, the fourth aspect, the sixth
aspect, the eighth aspect, or the tenth aspect. In a process of performing these methods, a process
of sending the foregoing information and a process of receiving the foregoing information in the

foregoing methods may be understood as a process of outputting the foregoing information by the

21



10

15

20

25

30

processor and a process of receiving the foregoing input information by the processor. Specifically,
when outputting the information, the processor outputs the information to a transceiver, so that the
transceiver transmits the information. Still further, after the information is output by the processor,
other processing may further need to be performed on the information before the information
arrives at the transceiver. Similarly, when the processor receives the input information, the
transceiver receives the information and inputs the information into the processor. Still further,
after the transceiver receives the information, other processing may need to be performed on the
information before the information is input into the processor.

[0079] Based on the foregoing principle, for example, the receiving a trigger frame in the
foregoing method may be understood as that the processor inputs the trigger frame. For another
example, the sending the trigger frame may be understood as that the processor outputs the trigger
frame.

[0080] In this case, for operations such as transmission, sending, and receiving related to the
processor, if there is no particular statement, or if the operations do not contradict an actual
function or internal logic of the operations in related descriptions, the operations may be more
generally understood as operations such as input, receiving, and output of the processor, instead
of operations such as transmission, sending, and receiving directly performed by a radio frequency
circuit and an antenna.

[0081] In a specific implementation process, the processor may be a processor specially
configured to perform these methods, or a processor, for example, a general-purpose processor,
configured to execute computer instructions in a memory to perform these methods. The memory
may be a non-transitory (non-transitory) memory such as a read-only memory (read only memory,
ROM). The memory and the processor may be integrated on a same chip, or may be separately
disposed on different chips. A type of the memory and a manner of disposing the memory and the
processor are not limited in embodiments of this application.

[0082] According to a fourteenth aspect, this application provides a computer-readable storage
medium, configured to store computer software instructions to be used by the foregoing data
transmission device. The computer software instructions include a program used to perform the
method in the first aspect, the third aspect, the fifth aspect, the seventh aspect, or the ninth aspect,
or include a program used to perform the method in the second aspect, the fourth aspect, the sixth

aspect, the eighth aspect, or the tenth aspect.
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[0083] According to a fifteenth aspect, this application further provides a computer program
product including instructions. When the computer program product is run on a computer, the
computer is enabled to perform the method in the first aspect, the third aspect, the fifth aspect, the
seventh aspect, or the ninth aspect, or the computer is enabled to perform the method in the second
aspect, the fourth aspect, the sixth aspect, the eighth aspect, or the tenth aspect.

[0084] According to a sixteenth aspect, this application provides a chip system. The chip
system includes a processor and an interface, and is configured to support a data transmission
device in implementing the function in the first aspect, the third aspect, the fifth aspect, the seventh
aspect, or the ninth aspect, for example, determining or processing at least one of data and
information in the foregoing method, for example, a trigger frame. In a possible design, the chip
system further includes a memory, and the memory is configured to store program instructions and
data that are required by a station. The chip system may include a chip, or include a chip and other
discrete devices.

[0085] According to a seventeenth aspect, this application provides a chip system. The chip
system includes a processor and an interface, and is configured to support a data transmission
device in implementing the function in the second aspect, the fourth aspect, the sixth aspect, the
eighth aspect, or the tenth aspect, for example, determining or processing at least one of data and
information in the foregoing method. In a possible design, the chip system further includes a
memory, and the memory is configured to store program instructions and data that are required by

a station. The chip system may include a chip, or include a chip and other discrete devices.

BRIEF DESCRIPTION OF DRAWINGS

[0086] FIG. 1 is a schematic diagram of a network structure according to an embodiment of
this application;

[0087] FIG. 2a is a schematic diagram of channel distribution of 160 MHz according to an
embodiment of this application;

[0088] FIG. 2b is a schematic diagram of channel distribution of 320 MHz according to an
embodiment of this application;

[0089] FIG. 3 is a schematic diagram of subcarrier distribution in 80 MHz according to an

embodiment of this application;
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[0090] FIG. 4 is a schematic diagram of trigger frame-based uplink transmission according to
an embodiment of this application;

[0091] FIG. 5 is a schematic diagram of a frame structure of a trigger frame according to an
embodiment of this application;

[0092] FIG. 6 is a schematic flowchart of a resource unit indication method 110 according to
an embodiment of this application;

[0093] FIG. 7 is a schematic diagram of a (52+26)-tone RU in 20 MHz according to an
embodiment of this application;

[0094] FIG. 8 is a schematic diagram of a (106+26)-tone RU in 20 MHz according to an
embodiment of this application;

[0095] FIG. 9 is a schematic diagram of a (484+242)-tone RU in 80 MHz according to an
embodiment of this application;

[0096] FIG. 10 is a schematic diagram of a (996+484)-tone RU in 160 MHz according to an
embodiment of this application;

[0097] FIG. 11 is a schematic diagram of a (2¥*996+484)-tone RU in 240 MHz according to
an embodiment of this application;

[0098] FIG. 12 is a schematic diagram of a 3*996-tone RU in 320 MHz according to an
embodiment of this application;

[0099] FIG. 13 is a schematic diagram of a (3*996+484)-tone RU in 320 MHz according to
an embodiment of this application;

[00100] FIG. 14 is a schematic diagram of a (484+242)-tone RU in 80 MHz according to an
embodiment of this application;

[00101] FIG. 15 is a schematic flowchart of a resource unit indication method 120 according to
an embodiment of this application;

[00102] FIG. 16 is a schematic flowchart of a resource unit indication method 210 according to
an embodiment of this application;

[00103] FIG. 17 is a schematic flowchart of a resource unit indication method 220 according to
an embodiment of this application;

[00104] FIG. 18 is a schematic flowchart of a resource unit indication method 310 according to
an embodiment of this application;

[00105] FIG. 19 is a schematic flowchart of a resource unit indication method 410 according to
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an embodiment of this application;

[00106] FIG. 20 is a schematic diagram of a structure of a communication apparatus 500
according to an embodiment of this application;

[00107] FIG. 21 is a schematic diagram of a structure of another communication apparatus 600
according to an embodiment of this application; and

[00108] FIG. 22 is a schematic diagram of a structure of a chip according to an embodiment of

this application.

DESCRIPTION OF EMBODIMENTS

[00109] The following clearly and completely describes embodiments of this application with
reference to the accompanying drawings.

[00110] A network structure to which a resource unit indication method in this application is
applicable is described by using FIG. 1 as an example. FIG. 1 is a schematic diagram of a network
structure according to an embodiment of this application. The network structure may include one
or more access point (access point, AP) stations and one or more non-access point stations (none
access point station, non-AP STA). For ease of description, in this specification, the access point
station is referred to as an access point (AP), and the non-access point station is referred to as a
station (STA). In FIG. 1, description is provided by using an example in which the network
structure includes one AP and two stations (STA 1 and STA 2).

[00111] The access point may be an access point used for a terminal device (for example, a
mobile phone) to access a wired (or wireless) network, is mainly deployed in a home, a building,
and a campus, and has a typical coverage radius ranging from dozens of meters to hundreds of
meters. Certainly, the access point may be deployed outdoors. The access point is equivalent to a
bridge that connects a wired network and a wireless network. A main function of the access point
1s to connect various wireless network clients together and then connect the wireless network to
an Ethernet. Specifically, the access point may be a terminal device (for example, a mobile phone)
or a network device (for example, a router) that includes a wireless fidelity (wireless-fidelity, WiF1)
chip. The access point may be a device that supports an 802.11be standard. Alternatively, the
access point may be a device that supports a plurality of wireless local area network (wireless local

area networks, WLAN) standards in an 802.11 family such as 802.11be, 802.11ax, 802.11ac,

25



10

15

20

25

30

802.11n, 802.11g, 802.11b, and 802.11a. The access point in this application may be a high
efficiency (high efficient, HE) AP or an extremely high throughput (extremely high throughput,
EHT) AP, or may be an access point applicable to a future Wi-Fi standard.

[00112] The station may be a wireless communication chip, a wireless sensor, a wireless
communication terminal, or the like, and may also be referred to as a user. For example, the station
may be a mobile phone supporting a Wi-Fi communication function, a tablet computer supporting
a Wi-Fi communication function, a set-top box supporting a Wi-Fi communication function, a
smart television supporting a Wi-Fi communication function, an intelligent wearable device
supporting a Wi-Fi communication function, a vehicle-mounted communication device supporting
a Wi-Fi communication function, or a computer supporting a Wi-Fi communication function.
Optionally, the station may support the 802.11be standard. Alternatively, the station may support
a plurality of wireless local area network (wireless local area networks, WLAN) standards in an
802.11 family such as 802.11be, 802.11ax, 802.11ac, 802.11n, 802.11g, 802.11b, and 802.11a.
[00113] The access point in this application may be a high efficiency (high efficient, HE) STA
or an extremely high throughput (extremely high throughput, EHT) STA, or may be a STA
applicable to a future Wi-Fi standard.

[00114] For example, the access point and the station may be devices applied to an internet of
vehicles, nodes, sensors, or the like in an internet of things (IoT, internet of things), smart cameras,
smart remote controllers, or smart water meters/meters in a smart home, and sensors in a smart
city.

[00115] Herein, 802.11n may also be referred to as high throughput (high throughput, HT),
802.11ac may also be referred to as very high throughput (very high throughput, VHT), 802.11ax
(Wi-Fi 6) may also be referred to as high efficiency (high efficient, HE), 802.11be (Wi-Fi 7) may
also be referred to as extremely high throughput (extremely high throughput, EHT), and standards
before HT, for example, 802.11a/b/g, are collectively referred to as non-HT (non-high throughput).
In 802.11b, a non-OFDM (Orthogonal Frequency Division Multiplexing, orthogonal frequency
division multiplexing) mode is used.

[00116] Starting from 802.11a/g, a WLAN evolves from 802.11n and 802.11ac to 802.11ax and
802.11be currently under discussion. A bandwidth and the number of space-time streams allowed

for transmission in the WLAN are respectively shown in Table 1.
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Table 1 Maximum bandwidth and maximum transmission rate allowed for transmission in

each WLAN standard

802.11a/g | 802.11n (HT) | 802.11ac 802.11ax (HE) | 802.11be (EHT)
(VHT)

Bandwidth | 20 MHz 20/40 MHz 20/40/80/16 | 20/40/80/160 20/40/80/160/24

0 MHz MHz 0 MHz/320
MHz
Supported 54 Mbps | 600 Mbps 6.9 Gbps 9.6 Gbps Not less than 30
maximum Gbps

data rate

[00117] As shown in Table 1, the maximum data rate supported for data transmission increases
with the bandwidth. Therefore, a higher bandwidth (for example, 240 MHz or 320 MHz) greater
than 160 MHz is to be considered in a future Wi-Fi standard.

[00118] Although embodiments of this application are mainly described by using a network in
which IEEE 802.11 is deployed as an example, it may be easily understood by a person skilled in
the art that the aspects of this application may be extended to other networks that use various
standards or protocols, for example, Bluetooth (Bluetooth), a high performance radio LAN (high
performance radio LAN, HIPERLAN) (a wireless standard that is similar to an IEEE 802.11
standard and that is mainly used in Europe), a wide area network (WAN), a wireless local area
network (wireless local area network, WLAN), a personal area network (personal area network,
PAN), or another network that is currently known or later developed. Therefore, regardless of a
used coverage area and wireless access protocol, the aspects provided in this application are
applicable to any suitable wireless network.

[00119] In addition, to facilitate understanding of related content in embodiments of this
application, some concepts in embodiments of this application are described.

[00120] 1. Channel distribution

[00121] In an implementation, a bandwidth may be divided into a plurality of subchannels. FIG.
2a is a schematic diagram of channel distribution according to an embodiment of this application.
As shown in FIG. 2a, when the bandwidth is 160 MHz, the bandwidth may be divided into a

primary 20 MHz channel (or referred to as a primary channel, Primary 20MHz, P20), a secondary
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20 MHz channel (Secondary 20MHz, S20), a secondary 40 MHz channel (Secondary 40MHz,
S40), and a secondary 80 MHz (Secondary 80MHz, S80) channel. In an optional implementation,
a channel 1 may correspond to the primary 20 MHz channel, a channel 2 corresponds to the
secondary 20 MHz channel, a channel 3 and a channel 4 are combined into the secondary 40 MHz
channel, and a channel 5 to a channel 8 are combined into the secondary 80 MHz channel. In
addition, a primary 40 MHz channel (or referred to as a primary channel, Primary 40MHz, P40) is
a 40 MHz channel on which the primary 20 MHz channel is located, and a primary 80 MHz
channel (or referred to as a primary channel, Primary 80MHz, P80) is an 80 MHz channel on which
the primary 20 MHz channel is located.

[00122] For another example, FIG. 2b is another schematic diagram of channel distribution
according to an embodiment of this application. As shown in FIG. 2b, when the bandwidth is 320
MHz, the bandwidth may be divided into a primary 20 MHz channel (or referred to as a primary
channel, Primary 20MHz, P20), a secondary 20 MHz channel (Secondary 20MHz, S20), a
secondary 40 MHz channel (Secondary 40MHz, S40), a secondary 80 MHz (Secondary 80MHz,
S80) channel, and a secondary 160 MHz (Secondary 160MHz, S160) channel. In an optional
implementation, a channel 1 may correspond to the primary 20 MHz channel, a channel 2
corresponds to the secondary 20 MHz channel, a channel 3 and a channel 4 are combined into the
secondary 40 MHz channel, a channel 5 to a channel 8 are combined into the secondary 80 MHz
channel, and a channel 9 to a channel 16 are combined into the secondary 160 MHz channel. In
addition, a primary 40 MHz channel (or referred to as a primary channel, Primary 40MHz, P40) is
a 40 MHz channel on which the primary 20 MHz channel is located, a primary 80 MHz channel
(or referred to as a primary channel, Primary 80MHz, P80) is an 80 MHz channel on which the
primary 20 MHz channel is located, and a primary 160 MHz channel (or referred to as a primary
channel, Primary 160MHz, P160) is a 160 MHz channel on which the primary 20 MHz channel is
located.

[00123] In another implementation, the bandwidth may be divided into resource units (resource
unit, RU) of different sizes. Resource units of different sizes may be obtained by combining
different numbers of subcarriers, for example, a resource unit (referred to as a 996-tone RU) that
includes (or whose size is) 996 subcarriers, a resource unit (referred to as a 484-tone RU) that
includes (or whose size i1s) 484 subcarriers, a resource unit (referred to as a 484-tone RU) that

includes (or whose size is) 484 subcarriers, a resource unit (referred to as a 106-tone RU) that
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includes (or whose size is) 106 subcarriers, a resource unit (referred to as a 26-tone RU) that
includes (or whose size is) 26 subcarriers, a resource unit (referred to as a 52-tone RU) that
includes (or whose size is) 52 subcarriers, a resource unit (referred to as a 2*996-tone RU, a
(996+996)-tone RU that includes two 996-tone RUs, or a (996+996)-tone MRU) that includes (or
whose size is) 2*996 subcarriers, or a resource unit (referred to as a 3*996-tone RU, a
(996+996+996)-tone RU that includes three 996-tone RUs, or a (996+996+996)-tone MRU) that
includes (or whose size is) 3*996 subcarriers.

[00124] FIG. 3 is a schematic diagram of subcarrier distribution in 80 MHz according to an
embodiment of this application. As shown in FIG. 3, the first row indicates that the 80 MHz may
include 36 26-tone RUs, the second row indicates that the 80 MHz may include 16 52-tone RUs,
the third row indicates that the 80 MHz may include eight 106-tone RUs, the fourth row indicates
that the 80 MHz may include four 242-tone RUs, and the fifth row indicates that the 80 MHz may
include two 484-tone RUs. Herein, 484L represents a left half part of the 484-tone RU, and 484R
represents a right half part of the 484-tone RU. Each of the two parts includes 242 subcarriers,
which is another schematic diagram of the 484-tone RU. The sixth row indicates that the 80 MHz
may include one 996-tone RU. In addition, in addition to the RU used to transmit data, there may
further be a guard (guard) subcarrier, a void subcarrier, or a direct current (direct current, DC)
subcarrier, as shown in FIG. 3.

[00125] A 160 MHz bandwidth or a 160 MHz bandwidth that includes discrete 80 MHz+80
MHz may be considered as a duplicate combination of subcarrier distribution of two 80 MHz
bandwidths shown in FIG. 3. For example, the entire bandwidth may include one 2*996-tone RU,
or may include various combinations of a 26-tone RU, a 52-tone RU, a 106-tone RU, a 242-tone
RU, a 484-tone RU, and a 996-tone RU.

[00126] Fora240 MHz bandwidth or a 240 MHz bandwidth that includes discrete 160 MHz+80
MHz, the entire bandwidth may be considered as a duplicate combination of subcarrier distribution
of three 80 MHz bandwidths shown in FIG. 3, or may include various combinations of a 26-tone
RU, a 52-tone RU, a 106-tone RU, a 242-tone RU, a 484-tone RU, and a 996-tone RU.

[00127] For a 320 MHz bandwidth or a 320 MHz bandwidth that includes discrete 160
MHz+160 MHz, the entire bandwidth may be considered as a duplicate combination of subcarrier
distribution of four 80 MHz bandwidths shown in FIG. 3, or may include various combinations of

a 26-tone RU, a 52-tone RU, a 106-tone RU, a 242-tone RU, a 484-tone RU, and a 996-tone RU.
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[00128] In the subcarrier distribution in the foregoing bandwidths, frequencies sequentially
increase from left to right. For example, a left side shown in FIG. 3 may be considered as a lowest
frequency, and a right side shown in FIG. 3 may be considered as a highest frequency. Resource
units are numbered from left to right, for example, a first (1st) resource unit and a second (2nd)
resource unit. As shown in FIG. 3, the four 242-tone RUs included in the 80 MHz may be
respectively numbered from left to right: a first 242-tone RU, a second 242-tone RU, a third 242-
tone RU, and a fourth 242-tone RU. The first 242-tone RU and the second 242-tone RU are in a
one-to-one correspondence with two lowest 20 MHz frequency band ranges in the 80 MHz in
ascending order of frequencies. The third 242-tone RU and the fourth 242-tone RU are in a one-
to-one correspondence with two highest 20 MHz frequency band ranges in the 80 MHz in
ascending order of frequencies. There is one center 26-tone RU in every 80 MHz bandwidth, and
therefore the 242-tone RU and the 20 MHz corresponding to the 242-tone RU do not completely
overlap in terms of frequency.

[00129] In addition to the several RUs described above, a multi-resource unit (multi-RU, MRU)
obtained by combining a plurality of RUs of the foregoing sizes is further introduced into 802.11be.
For example, a (52+26)-tone RU (or referred to as a (52+26)-tone MRU or a 78-tone RU) including
one 52-tone RU and one 26-tone RU, a (106+26)-tone RU (or referred to as a (106+26)-tone MRU
or a 132-tone RU) including one 106-tone RU and one 26-tone RU, a (484+242)-tone RU (or
referred to as a (484+242)-tone MRU or a 726-tone RU) including one 484-tone RU and one 242-
tone RU, a (996+484)-tone RU (or referred to as a (996+484)-tone MRU or a 1480-tone RU)
including one 996-tone RU and one 484-tone RU, a (2*996+484)-tone RU (or referred to as a
(2*%996+484)-tone MRU or a 2476-tone RU) including two 996-tone RUs and one 484-tone RU,
a 3*996-tone RU (or referred to as a 3*996-tone MRU or a 2988-tone RU) including three 996-
tone RUs, a (3*996+484)-tone RU (or referred to as a (3*996+484)-tone MRU or a 3472-tone RU)
including three 996-tone RUs and one 484-tone RU, or a (996+484+242)-tone RU (or referred to
as a (996+484+242)-tone MRU or a 1722-tone RU) including one 996-tone RU, one 484-tone RU,
and one 242-tone RU is further introduced into 802.11be.

[00130] The 26-tone RU approximately corresponds to 2 MHz, the 52-tone RU approximately
corresponds to 4 MHz, the 106-tone RU approximately corresponds to 8 MHz, and the 242-tone
RU approximately corresponds to 20 MHz. Addition or multiplication may be correspondingly

performed for an RU of another size. Details are not described herein.
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[00131] A plurality of RUs allocated by an access point to a station may be referred to as an
MRU allocated to the station. The MRU includes a plurality of RUs, a plurality of combined
resource units, or a plurality of combined resource units, or is a combination of a plurality of
resource units. Unless otherwise specified, in this specification, "combined", "combined", and
"combination of" represent a same meaning. Optionally, the MRU including a plurality of RUs
may further include some direct current subcarriers, a void subcarrier, and the like.

[00132] 2. Trigger frame-based scheduling uplink transmission method

[00133] Usually, a STA obtains sending permission through channel contention, and then
transmits uplink data, for example, preempts a channel based on an EDCA (enhanced distributed
channel access, enhanced distributed channel access) manner. The trigger frame-based scheduling
uplink transmission method is introduced into 802.11ax. A schematic diagram of trigger frame-
based scheduling uplink transmission is shown in FIG. 4. FIG. 4 is a schematic diagram of trigger
frame-based uplink transmission according to an embodiment of this application. An access point
sends a trigger frame. The trigger frame includes a resource scheduling parameter and another
parameter used by one or more stations to send an uplink sub-physical layer protocol data unit
(physical layer protocol data unit, PPDU). After receiving the trigger frame, the station obtains,
through parsing, a user information field that matches (or is the same as) an association identifier
of the station, and then sends a high efficiency trigger based data packet (high efficient trigger
based physical layer protocol data unit, HE TB PPDU) on an RU or MRU indicated by a resource
unit allocation subfield in the user information field, in other words, an EHT TB PPDU is a type
of EHT PPDU. After receiving an uplink multi-user PPDU including uplink sub-PPDUs sent by
the one or more stations, the access point replies with an acknowledgment frame. The
acknowledgment frame sent by the access point to the one or more stations may be sent in a
downlink OFDMA manner, or may be sent in a non-HT duplicate transmission manner. The
acknowledgment frame includes an acknowledgment (Ack) frame and a block acknowledgment
(Block Ack) frame. The block Ack frame includes a compressed block Ack frame and a multi-
station block acknowledgment (Multi-STA Block Ack) frame. The Ack frame and the block Ack
frame are acknowledgments of an uplink sub-PPDU sent by one station, and the multi-STA block
Ack frame is an acknowledgment of an uplink sub-PPDU sent by one or more stations.

[00134] Inanimplementation, a frame format of the trigger frame may be shown in FIG. 5. FIG.

5 is a schematic diagram of a structure of a trigger frame according to an embodiment of this
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application. The trigger frame may include only some fields shown in FIG. 5. Alternatively, the
trigger frame may include more fields than those shown in FIG. 5. This is not limited in this
embodiment of this application. For example, the trigger frame includes a common information
(common info) field and a user information list (user info list) field. The trigger frame may further
include a frame control (frame control) field, a duration (duration) field, a receiver address (RA)
field, a transmitter address (TA) field, a padding (padding) field, a frame check sequence (FCS,
frame check sequence) field, and the like.

[00135] The common information field may also be referred to as a common field or a common
information field. The common information field includes common information that needs to be
read by all stations, for example, a trigger type (trigger type) subfield, a length (length) subfield, a
cascade indication (cascade indication) subfield, a carrier sensing required (CS Required) subfield,
a bandwidth (bandwidth) subfield, a guard interval+long training sequence (GI+LTF) subfield, and
a trigger dependent common information (trigger dependent common info) subfield.

[00136] The user information list field may also be referred to as a user information list field, a
per station field, or the like. The user information list field includes one or more user information
(user info) fields. Each user information field includes information that needs to be read by each
station, for example, an association identifier (Association Identifier, AID) subfield, a resource
unit allocation (RU allocation) subfield, a coding type (coding type) subfield, a modulation and
coding scheme (Modulation and Coding Scheme, MCS) subfield, a reserved (reserved) subfield,
and a trigger dependent user information (trigger dependent user info) subfield.

[00137] The association identifier field is used to indicate an association identifier of the station
corresponding to the user information field. The resource unit allocation subfield is used to indicate
an RU/MRU (or a location of an RU/MRU) allocated to the station.

[00138] In this specification, "field (field)" may also be referred to as "field", "information", or
the like, and "subfield (subfield)" may be referred to as "subfield", "information", or the like.
[00139] A PPDU sent by the station on the allocated RU/MRU may be an extremely high
throughput trigger based physical layer protocol data unit (Extremely High Throughput trigger
based physical layer protocol data unit, EHT TB PPDU). A function of each field in the PPDU is
shown in Table 2. It should be understood that only an example is provided herein. In standard

formulation or actual implementation, the EHT PPDU may further include another field.
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Table 2 Function of each field in the PPDU

Chinese expression Function

Legacy short training field (Legacy Short Used for PPDU discovery, coarse

Training Field, L-STF) synchronization, and automatic gain control
Legacy long training field (Legacy Long Used for fine synchronization and channel
Training Field, L-LTF) estimation

Legacy signal field (Legacy Signal Field, L- | Used to carry signaling information related to a

SIG) PPDU length to ensure coexistence
Universal signal field (Universal Signal Used to carry signaling for demodulating
Field, U-SIG) subsequent data

Extremely high throughput short training Used for automatic gain control for a
field (Extremely High Efficient Short subsequent field

Training Field, EHT-STF)

Extremely high throughput long training Used for channel estimation
field (Extremely High Efficient Long
Training Field, EHT-LTF)

Data (Data) Used to carry data information

[00140] With the development of a wireless local area network, a data rate required by the
station to perform uplink data transmission increases. How the access point allocates a plurality of
resource units to the station and indicates the plurality of resource units to the station, so that the
station may perform uplink data transmission by using the plurality of resource units to increase
the data rate becomes a problem that needs to be urgently resolved.

[00141] This application provides a resource unit indication method. In the method, an access
point can allocate an MRU to a station. The resource unit indication method may also be referred
to as a multi-resource unit indication method, a multi-resource unit combination method, or the
like. In embodiments of this application, the MRU is allocated to the station by using a trigger
frame, and a resource unit allocation subfield in the trigger frame is designed, to implement
allocation of an RU/MRU in 320 MHz. The trigger frame designed in embodiments of this

application is applicable to a case, in 802.11be (EHT) and a future Wi-Fi system, in which there is
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a high uplink transmission bandwidth and there is an increase in types of uplink transmission
resource blocks allocated to the station.

[00142] Each station corresponds to one resource unit allocation subfield. The resource unit
allocation subfield is divided into two parts. A first part of bits is used to notify the station of a
specific frequency band range, and a second part of bits is used to notify an MRU entry based on
the frequency band range. The entry is an index in an index table or an RU or MRU corresponding
to an index, and the second part of bits can indicate the RU or MRU in the index table. For ease
of description, the first part of bits may be referred to as a frequency band range indication, and
the second part of bits may be referred to as a resource unit indication. In standard formulation or
actual implementation, bits fall within the scope of embodiments of this application provided that
the bits implement functions of the first part of bits and the second part of bits. Names of the first
part of bits and the second part of bits are not limited in embodiments of this application.

[00143] It should be understood that in embodiments of this application, a frequency range in
which an RU in the MRU is located may be different from or the same as an actual frequency
range covered by the RU. In embodiments, the frequency range in which the RU is located may
be greater than, less than, or the same as the actual frequency range covered by the RU.

[00144] The actual frequency range covered by the RU is less than the occupied frequency
range. For example, an actual frequency range covered by a 484-tone RU is 40 MHz, and the 40
MHz is in second 80 MHz in 320 MHz. When the frequency range in which the RU is located is
described by using 80 MHz as a granularity, this may be described as follows: The frequency range
in which the 484-tone RU is located is the second 80 MHz in the 320 MHz.

[00145] The actual frequency range covered by the RU is the same as or equal to the occupied
frequency range. For example, an actual frequency range covered by a 484-tone RU is 40 MHz,
and the 40 MHz is in third 40 MHz in 320 MHz. When the frequency range in which the RU is
located is described by using 40 MHz as a granularity, this may be described as follows: The
frequency range in which the 484-tone RU is located is the third 40 MHz in the 320 MHz.
[00146] The actual frequency range covered by the RU is the same as or equal to the occupied
frequency range. For example, an actual frequency range covered by a 996-tone RU is 80 MHz,
and the 80 MHz is in second 80 MHz in 320 MHz. When the frequency range in which the RU is
located is described by using 80 MHz as a granularity, this may be described as follows: The

frequency range in which the 996-tone RU is located is the second 80 MHz in the 320 MHz.
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[00147] The actual frequency range covered by the RU is greater than the occupied frequency
range. For example, an actual frequency range covered by a 996-tone RU is 80 MHz, and the 80
MHz is in second 80 MHz in 320 MHz. When the frequency range in which the RU is located is
described by using 40 MHz as a granularity, this may be described as follows: The frequency range
in which the 996-tone RU is located is third (or fourth) 40 MHz in the 320 MHz.

[00148] For the MRU, the frequency band range indication and the frequency band range may
be in a relationship described in any one of the following aspects:

[00149] According to a first aspect, the frequency band range indication is used to indicate a
frequency band range in which a smallest RU in the MRU is located.

[00150] That is, the resource unit indication is used to indicate the multi-resource unit MRU
allocated to the station, and the frequency band range indication is used to indicate the frequency
band range in which the smallest RU in the MRU indicated by the resource unit indication is
located; and then the station determines the allocated MRU based on the frequency band range
indication and the resource unit indication.

[00151] In another implementation, the resource unit indication is used to indicate the multi-
resource unit MRU allocated to the station, and the frequency band range indication is used to
indicate a frequency band range in which an RU in the MRU indicated by the resource unit
indication is located; and the station determines the allocated MRU based on the frequency band
range indication and the resource unit indication. The RU in the MRU may be the foregoing
smallest RU in the MRU, a largest RU in the MRU, or an RU of a preset size in the MRU. In the
following embodiments, description is provided by using the smallest RU as an example. In this
implementation, the frequency band range indication may indicate a frequency band range, and
the frequency band range is the frequency band range in which the RU in the MRU is located. In
this way, the resource unit indication can indicate a larger number of MRU entries when there is a
same number of bits, or when the resource unit indication needs to indicate a same number of
MRU entries, a smaller number of indexes are required, and a larger number of indexes may be
reserved to indicate other information.

[00152] A granularity used for the frequency band range indication to indicate the frequency
band range in which the RU in the MRU is located may be 40 MHz, 80 MHz, 160 MHz, 240 MHz,
or 320 MHz. In other words, in an embodiment, the frequency band range indication is used to

indicate 80 MHz in which the RU in the MRU is located. In another embodiment, the frequency
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band range indication is used to indicate 40 MHz in which the RU in the MRU is located. In still
another embodiment, the frequency band range indication is used to indicate 160 MHz in which
the RU in the MRU is located. In still another embodiment, the frequency band range indication
is used to indicate 240 MHz in which the RU in the MRU is located. In still another embodiment,
the frequency band range indication is used to indicate 320 MHz in which the RU in the MRU is
located.

[00153] In this application, a resource unit indication method 110 is described by using an
example in which the frequency band range indication is used to indicate the 80 MHz in which the
RU in the MRU is located, and a resource unit indication method 120 is described by using an
example in which the frequency band range indication is used to indicate the 40 MHz in which the
RU in the MRU is located. Another granularity of the frequency band range is not described to
avoid redundancy. However, a related embodiment may be obtained by a person skilled in the art
based on this implementation, the resource unit indication method 110, and the resource unit
indication method 120.

[00154] According to a second aspect, the frequency band range indication is used to indicate
a frequency band range, in a bandwidth, that is not related to the MRU.

[00155] In an implementation, the resource unit indication is used to indicate the multi-resource
unit MRU allocated to the station, and the frequency band range indication is used to indicate a
frequency band range, in the bandwidth, in which some or all of resource units RUs other than the
MRU are located; and then the station determines the allocated MRU based on the frequency band
range indication and the resource unit indication.

[00156] In another implementation, the frequency band range indication is used to indicate a
frequency band range in the bandwidth, the resource unit indication is used to indicate the MRU
allocated to the station, and the MRU includes remaining resource units RUs in a frequency band
range, in the bandwidth, other than the frequency band range indicated by the frequency band
range indication; and the station determines the allocated MRU based on the frequency band range
indication and the resource unit indication.

[00157] It may be learned that in this implementation, the band range indication indicates a
frequency band range, and the frequency band range is a frequency band range that is not related
to the MRU indicated by the resource unit indication. In this way, the station learns of a frequency

band range related to the MRU in the bandwidth. In addition, the resource unit indication can
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indicate a larger number of MRU entries when there is a same number of bits, or when the resource
unit indication needs to indicate a same number of MRU entries, a smaller number of indexes are
required, and a larger number of indexes may be reserved to indicate other information.

[00158] In this application, a resource unit indication method 210 is described by using an
example in which "the frequency band range indication is used to indicate the frequency band
range, in the bandwidth, in which some or all of the resource units RUs other than the MRU are
located", and a resource unit indication method 220 is described by using an example in which
"the MRU includes the remaining resource units RUs in the frequency band range, in the
bandwidth, other than the frequency band range indicated by the frequency band range indication".
[00159] According to a third aspect, the frequency band range indicated by the frequency band
range indication is variable, and is related to a type of the MRU indicated by the resource unit
indication.

[00160] A granularity of the frequency band range indicated by the frequency band range
indication is related to the MRU indicated by the resource unit indication. Optionally, the
frequency band range indication is used to indicate a frequency band range in which the MRU
indicated by the resource unit indication is located. Therefore, the frequency band range indicated
by the frequency band range indication is variable, and is not at the fixed granularity of the
frequency band range described in the first aspect.

[00161] In this implementation, the frequency band range indication can indicate the frequency
band range in which the MRU indicated by the resource unit indication is located. In this way, the
station learns of a frequency band range related to the MRU in a bandwidth. In addition, the
resource unit indication can indicate a larger number of MRU entries when there is a same number
of bits, or when the resource unit indication needs to indicate a same number of MRU entries, a
smaller number of indexes are required, and a larger number of indexes may be reserved to indicate
other information.

[00162] In this application, a resource unit indication method 310 is described by using an
example in which "the frequency band range indication is used to indicate the frequency band
range in which the MRU indicated by the resource unit indication is located".

[00163] It may be learned that in the resource unit indication methods in the foregoing three
aspects, when receiving the corresponding resource unit allocation subfield, the station may learn

of the MRU, for example, a location of the MRU, by reading the first part of bits and the second
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part of bits.

[00164] This application further provides a resource unit indication method according to a
fourth aspect. In this aspect, a first part of bits and a second part of bits may be combined into one
part for indication. That is, when a resource unit allocated to a station is indicated, all bits in a
resource unit allocation subfield are used for indication, and distinction is no longer made for the
first part of bits used to indicate a frequency range and the second part of bits used to indicate a
resource unit. For example, the resource unit allocation subfield corresponding to the station
occupies N bits, and an index indicated by the N bits directly represents an absolute location of an
RU or a multi-resource unit MRU in a bandwidth; and then the station may learn of the allocated
RU/MRU by querying a table based on the index indicated by the N bits. Therefore, in this
application, a resource unit indication method 401 is described by using an example in which "the
index indicated by the N bits directly represents the absolute location of the RU or the multi-
resource unit MRU in the bandwidth".

[00165] The following separately describes the resource unit indication method 110, the
resource unit indication method 120, the resource unit indication method 210, the resource unit
indication method 220, the resource unit indication method 310, and the resource unit indication
method 410 with reference to the accompanying drawings.

[00166] Embodiment 1: The resource unit indication method 110 is mainly described in
Embodiment 1.

[00167] FIG. 6 is a schematic flowchart of the resource unit indication method 110 according
to this embodiment of this application. As shown in FIG. 6, the resource unit indication method
110 may include but is not limited to the following steps.

[00168] SI11.An access point determines a trigger frame.

[00169] The trigger frame includes a resource unit allocation subfield used to indicate to
allocate a resource to a station. The resource unit allocation subfield includes a frequency band
range indication and a resource unit indication. The resource unit indication is used to indicate a
multi-resource unit MRU allocated to the corresponding station. The frequency band range
indication is used to indicate 80 MHz in which a smallest resource unit RU in the MRU indicated
by the resource unit indication is located.

[00170] S112. The access point sends the trigger frame.

[00171] S113. The station receives the trigger frame from the access point.
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[00172] S114. The station determines the allocated MRU based on the frequency band range
indication and the resource unit indication.

[00173] In an implementation, that the station determines the allocated MRU based on the
frequency band range indication and the resource unit indication in step S114 includes: The station
determines the 80 MHz indicated by the frequency band range indication (in other words, the
frequency band range indication may indicate a value, namely, 80 MHz, of the frequency band
range and a location in a bandwidth), may learn that the smallest RU in the MRU indicated by the
resource unit indication is in the 80 MHz, and then learns of the allocated MRU with reference to
an index indicated by the resource unit indication.

[00174] For example, the MRU indicated by the resource unit indication is a (52+26)-tone RU,
and the frequency band range indicated by the frequency band range indication is 80 MHz in which
a 26-tone RU in the (52+26)-tone RU is located. Alternatively, the MRU indicated by the resource
unit indication is a (106+26)-tone RU, and the frequency band range indicated by the frequency
band range indication is 80 MHz in which a 26-tone RU in the (106+26)-tone RU is located.
Alternatively, the MRU indicated by the resource unit indication is a (484+242)-tone RU, and the
frequency band range indicated by the frequency band range indication is 80 MHz in which a 242-
tone RU in the (484+242)-tone RU is located. Alternatively, the MRU indicated by the resource
unit indication is a (996+484)-tone RU, and the frequency band range indicated by the frequency
band range indication is 80 MHz in which a 484-tone RU in the (996+484)-tone RU is located.
Alternatively, the MRU indicated by the resource unit indication is a (2*996+484)-tone RU, and
the frequency band range indicated by the frequency band range indication is 80 MHz in which a
484-tone RU in the (2*996+484)-tone RU is located. Alternatively, the MRU indicated by the
resource unit indication is a 3*996-tone RU, and the frequency band range indicated by the
frequency band range indication is 80 MHz in which one 996-tone RU in the 3*996-tone RU 1is
located. Alternatively, the MRU indicated by the resource unit indication is a (3*996+484)-tone
RU, and the frequency band range indicated by the frequency band range indication is 80 MHz in
which a 484-tone RU in the (3*996+484)-tone RU is located. Alternatively, the MRU indicated by
the resource unit indication is a (996+484+242)-tone RU, and the frequency band range indicated
by the frequency band range indication is 80 MHz in which a 242-tone RU in the (996+484+242)-
tone RU is located.

[00175] Itis assumed that the resource unit allocation subfield includes 9 bits, and the frequency
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band range indication is a first bit and a second bit, denoted as BO and B1, in the resource unit
allocation subfield. In this case, BO and B1 indicate 80 MHz in 320 MHz. It is assumed that Table
3 shows 80 MHz frequency band ranges that need to be indicated by the frequency band range
indication (B0 and B1), to indicate the 80 MHz in which the smallest RU in the MRU indicated
by the resource unit indication is located. The 80 MHz frequency band ranges in the 320 MHz are
sequentially referred to as first 80 MHz, second 80 MHz, third 80 MHz, and fourth 80 MHz in
ascending order of frequencies.

[00176] As shown in Table 3, when BOB1 is 00, it indicates that the frequency band range
indicated by the frequency band range indication is the first 80 MHz in the 320 MHz; when BOB1
is 01, it indicates that the frequency band range indicated by the frequency band range indication
is the second 80 MHz in the 320 MHz; when BOB1 is 10, it indicates that the frequency band range
indicated by the frequency band range indication is the third 80 MHz in the 320 MHz; and when
BOBI1 is 11, it indicates that the frequency band range indicated by the frequency band range
indication is the fourth 80 MHz in the 320 MHz.

Table 3 Frequency band ranges that need to be indicated by the frequency band range
indication (B0 and B1)

B0 and B1 in the resource unit allocation subfield Meaning

(B0 and B1 of RU Allocation subfield)

00 First 80 MHz in the 320 MHz
01 Second 80 MHz in the 320 MHz
10 Third 80 MHz in the 320 MHz
11 Fourth 80 MHz in the 320 MHz

[00177] The resource unit indication is a third bit to a ninth bit, denoted as B2 to BS, in the
resource unit allocation subfield. In this case, with reference to the frequency band range indication
and RUs or MRUs that need to be indicated, the RUs or MRUs that need to be indicated by the
resource unit indication may be shown in Table 4. Values of B2 to B8 are in the first column in
Table 4, and may be referred to as indexes indicated by the resource unit indication. The second
column in Table 4 indicates a resource unit size corresponding to each index. The third column in

Table 4 indicates the number of indexes, namely, the number of entries, corresponding to each
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resource unit size. In table 4, a corresponding RU or MRU may be determined with reference to

the frequency band range indication for each index.

Table 4 Entries that need to be indicated by the resource unit indication (B2 to B8)

B8 to B2 in the resource unit allocation Resource unit size (RU Number of entries
subfield (B8—B2 of RU Allocation subfield) | size) (Number of entries)
0-35 26-tone RU 36

3651 52-tone RU 16

52-59 106-tone RU 8

60-63 242-tone RU 4

64—-65 484-tone RU 2

66 996-tone RU 1

67 2x996-tone RU 1

68 4x996-tone RU 1

69-80 (52+26)-tone RU 12

81-88 (106+26)-tone RU 8

89-92 (484+242)-tone RU 4

93-94 (996+484)-tone RU 2

95-98 (2x996+484)-tone RU 4

99-101 (3x996)-tone RU 3

102-103 (3x996+484)-tone RU 2

104-107 (996+484+242)-tone RU | 4

[00178] Asshown in FIG. 3, there are 36 locations for the 26-tone RU in the 80 MHz. Therefore,
based on the 80 MHz indicated by the frequency band range indication, the resource unit indication
indicates one of the indexes 0 to 35 shown in Table 4, to indicate one corresponding 26-tone RU
in the 80 MHz.

[00179] Optionally, in 802.11ax, there are 37 locations for the 26-tone RU in the 80 MHz.
Therefore, in a table corresponding to the resource unit indication in 802.11ax, there are 37 indexes,
namely, the index 0 to the index 36, used to indicate the 26-tone RU. Therefore, in this application,

to implement better compatibility with an 802.11ax device, the index 36 in Table 4 may be reserved,
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and is not used to indicate the 52-tone RU, in other words, an index starting from an index 37 is
used to indicate another RU/MRU. In this way, the 802.11ax device may continue to read a related
entry in Table 4 in this embodiment of this application, so that the technical solution provided in
this embodiment of this application is compatible with an existing standard.

[00180] Asshown in FIG. 3, there are 16 locations for the 52-tone RU in the 80 MHz. Therefore,
based on the 80 MHz indicated by the frequency band range indication, the resource unit indication
indicates one of the indexes 36 to 51 shown in Table 4, to indicate one corresponding 52-tone RU
in the 80 MHz.

[00181] As shown in FIG. 3, there are eight locations for the 106-tone RU in the 80 MHz.
Therefore, based on the 80 MHz indicated by the frequency band range indication, the resource
unit indication indicates one of the indexes 52 to 59 shown in Table 4, to indicate one
corresponding 52-tone RU in the 80 MHz.

[00182] As shown in FIG. 3, there are four locations for the 242-tone RU in the 80 MHz.
Therefore, based on the 80 MHz indicated by the frequency band range indication, the resource
unit indication indicates one of the indexes 60 to 63 shown in Table 4, to indicate one
corresponding 242-tone RU in the 80 MHz.

[00183] As shown in FIG. 3, there are two locations for the 484-tone RU in the 80 MHz.
Therefore, based on the 80 MHz indicated by the frequency band range indication, the resource
unit indication indicates one of the indexes 64 and 65 shown in Table 4, to indicate one
corresponding 484-tone RU in the 80 MHz.

[00184] The frequency band range indication may indicate 80 MHz in which the 996-tone RU
1s located. Therefore, the resource unit indication needs only one index 66 to indicate the 996-tone
RU. Correspondingly, the station determines, based on the frequency band range indication, the
80 MHz in which the smallest RU in the MRU is located, and then the station may learn, with
reference to information indicating that an RU size corresponding to the index 66 indicated by the
resource unit indication is a 996-tone RU, that the 996-tone RU corresponding to the 80 MHz is
the allocated RU.

[00185] A manner of indicating a single RU is described above, and a manner of indicating an
MRU is described below. In schematic diagrams of MRUs shown in FIG. 7 to FIG. 14 in this
specification, each MRU in each accompanying drawing includes an RU padded with vertical lines.

In other words, the RU padded with vertical lines represents an RU included in the MRU. For
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example, in three (26+52)-tone RUs shown in FIG. 7, a (26+52)-tone RU shown in the first row
includes a second 26-tone RU padded with vertical lines and a second 52-tone RU padded with
vertical lines. In addition, in this specification, "*" and "x" represent a same meaning, and are not
distinguished. For example, a 2*996-tone RU may be represented as a 2x996-tone RU.

[00186] The 2*996-tone RU cannot span two 160 MHz frequency band ranges, in other words,
a frequency band range in which the 2*996-tone RU is located can only be primary 160 MHz or
secondary 160 MHz. Therefore, the frequency band range indication may indicate 80 MHz in
which one 996-tone RU in the 2*996-tone RU is located, and a location of the other 996-tone RU
in the 2*996-tone RU may be learned of. Therefore, the resource unit indication needs only one
index 67 to indicate the 2*996-tone RU with reference to the frequency band range indication.
Correspondingly, the station determines, based on the frequency band range indication, the 80
MHz in which the smallest RU in the MRU is located, and then the station may learn, with
reference to information indicating that an RU size corresponding to an index, for example, 67,
indicated by the resource unit indication is a 2*996-tone RU, that the primary 160 MHz or the
secondary 160 MHz in which the 80 MHz is located is allocated to the 2*996-tone RU.

[00187] There is only one 4*996-tone RU in the 320 MHz. Therefore, the resource unit
indication may indicate one index 68, so that the station may learn that the allocated RU is the
4*996-tone RU.

[00188] There are three combinations shown in FIG. 7 for the (52+26)-tone RU in 20 MHz: a
(52+26)-tone RU including a second 52-tone RU and a second 26-tone RU in the 20 MHz, a
(52+26)-tone RU including a second 52-tone RU and a fifth 26-tone RU in the 20 MHz, and a
(52+26)-tone RU including a third 52-tone RU and an eighth 26-tone RU. No combination can be
performed for the (52+26)-tone RU by crossing 20 MHz, and therefore there are 12 (namely, 4*3)
combinations for the (52+26)-tone RU in the 80 MHz. Therefore, based on the 80 MHz in which
the 26-tone RU is located and that is indicated by the frequency band range indication, the resource
unit indication further needs to indicate one of the indexes 69 to 80, to indicate one corresponding
(52+26)-tone RU in the 80 MHz. The indexes 69 to 80 in ascending order may be in a one-to-one
correspondence with start frequencies of the 12 (52+26)-tone RUs in ascending order.

[00189] There are two combinations shown in FIG. 8 for the (106+26)-tone RU in 20 MHz: a
(106+26)-tone RU including a first 106-tone RU and a fifth 26-tone RU in the 20 MHz and a
(106+26)-tone RU including a second 106-tone RU and a fifth 26-tone RU in the 20 MHz.
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Therefore, there are eight (namely, 4*2) combinations for the (106+26)-tone RU in the 80 MHz.
Therefore, based on the 80 MHz in which the 26-tone RU is located and that is indicated by the
frequency band range indication, the resource unit indication further needs to indicate one of the
indexes 81 to 88, to indicate one corresponding (106+26)-tone RU in the 80 MHz. The indexes 81
to 88 in ascending order may be in a one-to-one correspondence with start frequencies of the eight
(106+26)-tone RUs in ascending order.

[00190] There are four combinations shown in FIG. 9 for the (484+242)-tone RU in the 80 MHz:
a (484+242)-tone RU including a second 484-tone RU and a first 242-tone RU in the 80 MHz, a
(484+242)-tone RU including a second 484-tone RU and a second 242-tone RU in the 80 MHz, a
(484+242)-tone RU including a first 484-tone RU and a third 242-tone RU in the 80 MHz, and a
(484+242)-tone RU including a first 484-tone RU and a fourth 242-tone RU in the 80 MHz.
Therefore, based on the 80 MHz in which the 242-tone RU is located and that is indicated by the
frequency band range indication, the resource unit indication further needs to indicate one of the
indexes 89 to 92, to indicate one corresponding (484+242)-tone RU in the 80 MHz. The indexes
89 to 92 in ascending order may be in a one-to-one correspondence with start frequencies of the
four (484+242)-tone RUs in ascending order.

[00191] The (996+484)-tone RU may be located in primary 160 MHz or secondary 160 MHz,
and therefore there are four combinations shown in FIG. 10 for the (996+484)-tone RU in the 160
MHz: a (996+484)-tone RU including a first 484-tone RU and a second 996-tone RU in the 160
MHz, a (996+484)-tone RU including a second 484-tone RU and a second 996-tone RU in the 160
MHz, a (996+484)-tone RU including a third 484-tone RU and a first 996-tone RU in the 160 MHz,
and a (996+484)-tone RU including a fourth 484-tone RU and a first 996-tone RU in the 160 MHz.
Therefore, based on the 80 MHz in which the 484-tone RU is located and that is indicated by the
frequency band range indication, the station may directly learn of a location of the 996-tone RU
in the (996+484)-tone RU. Therefore, the resource unit indication further needs to indicate one of
the indexes 93 and 94, to indicate a location of the 484-tone RU in the (996+484)-tone RU in the
80 MHz. There are two locations for the 484-tone RU in the 80 MHz, and therefore the resource
unit indication corresponds to two entries.

[00192] In this way, for a side of the access point, the frequency band range indication may
indicate the 80 MHz in which the 484-tone RU in the (996+484)-tone RU is located, and the

resource unit indication may indicate the index 93 or the index 94. Correspondingly, after receiving
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the resource unit allocation subfield, the station may determine the allocated (996+484)-tone RU
based on the 80 MHz indicated by the frequency band range indication and with reference to the
location, in the 80 MHz, of the 484-tone RU corresponding to the index value indicated by the
resource unit indication.

[00193] For example, it is assumed that the index 93 corresponds to a first 484-tone RU in the
80 MHz indicated by the frequency range indication, the index 94 corresponds to a second 484-
tone RU in the 80 MHz indicated by the frequency range indication, and the 160 MHz shown in
FIG. 10 is primary 160 MHz in 320 MHz. In this way, with reference to Table 3 and Table 4, in a
resource unit allocation subfield corresponding to a first (996+484)-tone RU in the first row in
FIG. 10, the frequency range indication is 00, and the resource unit indication is 93; in a resource
unit allocation subfield corresponding to a second (996+484)-tone RU in the first row in FIG. 10,
the frequency range indication is 00, and the resource unit indication is 94; in a resource unit
allocation subfield corresponding to a first (996+484)-tone RU in the second row in FIG. 10, the
frequency range indication is 01, and the resource unit indication is 93; and in a resource unit
allocation subfield corresponding to a second (996+484)-tone RU in the second row in FIG. 10,
the frequency range indication is 01, and the resource unit indication is 94.

[00194] The (2*996+484)-tone RU is transmitted in 240 MHz, and therefore can exist only in
240 MHz formed by puncturing lowest or highest 80 MHz in the 320 MHz. There are six
combinations shown in FIG. 11 for the (2*996+484)-tone RU in the 240 MHz: a (2*996+484)-
tone RU including a first 484-tone RU, a second 996-tone RU, and a third 996-tone RU in the 240
MHz, a (2*996+484)-tone RU including a second 484-tone RU, a second 996-tone RU, and a third
996-tone RU in the 240 MHz, a (2*996+484)-tone RU including a third 484-tone RU, a first 996-
tone RU, and a third 996-tone RU in the 240 MHz, a (2*996+484)-tone RU including a fourth
484-tone RU, a first 996-tone RU, and a third 996-tone RU in the 240 MHz, a (2*996+484)-tone
RU including a fifth 484-tone RU, a first 996-tone RU, and a second 996-tone RU in the 240 MHz,
and a (2*¥996+484)-tone RU including a sixth 484-tone RU, a first 996-tone RU, and a second 996-
tone RU in the 240 MHz. Based on the 80 MHz in which the 484-tone RU in the (2%996+484)-
tone RU is located and that is indicated by the frequency band range indication, there are two
possible locations for the 484-tone RU in the (2*¥996+484)-tone RU in the 80 MHz, and there are
also two possible locations for the 240 MHz in which the (2*996+484)-tone RU is located.

Therefore, the resource unit indication further needs to indicate the indexes 95 to 98, to indicate a
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corresponding location of the (2%996+484)-tone RU.

[00195] In another implementation, based on the 80 MHz in which the 484-tone RU in the
(2*996+484)-tone RU is located and that is indicated by the frequency band range indication, there
are two possible locations for the 484-tone RU in the (2¥996+484)-tone RU in the 80 MHz, and
there are three possible locations for the 240 MHz in which the (2*¥996+484)-tone RU is located.
Therefore, the resource unit indication further needs to indicate indexes 95 to 100, to indicate a
corresponding location of the (2%996+484)-tone RU.

[00196] There are four combinations shown in FIG. 12 for the 3*996-tone RU in the 320 MHz:
a combination of a second 996-tone RU to a fourth 996-tone RU in the 320 MHz, a combination
of a first 996-tone RU, a third 996-tone RU, and a fourth 996-tone RU in the 320 MHz, a
combination of a first 996-tone RU, a second 996-tone RU, and a fourth 996-tone RU in the 320
MHz, and a combination of a first 996-tone RU to a third 996-tone RU in the 320 MHz. Therefore,
based on the 80 MHz in which the 996-tone RU is located and that is indicated by the frequency
band range indication, there are three options for the remaining two 996-tone RUs in the 3*996-
tone RU in the 320 MHz. Therefore, the resource unit indication further needs to indicate one of
the indexes 99 to 101, to indicate a location of the remaining two 996-tone RUs combined with
the 996-tone RU corresponding to the 80 MHz in the 320 MHz. The indexes 99 to 101 in ascending
order may be in a one-to-one correspondence with start frequencies, in ascending order, of the
three 3*996-tone RUs that exist when there are the three options for the remaining two 996-tone
RUs.

[00197] For example, a size of the MRU indicated by the resource unit indication is a 3*996-
tone RU, and indexes indicated by the resource unit indication are in a one-to-one correspondence
with start frequencies of optional combinations of the 3*996-tone RU in ascending order. If the
access point allocates a 3*996-tone RU shown in the first row shown in FIG. 12 to the station, it
may be learned, with reference to Table 3, that BOB1 corresponding to the station needs to be set
to 01. It is assumed that the index 99 in Table 4 corresponds to a 3*996-tone RU shown in the third
row in FIG. 12, an index 100 corresponds to a 3*996-tone RU shown in the second row in FIG.
12, and the index 101 corresponds to the 3*996-tone RU shown in the first row in FIG. 12. In this
case, B2 to B8 need to set to 101. Then, the station learns that an RU size corresponding to an
index indicated by B2 to B8 is a 3*996-tone RU, the index indicated by B2 to B8 is 101, and BOB1
indicates that a 996-tone RU in the 3*996-tone RU is a second 996-tone RU in the 320 MHz. Then,
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the station may learn that the allocated 3*996-tone RU is the 3*996-tone RU shown in the first
row in FIG. 12.

[00198] There are eight combinations shown in FIG. 13 for the (3%996+484)-tone RU in the
320 MHz: combinations of one of eight 484-tone RUs in the 320 MHz and three other 996-tone
RUs in a frequency band range other than 80 MHz in which the 484-tone RU is located. Therefore,
based on the 80 MHz in which the 484-tone RU is located and that is indicated by the frequency
band range indication, there is only one option for the three other 996-tone RUs in the 320 MHz,
but there are two locations for the 484-tone RU in the 80 MHz. Therefore, the resource unit
indication further needs to indicate one of the indexes 102 and 103, to indicate one location of the
484-tone RU in the 80 MHz. The indexes 102 and 103 in ascending order may be in a one-to-one
correspondence with start frequencies of the 484-tone RU at the two locations in the 80 MHz in
ascending order.

[00199] There are four combinations shown in FIG. 14 for the (484+242)-tone RU in 80 MHz
in the 160 MHz, and therefore there are eight combinations for the (996+484+242)-tone RU in the
160 MHz. Therefore, based on the 80 MHz in which the 242-tone RU is located and that is
indicated by the frequency band range indication, there is only one option for a 996-tone RU in a
frequency band range other than the 80 MHz in the 160 MHz, but there are four locations for the
242-tone RU in the 80 MHz. Therefore, the resource unit indication further needs to indicate one
of the indexes 104 to 107, to indicate one location of the 242-tone RU in the 80 MHz. The indexes
104 to 107 in ascending order may be in a one-to-one correspondence with start frequencies of the
242-tone RU at the four locations in the 80 MHz in ascending order.

[00200] It may be learned from the foregoing analysis that the frequency band range in which
the smallest RU in the MRU is located can be further notified by using the frequency band range
indicated by the frequency band range indication, and therefore this helps the resource unit
indication to use a smaller number of indexes to respectively indicate various possible locations
of the MRU. For example, as shown in Table 4, the resource unit indication needs only four indexes
to respectively indicate the eight combinations of the (996+484+242)-tone RU. For another
example, as shown in Table 4, the resource unit indication needs only two indexes to respectively
indicate the eight combinations of the (3*996+484)-tone RU.

[00201] In comparison with a manner in which the frequency band range indication indicates

only lowest 80 MHz related to the MRU, the frequency band range indication in the resource unit
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indication method 101 may carry more information, in other words, may carry the 80 MHz in
which the smallest RU in the MRU is located. For example, if the frequency band range indication
indicates only the lowest 80 MHz related to the MRU, the resource unit indication needs four
indexes to respectively indicate the four combinations of the (996+484)-tone RU shown in FIG.
10. If the frequency band range indication is used to indicate the 80 MHz in which the smallest
RU in the MRU is located, the resource unit indication needs only two indexes to indicate all the
combinations of the (996+484)-tone RU, as shown in Table 4. Therefore, the frequency band range
indication in the resource unit indication method 101 may carry more information, and this helps
the resource unit indication to use a smaller number of indexes to respectively indicate various
possible locations of the MRU.

[00202] An embodiment of this application further provides a technical solution, and relates to
another design of a resource unit allocation subfield (RU Allocation subfield) in a user information
field (User Info field) in a trigger frame (Trigger frame). As described in the foregoing embodiment,
the RU allocation subfield is designed by using 9 bits, and is specifically implemented in a form
of a 7-bit resource unit indication+a 2-bit frequency band range indication. Herein, 2 bits are the
frequency band range indication, and are used to indicate a location of specific 80 MHz. The
resource unit indication that includes the other 7 bits is used to indicate a specific location of an
RU/MRU in a specific 80 MHz case determined by using the 2 bits.

[00203] For example, as shown in Table 3, the 2 bits are used to indicate a location of specific
80 MHz at an absolute frequency, where 00 indicates lowest 80 MHz, 01 indicates second lowest
80 MHz, 10 indicates second highest 80 MHz, and 11 indicates highest 80 MHz.

[00204] To help a receiving device better identify that a corresponding user information field is
an HE/EHT user information field, facilitate compatibility with a previous-generation device (11ax)
in the user information field, and son on, a 7-bit+2-bit mode is provided. A primary/secondary
location indication method is used for 2 bits, and the 2 bits indicate a location of 80 MHz in which
a smallest RU in an RU/MRU is located.

[00205] In the foregoing case, when an 80 MHz primary/secondary location indication method
is used, there may be following several specific designs for the RU allocation subfield.

[00206] The following further describes advantages of using the primary/secondary location
indication method. The 2 bits in the primary/secondary indication method are represented by BS

and BO (which may be represented by other letters, for example, BOB1 in the foregoing
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embodiment, which is only an example herein) herein, where B may be understood as a bit, and S
may be understood as a 160 MHz segment. Herein, BS represents primary 160 MHz or secondary
160 MHz. In the case of P160 MHz, B0 represents primary 80 MHz and secondary 80 MHz. In
the case of S160 MHz, BO represents lower 80 MHz and upper 80 MHz. For example, an indication
form of the 2 bits (BSB0) may be that 00 indicates the primary (Primary) 80 MHz (P80MHz), 01
indicates the secondary (Secondary) 80 MHz (S80MHz), 10 indicates the lower 80 MHz, which is
also referred to as third 80 MHz, in the secondary 160 MHz (S160MHz), and 11 indicates the
upper 80 MHz, which is also referred to as fourth 80 MHz, in the secondary 160 MHz (S160MHz).
Herein, correspondences between a value of the 2 bits and a meaning are merely examples. In
another implementation, the correspondences between the value of the 2 bits and the meaning may
be interchanged.

[00207] An llbe device may receive an 11be user information field or an 11ax user information
field. When a primary/secondary indication case is used, advantages may be brought for
identification of a user information field. For example, in a common field part in a trigger frame,
a 4-bit bitmap form may be used to respectively indicate the primary 80 MHz, the secondary 80
MHz, the third 80 MHz, and the fourth 80 MHz (or 2 bits may be used to indicate only the primary
80 MHz and the secondary 80 MHz). In such an architecture, the 11be device may learn of, by
using BS and B0, 80 MHz to which all or some of RUs allocated to the 11be device belong (this
is because in the indication method in this embodiment, 80 MHz in which a smallest RU in an
RU/MRU is located may be indicated), and then learn, by using an HE/EHT indication, whether a
read user information field is an 11ax user information field or an 11be user information field. For
example, if the bitmap is 0011, it indicates that the primary/secondary 80 MHz is for the ax user
information field, and the secondary 160 MHz is for the be user information field. In this case, an
11be receiving device may locate specific 80 MHz, for example, the secondary 80 MHz, by using
BS and B0. The 80 MHz indicates the ax user information field, and therefore the 11be device may
perform interpretation based on the ax user information field. In conclusion, the setting method in
which the primary/secondary 80 MHz is used for BS and BO helps the 11be device identify an
HE/EHT TB PPDU.

[00208] It should be noted that 0 is usually set at a location of BS in the 11ax user field (there
may be a reserved field B39). The 11ax user information field is located in the primary 160 MHz,

and therefore BS should also be 0, and the primary 160 MHz is considered by default. In addition,
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B0 is at a same location in the 11ax user information field and the 11be user information field.
Therefore, when the 11be device reads a user information field that is not known to be an HE/EHT
user information field, HE/EHT may be distinguished by using BS and B0 and with reference to
the foregoing x-bit HE/EHT bitmap. When the 1lbe user information field indicates the
primary/secondary 80 MHz, BS-B0 may be equal to 00 or 01, and when the 11ax user information
field indicates the primary/secondary 80 MHz, BS-BO is equal to 00 or O1. Therefore, mutual
compatibility is implemented. In addition, BS and BO in the 11be user information field may
indicate 10 and 11, which indicates the 80 MHz in the secondary 160 MHz.

[00209] Embodiment (1) shows a table of a 2-bit correspondence between a primary/secondary
indication and an absolute indication.

[00210] Embodiment (1) provides a design of a correspondence in Table 4(1). Table 4(1) shows
a correspondence between four primary/secondary cases (a, b, ¢, and d) that are of a location of
the primary 80 MHz in 320 MHz and that are indicated by 2 bits and 80 MHz at an absolute
frequency indicated by 2 bits. The absolute frequency herein is an absolute location of specific 80
MHz in an entire 320 MHz bandwidth. In the case a, there is consistency with location distribution
at the absolute frequency, that is, the primary 80 MHz is in lowest 80 MHz at the absolute
frequency. In the case b, the primary 80 MHz is in second lowest 80 MHz at the absolute frequency.
In the case c, the primary 80 MHz is in second highest 80 MHz at the absolute frequency. In the
case d, the primary 80 MHz is in highest 80 MHz at the absolute frequency. Each row in Table 4(1)
indicates values that are indicated by the 80 MHz at the absolute frequency and that correspond to
the four primary/secondary distribution cases. For example, in the first row, 00 at the absolute
frequency corresponds to a0, bl, c2, and d2 (that is, a value 00 in the case a corresponds to an
absolution location 00, a value 01 in the case b corresponds to the absolute location 00, a value 10
in the case ¢ corresponds to the absolute location 00, and a value 10 in the case d corresponds to
the absolute location 00). It should be noted that values of the 2 bits and meanings indicated by
the 2 bits are merely examples herein. In specific implementation, there may be another
correspondence, but there is a mapping relationship between the primary/secondary distribution
case and the value indicated by the 80 MHz at the absolute frequency.

[00211] In this way, if a receive end device knows a case, for example, the case c, of the device,
when a received 2-bit indication is c3 (11), c3 only needs to correspond to an absolute location 01,

and then a finally allocated RU/MRU may be learned of by querying Table 4 with reference to the
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7-bit resource unit indication in the foregoing embodiment. It is equivalent to that there is an

operation of switching the receive end device from a relative location to an absolution location.

The receive end device herein may be a non-AP STA.

[00212]

indication and the absolute frequency indication is as follows.

Table 4(1) that shows the 2-bit correspondence between the primary/secondary

Table 4(1)

Absolute Case a in 320 Case b in 320 Case c in 320 Case d in 320
frequency | MHz (case a in MHz (case b in MHz (case ¢ in MHz (case d in
(absolute 320 MHz) 320 MHz) 320 MHz) 320 MHz)
frequency)
Lowest 80 | a0 (00, primary bl (01, secondary | c2 (10, 3™ 80 d2 (10, 3 80
MHz (00) 80) 80) MHz) MHz)
Secondary | al (01, secondary | b0 (00, primary | ¢3 (11, 4" 80 d3 (11, 4% 80
lowest 80 80) 80) MHz) MHz)
MHz (01)
Secondary | a2 (10, 3 80 b2 (10, 37 80 c0 (00, primary d1 (01, secondary
highest 80 | MHz) MHz) 80) 80)
MHz (10)
Highest 80 | a3 (11, 4% 80 b3 (11, 4™ 80 cl (01, secondary | dO (00, primary
MHz (11) MHz) MHz) 80) 80)

[00213] Note: BS and B0 herein may indicate 80 MHz in which a smallest RU in an MRU or

RU is located, and the primary/secondary location indication method is used. For example, a
3*996-tone RU includes a (2*996+996)-tone RU. In this case, a location of 80 MHz in which a
996-tone RU is located may be indicated herein. For another example, for a (3*996+484)-tone RU,
a location of 80 MHz in which a 484-tone RU is located may be indicated.

[00214] As described above, in the RU allocation subfield, 2 bits may be used to indicate a
location of specific 80 MHz. The indication form may be that 00 indicates the primary 80 MHz,
01 indicates the secondary 80 MHz, 10 indicates the third 80 MHz (lower 80 MHz in S160), and

11 indicates the fourth 80 MHz (upper 80 MHz in S160).
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[00215] In this embodiment of this application, N is used to represent a ranking 0, 1, 2, or 3 of
an absolute frequency corresponding to 80 MHz when the 2 bits in the RU allocation subfield
indicate a location of the specific 80 MHz. Herein, 0, 1, 2, and 3 respectively represent lowest 80
MHz, second lowest 80 MHz, second highest 80 MHz, and highest 80 MHz. N may be used to
calculate an actual location of an RU in a frequency domain range.

[00216] If the 2-bit absolute frequency indication in Table 4(1) is represented by X1 and X0,
there is the following correspondence: N=2*X1+X0. If a mapping relationship between N and
each of BS and B0 is expressed in a form of a table, Table 4(1) may be equivalently expressed as

the following form. In other words, Table 4-A is an equivalent expression form of Table 4(1), and

may be obtained without doubt from Table 4(1).

Table 4-A
Caseain 320 MHz | Casebin 320 MHz | Case cin 320 MHz | Case d in 320 MHz
(case ain 320 MHz) | (case b in 320 MHz) | (case ¢ in 320 MHz) | (case d in 320 MHz)

a0 (00, primary 80)

bl (01, secondary
80)

¢2 (10, 3% 80 MHz)

d2 (10, 3™ 80 MHz)

al (01, secondary
80)

b0 (00, primary 80)

¢3 (11, 4™ 80 MHz)

d3 (11, 4 80 MHz)

a2 (10, 3" 80 MHz)

b2 (10, 3™ 80 MHz)

c0 (00, primary 80)

d1 (01, secondary
80)

a3 (11, 4™ 80 MHz)

b3 (11, 4 80 MHz)

cl (01, secondary
80)

do (00, primary 80)

[00217] Table 4-A may alternatively be expressed as Table 4-B (the two tables are completely
equivalent, except that the tables are expressed differently, in other words, Table 4-B is an
equivalent expression form of Table 4(1) or Table 4-A, and may be obtained without doubt from

Table 4(1) or Table 4-A).
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Table 4-B

Different cases Primary 160 MHz (BS=0) Secondary 160 MHz (BS=1)

(a/b/c/d) Primary 80 Secondary 80 | Lower 80 MHz Upper 80 MHz
MHz (B0=0) | MHz (B0=1) (B0=0) (BO=1)

[P80 S80 S160]: | N=0 N=1 N=2 N=3

case a

[S80 P80 S160]: | N=1 N=0 N=2 N=3

case b

[S160 P80 S80]: | N=2 N=3 N=0 N=1

case ¢

[S160 S80 P80]: | N=3 N=2 N=0 N=1

case d

[00218] The following describes two design methods for formulating Table 4(1), Table 4-A, or

Table 4-B, namely, methods concerning how to express a relationship between each of BS and BO
and each of X1 and X0 and a relationship between N and each of BS and B0 by using a formula.
In other words, the following formula is an equivalent expression form of Table 4(1), Table 4-A,
or Table 4-B.

[00219]

In a manner 1, description of primary and secondary locations of 80 MHz and 160 MHz

is used, and in a manner 2, division in different cases a/b/c/d is used.

[00220] Manner 1: A relationship formula of N=function(BS, B0, C80, C160) is calculated.
[00221] The following corresponding formulas may be designed.
[00222] If there is [P80 S80] in ascending order of frequencies, C80=0. Otherwise, C80=1 (in

this case, there is [S80 P80]).
[00223] C80 indicates a location relationship between the absolute frequency and each of the
primary 80 MHz and the secondary 80 MHz (P80 S80). If a frequency of the primary 80 MHz is
lower than that of the secondary 80 MHz, C80=0. Otherwise, C80=1, and in this case, [S80 P80]
is expressed.

[00224] Ifthere is [P160 S160] in ascending order of frequencies, C160=0. Otherwise, C160=1

(in this case, there is [S160 P160]).

53



10

15

20

25

30

[00225] C160 describes a location relationship between the absolute frequency and each of the
primary 160 MHz and the secondary 160 MHz (P160 S160). If a frequency of the primary 160
MHz is lower than that of the secondary 160 MHz, C160=0. Otherwise, C160=1, and [S160 P160]
is expressed.
[00226] When BS=0, it indicates that a location is in the primary 160 MHz, and when BS=1, it
indicates that a location is in the secondary 160 MHz.
[00227] In this case, there may be the following formula relationships between each of BS and
B0 and each of X1 and X0 (XOR indicates an exclusive OR operation, and a horizontal line above
a parameter indicates an inverse operation).
[00228] X1 may be calculated as follows: X1=XOR(BS, C160).
[00229] A method for calculating XO0 is as follows.
[00230] When C80 is equal to 0, X0=BO.
[00231] When C80 is equal to 1:

when BS is equal to 1, X0=B0 (X0=XOR(B0, BS)).

when BS is equal to 0, X0=B0 (X0=XOR(BO0, BS)).
[00232] There is X0=XOR(BO, BS) in either case, and therefore X0 may be written in the
following form.
[00233] Writing method 1
[00234] If C80=1, X0=XOR(BO, BS). Otherwise, X0=B0.
[00235] Writing method 2
[00236] If C80=1 and BS=0, X0=B0. Otherwise, X0=B0.
[00237] Writing method 3
[00238] X0=C80*XOR(B0, BS)+ C80*BO0.
[00239] N=2*X1+X0, and therefore the relationship between N and each of BS and B0 may be
further expressed. For example, when the writing method 3 is substituted into N,
N=2*X1+X0=2*XOR(BS, C160)+C80*XOR(B0, BS)+ C80*BO0.
[00240] Manner 2: A relationship formula of N=function(BS, B0, case a/b/c/d) is calculated.
[00241] As described above, relationships between N and each of BS and B0 in different cases
are summarized, and there are the following formulas.
[00242] In the case a, N=2*BS+B0.
[00243] In the case b, N=2*BS+XOR(B0, BS).
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[00244] In the case ¢, N=2*BS+B0.

[00245]  In the case d, N=2*BS+XOR(BO0, BS).

[00246] For the expression on a right side, the first item is related to X1, and the second item is
related to XO.

[00247] In conclusion, it should be noted that in the manner 1 and the manner 2, the methods
for calculating X1 and X0 (methods concerning how to obtain X1 and X0 based on BS and B0)
are provided, and the methods for calculating N based on BS and B0 are also provided. Although
the values of N listed in the formula method are 0, 1, 2, and 3, representing an order from the
lowest 80 MHz to the highest 80 MHz, other rankings are applicable. For example, when 1, 2, 3,
and 4 are used to represent rankings, N may be equal to 2*X1+X0+1, and BS and BO may be
substituted into X1 and XO0.

[00248] Based on the technical solution described above, a transmit end device indicates a
location of specific 80 MHz by using the 2 bits (BS and B0) in the RU allocation subfield. The
receive end device obtains, based on the 2 bits (BS and B0) in the RU allocation subfield and the
foregoing table or the conversion relationship in the formula, an absolute frequency, indicated by
X1 and X0, corresponding to the specific 80 MHz in the 320 MHz, or obtains a ranking N of an
absolute frequency corresponding to the specific 80 MHz in the 320 MHz. In implementation of
this embodiment of this application, allocation indication of the RU/MRU may be implemented
by using minimum indication overheads of the RU allocation subfield.

[00249] Embodiment (2): Table 4(1) in Embodiment (1) is directly embedded in Table 4(2).
[00250] To further facilitate reading for a device, a 2-bit indication in a primary/secondary
location indication method may be directly incorporated into a 9-bit absolute location indication
table. That is, a 2-bit 80 MHz absolute location value in an original absolute location table may be
replaced with a corresponding relative location value. As shown in the table in Embodiment (1),
in the first row, the lowest 80 MHz (00 at the absolute location) corresponds to a0, b1, c2, and d2.
There is a similar case in another row. In this way, the device may directly read Table 4(2), and
may finally obtain an allocated RU/MRU without reading a resource unit indication after
performing mapping and conversion on a bit value.

[00251] Based on the foregoing motivation, a 2-bit indication in a 9-bit primary/secondary
location indication method may be shown in Table 4(2).

[00252] In the primary/secondary location indication method, the 2-bit indication may indicate

55



a location of 80 MHz in which a smallest RU in an RU/MRU is located.
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10

[00265]

It may be determined, based on a 2-bit BS and B0 indication, to select the MRU 1, the

MRU 3, the MRU 5, or the MRU 7. That is, an idea of the method is that after an RU/MRU set

corresponding to a specific value of 7 bits is provided, a specific MRU in the set may be determined

with reference to the 2 bits BS and BO.

[00266]

represent a specific RU/MRU location.

[00267]

It should be noted that an MRUx or RUx of a corresponding resource unit size may

A primary/secondary location indication method is used for the 2 bits BS and B0, and

the 2-bit indication may indicate a location of 80 MHz in which a smallest RU in an RU/MRU is

located. Details are shown in Table 4(3).

Table 4(3)
B7-Bl1 BW subfield RU size RU index 11be Description
(bandwidth (resource (11be resource unit
subfield) unit size) index)
0-8 20 MHz, 40 26 RU1toRU9 26-tone RU:
MHz, 80 MHz, 11ax: RUs 1-37, where an
160 MHz, and RU 19isa DC RU in 80
320 MHz MHz (11ax: RUs 1-37,
9-17 40 MHz, 80 RU 10to RU 18 where an RU 19 is a DC
MHz, 160 MHz, RU in 80 MHz)
and 320 MHz 11be: RUs 1-18 in lower
18 80 MHz, 160 Not defined (not 40 MHz and 20-37 in
MHz, and 320 defined) upper 40 MHz, where an
MHz RU 19 does not exist
19-36 | 80 MHz, 160 RU20toRU37 | (11be: 1-18 in lower 40
MHz, and 320 MHz and 20-37 in upper
MHz 40 MHz, where an RU 19
does not exist or is not
defined)
(A DC RU represents a
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B7-Bl1

BW subfield
(bandwidth
subfield)

RU size
(resource

unit size)

RU index 11be
(11be resource unit

index)

Description

direct current RU)

3740

20 MHz, 40
MHz, 80 MHz,
160 MHz, and
320 MHz

41-44

40 MHz, 80
MHz, 160 MHz,
and 320 MHz

45-52

80 MHz, 160
MHz, and 320
MHz

52

RU 1to RU 4

RU 5toRU 8

RU9to RU 16

53 and
54

20 MHz, 40
MHz, 80 MHz,
160 MHz, and
320 MHz

55 and
56

40 MHz, 80
MHz, 160 MHz,
and 320 MHz

57-60

80 MHz, 160
MHz, and 320
MHz

106

RU1landRU 2

RU3 and RU 4

RU 5toRU 8

61

20 MHz, 40
MHz, 80 MHz,
160 MHz, and
320 MHz

62

40 MHz, 80
MHz, 160 MHz,

242

RU 1

RU 2

Same numbering for 11ax

and 11be (same

numbering for 11ax and

11be)
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B7-B1 BW subfield RU size RU index 11be Description
(bandwidth (resource (11be resource unit
subfield) unit size) index)
and 320 MHz
63 and 80 MHz, 160 RU3 and RU 4
64 MHz, and 320
MHz
65 40 MHz, 80 484 RU 1
MHz, 160 MHz,
and 320 MHz
66 80 MHz, 160 RU2
MHz, and 320
MHz
67 80 MHz, 160 996 RU 1
MHz, and 320
MHz
68 Reserved BO is set to 0 (BO is set to
0)
160 MHz and 2x996 RU 1 B0 is set to 1 (BO is set to
320 MHz 1)
69 Reserved BS-BO0 is not equal to 11
(BS-BO0 is not equal to 11)
320 MHz 4x996 RU 1 Both BS and BO are set to
1 (both BS and BO are set
to 1, in other words, 11)
70-72 20 MHz, 40 RU 52+RU MRU 1 to MRU 3 | The MRU index indicates
MHz, 80 MHz, | 26 the MRU in the 80 MHz
160 MHz, and segment that is indicated
320 MHz by BS and BO (the MRU
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B7-B1 BW subfield RU size RU index 11be Description
(bandwidth (resource (11be resource unit
subfield) unit size) index)

73-75 40 MHz, 80 MRU 4 to MRU 6 | index indicates the MRU
MHz, 160 MHz, in the 80 MHz segment
and 320 MHz that is indicated by BS

76-81 80 MHz, 160 MRU 7-MRU 12 | and B0)

MHz, and 320
MHz

82-83 20 MHz, 40 RU 106+RU | MRU 1 and MRU
MHz, 80 MHz, | 26 2
160 MHz, and
320 MHz

84-85 40 MHz, 80 MRU 3 and MRU
MHz, 160 MHz, 4
and 320 MHz

86—89 80 MHz, 160 MRU 5-MRU 8§

MHz, and 320
MHz

90-93 80 MHz, 160 RU 484+RU | MRU 1 to MRU 4 | The MRU index indicates
MHz, and 320 242 the RU in the 80 MHz
MHz segment that is indicated

by BS and BO (the MRU
index indicates the MRU
in the 80 MHz segment
that is indicated by BS
and BO)

94 160 MHz and RU 996+RU | MRU 1 or MUR 3 | Indicate the MRU that
320 MHz 484 includes the 484-tone RU
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B7-B1 BW subfield RU size RU index 11be Description
(bandwidth (resource (11be resource unit
subfield) unit size) index)

95 MRU 2 or MUR 4 | that is located in the 80
segment indicated by BS
and B0 (indicate the MRU
that includes the 484-tone
RU that is located in the
80 MHz segment
indicated by BS and BO0)

96 160 MHz and RU 996+RU | MRU 1 or MRU 5 | Indicate the MRU that

320 MHz 484+RU 242 includes the 242-tone RU
that is located in the 80

97 MRU 2 or MRU 6 | seoment indicated by BS
and B0 (indicate the MRU
that includes the 242-tone

o8 MRU 3 or MRU 7 RU that is located in the
80 MHz segment
indicated by BS and B0)

99 MRU 4 or MRU 8§

100 320 MHz RU MRU 1, MRU 3, Indicate the MRU that

2x996+RU or MRU 5 includes the 484-tone RU
484 that is located in the 80

segment indicated by BS
and B0 (indicate the MRU
that includes the 484-tone
RU that is located in the
80 MHz segment
indicated by BS and B0)
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B7-Bl1

BW subfield
(bandwidth
subfield)

RU size
(resource

unit size)

RU index 11be
(11be resource unit

index)

Description

101

102

103

MRU 2, MRU 4,
or MRU 6

Indicate the MRU that
includes the 484-tone RU
that is located in the 80
segment indicated by BS
and BO (indicate the MRU
that includes the 484-tone
RU that is located in the
80 MHz segment
indicated by BS and BO0)

MRU 7, MRU 9,
or MRU 11

Indicate the MRU that
includes the 484-tone RU
that is located in the 80
segment indicated by BS
and B0 (indicate the MRU
that includes the 484-tone
RU that is located in the
80 MHz segment
indicated by BS and B0)

MRU &, MRU 10,
or MRU 12

Indicate the MRU that
includes the 484-tone RU
that is located in the 80
segment indicated by BS
and B0 (indicate the MRU
that includes the 484-tone
RU that is located in the
80 MHz segment
indicated by BS and B0)
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B7-Bl1

BW subfield
(bandwidth
subfield)

RU size
(resource

unit size)

RU index 11be
(11be resource unit

index)

Description

104

320 MHz

RU 3x996

MRU 1, MRU 2,
MRU 3, or MRU 4

Indicate the MRU that
includes the 996-tone RU
that is located in the 80
segment indicated by BS
and BO (indicate the MRU
that includes the 996-tone
RU that is located in the
80 MHz segment
indicated by BS and BO0)

105

106

320 MHz

RU
3x996+RU
484

MRU 1, MRU 3,
MRU 5, or MUR 7

Indicate the MRU that
includes the 484-tone RU
that is located in the 80
segment indicated by BS
and BO (indicate the MRU
that includes the 484-tone
RU that is located in the
80 MHz segment
indicated by BS and B0)

MRU 2, MRU 4,
MRU 6, or MUR 8

Indicate the MRU that
includes the 484-tone RU
that is located in the 80
segment indicated by BS
and B0 (indicate the MRU
that includes the 484-tone
RU that is located in the
80 MHz segment
indicated by BS and B0)

107-127

Reserved
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[00268] For a meaning of the MRU in the table, refer to an appendix "MRU index" shown in
Table 4(4a) and Table 4(4b).

[00269] An MRU index is an MRU index. It should be noted that the MRU index does not
represent a value obtained by using 7 bits or 9 bits in a resource unit allocation subfield, but may
be understood as an MRU pattern. Table 4(4a) and Table 4(4b) show MRU indexes existing when
there is 160 MHz and there is 320 MHz.

Table 4(4a)
MRU type MRU index | MRU combination (MRU combination)
(MRU type) (MRU Note: Empty means empty
index)
RU 996+RU MRU 1 RU 996+RU 484; [empty-RU 484 RU 484 RU 996]
484 MRU 2 RU 996+RU 484; [RU 484 empty-RU 484 RU 996]
MRU 3 RU 996+RU 484; [RU 996 empty-RU 484 RU 484]
MRU 4 RU 996+RU 484; [RU 996 RU 484 empty-RU 484]
RU 996+RU MRU 1 RU 996+RU 484+RU 242; [empty-RU 242 RU 242 RU 484
484+RU 242 RU 996]
(only for non- | MRU 2 RU 996+RU 484+RU 242; [RU 242 empty-RU 242 RU 484
OFDMA) RU 996]
MRU 3 RU 996+RU 484+RU 242; [RU 484 empty-RU 242 RU 242
RU 996]
MRU 4 RU 996+RU 484+RU 242; [RU 484 RU 242 empty-RU 242
RU 996]
MRU 5 RU 996+RU 484+RU 242; [RU 996 empty-RU 242 RU 242
RU 484]
MRU 6 RU 996+RU 484+RU 242; [RU 996 RU 242 empty-RU 242
RU 484]
MRU 7 RU 996+RU 484+RU 242; [RU 996 RU 484 empty-RU 242
RU 242]
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MRU type MRU index | MRU combination (MRU combination)
(MRU type) (MRU Note: Empty means empty
index)
MRU 8 RU 996+RU 484+RU 242; [RU 996 RU 484 RU 242 empty-
RU 242]
Table 4(4b)
MRU type MRU index | MRU combination (MRU combination)
(MRU type) | (MRU index) | Note: Empty means empty
2xRU MRU 1 2xRU 996+RU 484; [empty-RU 484 RU 484 RU 996 RU 996
996+RU 484 empty-RU 996]
MRU 2 2xRU 996+RU 484; [RU 484 empty-RU 484 RU 996 RU 996
empty-RU 996]
MRU 3 2xRU 996+RU 484; [RU 996 empty-RU 484 RU 484 RU 996
empty-RU 996]
MRU 4 2xRU 996+RU 484; [RU 996 RU 484 empty-RU 484 RU 996
empty-RU 996]
MRU 5 2xRU 996+RU 484; [RU 996 RU 996 empty-RU 484 RU 484
empty-RU 996]
MRU 6 2xRU 996+RU 484; [RU 996 RU 996 RU 484 empty-RU 484
empty-RU 996]
MRU 7 2xRU 996+RU 484; [empty-RU 996 empty-RU 484 RU 484
RU 996 RU 996]
MRU 8§ 2xRU 996+RU 484; [empty-RU 996 RU 484 empty-RU 484
RU 996 RU 996]
MRU 9 2xRU 996+RU 484; [empty-RU 996 RU 996 empty-RU 484
RU 484 RU 996]
MRU 10 2xRU 996+RU 484; [empty-RU 996 RU 996 RU 484 empty-

RU 484 RU 996]
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MRU type MRU index MRU combination (MRU combination)
(MRU type) | (MRU index) | Note: Empty means empty
MRU 11 2xRU 996+RU 484; [empty-RU 996 RU 996 RU 996 empty-
RU 484 RU 484]
MRU 12 2xRU 996+RU 484; [empty-RU 996 RU 996 RU 996 RU 484
empty-RU 484]
3xRU 996 MRU 1 3xRU 996; [empty-RU 996 RU 996 RU 996 RU 996]
MRU 2 3xRU 996; [RU 996 empty-RU 996 RU 996 RU 996
MRU 3 3xRU 996; [RU 996 RU 996 empty-RU 996 RU 996]
MRU 4 3xRU 996; [RU 996 RU 996 RU 996 empty-RU 996]
3xRU MRU 1 3xRU 996+RU 484; [empty-RU 484 RU 484 RU 996 RU 996
996+RU 484 RU 996]
MRU 2 3xRU 996+RU 484; [RU 484 empty-RU 484 RU 996 RU 996
RU 996]
MRU 3 3xRU 996+RU 484; [RU 996 empty-RU 484 RU 484 RU 996
RU 996]
MRU 4 3xRU 996+RU 484; [RU 996 RU 484 empty-RU 484 RU 996
RU 996]
MRU 5 3xRU 996+RU 484; [RU 996 RU 996 empty-RU 484 RU 484
RU 996]
MRU 6 3xRU 996+RU 484; [RU 996 RU 996 RU 484 empty-RU 484
RU 996]
MRU 7 3xRU 996+RU 484; [RU 996 RU 996 RU 996 empty-RU 484
RU 484]
MRU 8 3xRU 996+RU 484; [RU 996 RU 996 RU 996 RU 484
empty-RU 484]

[00270] It should be understood that the mapping relationship between the index and the
RU/MRU in the table, for example, Table 4(1), Table 4(2), Table 4(2a), Table 4(2b), Table 4(2c¢),
Table 4(2d), Table 4(3), Table 4(4a), or Table 4(4b), provided in embodiments of this application

is merely an example. In specific implementation, another table form may be derived based on the
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technical solutions provided in embodiments of this application, and shall fall within the protection
scope of embodiments of this application. It should be further understood that the
primary/secondary indication method provided in embodiments of this application may be
implemented in combination with another embodiment of this application provided that solutions
do not conflict, for example, may be implemented in combination with resource unit indication
methods and an apparatus provided in Embodiment 1 to Embodiment 6.

[00271] Embodiment 2: The resource unit indication method 120 is mainly described in
Embodiment 2.

[00272] FIG. 15 is a schematic flowchart of the resource unit indication method 120 according
to this embodiment of this application. A difference between the resource unit indication method
120 shown in FIG. 15 and the resource unit indication method 110 shown in FIG. 6 lies in that a
frequency band range indication indicates a different frequency band range, that is, the frequency
band range indication in the resource unit indication method 120 is used to indicate 40 MHz in
which a smallest RU in an MRU indicated by a resource unit indication is located. As shown in
FIG. 15, the resource unit indication method 120 may include but is not limited to the following
steps.

[00273] S121. An access point determines a trigger frame.

[00274] The trigger frame includes a resource unit allocation subfield used to indicate to
allocate a resource to a station. The resource unit allocation subfield includes a frequency band
range indication and a resource unit indication. The resource unit indication is used to indicate a
multi-resource unit MRU allocated to the corresponding station. The frequency band range
indication is used to indicate 40 MHz in which a smallest resource unit RU in the MRU indicated
by the resource unit indication is located.

[00275] S122. The access point sends the trigger frame.

[00276] S123. The station receives the trigger frame from the access point.

[00277] S124. The station determines the allocated MRU based on the frequency band range
indication and the resource unit indication.

[00278] In an implementation, that the station determines the allocated MRU based on the
frequency band range indication and the resource unit indication in step S124 includes: The station
determines the 40 MHz indicated by the frequency band range indication, may learn that the

smallest RU in the MRU indicated by the resource unit indication is in the 40 MHz, and then learns

196



10

15

20

25

30

of the allocated MRU with reference to an index indicated by the resource unit indication.
[00279] For example, the MRU indicated by the resource unit indication is a (52+26)-tone RU,
and the frequency band range indicated by the frequency band range indication is 40 MHz in which
a 26-tone RU in the (52+26)-tone RU is located. Alternatively, the MRU indicated by the resource
unit indication is a (106+26)-tone RU, and the frequency band range indicated by the frequency
band range indication is 40 MHz in which a 26-tone RU in the (106+26)-tone RU is located.
Alternatively, the MRU indicated by the resource unit indication is a (484+242)-tone RU, and the
frequency band range indicated by the frequency band range indication is 40 MHz in which a 242-
tone RU in the (484+242)-tone RU is located. Alternatively, the MRU indicated by the resource
unit indication is a (996+484)-tone RU, and the frequency band range indicated by the frequency
band range indication is 40 MHz in which a 484-tone RU in the (996+484)-tone RU is located.
Alternatively, the MRU indicated by the resource unit indication is a (2¥996+484)-tone RU, and
the frequency band range indicated by the frequency band range indication is 40 MHz in which a
484-tone RU in the (2*¥*996+484)-tone RU is located. Alternatively, the MRU indicated by the
resource unit indication is a 3*996-tone RU, and the frequency band range indicated by the
frequency band range indication is 40 MHz in which one 996-tone RU in the 3*996-tone RU 1is
located. Alternatively, the MRU indicated by the resource unit indication is a (3*996+484)-tone
RU, and the frequency band range indicated by the frequency band range indication is 40 MHz in
which a 484-tone RU in the (3*996+484)-tone RU is located. Alternatively, the MRU indicated by
the resource unit indication is a (996+484+242)-tone RU, and the frequency band range indicated
by the frequency band range indication is 40 MHz in which a 242-tone RU in the (996+484+242)-
tone RU is located.

[00280] In this case, the 40 MHz in which the 996-tone RU is located indicates 40 MHz covered
by the 996-tone RU. The 996-tone RU covers two 40 MHz frequency band ranges, and therefore
the frequency range indication may indicate a location of either of the two 40 MHz frequency band
ranges, is predefined to indicate a location of lowest 40 MHz in the two 40 MHz frequency band
ranges, or is predefined to indicate a location of highest 40 MHz in the two 40 MHz frequency
band ranges.

[00281] Itis assumed that the resource unit allocation subfield includes 9 bits, and the frequency
band range indication is a first bit to a third bit, denoted as B0, B1, and B2, in the resource unit

allocation subfield. In this case, BO, B1, and B2 indicate 40 MHz in 320 MHz. It is assumed that
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Table 5 shows 40 MHz frequency band ranges that need to be indicated by the frequency band
range indication (B0, B1, and B2), to indicate the 40 MHz in which the smallest RU in the MRU
indicated by the resource unit indication is located. The 40 MHz frequency band ranges in the 320
MHz are sequentially referred to as first 40 MHz, second 40 MHz, third 40 MHz, fourth 40 MHz,
fifth 40 MHz, sixth 40 MHz, seventh 40 MHz, and eighth 40 MHz in ascending order of
frequencies. As shown in Table 5, there are different values for BO, B1, and B2, to respectively

indicate the eight 40 MHz frequency band ranges.

Table 5 Frequency band ranges that need to be indicated by the frequency band range
indication (B0, B1, and B2)

B2 to BO in the resource unit allocation subfield | Meaning

(B2-B0 of RU Allocation subfield)

000 First 40 MHz in the 320 MHz
001 Second 40 MHz in the 320 MHz
010 Third 40 MHz in the 320 MHz
011 Fourth 40 MHz in the 320 MHz
100 Fifth 40 MHz in the 320 MHz
101 Sixth 40 MHz in the 320 MHz
110 Seventh 40 MHz in the 320 MHz
111 Eighth 40 MHz in the 320 MHz

[00282] The resource unit indication is a fourth bit to a ninth bit, denoted as B3 to BS, in the
resource unit allocation subfield. In this case, with reference to the frequency band range indication
and RUs or MRUs that needs to be indicated, the RUs or MRUs that need to be indicated by the
resource unit indication may be shown in Table 6 but are not limited to those in Table 6. Values of
B3 to B8 are in the first column in Table 6, and may be referred to as indexes indicated by the
resource unit indication. The second column in Table 6 indicates a resource unit size corresponding
to each index. The third column in Table 6 indicates the number of indexes, namely, the number
of entries, corresponding to each resource unit size. In Table 6, a corresponding RU or MRU may

be determined with reference to the frequency band range indication for each index.
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Table 6 Entries that can be indicated by the resource unit indication (B8 to B3)

B8 to B3 in the resource unit RU size (RU size) Number of entries
allocation subfield (B8—B3 of RU (Number of entries)
Allocation subfield)

0-17 26 18

18-25 52 8

26-29 106 4

30-31 242 2

32 484 1

33 996 1

34 2x996 1

35 4x996 1

3641 52+26 6

42-45 106+26 4

4647 484+242 2

48 996+484 1

49-51 2x996+484 3

52-54 3x996 3

55 3x996+484 1

56-57 996+484+242 2

[00283] Asshown in FIG. 3, there are 18 locations for the 26-tone RU in the 40 MHz. Therefore,
based on the 40 MHz indicated by the frequency band range indication, the resource unit indication
indicates one of the indexes 0 to 17 shown in Table 6, to indicate one corresponding 26-tone RU
in the 40 MHz. It may be learned that the number of indexes required to indicate the location of
the 26-tone RU in a bandwidth is reduced in this implementation.

[00284] As shown in FIG. 3, there are eight locations for the 52-tone RU in the 40 MHz.
Therefore, based on the 40 MHz indicated by the frequency band range indication, the resource
unit indication indicates one of the indexes 18 to 25 shown in Table 6, to indicate one

corresponding 52-tone RU in the 40 MHz. It may be learned that the number of indexes required
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to indicate the location of the 52-tone RU in a bandwidth is reduced in this implementation.
[00285] As shown in FIG. 3, there are four locations for the 106-tone RU in the 40 MHz.
Therefore, based on the 40 MHz indicated by the frequency band range indication, the resource
unit indication indicates one of the indexes 26 to 29 shown in Table 6, to indicate one
corresponding 106-tone RU in the 40 MHz.

[00286] As shown in FIG. 3, there are two locations for the 242-tone RU in the 40 MHz.
Therefore, based on the 40 MHz indicated by the frequency band range indication, the resource
unit indication indicates one of the indexes 30 and 31 shown in Table 6, to indicate one
corresponding 242-tone RU in the 40 MHz.

[00287] Asshown in FIG. 3, there is one location for the 484-tone RU in the 40 MHz. Therefore,
based on the 40 MHz indicated by the frequency band range indication, the resource unit indication
indicates the index 32 shown in Table 6, to indicate the 484-tone RU corresponding to the 40 MHz.
[00288] As shown in FIG. 3, the 996-tone RU occupies two 40 MHz frequency band ranges,
and therefore the frequency band range indication may indicate either of the two 40 MHz
frequency band ranges. Correspondingly, based on the 40 MHz indicated by the frequency band
range indication, the resource unit indication may indicate the index 33 shown in Table 6, to
indicate the 996-tone RU corresponding to the 40 MHz. For example, if the frequency band range
indication is 000, it may be learned, based on Table 5, that the 40 MHz indicated by the frequency
band range indication is the first 40 MHz in the 320 MHz. If the resource unit indication indicates
the index 33, it may be learned, with reference to Table 6, that an RU corresponding to the index
33 is a 996-tone RU, and it may be learned, with reference to the first 40 MHz in the 320 MHz
that 1s indicated by the frequency band range indication, that the 996-tone RU indicated by the
resource unit indication is a first 996-tone RU in the 320 MHz.

[00289] The 2*996-tone RU cannot span two 160 MHz frequency band ranges, in other words,
a frequency band range in which the 2*996-tone RU is located can only be primary 160 MHz or
secondary 160 MHz. Therefore, the frequency band range indication may indicate 40 MHz in
which one 996-tone RU in the 2*996-tone RU is located, and a location of the 2*996-tone RU may
be learned of. Therefore, the resource unit indication needs only one index 34. For example, the
station may determine, based on the frequency band range indication and Table 5, that the 40 MHz
in which the smallest RU in the MRU is located is the first 40 MHz, and then the station may learn,

with reference to information indicating that an RU size corresponding to the index 34 indicated
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by the resource unit indication is a 2*996-tone RU, that the allocated 2*996-tone RU corresponds
to the primary 160 MHz.

[00290] There is only one 4*996-tone RU in the 320 MHz. Therefore, the resource unit
indication may indicate one index 35, so that the station may learn that the allocated RU is the
4*996-tone RU.

[00291] There are three combinations shown in FIG. 7 for the (52+26)-tone RU in 20 MHz.
Therefore, based on the 40 MHz in which a 26-tone RU is located and that is indicated by the
frequency band range indication, the resource unit indication further needs to indicate one of the
indexes 36 to 41, to indicate one corresponding (52+26)-tone RU in the 40 MHz. The indexes 36
to 41 in ascending order may be in a one-to-one correspondence with start frequencies of the six
(52+26)-tone RUs in ascending order.

[00292] There are two combinations shown in FIG. 8 for the (106+26)-tone RU in 20 MHz.
Therefore, there are four (namely, 2*2) combinations for the (106+26)-tone RU in the 40 MHz.
Therefore, based on the 40 MHz in which a 26-tone RU is located and that is indicated by the
frequency band range indication, the resource unit indication further needs to indicate one of the
indexes 42 to 45, to indicate one corresponding (106+26)-tone RU in the 40 MHz. The indexes 42
to 45 in ascending order may be in a one-to-one correspondence with start frequencies of the eight
(106+26)-tone RUs in ascending order.

[00293] There are four combinations shown in FIG. 9 for the (484+242)-tone RU in 80 MHz.
Therefore, based on the 40 MHz in which a 242-tone RU is located and that is indicated by the
frequency band range indication, the resource unit indication needs to indicate only either of two
locations of the 242-tone RU in the 40 MHz because a 484-tone RU in the (484+242)-tone RU is
at a fixed location. Therefore, the resource unit indication further needs to indicate one of the
indexes 46 and 47, to indicate one corresponding (484+242)-tone RU. The indexes 46 and 47 in
ascending order may be in a one-to-one correspondence with start frequencies of the 242-tone RU
at the two locations in the 40 MHz in ascending order. For example, the index 46 corresponds to a
first 242-tone RU in the 40 MHz, and the index 47 corresponds to a second 242-tone RU in the 40
MHz.

[00294] The (996+484)-tone RU may be located in primary 160 MHz or secondary 160 MHz,
and therefore there are four combinations shown in FIG. 10 for the (996+484)-tone RU in 160

MHz. Therefore, based on the 40 MHz in which a 484-tone RU is located and that is indicated by
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the frequency band range indication, the station may directly learn of locations of a 996-tone RU
and the 484-tone RU in the (996+484)-tone RU. Therefore, the resource unit indication needs to
indicate only one index 48.

[00295] In this way, for a side of the access point, the frequency band range indication may
indicate the 40 MHz in which the 484-tone RU in the (996+484)-tone RU is located, and the
resource unit indication may indicate the index 48, to notify the station that a size of the allocated
RU is the (996+484)-tone RU. Correspondingly, after receiving the resource unit allocation
subfield, the station may determine a location of the allocated (996+484)-tone RU based on the 40
MHz indicated by the frequency band range indication and with reference to the index 48 indicated
by the resource unit indication and Table 6.

[00296] In an implementation, there is a limitation that the (2*996+484)-tone RU indicated by
the resource unit indication exists only in lowest or highest 240 MHz in the 320 MHz. In this way,
there are six combinations shown in FIG. 11 for the (2*996+484)-tone RU in the 240 MHz, in
other words, there are six combinations shown in FIG. 11 for the (2*996+484)-tone RU in the
lowest or highest 240 MHz in the 320 MHz. Based on the 40 MHz in which a 484-tone RU in the
(2*996+484)-tone RU is located and that is indicated by the frequency band range indication, the
remaining two 996-tone RUs may be two 996-tone RUs in the lowest 240 MHz or two 996-tone
RUs in the highest 240 MHz. Therefore, the resource unit indication further needs two indexes,
for example, the index 52 and an index 53. One index corresponds to the lowest 240 MHz, and the
other index corresponds to the highest 240 MHz.

[00297] In another implementation, to simplify logic, there is no limitation that the
(2*%996+484)-tone RU indicated by the resource unit indication exists only in lowest or highest
240 MHz in the 320 MHz. In this way, based on the 40 MHz in which a 484-tone RU in the
(2*996+484)-tone RU is located and that is indicated by the frequency band range indication, the
remaining two 996-tone RUs may be any two of three other 996-tone RUs in a frequency band
range, in the 320 MHz, other than the 80 MHz in which the 484-tone RU is located. Therefore, the
resource unit indication further needs to indicate three indexes, namely, the indexes 49 to 51, to
indicate a corresponding location of the (2*¥996+484)-tone RU.

[00298] There are four combinations shown in FIG. 12 for the 3*996-tone RU in the 320 MHz.
Therefore, based on the 40 MHz in which a 996-tone RU is located and that is indicated by the

frequency band range indication, there are three options for the remaining two 996-tone RUs in
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the 3*996-tone RU in the 320 MHz. Therefore, the resource unit indication further needs to
indicate one of the indexes 52 to 54, to indicate a location of the remaining two 996-tone RUs
combined with the 996-tone RU corresponding to the 40 MHz in the 320 MHz. The indexes 52 to
54 in ascending order may be in a one-to-one correspondence with start frequencies, in ascending
order, of the three 3*996-tone RUs that exist when there are the three options for the remaining
two 996-tone RUs.

[00299] For example, a size of the MRU indicated by the resource unit indication is a 3*996-
tone RU, and indexes indicated by the resource unit indication are in a one-to-one correspondence
with start frequencies of optional combinations of the 3*996-tone RU in ascending order. In this
case, when allocating a 3*996-tone RU shown in the last row shown in FIG. 12 to the station, the
access point needs to set BOB1B2 corresponding to the station to 000 (or 001), and set B3 to B8
to 52 with reference to Table 5. Then, the station learns that the 40 MHz in which the smallest RU
in the MRU is located is the first or second 40 MHz in the 320 MHz, an RU size corresponding to
an index indicated by B3 to B8 is a 3*996-tone RU, and the index indicated by B3 to B8 is 52.
The index 52 in Table 6 corresponds to a 3*996-tone RU shown in the third row in FIG. 12, an
index 53 corresponds to a 3*996-tone RU shown in the second row in FIG. 12, and the index 54
corresponds to a 3*996-tone RU shown in the first row in FIG. 12. Therefore, the station may learn,
based on the index 52, that the allocated 3*996-tone RU is the 3*996-tone RU shown in the third
row in FIG. 12.

[00300] There are eight combinations shown in FIG. 13 for the (3*996+484)-tone RU in the
320 MHz. Therefore, based on the 40 MHz in which a 484-tone RU is located and that is indicated
by the frequency band range indication, there is only one option for the remaining three 996-tone
RUs in the 320 MHz, and the 484-tone RU is at a fixed location. Therefore, the resource unit
indication needs only one index 54.

[00301] There are four combinations shown in FIG. 14 for the (484+242)-tone RU in 80 MHz,
and therefore there are eight combinations for the (996+484+242)-tone RU in 160 MHz. Therefore,
based on the 40 MHz in which a 242-tone RU is located and that is indicated by the frequency
band range indication, there is only one option for a 996-tone RU in a frequency band range other
than the 80 MHz in the 160 MHz, but there are two locations for the 242-tone RU in the 40 MHz.
Therefore, the resource unit indication further needs to indicate one of the indexes 55 and 56, to

indicate one location of the 242-tone RU in the 40 MHz. The indexes 55 and 56 in ascending order
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may be in a one-to-one correspondence with start frequencies of the 242-tone RU at the two
locations in the 40 MHz in ascending order.

[00302] It may be learned from the foregoing analysis that the frequency band range in which
the smallest RU in the MRU is located can be further notified by using the frequency band range
indicated by the frequency band range indication, and therefore this helps the resource unit
indication to use a smaller number of indexes to respectively indicate various possible locations
of the MRU. For example, as shown in Table 6, the resource unit indication needs only two indexes
to respectively indicate the eight combinations of the (996+484+242)-tone RU. For another
example, as shown in Table 6, the resource unit indication needs only one index to respectively
indicate the eight combinations of the (3*996+484)-tone RU. In comparison with a manner in
which the frequency band range indication indicates only lowest 80 MHz related to the MRU, the
frequency band range indication in the resource unit indication method 120 may carry more
information, in other words, may carry the 40 MHz in which the smallest RU in the MRU is located.
For example, if the frequency band range indication indicates only the lowest 80 MHz related to
the MRU, the resource unit indication needs four indexes to respectively indicate the four
combinations of the (996+484)-tone RU shown in FIG. 10. If the frequency band range indication
is used to indicate the 40 MHz in which the smallest RU in the MRU is located, the resource unit
indication needs only one index to indicate all the combinations of the (996+484)-tone RU, as
shown in Table 6. Therefore, the frequency band range indication in the resource unit indication
method 120 may carry more information, and this helps the resource unit indication to use a smaller
number of indexes to respectively indicate various possible locations of the MRU.

[00303] In this embodiment of this application, the frequency band range indication is used to
indicate the frequency band range in which the smallest RU in the MRU is located. In addition to
the 80 MHz in the resource unit indication method 110 and the 40 MHz in the resource unit
indication method 120, the frequency band range indication may indicate 160 MHz, 240 MHz, or
320 MHz. In other words, in a resource unit indication method, the frequency band range
indication is used to indicate 160 MHz in which the smallest RU in the MRU is located. In another
resource unit indication method, the frequency band range indication is used to indicate 240 MHz
in which the smallest RU in the MRU is located. In still another resource unit indication method,
the frequency band range indication is used to indicate 320 MHz in which the smallest RU in the

MRU is located. For related content of these resource unit indication methods, refer to the resource
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unit indication method 110 and the resource unit indication method 120. Details are not described
herein.

[00304] Inaddition, in the foregoing resource unit indication methods, when the frequency band
range in which the smallest RU in the MRU is located is greater than the frequency band range
indicated by the frequency band range indication, the frequency band range indicated by the
frequency band range indication may be a lowest frequency band range or a highest frequency
band range covered by the smallest RU, or the frequency band range indicated by the frequency
band range indication may be any frequency band range or a preset frequency band range. For
example, in a resource unit indication method, when the frequency band range indicated by the
frequency band range indication is less than the frequency band range in which the smallest RU in
the MRU is located, the frequency band range indicated by the frequency band range indication is
the lowest frequency band range corresponding to the smallest RU. For another example, in a
resource unit indication method, when the frequency band range indicated by the frequency band
range indication is less than the frequency band range in which the smallest RU in the MRU is
located, the frequency band range indicated by the frequency band range indication is the highest
frequency band range corresponding to the smallest RU.

[00305] For example, in the resource unit indication method 120, it is assumed that the MRU
indicated by the resource unit indication is a 3*996-tone RU, and a smallest RU in the 3*996-tone
RU is a 996-tone RU. The 40 MHz indicated by the frequency band range indication is less than a
frequency band range corresponding to the smallest RU, and therefore the 40 MHz indicated by
the frequency band range indication may be any 40 MHz frequency band range corresponding to
the 996-tone RU, or may be predefined lowest 40 MHz or highest 40 MHz corresponding to the
996-tone RU.

[00306] In addition, if there are a plurality of smallest RUs in the MRU, the frequency band
range indication may indicate any frequency band range or a preset frequency band range, for
example, a frequency band range in which a first smallest RU is located or a frequency band range
in which a last smallest RU is located. For example, in the resource unit indication method 110,
the 3*996-tone RU includes three smallest RUs, which are all 996-tone RUs. Therefore, the 80
MHz indicated by the frequency band range indication may be 80 MHz in which any 996-tone RU
is located, 80 MHz in which a first 996-tone RU in the 3*996-tone RU is located, or 80 MHz in
which a last 996-tone RU in the 3*996-tone RU is located.
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[00307] Optionally, this application further provides some resource unit indication methods. If
the MRU indicated by the resource unit indication is a (2*996+484)-tone RU, when the 80 MHz
indicated by the frequency band range indication is the first or second 80 MHz in the 320 MHz, it
indicates that 240 MHz in which the (2*996+484)-tone RU is located is the first 80 MHz to the
third 80 MHz in the 320 MHz; or when the 80 MHz indicated by the frequency band range
indication is the third or fourth 80 MHz in the 320 MHz, it indicates that 240 MHz in which the
(2*996+484)-tone RU is located is the second 80 MHz to the fourth 80 MHz in the 320 MHz. In
this way, the station may learn of, based on the frequency band range indication, the 240 MHz in
which the (2*¥996+484)-tone RU indicated by the resource unit indication is located.

[00308] Embodiment 3: The resource unit indication method 210 is mainly described in
Embodiment 3.

[00309] This application further provides the resource unit indication method 210. In the
resource unit indication method 210, a frequency band range indication is used to indicate a
frequency band range, in a bandwidth, in which some or all of resource units RUs other than an
RU/MRU indicated by a resource unit indication are located. FIG. 16 is a schematic flowchart of
the resource unit indication method 210 according to this embodiment of this application. As
shown in FIG. 16, the resource unit indication method 210 may include but is not limited to the
following steps.

[00310] S211. An access point determines a trigger frame.

[00311] The trigger frame includes a resource unit allocation subfield used to indicate to
allocate a resource to a station. The resource unit allocation subfield includes a frequency band
range indication and a resource unit indication. The resource unit indication is used to indicate an
RU/MRU allocated to the corresponding station. The frequency band range indication is used to
indicate a frequency band range, in a bandwidth, in which some or all of resource units RUs other
than the RU/MRU are located.

[00312] S212. The access point sends the trigger frame.

[00313] S213. The station receives the trigger frame.

[00314] S214. The station determines the allocated RU/MRU based on the resource unit
indication and the frequency band range indication.

[00315] That the station determines the allocated RU/MRU based on the resource unit

indication and the frequency band range indication may include: The station determines, from a
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frequency band range, in 320 MHz, other than the frequency band range indicated by the frequency
band range indication, the RU/MRU indicated by the resource unit indication.

[00316] In an implementation, the frequency band range indicated by the frequency band range
indication is 40 MHz in the bandwidth, and the MRU indicated by the resource unit indication is
determined from a frequency band range other than the 40 MHz indicated by the frequency band
range indication.

[00317] For example, if the frequency band range indicated by the frequency band range
indication is first 40 MHz in the 320 MHz, the MRU indicated by the resource unit indication is
determined from a frequency band range other than the first 40 MHz in the 320 MHz. If the MRU
indicated by the resource unit indication is a (3*996+484)-tone RU, as shown in FIG. 13, the
(3*996+484)-tone RU indicated by the resource unit indication is determined from the frequency
range other than the first 40 MHz in the 320 MHz, in other words, is a (3*996+484)-tone RU
shown in the second row in FIG. 13.

[00318] In another implementation, the frequency band range indicated by the frequency band
range indication is 80 MHz in the bandwidth, and the MRU indicated by the resource unit
indication is determined from a frequency band range other than the 80 MHz indicated by the
frequency band range indication.

[00319] For example, if the frequency band range indicated by the frequency band range
indication is first 80 MHz in the 320 MHz, the RU/MRU indicated by the resource unit indication
is determined from second 80 MHz to fourth 80 MHz other than the first 80 MHz in the 320 MHz.
If the MRU indicated by the resource unit indication is a 3*996-tone RU, a 3*996-tone RU
corresponding to the second 80 MHz to the fourth 80 MHz is the MRU allocated to the station, for
example, a 3*996-tone RU shown in the first row in FIG. 12.

[00320] In still another implementation, the frequency band range indicated by the frequency
band range indication is 160 MHz in the bandwidth, and the MRU indicated by the resource unit
indication is determined from 160 MHz other than the 160 MHz indicated by the frequency band
range indication.

[00321] For example, if the frequency band range indicated by the frequency band range
indication is primary 160 MHz in the 320 MHz, the MRU indicated by the resource unit indication
is determined from secondary 160 MHz in the 320 MHz. If a size of the MRU indicated by the

resource unit indication is a (996+484)-tone RU, as shown in FIG. 10, the resource unit indication
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further needs to use one of four indexes to indicate one (996+484)-tone RU in FIG. 10.

[00322] It may be learned that in the resource unit indication method 210, the frequency band
range indicated by the frequency band range indication is a frequency band range that is not related
to the RU/MRU indicated by the resource unit indication, in other words, the station needs to
determine, from the frequency band range other than the frequency band range indicated by the
frequency band range indication, the RU/MRU indicated by the resource unit indication.

[00323] Embodiment 4: The resource unit indication method 220 is mainly described in
Embodiment 4.

[00324] This application further provides the resource unit indication method 220. In the
resource unit indication method 220, a frequency band range indication is used to indicate a
frequency band range in a bandwidth, and an RU/MRU allocated to a station includes an RU in a
frequency band range other than the frequency band range in the bandwidth. FIG. 17 is a schematic
flowchart of the resource unit indication method 220 according to this embodiment of this
application. As shown in FIG. 17, the resource unit indication method 220 may include but is not
limited to the following steps.

[00325] S221. An access point determines a trigger frame.

[00326] The trigger frame includes a resource unit allocation subfield used to indicate to
allocate a resource to the station. The resource unit allocation subfield includes a frequency band
range indication and a resource unit indication. The resource unit indication is used to indicate an
RU/MRU allocated to the corresponding station. The frequency band range indication is used to
indicate a frequency band range in a bandwidth. The MRU includes remaining RUs in a frequency
band range, in the bandwidth, other than the frequency band range indicated by the frequency band
range indication.

[00327] S222. The access point sends the trigger frame.

[00328] S223. The station receives the trigger frame.

[00329] S224. The station determines the allocated RU/MRU based on the resource unit
indication and the frequency band range indication.

[00330] That the station determines the allocated RU/MRU based on the resource unit
indication and the frequency band range indication may include: The station uses an RU/MRU
corresponding to a frequency band range, in 320 MHz, other than the frequency band range

indicated by the frequency band range indication as the allocated RU/MRU.
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[00331] Optionally, the frequency band range indicated by the frequency band range indication
is 40 MHz in the bandwidth, and the MRU indicated by the resource unit indication includes
remaining RUs in a frequency band range, in the bandwidth, other than the 40 MHz indicated by
the frequency band range indication.

[00332] For example, if the frequency band range indicated by the frequency band range
indication is first 40 MHz in the 320 MHz, RUs in a frequency band range other than the first 40
MHz in the 320 MHz are respectively a 484-tone RU and three 996-tone RUs, as shown in FIG.
13. If the MRU indicated by the resource unit indication is a (3*996+484)-tone RU, the MRU is
an RU in the frequency band range other than the first 40 MHz in the 320 MHz, for example, a
(3*%996+484)-tone RU shown in the second row in FIG. 13.

[00333] Optionally, the frequency band range indicated by the frequency band range indication
is 80 MHz in the bandwidth, and the MRU indicated by the resource unit indication includes
remaining RUs in a frequency band range, in the bandwidth, other than the 80 MHz indicated by
the frequency band range indication.

[00334] For example, if the frequency band range indicated by the frequency band range
indication is first 80 MHz in the 320 MHz, the RU/MRU indicated by the resource unit indication
is determined from the second to the fourth 80 MHz in the 320 MHz except the first 80 MHz. If
the MRU indicated by the resource unit indication is a 3*996-tone RU, a 3*996-tone RU
corresponding to the second 80 MHz to the fourth 80 MHz is the MRU allocated to the station, for
example, a 3*996-tone RU shown in the first row in FIG. 12.

[00335] In still another implementation, the frequency band range indicated by the frequency
band range indication is 160 MHz in the bandwidth, and the MRU indicated by the resource unit
indication includes remaining RUs in a frequency band range other than the 160 MHz indicated
by the frequency band range indication.

[00336] For example, if the frequency band range indicated by the frequency band range
indication is primary 160 MHz in the 320 MHz, the MRU indicated by the resource unit indication
is a 2*996-tone RU corresponding to secondary 160 MHz.

[00337] It may be learned that in the resource unit indication method 220, the RU/MRU
indicated by the resource unit indication is an RU/MRU corresponding to the frequency band range
other than the frequency band range indicated by the frequency band range indication. In this way,

the number of indexes that need to be indicated by the resource unit indication is further reduced.
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In addition, processing logic can be simplified, to help reduce processing complexity of the station.
[00338] Embodiment 5: The resource unit indication method 310 is mainly described in
Embodiment 5.

[00339] This application further provides a resource unit indication method. In the resource unit
indication method, a granularity of a frequency band range indicated by a frequency band range
indication is related to an RU/MRU indicated by a resource unit indication. When a frequency
band range occupied by the RU/MRU (or in which the RU/MRU is located) is less than or equal
to 80 MHz, the granularity of the frequency band range indicated by the frequency band range
indication is 80 MHz. When a frequency band range occupied by the RU/MRU is greater than 80
MHz and less than or equal to 160 MHz, the granularity of the frequency band range indicated by
the frequency band range indication is 160 MHz. When a frequency band range occupied by the
RU/MRU is greater than 160 MHz and less than 320 MHz, the granularity of the frequency band
range indicated by the frequency band range indication is 320 MHz.

[00340] Alternatively, 240 MHz indicated by the frequency band range indication may be added.
In this case, when a frequency band range occupied by the RU/MRU is greater than 160 MHz and
less than or equal to 240 MHz, the granularity of the frequency band range indicated by the
frequency band range indication is 240 MHz. When a frequency band range occupied by the
RU/MRU is greater than 240 MHz and less than or equal to 320 MHz, the granularity of the
frequency band range indicated by the frequency band range indication is 320 MHz.

[00341] In this specification, the frequency band range indicated by the frequency band range
indication actually refers to a value and a location of the frequency band range, namely, a location
of the frequency range in a bandwidth or the frequency band range in a bandwidth. For example,
if the frequency band range indicated by the frequency band range indication is 80 MHz in the
bandwidth, it indicates that the granularity of the frequency band range indicated by the frequency
band range indication is 80 MHz and indicates a location of the 80 MHz in the bandwidth.
[00342] It is assumed that the frequency band range indication is first two bits, denoted as BO
and B1, in a resource unit allocation subfield.

[00343] When the granularity of the frequency band range indicated by the frequency band
range indication is 80 MHz, B0 and B1 may represent four states to respectively indicate four 80
MHz frequency band ranges in 320 MHz.

[00344] When the granularity of the frequency band range indicated by the frequency band
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range indication is 160 MHz, in a manner, 0 or 1 in BO is used to indicate highest 160 MHz or
lowest 160 MHz, and B1 may be reserved. In another manner, 0 or 1 in B1 may be used to indicate
highest 160 MHz or lowest 160 MHz, and BO is reserved. In still another manner, BO corresponds
to highest 160 MHz, and B1 corresponds to lowest 160 MHz. If BO is set to 1, it indicates that the
frequency band range indicated by the frequency band range indication is the highest 160 MHz. If
B1 is set to 1, it indicates that the frequency band range indicated by the frequency band range
indication is the lowest 160 MHz. In still another manner, two of four states indicated by BO and
B1 may be used for indication. For example, 00 corresponds to lowest 240 MHz, and 01
corresponds to highest 240 MHz.

[00345] When the granularity of the frequency band range indicated by the frequency band
range indication is 320 MHz, in a manner, there are no a plurality of 320 MHz locations, and
therefore values of BO and B1 are not limited in this application, and BO and B1 may be reserved
or randomly set. In another manner, one of four states represented by B0 and B1, for example, 00,
may be used to indicate that the frequency band range indicated by the frequency band range
indication is 320 MHz.

[00346] When the granularity of the frequency band range indicated by the frequency band
range indication is 240 MHz, BO and B1 may represent four states to respectively indicate four
240 MHz combinations in 320 MHz.

[00347] When a 240 MHz frequency band range in which the MRU is located is required to be
a continuous 240 MHz frequency band range, in a manner, BO corresponds to highest 240 MHz,
and B1 corresponds to lowest 240 MHz. If BO is set to 1, it indicates that the frequency band range
indicated by the frequency band range indication is the highest 240 MHz. If BI 1is set to 1, it
indicates that the frequency band range indicated by the frequency band range indication is the
lowest 240 MHz. In another manner, two of four states represented by BO and B1 may be used to
indicate the continuous 240 MHz frequency band range. For example, 00 corresponds to lowest
240 MHz, and 01 corresponds to highest 240 MHz.

[00348] The resource unit indication method 310 is described by using an example in which "a
frequency band range indication is used to indicate a frequency band range in which an RU/MRU
indicated by a resource unit indication is located". FIG. 18 is a schematic flowchart of the resource
unit indication method 310 according to this embodiment of this application. As shown in FIG. 18,

the resource unit indication method 310 may include but is not limited to the following steps.
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[00349] S311. An access point determines a trigger frame.
[00350] The trigger frame includes a resource unit allocation subfield used to indicate to
allocate a resource to a station. The resource unit allocation subfield includes a frequency band
range indication and a resource unit indication. The resource unit indication is used to indicate an
RU/MRU allocated to the corresponding station. The frequency band range indication is used to
indicate a frequency band range in which the RU/MRU indicated by the resource unit indication
is located.
[00351] S312. The access point sends the trigger frame.
[00352] S313. The station receives the trigger frame.
[00353] S314. The station determines the allocated RU/MRU based on the frequency band
range indication and the resource unit indication.
[00354] In the method, a relationship between the MRU/RU indicated by the resource unit
indication and the frequency band range indicated by the frequency band range indication may be
as follows.
[00355] When the frequency band range in which the MRU/RU indicated by the resource unit
indication is located is less than or equal to 80 MHz, the frequency band range indicated by the
frequency band range indication is 80 MHz in a bandwidth; or

when the frequency band range in which the MRU/RU indicated by the resource unit
indication is located is greater than 80 MHz and less than or equal to 160 MHz, the frequency band
range indicated by the frequency band range indication is 160 MHz in a bandwidth; or

when the frequency band range in which the MRU/RU indicated by the resource unit
indication is located is greater than 160 MHz and less than or equal to 240 MHz, the frequency
band range indicated by the frequency band range indication is 240 MHz or 320 MHz in a
bandwidth; or

when the frequency band range in which the MRU/RU indicated by the resource unit
indication is located is greater than 240 MHz and less than or equal to 320 MHz, the frequency
band range indicated by the frequency band range indication is 320 MHz in a bandwidth.
[00356] In this case, in the relationship between the MRU/RU indicated by the resource unit
indication and the frequency band range indicated by the frequency band range indication, the
number of indexes that need to be indicated by the resource unit indication may be determined

with reference to the RUs/MRUSs shown in FIG. 3 and FIG. 7 to FIG. 14, to obtain an index table
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shown in Table 7.

Table 7 Entries that can be indicated by the resource unit indication (B8 to B2)

B8 to B2 in the

resource unit

1 in 240 MHz in the

Number of
allocation subfield | RU size . Note B1 and BO
entries

(B8-B2 of RU
Allocation subfield)
0-35 26 36 36 in 80 MHz Indicate 80 MHz
36-51 52 16 16 in 80 MHz Indicate 80 MHz

8 in 80 MHz Indicate 80 MHz
52-59 106 8
60-63 242 4 4 in 80 MHz Indicate 80 MHz
64-65 484 2 2 in 80 MHz Indicate 80 MHz
66 996 1 1 in 80 MHz Indicate 80 MHz
67 2x996 1 1 in 160 MHz Indicate 160 MHz
68 4x996 1 1 in 320 MHz Indicate 320 MHz
69-80 52+26 12 12 in 80 MHz Indicate 80 MHz
81-88 106+26 8 8 in 80 MHz Indicate 80 MHz
89-92 484+242 4 4 in 80 MHz Indicate 80 MHz
93-96 996+484 4 4 in 160 MHz Indicate 160 MHz

6 in 240 MHz in an | Indicate 240 MHz

implementation 1 (or |in the

12 in 320 MHz in an | implementation 1
97-102 2x996+484 6

implementation 2) (or indicate 320

MHz in the
implementation 2)

41in 320 MHz in the | Indicate 320 MHz

103-106 3x996 4 implementation 2 (or |in the

implementation 2
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B8 to B2 in the
resource unit
Number of
allocation subfield | RU size Note B1 and BO
entries
(B8-B2 of RU
Allocation subfield)
implementation 1) (or indicate 240
MHz in the
implementation 1)
107-114 3x996+484 8 8 in 320 MHz Indicate 320 MHz
115-122 996+484+242 |8 8 in 160 MHz Indicate 320 MHz

[00357] When the frequency band range in which the RU/MRU indicated by the resource unit
indication is located is less than or equal to 80 MHz, the 80 MHz indicated by the frequency band
range indication is 80 MHz in which the RU/MRU is located. The number of entries corresponding
to each RU/MRU size is equal to the number of optional locations of an RU/MRU of the size in
the 80 MHz.

[00358] Therefore, as shown in Table 7, the number of indexes corresponding to the 26-tone
RU is equal to the number 36 of optional locations of the 26-tone RU in the 80 MHz, and each
index corresponds to one 26-tone RU in the 80 MHz.

[00359] As shown in Table 7, the number of indexes corresponding to the (52+26)-tone RU is
equal to the number of optional locations of the (52+26)-tone RU in the 80 MHz. As shown in FIG.
7, there are 12 (namely, 4*3) optional locations for the (52+26)-tone RU in the 80 MHz. Therefore,
the resource unit indication needs 12 indexes to respectively indicate all (52+26)-tone RUs in the
80 MHz.

[00360] As shown in Table 7, the number of indexes corresponding to the (106+26)-tone RU is
equal to the number of optional locations of the (106+26)-tone RU in the 80 MHz. As shown in
FIG. 8, there are eight optional locations for the (106+26)-tone RU in the 80 MHz. Therefore, the
resource unit indication needs eight indexes to respectively indicate all (106+26)-tone RUs in the
80 MHz.

[00361] As shown in Table 7, the number of indexes corresponding to the (484+242)-tone RU

is equal to the number of optional locations of the (484+242)-tone RU in the 80 MHz. As shown
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in FIG. 9, there are four optional locations for the (484+242)-tone RU in the 80 MHz. Therefore,
the resource unit indication needs four indexes to respectively indicate all (484+242)-tone RUs in
the 80 MHz.

[00362] When the frequency band range in which the RU/MRU indicated by the resource unit
indication is located is greater than 80 MHz and less than or equal to 160 MHz, the 160 MHz
indicated by the frequency band range indication is 160 MHz in which the RU/MRU is located.
The number of entries corresponding to each RU/MRU size is equal to the number of optional
locations of an RU/MRU of the size in the 160 MHz.

[00363] Therefore, as shown in Table 7, the number of indexes corresponding to the 2*996-tone
RU is equal to the number 1 of optional locations of the 2*¥*996-tone RU in the 160 MHz. Therefore,
the resource unit indication needs to indicate only one index, and the station may learn of the
allocated 2*996-tone RU with reference to the frequency band range indication.

[00364] As shown in Table 7, the number of indexes corresponding to the (996+484)-tone RU
is equal to the number 4 (as shown in FIG. 10) of optional locations of the (996+484)-tone RU in
the 160 MHz. Therefore, the resource unit indication needs four indexes to respectively indicate
all (996+484)-tone RUs in the 160 MHz.

[00365] There are two implementations for a case in which the frequency band range in which
the RU/MRU indicated by the resource unit indication is located is greater than 160 MHz and less
than or equal to 320 MHz. A 240 MHz frequency band range is introduced in the implementation
1, and no 240 MHz frequency band range is introduced in the implementation 2. The two
implementations are separately described below.

[00366] Implementation 1: There is a 240 MHz frequency band range for the frequency band
range indicated by the frequency band range indication.

[00367] When the frequency band range in which the RU/MRU indicated by the resource unit
indication is located is greater than 160 MHz and less than or equal to 240 MHz, the frequency
band range indicated by the frequency band range indication is 240 MHz, namely, 240 MHz in
which the RU/MRU is located. The number of entries corresponding to each RU/MRU size is
equal to the number of optional locations of an RU/MRU of the size in the 240 MHz.

[00368] The number of indexes corresponding to the (2*996+484)-tone RU is equal to the
number 6 (the number 6 of optional locations shown in FIG. 11) of optional locations of the

(2*996+484)-tone RU in the 240 MHz. Therefore, the resource unit indication needs six indexes
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(for example, the indexes 97 to 102 shown in Table 7) to respectively indicate all (2*996+484)-
tone RUs in the 240 MHz.

[00369] The number of indexes corresponding to the 3*996-tone RU is equal to the number 1
of optional locations of the 3*996-tone RU in the 240 MHz. Therefore, the resource unit indication
needs one index to indicate the 3*996-tone RU in the 240 MHz.

[00370] When the frequency band range in which the RU/MRU indicated by the resource unit
indication is located is greater than 240 MHz and less than or equal to 320 MHz, the frequency
band range indicated by the frequency band range indication is 320 MHz, namely, 320 MHz in
which the RU/MRU is located. The number of entries corresponding to each RU/MRU size is
equal to the number of optional locations of an RU/MRU of the size in the 320 MHz.

[00371] The number of indexes corresponding to the 4*996-tone RU is equal to the number 1
of optional locations of the 4*996-tone RU in the 320 MHz. Therefore, the resource unit indication
needs one index (for example, the index 68 shown in Table 7) to indicate the 4*996-tone RU.
[00372] The number of indexes corresponding to the (3*996+484)-tone RU is equal to the
number 8§ (as shown in FIG. 13) of optional locations of the (3*996+484)-tone RU in the 320 MHz.
Therefore, the resource unit indication needs eight indexes (for example, the indexes 107 to 114
shown in Table 7) to indicate all (3*996+484)-tone RUs in the 320 MHz.

[00373] The number of indexes corresponding to the (996+484+242)-tone RU is equal to the
number 8 (2*number 4 of optional locations shown in FIG. 14) of optional locations of the
(996+484+242)-tone RU in the 320 MHz. Therefore, the resource unit indication needs eight
indexes (for example, the indexes 115 to 122 shown in Table 7) to indicate all (996+484+242)-
tone RUs in the 320 MHz.

[00374] Implementation 2: There is no 240 MHz frequency band range for the frequency band
range indicated by the frequency band range indication.

[00375] When the frequency band range in which the RU/MRU indicated by the resource unit
indication is located is greater than 160 MHz and less than or equal to 320 MHz, the frequency
band range indicated by the frequency band range indication is 320 MHz, namely, 320 MHz in
which the RU/MRU is located. The number of entries corresponding to each RU/MRU size is
equal to the number of optional locations of an RU/MRU of the size in the 320 MHz.

[00376] The number of indexes corresponding to the (2*996+484)-tone RU is equal to the

number 12 (2*number 6 of optional locations shown in FIG. 11) of optional locations of the
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(2*996+484)-tone RU in the 320 MHz. Therefore, the resource unit indication needs 12 indexes
to respectively indicate all (2*¥*996+484)-tone RUs in the 320 MHz.

[00377] The number of indexes corresponding to the 4*996-tone RU is equal to the number 1
of optional locations of the 4*996-tone RU in the 320 MHz. Therefore, the resource unit indication
needs one index (for example, the index 68 shown in Table 7) to indicate the 4*996-tone RU.
[00378] The number of indexes corresponding to the 3*996-tone RU is equal to the number 4
(as shown in FIG. 12) of optional locations of the 3*996-tone RU in the 320 MHz. Therefore, the
resource unit indication needs four indexes (for example, the indexes 103 to 106 shown in Table
7) to indicate all 3*996-tone RUs in the 320 MHz.

[00379] The number of indexes corresponding to the (3*996+484)-tone RU is equal to the
number 8§ (as shown in FIG. 13) of optional locations of the (3*996+484)-tone RU in the 320 MHz.
Therefore, the resource unit indication needs eight indexes (for example, the indexes 107 to 114
shown in Table 7) to indicate all (3*996+484)-tone RUs in the 320 MHz.

[00380] The number of indexes corresponding to the (996+484+242)-tone RU is equal to the
number 8 (2*number 4 of optional locations shown in FIG. 14) of optional locations of the
(996+484+242)-tone RU in the 320 MHz. Therefore, the resource unit indication needs eight
indexes (for example, the indexes 115 to 122 shown in Table 7) to indicate all (996+484+242)-
tone RUs in the 320 MHz.

[00381] It may be learned that the two implementations affect the number of indexes
corresponding to each of the (2*¥*996+484)-tone RU and 3*996-tone RU. For example, in the
implementation 1, the number of indexes corresponding to the (2*996+484)-tone RU is 6, and the
number of indexes corresponding to the 3*996-tone RU is 1; and in the implementation 2, the
number of indexes corresponding to the (2*996+484)-tone RU is 12, and the number of indexes
corresponding to the 3*996-tone RU is 4.

[00382] In an implementation, indexes corresponding to RUs/MRUs of a same size may be
determined based on a one-to-one correspondence between the indexes in ascending order and
start frequencies of the RUs/MRUSs in ascending order. If start frequencies of a plurality of MRUs
are the same, an order of start frequencies of second RUs is used for determining, and so on. If
start frequencies of all RUs in the plurality of MRUs are the same, an order of sizes of last RUs
with a same start frequency is used for arrangement. For example, indexes corresponding to the

(2*996+484)-tone RU in the implementation 1 are the indexes 97 to 102, and start frequencies of
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all the following (2*996+484)-tone RUs in the 240 MHz are in ascending order: a first
combination in the second row in FIG. 11, a first combination in the third row in FIG. 11, a second
combination in the third row in FIG. 11, a first combination in the first row in FIG. 11, a second
combination in the second row in FIG. 11, and a second combination in the first row in FIG. 11.
Therefore, the index 97 represents the first combination in the second row in FIG. 11, an index 98
represents the first combination in the third row in FIG. 11, an index 99 represents the second
combination in the third row in FIG. 11, an index 100 represents the first combination in the first
row in FIG. 11, an index 101 represents the second combination in the second row in FIG. 11, and
the index 102 represents the second combination in the first row in FIG. 11.

[00383] In another implementation, indexes corresponding to RUs/MRUs of a same size may
be determined based on a one-to-one correspondence between the indexes in ascending order and
start frequencies, in ascending order, of punctured RUs (namely, RUs not included in the
RUs/MRUs) in a bandwidth in which the RUs/MRUSs are located. For example, in the 3%996-tone
RU shown in FIG. 12, a punctured RU in a bandwidth in which a 3*996-tone RU shown in the
first row is located has a lowest frequency, and therefore the 3*996-tone RU shown in the first row
corresponds to a smallest index; a punctured RU in a bandwidth in which a 3*996-tone RU shown
in the second row is located has a second lowest frequency, and therefore the 3*996-tone RU
shown in second first row corresponds to a second smallest index; a punctured RU in a bandwidth
in which a 3*996-tone RU shown in the third row is located has a second highest frequency, and
therefore the 3*996-tone RU shown in third first row corresponds to a second largest index; and a
punctured RU in a bandwidth in which a 3*996-tone RU shown in the fourth row is located has a
highest frequency, and therefore the 3*996-tone RU shown in the fourth row corresponds to a
largest index.

[00384] In still another implementation, indexes corresponding to RUs/MRUs of a same size
may be determined based on a one-to-one correspondence between the indexes in ascending order
and frequencies of weight RUs in the RUs/MRUSs in descending order. For example, in the 3*996-
tone RU shown in FIG. 12, all of three 996-tone RUs in a 3*¥996-tone RU shown in the first row
have a highest frequency, and therefore the 3*996-tone RU shown in the first row corresponds to
a smallest index; two 996-tone RUs in a 3*¥996-tone RU shown in the second row have a second
highest frequency, and therefore the 3*996-tone RU shown in the second row corresponds to a

second smallest index; one 996-tone RU in a 3¥*996-tone RU shown in the third row has a second
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lowest frequency, and therefore the 3*996-tone RU shown in the third row corresponds to a second
largest index; and all of three 996-tone RUs in a 3*996-tone RU shown in the fourth row have a
lowest frequency, and therefore the 3*996-tone RU shown in the fourth row corresponds to a
largest index.

[00385] It may be learned that in the resource unit indication method 310, when determining
the allocated RU/MRU based on the frequency band range indication and the resource unit
indication, the station may determine, based on a size of the RU/MRU corresponding to an index
indicated by the resource unit indication in Table 7, the frequency band range in which the
RU/MRU is located and that is indicated by the frequency band range indication, and then
determine, in the frequency band range, the RU/MRU corresponding to the index indicated by the
resource unit indication. It may be learned that the resource unit indication may directly indicate
the RU/MRU in the frequency band range. When more information is carried by using the
frequency band range indication, logic is simplified as much as possible, to help reduce processing
complexity of the station.

[00386] In addition, in the foregoing resource unit indication methods, the resource unit
allocation subfield occupies N bits, the frequency band range indication occupies a bit 0 to a bit x,
and the resource unit indication occupies a bit (x+1) to a bit N. A value of x is related to the
bandwidth and the frequency band range indicated by the frequency band range indication, and
both N and x are greater than 0. For example, x is equal to 1 in the resource unit indication method
110, x is equal to 2 in the resource unit indication method 120, or x is equal to 2 in the resource
unit indication method 310.

[00387] In addition, in the foregoing embodiments, locations of the frequency band range
indication and the resource unit indication in the N bits may be interchanged. That is, in the
foregoing embodiments, that first two or three bits indicate the frequency band range indication
and the remaining bits indicate the resource unit indication may be replaced as follows: First eight
or seven bits indicate the resource unit indication, and the remaining bits indicate the frequency
band range indication.

[00388] In addition, the "frequency band range" in this specification may also be referred to as
a "frequency range", and the frequency band range indication may also be referred to as a
frequency range indication. The frequency range or the frequency band range corresponds to a

continuous frequency.
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[00389] Embodiment 6: The resource unit indication method 410 is mainly described in
Embodiment 6.

[00390] This application further provides the resource unit indication method 410. In the
method, a resource unit allocation subfield corresponding to a station occupies N bits, and an index
indicated by the N bits directly represents an absolute location of a multi-resource unit MRU in a
bandwidth; and then the station may directly learn of the allocated MRU by querying a table based
on the index indicated by the N bits. In other words, in the method, the following distinction is no
longer made: A first part of bits indicates a frequency band range of a specific granularity, and a
second part of bits indicates a combination mode related to the frequency band range. Therefore,
the method may be referred to as a resource unit combination indication method. Therefore, logic
of the resource unit indication method in this application is more simplified, to further reduce
processing complexity of the station. The method is described below.

[00391] FIG. 19 is a schematic flowchart of the resource unit indication method 410 according
to this embodiment of this application. The resource unit indication method 410 shown in FIG. 19
may include but is not limited to the following steps.

[00392] S411. An access point determines a trigger frame.

[00393] The trigger frame includes a resource unit allocation subfield used to indicate to
allocate a resource to the station, the resource unit allocation subfield occupies N bits, and an index
indicated by the N bits directly represents an absolute location of a multi-resource unit MRU in a
bandwidth, where N is greater than 0.

[00394] S412. The access point sends the trigger frame.

[00395] S413. The station receives the trigger frame.

[00396] S414. The station determines the MRU directly corresponding to the index indicated
by the N bits, and uses the MRU as an MRU allocated to the station.

[00397] In step S414, the station may query a resource unit allocation table for the MRU
corresponding to the index indicated by the N bits, and use the MRU as the MRU allocated to the
station. The index indicated by the N bits is the N bits in the resource unit allocation subfield
corresponding to the station.

[00398] For example but not for limitation, the resource unit allocation table may be shown in
Table 8. The N bits are used to indicate an absolute location of each RU/MRU in the bandwidth,

where N is equal to 9, and are denoted as B0 to BS.
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Table 8 Resource unit allocation table

B8 to B0 in the resource unit RU size Number of entries
allocation subfield (B8—B0 of RU

Allocation subfield)

0-143 26 144
144-207 52 64
208-239 106 32
240-255 242 16
256-263 484 8
264-267 996 4
268-269 2x996 2

270 4x996 1
271-318 52+26 12*4
319-350 106+26 8*4
351-366 484+242 4*4
367-374 996+484 2%4
375-386 2x996+484 12=6*2
387-390 3x996 4
391-398 3x996+484 8
399414 996+484+242 8+8

[00399] Asshown in FIG. 3, there are 36 locations for the 26-tone RU in 80 MHz, and therefore
there are 144 (namely, 4*36) locations for the 26-tone RU in 320 MHz. Therefore, as shown in
Table 8, B8 to B0 need to indicate one of the indexes 0 to 143, to indicate one 26-tone RU.
[00400] As shown in FIG. 3, there are 16 locations for the 52-tone RU in 80 MHz, and therefore
there are 64 (namely, 4*16) locations for the 52-tone RU in 320 MHz. Therefore, B8 to B0 need
to indicate one of the indexes 144 to 207, to indicate one 52-tone RU.

[00401] As shown in FIG. 3, there are eight locations for the 106-tone RU in 80 MHz, and
therefore there are 32 (namely, 4*8) locations for the 106-tone RU in 320 MHz. Therefore, BS to

B0 need to indicate one of the indexes 144 to 207, to indicate one 106-tone RU.
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[00402] As shown in FIG. 3, there are four locations for the 242-tone RU in 80 MHz, and
therefore there are 16 (namely, 4*4) locations for the 242-tone RU in 320 MHz. Therefore, BS to
B0 need to indicate one of the indexes 240 to 255, to indicate one 242-tone RU.

[00403] As shown in FIG. 3, there are two locations for the 484-tone RU in 80 MHz, and
therefore there are eight (namely, 4*2) locations for the 484-tone RU in 320 MHz. Therefore, B8
to B0 need to indicate one of the indexes 256 to 263, to indicate one 484-tone RU.

[00404] Asshown in FIG. 3, there is one location for the 996-tone RU in 80 MHz, and therefore
there are four locations for the 996-tone RU in 320 MHz. Therefore, B8 to BO need to indicate one
of the indexes 264 to 267, to indicate one 996-tone RU.

[00405] The 2*996-tone RU cannot span two 160 MHz frequency band ranges, in other words,
a frequency band range in which the 2#996-tone RU is located can only be primary 160 MHz or
secondary 160 MHz, and therefore there are two locations for the 2*¥*996-tone RU in 320 MHz.
Therefore, B8 to B0 need to indicate one of the indexes 268 and 269, to indicate one 2*996-tone
RU.

[00406] There is only one 4*996-tone RU in 320 MHz. Therefore, B8 to BO may indicate one
index 270, so that the station may learn that the allocated RU is the 4*996-tone RU.

[00407] There are three combinations shown in FIG. 7 for the (52+26)-tone RU in 20 MHz, and
therefore there are 48 (namely, 16*3) combinations for the (52+26)-tone RU in 320 MHz.
Therefore, B8 to B0 need to indicate one of the indexes 271 to 318, to indicate one (52+26)-tone
RU.

[00408] There are two combinations shown in FIG. 8 for the (106+26)-tone RU in 20 MHz, and
therefore there are 32 (namely, 16*2) combinations for the (106+26)-tone RU in 320 MHz.
Therefore, B8 to B0 need to indicate one of the indexes 319 to 350, to indicate one (106+26)-tone
RU.

[00409] There are four combinations shown in FIG. 9 for the (484+242)-tone RU in 80 MHz,
and therefore there are 16 (namely, 4*4) combinations for the (484+242)-tone RU in 320 MHz.
Therefore, B8 to BO need to indicate one of the indexes 351 to 366, to indicate one (484+242)-
tone RU.

[00410] The (996+484)-tone RU may be located in primary 160 MHz or secondary 160 MHz,
and therefore there are four combinations shown in FIG. 10 for the (996+484)-tone RU in 160

MHz, and therefore there are eight (namely, 2*4) combinations for the (996+484)-tone RU in 320
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MHz. Therefore, B8 to B0 need to indicate one of the indexes 367 to 374, to indicate one
(996+484)-tone RU.

[00411] The (2*%996+484)-tone RU is transmitted in 240 MHz, and therefore can exist only in
240 MHz formed by puncturing lowest or highest 80 MHz in 320 MHz. There are six combinations
shown in FIG. 11 for the (2*996+484)-tone RU in the 240 MHz, and therefore there are 12 (namely,
2*6) combinations for the (2¥996+484)-tone RU in the 320 MHz. Therefore, B8 to B0 need to
indicate one of the indexes 375 to 386, to indicate one (2*996+484)-tone RU.

[00412] There are four combinations shown in FIG. 12 for the 3*996-tone RU in 320 MHz.
Therefore, B8 to B0 need to indicate one of the indexes 387 to 390, to indicate one 3*996-tone
RU.

[00413] There are eight combinations shown in FIG. 13 for the (3*996+484)-tone RU in 320
MHz. Therefore, B8 to BO need to indicate one of the indexes 391 to 398, to indicate one
(3*996+484)-tone RU.

[00414] When the (484+242)-tone RU is located in first 80 MHz in 160 MHz, there are four
combinations shown in FIG. 14 for the (996+484+242)-tone RU in the 160 MHz. Correspondingly,
when the (484+242)-tone RU is located in second 80 MHz in the 160 MHz, there are also four
combinations for the (996+484+242)-tone RU in the 160 MHz. Therefore, there are eight
combinations for the (996+484+242)-tone RU in the 160 MHz. In addition, the (996+484+242)-
tone RU can be located only in lowest 160 MHz or highest 160 MHz, and therefore there are 16
(namely, 2*8) combinations for the (996+484+242)-tone RU in 320 MHz. Therefore, BS to B0
need to indicate one of the indexes 399 to 414, to indicate one (996+484+242)-tone RU.

[00415] It may be learned that in the resource unit indication method 410, in the resource unit
allocation subfield, no distinction is made for a bit specifically used to indicate a specific frequency
band range, and the resource allocation table may be directly searched for the corresponding
RU/MRU based on the index indicated by the N bits in the resource unit allocation subfield.
Therefore, processing logic is greatly simplified, to help reduce processing complexity of the
station.

[00416] This application further provides a resource unit indication method. A difference
between the resource unit indication method and the resource unit indication method 410 lies in
that a resource unit allocation subfield occupies 8 bits, and the resource unit allocation subfield is

used to indicate an RU/MRU related to a 160 MHz frequency band range. A station may learn, by
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using another parameter or signaling, whether the 160 MHz that is related to the RU/MRU and
that is indicated by the resource unit allocation subfield is primary 160 MHz or secondary 160
MHz. If the 8 bits occupied by the resource unit allocation subfield are denoted as B7 to B0, B7
to B0 are used to indicate all RUs/MRUs in the primary 160 MHz or the secondary 160 MHz. For
example, the RUs/MRUs indicated by B7 to BO may be shown in Table 9.

Table 9 Resource unit allocation table

B7 to B0 in the resource unit RU size Number of entries
allocation subfield (B7-B0 of the

RU Allocation subfield)

0-71 26 36*2
72—-103 52 16*2
104-119 106 8*2
120-127 242 4*2
128-131 484 2%2
132-133 996 1*2
134 2x996 1
135 4x996 1
136-159 52+26 12*2
160-175 106+26 8*2
176-183 484+242 4%2
184—-187 996+484 4
188—-199 2x996+484 12
200-203 3%x996 4
204-211 3x996+484 8
212-219 996+484+242 8

[00417] Asshown in FIG. 3, there are 36 locations for the 26-tone RU in 80 MHz, and therefore
there are 72 (namely, 2*36) locations for the 26-tone RU in the 160 MHz. Therefore, as shown in
Table 9, B7 to BO need to indicate one of the indexes 0 to 71, to indicate one 26-tone RU.

[00418] Asshown in FIG. 3, there are 16 locations for the 52-tone RU in 80 MHz, and therefore
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there are 32 (namely, 2*16) locations for the 52-tone RU in the 160 MHz. Therefore, B7 to B0
need to indicate one of the indexes 72 to 103, to indicate one 52-tone RU.

[00419] As shown in FIG. 3, there are eight locations for the 106-tone RU in 80 MHz, and
therefore there are 16 (namely, 2*8) locations for the 106-tone RU in the 160 MHz. Therefore, B7
to BO need to indicate one of the indexes 104 to 119, to indicate one 106-tone RU.

[00420] As shown in FIG. 3, there are four locations for the 242-tone RU in 80 MHz, and
therefore there are eight (namely, 2*4) locations for the 242-tone RU in the 160 MHz. Therefore,
B7 to B0 need to indicate one of the indexes 120 to 127, to indicate one 242-tone RU.

[00421] As shown in FIG. 3, there are two locations for the 484-tone RU in 80 MHz, and
therefore there are four (namely, 2*2) locations for the 484-tone RU in the 160 MHz. Therefore,
B7 to B0 need to indicate one of the indexes 128 to 131, to indicate one 484-tone RU.

[00422] Asshown in FIG. 3, there is one location for the 996-tone RU in 80 MHz, and therefore
there are two locations for the 996-tone RU in the 160 MHz. Therefore, B7 to B0 need to indicate
one of the indexes 132 and 133, to indicate one 996-tone RU.

[00423] The 2*996-tone RU cannot span two 160 MHz frequency band ranges, in other words,
a frequency band range in which the 2*996-tone RU is located can only be the primary 160 MHz
or the secondary 160 MHz, and therefore there is one location for the 2*996-tone RU in the 160
MHz. Therefore, B7 to B0 need to indicate the index 134, to indicate the 2*996-tone RU.

[00424] There is only one 4*996-tone RU in 320 MHz. Therefore, B7 to BO may indicate one
index 135, so that the station may learn that the allocated RU is the 4*996-tone RU.

[00425] There are three combinations shown in FIG. 7 for the (52+26)-tone RU in 20 MHz, and
therefore there are 24 (namely, 8*3) combinations for the (52+26)-tone RU in the 160 MHz.
Therefore, B7 to B0 need to indicate one of the indexes 136 to 159, to indicate one (52+26)-tone
RU.

[00426] There are two combinations shown in FIG. 8 for the (106+26)-tone RU in 20 MHz, and
therefore there are 16 (namely, 8*2) combinations for the (106+26)-tone RU in the 160 MHz.
Therefore, B7 to B0 need to indicate one of the indexes 160 to 175, to indicate one (106+26)-tone
RU.

[00427] There are four combinations shown in FIG. 9 for the (484+242)-tone RU in 80 MHz,
and therefore there are eight (namely, 2*4) combinations for the (484+242)-tone RU in the 160

MHz. Therefore, B7 to BO need to indicate one of the indexes 176 to 183, to indicate one
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(484+242)-tone RU.

[00428] The (996+484)-tone RU may be located in the primary 160 MHz or the secondary 160
MHz, and therefore there are four combinations shown in FIG. 10 for the (996+484)-tone RU in
the 160 MHz. Therefore, B7 to B0 need to indicate one of the indexes 184 to 187, to indicate one
(996+484)-tone RU.

[00429] The (2*996+484)-tone RU is transmitted in 240 MHz, and therefore can exist only in
240 MHz formed by puncturing lowest or highest 80 MHz in 320 MHz. There are six combinations
shown in FIG. 11 for the (2*¥*996+484)-tone RU in the 240 MHz, and therefore there are 12 (namely,
2*6) combinations for the (2*996+484)-tone RU in the 320 MHz. All of the 12 combinations of
the (2*996+484)-tone RU overlap the primary 160 MHz or the secondary 160 MHz, and therefore
there are 12 combinations for the (2*¥996+484)-tone RU in the 160 MHz. Therefore, B7 to BO need
to indicate one of the indexes 188 to 195, to indicate one (2*996+484)-tone RU.

[00430] There are four combinations shown in FIG. 12 for the 3*996-tone RU in 320 MHz, and
all of the four combinations are in the primary 160 MHz or the secondary 160 MHz. Therefore,
there are four combinations for the 3*996-tone RU in the 160 MHz. Therefore, B7 to B0 need to
indicate one of the indexes 200 to 203, to indicate one 3*996-tone RU.

[00431] There are eight combinations shown in FIG. 13 for the (3*996+484)-tone RU in 320
MHz, and all of the eight combinations are in the primary 160 MHz or the secondary 160 MHz.
Therefore, B7 to B0 need to indicate one of the indexes 204 to 211, to indicate one (3%996+484)-
tone RU.

[00432] When the (484+242)-tone RU is located in first 80 MHz in the 160 MHz, there are four
combinations shown in FIG. 14 for the (996+484+242)-tone RU in the 160 MHz. Correspondingly,
when the (484+242)-tone RU is located in second 80 MHz in the 160 MHz, there are also four
combinations for the (996+484+242)-tone RU in the 160 MHz. Therefore, there are eight
combinations for the (996+484+242)-tone RU in the 160 MHz. Therefore, B7 to B0 need to
indicate one of the indexes 212 to 219, to indicate one (996+484+242)-tone RU.

[00433] It may be learned that in the resource unit indication method, 8 bits in the resource unit
allocation subfield may be used to indicate all the RU/MRUs in the 160 MHz. Therefore, the
number of required bits is reduced, and signaling overheads are reduced.

[00434] In the foregoing embodiments, the descriptions of each embodiment have respective

focuses. For a part that is not described in detail in an embodiment, refer to related descriptions in
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other embodiments. In addition, different embodiments may be combined to indicate the RU/MRU
allocated to the station. For example, in the resource unit indication method 210 or the resource
unit indication method 220, content related to the resource unit indication and the frequency band
range indication is applicable to allocation of some MRUs in the resource unit indication method
110 or the resource unit indication method 120. For example, when the description, in the resource
unit indication method 210, indicating that if the frequency band range indicated by the frequency
band range indication is the first 80 MHz in the 320 MHz, the MRU indicated by the resource unit
indication is the 3*996-tone RU corresponding to the second 80 MHz to the fourth 80 MHz other
than the first 80 MHz in the 320 MHz is applied to the resource unit indication method 110, the
indexes 99 to 101 shown in Table 4 may be replaced with the index 99. In this way, the station
may determine a location of the allocated 3*996-tone RU with reference to a meaning of the
frequency band range indication in the resource unit indication method 210.

[00435] Therefore, each RU/MRU size, a corresponding index arrangement order, and the
number of indexes in Table 4, Table 6, Table 8, or Table 9 are not fixed, and corresponding changes
may be made with reference to the foregoing embodiments. In addition, Table 3 and Table 4 are
independent of each other, and Table 5 and Table 6 are independent of each other. As described
above, meanings of frequency band range indications corresponding to some RUs/MRUs in Table
4 may be different from those in Table 3.

[00436] In the foregoing embodiments provided in this application, the methods provided in
embodiments of this application are described from the perspectives of the access point and the
station. To implement functions in the methods provided in the foregoing embodiments of this
application, the access point and the station may each include a hardware structure and/or a
software module, to implement the foregoing functions by using the hardware structure, the
software module, or a combination of the hardware structure and the software module. A function
in the foregoing functions may be performed in a manner of the hardware structure, the software
module, or a combination of the hardware structure and the software module.

[00437] FIG. 20 is a schematic diagram of a structure of a communication apparatus 500
according to an embodiment of this application. The communication apparatus 500 shown in FIG.
20 may include a communication unit 501 and a processing unit 502. The communication unit 501
may include a sending unit and a receiving unit. The sending unit is configured to implement a

sending function, the receiving unit is configured to implement a receiving function, and the
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communication unit 501 may implement a sending function and/or a receiving function. The
communication unit may also be described as a transceiver unit.

[00438] The communication apparatus 500 may be a station, an apparatus in a station, an access
point, or an apparatus in an access point.

[00439] In an implementation, the communication apparatus 500 may perform a related
operation performed by the station in the resource unit indication method 110 in the foregoing
method embodiment, and the communication apparatus 500 may include the communication unit
501 and the processing unit 502.

[00440] The communication unit 501 is configured to receive a trigger frame from an access
point.

[00441] The processing unit 502 is configured to determine an allocated RU/MRU based on a
frequency band range indication and a resource unit indication.

[00442]  Alternatively, the communication apparatus 500 may perform a related operation
performed by the access point in the resource unit indication method 110 in the foregoing method
embodiment. The processing unit 502 is configured to determine a trigger frame. The
communication unit 501 is configured to send the trigger frame.

[00443] In this implementation, the trigger frame includes a resource unit allocation subfield
used to indicate to allocate a resource to a station. The resource unit allocation subfield includes a
frequency band range indication and a resource unit indication. The resource unit indication is
used to indicate an RU/MRU allocated to the station. The frequency band range indication is used
to indicate 80 MHz in which a smallest RU in the RU/MRU indicated by the resource unit
indication is located.

[00444] It may be learned that the communication apparatus 500 can allocate the MRU to the
station, so that the MRU is more flexibly allocated, to help improve frequency band utilization. In
addition, the 80 MHz indicated by the frequency band range indication is 80 MHz in which the
smallest RU in the MRU is located. In comparison with a manner in which the frequency band
range indication indicates only lowest 80 MHz related to the MRU, the communication apparatus
500 helps reduce the number of indexes required for the resource unit indication to indicate each
MRU.

[00445] In another implementation, the communication apparatus 500 may perform a related

operation performed by the station in the resource unit indication method 120 in the foregoing
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method embodiment, and the communication apparatus 500 may include the communication unit
501 and the processing unit 502.

[00446] The communication unit 501 is configured to receive a trigger frame from an access
point.

[00447] The processing unit 502 is configured to determine an allocated RU/MRU based on a
frequency band range indication and a resource unit indication.

[00448] Alternatively, the communication apparatus 500 may perform a related operation
performed by the access point in the resource unit indication method 120 in the foregoing method
embodiment. The processing unit 502 is configured to determine a trigger frame. The
communication unit 501 is configured to send the trigger frame.

[00449] In this implementation, the trigger frame includes a resource unit allocation subfield
used to indicate to allocate a resource to a station. The resource unit allocation subfield includes a
frequency band range indication and a resource unit indication. The resource unit indication is
used to indicate an RU/MRU allocated to the station. The frequency band range indication is used
to indicate 40 MHz in which a smallest RU in the RU/MRU indicated by the resource unit
indication is located.

[00450] It may be learned that the communication apparatus 500 can allocate the MRU to the
station, so that the MRU is more flexibly allocated, to help improve frequency band utilization. In
addition, the 40 MHz indicated by the frequency band range indication is 40 MHz in which the
smallest RU in the MRU is located. In comparison with a manner in which the frequency band
range indication indicates only lowest 80 MHz related to the MRU, the communication apparatus
500 helps reduce the number of indexes required for the resource unit indication to indicate each
MRU.

[00451] In still another implementation, the communication apparatus 500 may perform a
related operation performed by the station in the resource unit indication method 210 in the
foregoing method embodiment, and the communication apparatus 500 may include the
communication unit 501 and the processing unit 502.

[00452] The communication unit 501 is configured to receive a trigger frame from an access
point.

[00453] The processing unit 502 is configured to determine an allocated RU/MRU based on a

frequency band range indication and a resource unit indication.
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[00454] Alternatively, the communication apparatus 500 may perform a related operation
performed by the access point in the resource unit indication method 210 in the foregoing method
embodiment. The processing unit 502 is configured to determine a trigger frame. The
communication unit 501 is configured to send the trigger frame.

[00455] In this implementation, the trigger frame includes a resource unit allocation subfield
used to indicate to allocate a resource to a station, the resource unit allocation subfield includes a
frequency band range indication and a resource unit indication, the resource unit indication is used
to indicate a multi-resource unit MRU allocated to the station, and the frequency band range
indication is used to indicate a frequency band range, in a bandwidth, in which some or all of
resource units RUs other than the MRU are located.

[00456] It may be learned that in the communication apparatus 500, the MRU that needs to be
indicated by the resource unit indication is determined from a frequency band range less than the
bandwidth. Therefore, in comparison with a case in which the MRU that needs to be indicated by
the resource unit indication is determined from a frequency band range corresponding to the
bandwidth, the number of indexes that need to be indicated by the resource unit indication is
reduced.

[00457] In still another implementation, the communication apparatus 500 may perform a
related operation performed by the station in the resource unit indication method 220 in the
foregoing method embodiment, or the communication apparatus 500 may perform a related
operation performed by the access point in the resource unit indication method 220 in the foregoing
method embodiment. A difference between a trigger frame in this implementation and the trigger
frame in the resource unit indication method 210 lies in that in this implementation, a resource unit
indication is used to indicate a multi-resource unit MRU allocated to a station, a frequency band
range indication is used to indicate a frequency band range, and the MRU includes remaining RUs
in a frequency band range, in a bandwidth, other than the frequency band range indicated by the
frequency band range indication.

[00458] It may be learned that the MRU indicated by the resource unit indication is a
combination of the remaining RUs in the frequency band range, in the bandwidth, other than the
frequency band range indicated by the frequency band range indication. Therefore, in comparison
with a case in which the MRU that needs to be indicated by the resource unit indication is

determined from a frequency band range corresponding to the bandwidth, the communication
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apparatus 500 helps reduce the number of indexes that need to be indicated by the resource unit
indication.

[00459] In still another implementation, the communication apparatus 500 may perform a
related operation performed by the station in the resource unit indication method 310 in the
foregoing method embodiment, and the communication apparatus 500 may include the
communication unit 501 and the processing unit 502.

[00460] The communication unit 501 is configured to receive a trigger frame from an access
point.

[00461] The processing unit 502 is configured to determine an allocated RU/MRU based on a
frequency band range indication and a resource unit indication.

[00462] Alternatively, the communication apparatus 500 may perform a related operation
performed by the access point in the resource unit indication method 310 in the foregoing method
embodiment. The processing unit 502 is configured to determine a trigger frame. The
communication unit 501 is configured to send the trigger frame.

[00463] In this implementation, the trigger frame includes a resource unit allocation subfield
used to indicate to allocate a resource to a station, the resource unit allocation subfield includes a
frequency band range indication and a resource unit indication, the resource unit indication is used
to indicate a multi-resource unit MRU allocated to the station, and the frequency band range
indication is used to indicate a frequency band range in which the MRU indicated by the resource
unit indication is located.

[00464] It may be learned that in the communication apparatus 500, the resource unit indication
may indicate only an RU/MRU in the frequency band range, and therefore the number of indexes
that need to be indicated by the resource unit indication to indicate MRUs of the size is reduced.
In other words, in the communication apparatus 500, the frequency band range indication may
carry more information, and logic of the resource unit indication is simplified as much as possible,
to help reduce processing complexity of the station.

[00465] In still another implementation, the communication apparatus 500 may perform a
related operation performed by the station in the resource unit indication method 410 in the
foregoing method embodiment, and the communication apparatus 500 may include the
communication unit 501 and the processing unit 502.

[00466] The communication unit 501 is configured to receive a trigger frame from an access
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point.

[00467] The trigger frame includes a resource unit allocation subfield used to indicate to
allocate a resource to a station, the resource unit allocation subfield occupies N bits, and an index
indicated by the N bits directly represents an absolute location of a multi-resource unit MRU in a
bandwidth, where N is greater than 0.

[00468] The processing unit 502 is configured to: determine the MRU directly corresponding
to the index indicated by the N bits, and use the MRU as an MRU allocated to the station.
[00469] Alternatively, the communication apparatus 500 may perform a related operation
performed by the access point in the resource unit indication method 410 in the foregoing method
embodiment. The processing unit 502 is configured to determine a trigger frame. The
communication unit 501 is configured to send the trigger frame. The trigger frame includes a
resource unit allocation subfield used to indicate to allocate a resource to a station, the resource
unit allocation subfield occupies N bits, and an index indicated by the N bits directly represents an
absolute location of a multi-resource unit MRU in a bandwidth, where N is greater than 0.
[00470] It may be learned that in the communication apparatus 500, in the resource unit
allocation subfield, no distinction is made for a bit specifically used to indicate a specific frequency
band range, and the corresponding MRU may be directly searched for based on the index indicated
by the N bits in the resource unit allocation subfield. Therefore, processing logic is greatly
simplified, to help reduce processing complexity of the station.

[00471] In addition, the communication apparatus may perform a related implementation in any
one of the foregoing method embodiments. Details are not described herein.

[00472] FIG. 21 a schematic diagram of a structure of a communication apparatus 600
according to an embodiment of this application. The communication apparatus 600 may be an
access point, a station, or a chip, a chip system, a processor, or the like that supports an access
point in implementing the foregoing method, or may be a chip, a chip system, a processor, or the
like that supports a station in implementing the foregoing method. The communication apparatus
may be configured to implement the methods described in the foregoing method embodiments.
For details, refer to the descriptions in the foregoing method embodiments.

[00473] The communication apparatus 600 may include one or more processors 601. The
processor 601 may be a general-purpose processor, a dedicated processor, or the like. The

processor 601 may be configured to: control the communication apparatus (for example, an access
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point, an access point chip, a station, or a station chip), execute a software program, and process
data of the software program.

[00474] Optionally, the communication apparatus 600 may include one or more memories 602.
The memory stores instructions 604, and the instructions may be run on the processor 601, so that
the communication apparatus 600 is enabled to execute the methods described in the foregoing
method embodiments. Optionally, the memory 602 may further store data. The processor 601 and
the memory 602 may be separately disposed, or may be integrated together.

[00475] Optionally, the communication apparatus 600 may further include a transceiver 605
and an antenna 606. The transceiver 605 may be referred to as a transceiver unit, a transceiver, a
transceiver circuit, or the like, and is configured to implement a transceiver function. The
transceiver 605 may include a receiver and a transmitter. The receiver may be referred to as a
receiving machine, a receiver circuit, or the like, and is configured to implement a receiving
function. The transmitter may be referred to as a transmitting machine, a transmitter circuit, or the
like, and is configured to implement a sending function.

[00476] In an implementation, the communication apparatus 600 may be a station, an apparatus
in a station, or the like.

[00477] In this implementation, in the communication apparatus 600, the transceiver 605 is
configured to: perform the operation in S113 in FIG. 6, perform the operation in S123 in FIG. 15,
perform the operation in S213 in FIG. 16, perform the operation in S223 in FIG. 17, perform the
operation in S313 in FIG. 18, and perform the operation in S413 in FIG. 19; and the processor 601
is configured to: perform the operation in S114 in FIG. 6, perform the operation in S124 in FIG.
15, perform the operation in S214 in FIG. 16, perform the operation in S224 in FIG. 17, perform
the operation in S314 in FIG. 18, and perform the operation in S414 in FIG. 19.

[00478] In another implementation, the communication apparatus 600 may be an access point,
an apparatus in an access point, or the like.

[00479] In this implementation, in the communication apparatus 600, the transceiver 605 is
configured to: perform the operation in S112 in FIG. 6, perform the operation in S122 in FIG. 15,
perform the operation in S212 in FIG. 16, perform the operation in S222 in FIG. 17, perform the
operation in S312 in FIG. 18, and perform the operation in S412 in FIG. 19; and the processor 601
is configured to: perform the operation in S111 in FIG. 6, perform the operation in S121 in FIG.

15, perform the operation in S211 in FIG. 16, perform the operation in S221 in FIG. 17, perform
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the operation in S311 in FIG. 18, and perform the operation in S411 in FIG. 19.

[00480] It may be learned that the communication apparatus 600 can allocate the MRU to the
station, so that the MRU is more flexibly allocated, to help improve frequency band utilization. In
addition, a frequency band range indication in this application carries more information, and
therefore the number of indexes required for a resource unit indication to indicate each MRU is
reduced. Alternatively, the communication apparatus 600 performs a related operation in FIG. 19,
to simplify processing logic, so as to alleviate a processing burden of the station.

[00481] For related content of this implementation, refer to related content of the foregoing
method embodiments. Details are not described herein again.

[00482] In another possible design, the transceiver may be a transceiver circuit, an interface, or
an interface circuit. A transceiver circuit, an interface, or an interface circuit configured to
implement the sending function and the receiving function may be separated, or may be integrated.
The transceiver circuit, the interface, or the interface circuit may be configured to read and write
code or data. Alternatively, the transceiver circuit, the interface, or the interface circuit may be
configured to transmit or transfer a signal.

[00483] In still another possible design, optionally, the processor 601 may store instructions
603. When the instructions 603 are run on the processor 601, the communication apparatus 600
may be enabled to perform the methods described in the foregoing method embodiments. The
instructions 603 may be fixed in the processor 601. In this case, the processor 601 may be
implemented by hardware.

[00484] In another possible design, the communication apparatus 600 may include a circuit.
The circuit may implement a sending, receiving, or communication function in the foregoing
method embodiments.

[00485] The processor and the transceiver that are described in this application may be
implemented on an integrated circuit (integrated circuit, IC), an analog IC, a radio frequency
integrated circuit RFIC, a hybrid signal IC, an application-specific integrated circuit (application-
specific integrated circuit, ASIC), a printed circuit board (printed circuit board, PCB), an electronic
device, or the like.

[00486] The communication apparatus in the foregoing embodiment may be an access point or
a station. However, a scope of the communication apparatus described in this application is not

limited thereto, and a structure of the communication apparatus may not be limited by FIG. 21.
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The communication apparatus may be an independent device or a part of a relatively large device.
For example, the communication apparatus may be:

(1) an independent integrated circuit IC, a chip, or a chip system or subsystem,;

(2) a set including one or more ICs, where optionally, the IC set may further include a
storage component configured to store data and instructions;

(3) an ASIC, for example, a modem (Modem);

(4) a module that can be embedded in another device;

(5) a receiver, an intelligent terminal, a wireless device, a handset, a mobile unit, a
vehicle-mounted device, a cloud device, an artificial intelligence device, or the like; or

(6) others, or the like.
[00487] In a case in which the communication apparatus may be a chip or a chip system, refer
to a schematic diagram of a structure of a chip shown in FIG. 22. The chip 700 shown in FIG. 22
includes a processor 701 and an interface 702. There may be one or more processors 701, and there
may be a plurality of interfaces 702.
[00488] In a case in which the chip is configured to implement a function of the station in
embodiments of this application,

the interface 702 is configured to: perform the operation in S113 in FIG. 6, perform the
operation in S123 in FIG. 15, perform the operation in S213 in FIG. 16, perform the operation in
S223 in FIG. 17, perform the operation in S313 in FIG. 18, and perform the operation in S413 in
FIG. 19. The processor 701 is configured to: perform the operation in S104 in FIG. 6, perform the
operation in S124 in FIG. 15, perform the operation in S214 in FIG. 16, perform the operation in
S224 in FIG. 17, perform the operation in S314 in FIG. 18, and perform the operation in S414 in
FIG. 19.
[00489] In a case in which the chip is configured to implement a function of the access point in
embodiments of this application,

the interface 702 is configured to: perform the operation in S112 in FIG. 6, perform the
operation in S122 in FIG. 15, perform the operation in S212 in FIG. 16, perform the operation in
S222 in FIG. 17, perform the operation in S312 in FIG. 18, and perform the operation in S412 in
FIG. 19. The processor 701 is configured to: perform the operation in S111 in FIG. 6, perform the
operation in S121 in FIG. 15, perform the operation in S211 in FIG. 16, perform the operation in

S221 in FIG. 17, perform the operation in S311 in FIG. 18, and perform the operation in S411 in
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FIG. 19.

[00490] It may be learned that the chip can allocate the MRU to the station, so that the MRU is
more flexibly allocated, to help improve frequency band utilization. In addition, a frequency band
range indication in this application carries more information, and therefore the number of indexes
required for a resource unit indication to indicate each MRU is reduced. Alternatively, the chip
performs a related operation in FIG. 19, to simplify processing logic, so as to alleviate a processing
burden of the station.

[00491] Optionally, the chip further includes a memory 703 coupled to the processor 701, and
the memory 703 is configured to store program instructions and data that are necessary for a
terminal device.

[00492] For related content of this implementation, refer to related content of the foregoing
method embodiments. Details are not described herein again.

[00493] A person skilled in the art may further understand that various illustrative logical blocks
(illustrative logical blocks) and steps (steps) that are listed in embodiments of this application may
be implemented by using electronic hardware, computer software, or a combination thereof.
Whether the functions are implemented by using hardware or software depends on particular
applications and a design requirement of an entire system. A person skilled in the art may use
various methods to implement the described functions for each particular application, but it should
not be considered that the implementation goes beyond the scope of embodiments of this
application.

[00494]  This application further provides a computer-readable storage medium. The computer-
readable storage medium stores a computer program. When the computer-readable storage
medium is executed by a computer, functions of any one of the foregoing method embodiments
are implemented.

[00495] This application further provides a computer program product. When the computer
program product is executed by a computer, functions of any one of the foregoing method
embodiments are implemented.

[00496] All or some of the foregoing embodiments may be implemented by using software,
hardware, firmware, or any combination thereof. When software is used to implement
embodiments, all or some of embodiments may be implemented in a form of a computer program

product. The computer program product includes one or more computer instructions. When the
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computer instructions are loaded and executed on a computer, the procedure or functions according
to embodiments of this application are all or partially generated. The computer may be a general-
purpose computer, a dedicated computer, a computer network, or another programmable apparatus.
The computer instructions may be stored in a computer-readable storage medium or may be
transmitted from a computer-readable storage medium to another computer-readable storage
medium. For example, the computer instructions may be transmitted from a website, computer,
server, or data center to another website, computer, server, or data center in a wired (for example,
a coaxial cable, an optical fiber, or a digital subscriber line (digital subscriber line, DSL)) or
wireless (for example, infrared, radio, or microwave) manner. The computer-readable storage
medium may be any usable medium accessible by the computer, or a data storage device, for
example, a server or a data center, integrating one or more usable media. The usable medium may
be a magnetic medium (for example, a floppy disk, a hard disk, or a magnetic tape), an optical
medium (for example, a high-dense digital video disc (digital video disc, DVD)), a semiconductor
medium (for example, a solid-state drive (solid-state drive, SSD)), or the like.

[00497] A person of ordinary skill in the art may understand that various numbers such as "first"
and "second" in this application are merely used for differentiation for ease of description, and are
not used to limit the scope of embodiments of this application, or represent a sequence.

[00498] The correspondences shown in the tables in this application may be configured, or may
be predefined. Values of the information in the tables are merely examples, and other values may
be configured. This is not limited in this application. When a correspondence between information
and each parameter is configured, not all correspondences shown in the tables need to be
configured. For example, in the tables in this application, correspondences shown in some rows
may alternatively not be configured. For another example, proper deformations and adjustments
such as splitting and combination may be performed on the foregoing tables. Names of the
parameters shown in titles of the foregoing tables may also be other names that can be understood
by a communication apparatus, and values or representation manners of the parameters may also
be other values or representation manners that can be understood by the communication apparatus.
During implementation of the foregoing tables, another data structure such as an array, a queue, a
container, a stack, a linear table, a pointer, a linked list, a tree, a graph, a structure, a class, a pile,
or a hash table may be used.

non non

[00499] "Predefine" in this application may be understood as "define", "predefine", "store",

237



10

15

nn nn nn

"pre-store", "pre-negotiate", "pre-configure", "solidify", or "pre-burn".

[00500] A person of ordinary skill in the art may be aware that, in combination with the
examples described in embodiments disclosed in this specification, units and algorithm steps may
be implemented by electronic hardware or a combination of computer software and electronic
hardware. Whether the functions are performed by hardware or software depends on particular
applications and design constraints of the technical solutions. A person skilled in the art may use
different methods to implement the described functions for each particular application, but it
should not be considered that the implementation goes beyond the scope of this application.
[00501] It may be clearly understood by a person skilled in the art that, for the purpose of
convenient and brief description, for a detailed working process of the foregoing systems,
apparatuses, and units, refer to a corresponding process in the foregoing method embodiments.
Details are not described herein again.

[00502] The foregoing descriptions are merely specific implementations of this application, but
are not intended to limit the protection scope of this application. Any variation or replacement
readily figured out by a person skilled in the art within the technical scope disclosed in this
application shall fall within the protection scope of this application. Therefore, the protection scope

of this application shall be subject to the protection scope of the claims.
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What is claimed is:

1. Aresource unit indication method, wherein the method comprises:

receiving, by a station, a trigger frame from an access point, wherein the trigger frame
comprises a resource unit allocation subfield that indicates to allocate a resource to the station, the
resource unit allocation subfield uses a mode of 7 bits and 2 bits, the 2 bits indicate a location of
specific 80 MHz, and the 7 bits indicate that the 2 bits are used to determine a specific location of
a resource unit RU/multiple resource unit MRU in a specific 80 MHz case, wherein

a primary/secondary indication of the 2 bits is a bit BS and a bit B0, and an indication form
of the 2 bits (BSBO) is: 00 indicates primary (Primary) 80 MHz (P80MHz), 01 indicates secondary
(Secondary) 80 MHz (S80MHz), 10 indicates lower 80 MHz in secondary 160 MHz (S160 MHz),
and 11 indicates higher 80 MHz in the secondary 160 MHz (S160 MHz2);

determining, by the station, an absolute indication corresponding to the primary/secondary
indication of the 2 bits; and

determining, by the station based on the absolute indication and a value of the 7 bits, the
RU/MRU allocated to the station.

2. A resource unit indication method, wherein the method comprises:

determining, by an access point, a trigger frame, wherein the trigger frame comprises a
resource unit allocation subfield that indicates to allocate a resource to a station, the resource unit
allocation subfield uses a mode of 7 bits and 2 bits, the 2 bits indicate a location of specific 80
MHz, and the 7 bits indicate that the 2 bits are used to determine a specific location of a resource
unit RU/multiple resource unit MRU in a specific 80 MHz case, wherein

a primary/secondary indication of the 2 bits is a bit BS and a bit B0, and an indication form
of the 2 bits (BSBO) is: 00 indicates primary (Primary) 80 MHz (P80MHz), 01 indicates secondary
(Secondary) 80 MHz (S80MHz), 10 indicates lower 80 MHz in secondary 160 MHz (S160 MHz),
and 11 indicates higher 80 MHz in the secondary 160 MHz (S160 MHz);

sending, by the access point, the trigger frame.

3. The method according to claim 1 or 2, wherein the primary/secondary indication of the 2
bits indicates four primary/secondary cases of a location of the primary 80 MHz in 320 MHz:
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case a: the primary 80 MHz is in lowest 80 MHz at an absolute frequency;

case b: the primary 80 MHz is in second lowest 80 MHz at the absolute frequency;

case c: the primary 80 MHz is in second highest 80 MHz at the absolute frequency; and

case d: the primary 80 MHz is in highest 80 MHz at the absolute frequency, wherein

in the case a, a primary/secondary indication of the 2 bits 00 indicates the primary 80 MHz,
and corresponds to an absolute indication of the 2 bits 00 that indicates the lowest 80 MHz that is
at the absolute frequency; a primary/secondary indication of the 2 bits 01 indicates the secondary
80 MHz, and corresponds to an absolute indication of the 2 bits 01 that indicates the second lowest
80 MHz that is at the absolute frequency; a primary/secondary indication of the 2 bits 10 indicates
the 3980 MHz, and corresponds to an absolute indication of the 2 bits 10 that indicates the second
highest 80 MHz that is at the absolute frequency; and a primary/secondary indication of the 2 bits
11 indicates the 4" 80 MHz, and corresponds to an absolute indication of the 2 bits 11 that indicates
the highest 80 MHz that is at the absolute frequency;

in the case b, a primary/secondary indication of the 2 bits 00 indicates the primary 80 MHz,
and corresponds to an absolute indication of the 2 bits 00 that indicates the second lowest 80 MHz
that is at the absolute frequency; a primary/secondary indication of the 2 bits 01 indicates the
secondary 80 MHz, and corresponds to an absolute indication of the 2 bits 01 that indicates the
lowest 80 MHz that is at the absolute frequency; a primary/secondary indication of the 2 bits 10
indicates the 3™ 80 MHz, and corresponds to an absolute indication of the 2 bits 10 that indicates
the second highest 80 MHz that is at the absolute frequency; and a primary/secondary indication
of the 2 bits 11 indicates the 4" 80 MHz, and corresponds to an absolute indication of the 2 bits 11
that indicates the highest 80 MHz that is at the absolute frequency;

in the case c, a primary/secondary indication of the 2 bits 00 indicates the primary 80 MHz,
and corresponds to an absolute indication of the 2 bits 00 that indicates the second highest 80 MHz
that is at the absolute frequency; a primary/secondary indication of the 2 bits 01 indicates the
secondary 80 MHz, and corresponds to an absolute indication of the 2 bits 01 that indicates the
highest 80 MHz that is at the absolute frequency; a primary/secondary indication of the 2 bits 10
indicates the 3@ 80 MHz, and corresponds to an absolute indication of the 2 bits 10 that indicates
the lowest 80 MHz that is at the absolute frequency; and a primary/secondary indication of the 2
bits 11 indicates the 4" 80 MHz, and corresponds to an absolute indication of the 2 bits 11 that

indicates the second lowest 80 MHz that is at the absolute frequency; and
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in the case d, a primary/secondary indication of the 2 bits 00 indicates the primary 80 MHz,
and corresponds to an absolute indication of the 2 bits 00 that indicates the highest 80 MHz that is
at the absolute frequency; a primary/secondary indication of the 2 bits 01 indicates the secondary
80 MHz, and corresponds to an absolute indication of the 2 bits 01 that indicates the second highest
80 MHz that is at the absolute frequency; a primary/secondary indication of the 2 bits 10 indicates
the 3 80 MHz, and corresponds to an absolute indication of the 2 bits 10 that indicates the lowest
80 MHz that is at the absolute frequency; and a primary/secondary indication of the 2 bits 11
indicates the 4" 80 MHz, and corresponds to an absolute indication of the 2 bits 11 that indicates
the second lowest 80 MHz that is at the absolute frequency.

4. The method according to claim 1 or 2, wherein

the absolute indication of the 2 bits is X1 and X0, N is used to calculate an actual location of
the RU/MRU in a frequency domain range, and N=2*X1+X0.

5. The method according to claim 4, wherein the primary/secondary indication of the 2 bits
indicates four primary/secondary cases of a location of the primary 80 MHz in 320 MHz:

case a: the primary 80 MHz is in lowest 80 MHz at an absolute frequency;

case b: the primary 80 MHz is in second lowest 80 MHz at the absolute frequency;

case c: the primary 80 MHz is in second highest 80 MHz at the absolute frequency; and

case d: the primary 80 MHz is in highest 80 MHz at the absolute frequency, wherein

in the case a, when the 2 bits are 00, N is equal to 0; when the 2 bits are 01, N is equal to 1;
when the 2 bits are 10, N is equal to 2; and when the 2 bits are 11, N is equal to 3;

in the case b, when the 2 bits are 00, N is equal to 1; when the 2 bits are 01, N is equal to 0;
when the 2 bits are 10, N is equal to 2; and when the 2 bits are 11, N is equal to 3;

in the case ¢, when the 2 bits are 00, N is equal to 2; when the 2 bits are 01, N is equal to 3;
when the 2 bits are 10, N is equal to 0; and when the 2 bits are 11, N is equal to 1; and

in the case d, when the 2 bits are 00, N is equal to 3; when the 2 bits are 01, N is equal to 2;
when the 2 bits are 10, N is equal to 0; and when the 2 bits are 11, N is equal to 1.

6. The method according to claim 4, wherein

the primary/secondary indication of the 2 bits indicates four primary/secondary cases of a
location of the primary 80 MHz in 320 MHz:

case a: the primary 80 MHz is in lowest 80 MHz at an absolute frequency;

case b: the primary 80 MHz is in second lowest 80 MHz at the absolute frequency;
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case c: the primary 80 MHz is in second highest 80 MHz at the absolute frequency; and

case d: the primary 80 MHz is in highest 80 MHz at the absolute frequency, wherein

in the case a, when BS is equal to 0, it indicates that the RU/MRU belongs to the primary 160
MHz, and in the primary 160 MHz, N is equal to 0 when BO is equal to 0, and is equal to 1 when
BO is equal to 1; and when BS is equal to 1, it indicates that the RU/MRU belongs to the secondary
160 MHz, and in the secondary 160 MHz, N is equal to 2 when BO is equal to 0, and is equal to 3
when BO is equal to 1;

in the case b, when BS is equal to 0, it indicates that the RU/MRU belongs to the primary 160
MHz, and in the primary 160 MHz, N is equal to 1 when BO is equal to 0, and is equal to 0 when
BOis equal to 1; and when BS is equal to 1, it indicates that the RU/MRU belongs to the secondary
160 MHz, and in the secondary 160 MHz, N is equal to 2 when B0 is equal to 0, and is equal to 3
when BO is equal to 1;

in the case ¢, when BS is equal to 0, it indicates that the RU/MRU belongs to the primary 160
MHz, and in the primary 160 MHz, N is equal to 2 when BO is equal to 0, and is equal to 3 when
BO is equal to 1; and when BS is equal to 1, it indicates that the RU/MRU belongs to the secondary
160 MHz, and in the secondary 160 MHz, N is equal to 0 when BO is equal to 0, and is equal to 1
when BO is equal to 1; and

in the case d, when BS is equal to 0, it indicates that the RU/MRU belongs to the primary 160
MHz, and in the primary 160 MHz, N is equal to 3 when BO is equal to 0, and is equal to 2 when
BOis equal to 1; and when BS is equal to 1, it indicates that the RU/MRU belongs to the secondary
160 MHz, and in the secondary 160 MHz, N is equal to 0 when B0 is equal to 0, and is equal to 1
when BO is equal to 1.

7. The method according to any one of claims 1 to 6, wherein

indexes of RUs/MRUs of a same size in ascending order correspond to start frequencies of
the RUs/MRUEs in ascending order.

8. The method according to any one of claims 1 to 6, wherein

indexes of RUs/MRUs of a same size in ascending order correspond to start frequencies of
punctured RUs in the RUs/MRUs in ascending order.

9. A station, comprising:

a communications unit, configured to receive a trigger frame from an access point, wherein

the trigger frame comprises a resource unit allocation subfield that indicates to allocate a resource
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to the station, the resource unit allocation subfield uses a mode of 7 bits and 2 bits, the 2 bits
indicate a location of specific 80 MHz, and the 7 bits indicate that the 2 bits are used to determine
a specific location of a resource unit RU/multiple resource unit MRU in a specific 80 MHz case,
wherein

a primary/secondary indication of the 2 bits is a bit BS and a bit B0, and an indication form
of the 2 bits (BSBO) is: 00 indicates primary (Primary) 80 MHz (P80MHz), 01 indicates secondary
(Secondary) 80 MHz (S80MHz), 10 indicates lower 80 MHz in secondary 160 MHz (S160 MHz),
and 11 indicates higher 80 MHz in the secondary 160 MHz (S160 MHz2);

a processing unit, configured to determine an absolute indication corresponding to the
primary/secondary indication of the 2 bits, wherein

the processing unit is further configured to determine, based on the absolute indication and a
value of the 7 bits, the RU/MRU allocated to the station.

10. The station according to claim 9, wherein the primary/secondary indication of the 2 bits
indicates four primary/secondary cases of a location of the primary 80 MHz in 320 MHz:

case a: the primary 80 MHz is in lowest 80 MHz at an absolute frequency;

case b: the primary 80 MHz is in second lowest 80 MHz at the absolute frequency;

case c: the primary 80 MHz is in second highest 80 MHz at the absolute frequency; and

case d: the primary 80 MHz is in highest 80 MHz at the absolute frequency, wherein

in the case a, a primary/secondary indication of the 2 bits 00 indicates the primary 80 MHz,
and corresponds to an absolute indication of the 2 bits 00 that indicates the lowest 80 MHz that is
at the absolute frequency; a primary/secondary indication of the 2 bits 01 indicates the secondary
80 MHz, and corresponds to an absolute indication of the 2 bits 01 that indicates the second lowest
80 MHz that is at the absolute frequency; a primary/secondary indication of the 2 bits 10 indicates
the 3980 MHz, and corresponds to an absolute indication of the 2 bits 10 that indicates the second
highest 80 MHz that is at the absolute frequency; and a primary/secondary indication of the 2 bits
11 indicates the 4" 80 MHz, and corresponds to an absolute indication of the 2 bits 11 that indicates
the highest 80 MHz that is at the absolute frequency;

in the case b, a primary/secondary indication of the 2 bits 00 indicates the primary 80 MHz,
and corresponds to an absolute indication of the 2 bits 00 that indicates the second lowest 80 MHz
that is at the absolute frequency; a primary/secondary indication of the 2 bits 01 indicates the

secondary 80 MHz, and corresponds to an absolute indication of the 2 bits 01 that indicates the
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lowest 80 MHz that is at the absolute frequency; a primary/secondary indication of the 2 bits 10
indicates the 3@ 80 MHz, and corresponds to an absolute indication of the 2 bits 10 that indicates
the second highest 80 MHz that is at the absolute frequency; and a primary/secondary indication
of the 2 bits 11 indicates the 4" 80 MHz, and corresponds to an absolute indication of the 2 bits 11
that indicates the highest 80 MHz that is at the absolute frequency;

in the case c, a primary/secondary indication of the 2 bits 00 indicates the primary 80 MHz,
and corresponds to an absolute indication of the 2 bits 00 that indicates the second highest 80 MHz
that is at the absolute frequency; a primary/secondary indication of the 2 bits 01 indicates the
secondary 80 MHz, and corresponds to an absolute indication of the 2 bits 01 that indicates the
highest 80 MHz that is at the absolute frequency; a primary/secondary indication of the 2 bits 10
indicates the 3" 80 MHz, and corresponds to an absolute indication of the 2 bits 10 that indicates
the lowest 80 MHz that is at the absolute frequency; and a primary/secondary indication of the 2
bits 11 indicates the 4" 80 MHz, and corresponds to an absolute indication of the 2 bits 11 that
indicates the second lowest 80 MHz that is at the absolute frequency; and

in the case d, a primary/secondary indication of the 2 bits 00 indicates the primary 80 MHz,
and corresponds to an absolute indication of the 2 bits 00 that indicates the highest 80 MHz that is
at the absolute frequency; a primary/secondary indication of the 2 bits 01 indicates the secondary
80 MHz, and corresponds to an absolute indication of the 2 bits 01 that indicates the second highest
80 MHz that is at the absolute frequency; a primary/secondary indication of the 2 bits 10 indicates
the 3 80 MHz, and corresponds to an absolute indication of the 2 bits 10 that indicates the lowest
80 MHz that is at the absolute frequency; and a primary/secondary indication of the 2 bits 11
indicates the 4" 80 MHz, and corresponds to an absolute indication of the 2 bits 11 that indicates
the second lowest 80 MHz that is at the absolute frequency.

11. The station according to claim 9, wherein

the absolute indication of the 2 bits is X1 and X0, N is used to calculate an actual location of
the RU/MRU in a frequency domain range, and N=2*X1+X0.

12. The station according to claim 11, wherein the primary/secondary indication of the 2 bits
indicates four primary/secondary cases of a location of the primary 80 MHz in 320 MHz:

case a: the primary 80 MHz is in lowest 80 MHz at an absolute frequency;

case b: the primary 80 MHz is in second lowest 80 MHz at the absolute frequency;

case c: the primary 80 MHz is in second highest 80 MHz at the absolute frequency; and
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case d: the primary 80 MHz is in highest 80 MHz at the absolute frequency, wherein

in the case a, when the 2 bits are 00, N is equal to 0; when the 2 bits are 01, N is equal to 1;
when the 2 bits are 10, N is equal to 2; and when the 2 bits are 11, N is equal to 3;

in the case b, when the 2 bits are 00, N is equal to 1; when the 2 bits are 01, N is equal to O;
when the 2 bits are 10, N is equal to 2; and when the 2 bits are 11, N is equal to 3;

in the case ¢, when the 2 bits are 00, N is equal to 2; when the 2 bits are 01, N is equal to 3;
when the 2 bits are 10, N is equal to 0; and when the 2 bits are 11, N is equal to 1; and

in the case d, when the 2 bits are 00, N is equal to 3; when the 2 bits are 01, N is equal to 2;
when the 2 bits are 10, N is equal to 0; and when the 2 bits are 11, N is equal to 1.

13. The station according to claim 11, wherein

the primary/secondary indication of the 2 bits indicates four primary/secondary cases of a
location of the primary 80 MHz in 320 MHz:

case a: the primary 80 MHz is in lowest 80 MHz at an absolute frequency;

case b: the primary 80 MHz is in second lowest 80 MHz at the absolute frequency;

case c: the primary 80 MHz is in second highest 80 MHz at the absolute frequency; and

case d: the primary 80 MHz is in highest 80 MHz at the absolute frequency, wherein

in the case a, when BS is equal to 0, it indicates that the RU/MRU belongs to the primary 160
MHz, and in the primary 160 MHz, N is equal to 0 when BO is equal to 0, and is equal to 1 when
BO is equal to 1; and when BS is equal to 1, it indicates that the RU/MRU belongs to the secondary
160 MHz, and in the secondary 160 MHz, N is equal to 2 when BO is equal to 0, and is equal to 3
when BO is equal to 1;

in the case b, when BS is equal to 0, it indicates that the RU/MRU belongs to the primary 160
MHz, and in the primary 160 MHz, N is equal to 1 when BO is equal to 0, and is equal to 0 when
BOis equal to 1; and when BS is equal to 1, it indicates that the RU/MRU belongs to the secondary
160 MHz, and in the secondary 160 MHz, N is equal to 2 when B0 is equal to 0, and is equal to 3
when BO is equal to 1;

in the case ¢, when BS is equal to 0, it indicates that the RU/MRU belongs to the primary 160
MHz, and in the primary 160 MHz, N is equal to 2 when BO is equal to 0, and is equal to 3 when
BO is equal to 1; and when BS is equal to 1, it indicates that the RU/MRU belongs to the secondary
160 MHz, and in the secondary 160 MHz, N is equal to 0 when BO is equal to 0, and is equal to 1

when BO is equal to 1; and
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in the case d, when BS is equal to 0, it indicates that the RU/MRU belongs to the primary 160
MHz, and in the primary 160 MHz, N is equal to 3 when BO is equal to 0, and is equal to 2 when
BO is equal to 1; and when BS is equal to 1, it indicates that the RU/MRU belongs to the secondary
160 MHz, and in the secondary 160 MHz, N is equal to 0 when BO is equal to 0, and is equal to 1
when BO is equal to 1.

14. The station according to any one of claims 9 to 13, wherein

index numbers of RUs/MRUs of a same size in ascending order correspond to start
frequencies of the RUs/MRUSs in ascending order.

15. The station according to any one of claims 9 to 13, wherein

index numbers of RUs/MRUs of a same size in ascending order correspond to start
frequencies of punctured RUs (namely, RUs not comprised in the RUs/MRUSs) in the RUs/MRUs
in ascending order.

16. An access point, comprising:

a processing unit, configured to determine a trigger frame, wherein the trigger frame
comprises a resource unit allocation subfield that indicates to allocate a resource to a station, the
resource unit allocation subfield uses a mode of 7 bits and 2 bits, the 2 bits indicate a location of
specific 80 MHz, and the 7 bits indicate that the 2 bits are used to determine a specific location of
a resource unit RU/multiple resource unit MRU in a specific 80 MHz case, wherein

a primary/secondary indication of the 2 bits is a bit BS and a bit B0, and an indication form
of the 2 bits (BSBO) is: 00 indicates primary (Primary) 80 MHz (P80MHz), 01 indicates secondary
(Secondary) 80 MHz (S80MHz), 10 indicates lower 80 MHz in secondary 160 MHz (S160 MHz),
and 11 indicates higher 80 MHz in the secondary 160 MHz (S160 MHz); and

a communications unit, configured to send the trigger frame.

17. The access point according to claim 16, wherein the primary/secondary indication of the
2 bits indicates four primary/secondary cases of a location of the primary 80 MHz in 320 MHz:

case a: the primary 80 MHz is in lowest 80 MHz at an absolute frequency;

case b: the primary 80 MHz is in second lowest 80 MHz at the absolute frequency;

case c: the primary 80 MHz is in second highest 80 MHz at the absolute frequency; and

case d: the primary 80 MHz is in highest 80 MHz at the absolute frequency, wherein

in the case a, a primary/secondary indication of the 2 bits 00 indicates the primary 80 MHz,

and corresponds to an absolute indication of the 2 bits 00 that indicates the lowest 80 MHz that is
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at the absolute frequency; a primary/secondary indication of the 2 bits 01 indicates the secondary
80 MHz, and corresponds to an absolute indication of the 2 bits 01 that indicates the second lowest
80 MHz that is at the absolute frequency; a primary/secondary indication of the 2 bits 10 indicates
the 3980 MHz, and corresponds to an absolute indication of the 2 bits 10 that indicates the second
highest 80 MHz that is at the absolute frequency; and a primary/secondary indication of the 2 bits
11 indicates the 4" 80 MHz, and corresponds to an absolute indication of the 2 bits 11 that indicates
the highest 80 MHz that is at the absolute frequency;

in the case b, a primary/secondary indication of the 2 bits 00 indicates the primary 80 MHz,
and corresponds to an absolute indication of the 2 bits 00 that indicates the second lowest 80 MHz
that is at the absolute frequency; a primary/secondary indication of the 2 bits 01 indicates the
secondary 80 MHz, and corresponds to an absolute indication of the 2 bits 01 that indicates the
lowest 80 MHz that is at the absolute frequency; a primary/secondary indication of the 2 bits 10
indicates the 3™ 80 MHz, and corresponds to an absolute indication of the 2 bits 10 that indicates
the second highest 80 MHz that is at the absolute frequency; and a primary/secondary indication
of the 2 bits 11 indicates the 4" 80 MHz, and corresponds to an absolute indication of the 2 bits 11
that indicates the highest 80 MHz that is at the absolute frequency;

in the case c, a primary/secondary indication of the 2 bits 00 indicates the primary 80 MHz,
and corresponds to an absolute indication of the 2 bits 00 that indicates the second highest 80 MHz
that is at the absolute frequency; a primary/secondary indication of the 2 bits 01 indicates the
secondary 80 MHz, and corresponds to an absolute indication of the 2 bits 01 that indicates the
highest 80 MHz that is at the absolute frequency; a primary/secondary indication of the 2 bits 10
indicates the 3@ 80 MHz, and corresponds to an absolute indication of the 2 bits 10 that indicates
the lowest 80 MHz that is at the absolute frequency; and a primary/secondary indication of the 2
bits 11 indicates the 4" 80 MHz, and corresponds to an absolute indication of the 2 bits 11 that
indicates the second lowest 80 MHz that is at the absolute frequency; and

in the case d, a primary/secondary indication of the 2 bits 00 indicates the primary 80 MHz,
and corresponds to an absolute indication of the 2 bits 00 that indicates the highest 80 MHz that is
at the absolute frequency; a primary/secondary indication of the 2 bits 01 indicates the secondary
80 MHz, and corresponds to an absolute indication of the 2 bits 01 that indicates the second highest
80 MHz that is at the absolute frequency; a primary/secondary indication of the 2 bits 10 indicates

the 3™ 80 MHz, and corresponds to an absolute indication of the 2 bits 10 that indicates the lowest
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80 MHz that is at the absolute frequency; and a primary/secondary indication of the 2 bits 11
indicates the 4" 80 MHz, and corresponds to an absolute indication of the 2 bits 11 that indicates
the second lowest 80 MHz that is at the absolute frequency.

18. The access point according to claim 16, wherein

the absolute indication of the 2 bits is X1 and X0, N is used to calculate an actual location of
the RU/MRU in a frequency domain range, and N=2*X1+X0.

19. The access point according to claim 18, wherein the primary/secondary indication of the
2 bits indicates four primary/secondary cases of a location of the primary 80 MHz in 320 MHz:

case a: the primary 80 MHz is in lowest 80 MHz at an absolute frequency;

case b: the primary 80 MHz is in second lowest 80 MHz at the absolute frequency;

case c: the primary 80 MHz is in second highest 80 MHz at the absolute frequency; and

case d: the primary 80 MHz is in highest 80 MHz at the absolute frequency, wherein

in the case a, when the 2 bits are 00, N is equal to 0; when the 2 bits are 01, N is equal to 1;
when the 2 bits are 10, N is equal to 2; and when the 2 bits are 11, N is equal to 3;

in the case b, when the 2 bits are 00, N is equal to 1; when the 2 bits are 01, N is equal to 0;
when the 2 bits are 10, N is equal to 2; and when the 2 bits are 11, N is equal to 3;

in the case ¢, when the 2 bits are 00, N is equal to 2; when the 2 bits are 01, N is equal to 3;
when the 2 bits are 10, N is equal to 0; and when the 2 bits are 11, N is equal to 1; and

in the case d, when the 2 bits are 00, N is equal to 3; when the 2 bits are 01, N is equal to 2;
when the 2 bits are 10, N is equal to 0; and when the 2 bits are 11, N is equal to 1.

20. The access point according to claim 18, wherein

the primary/secondary indication of the 2 bits indicates four primary/secondary cases of a
location of the primary 80 MHz in 320 MHz:

case a: the primary 80 MHz is in lowest 80 MHz at an absolute frequency;

case b: the primary 80 MHz is in second lowest 80 MHz at the absolute frequency;

case c: the primary 80 MHz is in second highest 80 MHz at the absolute frequency; and

case d: the primary 80 MHz is in highest 80 MHz at the absolute frequency, wherein

in the case a, when BS is equal to 0, it indicates that the RU/MRU belongs to the primary 160
MHz, and in the primary 160 MHz, N is equal to 0 when BO is equal to 0, and is equal to 1 when
BOis equal to 1; and when BS is equal to 1, it indicates that the RU/MRU belongs to the secondary

160 MHz, and in the secondary 160 MHz, N is equal to 2 when B0 is equal to 0, and is equal to 3
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when BO is equal to 1;

in the case b, when BS is equal to 0, it indicates that the RU/MRU belongs to the primary 160
MHz, and in the primary 160 MHz, N is equal to 1 when BO is equal to 0, and is equal to 0 when
BOis equal to 1; and when BS is equal to 1, it indicates that the RU/MRU belongs to the secondary
160 MHz, and in the secondary 160 MHz, N is equal to 2 when B0 is equal to 0, and is equal to 3
when BO is equal to 1;

in the case ¢, when BS is equal to O, it indicates that the RU/MRU belongs to the primary 160
MHz, and in the primary 160 MHz, N is equal to 2 when BO is equal to 0, and is equal to 3 when
BO is equal to 1; and when BS is equal to 1, it indicates that the RU/MRU belongs to the secondary
160 MHz, and in the secondary 160 MHz, N is equal to 0 when BO is equal to 0, and is equal to 1
when BO is equal to 1; and

in the case d, when BS is equal to 0, it indicates that the RU/MRU belongs to the primary 160
MHz, and in the primary 160 MHz, N is equal to 3 when BO is equal to 0, and is equal to 2 when
BOis equal to 1; and when BS is equal to 1, it indicates that the RU/MRU belongs to the secondary
160 MHz, and in the secondary 160 MHz, N is equal to 0 when BO is equal to 0, and is equal to 1
when BO is equal to 1.

21. The access point according to any one of claims 16 to 20, wherein

index numbers of RUs/MRUs of a same size in ascending order correspond to start
frequencies of the RUs/MRUSs in ascending order.

22. The access point according to any one of claims 16 to 20, wherein

index numbers of RUs/MRUs of a same size in ascending order correspond to start
frequencies of punctured RUs (namely, RUs not comprised in the RUs/MRUSs) in the RUs/MRUs
in ascending order.

23. A computer-readable storage medium, wherein the computer-readable storage medium is
configured to store instructions; and when the instructions are executed, the method according to
claim 1 or any one of claims 3 to 8 is implemented.

24. A computer-readable storage medium, wherein the computer-readable storage medium is
configured to store instructions; and when the instructions are executed, the method according to
any one of claims 2 to 8 is implemented.

25. A chip, comprising at least one processor and an interface, wherein the interface is

configured to obtain a computer program, and the processor is configured to invoke the computer
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program to perform the method according to claim 1 or any one of claims 3 to 8, or to perform the
method according to any one of claims 2 to 8.

26. A communications apparatus, comprising:

a processor and a memory, wherein the memory is configured to store instructions or a
computer program, and the processor is configured to execute the computer program or the
instructions stored in the memory, to enable the communications apparatus to perform the method
according to claim 1 or any one of claims 3 to 8.

27. A communications apparatus, comprising:

a processor and a memory, wherein the memory is configured to store instructions or a
computer program, and the processor is configured to execute the computer program or the
instructions stored in the memory, to enable the communications apparatus to perform the method

according to any one of claims 2 to 8.
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