PROVIDING LOGICAL NETWORKING FUNCTIONALITY
FOR MANAGED COMPUTER NETWORKS

Background

- {0001] Many companies and other organizations operate computer
networks that interconnect numerous computing systems to support their
operations, with the computing systems alternatively co-located (e.g. , as
part of a private local network) or instead located in multiple distinct
geographical locations (e.g., connected via one or more private or shared
intermediate networks). For example, data centers housing significant
numbers of interconnected computing systems have become commonplace,
such as private data centers that are operated by and on behalf of a single
organization, as well as public data centers that are operated by entities as
businesses. Some public data center operators provide nétwork access,
power, and secure installation facilities for hardware owned by various
customers, while other public data center operators provide “full service”
facilities that also include hardware resources made available for use by their
customers. However, as the scale and scope of typical data centers and
computéf networks has increased, the task of provisioning, administering,
and managing the associated physical computing resources has become
increasingly complicated. - '

[0002] The advent of viﬁualization technologies for commodity
hardware has provided some benefits with respect to managing large-scale
computing resources for many customers with diverse needs, allowing
various computing.resources to be efficiently and securely shared between
multiple customers. For example, virtualization technologies such as those
provided by VMWare, XEN, or User-Mode Linux may allow a single physical
computing machine to be shared among multiple users by providing each
user with one or more virtual machines hosted by the single physical
computing machine, with each such virtual machine being a software
simulation acting as a distinct logical computing system thét provides users
with the illusion that they are the sole operators and administrators of a given
hardware computing resource, while also providing: application isolation and
security among the various virtual machines.  Furthermore, some



virtualization technologies are capable of providing virtual resources that
span one or more physical resources, such as a single virtuai machine with
multiple virtual processors that actually spans multiple distinct physical

computing systems.
Brief Description of the Drawings

[0603] Figure 1 is a network diagram illustrating an example
embadiment of conﬁguring. and managing communications between
computing nodes belonging to a virtual computer network. '

[0004] Figures 2A-2C  illustrate examples of managing
communications between computing nodes of a virtual overlay computer
network.

[0005} Figure 2D illustrates an example of configuring underlying
substrate network addresses so as to enable embedding of virtual network
addresses for an overlay network.

[0006] Figure 3 is a block diagram illustrating example computing
systems suitable for executing an émbodiment of a system for managing

communications between computing nodes.

[0007] Figures 4A-4B illustrate a flow diagram of an example
embodiment of an ONM System Manager routine.
[0008] Figures 5A-5B illustrate a flow diagram of an example

embodiment of an ONM Communication Manager routine.

Detailed Description

[0009] Techniques are described for providing logical networking
functionality for managed computer networks, such as for virtual computer
networks that are provided on behalf of users or ofher entities. In at least
some embodiments, the techniques enable a user to configure or otherwise -

specify a network topology for a virtual computer network being provided for - -

the user, such as a logical network topology that separaies multiple
computing nodes of the virtual computer network into multiple logical sub-
networks and/or that specifies one or more logical networking devices that
are each associated with a specified group of the multiple computing nodes.
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After a network topology is specified for a virtual computer network, logical
- networking functionality corresponding to the netwbrk topology may be
provided in various manners, such as without physically implementing the
network topology for the virtual computer network. In particular, in at least
some embodiments, communications between muitiple computing nodes of
the virtual computer network are managed so as o emulate functionality that
would be provided by specified logical networking devices if they were
physically present and/or to otherwise emulate functionality corresponding to
a specified network topology if it was physically implemented, as described in
greater detail below. In at least some embodiments, some or all of the
described techniques are automatically performed by embodiments of an
Overlay Network Manager system.

[0010] A virtual local network or other virtual computer network
between multiple computing nodes may be provided in various ways in
various embodiments, such as by creating an overlay network using one or
more intermediate physical net\n}orks that separatel the multiple computing
nodes.. In such embodiments, the intermediate physical network(s) may be
used as a substrate network on which the overlay virtual cdmphter network is
provided, with messages between computing nodes of the overlay virtual
compuier network being passed over the intermediate physical network(s),
but with the computing nodes being unaware of the existence and use of the
intermediate physical network(s) in at least some such embodiments. For
example, the multiple computing nodes may each have a distinct physical
substrate network address that corresponds to a location of the computing
node within the intermediate physical network(s), such as a substrate IP
- (“Internet Protoc;bt ") network address (e.g., an [P network address that is
specified in accordance with IPv4, or “Internet Protocol version 4,” or in
accordance with IPv6, or “Internet Protocol version 6,” such as to reflect the
networking protocol used by the intermediate physical networks). In other
embodiments, a substrate network on which a viriual computer network is
overlaid may itself include or be composed of one or more other virtual
computer netm:ofks, such as other virtual computer networks implemented by
one or more third parties (e.g., by an operator or provider of Internet or

telecom infrastructure).



[oo11] When computing nodes are selected to participate in a virtual
computer network being provided by the Overlay Network Manager system
and being overlaid on a. substrate network, each computing node may be
assigned one or more virtual network addresses for.the provided virtual
computer network that are unrelated to those computing nodes’ substrate
network addresses, such as from a range of virtual network addresses used
for the provided virtual computer nefwork — in at least some embodiments
and situations, the virtual computer network being provided may further use
a networking protocol that is different from the networking protocol used by
the subsirate network (e.g., with the virtual computer network using the IPv4
networking protocol, and the subsirate computer network using the IPv6
networking protocol). The computing nodes of the virtual computer network
inter-communicate using the virtual network addresses (e.g., by éending a
communication to another destination computing node by specifying that
destination computing node’s virtual network address as the destination
network address for the communication), but the substrate network may he
configured fo route or otherwise forward communications based on substrate
network addresses (e.g., by physical network router devices and other
physical networking devices of the substrate network). If so, the overlay
virfual computer neiwork may be implemented from the edge of the
intermediate physical network(s), by modifying the communications that
enter the intermediate physical network(s) to use substrate network
addresses that are based on the networking protocol of the subsirate
network, and by modifying the communications that leave the intermediate
physical network(s) fo use virtual network addresses that are based on the
networking protocol of the virtual computer network. . Additional details
related to the provision of such an overlay virtual computer network are
included below.

[o012] In at least some embodiments, an embodiment of an Overlay
Network Manager (“ONM") system provides overiay virtual computer
networks to customers and other users, such as by providing and using
numerous computing nodes that are in one or more geographical locations
{e.g., in one or more data centers) and that are inter-connected via one or
more intermediate physical networks. The ONM system may use various
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communication manager modules at the edge -of the one or more
intermediate physical networks to manage communications for the various
overlay virtual computer networks as they enter and leave the intermediate
physical network(s), and may use one or more system manager modules to
coordinate other operations of the ONM system. For example, to enable the
communication manager modules to manage communications for the overlay
virtual computer networks being provided, the ONM system may track and
use various information about the computing nodes of each virtual cdmputer
network, such as to map the substrate physical network address of each
such computing node to the one or more overlay virtual network addresses
associated with the computing node. Such mapping and other information
may be stored and propagated in various manners in various embodiments,
including centrally or in a distributed manner, as discussed in greater detail
below. .

[0013] Furthermore, in order to provide virtual computer networks o
users and other entities in a desired manner, the ONM system allows users
and other en’utles to interact with the ONM system in at least some
embodiments to confi igure a variety of types of information for virtual
computer networks that are provided by the ONM system on behalf of the
users or other entities, and may track and use such configuration information
as part of providing those virtual computer networks. The configuration
information for a particular virtual computer network having multiple
computing nodes may include, for example, one or more of the following
non-exclusive list: a quantity of the multiple computing nodes to include as
part of the virtual computer network; one or more particular computing nodes
to include as part of the virtual computer network; a range 6r other group of
‘multiple virual network addresses to associate with the multiple computing
nodes of the virtual computer network; particular virtual network addresées to
associate with paricular computing nodes or particular groups of related
computing nodes; a type of at least some of the multiple computing nodes of
the virtual computer network, 'such as to reflect quantities and/or types of
computing resources to be included with or otherwise available to the
computing nodes; a gebgraphic location at which some or all of the
computing nodes of the virtual computer network are to be located; efc. In
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addition, the configuration information for a virtual computer network may be
specified by a user or other entity in various manners in various
embodiments, such as by an executing program of the user or other entity
that interacts with an AP| (“application .programming interface™) provided by
the ONM system for that purpose and/or by a user that interactively uses a
GUI (“graphical user interface”) provided by the ONM system for that
purpose., _

[0014] In addition, as previously noted, logical networking functionality
for managed computer networks may be provided by the ONM system in
various manners in various embodiments, with the ONM system performing
various actions to support such logical networking functionality. For
example, a user or ather entity may interact with the ONM system in at least
some embodiments to configure various information about a network
topology of a particular virtual computer network, and the ONM system may
frack and use such network topology configuration information as part of
;ﬂroviding that virtual computer network. The network topology configuration
information for a virtual computer network may include various types of
information, including the following non-exclusive list a spéciﬁed
arrangehent of the multiple compuiing nodes of the virtual computer
network, such as to have a first subset of the multiple computing nodes being
part of a first sub-network that is associated with a first specified network
router device, and to have a second subset of the multiple computing nodes
being part of a second sub-network that is aséociated with a second
specified network router device, etc; one or more specified network router
devices or other networking devices that are to operate as part of the virtual
computer network, such as to each support particular computing nodes
and/or to perform particular indicated functions; ete,

[0015] The ONM systern may take various actions to support a
network topology that is specified for a particular virtual computer network.
In particuiar, in at least some embodiments, the ONM system may emulate
logical networking functionaiity that corresponds to the specified network
topology for a virtual computer network, but without physically implementing
some or all of the specified network topology. As one example, the ONM
system may use multiple communication manager modules to transparéntly
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manage communications sent by and to the computing nodes of the virtual
computer network in 2 manner that emulates functionality that would be
provided by one or more specified networking ‘devices of .the network
topology if they were physically implemented for the virtual computer network
and were used to route or otherwiée férward the communications.
Furthermore, the ONM system may use multiple communication manager
modules to emulate responses o networking requests made by compuiting
nodes in the manner of a local physical networking device, such as o
respond to ping requests, SNMP (“Simple Network Management Protocol ]
queries, etc. In this manner, the ONM "system may provide logical
nétworking functionality that corresponds to a specified network topology for
a virtual computer network, but without the compuiing nodes of the virtual
computer network (or the associated user or other entity) being aware that
the specified network fopolagy is not physically implemented for the virtual
. computer network, Furthermore, as described in greater detail below, in at
least some embodiments, muitiple modules of the ONM system may operate
together in a distributed manner to provide functionality corrésponding fo a
particular logical netwo'rking device, such that no single moduie or physidal
device is singly responsible for emulating a particular logical networking
device, . Additional details related to providing a logical networking
functionality for a virtual computer network in accordance with specified
configuration information are included below.

[0016] In at least some embodiments, the computing nodes between
which communications are managed may be physical computing systems
and/or may be virtual machines that are each hosted on one or more
physical computing systems, and the communications may include
transmissions of data (e.g. , messages, packetls, frames, sitreams, etc.) in
various formats. As previously noted, some or ail computing ncdes used for
a particular provided overlay virtual computer network may in some
embodiments be provided by the ONM system for use by users, while in
other embodiments some or all such computing nodes may instead be
provided by a user who uses those computing nodes. Furthermore, in at
least some situations, an embodiment of the ONM system may be part of or
otherwise affitiated with a program execution service (or “PES") that
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executes multiple programs on behalf of multipie customers or other users of
the service, such as a program execution service that uses multiple
computing systems on multiple physical networks (e.g., multiple physical
computing systems and networks within a data-center). In at least some
such embodiments, virtual computer networks to which computing nodes
belong may be selected based on associated .users, such as based on the
computing nodes executing programs on behallmc of a user or other entity. In
addition, in some situations, an embodiment of the ONM system may be part
of or otherwise affiliated with a configurable network service (or “CNS"} that
provides configurable private computer networks to multiple customers or
other users of the service, such as by using cloud computing techniques with
multiple computing systems that are provided on multiple physical networks
(e.g., multiple physical computing systems and networks within a data
center). '

[0017] As previously noted, a virtual computer network may in some
embodiments be provided as an overlay network that uses one or more
intermediate physical networks as a substrate network, and one or .more
such overlay virtual combu’{er networks may be implemented over the :
substrate network in various ways in various embodiments. For example, in
at least some embodiments, communications between nodes of an oveﬂay
virtual computer network are managed by sending those communications
over the substrate network without encapsulating the communications, such
as by embedding virtual network address information for a computing node
of the virtual computer network (e.g., the destination computing node’s virtual
network address) in a larger physical network address space used for a
networking protocol of the one or more intermediate physical networks. As
one iflustrative example, a virfual computer network may be implemented
using 32-bit IPv4 network addresses, and those 32-bit virtual network
addresses may be embedded as part of 128-bit IPv6. network addresses
used by the one or more intermediate physical networks, such as by re-
headering communication packets or other data fransmissions (e.g., using -
Stateless IPAACMP Transiation, or SiIT), or otherwise modifying such data
transmissions to translate them from a first networking protocol for which
they are configured to a distinct second networking protocol. As another
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illustrative example, both the virtual computer network and substrate
computer network may be implemented using the same network addressing
-protocol (e.g., IPv4 or IPvB), and data transmissions sent via the provided
overfay virtual computer network using virtual network addresses may be
modified fo use different physical network addresses corresponding to the
subsirate network while the .transmissions are sent over the substrate
network, but with the original virtual network addresses being stored in the
modified data transmissions or otherwise ftracked so tfhat the data
transmissions may be restored to.their original form when they exit the
substrate network. In other embodiments, at least some of the overlay
computer networks may be implemented using encapsulation of
communications. Additional details related to SHT are available at “Request
For Comments 27685 — Stateless IP/ICMP Translation Algorithm”, February
2000, at iools<dot>ietf<dot>org<slash>html <slash>rfc2765 (where <dot>
and <slash> are replaced by the corresponding characters with those
names), which is hereby incorporated by reference in its entirety. More
generally, in some embodiments when implementing a first overlay network
using a second substrate netwbrk, an N-bit network address that is specified
for the first overlay network in accordance with a first network addressing
protocol may be embedded as part of another M-bit network address that is
specified for the second substrate network in accordance with a second
network addressing protocol, with “N* and “M” being any integers that
correspond to network addressing protocols. In addition, .in at least some
embodiments, an N-bit network address may be embedded in another
network address using more or less than N bits of the other network address,
such as if a group of N-bit network addresses of interest may be represented
using a smaller number of bits (e.g., with L-bit labels or identifiers being
mapped to particular N-bit network addresses and embedded in the other
network addresses, where “L” is less than *N”}.

[0012] Various benefits may be obtained from embedding virtual
network address information in substrate network addresses for an
underlying physical substrate network, including enabling an overlay of the
virtual computer network on the physical substrate network without
encapsulating communications or configuring physical networking devices of
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the physical substrate network, as discussed in greafer détail helow.
Furthermore, other information may similarly be embedded in the larger
physical network address space for a communication between computing
nodes in at least some embodiments and situations, such as an identifier
specific to a particular virtual computer network that includes those
computing nodes {e.g., a virtual computer network for a user or other entity
on whose behalf those computing nodes operate). Additional details related
to provision of such virtual computer networks via use of overlay networks
are included below.,

[0019] Furthermore, in addition fo managing configured network -
topologies for provided virtual computer networks, the ONM system may use
the described techniques to provide various other benefits in various
situations, such as limiting communications to and/or from computing nodes
of a particular virtual computer network to other computing nodes that belong
to that virtual computer nefwork. In this manner, computing nodes that
belong to mulfiple virtual computer networks may share parts of one or more
intermediate physical networks, while still maintaining network isolation for
computing nodes of a particular virtual computer network. In addition, the
use of the described techniques also allows computing nodes to easily be
. added to and/or removed from a virtual computer network, such as to allow a
user to dynamically modify the size of a virtual computer network (e.g., o
dynamically modify the quantity of computing nodes to reflect an amount of
-current need for more or less computing resources). Furthermore, the use of
the described techniques also supporls changes to an underlying substrate
network — for éxample. if the underlying substrate network is expanded to
include additional computing nodes at additional geographical locations,
existing or new virtual computer networks being provided may seamlessly
use those additional computing nodes, since the underlying substrate
network will route communications to and from the substrate network
addresses for those additional computing nodes in the same manner as for
other previously existing substrate network computing nodes. In at least
some embodiments, the underlying substrate network may be of any size
{(e.g., spanning multiple countries or continents), without regard o network
latency between computing nodes at different locations.
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[0020} For illustrative purposes, some embodiments are described
below in which specific types of computing nodes, networks,
communications, network topologies, and configuration operatidns are
performed. These examples are provided for illustrative purposes and are
simplified for the sake of brevily, and the inventive techniques may.be used
in a wide variety of other situations, some of which are discussed below.
[0021] Figure 1 is a network _diagram illustrating an example
embodiment of configuring and managing communications between
computing nodes belonging to a virtual computer network, so that the
communications are overlaid on one or more intermediate physical networks
in a manner transparent to the computing nodes. In this example, the
configuring and managing of the communications is facilitated by a system
manager module and multiple communication manager modules of an
example embodiment of the ONM system. The example ONM system may
be used, for example, in conjunction with a publicly accessible program
execution service (not shown) andfor publicly accessible configurable
hetwork service (not shown), or instead may be used in other situations,
such as with any use of virtual computér nefworks on behalf of one or more
entities (e.g., to support multiple virtual computer networks for different parts
of a business or other organization on a private network of the organization).
100221 The illustrated example includes an example data center 100
with multiple physical computing systems operated on behalf of the ONM
. system. The example data center 100 is connected to a global intemet 135
external to the data center 100, which provides access {o one or more
computing systems 145a via private network 140, to one or more other
globally accessible data centers 180 that each have multiple computing
systems (not shown), and to one or more other computing systems 145b.
The global internet 135 may be, for example, a publicly accessible network of
networks (possibly operated by various distinct parties), such as the Internet,
and the private network 140 may be, for example, a corporate network that is
wholly or partially inaccessible from computing systems -external to the
private network 140, Computing systems 145b may be, for example, home
computing systems or mobile computing devices that each connects directly
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{o the Internet {e.g., via a telephone line, cable modem, a Digital Subscriber
Line (“DSL"}, cellular network or other wireless connection, etc.).

[0023] The example data center 100 includes a number of physical
computing systems 105a-105d and 155a-1556n, as well as é Communication
Manager module 150 that executes on one or more other computing systems
(not shown) to manage communications for the associated computing
systems 155a-155n, and a Sysfem Manager module 110 that executes on
one or more computing systems (not shown). [n this example, each physical
computing system 105a-105d hosis multiple virtual machine computing
nodes and includes an associated. virfual machine ("VM”) communication
manager module (e.g., as pért of a virtual machine hypervisor monitor for the
physical computing system), such as VM Communication Manager module
108a and virtual machines 1072 on host -computing system 1056a, and such
as VM Communication Manager module 109d and virtual machines 107d on
host computing system 105d. Physical computing systems 155a-155n do
not execute any virtual machines in this example, and thus may each act as
a computing node that directly executes one or more software programs on
behalf of a user. The Communication Mahager module 150 that manages
communications for the associated computing systems 155a-155n may have
various forms, such as, for example, a proxy computing device, firewall
device, or networking device (e.g., a switch, router, hub, etc.) through which
communications to and from the physical computing systems travel. In other
embodiments, all or none of the physical computing systems at the data
center may host virtual machines.

[0024] This example data center 100 further includes multiple physical
networking devices, such as switches 115a-115b, edge router devices 125a-
125¢, and core router devices 130a-130c. Switch 115a is part of a physical
sub-network that includes physical computing systems 105a-105¢, and is
connected to edge router 125a. Switch 115b is part of a distinct physical
sub-network that includes physical computing systems 105d and 155a-155n,
as well as the computing systems providing the Communication Manager
module 150 and the System Manager module 110, and is connected to edge
router 125b. The physical sub-networks established by switches 115a-115b,
in turn, are connected to each other and other networks (e.g., the global
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internet 135) via an intermediate interconnection network 120, which

includes the edge routers 125a-125¢ and the core routers 130a-130c. The

edge routers 125a-125¢ provide gateways between two or more sub-

networks or networks. For example, edge router 125a provides a gateway

between the physical sub-network established by switch 115a and the

interconnection network 120, while edge router 125¢ provides a gateway

between the interconnection network 120 and global internet 135. The core -
routers 130a-130c manage communications within the interconnection

network 120, such as by routing or otherwise forwarding packets or other

data transmissions as appropriate based oh characteristics of such data

fransmissions (e.g., header information including source and/or destination |
addresses, protocol identifiers, etc.) and/or the characteristics of the
interconnection network 120 itself (e.g., routes based on the physical
network topology, etc.). ‘

[0025] The illustrated System Manager module and Communication
Manager modules may perform at least some of the described techniques in
order to configure, authorize and otherwise rﬁanage communications sent to
and from associated computing nodes, including to support providing various
logical networking functionality for one or more virtuali computer networks
that are provided using varicus of the computing nodes. For example,
Communication Manager module 109a manages associated virtual machine
gcomputing nodes 107a, Communication Manager module 108d manages
associated virtual machine computing nodes 107d, and each of the other
Communication Manager modules may similarly manage communications for
a group of one or more other associated computing nodes. The illustrated
Communication Manager modules may configure communications between
computing nodes so as to overlay a particular virtual network over one or
more intermediate physical networks that are used as a substrate network,
such as over the interconnection network 120. Furthermore, a particular
v%rtual network may opfionally be extended beyond the data center 100 in
some embod'iments, such as if one or more other data centers 160 also
provide computing nodes that are available for use by the example ONM
system, and the particular virtual network includes computing nodes at two or
more such data centers at two or more distinct geographical locations.
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Multiple such data cenfers or other geographical locations of one or more:
computing nodes may be inter-connected in various manners, including the
following: directly via one or more public networks; via a private ¢onnection,
not shown {e.g., a dedicated physical connection that is not shared with any
third parties, a VPN or other mechanism that provides the private connection
over a public network, etc.); etc. In addition, while not illustrated here, other
such data centers or other geographical locations may each include one or
more other Communication Manager modules that manage communications |
for computing systems at that data center or other geographical location, as
well as over the global internet 135 to the data center 100 and any other
such data centers 160. '

[0026] In addition, a particular virtual computer network may optionally
be extended beyond the data center 100 in other manners in other
embodiments, such as if one or more other Communication Manager
modules at the data center 100 are placed between edge router 125¢ and
the globél internet 135, or instead based oh one or more ofher
Communication Manager modules extemal fo the data center 100 {e.g., i
another Communication Manager module is made part of private network
140, so as {o manage communications for computing systems 145a over the
global internet 135 and private network 140; etc.). Thus, for example, if an
organization operating private network 140 desires to virtually extend its
private computer network 140 to one or more of the computing nodes of the
data center 100, it may do so by implementing one or more Communication
Manager modules as part of the private network 140 (e.g., as part of the
interface between the private network 140 and the global internet 135) — in
this manner, computing systems 145a within the private network 140 may
communicate with those data center computing nodes as if those data center
computing nodes were part of the private nefwork.

[0027] Thus, as one illustrative example, one of the virtual machine
computing nodes 107a on computing system 105a (in this example, virtual
machine computing node 107a1) may be part of the same virtual local
computer network as one of the virtual machine computing nodes 107d on
- computing system 105d (in this example, virtual machine computing node
107d1), such as with the IPv4 networking protocol being used to represent
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lthe virtual network addresses for the virtual local network. The virtual
machine 107a1 may then direct an outgoing communication (not shown) fo
the destination virtual machine computing node 107d1, such as by specifying
a virtual network address for that destination virtual machine computing
node. The Communication Manager module 108a receives the outgoing
communication, and in at least some embodiments determines whether to
authorize the sending of the outgoing communication, such as based on
previously obtained information about the sending virtual machine computing
node 107a1 and/or about the destination virtual machine computing node
107d1 (e.g., information about virtual networks ‘and/or entities with which the
computing nodes are associated), and/or by dynamically interacting with the
System Manager module 110 (e.g., to obiain an authorization determination,
' to obtain some or all such information, etc.). By not delivering unauthorized
communications to computing nodes, network isolation and security of
entities’ virtual computer networks is enhanced.
[0028] if the Communication Manager module 109a determines that
the outgoing communication is authorized (or does not petform such an
authorization determination), the module 109a determines the actual physical
network location corresponding to the desfination virtual network address for
the communication. For example, the Communication Manager module
109a may determine the actual destination network address to use for the
virtual network address of the destination virfual machine 107d1 by
dynamically interacting with the System Manager module 110, or may have
previously determined and stored that information (e.g., in response to a
request from the sending virtual machine 107a1 for information about that
destination virtual network address, such as a request that the virtual
machine 107a1 specifies using Address Resolution Protocol, or ARP). The
Communication Manager module 108a then re-headers or otherwise
modifies the outgoing communication so that it is directed to Communication
Manager module 109d using an actual substrate network address, such as if
Communication Manager module 108d is associated with a range of multiple
such actual substrate network addresses. Figures 2A-2D provide examples
of doing such communication management in some embodiments, including
1o emulate logical networking functionalily specified for the virtual network.
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[6029] When Communication Manager module 109d receives the
communication via the interconnection network 120 in this example, it~
obtains the virtual destination network address for the communication (e.g.,
by - extracting the virtual destination network address from the
communication), and determines to which of the virtual machine computing
nodes 107d managed by the Communication Manager module 109d that the
communication is directed. The Communication Manager module 109d next
determines whether the communication is authorized for the destination
- virtual machine computing node 107d1, with examples of such authorization
activities discussed in further detail in the examples of Figures 2A-2D. If the
communication is determined to be authorized (or the Communication
Manager module 109d does not perform such an authorization
determinétion), the Communication Manager module 108d then re-headers
or otherwise modifies the incoming communication so that it is directed to the
destination virtual machine computing node 107d1 using an appropriate
virtual network address for the virtual computer network, such as by using
the sending virtual machine computing node 107a1’s virtual network address
as the source network address and by using the destination virtual machine
" computing node 107d1’s virtual network address as the destination network
address. The Communication Manager module 109d then forwards the
" modified communication to the destination virtual machine computing node
107d1. In at least some embodiments, before forwarding the incoming
communication to the destination virtual machine, the Communication
Manager module 108d may also perform additional steps related to security,
as discussed in greater detail elsewhere.

[0030] [n addition, while not ilustrated in Figure 1, in some
embodiments the various Communication Manager modules may take
further actions to provide logical networking functionality corresponding to a
specified network topology for the virtual computer network, such as by
managing communications between computing nodes of the virtual computer
network in specified manners and by responding to other types of reguests
sent by computing nodes of the virtual computer network. For example,
although being separated from computing ‘node 107a1 on physical
computing system 105a by the interconnection network 120 in the example
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~ embodiment of Figure 1, virtual machine computing node 107d1 on physical
computing system 105d may be configured to be part of the same logical
sub-network of the virtual computer network as computing node 107a1 (e.g.,
to not be separated by any logical specified router devices). Conversely,
despite the physical proximity ‘of virtual machine computing node 107¢1 on
physical computing system 105c to virtual machine computing node 107a1
on physical computing system 105a (i.e., being part of the same physical
sub-network without any intervening physical router devices) in the éxample
embodiment of Figure 1, computing node 107¢1 may be configured o be
part of a distinct logical sub-network of the virtual compdter network from that
of computing node 10721 (e.g., may be configured to be separated by one or
more logical specified router devices, not shown). If so, the previous
example of sending a communication from computing node 107at to
computing node 107d1 may be performed in the manner previously
described, without emulating the actions of any intervening logical router
devices (despite the use of multiple physical router devices in the substrate
interconnection network 120 for forwarding the communication), since
computing nhodes 107a1 and 107d1 are configured to be part of single sub-
network in the specified network topology.

{0031} However, if computing node 107a1 sends an additional
communication to computing node 107c1, the Communication Manager
modules 109a and/or 109¢ on the host computing systems 105a and 105¢
may perform additional actions that correspond fo one or more logical
specified router devices configured in the specified network topology to
separate the computing nodes 107a1 and 107c1. For example, the source
computing node 107a1 may send the additional communication in such a
manner as fo initially direct it to a first of the logical specified router devices
that is configured to be local to computing node 107a1 (e.g., by including a
virtual hardware address in the header of the additional communication that
corresponds to that first logical specified router device), with that first logical
specified router device being expected to forward the additional
communication on toward the destination computing node 107¢1 via the
specified logical network topology. If so, the source Cormmunication
Manager module 109a may detect that forwarding of the additional
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communication to the logical first router device {e.g., based on the viriual
hardware address used in the header of the additional cornmunication), or
otherwise be aware of the configured network topology for the virtual
computer network, and may take actions to emulate functionality of some or
all of the logical specified router devices that are configured in the specified
network topology to separate the computing nodes 107a1 and 107¢1.. For
example, each logical router device that forwards the additional
communication may be expected to take actions such as modifying a TTL
("time to live”) hop value for the communication, modify a virtual destination
hardware address that is specified for the communication to indicate the next
infended destination of the additional communication on a route to the
destination computing node, .and/or otherwise modify the communication
header. If so, the source Communication Manager madule 109a may
perform some or all of those actions before forwarding the additional
communication to the destination Communication Manager module 109¢
over the substrate network (in this case, via physical switch device 115a) for
provision to destination computing node 107c1. Alternatively, some or all
such additional actions to provide the logical networking fUnctiona!ity for the
sent additional communication may instead be performed by the destination
Communication Manager module 109¢ after the additional communication is
forwarded to the Communication Manager module 108c¢c by the
Communication Ma'nager module 108a. The example of Figure 2C provides
additional details regarding examples of providing logical networking
functionality.

[0032] By providing logical networking functionality using the
described technigues, the ONM system provides various benefits. For
example, because the various Communication Manager modules manage
the overlay virtual network and may emulate functionality of logical
networking devices, specified networking devices and other network topology
do not need to be physically implemented for virtual computer networks
being provided, and thus corresponding modifications are not needed to the
interconnection network 120 or switches 115a-115b to support particular
configured network fopologies. Nonetheless, if the computing nodes and
software programs of a virtual computer network have been configured to
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. expect a particular network topology for the virtual computer network, the
appearance of that network topology may nonetheless be transparently
provided for those computing nodes by the described techniques.

[0033] Figures 2A-2C illustrate further examples with additional
lustrative details related to managing communications between computing
nodes that occur via an overlay network over one or more physical networks,
such as may be used by the computing nodes and networks of Figure 1orin -
other situations. In particular, Figure 2A illustrates various example
computing nodes 205 and 255 that may communicate with each other by
using one or more intermediate interconnection networks 250 as a substrate
network. In this example, the interconnection network 250 is an 1Pv6
substrate network on which IPv4 virtual computer networks are overlaid,
although in other embodiments the interconnection network 250 and overlay
virtual computer networks may use the same networking protocol (e.g.,
[Pv4). In addition, in this example embodiment, the computing nodes are
operated on behalf of multiple distinct entities, and a System Manager
module 290 manages the association of particular computing nodes with
particular entities and virtual computer networks, and tracks vérious
configuration information specified for the virtual computer networks. The
example compufing nodes of Figure 2A include four computing nodes
executed on behalf of an example entilty Z and part of a corresponding virtual
computer network provided for entity Z, those being computing nodes 205a,
205c, 255a and 255b. In addition, other computing nodes are operated on
behalf of other entities and belong to other provided virtual computer
networks, such as computing node 205b and other computing nodes 255,

[0034] in this example, the computing nodes 205 are managed by and
physically connected to an associated Communication Manager module R
210, the computing nodes 255 are managed by and physically connected to
an associated .Communication Manager module S 260, and the ONM
Communicaﬁoﬁ Manager modules 210 and 260 are physically connected to
an interconnection network 250, as is the System Manager module 290,
although the physical interconnections between computing nodes, modules
and the interconnection nefwork are not illustrated in this example. As one
example, computing nodes 205 may each be one of muitiple virtual
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machines hosted by a single physical computing system, and
Communication Manager module R may be part of a hypervisor virtual
machine monitor for that physical computing system. For example, with
reference to Figure 1, computing nodes 205 may represent the virtual
machines 107a, and computing nodes 255 may represent the virtual
machines 107d. If so, Communication Managér module R may correspond
to Communication Manager module 108a of Figure 1, Cofnmunication
Manager module 8 would correspond to Communication Manager module
109d of Figure 1, the interconnection network 250 would correspond to
interconnection network 120 of Figure 1, and the System Manager module
290 would correspond to System Manager module 110 of Figure 1.
Alternatively, computing nodes 205 or 255 may instead each be a distinct
physical computing system, such as fo correspond to computing systerﬁs
155a-155n of Figure 1, or to computing nodes at other data centers or
geographical locations {e.g., computing systems at ancther data center 160,
compuiing systems 1453, elc.).

[0035] Each of the Communication Manager modules of Figure 2A is
associated with a group of multiple physical substrate network addresseé,
which the Communication Manager modules manage on behalf of their
associated computing nodes. For example, Communication Manager
module R is shown to be associated with the IPv6 network address range of
“:0A:01/72", which corresponds to the 128-bit addresses (in hexadecimal)
from FOXOK XK XX XK KX KXXA:0100:0000:0000:0000 to
XXX XXX XKXXA: C1FF.FFFF.FEFF:FEFF (representing 2 to the
power of 56 unique IPvB addresses), where each “X’ may represent any
hexadecimal character that is appropriate for a particular situation (e.g., with
the initial 64 bits corresponding a particular organization and network
topology, as discussed in greater detail with respect to Figure 2D). The
interconnection network 250 will forward any communication with a
destination network address in that range to Communication Manager
module R - thus, with the initial 72 bits of the range specified, the
Communication Manager module R may use the remaining available 56 bits
to represent the computing nodes that it manages and to determine how to
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process incoming communications whose destination network addresses are
in that range.

[0036) For purposes of the example shown in Figure 2A, compuiing .
nodes 205a, 205¢, 255a , and 255b are part of a single virtual computer
network for entity Z, and have assigned IPv4 virtual network addresses of
“10.0.0.2", “10.0.5.1", *10.0.0.3%, and * 10.1.5.3", respectively. Because
computing node 205b is part of a distinet virtual computer network for entity
Y, it can share the same virtual network address as computing node 205a
without confusion. In this example, computing node A 205a wants to
communicate with computing node G 235a, which are configured in this
example to be part of a single common local physical sub-network (not
shown) in a network fopology for the virtual computer network, and the
interconnection network 250 and Communication Manager modules are
transparent to computing nodes A and G in this example. In particular,
despite the physical separation of computing nodes A and G, the
Communication Manager modules 210 and 260 operate so as to overlay the
virtual computer network for entity Z over the physical interconnection
network 250 for communications between those compuling nodes, so that
the lack of an actual local network is transparent to the computing nodes A
and G.

[0037) In order to send the communication to computing node G,
computing node A exchanges various messages 220 with Communication
Manager module R 210, despite in the illustrated embodiment being unaware
of the existence of Communication Manager module R {i.e., computing node
A may believe that it is transmitting a broadcast message to all other nodes
on a local sub-network, such as via a specified switching device that
computing node A believes connects the nodes on the local sub-network). In
particular, in this example, computing node A first sends an ARP message
request 220-a that includes the virtual network address for computing node
G (i.e, "10.0.0.3") and that requests the corresponding hardware address for
computing node G (e.g., a 48-bit MAC address). Communication Manager
module R intercepts the ARP request 220-a, and responds to computing
node A with a spoofed ARP response message 220-b that includes a virtual
hardware address for computing node G.
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[DC38] To obtain the virtual-hardware address for computing node G to.
use with the response message, the Communication Manager module R first
checks a local store 212 of information that maps virtual hardware addresses
to corresponding 1Pv6 actual physical substrate network addresses, with
each of the virtual hardware addresses also corresponding to an IPv4 virtual
network address for a particular entity's virtual network. If the local store 212
does not contain an entry for computing node G (e.g.., if none of the
computing nodes 205 have previously communicated with computing node
G, if a prior entry in loca) store 212 for computing node G has expired based
on an associated expiration fime, etc.), the Communication Manager module . .
R interacts 225 with System Manager module 290 to obtain the
correésponding actual IPv6 physical substrate network address for computing
node G on behalf of computing node A. in particular, in this example, the
System Manager module 290 maintains provisioning information 292 that
identifies where each computing node is actually located and te which entity
and/or virtual computer network the computing node belongs, such as by
initiating execution of programs on computing nodes for entities and virtual
computer networks or by 6therwise obtaining such provisioning information.
As discussed in greater detail with respect fo Figure 2B, the System
Manager module determines whether the request from Communication
Manager module R on behalf of computing node A for computing nede G’s
actual 1Pv6 physical substrate network address is valid, including whether
computing node A is authorized to communicate with computing node G, and
if so provides that actual IPv6 physical substrate network address.

10039} Communication Manager medule R receives the actual IPv6
physical substrate network address for computing node G from the System
Manager module 290, and stores this received information as part of a new
entry for computing node G as part of mapping information 212 for later use
(optionally with an expiration time and/or other information). In addition, in
this example, Communication Manager module R determines a dummy
virtual hardware address to be used for computing node G {e.g., by
generating an identifier that is locally unique for the computing nodes
managed by Communication Manager module R), stores that dummy virtual
hardware address in conjunction with the received actual IPv6 physical
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substrate network address as part of the new mapping iﬁformation entry, and
provides the dumimy virtual hardware address to computing node A as part of
response message 220-b. By maintaining such mapping information 212,
later communications from computing node A to computing node G may be
authorized by Communication Manager module R without further interactions
with the System Manager module 290, based on the use of the dummy
virtual hardware address previously provided by Communication Manager
module R. In other embodiments, the hardware address used by
Communication Manager module R for computing node G may instead not
be a dummy address, such as if System Manager module 290 further
maintains information about hardware addresses used by the various
computing nodes {(e.g., virftual hardware addresses assigned to virtual
machine computing nodes, actual hardware addresses assigned to
- computing systems acting as computing nodes, etc.) and provides the
hardware address used by computing node G to Communication Manager
module R as part of the interactions 225. In such embodiments, the
- Communication Manager module R may take further actions if computing
" nodes on different virtual networks use the same virtual hardware address,
such as to map each combination of computing node hardware address and
virtual computer network to a corresponding substrate network address.

[0040] In other embeodiments, Communication Manager module R may
interact with System Manager module 290 to obtain a physical substrate
network address for computing node G or otherwise determine such a-
physical substrate network address at times other than upon receiving an
ARP request, such as in response to any received communication that is
directed to computing node G using the virtual network address “10.0.0.3” as
part of enfity Z’s viriual computer network. Furthermore, in other
embodiments the virtual hardware addresses that are used may differ from
this example, such as if the virtual hardware addresses are specified by the
System Manager module 290, if the virtual hardware addresses are not
random and instead store ane or more types of information specific to the
corresponding computing neodes, etc. In addition, in this example, if
computing node A had not been determined to be authorized to send
communications to computing node G, whether by the System Manager
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module 280 andfor Communication Manager module R, Communication
Manager module R would not send the response message 220-b with the
virtual hardware address (e.g., instead sends no response or an eror
message response).

[0041) In this example, the returned IPv6 actual physical substrate
network address corresponding to computing node G in interactions 225 is
":0B:02:<Z-identifier>:10.0.0.3", where “10.0.0.3" is stored in the last 32 bits
of the 128-bit IPv6 address, and where "<Z-identifier>" is a 24-bit entity
network identifier for computing node G corresponding to the virtual
computer network for entity Z (e'.g., as previously assigned by the System
Manager module to that network to reflect a random number or some other
number corresponding to the entity). The initial 72 bits of the IPv8 network
address store the "::0E§:02" designation, corresponding to the sub-network or
other portion of the interconnection network with a network address range of
“:0B:02/72" to which Communication Manager module S corresponds —
thus, a communication sent over the interconnection network 250 to IPv6
destination network address “:0B:02:<Z-identifier>:10.0.0.3" will be routed to
Communication Manager module S. In other embodiments, the entity
network identifier may be other lengths (e.g., 32 bits, if Communication
Manager module S has an associated network address range of 64 bits
rather than 56 bits) and/or may have other forms (e.g., may be random, may
store various types of information, etc.), and the remaining 56 bits used for
the network address range after the “::0B:02” designation may store other
tybes of information (e.g., an identifier for a particular entity, a fag or label for
the virtual network, etc.). Additional details related to an example configured
IPv6 actual physical network address for use with an overlay virtual computer
network are described with respect to Figure 2D.

[0042] After receiving the response message 220-b from
Communication Manager module R, computing node A c¢reates and initiates
the sending of a communication to computing node G, shown in Figure 2A as
communication 220-c. In particular, the header of communication 220-c
includes a destination network address for destination computing node G
- -that is *10.0.0.3", a destination hardware address for destination computing
node G that is the virtual hardware address provided to computing node A in
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message 220-b, a source network address for sending computing node A
that is “10.0.0.2", and a source hardware address for sending computing
node A that is an actual or dummy hardware address that was previously
identified to computing node A. Since computing node A believes that
computing node G is part of the same local sub-network as itself, computing
node A does not need to direct the communication 220-c to any intermediate
logical router devices that are conﬁgfjred in the network topology to separate
the computing nodes. | _
[0043) Communication Manager module R inlercepts the
communication 220-c, modifies the communication as appropriate, and
forwards the modified communication over the interconnection network 250
to computing node G. In particular, Communication Manager module R
extracts the virtual destination network address and virtual destination
hardware address for computing node G from the header, and then retrieves
the IPv6 actual physical substrate network address corresponding to that
virtual destination hardware address from. mapping information 212. As
previously noted, the IPv6 actual physical substrate network address in this
example is “::0B:.02:<Z-identifier>:10.0.0.3", and Communication Manager
module R creates a new |Pv6 header that includes that actual physical
substrate network address as the destination address. Similarly, the
Communication Manager module R exiracts the virtual source netwoik
address and virtual source hardware address for computing node A from the
'header of the received communication, obtains an IPv6 actual physical
substrate network address corresponding to that virtual source hardware
address (e.g., from a stored entry in mapping information 212, by interacting
with the System Manager module 290 to obtain that information if not
previously obtained, etc.), and includes that actual physical substrate
network address as the source nefwork address for the new IPv6 header. In
this example, the I|Pv6 actual physical substrate network address for
computing node A is “::0A:01:<Z-identifier>:10.0.0.2", which if used in a reply
by Communication Manager module $ on behalf of computing node G will be
routed to Communication Manager module R for forwarding to computing
node A. The Communications Manager module R then creates
communication 230-3 by modifying communication 220-¢ so as fo replace
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the prior IPv4 header with the new IPv8 header (e.g., in accordance with
SHT), including populating the new IPv6 header with other information as
éppropriate for the communication (e.g., payload length, traffic class packet
priority, etc.). Thus, the communication 230-3 includes the same content or
payload as communication 220-¢, without encapsulating the communication
220-¢ within the communication 230-3. Furthermore, access to the specific
information within the paylead is not needed for such re-headering, such as
{o allow Communication Manager module R to handle communications in
which the payload is encrypted without needing to decrypt that payload.
[0044] in at least some embodiments, before forwarding
communication 230-3 to:Communication Manager module 8, Communication
Manager module R may perform one or mere actions fo determine that
communication 220-c is authorized to be forwarded to computing node G as
communication 230-3, such as based on the mapping information 212
including a valid entry for the destination virtual hardware address used in
communication 220-c {e.g., an eniry specific to sending computing node
205a in some embodiments, or instead an entry corresponding to any of the
computing nodes 205 in other embodiments). In other embodiments, such
an authorization determination may not be perforrhed by Communication
Manager module R for each cuigoing communication, or instead may be
performed in other manners (e.g., based on a determination that the sending
node and destination node are part of the same virtual computer network or
are associated with the same entity or are otherwise authorized to inter-
communicate, based on an interaction with System Manager module 290 to
obtain an authorization determination for the communication, etc.).

[0046] After Communication Manager medule R forwards the modified
communication 230-3 to the interconnection network 250, the interconnection
network uses the physical IPv6 destination network address of the
communication” to route the communication to-Communication Manager
module S. in doing so, the devices of the. interconnection network 250 do
not use the portion of the destination network address that includes the
embedded entity network identifier or embedded virtual network address,
and thus do not need any special configuration to forward such a
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communication, nor even awareness that a virtual computer network isbeing
overlaid on the physical interconnecétion network.

[0046] When Communication Manager module $ receives
communication 230-3 via the interconnection network 250, it performs .
actions similar to those of Communication Manager module R, but in
reverse. In particular, in at least some embodiments, the Communication
Manager module S verifies thai communication 230-3 is legitimate and
authorized to be forwarded to computing node G, such as via one or more
interactions 240 with the System Manager module. If the communication is
determined o be authorized (or if the authorization determination is not
performed), the Communication Manager module S then modifies
communication 230-3 as appropriate and forwards the modified
communication fo computing node G. Additional details related to the
verification of the communication 230-3 are discussed with respect to Figure
2B.

[0647] In particufar, to modify communication 230-3, Communication
Manager module S retrieves information from mapping information 262 that
corresponds té computing node G, including -the virtual hardware address
used by computing node G (or generates such a virtual hardware address if
not previously available, such as for a new computing node).
Communication Manager module S then creates communication 245-e by
modifying communication 230-3 so as to replace the prior IPv6 header with a
new IPv4 header (e.g., in accordance with SUIT). The new IPv4 header
includes the virtual network .address and virtual hardware address for
computing node G as the destination neiwork address and destination
hardware address for the new [Pv4 header, the virtual network address and
a virtual hardware address for computing hode A as the source network
address and source hardware address for the new IPv4 header, and includes
other information as appropriate for the communication (e.g., iotal length,
header checksum, etc.). The virual hardware address used by
Communication Manager module S for computing node A may be the same
as the hardware address used by Communicafion Manager module R for
computing node A, but in other embodiments each Communication Manager

module may maintain separafe hardware address information that is not
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related to the information used by the other Communication Manager
modules (e.g., if Communication Manager module S generated its own
dummy virtual hardware address for computing node A in response to a prior
ARP request from one of the computing nodes 255 for computing node A’s
hardware address). Thus, the communication 245-e includes the same
content or payload as communications 220-c and 230-3. Communication
Manager module S then forwards communication 245-e to computing node
G. '

[0048] After receiving communication 245-e, computing node G
determines to send a response communication 245-f to computing node A,
using the source virtual network address and source virtual hardware
address for cqmpuﬁng node _A from communication 245-e. Communication
Manager module S receives response communication 245-f, and processes
it in a manner -similar to that previously described with respect to
communication 220-¢ and Communication Manager module R. In particular,
Communication Manager module S optionally verifies that computing node G
is authorized to send communications to computing node A, and then
modifies communication 245-f to create communication 230-6 by generating
a new [Pv6 header using mapping information 262. After forwarding
communication 230-6 fo the interconnection network 250, the communication
is sent to Communication Maﬁager module R, which processes the incoming
communication in a manner similar to that previously described with respect
to communication 230-3 and Communication Manager module S. In
particular, Communication Manager module R optionally verifies that
computing node G is authorized to send communications fo computing node
A and that communication 230-6 actually was sent from the substrate
network location of computing node G, and then modifies communication
230-6 1o create response communication 220-d by generating a new {Pv4
header using mapping information 212. Communication Manager module R
then forwards response communication 220-d to computing node A. In other
embodiments and situations, Communication Manager modules R and/or S
may handle response communications differently from initial

communications, such as to assume that response communications are
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authorized in at least some situations, and to not perform some or all
authorization activities for response communications in those situations.
[0048] In this manner, computing nodes A and G may inter-
communicate using a IPv4-based virtual computer network, without any
special configuration of those 6omputing nodes to handle the actual
intervening IPvB-based substrate interconnection nelwork, and
interconnection network 250 may forward IPv8 communications without any
special configuration of any physical networking devices of the
interconnection network, based on the Communication Manager modules
overlaying the virfual computer network over the actual physical
interconnection network without encapsufation of communications and on
using embedded virtual network addresses in the substrate physical network
addresses.

[0050] In addition, while -not illustrated with respect to Figure 2A, in at
least some embodiments the Communication Manager modules may receive
and handle other types of requests and communications on behalf of
associated computing nodes. For example, Communication Manager
modules may take various actions to support broadcast and multicast
capabilities for computing nodes that they manage. As one example, in
some embodiments, a special multicast group virtual network address suffix
may be reserved from each entity network identifier prefix for use in signaling
networking Layer 2 raw encapsulated communications. Similarly, for link-
local broadcast and multicast communications, a special multicast group /64
prefix may be reserved (e.g., “FF36:0000:"), while a different destination
address' prefix (e.g., “FF15:0000:*) may be used for other mullicast
communications. Thus, for example, multicast and broadcast IP frames may
be encapsulated using a corresponding reserved 64-bit prefix for the first 64
bits of the 128-bit IPv6 address, with the remaining 64 bits inciuding the
virtual 1Pvd network address for the destination computing node and the
enfity network identifier for the destination computing node in a manner
simitar to that previously described. Alternatively, in other embodiments, one
or more types of broadcast and/or multicast communications may each have
a corresponding reserved label or other identifier that has a different value or
form, including using a different number of bits and/or being stored in a
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manner other than as a network address prefix. When a computing node
sends a broadcast/multicast communication, any Communication Manéger
module with an associated computing node that has subscribed to that
multicast/broadcast group would be identified (e.g., based on those
Communibation Manager modules having subscribed to the group, such as
in response to prior join communications sent by those associated computing
nodes), and the Communication Manager medule for the sending computing
node would forward the communication io each of the identified
Communication Manager modules of the group, for forwarding to their
appropriate managed computing nodes. In addition, in-some embodiments
and situations, at least some broadcast or multicast communications may not
be forwarded by Communicafion Manager modules, such as
communications with an IPv4 prefix of 224.0/16 or another designated prefix
or other label or identifier. .

[0051] In addition to supporting broadcast and fnulticast capabilities
for managed computing nodes, the Communication Manager moduies may
receive and handle other types of requests and communications on behalf of
associated computing nodes that -correspond to configured network
topologies for the virtual computer networks to which the computing nodes
belong. For example, computing nodes may send various reguests that a
specified local router device or other specified networking device would be
expected to handle (e.g., ping requests, SNMP queries, etc.), and the
associated Communication Manager modules may intercept such requests
and take various corresponding actions to emulate the functionality that
would have been provided by the specified networking device if it was
physically implemented.

[0052] In .addition, it will be appreciated that a Communication
Manager module may facilitate communications between multiple of the
computing nodes that are associated with that Communication Manager
medule. For exampie, with respect to Figure 2A, computing node 205a may
wish to send an additional communication {not shown) to computing node
205¢c. If so, Communication Manager module R would perform actions
similar to those previously described with respect fo the handling of outgoing
communication 220-¢ by Communication Manager module R and the
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handling of incoming communication 230-3 by Communication Manager
module S, but without re-headering of the additional communication to use
an |Pv6 header since the communication will not travel over the
interconnection network. However, if computing nodes 205a and 205¢ are
configured in a network topology for the virtual computer network to be
separated by one or more logical networking devices, the Communication
Manager module R may take additional actions to emulate the functionality of
those logical networking devices, as discussed in greater detail with respect
to Figure 2C.

[0053] While not illustrated with respect to Figure 2A, in at least some
embodiments other types of requests and communications may also be
handled in various ways. For exanﬁple,.in at least some embodiments, an
entity may have one or more computing nodes that are managed by
Communication Manager module(s) and that are part of a virtual computer
network for that enfity, and may further have one or more other non-
managed computing systems (e.g., computing systems that are directly
connected to the interconnectipn network 250 and/or that natively use IPv6
network addressing) that do not have an associated Communication
Manager module that manages their communications. I the entity desires
that those non-managed computing systems be part of that virtual computer
network or otherwise communicate with the managed computing nodes of
the virtual computer network, such communications between managed
| computing nodes and non-managed computing systems may be handled by
the Communication Manager module(s) that manage the one or more
computing nodes in at least some such embodiments. For example, in such
situations, if such a non-managed computing system is provided with an
actual |Pv6 destination network address for such a managed computing
node (e.g., "“::0A:01:<Z-identifier>:10.0.0.2" for managed computing node A
in this example), the non-managed computing system may send
communications to computing node A via interconnection nefwork 250 using
that destination network address, and Communication Manager madule R
would forward those communications to computing node A (e.g., after re-
headering the communications in a manner similar fo that previously
~ described) if Communication Manager module R is configured to accept
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communications from that non-managed computing system (or from any
non-managed computing system). Furthermore, Communication Manager
module R may generate a dummy virtual network address to correspond to
such a non-managed computing systern, map it to the actual IPv6 network
address for the non-managed computing system, and provide the dummy
. virtual network address to computing node A {e.g., as the source address for
the communications forwarded to computing node A from the non-managed
computing system), thus allowing computing node A t6 send communications
to the non-managed computing system.

[0054] Similarly, in at least some embodiments and situations, at ieast
some managed computing nodes and/or their virtual computer networks may
be configured to allow communications with other devices that are not part of
the virtual computer network, such as other non-managed compu'ting
systems or other types of network appliance devices that do not have an
associated Communication Manager module that manages their
communications. In such situations, if the managed computing nodes and/or
the virtual computer network is configured to allow communications with such
' other nen-managed devices, such a non-managed device may similarly be
provided with the actual IPv6 destination network address for such a
computing node {e.g., “:0A:01:<Z-identifier>:10.0.0.2" for combuting node A
in this example), allowing the non-managed device to send communications
to computing node A via interconnection network 250 using that destination
network address, with Communication Manager module R then forwarding
those communications to computing node A (e.g., afier re-headering the
communications in a manner similar to that previously described).
Furthermore, Communication Manager module R may similarly manage
ouigoing cormmunications from computing node A fo such a non-managed
device to allow computing node A o send such communications.

[0055] in addition, as previously noted, a communication manager
module manages communiéaﬁons for associated computing nodes in various
ways, including in some embodiments by assigning virtual network
addresses to computing nodes of a virtual computer network, andfor by
assigning subsirate physical network addresses o managed computing
nodes from a range of substrate physical network addresseé that correspond
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o the communication manager module. In other embodiments, some such
activities may instead be performed by one or more ¢computing nodes of the
vitual ‘computer network, such as to allew a DHCP (Dynamic Host
Configuration Protocal) server or other device of a virtual computer netwaork
to specify virtual network addresses andfor substrate physical network
addresses to particular computing nodes of the virtual network. In such
embodiments, the communication manager module obtains such
configuration information from the virtual network device(s), and updates its
mapping information accordingly (and in some embodiments may further
update one or more systern manager modules that maintain information
about computing nodes associated with virtual networks). In yet other
embodiments, a user or other entity associated with a virtual computer
network may directly configure particular computing nodes to use particular
virtual network addresses. If so, the communication manager modules
and/or system manager module may track which virtual network addresses
are used by particular computing nodes, and similarly update stored mapping
information accordingly.

[0056] In addition, in some emBodiments and situations, a managed
computing node may itself be treated as a phantom router, with multiple
virtual network addresses associated with that managed computing ndde,
and with that managed computing node forwarding communications to other
computing nodes that correspond to those mulliple virtual network
addresses. In such embodiments, the communication manager module that
manages communications for that managed router computing node handles
communications to and from that computing node in a2 manner similar fo that
previously described. However, the communication manager module is
configured with the multiple virtual network addresses that correspond to the
managed router computing node, so that incoming communications to any of
those multiple virtual network addresses are forwarded to the managed
router computing node, and so that outgoing communications from the
managéd router computing node are given a substrate source physical
network address that corresponds to the particular computing node that sent
the communication via the managed router computing node. In this manner,
routers or other networking devices of a particular customer or other entity
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may be virtually represented for a virtual computer network implemented for
that entity. '
[0057] Figure 2B illustrates some of the computing nodes and
communications discussed with respect fo Figure 2A, but provides additional
details with respect fo some actions taken by the Communication Mariager
- modules 210 and 260 and/or the System Manager module 290 to authorize
communications between computing nodes. For example, after computing
node A sends message 220-a to request a hardware address for computing
node G, Communication Manager module R may perform one or more
interactions 225 with the System Manager module 290 in order to determine
whether fo provide that information, such as based on whether computing
node A is authorized to communicate with computing node G, as well as to
determine a corresponding substrate physical network address for computing
node G based on interconnection network 250. If the Communication
Manager module R has previously obtained and stored that information and
it remains valid (e.g., has not expired), then the interactions 225 may not be
performed. In this example, to obtain the desired physical network address
corresponding to compufing node G, Communication Manager module R
sends a message 225-1 o the System Manager module 290 that includes
the virtual network addresses for computing nodes A and G, and that
includes an entity network identifier for each of the computing nodes, which
in this example is an entity network identifier for the virtual computer network
of entity Z (e.g., a 32-bit or 24-bit unique iﬂentiﬁer). In at least some
embodiments, Communication Manager module R may send message 225-1
to the System Manager module 290 using an anycast addressing and routing .
scheme, so that multiple System Manager modules may be implemented
(e.g., one for each data center that includes Communication Manager
modules and associated computing nodes) and an appropriate one of those
{e.qg., the nearest, the most underutilized, efc.) is selected to receive and
handle the message.
[0058] After the System Manager module 29C determines that
computing node A is authorized to communicate with computing node G
(e.g., based on having the same entity network identifier, based on
computing node A having an entity network identifier that is authorized to
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communicate with computing nodes of the entity network identifier for
computing node G, based on other information provided by or associated
with computing node A indicating that computing node A is authorized to
perform such communications, based on information provided by or
associated with computing node G indicating that computing node A is
authorized to perform such communications, etc.), the System Manager
module 290 returns a response message 225-2 that includes the desired
actual physical substrate network address corresponding to computing node
G. In addition, in at least some embodiments, before sending the desired
actual physical network address, the System Manager module 290 may
further verify that Communication Manager module R is authorized to send
the message 225-1 on behalf of computing node A, such as based on
computing node A being determined {0 be one of the computing nodes to
which Communication'Manager module R is associated.

[0059] In other embodiments, Communication Manager module R may
perform some or all of the actions described as being performed by System
Manager module 290, such as to maintain provisioning information for the
various computing nodes and/or fo determine whether computing node A is
authorized o send communications to computing node G, or instead no such
authorization determination may be performed in some or all situations.
Furthermore, in other embodiments, other types of authorization
determinations may be performed for a communication between two or more
computing nodes, such as based on a type of the communication, on a size
of the communication, on a time of the communication, etc.

[0060] As previously noted with respect to Figure 2A, after
Communication Manager module S receives communication 230-3 intended
for computing node G via the interconnection network 250, Communication
Manager module S may perform one or more interactions 240 with the
System Manager module 280 in order to determine whether fo authorize that
communication.  in particular, in this example, to verify that the
communication 230-3 is valid and authorized fo he forwarded to computing
node G, Communication Manager module S first extracts the actual IPv6
destination network address and aciual IPv6 source netwark address from
the header of communication 230-3, and then retrieves the embedded entity
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network identifiers and virtual network addresses from each of the extracted
IPv6 network addresses. The Communication Manager module S next
exchangeé messages 240 with System Manager module 280 to obtain the
corresponding actual IPv8 physical network address for the sending
computing node A on behalf of computing noede G, including a message 240-
4 that includes the extracted virtual network addresses for computing nodes
A and G and the entity network identifier for each of the computing nodes. In
at least some embodiments, Communication Manager module € may send
message 2404 to the System Manager module 290 using an anycast
addressing and routing scheme as previously described.

[0061} The System Manager module 280 receives message 240-4,
and returns a response message 240-5 that includes the actual physical
substrate network address corresponding to computing node A, which in this
‘example is "::0A:01:<Z-identifier>:10.0.0.2", As previously discussed with
respect to messages 225-1 and 225-2, in some embodiments the System
Manager moduie 290 and/or Communication Manager module S may further
-perform one or more other types of authorization determination activities,
‘'such as to determine that computing node G is authorized to communicate
with computing node A, that Communication Manager module S is
authorized to send the message 240-4 on behalf of computing node G, etc.
Communication Manager module S then verifies that the returned physical
network address in response message 240-5 matches the source IPv6
network address extracted from the header of communication 230-3, so as to
prevent attempts fo spoof messages as being from computing node A that
are actually sent from other computing nodes in other Iocations.
Communication Manager module S optionally stores this received
information from respdnse message 240-5 as part of an entry for computing
node A in mapping information 262 for later use, along with computing node
A’s virtual network address and a virtual hardware address for computing
node A.

[0062] Figure 2C illustrates a further example of managing ongoing
communications for the virtual computer network described with respect to
Figures 2A and 2B, but with communications being managed to support
logical networking functionality for the virtual compuier network in
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accordance with a configured network topolegy for the virtual computer
network. in  particular, Figure 2C illustrates computing node A,
Communication Manager modules R and S, System Manager module 290,
and interconnection network 250 in 'a manner similar to that shown in Figures
2A and 2B. However, Figure 2C further illustrates additional information
regarding computing node A 205a and computing node H 255b as compared
to Figure 2A, as well as legical representations 270a and 270b of two
specified router devices that are part of the configured network topology for
the virtual computer network but that are not actually physically implemented
as part of providing the virtual computer network. In particular, in this
example, computing node A is sending a communication to computing node
H, and the actions of the physically implemented modulés 210 and 260 and
devices of network 250 in actually sending the communication are shown, as
well as emulated actions of the logical router devices 270a and 270b in
logically sending the communication.

[0063] In this example, computing nodes A and H are configured to be
part of two distinct sub-networks of the virtual computer network, and the
logical router devices 270a and 270b separate the computing nodes A and H
in the configured network topology for the virtual computer network. For
example, logical router device J 270a may be a local router device to
computing node A (e.g, may manage a first sub-netw;ork that includes
computing node A), and logical router device L 270b may be a local router
device to computing node H (e.g., may manage a distinct second sub-
network that includes computing node H). While computing nodes A and H
are illustrated as being separated by two router devices in the configured
network fopology in this example, it will be appreciated that fwo such
computing nodes may be separated' by 0, 1 or more than 2 router devices in
other situations, and that other types of networking devices may separate
computing nodes in some situations.

[0084] In the example of Figure 2C, the additional information that is
shown for computing nodes A and H includes hardware addresses
associated with those cdmputing nodes for the virtual computer network,
such as virtual hardware addresses that are assigned to the computing
nodes by the System Manager module 280 andfor the Communication
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Manager modules R and S. In particular, in this example, computing node A
has been assigned hardware address " 00-05-02-0B-27-44,” and computing
node H has been assigned hardware address “00-00-7D-A2-34-11." In
addition, the logical router devices J and L have also each been assigned
hardware addresses, which in this example are “00-01-42-09-88-73" and “00-
01-42.CD-11-01,” respectively, as well as virtual network addresses, which in
this example are “10.0.0.1" and “10.1.5.1,” respeciively. The various
hardware addressés will be used as part of the sending of the
communication from computing node A to computing node H, and the
providing of corresponding logical networking functionality for the virfual
computer network, as described below.

[0065] Thus, in a manner similar to that described with respect to
Figure 2A, computing node A determines to send a communication to
computing node H, and accordingly exchanges various messages 222 with
Communication Manager module R 210. in particular, in this example,
computing node A first sends an ARP message request 222-a for virtual
hardware address information. However, unlike the example of Figure 2A in
which 60mputing nodes A and G were part of the same logical sub-network,
communications from computing node A to computing node H are expected
to first pass through an initial intermediate destination of local router device J
hefore being forwarded to computing node H. Accordingly, since logical
router J is the initial intermediate destination for logically remote computing
node H, the ARP message request 222-a includes the viriual network
address for logical router J (i.e., “10.0.0.1") and requests the corresponding
hardware address for logical router J. In other embodiments, computing
node A may instead requeét virtual hardware address information for
computing node H directly {(e.g., using the virtual network address “10.1.5.3"
for computing node H), but be provided with the corresponding hardware
address for logical router J.

[0066] Communication Manager module R intercepts the ARP request
222-a, and obtains a hardware address to provide to computing node A as
part of spoofed ARP response message 222-b. The Communication
Manager module R may determine the hardware address for iogical router J,
as well as that computing node H is part of a distinct logical sub-network
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from computing node A, in various manners in various embodiments. For
example, as previously discussed, the Communication Manager module R
may store various hardware address information as part of mapping
information 212, and if s0 may already have stored hardware address
information for logical router J. If not, however, Communication Manager
- module R performs one or more interactions 227 with the System Manager
module 280 to obtain information from the module 290 corresponding to the
indicated virtual network address for logical router J . However, rather than
obtaining a substrate network address corresponding to the indicated virtual
network address, as for computing node G in Figure 2A, the System
Manager module 280 indicates that the virtual network address corresponds
to a logical router device of the configured network topology, and may also
provide information fo the Communication Manager module R that indicates
the hardware address information for logical router J. In particular, the
System Manager module 290 maintains various information 294 related fo
the iconﬁgured network topology for the virtual computer networks that it
provides or otherwise manages, such as information about specified
networking. devices, and use that information fo provide requested
information to Communication Manager modules. The 'Communication
Manager module R then stores the received information as part of mapping
information 212 for future use, and in this manner determines that computing
node H is part of a distinct sub-network from computing node A in the
configured network topology. Furthermore, Commuriication Manager module
R provides computing node A with the hardware address “00-01-42-09-88-
73" corresponding to logical routér J as part of response message 222-b.
While request 222-a and response message 222-b éctually pass between
computing node A and Communication Manager module R in the manner
discussed, from the standpoint of computing node A, the communications
222-a and 222-b are part of logical interactions 263 that occur with local
router device J.

[0067] Aiter receiving the response message 222-b from
Communication Manager module R, computing node A creates and initiates
the sending of a communication to computing node H, shown in Figure 2C as
communication 222-c. In particular, the header of communication 222-c¢
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includes a destination network address for destination computing node H that
is “10.1.5.3", a destination hardware address that is the virtual hardware
address for logical router J provided to computing node A in message 222-b,
a source network address for sending cdmputing node A that is “10.0.0.27,
and a source hardware address for sending computing node A that is an
actual or dummy hardware address that was previously identified fo
computing node A. From the standpoint of computing node A, the sent
communication will be handled in the manner illustrated for logical
communication 265, and will be sent to local logical router J as
communication 265a for forwarding based on the destination hardware
address in the communication. [ logical router J were physically
implemented and received such a communication 285a, it would modify the
header of the communication 265a and forward the modified communication
265b to logical router L, which would similarly modify the header of the
communication 265b and forward the modified communication 265c to
computing node H. The modifications that logical router J would perform to
such a communication 265a may include decrementing a TTL network hop
value in the h.eader and changing the destination hardware address to
correspond to the next destination, which in this example would be logicat
router L. Similarly, the modifications that logical router L would perform to
such a communication 265b may include further decrementing the TTL
network hop value in the header and changing the destination hardware
address to correspond to the next destination, which in this example would
be computing node H.

[0068] While communication 222-c from computing node A to
computing node H is logically handled in the manner illustrated for
communication 265, the communication 222-c is actually intercepted and
handled by Communication Managér module R. In particular, in & manner
similar to that described in Figure 2A for communication 220-c,
Communication Manager module R intercepts the communication 222-c,
modifies the communication as appropriate, and forwards the modified
commtnication ovér the interconnection network 250 to computing node H.
To determine the substrate network address to be used for forwarding the
modified communication over the interconnection network 250,
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Communication- Manager module R extracts the destination virtual network -
address and destination virtual hardware address from the header of
communication 222-c. However, based on the destination virtual hardware
address corresponding to logical router J, Communication Manager module
R determines to use the destination virtual network address to identify the
destination subsirate network address, in @ manner different from that of -
Figure 2A. Thus, the Communication Manager module R checks the
mapping information 212 fo determine if a substrate network address
corresponding to computing node H’s virtual network address has been
previously determined and stored. If not, Communication Manager module R
performs one or more interactions 227 with the System Manager module 280
to determine that information, in a manner similar to the interactions 225 of
Figure 2A. As discussed in greater detail with respect to Figure 2B, in
response to the ARP request message 222-a andfor communication 222-c,
the Communicatidn Manager module R and/or the System Manager module
290 may further perform various optional authentication activities.

[0068] After Communication Manager module R determines the IPv6
actual physical subétrate network address corresponding to computing node
H, it creates a2 new IPv6 header that includes that actual physical substrate
network address as the destination address, and similarly adds a source
IPv6 address for computing node A to the new header. In this example, the
physical substrate network address corresponding to computing node H is
similar to that of computing node G, and in particular is the IPv6 substrate
network address *::0B:02:<Z-identifier>:10.1.5.3", where “10.1.5.3" is stored
in the last 3'2 bits of the 128-bit IPv6 address, and where "<Z-identifier> " is a
24-bit entity network identifier for the virtual computer network. Thus, as with
communications sent to computing node G, a communication sent over the
interconnection network 250 to the substrate network address for computing
node H will be routed to Communication Manager module S. The
Communication Manager module R next creates a new communication 232-
3 by modifying communication 222-¢ so as to replace the prior IPv4 header
with the new IPv6 header (e.g., in accordance with SIIT), including
‘populating the new iPv6 header with other information as appropriate for the
new communication (e.g., payload length, traffic class packet priority, etc.),
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and forwards communication 232-3 over the interconnection network 250.
The interconnection network then uses the physical IPv6 destination network
address of the communication 232-3 to route the communication to
Communication Manager module S, When Communication Manager module
S receives communication 232-3 via the interconnection network 250, it
performs actions similar to those described in Figure 2A with respect to
communication 230-3, including to rhodify the communication to include an
appropriate IPv4 header, and to provide the modified communication as
communication 247-e to computing node H,

[0070] Furthermore, as noted. elsewhere, Communication Manager
module R and/or Communication Manager module S take further actions in
this example to medify the communication from c¢omputing node A to
computing node H in such a manner as 1o provide logical networking
functionality corresponding to the configured network topology for the virtual
computer network, including to emulate functionality that would be provided
by logical routers J and L if they were physically implemented for the virtual
computer network. For example, as previously discussed, logical routers J
and L would perform \}ariou_s modifications to communication 265 as it is
forwarded to computing node H if those routers were physically implemenied
and used, including to modify TTL network hop values and to perform other
header modifications. Accordingly, Communication Mariager module R
and/or Communication Manager module S may perform similar modifications
to the communication 222-¢c and/or 247-e to emulate such functionality of the
logical routers J and L. Thus, computing node H receives a communication
247-e that appears to be communication 265¢ forwarded via the specified
network topology for the virtual computer network.

[oo74] In this manner, the ONM system may provide logical
networking functionality corresponding to the configured network topology,
without any special configuration of the computing nodes of the virtual
compufer network or of the physical networking devices of the inter;lening
substrate interconnection network, based on the Communication Manager
modules overlaying the virtual computer network on the actual physical
interconnection network in such a manner as to emulate the configured
network fopology. In addition, mulliple modules of the ONM system may
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operate together in a distributed manner to provide functionality
corresponding to a particular logical networking device, such as with
modules 210, 260 and 290 operating together in the previous example to
emulate functionality corresponding to each of logical router devices 270a
and 270b. _

[0072) As previously noted, configuration information that is specified
for a virtual computer network may include .various network topology
information, and various computing nodes may be selected for the virtual
computer network and configured in accordance with the network topology in
various manners. For example, in some embodiments, the selection of a
computing node to be used in a virtual computer network and/or to be
assigned a particular role in a configured network topology may be based at
least in part on a geographical and/or network location of the computing
node, such as an absolute location, or instead a location relative to one or .
more other -computing resources of interest (e.g., other computing nodes of
the same virtual network, storage resources to be used by the computing
node, etc.), such as within a minimum andfor maximum specified
geographical distance or 6ther degree of proximity to an indicated other
computing resource or other location. In addition, in some embodiments,
factors used when selecting a computing ncde may be not be based on
location , such as to include one of more of the following: constraints related
to capabilities of a computing node, such as resourcejrelated criteria (e.g.,
an amount of memory, an amount of processor usage, an amount of network
bandwidth, andfor an amount of disk space), and/or specialized capabilities
available only on a subset of available computing nodes; constraints related
to costs, such as based on fees or operating costs associated with use of
particular computing nodes; etc.

[0073] Various other types of actions than those discussed with
respect to Figures 2A-2C may be performed in other embodiments, including
for types of network addressing protocols oiher than IPv4 and IPv8.

[0o74] Figure 2D illustrates an example [Pv6 physical substrate
network address configuration 272 for use with the described fechniques in
some embodiments, with the example network address being configured so
as to embed a virtual network address and other information in the substrate
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network address so as to enable an overlay virtual computer network over
the substrate computer network. As previously discussed, this example IPv6
network address configuration uses the 128-bit network address space to
store 'various information, with the initial 64 bits storing an IPv6 neiwork
portion of the address, and with the subsequent 64 bits storing an interface
identifier {(or “host”} portion of the address.

[0075] In this example, the initial 64-hit network portion of the IPv8
address includes a 32-bit identifier 272a for bits 0 through 31 that
correspends to a corporate or other organization identifier assigned to such
an organization by an Internet registry operator on behalf of the Internet
Assigned Numbers Authority (in this example, based on an assignment from
the Regional Internet Registry RIPE NNC, or Réseaux |P Européens
Network Coordination Centre). For example, in some embodiments, an
organization that operates an embodiment of the ONM system or another
organization that uses the described techniques may have an associated
identifier 272a. The initial 64-bit network portion of the address also includes
a 32-bit group of information- 272b in this example that corresponds to
topology of a group of multiple éomputing nodes (e.g., a sub-network or other
network portion) provided on hehalf of the group whose identifier is indicated
in information 272a. As previously discussed, in at least some embodiments,
the initial 64-bit network portion of the address represents a partial network
address for the substrate network that corresponds to a location of muttiple
related computing nodes, such as a sub-network or other poriion of the
substrate network. in particular, the initial 64-bit network address portion in
at least some embodiments corresponds to a particular communication
manager module that represents multiple associated computing nodes being
managed by the communication manager module, such as based on the
communication manager module managing the range of network addresses
corresponding to some or all of the 64-bit interface identifier address portion
in order to represent the various managed computing nodes. In other
embodiments, the partial network address may be represented with a
different number of bits (e.g., 72) and/or using a part of the address other
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[0076] The 32-bit group of topology information 272b may represent
various information in various ways in different embodiments, with topology
information groups 274 and 276 showing two alternative example
configurations of topology information. In particular, in the examples of 274
and 276, the first two bits (bits 32 and 33 of the overall IPv6 address)
indicate a particular version of the topology information, such that the
meaning of the remaining 30 bits may change over time or in different
situations. With respect to example 274, various bits as shown each indicate
different geographical locales, geographic areas within the locales, computer
racks within the geographic areas, and physical computing system nodes
within the computer racks. In this example, the 6 bits for the locale
information may represent 64 unique values, the~8 bits for the area
information may represent 256 unigue values for each locale value, the 8 bits
for the rack information may represent 256 unique values for each area
vaiue, and the 8 bits for the physical computing system node information
may represent 256 unique values for each rack value. Conversely, with
respect to example 276, only locale and rack information is shown, but each
have additional bits in order to représent those types of information, such as
to have 16,384 unique locale values using its 14 bits, and to have 65,536
unique rack values using its 16 bits for each locale value. It will be
appreciated that topology information may be represented in other manners
in other embodiments,

[0077] In this example, the 64-bit interface identifier portion of the IPv6
address is configured to store several types of information, including a 6-bit
identifler 272¢ that corresponds to a particular computing node slot {e.g., a
particular virtual machine computing node on a particular physical computing
system corresponding to the initial 84-bit nelwork portion of the IPv6
address), iwo 1-bit identifiers 272f and 2729, a 24-bit identifier 272d to
embed an entity network identifier (e.g., to reference a particular virtual
computer network), and a 32-bit identifier 272e to embed an IPv4 network
address ( e.g., a virtual network address). The 6 bits for the slot identifier
may represent approximately 64 unique values, the 24 bits for the embedded
entity network identifier may represent approximately 16.8 million unique
values, and the 32 bits for the embedded IPv4 network address may
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represent approximately 4.3 billion unique values. In this example, the 1-bit
identifier 272g (bit 70 of the IPvE address) represents a U/L globai/flocal bit
that in some embodiments may indicate whether the address is globally
administered or locally administered, and the 1-bit identifier 272f (bit 71 of
the IPv6 address) represents an /G individual/group bit that in some
embodiments may indicate whether the address corresponds to a single
computing node or to a group of multiple computing nodes (e.g., as part of a
broadcast or multicast). In ét_ least some embodiments, the /G bit is set to
zero, and the U/L bit is set to one when virtual forwarding of the
corresponding communication is being used, such as for use in virtual
subnetting via phantom computing node routers and/or fo indicate that an
incoming communication with such a destination address be delivered to a
computing node corresponding to the value of the 8-bit slot identifier rather
than a computing node corresponding to the values of the 32-bit IPv4
embedded network address and 24-bit entity network identifier. it will be
appreciated that the interface identifier information may be represented in
other manners in other embodiments. | :

[0078] As previously noted, the ONM system may in at least some
embodiments establish and/or maintain virtual computer networks via the
operation of one or more communication manager modules at the edge of
‘one or more intermediate physical networks, such as by configuring and
otherwise managing communications for the virtual computer networks. In
some situations, a communication manager module tracks or otheérwise
determines the virtual computer networks to which the module’s associated
computing nodes belong {e.g., based on entities on whose behalf the virtual
computer networks operate) as part of managing the communications for the
virtual computer networks. The determination by a communication manager
module of a corresponding virtual computer network for a computing node
may be performed in various ways in various embodiments, such as by
interacting with a system manager-module that provides that information, by
tracking software programs executing on such computing nodes, by tracking
entities associated with such computing nodes, etc. For example, when a
particular computing node begins o execute one or more software programs
on behalf of a user, and that user also has other software programs
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execlting on other computing nodes, the new computing node executing the
user's program(s) may be selected to be associatéd with-a virtual computer
network for the user that includes those other computing nodes.
Alternatively, a user or other entity may specify a particular virtual computer
network to which a computing node belongs, such as if the entity-maintains
multiple distinct virtual computer networks between different groups of
computing nodes. in addition, in at least some embodiments, one or more
system manager modules of the ONM system may facilitate configuring
communications between computing nodes, such as by tracking and/or
managing which computfing nodes belong to which virtual computer networks
(e.g., based on executing programs on behalf of a customer or other entity),
and by providing information about actual physical substrate network
addresses that correspond to virtual network addresses used for a particular
virtual computer network (e.g., by a particular customer or other entity).

[0079] As previously noted, in some embodiments, a program
execution service executes third-party customers’ programs using multiple
physical computing systems (e.g., in one or more data centers) that each
host multiple virtual machines, with each virtual machine being able to
execute one or more programs for a customer. In some such embodiments,
customers may provide programs to be executed to the program execution
service, and may reserve execution time and other resources on physical or
virtual hardware facilities provided by the program execution service. In
addition, customers and/or the program execution service may define virtual
computer networks that will be used by the program execution service for
computing nodes of the customer, so as to fransparently provide computing
nodes of a virtual computer network with the appearance of operating on a
dedicated bhysical network. In addition, in some embodiments, a virtual
computer network that is managed by an embodiment of the ONM system
may be a configured computer network provided by a configurable network
service. In some such embodiments, customers or other users may specify
various types of configuration information for their provided configured
computer networks, such as neiwork topology information and/ or network
access constraints for the provided computer network, and may interact from
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one or more remote locations with their provided configured computer
networks.

[0080] Figure 3 is a block diagram illustrating example computing
systems suitable for executing an embodiment of a system for managing
communications between computing nodes. In particular, Figure 3 iliustrates
a.group 399 of computing éystems and inter-network(s), such as a data
center or other group of co-located compuﬁng nodes. In some
embodiments, some or all of the computing systems of the group 399 may
be used by an embodiment of the ONM system to provide virtual computer
networks to users or other entities. The group 399 includes a server
computing system 300, a host computing system 350 capable of executing
one or more virtual machines, other host computing systems 390 that are
similar to host computing. system 350, and an optional Communication
Manager module 360 that manages host computing systems 390 and that
executes on one of the computing systems 390 or on another computing
system (not shown). The system manager computing system 300 and host
computing systems 350 and 390 are connected to one another via an
internal network 380, which includes a nemérking device 362 and other
networking devices (not shown). The network 380 may be an
intérconnection network that joins multiple disparate physical networks (not
shown) for the group 399 and possibly provides access fo external networks
(not shown) and/or systems, such as other computing systems 395. In the
illustrated example, the networking device 362 provides a gateway between
the network 380 and host computing systems 350 and 390, In some
embodiments, networking device 362 may, for example, be a router or a
bridge.

[0081] The computing system 300 operates to configure and manage
virtual computer networks within the group 399, as well as to provide other
functions (e.g., the provisioning, initialization, and execution of programs on
computing nodes). The computing system 300 includes a CPU 305, various
/G components 310, storage 330, and memory 320. The I/O components
include a display 311, network connection 312, computer-readable media
drive 313, and other /O devices 315 (e.g., a mouse, keyboard, speakers,
etc.).
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[0082] The host computing system 350 operates to host one or more
virtual machines, such as for use as computing nodes in virtual computer
networks (e.g., computing nodes that execute programs on behalf of various
users). The host computing system 350 includes a CPU 352, various I/O
components 353, storage 351, and memory 355. While not illustrated here,
the 1/0 components 353 may include similar components to those of I/O
components 310. A virtual machine Communication Manager module 356
and one or more virtual machines 358 are executing in the memory 355, with
the module 358 managing communications for the associated virtual
machine computing nodes 358. The Communication Manager module 356
maintains various mapping Iinformation 354 on storage related to the
computing nodes 358 and other computing nodes, such as in a manner
similar to mapping information 212 and 262 of Figures 2A-2B. The structure
of the other host computing systems 390 may be similar to that of host
computing system 350, or instead some or all of the host computing systems
350 and 390 may act directly as computing nodes by executing programs
without using hosted virtual machines. in a typical arrangement, the group
3989 may include hundreds or thousands of host cohputing systems such as
those illustrated here, organized into a large number of distinct physical sub-
networks and/or networks.

[0083] An embodiment of a System Manager module 340 is executing
in memory 320 of the computing system 300. In some embodiments, the
System Manager module 340 may receive an indication of muitiple
computing nodes to be used as part of a virtual computer network {e.g., one
or more virtual machine computing nodes on host computing system 350 or
one or more computing nodes using one of the host computing systems
390), and in some situations may select the particular computing node(s) for
the virtual computer network. In some cases, information about the structure
and/or membership of various virtual computer. networks may be stored in
the provisioning database 332 on storage 330 by the module 340, and
provided to the Communication Manager modules at various times.
Similarly, in some cases, information about the configured network topology
of various virtual networks may be stored in the logical networking device
database 334 on storage 330 by the module 340, such as in a manner
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similar to logical networking device information 294 of Figure 2C, and
provided to the Communication Manaéer modules at various fimes.

[0084] As discussed in greater detail elsewhere, the Communication
Manager modules 356 and 360 (and other Communication Manager
modules, not shown, that manage other associated computing nodes, not
shown) and the Sysfem Manager module 340 may interact in various ways o
manage communications between computing nodes, including to provide
logical networking functionality comresponding fo configured network
topologies for provided virtual computer networks. Such interactions may,
for example, enable the computing nodes 3568 and/or other computing nodes
to inter-communicate over virtual computer networks without any special
configuration of the computing nodes, by overlaying the virtual comptiter
networks over network 380 and optionally one or more external networks
{hot shown) without any special configuration of networking device 362 or
other networking devices (not shown), and withouf encapsulation of
communications. .

[0085] It will be appreciated that computing systems 300, 350, 390,
and 395, and networking device 362, are merely ilustrative and are not
intended to limit the scope of the present invention. For example, computing
systems 300 and/or 350 may be connected fo other devices that are not
illustrated, including through one or more networks external to the group 398,
such as the Internet or via the World Wide Web (“Web"). More generally, a
computing node or other computing system may comprise any combination
of hardware or software that can interact and perform the described types of
functionality, including without limitation desktop or other computers,
datahase servers, network storage devices and other network devices,
PDAs, cellphones, wireless phones, pagers, electronic organizers, Internet
appliances, television-based systems (e.g., using sei-fop boxes andfor
personal/digital video recorders), and various other consumer products that
include appropriate communication capabilities. In addition, the functionality
provided by the illustrated modules may in some embodiments be combined
in fewer modules or distributed in additional modules. Similarly, in some
embodiments the functionality of some of the illustrated modules may not be
provided and/or other additional functionality may be available.
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[0086] it will also be appreciated that, while various items are
fllustrated as being stored in memory or on storage while being used, these
items or porticns of them may be transferred between memory and other
storage devices for purposes of memory management and data integrity.
Alternatively, in other embodiments some or all of the software modules
and/or systems may execute in memory on another device and communicate
with the illustrated computing systems via inter-computer communication.
Furthermore, in some embodiments, some or all of the systems andfor
modules may be implemented or provided in other manners, such as at least
partially in firnware and/or hardware, including, but not limited to, one or
more application-specific integrated circuits (ASICs), standard integrated
circuits, controllers {e.g., by executing appropriate instructions, and including
microcontrollers and/or embedded controllers), field-programmable gate
arrays (FPGAs), complex 'programmable logic devices (CPLDs), etc. Some
or all of the modules, systems and data structures may also be stored (e.g.,
as software instructions or structured data) on a computer-readable medium,
such as a hard disk, a memory, a network, or a portable media article to be
read by an appropriate drive or via an appropriate connection. The systems,
modules and data structures may also be transmitted as generated data
signals (e.g., as part of a carrier wave or other analog or digital propagated
signaf) on a variety of computer-readable transmission mediums, including
wireless-based and wired/cable-based mediums, and may take a variety of
forms (e.g., as part of a single or multiplexed analog signal, or as multiple
discrete digital packets or frames). Such computer program products may
also take other forms in other embodiments. Accordingly, the - present
invention may be practiced with other computer system configurations.

foog7] Figures 4A-4B are a flowchart of an example embodiment of
an ONM System Manager routine 400. The routine may be provided by, for
example, execution of the system manager module 110 of Figure 1, the
system manager modute 290 of Figures 2A-2C, and/or the system manager
module 340 of Figure 3, such as to assist in managing communications
between multiple computing nodes across one or more intermediate
networks, including fo manage communications so as to provide logical
networking functionality corresponding o configured network fopologies of
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virtual computer networks, as well as to perform other types of management
operations in some situations. In at feast some embodiments, the routine
may be provided as part of a system that manages communications for
multiple different entities across a common intermediate network, with the
communications configured so as to enable each computing node to
fransparently communicate with other associated computing nodes using a
private virtual computer network that is specific to that entity. Furthermore,
the routine may facilitate preventing unauthorized communications from
being provided io destination computing nodes, such as by assisting
Communication Manager modules with deteminations of whether
communications are authorized.

[0088] In the illustrated embodiment, the routine begins at block 405,
where a request is received. The routine continues to block 410 to
determine the type of request, Ifitis determined that the type of request is to
associate one or more computing nodes with a particular indicated entity
and/or virtual computer network of an entity, such as if those computing
nodes are to be part of the virtual computer network for the entity (e.g., are
executing or are to execute one or more programs on hehalf of that entity),
the routine continues o biock 415 to associate those computing nodes with
that indicated entity and virtual computer network. In some embodiments,
the routine may further determine the one or more computing nodes to be
associated with the indicated entity and virtual computer network, such as
based on information provided by the indicated entity, while in other
embodiments the selection of such computing nodes and/or execution of
appropriate programs on those computing nodes may be performed in other
ways. In addition, as discussed in greater detail elsewhere, in some
embodiments one or more of the computing nodes may each be a virtual
machine that is hosted by one or more physical combuting systems. The -
routine then continues to block 420 to store an indication of the computing
node(s) and thelr association with the indicated entity and virtual computer
network. In particular, in the ifilustrated embodiment the routine stores an
indication of a physical substrate network address corresponding to the
computing node, a virtual network address used by the entity for the
computing node as part of the virtual computer network, optionally & virtual
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hardware address assigned to the computing node, and an indication of the
associated entity. As discussed in greater detail elsewhere, the physical
substrate network address corresponding to the computing node méy in
some embodiments be a substrate network address specific to that single
computing node, while in other embodiments may instead refer to a sub-
network or other group of multiple computing nodes, such as may be
managed by an associated Communication Manager module.

[0089] If it is instead determined in block 410 that the type of received
request is a request for address resolution for a virtual network address of a
computing node or other network device, such as from a communication
manager module on behalf of a managed computing node, the routine
continues instead to block 425, where it determines whether the request is
authorized in one or more ways, such as based on whether the managed
computing node on whose behalf the request is made is authorized to send
communications to a compufing node whose virtual network address
resolution is requested (e.g., based on the virtual computer network(s) t o
which the two computing nodes belong), based on whether the managed
computing node on whose behalf the request is made is a valid cdmputing
node that is currently part of a configured virtual computer network, and/for
based on whether the request is received from the communication manager
" module “that actually manages the indicatéed computing node on whose
behalf the request is made. If the request is determined to be authorized, the
routine continues fo block 430, where it obtains a virtual network address of
interest for a particular virtual computer network, such as may be identified
based on an obtained entity network identifier for the vitual computer
network or other indicator of the entily associated with the virtual computer
network (e.g., a unique numeric or alphanumeric label), -such as included
with the request received in block 405. The routine then continues to block
435 to retrieve stored information for the computing node that is associated
with the virtual network address for the virtual computer network, and in
particular to information that associates that virtual network address to a
physical substrate network address for a network location that corresponds
to the computing node, such as may be previously stored with respect to
block 420, and optionally to other information for the virtual network address
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{e.g., an associated virtual hardware address, an indication regarding
whether the virtual network address corresponds to a physically implemented
computing node with an actual substrate network address or instead to a
logical networking device that does not have an actual substrate network
address, information about a role or status of the device corresponding to the
virtual network address with respect to configured network topology
information, etc.). After block 435, the routine continues to 440 to provide én
indication of the retrieved information to the requester. If the virtual network
address is for a logical networking device that does nof have an associated
physical substrate network address, for example, the routine may provide an
indication in block 440 regarding the status or type of the device
correspending to the virtual network address. While not illustrated here, if
the determination in block 425 determines that the request is not authorized,
the routine may instead not pérform blocks 430-440 for that request, such as
by responding with an error message to the request received in block 405 or
not responding to that received request. In addition, in other embodiments
the routine may perform one or more other tests to validate a received
request before responding with the requested information, such as to {fer'ify
that the computing node that initiated the request is authorized to receive
that information. '

[0090] If it is instead determined in block 410 that the received request
is to configure network topology information for an indicated virtual computer
network, such as from a User associated with that virtual computer network,
the routine continues to block 470 to receive indications of network topology
information and optionally other configuration information for an indicated
virtual computer network, such as to specify one or more networking devices
of the network topology that will be represented by logical networking
devices whose functionality is emulated. In block 475, the routine then
determines virtual hardware addresses for some or all of the specified
networking devices, such as for later use by computing nodes in attempting
to send communications via those logical networking devices. After block
475, the routine continues to block 480 to store information about the logical
networking devices and other configured network topolagy information for the
indicated virtual computer network.
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[0081] If it is instead determined in block 410 that the received request
is of another type, the routine continues instead to block 485 to perform
another indicated operation as appropriaté. For example, in some
embodiments, the routine may receive requests to L:pdate stored information
about particutar computing nodes, such as if a particular computing node
was previously associated with a particular entity and/or virtual computer
network but that association ends (e.g., one or more programs being
executed for that entity on that computing node are terminated, the
computing node fails or otherwise becomes unavallable, etc.). The rouﬁne
may also perform a variety of other actions related to managing a system of
muitiple computing nodés, as discussed in greater detail elsewhere,
including automatically determining to initiate moves of particular computing
nodes. In addition, while not illustrated here, in other embodiments the
routine may at times perform actions of other types, such as to perform
occasional housekeeping operations to review and update stored information
as appropriate, such as after predefined periods of time have expired. In
addition, if possible validation problems are detected, such as with respect to
received address resolution requests for virfual network addresses, the
routine may take.various actions to signal an efror andfor perform other
corresponding actions as appropriate. )

[0092] After blocks 420, 440, 480 and 485, the routine continues to'
block 495 to determine whether to continue, such as until an explicit
indication to terminate is received. If it is determined to continue, the routine
returns fo block 405, and if not continues to block 489 and ends.

[0093] Figures 5A-5B are a flow diagram of an example embodiment
of an ONM Communication Manager routine 800. The routine may be
provided by, for example, execution of the Communication Manager modules
109a, 109b, 108¢c, 109d and/or 150 of Figure 1, the Communication Manager
modules 210 and/or 260 of Figures 2A-2C, and/or the Communication
Manager modules 356 and/or 360 of Figure 3, such as fo manage
communications to and from an associated group of one or more computing
nades in order to provide a private virtual computer network over one or |
more shared intermediate networks, including to determine whether to
authorize communications to andfor from the managed computing nodes,
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and to support providing logical networking functionality corresponding to
configured network topologies for virtual computer networks.

[0084] The routine begins at block 505, where an indication is
received of a node communication or other message. The routine continues
{o block 510 to determine the type of communication or other message and
proceed accordingly. If it is determined in block 510 thét the message is a
request from an associated managed computing node for network address
resolution, such as an ARP request, the routine continues to block 515 to
identify the virtual network address of interest indicated in the request. The
routine then continues to block 520 fo send a request to a system manager
module for virtual network éddress resolution for the indicated virfual network
address for the virtual computer network associated with the computing node
that provided the request, such as discussed with respect to blocks 425-440
of Figures 4A-4B. As discussed in greater detail elsewhere, the routine may
in some embodiments track information about virtual computer networks
and/or entities associated with each managed computing node, as well as
configured network topology information for virtual computer networks, while
in other embodiments at least some such information may instead be
provided to the routine by the computing nodes and/or by the system
manager module, or instead the system manager module may track and
store that information without it being provided to and tracked by the current
routine. While not illustrated here, in othef embodiments and situations such
address resolution requests may be handled in other manners. For example,
if & computing node being managed by a particular communication manager
module provides an address resolution request for another computing node
that is also managed by thatlcommunication manager module, the routine
may instead respond to the request without interaction with the system
manager module, such as based on locally stored information. In addition,
while in the llustrated embodiment the received request is a request to
provide a computing node’s link-layer hardware address that corresponds to
an indicated networking layer address, in other embodiments the address
resolution request may have cother forms, or computing nodes may request
other types of information about computing nodes that have indicated virtual
network addresses. |
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[0095] In the illustrated embodiment, the routine next continues to
block 525 to receive a response from the system manager module that
includes a physical subsirate network address and/or other information
corresponding to the identified virtual network address (e.g. , an indication
that the virtual network address corresponds to a logical networking device
that is not physically implemented), and stores information locally that maps
that physical substrate network address and/or other information to a unique
hardware address for later use by the routine (e.g., based on a dummy
virtual hardware address generated by the routine or provided in the
response). The routine then provides the hardware address o the
requesting computing node, which it will use as part of communications that
it sends to the computing node with the indicated virtual network address.
As discussed in greater detail elsewhere, the physical substrate network
address response that is provided may in some embodiments include a
physical substrate network address that is specific to the indicated computing
node of interest, while in other embodiments the physical substrate network
address may correspond to a sub-network or other group of multiple
computing nodes to which the Indicated computing node belongs, such as io
correspond to another communication manager module that manages those
other compufing nodes. The routine then continues to block 530 to
determine if blocks 515-525 were performed as part of the handling of an
outgoing node communication, as discussed with respect to blocks 540-560,
and if so, continues to block 547. While not illustrated here, in some
embodiments the routine may instead receive an error response from the
system manager module (e.g., based on the requesting computing node not
being authorized to communicate with the indicated destination computing
node) or no response, and if so may not send any response to the requesting
computing ‘node or may send a comresponding error message to that
computing node.

[o0g8] If it is instead determined in block 510 that the type of
communication or other message is an outgoing node communication from a
computing node 'managed by the routine to another indicated remote
destination computing node that is not managed by the routine, the routine
continues io block 540 1o identify the indicated hardware address for the
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destination computing node from the communication header. In block 545,
the routine then determines whether that destination. hardware address is a
hardware address previously mapped to a physical substrate network
address corresponding to the destination computing node (or to an indication
that the destination hardware address corresponds to a logical networking
device), such as previously discussed with respect to block 525. If not, in
some embodiments the routine continues to block 515 to perform blocks
515-525 to determine such a corresponding physical network address for the
outgoing node communication, while in other embodiments such actions are
not performed (e.g., if the indicated hardware address is not a mapped
address, the routine may cause the outgoing node communication to fail,
such as with an error message back to the sending node).

00971 If the indicated hardware address is a mapped address, or the
" check is not performed, the routine continues to block 547 to determine
whether the destination hardware. address comresponds fto a logical
networking device that is part of a configured network topology for the virtual
. computer network. [f so, the routine continues to block 549 to'identify the
" destination virtual network address from the communication header for use in
directing the communication to the intended destination, and then continues
to block 555. In particular, the routine in block 549 determines a physical
substrate network address that corresponds to the identified destination
virtual network address, such as from previously stored mapping information
or by interacting with a system manager module to perform a network
address resoluticn request in a manner similar to that of blocks 520 an;:! 525.
[0098] If it is instead determined in block 847 that the destination
hardware address does not correspond fo a logical networking device, the
routine continues to block 550 to retrieve the physical substrate network
address that is mapped to the hardware address. |In block 555, the routine
then rewrites the communication header in accordance with a networking
address protocol for one or more intermediate networks between the sending
and destination computing nodes using the physical substrate network
address retrieved in block 550 or determined in block 549. The header re-
writing may further include changing other information in the new header,
inciuding 6hanging a virtual network address for the sending computing node
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to be a corresponding physical substrate network address, and in at least
some embodiments includes modifying the received communication without
encapsulation as part of an overlay of the virtual computer network over the
substrate one or more intermediate physical networks. Furthermore, for a
communication whose destination hardware address does correspond to a
logical networking device, the routine in block 555 may further perform other
modifications that correspond to providing logical networking functionality to
emulate the actions and functionality that would be performed by the one or
more logical networking devices that would be used to forward the
communication to the destination computing node in accordance with the
configured network topology for the virtual computer network. In block 560,
the routine then facilitates providing of the modified outgoing communication
to the destination computing node, such as by initiating forwarding of the
modified outgoing communication aver the substrate intermediate network(s):
to the destination compufing node. While not illustrated here, in other
embodiments various additional types of processing may be performed for
outgoing node communications, such as to verify that the communications
are valid or otherwise authorized in various‘ways (e.g., to verify that the
sending computing node is authorized to send communications to the
destination computing node, such as based on being associated with the
same entity or part of the same virtual computer network, based on the
sending and destination computing nodes being associated with different
entities that are authorized to inter-communicate, based on the type of
communication or other information specific to the communication, etc.).

[0089] If it is instead determined in block 510 that the received
message is an incoming node communication for one of the hanaged
computing nodes from an external computing node, the routine continues to
block 565 to identify the physical substrate network addresses for the
sending and destination computing nodes from the communication header.
After block 565, the routine continues to block 570 to optionally verify that the
incoming communication is valid in one or more ways. For example, the
routine may determine whether the physical substrate network address for
the sending communication node is actually mapped t¢ a computing node
that corresponds fo the source physical substrate network address location,
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such as based on interactions with a system manager module and/or based
on other information previously obtained and stored by the routine. In
addition, the routine may determine whether the physical substrate network
address for the destination communication node corresponds to an actual
managed computing node. While not illustrated here, if an incoming
communication is determined to not be valid, the routine may take various
actions not shown, such as to generate one or more errors and perform
associated processing andfor drop the incoming communication without
forwarding it to the indicated destination node. For example, if the incoming
communication indicates a destination network address that does not
corres;ﬁond to a current managed computing node, the routine may drop the
incoming communication and/for initiate an error message, aithough in some
embodiments such error messages are not sent to the sending computing
node, or other actions may be taken to support forwarding communications
o a moved computing node that was previously supported by the routine.

[0100] In the illustrated embodiment, after block 570, the routine
continues to block 575 to retrieve the hardware address and the virtual
network address that are mapped to the physical destination substrate
network address, and to rewrite the communication header for the virtual
computer network so that it appears to be sent to a computing node with that
" virtual network address and hardware address. For example, in some
embodiments the destination virtual network address may be obtained from
the destination physical substraie network address itself, such as from a
subset of the bits of the destination physical substrate network address. In
addition, the destination hardwére address may have previously been
mapped to the physical destination substrate network address, such as
previously discussed with respect to block 525, In situations in which such
prior mapping has not occurred, the routine may instead perform blocks 515-
525 to obtain such information. The routine may similarly rewrite the
communication header for the virtual computer neiwork so that it appears to -
be sent from a computing node with a source virtual network address and
source hardware address corresponding to the sending computing node.
Furthermore, in at least some embodiments, the routine in block 575 may
further perform other. modifications to the incoming communication that
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correspond to providing logical networking functionality to emulate the
actions and functionality that would be performed by one or more logical
networking devices that would have been used to forward the communication
to the destination computing node in accordance with the configured network
topology for the virtual computer network. After block 57'5, the routine
continues to block 580 to facilitate providing of the modified incoming
communication to the destination computing node, such as by initiating
forwarding of the modified incoming communication to the destination node.
[0101] if it is instead determined in block 510 that a message of
another type is received, the routine continues to block 585 to perform
another indicated operation as appropriate, such as to store information
about entities associated with particular computing nodes, store information
about configured network topologies for particular virtual computer networks,
respond to requests and other messages from computing nodes in a manner
to provide logical networking functionality corresponding to configured
network topologies for virtual computer networks ( e.g., by emulating aclions
and other functionalites that would be performed by specified logical
networking devices if they were physically implemented), update previously
mapped or stored information to reflect changes with respect to computing
nodes that are being managed or to remote computing nodes, ete.

[0102] After blocks 560, 580, or 585, or.if it is instead determined in
block 530 that the processing is not being performed with respeci {o an
ouigoing communication, the roufine continues to block 595 to determine
whether to continue, such as until an explicit indication to terminate is
received. If it is determined to continue, the routine returns to block 505, and
if not continues to block 598 and ends.

[0103} in addition, various embodimenis may provide mechanisms for
customer users and other enfities to interact with an embodiment of the
system manager module for purpose of configuring computing nodes and
their communicatioﬁs. For example, some embodiments may provide an
interactive console (e.g. a client application program prbviding an interactive
user interface, a Web browser-based interface, etc.) from which users can
manage the oreation or deletion of virfual computer networks, the
configuration of network topclogy information for virtual computer networks,
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and the specification of virtual network membership, as well as more general
administrative functions related to the operation and management of hosied
applications { e.g., the creation’ or modification of user accounts; the
provision of new applications; the initiation, termination, or monitoring of
hosted applications; the assignment of applications to groups; the
reservation of fime or other system resources; etc.). In some embodiments,
some or all of the functionality of an embodiment of the ONM system may be
provided in exchange for fees from users or other entities, and if so the
mechanisms for customer users and other entities to interact with an
embodiment of the system manager module may include mechanisms for
users and other entities to provide-payment and payment-related information,
as well as to monitor corresponding payment information. In addition, some
embodiments may provide an AP that allows other computing systems and
programs to -programmatically invoke at least some of the described
functionality, such as APls provided by libraries or class interfaces (e.g., to
be invoked by programs written in C, C++, or Java) or otherwise, and/or
using network service protocols such as via Web services. Additional details
related to the operation of example embodiments of a program execution
service with which the described techniques may be used are available in
U.S. Application No. 11/394 595, filed March 31, 2006 and entitled
“Managing Communications Between Computing Nodes;” U.S. Application
No. 11/395,463, filed March 31, 2006 and entitled “Managing Execution of
Prograims by Multiple Computing Systems;” U.S. Application No. 11/692,038,
filed March 27, 2007 and entitled “Configuring Intercommunications Between
Computing Nodes;” and U.S. Application No. 12/332,214, filed December 10,
2008 and entitled “Providing Access To Configurable Private Computer
Networks;” each of which is incorporated herein by reference in ils entirety.
In addition, additional details related to the management of provided virtual
networks that may be used by at least some embodiments of an ONM
system are available in U.S. Application No. 12/060,074, filed March 31,
2008 and entitled "Configuring Communications Between Computing
Nodes;” which is also incorporated herein by reference in its entirety,

j0104] It will also be appreciated that, although in some embodimenis
the described technigues are employed in the context of a data center
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housing multiple physical machines hosting virtual machines, other
implementation scenarios are also possible. For example , the described
techniques may be employed in the context an organization-wide network or
networks operated by a business or other institution (e.g. univefsity) for the
benefit of its employees and/or members. Alternatively, the described
techniques could be employed by a network service provider to improve
network security, availability, and isolation. In addition, example
embodiments may be employed within a data center or other context for a
variety of purposes. For example, data center operators or users that sell
access to hosted applications to customers may in some embodiments use
the described techniques fo provide network isolation between their
customers’ applications and data; software development teams may in some
embodiments use the described techniques io provide network isolation
between various environments that they use (e.g., development, build, test,
dé_ployment, production, etc.); organizations may in some embodiments use
the described techniques to isolate the cémputing resources utilized by one
personnel group or department ( e.g., human resources) from the computing
resources ufilized by another personnel group or depariment (e.g.,
accounting); or data ‘center operators or users that are deploying a muiti-
component application (e.g., a multi-tiered business dpplication) may in
some embodiments use the described techniques to provide functional
decomposition and/or isolation for the various component types (e.g., Web
front-ends, database servers, business rules engines, etc.). More generally,
the described techniques méy be used to virtualize physical networks to
reflect almost any situation that would conventionally necessitate physical
partitioning of distinct computing systems and/or networks.

[0105] - It will also be appreciated that in some embodimenis the
functionality provided by the routines discussed above may be provided in
alternative ways, such as being split among more routines or consolidated
into fewer routines. Similarly, in some embodiments illustrated routines may
provide more or less functionality than is described, such as when other
iltustrated routines instead lack or include such functionality respectively, or
when the amount of functionality that is provided is altered. In addition, while
various operations may be illustrated as being performed in a particular
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manner (e.g., in serial or in parallel) and/or in a particular order, those skilled
in the art will appreciate that in other embodiments the operations may be
performed in other orders and in other manners. Those skilled in the art will
also appreciate that the data structures discussed above may be structured
in different manners, such as by having a single data structure split into
multiple data structures or '-by having rﬁultipfe data structures consolidated
into a single data structure. Similarly, in some embodiments illustrated data
structures may store more or less information than is described, such as
when other illustraled data structures instead lack or include such
information respectively, or when the amount or types of information that is
stored is altered.
[0106] Clause 1. A method for a computing system to provide
logical networking functionality for computer networks, the method
comprising:
receiving configuration information that specifies a quantity of
multiple computing nodes arranged via a specified network topology for a
first virtual computer network. the network topology including multipte sub-
networks that each include a distinct subset of the muitiple computing nodes
and are each associated with one of multiple specified physical router
devices, the multiple computing nodes each having a distinct virtual network
address for the first virtual computer network;
‘ automatically implementing the first virtual computer network in
accordance with the received configuration information by overlaying the first
virtual computer network on a distinct physical substrate network that
interconnects the multiple computing nodes, the multiple computing nodes
“each being located at a distinct location on the substrate network, the
implementing of the first virtual computer network including emulating
functionality of the muiltiple physical router devices without physically
" providing the multiple physical router devices; and
under control of a communication manager medule executing
on the computing sysiem, automatically managing multiple communications
between the multiple computing nodes in such a manner as to emulate the
functionality of one or more of the multiple physical router devices, each of
the communications being from a sending one of the multiple computing
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nodes and being intended for a remote destination one of the muliiple
computing nodes and including the virtual network address for the
destination node and including a virtual hardware address for the physical
router device associated with one of the sub-networks to which the sending
computing node belongs, the managing of each of the communications
including: _

identifying the destination computing node for the
communication based on the virfual network address included in the
communication, and forwarding the communication over the substrate
network to the Jocation of the destination computing node’in the substrate
network;

identifying the physical router device for the communication
based on the virtual hardware address included in the communication, and
modifying the communication to include information that the identified
physical router device would have added to the communication if the
identified physical router device had forwarded the communication from the
sending computing node fo the destination computing node based on the
network topology; and

providing the modified communication to the destination
computing node.
[01071 Clause2. The method of clause 1 wherein the
communication manager modtle is associated with a portion of the multiple
computing nodes such that the multipie'communications managed by the
communication manager module are communications sent by the computing
nodes of the associated portion, wherein the communication manager
module further manages a first physical sub-network of the physical
substrate network to which the computing nodes of the associated portion
belong, wherein the computing nodes of the associated portion belong {o two
or more of the sub-networks of the first virtual computer network such that
the communication manager module emulates the functionality for two or
more of the physical router devices associated with the two or more sub-
networks, and wherein the modifying of each of the managed
communications includes modifying the virtual hardware address included in
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the communication to be a virtual hardware address that corresponds to the
destination computing node for the communication. _
[0108] Clause 3. The method of clause 2 wherein the
communication manager module is one of multiple communication manager
modules of an overlay network manager system that each manage-an
associated portion of the multiple computing nodes, and wherein the first
virtual computer network is one of multiple virtual computer networks that are
provided by the overlay network manager system on behalf of multiple
remote users, the multiple virtual computer networks each being overlaid on |
the physical substrate network and each including multiple of a plurality of
computing nodes provided by the overlay network manager system.
[0108} Clause 4. A computer-implemented method for providing
logical networking functionality for computer networks, the method
comprising: e
receiving configuration information for a first virtual computer
network that includes mulfiple computing nodes arranged via a specified
network topology, the muitiple computing nodes each having a distinct virtual
network address for the ﬁrst; virtual computer network, the configuration
information indicating one or more specified networking devices that
interconnect the multiple computing hodes and that are each associated with
one or more of the multiple computing nodes; and

under control of one or more configured computing systems,
automatically providing the first virtual computer network in accordance with
the received configuration information by overlaying the first virtual computer
network on a distinct substrate network and by emulating the specified
network topology for multiple communications between the muitiple
computing nodes without physically implementing the specified network
topology, .the multiple communications each being sent from a sending one
of the muitiple computing nodes to one or more of the multiple computing
nodes that are each a destination computing node for the communication,
each communication including a virfual network address corresponding to
the one or more destination computing nodes and including a virtual
hardware address associated with one of the specified networking devices
that is an initial intermediate destination of the communication, the emulating
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of the specified network topology including, for each of the multiple
communications:
identifying the one or more destination computing nodes based -
on the virtual network address included in the communication; and
for each of the one or more destination computing nodes,
forwarding the communication over the subsirate
network to a location of the destination computing node;
modifying the communication to include
information corresponding to the communication having been forwarded via
the specified network topology from the sending computing node to the
destination computing hode by the specified networking device whose
associated virtual hardware address is included in the communication; and
providing the modified communication fo the
destination computing nede.
[0110] Clause 5.  The method of clause 4 wherein the specified
network topology includes multiple logical sub-networks of the first virtual
computer network that each include a distinct subset of the multiple
computing nodes, and wherein the one or more specified networking devices
include multiple logical router devices that are each associated with one of
the multiple logical sub-networks.
[o111] Clause 6. The method of clause 5 wherein the emulating of
the specified network topology is performed for communications that are
sent between sending computing nodes and destination computing nodes
that are part of distinct logical sub-networks.
[o112] Clause 7.  The method of clause 4 wherein the emuiating of
the specified network topology includes logically representing the one or
more physical networking devices with cne or more logical networking
* devices, and emulating functionality of the one or more logical netwarking
devices in forwarding the multiple communications via the specified network
" fopology. _
[0413] Clause 8.  The method of clause 4 wherein the moc[ifying of
each of one or more of the muitiple communications to include information
corresponding to the communication having been forwarded by a specified
networking device to a destination computing node includes replacing in the
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communication the virtual hardware address associated with the specified
networking device with a distinct virtual hardware address corresponding to
the destination computing node for the communication and includes _
modifying a header of the communication to reflect occurrence of a network
forwarding hop.
[0114] Clause 9. The method of clause 8 wherein the providing of
the first virtual computer network in accordance with the received
configuration information includes:
tracking virtual hardware addresses for the first virtual
computer network for each-of the multiple computing nodes and each of the
specified networking devices; .
tracking for each of the multiple computing nodes a local one of
the specified networking devices in the specified network-topology; and
for each of multiple requests from the multiple computing nodes
for information that would be provided by the local specified networking
device of the requesting computing node that made the request, responding
to the request in such a manner as. fo emulate functionality of the local
specified networking device of the requesting computing node that made the
request. . '
[0115] Clause 10. | The method of clause 4 wherein the one or more
specified networking devices include multiple logical networking devices,
.wherein the forwarding of each of one or more of the multiple
gommunications via the specified network topology includes two or more of
the multiple logical networking devices that would forward the
communication, and wherein the modifying of each of the one or more
communications fo include information corresponding to the communication
having been forwarded by a specified networking device to a destination
computing node includes replacing in the communication the virtual
hardware address associated with the specified networking device with a
distinct virtual hardware address corresponding' to the destination computing
node for the communication and includes modifying a header of the
communication to reflect occurrence of a quantity of multiple network
forwarding hops corresponding to a quantity of the two or more logical
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networking devices that would forward the communication via the specified
network topology. ‘
[0116] Clause 11. The method of clause 4 wherein the providing of
the first virtual computer network further includes managing multiple other
communications between the multiple computing nodes, the multiple other
communications each being'sent from a sending one of the muitipie
computing nodes to a destiﬁation one of the multiple computing nodes and
including the virtual network address for the destination computing node and
including a virtual hardware address associated with the destination
computing node, the managing of each of the muttiple other communications
including forwarding the other communication over the substrate network to
the location of the destination computing node and pfoviding the other
communication to the destination computing node without modifidation fo
include information comresponding to the communication having been
forwarded via the specified nefwork topology. :
[0117] Clause 12. The method of clause 11 wherein the specified
network topology includes multiple logical sub-networks of the first virtual
computer network that each include a distinct subset of the multiple
computing nodes, wherein the multiple communications are each between a
sending computing node and at least one destination computing node that
are part of two'distinct logical sub-networks, and wherein the mutltiple other
communications are between a sending comp_uting node and destination
computing node that are part of a single logical sub-network.

[0118] Clause 13, The method of clause 4 wherein the substrate
network is a physical network that includes multiple interconnected physical
networking devices, wherein each of the multiple computing nodes has an
associated substrate networ'k address that corresponds to a location of the
computing node in the substrate network address and that is distinct from the
virtual network address for the computing node, and wherein the forwarding
of each of the multiple communications over the substrate network to the
location of a destination computing node includes sending the
communication to one of the physical networking devices of the substrate
network so that the one physical networking device uses the substraie
network address for the desfination computing node to route the
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communication to the location of the destination computing node in the
substrate network. ) .
[0119] Clause 14. The method of clause 4 wherein the configuration
information for the first virtual computer network is received from a user on
whose behalf the first virtual computer network is provided.
[0120] Clause 15. The method of claﬁse 14 wherein the multiple
computing nodes are each a virtual machine hosted on one 'of multiple host
physical computing systems, wherein the method is performed by a virlual
machine communication manager module that executes on one of the
physical computing systems to manage communications by the virtual
machine computing nodes hosted on the one physical computing system,
and wherein the virtual machine communication manager module is one of
multiple communication manager modules of an overlay network manager
. system that provides multiple virtual computer networks to multiple users -
that are each overlaid on the substrate network.
[0121] . Clause 16. A computer-readable medium whose contents
enable a computing system to provide logical networking functionality for
computér networks, by performing a method co'mpriéing:

obtaining information regarding a specified logical network
topology for a first virtual computer network that includes multiple computing
nodes, the first virtual computer network being overlaid on a distinct
substrate network that interconnects the multiple computing nodes, each of
the multiple computing nodes having an associated virtual network address
for the first virtual computer network and having a distinct associated
substrate network address that corresponds to a location of the computing
node in the substrate network; and

automatically managing multiple communications sent between
the multiple computing nodes so as to virtually implement the specified
logical network topology for the first virtual computer network, the multiple
communications each being sent from a first computing node and including
the virtual network address for a destination second computing node, the
managing of each of the multiple communications including:

using the subsirate network address associated with the
second computing node to forward the communication over the substrate
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network to the location of the second computing node in the substrate
network; and
before providing the communication to the second computing

node, modifying the communication to include information emulating
forwarding of the communication fram the first computing node 1o the second
computing node via the logical network topology.

[0122] Clause 17. The computer-readable medium of -clause 16
wherein the obtained information is configuration information specified by a
user on whose behalf the first virtual computer network is provided, wherein
the specified logical network topology indicates one or more specified
networking devices that interconnect the multiple computing nodes and that
are each associated with one or more of the multiple computing nedes, and
wherein the virtual implementing of the specified logical network topology for
“the first virtual computer network inciudes emulating functionality that wouid
be provided by the one or more specified networking devices if the one or
more specified networking devices were physically implemented and used to
forward the communications from sending computing nodes to destination
'computing nodes.

[0123] Clause 18. The computer-readable medium of clause 17
wherein each of the multiple computing nodes and each of the one or more
specified networking devices further has a distinct virtual hardwaré address
for the first virtual computer network, wherein each of the multiple
communications further includes a viriual hardware address for an initial
intended destination of the communication, and wherein the modifying of
each of the multiple communications further includes determining one of the
specified networking devices to which the virtual hardware address included
in the communication corresponds and adding information to the
communication that would have been added by the determined networking
device when forwarding the communication.

[0124] Clause 19, The computer-readable medium of clause 16
wherein the computer-readable medium is at least one of a memory of the
computing systern on which the contents are stored and a data transmission
medium that stores a generated signal containing the contents, and wherein
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the contents are instruciions that when execuied cause the computing
system to perform the method. .
[0125] Clause 20. A system structured to provide logical networking
functionality for computer networks, comprising:

one or more processors of one or more computing systems;
and

one or more communication manager modules that are each
configured to, when executed by at least one of the one or more processors,
provide logical networking functionality for a first virtual computer network
that is implemented using one or more intermediate networks, the one or
more intermediate networks including ‘multiple physical networking devices
that physically interconnect multiple computing nodes of the first virtual
computer network, each of the multiple computing nodes having an
associated first virtual network address for the first virtual computer network
and having a distinct associated second network address that corresponds to
the one or more intermediate neifworks, the providing of the logical
networking functionality including:

' obtaining configuration information regérding one or more
specified logical networking devices of the first virtual computer network that
logically interconnect the multiple computing nodes and that are distinct from
thé physical networking devices of the one or more intermediate networks;
and

automatically managing multiple communications sent between
the multiple computing nodes so as to implement funclionality of the
specified [ogical networking devices, the managing of each of the multiple
communications including using the second network address of a destination
computing node for the communic-:ation to forward the communication via at
least one of the physical networking devices of the one or more intermediate
networks to the destination computing node, the managing of each of the
multiple communications further including modifying the communication o
include information emulating forwarding of the communication by one or
more of the specified logical networking devices that logically interconnect

the multiple computing nodes.
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[0f26] Clause 21. The system of ¢lause 20 wherein the one or more
intermediate networks are a substrate network on which the first virtual
computer network is overlaid, wherein the associated second network
addresses of the multiple computing nodes are substrate network addresses
that correspond to locations of the multiple éomputing nodes in the substrate
network, wherein the one or more specified logical networking devices
include multiple specified logical networking devices that are each
associated with a subset of the multiple computing nodes, wherein the
configuration information further specifies a logical network topology of the
first virtual computer network that includes the muitiple logical networking
devices, and wherein the providing of the logical nefworking functionality
includes emulating functionality that would be provided by the muiltiple
specified logical networking devices if the multiple specified logical
networking devices were physically implemented and used to forward the
communications from sending computing nodes to destination computing
nodes.

[0127] . Clause 22. The system of clause 21 wherein each of the
multiple computing nodes and each of the one or more. specified logical
networking devices further has a distinct virtual hardware address for the first
virtual computer network, wherein each of the multiple communications
further includes a virtual hardware address for an initial infended destination
of the communication, wherein the modifying of each of the multiple
communications further includes determining one of the specified logical
networking devices to which the virtual hardware address included in the
communication corresponds and adding information to the communication
that would have been added by the determined logical networking device
when forwarding the communication, -and wherein the one or more
communication manager modules are part of an overléy network manager
system that provides the first virlual computer network and that automatically
manages the providing of the logical networking functionality for the first
virtual computer neiwork.

[0128] Clause 23. The system of clause 20 wherein the one or more
communication manager modules include multiple communication manager
modules that each manage communications seht from an associated group
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of a subset of the mu‘ltipté computing nodes, wherein the one or more
computing systems include multiple computing systems that execute the
multiple communication manager modules, and wherein the systern further
comprises the multiple computing systems, one or more of the multiple
computing sysiems each hosting multiple virtual machines that eéch provide
one of the multiple computing nodes and exeCuting one of the
communication manager modules as part of a virtual machine manager
module for the computing system, such that the computing nodes provided
by the hosted virtual machines of the computing system are the associated
group of computing nodes for the executing communication manager
module.
[0129] Clause 24. The system of clause 20 wherein the one or more
communication manager modules each includes software instructions for
execution by the at least one processors of the one or more computing
systems.
[0130] Clause 25. The system of clause 20 wherein the one or more
communication manager modules each consists of a rﬁeans_ for providing
fogical networking functionality for the first virtual computer network by:
obtaining configuration information regarding one or more

specified logical networking devices of the first virtual computer network that
logically interconnect the multiple computing hodes and that are distinct from
the physical networking devices of the one or more intermediate networks;
and

_ automatically managing multiple communications sent between
the muitiple .computing nodes so as io implement functionality of the
specified logical networking devices, the managing of each of the multiple
communications including using the second network address of a destination
computing node for the communication {o forward the communication via at
least one of the physical networking devices of the one or more intermediate
networks to the destination computing node, the managing of each of the
multiple communications further including modifying the communication to
include Information emulating forwarding of the communication by one or
more of the specified logical networking devices that logically interconnect
the multiple computing nodes.
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o131 From the foregoing it will be appreciated that, although specific
embodimenis have been described herein for purposes of illustration, various
modifications may be made without deviating from the spirit and scope of the
invention. Accordingly, the invention is not limited except as by the
appended claims and the elements recited therein. In addition, while certain
aspects of the invention are presented below in certain claim forms, the
inventors contemplate the various aspects of the invention in any available
claim form. For example, while only some aspécts of the invention may
currently be recited as being embodied in a computer-readable medium,

other aspects may likewise be so embodied.
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CLAIMS

1. A computer-implemented method comprising:
receiving configuration information for a virtual computer network that
includes multiple computing nodes and one or more logical router devices; and
managing, by one or moare configured computing systems, one or more
communications sent between the multiple computing nodes in a manner that
emulates functionality of the one or more logical router devices, the managing of
each of the communications including:
forwarding the communication over an underlying computer network
to a location of a destination computing node for the communication;
modifying the communication to include information from emulated
actions of at least one of the one or more logical router devices; and
prdviding the modified communication to the destination computing
node for the communication.

2. The method of claim 1 wherein the configuration information
indicates a logical network topology for the multiple computing nodes that is
specified by a user on whose behalf the virtual computer network is provided, the

logical network topology including the one or more logical router devices.

3. The method of claim 2 wherein the managing of the one or more
communications in a manner that emulates functionality of the one or more logical
router devices includes emulating the functionality of the one or more logical
router devices without implementing any physical router devices to represent the

one or more logical router devices.
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4, The method of claim 2 wherein the logical network topology includes
multiple logical sub-networks of the virtual computer network that each includes a
distinct subset of the multiple computing nodes, and includes multiple logical
router devices that are each associated with one of the multiple logical sub-

networks.

5. The method of claim 2 further comprising providing the virtual
computer network in accordance with the received configuration information by:

overlaying the virtual computer network on the underlying computer
network;

tracking virtual hardware addresses for the virtual computer network for
each of the multiple computing nodes and each of the one or more logical router
devices; and

tracking, for each of the multiple computing nodes, one of the logical router
devices that is associated with the computing node in the logical network topalogy.

6. The method of claim 1 further comprising managing a further
communication between the multiple computing nodes without emulating
functionality of the one or more logical router devices, the managing of the further
communication including forwarding the further communication over the
underlying computer network to a location of an indicated destination computing
node for the further communication and including providing the further
communication to the indicated destination computing node without modifying the
further communication to include information corresponding to emulated actions of
any of the one or more logical router devices.

7. The method of claim 1 wherein the underlying computer network is a
substrate computer network on which the virtual computer network is overlaid,
wherein each of the one or more communications is sent to a destination virtual
network address associated with the destination computing node for the

communication, and wherein the forwarding of each communication over the
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underlying computer network inciudes using a destination substrate network
address that is associated with the destination computing node for the
communication and that corresponds to the location of that destination computing
node in the substrate network.

8. The method of claim 7 wherein one of the one or more
communications further includes a virtual hardware address associated with one
of the logical router devices, and wherein the modifying of the one communication
to include information from the emulated actions of the at least one logical router
devices includes adding information to the one communication that the one logical
router device associated with the virtual hardware address would have added to
the one communication if the one logical router device was physically

implemented and had forwarded the one communication.

9. The method of claim 8 wherein the modifying of the one
communication .includes replacing the virtual hardware address in the one
communication with a distinct virtual hardware address corresponding fo the

destination computing node for the one communicatiori.

10. The method of claim 8 wherein the hodifying of the one
communication includes modifying a header of the one communication to refiect

occurrence of a network forwarding hop.

11. A computer system comprising:

one or mMore processors;

a first means for receiving configuration information for a virtual computer
network that includes multiple computing nodes and one or more logical router
devices; and '

a second means for managing one or more communications sent between
the multiple computing nodes in a manner that emulates functionality of the one or
more logical router devices, the managing of each of the communications

including:
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forwarding the communication over an underlying computer network
to a location of a destination computing node for the communication;

modifying the communication to include information from emulated
actions of at least one of the one or more logical router devices; and

providing the modified communication to the destination computing

node,

12. The computer system of claim 11 wherein the configuration
information indicates a logical network topology for the multiple computing nodes
that is specified by a user on whose behalf the virtual computer network is
provided, the lagical network topology including the one or more logical router
devices.

13. The computer system of claim 11 wherein the underlying computer
network is a substrate computer network on which the virtual computer network is
overlaid, wherein each of the one or more communications is sent to a destination
virtual network address associated with the destination computing node for the
communication, and wherein the forwarding of each communication over the
underlying computer network includes using a destination substrate network
address that is associated with the destination computing node for the
communication and that corresponds to the location of that destination computing
node in the substrate network.

14. The computer system of claim 13 wherein one of the one or more
communications further includes a virtual hardware address associated with one
of the logical router devices, and wherein the modifying of the one communication
to include information from the emulated actions of the at ieast one logical router
devices includes adding information to the one communication that the one logical
router device associated with the virtual hardware address would have added to
the one communication if the one logical router device was physically
implemented and had forwarded the one communication.
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16. The computer system of claim 14 wherein the modifying of the one
communication further includes replacing the virtual hardware address with a
distinct virtual hardware address corresponding to the destination computing node
for the one communication and includes modifying a header of the one

communication to reflect occurrence of a network forwarding hop.
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