
1                                    DESCRIPTION              Carbonic Acid
Diester, Aromatic Polycarbonate and Facilities,
and Preparation thereof  5      Field of the Invention             Some of
the present invention relates to a method for producing an     aromatic
polycarbonate, more particularly relates to a method for stably and 10
economically producing an aromatic polycarbonate having a good quality by
a melt polycondensation reaction             Further, some other part of
the present invention relates to a     method for producing an aromatic
polycarbonate excellent in heat stability     and hue. 15        Further,
some other part of the present invention relates to a     method for
producing an aromatic polycarbonate by recycling a     monohydroxy compound
produced as a byproduct from the said melt     polycondensation reaction
and using as a solvent for a catalyst in producing     the aromatic
polycarbonate by the melt polycondensation reaction 20        Further, some
other part of the present invention relates to the     production of a
carbonic diester as a raw material for the production of an     aromatic
polycarbonate and of an aromatic polycarbonate produced     therefrom, more
particularly, to the carbonic acid diester good in storing     stability,
and an aromatic polycarbonate having an improved quality and 25 color tone,
which is produced from the said carbonic acid diester.             Further,
some other part of the present invention relates to a     method for
producing a polycarbonate, more particularly to a method for     producing
an aromatic polycarbonate, the generation of foreign materials     being
suppressed, by using reaction facilities composed of a stainless alloy 30
containing a specific amount of a specific metal in producing the aromatic
polycarbonate by an ester interchange reaction of a dihydroxy compound
with a carbonic acid chester compound.             Further, some other part
of the present invention relates to facilities     for producing an
aromatic polycarbonate, more particularly to facilities 



2        having a specific oxide film layer. The facilities disclosed inthe
present       invention are preferable for producing an aromatic
polycarbonate by the       melt ester interchange method and suitable for
producing an aromatic       polycarbonate containing a reduced amount of
foreign materials, typically   5 fine foreign materials, in the polymer.
In the statement of the present description and claims, "aromatic
dihydroxy compound' is sometimes called as "aromatic diol compound",
"catalyst deactivation agent" is sometimes called as "catalyst inactivation
agene, and "end-capping agent is sometimes called as "terminal blocking  10
agent".               Further, the "foreign material" are constituted by
black foreign       materials represented by polymer degradation materials,
fine crystals of       aromatic polycarbonate, dust, dirt, sand, etc.,
derived from the outside,       besides "gels" derived from a cross-linked
molecular structure. Especially, 15 the gel state foreign materials are
also called as "gels" or "gel foreign       materials". When refening to
"fine foreign materials",       it means mainly smaller materials in the
"foreign materials", specifically       those having the size of 10 [err]
or smaller.   20  PriorArts               An aromatic polycarbonate resin
is excellent in mechanical       characteristics such as impact resistance,
and also in heat resistance and       transparency, and used widely as a
molding material. As the method for       producing such an aromatic
polycarbonate, a method for directly reacting an  25  aromatic dihydroxy
compound such as bisphenol with phosgene (an       interfacial method), and
a method for performing an ester interchange       reaction of an aromatic
dihydroxy compound such as bisphenol with a       carbonic acid diester
such as diphenyl carbonate (a molten method) are       known  30
Among such production methods, the method for producing an       aromatic
polycarbonate by the ester interchange reaction of an aromatic 



dihydroxy compound with a carbonic acid diester is drawing attention
because it is a method benevolent to the environment without using harmful
phosgene or methylene chloride, and also because it is pointed out that
there                                                  3      is a
possibility that this method is better in view of its cost than the
interfacial method.             However, as to the quality ofthe aromatic
polycarbonate obtained by     the melting method, it is difficult to obtain
an excellent quality material  5 because of deteriorated color tone, etc.,
due to severe reacton conditions, etc.     In recent years, further
improvements in color tone and heat stability are     required for the
aromatic polycarbonate used for a substrate of an optical     information
recording medium such as DVD, CD, MO, etc, since a     discoloration due to
the lack of heat stability and a gelation due to a thermal l0
transformation, directly affect optical characteristics such as a block
error     rate, etc., and mechanical characteristics such as tensile,
flexural properties,     toughness, etc.             Further, as to the
carbonic acid diester used as a raw material for     the aromatic
polycarbonate, diphenyl carbonate is preferably used, but 1 5 diphenyl
carbonate has been conventionally produced by reacting phosgene     with
phenol int he presence of an acid capturing agent, preferably using a
basic catalyst.             Diphenyl carbonate produced by the above method
usually contains     chlorine compounds derived from phosgene used as the
raw material or an 20 intermediate chloroformate, but since the chlorine
compounds give adverse     effect on the color tone of the polymer,
attention has been drawn to the     chlorne compounds and various
purfication processes have been proposed     to decrease them.
For example, various purification processes were proposed in 25  Japanese
Patent Publication Sho 38-18686; Method for producing diphenyl
carbonate using a basic catalyst such as an amine, Japanese Patent
Publication Sho 41-10812; Removal of chloroformate by a surfactant, Plastic
Material Course (vol. 17), page 4-47, published by Nikkan Kogyou 



Shinbunsha, etc. However, the diphenyl carbonate produced or purified by 30
such a method usually contains, as an impurity, a nitrogen-containing
compound having used as the catalyst.             Also, recently a method
for directly producing diphenyl carbonate     from phenol and carbon
monoxide in the presence of a group 8 noble metal     catalyst is
attracting attention as a method without using phosgene.
4              In the above process, for example in Japanese Unexamined
Patent     PublicationHei 7-188,116 (Bayer Co., Ltd.), a quaternary
ammonium salt     was stated as an indispensable component of the catalyst
system, but there     was a problem in that thus produced diphenyl
carbonate usually contains a  5 nitrogen-containing compound as an
impurity.             Regarding the facility materials, there have been
various problem as     follows.             In recent years, for the
aromatic polycarbonate used for an optical     disc, etc., a material
showing a small error rate is desired in accordance with 10 the improvement
in recording density, that is, a polymer having a reduced     amount of
foreign materials represented by fine foreign materials, one of the
causes of error rate generation, has been desired for the aromatic
polycarbonate satisfying these demands.             For this purpose, as a
method for producing an aromatic 15 polycarbonate by the ester interchange
method, various studies have been     made up to now. For Example, in
Japanese Unexamined Patent     Publication Hei 9-241370, a method for
producing a high molecular weight     aromatic polycarbonate having a good
color tone by using a material with a     quality substantially not having
FeOOH, CrOOH and NiOOH components 20 which are usually existing at the
surface of a part contacting a liquid, was     disclosed.             In
Japanese Unexamined Patent Publication Hei 8-277327, a     method for
producing a high molecular weight aromatic polycarbonate     having a good
color tone by a heat treatment of the stainless steel part to be 25 in
contact with the liquid, is disclosed. And also, in Japanese Patent 



Publication Hei 8-5957, a method for producing the aromatic polycarbonate
having a good hue by performing the reaction in the reaction facilities in
which parts contacting the reaction mixture are composed of a metal or an
alloy comprising 85 % by weight or more of copper and/or nickel was 30
disclosed.             In Japanese Unexamined Patent Publication Hei
6-345860, a     method for producing a high molecular weight aromatic
polycarbonate     excellent in heat resistance, hydrolysis resistance, hue
and impact resistance     by using a material contacting the reaction
mixture with a quality so that
5      the iron content is 20 weight % or less in the first polymerization
process and     20 weight % or more in the second polymerization process,
was disclosed.             For suppressing a cost thereof it is preferable
to use an inexpensive      and easily available stainless alloy as the
polymer producing facilities. As  5 for a method for producing an aromatic
polycarbonate by using the stainless      alloy, improvement of the polymer
quality by pre-treating the facilities has      been already studied and
several patent publications were disclosed.             For example, in
Japanese Unexamined Patent Publication Hei 4-      7328, a method for
producing an aromatic polycarbonate wherein the inside 10  surface of the
reaction facilities is buff-polished, was disclosed. In Japanese
Unexamined Patent Publication Hei 4-7329, a method applying acid-
washing to stainless alloy reaction facilities was disclosed. In Japanese
Unexamined Patent Publication Hei 6-200008, a method of washing the
reaction facilities is performed after the completion of the reaction using
a 15 phenolic compound as a cleansing treatment, was disclosed. In Japanese
Unexamined Patent Publication Hei 6-56984, a method for performing the
polymerization after washing a reactor made of a stainless steel with a
liquid     containing an aromatic hydroxy compound, was disclosed.
However, in spite of demands for grades for the aromatic 20  polycarbonate
for the optical disc applications with reduced levels of various
foreign materials such as contaminants like as dust, dirt, etc. from the
outside, fine foreign materials derived from fine crystals of the aromatic 



polycarbonate, black foreign materials of degraded polymers, methods for
producing the polymer meeting these demands have not been achieved. 25
Further, in any of these Patent Publications, the reduction of foreign
materials represented by the fine foreign materials mentioned in the
present     invention, has not been studied at all.             As another
method to obtain an aromatic polycarbonate having a     reduced amount of
the foreign materials, for example, in Japanese 30  Unexamined Patent
Publication Hei 5-239334, an aromatic hydroxy     compound with a carbonate
diester was subjected to a melt     polycondensation in the presence of a
catalyst, an additive was added thereto,     and the mixture was kneaded
and then filtered by a polymer filter to obtain     an aromatic
polycarbonate containing little foreign materials and useful for
6      optical use, was described. In Japanese Unexamined Patent
Publication     Hei 6-234845, a method to install at least one filter at
each of the front inlet     and the discharging port of a final reaction
vessel, was described.              However, though with these methods,
foreign materials having a  5 specific size can be removed in accordance
with the filtering accuracy of a     filter, it is insufficient as a method
for reducing the generation of foreign     materials and does not render a
fundamental solution To prevent clogging     of a filter and to suppress
the processing cost increase caused by the filter     exchanging, it is
also desired to develop a production process for an aromatic 10
polycarbonate, capable of preventing generation of foreign materials
including the above-mentioned fine foreign materials.              In
Japanese Unexamined Patent Publication Hei 10-226723, a     method for
obtaining an aromatic polycarbonate having less discoloration     and
containing less foreign materials characterized by the linear velocity of
15 the polymer being made to be 0.05 m/sec or higher when the number-
average molecular weight of the molten polymer is less than 2500 and 0.005
m/sec or higher when the number-average molecular  weight of the molten
polymer is 2500 or larger in the production of an aromatic polycarbonate
wherein the polymer is transferred through pipes during and after the 



20  polymerization, was disclosed. But this is still insufficient as a
fundamental     solution of the problems.     Further, since the problems
of discoloration and foreign materials are, in     view of the optical use
for example, those that should be dealt with as a     characteristic common
to the block error rate, etc., demands for a general 25  countermeasure to
the aromatic polycarbonate as a raw material of the     optical goods are
becoming stronger.             Thus, various studies have been tied for
solving these problems.      Detailed Description of the Invention 30
It was elucidated during the above mentioned proceeding that one of     the
effective method is to strictly control the molar balance of an aromatic
dihydroxy compound with a carbonic acid diester as the two raw materials
used in the melt method. However, it is difficult to strictly control the
molar     balance actually, and much labor was required to realize it
As to the molar balance between the aromatic dihydroxy compound      with
the carbonic acid diester, it was considered that a reason that an
aromatic polycarbonate having an excellent quality is obtained by
controlling      the molar balance of the raw materials strictly in the
melt process, is that,  5 since the polymerization proceeds by an ester
interchange reaction involving      the terminal groups of the two raw
materials, the polymerization rate is      increased when the molar
concentrations of them agree to each other and a      period of time
exposed to severe polymerization conditions becomes short as      the
result (thermal history). 10        Since the concentration of the terminal
groups decreases along with     the progress ofthe polymerization, and the
polymerization condition     becomes generally severer along with the
progress of the polymerization, it is     important to still keep a
suitable molar balance between the terminal groups     even in a state of a
decreased terminal groups, and therefore a strict control 15  of the molar
balance is required.              Especially, in recent years, the aromatic
polycarbonate has been 



used in optical recording products requiring a high density and a high
accuracy such as a DVD, an MO, a CDR, etc., and in this case, since the
discoloration, branched chains and gels of the aromatic polycarbonate 20
directly affect the optical characteristics of final products such as a
block     error rate, etc., and the mechanical characteristics such as
tensile, flexural     and toughness characters, etc., the importance of the
molar balance control     of the raw materials increases in order to avoid
these problems.              On the other hand, since many aromatic
dihydroxy compounds used 25  as a raw material have high melting points and
poor stability in their molten     states, handling them in a powdery state
was preferred. However, the     conveyance and weighing of the powdery
material is more difficult than     those of liquid states.
Some of the present invention was developed as a result of an study 30  in
order to solve these problems. That is, the object of the present invention
is to improve the problems of the conventional technologies and to provide
a     method for producing an aromatic polycarbonate having an excellent
quality     in a good efficiency. By the present invention, it becomes
possible to     perform an accurate molar balance adjustment ofthe raw
materials,              therefore to obtain a product having little
discoloration and a desired degree      of polymerization, and to bring an
extremely good result on the quality of the      product.
Also, the inventors of the present invention eagerly studied to find  5 out
a method for producing an aromatic polycarbonate produced by the ester
interchange method excellent in color tone and thermal stability, and found
out that the aromatic polycarbonate produced by making the concentration
of a nitrogen-containing basic compound in the reaction mixture used as an
ester interchange reaction catalyst within a specific range, has an
excellent 10 color tone and thermal stability to accomplish some of the
present invention.              In the present invention, since a specific
amount of an alkali metal      compound and/or an alkaline earth metal
compound were used as catalysts,      and further a nitrogen-containing
basic compound was also used as the      catalyst in the production of an
aromatic polycarbonate, and since the ester 



15 interchange reaction was further progressed while making the amount of
the nitrogen-containing basic compound contained in a reaction mixture
within a specific range in the production of an aromatic polycarbonate
having a viscosity-average molecular weight in a specific range, it is
possible      to obtain an aromatic polycarbonate excellent in color tone
without a 20  thermal degeneration and color tone deterioration
As to the solvent for the catalyst, there were following problems. In
the production of an aromatic polycarbonate by the melt polycondensation
reaction, the polymerization is conducted in the presence of a catalyst and
as     the catalyst, usually an alkali metal salt, an alkaline earth metal
salt, a 25 basic compound such as a quatemary ammonium salt, or the like,
is used.     As the method for addition of the catalyst, a method to add,
at the beginning     or in the middle of the polymerization, a catalyst in
a form of a solution     obtained by dissolving the catalyst or a slurry
obtained by dispersing the     catalyst in the same monohydroxy compound as
the distillate of the 30  polymerization is employed.             At that
time, from the view point of the production cost, the     monohydroxy
compound produced as a byproduct after obtaining an     aromatic
polycarbonate by the melt polycondensation reaction, is recycled     and
used as the solvent. However, in the recycled monohydroxy compound,
impurities derived from additives such as catalysts and a stabilizer are
included, which are not contained in an usual monohydroxy compound.
Further, in using the byproduct monohydroxy compound as a      solvent for
adding the catalyst in the melt polycondensation of the aromatic  5
polycarbonate, the monohydroxy compound is purified by a distillation under
a reduced pressure, etc., for removing the impurities. It is considered
removal of the impurities in the monohydroxy compound to a higher degree
was possible by repeating a multiple number of purifications or using a
large      scale facility. It is, however, disadvantageous in view of cost
or productivity, 10  and as impurities are apt to remain in the monohydroxy
compound even      after the purification, they will be a cause of
discoloration in the production of      the aromatic polycarbonate using it
as the solvent for adding the catalyst. 



As a result of repeated eager studies on this problem, the inventors
found out that it was effective for producing the aromatic polycarbonate 15
having an excellent hue to recycle, for use as a solvent for adding the
catalyst,      the monohydroxy compound produced as a byproduct in the
production of      the aromatic polycarbonate by the melt polycondensation
using the carbonic      acid diester as a raw material and to have the
solvent contain a specific      amount of anisole and/or a specific amount
of trimethylamine in order to 20 complete some part of the present
invention.              By the present invention, in the method for
producing an aromatic     polycarbonate by the melt polycondensation using
a carbonic acid diester as     a raw material, a method for producing the
aromatic polycarbonate having     an excellent hue is provided by recycling
the monohydroxy compound 25 produced as a byproduct in the above melt
polycondensation reaction for use     as a solvent for adding the catalyst,
the solvent also containing a specific     amount of anisole and a specific
amount of trimethylamine.             Further, some part ofthe present
invention was accomplished by     finding out, as a result of eager studies
by the inventors ofthe present 30 invention that it is effective to use a
carbonic acid diester obtained with     content of a specific impurity
suppressed at a specific amount or smaller, in     order to produce an
aromatic polycarbonate having an excellent color tone.             By the
present invention, it is possible to provide a carbonic acid     diester
excellent in storing stability and suitable for producing an aromatic
10       polycarbonate by performing the ester interchange with an aromatic
dihydroxy compound. And also, by using the carbonic acid diester, it is
possible to obtain an aromatic polycarbonate having a good quality and
color      tone.  5          Also, as to the material quality of the
reaction facilities, it was found      out to our surprise that the
generation of the foreign materials is suppressed      by using reaction
failities consisting of a stainless alloy comprising a specific      amount
of a specific metal, as a result of the studies to find out a method for
producing an aromatic polycarbonate with suppressed generation of the 



10 foreign materials by the ester interchange method on an industrial
scale.      Thus, some other part of the present invention provides a
method for      producing an aromatic polycarbonate with suppressed
generation of foreign      materials, characterized in that the production
is carried out by using      reaction facilities made of a stainless alloy
comprising a specific amount of a 15 specific metal.              By the
invention, it is possible to obtain an aromatic polycarbonate      in which
generation of foreign materials is suppressed, by using reaction
facilities of which material quality is a stainless alloy and the total
amount of      niobium and/or vanadium contained therein is 10 ppm to 1,000
ppm. 20  Thereby, it is possible to produce an aromatic polycarbonate
useful for      applications such as an optical disc which requires reduced
level of foreign      materials.              An object of the some other
part of the present invention is to provide     polymerization facilities
useful for the production of a high-quality aromatic 25  polycarbonate in
which the amount of foreign materials represented by the     fine foreign
materials is reduced. More particularly, the object of the     invention is
to provide reaction facilities useful for producing a high-quality
aromatic polycarbonate with reduced generation of foreign materials
represented by the fine foreign materials, without a problem of clogging of
30  the polymer filter and preferably used for optical applications, by
forming a     specific oxide film layer on the inner wall surface of part
or the whole of the     reaction facilities, even if a common material such
as a stainless alloy is used     for the facilities.              And
anther object of the invention is to provide a method for
producing a high-quality aromatic polycarbonate useful or the optical
applications, in which foreign material represented by the fine foreign
materials, especially gel state foreign materials are reduced by using the
above reaction facilities.  5          Further, by the present invention it
is possible to produce an      aromatic polycarbonate with reduced foreign
materials represented by the 



fine foreign materials by using the facilities having a specific surface
oxide      layer in the production of an aromatic polycarbonate, especially
in the      production of an aromatic polycarbonate by the ester exchange
method. 10        It was elucidated that foreign materials represented by
the fine     foreign materials, especially fine gel state foreign materials
can be reduced     more effectively by the facilities and the methods of
the present invention.              The aromatic polycarbonate produced
with the facilities disclosed in     the present invention, is especially
useful for the applications in optical 15  materials, especially for the
optical disc, preferably used for the application     for the recording
material having a small error rate.              Thus, the present
invention is as follows:              1.    A method for producing a
polycarbonate by supplying an     aromatic dihydroxy compound powder and a
carbonic acid diester into a raw 20 material melting vessel, mixing and
melting them, followed by a melt     polymerization in the presence or
absence of a catalyst, wherein the pressure     of a gas phase ofthe raw
material melting vessel is kept at 0 MPa to 0.05     MPa (gauge pressure).
2.    A production method as described in 1 above, wherein 90 25  volume %
or more ofthe atmospheric gas in a transportation piping     positioned
directly before the raw material melting vessel which is for     supplying
the aromatic dihydroxy compound powder to the raw material     melting
vessel is a non oxdizing gas and a linear velocity thereof is 0.5
cm/min or higher. 30           3.    A production method as described in
either one of the above      1 or 2, wherein a vent piping of the raw
material melting vessel is connected      to a scrubber.              4.
A production method as described in any of the above 1 to 3,     wherein
the vent piping of the raw material melting vessel is connected to a
12       condenser kept at a temperature of 70[err]C or higher.
5.    A production method as described in any of the above 1 to 4,
wherein the carbonic acid diester is diphenyl carbonate. 



6.    A production method of an aromatic polycarbonate by  5 reacting a
mixture mainly containing an aromatic dihydroxy compound and      a
carbonic acid diester by the ester interchange reaction using an alkali
metal compound and/or an alkaline earth metal compound, and a nitrogen-
containing basic compound as the catalyst, wherein the concentration ofthe
nitrogen-containing basic compound in the reaction mixture is kept in a 10
range of not less than 0.1 ppm and not more than 10 ppm during a period in
which the viscosity-average molecular weight of the reaction mixture is
between 500 and 3,000 and not less than 0.01 ppm and not more than 1 ppm
during a period in which the viscosity-average molecular weight of the
reaction mixture is between 3,000 and 10,000. 15        7.    Aproduction
method as described inthe above 6, wherein      10[err] to 10[err]
equivalent as the metal of the alkali metal compound and/or the
alkaline earth metal compound is used based on 1 mol of the aromatic
dihydroxy compound.             8.    Aproductionmethod as described inthe
above 6, wherein 20  5 x 10[err] to 1 x 10[err] equivalent as the metal of
the alkali metal compound     and/or the alkaline earth metal compound is
used based on 1 mol of the     aromatic dihydroxy compound.             9.
A production method as described in any ofthe above 6 to 8,     wherein the
nitrogen-containing basic compound is expressed by the 25  following
general frmula (1) (wherein R[err] is an alkyl group having a carbon
number of 1 to 4 or an aryl group having a carbon number of 6 to 12)).
(R[err])[err]NOH                  (1)             10.   A production method
of as described in any of the above 6 to     9, wherein the aromatic
dihydroxy compound is 2, 2-bis(4- 30 hydroxyphenyl)propane, and the
carbonic acid diester is diphenyl carbonate.             11.   A production
method of an aromatic polycarbonate by the     melt polycondensation
reaction using a carbonic acid diester as a raw     material, wherein a
monohydroxy compound produced as a byproduct of the     melt
polycondensation reaction is recycled to be used as a solvent for adding
13  



the catalyst, the solvent for adding the catalyst containing not less than
1      ppm and not more than 1,000 ppm of anisole.              12.   A
production method of an aromatic polycarbonate by the      melt
polycondensaton reaction using a carbonic acid diester as a raw  5
material, wherein a monohydroxy compound produced as a byproduct of the
melt polycondensation reaction is recycled to be used as a solvent for
adding      the catalyst, the solvent for adding the catalyst containing
not less than 1      ppm and not more than 100 ppm of trimethylamine.
13.   A production method of an aromatic polycarbonate by the 10  melt
polycondensation reaction using a carbonic acid diester as a raw
material, wherein a monohydroxy compound produced as a byproduct of the
melt polycondensation reaction is recled to be used as a solvent for adding
the catalyst, the solvent foradding the catalyst containing not less than 1
ppm and not more than 1,000 ppm of anisole and not less than 1 ppm and 15
not more than 100 ppm of trimethylamine.              14    A production
method of an aromatic polycarbonate as      described in any of 11 to 13,
wherein the monohydroxy compound is phenol.              15.   A production
method of an aromatic polycarbonate as     described in any of the above 11
to 14, wherein the catalyst used inthe melt 20 polycondensation reaction is
a quaternary ammonium salt or a quaternay     phosphonium salt and/or an
alkali metal salt, or a quaternary ammonium     salt or a quaternary
phosphonium salt and/or an alkaline earth metal salt.             Further,
the present invention relates to a carbonic acid diester     excellent in
storing stability containing not more than 5 ppm based on 25 nitrogen atom
of a nitrogen-containing compound, not more than 0. 5 ppm of     a metallic
element and not more than 10 ppm of an organic impurity which     is
suitable for the producing an aromatic polycarbonate, by heating-melting
an aromatic dihydroxy compound and a carbonic acid diester in the presence
of a catalyst containing an alkali metal compound and/or an alkaline earth
30  metal compound and performing the ester interchange reaction
Furthermore, the present invention relates to a method for     producing an
aromatic polycarbonate having a good quality and hue by     using a
carbonic acid diester of which content of a specific impurity is
suppressed to a specific value or below in the production of the aromatic



14       polycarbonate by heating-melting the aromatic dihydroxy compound
and      the carbonic acid diester in the presence of a catalyst to perform
the ester      interchange reaction              Thus, some other parts of
the present invention are as follows.  5        16.   A carbonic acid
diester excellent in storing stability and      suitable for producing an
aromatic polycarbonate by heating-melting an      aromatic dihydroxy
compound and a carbonic acid diester in the presence of      a catalyst
comprising an alkali metal compound and/or an alkaline earth      metal
compound to perform the ester interchange reaction, wherein the 10  diester
contains not more than 5 ppm based on nitrogen atom of a nitrogen-
containing compound, not more than 0.5 ppm of each ofthe metallic
elements contained therein and not more than 10 ppm of a salicylic acid
derivative.              17.   A carbonic acid diester as described in the
above 16, wherein 15 the total amount of iron, tin, chromium, titanium, and
copper in said      metallic elements, is 0.5 ppm or less.              18.
A carbonic acid diester as described in either one of the above      16 and
17, wherein the total amount of all of the said metals is 0.5 ppm or
less. 20  19.   A production method of an aromatic polycarbonate by
heating-     melting an aromatic dihydroy compound and a carbonic acid
diester in the     presence of a catalyst comprising an alkali metal
compound and/or an     alkaline earth metal compound to perform the ester
interchange reaction,     wherein as the carbonic acid diester, a carbonic
acid diester as describedin 25  anyofthe above 16 to 18 is used, and as the
catalyst, 5.0x 10[err] to 5.0 x 10[err]     equivalent ofthe alkali metal
compound and/or the alkaline earth metal     compound and 1.0 x 10[err] to
5.0 x 10[err] equivalent of a nitrogen-containing     basic compound are
used.             Further, some other parts of the present invention are as
follows, 30        20.   A production method of an aromatic polycarbonate
by the     ester interchange reaction of an aromatic dihydroxy compound and
a     carbonic acid diester with suppressed generation of freign materials,
wherein the material quality of the reaction facilities is a stainless
alloy, the     total content of niobium and/or vanadium in the stainless
alloy being from 10    



15       ppm to 1,000 ppm.              21.   A production method of an
aromatic polycarbonate as      described in the above 20, wherein the
catalyst used for the ester      interchange reaction comprises an alkali
metal compound and/or a nitrogen-  5 containing basic compound and the
amount of the used alkali metal      compound being 1 x 10[err] to 5 x
10[err] mole based on 1 mole of the aromatic      dihydroxy compound.
22.   Production facilites of an aromatic polycarbonate, wherein      an
oxide layer having a thickness of at least 20 nm or more and comprising 10
iron oxide as a main component is formed at part or the whole of the inner
wall surface ofthe reaction facilities used for the production of the
aromatic      polycarbonate.              23.   Production facilities of an
aromatic polycarbonate as      described in the above 22, wherein the oxide
layer comprising iron oxide as a 15  main component is formed at the inner
wall surface of the facilities made of a      stainless alloy.
24    Production facilities of an aromatic polycarbonate as      described
in either one of the above 22 and 23, wherein the oxide layer
comprising iron oxide and chromium oxide as main components is formed at 20
part or the whole of the inner wall surface of the facilities in at least
20 nm      thickness.             25.    Production facilities of an
aromatic polycarbonate as      described in any of the above 22 to 24,
wherein the aromatic polycarbonate is      produced by the ester
interchange reaction of an aromatic dihydroxy 25  compound and a carbonic
acid diester in the presence of a catalyst.             26.   A production
method of an aromatic polycarbonate by the     ester interchange reaction
of an aromatic dihydroxy compound and a     carbonic acid diester in the
presence of a catalyst, wherein the production is     carried out by using
the reaction facilities as described in any of the above 22 30  to25.
27.   A production method of an aromatic polycarbonate, wherein     the
production is carried out by combining the above 19 with any one of the
above 6, 8 or 9.             28.   A production method of an aromatic
polycarbonate, wherein 



16      the production is carried out by combining the above 27 with the
above 26     and/or 20.             29.   A production method of an
aromatic polycarbonate, wherein     the production is carried out by
combining the above 27 with any one of the  5 above 1 to 4.             30.
A production method of an aromatic polycarbonate, wherein     the
production is carried out by combining the above 27 with the above 14.
31.   A production method of an aromatic polycarbonate, wherein     the
production is carried out by combining the above 28 with the above 14. 10
32.   A production method of an aromatic polycarbonate, wherein     the
production is carried out by combining the above 31 with any one of the
above 1 to 4.             33.   A production method of an aromatic
polycarbonate, wherein     the production is carried out by combining at
least any two of the above 19, 6, 15  26, 20, 11 and 1, except for the
production method of the aromatic     polycarbonate by the combination of
the above 19 with 6, the combination of     the above 19 with 6 and 26, the
combination of 19 with 6 and 20, and the     combination of 19 with 6 and
1.             It is noted that, while "a period in which the
viscosity-average 20  molecular weight of a reaction mixture is between 500
and 3,000" or "a     period in which the viscosity-average molecular weight
of a reaction mixture     is between 3,000 and 10,000" means that"all the
periods in which the     viscosity-average molecular weight of the reaction
mixture is substantially     kept between 500 and 3,000 or 3,000 and
10,000", inthe case of using a 25  completely mixed vessel for obtaining
the reaction mixture in the continuous     reaction facilities, the
condition is met by the state in the completely mixed     vessel when the
viscosity-average molecular weight of the reaction mixture     at the
discharging port of the completely mixed vessel is in this range,.
The present invention is further described in detail below. 30
Although there are various kinds of the aromatic polycarbonates     related
to the present invention, especially an aromatic polycarbonate 



obtained by performing a melt polycondensation reaction of a mixture
comprising an aromatic dihydroxy compound expressed by the following
formula (2)' and a carbonic acid diester expressed by the fllowing formula
17      (3)' in the presence of an ester interchange catalyst, etc.,
comprising a     nitrogen-containing basic compound and an alkali metal
compound, etc., is     desirable. [err]                    (wherein W is
either of the above two formulae or -O-, -S-, -SO[err]- or -SO[err]-)
[err]                   In the above formula (2)', nis 0 to 4, R[err] and
R[err] are eachthe same or a 10 different halogen atom or a hydrocarbon
group having a carbon number of 1 



to 12; R[err] and R[err] are each the same or a different halogen atom, a
hydrogen     atom or a hydrocarbon group having a carbon number of 1 to 12.
As the     hydrocarbon group, an aliphatic hydrocarbon group having a
carbon number     of 1 to 12 such as an alkyl group, etc. or an aromatic
hydrocarbon group 15 having a carbon number of 6 to 12 such a phenyl group,
etc. are preferable.     As the halogen atom, chlorine, bromine, iodine,
etc., are exemplified. R[err] is     an allylene group having a carbon
number of 3 to 8. As the alkylene group,     pentylene group, etc. are
exemplified.             As the aromatic dihydroxy compounds related to the
present 20 invention, for example, bis(4-hydroxyphenyl)methane, 2,2-bis(4-
hydroxyphenyl)propane, 2,2-bis(4-hydroxy-3-methylphenyl)propane, 4,4-
18       bis(4-hydroxyphenyl)heptane,
2,2-bis(4-hydroxy-3,5-dichlorophenyl)propane,
2,2-bis(4-hydroxy-3,5-dibromophenyl)propane, bis(4-hydroxyphenyl) oxide,
bis(3,5-dichloro-4-hydroxyphenyl) oxide, p,p'-dihydroxydiphenyl,
3,3'-dichloro-      4,4'-dihydroxydiphenyl, bis(hydroxyphenyl) sulfone,
resorcinol, hydroquinone,  5  1,4-dihydroxy-2,5-dichlorobenzene,
1,4-dihydroxy-3-methylbenzene, bis(4-      hydroxyphenyl) sulfide,
bis(4-hydroxyphenyl) sulfoxide, etc., are exemplified,      and especially
2,2-bis(4-hydroxyphenyl)propane is preferable.               In the above
formula (3)', R[err], R[err], R[err], R[err] are each the same or a 10
different hydrogen atom, alkyl group having a carbon number of 1 to 4,
phenyl group or halogen group.              As a carbonic acid diester
related to the present invention, for      example, diphenyl carbonate,
ditolyl carbonate, bis(chlorophenyl) carbonate,      dinaphthyl carbonate,
bis(diphenyl) carbonate, dimethyl carbonate, diethyl 15 carbonate, dibutyl
carbonate and dicyclohexyl carbonate are exemplified,      and especially
diphenyl carbonate and ditolyl carbonate are preferable.              In
the production of the aromatic polycarbonate in the present      invention,
1.00 to 1.20 moles, preferably 1.005 to 1.10 moles, further      preferably
1.01 to 1.05 moles of the above mentioned carbonic acid diester is 20  used
based on 1 mole of the aromatic dihydroxy compound. 



Further, the aromatic polycarbonate in the present invention is
allowed to contain for example, ethylene glycol, 1, 4-butane diol, 1, 4-
cyclohexane dimethanol, 1, 10-decane diol, etc., as an aliphatic dihydroxy
compound (diol), for example, succinic acid, isophthalic acid, 2,
6-naphthalene 25  dicarboxylic acid, adipic acid, cyclohexane carboxylic
acid, terephthalic acid,     etc., as a dicarboxylic acid, and for example
lactic acid, p-hydroxybenzoic acid,     6-hydroxy-2-naphthoic acid, etc.,
as an oxycarboxylic acid if necessary.             As the catalyst, an
alkali metal compound, an alkaline earth metal     compound and a
nitrogen-containing basic compound can be used. 30        As the ester
exchange catalyst in the melt polycondensation method     using the
monohydroxy compound produced as a byproduct to be recycled as     a
solvent of the catalyst, a quaternary ammonium salt or a quaternary
phosphonium salt and/or an alkali metal salt, or the quaternary ammonium
salt or the quaternary phosphonium salt and/or an alkaline earth metal salt
19       are preferably used.              As the alkali metal compound
used as the catalyst in the present      invention, for example, a
hydroxide, hydrogen carbonate, carbonate salt,      acetate salt, nitrate
salt, nitrite salt, sulfite salt, cyanate salt, thiocyanate salt,   5
stearic acid salt, borohydride salt, benzoic acid salt, hydrogen phosphate,
and      a salt of bisphenol or phenol, are exemplified. As concrete
examples,      sodium hydroxide, potassium hydroxide, lithium hydroxide,
sodium      hydrogen carbonate, potassium hydrogen carbonate, lithium
hydrogen      carbonate, sodium carbonate, potassium carbonate, lithium
carbonate, 10  sodium acetate, potassium acetate, lithium acetate, sodium
nitrate,      potassium nitrate, lithium nitrate, sodium nitrite, potassium
nitrite, lithium      nitrite, sodium sulfite, potassium sulfite, lithium
sulfite, sodium cyanate,      potassium cyanate, lithium cyanate, sodium
thiocyanate, potassium      thiocyanate, lithium thiocyanate, sodium
stearate, potassium stearate, 15  lithium stearate, sodium borohydride,
potassium borohydride, lithium      borohydride, sodium tetraphenyl borate,
sodium benzoate, potassium      benzoate, lithium benzoate, disodium
hydrogen phosphate, dipotassium 



hydrogen phosphate, dilithium hydrogen phosphate, disodium salt,
dipotassium salt and dilithium salt of bisphenol A sodium salt, potassium
20  salt and lithium salt of phenol, etc., are exemplified, and especially,
a sodium      salt of the aromatic dihydroxy compound, for example,
disodium salt of      bisphenol A, or a sodium salt of an aromatic
monohydroxy compound, for      example sodium salt of phenol are preferably
used.             As the ester exchange catalyst, an alkali metal compound
and/or an 25  alkaline earth metal compound are the most preferable in view
oftheir     performance, but in case these compounds are used singly, for
example, the     ester interchange reaction rate of a carbonic acid diester
with BPA would be     slow, when the estennterchange conversion is smaller
than 50 %, that is, on     the initial polymerization stage, to cause
problems when applied on an 30  industrial scale. Therefore, it is
preferable to use a nitrogen-containing     basic compound and/or a basic
phosphorus compound described later     together with an alkali (and/ or an
alkaline earth) metal compound catalyst.             The alkali metal
compound and/or alkaline earth metal compound     as the catalyst related
to the present invention are used in a way where the
20       alkali metal compound and/or alkaline earth metal compound in the
catalyst      are in a range of 1 x 10[err]to 1 x 10[err] equivalent,
preferably 5 x10[err] to 1 x 10[err]      equivalent, more preferably 5 x
10[err] to 1 x 10[err] equivalent as the metal per 1      mole of the
aromatic dihydroxy compound.  5        Deviation from the above range is
not preferable since it causes     problems such as deterioration of
various physical properties of obtained     aromatic polycarbonate and
insufficient completion of the ester interchange     reaction which
prevents from obtaining a high molecular weight aromatic     polycarbonate.
Particularly, if the alkali metal compound and/or the 10  alkaline earth
metal compound catalysts are used in an excessive amount,     the
decomposition and the branch formation are apt to take place by the
rearrangement of the polycarbonate bonds, when the polymerization
temperature is elevated at the later period of the reaction Therefore,
since     the amounts of such decomposition and branch formation are great,
the flow 



15 property and color tone of the aromatic polycarbonate obtained by the
melt     polymerization method by the ester interchange are inferior to
those of the     aromatic polycarbonate obtained by the interfacial
polymerization method.              In order to make the flow property and
color tone of the aromatic     polycarbonate obtained by the melt
polymerization method at a similar 20  degree compared with those of the
aromatic polycarbonate obtained by the     interfacial polymerization
method, it is necessary to reduce the amount of     the above decomposition
and branch formation to 0.2 mole % or less per the     recurring unit. To
this end, it is preferable to suppress the amount ofthe     alkali metal
compound and/or alkaline earth metal compound catalyst to 25  less than 5 x
10[err] equivalent per 1 mole of the aromatic dihydroxy compound.
That is, a preferable ratio of the used amount of the alkali metal
compound and/or alkaline earth metal compound is 5 x 10[err] to 5x 10[err]
equivalent per 1 mole of the aromatic dihydroxy compound. If the amount
deviates from the above range, it is not preferable since it would cause 30
problems such as deterioration of various physical properties of obtained
aromatic polycarbonate and insufficient completion of the ester interchange
reaction which prevents from obtaining a high molecular weight aromatic
polycarbonate.     If the amount of nitrogen-containing basic compound
contained in the                                                 21
reaction mixture related to the present invention is set so as to become a
specific value while the molecular weight ofthe reaction mixture is in a
specific range as described later, then an aromatic polycarbonate having an
excellent color tone and thermal stability can be obtained, and if the
amount  5 of the catalyst is also in the above usage range, then further
excellent color     tone and thermal stability is realized and a higher
molecular weight     aromatic polycarbonate is obtained easily with
excellent various physical     properties of the aromatic polycarbonate.
In the above formula (1), R[err] is an alkyl group having a carbon 10
number of 1 to 4 or an aryl group having a carbonnumber of 6-12, but other
than such desirable compounds, for example, a tertiary amine such as 



triethylamine and a borate can also be used.             As such a
nitrogen-containing basic compound, for example, an     ammonium hydroxide
having an alkyl, aryl, alkylaryl group or the like, such 15  as
tetramethylammonium hydroxide (Me[err]NOH), tetraethylammonium
hydroxide (Et[err]NOH), tetrabutylammonium hydroxide (Bu[err]NOH),
benzyltrimethylammonium hydroxide (Ph CH[err]Me)[err]NOH),
hexadecyltrimethylammonium hydroxide, etc., a tertiary amine such as
triethylamine, tributylamine, dimethylbenzylamine, 20
bexadecydimethylamine, etc., or a basic salt such as tetramethylammonium
borohydride (Me[err]NBH[err]), tetrabutylammoniumborohydride
(Bu[err]NBH[err]),     tetrabutylammonium tetraphenylborate
(Me[err]NBPh[err]),     tetrabutylammonium tetraphenylborate
(Bu[err]NBPh[err]), etc., can be     exemplified, and among them,
tetramethylammonium hydroxide 25 (Me[err]NOH) is most prefrable and widely
used.             As a quaternary phosphonium salt; for example, a
phosphonium     hydroxide having an alkyl, aryl, alkylaryl group or the
like such as     tetramethyl phosphonium hydroxide (Me[err]POH),
benzyltrimethylphosphonium hydroxide (Ph-CH[err](Me)[err]POH), hexadecy 30
trimethylphosphonium hydroxide, etc., or a basic salt such as
tetramethylphosphonium borohydride (Me[err]PBH[err]),
tetramethylphosphonium tetraphenylborate (Me[err]PBPh ), etc., can be
exemplified.             The above nitrogen-containing basic compound is
preferably used in                                                  22
a ratio of 1 x 10[err] to 5 x 10[err] equivalent as the basic nitrogen atom
in the     nitrogen-containing basic compound per 1 mole of the aromatic
diol     compound. More preferable ratio is 2 x 10[err] to 5 x 10[err]
equivalent based on     the same standard, and especially preferable ratio
is 5 x 10[err] to 5 x 10[err]  5  equivalent based on the same standard.
Besides, according to studies performed by the inventors of the     present
invention, it becomes clear that, in order to produce an aromatic
polycarbonate having an excellent quality by the ester interchange method, 



the amount of use (added amount) of the above nitrogen-containing basic 10
compound, which was considered to be important heretofore, is not so
important and that it is extremely important to proceed the ester
interchange reactionby keeping the concentration of the nitrogen-containing
basic compound at a concentration of not less than 0.1 ppm and not more
than 10 ppm during the period in which the viscosity-average molecular 15
weight of a reaction mixture is between 500 and 3,000, and further, not
less     than 0,01 ppm and not more than 1 ppm during the period in which
the     viscosity-average molecular weight of the reaction mixture is
between 3,000     and 10,000.             Here, "the reaction mixture"
means the mixture in which the 20  polycondensation reaction is initiated
or under progress in a process of     obtaining an aromatic polycarbonate
by performing the melt     polycondensation reaction of a mixture
containing mainly an aromatic.     dihydroxy compound expressed by the
above formula (2)' and a carbonic acid     diester expressed by the above
formula (3)' in the presence of an ester 25  interchange catalyst
comprising a nitrogen-containing basic compound, and     an alkali metal
compound and/or an alkaline earth metal compound. It can     be said to be
in a state of a "pre-polymer" in a general chemical term in case     the
degree of polymerization progresses to a certain extent and in the state of
a "polymer by the general chemical term in case the degree of the 30
polymerization further progresses.             In the present invention, it
is possible to use, as desired, (a) an alkali     metal salt of an ate
complex of a group 14 element in the Periodic Table or     (b) an alkali
metal salt of an oxo acid of a group 14 element of the Periodic     Table
as an alkali metal compound for the catalyst. Here, the group 14
23       elements of the Periodic Table means silicon, germanium or tin
By using this alkali metal compound as the catalyst for the
polycondensation reaction, the polycondensation reaction can be
advantageouslyprogressedrapidly and sufficiently. Also it is possible to  5
suppress unfavorable side reactions such as branching reaction developed 



during the polycondensation reaction at a low level.              (a) The
alkali metal salts of the ate complex of the group 14 elements      ofthe
Periodic Table, which are those described in Japanese Unexamined
Patent Publication Hei 7-268091. More concretely, compounds of 10
germanium (Ge); NaGe(OMe)[err], NaGe(OEt)3, NaGe(OPr)[err], NaGe(OBu)[err],
NaGe(OPh)[err], LiGe(OMe)[err], LiGe(OBu)[err] and LiGe(OPh)[err] can be
exemplified.              As the compounds of tin (Sn), NaSn(OMe)[err],
NaSn(OMe)2(OEt),      NaSn(OPr)[err], NaSn(o-n-C[err]H[err])[err],
NaSn(OMe)[err], NaSn(OEt)[err], NaSn(OBu)[err],
NaSn(o-n-C[err]H[err])[err], NaSn(OEt)[err], NaSn(OPh)[err] and
NaSnBu[err](OMe)[err] can be 15  exemplified.              Further, as (b)
the alkali metal salts of the oxo acid of the element of      the 14th
group in the Periodic Table, for example, an alkali metal salt of
silicic acid, an alkali metal salt of stannic acid, an alkali metal salt of
germanous (II) acid and an alkali metal salt of germanic (IV) acid are 20
exemplified as preferable compounds.              The alkali metal salts of
silicic acid are, for example, an acidic or a      neutral alkali metal
salt of monosilicic acid or a condensed compound thereof      and
monosodium orthosilicate, disodium orthosilicate, trisodium
orthosilicate and tetrasodium orthosilicate canbe exemplified. 25
The alkali metal salts of stannic acid are, for example, an acidic or a
neutral alkali metal salt of monostannic acid or a condensed compound
thereof and disodium monostanate (Na[err]SnO[err] xH[err]O, x=0 to 5) and
tetrasodium monostanate (Na[err]SnO[err]) ca be exemplified.
The alkali metal salts of germanous (II) acid are, for example, an 30
acidic or a neutral alkali metal salt of monogermanous acid or a condensed
compound thereof and monosodium monogermate (NaHGeO[err]) can be
exemplified.              The alkali metal salt of germanic (IV) acid are,
for example, an acidic      or a neutral alkali metal salt of monogermanic
acid or a condensed                                                   24
compound thereof and monolitium orthogermanate (LiH[err]GeO[err]), disodium
orthogermanate, tetrasodium orthogermanate, disodium digermanate 



(Na[err]Ge[err]O[err]), disodium tetragermanate (Na[err]Ge[err]O[err]),
disodium      pentagermanate (Na[err]Ge[err]O[err]) can be exemplified.  5
The polycondensation catalyst as mentioned above are preferably     used in
a ratio in which the alkali metal element in the catalyst is 1 x 10[err] to
5 x 10[err] equivalent based on 1 mole of the aromatic diol compound. More
preferable ratio thereof is 5 x 10[err] to 1 x 10[err] equivalent on the
samebasis.              In the polycondensation reaction of the present
invention, it is 10  possible to have co-existed at least one kind of a
cocatalyst selected from the      group of oxo acids and oxides ofthe group
14 elements of the Periodic Table.              By using these cocatalyst
in a specific ratio, it is possible to suppress     unfavorable side
reactions such as branch formation which are apt to occur     in the
polycondensation reaction, the generation of foreign materials and 15
scorching during a molding process thereof more effictively without
retarding the rate of the blocking reaction of terminals thereof and the
polycondensatiom              As the oxo acid of the group 14 elements of
the Periodic Table, silicic      acid, stannic acid and germanic acid can
be exemplified. 20        As the oxides of the group 14 elements of the
Periodic Table, silicon     monoxide, silicon dioxide, tin oxide, tin
dioxide, germanium oxide,     germanium dioxide and their condensed
compounds canbe exemplified.              It is preferable to have a group
14 metal element of the Periodic     Table in the cocatalyst existed in a
ratio of 50 mole (atom) or less based on 1 25  mole (atom) ofthe alkali
metal atom in the polycondensation reaction     catalyst. If the cocatalyst
is used with the metal element in a ratio     exceeding 50 mole (atom) it
is not preferable since the polycondensation rate     becomes slow.
It is further preferable to have a group 14 metal element of the 30
Periodic Table in the co-catalyst existed in a ratio of 0.1 to 30 mole
(atom)     based on 1 mole (atom) of the alkali metal atom in the
polycondensation     reaction catalyst.              Use of these catalyst
systems in the polycondensation provides an      advantage for progressing
the polycondensation reaction and the terminal
25 



blocking reaction rapidly and sufficiently. It can also suppress
unfavorable      reaction such as branching reaction occurring the
polycondensation at a low      level.              In producing the
aromatic polycarbonate by reacting mainly a  5 mixture containing an
aromatic dihydroxy compound and a carbonic acid      diester under
heating-melting, it is common to start the ester interchange      reaction
by adding the previously mentioned catalyst to the molten mixture      (a
reaction mixture) obtained through heating-agitating a mixture mainly
containing an aromatic dihydroxy compound and a carbonic acid diester 10
under an inert gas atmosphere.              In the present invention, there
is no particular limitation to the     temperature and pressure for
performing the ester interchange reaction of     the aromatic dihydroxy
compound and the carbonic acid diester, and any     condition is sufficient
if the temperature and pressure selected are capable of 15  starting the
reaction and removing the monohydroxy compound produced     by the reaction
to the outside ofthe reaction system rapidly. In general the     reaction
temperature is between 120 to 350[err]C, and the temperature is
generally elevated along with the progress of the polymerization
Regarding the pressure of the reaction system, it may be possible to 20
perform the reaction inthe reaction system at normal pressure or under an
elevated pressure, but in many cases at a reduced pressure. It is a common
practice to facilitate easy removal of the produced phenol to promote the
reaction by introducing a large to small amount of an inert gas flow in
combination with the above conditions. 25        To be specific, most
common practice is as follows: the reaction is     started at a temperature
of 150 to 200[err]C and under a pressure of 300-100     Torr, then the
reaction temperature is elevated and the pressure is reduced     in
accordance with the increase of the molecular weight of the aromatic
polycarbonate during the progress of the reaction, and finally the reaction
is 30  conducted at a temperature of 270 to 350[err]C and under a pressure
of 1 Torr     or less.             There is no particular limitation to the
style of the facilities used for     executing the present invention, and a
usually known vertical type agitation     vessel a horizontal type
agitation vessel or an extruder canbe used.      



26               More particularly, in the case of performing the reaction
in a batch     process, it is usually performed by using 2 vertical type
agitation vessels,     charging the aromatic dihydroxy compound and the
carbonic acid diester in     the above mentioned ratio into a first
agitation vessel attached with a  5 rectification column, replacing the air
of the vessel with an inert gas, heating-     melting the miture, adding
the previously mentioned catalyst in a     prescribed amount, then heating
the system with evacuation to perform the     initial phase of the
polymerization, then transferring the reaction liquid to a     second
agitation vessel without a rectifying column, further evacuating the 10
system to a higher degree, also elevating the temperature to continue the
polymerization until the polymer with the prescribed molecular weight is
obtained. At that, in order to keep the concentration of the nitrogen-
containing basic compound in the reaction system in a range specified by
the     present invention, for example, it is possible to perform the
reaction by 15  adding a suitable amount of the nitrogen-containing basic
compound during     the reaction in the first reaction vessel or during the
process of     transportation to the second agitation vessel.
In the case of performing the reaction in a continuous method  it is
generally performed by using plural agitation vessels, in which a vertical
20  agitation vessel attached with a rectifying column is used for the
initial     polymerization vessel where the viscosity of the reaction
mixture is low, and     a horizontal type agitating vessel or a double
screw extruder is used as the     later phase polymerization vessel where
the viscosity of the reaction mixture     is increased and removal of the
aromatic monohydroxy compound produced 25  as a byproduct becomes
difficult, arranging them in a series, feeding the     molten raw material
and the catalysts into a first polymerization vessel     continuously, and
at the same time taking out the aromatic polycarbonate     having a
prescribed molecular weight from the final polymerization vessel.     In
this case, in order to keep the concentration of the nitrogen-containing 30
basic compound in the system in the range of the present invention it is
possible, for example, to add a suitable amount of the nitrogen-containing
basic compound into any one or more of the polymerization vessels including
the first agitation vessel.              Also, in order to keep the
nitrogen-containing basic compound   



27       concentration in the system within the range of the present
invention, it is      necessary to control the concentration of
nitrogen-containing impurities      existinginthe raw material such as the
carbonic diester and the dihydroxy      compound used or the reaction, and
preferably keep the concentration of the  5  nitrogen-containing compound
in the raw materials at 5 ppm or less, further      preferably at 4ppm or
less. By using such a raw material containing      limited amount of
nitrogen-containing compounds, it becomes possible to      grasp and
control the concentration of the nitrogen-containing basic      compound
used as the catalyst in the system accurately. 10        In this kind of a
facility, it is extremely important to control a mixing      molar ratio
ofthe carbonic acid diester to the aromatic dihydroxy compound      as the
raw materials in a specific range.              In the present invention,
it is preferable to use somewhat excessive      amount of the carbonic acid
diester in the ratio of used aromatic dihydroxy 15  compound to the
carbonic acid diester. This is because the boiling point of      the
carbonic acid diester is lower than that of the aromatic dihydroxy
compound, therefore apt to be volatilized, and the rate of the carbonic
diester      distilled off to the outside of the system is larger than that
of the aromatic      dihydroxy compound even during the initial
polymerization using the 20  reaction vessel equipped with the rectifying
column.  Thus in the present      invention, depending on the performance
of the facilities used, the molar      ratio of the carbonic acid diester
to the aromatic dihydroxy compound      generally is preferably selected at
(1.005 to 1.2):1, more preferably (1.005 to      1.05):1. 25        In the
present invention, the molar balance of the raw materials     within the
above molar ratio, is set depending on the desired amount of the
terminal OH groups of the aromatic polycarbonate to obtain, and it is
important to keep the accuracy of the control thereof within 5 % of the set
value, preferably within 1 % and more preferably within 0.5 %. Thereby, it
30  is possible to obtain the aromatic polycarbonate stably having a
desired     amount of terminal groups with good quality.
According to the study of the inventor of the present invention, in
order to achieve these objectives, it is insufficient to use only an
ordinarily 



used high accuracy weighing system. In many cases, the quantity of
28       carbonic acid diester excellent in thermal stability is measured
in a liquid      state, and the used amount is controlled, for example,
using a high quality      flow meter, but the measurement of the quantity
of aromatic dihydroxy      compound having an inferior thermal stability is
conducted in many cases in  5 a powdery state, for example, by receiving
the powdery dihydroxy compound      in a weighing container isolated in
weight from surrounding parts, weighing      the discharged weight by a
load cell, etc., and discharging the powder by      using a screw feeder,
etc.              It is known that these weighing systems themselves have a
10  sufficient weighing accuracy having an error of within 0.5 %.
However, even by using such a high accuracy weighing facility, it is
Ebund out that much labor such as additionally charging either one of the
raw material is required in order to realize the above severe molar
balance.             The inventors of the present invention eagerly studied
to solve this 15 problem, and as a result, it was found out that keeping
the pressure of the      gas phase in the raw material melting vessel at 0
MPa to 0.05 MPa, more      preferably 0 MPa to 0.01 MPa is important, and
thereby the accuracy of      the molarbalance controlismarkedlyimproved.
Inthis descriptionofthe      invention, the pressure of the gas phase of
the raw material melting vessel 20 expressed in terms of MPa is a so-called
gauge pressure, taking the normal     atmospheric pressure as 0 MPa.
The reason of the above is not clear, but since the transportation of
the raw material from a powder weighing vessel to the raw material melting
vessel becomes smooth, and undesirable attachment and clogging of the 25
powder in a piping is reduced, it is considered to be caused by suppressing
the entry of the evaporated material generated in the raw material melting
vessel into the powder weighing vessel, or the piping for transporting the
raw material from the powder weighing vessel to the raw material melting
vessel. 30        In the present invention, it was found out to be
effective for 



improving the weighing accuracy that 90 vol. % or more of the atmospheric
gas in the transportation piping for supplying the raw material situated
directly before the raw material melting vessel is a non-oxidizing gas, and
thatthe linearvelocitythereofis 0.5 cm/minorhigher. Here, the "non-
29      oxidizing gas" means a gas not oxidizing the raw material, aromatic
dihydroxy compound and the carbonic acid diester, and not causing
discoloration Nitrogen, an inert gas such as argon of the 18th group of the
Periodic Table, and carbon dioxide are exemplified.  5        Further, it
was also found out that the use of a scrubber and/or a     condenser in the
vent piping system of the raw material melting vessel is     effective for
keeping the pressure in the gas phase of the raw material     melting
vessel within a constant range and, as a result. for improving the
accuracy in weighing, probably because of the reduction of the attached 10
materials in the piping. As a result, it becomes possible to control the
molar     balance easily, stably and with a good accuracy, and the quality
of the     aromatic polycarbonate obtained by the melt polymerization
method is     greatly improved and also stabilized.             The fact
that such fine technological factors in the transportation 15 piping and
the vent greatly affect the quality in the production of the     aromatic
polycarbonate, was not heretofore known and was unexpected.             In
the present invention, the raw material melting vessel means an
apparatus for completely melting the aromatic dihydroxy compound and the
carbonic acid diester adjusted at a specific mixing molar ratio by heating
at 20 120 to 150[err]C and is equipped with an agitation device and a pump.
The agitation device has a function for completely melting the raw
material and making it uniform and is activated when the raw material
exists in a specific amount or more in the raw material melting vessel. The
pump which is joined to the piping connected to the bottom part of the raw
25 material melting vessel has a self circulating line as necessary, and is
joined     to the raw material storing vessel or directly to the melt
polymerization     vessel. 



In the present invention, the scrubber is a general capturing device
for absorbing generated vapor, etc., by circulating a scrubbing liquid, and
for 30 example, is a vertical vessel connected at about the middle part in
the     vertical direction with the vent piping extended from the ceiling
part of the     raw material melting vessel and having, on top, an exhaust
tube for     exhausting the gas after the absorption of the vapor. The
exhaust tube     may be opened up to the atmosphere, or joined with a main
vent piping to                                                   30
which the vent pipings of the other facilities are connected
As the scrubbing liquid, although there is no particular limitation, a
solvent with a low volatility and capable of dissolving or
decomposing/absorbing the aromatic dihydroxy compound and the carbonic   5
acid diester, or a low temperature liquid capable of cooling/solifying the
vapor by its low temperature are used. For example water, an aqueous
sodium hydroxide solution, triethylene glycol, etc., can be used.
By supplying such a scrubbing liquid for spraying in the scrubber,      the
gas containing the vapor introduced through the vent piping of the raw 10
material melting vessel is made a contact with the scrubbing liquid
sufficiently to capture the vapor of the aromatic hydroxy compound or the
carbonic acid diester in the gas.              It is also possible to
operate the scrubber continuously by talkng out      the whole or part
ofthe scrubbing liquid, and adding a fresh scrubbing liquid 15 thereto,
when the concentration of the aromatic dihydroxy compound or the
carbonic acid diester in the solvent reaches a certain value or higher.
In the present invention, the vent piping is for example, a piping for
letting off the pressure of the gas phase in the raw material melting
vessel      generated to transport the raw materials from the powder
weighing vessel 20 to the raw material melting vessel.              The
piping is preferably heated at 120[err]C or higher between the raw
material melting vessel and the scrubber and/or the condenser in the
present invention so as not to condense or crystallize the aromatic
dihydroxy      compound or the carbonic acid diester. 



25        In the present invention, as the condenser, a commonly used
condenser can be used. For example, a double tube or a multiple tube type
condenser can be preferably exemplified. In this case, also the vent piping
connecting the raw material melting vessel with the condenser is preferably
heated at 120 [err]C or higher for preventing the precipitation of the
aromatic 30  dihydroxy compound or the carbonic acid diester. A scrubber
can be also     installed after the condenser.             The discharging
side ofthe condenser may be opened up directly to     the atmosphere, or
joined to a main vent piping to which the vent pipings of     the other
facilities are connected.
31              The temperature in the condenser is preferably at 70[err]C
or higher,     more preferably 70 to 100[err]C. There, the gas from the
melting vessel is     cooled inside the condenser and the aromatic
dihydroxy compound or the     carbonic acid diester are condensed and
returned to the raw material  5 melting vessel. Further, it is allowed to
install cooling plates inside the     condenser for increasing a heat
exchanging efficiency.             As to the nitrogen-containing basic
compound, it is known in a     general way that the used amount (added
amount) of the nitrogen-     containing basic compound is important in the
process of promoting the 10 ester interchange reaction.
However, it was found out that there is an occasion which does not
allow production of the aromatic polycarbonate excellent in quality with a
good reproducibility by simply maintaining the conventionally known initial
amount of addition of the nitrogen-containing basic compound, in other 15
words, the used amount of the nitrogen-containing basic compound as based
on the aromatic dihydroxy compound within a specific range.             As
a result of the detailed study of the cause of the above, the     inventors
of the present invention have found out that the following occurs.
Although the nitrogen-containing basic compound activates the 20 ester
interchange reaction, a heat resistance thereof in the reaction system is
low, and is easily thermally decomposed, thus the effective concentration
of 



the compound in the reaction mixture decreases rapidly by being easily
decomposed or reacted with a monohydrox compound produced by the     ester
interchange reaction to a trialkylamine, a triaylamine, an alkyl phenyl 25
ether, an aryl phenyl ether, water, etc. In some cases, since the used
nitrogen-containing basic compound such as trialkylamine itself is highly
volatile, the effective concentration in the reaction mixture decreases
rapidly.     Thus, it was found that the decreasing rate thereof is
affected widely by the     kind of carbonic acid diester, the reaction
temperature and the reaction 30 pressure.              From the above
facts, it was considered that the concentration of the
nitrogen-containing basic compound contributing to the ester interchange
reaction ectively, vanes with the reaction conditions, and that this is a
cause of failing to obtain an aromatic polycarbonate having a good quality
32       with a good reproducibility by a conventional method of only
prescribing the      initial used amount of the nitrogen-containing basic
compound.              Thus, as a result of various studies, it was found
out that it is      extremely important for imparting excellent color tone
and thermal stability  5 to the produced aromatic polycarbonate. to proceed
the ester interchange      reaction by keeping the concentration of the
nitrogen-containing basic      compound at 0.1 to 10 ppm, preferably 0.5 to
5 ppm while the viscosity-      average molecular weight of the reaction
mixture is between 500 and 3,000,      and at 0.01 to 1 ppm, preferably
0.05 to 1 ppm while the viscosity-average l0 molecular weight ofthe
reaction mixture is between 3,000 and 10,000.              If the
concentration of the nitrogen-containing basic compound in the
reaction mixture exceeds 10 ppm during the period in which the viscosity-
average molecular weight of the reaction mixture is between 500 and 3,000,
it is impossible to impart the excellent color tone and thermal stability
to the 15 produced aromatic polycarbonate, and if the concentration of the
nitrogen-      containing basic compound in the reaction mixture becomes
less than 0.1      ppm during the period in which the viscosity-average
molecular weight of      the reaction mixture is between 500 and 3,000, it
is not preferable because of 



difficulty in proceeding the ester interchange reaction and problems such
as 20  a color tone deterioratiom etc. caused by the increase ofthe thermal
history      due to the extended retention time.      Further, if the
concentration of the nitrogen-containing basic compound in      the
reaction mixture exceeds 1 ppm during the period in which the viscosity
average molecular weight of the reaction mixture is between 3,000 and 25
10,000, it is not preferable since the deterioration of the aromatic
polycarbonate becomes marked to give ill effect such as the color tone
degradation, etc., in promoting the ester interchange reaction to make the
viscosity-average molecular weight of 10,000 or higher, and if the
concentration of the nitrogen-containing basic compound in the reaction 30
mixture becomes less than 0.01 ppm during the period in which the
viscosity-average molecular weight of the reaction mixture is between 3,000
and 10,000, it is not preferable because of difficulty in proceeding the
ester     interchange reaction and problems such as the color tone
deterioration, etc.,     caused by the increase ofthe thermal history due
to the extended retention
33      time.             Maintaining the nitrogen-containing basic
compound in a specific     range while in a specific viscosity-average
molecular weight range can be     attained by increasing or decreasing the
amount of the nitrogen-containing  5 basic compound to be added to the
mixture comprising mainly the aromatic     dihydroxy compound and the
carbonic acid diester, the amount of heat     required for proceeding the
ester interchange reaction, the degree of vacuum     in the system for
facilitating the distillation off of the phenolic compound     produced as
a byproduct, the retention time or the like. It is also possible to 10
achieve the effect by combining two or more of the above means. Also, it is
possible to maintain the concentration of the nitrogen-containing basic
compound in the reaction system by supplying the nitrogen-containing basic
compound at multiple occasions during the progress of the reaction.
As to the monohydroxy compound produced as a byproduct in the 15 reaction
to obtain the aromatic polycarbonate by the melt polycondensation 



reaction using the carbonic acid diester as the raw material, it contains
impurities derived from the additives such as a catalyst, stabilizer, etc.,
which do not exist in a usual monohydroxy compound. As the impurities,
an organic compound such as trimethylamine, anisole, ortho-cresol, para- 20
cresol, 2-methylbenzofuran, hydroxyacetone, acetophenone, etc., and various
metal salts can be enumerated but there are many components not yet
elucidated.             It was found out that it is effective for the
production of the aromatic     polycarbonate excellent in hue to recycle
the monohydroxy compound 25  produced as the byproduct to be used as a
solvent for adding the catalyst,     keeping the concentration of anisole
contained in the monohydroxy     compound at not less than 1 ppm and not
more than 1,000 ppm or the     concentration of trimethylamine at not more
than 1 ppm and not more than     100ppm. 30        Further, it was found
out that it is effective for the production of the     aromatic
polycarbonate excellent in hue to recycle the monohydroxy     compound
produced as the byproduct to be used as a solvent for adding the
catalyst keeping the concentration of anisole contained in the monobydroxy
compound at not less than 1 ppm and not more than 1,000 ppm and the
34       concentration of trimethylamine at not more than 1 ppm and not
more than      100 ppm.              The mechanism thereof is not yet
clear, but it is supposed that by      containing anisole and/or
trimethylamine in the monohydroxy compound  5 used as a solvent for adding
catalyst, the deterioration which is apt to be      generated in the
monohydroxy compound in the state wherein the catalyst is      added to the
monohydroxy compound is suppressed to stabilize the      monohydroxy
compound so that the hue of the obtained aromatic      polycarbonate is
improved. 10 If the concentration of anisole contained in the recycled
monohydroxy      compound used as the solvent for adding the catalyst
exceeds 1,000 ppm or      trimethylamine exceeds 100 ppm, then it is not
preferable since the hue of 



the obtained aromatic polycarbonate degrades. The mechanism thereof is
not yet clear, but it is supposed that if anisole at a concentration
exceeding 15  1,000 ppm or trimethylamine exceeding 100 ppm is present in
the solvent      for adding the catalyst, then the inhibition ofthe
polymerization and the side      reactions may develop during the
polymerization reaction to produce      impurities to cause the
discoloration Also, if the contents of anisole in the      recycled
monohydroxy compound used as the solvent for adding the 20  catalysts, is 1
ppm or less and the trimethylamine is 1 ppm or less, then     almost no
effect is observed.             In order to obtain the monohydroxy compound
containing not less     than 1 ppm and not more than 1,000 ppm of anisole
and/or not less than 1     ppm and not more than 100 ppm of trimethylamine,
the monohydroxy 25 compound produced as the byproduct in the production of
the aromatic     polycarbonate by the melt polycondensation may or may not
be subjected to     the purification after the recovery thereof.
As to the method for purifying the monohydroxy compound     produced as the
byproduct in the production of the aromatic polycarbonate 30 bythe
meltpolycondensation, ordinarily used methods canbeutilized and
distillation under a reduced pressure is exemplified as a preferable
method.             As the monohydroxy compound, phenol, cresol, xylenol,
chlorophenol,     naphthol, biphenol, etc., are exemplified and phenol is
used preferably.             As the monohydroxy compound used as the
solvent for adding the               catalysts, it is desirable not to
contain the above mentioned impurities other      than anisole and
trimethylamine substantially, and it is also desirable to      have the
oxygen concentration of 100 ppm or less, since the oxygen causes
oxidative deteriorations.  5           As to the nitrogen-containing
compounds derived from the various      sources contained in the carbonic
acid diester, they are not a single      compound having a clear chemical
structure. If the nitrogen-containing      compound is contained in the
carbonic acid diester in an amount of      exceeding 5 ppm as the nitrogen
atom, then the carbonic acid diester 



10  becomes gradually discolored during its storage or preservation and
some     part thereof becomes not suitable as the raw material of the
production of     the aromatic polycarbonate although it has a good color
tone (measured by     the molten Hazen) just after its production.
Thus, in measuring the weather resistance of plural carbonic acid 15
diester samples (Hazen value: the samples are stored under air, in a cool
and      dark place in a room, as blocked from the direct sunlight, and
their colors      are compared with the Hazen standard colorimetric liquids
after      maintaining the samples in a molten state using flat bottom
Pyrex      colorimetric tubes based on the color number test method
described in JIS 20  K-4101), some deteriorated samples having extremely
large Hazenvalues,     for example, a Hazen value exceeding 20 would
appear. By using the     carbonic acid diester including the samples having
the Hazen value     exceeding 20, the hue and transparency of the obtained
aromatic     polycarbonate become inferior. That is, the color tone of the
aromatic 2 5 polycarbonate produced using the raw material carbonic acid
chester having     a nitrogen content exceeding 5 ppm, is as expected,
inferior to that of the     aromatic polycarbonate produced by the
interfacial polymerization method.             Thus, in order to stably
obtain an aromatic polycarbonate produced     using a carbonic acid diester
in the melt polymerization with the hue not 30  inferior to that of the
aromatic polycarbonate produced by the interfacial     polymerization
method, it is necessary to limit the nitrogen content thereof     at 5 ppm
or less, and further it is preferable to limit the nitrogen content at 4
ppm or less.     If the nitrogen-containing compound is present in the
carbonic acid diester at
36       a concentration excessive of 5 ppm, the compound itself sometimes
becomes      a cause ofthe discoloration and sometimes causes the
discoloration ofthe      carbonic acid diester or the aromatic
polycarbonate in the production of the      polymer by interacting with the
other impurities contained in the carbonic  5 acid diester.
Further, it is a well-known fact to those skilled in the art that the 



discoloration of the aromatic polycarbonate occurs if the aromatic
polycarbonate is produced using a carbonic acid diester containing a large
mount of metallic elements in the melt polymerization method. 10
There are various causes of contamination of such metallic elements,
and, for example, a case in which the materials of the reaction facilities
for      producing the carbonic acid diester are dissolved and mixed, and
the catalyst,      etc., used in the production of the carbonic acid
diester, etc., are exemplified.             The inventors of the present
invention, found out that discoloration 15 and reduction of the
transparency, clouding, etc. of the carbonic acid diester      and the
aromatic polycarbonate become especially evident when the metallic
element component exists together with the nitrogen-containing compound
in the carbonic acid ester. As the metallic elements inducing such
deteriorations, iron, tin, chromium, titanium and copper elements are 20
exemplified as particularly exhibiting ill effects.             If these
metallic elements and 5 ppm or more of the nitrogen-     containing
compound impurity exist, interaction between the metallic     elements and
the nitrogen-containing compound will occur so that the     degree of
discoloration and especially diversified magnitudes of discoloration 25
become noticeable. In the case that the metallic elements present in excess
of 1 ppm, the degree of the discoloration and especially diversified
magnitudes of discoloration become further more noticeable, so that some of
the obtained aromatic polycarbonate can hardly be a product for
merchandising. 30        It is necessary to limit each of such metallic
elements at 0.5 ppm or     less, preferably at 0.3 ppm or less, and more
preferably at 0.1 ppm or less.             Further, as to the metallic
elements, it is preferable to limit the total     amount of iron, tin,
chromium, titanium and copper at 0.5 ppm or less, more     preferably at
0.3 ppm or less and further more preferably at 0.1 ppm or less.
37               Further, as to the metallic elements, it is preferable to
limit the total      amount of the all metallic elements at 0.5 ppm or
less, more preferably at 0.3      ppm or less, and further more preferably
at 0.1 ppm or less. 



Besides these metallic elements, a salicylic acid derivative in the  5
carbonic acid diester can also be a cause of discoloration and diversified
magnitudes of discoloration. The salicylic acid derivative induces
discoloration and diversified magnitudes of discoloration, and especially
exhibits severe ill effect if it exists together with the nitrogen
compounds and      the metallic element components. As the salicylic acid
derivative, salicylic 10 acid, methyl salicylate and phenyl salicylate are
exemplified              Though it is rather rare for a salicylic acid
derivative to be detected      in a significant amount (for example by 1
ppm) in a usual carbonic acid      diester, it will render a worse effects
to the quality of the carbonic acid diester      even m a trace amount, if
the above nitrogen-containing compound is also 15 present, and if further
the above metallic elements coexist.              To suppress such bad
effects, it is necessary to limit the content of      the salicylic acid at
10 ppm or less, more preferably at 5 ppm.              As to carbonic acid
diester as the raw material, carbonic acid diester      obtained by a
publicly known processes is sufficient, not limited by its 20 production
process.              As the purification for obtaining carbonic acid
diester having a      impurity content suppressed at a specific value or
less in the present      invention, it is difficult to obtain the above
quality by simply combining the      publicly known methods. 25
As the preferable method for the purification of the carbonic acid
diester, for example, a method for dissolving the above raw material
carbonic      acid diester in a non-polar solvent, (1) treating with a
hydrotalcite,      separating the crystals of the carbonic acid diester,
then exchanging the      solvent with a polar solvent, (2) treating with a
strongly basic ion exchange 30  resin, (3) treating with a strongly acidic
ion exchange resin, (4) treating with     an activated carbon, and then (5)
distilling under a reduced pressure and/or     recrystallizing, is
exemplified.              The most important points of the above
purification method are to     treat with the hydrotalcite in a non-polar
solvent, to treat with the two kinds
38  



of the ion exchange resins in a polar solvent, and to perfirm the activated
carbon treatment.              The hydrotalcite is a name of a mineral
including a natural and a      synthetic substances, and expressed as
Mg[err]Al[err](OH)[err]CO[err] 4H[err]O, and is a  5 layered compound
wherein the crystal structure has, as a base layer, a      structure in
which part of the Mg of Mg(OH)[err] is replaced with Al, and, as a
middle layer, a negatively charged layer (CO[err] 4H[err]O) to maintain
electrical      neutrality by neutralizing the positive charge.
Since a hydrotalcite-like compound somewhat different from the 10  natural
hydrotalcite is sold under a merchandise number DHT-4A
(Mg[err]Al[err](OH)[err]CO[err]  3H[err]O) and this substance also has
basically the similar      activity, both the natural hydrotalcite and
synthesized hydrotalcite-like      compounds will be simply called as
hydrotalcite hereinafter.              For the treatment of the raw
material carbonic acid diester with the 15  hydrotalcite, publicly known
solid-liquid contacting type reaction forms      including a batch type, a
continuous type or the form of their combinations,      are preferably
used. And also, the following contact treatments of the      carbonic acid
diester with ionic exchange resins are also preferably      performed in
the similar methods as above. 20           As the non-polar solvents, a
hydrocarbon, for example an aromatic      hydrocarbon such as benzene,
toluene, xylene, mesitylene,      methylnaphthalene, tetralin,
chlorobenzene, etc., and an aliphatic      hydrocarbon such as heptane,
octane, cyclohexane, etc., are exemplified.      Among them, a low boiling
point aromatic hydrocarbon having a boiling 25  point of 200[err]C or lower
such as benzene, toluene, xylene, etc., are preferable.              As the
polar solvents, an alcohol; for example a monohydric alcohol      such as
methyl alcohol, ethyl alcohol, i-propyl alcohol, n-butyl alcohol, etc.,
and a polyhydric alcohol such as ethylene glycol, 1, 4-butane diol,
glycerol,      etc., a ketone and an ether for example acetone, methyl
ethyl ketone, 30  acetophenone, dibutyl ether, diphenyl ether, etc., an
ester, for example, ethyl     acetate, butyl acetate, etc., and
acetonitrile, nitromethane, etc., are     exemplified as preferable
substances.              In the present invention, it is preferable to use
facilities made of a     stainless alloy containing specific amounts of
niobium and/or vanadium as       



39      the facilities used for the production of the polymer. More
particularly, the      contents of niobium and/or vanadium in the stainless
alloy are preferably      fm 10 to 1,000 ppm, andmorepreferablyfrom 20 to
500ppm. More      limitedly speaking, it is preferable that the total
content of niobium and/or   5 vanadium contained in the stainless alloy
within 1 mm thickness from the      surface is from 10 to 1,000 ppm, and
more preferably from 20 to 500 ppm.      If the niobium and/or vanadium
contents are larger than 1,000 ppm, they      give an ill effect to the hue
of the polymer and if they are less than 10 ppm,      then it is not
preferable since it is difficult to obtain the effect of suppressing 10 the
generation of the foreign materials.              As to the part in the
reaction facilities to which such specific material      is applied, there
is no particular limitation where it is, if it is a part      constituting
the reaction facilities. However, it is effective to apply to the
reaction vessel, and it is preferable to apply such material having the
specific 15 material quality to a part directly making a contact with the
polycondensate      ranging from the monomer to the polymer and a substance
produced as a      byproduct in the ester exchange such as phenol. It is
also preferable to      apply a material with such specific quality to the
lower part of the distillation      column, and the piping part through
which the polymer (oligomer) flows. 20        The existing amount of these
niobium and/or vanadium in the      stainless alloy can be measured using
an elemental analysis of metals, a      surface assessment method such as
X-ray fluorescent analysis, etc.             As to the stainless alloy
containing these niobium and/or vanadium,     there is no particular
limitation if it is a stainless alloy consisting mainly of 25  usual iron
and having nickel and/or chromium which also comprises     niobium
and/orvanadium. Amongthem, anaustenite-based stainless steel     which is
also called 18-8 stainless steelispreferable. SUS 302, SUS 304,     SUS
304L, SUS 309S, SUS 310S, SUS 316, SUS 316L, SUS 317, SUS 321,     SUS 347,
etc. canbe exemplified. Among them, SUS 304and SUS 316 are 30 preferable.
In order to add niobium and/or vanadium to them itis possible     to add
the specified metal to a molten steel, or add to the steel by using
methods such as ion etching and vapor deposition.             The foreign
materials mentioned here, although the cause of the     generation and the
process of generation are not clear, are black foreign     



40       materials created by carbonizing a polycondensate such as the
monomer,      the polymer, a byproduct produced by the reaction, etc., and
gel state foreign      materials, created by highly cross-linking the
polymer. The sizes of them      are approximately 10 [err] m or larger in
diameter and can be observed  5 through a magniting apparatus such as a
microscope. In the case of the      black foreign materials, a main
constituting element is in many cases carbon,      and they are in many
cases generated at the upper part of the ester      interchange reaction
vessel. It is supposed that the byproducts such as      phenol and the
splashed polymer, oligomer and monomer are thermally 10  decomposed to
become the freign materials. In the case of gel state foreign
materials, they are not dissolvable in dichloromethane and can be observed
as emitting white to yellow to brown colors under an ultraviolet lamp. The
number of these foreign materials canbe examinedby dissolving the
obtained polymer in an organic solvent such as dichloromethane and then 15
filtering with a filtering membrane such as a Millipore filter.
As mentioned above, by applying a stainless alloy comprising     niobium
and/or vanadium to the reaction vessel of the production of the
aromatic polycarbonate, it becomes clear that it is effective to reduce the
foreign materials in the produced aromatic polycarbonate. The reason 20
thereof is considered to be that the activity of the ester interchange
catalyst     is stabilized.             As to the problems of material
quality of the facilities, as a result of     the eager effort by the
inventors of the present invention for solving the     above problems, it
was found out that it is possible to produce a high-quality 25  aromatic
polycarbonate having a reduced amount of foreign materials     represented
by the fine foreign materials by forming a specific oxide film     layer at
the inside surface of part or the whole of the reaction facilities used
for the production to complete the present invention. The content of the
invention is described as follows. 30        In the present invention, the
facilities used for producing the     aromatic polycarbonate mean all of
the reaction apparatuses used for the     whole processes of the production
of the aromatic polycarbonate, the pipings     joined thereto, etc., and
there is no particular limitation to the shapes, sizes     and kinds
thereof  



41               The reaction facilities used for the production of the
aromatic      polycarbonate have a specific oxide film layers as described
later formed at      part or the whole ofthe inside wall surface of them,
preferably at part of      which contacts with the raw materials, the
polymerization intermediates,  5  the polymer after completion of the
polymerization the byproducts produced      by the reaction and various
additives such as the catalyst, the stabilizer, etc.      added during the
processes.              As the preferable part to form the specific oxide
film layer on, the      polymerization vessel for performing the
polymerization by the ester 10  interchange method, pipings for
transporting the molten state polymer, a      double screw extruder, a
polymer filter and a casing thereof are exemplified.              There is
no particular limitation to the metallic materials used for      these
facilities and materials having any quality can be used, but it is
preferable to use an inexpensive material having excellent processing 15
properties such as a stainless alloy. The stainless alloy mentioned here,
is      an alloy consisting of iron nickel and chromium as main components
and      among them, an austenite-based stainless alloy, also called as a
18-8      stainless steel, is preferably used.              SUS 302, SUS
304 SUS 304L, SUS 309, SUS 309S, SUS 310, SUS 20  310S, SUS 316, SUS 316L,
SUS 317, SUS 321, SUS 347, etc., canbe      exemplified. Among them, SUS
304 and SUS 316 are preferably used in      view of the availability and
excellent processing properties. There is no      particular limitation m
the range of the present invention in using a hard      type stainless
alloy such as a hastelloy. 25          The present invention is
characterized in that a specific oxide film     layer is formed at part or
the whole of the inside surfaces of the facilities     made of the above
materials, wherein the specific oxide film layer consists of     iron oxide
as a main component and has a thickness of at least 10 nm or     more,
preferably 20 nm or more. 30        In the present invention, it is
possible to reduce foreign materials     represented by the fine foreign
materials effectively by forming the oxide film     layer consisting of
mainly iron oxide and chromium oxide, at least 10 nm or 



more, preferably 20 nm or more in thiclkess. These oxide film layers can
be measured by an Auger electron spectroscopy of the above metal surface.
42               The expression "oxide film layer consisting mainly of iron
oxide and      chromium oxide" means that the iron oxide and the chromium
oxide are      present at a concentration of 50 weight % or higher,
preferably 60 weight %      or higher, based on the whole oxide film layer.
5        As components which are allowed to be contained in the oxide film
layer other than the iron oxide and chromium oxide, exemplified are nickel,
silicon and carbon Though there is no particular limitation to the content,
it is preferably 30 weight % or lower.              As to a method to form
the above oxide film layer, any publicly 10  known method can be applied.
In the case of a material comprising iron as      a main component,
concrete examples are a heat-treating method, a method      to make contact
with various chemicals, etc. but not particularly limited to      these
methods. In the case of using a stainless alloy, it is preferable to use a
method to from an oxide film layer by baking. The temperature is 15
preferably 300[err]C or higher, more preferably 320[err]C or higher.
Regarding the baking time, there is no particular limitation to it only
if the oxide film layer of the iron oxide has a thickness of 10 nm or more,
preferably 20 nm or more. There is also no particular limitation to the
concentration of oxygen, nitrogen and steam used for the baking, only if
the 20  desired oxide film layer is obtained. As the chemicals, various
acids and      liquids containing the same, for example, an aqueous
solution of nitric acid, a      chemical containing an oxidizing agent such
as 6-valent chromium, etc., can      be employed.              In the
present invention, it is preferable to form the above oxide film 25  layer
on the whole inside surfaces of the facilities. In view of suppressing
the cost on the pre-treatment of the facilities and obtaining efficiently
an     aromatic polycarbonate having a high quality, it is preferable to
use facilities     having the above film layer formed on the parts which
contact with the     reaction mixtures such as oligomers and polymers, and
the byproducts 



30  produced by the reaction (for example, phenol produced by the ester
interchange reaction). Further, it is more preferable to use facilities
having     the above film layer formed on the parts which contact with a
polymer     having a higher degree of polymerization.             The
fereign materials represented by the fine foreign materials in
43       the aromatic polycarbonate mentioned in the present invention, do
not mean      dust or rubbish entering from the outside, but foreign
materials represented      by the fine freign materials generated during
the production of the polymer,      and the above specific facilities
described in the invention exhibit an effect in   5 reducing them. There
are various foreign materials generated during the      processes, and the
above facilities exhibit its effect in reducing the fine gel      state
foreign materials among them.              The fine gel state foreign
material mentioned here, means a      material not dissolved in
dichloromethane, which, when a dichloromethane 10 solution of an aromatic
polycarbonate is filtered with a filter, remains on the      filter as
viewed to be semi-transparent to transparent under an observation      with
a magnifying glass, etc., and emitting a light on irradiating of
ultraviolet      rays having a spectrum centered at 340 nm. Further in
detail, it gives a      spectrum resembling that of the aromatic
polycarbonate on measuring by an 15  infrared microspectrophotometory, etc.
It is considered that the gel is      formed by a branched structure
formation of the aromatic polymer caused      by some change in its
chemical structure in the molten state.              The sizes of the fine
gel state foreign materials vary widely, but in      many cases they are
between 100 and several [err] m in diameter. It is often 20  difficult to
judge whether a material is a gel state foreign material or not if it
is smaller than that.              The branched structure is not completely
elucidated and is      considered to involve several reactions in a
complicate way. Specifically for      example, it is known that structures
resembling to those described in the 25 Journal of Applied Polymer Science,
volume 52, pages 1549 to 1558, 1994 by     Rufs et al. are formed. 



Further, in the production method disclosed in the present invention     it
is preferable to block the terminal hydroxyl group of the polymer by using
a terminal blocking agent described in Japanese Unexamined Patent 30
Publication Hei 10-36497 filed by the inventors of the present invention
In the present invention, it is preferable, in view of the reaction rate,
to control the hydroxyl terminal group of the aromatic polycarbonate before
the addition of a terminal blocking agent to 75 to 35 mole %, preferably 70
to     40 mole %, and more preferably 60 to 40 mole % based on the whole
44       terminal groups. Thereby, it is possible to control the terminal
hydroxyl      group at the final stage at a low level so that the
modification effect of the      polymer is enhanced.             Here, the
molar amount of the terminal hydroxyl group in a given  5  amount of the
polymer can be determined e.g. by 1H-NMR method. The      ratio of the
hydroxyl terminal group in the polymer can also be controlled by      the
charging ratio of the aromatic diol to carbonic acid chester as raw
materials.             As described previously, for example, in the case of
producing an 10 aromatic polycarbonate using bisphenol A (in the present
invention, it is also     called as "BPA') as an aromatic diol compound and
diphenyl carbonate (in     the present invention, it is also called as
"DPC') as a carbonic acid diester,     the formula for the production
reaction is expressed as follows;           [err]         15         The
PhOH (phenol) expressed in the above formula is removed to 



the outside of the system by an operation such as evacuation, etc., and the
aromatic polycarbonate expressed by the following formula is produced.
[err]            One of the terminals ofthe aromatic polycarbonate molecule
20  expressed by the above formula has an aromatic hydroxyl group. It is
publicly known that the aromatic hydroxyl terminal group is not preferable
for the short-term and long-term stability ofthe produced aromatic
polycarbonate. For example, in Japanese Patent Publications Sho 61-
87724 and 61-87725 (G.E. company, Ltd.), it is reported that the polymer
45       stability indicated by the decrease of degree of lowering of the
intrinsic      viscosity at a aging test heated at a temperature of
250[err]C for 15 hr, can be      enhanced by reducing the terminal hydroxyl
groups. However, the      aromatic hydroxyl group existing at one of the
terminals of a molecules as is  5 expressed in the above formulae is an
essential active point in the production      of the aromatic polycarbonate
produced by the melt polymerization method.              The inventors of
the present invention have developed a method in      which, while the
essentially necessary number of the terminal hydroxyl      groups is
maintained during the production of a aromatic polycarbonate, the 10
numberis decreased to a desiredvalue aferthe degree of polymeriztion
(intrinsic viscosity) of the aromatic polycarbonate reached a desired
value.              That is, for example, after the intrinsic viscosity has
attained at least      0.3 dl/g, a compound expressed by the following
formula (2)                       [err]   



15 (wherein, R[err] is a chlorine atom, a methoxycarbonyl group or an
ethoxycarbonyl group; R2 is an alkyl group having a carbon number of 1 to
30, an alkoxyl group having a carbon number of 1 to 30, an aryl group
having      a carbon number of 6 to 30 or an aryloxy group having a carbon
number of 6      to 30) is added to obtain a terminal group-blocked
aromatic polycarbonate. 20        The compound used in the present
invention expressed by the above     formula (2), includes a carbonate and
a carboxylic acid ester depending on     the definition of the R[err].
In the formula (2), R[err] is a chlorine atom, a methoxycarbonyl group
(CH[err]OCO) or an ethoxycarbonyl group (C[err]H[err]OCO), and among them,
a 25 chlorine atom and a methoxycarbonyl group are preferable and a
methoxycarbonyl group is especially preferable.             Further, R[err]
is analkyl group having a carbonnumberof 1 to 30, an     alkoxyl group
having a carbon number of 1 to 30, an aryl group having a
46       carbon number of 6 to 30 or an aryloxy group having a carbon
number of 6 to      30, and the alkyl group having a carbon number of 1 to
30 can be either      linear, branched or cyclic. It can also have an
unsaturated group. As such      an alkyl group, a linear alkyl group such
as methyl group, ethyl group, n-  5 propyl group, n-butyl group, n-pentyl
group, n hexyl group, n-octyl group, n-      nonyl group, n-dodecyl group,
n-lauryl group, n-palmityl group, stearyl group,      etc.; a branched
alkyl group such as isopropyl group, t-butyl group, 4-      butylnonyl
group, etc.; an alkyl group having an unsaturated group, i.. e., an
alkenyl group such as allyl group, butenyl group, pentenyl group, hexenyl
10 group, dodecenyl group, oleyl group, etc.; and a cycloalkyl group such
as      cyclopentyl group, cyclohexyl group, etc., are exemplified. Among
them, in      view of improved mold releasing property of the polymer, a
long chain alkyl      group, more specfically, a lauryl group, a stearyl
group and a dodecenyl 



group are especially preferable. 15        The alkoxyl group having a
carbon number of 1 to 30 can also be     either linear, branched cyclic,
and can also have an unsaturated group. As     such an alkoxyl group, a
linear alkoxyl group such as methoxy group, ethoxy     group, n-propoxy
group, n-butoxy group, n-pentoxy group, n-     hexyloy group, n-octyloxy
group, n-nonyloxy group, n-dodecyloxy group, n- 20 lauryloxy group,
n-palmityloxy group and n-stearyloxy group; a branched     chain alkoxy
group such as iso-propoxy group, t-butoxy group, and 4-     butylnonyloxy
group; an alkoxy group having an unsaturated group such as     allyloxy
group, butenyloxy group, pentenyloxy group, hexenyloxy group,
dodecenyloxy group, and oleyloxy group; and a cycloalkyloxy group such as
25  cyclopentyloxy group, cyclohexyloxy group, etc. are exemplified. Among
them, in view of the improved mold releasing property of the polymer, a
long     chain alkoxyl group, for example, lauryloxy group, stearyloxy
group and     dodecenyloxy group are especially preferable.             The
alkyl groups having a carbon number of 1 to 30 and the alkoxy 30 groups
having a carbon number of 1 to 30 can have a methoxycarbonyl,
ethoxycarbonyl, an (o-methoxylcarbonylphenyl)oxycarbonyl,
47   [err]         or an (o-ethoxycarbonylphenyl)oxycarbonyl group as a
substituent.                            [err]      



As the aryl group having a carbon number of 6 to 30, phenyl  5 naphthyl,
biphenyl, anthranyl, etc., can be exemplified.            Also, as the
aryloxy group having a carbon number of 6 to 30,     phenoxy, naphthoxy,
biphenyloxy, anthraoxy, etc., can be exemplified.            These aryl
groups having a carbon number of 6 to 30 and aryloxy     groups having a
carbon number of 6 to 30 can have, as a substituent, 10 methoxycarbonyl,
ethoxycarbonyl, (o-methoxycarbonylphenyl)oxycarbonyl
(o-ethoxycarbonlyphenyl)-oxycarbonyl, an alkyl group having a carbon
number of 1 to 30 or an alkoxyl group having a carbon number of 1 to 30.
As the alkyl groups having a carbon number of 1 to 30 and the alkoxyl group
having a carbon number of 1 to 30, the same groups as shown in the above 15
example groups can be exemplified.            The compounds expressedby the
above formula (2) canbe classified,     for convenience sake, based on the
definition of the R[err], into a carbonate     compound expressed by the
following formula (2)-1,                   [err]      2 0 {wherein, R[err]
is a chlorine atom, a methoxycarbonyl group or an
48       ethoxycarbonyl and R[err] is an alkyl group having a carbon number
of 1 to 30      or an aryl group having a carbon number of 6 to 30, where
the alkyl group      having a carbon number of 1 to 30 can have, as a
substituent,      methoxycarbonyl, ethoxycarbonyl
(o-methoxycarbonylphenyl)oxycarbonyl   5 or
(o-ethoxycarbonylphenyl)oxycarbonyI and the aryl group having a carbon
number of 6 to 30 can have, as a substituent, methoxycarbonyl,
ethoxycarbonyl, (o-methoxycarbonylphenyl)oxycarbonyl, (o-
ethoxycarbonylphenyl)oxycarbonyl, an alkyl group having a carbon number 



of 1 to 30 or an alkoxyl group having a carbonnumber of 1 to 30} and a 10
carboxylic acid arylester ex-pressed by the following formula (2)-2
[err]            {wherein R[err] is a chlorine atom, a methoxycarbonyl
group or an      ethoxycarbonyl and R[err] is an alkyl group having a
carbon number of 1 to 30,      an alkoxyl group having a carbon number of 1
to 30, an aryl group having a 15 carbon number of 6 to 30 or an aryloxy
group having a carbon number of 6 to      30, where the alkyl groups having
a carbon number of 1 to 30 and the      alkoxyl groups having a carbon
number of 1 to 30 can have, as a substitutent,      methoxycarbonyl,
ethoxycarbonyl, (o-methoxycarbonylphenyl)oxycarbonyl      or
(o-ethoxycarbonylphenyl)oxycarbonyl, and the aryl groups having a 20 carbon
number of 6 to 30 and the aryloxyl group having a carbon number of     6 to
30 can have, as a substitutent, methoxycarbonyl, ethoxycarbonyl, (o-
methoxycarbonylphenyl)oxycarbonyl, (o-ethoxycarbonylphenyl)oxycarbonyl,
an alkyl group having a carbon number 1 to 30 or an alkoxyl group having a
carbon number of 1 to 30}. 25        As the compounds expressed by the
formula (2), 2-     methoxycabonylphenyl benzoate, 4-cumylbezoic acid (2'-
methoxycarbonylphenyl) ester, 2-ethoxycarbonylphenyl benzoate, 4-(o-
methoxycarbonylphenyl)oxycarbonylbenzoic acid (2'-
methoxycarbonylphenyl) ester are especially preferable.
49              In the present inventon, the compound expressed by the
above     formula (2) is added to the aromatic polycarbonate, and reacts
with the     terminal OH (-OH) of the aromatic polycarbonate to block the
aromatic 



polycarbonate terminals as shown in the following reaction formula. In  5
order to perform the terminal blocking reaction quickly and in a high
yield, it     is preferable to conduct the reaction while distilling the
produced 2-     substituted phenol off          [err]                   The
compound expressed by the above formula (2) is added after the 10  melt
polycondensation of the aromatic diol with the diphenyl carbonate is
performed until the intrinsic viscosity of the aromatic polycarbonate
reaches     at least 0.3 dl/g. Since the terminal blocking reaction ofthe
aromatic     polycarbonate progresses rapidly after the addition, the
change of the     intrinsic viscosity ofthe aromatic polycarbonate remains
within the range of 15  0.1 dl/g so that it is possible to suppress the
concentration of the terminal     hydroxyl group at a level as low as from
0 to 30 mole %.             The compound expressed by the above formula (2)
is used at a ratio     of preferably 0.5 to 2 mole, more preferably 0.7 to
1.5 mole and especially     preferably 0.8 to 1.2 mole based on 1
equivalent of the terminal hydroxyl 20 group of the aromaticpolycarbonate.
The concentration of the terminal hydroxyl group is preferably     measured
and confirmed each time preceding the addition of the blocking       



50       agent. In a case wherein the polycondensation is conducted
continuously      under one constant same polycondensation condition, the
concentration of      the terminal hydroxyl groups obtained at the
preceding polycondensation      may be used as it is or convenience' sake.
5        To perform the above terminal blocking reaction, it is necessary
to      use a. catalyst, and the catalyst used in the polycondensation
reaction can be      usedpreferably as it is.              It is especialiy
preferable to conduct the terminal blocking reaction at      the point when
the polycondensation of the aromatic polycarbonate is 10  completed and the
polymer is still in a molten state. Therefore, the point      when the
terminal blocking reaction is conducted must be chosen after the
completion of the polycondensation and before the addition of a sulfonic
acid-      based compound. The terminal blocking reactions can be performed
preferably at the above mentioned point. 15        Even after the
completion of the polycondensation of the aromatic     polycarbonate and
after the addition of the sulinic acid-based compound, it     is possible
to perform the terminal blocking reaction similarly by newly     adding a
catalyst for use in the terminal blocking reaction into the aromatic
polycarbonate. 20        In the present invention, it is advantageous to
suppress the amount     of free chlorine not covalently bonded with the
polymer as low as preferably     50 ppm or less, more preferably 5 ppm or
less in the aromatic polycarbonate     befhre blocking the terminal groups
(prepolymer).             If the amount of the free chlorine is larger than
the above amount, it 25 is not preferable since the catalyst activity
involved in the terminal blocking     reaction is apt to be reduced, and
then the blocking of the terminals can not     be achieved rapidly and
sufficiently.             If the amount of the chlorine is large, it is
also not preferable since it     gives ill effects on the hue and stability
of the obtained polymer. 30  Suppression of the amount of chlorine
contained in the pre-polymer is     attained by suppressing the amount of
chlorine in the raw materials at a low     level.             In the
present invention, it is also advantageous to suppress the     amount of
iron contained in the aromatic polycarbonate before the blocking    



51       of the terminals at 1 ppm or less, more preferably 0.7 ppm or
less.              If the amount of iron is larger than 1 ppm, it is not
preferable since      the catalyst activity involved in the terminal
blocking reaction is apt to be      reduced, and then the blocking of the
terminals can not be achieved rapidly  5 and sufficiently. If the amount of
the iron is large, it is also not preferable      since it gives ill effcts
on the hue and stability of the obtained polymer.              The
suppression of the iron content at a low level is attained by
suppressing the amount of iron contained in the raw materials and
preventing contamination by iron over the whole processes of the production
10        After the addition of the terminal blocking agent, a reduced
pressure      condition is preferable for removing the phenols produced by
the reaction      Specifically it is preferable to have 50 Torr or less,
more preferably 10 Torr or      less. Usually, it is preferable to conduct
the removal at a pressure within a      range of 0.01 to 100 Torr. 15
The reaction temperature after the addition of the terminal blocking
agent is usually within a range of 250 to 360[err]C, preferably 260 to
340[err]C.      The polymer does not melt at a lower temperature than this
range, and a      temperature higher than the above range is not preferable
since the polymer      is decomposed and discolored. The reaction time is
usually 1 to 30 minutes, 20  preferably 1 to 20 minutes, andcanbe 1 to 15
minutes as is desired.              In the present invention, it is
possible to suppress the remaining     phenols contained in the polymer at
a low level after the terminal thereof is     blocked.              The
concentration of the remaining phenols in the polymer after the 25 blocking
ofthe terminal group, is 300 ppm or less, preferably 200 ppm or less.
If the remaining phenols exist more than this concentration, it is not
preferable since the molecular weight lowering and discoloration are apt to
occur.              Once the intrnsic viscosity of the polymer reaches 0.3
dl/g, the 30 terminal blocking agent can be added, either all at once or
dividedly in     several portions. That is, it is desirable that the
terminal blocking agent is     added after the intrinsic viscosity attains
at least 0.3 dl/g.              Further, according to the research by the
inventors of the present    invention, it is elucidated that one mole of
some kind of compounds including 



52       the specific compounds among the compounds expressed by the above
formula (2) can block two molecules of the aromatic polycarbonate, having a
function to markedly improve the degree of polymerization of the aromatic
polycarbonate, i. e., a function to accelerate the polymerization.  5
Therefore, the present invention, secondly, provides a method for
producing an aromatic polycarbonate having an increased intrnsic viscosity
by performing the melt polycondensation of an aromatic diol with a diphenyl
carbonate, characterized in that a compound expressed by the following
formula (7)                      [err]      10      {wherein, R[err],
R[err] are each a chlorine atom, a methoxycarbonyl or an
ethoxycarbonyl; Xis an oxygen atom or a group expressed by the following
formula:        -R" -COO- 15 (where, R" is an alkylene group having a
carbon number 1 to 30 or an     arylene group having a carbon number of 6
to 30))     is added after the intrinsic viscosity the aromatic
polycarbonate reaches at     least 0.3 dl/g to form an aromatic
polycarbonate having an intrinsic viscosity     higher than that at the
time of the addition by more than 0. 1 dl/g in intrinsic 20  Viscosity.
The polymerization accelerating agent expressed by the above     formula
(7), is added to the aromatic polycarbonate with the intrinsic
viscosity having reached at least 0.3 dl/g so that an aromatic
polycarbonate     having an intrinsic viscosity higher than that at the
time of the addition by 



25  morethan 0.1 dl/g canbe obtained.             The polymerization
accelerating agent expressed by the above     formula (7), is added at a
ratio of preferably approximately 0.3 to 0.7 mole,     more preferably
approximately 0.4 to 0.6 mole, especially preferably     approximately 0.45
to 0.55 mole based on 1 equivalent of the terminal
53      hydroxyl group at the time of addition             A polymerization
accelerating agent is added to the aromatic     polycarbonate and reacts
with the terminal OH (-OH) of the aromatic     polycarbonate to perform a
coupling of two molecules of the aromatic  5 polycarbonate as shown in the
following reaction formula. [err]                        As the reaction
produces as shown in the above reaction formula,     two molecules of
2-substituted phenol, it is preferable to do the reaction while
distilling the produced 2-substituted phenol off in order to perform the 10
coupling rapidly and in a high yield.             At the time of completion
of the coupling, an aromatic polycarbonate     having preferably an
intrinsic viscosity of more than 0.4 and less than 1.0     dl/g, more
preferably the intrinsic viscosity of 0.45 to 0.8, is formed.
To the aromatic polycarbonate obtained in the present invention, it 15 is
possible to add a catalyst inactivating agent. 



As the catalyst inactivating agent used in the present invention,
publicly known catalyst inactivaters can be used effectively, but among
them     an organosulfinic acid salt such as an ammonium salt of a sulfonic
acid, a     sulfinic acid derivatives such as an organosulfonic acid ester,
an 20 organosulfonic acid anhydride, an organosulinic acid betaine, and a
phosphonium salt are preferable, and more specifically, at least one kind
of     sulfonic acid phosphonium compound selected from the group
consisting of     compounds expressed by the general formulae (3) to (6) is
preferably used.
A[err]-(Y[err]-SO[err]X[err])[err]                     (3) 25  {wherein,
A[err] is a m-valent hydrocarbon group withorwithout a
54        substituting group, Y[err] is a single bond or oxygen atom,
X[err] is a secondary or a       tertiary monovalent hydrocarbon group, a
mono equivalent metallic cation,       an ammonium cation or a phosphonium
cation, and m is an integer from 1       to 4, provided that when Y[err] is
the single bond, not all of the m X [err]'s are mono   5 equivalent
metallic ion}
+X[err]-A[err]-Y[err]-SO[err](4)      {wherein, A[err] is a divalent
hydrocarbon group, +X[err] is a secondary to      quaternary ammonium
cation or a secondary to quaternary phosphonium      cation, and the
definition of Y[err] is the same as that in the above formula (3)}      10
A[err]-([err]X[err])[err] (R-Y[err]-SO[err]-)[err]
(5)      {wherein, A[err] is a n-valent hydrocarbon group, +X[err] is a
secondary to      quaternary ammonium cation or a secondary to quaternary
phosphonium      cation, R is a monovalent hydrocarbon group, n is an
integer from 2 to 4, and      the definition of Y[err] is the same as that
in the above formula (3)} 15
A[err]-Ad[err]-A[err]-(Ad[err]-A[err])k                   (6)      {wherein
A[err] is a mono- or divalent hydrocarbon group, A4 is a divalent
hydrocarbon group, Ad[err] and Ad[err] are each, same or different, anacid
anhydride selected from group consisting of -SO[err]-O-SO[err]-,
-SO[err]-O-CO- and -      CO-O-SO[err]- and k is 0 or 1, provided that when
the k is 0, -(Ad[err]-A[err])[err] expresses 20  hydrogenor abond
forbonding A[err] with A[err] (inthat case, A[err] is either a
divalent hydrocarbon group or a single bond)} Further, the above salts of 



dodecylbenzene sulfonic acid such as dodecylbenzene sulfonic acid
tetrabutyl      phosphonium salt, etc., and the above salts of para-
toluene sulfonic acid      such as para-toluene sulfonic acid tetrabutyl
ammonium salt, etc., are 25  preferable. Also as an esterofthe sulfonic
acid, methylbenzenesulfonate,      ethyl benzenesulfonate, butyl
benzenesulfinate, octyl benzenesulfonate,      phenyl benzenesulfonate,
methyl para-toluenesulfonate, ethyl para-      toluenesulfonate, butyl
para-toluenesulfonate, octyl para-toluenesulfonate,      phenyl
para-toluenesulonate, etc., are used. Among them, dodecyl 30
benzenesulfonic acid tetrabutyl phosphonium salt is most preferably used.
Addition of such a catalyst inactivating agent to the polymer
inactivates the catalyst rapidly so that the desired stabilized polymer can
be      obtained. By applying the catalyst inactivating agent singly or
together      with a phosphite ester-based compound or a phenolic
antioxidant, an                                                   55
aromatic polycarbonate having an increased stability is obtained, Among
the catalyst inactivating agents in the above formulae (3) to (6), a
phosphonium salt or an ammonium salt type catalyst inactivating agent are
preferable since they themselves are stable at a temperature of 200[err]C
or  5 higher.              In the present invention, at least one kind of
the catalyst inactivating      agent selected from the group consisting
ofthose expressed by the above      formulae (3) to (6) is used in an
amount of 1 x 10[err]to 0.1 parts by weight,      preferably 1 x 10[err] to
0.05 parts by weight and more preferably 1 x 10[err] to 10  0.03 parts by
weight based on 100 parts by weight of the produced aromatic
polycarbonate, after the completion of the aromatic polycarbonate melt
polycondensation or after the terminal blocking reaction. Regarding the
ratio to the alkali metal ester interchange catalyst, such a catalyst
inactivating agent is also preferably used at a ratio of 0.5 to 50 mole
based on 15  1 mole of the ester interchange catalyst.              An
organic phosphonium salt or an ammonium salt of a sulfonic acid
described in Japanese Unexamined Patent Publication Hei 8-59975, are also
used preferably. 



The used amount of such a catalyst inactivating agent is at a ratio of 20
0.5 to 50mole, preferably 0.5 to 10 mole andmorepreferablyO.8to 5mole
based on 1 mole of the above polymerization catalyst selected from the
group     consisting of alkali metal compounds and/or alkaline earth metal
compounds.              Such a catalyst inactivating agent can be added,
directly or by     dissolving or dispersing in a suitable solvent, into the
molten state aromatic 25  polycarbonate to be kneaded. There is no
limitation to the apparatus used     for such an operation Extruders such
as a double screw extruder are     preferably used. A double screw extruder
with venting is especially-     preferable for use when a catalyst
inactivating agent is dissolved or     dispersed in a solvent. 30        It
can also be added after the re-melting of a once-pelletized aromatic
polycarbonate. Thereby, it is possible to stabilize the aromatic
polycarbonate produced using the ester interchange catalyst and also
effectively prevent soiling of a mold used for injection molding.
Also, in the present invention, it is possible to add various additives
56       into the aromatic polycarbonate as long as they do not hurt the
object of the      present invention The additives are preferably added, in
the same way as      in the case of the catalyst inactivating agent, to the
molten state aromatic      polycarbonate, and as such additives, a
processing stabilizer, heat resistant  5 stabilizer, antioxdant,
photostabilizer, ultraviolet-ray absorbing agent, metal      inactivator,
metallic soap, nucleating agent, antistatic agent, lubricant, flame
retardant, mold releasing agent, fungicide, coloring agent, anti-cloud
agent,      natural oil, synthetic oil, wax, organic filler, inorganic
filler, epoxy compound,      slip agent, anti-blocking agent, etc., can be
exemplified. 10        Among them, the heat resistant stabilizer,
ultraviolet-ray absorbing      agent, mold releasing agent, coloring agent,
etc. are very commonly used.      Two kinds or more of them can be combined
for use.              As the heat resistant stabilizer used in the present
invention, a      phosphorus compound, a phenolic stabilizer, an organic
thioether-based 15  stabilizer, a hindered amine-based stabilizer, etc.,
can be exemplified. 



As the preferable phosphorus compound, a phosphate ester, and/or a
phosphite ester derivatives are used.              As a specific example of
these stabilizers, an arylalkyl phosphite      such as
bis(2,4-di-t-butylphenyl)pentaerythrityl diphosphite, bis(2,6-di-t- 20
butyl-4-methylphenyl)pentaerythrityl diphosphite,
bis(nonylphenyl)pentaerythrityl diphosphite, diphenyl decyl phosphite,
diphenyl isooctyl phosphite, phenyl dioctyl diphosphite, 2-ethylhexyl
diphenyl phosphite, etc.; a tialkyl phosphite such as trimethyl phosphite,
triethyl phosphite, tributyl phosphite, trioctyl phosphite, trinonyl
phosphite, 25  tridecylphosphite, trioctadecylphosphite,
distearylpentaerythrityl     diphosphite, etc.; a triaryl phosphite such as
triphenyl phosphite, tricresyl     phosphite, tris(ethylphenyl) phosphite
tris(2,4-di-t-butylphenyl) phosphite,     tris(nonylphenyl) phosphite,
tris(hydroxyphenyl)phosphite, etc., an arylalkyl     phosphate such as
bis(2,4-di-t-butylphenyl) pentaerythrityl diphosphate, 30  pentaerythrityl
(2,4-di-t-butylphenyl) phosphate (2,4-di-t-butyl phenyl)     phosphite,
bis(nonylphenyl) pentaerythrityl diphosphate, pentaerythrityl
(nonylphenyl) phosphate, diphenyldecyl phosphate, diphenyl iso-octyl
phosphate, phenyl diiso-octyl phosphate, 2-ethyl hexyl diphenyl phosphate,
etc.; a trialkyl phosphate such as distearyl pentaerythrityl diphosphate,
57      pentaerythrityl stearyl phosphate stearyl phosphite,
bis(tridecyl)pentaerythrityl diphosphate, pentaerythrityl tidecyl phosphate
tridecyl phosphite, tris (2-chloroethyl) phosphate,
tris(2,3-dichloropropyl)     phosphate, etc.; a trialkyl phosphate such as
trimethyl phosphate, triethyl 5 phosphate, tributyl phosphate, trioctyl
phosphate, trinonyl phosphate,     tridecyl phosphate, trioctadesy
phosphate, etc.; a triaryl phosphate such as     triphenyl phosphate,
tricresyl phosphate, tris(ethylphenyl) phosphate,
tris(2,4-di-t-butylphenyl) phosphate, tris(nonylphenyl) phosphite,
tris(hydroxyphenyl) phosphate can be exemplified but the present invention
10  is by no means limited thereto.             These stabilizers can be
used singly or combined to use and can be     added at any step from
polymerization to pelletizing. 



Further as the ultraviolet-ray absorbing agent, common ultraviolet-     ray
absorbing agents are used. A salicylic acid-based ultraviolet-ray 15
absorber, benzophenone-based ultraviolet-ray absorber, benzotriazole-based
ultraviolet-ray absorber, cyanoacrylate-based ultraviolet-ray absorber,
etc.,     can be exemplified.             Further, as the mold releasing
agents, generally known mold     releasing agents canbe used.
Ahydrocarbon-based mold releasing agent 20 such as a paraffin, etc., a
fatty acid-based mold releasing agent such as     stearic acid, etc., a
fatty acid amide-based mold releasing agent such as     stearic acid amide,
etc., an alcoholic mold releasing agent such as stearyl     alcohol,
pentaerythritol, etc., a fatty acid ester-based mold releasing agent
such as glycerol monostearate, etc., a silicone-based mold releasing agent,
25 etc., such as silicone oil, etc., can be exemplified.             As the
coloring agents, an organic or an inorganic pigment and dye     stuffs can
be used.             There is no particular limitation to the way how these
additives are     added. For example, they can be added directly to the
aromatic 30 polycarbonate,oraddedbypreparingmasterpellets.             As
the processing stabilizers, 2-t-butyl-6-(3-t-butyl-2-hydroxy-5-
methylbenzyl)-4methylphenyl acrylate, 2-(1-(2-hydroxy-3,5-di-t-
pentylphenyl)ethyl)-4,6-di-t-pentylphenyl acrylate, etc., are exemplified.
Further, as the phosphorus compound based antioxidant and the
58      sulfur-based antioxidant, tris(nonylphenyl) phosphite,
tris(2,4-di-t-     butylphenyl) phosphite, bis(2,4-di-t-butylphenyl)
pentaerythritol diphosphite,     distearyl pentaerythritol diphosphite,
tetrakis(,4-di-t-butylphenyl)4,4-     biphenylene diphosphite,
2,2-ethylidene bis(4,6-di-t-butylphenyl) fluoro 5 phosphite, 2,2'-methylene
bis(4,6-di-t-butylphenyl) octyl phosphite, dilauryl-     3,3-thio
dipropionate, distearyl-3,3'-thio dipropionate, tetrakis(3-
laurylthiopropionyloxymethyl) methane, etc., are exemplified.
As the photostabilizers, an ultraviolet-ray absorber including a
benzotriazole-based compound such as 2-(3-t-butyl-2-hydroxy-5- 



10  methylphenyl)-5-chlorobenzotriaole, 2-(3,5-di-t-butyl-2-
hydroxyphenyl)benzotriazole, 2-(2-hydroxy-5-methylphenyl)benzotriazole, 2-
(2-hydroxy-5-t-octylphenyl)benzotrizole, 2-(3,5-di-t-pentyl-2-
hydroxyphenyl)benzotriazole, 2-(2-hydroxy-3-(3,4,5,6-
tetahydrophthalimide-methyl)phenyl)benzotriazole, 2-(2-hydroxy-3,5-bis(a,
15 a -dimethylbenzyl)phenyl)-benzotriazole, etc., a benzophenone-based
compound such as 2-hydroxy-4-octyloxybenzophenone, 2-hydroxy-4-
methoxybenzophenone, etc., a hydroxybenzophenone-based compound such     as
2,4-di-t-butylphenyl 3,5-di-t-butyl-4hydroxybenzoate, etc., and a
cyanoacrylate-based compound such as ethyl-2-cyano-3,3-biphenyl acrylate,
20  etc., and a nickel-based quencher such as nickel
dibutyldithiocarbamate,     (2,2'-thio
bis(4-t-octylphenolate))-2-ethylhexylamine nickel, etc., are
exemplified.             As the metal inactivaters, N,
N-(3-(3,5-di-t-butyl-4     hydroxyphenyl)propionyl)hydraine, etc., and as
the metal soups calcium 25  stearate, nickel stearate, etc. are
exemplified.             Further, as the nucleating agents, sorbitol-based
or a phosphate-     based compounds such as sodium di(4t-butylphenyl)
phosphonate,     dibenzilidene sorbitol, methylene bis(2,
4-di-t-butylphenol) acid phosphate     sodium salt, etc. are exemplified.
30        As the antistatic agents, quaternary ammonium salt-based or
alkylphosphate-based compounds such as ([err] -
lauramidepropyl)trimethylammonium methylsulfate, etc., are exemplified.
As the lubricant, erucic acid amide, stearic acid monoglyceride, etc.,
and as the flame retardant, a halogen-containing phosphate ester such as
59      tris(2-chloroethyl) phosphate, etc., a halogenated compound such as
hexabromocyclo-dodecane, decabromophenyloxide, etc., a metallic inorganic
compound such as antimony trioxide, antimony pentaoxide, aluminum
hydroxide, etc., and their mixtures are exemplified.  5        There is no
particular limitation to the specific procedures such as     kinds,
amounts, adding times, adding methods, etc., of these additives. It is 



preferable to have an apparatus for performing these operations made of the
materials having the quality as is disclosed in the present invention  10
EXAMPLES             Examples of the present invention are shown below.
These     examples are for exemplitring the present invention and do not by
no means     limit the present invention. The physical properties of the
obtained     polycarbonate in the following Examples are measured as
follows. 15        To be noted is that the Examples 1 to 3 are related to
the invention     wherein the pressure ofthe gas phase ofthe raw material
melting vessel is     kept at 0 MPa to 0.05 MPa, and compared with a
Comparative Example 1,     Examples 4 to 10 are related to the invention
wherein the concentration of     the nitrogen-containing basic compound in
the reaction mixture is kept in a 20  certain range and compared with
Comparative Examples 2 to 6, Examples     11 to 13 are related to the
invention wherein the specific byproduct,     monohydroxyl compound is used
and compared with Comparative     Examples 7, 8, Examples 14 to 19 are
related to the invention wherein the     specific carbonic acid diester is
used and compared with Comparative 25 Examples 9 to 11, Examples 22 and 23
are related to the invention wherein     the reaction facilities made of
the specific quality material are used and     compared with Comparative
Example 12, Examples 24 to 26 are related to     the invention wherein the
reaction facilities having an oxide layer consisting     mainly of iron
oxide are used and compared with Comparative Examples 13 30 and 14,
Examples 27 and 28 are compared with Comparative Example 15,     Examples
29 and 30 are compared with Comparative Example 16, and     Example 31 is
compared with Comparative Example 17.             Further, in all the cases
of the Examples 4 to 10 and the     Comparative Examples 2 to 6, the
viscosity-average molecular weight of the
60      reaction mixture (1) and the amount of tetramethylammonium
hydroxide     (also called as TMAH in the description of the present
invention) collected at     the discharging port of the vertical agitating
vessel agreed to the viscosity- 



average molecular weight of the reaction mixture and the amount of the  5
TMAH collected at the inside of the vertical agitation vessel since the
vertical     agitation vessel for obtaining a reaction mixture (1) was
essentially a     completely mixed vessel. Further, since the vertical
agitation vessel for     obtaining the reaction mixture (2) was also
essentially the completely mixed     vessel, the viscosity-average
molecular weight of the reaction mixture (2) and 10 the amount of TMAH
collected at the discharging port of the vertical     agitation vessel
agreed to the viscosity-average molecular weight of the     reaction
mixture and the amount of the TMAH collected at the inside of the
vertical agitation vessel.             Intrinsic Viscosity and
Viscosity-average Molecular Weight. 15        Intrinsic viscosity was
measured with a 0.7 g/dl methylene chloride     solution using a Ubbelohde
viscometer, and the viscosity-average molecular     weight was calculated
according to the equation                             [[err]] =1.23x
10[err]M[err]  20        Color Tone (L/a/b value)             The L, a, b
values of a polycarbonate pellet (smaller diameter x     larger diameter x
length (mm) = 2.5 x 3.3 x3.0) were measured by a     reflection method
using ND- 1001DP made by Nippon Denshoku Kogyo,     KK. Larger L value and
smaller b value are preferable since the larger 25  the L value is, the
higher the brightness is, and the smaller the b value is,     the smaller
the yellow discoloration is.              Measurement of
Nitrogen-containing basic compound Contained in     Polymerization Reaction
Materials 30        To 0.2 g of a reaction mixture dissolved in 10 ml of
cyclohexanone,     was added 1 ml of an eluting liquid (containing 2.8 mmol
of NaHCO[err]/2.25     mmol of Na[err]CO[err] of) followed by 1 ml of pure
water. The mixture was then     sufficiently agitated.     After a
centifugal separation was conducted at 3,000 rpm for 15 minutes,
61  



water layer obtained was filtered using a filter having a pore size of 0.45
[err] m,      and the amount of a nitrogen-containing basic compound was
determined as      an ionic compound by the ion chromatography under the
following      conditions.  5 Type of instrument         Dionex Co., Ltd.,
4000I      Column                       Ionpac CG14/CS14      Elutingliquid
10 mmol of methane sulibnic acid      Regenerating liquid       Pure water
Detector                     Electroconductivity type 10  ow rate of
eluting liquid  1 ml/min      Suppresser                   Autosuppresser
(External mode)              Measurement of Terminial Hydroxyl Group
0.02 g of a sample of was dissolved in 0.4 ml of a deuterated 15 chloroform
for the measurement. The terminal hydroxyl group and the     terminal
phenyl group were measured by using 1H-NMR (Nippon Denshi,     KK, EX-270)
at 20C. The concentration of the terminal hydroxyl group     was calculated
as follows.             Concentration of terminal hydroxyl group (%) =
(Number of terminal 20 hydroxyl group/Total number of terminals) x 100
Measurement of Transparency             A 50 x 50 x 5 (mm) plate was molded
using Neomat N150/75     injection molding machine made by Sumitomo Jyuki,
K K with the cylinder 25 temperature of 280C and a molding cycle of 3.5
second. The total light     transmittance was measured by NDH- [err]80 made
by Nippon Denshoku     Kogyo, KK The higher the total light transmittance
is, the better the     transparency is.  30         Quantitative Analysis
of Nitrogen Atom Contained in the Impurities     of DPC
Determined following the usual method by using DN- 1000     microchemical
emission spectrometry analyzer made by Dorman Division,     Rosemund
Analytical.       



62               Anralysis of Metallic Elements             A sample was
dissolved in an electronic-industry-grade IPA to      determine the
metallic elements using SPQ9000ICP mass spectrometer  5 made by Seiko
Instruments, KK by the one-point calibration method.              Analysis
of Saliqcylic  Acid Derivative             5 mg of a sample was dissolved
in 5 ml of acetonitrile to be analyzed     by a high speed liquid
chromatography (LC020 made by Toso, KK) with a 10 ODS-7 column (Nomura
Chemicals, KK).              Measurement of Metallic Components
Measurement  of Metallic Components             Metallic component of a
sample piece was measured using a     fluorescent X-ray (XRF-1700, made by
Shimazu Seisakusyo, KK) with aX- 15 ray source of Rh
Measurement of the Number of Foreign Materials             10 g of a
polymer obtained after the polymerization was dissolved in     500 ml of
dichloromethane, and filtered with a Millipore filter having a pore 20
size of 10 [err]m. Remaining dichloromethane-dissolvable components were
washed away after the filtration to leave frreign materials on the filter
by     separating the dissolvable components. The number of the black
foreign     materials were counted by a naked eye, while the number of gels
were     counted under an irradiation of a black light (ultraviolet wave
length at 365 25  nm, made by SPECTROLINE) after drying the filter. In
order to     compensate for the effect of contamination by foreign
materials from the     outside environment, similar operation was conducted
on a polymer which     does not contain foreign materials (filtration
treated) and the obtained result     was used as a blank value to subtract
the value. 30             Measurement of Weight Amount of Gel State Foreign
Material             To a polymer after the polymerization, dichloromethane
was added     so as to obtain a polymer solution at a concentration of
approximately 7     weight %. The solution was filtered with a filter made
by Millipore having a   



63       pore size of 10 [err] m. After the filtration remaining
dichloromethane-      dissolvable components were washed away to leave gels
on the filter by      separating the dissolvable components.        The
amount of the gel was determined by measuring the weight after  5  drying
of the filter after the filtration, and subtracting the weight of a filter
which had been treated similarly except that polymer had not been used,
To confirm that the foreign materials were gels. the filter was irradiated
under the black light (ultraviolet wave length at 365 nm, made by
SPECTROLINE) for light emission 10              Auger Electron
Spectroscopic Analysis of Stainless Alloy Surface              As a
measuring device, Auger electron spectrometer, type PH1610      made by
Perkin-Elmer was used. The measurements were made under      the conditions
of an electron beam acceleration voltage of 3 kV, a sample 15 electric
current of 100 nA and a tilting angle of 30 degree. Spattering      etching
conditions were; E = 2 keV; argon gas flow; and an etching rate of      3.5
nm/minute or less (indium oxide converted). The thickness of the oxide
film layer is estimated regarding as an average interface a place where
oxgen occupies about 40 mole % of the total atomic composition 20
In the Examples, the evaluations of the physical properties of     diphenyl
carbonate (DPC) were made by the following method.              Measurement
of Weather Resistance 25          100 g of sample DPC flakes were placed in
a transparent glass     container and stored under air in a cool dark place
of a room for 6 months,     shutting the direct sunlight off Then, Hazen
changes of the DPC were     measured by comparing them with the Hazen
standard colonmetric liquid     after keeping them in a molten state at
250[err]C for 5 hr using a flat bottom 30 Pyrex colorimetric tube having a
diameter of 23 mm and a thickness of 1.5     mm with a liquid depth of 140
mm, based on the color number test method     shown in JIS K-4101. An
aluminum ingot hot bath shown in the JIS K-     4101 was used as a melting
device and also to keep the molten state. 



64              It is to be noted that, in the description ofthe present
invention, the      ratio of the alkali metal compound, the akaline earth
metal compound and      the nitrogen-containing basic compound to the
charged aromatic dihydroxy      compound are expressed by "the W (value)
equivalent amount of Z (name of  5 the compound) as the metal or the basic
nitrogen based on 1 mole of the      aromatic dihydroxy compound." This
mean that the amount of Z      corresponds to the W mole, if the Z has one
sodium atom just like sodium      phenoxide and 2,
2-bis(4-hydroxyphenyl)propane monosodium salt, or one      basic nitrogen
just like triethylamine, and the amount of Z corresponds to 10 W/2 mole, if
the Z has two sodium atoms just like 2, 2-bis(4-     hydroxyphenyl)propane
disodium salt.      Example 1             To a raw material melting vessel
with an agitator of the facilities in 15  which 99.5 % of the atmospheric
gas in the transporting piping directly     before the raw material melting
vessel which is to supply aromatic     dihydroxy compound powder to the raw
material melting vessel was     nitrogen gas, the linear velocity was 5
cm/minute, a condenser with the     inside temperature kept at 110[err]C
was attached to the vent of the raw 20  material melting vessel and the
pressure ofthe gas phase ofthe raw     material melting vessel was
controlled at 0 MPa to 0.05 MPa, the 2, 2-bis(4-     hydroxylphenyl)propane
powder and molten diphenyl carbonate are added a     at aprescribedratio of
1 mole of the former to 1.01 mole ofthe latter. After     the complete
melting, the molten mixed liquid was transported to a raw 25  material
storage vessel kept at 150[err]C.             Then, the molten mixure was
charged continuously at the rate of 60     kg/hour into a vertical type
agitation vessel equipped with a rectifying     column, the inside
temperature being maintained at 240[err]C and the inside     pressure, at
1333 Pa (10 mmHg), while at the same time 1 x 10[err] equivalent 30 of
bisphenol A disodium salt and 1 x 10[err] equivalent of tetramethyl
ammonium hydroxide (hereinafter abbreviated as TMAH) based on 1 mole 



ofthe 2, 2-bis(4-hydroxyphenyl)propane were added continuously. The
reaction was performed by removing formed phenol through the rectiying
column The obtained reaction material was continuously taken out using
65       a gear pump.              Then, the pre-polymer was supplied
continuously to a horizontal      type reactionvessel withthe inside
temperature kept at 270[err]C and the      inside pressure kept at 133 Pa
(1 mmHg). The production was conducted   5 continuously by performing the
polymerization while removing the      generated phenol to the outside of
the system.              The quality ofthe polycarbonate after 2 days of
production was      checked: the [[err]] was 0.35 and the b value was 0.28.
10  Example 2              The polymerization was conducted similarly to
the Example 1      except that the inside temperature ofthe condenser was
kept at 90[err]C and      the pressure of the gas phase of the raw material
melting vessel, at 0 MPa to      0.01 MPa. 15        As a result, the
quality of the polycarbonate after 2 days of      production as measured
was: the [[err]]; 0.35, and the b value; 0.01.       Example 3
The polymerization was conducted similarly to the Example 1 20  except that
a scrubber was installed instead of the condenser and the      pressure of
the gas phase of the raw material melting vessel was kept at 0      MPa to
0.01 MPa.             As a result, the quality of the polycarbonate after 2
days of     production as measured was: [[err]]; 0.35, and theb value; (-)
0.05. 25     Comparative Example 1             The polymerization was
conducted similarly to the Example 1     except that neither a scrubber nor
a condenser was installed, and the 



pressure of the gas phase of the raw material melting vessel was not 30
controlled.             As a result, the quality of the polycarbonate after
2 days of     production as measured was: [n]; 0.35, andthebvalue; 2.32.
Further, in     10 days after the starting the operation, part of the vent
piping of the raw     material melting vessel was clogged and the pressure
of the gas phase of the                                                  66
raw material melting vessel reached 0.1 MPa or higher while transporting
the raw material from the raw material powder vessel to the raw material
melting vessel.   5 Example 4              2, 2-bis(4-hydraxyphenyl)propane
(BPA) and diphenyl carbonate      were charged at a ratio of 1 mole of the
former to 1.02 mole of the latter into      a melting vessel equipped with
an agitator, melted at 150 [err]C after the      atmosphere was replaced
with nitrogen and transported to a raw material 10  storage vessel kept at
150[err]C.              Then the molten mixture was supplied continuously
to a vertical      type agitation vessel equipped with a rectifying column,
the inside      temperature being maintained at 220[err]C and the inside
pressure, at 13333      Pa (100 mmHg), while 5 x 10[err] equivalent as the
metal of sodium 15  phenoxide (hereinafter abbreviated as NPO) and 1 x
10[err] equivalent as the      nitrogen-containing basic compound of
TMAHbased on 1 mole of 2, 2-bis(4-      hydroxyphenyl)propane were added
continuously. The reaction was      conducted by removing the produced
phenol through the rectifying column      and the obtained reaction
material was continuously taken out using a gear 20  Pump.             The
degree of polymenzation of the obtained reaction material was
determined by measuring intrinsic viscosity thereof The intrinsic viscosity
[[err]] was measured as described above. As a result, the reaction mixture
(1)      had a viscosity-average molecular weight of 1500 and contained 2.7
ppm of 25  TMAH. 



The reaction mixture (1) was then continuously supplied to a vertical
type agitation vessel with the inside temperature maintained at 250[err]C
and     the inside pressure at 1333 Pa (10 mmHg), and the reaction was
conducted     by removing the produced phenol through a rectifying column.
The 30 obtained reaction mixture was continuously taken out using a gear
pump.             As a result, the reaction mixture (2) had a
viscosity-average     molecular weight of 6500 and contained 0.09 ppm TMAH.
Then the reaction mixture (2) was continuously supplied to a     horizontal
type single axial reaction vessel with the inside temperature
67       maintained at 270[err]C and the inside pressure at 133 Pa (1
mmHg), and      further polymerized by removing the produced phenol to the
outside of the      system to continuously obtain a polycarbonate having a
viscosity-average      molecular weight of 15,300. The molten state
polycarbonate was taken out   5 by a gear pump, then extruded through the
dice of a pelletizer to be      pelletized. The results are shown in Table
1.       Example 5              The polymerization was conducted to obtain
a polycarbonate 10 similarly to the Example 4 except that 5 x 10[err]
equivalent as the metal of      NPO and 1 x 10[err] equivalent as the
nitrogen-containing basic compound of      TMAH were added continuously
based on 1 mole of 2, 2-bis(4-      hydroxyphenyl)propane. The results are
shown in Table 1.  15 Example 6              The polymerization was
conducted to obtain a polycarbonate      similarly to the Example 4 except
that 1 x 10[err] equivalent as the metal of      NPO and 1 x 10[err]
equivalent as the nitrogen-containing basic compound of      TMAH were
added continuously based on 1 mole of 2, 2-bis(4- 20
hydroxyphenyl)propane. TheresultsareshowninTablel.       Example 7 



2, 2-bis(4-hydroxyphenyl)propane (BPA) and diphenyl carbonate     were
charged at a ratio of 1 mole of the former to 1.02 mole of the latter into
25  a melting vessel equipped with an agitator, melted at 150 [err]C after
the     atmosphere was replaced with nitrogen and transported to a raw
material     storage vessel kept at 150[err]C.             Then, the molten
mixture was supplied continuously to a vertical     type agitation vessel
equipped with a rectifying column, with the inside 30 temperature
maintained at 230[err]C and the inside pressure at 13333 Pa (100     mmHg),
while 5 x 10[err] equivalent as the metal of NPO and 5 x 10[err]
equivalent as the nitrogen-containing basic compound of TMAH based on 1
mole of 2, 2-bis(4-hydroxyphenyl)propane were added continuously. The
reaction was conducted by removing the produced phenol through a
68       rectifying column and the obtained reaction material was
continuously      taken out using a gear pump to obtain a reaction mixture
(1).              Then the reaction mixture (1) was continuously supplied
to a vertical      type agitation vessel with the inside temperature
maintained at 260[err]C and  5 the inside pressure at 1333 Pa (10 mmHg),
and the reaction was conducted      by removing the produced phenol through
the recting column. The      obtained reaction mixture (2) was continuously
taken out using a gear pump.      Other conditions were maintained similar
to those of Example 4 The      results are shown in the Table 1. 10
Example 8              2, 2-bis(4-hydroxyphenyl)propane (BPA) and diphenyl
carbonate      were charged at a ratio of 1 mole ofthe former to 1.02 mole
of the latter into      a melting vessel equipped with an agitator, melted
at 150 [err]C after the 15  atmosphere was replaced with nitrogen and
transported to a raw material      storage vessel kept at 150[err]C.
Then, the molten mixture was supplied continuously to a vertical     type
agitation vessel equipped with a rectifying column with the inside
temperature maintained at 200[err]C and the inside pressure at 13333 Pa
(100 



20 mmHg), while 5 x 10[err] equivalent as the metal of NPO and 5 x 10[err]
equivalent as the nitrogen-containing basic compound of TMAH based on 1
mole of 2, 2-bis(4-hydroxyphenyl)propane were added continuously. The
reaction was conducted by removing the produced phenol through the
rectifying column and the obtained reaction material was continuously 25
taken out using a gear pump to obtain the reaction mixture (1).
Them the reaction mixture (1) was continuously supplied to a     vertical
type agitation vessel with the inside temperature maintained at
245[err]C and the inside pressure at 1333 Pa (10 mmHg), and the reaction
was     conducted by removing the produced phenol through a rectifying
column. 30 The obtained reaction mixture (2) was continuously taken out
using a gear     pump. Other conditions were maintained similar to those of
Example 4     The results are shown in the Table 1.      Example 9
69               2,2-bis(4-hydroxyphenyl)propane (BPA) and diphenyl
carbonate      wer charged at a ratio of 1 mole of the former to 1.02 mole
of the latter into      a melting vessel equipped with an agitator, melted
at 150 [err]C after the      atmosphere was replaced with nitrogen and
transported to a raw material  5 storage vessel kept at 1500[err]C.
Then, the molten mixture was supplied continuously to a vertical      type
agitation vessel equipped with a rectifying column with the inside
temperature maintained at 220[err]C and the inside pressure at 13333 Pa
(100      mmHg), while 5 x 10[err] equivalent as the metal of NPO and 1 x
10[err] 10 equivalent as the nitrogen-containing basic compound of TMAH
based on 1      mole of 2, 2-bis(4-hydroxyphenyl)propane were added
continuously. The      reaction was conducted by removing the produced
phenol through the      recting column and the obtained reaction material
was continuously      taken out using a gear pump to obtain the reaction
mixture (1). 15        Then, the reaction mixture (1) was continuously
supplied to a      vertical type agitation vessel with the inside
temperature maintained at 



270[err]C and the inside pressure at 2,000 Pa (15 mmHg), and the reaction
was      conducted by further supplying 1 x 10[err] equivalent as the
nitrogen-containing      basic compound of TMAH based on 1 mole of 2,
2-bis(4- 20  hydroxyphenyl)propane continuously and removing the produced
phenol     through a rectifying column. The obtained reaction mixture (2)
was     continuously taken out using a gear pump. Other conditions were
maintained similar to those of Example 4  The results are shownin the
Table 1. 25     Comparative Example 2             The polymerization was
conducted to obtain a polycarbonate     similarly to the Example 4 except
that 5 x 10[err], equivalent as the metal of     NPO and 5 x 10[err]
equivalent as the nitrogen-containing basic compound of 30 TMAH were
continuously added based on 1 mole of 2, 2-bis(4-
hydroxyphenyl)propane. The results are shown in Table 1.      Comparative
Example 3             The polymerization was conducted to obtain a
polycarbonate                                                  70
similarly to the Example 4 except that 5 x 10 equivalent as the metal of
NPO and 5 x 10 equivalent as the nitrogen-containing basic compound of
TMAH were continuously added based on 1 mole of 2, 2-bis(4-
hydroxyphenyl)propane. The results are shown in Table 1.  5
Comparative Example 4              2, 2-bis(4-hydroxyphenyl)propane (BPA)
and diphenyl carbonate      were charged at a ratio of 1 mole of the former
to 1.02 mole of the latter into      a melting vessel equipped with an
agitator, melted at 150 [err]C after the 10 atmosphere was replaced with
nitrogen and transported to a raw material      storage vessel kept at
150[err]C.              Then, the molten mixture was supplied continuously
to a vertical      type agitation vessel equipped with a rectifying column
with the inside 



temperature maintained at 220[err]C and the inside pressure at 16,000 Pa
(120 15  mmHg) to obtain the reaction mixture (1). Other conditions were
maintained similar to those of Example 4. The results are shown in the
Table 1.       Comparative Example 5 20        2,
2-bis(4-hydroxyphenyl)propane (BPA) and diphenyl carbonate      were
charged at a ratio of 1 mole of the former to 1.02 mole of the latter into
a melting vessel equipped with an agitator, melted at 150 [err]C after the
atmosphere was replaced with nitrogen and transported to a raw material
storage vessel kept at 150[err]C. 25        Then, the molten mixture was
supplied continuously to a vertical     type agitation vessel equipped with
a rectifying column with the inside     temperature maintained at 220[err]C
and the inside pressure at 13333 Pa (100     mmHg), while 5 x 10[err]
equivalent as the metal of NPO and 1 x 10[err]     equivalent as the
nitrogen-containing basic compound of TMAH based on 1 30  mole of 2,
2-bis(4-hydroxyphenyl)propane were added continuously. The     reaction was
conducted by removing the produced phenol through the     rectifying column
and the obtained reaction material was continuously     taken out using a
gear pump to obtain the reaction mixture (1).             Then, the
reaction mixture (1) was continuously supplied to a               vertical
type agitating vessel with the inside temperature maintained at
270[err]C and the inside pressure at 2,000 Pa (15 mmHg), and the reaction
was      conducted by removing the produced phenol through a rectifying
column      The obtained reaction mixture (2) was continuously taken out
using a gear  5 pump. Other conditions were maintained similar to those of
Example 4.      The results are shown in the Table 1.       Example 10
2, 2-bis(4-hydroxyphenyl)propane (BPA) and diphenyl carbonate 10  were
charged at a ratio of 1 mole ofthe former to 1.02 mole of the latter into 



a melting vessel equipped with an agitator and melted at 150 [err]C after
the      atmosphere was replaced with nitrogen              100 kg ofthe
molten mixed liquid was charged at once in a vertical      type batch
reaction vessel equipped with a rectifying column and an agitator, 15 and 5
x 10[err] equivalent as the metal of NPO and 1 x 10[err] equivalent as the
nitrogen-containing basic compound of TMAH based on 1 mole of 2, 2-bis(4-
hydroxyphenyl)propane were added. The reaction was conducted by
heating up to 200[err]C while reducing the pressure to 30 mmHg over 0.5
hour,      and keeping this state for 1 hour to distill off most of the
phenol. During 20 this period, samples of the reaction mixture were
collected successively.             Then, the temperature of the reaction
mixture was elevated up to     270[err]C while reducing the pressure to 1
mmHg over 0.5 hour and the     reaction was continued further for 1 hour to
obtain a polycarbonate having a     viscosity-average molecular weightof
15,300. Thepolycarbonate inthe 25  molten state was extruded from the dice
of a pelletizer to be palletzed.     During the progress of the above
reaction, samples of the reaction mixture     were collected successively.
The results of the analysis of each ofthe     samples are shown in Table 2.
30  Comparative Example 6             2, 2-bis(4-hydroxyphenyl)propane
(BPA) and diphenyl carbonate     were charged at a ratio of 1 mole of the
former to 1.02 mole of the latter into     a melting vessel equipped with
an agitator and melted at 150 [err]C after the     atmosphere was replaced
with nitrogen                                                   72
100 kg ofthe molten mixed liquid was charged at once in a vertical
type batch reaction vessel equipped with a rectifying column and an
agitator,      and 5 x 10[err] equivalent as the metal of NPO and 1 x
10[err] equivalent as the      nitrogen-containing basic compound of TMAH
based on 1 mole of 2, 2-bis(4-  5  hydroxyphenyl)propane were added. The
reaction was conducted by      heating up to 200[err]C while reducing the
pressure to 100 mmHg over 0.5 hour,      then further reducing the pressure
to 30 mmHg over another 0.5 hour and 



keeping this state or 1 hour to distill off most of the phenol. During this
period, samples of the reaction mixture were collected successively. 10
Then, the temperature of the reaction mixture was elevated up to
270[err]C while reducing the pressure to 10 mmHg over 0.5 hour, then
further      reducing the pressure to 1 mmHg over another 0.5 hour, and the
reaction      was continued further for 1 hour to obtain a polycarbonate
having a      viscosity-average molecular weight of 15,300. The
polycarbonate in the 15  molten state was extruded from the dice of a
pelletizer to be palletized.      During the progress of the above
reaction, samples of the reaction mixture      were collected successively
The results of the analysis of each of the      samples are shown in Table
2.  20 Example 11              115 parts by weight of diphenyl carbonate,
123 parts by weight of     bisphenol A and a catalyst solution obtained by
dissolving 1.5 x 10[err] parts by     weight of bisphenol A disodium salt
and 4.9 x 10[err] parts by weight of     tetramethylammonium hydroxide as
ester interchange catalysts in 2.0 parts 25  by weight of phenol recycled
from the melt polycondensation reaction,     containing 10 ppm of
methylamine and 50 ppm of anisole. were charged into     a reaction vessel
equipped with an agitator, a distillation column, a     condenser and an
evacuation port, and melted at 140 [err]C after the     atmosphere was
replaced with nitrogen After agitating for 30 minutes, the 30  inside
temperature was elevated up to 180[err]C while reducing the pressure to
100 Torr over 15 minutes to distill offthe generated phenol. The inside
temperature was then elevated up to 200[err]C while reducing pressure
gradually to 50 Torr over 20 minutes while distilling phenol off Further,
the temperature and the pressure were changed to 220[err]C and 30 Torr,
73       then 240[err]C and 10 Torr, and then up to 270[err]C and 10 Torr.
Finaly the      reaction was conducted at 270[err]C under 1 Torr for 2
hours.              The intrinsic viscosity ([err]sp/C  of the obtained
polymermeasured      at 20[err]C in methylene chloride was 0.49 dl/g. The
hue of the polymer was 



5  evaluated, by injection molding a 3 mm thick plate and measuring the b
value indicating the yellowness of the polymer using Colorand Color
Difference Meter ND- 100 1DP made by Nippon Denshoku Kogyo, KK to      give
a b value of 2.5. The sample did not give an impression of yellowing to
the naked eye. 10      Example 12              The same process was
employed as that of the Example 11 except      that the recycled phenol
used contained 20 ppm of trimethylamine. As a      result, the intrinsic
viscosity ([err] sp/C) of the obtained polymer was 0.50 dl/g, 15  and the b
value was 2.6. The sample did not give an impression of      yellowing to
the naked eye.       Example 13             The same process was employed
as that of the Example 11 except 20  that the recycled phenol used
contained 15 ppm of anisole. As a result, the      intinsic viscosity
([err] sp/C) of the obtained polymer was 0.49 dl/g, and the b      value
was 2.7. The sample did not give an impression of yellowing to the
naked eye.  25  Comparative Example 7             The same process was
employed as that of the Example 11 except     that the recycled phenol used
contained 150 ppm of trimethylamine and     2,000 ppm of anisole. As a
result, the intrinsic viscosity ([err]sp/C) ofthe     obtainedpolymer was
0.45 dl/g, andthe b value was 3.1. The sample gave 30 a strong impression
of yellowing to the naked eye.      Comparative Example 8             The
same process was employed as that of the Example 11 except     that the
recycled phenol used contained 0.5 ppm of trimethylamine and 0.1
74      ppm of anisole. As a result, the intrsic viscosity ([err]sp/C)
ofthe obtained 



polymer was 0.48 dl/g, and the b value was 3.2. The sample gave a strong
impression of yellowing to the naked eye.   5 Example 14
(Purification of DPC: DPC 1 to 11)     To 1 kg of DPC purchased from Bayer
Co., Ltd. dissolvedin a 5 L of an     industrial grade xylene was added 20
g of a hydrotalcite made by Kyowa     Chemical, KK to be made contact with
each other under a nitrogen flow at 10  100[err]C for 5 hours with
agitation  The mixture was concentrated to be one     third of the original
volume by distilling the solvent off with a vacuum     evaporator and then
cooled by ice to precipitate DPC, which was then dried     in vacuum. The
obtained DPC was dissolved in 5 1 of acetone and the     solution was
passed through a column packed with 1 kg of an H type 15 strongly acidic
cation exchange resin and then through a column packed     with 1 kg of an
OH type strongly basic anion exchange resin             The obtained DPC
solution after addition of 100 g of an activated     carbon was boiled for
30 minutes under a nitrogen flow. After cooling, the     solvent was
distilled off by a vacuum evaporator. The obtained DPC was 20  fractionated
using anAuldershow type full automatic precise distillation     device
having a theoretical plate number of 10 at a reduced pressure of 100
mmHg to collect a main fraction by removing each 10 volume % of the front
and rear fractions. The impurities contained in the raw material and
purified DPCs are shown in Tables 3 and 4. In Table 4, (Comp.) means 25
comparative example.      Examples 15 to 19 and Comparative Examples 9 to
11             228 parts by weight of bisphenol A (BPA), 290 parts by
weight of a     prescribed DPC and prescribed amounts of the ester
interchange catalysts 30  were charged in a reaction vessel equipped with
an agitating device, a     rectifying column, and a pressure reduction
device, and melted at 140[err]C     after the atmosphere was replaced with
nitrogen After agitating for 30     minutes, the inside temperature was
elevated to 180[err]C and the reaction was     conducted under the inside
pressure of 100 mmHg for 30 minutes, distillig        



the produced phenol off.              Then, the inside temperature was
elevated to 200[err]C, while reducing      the pressure gradually to 50
mmHg over 30 minutes, distilling the phenol off      to progress the
reaction Further the temperature and pressure were  5 gradually changed to
220[err]C and 30 mmHg where the reaction was      conducted further for 30
minutes under the same conditions.  The reaction      was further continued
by repeating the same procedure changing the      temperature the pressure
to 240[err]C and 10 mmHg, then up to 260[err]C and 1      mmHg. Finally,
the polycondensation of the polycarbonate was continued 10  at 270[err]C,
while sampling portions of the polymer to measure the molecular     weight.
The polycondensation was continued until the molecular weight     reached
15,300 and 25,100.             After the completion of the polymerization,
the concentration of OH     group was measured and the terminal groups were
blocked by using o- 15 methoxycarbonylphenylphenylcarbonate. The
O-methoxyphenyl     phenylcarbonate was used in an equi-molar amount to
that of the terminal     OH groups. Then 1.75 x 10[err] parts weight (3 x
10[err] equivalent/1 mol of .     BPA) of dodecylbenzene sulfonic acid
tetrabutylphophonium salt was added     to inactivate the catalysts. In the
case when the amount of sodium catalyst 20  was changed, three times the
amount in mole was used for the inactivation             The physical
properties such as intrinsic viscosity, hue, transparency     and flowing
property ofthe polymers at the completion ofthe     polycondensation are
shown in the following Tables 5 and 6.             As shown in the above
results, if the amounts of the impurities 25  exceed the prescribed ranges,
the b value exceeds 7.0 so that the polymers     are no longer applicable
to use. If the amounts of the impurities exceed the     prescribed ranges
the transparency was also reduced to an 80 % level.      Examples 22,23 and
Comparative Example 12 30        Into a 1 L separable flask (equipped with
an agitating blade, a     distillation column and a vent for reducing
pressure) made of SUS 316     stainless alloy having, as basic components,
66.6 weight % of iron, 12.4     weight % of nickel and 16.6 weight % of
chromium, and comprising niobium     and vanadium inthe amounts shown in
the following Table 7, 228.31 g (1.0     



76       mole) of bisphenol A, 224.93 g (1.05 mole) of diphenyl carbonate,
and      disodium salt of bisphenol A (1 x 10[err] mole) and
tetramethylammonium      hydroxide (1 x 10[err] mole) as catalysts, from
all of which foreign materials had      been removed beforehand, were
charged under a dust-free condition to start  5 the ester interchange
reaction.  Ater melting at 200[err]C, the reaction was      conducted under
100 mmHg for 1 hour, removing the distilled phenol off.      After being
kept at 220[err]C under 30 mmHg for 30 minutes, the reaction      mixture
was kept at 240[err]C under 30 mmHg for 30 minutes, then at 260 [err]C
under 10 mmHg for 30 minutes to remove the produced phenol by 10
distillation              Further, the polycondensation ofthe polymer was
progressed at      280[err]C under 1 mmHg or less for another about one
hour to complete the      reaction when the intrinsic viscosity ofthe
polycarbonate resm reached      approximately 0.35. The obtained polymer
was taken out under a dust-free 15 condition.              The number of
foreign materials in the obtained polymer was      counted by the above
mentioned method. The obtained results are shown      inthe Table 7.  20
Example 24             The whole inside surface of a 1 L separable flask
made of a SUS 316     having, as basis components, 61.9 weight % of iron
10.1 weight % of nickel     and 17.4 weight % of chromium, was polished
with a buff (#300), and     degreased with heptane. The flask was heated at
330[err]C for 62 hours in air. 25 A result of the Auger electron
spectroscopic analysis of a similarly treated     test piece for analysis
(test piece having a diameter of 10 mm and a     thickness of 1 mm) is
shown in Figure 1. As a result of the measurement, it     was found that
the surface oxide film layer having a thickness of 45 nm     consisting
mainly of iron oxide was formed on the surface. 30        To the reaction
facilities using the above flask as a polymerization     vessel equipped
with a 20 cm long distillation column and a 50 cm long air     cooling type
condenser, and an agitation blade made ofthe same material     similarly
treated, 228.31 g (1.0 mole) of bisphenol A, 224.93 g (1.05 mole) of
diphenyl carbonate, and 1.0 x 10[err] mole of sodium salt ofphenol and 1.0
x 10-  



77      [err] mole of tetramethylammonium acetate were charged, then melted
at     200[err]C. The reaction was conducted by reducing the pressure to
100 mmHg     for 1 hour while distilling the aromatic hydroxy compound
produced by the     reaction off Further, the reaction was continued at
220[err]C under 30 mmHg  5 for 30 minutes, at 240[err]C under 30 mmHg for
30 minutes and then at 260[err]C      under 30 mmHg for 30 minutes.
The reaction was continued at 260[err]C under 1.0 mmHg for 3 hours,
and the reaction was completed when the intrinsic viscosity [[err] ]ofthe
polymer reached 0.45. All of the obtained polymer was dissolved in 10
dichlormethane, andthe amount of the gel state foreign materials contained
in the solution was measured. As a result, the amount of the gel state
foreign materials was 9 mg per 1 kg of the polymer.       Example 25 15
A 1 L separable flask (buff-polished and degreased) made of SUS 316
similar to that used in the Example 24, was treatedin refluxing 3 % aqueous
nitric acid solution for 2 hours, washed with water, then dried and heated
at      300[err]C for 24 hours in air. As a result of the Auger electron
spectroscopic      analysis of a similarly treated test piece for analysis,
it was found that the 20  surface oxide film layer formed consisted of
mainly iron oxide and chromium      oxide, the thickness being 21 nm.
Polymerization was conducted in the same way as in the Example      24,
using the flask as the polymerization vessel to measure the gel state
foreign materials. As a result, the amount of the gel state foreign
materials 25  was 11 mg per 1 kgofthepolymer.      Example 26             A
1 L separable flask (buff-polished and degreased) made of SUS 304
similar to that used in the Example 24 was heated at 500[err]C for 1 hours
in 30  air. A similarly treated test piece for analysis was subjected to
the Auger     electron spectroscopic analysis. The oxide film layer formed
having a     thickness of approximately 100 nm consisted mainly of iron
oxide. 



Polymerization was conducted similarly to the Example 24, using     the
flask as the polymerization vessel to measure the amount of the gel state
78       foreign materials. As a result, the amount of the gel state
foreign materials      was 8 mg per 1 kg of the polymer.       Comparative
Example 13  5        A 1 L separable flask (buff-polished and degreased)
made of SUS 316      similar to that used in the Example 24 was used
without any treatment.      As a result of the Auger electron spectroscopic
analysis of a similar test piece      for analysis it was found that the
thickness of the surface film layer was 5      nm. 10        Polymerization
was conducted similarly to the Example 24,, using     the flask as the
polymerization vessel to measure the amount of the gel state     foreign
materials. As a result, the amount of the gel state foreign materials
was 83 mg per 1 kg ofthe polymer.  15      Comparative Example 14
A 1 L separable flask (buff-polished and degreased) made of SUS 304
similar to that used in the Example 24 was heated at 300[err]C for 1 hours
in     air. As a result of the Auger electron spectroscopic analysis of the
similarly 20  treated test piece for analysis, it was found that the
thickness of the surface     film layer was 15 nm.
Polymerization was conducted similarly to the Example 24, using     the
flask as the polymerization vessel to measure the amount of the gel state
foreign materials. As a result, the amount of the gel state foreign
materials 25  was 65 mg per 1 kg ofthe polymer.      Examples 27-1 to 3 and
Comparative Examples 15-1 to 3             In the production of a
polycarbonate using polymerization facilities     composed of a SUS 316
made melting vessel having an inner volume of 3 L 



30  equipped with an agitator, a first and a second two vertical reaction
vessels     each made of SUS 316, having an inner volume of 1 L and
equipped with a     rectifying column and an agitator, and a horizontal
type single axial reaction     vessel which are all connected to each other
by gear pumps, 2, 2-bis(4-     hydroxyphenyl)propane (BPA) and diphenyl
carbonate (DPC) purified in the
79       Example 14 were charged at a ratio of 1 mole of the frmer to 1.02
mole of      the latter into the above melting vessel kept at 150[err]C and
under a nitrogen      atmosphere and melted. The molten mixture was
supplied continuously to      the first vertical reaction vessel kept at
the inside temperature of 220[err]C,  5 under an inside pressure of 100
mmHg, while 5 x 10[err] equivalent as Na      element of NaOH and 1 x
10[err] equivalent as the nitrogen-containng basic      compound
oftetramethylammonium hydroxide (TMAH) based on 1 mole of      BPA which
were dissolved in a high purity phenol were added as a solution
contiuously. The reaction was conducted by removing the produced 10  phenol
through the recifying column, while sampling as appropriate from      the
obtained reaction material, and the reaction material was supplied
continuously to the second reaction vessel by a gear pump.              The
degrees of polymerization the viscosity-average molecular      weights, and
the amounts of TMAH of the samples taken out were 15 measured similarly to
the Example 4.              The reaction of the reaction material was
continued in the second      vertical reaction vessel kept at the inner
temperature of 250[err]C and the inner      pressure of 10 mmHg by removing
the produced phenol through the      rectifying column, while sampling as
appropriate from the obtained reaction 20  material and the reaction
material was supplied continuously to the      horizontal type reaction
vessel by a gear pump.             The degrees of polymerization the
viscosity-average molecular     weights, and the amounts of TMAH of the
samples taken out were     measured similarly to the Example 4. 25
Then the polymerization of the reaction material was continued in     the
horizontal type single axial reaction vessel with the inner temperature 



kept at 270[err]C and the inner pressure at 1 mm Hg, removing the produced
phenol through the rectifying column for progressing the polymerization to
continuously obtain the polycarbonate having a viscosity-average molecular
30  weight of 15,300. The molten state polycarbonate was taken out by a
gear     pump, extruded from a dice of a pelletizer to be pelletized.
The conditions and results are shown in Table 8.             It is to be
noted that, among the results in the Tables 8 to 10, the     values of the
hue shown in brackets in the Examples 27 and 28 are those at
80       7th day after the start ofthe operation, while the values in the
Example 27      and afterwards, and in the Comparative Example 15 and
afterwards other      than the above are the values of stable samples taken
24 hours after the      start of the operation  5      Example 28
3 L of the phenol generated in the above polymerization was distilled
under an atmospheric pressure by a distillation apparatus equipped with a
30 cm widmer distillation column to obtain 2 L of a main fraction by 10
removing 0.5 L of the front fraction  The phenol obtained bad an anisole
content of 50 ppm and a trimethylamine content of 10 ppm.              2 x
10[err] parts by weight of NaOH and 9.1 parts by weight of TMAH      was
dissolved in the above phenol to make 1 x 10[err] parts by weight of a
catalyst solution Using the catalyst solution, the reaction was conducted
15  and the analyses were carried out, similarly to the Example 27-1. The
results are shown in Table 8.       Comparative Example 16-1
The components of the SUS 316 of the reaction facility used in the 20
Example 27 were the same as those in the Comparative Example 12 and
their basic composition was; Fe, 66.6 weight %, Ni, 12.4 weight % and Cr,
16.6 weight %; and the contents of Nb andV, 10ppm orless. Usingthis
reaction facility, the reaction in the Example 27-1 was continued for 7
days, 



and the samples taken at 1st, 3rd and 7th days were examined for the 25
numbers of the foreign materials per 10 g of polycarbonate. Also, the
amounts of the gel state foreign materials (the weight of the foreign
materials (mg) per 1 kg of the polycarbonate) described in the Example 24,
were measured.             The catalyst solution applied was prepared using
an industrial grade 30 pure phenol (anisole and trimethylamine contents not
detected by GC or an     ion chromatography; 0.1 ppm or less). The results
are shown in Table 9.      Example 29-1             The reaction was
conducted in the same way as was conducted in
81      the Example 16-1 using the same reaction faclities as were used in
Example     22 which was SUS 316 having Nb, 100 ppm and V, 600 ppm. The
obtained     polymer was similarly analyzed. The results are shown in the
Table 9.   5 Example 29-2             By treating the reaction facilities
having the same material quality     as that used inthe Example 29-1 in a
similar way to the Example 25 to form     21 nm of a iron oxide and
chromium oxide layer. Using the reacting     facilities, the reaction and
the analysis were conducted under the same 10  conditions as of the Example
29-1. The obtained results are shown in the     Table 9.      Comparative
Example 16-2             Using the same reaction facilities in the Example
29-2 and DPC-6 15  shown inthe Example 14, the reaction and the analysis
were conducted     underthe same conditions as ofthe Comparative Example
16-1. The     obtained results are shown in the Table 9.      Example 30-1
20        Using the catalyst solution prepared in the Example 28, the
reaction 



and the analysis were conducted similarly to the Example 29-1. The
obtained results are shown in the Table 9.      Example 30-2 25
Using the catalyst solution prepared in the Example 28, the reaction
and the analysis were conducted similarly to the Example 29-2. The
obtained results are shown in the Table 9.             From the results of
the above Examples, it can be understood that     the generation of he
foreign materials can be suppressed by the selection of 30 the material
quality and the formation of the surface oxide layer, that the
suppression of the foreign materials, especially for a long period of
continued     reaction, can be achieved by use of"the suppression of the
impurities in     DPC" together with "the selection of the material quality
of the reaction     facilities" and "the formation of the surface oxide
layer", and that, though the
82       effect of the catalyst solution is rather minor as an effect, it
gives      unexpectedly a definite effect on reducing the amount of the
gel.       Example 31-1  5        In the facilities wherein 99.5 % of the
atmospheric gas in the      transporting piping directly before a raw
material melting vessel which is to      supply a powdery aromatic
dihydroxy compound to the raw material      melting vessel was nitrogen
gas, the linear velocity was 5 cm/minute, a      condenser with the inside
temperature kept at 110[err]C was installed at the 10  vent ofthe raw
material melting vessel and the pressure of the gas phase of      the raw
material melting vessel was controlled at 0 MPa to 0.05 MPa, the
powdery 2, 2-bis(4-hydroxylphenyl)propane and molten diphenyl carbonate
purified in the Example 14 are charged at a prescribed ratio of 1 mole of
the      former to 1.02 mole of the latter into the melting vessel equipped
with an 15  agitator, and the obtained molten mixed liquid, after complete
melting, was      transported to a raw material storage vessel kept at
150[err]C.              Then the reaction and analysis were conducted
similarly to the 



Example 4  The obtained results of the kinds ofthe used DPC, the
conditions of the first and second vertical reaction vessels, the
viscosity- 20 average molecular weights and the TMAH contents of the
reaction     materials (1) and (2) and the physical properties of the
polymers, are shown     inTable 10.             The above reaction
facilities have the same material quality as that     of the Example 22,
being made of SUS 316 containing Nb, 100 ppm and V, 25  600 ppm. The
catalysts were added as a high purity phenol solution      Comparative
Example 17-1             The reaction and analysis were carried out
similarly to the Example     31-1 employingthe reaction conditions
described inthe Table 10. The 30  obtained results are shown in the Table
10.      Comparative Example 17-2             The reaction and analysis
were carried out similarly to the Example     31-1 except that a condenser
was not installed and the pressure of the gas
83      phase was not controlled. The obtained results are shown in the
Table 10.      Example 31-2             The catalyst solution was prepared
using phenols prepared in the  5 Example 28 and the reaction and analysis
were carried out similarly to the     Example 31-1. The obtained results
are shown in the Table 10.      Example 31-3             The reaction and
analysis were carried out similarly to the Example 10  31-2 with the
reaction facilities treated similarly to the Example 25 to form     21 nm
of an iron oxide and chromium oxide layer. The obtained results are
showninthe Table 10.   
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CLAIMS              1.    A method for producing a polycarbonate by
supplying an     aromatic dihydroxy compound powder and a carbonic acid
diester into a raw 5 materal melting vessel mixing and melting them,
followed by a melt     polymerization in the presence or absence of a
catalyst, wherein the pressure     of a gas phase ofthe raw material
melting vessel is kept at 0 MP to 0.05     MPa.             2.    A
production method as described in the above claim 1, 10 wherein 90 volume %
or more ofthe atmospheric gas in a transportation     piping positioned
directly before the raw material melting vessel which is for     supplying
the aromatic dihydroxy compound powder to the raw material     melting
vessel, is a non-oxidizing gas and a linear velocity thereof is 0.5
cm/min or higher. 15       3.    A production method as described in either
one of the above     claims 1 and 2, wherein a vent piping of the raw
material melting vessel is     connected to a scrubber.             4.    A
production method as described in any of the above claims     1 to 3,
wherein the vent piping of the raw material melting vessel is 20 connected
to a condenser kept at a temperature of 70[err]C or higher.             5.
A production method as described in any of the above claims      1 to 4,
wherein the carbonic acid diester is diphenyl carbonate.             6.
A production method of an aromatic polycarbonate by     reacting a mixture
mainly consisting of an aromatic dihydroxy compound 25  and a carbonic acid
diester by the ester interchange reaction using an alkali     metal
compound and/or an alkaline earth metal compound, and a nitrogen-
containing basic compound as the catalyst, wherein the concentration of the
nitrogen-containing basic compound in the reaction mixture is kept in an
range of not less than 0.1 ppm and not more than 10 ppm during a period in
30 which the viscosity-average molecular weight of the reaction mixture is
between 500 and 3,000, and not less than 0.01 ppm and not more than 1
ppm during a period in which the viscosity-average molecular weight of the
reaction mixture is between 3,000 and 10,000.              7.    A
production method as described in the above claim 6,      



95       wherein 10[err] to 10[err] equivalent as the metal of the alkali
metal compound     and/or the alkaline earth metal compound is used based
on 1 mole of the     aromatic dihydroxy compound.             8.    A
production method as described in the above claim 6,  5 wherein 5 x 10[err]
to 1 x 10[err] equivalent as the metal of the alkali metal     compound
and/or the alkaline earth metal compound is used based on 1 mol     of the
aromatic dihydroxy compound.             9.    A production method as
described in any of the above claims     6 to 8, wherein the
nitrogen-containing basic compound is expressed by the 10 following general
formula (1) (wherein R[err] is an alkyl group having a carbon     number of
1 to 4 or an aryl group having a carbon number of 6 to 12).
(R[err])[err]NOH  ---------------------------------- (1)             10.
A production method as described in any of the above claims     6 to 9,
wherein the aromatic dihydroxy compound is 2, 2-bis(4- 15
hydroxyphenyl)propane, and the carbonic acid diester is diphenyl carbonate.
11.   A production method of an aromatic polycarbonate by the     melt
polycondensation reaction using a carbonic acid diester as a raw
material, wherein a monohydroxy compound produced as a byproduct of the
melt polycondensation reaction is recycled to be used as a solvent for
adding 20 the catalyst, the solvent for adding the catalyst containing not
less than 1     ppm and not more than 1,000 ppm of anisole.
12.   A production method of an aromatic polycarbonate by the     melt
polycondensation reaction using a carbonic acid diester as a raw
material, wherein a monohydroxy compound produced as a byproduct of the 25
melt polycondensation reaction is recycled to be used as a solvent for
adding     the catalyst the solvent for adding the catalyst containing not
less than 1     ppm and not more than 100 ppm of trimethylamine.
13.   A production method of an aromatic polycarbonate by the     melt
polycondensation reaction using a carbonic acid diester as a raw 30
material, wherein a monohydroxy compound produced as a byproduct of the
melt polycondensation reaction is recycled to be used as a solvent for
adding     the catalyst, the solvent for adding the catalyst contain  not
less than 1     ppm and not more than 1,000 ppm of anisole and not less
than 1 ppm and     not more than 100 ppm of trimethylamine.   



96               14.   A production method of an aromatic polycarbonate as
described in any of the above claims 11 to 13, wherein the monohydroxy
compound is phenol.             15.   A production method of an aromatic
polycarbonate as 5 described in any of the above claims 11 to 14, wherein
the catalyst used in     the melt polycondensation reaction is a quaternary
ammonium salt or a     quaternary phosphonium salt and/or an alkali metal
salt, or a quaternary     ammonium salt or a quaternary phosphonimum salt
and/or an alkaline earth     metal salt. 10        16.   A carbonic acid
diester excellent in storing stability and     suitable for producing an
aromatic polycarbonate by heating-melting an     aromatic dihydroxy
compound and a carbonic acid diester inthe presence of     a catalyst
comprising an alkali metal compound and/or an alkaline earth     metal
compound to perform the ester interchange reaction, wherein the 15 diester
contains not more than 5 ppm based on the nitrogen atom of a
nitrogen-containing compound, not more than 0.5 ppm of each of the
metallic elements contained therein and not more than 10 ppm of a salicylic
acid derivative.     17.   A carbonic acid diester as described in the
above claim 16, wherein 20 the total amount of iron, tin chromium, titanium
and copper of said metallic     elements, is 0.5 ppm or less.
18.   A carbonic acid diester as described in either one of the above
claims 16 and 17, wherein the total amount of all ofthe metals is 0.5 ppm
or     less. 25  19.   A production method of an aromatic polycarbonate by
heating-     melting an aromatic dihydroxy compound and a carbonic acid
chester in the     presence of a catalyst comprising an alkali metal
compound and/or an     alkaline earth metal compound to perform the ester
interchange reaction,     wherein as the carbonic acid diester, a carbonic
acid chester as described in 30  any of the above claims 16 to 18 is used,
and as the catalyst, 5.0 x 10[err] to 5.0 x      10[err] equivalent of the
alkali metal compound and/or the alkaline earth metal      compound and 1.0
x 10[err] to 5.0 x 10[err] equivalent of a nitrogen-containing      basic
compound are used. 



20.   A production method of an aromatic polycarbonate by the
97        ester interchange reaction of an aromatic dihydroxy compound and
a      carbonic acid diester with suppressed generation of foreign
materials,      wherein the material quality of the reaction facilities is
a stainless alloy, the      total content of niobium and/or vanadium in the
stainless alloy being from 10  5 ppm to 1,000 ppm.              21.   A
production method of an aromatic polycarbonate as      described in the
above claim 20, wherein the catalyst used for the ester      interchange
reaction comprises an alkali metal compound and/or a nitrogen-
containing basic compound, the amount of use of the alkali metal compound
10 being 1 x 10[err] to 5 x 10[err] mole based on 1 mole of the aromatic
dihydroxy      compound.              22.   Production facilities of an
aromatic polycarbonate, wherein      an oxide layer having a thickness of
at least 20 nm or more and comprising      iron oxide as a main component
is formed at part or the whole of the inner 15 wall surface ofthe reaction
facilities used for the production of the aromatic      polycarbonate.
23.   Production facilities of an aromatic polycarbonate as      described
in the above claim 22, wherein the oxide layer comprising iron      oxide
as a main component is formed at the inner wall surface thereof made 20 of
a stainless alloy.              24.   Production facilities of an aromatic
polycarbonate as      described in either one of the above claims 22 and
23, wherein the oxide layer      comprising iron oxide and chromium oxide
as main components is formed at      part or the whole of the inner wall
surface thereof in at least 20 nm thickness. 25        25.   Production
facilities of an aromatic polycarbonate as     described in any of the
above claims 22 to 24, wherein the aromatic     polycarbonate is produced
by the ester interchange reaction of an aromatic     dihydroxy compound and
a carbonic acid diester in the presence of a catalyst.             26.   A
production method of an aromatic polycarbonate by the 30 ester interchange
reaction of an aromatic dihydroxy compound and a 



carbonic acid diester in the presence of a catalyst, wherein the production
is     carried out using the reaction facilities as described in any of the
above     claims 22 to 25.             27.   A production method of an
aromatic polycarbonate, wherein
98      the production is carried out by combining the above claim 19 with
any one     of the above claims, 6, 8 and 9.             28.   A production
method of an aromatic polycarbonate, wherein     the production is carried
out by combining the above claim 27 with the above  5 claims 26 and/or 20.
29.   A production method of an aromatic polycarbonate, wherein     the
production is carried out by combining the above claim 27 with any one
ofthe above claims from 1 to 4.             30.   A production method of an
aromatic polycarbonate, wherein 10  the productionis carried outby
combining the above claim 27 withthe above     claim 14.             31.
A production method of an aromatic polycarbonate, wherein     the
production is carried out by combining the above claim 28 with the above
claim 14.  15       32.   A production method of an aromatic polycarbonate,
wherein     the production is carried out by combining the above claim 31
with any one     of the above claims from 1 to 4.             33.   A
production method of an aromatic polycarbonate, wherein     the production
is carried out by combining at least any two of the above 20  claims 19, 6,
26, 20, 11 and 1, except for the methods of the aromatic     polycarbonate
by the combination of the above claims 19 with 6, the     combination ofthe
above claims 19 with 6 and 26, the combination ofthe     above claims 19
with 6 and 20, and the combination of the above claims 19     with 6 and 1.


