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CATALYSTS FOR METHACRYLIC ACID PRODUCTION 

AND PROCESS FOR PRODUCING METHACRYLIC ACID 

[Technical field to which the invention belongs] 

This invention relates to catalysts for methacrylic acid 

production and also to a process for producing methacrylic acid. 

More particularly the invention relates to improved catalysts for 

producing methacrylic acid at high yield stably over prolonged period, 

by vapor phase oxidation and/or vapor phase oxidative dehydro-

10 genation of at leas~ one compound selected from the group consisting 

of methacrolein, isobutylaldehyde and isobutyric acid; and to a 

15 

process for producing methacrylic acid using the improved catalyst. 

[Conventional technology} 

Various improved catalysts have been proposed for high 

efficiency production ofmethacrylic acid by vapor phase catalytic 

oxidation and/or vapor phase oxidative dehydrogenation reaction of 

methacrolein, isobutylaldehyde or isobutyric acid. For example, JP 

Kokai Sho 55 (1980)-2619Al has disclosed a catalyst which contains 

20 as the essential components Mo, V, P and at least one of K, Rb, Cs 

and Tl; JP Kokai Sho 60 (1985)-239439 Al has disclosed a catalyst 

which contains as the essential components Mo; V; P; at least one of 

K, Rb, Cs and Tl; at least one of Sc, Y, La, Ce, Pr, Nd, Pu and Sm; .. 

and at least one of Cu, As, Sb, Co, Zr, Bi, Ti, Te and Ag. Inferring 

25 from the methods of their preparation, those known catalysts whose 

chief components are molybdenum and phosphorus are basically 

considered to be phosphomolybdic acid or salts thereof (e.g., ammo­

nium salts or alkali metal salts) and structurally they are mixtures of 

heteropolyacids or their analogues. 

30 Those catalysts, however, are still open to further im-

provements in respect of methacrylic acid yield and their life. Be-
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cause heteropol~acids have low heat resistance, those catalysts show 

decomposition of the heteropolyacid structure when used for pro­

longed period. Therefore, in order to obtain a catalyst for methacrylic 

acid production which exhibits stable performance over a prolonged 

5 period, it is necessary either to increase stability of heteropolyacid or 

to find a highly active heteropolyacid which is useful as the catalyst 

also at relatively low temperatures. 

JP Kokai Sho 61 (1986)-5043 Al has disclosed a catalyst 

whose essential components comprise; Mo; V; P; Ce; at least one of K, 

10 Rb, Cs and Tl; and,at least one of Cu, As, Sb, Co, Zr, Bi, Ni, Cr, Mn 

and Zn. However, such a catalyst composed of conventional compo­

nents to which cerium component is simply added is yet insufficient 

as to improvement in the catalyst life because cerium oxide aggre­

gates with time. 

15 On the other hand, various proposals have been also made 

as to complex oxides whose essential components are cerium and 

zirconium. Most of these complex oxides are known as additive 

components to waste gas-purging catalysts, but it is entirely un­

known that such complex oxides whose essential components are 

20 cerium and zirconium exhibit effective catalytic activity in methacryl­

ic acid-forming reaction comprising vapor phase oxidation and/or 

vapor phase oxidative dehydrogenation of methacrolein, isobutyl­

aldehyde or isobutyric acid, when used in combination with hetero­

polyacid catalyst. 

25 

[Objects of the invention] 

One of the objects of the present invention is to provide 

catalysts useful in production of methacrylic acid at high yield. 

A further object of the present invention is to provide 

30 catalysts for methacrylic acid production, which have long catalyst 

life and enable stable operation over prolonged period. 
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Still an.other object of the present invention is to provide 

catalysts for methacrylic acid production which enable stable opera­

tion over prolonged period, even under heavy load operation aiming 

at high productivity. 

5 An additional object of the present invention is to provide 

a process for producing methacrylic acid at high yield and stably over 

prolonged period, using the above catalysts. 

[Means to solve the problems] 

10 We hav~ discovered that a composition in which a catalyst 

known as that for methacrylic acid production, containing molybde­

num and phosphorus as the essential components, is combined with a 

complex oxide whose essential components are cerium and zirconium 

exhibits high activity in the intended reaction and excellent stability; 
15 and that the use of such a composition as a catalyst in said reaction 

accomplishes the above objects. 

Thus, according to the invention, as a catalyst for produc­

ing methacrylic acid through oxidation and/or oxidative dehydro­

genation of at least one compound selected from the group consisting 

20 of methacrolein, isobutylaldehyde and isobutyric acid with molecular 
oxygen or a molecular oxygen-containing gas at vapor phase, a 
complex oxide composition characterized by comprising 

(A) a complex oxide containing as essential components 

molybdenum and phosphorus, which is known per se as a catalyst for 

25 said vapor phase catalytic oxidation and/or vapor phase oxidative 
dehydrogenation reaction, and 

(B) a complex oxide containing cerium and zirconium as 

the essential components, 

is provided. 

30 According to the present invention, there is also provided, 
as a catalyst for producing methacrylic acid through oxidation and/or 
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oxidative dehydrogenation of at least one compound selected from the 

group consisting of methacrolein, isobutylaldehyde and isobutyric 

acid with molecular oxygen or a molecular oxygen-containing gas at 

vapor phase, a complex oxide composition which is characterized by 

5 having a composition expressed by the following general formula (3): 

10 

15 

20 

25 

(3) 

(wherein Pis phosphorus; Mo is molybdenum; Ce is ceri­

um; Zr is zirconium; A is at least an element selected from 
\. 

the group consisting of arsenic, antimony, germanium, 

bismuth and selenium; Bis at least an element selected 

from the group consisting of copper, silver, iron, cobalt, 

nickel, lead, manganese, chromium, tin, zinc, palladium, 

rhodium and tellurium; C is at least an element selected 

from the group consisting of tungsten, vanadium and 

niobium; D is at least an element selected from the group 

consisting of alkali metals and alkaline earth metals; E is 

at least an element selected from the group consisting of 

titanium, silicon and aluminium; G is at least an element 

selected from the group consisting of lanthanoide series 

elements except cerium; yttrium and indium; and 0 is 

oxygen; a, b, c, d, e, f, g, h, i, j and x denote the atomic 

ratios of P, Mo, Ce, Zr, A, B, C, D, E, G and 0, respec­

tively; and where bis 12, a is 0.5-4, c is 0.01-12, dis 

0.01-16, e is 0.01-3, f is 0.01-5, g is 0.01-5, his 0.01-6, i is 

0.01-10 andj is 0.001-2, and xis a numerical value deter­

mined by degree of oxidation of each of the elements) 

30 and the cerium and zirconium therein forming a complex oxide. 

According to the invention, furthermore, there is provided 

a process for producing methacrylic acid through vapor phase oxida-
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tion and/or oxidative dehydrogenation of at least one compound 

selected from the group consisting of methacrolein, isobutylaldehyde 

and isobutyric acid with molecular oxygen or a molecular oxygen­

con taining gas, in the presence of a catalyst, the process being char-

5 acterized in that it uses the above-defined complex oxide composition 

as the catalyst. 

[Embodiments of the inventionJ 

Catalyst (I) for methacrylic acid production according to 

10 the invention is a cpmplex oxide composition which is characterized 

by comprising 

(A) a complex oxide containing as essential components 

molybdenum and phosphorus, which is known per seas a catalyst for 

producing methacrylic acid through said vapor phase catalytic oxida-

15 tion and/or vapor phase oxidative dehydrogenation reaction of 

methacrolein, isobutylaldehyde or isobutyric acid, and 

(B) a complex oxide containing cerium and zirconium as 

the essential components. 

Catalyst (II) for methacrylic acid production according to 

20 another embodiment of the present invention is a complex oxide 

composition which is characterized by having the composition as 

expressed by above general formula (3), in which cerium and zirco­

nium form a complex oxide. 

First, the Catalyst (I) shall be explained. The component 

25 (A) corresponds to a catalyst containing molybdenum and phosphorus 

as the essential components, which is known as a catalyst for meth­

acrylic acid production by vapor phase oxidation and/or vapor phase 

oxidative dehydrogenation reaction of methacrolein, isobutylaldehyde 

or. isobutyric acid. While any of known catalysts containing molybde-

30 num and phosphorus as the essential components can be used as the 

component (A), those preferred are expressed by the following gen-
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eral formula (I): 

(1) 

(wherein P is phosphorus; Mo is molybdenum; A is at least 

an element selected from the group consisting of arsenic, 

antimony, germanium, bismuth and selenium; B is at least 

an element selected from the group consisting of copper, 

silver, iron, cobalt, nickel, lead, manganese, chromium, 

tin, zinc~ palladium, rhodium and tellurium; C is at least 

an element selected from the group consisting of tungsten, 

vanadium and niobium; D is at least an element selected 

from the group consisting of alkali metals and alkaline 

earth metals; E is at least an element selected from the 

group consisting of titanium, silicon and aluminium; and 

0 is oxygen; a, b, c, d, e, f, g and x denote the atomic ratios 

of P, Mo, A, B, C, D, E and 0, respectively; and where bis 

12, a is 0.5-4, preferably 0.5-3, c is 0.01-3, preferably 

0.01-2, dis 0.01-5, preferably 0.01-3, e is 0.01-5, prefera­

bly 0.01-3, fis 0.01-6, preferably 0.01-3 and g is 0.01-10, 

preferably 0.01-5; and xis determined by degree of oxida­

tion of each of the elements). 

Method of preparing those catalysts is subject to no critical 

25 limitation, and the catalysts can be prepared by any known method. 

Kinds of the compounds containing the catalytic elements, which 

serve as the starting materials, are not critical but any oxides con­
taining the catalytic elements or compounds capable of forming such 

oxides upon being calcined can be used. As the compounds which 

30 form oxides upon calcining, for example, hydroxides, metallic acids, 

nitrates, carbonates, ammonium salts, acetates and formates may be 

named. Compounds containing more than one of the elements are 
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also useful For instance, specific examples of molybdenum-contain­

ing compounds include molybdenum trioxide, ammonium paramolyb­

date, molybdic acid, phosphomolybdic acid and phosphovanado­

molybdic acid. 

Normally each prescribed amount of those starting com­

pounds containing the component elements are, for example, suitably 

dissolved in an aqueous medium, heated under stirring, evaporated 

to dry solid and optionally pulverized to provide the intended compo­

nent (A). 

As the c9mponent (B), any complex oxide which contains 

cerium and zirconium as the essential components can be used. In 

particular, complex oxides which are expressed by the following 

general formula (2): 

(2) 

(wherein Ce is cerium; Zr is zirconium; F is at least an 

element selected from the group consisting of lanthanoide 

series elements except cerium; yttrium, cobalt, nickel, 

copper, indium, tin, chromium and germanium; and 0 is 

oxygen; 1, m, n and y denote the atomic ratios of Ce, Zr, F 

and 0, respectively, I and m being optional numbers not 

including o, n being a number satisfying the relationship 

o<n I (I+ m) < 0.1, and y being a number determined by 

degree of oxidation of each of the elements) 

are conveniently used. More specifically, when 1=1, 0.01 <m <99, 

o<n < 10, preferably o.o5<m < 19 and o<n <2. 

Method of preparing complex oxides containing cerium 

30 and zirconium as the essential components is subject to no critical 

limitation, and they can be prepared by any known method. Kinds of 

the compounds containing the named elements, which serve as the 
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starting materialsj are not critical but any oxides containing the 

named elements or compounds capable of forming such oxides upon 

being calcined can be used. As the compounds which form oxides by 

calcining, for example, hydroxides, metallic acids, nitrates, carbon-

5 ates, ammonium salts, acetates and formates may be named. For 

example, as a specific example of cerium-containing compound, 

cerium nitrate may be named. 
' Of the complex oxides expressed by the general formula 

(2), those in which cerium oxide and zirconium oxide are at least 

10 partially forming a solid solution are conveniently used. In particu-.. 
lar, those in which the molar ratio of Ce02 /Zr02 is within a range 

from 1/99-99/1, preferably 5/95-95/5 are preferred. Furthermore, in 

the present invention it is essential that the cerium and zirconium 

are forming a complex oxide. Use of a simple mixture of cerium oxide 

15 and zirconium oxide cannot achieve the objects of the present inven­

tion. 

The component (B) is not limited to complex oxides of 

cerium and zirconium only, but it may contain the element(s) expres­

sed by the symbol Fin general formula (2) in the form of complex 

20 oxide. Typical methods for preparation of the component (B) include: 

(1) mix an aqueous solution of water-soluble cerium salt with that of 

water-soluble zirconium salt, dry and calcine the same; (2) react 

cerium oxide with zirconium oxide at solid phase; and (3) impregnate 

cerium oxide with aqueous solution of water-soluble zirconium salt, 

25 dry and calcine the same. The calcining temperature is normally 

200-800°C, preferably 300-700°C. Upon such calcining, complex 

oxide containing cerium and zirconium is formed. 

The ratio of component (B) to component (A) (as converted 

to oxides) is normally 0.5-30% by weight, preferably 1-20% by 

30 weight. When it is too low, the intended effect of adding component 

(B) cannot be attained, while if it is too high, yield drops as the 
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production amount of the intended methacrylic acid reduces and 

those of C02 and CO increase. 

The catalyst of the prese~t invention can be used by itself 

or may be supported on inert carriers such as alumina, silica-alu-

5 mina, silicon carbide, titanium dioxide, magnesium oxide, aluminjum 

sponge and the like. In that occasion inorganic fibers such as glass 

fiber and various kinds of whiskers, which are generally well known 

for their effect of improving strength and attrition resistance of 

catalyst may be added. Also for controlling the catalyst properties 

10 with good reproducibility, additives generally known as powder 

binder such as ammonium nitrate, cellulose, starch, polyvinyl alco­

hol, stearic acid and the like may be used. 

Shape of the catalyst is not critical, which maybe any 

optional form such as pellets, spheres, columns, rings, tablets and the 

15 like. Their average diameter is 1-15 mm, preferably 3-10 mm. 

· Method for preparing the catalyst containing components 

· (A) and {B) is subject to no critical limitation, and any optional 

method can be used. For example, advancedly prepared powders of 

the respective components are mixed, optionally using ball mill or the 

20 like to effect intimate mixing; or advancedly prepared component (B) 

is dispersed in component (A) under preparation, at an optional 

stage. 

It is generally preferred for catalyst (I) to be used as 

molded catalyst as prepared by a process comprising thoroughly 

25 mixing the components (A) and (B); imparting to tbe mixture a 

desired shape, optionally adding water or the like as a molding aid; 

and calcining the same in an air. stream at 300--600't, preferably 

350-500t, for 1-10 hours, preferably 2-8 hours. 

Catalyst (II) for producing methacrylic acid according to 

30 the present invention has the composition as expressed by the gen­

eral formula (3) above, in which cerium and zirconium are forming a 
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complex oxide. That is, catalyst (II) contains cerium and zirconium 

in the form of a complex oxide containing said two elements. A 

typical method for preparing this catalyst (II) is, similar tO the one 

for preparing catalyst (I), to blend advancedly prepared components 

5 (A) and (B). Methods for preparing components (A) and (B), respec­

tively, are same as already described. 

Production of methacrylic acid according to the present 
' 

invention can be carried out under the conditions normally employed 

in conventional methods for producing methacrylic acid from meth-

10 acrolein, isobutylaldehyde, isobutyric acid or their mixtures, by vapor 

phase oxidation reaction and/or vapor phase oxidative dehydrogena­

tion reaction, except that the catalyst of the present invention for 

producing methacrylic acid is used as the catalyst. 

For example, a gaseous mixture comprising 1-10 vol. %, 

15 preferably 2-8 vol. % of at least one starting compound selected from 

the group consisting of methacrolein, isobutylaldehyde and isobutyric 

acid; 1-10 times by volume, preferably 1-8 times by volume, of the 

starting compound of molecular oxygen; and inert gas as a diluent, 

such as nitrogen, carbon dioxide, steam and the like (use of, in par-

20 ticular, steam is advantageous for improving the yield of the object 

product, because it inhibits formation of side products); is contacted 

with a catalyst of the present invention at temperatures ranging 

from 250 to 350°C, under pressures ranging from normal to 10 atmos­

pheres, preferably from normal to 8 atmospheres, and at a space 

25 velocity ranging from 100 to 5,000 hr-1 (STP), preferably from 500 to 

4,000 hr-1 (STP). 

Where methacrolein is used as the starting compound, it is 

not necessary to use pure methacrolein and a methacrolein-contain­

ing gas obtained through catalytic oxidation of isobutylene, t-butanol 

30 or methyl-t-butylether can also be used. Use of such a methacrolein­

containing gas is particularly recommendable in industrial processes. 
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The action of the component (B) in the methacrylic acid­
producing catalyst of the present invention is presumed to be as 
follows: highly dispersible zirconium oxide inhibits aggregation, of 
cerium oxide, to maintain the latter1s promoting function to favorably 

5 absorb and release oxygen during the reaction, and whereby the 
oxidation reaction of methacrolein, isobutylaldehyde or isobutyric 
acid is accelerated, in consequence increasing the catalytic activity. 
Furthermore, degradation in the basic skeletal structure (Keggin 
structure) in the component (A) heteropolyacid due to its overreduc-

10 tion with time is inhibited (i.e., stability of the heteropolyacid is 
incr~ased), resulting in extension of the catalyst life. Needless to say, 
the present invention however is not restricted by such theoretical 
observation. 

15 [Effect of the present invention] 

Use of the catalyst of the present invention in vapor phase 
oxidation reaction and/or oxidative dehydrogenation reaction of at 
least one compound selected from the group consisting of methacro­
lein, isobutylaldehyde and isobutyric acid enables production of 

20 methacrylic acid at high yield. Because the catalyst of the present 
invention has a long life, it enables stable operation over prolonged 
period. Furthermore, the catalyst of the present invention enables 
stable operation over prolonged period also for heavy-load operation 
aiming at high productivity. 

25 

[Examples] 

Hereinafter the present invention is explained more 
specifically, referring to working Examples, in which the conversion, 
selectivity and one-pass yield were calculated by the following equa-

30 tions. 
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12 

Conversion (mol %) = 

(mol number of reacted starting compound I mol num­

ber of supplied starting compound) x 100 

Selectivity (mol %) = 

(mol number of formed methacrylic acid I mol number 

of reacted starting compound) x 100 
' 

One-pass yield (mol %) = 

(me¥ number of formed methacrylic acid I mol number 

of suppled starting compound) x 100 

<Catalyst preparation> 

15 Into 7 liters of heated ion-exchange water, 1600 g of 

ammonium paramolybdate and 106.0 g of ammonium metavanadate 

were added and dissolved under stirring. Into this solution 104.5 g of 

ortho-phosphoric acid (85 wt%) and an aqueous solution formed by 

dissolving 206.l g of cesium nitrate and 18.2 g of copper nitrate in 2 

20 liters of ion-exchange water were added by the order stated, and the 

whole system was concentrated by heating under thorough stirring. 

Thus resulting slurry was dried at 250°C for 16 hours and ground to 

provide a powder (powder A). Separately, 40.4 g of zirconium hy­

droxynitrate was completely dissolved in 1 liter of ion-exchange 

25 water, and into the solution aqueous ammonia was gradually added 

under stirring to precipitate hydrated zirconia sol. Then an aqueous 

solution of 262.3 g of cerium nitrate in 1 liter of ion-exchange water 

was added, and into the mixture of the solutions aqueous ammonia 

was further gradually added dropwise under stirring, until pH rose to 

30 10. The resulting precipitate was filtered, washed with water, dried 

and calcined at 400°C for 2 hours to provide a powder (powder B). 



13 

Powder B was added to powder A and mixed well. Water was added 

to the mixture as a molding aid, and the mixture was molded into 

pellets of each 5.5 mm in outer diameter and 6.5 mm in length, which 

were dried and then calcined in a nitrogen stream at 400°C for 3 

5 hours and then in an air stream at 400°C for 2 hours to provide 

catalyst (1). The elementary composition of this catalyst (1) was as 

follows, in terms of atomic ratio (excepting oxygen, as in all of the 

10 

' 
following Examples): 

It was confirmed by X-ray diffraction analysis that the 

cerium and zirconium in powder B were forming a complex oxide. 

< Oxidation reaction> 

15 A steel reactor of 25 mm in diameter was charged with 

1200 ml of catalyst (1), and into which a gaseous mixture comprising 

4 volume % of methacrolein, 9 volume % of oxygen and 20 v:olume % 

of steam, which was obtained by vapor phase oxidation of isobutylene 

in the presence of a molybdenum-bismuth-iron-cobalt polyelementary 

20 complex oxide catalyst, was introduced. The oxidation reaction of the 

methacrolein was conducted at 280°C and space velocity of 1200 hr-1 

(STP). The result was as shown in Table 1. 

Comparative Example I 

<Catalyst preparation> 

25 Catalyst (2) was prepared in the same manner as in 

Example 1, except that powder B was not added. 

<Oxidation reaction> 

In Example 1, the oxidation reaction was conducted under 
identical conditions with those in Example 1, except that catalyst (2) 

30 was used in place of catalyst (1). The result was as shown in Table 1. 
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Example 2 

According to Example 1, the oxidation reaction was con­

tinued for 8000 hours. The result after the 8000 hours' operation 

was as shown in Table I. 

5 As indicated in Table 1, the drop in conversion after 8000 

hours' oxidation reaction was minor and there was almost no de­

crease in the yield. From this result it can be understood that the 
' 

use of catalyst (1) enabled stable continuation of the oxidation reac­

tion over a long period. 

IO Comparative Example 2 

According to Comparative Example I, the oxidation 

reaction was continued for 8000 hours. The result after the 8000 

hours' operation was as shown in Table 1. 

Upon comparison of Example 2 with Comparative Exam-
15 ple 2, it can be understood that the control catalyst (2) has a problem 

of short catalyst life, and when it is used in the reaction for many 

hours, decreases in conversion and yield are notable. 



TABLE 1 

Catalyst Reaction Methacrolein Methacrylic Acid 
No. Temp. Conversion Selectivity 

(°C) (mol %) (mol %) 

Example 1 (1) 280 84.5 80.8 

Comparative (2) 280 80.6 80.7 
Example 1 

Example 2 (1) 280 81.8 81.0 

Comparative (2) 280 72.0 80.7 
Example 2 

One-pass Yield of 
Methacrylic Acid 

,.. (mol %) 

68.3 
, 

65.2 

66.3 

58.1 

Remarks 

After 8000 hours 

After 8000 hours 
..._. 

°' 

-~ 

l 
" .J 
J 
j 

·1 
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Example 3 

<Catalyst prepara ti.on> 

Into 7 liters of heated ion-exchange water, 1600 g of 

ammonium paramolybdate and 97.2 g of ammonium metavanadate 

5 were added and dissolved under stirring. Into this solution 104.5 g of 

ortho-phosphoric acid (85 wt%) was added, followed by further addi­

tion of aqueous solution of 176.6 g of cesium nitrate and 18.2 g of 
' 

copper nitrate in 2 liters of ion-exchange water, 22. 7 g of 20 wt% 

silica sol and 11.0 g of antimony trioxide. The mixture was stirred 

IO thoroughly to provi_de a slurry (slurry A). Separately, 161.4 g of 

zirconium hydroxynitrate was completely dissolved in 1 liter of ion­

exchange water, and into that solution aqueous ammonia was gradu­

ally added under stirring to precipitate hydrated zirconia sol, fol­

lowed by addition of an aqueous solution of 65.6 g of cerium nitrate in 

15 I liter of ion-exchange water. Then aqueous ammonia was further 

slowly added to the mixture of the solutions drop wise under stirring 

until pH rose to 10. The resulting precipitate was filtered, washed 

with water, dried and calcined at 500°C for 2 hours to provide a 

powder (powder B). Powder B was added to slurry A, and the mix-

20 ture was concentrated by heating under stirring. The resulting 

slurry was dried at 230°C for 15 hours and ground. Water was added 
to the resulting powder as a molding aid, and the mixture was mold­

ed into pellets of each 5.5 mm in outer diameter and 6. 5 mm in 

length, which were dried and calcined in a nitrogen stream at 400°C 

25 for 3 hours and then in an air stream at 400°C for 2 hours to provide · 

catalyst (3). The elementary composition of this catalyst (3) was as 

follows, in terms of atomic ratio: 

30 

It was confirmed by X-ray diffraction analysis that the 
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cerium and zirconium in powder B were forming a complex oxide. 

<Oxidation reaction> 

In Example 1, the oxidation reaction was conducted under 

identical conditions with those in Example 1, except that catalyst (3) 

5 was used in place of catalyst (1). The result was as shown in Table 2. 

Comparative Example 3 

< Catalyst preparation> 
' 

Catalyst ( 4) was prepared in the identical manner with 

the catalyst preparation in Example 3, except that the powder B was 

10 provided by mixing 7 4.4 g of a powder formed by 2 hours' calcining at 

500°C of the hydrated zirconia sol precipitate derived from zirconium 

hydroxynitrate, with 26.0 g of a commercial cerium oxide powder 

(Ce02, specific surface area: 100 m2
). · 

< Oxidation reaction> 

15 In Example 3, the oxidation reaction was conducted under 

identical conditions with those in Example 3, except that catalyst ( 4) 

was used in place of catalyst (3). The result was as shown in Table 2. 

Upon comparing Example 3 with Comparative Example 3, 

it is understood that the catalyst (3) according to the invention excels 

20 in catalytic activity over the control catalyst (4). 

25 

Example 4 

According to Example 3, the oxidation reaction was con­

tinued for 12000 hours. The result after the 12000 hours' operation 

was as shown in Table 2. 

As indicated in Table 2, the drop in conversion after 12000 

hours' oxidation reaction was minor and there was almost no de­

crease in the yield. From this result it can be understood that the 

use of catalyst (3) enabled stable continuation of the oxidation reac­

tion over a long period. 

30 Comparative Example 4 

According to Comparative Example 3, the oxidation 
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reaction was continued for 12000 hours. The result after the 12000 
hours' operation was as shown in Table 2. 

Upon comparison of Example 4 with Comparative Exam­
ple 4, it can be understood that the control catalyst (4) has a problem 

5 of short catalyst life, and when it is used in the reaction for many 
hours, decreases in conversion and yield are notable. 

' 

\. 



TABLE 2 

Catalyst Reaction Methacrolein Methacrylic Acid 
No. Temp. Conversion Selectivity 

(°C) (mol %) (mol %) 

Example 3 (3) 280 85.3 80.5 

Comparative (4) 280 81.1 . 80.3 
Example 3 

Example 4 (3) 280 82.8 81.1 

Comparative (4) 280 72.5 80.5 
Example 4 

One-pass Yield of Remarks 
Methacrylic Acid 

,.,(mol %) 

68.7 
, 

65.1 

67.2 After 12000 hours 

58.4 After 12000 hours 
........ 
CD 

~ 
.\ 

\ 
j 
I 
~ 
'/ 

f 

I 
j 

~ 
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Example 5 

Example 3 was repeated except that the oxidation reaction 
was carried out at 290°C and at a space velocity of 1600 hr-1 (STP). 
The result was as shown in Table 3. 

5 Comparative Example 5 

The oxidation reaction of Example 5 was repeated except 
that catalyst ( 4) was used in place of catalyst (3). The result was as 

' 

shown in Table 3. 

Upon comparing Example 5 with Comparative Example 5, 
10 it is understood that catalyst (3) of the present invention excels over 

the control catalyst (4) in the activity level and yield, also under high 
space velocity condition. 

Example 6 

Example 3 was repeated except that the methacrolein 
15 content in the gaseous mixture fed into the reactor for the oxidation 

reaction was increased to 4.5 volume % . The result was as shown in 
Table 3. 

Comparative Example 6 

The oxidation reaction of Example 6 was repeated except 
20 that catalyst (3) was replaced with catalyst (4). The result was as 

shown in Table 3. 

Upon comparing Example 6 with Comparative Example 6, 
it is understood that catalyst (3) of the present invention excels over 
the control catalyst ( 4) in both activity level and yield, also under 

25 high methacrolein concentration condition. 
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TABLE 3 

Cata- Reac- Methacro- Methacrylic One-pass Yield 
lyst ti on lein Con- AcidSelec- of Methacrylic 
No. Temp. version tivity Acid 

(°C) (mol %) (mol %) (mol %) 

Example 5 (3) 290 84.7 81.2 68.8 

5 Comparative (4) ' 290 80.3 81.1 65.l 
Example 5 

Example 6 (3) 280 84.6 80.1 67.8 

Comparative (4) 280 80.4 80.0 64.3 
Example 6 

10 

Example 7 

<Catalyst preparation> 

Catalyst (5) was prepared in the identical manner with 

15 Example 3, except that the powder B was prepared with the amounts 

of the zirconium hydroxynitrate and cerium nitrate varied, yttrium 

oxide was added and the calcining was conducted at 650°C for 1 hour. 

The elementary composition of this catalyst (5) was as follows, in 

terms of atomic ratio: 

20 

Mo 12P 12 Sbo.1V1.1 Ceo.1Zro.4Y0.01 Sio.1 Cs i.2 Cuo.1 · 

It was confirmed by X-ray diffraction analysis that the 

cerium, zirconium and yttrium were forming a complex oxide in 

25 Powder B. 

<Oxidation reaction> 

The oxidation reaction was conducted in the identical 

manner with Example 3, except that catalyst (5) was used in place of 

catalyst (3). The result was as shown in Table 4. 
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Examples 8-15 

<Catalyst preparation> 
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Catalysts (6)-(13) were prepared in the identical manner 
with Example 7, except that the powder B was prepared with the 

5 amounts of the zirconium hydroxynitrate and cerium nitrate varied 
and that yttrium oxide was replaced with an oxide containing the 
element as indicated in Table 4 for each Example. 

' 
<Oxidation reaction> 

The oxidation reaction of Example 7 was repeated except 
10 that catalyst (5) was replaced with catalysts (6)-(13) as indicated for 

each Example. The results were as shown in Table 4. 



Catalyst Composition 
(atomic ratio excepting oxygen) 
Mo12P 1.2Sb0.1V1.1 Si0•1 Csu Cu0.1 

Ce Zr F 

Example 7 0.1 0.4 Y=0.01 

Example 8 0.1 0.5 In=0.02 

Example 9 0.4 0.6 La=0.02 

Example 10 0.4 0.6 Pr=0.015 

Example 11 0.6 0.4 Sm=0.01 

Example 12 0.2 0.8 Co=0.005 

Example 13 0.3 0.7 Ni=0.008 

Example 14 0.3 0.7 Nd=0.01 

Example 15 0.5 0.5 Cu=0.005 

TABLE4 

Cata- Reac- Methacro-
lyst ti on lein Con-
No. Temp. version 

(oC) (mol %),,. 

(5) 280 85.3 

(6) 280 84.8 

(7) 280 84.7 

(8) 280 84.1 

(9) 280 83.8 

(10) 280 84.6 

(11) 280 85.2 

(12) 280 84.7 

(13) 280 85.2 

Methacrylic 
Acid Selec-
tivity 

(mol %) 

80.3 

80.4 

80.7 

80.9 

80.8 

80.1 

80.0 

80.4 

80.7 

One-pass 
Yield of Meth 
acrylic Acid 

(mol %) 

68.5 

68.2 

68.4 

68.0 

67.7 

67.8 

68.2 

68.1 

68.8 

l~ 
c.i.:i ~ 
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Example 16 

Example 3 was repeated except that a gaseous mixture of 
4.5 volume% ofisobutylaldehyde, 11 volume .. % of oxygen, 10 volume 
% of steam and 7 4.5 volume % of nitrogen was used as the starting 

5 gas and that the space velocity was changed to 900 hr-1 in the oxida­
tion reaction. The result was as shown in Table 5. 
Comparative Examp~e 7 

The oxidation reaction of Example 16 was repeated except 
that catalyst (3) was replaced with catalyst (4). The result was as 

10 shown in Table 5. ' 



TABLE 5 

Catalyst Reaction Isobutylaldehyde Methacrolein 
No. Temp. Conversion Selectivity 

(oC) (mol %) (mol %) 

Example 16 (3) 280 100 11.8 

Comparative (4) 280 100 12.6 
Example 7 

Meth.acrylic Aqid 
Selectivity 

(mol %) 

66.8 

63.2 

Onewpass Yield of 
Methacrylic Acid 

(mol %) 

66.8 

63.2 
l,\j 
c.n 

L\ 
.I 
·' 
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Example 17 

Example 3 was repeated except that a gaseous mixture of 
4.5 volume % of isobutyric acid, 10 volume% of oxygen, 10 volume% 
of steam and 75.5 volume % of nitrogen was used as the starting gas 

5 and that the space velocity was changed to 1800 hr-1 in the oxidation 
reaction. The result was as shown in Table 6. 
Comparative Exampl,e 8 

The oxidation reaction of Example 17 was repeated except 
that catalyst (3) was replaced with catalyst (4). The result was as 

10 shown in Table 6. , 

TABLE 6 

Cata- Reac- Isobutyric Methacrylic One-pass Yielc 
lyst tion Acid Acid Selec- of Methacrylic 
No. Temp. Conversion tivity Acid 

(°C) (mol %) (mol %) (mol %) 

15 Example 17 (3) 280 99.0 78.8 78.0 

Comparative (4) 280 96.5 77.9 75.2 
Example 8 
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Claims: 

1. A catalyst for producing methacrylic acid through oxida-
tion and/or oxidative dehydrogenation of at least one compound 
selected from the group consisting of methacrolein, isobutylaldehyde 
and isobutyric acid with molecular oxygen or a molecular oxygen­
containing gas at vapor phase, which is characterized in that it is a 
complex oxide composition comprising 

' 
(A) a complex oxide containing as essential components 

molybdenum and phosphorus, which is known per se as a catalyst for 
said vapor phase catalytic oxidation and/or vapor phase oxidative 
dehydrogenation reaction, and 

(B) a complex oxide containing cerium and zirconium as 
the essential components. 

2. A catalyst for producing methacrylic acid according to 
Claim 1, in which the component (A) is a complex oxide expressed by 
the following general formula (1): 

(1) 

(wherein P is phosphorus; Mo is molybdenum; A is at least 
an element selected from the group consisting of arsenic, 
antimony, germanium, bismuth and selenium; Bis at least 
an element selected from the group consisting of copper, 
silver, iron, cobalt, nickel, lead, manganese, chromium, 
tin, zinc, palladium, rhodium and tellurium; C is at least 
an element selected from the group consisting of tungsten, 
vanadium and niobium; D is at least an element selected 
from the group consisting of alkali metals and alkaline 
earth metals; E is at least an element selected from the 
group consisting of titanium, silicon and aluminium; and 
0 is oxygen; a, b, c, d, e, f, g and x denote the atomic ratios 
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of P, Mb, A, B, C, D, E and 0, respectively; and where bis 
12, a is 0.5-4, c is 0.01-3, dis 0.01-5, e is 0.01-5, fis 0.01-
6 and g is 0.01-10; and xis determined by degree of oxida­
tion of each of the elements). 

3. A catalyst for producing methacrylic acid according to 
Claim 1or2, in which the component (B) is a complex oxide ex­
pressed by the following general formula (2): 

' 

(2) 

' (wherein Ce is cerium; Zr is zirconium; Fis at least an 
element selected from the group consisting of lanthanoide 
series elements except cerium; yttrium, cobalt, nickel, 
copper, indium, tin, chromium and germanium; and 0 is 
oxygen; 1, m, n and y denote the atomic ratios of Ce, Zr, F 
and 0, respectively, 1 and m being optional numbers not 
including o, n being a number satisfying the relationship 
o<n I (1 + m) < 0.1, and y being a number determined by 
degree of oxidation of each of the elements). 

4. A catalyst for producing methacrylic acid through oxida­
tion and/or oxidative dehydrogenation of at least one compound 
selected from the group consisting of inethacrolein, isobutylaldehyde 
and isobutyric acid with molecular oxygen or a molecular oxygen­
containing gas at vapor phase, which is characterized in that it has a 
composition expressed by the following general formula (3): 

(3) 

(wherein Pis phosphorus; Mo is molybdenum; Ce is ceri­
um; Zr is zirconium; A is at least an element selected from 
the group consisting of arsenic, antimony, germanium, 



l f 1111111\\11\ Ill~ 11111 1111 
* C L M S * 

29 

bismuth and selenium; B is at least an element selected 

from the group consisting of copper, silver, iron, cobalt, 

nickel, lead, manganese, chromium, tin, zinc, palladium, 

rhodium and tellurium; C is at least an element selected 

from the group consisting of tungsten, vanadium and 

niobium; D is at least an element selected from the group 

consisting of alkali metals and alkaline earth metals; E is 
' 

at least an element selected from the group consisting of 

titanium, silicon and aluminium; G is at least an element 

selected-..from the group consisting oflanthanoide series 

elements except cerium; yttrium and indium; and 0 is 

oxygen; a, b, c, d, e, f, g, h, i, j and x denote the atomic 

ratios of P, Mo, Ce, Zr, A, B, C, D, E, G and 0, respec­

tively; and where bis 12, a is 0.5-4, c is 0.01-12, dis 

0.01-16, e is 0.01-3, fis 0.01-5, g is 0.01-5, his 0.01-6, i is 

0.01-10 andj is 0.001-2, and xis a numerical value deter­

mined by degree of oxidation of each of the elements) 

and the cerium and zirconium therein forming a complex oxide. 

5. A process for producing methacrylic acid through vapor 

phase catalytic oxidation and/or catalytic oxidative dehydrogenation 

of at least one compound selected from the group consisting of 

methacrolein, isobutylaldehyde and isobutyric acid with molecular 

oxygen or a molecular oxygen-containing gas, the process being 

characterized in that it uses a catalyst according to Claim 1 or 4 as 

the catalyst. 


