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METHOD FOR MAPPING DRILLABLE AREAS IN AN OIL FIELD WITHOUT 

RUNNING THE RISK OF ENCOUNTERING ANOMALOUS ZONES 

This invention relates to a method for mapping drillable areas in an on-shore or 

. off-shore oil field, without the risk of encountering anomalous zones, such as surface 

gases. 

We know that surface gases are located between the swface of the ground and a 

depth at which the well bore has not yet been equipped with devices that make it possible 

to stop a potential gas inlet. These gases are a potential and very serious danger when 

drilling for oil and their location and significance must be evaluated prior to insta11ing a 

well bore. 

Until now, the detection of surface gases was carried out by using the exploration 

seismic reflection method called two-dimensional (2D}. This method consists of 

gathering seismic traces resulting from the reflection of acoustic waves by the subsoil 

using an acquisition apparatus that consists of.at least one acoustic wave emitting device 

and one line of acoustic receivers, and that is moved along the surface of the ground 

(land shooting) or the surface of the sea (marine shooting). 

In particular, in 2D marine seismic exploratioii, the data acquisition equipment 

consists of a boat equipped with an acoustic impulse emitting source that tows a line or 

streamer on which are assembled a plurality of equally spaced sensors designed to receive 

the acoustic waves reflected by the various layers of the subsoil and where each one 

delivers a signal that represents the amplitude of the waves received in relation to time, 

this signal is recorded in order to provide a record called seismic trace. The length of the 

streamer may vary from approximately 500 m to approximately 6000 meters and the 

sensors fitted on the streamer are spaced from a few meters to several tens of meters 

apart, for example from around 12.5 meters to SO meters. 
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The marine area to be studied in the 2D seismic exploration method can range from 

several hundreds of square kilometers and can, for example, have a surface of 200 km x 

200 km. The boat covers this area following straight parallel paths,· several kilometers 

apart, for example S to 6 km apart. During its movement, the seismic source emits 

impulses at regular time intervals, for example every S seconds. After treating the seismic 

recordings, for each straight path of the boat we obtain a 2D seismic section consisting of 

a plurality of vertical traces. This section represents the vertical cut of the subsoil in a 

system of coordinates X (direction of the boat's movement) and T (depth expressed in 

time). 

In the case of shallow sands saturated with gas, i:he seismic energy that is reflected 

can take on significant values that are translated on the recorded seismic section by peaks 

of high amplitude (bright spots). 

In order to reconstruct the image of the subsoil of the area being studied, we must 

put the various recorded seismic sections side by side and imagine interpolations between 

the bright spots of such sections. However, these interpolations are lengthy operations 

that are somewhat subjecti\re. Indeed, it is not unusual for two interpreters to carry out the 

same interpolations in different ways and come up with maps with different risks. 

We also know the three dimensional (3D) seismic acquisition method. This 

method uses an acquisition device that consists of at least one source that emits 

acoustic waves and a plurality of lines of acoustic sensors that is moved along the 

surface of the ground (3D land seismic acquisition) or the surface of the sea (3D 

marine seismic acquisition). In using this method in marine seismic acquisition, a boat 

equipped with at least one source of emitting acoustic waves 

-2-



tows several lines or streamers arranged parallel to each other, whose number can r~ach 

8, where each line has a plurality of acoustic wave sensors. The lines are shorter than in 

the previous 20 seismic acquisition, are separated from each other- for example by 

approximately SO m and cany sensors that are equally spaced, for example every 25 m. 

The width of the area covered by the boat increases with the number of lines of sensors 

and is, for example, in the range of 400 m in the case mentioned above. 

With each recorded trace, we associate a spatial position defined using the 

coordinates of the associated emitting source and sensor at the time of the shot that will 

produce this trace. 

From the recorded seismic traces during the 3D seismic acquisition, we can 

achieve an image of the subsoil in three dimensions in an (X, Y, T) axial system in the 

form called ''30 seismic cube" (30 seismic section). For this, we attribute to each square 

(bin) of a set of squares that makes up a regular spatial grid in a plane {X, Y) 

representative of the acquisition plane of the seismic traces, a central trace obtained from 

the recorded traces using the well known multiple coverage technique, and whose spatial 

positions are located inside the square in question, this central trace is assigned to the 

center of such square following the time-dependent axis T. The seismic block is sampled 

in elementary parallelepiped :fictive cells each centered on a bin and whose dimensions 

following X and Y correspond to those of such bin and whose width according to T 

corresponds to the length of the time sample chosen to sample the central seismic trace, 

each cell contains a sample of seismic trace. 

-3 -



THIS SHEET HAS BEEN 
REPLACED 

In this way, we obtain a continuous sampling of the subsoil. Any cell ~ j k of the 

seismic block being sampled is therefore perfectly defined by the coordinates <Xi, Yj, T 0 
of its center, or in other words, of the central seismic trace sample that it contains, where 

~ and Yj are the coordinates of the Bi j bin associated with the cell and T k is the time­

dependent coordinate of the sample k of the central sei_smic trace 1'Ri j of bin Bi j, and by 

the amplitude Aij k of such sample. The bins that cross-rule the 3D seismic block's (X, Y) 

. plane are preferably rectangular and correspond with rectangles on the ground with, for 

example, a length of SO m (distance between the lines) and a width of 2S m (distance 

between two successive sensors on the line). 

The useful information gathered during a shot is concentrated inside a conic 

volume centered on the spatial position of the recording (trace). The conic volumes that 

correspond to two successive shots emitted during the movement of the boat either do not 

cover each other or only partially cover each other for the surface layers of the subsoil. 

Therefore, the 3D seismic acquisition method with the parameters used for oil 

prospecting, whose objective is recognition in depth, is not favorable when emphasizing 

objects on the surface and in particular surface gases. 

The inventors of this invention have found that we can however use the 3D 

seismic acquisition method to complete a mapping of the surface areas of the subsoil with 

a high spatial resolution. 

The basic idea that is at the origin of the invention is that the surface gases are 

events of strong amplitude that can easily be characterized. 

Therefore, this invention's objective is a method for mapping the areas of a 

drillable oil field without running the risk of encountering anomalous zones, such method 

being of the type that consists in: .... 

- canying out a recording or seismic trace acquisition using seismic-reflection 

acquisition equipment in an area of the oil field to be explored; 
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- forming, from such recorded seismic traces, a 30 seismic block that is a three dimension; 

the acquisition plane of the seismic 1races, is attributed a central seismic 1race developed 

from the recorded traces with positions located inside the square in question, and where 

this central trace is assigned to the center of such square following the axis P, and 

- sampling the 30 seismic block in elementary cells, each cell being centered on 

a square of plane (X, Y) and having dimensions following axes X and Y that correspond 

respectively to those of the square on which it is centered and a thickness following axis 

P corresponding to a sampling interval. following axis P of the central seismic trace 

associated with such square, in such a way that each elementary cell encloses a sample of 

a central seismic trace defined by its coordinates (X, Y, P) in the seismic block, such 

coordinates forming the coordinates of the elementary cell that contains the sample, 

and that is furthermore characterized by the fact that it consists, 

- in calculating, for each elementary cell of the seismic block, the energy of this 

cell from the amplitude of the seismic trace sample that it contains, such energy being 

proportional to the square with this amplitude, 

- in establishing an energy threshold above which we consider that the presence 

of anomalous zones is probable, 

in selecting the cells of the block that have energies equal to or greater than 

such threshold, 

- in giving the selected cells a code so that all cells belonging to a same 

set of connected selected cells have the same code and that selected cells 

belonging to different sets of connected 

-s -



THIS SHEET HAS BEEN 
REPLACED 

selected cells have different codes, each set of connected selected cells forming an 

anomalous zone, 

- in memorizing the (X, Y, P) position for each cell retained as·weiI as the code 

associated thereto, 

- in carrying out a projection XY, or view from above, of the block of cells that 

have been assigned codes, each anomalous zone or bright spot will appear on this 

projection with a different code; this provides a map of the superposed anomalous zones, 

and 

- potentially, canying out a projection XP or a projection YP of a block of cells 

that have been assigned codes, so as to make visible the cumulated thickness of the 

anomalous zones following the X axis or following the Y axis, in order to determine the 

heights at which the anomalous zones are located. 

Ultimately, an anomalous zone can be made up of only one elementary cell. 

In order to result in the maps of anomalous zones, all operations of the method that 

relate to the treatments of the seismic block are completed automatically by a computer 

program with the exception of the choice of the threshold which is left ~t the discretion of 

the operator. 

One advantage of the method consistent with the invention is that we can use the 

30 acquisition data, of which the cost, tied to a lesser acquisition time, is relatively less 

that the cost of a 2D acquisition method directed at the detection of anomalous zones. 

Another advantage of the method consistent with the invention is that it is possible 

to introduce the notion of an error range by determining several thresholds. We can 

establish maps of risks with optimistic, pessimistic and :intermediary hypoth~ses. 

Yet another advantage of the method consistent with the . invention lies in 

the fact that it is not necessary to know the spatial position of each trace with 

as much precision as that required for 
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the conventional treatment (imaging) of the 3D seismic data. For example, in marine 

acquisition, the precision is sufficient if each line of sensors is equipped with only a tail 

and compass buoy designated to provide information on the declination of the line in 

relation to the direction of the boat's movement 

According to the invention, the cen1ral trace assigned to the center of each bin of 

the seismic block's (X, Y) plane can, in particular, be a sum trace, obtained by summing 

a collection of traces, for example at a common midpoint, resulting from the recorded 

seismic traces in multiple cover, or a trace migrated in time or migrated in depth resulting 

from the application of a conventional time migration or depth migration technique, and 

the sum seismic traces and/ or the collections of seismic traces. 

When the central trace assigned to the center of each bin of the 3D seismic block 

is a sum trace or a time migrated trace, axis P of the axial system (X, Y, P) used to build 

the seismic block is a time-dependent axis T. When such cen1ral trace is a depth migrated 

trace, such axis P is a depth axis Z. 

The invention will now be described referring to the attached drawings where: 

Figure 1 schematically represents a fully equipped 3D seismic acquisition system; 

Figure 2 illustrates a 2D seismic block cross-ruled with bins and sampled in 

elementary cells in an axial system (X, Y, T); 

Figure 3 is a representation of the XY projection of the selected and coded 

elementary cells; 

Figure 4 shows the XT projection of the selected and coded elementary cells; 

Figure S shows the YT projection of the selected and coded elementary cells; 

Figure 6 is a histogram illustrating the number of anomalous cells for each energy 

threshold; and 
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Figure 7 is a curve illustrating the surface covered by the anomalies in relation to 

the threshold 

Jn reference to Figure 1, the 30 acquisition system consists of a boat 10 that tows 

a seismic source 12 that emits acoustic impulses and two lines 14, 16 each equipped with 

'forty eight sensors. 

The lines are each 600 m long. The first sensor and the last sensor of each line are 

equipped with targets that make it possible to identify their position, for example by laser. 

Some of the intermediary sensors are equipped with compasses that provide information 

concerning the declination of the line in relation to the direction of the boat's movement. 

We applied the method consistent with the invention for the following different 

simulated acquisition geometries: 

I. length of the lines: we tested lines measwing one half(300 m), one quarter (150 

m) and one eighth (75 m) of the standard line as well as a line equipped with only one 

sensor. The distance :from the first sensor to the shotpoint or offset was reduced in 

relation to the usual offset and brought back to around 30 m. As a result, the force of the 

seismic source is reduced; 

2. interval between the shotpoints: the space between the shotpoints is 6.25 m. or 

12.5 m; 

3. line spacing: in the case where several lines are used, the space between the 

lines is of 25 m or 50 m; 

4. measurements of the bin: the following measurements were tested: 6.25 x 12.5 

m; 6.25 x 25 m; 12.5 x 25 m and 12.5 x 50 m. 

Jn all cases mentioned, a satisfactory map of the anomalous zones in answer to the 

problem was obtained.· 

The acquisition that is done with one single . line of sensors of reduced 

length and equipped with a small number of sensors would still be satisfactory 

for the construction of the 30 seismic 
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block. The length of the single line could be 150 meters, 75 meters, and could even at the 

extreme only have one sensor. 

In reference to figure 2, from the seismic traces recorded with. the acquisition 

equipment, we build a 3D seismic block referred to as 20, that is a three dimensional 

image of the area explored in an orthogonal and normalized time-dependent spatial axial 

system (X, Y, T) with an apex 0, in which X and Y are the spatial axes and T is the 

time-dependent axis. First, the plane defined by axes X and Y and which is chosen as a 

representation of the seismic traces acquisition plane, is cross-ruled by a set of squares 

that constitute a regular grid that covers a surface of such plane that corresponds to the 

explored area. To each square (still called bin) of such set, we assign a central trace 

developed from the recorded traces that have positions located inside the square in 

question, this central trace is assigned to the center of such square following the time­

dependent axis T. Thus, to square Bij, we attribute the central trace.TRtj, where this trace 

is assigned to the center ~i j with coordinates ~ and Yj , of square Bi j according to the 

time-dependent axis T. 

The seismic block 20 containing a central trace associated to each bin is then 

sampled in elementary parallelepiped cells, each cell being centered on a bin of the (X, 

Y) plane and having dimensions following the axes X and Y that correspond respectively 

to those of the bin on which it is centered and a thickness aT according to axis T that 

corresponds to the sampling interval following T of the central trace associated to such 

bin. Therefore, each elementary cell contains a sample of a central seismic trace, such 

sample is defined by its coordinates (X, Y, T) in the seismic block, and such coordinates 

form the coordinates of the elementary cell containing such sample. Thus, cell 4 j t , 

centered on bin Bi j, has dimensions following axes X and ·Y corresponding 
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respectively to the dimensions of bin Bi j following these same axes and a thickness A.T 

corresponding to the time-dependent sample interval of trace 1'Ri i· Thi$· cell contains the 

sample k of the seismic trace T~ j, the coordinates ()4, Yj, T t) of such sample form the 

coordinates of the elementary cell Q j t· Thus, each cell of the seismic block 20 is well 

defined by the coordinates (X, Y, T) of the central seismic trace sample it contains and by 

the amplitude of such cell. 

For each elementary cell of the seismic block 20, we calculate the energy of this 

cell from the amplitude of the sample of central seismic trace it contains, such energy 

being proportional to the square with this amplitude. Jn this way, we transform the 

seismic block 20 into a block consisting of the same elementary cells, each now defined 

by its coordinates (X, Y, T) as in the block 20 and by its energy. 

After having established the energy threshold beyond which we consider that the 

presence of anomalous zones is likely, we select the cells of the energy block that have an 

energy equal to or greater than such threshold. 

The cells chosen in this manner are then assigned a code so that all the cells 

belonging to one same set of selected connecting cells have the same code and that the 

selected cells belonging to different sets of connecting cells have different codes, with 

each set of selected connecting cells forming an anomalous zone. The codes so assigned 

to the selected cells may be made up of colors that are different from one anomalous zone 

to another. For the grouping of selected cells in sets of connecting cells, we consider that 

two cells are connected if they have at least one edge in·common. 

Ultimately, an anomalous zone can be made up of one single isolated elementary 

cell. 
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For each of the cells thM are retained, we keep its deflntd position in memory using its 

coordinates (X, Y, T) and its code. 

In carrying out an XY projection, or view ftom above, of the block of cells that have 

assigned codes, each anomalous zone or bright spot will appear on this projection with a different 

code, for example, with a different color, which provides a map of the superposed anomalous 

zones as represented in figure 3. In this figure, the position of a well is identified by the reference 

28. In this position, the well is not located in an anomalous zone. 

We can also carry out an XY projection or a YT projection of the block of cells that have 

assigned codes, so as to see the cumulated thickness of the anomalous zones following the X axis 

as represented in figure 4 or following the Y axis as represented in figure S, in order to determine 

the heights at which are located the anomalous zones. 

By associating the three projections, we can define the· spots and locate them inside the 

block. 

The threshold is chosen in the following manner: 

a) with the help of statistical measures, we esfimate the range of possible values that the 

threshold can have. 

b) inside this range, while observing the extension of the disturbances on the seismic data 

for the different thresholds, a threshold is chosen. 

Figure 6 represents an example of a histogram of the different energy values, expressed in 

dB, found in the JD block as a whole, in relation to the number of cells having these energies. 

Usually, the value of a threshold to be retained is located· at a nick point of the cwve. In the 

example that is illustrated, this threshold is in the range of 123 dB. 

Figure 7 represents a curve that gives the surface of the disturbances in relation to the 

threshold. 

In the example in these figures, we can see that for thresholds of less than 118 dB, the 

disturbances cover 100% of the 3D block's surface. The chosen threshold, which is of 123. dB, 
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corresponds to 85% of the 66\rered surface. We can con8ider this as being a pessimistic 

hypothesis. 

According to the invention, we can vary the energy threshold, for the selection of 

cells, in relation to the degrees of risks that are determined in order to establish the 

mapping. 
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CLAIMS 

1. Method for mapping the drillable areas of an oil field without running the risk of 
encountering anomalous zones, such method being of the type that consists in: 

- carrying out an acquisition of recordings or seismic traces using· seismic reflection 
acquisition equipment in the area of the oil field to be explored; 

- creating, from these recorded seismic traces, a 3D seismic block that is a three 
dimensional image of the area explored within an axial system (X, Y, P), while attributing to each 
square (Bi;) of a set of squares forming a regular spatial grid in the plane defined by axes (X, Y) 
and chosen as a representation of the acquisition plane of the seismic traces, a central trace CfR.i;) 
established :from the recorded traces whose positions are located inside the square in question, this 
central trace having been assigned to the center ( ~;) of such square following the axis P, and 

-sampling the 3D seismic block in elementary cells, each cell (Q; k) being centered on a 
square (Bi;) of the plane (X, Y) and having measurements following the axes X and Y that 
correspond respectively to those of the square on which it is centered and a thickness according 
to axis P that corresponds to a sample interva! following axis P of the central trace associated 
with such square, so that each elementary square contains a sample (k) of a central seismic trace 
defined by its coordinates (X, Y, P) in such seismic block, and where such coordinates fonn the 
coordinates of the elementary cell that contains the sample, 

and furthermore characterized by the fact that it consists in, 
- calculating, for each elementary cell (Q; k) of the seismic block, the energy of this cell 

from the amplitude of the seismic trace sample it contains, such energy being proportional to the 
square with this amplitude, . 

- determining an energy threshold beyond which_ we consider that the presence of 
anomalous zones is probable; 

- selecting the cells of the block that have energies equal to or greater than such threshold, 
- assigning a code to the selected cells, so that all of the cells belonging to a same set of 

selected connecting cells have the same code and that the selected cells belonging to different sets 
of selected connecting cells have different codes, each set of ~ected connecting cells fonns an 
anomalous zone, 

- memorizing the position (X, Y, P) of each of the cells retained as well as its code, and 
- carrying out an XY projection of the block of Cells that have been assigned these codes, 

where each anomalous zone appears in this projection with a different code, which provides a map 
of the superposed· anomalous zones. 

2. Method as set forth in claim 1, furthermore characterized by the fact that it consists in 
carrying out an XP projection or a YP projection of the block of cells that have been assigned 
codes, so as to make the cumulated thickness of the anomalous zones appear following the X axis 
or the Y axis, in order to detennine the heights at which the anomalous zones can be found. 

3. Method as set forth in one of claims 1 or 2, characterized by the faCt that such codes 
assigned to the elementary cells are made up of different colors attributed to each anomalous 
zone. 

4. Method as set forth in one of claims 1 through 3, characterized by the tact that it 
consists of varying the energy threshold in relation to the degrees of risks that are determined in 
order to create the map. 
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