(A si.ngl e-sided, staddle nmount printed circuit board edge connector
positively nmechanically | ocks the connector to the circuit board using a
plurality of gripper arm assenblies spaced al ong the connector housing. The
gripper arm assenblies each include an upper and | ower gripper arm defining
t herebetween a printed circuit board receiving space. The gripper arm
assenblies positively nechanically locdkthe printed circuit board to the
connector w thout the use of through holes and screws. The connector
overcones the di sadvantages of connector tilt problens, nmanufacturability
and sinplicity in assenbling the connector and printed circuit board.

SINGLE-SIDED, STRADDLE MOUNT
PRINTED CIRCUIT BOARD CONNECTOR (IMPROVEMENT).

ABSTRACT

A single-sided, straddle mount printed circuit board edge connector positively
mechanically locks the connector to the circuit board using a plurality of gripper arm
assemblies spaced along the connector housing. The gripper arm assemblies each
include an upper and lower gripper arm defining therebetween a printed circuit board
rcc‘eiving_, space. The gripper arm assemblies positively mechanically lock the printed
circuit board to the connector without the use of through holes and screws. The
connector overcomes the disafivantagcs of connectc;r tilt problems, manufacturability

and simplicity in assembling the connector and printed circuit board.
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