Title:

DI SPENSI NG HEAD FOR A SQUEEZE DI SPENSER
Abstract:

A spray dispensing head (17) for a squeeze di spenser
di scl osed. The di spensing head (17)

[err] _
i's

(1)

i ncl udes passageways (12, 14) for

di r ect i NQUHINERNBTIONARAPPIACATIDN §UBIASHED ENDFRIBEPATENINGEIPERABPNAREAEY (fCDhe

liquid is broken up into droplets and emtted as
orifice (16).
pul | - pugiv) Wetld DitelledtiR Proprey Orghniatifnl O
from t he at nosphetesiodlRigeapr event i ng
product .

0 00O

01/45798 Al

=

The device includes a vg
/7

/,
67

(43) International Publication Date

LT

151‘/ 3 oAt AARIARLC!

a fine spray through an
(10) which is operated by a

(10) International Publication Number

28 June 2001 (28.06.2001) PCT WO 01/45798 Al
(51) International Patent Classification’: A62C 11/00 S. [US/US]; 7 Heusted Drive, Old Greenwich, CT 06870
(US).
(21) International Application Number: PCT/US00/34989

(22) International Filing Date:
22 December 2000 (22.12.2000)

(25) Filing Language: English

(26) Publication Language: English
(30) Priority Data:

09/470,892 22 December 1999 (22.12.1999) US

(71) Applicant (for all designated States except US): EMSAR,
INC. [US/US]; 125 Access Road, Stratford, CT 06615

(Us).

(72) Inventor; and
(75) Inventor/Applicant (for US only): SCHULTZ, Robert,

(74) Agents: BRAINARD, Charles, R. et al; Kenyon &
Kenyon, One Broadway, New York, NY 10004 (US).

(81) Designated States (national): AU, BR, CA, CN, CZ, ID,
IN, JP, KR, MX, PL, RU, SG, US.

(84) Designated States (regional): European patent (AT, BE,
CH, CY, DE, DK, ES, FI, FR, GB, GR, IE, IT, LU, MC,
NL, PT, SE, TR).

Published:
With international search report.

For two-letter codes and other abbreviations, refer to the "Guid-
ance Notes on Codes and Abbreviations" appearing at the begin-
ning of each regular issue of the PCT Gazette.

(54) Title: DISPENSING HEAD FOR A SQUEEZE DISPENSER

10 22

\\“\\“\'\\‘)"
\ ‘ AR AL TR >
= e = f——
=S

$>
AN
™

(7
NN

0202
’IIII/IIIA

28

(57) Abstract: A spray dispensing head (17) for a squeeze dispenser (1) is disclosed. The dispensing head (17) includes passageways
O (12, 14) for directing streams of air and liquid to a mixing chamber (15) wherein the liquid is broken up into droplets and emitted as .
a fine spray through an orifice (16). The device includes a valve (10) which is operated by a pull-push motion. When the valve (10)
is closed, the liquid is sealed off from the atmosphere, thus preventing drying or contamination of the liquid product.



